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WRELESS DEVICE DISCOVERY AND 
CONFIGURATION 

REFERENCE TO RELATED APPLICATION 

This application claims the benefit of U.S. Provisional 
Application No. 60/674,170, filed Apr. 22, 2005, and incor 
porated herein by reference. 

FIELD OF THE INVENTION 

This invention pertains generally to computer systems and, 
more particularly, to establishing communication with a 
wireless network. 

BACKGROUND OF THE INVENTION 

Today, people often use wireless networks within their 
home so that various electronic devices within the home may 
communicate with one another without having to wire the 
devices together. Music, video, financial, and other data are 
just a few examples of items that may be exchanged through 
a wireless network. 

People utilizing a wireless network often desire secure 
communications. Data exchange between devices should be 
protected from eavesdropping and impersonation. 

Configuring a device for secure communication is difficult, 
particularly for media-specific settings, such as access to a 
Wi-Fi network. As an example, a Wi-Fi device needs Wi-Fi 
specific settings, such as a service set identifier (SSID), a 
cryptographic key, and operating channels, to allow the 
device to connect to a Wi-Fi network. Currently, connection 
of a typical Wi-Fi device requires a user to manually enter the 
configuration in the device, which can be a very confusing 
process. As such, frustrated users often resort to support calls 
or product returns. 

BRIEF SUMMARY OF THE INVENTION 

This section presents a simplified Summary of some 
embodiments of the invention. This Summary is not an exten 
sive overview of the invention. It is not intended to identify 
key/critical elements of the invention or to delineate the scope 
of the invention. Its sole purpose is to present some embodi 
ments of the invention in a simplified form as a prelude to the 
more detailed description that is presented later. 

In accordance with an embodiment, a wireless device that 
desires to be connected to a wireless network (referred to 
herein as an "enrollee’ device) is both automatically discov 
ered and automatically discovers the network capabilities so 
that a routine may be run to provide the device with necessary 
configuration settings. In accordance with an embodiment, 
the configuration settings are provided by a device that is 
already connected to the network (referred to herein as a 
“registrar device). 

In accordance with an embodiment, an enrollee device 
transmits information about itself and its capabilities to a 
network using an information element. The information ele 
ment is provided with frames in a channel that is not protected 
or encrypted. In accordance with an embodiment, for a Wi-Fi 
Network (sometimes referred to by its Standard name IEEE 
802.11 or merely 802.11 network), the information element is 
included with management frames of the Wi-Fi network. 
Similar management protocols may be used to distribute the 
information element in networks other thana Wi-Fi network. 
The information element is directly received and/or for 

warded to one or more potential registrar devices. One of the 
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2 
registrar devices then provides the configuration information 
to the enrollee, for example as a registrar information ele 
ment. This information element may also be passed through a 
protocol layer that is not protected or encrypted, such as via 
management frames in a Wi-Fi wireless network. 
The configuration information can be communicated from 

an enrollee to a registrar via a connection other than Wi-Fi 
(including but not limited to USB flash, USB cable, Ethernet 
cable, and a BluetoothTM connection); this method is called 
out of band (OOB). 
The configuration information can be communicated from 

an enrollee to a registrar via a Wi-Fi connection using cryp 
tography, which may involve public key cryptography, 
encryption with PINs, authentication with PINs, or some 
other type of secure exchange; this method is called in band. 
The in-band method may utilize some form of 802.11 

management frame, control frame or unencrypted data frame 
for the enrollee and registrar to communicate information and 
configuration information. 
The configuration information exchange may be used to 

establish a trusted relationship between the enrollee and the 
registrar, by passing certificates, password or other shared 
secret, that other applications can leverage as a pre-arranged 
secured relationship. 

BRIEF DESCRIPTION OF THE DRAWINGS 

While the appended claims set forth the features of the 
invention with particularity, the invention and its advantages 
are best understood from the following detailed description 
taken in conjunction with the accompanying drawings, of 
which: 

FIG. 1 is a block diagram representing a computer network 
into which the present invention may be incorporated; 

FIG. 2 is a block diagram of an architecture of a computer 
into which the present invention may be incorporated; 

FIG. 3 is a diagram representing an enrollee device 
attempting a connection to an infrastructure mode wireless 
network in accordance with an embodiment of the invention; 

FIG. 4 is a diagram representing an enrollee attempting a 
connection to an ad hoc wireless network in accordance with 
an embodiment of the invention; 

FIG. 5 shows architectures of a registrar device and an 
enrollee device in accordance with an embodiment of the 
invention; 

FIG. 6 is a flow chart generally representing steps for 
enrollee device discovery and configuration in accordance 
with an embodiment of the invention; 

FIG. 7 is a block diagram representing an enrollee infor 
mation element in accordance with an embodiment of the 
invention; 

FIG. 8 is a block diagram representing a registrar informa 
tion element in accordance with an embodiment of the inven 
tion; 

FIG.9 is a representation of a user interface for an enrollee 
device in accordance with an embodiment of the invention; 

FIG. 10 is a diagram representing a user interface for a 
registrar device, the user interface showing a bubble message 
in accordance with an embodiment of the invention; 

FIG. 11 is a diagram representing a user interface for a 
registrar device, the user interface requesting a pin in accor 
dance with an embodiment of the invention; and 

FIG. 12 is a block diagram representing an alternate 
embodiment of an enrollee information element in accor 
dance with an embodiment of the invention. 
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DETAILED DESCRIPTION OF THE INVENTION 

In the following description, various aspects of the present 
invention will be described. For purposes of explanation, 
specific configurations and details are set forth in order to 
provide a thorough understanding of the present invention. 
However, it will also be apparent to one skilled in the art that 
the present invention may be practiced without the specific 
details. Furthermore, well-known features may be omitted or 
simplified in order not to obscure the present invention. 

Prior to proceeding with a description of the various 
embodiments of the invention, a description of the computer 
and networking environment in which the various embodi 
ments of the invention may be practiced will now be provided. 
Although it is not required, the present invention may be 
implemented by programs that are executed by a computer. 
Generally, such programs include routines, objects, compo 
nents, data structures and the like that perform particular tasks 
or implement particular abstract data types. The term “pro 
gram’ as used herein may connote a single program module 
or multiple program modules acting in concert. The term 
“computer as used herein includes any device that electroni 
cally executes one or more programs, such as personal com 
puters (PCs), hand-held devices, multi-processor Systems, 
microprocessor-based programmable consumer electronics, 
network PCs, minicomputers, mainframe computers, con 
Sumer appliances having a microprocessor or microcontrol 
ler, routers, gateways, hubs, or other electronic devices. The 
invention may also be employed in distributed computing 
environments, where tasks are performed by remote process 
ing devices that are linked through a communications net 
work. In a distributed computing environment, programs may 
be located in both local and remote memory storage devices. 
An example of a networked environment in which the 

invention may be used will now be described with reference 
to FIG. 1. The example network includes several computers 
10 communicating with one another over a network 11, rep 
resented by a cloud. The network 11 may include many well 
known components, such as routers, gateways, hubs, etc. and 
allows the computers 10 to communicate. 
The present invention has particular application to wireless 

networks. Thus, for the purposes of this description, the net 
work 11 is presumed to be a wireless network with most 
computers 10 connected via wireless media, although one or 
more computers 10 may be connected via wired media. 
When interacting with one another over the network 11, 

one or more of the computers 10 may act as clients, servers or 
peers with respect to other computers 10. Accordingly, the 
various embodiments of the invention may be practiced on 
clients, servers, peers or combinations thereof, even though 
specific examples contained herein do not refer to all of these 
types of computers. 

Referring to FIG.2, an example of a basic configuration for 
a computer 10 on which all or parts of the invention described 
herein may be implemented is shown. In its most basic con 
figuration, the computer 10 typically includes at least one 
processing unit 14 and memory 16. The processing unit 14 
executes instructions to carry out tasks in accordance with 
various embodiments of the invention. In carrying out Such 
tasks, the processing unit 14 may transmit electronic signals 
to other parts of the computer 10 and to devices outside of the 
computer 10 to cause some result. Depending on the exact 
configuration and type of the computer 10, the memory 16 
may be volatile (such as RAM), non-volatile (such as ROM or 
flash memory) or some combination of the two. This most 
basic configuration is illustrated in FIG. 2 by dashed line 18. 
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4 
The computer 10 may have additional features and/or func 

tionality. For example, the computer 10 may also include 
additional storage (removable storage 20 and/or non-remov 
able storage 22) including, but not limited to, magnetic or 
optical disks or tape. Computer storage media includes Vola 
tile and non-volatile, removable and non-removable media 
implemented in any method or technology for storage of 
information, including computer-executable instructions, 
data structures, program modules, or other data. Computer 
storage media includes, but is not limited to, RAM, ROM, 
EEPROM, flash memory, CD-ROM, digital versatile disk 
(DVD) or other optical storage, magnetic cassettes, magnetic 
tape, magnetic disk storage or other magnetic storage devices, 
or any other medium which can be used to stored the desired 
information and which can be accessed by the computer 10. 
Any such computer storage media may be part of computer 
10. 
The computer 10 preferably also contains communications 

connection(s) 24 that allow the device to communicate with 
other devices. A communication connection (e.g., one of the 
communication connections 24) is an example of a commu 
nication medium. Communication media typically embody 
computer readable instructions, data structures, program 
modules or other data in a modulated data signal Such as a 
carrier wave or other transport mechanism and include any 
information delivery media. By way of example, and not 
limitation, the term “communication media' includes wired 
media such as a wired network or direct-wired connection, 
and wireless media Such as acoustic, RF, infrared and other 
wireless media. The term “computer-readable medium' as 
used herein includes both computer storage media and com 
munication media. 
The computer 10 may also have input devices 26 such as a 

keyboard, mouse, pen, Voice input device, touch input device, 
etc. Output devices 28 such as a display 30, speakers, a 
printer, etc. may also be included. All these devices are well 
known in the art and need not be discussed at length here. 
The present invention has particular application to connec 

tion of a new wireless network device to a wireless network, 
and more specifically to provisioning a wireless network 
device with information needed to connect to a wireless net 
work. Thus, in accordance with an embodiment, the network 
11 shown in FIG. 1 is a wireless network and the computers 
10 are devices either connected to, or attempting to connect 
to, the wireless network 11. As used herein, for ease of refer 
ence and not limitation, a device that is connected to a wire 
less network, either via wired or unwired media, and that is 
capable of participating in the process described herein is 
referred to as a “registrar device, and a device attempting to 
connect to a wireless network is an "enrollee’ device. 
An example is shown in FIG. 3, where a notebook com 

puter 300 (e.g., one of the computers 10) is an enrollee device 
and a desktop computer 302 (e.g., also one of the computers 
10) is a registrar device. In the embodiment shown in FIG. 3, 
the registrar device 302 is connected wirelessly to an infra 
structure mode wireless network 304 having an access point 
306. As is known, infrastructure mode wireless networks, 
such as the wireless network 304, typically include one or 
more access points (APs), such as the access point 306, 
through which a wireless device Such as the registrar device 
302, may connect to the wireless network. The access point 
306 also acts as a bridge between wireless and wired net 
works. In the embodiment shown in FIG.3, a second registrar 
device 308 is provided that is connected to the access point 
306 via wired media. 

FIG. 4 shows another example in which an enrollee device 
400 is attempting to connect to an ad hoc wireless network 
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402 having two registrars 404, 406. As is known, an ad hoc 
network is a transitory association of wireless devices which 
do not depend upon any fixed Support infrastructure. Such as 
an access point or wired media. Connection and disconnec 
tion is controlled by the distance among the wireless devices 
and by willingness to collaborate in the formation of a cohe 
sive, albeit transitory, community. In an embodiment, each 
willing participant in an ad hoc network is potentially a reg 
istrar device. 

FIG. 5 shows architectures of a registrar device, such as the 
registrar device 302, and an enrollee device, such as the 
enrollee device 300, in accordance with an embodiment. The 
registrar device 302 includes or otherwise has access to wire 
less configuration settings 500 for connecting to a wireless 
network, such as the wireless network 304. The registrar 
device 302 also includes a registration component 502. The 
registration component 502 may include an automatic regis 
tration module 504 that is associated with a local or remote 
database 506. The registration component may also include 
an alert module 507 and/or a registration module 508. The 
various modules 504, 507, 508 are utilized for different 
embodiments of the invention, and all of the modules are not 
necessarily available on a registrar computer, but instead, a 
subset of the modules may be available. 
The enrollee device 300 shown in FIG. 5 includes a dis 

covery module 510, a registration module 512, and an error 
module 520. Likewise, these modules are utilized for differ 
ent embodiments, and not all are necessarily present on an 
enrollee device 300. 

Briefly described, in accordance with an embodiment, the 
discovery module is configured to broadcast an enrollee 
information element 514 to a network, such as the network 
304 or the network 402. Further information regarding the 
enrollee information element 514 is provided with the 
description of FIG. 7, below. The enrollee information ele 
ment 514 is eventually received by the registrar device 302. 
The registrar device 302, in turn, returns a registrar informa 
tion element 518 to the enrollee device 300. The registrar 
information element 518 is described further with the 
description of FIG. 8 below. The registration module 512 of 
the enrollee device 300 utilizes information in the registrar 
information element 518 to attempt to register the enrollee 
device 300 with the wireless network. 

FIG. 6 is a flowchart generally representing steps for dis 
covering and configuring an enrollee device, such as the 
enrollee device 300 in accordance with an embodiment of the 
invention. Beginning at step 600, the power for the enrollee 
device 300 is turned on. At step 602, the enrollee device 300 
broadcasts information about itself and its capabilities in the 
enrollee information element 514. As described above, this 
may be done, for example, via the discovery module 510. The 
enrollee information element 514 may be broadcast automati 
cally, or a user may be required to initiate the sequence. 

In accordance with an embodiment, the enrollee device 
300 broadcasts the enrollee information element 514 utilizing 
a protocol that is not protected or encrypted, and thus may be 
passed to other devices on the wireless network to which the 
device is attempting to connect. As an example, for a Wi-Fi 
network, a class 1 management frame may be used as the 
discovery channel. As another example, a temporarily estab 
lished data connection frames, such as a control frame or 
other unencrypted data frames may be used. 

In an embodiment, the enrollee information element 514 
may be included with a probe request of the management 
frame, may be included with an action frame, or may be 
presented as a new frame within the management channel. 
Similar channels may be utilized in other network environ 
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6 
ments. As an example, in an Ethernet environment, the 
enrollee information element 514 may be sent as an address 
resolution protocol (ARP) frame. For internet protocol (IP), 
an internet control message protocol (ICMP) packet may be 
used. For WiMAX, one of the dedicated management chan 
nels over which Mac protocol data units are sent may be 
utilized. In any event, in general, the channels through which 
packets or frames that are typically sent to establish and 
maintain communications, or to perform other management 
functions, may be utilized for broadcasting the enrollee infor 
mation element 514. 
FIG.7 shows an enrolleeinformation element 514 inaccor 

dance with an embodiment of the invention. The enrollee 
information element 514 includes product information 702, 
configuration state 704, and configuration options 706. The 
product information 702 may include the make and model of 
the enrollee device 300, the serial number, media access 
control (MAC) address, and/or other unique identification 
information. The configuration state 704 may include 
whether the enrollee device 300 is new, is trying to re-register 
because of an error, or another state of the enrollee device 
3OO. 
The configuration options include information about ways 

in which the enrollee device 300 is willing to receive the 
registrar information element 516. There may only be one 
option listed, or there may be more than one. The option or 
options may include out of band exchanges, or in band 
exchanges utilizing a designated cryptography method. 
As one example, the configuration options 706 may desig 

nate the process describe in U.S. Patent Application Publica 
tion No. 2005/0044372, filed Aug. 21, 2003 and entitled 
"Physical Device Bonding.” That application describes a sys 
tem or method that facilitates the installation and/or authen 
tication of a device by invoking installation protocols and/or 
authentication protocols for a non-physical connection. A 
physical interface component, such as a USB physical inter 
face, provides a physical connection between at least one 
wireless device and at least one network entity in which the 
installation protocols and/or authentication protocols can be 
exchanged. The physical interface component can utilize a 
token key to establish multiple non-physical connections 
with multiple wireless devices. Additionally, the physical 
interface component can utilize a daisy chain scheme to 
install and/or authenticate a wireless device. 
As another alternative for a configuration option, the pro 

cess disclosed in U.S. patent application Ser. No. 1 1/026,193, 
filed Dec. 30, 2004 and entitled “Extensible Architecture for 
Entrusted Medium Device Configuration via Trusted 
Medium may be utilized. In that application, a portable 
computer-readable media device is used to configure network 
devices to allow network functionality and connectivity. A 
configuration application generates, or aids the user in gen 
erating, network settings Such as wireless configuration set 
tings, LAN settings, and WAN settings. These settings are 
determined from the operating system or through user input. 
The configuration application then generates an Extensible 
Markup Language (XML) file embodying the network set 
tings and writes that file to the portable computer-readable 
media device. A user may then install the portable computer 
readable media device in one or more other network devices 
to automatically transfer the configuration to those network 
devices. A wireless device may be provisioned with the wire 
less configuration settings necessary to join a wireless net 
work, without requiring the user to manually enter the net 
work settings. 

Another option for the configuration options 706 is to use 
a label or a PIN. The PIN and/or label could be encrypted, for 
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example, by Advance Encryption Standard (AES), RC4. 
RC5, or RC6 symmetrical encryption algorithms, or another 
encryption algorithm, or used for authentication as a shared 
secret separately or in conjunction with an encryption algo 
rithm. Proof of knowledge of the PIN may be performed via 
hashing, challenge/response, gradual knowledge proof or 
another form of authentication. The configuration options 
706 may additionally include public key exchange, the Diffie 
Hellman key agreement protocol, or anotherform of cryptog 
raphy. 

Returning now to FIG. 6, at step 604, the enrollee informa 
tion element 514 is forwarded to potential registrar devices, 
such as the registrar device 302. In the case of an infrastruc 
ture mode wireless network, such as the wireless network 
304, an access point, such as the access point 306, distributes 
the enrollee information element 514, for example via mecha 
nisms such as Web Services discovery or events, UPnP dis 
covery or events, or as an extension of Topology Discovery. In 
the example shown in FIG.3, the registrar device 302 receives 
the enrollee information element 514 via wired communica 
tion through the access point 306. The registration device 308 
receives the enrollee information element 514 via a wireless 
transmission from the enrollee device 300 to the access point 
306, and then via wired media from the access point 306 to the 
registrar device 308. The registrar devices 404, 406 in the ad 
hoc network 402 in FIG.4 may receive the enrollee informa 
tion element 514 directly from the enrollee 400, or the 
enrollee information element may be forwarded from one of 
the registrars 404, 406 to the other. 

At step 606, the registrar provides the configuration infor 
mation to the enrollee. This information may be provided, for 
example, by providing the registrar information element 518. 
FIG. 8 shows an example of some components that may be 
included in the registrar information element 518. In the 
registrar information element 518 shown in that figure, a 
wireless network name element 802 is included, which may 
be, for example, the SSID of the wireless network. The reg 
istrar information element 518 also includes encryption infor 
mation 804, such as an encryption key. A channel 806 and 
registrar IP address 808 may also be provided in the registrar 
information element 518. 

In an embodiment, the registrar device 302 provides the 
configuration information to the enrollee in a manner set forth 
as one of the configuration options 706 of the enrollee infor 
mation element 514. As such, the registrar information ele 
ment 518 may be passed out of band, or may be passed in band 
with encryption, for example via the same channel through 
which the enrollee information element 514 was broadcast, or 
may establish a temporary direct data connection with the 
enrollee for passing the configuration, in accordance with an 
option provided in the configuration options 706. Of course, 
if only one option is provided, then that option is utilized. In 
an embodiment, a default configuration may be used if no 
options are provided. In Such an embodiment, the enrollee 
device 300 provides information about desiring the default 
option by not designating a different option, or by not indi 
cating that the default option is not available. 

In one embodiment, as a result of receiving the enrollee 
information element 514, the automatic registration module 
504 of the registrar device 302 checks the product informa 
tion 702 in the enrollee information element 514 against a list 
of devices in the database 506. If the product information 702 
matches one of the devices in the database 506, the registrar 
device 302 automatically provides the registrar information 
element 518 or other configuration information that the 
enrollee device might need for registration to the enrollee 
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8 
device 300 without user input. This automatic registration 
may occur, for example, for appliances that are installed in the 
home of the user. 

In another embodiment, a registrar device 302 must take 
positive steps to determine whether or not an enrollee device 
is requesting configuration information. For example, the 
registrar device 302 may launch an application, such as the 
registration component 502, that detects whether an enrollee 
information element 514 has been broadcast, and if so then 
handles it according, Such as by initiating the sequence for 
sending the registrar information element 518 via the regis 
tration module 508. 

In accordance with another embodiment, an alert is pro 
vided at a registrar device, such as the registrar device 302, 
upon receipt of an enrollee information element 514. An 
example is provided in FIGS. 9-11, in which an enrollee 
device 300 includes a user interface 900 (FIG.9). To begin the 
discovery process, the user interface 900 provides a dialog 
box. 902 which requests a user to go to a registrar device 302 
to enter a personal identification number (PIN). In the 
embodiment shown, the PIN is provided on the user interface 
900, but it may alternatively be stamped or otherwise 
included on of the enrollee device 300, for example on an 
outer casing. 

In FIG. 10, in response to the registrar device 302 receiving 
the enrollee information element 514, the alert module 507 
provides a bubble message 1000 on a user interface 1002 of 
the registrar device 302. The bubble message 1000 indicates 
that an enrollee device 300 is requesting configuration infor 
mation. The user may click on or otherwise select the bubble 
message 1000 and then may be directed to a dialog box 1102 
(FIG. 11). In this dialog box 1102, the user is requested to 
enter the PIN found on, or otherwise supplied by, the enrollee 
device 300. For example, this PIN may be the PIN provided 
on the user interface 900 in FIG.9. Upon providing this PIN, 
the registration module 508 is prepared to supply the registrar 
information element 518 in accordance with the configura 
tion options 706. 
Once the enrollee device 300 has received the registrar 

information element 518, at step 608 the enrollee device 300 
attempts registration with the wireless network using the 
configuration information within the registrar information 
element 518. At step 610, a determination is made whether 
there is a failure in establishing a connection using the con 
figuration information. If not, step 610 branches to step 612, 
where the enrollee device connects to the wireless network. If 
there is a failure, step 610 branches to step 614, where the 
failure is reported. This failure may be reported, for example, 
via the error module 520 (FIG. 5) on the enrollee device 300. 
Reporting may occur, for example, via an error information 
element 522, which may be broadcast in a manner similar to 
the enrollee information element 514, described above with 
reference to step 602. Error codes that may be included in an 
error information element 522 include, but are not limited to, 
an invalid key being exchanged, an SSID not being found, and 
an inability to get an IP address. 

In accordance with an embodiment, the process of the 
invention may be utilized to establish an adhoc conference. In 
Such a conference, each device that is to participate in the 
conference is provided an ID prior to the conference. This ID 
may be, for example, the conference ID 1200 in FIG. 12. The 
conference ID 1200 is included as part of an enrollee infor 
mation element 1514, which may include some or all of the 
information from the enrollee information 514, and/or addi 
tional information. Utilizing this enrollee information ele 
ment 1514, a device may join an ad hoc conference by broad 
casting the conference ID. Because each device in the ad hoc 
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conference has possession of the conference ID, the origina 
tor of the conference may drop out, and the remaining devices 
may continue the conference. 

Example 

A specific example is now given for the benefit of the 
reader. In this example, the setup of an enrollee device 300 
occurs in the context of IEEE 802.11 technology. The regis 
trar device 302 is connected to the network (e.g., the network 
304) via an 802.11 access point (e.g., the access point 306). 
The access point 306 may or may not be configured to act as 
a registrar device. Also, there may be multiple registrar 
devices 302 with a mix of the registrar device 300 acting as a 
proxy for one or more registrar devices. 

At first, the enrollee device 300 undergoes a discovery of 
registrar devices 302 and sets up control channels for com 
munication. To do so, the enrollee device 300 sends a probe 
request containing an enrollee information element 514. In 
this example, the probe request header includes: SSID/De 
sired network (configured desired network name); type of 
network (infrastructure); and Basic Service Set Identifier 
(BSSID) broadcasted by the access point 306. The BSSID is 
included to avoid un-necessary probe responses. 
The enrollee information element 514 in this example 

includes: identifier indicating the probe request is a registrar 
device discovery request; Supported rate set; Supported Secu 
rity capability; and information about out of band channel if 
supported and enabledon enrollee device 300. In addition, the 
enrollee information element 514 includes a request type 
field, which indicates whether the discovery request also 
includes a control channel request. As an example, this may 
be a bit that is set to 0 for a discovery only request and 1 for 
discovery as well as control channel setup request. A status 
code field may also be provided, and for an enrollee informa 
tion element 514 is set in this example to 0. 

Utilizing the probe request of this example has many ben 
efits. For example, the frame exchange sequence for a probe 
request is supported in the base 802.11 standard, so it is 
available in all versions of the 802.11 implementation. In 
addition, probe request frames already carry all other capa 
bility information needed to establish direct communication 
between two wireless devices. In fact, probe request/response 
is the standard way to exchange capability information and 
form virtual association between two wireless devices in an 
ad hoc network 

Additionally, the probe request frame exchange sequence 
is highly flexible; i.e., it can be performed anytime and irre 
spective of the connection state on either wireless device. The 
probe request frame exchange also performs physical reach 
ability tests between two wireless devices for direct commu 
nication. 

The probe request frame exchange also gives a way to 
completely bypass the access point 306 irrespective of 
whether the access point 306 is capable of registrar device 
302 functions. Finally, use of the probe request frame 
sequence permits an enrollee device 300 to discover registrar 
devices 302, and determine the capability of an access point 
306 to act as a registrar device with a single probe request 
message. This information comes handy when a registrar 
device 302 can not be directly discovered by the enrollee 
device 300. 

The registrar device 302 receives the probe request and 
finds the enrollee information element 514. The registrar 
device 302 responds with a probe response frame containing 
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10 
a registrar information element 518. The probe response is 
sent with type of network as “ad hoc' so as not to confuse the 
Basic Service Set (BSS). 
The registrar information element 518 includes capability 

information of the registrar device 302, such as: an identifier 
indicating that the probe response is a discovery response; the 
supported rate set of the registrar device 302; the supported 
security capability; and information about out of band chan 
nel if supported and enabled on the registrar device 302. In 
addition, the registrar information element 518 may include a 
request type field, which indicates whether the discovery 
response also includes a control channel request. As an 
example, this may be a bit that is set to 0 for discovery only 
response and 1 for discovery as well as control channel setup 
response. A status code field may also be provided, and may 
be, for example, set to 0 for successful setup of control chan 
nel state and set to error code for failure to setup control 
channel state. 

In this example, if the Request Type field=1, the registrar 
device 302 creates State for the enrollee device 300 with the 
matching capability set and opens an L2 data port for setup 
only exchange with the enrollee device 300 (e.g., by using a 
specific pattern like specific Ether Type for such traffic and all 
other data traffic is blocked from transmission and reception). 
The registrar device 302 also aggressively ages the state and 
brings down the port if it does not receive any response from 
the enrollee device 300 or fails setup with the enrollee device 
300, for example after a preset time limit. 
The access point 306 may also respond to the probe request 

sent by the enrollee device 300. If the access point 306 does 
not support the setup features described herein (i.e., the 
access point 306 is a “legacy device'), then the access point 
306 does not understand the enrollee information element 
514 in the probe request frame and ignores it (since the IEEE 
802.11 standard requires a wireless device to skip any infor 
mation element that it does not understand). In this case, the 
access point 306 does respond with a probe response but 
without the registrar information element 518. 

If, on the other hand, the access point 306 does support the 
setup features, then the access point 306 finds the enrollee 
information element 514 in the probe request frame and 
responds with a probe response frame containing a registrar 
information element 518, which may include whether the 
access point 306 is a registrar device or a proxy for a registrar 
device, and additional capabilities of the access point, such as 
are set out for the registrar information element 518 previ 
ously described in this example. 

If a probe request received by the access point 306 includes 
a Request Type=1, then the access point 306 may handle as 
described above with respect to the registrar device 302. If the 
enrollee device 300 sets the Request Type=0, then the access 
point 306 simply receives all probe responses with or without 
a registrar information element 518 and completes discovery 
only process. If the enrollee device 300 sets Request Type=1 
and if it receives the probe response from the registrar device 
302 then by default (or unless overridden by upper layer 
settings or user) it prefers a registrar device 302 over an access 
point 306 as a registrar or proxy to registrar and tries the 
access point 306 only if it can not successfully perform setup 
with a registrar device 302. In this situation, the enrollee 
device 300 first creates state for the registrar device 302 with 
the matching capability set and opens an L2 data port for only 
setup traffic exchange with the registrar device 302 (e.g., 
again by using a specific pattern like specific Ether Type for 
such traffic and all other data traffic is blocked from transmis 
sion and reception). Enrollee may also aggressively age the 
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state and brings down the port if it does not receive any 
response from the registrar device 302 or fails Easy Setup 
with the registrar device 302. 

In an embodiment, if the enrollee device 300 cannot suc 
cessfully perform setup with the first registrar device 302 and 
it received probe responses from multiple registrar devices 
302, then the enrollee device 300 tries additional registrar 
devices 302 sequentially (e.g., by using some heuristic for the 
order) until the enrollee device 300 succeeds or exhausts the 
list, in which case it tries the access point 306 if the access 
point 306 also responded as a registrar or proxy to registrar. If 
the enrollee device 300 fails hereas well or if the access point 
306 is a legacy device then the enrollee device 300 moves to 
the next candidate access point for the desired network and 
repeats the same steps. If the enrollee device 300 also 
exhausts a list of candidate access points, then the enrollee 
device 300 declares setup failure for the desired network. 

Using the L2 data port as a control channel as open for only 
setup traffic exchange provides many benefits. Doing so de 
couples actual setup exchange from the specific wireless 
technology, which means the same exchange could be used 
for other wireless technologies. In addition, using the L2 data 
port requires minimal changes to wireless technology proto 
col, for example, for 802.11, there is minimal change to 
Syntax and semantics. 

Also, using this exchange method architecturally enables 
one logical or physical entity to perform setup for any wire 
less technology. Additionally, setup state is a well known state 
to the wireless stack and platform which enables any wireless 
stack to uniformly manage this state and further enables inte 
gration of this state with other system components like group 
policy, diagnostics, etc. In addition, using this exchange gives 
system wide visibility into setup progress; i.e. each L2 data 
port refers to a specific registrar device 302 or an access point 
306 acting as a registrar or proxy to a registrar, and there is 
clean State transition whether it is from tearing down current 
a L2 data port for actual data and creating a new one for setup, 
or tearing down a L2 data port for setup and creating a new 
one for actual data using the credentials acquired after setup 
is complete. 

Using this method also represents out of band channel in 
the same way as in band channel. Finally, the methodology is 
extensible, which means a new setup exchange can be easily 
provided in the future on top of the same L2 data port repre 
sentation of the control channel for personal as well as enter 
prise setup scenarios. For enterprise setup scenario, L2 data 
port model gels well with 802.1X protocolas 802.1X packets 
are also carried in 802.11 data packets (with a different Ether 
Type). 
The logical or physical entity for setup on the enrollee 

device 300 performs handshake with its peer entity on the 
registrar device 300 oran access point 306 acting as a registrar 
or proxy to a registrar. From hereon in this example, the 
logical or physical entity for setup on the enrollee device 300 
(e.g., the discovery module 510 and/or the registration mod 
ule 512) is called an "enrollee device setup entity, the peer 
entity on the registrar device 300 and access point 306 acting 
as a registrar (e.g., the registration component 502) is called a 
“registrar device setup entity, and a peer entity on a device 
acting as proxy to a registrar device 302 is called “registrar 
proxy device setup entity”. 
An enrollee device setup entity transmits and receives 

setup frames directly (i.e. at 1-hop) with a registrar device 
setup entity or directly with registrar proxy device setup 
entity through the L2 data port opened for setup exchange. It 
is the job of the specific wireless stack to encapsulate and 
de-capsulate setup frames in its media specific data frames. 
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12 
The registrar device setup entity transmits and receives 

setup frames directly (i.e. at 1-hop) with enrollee device setup 
entity through the L2 data port opened for setup exchange. 
Again, it is the job of the specific wireless stack to encapsulate 
and de-capsulate setup frames in its media specific data 
frames. 
The registrar device setup entity transmits and receives 

setup frames with the registrar proxy device setup entity as 
L4/L3 packets, for example a UDP packet encapsulating a 
UPnP message. It is the job of the registrar device setup entity 
to manage the L4/L3 pipe for Such messages. 
The registrar proxy device setup entity transmits and 

receives setup frames directly (i.e. at 1-hop) with enrollee 
device setup entity through the L2 data port opened for setup 
Exchange. Again, it is the job of the specific wireless stack to 
encapsulate and de-capsulate setup frames in its media spe 
cific data frames. 
The registrar proxy device setup entity transmits and 

receives setup frames with registrar device setup entity as 
L4/L3 packets. It is the job of registrar proxy device setup 
entity to manage L4/L3 pipe for Such messages. 
On the enrollee device 300, when the 802.11 stack indi 

cates L2 data port up for setup exchange, the enrollee device 
setup entity sends a setup message (for example a key mes 
sage) on the L2 data port. It is up to the manufacturer of the 
enrollee device 300 to decide what goes out in setup message 
and when to invoke user for interactive input. 
The 802.11 stack encapsulates the setup message in an 

802.11 data packet and based on peer type for the L2 data port, 
fills the 802.11 header before transmitting it on air. For 
example, if the peer type for the L2 data port is an access point 
306 either in registrar or proxy to registrar role, then packet 
addresses in the 802.11 header are: source MAC address of 
the enrollee device 300; destination MAC address of the 
access point 306; BSSID=BSSID of the access point 306. A 
FromDS bit is set to 0 and TODS bit is set to 1 in the 802.11 
header. If the peer type for the L2 data port is a registrar device 
302 or a proxy for a registrar device, the settings are the same 
except the ToDS bit is set to 0. These settings ensure that the 
targeted registrar device 302 receives the packet. The registrar 
device 302 should temporarily either enable 802.11 promis 
cuous-mode or disable matching of sender's address to be 
able to directly receive an 802.11 data packet not sourced 
from its access point 306. 
The 802.11 stack on the peer receives the packet, strips off 

the 802.11 header, and indicates the setup message on the L2 
data port corresponding to the sender of the received packet. 
If the peer is a registrar device setup entity, then it locally 
consumes the received packet and sends a setup message on 
the L2 data port corresponding to the sender of the received 
packet. Here as well, it is up to the manufacturer to decide 
what goes out in setup message and when to invoke a user for 
interactive input. 

If the peer is a registrar proxy device setup entity, then it 
forwards the received packet using a L4/L3 channel to a 
registrar device setup entity and on getting a response from a 
registrar device setup entity, sends a setup message on the L2 
data port corresponding to the sender of the received packet 
that it proxies. It is up to the registrar proxy device setup entity 
and a registrar device setup entity to devise the L4/L3 pipe to 
proxy requests/responses, decide what goes out in these 
L4/L3 messages, and when to invoke a user for interactive 
input. 

For both situations above, the 802.11 stack encapsulates 
the setup message from a registrar device setup entity and the 
registrar proxy device setup entity, respectively, in an 802.11 
data packet and based on its current operation mode with 
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respect to the peer for the L2 data port, fills the 802.11 header 
as mentioned below before transmitting it on air. For 
example, if the 802.11 stack is in access point mode (either in 
registrar or proxy to registrar role) with respect to the peer for 
the L2 data port, then packet addresses in the 802.11 header 
are: source MAC address of the access point 306; destina 
tion MAC address of the enrollee device 300: 
BSSID=BSSID of the access point 306. The FromDS bit is set 
to 1 and TODS bit is set to 0 in the 802.11 header. These 
settings ensure that the targeted enrollee device 300 directly 
receives the packet. If the 802.11 stack is in a client mode, 
either as a registrar device 302 or a proxy thereto, then the 
settings are the same except that the FromDS bit is set to 0. 
These settings also ensure that the targeted enrollee device 
300 directly receives the packet. 
The 802.11 Stack on the enrollee device 300 receives the 

packet, strips off the 802.11 header, and indicates the setup 
message on the L2 data port corresponding to the sender of 
the received packet. The enrollee device setup entity locally 
consumes the received packet and the setup exchange contin 
ues this way. At some later point in the exchange, the enrollee 
device setup entity and a registrar device setup entity acquire 
the key Successfully or fail to acquire one (explicit code as 
well as timeout). 

If the key was acquired successfully then from that point 
on, for the rest of setup exchange, except for a message header 
that is needed for translating L2 setup packet into L4/L3 setup 
packet at a proxy to the registrar device 302, the rest of 
message payload is encrypted and integrity protected using 
Some encryption methods where encryption and integrity 
protection is applied end to end between the enrollee device 
setup entity and a registrar device setup entity. The underlying 
802.11 stack is completely unaware of Such encryption and 
integration protection including the encryption methods used 
by the two entities. Finally, setup exchange terminates with 
Success or failure (explicit code as well as timeout). 

After this process, if setup fails, then on the enrollee device 
300, the enrollee device setup entity requests the 802.11 stack 
to delete the L2 data port and create a new one with the next 
setup peer for the desired network. The 802.11 stack deletes 
the specified port and either creates another one or exhausts 
the peer list and indicates failure for the desired network. The 
failure indication is system wide and it is up to the enrollee 
device setup entity to represent the failure to the user. 
On the registrar device 302, a registrar device setup entity 

requests the 802.11 stack to delete the L2 data port. The 
802.11 stack simply deletes the specified port. 
On a proxy for a registrar device 302, the registrar proxy 

device setup entity requests the 802.11 stack to delete the L2 
data port. The 802.11 stack simply deletes the specified port. 

If the setup succeeds, then on the enrollee device 300 the 
enrollee device setup entity requests the 802.11 stack to 
delete the L2 data port. The 802.11 stack simply deletes the 
specified port. Then the enrollee device setup entity config 
ures the 802.11 stack with an 802.11 profile and credentials to 
connect the enrollee device 300 as a member of the 802.11 
network domain. The 802.11 stack uses the configured profile 
and credentials to connect to the 802.11 network domain. On 
a registrar device 302 or a proxy thereto, a registrar device 
setup entity (or registrar proxy device setup entity) requests 
the 802.11 stack to delete the L2 data port. The 802.11 stack 
simply deletes the specified port. 

All references, including publications, patent applications, 
and patents, cited herein are hereby incorporated by reference 
to the same extent as if each reference were individually and 
specifically indicated to be incorporated by reference and 
were set forth in its entirety herein. 
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14 
The use of the terms 'a' and “an and “the' and similar 

referents in the context of describing the invention (especially 
in the context of the following claims) are to be construed to 
cover both the singular and the plural, unless otherwise indi 
cated herein or clearly contradicted by context. The terms 
“comprising.” “having.” “including.” and “containing” are to 
be construed as open-ended terms (i.e., meaning “including, 
but not limited to.”) unless otherwise noted. Recitation of 
ranges of values herein are merely intended to serve as a 
shorthand method of referring individually to each separate 
value falling within the range, unless otherwise indicated 
herein, and each separate value is incorporated into the speci 
fication as if it were individually recited herein. All methods 
described herein can be performed in any suitable order 
unless otherwise indicated herein or otherwise clearly con 
tradicted by context. The use of any and all examples, or 
exemplary language (e.g., “Such as”) provided herein, is 
intended merely to better illuminate the invention and does 
not pose a limitation on the scope of the invention unless 
otherwise claimed. No language in the specification should be 
construed as indicating any non-claimed element as essential 
to the practice of the invention. 

Preferred embodiments of this invention are described 
herein, including the best mode known to the inventors for 
carrying out the invention. Variations of those preferred 
embodiments may become apparent to those of ordinary skill 
in the art upon reading the foregoing description. The inven 
tors expect skilled artisans to employ such variations as 
appropriate, and the inventors intend for the invention to be 
practiced otherwise than as specifically described herein. 
Accordingly, this invention includes all modifications and 
equivalents of the subject matter recited in the claims 
appended hereto as permitted by applicable law. Moreover, 
any combination of the above-described elements in all pos 
sible variations thereof is encompassed by the invention 
unless otherwise indicated herein or otherwise clearly con 
tradicted by context. 

What is claimed is: 
1. A computer storage medium having thereon computer 

executable instructions for performing a method comprising: 
on a wireless enrollee device, 

broadcasting over a wireless network 
information about the device and 
information about one or more methods for receiving 

configuration information; 
receiving configuration information via one of said one 

or more methods from an additional device already in 
communication with the wireless network wherein 
the additional device 
reviews the information about the enrollee device; 
reviews information about one or more methods for 

receiving; 
displays the information on the additional device; and 
allows a selection to be made to invite the enrollee 

wireless device to join the wireless network; and 
utilizing the configuration information communicated 

from the additional device, attempting to connect to 
the wireless network. 

2. The computer storage medium of claim 1, wherein the 
broadcasting occurs via a channel that is not encrypted and 
not protected. 

3. The computer storage medium of claim 1, wherein the 
wireless network is a Wi-Fi wireless network, and wherein the 
broadcasting occurs via management frames of the Wi-Fi 
wireless network. 
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4. The computer storage medium of claim 3, wherein the 
receiving occurs via at least one of management frames and 
temporarily established data connection frames of the Wi-Fi 
wireless network. 

5. The computer storage medium of claim 3, wherein the 
receiving configuration information occurs via an out of band 
exchange. 

6. The computer storage medium of claim 1, wherein the 
wireless network is a Wi-Fi wireless network, and wherein the 
receiving configuration information occurs via at least one of 
management frames and temporarily established data con 
nection frames of the Wi-Fi wireless network. 

7. The computer storage medium of claim 1, wherein the 
receiving configuration information occurs via an out of band 
exchange. 

8. The computer storage medium of claim 1, wherein the 
method comprises use of a PIN, and wherein the enrollee 
wireless device provides the PIN via a user interface. 

9. The computer storage medium of claim 1, wherein the 
method comprises use of a PIN, and wherein PIN is provided 
on the enrollee wireless device. 

10. The computer storage medium of claim 1, having fur 
ther computer-executable instructions comprising reporting 
failure conditions or Successful results after attempting to 
connect to the wireless network. 

11. A computer storage medium having thereon computer 
executable instructions for performing a method comprising: 

on a device connected to a wireless network, 
receiving over the wireless network 

information about an enrollee wireless device 
attempting to connect to the wireless network and 

information about a method for providing configura 
tion information to the enrollee wireless device; 

reviewing the information about the enrollee device; 
reviewing information about one or more methods for 

receiving; 
displaying the information on the device connected to 

the wireless network; 
allowing a selection to be made to invite the enrollee 

wireless device to join the wireless network and 
if the enrollee wireless device has been selected to join 

the wireless network, 
providing configuration information via the method 

for providing configuration information. 
12. The computer storage medium of claim 11, wherein the 

receiving occurs via a channel that is not encrypted and not 
protected. 

13. The computer storage medium of claim 11, wherein the 
wireless network is a Wi-Fi wireless network, and wherein the 
receiving occurs via management frames or a temporarily 
established data connection frames of the Wi-Fi wireless 
network. 

14. The computer storage medium of claim 13, wherein the 
providing configuration information occurs via management 
frames or a temporarily established data connection frames of 
the Wi-Fi wireless network. 

15. The computer storage medium of claim 13, wherein the 
providing configuration information occurs via an out of band 
exchange. 

16. The computer storage medium of claim 11, wherein the 
wireless network is a Wi-Fi wireless network, and wherein the 
providing configuration information occurs via at least one of 
management frames or temporarily established data connec 
tion frames of the Wi-Fi wireless network. 

17. The computer storage medium of claim 11, wherein the 
providing configuration information occurs via an out of band 
exchange. 
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18. The computer storage medium of claim 11, further 

comprising, comparing the information about the enrollee 
device against a list of approved devices, and if the informa 
tion matches is consistent with an item on the list, automati 
cally providing configuration information via the method. 

19. The computer storage medium of claim 11, further 
comprising, providing an alert in response to receiving the 
information. 

20. The computer storage medium of claim 11, further 
comprising requesting entry a PIN by the user, the PIN being 
supplied by the enrollee wireless device. 

21. A computer storage medium having thereon computer 
executable instructions for performing a method comprising: 
on a wireless enrollee device, 

broadcasting over a wireless network information about 
an ad hoc conference, the information comprising a 
PIN number for the conference, 
the broadcasting occurring via at least one of 

management frames and 
temporarily established data connection frames, 

and 
the information being included in the management 

frames; 
receiving configuration information for connecting to 

the ad hoc conference at an additional device in com 
munication with the wireless network wherein the 
additional device 
reviews the information about an ad hoc conference 

including the PIN number for the conference and 
displays the information on the additional device; 
allows a selection may be made on the additional 

device to invite the enrollee wireless device to join 
the wireless network; and 

utilizing the configuration information, attempting to 
connect the enrollee device to the conference. 

22. A computer storage medium having thereon computer 
executable instructions for performing a method comprising: 
on a device connected to a wireless network, 

receiving over the wireless network 
information about an enrollee wireless device 

attempting to connect to the wireless network and 
information about a method for receiving configura 

tion information; 
evaluating the device against a list of enrollees; 
if the device is on the list of enrollees, providing con 

figuration information to the device via the method; 
if the device is not on the list of enrollees, displaying 

the information about the enrollee wireless device 
attempting to connect to the wireless network and 

information about a method for receiving configura 
tion information; 

allowing a selection to allow the enrollee device to 
join the wireless network; 

if the selection is made to allow the enrollee device to 
join the wireless network, providing configuration 
information to the device via the method. 

23. The computer storage medium of claim 22, wherein 
each of the enrollees on the list of enrollees have a unique 
identification. 

24. The computer storage medium of claim 23, wherein the 
unique identification of each enrollee consists of a MAC 
address or static IP address or a name. 

25. The computer storage medium of claim 24, wherein the 
enrollee and the registrar can communicated directly with an 
in band connection. 
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