
c12) United States Patent 
Lemson et al. 

(54) REMOTELY RECONFIGURABLE

DCSTRIBUTED ANTENNA SYSTEM AND

METHODS

(71) Applicant: DAU SYSTEMS CO. LTD., George
Town, Grand Cayman (KY) 

(72) ]nventors: Paul Lemson, WoodinvilJe, WA (US);
Shawn Patrick Stapleton, Burnaby 
(CA); Sasa Trajkovic, Burnaby (CA); 
Albert S. Lee, San Mateo, CA (US) 

(73) Assignee: DALI WIRELESS, I 'C., Menlo Park,
CA (US) 

( *) Notice: Subject to aoy disclaimer, the term of this 
patent is extended or adjusted under 35 
U.S.C. 154(b) by O days. 

This patent is subject to a tenninal dis­
claimer. 

(21) Appl. No.: 14/949,405

(22) Filed:

(65) 

Nov. 23, 2015 

Prior Publication Data 

US 2016/0080082 Al Mar. 17, 2016 

Related U.S. Application Data 

(63) Conti.ouatioll of application No. I 4/J 69,719, filed Oil
Jan. 31, 2014, which is a colltinuation of applicatioll

(51) Int. Cl.
H04W 72/00
H04B 10/2575

(52) U.S. Cl.

(Continued) 

(2009.01) 
(2013.01) 

(Continued) 

CPC ........ H04B 1012575 (2013.01); H03F 1/3247 
(2013.01); H03F 3124 (2013.01); 

(Continued) 

(58) Field of Classification Search
CPC . H04B 10/2575; H04W 24/02; H04W 88/085;

I 11111 11111111 111 11111 11111 11111 11111 11111 11111 11111 IIIII IIIIII IIII IIII IIII 
US009531473B2 

(10) Patent No.: US 9,531,473 B2 
*Dec. 27, 2016(45) Date of Patent:

(56) 

CN 

CN 

H03F 1/3247; H03F 3/24; H03F 
2200/204; H03F 2201/3224; H03F 

2201/3233; H04L 25/02; H04L 5/0048 

(Continued) 

References Cited 

U.S. PATENT DOCUMENTS 

5,880,863 A 
6,353,600 Bl 

3/1999 Rideout et al. 
3/2002 Schwartz et al. 

(Continued) 

FOIU�J<JN PAl'eNT L>OCUMl:iNTS 

101453699 A 
101453799 A 

6/2009 
6/2009 

(Continued) 

OTHER PUBLICATIONS 

Notification of Transmittal of the International Search Report and 
the Written Opinion of the 1.nternational Searching Authority, or the 
Declaration and International Search Report and Written Opinion of 

the l.nl'ernational Searching Anthority for Inl:ernal.ional Applic:tlion 

No. PCT /US2011 /048004 mailed on Jan. 5, 20 12, 6 pages. 

(Continued) 

Primary Examiner - Dominic Rego 

(74) Atrorney, Agent, or Firm - Kilpatrick Townsend &
Stocktoo LLP

(57) ABSTRACT 

The present disclosure is a novel utility of a software defined 
radio (SOR) based Distributed Antenna System (DAS) diat 
is field reconfigurable and support mu]ti-modulation 
schemes (modulation-independent), multi-carriers, multi­
frequency bands and multi-channels. The present disclosure 
enables a high degree of flexibility to manage, control, 
enhance, facilitate the usage and perfonnance of a distrib­
uted wireless network such as flexible simulcast, automatic 
traffic load-balancing, network and radio resource optimi­
zation, network calibration, autonomous/assisted commis­
sioning, carrier pooling, automatic frequency selection, fre-

(Continued) 

Ericsson, Inc. v. Dali Wireless 
Ex -1003 p. 000001Page 1 T-Mobile v. Dali Wireless 

T-Mobile Exhibit 1003



US 9,531,473 B2 
Page 2 

quency carrier placement, traffic monitoring, traffic tagging, 
pilot beacon, etc. 

(60) 

(51) 

(52) 

21 Claims, 7 Drawing Sheets 

Related U.S. Application Data 

No. 13/211,243, filed on Aug. 16, 2011, now Pat. No. 
8,682,338. 

Provisional application No. 61/382,836, filed on Sep. 
14, 2010. 

Int. CI. 
H03F 1/32 

H03F 3124 

JJ04L 5100 

H04L25102 

H04W 24102 

JJ04W 88108 

U.S. Cl. 

(2006.01) 
(2006.01) 
(2006.01) 
(2006.01) 
(2009.01) 
(2009.01) 

CPC ............ 1/04£ 5/0048 (2013.01); 1/04L 25102

(2013.01); 1/04W 24102 (2013.01); 1/04W

881085 (2013.01); H03F 2200/204 (2013.01); 
H03F 2201/3224 (2013.01); H03F 2201/3233

(2013.01) 

(58) Field of Classification Search
USPC ..................... 455/562.1, 436, 443-445, 447, 

450---454,455/464, 509; 370/328, 310.2, 
338 

(56) 

See application file for complete search history. 

l{eferences Cited 

U.S. PATENT DOCUMENTS 

6,393,007 Bl 
6,493,335 Bl 
6,625,429 Bl 
6,657,993 Bl 
6,724,737 Bl 
6,801,767 Bl 
7, 102,442 B2 
7,145,704 Bl• 

7 ,283,S 19 B2 
7,362,776 82 
7,489,632 82 
7,496,367 Bl 
7,634,536 B2 
7,765,294 B2 
7,801,038 B2 
7,826,369 B2 
7,855,977 B2 
8,036,226 Bl 
8,098,572 B2 
8,139,492 Bl 
8,363,628 B2 
8,451,735 B2 
8,478,331 Bl* 

8,520,603 B2 
8,527,003 B2 
8,682,338 B2 
8,737,300 B2 

2001/0034223 Al 
2002/0075906 Al 
2002/0086675 Al 
2002/0093926 Al 
2003/0021263 Al • 

5/2002 Haartsen 
12/2002 Darcie el lLL 
9/2003 Yamashita 

12/2003 Cm,anuva. et al. 

4/2004 Boyden et al. 
10/2004 Schwartz et al. 

9/2006 Anderson 
12/2006 Islam ............... 

10/2007 Girard 
4/2008 Meier et al. 
2/2009 Lakkakorpi 
2/2009 Ozturk et al. 

12/2009 Halasz 
7/2010 Edwards et al. 
9/2010 Liao et al. 

I 1/2010 Filsfils el al. 
12/2010 Morrison et al. 
10/2011 Ma et al. 

1/2012 Zhou et al. 
3/2012 Peterson et al. 
1/2013 Chi et al. 
5/2013 Li 
7/2013 Rogers ............. ... 

8/2013 Kozisek et al. 
9/2013 Gupta et al. 
3/2014 Lemson el al. 
5/20 I 4 Stapleton et al. 

I 0/200 l Rieser et al. 
6/2002 Cole et al. 
7/2002 Mansour 
7/2002 Kilfoyle 
1/2003 Lee 

G02B 26/0808 
359/108 

H04W 28/065 
455/3.01 

H04L 29/06 
370/352 

9/2003 Nguyen 
3/2004 Frank et al. 
7/2005 Sulzberger et al. 
8/2005 Scheck 
9/200 S Mao et al. 

10/200S Wal et al. 
11/2006 Rozenblit et al. 
1/2007 Prehofer 
3/2007 Demarco et al. 

2003/0181221 Al 
2004/0053624 Al 
2005/0152695 Al 
2005/0181812 Al 
2005/0206564 Al 
2005/0220066 Al 
2006/0270366 Al 
2007/0019598 Al 
2007/0058742 Al 
2007 /0065078 Al * 3/2007 Jiang ............... ... H04L J 2/2861 

2007/0116046 Al* 5/2007 Liu ............... . 

2007/0147488 Al• 6/2007 Han 

8/2007 Wu et al. 
2/2008 Abe et al. 
6/200 8 Binder et al. 
9/200 8 Osterling et al. 

10/2008 Liu et al. 
11/2009 Sambhwani et al. 
4/20 IO Francos et al. 
6/2010 Lott et al. 

385/76 
H04J 3/1617 

370/466 
H03D 3/006 

375/222 
2007/0177552 Al 
2008/0051129 Al 
2008/0146146 Al 

2008/02258!6 Al 
2008/0240036 Al 
2009/0274048 Al 
2010/0087227 Al 
2010/0136998 Al 
20 I 0/0202 565 A J • 8/20 IO Abbasfar ....... .... H04L 27/20 14 

375/308 
20 I 0/0279704 Al 11/20 IO Vachhani 
2010/0299173 Al• 11/2010 Zampiello ......... G06Q 30/0246 

705/344 
2010/0311372 Al• 12/2010 Bouyaud H04B 1/712 

455/192.1 
201 J/0103309 Al* 5/201 I Wang .... H04B 7/022 

2012/0039254 Al 
2013/0272202 Al 
2014/0286247 Al 
2014/0313884 Al 
2016/0014782 Al 

2/2012 Stapleton et al. 
I 0/2013 Stapleton et al. 
9/20 I 4 Lemson et al. 

I 0/2014 Stapleton et al. 
1/2016 Stapleton et al. 

CN 
CN 
EP 
JP 
JP 
JP 
JP 
JP 
JP 
JP 
JP 
JP 
KR 
WO 
WO 
WO 
WO 
WO 
WO 
WO 
WO 

FOREIGN PA
T
ENT DOCUMENTS 

101521893 A 
103201958 A 

2606576 
2004-147009 A2 
2007-523577 A 
2007-235738 A 
2007-529926 A 
2008-506322 A 
2008-099137 A2 
2008-516503 A 
2009-296335 A2 
2010-166531 A2 

2009-0088083 A 
00/23956 Al 

02/23956 A2 
02/47414 A2 

2008/146394 Al 
2008/154077 Al 

2010/087031 Al 

2012/024343 Al 
2012/024349 Al 

9/2009 
7/2013 
6/2013 
5/2004 
8/2007 
9/2007 

10/2007 
2/2008 
4/2008 
5/2008 

12/2009 
7/2010 
8/2009 
4/2000 
3/2002 
6/2002 

12/2008 
12/2008 
8/2010 
2/2012 
2/2012 

OTHER PUBLICATIONS 

370/328 

NotificaJion of Transmin:al of the International Search Report and 

the Written Opinion of the International Searching Authority, or the 

Declara1ion and International Search Report and Written Opinion of 

the International Se.ru-ching Anthority for International Application 

No. PCT/US 20JJ/047995 mailed on Dec. 22, 2011, 7 pages. 
lnternalional Search Report and Written Opinion of the Interna­
tional Searching Authority for International Application No. PCT/ 
US20J 1/047999 mailed on Dec. 19, 2011, 7 pages. 
Non-Final Office Action of May 30, 2013 for U.S. Appl. No. 
13/211,243, JO pages. 
Notice of Allowance of Nov. 8, 2013 for U.S. Appl. No. 13/211,243, 
11 pages. 

Ericsson, Inc. v. Dali Wireless 
Ex -1003 p. 000002Page 2 T-Mobile v. Dali Wireless 

T-Mobile Exhibit 1003



(56) References Cited 

OTHER PUBLICATIONS 

US 9,531,473 B2 
Page 3 

Non-Final Office Action for U.S. Appl. No. 14/169,719 mailed on 
Sep. 10, 2015, 12 pages. 
Notice of Allowance for U.S. Appl. No. 14/ 169,719, mailed Apr. 13, 
20 I 6, 7 pages. 

* cited by examiner

Ericsson, Inc. v. Dali Wireless 
Ex -1003 p. 000003Page 3 T-Mobile v. Dali Wireless 

T-Mobile Exhibit 1003



I 1,1 ,1 ,1 ,1 SI ·I 'I 81 
...... , ... _ ,.x. .. e,.,, .. ,s. -�.).* .c_ ,\�.-- ,

,.
_y._c 

lOO fl2x,bie Simulcast oystam 

11'1,lll .H �, .............. .,., .. 
101 

f1TIJ1 

I JI vi 'I vi! 
••. , . .:.. .JJ .. -�-!- 9, .. , ·: .. (_, ..•... _ .. ,,, 

108 

1!l'i 

101 103 
�m� 

1� I ·.,w'" ... ) .... -,m:..� .. 

:1J 

RRUll I 114 

.� G :.z ... .. ,i., . .... ,,., .. �---�.

lll 

RRU2 

1.02 rn; 
'7 � 1()6 I � ,,__ J( 

DAU21 I RRU31 
11S 

RRU41 

Figure 1: Flexible Simulcast Dowr:link Example 

13.C 

41 5 8 

'-Y'" 

l.!2 

e . 
rJJ.. 
� 
a 
� 
= � 

� 
� 
N�
N 
Q 
.... 
0\ 

r,i 
=­�� .... 
.... 
c:, 
-. 
� 

d 
rJj 

� 

w 
;,,.. 

-:.:. 

cc 
N 

Ericsson, Inc. v. Dali Wireless 
Ex -1003 p. 000004Page 4 T-Mobile v. Dali Wireless 

T-Mobile Exhibit 1003



l 2 3 4

·-·-.:,.,.,, ··;-.·,-r.-. r;" ,, '"' ', 

207 

i 1,1 ,1 ,1 ,J ,J ,J -I ·I 
l\ p001_-9 R -<. < _.., /<, .. ,.-1% ►. t >, .. >P. 

l09 

2C1 

2.13 

203 

RRUl 
?.l4 

� G ,,• ,,,,,, .. .,- •• "••,�•,·,·u,J, ,, . .,,,..,,.. '• r, .; .. ,. ••·• 

rJITJ1 
I ✓ I vi ·1 l 

t,afCA> ,>¢!.-. .-, .. , '"-u•,,., -, ",,,.;, ..•.• ;_.!,,W,Q '·--.:· .SA) 2:Gl 

7.G8 

v 

l 
2C� 

2:1 

RRU3 
2b 

200 

2M 

206 

Figure 2: Flexible Simulcast Upiink Example 

Flexible Sfrnuk.cst Sys tell) 

nm� 
i .... fJ�\'•t&._.-t)s ,en-. ... >.·fb<,,<_w, . .Pv 

l1C 

n rn □ ,a. s< . Jt .·.f.J!%P . ·t -:,::CS:: 

2�2 

e. 
rJJ. 

� 
a 
� 
= 
� 

� 
� 
N 
� 
N 
Q 
.... 
0\ 

r,i 
=­� � .... 
N 
c:, 
-. 
� 

d 
rJj 

� 

w 
;,,.i. 

-:.:. 

cc 
N 

Ericsson, Inc. v. Dali Wireless 
Ex -1003 p. 000005Page 5 T-Mobile v. Dali Wireless 

T-Mobile Exhibit 1003



Ericsson, Inc. v. Dali Wireless 

Ex -1003 p. 000006 

 
 

 
 

 
 

 
 

2 
. 

[ 
\ 

e
e
 

; 
\ 

‘ 
I
s
 

e
e
 

| 

RRU
 

_
 

et
 

. 
| 

_ 
| 

| 
a 

i 

H 
j 

  
  

  
  

 
 

A
 

 
 

perenne a 

on oe Soe 

 
 

  
  

  
 
 

 
 

| 
DA

U 

m
o
O
 

Fi
gu

re
 

3. 
Pi
to
t 

Be
ac

on
 

in
do

or
 
Lo
ca
li
za
ti
on
 
Sy

st
em

 
fo
r 
C
D
M
A
 

an
d 
W
C
D
M
A
 

 
 

  
 
 

a
r
e
n
 
nm

e:
 

U.S. Patent Dec. 27, 2016 Sheet 3 of 7 US 9,531,473 B2U.S. Patent Dec. 27, 2016 Sheet 3 of 7 US 9,531,473 B2 

Cf) 
l­
ea 

Ericsson, Inc. v. Dali Wireless 
Ex -1003 p. 000006Page 6 T-Mobile v. Dali Wireless 

T-Mobile Exhibit 1003



U.S. Patent Dec. 27, 2016 Sheet 4 of 7 US 9,531,473 B2 

| / / / \ 

\
 

S
f
 

Mo
bi

te
 

  

      
  

a
 4 

p
\
L
 

| | | / / 
  

ere et 

      

  

      

a
 

i
 

\ 

{ 
R
R
U
 

3 
+ 

Fi
gu

re
 

4 
ad

oo
r 

Lo
ca

ti
za

ti
on

 
Sy
st
em
 

of 
GS

M 
an
d 

LT
E 

      

DA
L 

BT
S   
          

Ericsson, Inc. v. Dali Wireless 

Ex -1003 p. 000007

U.S. Patent Dec. 27, 2016 Sheet 4 of 7 US 9,531,473 B2 

'<T 

(1J 

0, 

u: 

Ericsson, Inc. v. Dali Wireless 
Ex -1003 p. 000007Page 7 T-Mobile v. Dali Wireless 

T-Mobile Exhibit 1003



Ericsson, Inc. v. Dali Wireless 

Ex -1003 p. 000008 

—
“
 

U.S. Patent 

| 
| 
\ 

 
 

 
 

  
  

 
 

“on Po 

/
 \ 

y 
a
 

| 
Us

er
 

| 
Lo

ca
ti

on
 

a
m
 

| 
Re

gi
st

er
 

/ 
Mo
od
il
e 

\
 

: 
; 

Pu
bl
ic
 

St
at
io
n 

—~
) 

Dig
ita

t 
R 

H 
5 

ile
 

a
 

f 
Stat

i 
4 

| 
PR
Ru
 

Di
gi
ta
l 

Ba
se
 

i 
Ba
se
 

Mo
bi
l 

Sw
it
ch
in
g 

A
t
 

AC
CE
SS
 

Tr
en
so
eh
 

ae
ae
en
e 

io
r 

it
ch
in
 

a 
Tr
an
so
ei
ve
r 

; 
_St

ati
o 

Sw
it

ch
in

g 
Ta
la
ph
on
e 

Ne
aw
or
k 

 
 

Dec. 27, 2016 

  
 
 

 
 

 
 

 
 

 
 

 
 

  
  

  
  

  
  

  

 
 

  
  

Un
it

 
St
at
io
n 

: 
Co
nt
ro
ll
er
 

Ce
nt

er
 

\ 
ir 

Ne
bw
or
k 

_
 

| 
Eq
ui
pm
en
t 

e
e
n
 

De
er

ti
on

s 
[-

- 
; 

Lo
sa

ti
on

 
Ce
nt
er
 

i 
Re

gi
st

er
 

 
 

 
   

  
 
 

Sheet 5 of 7 

  
  

  
 
 

    

 
 

    
  

  
 
 

“i
gu

re
 

S 
= 
In
de
ar
 

or
 
Qu

id
eo

r 
Lo

ca
li

za
ti

on
 
Sy
st
er
n 

US 9,531,473 B2U.S. Patent Dec. 27, 2016 Sheet 5 of 7 US 9,531,473 B2 

\ 
\ 

\ 

Ericsson, Inc. v. Dali Wireless 
Ex -1003 p. 000008Page 8 T-Mobile v. Dali Wireless 

T-Mobile Exhibit 1003



Ericsson, Inc. v. Dali Wireless 

Ex -1003 p. 000009 

 
 

 
 

  
  

 
 

U.S. Patent 

 
 

 
 

 
 

 
 

 
 

ro
] 

St
at

io
n 

Co
nt
ro
ll
er
 

Ne
tw
or
k 

 
 

/M
ob
ii
e 

: 
d 

/ 
St
at
io
n 

J 
4 

<
>
 

i
f
 
RR
U 

Di
gi
ta
l 

Ac
ce
ss
 

Ba
se

 
Sa

se
 

St
at
io
n 

Mo
bi
ie
 

2 
Un

it
 

Tr
an

sc
ei

ve
r 

an 
barii

te 
Sw

it
ch

in
g 

/ 
  

  
  

  
  

  
  

Dec. 27, 2016 

 
 

|
 

a
 

ee
 

: 
\ 

#
 

Lo
ca
! 

\ 

Co
nn

ec
ti

vi
ty

 

L
o
 
i
 

a
s
 

ro
ut
ed
 

to 
\ 

L 
/
 

%
 

ni
er
ne
i 

VO
IP
 

\ 
Mo
bi
le
 

a
f
 

ia
 

Ne
tw
or
k 

@ 

RR
U 

  

  
 
 

  
  

 
 

i 
St
at
io
n 

. 
—
 

Op
er

at
io

ns
 
Ce
nt
er
 

a
 

“S
is

 
oe

 _
 —
_
—
—
 

    
aot 

  
  

 
 

 
 

  
  

Fi
gu

re
 

8 
_o

ca
t 

Co
nn
ec
ti
vi
ty
 

Sheet 6 of 7 US 9,531,473 B2U.S. Patent Dec. 27, 2016 

"' 
"' 

<I) 

� 'E 
-::, 
.ffi 
Q> 
0 

Sheet 6 of 7 US 9,531,473 B2 

Ericsson, Inc. v. Dali Wireless 
Ex -1003 p. 000009Page 9 T-Mobile v. Dali Wireless 

T-Mobile Exhibit 1003



Remote 

Monitoring & 
Control 

k·····-· 

DAU Embedded Software Control Module 

DAU Management 

� Control Module 

'ii 

DAU Monitoring 

Module 

,, 

I 

RRU Pilot Beacon 
, 

Control Modu!e 
-

If-. 

J, 
«···-··········-············ 

RRU Management 

Control Module 
J -

RRU Embedded Software Control Module 

Figure 7: Embedded Software Control Modules 

RRU Pilot Beacon 
' 

, RRU Digital Up· 
J 

Con•,erter 

: RRU Digital Down-

Con•,erter 

e 
. 

rJJ. 
. 

� 
a 
� 
= 
� 

� 
� 
N 
� 
N 
Q 
.... 
0\ 

r,i 
=­� �.... 
� 
c:, 
-. 
� 

d 
rJj 

� 

w 
;,,.. 

-:.:. 

cc 
N 

Ericsson, Inc. v. Dali Wireless 
Ex -1003 p. 000010Page 10 T-Mobile v. Dali Wireless 

T-Mobile Exhibit 1003



US 9,531,473 B2 

1 

REMOTELY RECONFCGURABLE 

DISTRIBUTED ANTENNA SYSTEM AND 

METHODS 

CROSS-REFERENCES TO RELATED 
APPLICATIONS 

This application is a continuation of U.S. patent applica­
tion Ser. No. 14/169,719, filed Jan. 31, 2014, which is a 
continuation of U.S. patent application Ser. No. 13/211,243, 
filed Aug. 16, 2011, which claims the benefit of U.S. Patent 
Application No. 61/382,836, filed Sep. 14, 2010, the disclo­
sures of which are hereby incorporated by reference for all 
purposes. 

FIELD OF THE JNVENTJON 

The present invention generally relates to wireless com­
munication systems employing Distributed Antenna Sys­
tems (DAS) as part of a distributed wireless network. More 
specifically, the present i11Vention relates to a DAS utilizing 
software defined radio (SOR). 

BACKGROUND OF THE INVENTION 

Wireless and mobile network operators face the continu­
ing challenge of building networks that effectively manage 
high data-traffic growth rates. Mobility and an increased 
level of multimedia content for end users requires end-to­
end network adaptations that support both new services and 
the increased demand for broadband and flat-rate Internet 
access. One of the most difficult challenges faced by net­
work operators is caused by the physical movements of 
subscribers from one location to another, and particularly 
when wireless subscribers congregate in large numbers at 
one location. A notable example is a business enterprise 
facility during lunchtime, when a large number of wireless 
subscribers visit a cafeteria location in the building. At that 
time, a large number of subscribers have moved away from 
their offices and usual work areas. It's likely that during 
lunchtime there are many locations throughout the facility 
where there are very few subscribers. If the indoor wireless 
network resources were properly sized during the design 
process for subscriber loading as it is during normal working 
hours when subscribers are in their normal work areas, it is 
very likely that the lunchtime scenario will present some 
unexpected challenges with regard to available wireless 
capacity and data throughput. 

To accommodate th.is variation in subscriber loading, 
there are several candidate prior art approaches. 

One approach is to depfoy many low-power high-capacity 
base stations throughout the facility. The quantity of base 
statiOtlS is detem1ined based on the coverage of each base 
station and the total space to be covered. Each of these base 
stations is provisioned with enough radio resources, i.e., 
capacity and broadband data throughput to accommodate the 
maximum subscriber loading which occurs during the 
course of the workday and work week. Although this 
approach typically yields a bigb quality of service, the 
notable disadvantage of this approach is that during a major 
part of the time many of the base stations' capacity is being 
wasted. Since a typical indoor wireless network deployment 
involves capital and operational costs which are assessed on 
a per-subscriber basis for each base stal'ion, the typically 
bigb total life cycle cost for a given enterprise facility is far 
from optimal. 

2 

A second candidate approach involves deployment of a 
DAS along with a c1:mlralizt:<l group uf bast: �laliuns dedi­
cated to the DAS. A conve11tional DAS deployment falls into 
one of two categories. The first type of DAS is "fixed", 

5 where the system configuration doesn't change based on 
time of day or other information about usage. The remote 
units associated with the DAS are set up during the design 
process so that a particular block of base station radio 
resources is thought to be enough to serve each small group 

10 of DAS remote units. A notable disadvantage of this 
approacb is that most enterprises seem to undergo frequent 
re-arrangements and re-organ.izal'ions of various groups 
within tl1e enterprise. TI1erefore, it's highly likely that the 
initial setup will need to be changed from time to time, 

15 requiring deployment of additional staff and contract 
resources with appropriate levels of expertise regarding 
wireless networks. 

The second type of DAS is equipped with a type of 
network. switch which allows the location and quantity of 

20 DAS remote units associated with any particular centralized 
base station to be changed manually. Although this approach 
would seem to allow dynamic reconfiguration based on the 
needs of the enterprise or b.ased on time of day, it frequently 
requires deployment of additional staff resources for real-

25 time management of the network. Another issue is that it's 
not always correct or best to make the same DAS remote 
unit configuration changes back and forth on each day of the 
week at the same times of day. Frequently it is difficult or 
impractical for an enterprise IT manager to monitor the 

30 subscriber loading on each base station. And it is almost 
certain that the enterprise IT manager has no practical way 
to determine the loading at a given time of day for each DAS 
remote unit; they can only guess. 

Another major limitation of prior art DAS deployments is 
35 related to their installation, commissioning and optimization 

process. Some challenging issues which must be overcome 
include selecting remote unit antenna locations to ensure 
proper coverage while minimizing downlink interference
from outdoor macro cell sites, minimizing uplink interfer-

40 ence to outdoor macro cell sites, and ensuring proper intra­
system handovers while indoors and while moving from 
outdoors to indoors (and vice-versa). The process of per­
forming such deployment optimization is frequently char­
acterized as trial-and-error and as such, the results may not 

45 be consistent with a high quality of service. 
A major limitation of prior art DAS equipment employing 

digital transmission links such as optical fiher or wired 
Etbemet is the fact that the prior-art RF-to-dligital conver­
sion techniques utilize an approach whereby the system 

50 converts a single broad RF bandwidth of e.g., IO to 25 MHz 
to digital. Therefore all the signals, whether weak or strong, 
desired or undesired, contained within that broad bandwidth 
are converted to digital, whether those signals are desired or 
not. 11us approach frequently leads to inefficiencies within 

55 the DAS which limit the DAS network capacity. lt would be 
preferable to employ an alternative approach yielding 
greater efficiencies and improved flexibility, particularly for 
neutral host applications. 

In 2008 the FCC further clarified its E-9 JI requirements 
60 with regard to Phase 2 accuracy for mobile wireless net­

works. The information required in Phase 2 is the mobile 
phone number and the physical location, within a few dozen 
yards, from which the call was made. The Canadian gov­
enunent is reportedly considering enacting similar require-

65 ments. Also the FCC is eager to see US mobile network 
operators provide positioning services with eobanced accu­
racy for E-91 I for indoor subscribers. There is a reported 
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effort within the FCC to try to mandate Phase 2 accuracy 
indoors, within the next 2 years. 

Many wireless networks employ mobile and fixed broad­
band wireless tem1inals which employ GPS-based E-911 
location services. It has been demonstrated that GPS signals 5 

from satellites outdoors don't propagate well into the indoor 
space. Therefore an alternative, more robust E-911 location 
determination approach is required for indoors, particularly 
if the FCC requirements are changed to be more stringent. 

Several US operators have expressed concern about how 10 

they can practically and cost-etfoctively obtain these 
enhanced location accuracy capabilities. Operators are very 
eager to identify a cost-eftective approach which can be 
deployed indoors for enhanced location acc11racy. 

One proposed approach toward indoor location accuracy 15 
enhancement for CDMA uetworks would employ a separate 
unit known as a CDMA Pilot Beacon. A notable disadvan­
tage of this approach for an indoor OAS application is that 
since the CDMA Pilot Beacon unit is a separate and dedi­
cated device and not integrated within the OAS, it would 20 

likely be costly to deploy. The Pilot Beacon approach for 
CDMA networks employs a Pilot Beacon with a unique PN 
code (in that area) which effectively divides a particular 
CDMA network coverage area (e.g., indoors) into multiple 
small zones (which each correspond to the coverage area of 25 

a low-power Pilot Beacnn). Each Pilot Beacon's location, 
PN code and RF Power level are known by the network. 
Each Pilot Beacon must: be synchronized to tbe CDMA 
network, via U-PS or local base station connection. A vari­
able delay setting permits each Pilot Beacon to have tbe 30 

appropriate system timing to pem1it triangulation and/or 
Cell IO position detem1ination. One optional but potentially 
costly enhancement to this approach would employ a Wire­
less Modem for each Pilot Beacon to provide remote 
Alarms, Conrrol and Monitoring of each CDMA Pilot Bea- 35 

con. No known solution for indoor location accuracy 
enhancement has been publicly proposed for WCDMA 
networks. 

4 

work calibration, autonomous/assisted comm1ss1011ing, 
uirrier puuling, aulumalic frequency sdecliun, radio fre­
quency carrier placement, traffic monitoring, traffic tagging, 
and indoor location determination using pilot beacons. The 
present invention can also serve multiple operators, multi­
mode radios (modulation-independent) and multi-frequency 
bands per operator to increase the efficiency and traffic 
capacity of the operators' wireless networks. 

Accordingly, it is an object of tbe present invention to 
provide a capability for Flexible Simulcast. With Flexible 
Simulcast, the amount of radio resources (such as RF 
carriers, CDMA codes or TOMA time slots) assigned lo a 
particular RRU or group of RRUs by each RRU Access 
Module can be set via software control as described here-
inafter lo meet desired capacity and throughput objectives or 
wireless subscriber needs. To achieve these and other 
objects, an aspect of the present invention employs soft­
ware-programmable frequency selective Digital Up-Con­
verters (DUCs) and Digital Down-Converters (DDCs). A 
sof1ware-defu1ed Remote Radio Head architecture is used 
for cost-effective optimization of the radio perfom1ance. 
Frequency selective DDCs and DUCs at the Remote Radio 
Head enable a high signal to noise ratio (SNR) which 
maximize the throughput data rate. An embodiment shown 
in FIG. 1 depicts a basic structure and provides an example 
of a Flexible Simulcast downlink transport scenario. FIG. 2 
depicts an embodiment of a basic strucnire of a Flexible 
Simulcast uplink transport scenario. 

It is a further object of the present invention to facilitate 
conversion and transport of several discrete relatively nar­
row RF bandwidths. In another aspect of the invention, an 
embodiment converts only that plurality of specific, rela­
tively narrow bandwidths that carry useful information. 
Thus, this aspect of the present invention allows more 
efficient use of the available optical fiber transport band­
width for neutral host applications, and facilitates transport 
of more operators' band segments over the optical fiber. To 
achieve tbe above result, the present invention utilizes 
frequency-selective filtering at the Remote Radio Head One candidate technically-proven approach toward 

indoor location accuracy enlrnncement for GSM networks 
would employ a separate unit known as a Location Mea­
surement Unit or LMU. A notable disadvantage of this 
approach for an indoor DAS application is that, since the 
LMU is a separate and dedicated device and not integrated 
within the DAS, it is costly to deploy. Each LMU requires 
a back.haul facility to a central server which analyzes the 
LMU measurements. The LMU backbaul cost adds to tbe 
total cost of deploying tbe enhanced accuracy E-91 I solution 
for GSM networks. Despite the availability of tbe already 
teclmically-proven LMU approach, it has not been widely 
deployed in conjtmction with indoor OAS. 

40 which enhances the system perfonnance. In some embodi­
ments of this aspect of the invention, noise reduction via 
frequency-selective filtering at the Remote Radio Head is 
utilized for maximizing the SNR and consequently maxi­
mizing the data throughput. It is a further object of the 

Based on the prior art approaches described herein, it is 
apparent that a highly efficient, easily deployed and dynami­
cally reconfigurable wireless network is not achievable with 
prior art systems and capabilities. 

BR.JEF SUMMARY OF THE JNVENTJON 

The present invention substantially overcomes the limi­
tations of the prior ai1 discussed above. Tbe advanced 
system architecture of the present invention provides a high 
degree of flexibility to manage, control, enhance and facili­
tate radio resource efficiency, usage and overall performance 
of the distributed wireless network. This advanced system 
architecture enables specialized applications and enl1ance­
ments including flexible simulcast, automatic traffic load­
balancing, network and radio resource optimization, net-

45 present invention to provide CDMA and WCDMA indoor 
location accuracy enhancement. In an aspect of the present 
invention, an embodiment provides enhanced location accu­
racy performance by employing pilot beacons. FIG. 3 
depicts a typical indoor system employing multiple Remote 

50 Radio Head Units (RRUs) and a central Digital Access Unit 
(DAU). The Remote Radio [ ·leads have a unique beacon tbat 
is distinct and identifies that particular indoor cell. The 
mobile user will use the beacon infon11ation to assist in the 

55 

localization to a particular cell. 
It is a further object of the present invention to enhance 

GSM and LTB indoor location accuracy. ln another aspect, 
an embodiment of the present invention provides localiza­
tion of a user based on the radio signan1re of the mobile 
device. FIG. 4 depicts a typical indoor system employing 

60 multiple Remote Radio I-lead Units (RRUs) and a central 
Digital Access Unit (DAU). In accordance with the inven­
tion, each Remote Radio Head provides tmique header 
information on data received by that Remote Radio Head. 
The system of the invention uses this header information in 

65 conjunction with the mobile user's radio signature to local­
ize the user to a particular cell. It is a further object of tbe 
present invention to re-route local traffic to Internet VOJP, 
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Wi-Fi or WiMAX. In this aspect of the invention, an 
embodiment determines the radio signatures of the indi­
vidual users within a DAU or Island of DA Us and uses this 
information to identify if the users are located within the 
coverage area associated with a specific DAU or Island of 
DAUs. The DA Us track the radio signatures of all the active 
users within its network and record a ruruling data base 
containing information pertaining to them. One embodiment 
of the present invention is for the Network Operations 
Center (NOC) to infonn the DAU that, e.g., two specific 
users are collocated within the same DAU or Island of 
DAUs, as depicted in FIG. 6. The DAUs theu reroute the 
users to Internet YOJP, Wi-Fi or WiMAX as appropriate. 
Another embodiment of the preseut invention is 10 deter­
mine tl1e Internet Protocol OP) addresses of the individual 
users' Wi-Fi connections. lf the individual users' IP 
addresses are within the same DAU or Island of DA Us, the 
data call for these users is rerouted over the internal network. 

Applications of the present invention are suitable to be 
employed with distributed base stal'ions, distributed antem1a 
systems, distributed repeaters, mobile equipment and wire­
less tenninals, portable wireless devices, and other wireless 
conununication systems such as microwave and satellite 
communications. TI1e present invention is also field upgrad­
able through a link such as an Ethernet connection to a 
remote computing center. 

Appendix I is a glossary of terms used herein, including 
acronyms. 

BRJEF DESCRJPTION OF THE DRAWINGS 

Further objects and ad.vantages of the present invention 
can he more fully understood from the following detailed 
description taken in conjunctiou with the accompanying 
drawings in which: 

FIG. 1 is a block diagram according to one embodiment 
of the invention showing the basic strncture and an example 
of a flexible Simulcast downlink transport scenario based 
on having 2 DAU and 4 DRU. 

FJG. 2 is a block diagram iu accordance with an embodi­
ment of the invention showing the basic stmcture and an 
example of a Flexible Simulcast uplink transport scenario 
based oo having 2 DAU aod 4 DRU. 

FJG. 3 shows an embodiment of an indoor system 
employing multiple Remote Radio Head Un.its (RRUs) and 
a central Digital Access Unit (DAU). 

FJG. 4 shows an embodiment of an indoor system in 
accordance with the invention which employs multiple 
Remote Radio [-lead Units (RRUs) and a central Digital 
Access Unit (DAU). 

FJG. 5 illustrates an embodiment of a cellular network 
system employing multiple Remote Radio Heads according 
to the present invention. 

FJG. 6 is a depiction of local connectivity according to 
one embodiment of the present invention. 

FIG. 7 illustrates an embodiment of the basic strncture of 
the embedded software control modules which manage key 
functions of the DAU and RRU, in accordance with the 
present invention. 

DETAILED DESCRJPTION OF THE 
INVENTION 

The present invent'ion is a novel Reconfigurable Distrib­
uted Antenna System that provides a high degree of flex­
ibility to manage, control, re-configure, enhance and facili­
tate the radio resource efficiency, usage and overall 

6 

perfonnance of the distributed wireless network. An 
embodiment of the RixouJigurable Distributec.l.Anttmna Sys­
tem in accordance with the present invention is shown in 
FIG. 1. The Flexible Simulcast System 100 can be used to 

5 explain the operation of Hexible Simulcast with regard to 
downlink signals. The system employs a Digital Access Unit 
functionality (hereinafter "DAU"). The DAU serves as an 
interface to the base station (BTS). TI1e DAU is (at one end) 
connected to the BTS, and on the other side cow1ected to 

10 multiple RRUs. For the downlink (DL) path, RF signals 
received from the BTS are separately down-converted, digi­
t-i:red, and converted to baseband (using a Digital Down­
Converter). Data streams are then l/Q mapped and framed. 
Specific parallel data streams are then independently seri-

15 alized aod translated to optical signals using pluggable SFP 
modules, and delivered to different RRUs over optical fiber 
cable. For the uplink (UL) path optical signals received from 
RRUs are deserialized, deframed, and up-conv,erted digitally 
using a Digital Up-Converter. Data streams are then inde-

20 pendently converted to the analog domain and up-converted 
to the appropriate RF frequency band. The RF signal is then 
delivered to the BTS. An embodiment of the system is 
mainly comprised of DAUl indicated at 101, RRUl indi­
cated at 103, RRU2 indicated at 104, DAU2 indicated at 

25 102, RRU3 indicated at 105, and RRU4 indicated at 106. A 
composite downlink inputt signal 107 from, e.g., a base 
station belonging to one wireless operator enters DAUl at 
the DAUl RF input port. Composite signal l 07 is comprised 
of Carriers 1-4. A second composite downlink input signal 

30 from e.g., a second base station belonging to the same 
wireless operator enters DAU2 at the DAU2 RF input port. 
Composite signal 108 is comprised of Carriers 5-8. The 
functionality of DAUl, DAU2, RRUl, RRU2, RRU3 and 
RRU4 are explained in detail by U.S. Provisional Applica-

35 tion Ser. No. 61/374593, entitled "Neutral Host Architecture 
for a Distributed Antenna System," filed Aug. 17, 2010 and 
attached hereto as an appendix. One optical output of DAUl 
is fed to RRUl. A second optical output of DAUl is fed via 
bidirectional optical cable 113 to DAU2. This connection 

40 facilitates networking of DAU! and DAU2, which means 
that all of Carriers J-8 are available within DAUl and 
DAU2 to transport to RRUl, RRU2, RRU3 and RRU4 
depending on software settings witllin the networked DAU 
system comprised of DAUl and DAU2. The so.ftware set-

45 tings within RRUl are configured either manually or auto­
matically such that Carriers 1-8 are present in the downlink 
output signal 109 at the antenna port of RRlJ1. The presence 
of all 8 carriers means that RRUl is potentially able to 
access the full capacity of both base stations feeding DAUl 

50 and DAU2. A possible application for RRUl is in a wireless 
distribution system is e.g., a cafeteria in an enterprise 
building during the lunch hour where a large number of 
wireless subscribers are gathered. RRU2 is fed by a second 
optical port of RRUl via bidirectional optical cable 114 to 

55 RRU2. Optical cable 114 performs the function of daisy 
chaining RRU2 with RRUI. TI1e software settings within 
RRU2 are configured eithel' manually or automatically such 
that Carriers 1, 3, 4 and 6 are present in downlink output 
signal lJO at the antenna port of RRU2. The capacity of 

60 RRU2 is set to a much lower value than RRUl by virtue of 
its specific Digital Up Converter settings. The individual 
Remote Radio Units have integrated frequency selective 
DUCs and DDCs with gain control for eaclh carrier. The 
DAUs can remotely n1m on and off the individual carriers 

65 via the gain control parameters. 
In  a similar manner as described previously for RRUl, tbe 

software settings within RRU3 are configured either manu-
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ally or automatically such that Carriers 2 and 6 are present 
in downlink oulpul �ignal 111 al Lhe antenna purl of RRU3. 
Compared to the downli.nl< signal 110 al the antenna port of 
RRU2, the capacity of RRU3 which is configured via the 
software settings of RRU3 is much less than the capacity of 5 
RRU2. RRU4 is fed by a second optical po.rt of RRUJ via 
bidirectional optical cable 115 to RRU4. Optical cable 115 
performs the function of daisy chaining RRU4 with RRU3. 
The software settings within RRU4 are configured either 
manually or automatically such that Carriers 1, 4, 5 and 8 are 10 

present in downlink output signal 112 at the antel1Jla port of 
RRU4. 11Je capacity of RRU4 is set to a much lower value 
than RRUl. ·n1e relative capacity settings ofRRUl, RRU2, 
RRUJ and RRU4 and can be adjusted dynamically as 
discussed in connection with FIG. 7 to meet the capacity 15 
needs within the coverage zones determined by the physical 
positions of antennas connected to RRU1, RRU2, RRUJ and 
RRU4 respectively. 

1l1e present invention facilitates conversion and transport 
of several discrete relatively narrow RF bandwidths. 111.is 20 

approach allows conversion of only those multiple specific 
relatively narrow bandwidths which carry useful or specific 
information. lhis approach also allows more efficient use of 
the available optical fiber transport bandwidth for neutral 
host applications, and allows transport of more individual 25 

operators' band segments over the optical fiber. As disclosed 
in U.S. Provisional Application Ser. No. 61/3 74593, entitled 
"Neutral Host Architecture for a Distributed Ante1u1a Sys­
tem," filed Aug. 17, 2010 and also referring to FIG. 1 of the 
instant patent application, Digital Up Converters located 30 

within the RRU which are dynamically software-program­
mable as discussed hereinafter can be re-configured to 
transport from the DAU input to any specific RRU output 
any specific narrow frequency band or bands, RF carriers or 
RF channels which are available at the respective RF input 35 

port of either DAU. This capabiliry is illustrated in FJG. 1 
where only specific frequency bands or RF carriers appear at 
the output of a given RR.U. 

A related capability of the present invention is that not 
only can the Digital Up Converters located within each RRU 40 

be configured to transport any specific narrow frequency 
band from the DAU input to any specific RRU output, but 
also tbe Digital Up Converters within each RRU can be 
configured to transport any specific time slot or time slots of 
each carrier from the DAU input to any specific RRU output. 45

The DAU detects which carriers and corresponding time 
slots are active. TI1is information is relayed to the individual 
RRUs via the management control and monitoring protocol 
software discussed hereinafter. This information is then 
used, as appropriate, by the RRUs for turning off and on 50 
individual carriers and tb.eir corresponding time slots. 

Referring to FJG. 1 of the instant patent application, an 
alternative embodiment of the present invention may be 
described as follows. Ju a previous description of FJG. 1, a 
previous embodiment involved having downlink signals 55 
from two separate base stations belonging to the same 
wireless operator enter DAUl and DAU2 input ports respec­
tively. ln an alternative embodiment, a second composite 
downlink input signal from e.g., a second base station 
belonging to a different wireless operator enters DAU2 at the 60 

DAU2 RF input port. In tlb.is embodiment, signals belonging 
to both the first operator and the second operator are 
converted and transported to RRU1, RRU2, RRU3 and 
RRU4 respectively. This embodiment provides an example 
of a neutral host wireless system, where nrnll'iple wireless 65

operators sbare a common infrastructure comprised of 
DAVI, DAU2, RRUl, RRU2, RRUJ and RRU4. All the 

8 

previously mentioned features and advantages accme to 
t:acb of the two wirde�� opt:ralorn. 

As disclosed in U.S. Provisional Application Ser. No. 
61/374593, entitled "Neutral Host Architecture for a Dis­
tributed Antenna System," filed Aug. 17, 2010 and also

referring to FJG. 1 of the instant patent application, the 
Digital Up Converters present in the RRU can be pro­
grammed to process various signal formats and modulation 
types including FDMA., CDMA, TD!vfA, OFDMA and 
others. Also, the Digital Up Converters present in the 
respective RR Us can be programmed to operate with signals 
to be transmitted within various frequency bands subject to 
the capabilities and limitations of the system architecture 
disclosed in U.S. Provisional Application Ser. No. 
61/374593, entitled "Neutral Host Architecture for a Dis­
tributed Ante1111a System," filed Aug. 17, 2010. ln one 
embodiment of the present invention where a wideband 
CDMA signal is present within e.g., the bandwidth corre­
sponding to carrier 1 at the input port to DAUl, the 
transmitted signal at the antenna ports of RRUl, RRU2 and 
RRU4 will be a wideband CDMA signal which is virtually 
identical to the signal present witlun the bandwidth corre­
sponding to carrier 1 at the input port to DA Ul. 

As disclosed in U.S. Provisional Application Ser. No. 
61/374593, entitled "Neutral Host Architecture for a Dis­
tributed Antenna System," filed Aug. 17, 2010 and also 
referring to FIG. 1 of the instant patent application, it is 
understood that the Digital Up Converters present in the 
respective RR Us can be programmed to transmit any desired 
composite signal format to each of the respective RRU 
antel1Jla ports. As an example, the Digital Up Converters 
present in RRUJ and RRU2 can be dynamically software­
reconfig;ured as described. previously so that the signal 
present at the ante1ma port of RRUl would correspond to the 
spectral profile shown in FIG. 1 as 110, and also that the 
signal present at the antenna port· of RRU2 would corre­
spond to the spectral profile shown in FJG. 1 as 109. The 
application for such a dynamic rearrangement of RRU 
capacity would be e.g., if a company meeting were suddenly 
convened in the area of the enterprise corresponding to the 
coverage area of RRU2. Although the description of some 
embodiments in the instant application refers to base stal'ion 
signals l 07 and 108 as being on different frequencies, the 
system and method of the present invention readily supports 
configurations where one or more of the carriers which are 
part of base station signals 107 and 108 and are identical 
frequencies, since the ha�e station signals are digiti7.ed, 
packetized, routed and switched to the desired RRU. 

Another embodiment of the Distributed Ante1111a System 
in accordance with the present invention is shown in FIG. 2. 
As disclosed in U.S. Provisional Application Ser. No. 
61/374593, entitled "Neutral Host Architecture for a Dis­
tributed Antenna System," filed Aug. 17, 2010 and also as 
shown iu FIG. 2 the Flexible Simulcast System 200 can be 
used to explain the operation of Flexible Simulcast with 
regard to uplink signals. As discussed previously with regard 
to downlink signals and by referring to FIG. 1, the uplink 
system shown in FJG. 2 is mainly comprised of DAUl 
indicated at 201, RRUl indicated at 203, RRU2 indicated at 
204, DAU2 indicated at 202, RRU3 indicated at 205, and 
RRU4 indicated at 206. In a ma1111er similar to the downlink 
operation explained by referring to FIG. 1, the operation of 
the uplink system shown in FJG. 2 can be understood as 
follows. 

The Digital Down Converters present in each of RRUl, 
RRU2, RRU3 and RRU4 are dynan1ically software-config­
ured as described previously so that uplink signals of the 
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appropriate desired signal fonnat(s) present at the receive 
aulemrn ports of Lhe respective RRUl, RRU2, RRU3 and 
RRU4 are selected based oo the desired uplink band(s) to be 
processed and filtered, converted and transported to the 
appropriate uplink output port of either DAUl or DAU2. 5 
The DAUs and RRUs frame the individual data packets 
corresponding to their respective radio signamre using the 
Common Public Interface Standard (CPRI). Other Interface 
standards are applicable provided tl1ey uniquely ideotify 
data packets with respective RRUs. Header information is 10 

transmitted along with tb.e data packet which identifies the 
RRU and DAU that co.rrespoods to the individual data 
packet. 

10 

low-power Pilot Beacon). Each Pilot Beacon's location, PN 
code and RF Power level are known by lhe network. Each 
Pilot Beacon is synchronized to the WCOMA or CDML\. 
network, via its connection to the DAU. 

Unlike the transmit signal from a base station which is 
"dynamic", the Pilot Beacon transmit signal will be effec­
tively "static" and its downlink messages will not change 
over time based on network conditions. 

For a WCOMA network, in Idle mode each mobile 
subscriber tenninal is able to perform Pilot Signal measure­
ments of downlink signals transmitted by base stations and 
Pilot Beacons. When the WCDMA mobile subscriber ter-
minal transitions to Active mode, it reports to the serving 
cell all its Pilot Signal measurements for base stations and 
for Pilot Beacons. For COMA networks, the operation is 
very similar. For some RRU deployed in an indoor network, 
the RRU can be provisioned as either a Pilot Beacon or to 
serve mobile subscribers in a particular operator bandwidth, 
but not both. 

For a WCDMA network, existing inherent capabilities of 
the globally-standardized networks are employed. The 
WCOMA mobile subscriber terminal is able to measure the 
strongest CPI CH RSCP (Pilot Signal Code Power) in either 
Idle mode or any of several active modes. Also, measure­
ments of CPI CH Ee/No by the mobile subscriber tenninal in 
either Idle mode or any of several active modes are possible. 
As a result, the mobile subscriber tenninal reports all 
available RSCP and Ee/No measurements via the serving 
base station (whether indoor or outdoor) to the network. 
Based on that infonnation, the most likely mobile subscriber 
terminal location is calc11lated and/or detennined. For 
CDMA networks, the operation is very similar to the process 
described herein. 

A previously described embodiment of the present inven-

In one example for the embodiment shown in FIG. 2, 
RRUl and RRU3 are configured to receive uplink signals 15 
within the Carrier 2 bandwidth, whereas RRU2 and RRU4 
are both configured to reject uplink signals within the 
Carrier 2 bandwidth. When RRU3 receives a strong enough 
signal at its receive ante1u1a port within the Carrier 2 
bandwidth to be properly filtered and processed, the Digital 20 

Down Converters within, RRU3 facilitate processing and 
conversion. Similarly, when RRUl receives a strong enough 
signal at its receive ante1ma port within the Carrier 2 
bandwidth to be properly filtered and processed, the Digital 
Down Converters within RRUl facilitate processing and 25 

conversion. The signals from RRUl and RRU3 are com­
bined based on the active signal combining algorithm, and 
are fed to the base station co1mected to the uplink output port 
ofDAUl. 1l1e tem1 simulcast is frequently used to describe 
the operation of RRUl and RRU3 with regard to uplink and 30 

downJink signals within Carrier 2 bandwidth. The tenn 
Flexible Simulcast refers to the fact that the present inven­
tion supports dynamic and/or manual rearrangement of 
which specific RRU are involved in the signal combining 
process for each Carrier bandwidth. 35 tion referring to FIG. 1 involved having a wideband CDML\. 

signal present within e.g., the bandwidth corresponding to 
carrier 1 at the input port to DAUl. In t.lb.e previously 
described embodiment, the transmitted signal at the ante1ma 

Referring to FIG. 2, the Digital Down Converters present 
in RRUl are configured to receive and process signals 
within Carrier 1-8 bandwidths. The Digital Down Convert-
ers present in RRU2 are configured to receive and process 
signals within Carrier 1, 3, 4 and 6 bandwidths. The Digital 40 

Down Converters present in RRU3 are configured to receive 
and process signals within Carrier 2 and 6 bandwidths. The 
Digital Down Converters present in RRU4 are configured to 
receive and process signals within Carrier 1, 4, 5 and 8

bandwidths. The respective high-speed digital signals result- 45 
ing from processing performed within each of the four RRU 
are routed to the two ])Alls. As descrihed previously, the 
uplink signals from the four RRUs are combined within tbe 
respective DAU corresponding to each base station. 

An aspect of the present invention includes an integrated 50 

Pilot Beacon function within the each RRU. In an embodi­
ment, each RRU comprises a unique software program­
mable Pilot Beacon as discussed hereinafter This approach 
is inteoded for use in COMA and/or WCOMA indoor DAS 

ports of RRUl, RRU2 and RRU4 is a wideband CDML\. 
signal which is virtually identical to the signal present within 
the bandwidth correspondiog to carrier 1 at the input port to 
DAUl. An alternative embodiment of the present invention 
is one where a wideband CDMA signal is present within 
e.g., the bandwidth corresponding to carrier 1 at the input 
port to DAUl. However, in the alternative embodiment the 
transmitted signal at the antenna port of RRU1 differs 
slightly from the previous emhodiment. ln tl1e alternative 
embodiment, a wideband ,COMA signal is present wifuin 
e.g., the bandwidth corresponding to carrier 1 at the input
port to DAUl. The transmitted signal from RRUl is a
combination of the wideband COMA signal which was
present at the input port to DAUl, along with a specialized
WCOMA pilot beacon signal. The WCDMA pilot beacon
signal is intentionally set well below the level of the base
station pilot signal.

A further alternative embodiment can be explained refer­
ring to FIG. 1 which applies in the case where COML\. 
signals are generated by the base station connected to the 
input port of DAUl. In this further alternative embodiment 

networks. A very similar approach can be effective for 55 

indoor location accuracy enhancement for other types of 
networks such as CIE an.d WiMA.X. Because each RRU is 
already controlled and monitored via the DAUs which 
comprise the network, there is no need for costly deploy­
ment of additional dedicated wireless modems for remote 
monitoring and control of pilot beacons. 

60 of the present invention, the transmjtted signal at the antetuJa 
port of RRUl is a combination of the CDMA signal which 
was present at the input port to DAUl, along with a 
specialized CDMA pilot beacon signal. The CDMA pilot 
beacon signal is intentionally set well below the level of the 

An RRU-integrated Pilot Beacon approach is employed 
for both CDMA and WCDMA networks. Each operational 
pilot beacon fonction within an RRU employs a unique PN 
code (in that area) which effectively divides the WCDMA or 
CDMA indoor network coverage area into multiple small 
"zones" (which each correspond to the coverage area of a 

65 base station pilot signal. 
An embodin1ent of tbe present inveotioo provides 

enhanced accuracy for detennin.ing location of indoor wire-
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less subscribers. FIG. 4 depicts a typical indoor system 
employing multiple Remote Radio Head Uu.ils (RRUs) and 

12 

trol module to help identify when, e.g., a particular downlink 
carrier is loaded by a percentage grealer limn a pre<lete::r­
mined threshold whose value is communicated to the DAU 
Management Control module by the DAU's Remote Moni-

a central Digital Access Unjt (DAU). Each Remote Radio 
Head provides a ucique header irrformation on data received 
by that Remote Radio Head. This header information in 
conjunction with the mobile user's radio signature are used 
to localize the user to a particular cell. The DAU signal 
processing can identify the individual carriers and their 
corresponding ti .me slots. A header is included with each 
data packet that uruquely identifies the corresponding RRU. 
The DAU can detect the carrier frequency and the corre­
sponding time slot associated with the individual RRUs. The 
DAU has a nuu1ing data base that identifies each carrier 
frequency and time slot with a respective RRU. The carrier 
frequency and time slot is the radio signatui:-e that unjquely 
identifies the GSM user. 

5 toring and Control function. If that occurs, the DAU Man­
agement Control module adaptively modifies the system 
configuration to slowly begin to deploy additional radio 
resources (such as RF carriers, CDMA codes or TOMA time 
slots) for use by a particular RRU which need those radio 

10 resources withjn its coverage area. At the same time, in at 
least some embodiments the DAU Management Control 
module adaptively modifies the system configuration to 
slowly begin to remove certain radio resources (such as RF 
carriers, CDMA codes or TOMA time slots) for use by a 

TI1e DAU communicates with a Network Operation Cen­
ter (NOC) via a Ethernet collllection or an external modem, 
as depicted in FIG. 5. Once a E9J I call is initiated the 
Mobile Switching Center (MSC) in conjunction with the 
NOC can identify the corresponding BaseTransceiver Sta­
tion (BTS) where the user has placed the call. The user can 

15 particular RRU which no longer needs those radio resources 
withln its coverage area. Another such key function of the 
DAU embedded software control module and RRU embed­
ded soft.ware control module is detennining and/or setting 
and/or analyzing the appr,opriate transmission parameters 

20 and monitoring parameters for the integrated Pilot Beacon 
function contained within each RRU. 1l1ese Pilot Beacon 

be localized within a BTS cell. 111e NOC then makes a 
request to the individual DAUs to determine if the E91 I 
radio signanire is active in their indoor cell. The DAU 25 

checks its data base for the active carrier frequency and time 
slot. If that radio signan1re is active in the DAU, then that 
DAU will provide the NOC with the location infonnation of 
the corresponding RRU. 

A further embodiment of the present invention includes 30 

LTE to provide enlianced accuracy for determining the 
location of indoor wireless subscribers. GSM uses indi­
vidual carriers and time slots to distinguish users whereas 
LIE uses multiple carriers and time slot irrfonnation to 
distinguish users. The DAU can simultaneously detect mul- 35

tiple carriers and !heir corresponding time slots to uniquely 
identify the LTE user. The DAU has a runcing data base that 
identifies the carrier frequencies and time slot radio signa­
ture for the respective RRU. Thls information can be 
retrieved from the NOC o•nce a request is made to the DAU. 40 

Referring next to FJG. 7, the DAU embedded software 
control module and RRU embedded software control mod­
ule can be better understood in connection with the opera­
tion of key functions of the DAU and RRlJ. One such key 
ftmction is determirung and/or setting t.he appropriate 45 

amount of radio resources (such as RF carriers, CDMA 
codes or TOMA time slots) assigned to a particular RRlJ or 
group of RRUs to meet desired capacity and throughput 
objectives. The DAU embedded software control module 
comprises a DAU Monitoring module that detects which 50 
carriers and correspondiug time slots are active for each 
RRU. The DAU embedded software control module also 
comprises a DAU Management Control module which com­
nrnnjcates with the RRU over a fiber optic link control 
challllel via a control protocol with the RRU Management 55 

Control module. ln tum, the RRU Management Control 
module sets the individual parameters of all the RRU Digital 
Up-Converters to enable or disable specific radio resources 
from being transmitted by a particular RRU or group of 
RRUs, and also sets the individual parameters of all the 60 

RRU Digital Down-Converters to enable or disable specific 
uplink radio resources from being processed by a particular 
RRU or group of RR Us. 

In an embodiment, an algorithm operating withln the 
DAU Monitoring module, that detects which carriers and 65

corresponding time slots for each carrier are active for each 
RRU, provides information to the DAU Management Con-

transmission and monitoring parameters include Beacon 
Enable/Disable, Beacon Carrier Frequencies, Beacon Trans­
mit Power, Beacon PN Code, Beacon Downlink BCH Mes­
sage Content, Beacon Alarm, Beacon Delay Setting and 
Beacon Delay Adjustment Resolution. The RRU Pilot Bea­
con Control module commucicates with the pilot beacon 
generator function in the RRU to set and 1110!11.itor the pilot 
beacon parameters as listed herein. 

In summary, the Reconfigurable Distributed Antenna Sys­
tem of the present invention described herein efficiently 
conserves resources and reduces costs. The reconfigurable 
system is adaptive or manually field-programmable, since 
the algorithms can be adjusted like software in the digital 
processor at any time. 

Although the present invention has been described with 
reference to the preferred embodiments, it will be under­
stood that the invention is 11ot limited to the details described 
thereof. Various substin1tions and modifications have been 
suggested in the foregoing description, and others will occur 
to those of ordinary skill in the art. ·n1erefore, all such 
substinitions and modifications are intended to be embraced 
withju the scope of the invention as defined in the appended 
claims. 

What is claimed is: 
1. A method of commrnnicating in a distrihuted antenna

system (DAS), the method comprising: 
receiving downlink optical signals at a remote radio unit, 

the downJink optical signals received from a digital 
access unit, the downlink optical signals comprising a 
plurality of carriers; 

converting a portion of the downlink optical signals 
received at the remote radio un.it to downlink signals, 
the portion of the downlink optical signals correspond­
ing to a subset of the plurality of carriers, wherein a 
number of carriers in the subset of the plurality of 
carriers is less than a number of carriers in the plurality 
of carriers, and a number of carriers in the subset of the 
plurality of carriers is configurable; 

transmitting the downlink signals from the remote radio 
uru t as radio frequency signals; 

receiving uplink signals at the remote radio unit; 
converting the uplink signals received at the remote radio 

tmi t to uplink optical signals, wherein the uplink optical 
signals correspond to the subset of the plurality of 
carriers; and 
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sending the uplink optical signals from the remote radio 
unit lo the digital act;e�� unit. 

2. The method of claim 1 further comprisi11g converting a
second portion of the downlink opticaJ signals received at 
the remote radio unit to downlink signaJs, the second portion s 
of the downlink optical signals corresponding to a second 
subset of the plurality of carriers, wherein a number of 
carriers in the second subset of the plurality of carriers is 
different from the number of carriers in the subset of the 
plurality of carriers. 10 

3. The method of claim 1 further comprising increasing
the number of carriers in the subset of the plurality of 
carriers. 

4. The method of claim 1 further comprising decreasing
the 

_
number of carriers in the subset of the plurality of 15 

earners. 
5: The method of claim 1 wherein each of the plurality of

earners corresponds to a respective RF band. 
6. A host unit for use in the transport of wireless com­

munications, comprising: 
at least one interface 10 communicatively couple the host 

unit to at least one signal source; 

20 

14 

wherein the host tmil comprises at least one interface 10 
communicatively couple the host unit 10 at least one 
signal source; 

wherein the host unit is capable of receiving a plurality of 
downlink signals from the at least one signal source; 

wherein the host unit further comprises at least one 
interface to conummicatively couple the host unit to the 
plurality of remote units; 

wherein the host unit is capable of sending a digital 
representation of any downlink signal it receives 10 any 
of the plurnlity of remote units; 

wherein tbe host unit is configurable to transmit a digital 
representation of a first subset of the plurality of 
downlink signals to the first remote unit and a digital 
repres�ntat!on of a second subset of the plurality of 
<luwnhnk signals lu IILe scxund n::ruute unit, tht:: st::t:on<l 
subset being different than the first subset; 

wherein the I_1os1 unit is capable of receiving a digital
representauon of at least one uplink signal from the 
each of the plurality of remote units. 

12. The system of claim 11 wherein each downlink signal
in the plurality of downlink signals comprises a signal from 
a mobile telephone carrier. wherein the host unit is capable of receiviog a plurality of 

downlink signals from the at least one signal source; 
at least one interface to communicatively couple the host 25 

unit to a plurality of remote units, including at least a 
first remote unit andl a second remote unit· 

wherein the host unit is capable of se11di1;g a digital 
representation of any dowoJink signal it receives to any 
of the plurality of remote units; 

13. The system of claim 11 wherein the at least one
interface to communicatively couple the host unit to a 
plurality of remote m1its comprises an optical interface. 

14. TI1e system of claim JI wherein the host unit is
capable of packetizing each digital representation of an 

30 
uplink signal. 

JS. The system of claim 14 wherein each remote com­
prises at least one interface to communicatively couple the 
re�ote unit to another remote unit in a daisy-chain configu­
ration. 

wherein the host unit is configurable to transmit a digital 
representation of a first subset of tlhe plurality of 
downlink signals to the first remote unit and a digital 
repres�ntat(on of a second subset of the plurality of 
downlink signals to the second remote unit, the second 35 
subset being different than the first subset; and 

wherein the host unit is capable of receiving a digital 
representation ofat least one uplink signal from each of 
the plurality of remote units. 

. 7. The host unit of claim 6 wherein each downJink signal 40 
m the plurality of downlink signals comprises a signal from 
a mobile telephone carrier. 

8. The host unit of claim 6 wherein at least one interface
to conmm

_
nicatively couple the host unit to a plurality of 

remote units comprises a11 optical interface. 45 

9. The h
_
o�t unit of claim 6 wherein the host unit is capable

of packet11111g each digital representation of an uplink 
signal. 

16. The system of claim 11 wherein the host un11 1s 
capable of packetizing each digital representation of an 
uplink signal in compliance with the Common Public Inter­
face Standard (CPRJ) standard. 

17. TI1e system of claim 16 wherein each remote com­
prises at least one interface 10 communicatively couple the 
re1�10te unit to another remote unit in a daisy-chain configu­
ra11on. 

18. The system of claim Jl wherein the host umt ,s
connected 10 each of the pluraJity ofremote units through a 
direct connection. 

J9. 'The system of claim 11 wherein the host unit is 
co1mec1ed to each of the plurality ofremotc wiits through an 
indirect co,rnection. 

20. The system of claim 11 wherein the host unit is
connected to some of the plurality of remote units through 
a direct connection and others of the plurality ofremotc units 
through an indirect com1ection. 

10. The host unit of claim 6 wherein the host unit is
capable or packetizing each digital representation of an so
uplink signal in compliance with the Common Public Inter­
face Standard (CPRJ) standard.

21. The system of claim 11 wherein each remote com­
prises at least one interface 10 communicatively couple lhe 

55 re1�ote unit to another remote unit in a daisy-chain configu­
ration. 

11. A system for transporting wireless communications
comprising: 

a host unit; 
a plurality of remote units, including at least a first remote 

unit and a second remote unit; * " • * * 
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