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A digita1 distributed antenna system (DDAS) that regains the 
capability to perform simulcast to multiple simulcast groups 
while using a base station's direct digital output is provided. 
The User Plane data is adapted for simulcast and also for 
eliminating time delay ambiguities across multiple simulcast 
digital radios. ln addition, the Control and Management Plane 
is aggregated across multiple remote units to allow a non­
modified donor digital base station to control simulcast 
groups. The res ult is a low cost digital D AS that can efficiently 
distribute the capacity of a digital base station to solve cov­
erage and capacity requirements in a manner similar to tbat 
now accomplished using a traditional base station with RF 
in/out. 
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DIGITAL DISTRlBUTED ANTEN A SYSTEM 

RELATED APPLICATION INFORMATION 

10001] Tht: present .:1pplica1iou cl.:1irns lht: beudit l111<ler 35 
USC l 19(e) of U.S. provisional patent application Ser. No. 
61/008,763 filed Dec. 21, 2007, the disclosure of which is 
incorporated herein by reference in its entirety. 

FIELD or INVENTION 

(00021 The present invention relates to wireless communi­
cations systems and met11ods. More specifically, the present 
invention relates 10 distributed ante1rna systems (DAS). 

OACKGROUND OF THE INVENTION 

[0003) Current wireless communications sys�cms are 
directed to providing RF coverage and/or call capacity so _that 
users may connect to the wireless infrastrucmre. All �oluuons 
rely on some means of distributing RF energy rangmg from 
high power, large coverage area towers to low power m­
building pico-cells. 
(0004) There also exists a class of RF enh��em�nt tech­
nologies known as RF repeaters. Some are b1direct1onal � 
amplifiers that retransmit the signals received over the air 
from a host base station. Others arc directly connected 10 a 
bust base station an<l distribute the RF signals via t:ilht:r 
electrical, e.g., coaxial cable, or optical fiber distribution net­
works. In many cases the signals from a base station can be 
distributed to multiple antenna sites with a meaJlS called 
simulcast. 
(0005) More specifically, Distributed Antenna Systems are 
used to provide wireless conummications coverage where it is 
impractical 10 install a conventional base s�ati_on. An example 
is in-building coverage where low cost rad1a1mg antennas are 
desired and base stations represent either too large or too 
expensive a solution. Distributed Antenna Systems allow a 
donor base station to be located outside the desired coverage 
area and its RF signals are distributc.'<.l to multiple anteruias 
using either electrical or optical means. A means to �istribute 
the base station's signals to more than one antenna 1s termed 
simulcast. In the direction toward the wireless user, i.e., 
downlink/forward path, the signal is replicated for each 
remote location. On the return direction, i.e., uplink/reverse 
path, the signals from multiple remote locations arc �ununed 
to create a single composite signal for the base stahon. For 
both the base station and the user's device, the multiple copies 
of the RF signal appears as multipath reflections an_d is com­
pensated for by the use of equalizers and :ake rece1_ve�s. 
(0006] In FIG.1 a block schematic drawrng ofa D1stnbuted 
Antem1a System (DAS) having direct RF connection to the 
donor base station with a1ialog optical distribution to the 
Remote RF Units is shown. Simulcast distribution may be 
performed either in the RP or optical domains. 
[0007] In FIG. 2 a block schematic drawing o� a D.�S 
having direct RF connection to the donor base _sta_uon wnh 
digital optical distribution to the Remote� Um_ts 1s shown. 
Simulcast distribution may be perfonned etther 111 the RF or 
digital electrical domains. 
[0008] As shown in FIGS. 1 and 2, the current DAS solu­
tions use either analog, i.e., 'RF over fiber'/'Analog DAS', 
links or sampled digital, i.e., 'digital DAS', links and are 
based on an analog RF com1ection to the base station. The 
DAS signals are fed to one or more Rf- modules, through a 
technique called simulcast. 

Jul. 16, 2009 

[0009] Simulcast is readily accomplished with a _base sta­
tion providing RF inputs and outputs. These tec�que� a�e 
well known to those skilled in the art. Also, for d1g1tal d1stn­
bution, antern1a remoting teclrn.iques are known to those 
skilled i11 the art. 
10010] The diagrams show a single base station sector 102,

i.e. group of RF carriers, connect� to �ultiple R�mote RF
Units 110. This is not just a dcmult1plexmg opera11011 where
an RF carrier from the host base station is separated for 
distributiOll to separate Remote RF Units. All Remote RF 
Units transmit and receive the same group of RF carriers as 
t11e host/donor base station to which they are connected. 
100111 'D1c Remote Rf Units are at a di!Terent geograpl�ical 
location and they provide either widely separated or partwlly 
overlapping coverage areas. For the latlcr a n�obile user's 
radio may receive identical signals from multiple Remote 
Units and that composite signal will appear as multipath to 
that wireless device. As long as the time delay differentials 
from the overlapping signals are less than the multipath 
design range of the mobile device, the composite signal will 
be successfully processed. . 100121 These same multipath and time delay cons1d�r­
ations also apply in the reverse direction where a user's device 
signal is received by multiple remote units. The multiple 
received signals are summed within the simulcast hardware 
oft he DAS system to provide a single composite signal 10 the 
host donor base station 102. As with the user device (not 
shown), the base station J 02 sets constraints on the amount of 
time delay differential that can be tolerated on the reverse 
link. 
10013] For a purely analog distribution o�twork, iJ!ostrated 
in FIG. I, the simulcast can be accomplished through RF 
splitters on the downlink, and RF summers 011 the uplink. The 
same splitting and summing can be accomplis�ed in the ana­
log optical domain. with the requirement th�l ?1ffer�nt?p11_cal 
wavelengths be used on the uplink. A digital d1stnbut1on 
network, illustrated in  FJG. 2, adds tile extra steps of Analog­
to-Digital and Digital-to-Analog conversions at both en�s of 
the DAS network. As with the analog DAS, a set o( RF 
sunuuers and spliners can perform simulcast prior to conver­
sion to the digital domain. Simulcast can also be implemented 
in the digital domain prior to conversion to di.gitally modu-
lated optical signals. . . . . 10014] There is now a new class of base statl�ns w11� dig! lal 
input and outputs that arc meant to be used m �OllJUnc_11�11 
with remote radio equipment to provide installa11on flcx1b1l­
ity. Although these base stations allow the radio equipment to 
be remotely located from the base station core electr�nics, 
they require a one to one corrcs�ond�ncc be�ween ea�h d1¥11al 
airlink stream and a remote radio urut. Detailed spec1fica11ons 
of two digital base station interfaces arc the Coi_nmon �blic 
Radio Interface (CPRJ) and the Open Base Stat1on Arch1tec­
ture Initiative (OBSAI). With this, a wireless coverage system 
incorporating a large number of remote antennas will r�uire 
a large number of base stations along with the anendan,t 1ssu�s
of frequency re-use and wireless handovers as a user s radio 
moves throughout a coverage area. 

SUMMARY OF THE INVENTION 

(00151 In a first embodiment of the p:esent inven_tion, a
digital distributed wireless communica11on system 1s pro­
vided. The wireless conummication system includes a base 
slation providing and receiving a digital mulliplexed conunu­
nication signal, a plurality of remote transceiver units, a digi-
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ta! distributed interface unit coupled to the base station and 
the plurality of remote transceiver units and providing the 
digital signal in a I :N simulcast distribution to, and providing 
time aEgnment of the digital multiplexed signals from, the 
plurality of remote transceiver units. 

[0016] A plurality of fiber optic digital iJ1terface links cor­
responding to each of the plurality of remote transceiver units, 
wherein the fiber optic digital interface links provide the 
digital ll)ultiplexed signal to and from the remote transceiver 
units. ·n1e digital distributed interface unit ll)anages a remote
digital interface delay to align a plurality of remote digital 
multiplexed signals from the plurality of remote transceiver 
units. Each of the plurality of transceiver remote units 
includes a programmable delay to equalize propagation time 
to the digital distributed interface unit. 

[0017] The digital distributed wireless communication sys­
tem further includes a Co•ntrol & Management (C&M) pro­
cessor for processing C&M data plane provided to the plu­
rality of remote transceiver units. TI1e digital distributed 
interface unit provides control co=ands to each of the plu­
rality of remote transceiver units. The digital multiplexed 
communication signal is a Common Public Radio Interface 
(CPR1) signal. The plurality of remote digital transceiver 
units are Radio (DOR) units providing an airlink to remote 
users. 

[0018] In another aspect of the present invention, a digital 
distribution colll111unication network, including a host digital 
base station providing and receiving a digital multiplexed 
comnnUJication signal, a plurality of digital distributed radio 
(DDR) remotes coupled to receive the digi ta! multiplexed 
comnumication signal from the base station, and a DOR Hub 
configured to provide a l:N simulcast of the digital multi­
plexed signal, the DOR Hub coupled to the base station and to 
each of the plurality of DDR remotes. 

[0019) TI1e DOR Hub includes a multiplexer coupled to the 
host digital base station, a plurality of fiber optic digital 
interface links coupled to• a plurality of multiplexers and to 
each of the corresponding plurality of DOR remotes, and a 
user plane processor for implementing su1umation and split­
ting operations, and providing a programmable delay for 
provirung a conunon delay value to the digital multiplexed 
signals to and from the plurality ofDDR remotes. 

[0020] The digital distribution COll)munication further 
includes a Control and Management (C&M) processor for 
processing C&M data plane from both the host base station 
and the plurality of DOR remotes and managing the simulcast 
distribution of the data plane to the plurality of DDRs. The 
DOR hub manages a remote digital interface delay to align a 
plurality of remote digita] multiplexed signals from the plu­
rality of DOR remotes. 

[0021] In still another embodiment of the present invention, 
a method for providing a digital communication signal 
between a digital base station and a plurality of remote trans­
ceiver 1mits is provided. TI1e method includes providing and 
receiving a digital multiplexed communication signal at a 
digital base station via a digital distributed inte1face unit, and
processing the digital multiplexed commmlication signal for 
controUed distribution of a 1 :N simulcast distribution of the 
digital multiplexed comnrnnication signal to and from a plu­
rality of remote transceiver units, wherein the digital distrib­
uted interface unit manages a remote digital interface delay to 
align a plurality of remote digital multiplexed signals from 
the plurality of remote transceiver units. 

2 
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[0022) The method further includes coupling the digital 
multiplexed signals to a plurality of fiber optic digital inter­
face links corresponding to each of the plurality of remote 
transceiver units and the digital distributed interface unit for 
providing the simulcast digital multiplexed signal to the 
remote unit. Each of the plurality of transceiver remote units 
includes a programmable delay to equalize propagation time 
to the digital distributed interface unit. TI1e lllethod still fur­
ther includes processing Colltrol & Managemeot (C&M) data 
plane from both the digital base station and the plurality of 
remote transceiver units, and managing the simulcast distri­
bution of the data plane to the plurality of remote transceiver 
units. Conu11anding each individual remote digital trans­
ceiver unit via a set of remote CPR.I commands transmitted 
via a corresponding fiber optic digital interface link.

BRJEF DESCRJPTION OF THE DRAWINGS 

(0023) FIG. 1 is a hlock schematic drawing of a Distributed 
A.ntemia System (DAS) having direct RF connection to the
donor base station with analog optical distribution to the
Remote RF Units.
[0024] FIG. 2 is a block schematic drawing of a DAS hav­
ing direct RF connection to the donor base station with digital
optical distribution to the Remote RF Units.
[0025] FIG. 3 is a block schematic drawing ofa host digital
base station and l)igital Distributed Radio with direct digital
connection to the donor base station with digital distribution
to the Digital Remote Radios according to an embodiment of
the present invention.
[0026] FIG. 4 is a block schematic drawing ofa host digital
base station and Digital Distributed Radio with a detailed
diagram of the Digital Distributed Radio Hubs for a single
donor base station configuration.
[0027] FIG. 5 is a block schematic drawing of a host digital
base station and Digital Distributed Radio with Digital Dis­
tributed Hub scaled up in size to support multiple base station
sectors according to another embodiment of the present
inven ti o.n.
[0028) FIG. 6 is a block schematic drawing of a host digital
base station and Digital Distributed Radio with the addition of
a digital switch to a ll)ultiple base station sector DDAS to 
provide capacity reallocation capability to the network.

DETAILED DESCRJPTJON OF THE INVENTION 

[0029) The invention provides aJl improved base station 
system and method of simulcasting a digital multiplexed 
signal to and from multiple digital radio heads with the nec­
essary synchronization and control aspects to eliminate time 
delay ambiguities. 
[0030) FIG. 3 is a preferred ell)bodiment of the inveni-ion 
illustrating a simple top level diagram of a digital host base 
station 102 in conjunction with a Distributed Antenna System 
(DAS) network 300 with simulcast capability. 

[0031] As shown, FIG. 3 is a block schematic drawing of a 
host digital base station and Digital Distributed Radio with 
direct digital coOJ1ection to and from the donor base station 
with digital distribution to the Digital Remote Radios. This 
has a digital multiplexed communication signal with a tinting 
requirement incompatible with conventional simulcast tech­
niques, as discussed above. For tllis and subsequent diagrams, 
a specific digital base station interface (CPRJ) will be used as 
an example for labeling and description purposes. However, 
this could be an OBS.� base station interface. 
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(0032) Accordingly, the Co=on Public Radio Interface 
(CPR!) detailed specification Versions 1.4, 2.4, 3.0 and 4.0, 
hereby incorporated by reference, is directed to the digital 
base station interface between radio equipment control and 
radio equipment (www.cpri.info/spec.html). Additionally, 
the Open Base Station Architecture Initiative (OBSAI) stan­
dard for base station interface is hereby incorporated by ref­
erence (www.obsai.org). 
[0033) The base station 302 may be referred to as an REC 
(Radio Equipment Control). Remote transceiver units 304 
will be referred to as the Digital Disrributed Radio (DOR) 
units. The simulcast portion of the network in conjunction 
with the donor base station is referred to as the DOR Hub 310. 
Simulcast distribution is perfonned digitally along with delay 
management, and control aggregation in the DOR Hub. 
(0034] Again referring to FJG. 3, the DOR IJub 310 takes 
Donor CPRI signals from the REC 302 and performs the 
function of l:N simulcast on the wireless airlink signal, i.e, 
the user plane data. The DDR Hub 310 is also responsible for 
managing the CPR] delay and C&M plane aggregation. Com­
mand of each individual DOR 304 is via a set of remoteCPRI 
commands transmjtted via a corresponding fiber optic cable 
320. 

(0035] In FJG. 4, a block schematic drawing of a host 
digital base station and DOR with a detailed. diagram of the 
DOR Hub is shown for a single donor base station configu­
ration of a preferred embodiment of the present invention. 

[0036) FJG. 4 provides additional detail for the DOR Hub 
310, showing the user plane and C&M plane processing rela­
tionships. The user plane is typically implemented in hard­
ware, e.g., an FPGA (field programmable gate array), as a 
simple duplication and redistribution on the forward link. On 
the reverse link, an arithmetic summation is used to combine 
the signals from all simulcasted remote digital radios 304 to 
provide a single combined.reverse-link signal to the REC 302. 
On both the donor CPRI links and remote side CPRI links 
320, the Control and Management (C&l\.1) plane is de-multi­
plexed/multiplexed for processing in tbe C&M element pro­
cessor 316 via multiplexers 312 and 318. Since the host base 
station 302 and associated CPRI link have no means for 
control and maintenance for multiple remote digital radios 
304 on the control plane, information from all simulcasted 
remotes 304 is aggregated into a single entity of the entire 
simulcast group for preseotation to the REC 302. 

(0037] The digital interfaces, i.e., remote side CPRJ links 
320, have precise accuracy requirements for the propagation 
delay to the associated remote digital radio 304. A simulcast 
group, will have different propagation delays due to the dif­
fering fiber lengths to each of the DDRs 304. To manage 
unequal fiber path delays, each DOR 304 incorporates a pro­
grammable link delay buffer 306 to equalize propagal'ion time 
to the DOR Hub 310.Alternatively, the delay buffers 306 may 
be located within the DOR Bub 310 instead of within each 
DOR 304. These delay buffers 306 are progra1Umed to pro­
vide an equal time delay from all remote DDRs 304 to the 
central DDR Hub 310. 

(0038) Tbe donor side digital interface, e.g., CPR!, from the 
base station cannot be simply duplicated for all simulcasted 
digital radios 304, since it's not designed for this purpose. 
Therefore, the donor side CPRI interface connection must be 
terminated at the DDR Hub 310 and multiple remote side 
digital CPR! connections 320 must be originated for commu­
njcation with the DOR remote U11its 304. Since the base 
station 302 uses round trip delay to the remote digital radios 
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304 to compensate for end-to-end propagation delays, the 
donor side digital interface in the DDR Hub 310 incorporates 
a programmable delay buffer in the user plane processor 314 
to reflect the co=on delay value for the digital multiplexed 
signals from all of the DOR remote units 304. 

(0039) Alternatively, the host base station 302 can be modi­
fied from its standard implementation to accept a time mea­
surement message through the C&M plane to reflect the DOR 
Hub 310 to the DDR remote 304 propagation delay. 
(0040) For the C&M plane, the C&M element processor 
316 presents a combined view of the DDRs 304 to the REC 
302. 1be C&M element processor 316 must intervene since
the C&M plane from the donor base station 302 is unable to
individllally address, nor recognize the presence of mull'iple
DDRs 304 in a COlllmOn simulcast. The donor base station
302 operates in a manner consistent with co1llll1lmJ..ication and
connection to a single remote radio wlJ..ile the C&M element
processor 316 manages all aspects of fanning out the control
plane to multiple DDRs 304.

(0041) Optionally, the C&M element processor 316 can
provide a separate JP co1mection to a separate Network Man­
agement System, to provide individual C&M data on each
DOR remote urut 304. This permits a connection, which is
independent of the donor base station 302 to be provided to 
the operator of the installation.
(0042] In addition to the systems described above, more
sophisticated embodiments based around multiple Hubs, or
switches, allow expansion and reconfiguration of voice/dara
capacity, as well as, facilitate the addition of additional
remote DDRs to the network.

(0043) FIG. 5 is a block schematic drawing illustrating a
host digital base station and DDR witJ1DDRHnb scaled up in 
size to support multiple base station sectors according to
another preferred embodiment of the present invention.
(0044) As shown in FIG. 5, the DOR Hub 506 can be
extended to multi-sector suppo11' through a simple replication
of the sii1gle-sector DOR Hub 310 in FIG. 4. Io FIG. 5, each 
sector is treated as a separate grouping of remote units with 
their associated base station sector. In all cases, there is a I: I
connection from the DDR Hub 506 to the DDRs 504 over
either separate fibers or separate wavelengths on a common
fiber. The system may be either constmcted from multiple
copies o f one sector DOR Hubs or be a single conunon, larger
capacity DOR Hub.111e latter may then share resources, such 
as the C&M element processor 316 for cost and space sav­
ings. In thls case, all allocations of remote uruts 504 to base 
station sectors 502 are static.
(0045) FIG. 6 is a block schematic drawing of a host digital
base station 502 and remote DOR 504 with the addition of a
switched DDR Hub 510 to a multiple base station sector
DDAS to provide capacity !l'eallocation capability to the net­
work, according to another embodiment of the present inven­
t'ion.
[0046) FJG. 6 shows an expansion of the multi-sector DOR
Hub 510 configuration from a static arrangement to a fully
switch-capable arrangement. To utilize this switch capability,
neither the DD Rs 504 nor the DOR Hub 506 needs to change.
The switch capability is an applique to the existing DOR hub
config11ration. By way of example, the switch capability can
take two fonns. The simplest embodiment is a manual patch 
panel 508 that allows the operator to reconfigure the connec­
tion between the DDRs 504 and the base s.tation 502 as 
needed to folfill capacity requirements. Any single DOR 504 
can be connected to any base station sector 502 with the only 
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constraint being the maximum simulcast per sector that is 
supported by the switched DOR Hub 510. lllis allows the 
operator to set up ao ioitial capacity allocatioo 011 best a priori 
information and later still be able to redistribute capacity 
should any sector become overloaded. 
(0047] Alternatively, the manual patch panel 508 can be 
replaced with a fully programmable electronic switch. The 
electronic switch embodiment eliminates the need for the 
operator to visit the DOR hub 506 to make capacity changes. 
Through IP conoections, conoectivity between the DD Rs 504 
aod multiple base stations 502 cao be changed remotely. Tl1e 
remote switching capabi!Ety allows the operator to redistrib­
ute capacity in the following manner: 

(0048] Manually reassign as needed to deal with long­
tenn capacity changes. 

(0049) Timed reassignments based on historical capacity 
needs on a daily or hourly basis. 

(0050] Eventual automatic capacity-driveo reassigo­
ments to allow the DDRs to adapt to capacity loads 
dynamically. 

(0051] As will be appreciated by those skilled in the art, 
from the above disclosure the invenl'ion provides a number of 
fean1res and advantages by incorporating simulcast tech­
niques to digital distributed radio equipmeot. Specifically, in 
a preferred embodiment it is applied within the digital trans­
port protocol between the base station and the remote radio 
electronics while resolving any ambiguities that can be gen­
erated by having a I: N relationship between the donor base 
station interface and that of the remote digi ta! radios. This 
inventioo also discloses a method to resolve time delay aod 
contro[/management isSlles arising from having multiple 
remote tmits com1ected to each digital RF carrier in the host 
base station. 
(0052] The present invention is distinguished from adding a 
simulcast DAS at the user side of the remote radio which 
defeats the benefit of allowing the digital radio to be placed 
directly within the coverage area. This invention also differs 
from demultiplexing multiple airlinks from a composite digi­
tal interface and sending individual airlin.ks to only ooe 
remote unit. UnJike simulcast, demultiplexing does not 
reduce handoff, frequency reuse, or PN offset reuse consid­
erations. 
(0053] The foregoing description of preferred embodi­
ments is presented for pllrposes of illustration and descrip­
tion. Furthennore, the description is not intended to limit the 
invention to the fonn disclosed herein. Accordingly, variants 
and modifications consistent with the following teachings, 
and skill and knowledge of the relevant art, are within the 
scope of the present invention. The embodiments described 
herein are further intended to explain modes known for prac­
ticing the invention disclosed herewith and to enable others 
skilled in the art to utilize the invention in equivalent, or 
alternative embodiments and with various modifications con­
sidered necessary by the p,articular application(s) or use(s) of 
the present invention. 

What is claimed is: 
1. A digital distributed wireless co1nnrn11ication system,

comprising: 
a base station providing and receiving a digital multiplexed 

communication signal; 
a plurality of remote transceiver units; 
a digital distributed interface unit coupled to the base sta­

tion and U1e plurality of remote transceiver units and 
providing the digital signal in a I :N simulcast distribu-
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tion to, and providing time alignment of the digital mul­
tiplexed signals from, the plurality of remote transceiver 
uni ts. 

2. The digital distributed wireless communication system
of claim 1, further comprising: 

a plurality of fiber optic digital interface links correspond­
ing to each of the plurality of remote transceiver units, 
wherein the fiber optic digital interface links provide the 
digital multiplexed signal to and from the remote trans­
ceiver units. 

3. The digital distributed wireless communication system
of claim 1, wherein the digital distributed interface unit man­
ages a remote digital interface delay to align a plurality of 
remote digital multiplexed signals from the plurality of 
remote transceiver units. 

4. The digital distributed wireless co1Jlllrn1:ucation system
of claim 1, wherein each of the plurality of transceiver remote 
units comprises a progran1IDable delay to equalize propaga­
tion time to the digital distributed interface unit. 

5. The digital distributed wireless communication system
of claim 1, wherein the DDR Hub responds to the timing 
measurements of the donor base station interface with a value 
that equals the common propagation delay from the base 
station through the DOR Hub to the remote unit(s). 

6. TI1e digital distributed wireless conmrnnication system
of claim 1, further comprisiog: 

a Control & Management (C&M) processor for processing 
C&M data plane provided to the plmality of remote 
transceiver units. 

7. The digital distributed wireless communication system
of claim 1, wherein the digital distributed interface unit pro­
vides control commands to each of the plurality of remote 
transceiver uni ts. 

8. The digital distributed wireless communication system
of claim 1, wherein the digital multiplexed communication 
signal is a Common Public Radio Interface (CPRI) Open 
Basestation Architecture initiative (OBSAl) signal. 

9. The digital distributed wireless communical'ion system
of claim 1, wherein the plurality of remote digital transceiver 
rn:uts are Digital Distributed Radio (DDR) units providing an 
airlin.k to remote users. 

JO. A digital distribution communication network, com­
prising: 

a host digital base station providing and receiving a digical 
nmltiplexed conununication signal; 

a pltlrality of digital distributed radio (DDR) remotes 
coupled to receive the digital multiplexed con1111unica­
tioo signal from the base station; and 

a DDR Hub configured to provide a I :N simulcast of the 
digital multiplexed signal, the DDR Hub coupled to the 
base station and to each of the plurality ofDDR remotes, 
wherein the DDR Hub comprises: 
a multiplexer coupled to the host digital base station; 
a plurality of fiber optic digital interface links coupled to 

a plurality of multiplexers and to each of the corre­
sponding plurality of DDR remotes; and 

a user plane processor for implementing sl!lmmation and 
splitting operations, and providing a programmable 
delay for providing a common delay value to the 
digital multiplexed signals to and from the plurality of 
DDR remotes. 

11. The digital distribution communication network of
claim 10, further comprising: 
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a Control and Management (C&M) processor for process­
ing C&M data plane from both the host base station and 
the plurality of DOR remotes and managing the siurnl­
cast distribution of the data plane to the plurality of 
DDRs. 

12. The digital distribution conummication network of
claim 10, wherein the DDR hub manages a remote digital 
interface delay to align a plurality of remote digital multi­
plexed signals from the p]urality of DDR remotes. 

13. The digital distrib11tion communication network of
claim 10, wherein each of the plurality of DDR remotes 
comprises a progranunable delay for equalizing all of the 
plurality of DOR propagation times to the DDR Hub. 

14. The digital distrib1nion conununication network of
claim 10, wherein the digital multiplexed signal is a Conu11011 
Public Radio Jnterface (CPR]) signal. 

15. A method for providing a digital comnmnicat'ion signal
between a digital base station and a plurality of remote trans­
ceiver units, the method comprising: 

providing and receiving a digital multiplexed collllllunica­
tion signal at a digital base station via a digital distrib­
uted interface unit; and 

processing the digital multiplexed collllllunication signal 
for controlled distribution of a l:N simulcast distribu­
tion of the digital multiplexed communication signal to 
and fro1u a plurality of remote transceiver units, 

wherein the digital distributed interface unit manages a 
remote digital interface delay to align a plurality of 
remote digital multiplexed signals from the plurality of 
remote transceiver units. 
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16. The method of claim 15, further comprising:
coupling the digital multiplexed signals to a plurality of 

fiber optic digital iuterface links corresponding to each 
of the plurality ofremote transceiver units and the digital 
distributed interface unit for providing the simulcast 
digital multiplexed signal to the remote unit. 

17. The method ofclaim 15, wherein each of the plurality
of transceiver remote units comprises a programmahle delay 
to equalize propagation time to the digital distributed inter­
face unit. 

18. The of claim 15, wherein the DDR Hub responds to the
timing measurements of the donor base station interface with 
a value that equals the common propagation delay from the 
base station through the DDR Hub to the remote unit(s). 

19. The method of claim 15, further comprising:
processing Control & Management (C&M) data plane 

from both the digital base station and the plurality of 
remote transceiver uni ts; and 

managing the simulcast distribution of the data plane to the 
plurality ofremote transceiver units. 

20. The method of claim 15, wherein the digital multi­
plexed signal is a Co1iu11on Public Radio Interface (CPRl) or 
Open Basestation Archjtecture Initiative (OBSA]) signal. 

21. The method of claim 15, wherein the plurality of
remote digital transceiver units provide airlink transmission 
to and from remote users. 

22. The method of claim lS, forther comprising command­
ing each individual remote digital transceiver unit via a set of 
remote CPRJ or OBSAl com.mands transmitted via a corre­
sponding fiber optic digital interface link. 
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