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(57) ABSTRACT 

Systems and methods for improved digital RF transport in a 
DAS are provided. In one embodiment, a transceiver com­
prises: a receive path circuit including an RC: reception inter­
face coupled to an ADC, the ADC receiving a down-con­
verted analog RF spectrum from the RF reception interface 
and producing a digitized RF spectrum at an input sampling 
rate; a logic device receiving the digitized RF spectrum and 
producing a first set of baseband data samples at a first sam­
pling rate, corresponding to a first spectral region of the 
analog RF spectrum and a second set of baseband data 
samples at a second sampling rate, corresponding to a second 
spectral region of the analog RF spectrum. The logic device 
maps the first set and second sets of baseband data samples to 
a respective first set and second set of timeslots of a serial data 
stream trnnspo11 frame. 
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SYSTEMS AND METHODS FOR IMPROVED 
DIGITAL RF TRANSPORT IN DISTRIBUTED 

ANTENNA SYSTEMS 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

(0001) This application claims the benefit of U.S. Provi­
sional Application No. 61/144,349, filed on Jan. 13, 2009, 
whjch is incorporated herein by reference in its entirety. 

BACKGROUND 

[0002) A Distributed Antenna System (DAS) is a network 
of spatially separated antenna nodes connected to a COllllllOn 
node via a transport medium that provides wireless service 
withln a geographlc area or strucn1re. Collllllon wireless com­
munication system configurations employ a host unit as the 
common node, whjcb is located at a centralized location (for 
example, at a facility that is controlled by a wireless service 
provider). The antenna nodes and related broadcasting and 
receivi11g equipment, located at a location that is remote from 
the host unit (for example, at a facility or site that is not 
controUed by the wireless service provider), are also referred 
to as "remote units." Radio frequency (RF) signals are com­
mumcated between the host umt and one or more remote 
units. In such a DAS, the host unit is typically communica­
tively coupled to one or more base stations (for example, via 
wired co1mection or via wireless co1mection) wb.ich allow 
bidirectional communications between wireless subscriber 
units within the DAS service area and commm1ical'ion net­
works such as, but not limited to, cellular phone networks, the 
public switch telephone network (PSTN) and the Internet. A 
DAS can provide, by its nanire, an infrastructure within a 
comnumity that can scatter remote units across a geographic 
area for providing wireless services across that area. 
(0003] A digital DAS is a system wherein the host unit and 
remote uruts transport radio signal information to one another 
by digital means (for example, by digitaJly sampling a wire­
less radio frequency (RF) spectrum at a remote unit and 
transmitting the digital sample data to the host unit by fiber 
optics). One problem with the digital DAS occurs when radio 
signals of interest within the RF spectrum are separated by 
bandwidths containing no signals interest. ln that case, fiber 
bandwidth withln the digital DAS is wasted because all of the 
digital samples need ro be transported at a rate sufficient to 
cover the full range of frequencies, not just the portions con­
taining signals of interest. 
(0004) For the reasons stated above and for other reasons 
stated below which will become apparent to those skilled in 
the art upon reading and understanding the specification, 
there is a need in the art for improved systems and methods for 
digital RF transport. 

SUMMARY 

[ 0005) Systems and methods for improved digital RF trans­
port in a DAS are provided. Jn one embodiment, a transceiver 
comprises: a receive path circuit including an RF reception 
interface coupled to an ADC, the ADC receiving a down­
converted analog RF spectrnm from the RF reception inter­
face and producing a digitized RF spectrum at an input sam­
pling rate; a logic device receiving the digitized RF spectrum 
and producing a first set of baseband data samples at a first 
sampling rate, corresponding to a first spectral region of the 
analog RF spectrum and a second set of baseband data 
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samples at a second sampling rate, corresponding to a second 
spectral region of the analog RF spectmm. The logic device 
maps the first set and second sets of baseband data samples to 
a respective first set and second set of timeslots of a serial data 
stream transport frame. 

DRAWINGS 

[0006) Understanding that the drawings depict only exem­
plary embodiments of the present invention and are not there­
fore to be considered limiting in scope, the exemplary 
embodiments will be described with additional specificity 
and detail through the use of the accompanying drawings, in 
which: 
10007) FIG. 1 is a block diagram of a distributed antenna 
system of one embodiment of the present invention; 
10008] FIG. 2 is a block diagram of a remote unit of one 
embodiment of the present invention; 
10009] FIG. 3 is a block diagram of a host unit of one 
embodiment of the present invention; 
10010) FIGS. 4A-4C illustrate mapping of RF spectral 
regions to transport frame timeslots, of one embodiment of 
the present invention; 
10011] FIG.Sis a block diagram illustrating a DART Mod­
ule of one embodiment of the present invention; 
[0012) FIG. 6 is a block diagram illustrating an FPGA 
configuration for a DART Module of one embodiment of the 
present invention; 
10013] FIG. 7 is a A.ow chart illustrating a method of one 
embodiment of the present invention; 
[0014) FIG. 8 is a flow chart illustrating a method of one 
embodiment of the present invention; and 
[UUlSJ FIG. 9 is a flow chart illustrating a method of one 
embodiment of the present invention. 
[0016) In accordance with common practice, the various 
described feantres are not drawn to scale but are drawn to 
emphasize fean1res relevant to the present invention. Refer­
ence characters denote like elements throughout figures and 
text. 

DETAJLED DESCRIPTION 

(0017) Embodiments of the present invention address the 
problem of efficiently transporting multiple non-adjacent 
communications bands witl1in the digital transport of a dis­
tributed autem1a system. Tms is accomplished by segregating 
from a digitized RF spectrum a plurality of smaller spectral 
regions that include relevant signals of interest, and discard­
ing information not within those spectral regions. This seg­
regation forth.er allows the spectral regions to be processed 
independently, and each independently re-sampled (at a sam­
pling rate based oo their respective bandwidths) so that they 
can be transmitted over a common serial transport link. Each 
spectral region is transmitted using a munber of timeslots in 
the serial bit stream that is a function of their respective 
bandwidths rather than the bandwidth of the entire digitized 
RF spectrum. 
(0018) FIG. l is a block diagram of a distributed antenna 
system (DAS) 100 of one embodiment of the present inven­
tion for receiving and distributing radio frequency signals 
within a coverage area. DAS 100 includes a host unit 102 and 
a plurality of remote units 106. At the physical layer, host 
units 102 and remote units 106 are conununicatively coupled 
via a C0.tlll11unicatiou link Jl.30 to form a bidirectional com­
munication network comprising a plurality of point-to-point 
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communication links 130. In one embodiment, one or more of 
comnnmication links 130 are fiber optic cable as indicated in 
FIG. 1. Optionally, host units 102 and remote units 106 may 
be interconnected via coaxial cable, or a combination of both 
coaxial cable and fiber optic cable. Additionally, iu other 
embodiments, one or more of communication links 130 are 
wireless millimeter wave links (e.g. E Band/70 GHz radio). 
Here a llllllimeter signal transceiver is coupled to host Lulit 
102 and each remote un.it 106 on each end of conulrnnication 
link 130. In yet another embodiment, one or more of commu­
nication links 130 a microwave radio links where microwave 
radio transceivers are coupled to host unit 102 and remote 
units 106. 

[0019) Rt::mott:: units 106 <::a1,;h huust::d<::1,;truni1,; <kvi1,;t:s and 
systems used for wirelessly transmitting and receiving modu­
lated radio frequency (RF ) communications via antenna 107 
with one or more mobile subscriber units 108. Host unit 102 
is coupled to at least one base transceiver station (BTS) 110 
often referred to as a base station. BTS 110 communicates 
voice and other data signals between the respective host unit 
102 and a larger conununication network via a gateway 124 
coupled to a telephone system network 122 (for example, tbe 
public switched telephone network and/or wireless service 
provider networks) and an internet protocol (JP) network 120, 
such as the Internet. In one embodiment, DAS 100 comprises 
part of a cellular telephone network and subscriber units 108 

are cellular telephones. In alternate embodiments, BTS 110 
and host un.it 102 may be intercotmected via coaxial cable, 
fiber optic cable, wireless commllllication links, or any com­
bination thereof. 
(0020] Downlink RF signals are received from the BTS 110 
at the host unit l.02, which the host unit 102 uses to generate 
one or more downlink transport signals for transmitting to one 
or more of the remote tmits 106. Each such remote mlit l 06 
receives at least one dow1Jlink transport and reconstructs tbe 
downlink RF signals from the downlink transport signal and 
causes the reconstructed downlink RF signals to be radiated 
from a remote antenna 107 coupled to or included in that 
remote unit 106. A similar process is performed in the uplink 
direction. Uplink RF signals received at one or more remote 
units 106 from subscriber 108 are used to generate respective 
uplink transport signals that are transmitted from the respec­
tive remote units 106 to the host unit 102. The host unit l 02 
receives and combines the uplink transport signals transmit­
ted from the multiple remote units 106. The host tmit l 02 
communicates the combined uplink RF signals to the BTS 
110 over a broadband transport medium, such as a coaxial 
cable. 

(0021] DAS 100 comprises a digital DAS transport mean­
ing that the downlink and uplink transport signals transmitted 
between host unit 102 and remote units 106 over conuuuni­
cation links 130 are generated by digitizing the downlink and 
uplink RF signals, respectively. ln other words, the downlink 
and uplink transport sig11als are not analog RF signals but 
instead are digital data signals representing digital RF 
samples of a modulated RF signal. These digital data signals, 
which may be alternately referred to herein as "digital RF", 
"digitally sampled RF" and "digital baseband", may com­
prise digital representations of an RF, IF or baseband version 
of the original RF signal. Further, these samples may be 
defined as real samples, or as pairs of complex (IQ or quadra­
tme) samples. For example, if a particular communication 
signal destined for transmission to subscriber unit 108 is a 
modulated RF signal in the 900 MHz band, then host unit J 02 

2 
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will generate baseband digital samples of the modulated 900 
MHz RF signal from BTS 110, which are then distributed by 
host unit 102 to the remote units 106. Alternatively, an all­
digital BTS may generate baseband digital samples directly. 
At the remote u1lits, the digital samples of the modulated RF 
signal are converted from digital into an analog RF signal to 
be wirelessly radiated from the antennas 107. In the uplink 
analog RF signals received at remote tulit 106 are digitally 
sampled to generate digital RF data samples for the uplink 
transport signals. BTS 110, host unit 102 and remote units 
106 eacl1 accommodate processing communication signals 
for multiple bands and multiple modulation schemes simul­
taneously. In the embodiment shown in FIG. 1, each remote 
unit 106 and host unit 102 comprises a digital to analog radio 
frequency transceiver (DART) module 132 configured to con­
serve the available bandwidth of the communication links 
130 by separating and individually processing spectral 
regions of interest from a larger RF spectrum. More detail 
regarding the digital to analog radio frequency transceiver 
(DART) module 132 is provided below. 
[0022] FIG. 2 is a block diagram of one embodiment of a 
remote unit 106. Remote lmit 106 includes a serial radio 
frequency (SeRF) module 220, a digital to analog radio fre­
quency transceiver (DART) module 208, a remote DART 
interface board (RDI) 224, and wireless RF components 250 
that include electruni1,;� �uch as power mnplifa:r, c1 duplexer, c1 
low noise amplifier and otloer RF electronics coupled to an 
antetUJa 212. In alternate embodiments, SeRF modules and 
DART modules described herein are realized using FPGAs, 
ASlCs, digital signal processing (DSP) boards, or similar 
devices. 
(0023) DART module 20.8 provides bi-direc1iooa] conver­
sion between analog RF signals and digital sampled RF for 
the downlink and uplink transport· signals transmitted 
between host unit 102 and remote m1its 106. In tbe uplink, 
antenna 212 receives a wireless RF signal from subscriber 
208 and passes the RF signal to DART module 208 via RF 
components 250. DART module 208 receives an incoming 
analog RF signal spectrum and samples a predefined band­
width of the incoming analog RF signal spectnun at a first 
sampling rate to generate digital data for use by SeRF module 
220, as described below. 
[0024] ln the downlink, DART module 208 receives digi­
tally sampled RF data from SeRF module 220, converts the 
digital RF samples to analog RF, and up converts the analog 
RF to a broadcast frequency for wireless transmission. After 
a signal is converted to an analog RF signal by DART module 
208, the analog RF signal is sent to RF components 250 for 
broadcast via antenna 212. One of ordinary skill in the art 
upon reading this specification would appreciate that DART 
modules may fm1ction to optionally convert the digital RF 
samples into intermediate frequency (IF) samples instead of, 
or in addition to, baseband digital samples. 
(0025) DART modules in a remote unit are specific for a 
particular frequency band. A single DART module operates 
over a defined frequency band regardless of the modulation 
technology being used. Thus frequency band adjustments in a 
remote unit can be made by replacing a DART module cov­
ering one frequency band with a DART module covering a 
different frequency band. For example, in one implementa­
tion DART module 208 is designed to transnlit 850 MHz 
cellular transmissions. As another example, in another imple­
mentation DART module 208 transmits l 900 MHz PCS sig­
nals. Some of the other options for a DART module 208 
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include Nextel 800 band, Nextel 900 band, PCS foll band, 
PCS half band, BRS, and the European GSM 900, GSM J 800, 
and UMTS 2100. By allowing different varieties of DART 
modules 208 to be plugged into RDI 224, remote unit 106 is 
configurable to any of the above frequency bands and tech­
nologies as well as any new technologies or frequency bands 
that are developed. 

(0026] SeRF module 220 provides bi-directional conver­
sion between a digital data stream and a high speed optical 
serial data stream. In the uplink, SeRF module 220 receives 
incoming digital data streams from DART module 208 and 
sends a serial optical data stream over communication link 
130 to host unit 102. In the downlink, SeRF module 202 
receives an optical serial data stream from host unit 102 and 
provides a digital data stream to DART module 208. Although 
FIG. 2 illustrates a single DART module coupled to a SeRF 
module, a single remote unit housing may operate over mul­
tiple bands by possessing multiple DART modules. In one 
such embodiment, RDI 224 provides separate connection 
interfaces allowing each DART module to communicate RF 
data samples with SeRF module 220. In one embodiment a 
SeRF module actively multiplexes the signals from multiple 
DART modules (each DART module processing a different 
RF band) such that they are sent simultaneously over a single 
transport conl!nutucation link 130. 

(0027] FJG. 3 is a block diagram illustrating one embodi­
ment of a host unit 102. Host unit 102 is co=unicatively 
coupled to multiple remote tmits 106 via the communication 
links 130, as described with respect to FIG. 1. Host unit 102 
includes a host unit digital to analog radio frequency trans­
ceiver (DART) module 308 and a host unit serial radio fre­
quency (SeRF) module 320. SeRF modu.le 320 provides bi­
directional conversion between digital RF data samples and 
the multiple lugh speed op ti cal serial data streams to and from 
the relllote units 106. In the uplink direction, SeRF module 
320 receives incoming serial optical data streams from a 
plurality of remote units, extracts from each serial stream the 
digitized baseband RF data samples corresponding to each 
frequency band, and sums the multiple sample streams for 
eacb band into one composite stream of RF data samples for 
that band. DART module 308 provides a bi-directional inter­
face between SeRF module 320 and one or more base sta­
tions, such as BIS 1.10. As with remote muts 106, when host 
unit 320 operates over multiple bands with multiple base 
stations, a separate DART module 308 is provided for each 
frequency band. 

(0028] As used herein, the terms Host SERF and Host 
DART refer to SeRF and DART modules located ina host unit 
102. The terms Remote SeRF and Remote DART refer to
SeRF and DART modules located in a remote unit 106.

(0029] FJG. 4A illustrates a digitized RF spectrum 400 that
is processed by either a Host or Remote DART module of one
embodiment of the prese.nt invention. In one embodiment,
digitized RF spectnuu 400 represents a digital sampling ofan
uplink analog signal received by a remote unit 106. ln another
embodiment, digitized RF spectmm 400 is instead a repre­
sentation of a downlink signal received at a host un.it 102
intended for wireless transmission by a remote unit 106.
Within spectrum 400, spectral regions 451 and 452 both
contain "relevant" RF signals. That is, the DART module has
been progra=ed to recognize that spectral regions 451 and
452 co11tain information to be transported over DAS l 00. The
first spectral region 451 includes a first bandwidth (BWl)
whjle the second spectral region 452 includes a second band-
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width (BW2). The spectral region 450 corresponds to a non­
relevant region of spectrum 400 that falls between regions 
451 and 452. The DART module is thus not concerned with 
the transmission or reception of any signals within the non­
relevant spectral region 450. However, embodiments com­
prising multiple DART modules are contemplated as within 
the scope of the present invention as mentioned! above. Jn one 
such alternate embodiment of either a remote unit or a host 
utut, a region defined as non-relevant to a first DART module 
can be defined as a relevant spectral region to a second DART 
module. 
10030] FIG. 48 is a block diagram illustrating one embodi­
ment of a mapping of digitized RF spectrnm 400 onto 
timeslots of an N timeslot digital transport frame 460 carried 
over communication links 130. Spectral region is 451 is pro­
cessed by the DART module for transmission via digital 
transport frame 460 by re-sampling that portion of digitized 
RF spectnun 400 corresponding to spectral region 451. Tbe 
re-sampling rate used will determine the number of timeslots 
that will be used to transport spectral region 451 and is based 
on the size of bandwidth BWl. For example, in one embodi-
111ent, tliree timeslots are required to transport a bandwidth of 
size B\Vl. Accordingly, timeslots TSl (461), TS2 (462) and 
TS3 (463) are allocated for transporting the signals within 
spectral region 451. 

(0031] Similarly, spectral region 451 is processed for trans­
mission via digital transport frame 460 by re-sampling that 
portion of digitized RF spectrum 400 corresponding to spec­
tral region 451. The re-sampling rate used determines the 
m1mber of timeslots that will be used to transport spectral 
region 452 and is based on the bandwidth BW2. As would be 
apparent to one of ordinary skill in the art upon reading this 
specification, the first sampling rate used for re-sampling 
spectral region 451 will likely not be the same as the second 
sampling rate used for re-sampling spectral region 451, 
unless BWJ and BW2 are similar in size. Continuing the 
example, assuming that only one timeslot is required to trans­
port a bandwidth of size BW2, timeslots TS4 (464) is allo­
cated for transporting the signals within spectral region 452. 

10032] As shown by this example embodiment, the signals 
within the non-relevant spectral region 450 are not mapped 
onto digital transport frame 460. Thus, timeslots on digital 
transport frame 460 are not wasted on this non-relevant infor­
mation and 1nay be utilized for other purposes. For example, 
assuming that eight timeslots would otherwise be required to 
map the entire bandwidth of digitized RF spectrum 400 onto 
digital transport frame 460, the embodiment described above 
has reduced the number of timeslots needed by four by only 
mapping the relevant regions of spectrnm 400. In  this manner, 
fewer assigned time slots are required to accommodate the 
digital baseband data than would be if the digital baseband 
data were generated for the non-relevant spectral region 450. 
Thjs results in bandwidth conservation in the DAS 100. 

(0033] Although FJG. 28 illustrates spectral regions 451 
and 452 mapped to adjacent timeslots of digital transport 
frame 460, embodiments of the present invention do not 
require adjacent mapping. For example, if TS4 (464) was 
allocated for use by a different DART module, or allocated for 
other purposes within the DAS 100, then TSS or any other 
timeslot within digital transport frame 460 may be used to 
transport spectral region 352. 

[0034] As would be apparent to one of ordinary skill in the 
art upo11 reading tlliS specification, tbe ntunber of distinct 
regions within a digitized RF spectrum is not limited to only 
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two spectral regions. In other alternate embodiments, three or
more spectral regions within a digitized RF spectmm may be 
defmed as carrying relevant signals. The number of spectral 
regions that can be handled as discrete signal with a DART 
will be limited only by the limits of the implementing hard­
ware. 

(0035) For example, HG. 4C illustrates a digitized RF 
spectrum 470 having four spectral regions 471, 472, 473 and 
474, each containing signals defined as relevant. Regions 475, 
476 and 477 are non-relevant regions. ]n one embodiment, 
each of the spectral regions 471, 472, 473 and 474 is indi­
vidually re-sampled and mapped to timeslots based on their 
respective bandwidth sizes, as described above for FlG. 4A. 
In the case where the implementing hardware is not config­
ured to re-sample and process four spectral regions sepa­
rately, two or more of the spectral regions may be grouped 
together to define a single spectral region. For example, in 
FIG. 4C, where regions 471 and 472 contain relevant signals 
separated by a non-relevant region 475, the entire bandwidth 
including regions 471, 4,75 and 472 (shown generally as 
BW3) may be grouped together, re-sampled as  a distinct slice 
of spectrnm 470 and assigned to timeslots of frame 460 based 
on the size of BW3. Using the re-sampling and mapping 
scheme described in FJGS. 4A-C, a host uuit 102 and the 
remore units 130 COllllllllllicate RF transport signals that 
occupy less bandwidth of the conunmlication links 130 as 
coU1pared to presently ex.isting scheU1es because time slots 
are not assigned for one or more non-relevant spectral 
regions. 

(0036] FIG. 5 is a block diagram illustrating a DART Mod­
ule 500 of ooe embodiment of the present invention. In alter­
nate embodiments, DART Module 500 may operate as either 
a Host DART or a Remote DART module such as respective 
DART Modules 308 and 208. DART module 500 bas two 
main signal paths; a transmission path 504 and a reception 
path 506. For signals received from a SeRF module, DART 
module 500 forms parallel digital RF data from the incoming 
data stream, if needed, at FPGA 503. In this embodiment, 
FPGA 503 is a logic device that is programmed to convert 
serial digital data into RF sampled data and programmed to 
convert RF sampled data into serial digital da.ta. DART mod­
ule 500 then converts the digital RF data to an analog signal 
with digital to analog converter (DAC) 508. Transtuission 
path 504 continues with RF transmission interface 510 which 
filters, amplifies, and up-converts the analog signal for RF 
transmission. As would be readily appreciated by one of 
ordinary skill in the art upon reading tllis specification, RF 
transmission interface 510 will typically include an assort­
ment of filters, amplifiers, oscillators and attenuators. In one 
embodiment, the transmission patJ1 exits DART module 500 
at a subminiature version A RF coaxial connector (SMA) 
connector 520. 

(0037] In the reception path 506, RF signals are converted 
from a11alog to digital and sent to the SeRF module. In one 
embodiment, analog RF s.ignals are received at DART mod­
ule 500 at an SMA connector 525. Reception path 506 
includes an RF reception interface 530 that amplifies, down­
converts, and filters the incoming RF signal. As would be 
readily appreciated by one of ordinary skill in the art upon 
reading tllis specification, RF reception interface 530 will 
typically include an assortment of filters, amplifiers, oscilla­
tors, and attenuators. After the RF reception interface 530, 
DART module 500 then digitizes the signal with analog to 

4 

Jul. 15, 2010 

digital converter 522. FPGA 503 then provides the data 
stream as parallel digital RF sampled data to a SeRF module. 

[0038) FIG. 6 is a block diagram providing further details 
for FPGA 503 for one ernbodiment of the present invention. 
FPGA 503, for both the upstream and downstream directions, 
provides separate signal processing paths for each discrete 
spectral region of a digitized RF spectmm (such as 400 or 
460) that is to be mapped onto timeslots of the transport frame
460. Although the FPGA 5'°3 described in FIG. 6 illustrates
an FPGA configured to process two discrete spectral regions
in each direction (illustrated by first and second paths 630,631
in the receive direction and first and second paths 632,633 in
the transmit direction), one of ordinary skill in the art after
reading this specification would appreciate that the FPGA 
described in FJG. 6 may be scaled upward to include addi­
tional processing paths for three or more discrete spectral
regions. Tllis scaling is limited only by the particular con­
straints of the underlying hardware used (for example, the
muuber of available gates provided by the FPGA hardware
selected by the DART equipment designer).

[0039) ln each direction, FPGA 503 provides a first path for
processing digital signals associated with the radio frequency
signals in a first spectral region (such as region 451 for
example) and a second path for processing digital signals
associated with the radio frequency signals in a second spec­
tral region (such as region 452, for example). For processing
the reception path 506, FPGA 503 includes first conditioning
logic 617, a first digital down converter 625, a second digital
down converter 626 and a transmitter (TX) 621. For process­
ing the transmission path 504, FPGA 503 includes a receiver
(RX) 623, a first digital up converter 628, a second digital up
converter 629, summer 650, and second conditionjng logic
619. FPGA 503 further includes a low-voltage differential
signaling circuit 615 that facilitates conununication between
the transmjssion and receive paths (404, 406) and a SeRF
module coupled to DART Module 500. In an alternate
embodiment, the first conditioning logic 617 and the second
conditio1ling logic 619 are realized using shared conditioning
logic.

(0040) In the embodiment shown in FIG. 6, FPGA 503 is
communicatively coupled to its associated SeRlF Module by a
bidirectional low-voltage differential signaling (LVDS) link
640. A first LVDS lane represented generally at 645 and a
second LVDS lane represented generally at 646 are sup­
ported. In ooe in1plen1ent-ation of this embodiment, first
LVDS lane 645 and second LVDS lane 646 each transport
digital baseband data at a 737.28 Mbps data rat,e. ln this case, 
the first LVDS lane 645 and second LVDS lane 646 together 
transport digital baseband data at a 1474.56 Mbps data rate in 
up to six timeslots of a transport frame 460. In one embodi­
ment, the link 640nms at a fixed rare regardlessQfthe payload 
(i.e., regardless of the number of time slots sent). One of 
ordinary skill in the art upon reading this specification would 
appreciate that in alternate embodiments oft he present inveo­
t'ion, the number of supported time slots is a design choice 
based on the number of timeslots supported by the particular 
hardware used. 
[0041) In one embodiment of receive path 506, in opera­
tion, ADC 522 receives al!l analog RF spectrum from RF 
reception interface 530 and digitizes the complete analog RF 
spectmru using an initial sampling rate corresponding to the 
size oftl1e bandwidth of the analog spectrum. The first con­
ditio1ling logic 617 receives tbe digitized data samples from 
the analog-to-digital converter 522, and directs the digitized 
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data samples to digital-down-converters (DOC) 625 and 626. 
The first digital down converter 625 and the second digital 
down converter 626 each receive digitized data samples of the 
full RF spectrnm. 
[0042] The first and second digital down converters 625 and 
626 are each configured to independently process distinct 
spectral regions oft he sampled RF spectrum. Retuming to tbe 
example of FIG. 4A, in nne embodiment, first digital down 
converter 625 is programmed to filter out all signals except 
those in spectral region 451. For example, in one embodi­
ment, first digital down converter 625 is progra=ed with 
both the center frequency of the first spectral region 451 

(shown as f
c1

) and the bandwidth BW1 of spectral region 451. 
Digital down conve11er 625 thus applies a ba:nd-pass filter to 
the sampled RF spectmm, allowing only the data correspond­
ing to the spectral region f

c 1-½(BW1) to f
c1+1/2(BW1) to 

pass. Digital down converter 625 then converts the data cor­
responding to the first spectral region 451 into digital base­
band signals by re-sampling the data from the initial sampling 
rate used to digitize the analog RF spectrum to a first sampling 
rate selected based on the size ofBWl. The first sampling rate 
will determine the number of timeslots used to transport the 
digital baseband signals corresponding to spectral region 451. 

[0043] In the same way, second digital down converter 626 
is programmed with both the center frequency of the second 
spectral region 454 (shown as fc2) and the bandwidth BW2 of 
spectral region 452. Digital down converter 626 then applies 
a band-pass filter to the sampled RF spectmm, allowing only 
the data corresponding to the spectral region fc2-1/2(BW2) to
fc2

+½(BW2) to pass. Digital down converter 626 then con­
verts the data corresponding to the second spectral region 452 
into digital baseband signals by re-sampling the data from tbe 
initial sampling rate used to digitize the analog RF spectrum 
to a second sampling rate selected based on the size of BW2. 

The second sampling rate will detem1ine the number of 
timeslots used to transport the digital baseband signals cor­
responding to spectral region 452. 

[0044] Serialized transmiller (TX) 621 is positioned to 
receive the first set of digital baseband data samples from the 
first digital down converter 625 at the first sampling rate and 
the second set of baseband data san1ple from the second 
digital down converter 626 at the second sampling rate. 
Transmitter 621 multiplexes and serializes these two sets of 
baseband data into timeslots and provides the serialized data 
to the Se RF Module via the low-voltage differential signaling 
circuit 615. 

[0045) In one embodiment of transmit path 506, in opera­
tion, DART Module 500 receives digital baseband data from 
the SeRF module via the low-voltage differential signaling 
circuit 615. Serialized receiver 623 is positioned to receive 
serialized input from the low-voltage differenl'ial signaling 
circuit 615 and to direct data from timeslots associated with 
the first spectral region 451 to the first digital up converter 
628, and data from timeslots associated with the first spectral 
region 451 to the second digital up converter 629. The first 
digital up converter 628 receives the data from timeslots 
associated with the first spectral region 451 at the first sam­
pling rate and up-converts the baseband data by re-sampling 
the data from the first sampling rate to an output sampling 
rate. 1l1e second digital up converter 629 receives the data 
from timeslots associated with the second spectral region 452 

at the second sampling rate and up-converts the baseband data 
by re-sampling the data from tbe second sampling rate to the 
same output sampling rate used by first digital up converter 
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628. By upconverting both sets of baseband data to the same
output sample rate, the up-converted data sample output from
both digital upconverters 628, 629 can be readily summed
together for further processing by DART Module 500 as a
single data signal. Accordi11gly, summer 650 sums the upcou­
verted data sample outputs from digital upconverters 628, 629

and provides the stmlllled signal to DAC 508 via 2nd condi­
tioning Logic 619.

[0046) Because FPGA 503 is a field progra1wuable device, 
it can be adjusted to meet changing needs of the end user. For 
example, the center frequencies fc1 

and fc2 can be repro­
gra=ed into FPGA 503 in order to shift the locations of 
spectral regions 451 and 452 within spectrnm 400. Similarly 
BWl and BW2 may bi:: a<ljustt::<l tu al:l:Orrtmo<late larger or 
narrower bandwidths. The number and/or position of 
timeslots withjn frame 460 provisioned for each discrete 
spectral region can also be reconfigured. As mentioned pre­
viously, the number of individual signal paths for handling 
additional spectral regions may be increased by configuring 
the FPGA with additional digital up converters and digital 
down converters. In one embodiment, a pllllrality of pre­
defined configuration builds are stored in a memory, for 
example within a SeRF Module. In such an embodiment, a 
DART Module's FPGA can be reconfigured by pushing a new 
build illlage onto the FPGA. 

[0047) rJG. 7 is a flow diagram a method 700 of one 
embodiment of the present invention. The method begins at 
702 with receiving configuration information, the configura­
tion information identifyin,g a plurality of relevant spectral 
regions within an RF spectrnm. In one embodiment, each 
relevant spectral region is identified by a center frequency and 
bandwidth. The relevant spectral regions are indicative of 
separate radio frequency bands of interest that are to be trans­
ported via a digital DAS. Configuration information can also 
information regarding the number and position of timeslots 
available for allocation to each spectral region. In one 
embodiment, the configuration information may be received 
via a user interface either directly or indirectly coupled to the 
DART module. The method proceeds to 704 with selecting a 
build from a plurality of builds stored in a data s.torage device, 
such as but not limited to a flash memory. Selection of the 
build is based on the received configuration information. The 
method proceeds to 706 with progranuning a field program­
mable device, such as an FPGA, by transferring the build to 
the field progranm1able device. Although the example of an 
FPGA has been used in this specification, other field pro­
grammable devices are contemplated as within the scope of 
embodiments of the present invention. 

[0048) FIG. 8 is a flow cha:rt illustrating a method 800 of 
one embodiment of the present invention. The method begins 
at 802 with receiving digital samples of an RF spectmm 
sampled at an initial sampling rate. The RF spectrum com­
prises a first spectral regiou that includes signals of interest 
and a second spectral region that includes signals of interest. 
In one embodiment, the first and second spectral regions are 
separated by a non-relevant spectral region. The method pro­
ceeds to 804 and 806, wb.icb occur in parallel. At 804 tbe 
method proceeds with generating a first set of digital base­
band data of the first spectral region at a first sampling rate 
using a first signal path. At 806 the method proceeds with 
generating a second set of d1gital baseband data of the second 
spectral region at a second sampling rate using a second 
signal path. As described above, tbe first sampling rate and tbe 
second sampling rate are detem1ined from the bandwidths of 
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the first spectral region and second spectral regions, respec­
tively. The first signal path comprises a first digital down 
converter that filters the RF spectrum to pass only data signals 
corresponding to the first spectral region. Those data signals 
are then re-sampled to tbe first sampling rate, which will 
determine the number of timeslots the first set of digital 
baseband data will occupy on the transport frame. The second 
signal path comprises a second digital down converter that 
filters the RF spectrum to pass only data signals correspond­
ing to the second spectral region. Those data signals are then 
re-sampled to the second sampling rate, which will determine 
the number of timeslots the second set of digital baseband 
data will occupy on the transport frame. 

(0049) The metl1od then. proceeds to 808 where the first and 
second sets of digital baseband data are multiplexed into a 
serial data stream by assigning the first set of digital baseband 
signals to a first set of timeslots of a transport frame and the 
second set of digital baseband signals to a second set of 
timeslots of the transport :frame. The method proceeds to 810 
with transmitting the transport frame. As would be appreci­
ated by one of ordinary skill in the art, by processing the first 
and second spectral regio•ns separately and at sample times 
corresponding to their respective bandwidths, the total num­
ber of timeslots necessary to transport the signals is less than 
if the entire received RF spectrum was converted to baseband 
,md as:sigm:d lo lim1:slo1s. In Llllt: =bodimt:nl, lrnnsmilling 
the transport frame comprises a SeRF Module transmitting 
the transport frame via an optical fiber. Jn the case where this 
method is implemented at a host unit, the transport frame is 
transmitted via the Host SeRF Module to a remote unit. Ju the 
case where this method is. implemented at a remote unit, the 
transport frame is transmitted via the Remote SeRF Module 
to the host unit. 

(0050] FJG. 9 is a flow diagram of a metbod 900 of one 
embodiment of the present. The method begins at 902 with 
receiving an input transport · signal comprising a transport 
frame having a plurality of timeslots. The method proceeds to 
904 with parsing the input transport signal into at least a first 
set of baseband signal and a second set of baseband signals 
based on a timeslot co11figuration of the input transport signal. 
In one embodiment, demultiplexing logic in the low-voltage 
differential signaling circuit parses the input stream and sends 
the baseband data to either a first digital up converter or 
second digital up converter based on the timeslot cotlfigura­
tion. The method then proceeds to blocks 906 and 908, which 
nm in parallel. 

(0051) At block 906, the method proceeds with upconvert­
ing the first set of baseband signals from a first sampling rate 
to an output sampling rate. At block 908 the method proceeds 
with upconverting the second set of baseband signals from a 
second sampling rate to mi output sampling rate. By upcon­
verting both sets of baseband data to the same output sample 
rate, the up-converted data sample output from both digital 
upconverters can be readily summed together into a single 
signal of data samples. Accordingly, the method proceeds to 
910 with sununing the upconverted first set of baseband sig­
nals with the upconverted! second set of baseband signals to 
produce a set of output data samples. The method then pro­
ceeds to 912 with converting the set of output data samples to 
an analog RF signal through a digital-to-analog converter. 
(0052) Although specific embodiments have been illus­
trated and described herein, it will be appreciated by those of 
ordinary skill in the art tl1at any arrangement, which is calcu­
lated to achieve the same purpose, 1nay be substituted for the 
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specific embodiment shown. This disclosure is intended to 
cover any adaptations or variations of the present invention. 
Therefore, it is manifestly intended that this invention be 
limited only by the claims and the equivalents thereof. 

What is claimed is: 
1. A digital-analog radio transceiver for providing digital

transport of signals on a radio-frequency (RF) distributed 
antemJal system, the transceiver comprising: 

a receive path circuit including an RF reception interface 
coupled to an analog-to-digital converter, the analog-to­
digital converter receiving a down-converted analog RF 
spectrum from the RF reception interface and producing 
a digitized RF spectrum at an input sampling rate; 

a logic device coupled to the receive path circuit and 
receiving the digitized RF spectrum at tbe input sam­
pling rate, the logic device producing a first set of base­
band data samples at a first sampling rate, the first set of 
baseband data samples corresponding to a first spectral 
region of the analog RF spectrum, the logic device fur­
ther producing a second set of baseband data samples at 
a second sampling rate, the second set of baseband data 
samples corresponding to a second spectral region of the 
analog RF spectrum; 

wherein the logic device maps the first set of baseband data 
samples at the first sampling rate to a first set of timeslots 
of a serial data stream transport frame and maps the 
second set of baseband data samples at tl1e second sam­
pling rate to a second set of timeslots of the transport 
frame. 

2. The transceiver of claim 1, wherein the first set of
timeslots consists of a first number of timeslots based on a 
bandwidth of the first spectral region and the second set of 
timeslots consists of a second number of timeslots based on a 
bandwidth of the second spectral region. 

3. The transceiver of claim 1, wherein the analog RF spec­
trum comprises a third spectral region between the first spec­
tral region and the second spectral region, wherein data from 
the third spectral region is not mapped onto timeslots of the 
transport frame. 

4. 111e transceiver of claim l, the logic device including at 
least a first digital down converter and a second digital down 
converter, the first digital down converter and the second 
digital operating in parallel and each receiving the digitized 
RF spectrum at the input sampling rate; 

the first digital down converter converting data correspond­
ing to the first spectral region of the analog RF spectrum 
into the first set of digital baseband data at the first 
sampling rate, where the first sampling rate is a function 
of a size of a bandwidth of the first spectral region; 

the second digital down converter converting data corre­
sponding to the second spectral region of the analog RF 
spectrum into the St'Cond set of digital baseband data at 
the second sampling rate, where the second sampling 
rate is a function of a size of a bandwidth of the second 
spectral region. 

5. Tue transceiver of claim 4, the logic device forther
comprising a serialized transmitter receiving the first set of 
digital baseband data at the first sampling rate and the second 
set of digital baseband data at the second san1pling rate and 
mapping the first set of digital baseband data to the first set of 
timeslots and the second set of digital baseband data to tbe 
second set of timeslots. 
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6. The transceiver of claim 1, further comprising:
a transmission path circuit including an RF transmission

interface coupled to an digital-to-analog converter;

the logic device further coupled to the transmission path 
circuit, the logic device receiving an input transport 
frame having a plurality of timeslots, wherein a first set 
of the plurality of timeslots includes a third set of base­
band data samples at the first sampling rate, the third set 
of baseband data samples corresponding to the first 
spectral region of the analog RF spectnan, and wherein 
a second set of the plurality of timeslots includes a fourth 
set of baseband data samples at the second sampling 
rate, the fourth set of baseband data samples correspond­
ing to the second spectral region of the analog RF spec­
tnu11; 

wherein the logic device up-converts the third set of base­
band data samples at the first sampling rate to a first set 
of RF data samples corresponding to the first spectral 
region at an output sampling rate; 

wherein the logic device up-converts the fourth set of base­
band data samples at the second sampling rate to second 
set of RF data samples corresponding to the second 
spectral region at the output sampling rate; 

wherein the logic device sums the first set of RF data 
samples with the second set of RF data samples to pro­
duce a set of output data samples at the output sampling 
rate; 

wherein the digital-to-analog converter receives the output 
data samples at the output sampling rate and generates 
an output analog signal from the output data samples; 

wherein the RF transmission interface receives the output 
analog signal and up-converts the output analog signal 
into an analog RF signal within the analog RF spectmm. 

7. The transceiver of claim 6, the logic device including at
least a first digital up converter and a second digital up con­
verter, the first digital up converter and the second digital up 
converter operating in parallel, 

the first digital up converter receiving the third set of digital 
baseband signals and converting the third set of digital 
baseband signals into the first set of RF data samples 
corresponding to the first spectral region of the analog
RF spectmm at the output sampling rate; 

the second digital up converter receiving the fourth set of 
digital baseband samples and converting the third set of 
digital baseband signals into the second set of RF data 
samples corresponding to the second spectral region of 
the analog RF spectrum at the output sampling rate. 

8. The transceiver of claim 7, the logic device further
comprising a serialized receiver receiving the input transport 
frame and parsing timeslo,ts of the transport frame to the first 
digital up converter and the second digital up converter based 
on a timeslot config11ratio.n of the input transport frame. 

9. The transceiver of claim 6, wherein the analog RF spec­
tnim comprises a third spectral region between the first spec­
tral region and the second spectral region, wherein data from 
the third spectral region is not mapped onto timeslots of the 
input transport frame. 

10. Tbe transceiver of claim 1, wherein the logic circuit
comprises a field programmable device. 

11. The transceiver of claim 1, wherein the first spectral
region and second spectral region are user selectable from a 
plurality of pre-built logic circuit con.figurations. 

7 

Jul. 15, 2010 

12. The transceiver of claim 1, wherein a center frequency
and bandwidth size that define the first spectral bandwidth are 
user reconfigurable. 

13. A digital-analog radio transceiver for providing digital
transport of signals on a radio-frequency (RF) distributed 
antenna! system, the transceiver comprising: 

a trm1sn:ussion path circuit including m1 RF trans1nission 
interface coupled to an digital-to-analog converter; 

a logic device further coupled to the transmission path 
circuit, the logic device receiving an input transport 
frame having a plurality of timeslots, wherein a first set 
of the plurality of timeslots includes a first set of base­
band data samples at first sampling rate, the third set of 
baseband data samples corresponding to a first spectral 
region of an analog RF spectnun, and wherein a second 
set of the plurality of timeslots includes a second set of 
baseband data samples at a second sampling rate, the 
second set of baseband data samples corresponding to a 
second spectral region of the analog RF s.pectrum; 

wherein the logic device up-converts the first se1 of base­
band data samples at the first sampling rate to a first set 
of RF data samples corresponding to the first spectral 
region at an output sampling rate; 

wherein the logic device up-converts the second set of 
baseband data samples at the second sampling rate 10 
s�on<l se::l of RF data sample::s corre::spon<ling lo the:: 
second spectral region at the output sampling rate; 

wherein the logic device sums the first set of RF data 
samples with the second set of RF data samples to pro­
duce a set of output data smnples at the output sampling 
rate; 

wherein the digital-to-analog converter receives the output 
data samples at the output sampling rate and generates 
an output analog signal from the output data samples; 

wherein the RF transmission interface receives the output 
analog signal and up-converts the output analog signal 
into an analog RF signal within the analog RF spectrum. 

14. The transceiver of claim 13, wherein the analog RF
spectmm comprises a third. spectral region between the first 
spectral region and the second spectral region, wherein data 
from tbe third spectral region is not mapped onto timeslots of 
the input transport frame. 

15. A method for providing digital transport of signals on a
radio-frequency (RF) distributed antenna! system, the 
method comprising: 

receiving digital sampl,es of an m1alog RF spectrnm 
sampled at an initial sampling rate; 

generating a first set of digital baseband data of the first 
spectral region at a first sampling rate; 

in parallel with generating the first set of digital baseband 
data, generating a second set of digital baseband data of 
the second spectral region at a second sarnpling rate; 

mulriplexing the first set of digital baseband data and the 
second set of digital baseband data into a serial data 
stream by assigning the first set of digital baseband 
signals to a first set of timeslots of a transport frame and 
the second set of digital baseband signals to a second set 
of timeslots of the transport frame; and 

transmitting the transport frame. 
16. The method of claim 15, wherein the first sampling rate

is detennined from a bandwidth size of the first spectral 
region and the second sampling rate is determined from a 
bandwidth size oftbe second spectral region. 
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17. The method of claim 15, wherein generating the first set
of digital baseband data of the first spectral region further 
comprises filtering the digital samples of the analog RF spec­
trnm to pass only data signals corresponding to the first spec­
tral region; and 

wherein generating the second set of digital baseband data 
of the second spectral region further comprises filtering 
the digital samples of the RF spectrnm to pass only data 
signals corresponding to the second spectral region. 

18. The method of claim 15, wherein the first set of
timeslots consists of a first number of timeslots based on a 
bandwidth of the first spectral region and the second set of 
timeslots consists of a second munber of timeslots based on a 
bandwidth of the second spectral region. 

19. The method of claim 15, wherein the analog RF spec­
trum comprises a third spectral region between the first spec­
tral region and the second spectral region, wherein data from 
the third spectral region is not mapped onto timeslots of the 
transport frame. 

20. The method of claim 15, further comprising:
receiving configuration information, the configuration

information identifying a plurality of relevant spectral 
regions within the analog RF spectnun; 

selecting a build from a plumlity of builds stored in a data 
storage device based on the configuration information; 
and 

programming a field programmable device by transferring 
the build to the field progranunable device. 

21. The method of claim 20, wherein the configuration
in.formation identifies a center frequency and bandwidth size 
for defining the first spectral region. 

22. A method for providing digital transport of signals on a
radio-frequency (RF) distributed antenna) system, the 
method comprising: 

receiving an input transport signal comprising a transport 
frame having a plurality of timeslots; 

parsing the input transport signal into at least a first set of 
baseband signal and a second set of baseband signals 
based on a timeslot con.figuration of the input transport 
signal; 

upconverting the first set of baseband signals from a first 
sampling rate to an output sampling mte; 
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in parallel with upconverting the first set of baseband sig­
nals, upconverting the second set of baseband signals 
from a second sampli11g rate to tbe output sampling rate; 

summing the upconverted first set of baseband signals with 
the upconverted second set of baseband signals to pro­
duce a set of output data samples; and 

converting the set of output data samples to an analog RF 
signal through a digital-to-analog converter. 

23. The method of claim 22, wherein upconverting the first
set of baseband signals further comprises generating a first set 
of RF data samples corresponding to a first spectral region of 
an analog RF spectrnm; and 

wherein upconverting the second set of bas:eband signals 
further comprises generating a second set of RF data 
samples corresponding to a second spectral region of the 
analog RF spectmm; 

24. The method of claim 23, wherein the analog RF spec­
tmm comprises a third spectral region betweea the first spec­
tral region and the second spectral region, wherein data from 
the third spectral region is not mapped onto timeslots of tbe 
input transport frame. 

25. The method of claim 22, wherein the timeslot configu­
ration of the input transport signal comprises a first set of 
timeslots consisting of a first number timeslots corresponding 
to a bandwidth of tbe first spectral region and a second set of 
timeslots consisting of a second number of timeslots corre­
sponding to a bandwidth of the second spectral region. 

26. The method of claim 22, further comprising:

receiving configuration information, the configuration
information identifying a plurality of relevant spectral 
regions within an analog RF spectmm; 

selecting a build from a plurality of builds stored in a data 
storage device based on the configuration information; 
and 

progranuujng a field progranunable device by transferring 
the build to the field programmable device. 

27. The method of claim 26, wherein the configuration
information identifies a center frequency and bandwidth size 
for defining a first spectral region. 
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