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Multiple Paths Protocol for a Cluster Type Network 

Hiroshi Mineno, Lu Junshu, Ken Ohta, Masahiro Aono, Tetsuo Ideguchit and Tadanori Mizuno 

+Faculty of Information Science and Technology Graduate School of Science and Engeering 
Aichi Prefectural University 

Nagakute, aichi, 480-1198 Japan 

Abstract 
We can access Internet b y  carrying a portable  com- 

puter and using the wireless communication. The 
wireless network with PHS(Persona1 Handy phone 
System) and portable cellular telephone has only rates 
of tens of Kbps t o  a few Mbps. Compared with the 
cable network, the transfer rate cannot generally sat- 
isfy a highly developed communication services such as 
large file transfer and real-time communications. This 
paper proposes a protocol, SHAKE, for sharing multi- 
p l e  paths in cluster t y p e  network that is a kind of LAN 
in which some mobile hosts temporarily connect mu- 
tually. SHAKE provides the functions for composing 
cluster t y p e  network, and dispersing traffic efficiently 
by measuring transfer rate and round-trip time. As a 
mobile host has only low transfer capacity in individ- 
ual to communicate with outside, zf whole capacities 
of other hosts which compose cluster type  network are 
shared, we can get larger transfer capacity and satisfy 
the required communication services. 

1 Introduction 
With the rapid development of the network tech- 

nology and the improvement of the computer’s per- 
formance, we can access Internet by carrying a 
portable computer and using the wireless communica- 
tion. In the present status, the wireless network with 
PHS(Persona1 Handy phone System), portable cellu- 
lar telephone or in-house wireless LAN has only rates 
of tens of Kbps to a few Mbps. Compared with the 
wired network, the transfer rate cannot generally sat- 
isfy a highly developed communication services such 
as transfer of large files or multimedia data, and real- 
time communication which should guarantee the delay 
time. This means that the demands for capacity may 
sometimes exceed what is available, and packets may 
be lost. 

In this paper, we propose a protocol SHAKE 
(SHAed multiple paths protocol for a cluster type net- 
worK Environment), for sharing multiple paths in a 
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Figure 1: An Example of the System. 

cluster type network. Cluster type network is a kind of 
LAN in which some mobile hosts temporarily connect 
mutually. In mobile units such as trains, ships and air- 
crafts where some persons gather, there are two ways 
to get larger capacity by composing the cluster type 
network. One way is that the host which has larger or 
more stable path is made to represent and communi- 
cate with outside. No mobile host which connects clus- 
ter type network needs to have its own outside path. 
The other is that as a mobile host has only low transfer 
capacity in individual to communicate with outside, if 
whole capacities of other hosts which compose cluster 
network are shared, we can get larger transfer capacity 
and spread burst traffic equally. 

We focus the latter(Fig. 1). We can select several 
kinds of paths to communicate with outside. So the 
communication media such as PHS or portable cellular 
telephone can be freely selected by each mobile host. 
But using different paths to communicate, the quality 
of each paths such as transfer rate, delay time, and the 
rate of packet loss are different, and for this reason, it 
is important to consider how to distribute the burst 
traffic and how to reconstruct the packets. 

This paper is organized as follows. The next sec- 
tion describes the background of this research work 
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and the related research works; Section 3 describes 
the shared multiple paths protocol, SHAKE and its 
functions; Section 4 talks about the implementation 
of the prototype; And Section 5 concludes this paper. 

2 Related Works 
2.1 Traffic Dispersion 

Generally, aggregating the resource can improve the 
performance and efficiency in shared system or com- 
munication network[l]. One of the resource aggrega- 
tion methods is that the traffic is transmitted in par- 
allel over multiple paths. 

Maxemchuk presented that for load balancing and 
fault handling in packet-switched networks, it is bet- 
ter in space rather than in time to disperse the 
traffic[2, 3, 41. According to this method, a mes- 
sage from a source is distributed into several submes- 
sages, which are transmitted in parallel over differ- 
ent paths in network. And as a transmission error 
on one path is independent from errors on the other 
paths, forward error correcting codes can be success- 
fully used. Furthermore, in an algorithm proposed 
by Lee and Liew[5], the traffic from a source is parti- 
tioned into submessages, each consisting of K packets. 
This algorithm encodes the K packets into N>K pack- 
ets, which are transmitted in parallel over N separate 
paths. When any K of the N packets are correctly 
received, the original message can be reconstructed. 
And if the bit error detection is used for every packet, 
the algorithm is capable of correcting N-K packet er- 
rors in each submessage. 

IETF standardizes MP(Multi1ink Point-to-point 
Protocol) with the technique which consists of a 
number of different switched WAN services such as 
ISDN and ATM to form a virtual path[6, 71. It can 
strengthen the functions of PPP(Point-to-Point Pro- 
tocol) data communications between two points, and 
a number of virtual connections can be set up be- 
tween equipments by taking advantages of characters 
of switched WAN service. If necessary, the bandwidth 
which a user requested can be divided, and a num- 
ber of physical lines and virtual lines can be used as a 
single logical line. 

The technology of aggregating multiple communi- 
cation paths and dispersing traffic into each commu- 
nication path are being developed to improve the per- 
formance and efficiency of transmission. And they are 
generally used to communicate with different kinds of 
WAN lines which are aggregated among routers. 
2.2 Mobile Distributed Co-operation Sys- 

In mobile computing environment, a mobile host 
works as a terminal for personal operation. Further- 

tem 

Cluster Network htemel 
A 

- 

X 

Figure 2: SHAKE Protocol Stack. 

more it is also considered to form a group to co-operate 
with. There is a mobile groupware which supports co- 
operation for a number of mobile hosts. In the area 
where a number of mobile hosts can communicate mu- 
tually, the number of mobile hosts can construct a 
temporary network to support co-operation for peo- 
ple gathered in the area. The network is called cluster 
type network or ad hoc network, and some research 
works are being developed [8, 9, lo]. 

In addition, it was also considered how to commu- 
nicate with outside networks. The one is that in some 
kinds of transportations such as trains, ships or air- 
crafts, if there is a communication system with high 
communication capacity which works as a representa- 
tive of all mobile hosts to communicate with outside 
networks, the transfer time and cost can be reduced. 
And the other is that as a mobile host has only low 
transfer rate in individual to communicate with out- 
side networks, but if whole capacities of other hosts 
which compose cluster network are shared, we can get 
larger transfer capacity. 

So the cluster has some advantages which a sin- 
gle mobile host hasn’t. And the latter communication 
protocol in which other hosts’ communication capacity 
can be shared is called SHAKE, which we are develop- 
ing. By using this, the communication paths of other 
mobile hosts which compose the cluster are shared and 
they are considered logically one path. 

3 Shared Multiple Paths 
3.1 SHAKE 

We think there are severaral advantages of the shar- 
ing multiple paths: The end-to-end transfer rate of 
data can be increased and the delay time be reduced. 
The bursty traffic is dispersed into several paths and 
network load is equalized. Transmission errors on each 
path are independent from errors on the other paths. 
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Figure 3: Illustration of SHAKE Modules. 

To transfer packets redundantly, the characteristics of 
delay time and packet loss on different paths can be 
reduced, and reliability can be improved. I t  can form 
a cluster in which each mobile host can gather any- 
where. Any mobile host in a cluster can freely select 
any kinds of medium for communication between the 
cluster and the outside network. If one of mobile hosts 
in cluster has not a path to  communicate with outside, 
it can transfer data by relaying other’s path. 

We are now developing the protocol SHAKE to re- 
alize the shared multiple paths. SHAKE is imple- 
mented at all mobile hosts which form a cluster (clus- 
ter means cluster type network) and at fixed hosts 
which are connected to Internet and communicate 
with one of mobile hosts in a cluster (Fig. 2). And 
for easy to implement SHAKE, it is built between the 
Transport Layer and the Application Layer. So the 
mobile host which isn’t implemented SHAKE can’t 
share multiple paths. 

In the cluster, we call a mobile host that has a com- 
munication path with outside network (like Internet) 
as a relay host. Each relay host in the cluster has two 
network interfaces: one is used to communicate with 
outside network, and the other is assigned the local 
private I P  address before forming a cluster. Cluster is 
formed by using Ethernet, serial cable, wireless LAN, 
IrDA and so on, and the shape of the network can 
be considered as ring type network or star type net- 
work. A mobile host can freely select any communi- 
cation path and any kind of medium to communicate 
with outside. For those hosts which have no connec- 
tion with outside, the communication can be also done 
through the relay hosts. The logical link which con- 
nects each mobile host to form the cluster is called 
”cluster link”. A mobile host became a part of the 
cluster if it is connected by cluster link. 

3.2 Functions of SHAKE 
As a protocol of Transport Layer, SHAKE uses 

TCP to transmit data. TCP connection is formed 
between mobile hosts in the cluster and fixed hosts in 
the Internet. There are three kinds of SHAKE packets 
which go through this connection, each is identified by 
special SHAKE header; the first is data packet which 
contains data from the Application Layer; the second 
is control packet to form a cluster, and the last is re- 
port packet which is used to report communication 
status. The protocol SHAKE is realized from the fol- 
lowing 4 modules. 

0 Link monitoring module: 
0 Path selecting module: 
0 Data processing module: 
0 SHAKE management module: 

The relationship among these modules is shown in 
Fig.3. From these modules, we can realize the SHAKE 
for sharing multiple paths in cluster type network. 

3.2.1 Link Monitoring Module 

This module monitors the status of communication 
paths with outside networks and estimate the sending 
rate. Here the status of communication paths means 
the theoretical bandwidth of used medium, through- 
put which changes actively, transit delay, cut of com- 
munication paths, etc.. And if a notable change of the 
status is happened, it changes the sending rate to use 
each path’s bandwidth effectively. 

Here we will talk about the estimation of sending 
rate for transferring data. The method is t o  control 
the definite amount of data which pass the network. 
We consider the network as a large buffer (we call it a 
network buffer) which has it’s own queue and sending 
rate. For using each path effectively, it is better to 
leave network buffer in constant value to avoid that 
the receiving buffer in the object is often empty. But 
the problem will be happened if too much data is sent, 
which can cause the transit delay largely, so it is im- 
portant to control the amount of data in the network 
buffer. Like in Fig. 3, it seems that each communica- 
tion path has a buffer and all buffers are managed by 
Link Monitoring module. The SHAKE evaluates how 
many packets have been sent to the object and how 
many packets still overstock in each network buffer. 
The SHAKE can estimate sending rate to keep amount 
of data in all network buffers. 

The remained amount of data in network buffers 
can be evaluated as follows. In sending host, each of 
the dispersed packets is added a sending time stamp 
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ST1 in SHAKE header and sent to the receiving host. 
On the other side, at  regular intervals, the receiving 
host sends back a receiving report to the sending host, 
which contains the newest received packet’s STI, RTI 
which is the time it received, RT2 which is the time 
this report was sent, and Rrecv which is rate of re- 
ceiving. So when the sending host received the report 
at the time ST2, the sending host can estimate the 
RTT by the following expression. And to avoid the 
wide fluctuation of RTT,,, which means average of 
RTT, it is estimated as follows by using low-pass filter 
(0 < Ly 5 1). 

RTT = (ST2 - STl) - (RT2 - RT1) 

RTT,,, = (1 - o)RTT,,, + aRTT 

(1) 

(2) 
And then Bu feu,. which means current network buffer 
is estimated as follows by using the R,,,, RTT,,,, and 
RTTmin which is minimum RTT value till the time: 

Comparing the expected value Bu f d e s  with current 
amount of data in network buffer Bu feu,. , the send- 
ing rate Rsnd is increased if expected value is small, 
or reduced if expected value is large. And using the 
receiving rate R,.,, in the receiving report, we can cal- 
culate the accurate sending rate: 

3.2.2 Path Selecting Module 

A sending host gets information about communication 
paths with outside from the link monitoring module, 
and then distributes the data packets which come from 
the application layer. If each communication path has 
same length, type, throughput and transit delay, the 
packets can be distributed equally to each of commu- 
nication paths in order. But actually, in each path, 
characters of network are different since each path can 
be selected freely by mobile hosts. So the distribu- 
tion rate of each path must be changed according to 
the status of each communication path. This is done 
by analyzing the information about the sending rate 
Rsnd, and disconnection report from link monitoring 
module. 

The distribution procedure is to distribute packets 
according to  the rate of each path’s Rsnd, and adjust 
the amount of data in each network buffer. If there are 
n paths in cluster and the sending rate is R, in path 
i(i 5 n) ,  the packet distribution rate Pi of path i can 
be calculated as follows. And according to the packet 

distribution rate Pi, the packets can 
each communication path. 

be distributed for 

(5) 

3.2.3 Data Processing Module 

The received data from application layer are divided 
into a number of packets. Each packet is transmitted 
to transport layer after it is added a special header of 
SHAKE.This packet is a data packet, and the header 
includes: packet identifier (Data), link number, packet 
length, sequence number, ST1, and data. And there 
is a report packet which includes: packet identifier 
(Report), link number, packet length, ST1, RT1, RT2, 
and receiving rate of the link. Fig. 4, Fig. 5 show the 
format of each SHAKE packet. And last, there is a 
control packet which is only used to form a cluster and 
make a link table. 

When each host receives a SHAKE packet, it  iden- 
tifies the packet whether it’s a data packet or a report 
packet or a control packet by checking the identifier in 
the header, and according to  the link number in the 
header, it judges where to relay the packet. Each host 
has a table which relates host with link number. So 
if the packet is destined the host itself, the packet is 
given to the application and the others are relayed to 
the next host. 

Here we explain how to put in order the received 
data packets with irregular sequence since they were 
transmitted from multiple paths. Although the path 
selecting module selects paths from which packets be 
received by destination in right sequence, actually it’s 
difficult to do it completely because of different char- 
acters like transit delay and length of each path. If a 
packet with irregular sequence is received by SHAKE, 
it cannot be given to the application directly. SHAKE 
will store it to the buffer temporarily, and then if any 
packet which can be given to  the application is re- 
ceived, SHAKE will check the buffer if there is any 
packet with the following sequence number. If there 
is, of course it will be given to the application, and 
SHAKE will continue to  search whether there is any 
packet else in the buffer. If no one else, SHAKE re- 
ceives the next packet and repeats the above process- 
ing. 

3.2.4 SHAKE Management Module 

The work of this module includes controlling the other 
modules, forming the cluster, ensuring communication 
paths and so on. The application of the upper layer 

153 

Authorized licensed use limited to: IEEE Publications Operations Staff. Downloaded on February 23,2023 at 14:16:53 UTC from IEEE Xplore.  Restrictions apply. 

Oracle Corporation - Ex. 1013, Page 000007



I Data I 
I .... 

Figure 4: Data Packet Format. 
0 32Lil 

I .... 

Figure 4: Data Packet Format. 
0 32Lil 

ST1 
RTl 
RT2 

Rcreiviog Rate 

Figure 5: Report Packet Format. 

needn’t t o  consider how and on which paths are se- 
lected to  transmit data. It realizes the shared multi- 
link procedure by using multimedia through multiple 
paths to  form a logical path. 

4 Implement at ion 
In this section, we present the implementation en- 

vironment and the evaluation of the prototype which 
we are developing now. 

4.1 The Implementation Environment 
The cluster network is formed by mobile hosts 

(Tashiba SatellitePro420, CPU: PentiumlOOMHz 
Memory:lG.OMB, and Mitsubishi Amity SP, CPU: 
486DX4-75MHz Memory:lG.OMB) which installed 
Windows95 and with two PCMCIA card slots. For 
sending packets within the cluster, the network in- 
terface which is connected to  the cluster is assigned 
the private IP  address like 192.168.X.X, and each host 
connected with about 1”s 10Base-T and 4 port HUB 
to  form a cluster. The other network interface is as- 
signed a normal IP  address to connect the Internet, 
which may be assigned by DHCP or decided value. 

For the implementation of the SHAKE prototype, 
we developed a simply special data transfer applica- 
tion with Visual C++, and the SHAKE is used in 
the communication section of the application. It is 
implemented at all mobile hosts which form a clus- 
ter, and the host in the Internet which communicates 
with one of the host in cluster network. Then it can di- 
vide an application data into a number of determined 
size SHAKE packets and distributes to the destina- 
tion. And in destination, the received packets is re- 
constructed and given to the application in order. 

4.2 The Status of Prototype 
The present link monitoring module forms a path 

information table of all end-to-end path information 

when the cluster is formed, and the information is up- 
dated by receiving the report packets. When some new 
hosts are added to the cluster, new sections are added 
to this table after new connecting. I t  performs a role 
as a routing table indicated among link number and 
relay host and destination host, and it contains vari- 
ous information like theoretical bandwidth, round-trip 
delay, and receiving rate. These values are estimated 
by receiving report packet from the recieving host at 
regular intervals, and each link’s suitable sending rate 
is also estimated by this report. 

The path selecting module searches if the destina- 
tion host is in the information table when the appli- 
cation requests for sending data. And then it checks 
the path, and simply sends through these paths in or- 
der. That is to say, the function which can change the 
packet distribution rate according to the each path’s 
sending rate is being developed. 

The data processing module is almost completely 
implemented. It divides application data into a num- 
ber of SHAKE packets, and adds a special SHAKE 
header to each packet. When the packet is received, it 
is processed to  determine if it  is relayed or be given to 
the application according to the information of header. 
If the packet is to be given to the application, it should 
be put back in order since they may be transmitted in 
different paths and received in irregular sequence. In 
the present method, the sequence number in SHAKE 
header will be checked to determine the action. If the 
packet can’t be given to the application, it is stored 
in buffer and its sequence number will be used as a 
key for searching. When a new packet is received and 
given to the application, the SHAKE checks if the next 
packet is stored in buffer. If it is, the packet will be 
took out and haded to the application, then the re- 
ceiver repeats the above processing. 

The tasks of SHAKE management module are 
checking among hosts and managing any other mod- 
ules. It keeps communications with the application di- 
rectly, and an additional window of SHAKE is opened 
for the request of forming a cluster. 

4.3 Experiments 
In our experiments, we used two mobile hosts to 

form a cluster network, and used wireless LAN links 
(2.4GHz frequency hopping spread spectrum) for com- 
munication with outside networks. We did the follow- 
ing three kinds of experiments. 

1. In experiment one, we used one access point for 
wireless LAN, and the mobile host communicates 
with the fixed host which connected with our lab- 
oratory’s LAN by using a wireless LAN (Fig.6). 
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Figure 8: Experiment 3. 

2. In experiment two, we used one access point for 
wireless LAN, and two wireless LAN adapters for 
sharing the paths. The cluster is formed by two 
mobile hosts, only one mobile host communicates 
with the fixed host which connected with the lab- 
oratory's LAN (Fig. 7). 

3. In experiment three, we used two access points. 
We set up two channels for them to share the com- 
munication paths under the situation that there is 
no affection between them. The cluster is formed 
by two mobile hosts, and done the same experi- 
ment (Fig. 8). 

The used file is about 4Mbytes (4139kbytes) AV1 
file. It was sent from the client host in the cluster to 
server host in fixed network. Then in the server host, 
we investigated the amount of received data and the 
receiving time of data (which means the time begin- 
ning the first data packet received to the time that all 
data packets were received). And the throuput is es- 
timated at the server host. The relationship is shown 
in graphs (Fig. 9). 

Next we did above experiments with PHS termi- 
nals on PIAFS mode. PIAFS (the abbreviation for 
PHS Internet Access Forum Standards) is the data 
transmission standards to operate a high speed data 
communication service with 32Kbps access via PHS. 
This environment is shown in Fig. 10. 

' (2)average throughput(1) 
(3)two paths are used 
(4)average throughput(3) 
ISltWo uaths are used 

f 
f Iwo 

3 ,  

0 10 20 YJ 40 50 10 lo 80 90 
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Figure 9: Results of Wireless LAN experiments. 

4.4 Results 
Graph 

(1)(3)(5) show the relationship between the received 
time and the amount of received data, and graph 
(2)(4)(6) show the average of the throughput which is 
calculated when five data packets are received. Graph 
(1)(2) are the results of experiment 1, graph (3)(4) are 
experiment 2, and graph (5)(6) are experiment 3. 

The results shows that to form a cluster network 
and share multiple paths can reduce the transfer time 
and improve the throughput comparing with using a 
single wireless LAN adapter. When one wireless path 
is used, the average of throughput is about 410Kbps, 
and when two wireless paths are used with same ac- 
cess point, the average is about 491Kbps. In spite 
of sharing the same channel with two wireless LAN 
adapters, the average of throughput is improved a lit- 
tle (20%). And if the using channels are differ from, 
the throughput is better (65%). 

The communication speed is changed according to 
different conditions, but the average of throughput 
which is guaranteed by the manufacture company is 
about 400 Kbps. So both of throughputs we calcu- 
lated from graphs (2)(4) of Fig. 9 are the results we 
expected. And we know that if sharing the same chan- 
nel, we can use the channel effectively and the average 
of throughput nearly approaches the limit value of us- 
ing one channel. 

From the results of experiment 3, graph (5)(6), we 
could get the 65% higher throughput than using one 
wireless path. The value is not yet twofold, but if 
the prototype is more developed, we may improve the 
throughput better. And in graph (6), the average of 
throughput is unstable. We think that the reason why 
the graph is so unstable is the function of resequenc- 
ing packets. Some functions, such as the sending rate 
control and the distribution rate control, were not im- 

There are six graphs in the Figure 9. 
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Figure 10: Experiment with PHS terminals. 

plemented in the present prototype, so many packets 
are received out of order. After we implement the 
functions, the performance could be better. 

Next we will talk the results of the experiments with 
PHS terminals on PIAFS mode. The results are shown 
in the graph (Fig. 11). Graph (1)(2) are the results 
of experiment 1 via PIAFS access point in Nagoya, 
and the average of throughput is about 19Kbps. And 
graph (3)(4) are the results of experiment 1 via PI- 
AFS access point in Hamamatsu, and the average of 
throughput is about 26Kbps. Nagoya is about 1OOkms 
away from Hamamatsu, so the defference of delay be- 
tween them was about 80ms (calculated from the mea- 
sured RTT). Graph (5)(6) are the results of using two 
PIAFS links. Compared with the case of using one PI- 
AFS link, the average of throughput is improved 93% 
better than the sum of the former two cases. 

5 Conclusions 
We proposed a protocol, SHAKE, for sharing multi- 

ple paths in a cluster type network in which a number 
of mobile hosts temporarily connect mutually. Each 
host in the cluster can share other hosts’ commu- 
nication links. And SHAKE consists of four parts: 
link monitoring module, path selecting module, data 
processing module and SHAKE management module. 
Till now we implemented the prototype of SHAKE 
and did communication tests with wireless LAN sys- 
tems and PHS terminals. 

From now on, we plan to continue the implementa- 
tion of the protocol, to simulate the affection of a clus- 
ter’s size, to evaluate the efficiency of control of trans- 
mission rate and data transmission with distributed 
packets, and so on. 
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Figure 11: Results of PHS experiments. 
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