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Fabricate A Plurality Of Identical Integrated Circuit Dies, Each Die Comprising Pass-through-vias 
(PTVs') And Through-silicon-vias (TSVs) Disposed Upon Each identical Die So That The Positions 
Of The TSVs And PTVs On Each identical Die Are Tranlationally Compatible With Respect To The 
TSVs And PTVs On Any Other identical Die, Each PTV Comprising A Conductive Pathway Through 

ADie With No Connection To Any Circuitry OnThe Die, Each TSV Comprising A Conductive 
Pathway Through ADie That is Also Connected To Electronic Circuitry OnThe Die, 

202 

MOUnt A First One Of The 
Identical Integrated Circuit 
Dies Upon A Substrate, 

204 

Create A First Substack By Stacking Upon One 
Another, With No Shift in Position With Respect 
To One Another, Two Or More Of The Identical 

Dies 
Shift in POSition. With 212 

Respect To The First Die A 
Second One Of The 

identical Integrated Circuit Mount The First Substack Upon The Substrate 
Dies, Aligning PTVs in The 214 
First Die With TSVS in The 

Second Die 
206 Create A Second Substack By Stacking Upon One 

Another, With No Shift in Position With Respect 
Mount The Second Die To One Another, An Additional TWO Or More Of 

Upon The First Die With The The Identical Dies 
PTVS in The First Die 216 
Connecting Conductors 
From The Substrate 

Through The First Die To Shift in Position The Entire Second Substack With 
TSVS in The Second Die Respect To The First Substack, Aligning PTVs in 

208 The First Substack With TSVS in The Second 
o Substack 

218 
Mount An Interface Die Upon 
The Substrate Between The 
Substrate And The First Die, 
The Interface Die Splitting 

And Connecting A Same Set 
Of Signal Lines From The 
SubStrate TO The PTVS On 

Mount The Second Substack On The First 
Substack SO That PTVs in The First Substack 
Connect The Signal Lines From The Substrate 
Through The First Substack To TSVs in The 
Second Substack, The TSVs in The Second 

The First Die And Separately Substack Driving Active Circuitry in The Dies Of 
TO TSVS On The First Die The Second Substack 

210 220 

FIG. 6 
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Transmit An Alternating Current Signal Conduct, By The First Die, The Signal 
From A Substrate Through A First Die Through Pass-through Vias (PTVs) 

Mounted Upon The Substrate To Electronic in The First Die TOWard The SeCOnd 
Circuitry in A Second Die in The Die Stack, Die, Each PTV Comprising A 
The Second Die dentical To The First Die, Conductive Pathway Through The 
Shifted in Position With Respect To The First Die With No Connection To Any 

First Die, And Mounted Upon The First Die Circuitry On The First Die 
302 304 

Conduct, By The Second Die, The Signal Through Through Silicon Vias (TSVs) in The Second 
Die To The Electronic Circuitry, Each TSV in The Second Die Comprising A Conductive Pathway 
Through The Second Die That is Also Connected To The Electronic Circuitry On The Second Die, 
Wherein The TSVs And PTVs Are Disposed Upon Each identical Die So That The Positions Of 
The TSVs And PTVs On Each identical Die Are Translationally Compatible With Respect To The 
TSVs And PTVs. On The Other identical Die So That The Second Die's Shift in Position Aligns 
PTVs in The First Die With TSVs in The Second Die, And The PTVs in The First Die Connect 

Signal Lines From The Substrate Through The First Die To The TSVs in The Second Die 
306 

Conduct The Signal Through An Interface Die Mounted Upon The Substrate Between The 
Substrate And The First Die, The Interface Die Splitting And Connecting A Same Set Of 

Signal Lines From The Substrate To The PTVs On The First Die And Separately To TSVs 
On The First Die 

308 

Multiplex And Demultiplex By The Interface Die The 
Same Set Of Signal Lines From The Substrate To 
The PTVs On The First Die And Separately To 

TSVs On The First Die, including Operating By The 
Substrate The Signal Lines On The Substrate At A 
First Clock Speed And Operating By The Interface 
Die Signal Lines To The PTVs And To The TSVs At 
A Second Clock Speed, The First Clock Speed 

Sufficiently Faster Than The Second Clock Speed 
To Fit Onto The Signal Lines Of The Interface Die 
All Communications Between The Substrate And 

The PTVS And The TSVS 
312 

Multiplex And Demultiplex By 
The Interface Die The Same 
Set Of Signal Lines From 

The Substrate To The PSVs 
On The First Die And 

Separately To TSVs On The 
First Die, The Signal Lines 
On The Substrate, To The 
PTVs, And To The TSVs All 
Operating At A Same Clock 

Speed 
310 

FIG. 7 
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Transmit An Alternating Current Signal From A Substrate 302 

Transmit The Signal Through A First Substack Mounted Upon The Substrate To Electronic 
Circuitry in A Second Substack in The Die Stack, The First Substack Comprising Two Or More 
Identical Dies, Each Of The Dies in The First Substack Stacked Upon One Another With No 

Shift in Position With Respect To One Another, The Second Substack Comprising Two Or More 
Dies identical To The Dies in The First Substack, Each Of The Dies in The Second Substack 

Stacked Upon One Another With No Shift in Position With Respect To One Another, The Entire 
Second Substack Shifted in Position With Respect To The First Substack And Mounted Upon 

The First Substack So That PTVs in The First Substack Align With TSVs in The Second 
Substack And Connect The Signal Lines From The Substrate Through The First Substack To 

TSVs in The Second Substack 
314 

Conduct The Signal Through PTVs 304 

Conduct The Signal By The First Substack Through PTVs in The First Substack, The PTVs 
Comprising Conductive Pathways Through The First Substack With No Connection To Any 

Circuitry in The First Substack 
316 

Conduct The Signal Through TSVs To The Electronic Circuitry 306 

Conduct The Signal By The Second Substack Through TSVs in The Second Substack To 
Electronic Circuitry in The Second Substack, TSVs in The Second Substack Comprising 

Conductive Pathways Through The Second Substack That Are Also Connected To 
Electronic Circuitry in The Second Substack 

318 

FIG. 8 
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INTEGRATED CIRCUIT DESTACKS WITH 
TRANSLATIONALLY COMPATIBLE VIAS 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
The field of the invention is design, fabrication, and opera 

tion of integrated circuit, or, more specifically, structure and 
methods of making and operating integrated circuit die stacks 
with translationally compatible vias. 

2. Description of Related Art 
The development of the EDVAC computer system of 1948 

is often cited as the beginning of the computer era. Since that 
time, computer systems have evolved into extremely compli 
cated devices. Today's computers are much more Sophisti 
cated than early systems such as the EDVAC. Computer sys 
tems typically include a combination of hardware and 
Software components, application programs, operating sys 
tems, processors, buses, memory, input/output devices, and 
so on. As advances in semiconductor processing and com 
puter architecture push the performance of the computer 
higher and higher, more Sophisticated computer Software has 
evolved to take advantage of the higher performance of the 
hardware, resulting in computer systems today that are much 
more powerful than just a few years ago. 
One of the areas of computer technology that sees con 

tinual advancement is packaging of integrated circuits. Pack 
aging many integrated circuits into a confined space is 
becoming more difficult as many devices continue to shrinkin 
size or need to communicate with more chips. An example 
would be stacking multiple memory chips in one package to 
provide more locations to store data. Prior art has shown how 
to stack multiple chips on top of each other with package 
stacking, one die per package. Other prior art has shown how 
to stack multiple dies into one package by tying signal lines 
together between or among dies within the package, for 
example, wrapping signal lines outside the dies, or placing 
redistribution layers between the dies. A more recent 
approach for wafer stacking is to connect the signals together 
with Vias, effectively sending a bus of signal lines vertically 
through a stack of dies. All of these approaches have the 
drawback of more heavily loading busses as more dies are 
stacked reducing signal quality and bus speeds. 

SUMMARY OF THE INVENTION 

An integrated circuit die Stack, including methods of mak 
ing and operating, including a first integrated circuit die 
mounted upon a Substrate, the first die including pass-through 
vias (PTVs), each PTV composed of a conductive pathway 
through the first die with no connection to any circuitry on the 
first die; and a second integrated circuit die, identical to the 
first die, shifted in position with respect to the first die and 
mounted upon the first die, with the PTVs in the first die 
connecting signal lines from the Substrate through the first die 
to through silicon vias (TSVs) in the second die, each TSV 
on the second die composed of a conductive pathway through 
the second die that is also connected to electronic circuitry on 
the second die; with the TSVs and PTVs disposed upon each 
identical die so that the positions of the TSVs and PTVs on 
each identical die are translationally compatible with respect 
to the TSVs and PTVs on the other identical die. 

The foregoing and other objects, features and advantages 
of the invention will be apparent from the following more 
particular descriptions of exemplary embodiments of the 
invention as illustrated in the accompanying drawings 
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2 
wherein like reference numbers generally represent like parts 
of exemplary embodiments of the invention. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 sets forth a cross-sectional plan view schematic 
drawing of three example integrated circuit dies of a die Stack 
according to embodiments of the present invention. 

FIG. 2 sets forth a cross-sectional vertical view schematic 
drawing of an example integrated circuit die Stack according 
to embodiments of the present invention. 

FIGS. 3 and 4 set forth cross-sectional vertical view sche 
matic drawings of further example integrated circuit die 
stacks according to embodiments of the present invention, 
where the die stacks include an interface die. 

FIG. 5 sets forth a cross-sectional vertical view schematic 
drawing of a further example integrated circuit die Stack 
according to embodiments of the present invention, where the 
die Stack includes Substacks. 

FIG. 6 sets forth a flow chart illustrating an example 
method of manufacturing an integrated circuit die stack 
according to embodiments of the present invention. 

FIGS. 7-8 set forth flow charts illustrating example meth 
ods of operation for an integrated circuit die Stack according 
to embodiments of the present invention. 

DETAILED DESCRIPTION OF EXAMPLE 
EMBODIMENTS 

Examples of integrated circuit die stacks, methods of 
manufacturing integrated circuit die Stacks, and methods of 
operation for integrated die stacks according to embodiments 
of the present invention are described with reference to the 
accompanying drawings, beginning with FIG. 1. FIG. 1 sets 
forth a cross-sectional plan view schematic drawing of three 
example integrated circuit dies (21, 22, 23) of a die stack 
according to embodiments of the present invention. As an aid 
to explanation, the dies in the example of FIG. 1 are 
unstacked, laid beside one another in the plane of the illus 
tration, and shifted in position with respect to one another. 
The dotted lines and arrows at references (25, 27) illustrated 
the shifts in position. A die stack can be formed of these dies 
by mounting die (22) on die (21) and die (23) on die (22), 
maintaining the shifts in position (25, 27), and then mounting 
all three dies onto a substrate. The substrate can be a connec 
tive layer in a chip package between the die Stack and external 
pins or between flip-chip connectors and the stack. In various 
embodiments the Substrate can be a board, an integrated cir 
cuit carrier board, an adapter board, or a motherboard, for 
example. 

Each die in this example includes pass-through Vias 
(PTVs) (28, 29), conductive pathways through each die 
with no connections to any circuitry on the die. Each die also 
includes through silicon vias (TSVs) (30), conductive path 
ways through the dies that also connect to electronic circuitry 
(36) on the die. For ease of explanation, FIG. 1 shows on each 
die only eight each of the PTVs and TSVs, but readers will 
recognize that dies in die Stacks according to embodiments of 
the present invention can include any number of PTVs and 
TSVs as may occur to those of skill in the art, eight, sixteen, 
thirty-two, sixty-four, for example, and that Such aggrega 
tions of PTVs and TSVs will often be used to effect connec 
tion of bus signals from a Substrate up through the die Stack to 
circuitry somewhere in the die Stack. 

All three dies in the example of FIG. 1 are identical to one 
another, and the only differences in their appearances as illus 
trated are their shifts in position (25, 27). The TSVs (30) and 
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PTVs (28, 29) are disposed upon each identical die with the 
positions of the TSVs and PTVs on each identical die trans 
lationally compatible with respect to the TSVs and PTVs on 
each of the other identical dies. The “translation' element of 
translational compatibility is used here as in the science of 
physics to refer to movement that changes the position of an 
object, as opposed to rotation. In this context, “translationally 
compatible” means that the PTVs and TSVs are disposed on 
each identical die so that a first dies shift in position with 
respect to another die can align PTVs in the first die with 
TSVs in the second die. In addition, to the extent that an 
identical die design includes more than one set of PTVs, as is 
the case in this example, then “translationally compatible” 
includes PTVs disposed so as to align PTVs across dies with 
shifts in position. In the particular example of translational 
compatibility illustrated by the dies of FIG. 1, die (22) is 
shifted in position (25) with respect to die (21) so that, when 
die (22) is mounted upon die (21), PTVs (29) in die (21) align 
(17) with TSVs (30) in die (22), so that the PTVs in die (21) 
can connect conductors from a Substrate through die (21) to 
the TSVs indie (22)—and therefore to the circuitry (36) in die 
(22). Similarly, die (23) is shifted in position (27) with respect 
to die (22) so that, when die (23) is mounted upon die (22), 
with die (22) mounted below it on die (21) and a substrate, 
PTVs (29) indie (22) align (19) with TSVs (30) indie (22), so 
that the PTVs (29) in die (22) can connect conductors from a 
substrate through die (22) to the TSVs in die (23)—and there 
fore to the circuitry (36) in die (23). The shift in position (25) 
of die (22) with respect to die (21), in addition to aligning (17) 
PTVs (29) of die (21) with TSVs (30) in die (22), also aligns 
PTVs (28) of die (21) with PTVs (29) of die (22), creating a 
conductive path from a substrate all the way through dies (21. 
22) to the TSVs (30) of die (23). 
The dies (21, 22, 23) in the example of FIG. 1 also include 

power lines (40) and common lines (42), which like the PTVs 
and the TSVs are also conductive pathways through the dies. 
In addition, the power lines and common lines, also like the 
PTVs and TSVs, are disposed on both dies so as to be trans 
lational compatible. “Translational compatible.” however, 
has a slightly different meaning in the case of the power and 
common lines. “Translational compatible” as applied to the 
TSVs and PTV's means that upon a shift in position of a die, 
the TSVs on that die align with PTVs on another die, that is, 
unlike things align. In dies with more than one set of PTVs, a 
shift in position can also align PTVs across dies, but in trans 
lationally compatible dies, a shift in position always aligns 
unlike things, PTVs with TSVs. In the case of the power and 
common lines, it is never intended to align unlike things, 
powerlines with common lines. On the contrary, it is intended 
always to align like things, power lines with power lines, 
common lines with common lines. So in the case of the power 
lines and common lines, “translational compatible” means 
that upon a shift in position of a die with respect to another 
die, the power lines on the shifted die align with power lines 
on the other die, and the common lines on the shifted die align 
with common lines on the other die. In the particular example 
of FIG.1, with die (22) shifted in position (25) with respect to 
die (21), note according to lines (31) that the power lines (40) 
and the common lines (42) of die (22) align so as to overlap 
and contact the power lines (40) and common lines (42) of die 
(21) when die (22) is mounted upon die (21). Similarly, the 
power lines (40) and common lines (42) of die (23) align so as 
to overlap and contact the powerlines (40) and common lines 
(42) of die (22) when die (23) is mounted upon die (22). In this 
way, power and common are conducted from a Substrate all 
the way up through a die stack composed of dies having 
translationally compatible power and common lines. 

5 

10 

15 

25 

30 

35 

40 

45 

50 

55 

60 

65 

4 
For further explanation, FIG. 2 sets forth a cross-sectional 

Vertical view schematic drawing of an example integrated 
circuit die stack (20) according to embodiments of the present 
invention. FIG. 2 shows the dies (21, 22, 23) of FIG. 1 stacked 
upon one another and upon a Substrate (26)—with the cross 
section of FIG. 2 taken along line (90) on FIG. 1 and viewed 
from perspective (92) on FIG.1. The substrate includes con 
ductors represented here as signal lines (48), power lines (74), 
and common lines (72). The signal lines (48), viewed here as 
a single horizontal line because of the cross-sectional per 
spective, in fact represent a plurality of bus conductors, eight 
(to match the number of TSVs in the dies of FIG. 1), or, 
alternatively, sixteen, thirty-two, sixty-four, and so on. 
Regardless of the number of conductors in the bus, bus (48) is 
a single bus driving three sets of conductors (28, 29, 30) 
vertically into the die stack (20). Readers will recognize that, 
as an alternative to the single bus (48) substrate architecture of 
FIG. 2, the substrate (26) could implement three buses, one 
each to drive separately the three buses (28, 28, 30) vertically 
through the die stack (20). The architecture as illustrated 
presents an engineering challenge to impedance-match a 
single bus (48) to drive three sets of conductors (28, 29.30) up 
into the die stack. A three-bus architecture would ease the 
impedance matching challenge—although requiring more 
complexity in the Substrate. 

Each die in this example includes PTVs (28, 29), conduc 
tive pathways through each die with no connections to any 
circuitry on the die. Each die also includes TSVs (30), again, 
conductive pathways through the dies that also connect to 
electronic circuitry (36) on a die. The substrate provides 
connections (50) from the signal lines (48) in the substrate 
through TSVs (30) to circuitry (36) on the dies. In addition, 
the substrate's signal lines connect to the TSVs (30) in the 
second die (22) through PTVs (29) in the first die (21), and the 
substrate's signal lines also connect to the TSVs (30) in the 
third die (23) through PTVs (28) in the first die (21) and 
through PTVs (28) in the second die (22). 

All three dies in the example of FIG. 2 are identical to one 
another, and the only differences in their appearances as illus 
trated are their shifts in position (25, 27). The TSVs (30) and 
PTVs (28, 29) are disposed on each identical die with the 
positions of the TSVs and PTVs on each identical die trans 
lationally compatible with respect to the TSVs and PTVs on 
each of the other identical dies. Again, the “translation’ ele 
ment of translational compatibility is used here as in the 
Science of physics to refer to movement that changes the 
position of an object, as opposed to rotation. And “transla 
tionally compatible” means that the PTVs and TSVs are 
disposed on each identical die so that a first die’s shift in 
position with respect to another die can align PTVs in the first 
die with TSVs in the second die. In addition, to the extent that 
an identical die design includes more than one set of PTVs, as 
is the case in this example, then “translationally compatible' 
includes PTVs disposed so as to align PTVs across dies with 
shifts in position. In the particular example of translational 
compatibility illustrated by the dies of FIG. 2, die (22) is 
shifted in position (25) with respect to die (21) so that, when 
die (22) is mounted upon die (21), PTVs (29) in die (21) align 
with TSVs (30) in die (22), so that the PTVs in die (21) can 
connect conductors (48) from a substrate through die (21) to 
the TSVs indie (22)—and therefore to the circuitry (36) indie 
(22). Similarly, die (23) is shifted in position (27) with respect 
to die (22) so that, when die (23) is mounted upon die (22), 
with die (22) mounted below it on die (21) and the substrate 
(26), PTVs (29) in die (22) align with TSVs (30) in die (23), 
so that the PTVs (29) in die (22) can connect conductors from 
a substrate through die (22) to the TSVs in die (23)—and 
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therefore to the circuitry (36) in die (23). The shift in position 
(25) of die (22) with respect to die (21), in addition to aligning 
PTVs (29) of die (21) with TSVs (30) in die (22), also aligns 
PTVs (28) of die (21) with PTVs (29) of die (22), creating a 
conductive path from the substrate (26) all the way through 
dies (21, 22) to the TSVs (30) of die (23). 
The dies (21, 22, 23) in the example of FIG. 2 also include 

power lines (40) and common lines (42), which like the PTVs 
and the TSVs are also conductive pathways through the dies. 
In addition, the power lines and common lines, also like the 
PTVs and TSVs, are disposed on both dies so as to be trans 
lational compatible. In the vertical cross-section of FIG.2, the 
power lines (40) and common lines (42) can be seen to 
include conductive horizontal distribution extensions (32.34) 
deposited on the top Surface of each die as an aid to transla 
tional compatibility of the power lines (40) and common lines 
(42). “Translational compatible again, has a slightly differ 
ent meaning in the case of the power and common lines. 
“Translational compatible” as applied to the TSVs and PTVs 
means that upon a shift in position of a die, the TSVs on that 
die align with PTVs on another die, that is, unlike things align. 
Indies with more than one set of PTVs, a shift in position can 
also align PTVs across dies, but in translationally compatible 
dies, a shift in positionalways aligns unlike things, PTVs with 
TSVs. In the case of the power and common lines, it is never 
intended to align unlike things, power lines with common 
lines. On the contrary, it is intended always to align like 
things, power lines with power lines, common lines with 
common lines. So in the case of the power lines and common 
lines, “translational compatible” means that upon a shift in 
position of a die with respect to another die, the power lines on 
the shifted die align with power lines on the other die, and the 
common lines on the shifted die align with common lines on 
the other die. In the particular example of FIG.2, with die (22) 
shifted in position (25) with respect to die (21), note accord 
ing to lines (31) that the power lines (40) and the common 
lines (42) of die (22) align so as to overlap and contact the 
power lines (40) and common lines (42) of die (21) when die 
(22) is mounted upon die (21). Similarly, the power lines (40) 
and common lines (42) of die (23) align so as to overlap and 
contact the power lines (40) and common lines (42) of die 
(22) when die (23) is mounted upon die (22). In this way, 
power and common are conducted from a substrate all the 
way up through a die stack composed of dies having transla 
tionally compatible power and common lines. 

For further explanation, FIG. 3 sets forth a cross-sectional 
Vertical view schematic drawing of a further example inte 
grated circuit die Stack according to embodiments of the 
present invention, where the die stack (20) includes an inter 
face die (62). FIG.3 shows the dies (21, 22, 23) of FIGS. 1-2 
stacked upon a substrate (26) similar to the substrate (26) of 
FIG. 2 with the cross-section of FIG.3 taken along line (90) 
on FIG. 1 and viewed from perspective (92) on FIG. 1. The 
example die stack of FIG. 3, however, unlike the die stack of 
FIG. 2, includes an additional die, an interface die (62) 
mounted upon the substrate (26) between the substrate (26) 
and the first die (21). 
The interface die (62) provides an interface between the 

other dies (21, 22, 23) in the stack in the sense that the 
interface die splits and connects a same set of signal lines (48) 
from the substrate to the PTVs (28, 29) on the first die (21) in 
the stack and separately to TSVs (30) on the first die (21). The 
PTVs (29) on the first die (21) then convey signals from the 
substrate through TSVs (30) of the second die (22) to circuitry 
(36) on the second die (23)—and the PTVs (28) on the first die 
(21) convey signals from the substrate through PTVs (29) of 
the second die (22) and through TSVs (30) of the third die (23) 
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6 
to circuitry (36) on the third die (23). The splitting of signals 
in the interface die (62) is effected by interface circuitry (64) 
in the interface die (62). The interface circuitry includes driv 
ers (66) that connect the signal lines (48) from the substrate to 
signal lines (68.70) in the interface die. The drivers (66) are 
depicted pointing up through the stack in a unidirectional 
manner, but readers will recognize that the interface circuitry 
(64) can be configured to operate the conductors (52, 68,70) 
either unidirectionally orbidirectionally. The signal lines (68) 
connect driver outputs to TSVs (30) in the first die (21), and 
the signal lines (70) connect driver outputs to PTVs (28, 29) 
in the first die (21) and therefore to TSVs (30) in the second 
die (22), to circuitry (30) in the second die (22), to PTVs (29) 
in the second die (22), to TSVs (30) in the third die (23), and 
to circuitry in the third die (23). 

In view of this explanation of the example die stack of FIG. 
3, readers will recognize that the signal lines (48) of substrate 
(26) of FIG. 3, with the inclusion of the interface circuitry of 
the interface die in the die stack, need to drive only a single 
bus connection (52) into the die stack despite the fact that 
three buses enter the three identical dies (21, 22, 23) in the 
stack, an advantage over the design of the Substrate of FIG. 2 
in which the signal lines (48) were required to drive three sets 
of bus lines into the die stack, one set of bus lines into the 
PTVs (28) of die (21), another set of bus lines into the PTVs 
(29) of die (21), and a third set of bus lines into the TSVs (30) 
of die (21). It is an engineering tradeoff that requires the 
addition of an interface die to the stack but substantially eases 
the design and manufacture of the substrate. It is likely that 
embodiments with more sets of PTVs and therefore more 
buses driven into the die stack will tend to prefer the use of an 
interface die. 

For further explanation, FIG. 4 sets forth a cross-sectional 
Vertical view schematic drawing of a further example inte 
grated circuit die Stack according to embodiments of the 
present invention, where the die stack (20) includes an inter 
face die (62). FIG. 4 shows the dies (21, 22, 23) of FIGS. 1-2 
stacked upon a substrate (26) similar to the substrate (26) of 
FIG. 2 with the cross-section of FIG. 4 taken along line (90) 
on FIG. 1 and viewed from perspective (92) on FIG. 1. The 
example die stack of FIG. 4, however, unlike the die stack of 
FIG. 2, includes an additional die, an interface die (62) 
mounted upon the substrate (26) between the substrate (26) 
and the first die (21) in the die stack (20). 
The interface die (62) provides an interface between the 

other dies (21, 22, 23) in the stack in the sense that the 
interface die multiplexes and demultiplexes the same set of 
signal lines (48) from the substrate (26) separately to the 
PTVs (28, 29) on the first die (21) and separately to TSVs (30) 
on the first die (21). The PTVs (28, 29) on the first die (21) 
then convey signals from the substrate through TSVs (30) of 
the second die (22) to circuitry (36) on the second die (22)— 
and through PTVs (29) of the second die (22) to TSVs (30) of 
the third die (23) and to circuitry (36) on the third die (23). 
The multiplexing and demultiplexing of signals in the inter 
face die (62) is carried out by mux/demux circuitry (76) in the 
interface die (62). The muX/demux circuitry (76) connects the 
signal lines (48) from the substrate to signal lines (68.70) in 
the interface die. The signal lines (68) connect driver outputs 
to TSVs (30) and therefore to circuitry (36) in the first die 
(21), and the signal lines (70) connect driver outputs to PTVs 
(28, 29) in the first die (21) and therefore to TSVs (30) in the 
second die (22), to circuitry (30) in the second die (22), to 
PTVs (29) in the second die (22), to TSVs (30) in the third die 
(23), and to circuitry in the third die (23). 

Alternating current signals on the signal lines (48, 52, 68. 
70) are typically characterized by a clock speed. The interface 
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die (62) can optionally operate the signal lines (68.70) to the 
PTVs (28, 29) and the TSVs (30) in the first die (21) at the 
same clock speed as the signal lines (28) in the Substrate— 
although Such a design would potentially leave the identical 
dies (21, 22, 23) operating with unused data communications 
bandwidth. As a possibly preferred alternative, therefore, the 
substrate can be configured to operate the signal lines (68.70) 
of the substrate at a first clock speed (63) with the interface die 
(62) operating signal lines (68.70) to the PTVs (28, 29) and 
to the TSVs (30) at a second clock speed (67), the first clock 
speed sufficiently faster than the second clock speed to fit 
onto the signal lines (68.70) of the interface die all commu 
nications between the substrate and the PTVs and the TSVs. 
In a case where, for example, the clock speed of the signal 
lines (48) in the substrate (26) were 1.5 GHZ, and the clock 
speed of the signals on the signal lines (68.70) in the interface 
die (62) were 0.5 GHz and the mux/demux circuitry (76) 
administers packets of data from the Substrate—sending one 
third of the packets to each of the dies (21, 22, 23)—then with 
these two example clock speeds, data communications from 
the substrate to the dies would exactly fit the bandwidth of the 
data communications speed available between the interface 
die and the other dies in the stack, thereby reducing or elimi 
nating completely any need for additional storage buffering in 
the mux/demux circuitry (76) or elsewhere in the interface die 
(62)—and also reducing or eliminating any need for addi 
tional signal or bus lines in the Substrate. 

For further explanation, FIG. 5 sets forth a cross-sectional 
Vertical view schematic drawing of a further example inte 
grated circuit die Stack (20) according to embodiments of the 
present invention, where the die stack (20) includes substacks 
(78. 80). FIG. 5 shows dies like the dies (21, 22, 23) of FIG. 
1 stacked upon a substrate (26) like the substrate (26) of FIG. 
2 with the cross-section of FIG. 5 taken along line (90) on 
FIG. 1 and viewed from perspective (92) on FIG. 1. The 
example die stack of FIG. 5, however, unlike the die stack of 
FIG. 2, includes a first substack (78) mounted upon the sub 
strate (26), where the first substack includes two or more (in 
this example, only two) identical dies (21, 22), and each of the 
dies (21, 22) in the first substack (78) are stacked upon one 
another with no shift in position with respect to one another. 
The example die stack (20) of FIG.5 also includes a second 

substack (80) that includes two or more dies (in this example, 
exactly two) (23, 24) identical to the dies (21, 22) in the first 
substack (78). The dies (23, 24) in the second substack (80) 
are stacked upon one another with no shift in position with 
respect to one another, although the entire second Substack 
(80) is shifted in position (33) with respect to the first substack 
(78) and mounted upon the first substack so that PTVs (29) in 
the first substack connect the signal lines (48.52) from the 
substrate (26) through the first substack (78) to TSVs (30) in 
the second substack (80), where the TSVs (30) in the second 
substack (80) drive active circuitry (36) in the dies (23,24) of 
the second substack (80). Readers will recognize also that 
PTVs (28) in the first substack (78) connect conductors, that 
is, signal lines (48.52), to PTVs (29) in the second substack 
(80), through which signal could be conducted to a TSVs and 
circuitry in a third Substack if a designer or manufacturer 
were to install a third substack on top of the second substack 
(80). Similarly, identical dies with more than two sets of 
PTVs (28, 29) can support installation of even more sub 
stacks, enabling creation of integrated circuit stacks in inte 
grated circuit packages with various bus structures through 
the die stacks, with no need to use external wiring to connect 
buses up through the dies stacks, with die stacks fabricated 
with completely identical dies fabricated on wafers of many, 
many identical dies. 
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8 
For further explanation, FIG. 6 sets forth a flow chart 

illustrating an example method of manufacturing an inte 
grated circuit die Stack according to embodiments of the 
present invention. The method of FIG. 6 fabricates integrated 
circuit die stacks like those described above with regard to 
FIGS. 1-5. For ease of explanation, therefore, the method of 
FIG. 6 is described here with reference to FIGS. 1-5 as well as 
FIG. 6, so that reference numbers in the discussion below are 
found not only on FIG. 6, but also on FIGS. 1-5. 
The method of FIG. 6 includes fabricating (202) a plurality 

of identical integrated circuit dies (21, 22, 23), each die 
including PTVs (28, 29) and TSVs (30) disposed upon each 
identical die so that the positions of the TSVs and PTVs on 
each identical die are translationally compatible with respect 
to the TSVs and PTVs on any other identical die. The posi 
tions of the TSVs and PTVs are translationally compatible in 
the sense that the positions of at least some of the TSVs and 
PTVs on each identical die align when one die is shifted in 
position with respect to any other identical die. The method of 
FIG. 6 also includes mounting (204)a first one of the identical 
integrated circuit dies (21) upon a Substrate (26), shifting in 
position (206) with respect to the first die a second one of the 
identical integrated circuit dies (22), and mounting (208) the 
second die (22) upon the first die (21) with PTVs (29) in the 
first die connecting signal lines (48) from the substrate (26) 
through the first die (21) to TSVs (30) in the second die (22). 
The example die stacks described above with regard to FIGS. 
2-4 each has a third die (23) in the die stack (20), but readers 
will recognize that including a third die in a die stack accord 
ing to embodiments of the present invention, or indeed a 
fourth or fifth die, is merely a matter of repeating the steps of 
the method of FIG. 6. 
The method of FIG. 6 also includes mounting (210) an 

interface die (62 on FIGS. 3-6) upon the substrate (26) 
between the substrate and the first die (21), with the interface 
die (62) splitting and connecting a same set of signal lines 
(48) from the substrate (26) to the PTVs (28, 29) on the first 
die (21) and separately to TSVs (30) on the first die (21). As 
an alternative to a direct split of the signal lines, reference (64) 
on FIG.3, the interface die can be configured to multiplex and 
demultiplex, reference (76) on FIG. 4, signal lines (48) from 
the substrate (26) to the PTVs (28, 29) on the first die (21) and 
separately to TSVs (30) on the first die (21), with the signal 
lines on the substrate (48), to the PTVs (70), and to the TSVs 
(68) all operating at a same clock speed. As a further alterna 
tive, the interface die (62 on FIG. 4) can be configured to 
multiplex and demultiplex, reference (76) on FIG. 4, signal 
lines (48) from the substrate with the signal lines (48) on the 
substrate operating at a first clock speed (63) and the interface 
die operating the signal lines to the PTVs (70) and to the TSVs 
(68) at a second clock speed (67 on FIG. 4), with the first clock 
speed sufficiently faster than the second clock speed to fit 
onto the signal lines (68.70) of the interface die all commu 
nications between the substrate and the PTVs and the TSVs. 
Mounting (210) an interface die between the substrate and the 
first die in the die stack is depicted as an optional step in the 
flow chart of FIG. 6, because die stacks according to embodi 
ments of the present invention may be fabricated with or 
without interface dies. 
The method of FIG. 6 also includes creating (212) a first 

substack (78 on FIG. 5) by stacking upon one another, with no 
shift in position with respect to one another, two or more of 
the identical dies (21, 22), and mounting (214) the first sub 
stack (78) upon the substrate (26). In the particular example of 
FIG. 5, the die stack (20) includes an interface die (62) 
mounted between the substrate (26) and the first substack 
(78), but readers will recognize that the first substack can be 

Petitioners 
Ex. 1025, p. 14



US 8,258,619 B2 

mounted with its first die directly on the substrate as illus 
trated and discussed above with reference to die (21) in the 
example die stack of FIG. 2. The method of FIG. 6 also 
includes creating (216) a second Substack (80) by stacking 
upon one another, with no shift in position with respect to one 
another, an additional two or more of the identical dies (23, 24 
on FIG. 5), and shifting in position (218) the entire second 
substack with respect to the first substack. The positions of 
the PTVs, TSVs, power lines, and common lines on all the 
identical dies are translationally compatible with one another. 
The method of FIG. 6 also includes mounting (220) the sec 
ond substack (80) on the first substack (78) so that PTVs (29) 
in the first substack connect the signal lines (48) from the 
substrate (26) through the first substack (78) to TSVs (30) in 
the second substack (80), where the TSVs (30) in the second 
substack drive active circuitry (36) in the dies (23, 24 on FIG. 
5) of the second substack (80). Steps (212. 214, 216, 218, 
220) are depicted in the flow chart of FIG. 6 as optional 
because die Stacks according to embodiments of the present 
invention may be implemented with or without substacks. A 
die stack containing only two identical dies shifted in position 
with respect to one another, as in the die stack of FIG. 2, 
contains no Substacks—it being taken as trivial here to speak 
ofa Substack as containing only one die. That is, a substack 
as the term is used here contains at least two dies, not shifted 
in position with respect to one another. 

For further explanation, FIG. 7 sets forth a flow chart 
illustrating an example method of operation for an integrated 
circuit die stack (20) according to embodiments of the present 
invention. The method of FIG. 7 operates integrated circuit 
die stacks like those described above with regard to FIGS. 
1-5. For ease of explanation, therefore, the method of FIG. 7 
is described here with reference to FIGS. 1-5 as well as FIG. 
7, so that reference numbers in the discussion below are found 
not only on FIG. 7, but also on FIGS. 1-5. 

With reference also to FIGS. 1-2: The method of FIG. 7 
includes transmitting (302) an alternating current signal (63) 
from a substrate (26) through a first die (21) mounted upon the 
substrate to electronic circuitry (36) in a second die (22) in the 
die stack (20), where the second die is identical to the first die, 
shifted in position with respect to the first die, and mounted 
upon the first die. The method of FIG. 7 also includes con 
ducting (304), by the first die (21), the signal (63) through 
PTVs (29) in the first die toward the second die, where each 
PTV (28, 29) is composed of a conductive pathway through 
the first die with no connection to any circuitry on the first die. 
The method of FIG. 7 also includes conducting (306), by the 
second die (22), the signal (63) through TSVs (30) in the 
second die to the electronic circuitry (36), where each TSV in 
the second die is composed of a conductive pathway through 
the second die that is also connected to the electronic circuitry 
on the second die. The TSVs (30) and PTVs (28, 29) are 
disposed upon each identical die so that the positions of the 
TSVs and PTVs on each identical die are translationally 
compatible with respect to the TSVs and PTVs on the other 
identical die, and some of the PTVs (29) in the first die 
connect signal lines (48) from the substrate (26) through the 
first die to the TSVs (30) in the second die. 

With reference also to FIG. 4: The method of FIG. 7 also 
includes conducting (308) the signal (63) through an interface 
die (62) mounted upon the substrate (26) between the sub 
strate and the first die (21), where the interface die splits and 
connects (68.70) a same set of signal lines (48.52) from the 
substrate to the PTVs (28, 29) on the first die (21) and sepa 
rately to TSVs (30) on the first die (21). The method of FIG. 
7 also includes the alternative option of multiplexing and 
demultiplexing (310) by the interface die (26) the same set of 
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10 
signal lines (48) from the substrate (26) to the PTVs (28, 29) 
on the first die (21) and separately to TSVs (30) on the first die 
(21), with the signal lines on the substrate (48), to the PTVs 
(70), and to the TSVs (68) all operating at a same clock speed. 
As a further optional alternative, the method of FIG. 7 also 
includes multiplexing and demultiplexing (312) by the inter 
face die (26) the same set of signal lines (48) from the sub 
strate (26) to the PTVs (28) on the first die (21) and separately 
to TSVs (30) on the first die (21), including operating by the 
substrate (26) the signal lines (48) on the substrate (26) at a 
first clock speed (63) and operating by the interface die signal 
lines (68.70) to the PTVs (28, 29) and to the TSVs (30) at a 
second clock speed (67), where the first clock speed is suffi 
ciently faster than the second clock speed to fit onto the signal 
lines (68.70) of the interface die (62) all communications 
between the substrate (26) and the PTVs (28, 29) and the 
TSVs (30). The steps of conducting (308) the signal through 
an interface die as well multiplexing and demultiplexing 
(310, 312) the signal by the interface die are depicted as 
optional steps in the flow chart of FIG. 7, because die stacks 
according to embodiments of the present invention may be 
operated with or without interface dies. 

For further explanation, FIG. 8 sets forth a flow chart 
illustrating a further example method of operation for an 
integrated circuit die Stack according to embodiments of the 
present invention. The method of FIG.8 operates integrated 
circuit die stacks like those described above with regard to 
FIGS. 1-5. For ease of explanation, therefore, the method of 
FIG. 8 is described here with reference to FIGS. 1-5 as well as 
FIG. 8, so that reference numbers in the discussion below are 
found not only on FIG. 8, but also on FIGS. 1-5. The method 
of FIG. 8 is similar to the method of FIG. 7, including as it 
does transmitting (302) an alternating current signal from a 
substrate, conducting (304) the signal through PTVs, and 
conducting (306) the signal through TSVs to electronic cir 
cuitry. 

With reference also to FIG. 5: Transmitting (302) an alter 
nating current signal (63) from a Substrate in the method of 
FIG. 8, however, unlike the method of FIG. 7, includes trans 
mitting (314) the signal (63) through a first substack (78) 
mounted upon the substrate (26) to electronic circuitry (36) in 
a second substack (80) in the die stack (20). The first substack 
(78) includes two or more identical dies (21, 22 on FIG. 5), 
and each of the dies in the first Substack are stacked upon one 
another with no shift in position with respect to one another. 
The second substack (80) includes two or more dies (23, 24 on 
FIG. 5) identical to the dies in the first substack, also with 
each of the dies in the second Substack Stacked upon one 
another with no shift in position with respect to one another. 
The entire second substack (80), however, is shifted in posi 
tion (33) with respect to the first substack (78) and mounted 
upon the first substack so that PTVs (29) in the first substack 
connect the signal lines (48) from the substrate through the 
first substack to TSVs (30) in the second substack (80). 

Also in the method of FIG. 8, conducting (304) the signal 
through PTVs includes conducting (316) the signal (63) by 
the first substack (78) through PTVs (29) in the first substack, 
where the PTVs are conductive pathways through the first 
Substack with no connection to any circuitry in the first Sub 
stack. Also in the method of FIG. 8, conducting (306) the 
signal (63) through TSVs (30) includes conducting (318) the 
signal by the second substack (80) through TSVs (30) in the 
second substack to electronic circuitry (36) in the second 
substack, where the TSVs (30) in the second substack are 
composed of conductive pathways through the second Sub 
stack that are also connected to electronic circuitry (36) in the 
second substack (80). 
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In view of the explanations set forth above, readers will 
recognize that the benefits of integrated circuit die stack with 
translationally compatible vias according to embodiments of 
the present invention include: 

Substantial reduction of bus signal lines load when stack 
ing multiple dies, hence easier impedance matching, 
better control of bus noise, 

Higher signal quality on the vias in the dies of a stack, 
Support for faster bus speeds on the vias in the dies of a 

Stack, 
Flexible support for bus structures completely internal to 

the die stack, with no requirement whatsoever for exter 
nal wiring to connect signals, common, or power up 
through the stack, and 

Flexible support for multiple different bus structures in die 
stacks, despite the fact that all the dies in a die stack, with 
the optional exception of an interface die, are identical. 

It will be understood from the foregoing description that 
modifications and changes may be made in various embodi 
ments of the present invention without departing from its true 
spirit. The descriptions in this specification are for purposes 
of illustration only and are not to be construed in a limiting 
sense. The scope of the present invention is limited only by 
the language of the following claims. 

What is claimed is: 
1. An integrated circuit die Stack comprising: 
a first die mounted upon a Substrate, the first die comprising 

pass-through vias (PTVs), each PTV comprising a 
conductive pathway through the first die with no con 
nection to any circuitry on the first die; and 

a second die, identical to the first die, shifted in position 
with respect to the first die and mounted upon the first die 
so that the PTVs in the first die connect conductors from 
the substrate through the first die to the TSVs in the 
second die, each TSV on the second die comprising a 
conductive pathway through the second die that is also 
connected to electronic circuitry on the second die, the 
TSVs and PTVs disposed upon each identical die with 
the positions of the TSVs and PTVs on each identical die 
translationally compatible with respect to the TSVs and 
PTVs on the other identical die so that the second die’s 
shift in positionaligns PTVs in the first die with TSVs in 
the second die, wherein the die stack further comprises 
an interface die mounted upon the substrate between the 
Substrate and the first die splitting and connecting a same 
set of signal lines from the substrate to the PTVs on the 
first die and separately to TSVs on the first die, the 
interface die multiplexing and demultiplexing the same 
set of signal lines from the substrate to the PTVs on the 
first die and separately to TSVs on the first die, the signal 
lines on the substrate, to the PTVs, and to the TSVs all 
operating at a same clock speed. 

2. The die stack of claim 1 wherein the conductors from the 
Substrate comprise power lines, common lines, and signal 
lines. 

3. The die stack of claim 1 further comprising: 
the interface die operating the signal lines on the Substrate 

at a first clock speed and the signals lines to the PTVs 
and to the TSVs at a second clock speed, the first clock 
speed sufficiently faster than the second clock speed to 
fit onto the signal lines of the Substrate all communica 
tions between the interface die and the PTVs and the 
TSVS. 

4. The die stack of claim 1 further comprising: 
a first substack mounted upon the substrate, the first sub 

stack comprising two or more dies identical to the first 

10 

15 

25 

30 

35 

40 

45 

50 

55 

60 

65 

12 
die, each of the dies in the first substack stacked upon 
one another with no shift in position with respect to one 
another, and 

a second Substack comprising two or more dies identical to 
the dies in the first substack, each of the dies in the 
second Substack Stacked upon one another with no shift 
in position with respect to one another, the entire second 
substack shifted in position with respect to the first sub 
stack and mounted upon the first substack so that PTVs 
in the first substack connect the conductors from the 
substrate through the first substack to TSVs in the sec 
ond Substack. 

5. A method of manufacturing an integrated circuit die 
Stack comprising: 

fabricating a plurality of identical integrated circuit dies, 
each die comprising pass-through-vias (PTVs) and 
through-silicon-vias (TSVs) disposed upon each iden 
tical die so that the positions of the TSVs and PTVs on 
each identical die are translational compatible with 
respect to the TSVs and PTVs on any other identical die, 
each PTV comprising a conductive pathway through a 
die with no connection to any circuitry on the die, each 
TSV comprising a conductive pathway through a die 
that is also connected to electronic circuitry on the die; 

mounting a first one of the identical integrated circuit dies 
upon a Substrate; 

shifting in position with respect to the first die a second one 
of the identical integrated circuit dies, aligning PTVs in 
the first die with TSVs in the second die; 

mounting the second die upon the first die with the PTVs in 
the first die connecting conductors from the Substrate 
through the first die to TSVs in the second die; and 

mounting an interface die upon the Substrate between the 
substrate and the first die, the interface die multiplexing 
and demultiplexing a same set of signal lines from the 
substrate to the PTVs on the first die and separately to 
TSVs on the first die, the signal lines on the substrate, to 
the PTVs, and to the TSVs all operating at a same clock 
speed. 

6. The method of claim 5 wherein the conductors from the 
Substrate comprise power lines, common lines, and signal 
lines. 

7. The method of claim 5 further comprising: 
mounting an interface die upon the Substrate between the 

substrate and the first die, the interface die splitting and 
connecting a same set of signal lines from the Substrate 
to the PTVs on the first die and separately to TSVs on the 
first die. 

8. The method of claim 5 further comprising: 
mounting an interface die upon the Substrate between the 

substrate and the first die, the interface die multiplexing 
and demultiplexing a same set of signal lines from the 
substrate to the PTVs on the first die and separately to 
TSVs on the first die, the substrate operating the signal 
lines on the substrate at a first clock speed and the inter 
face die operating the signal lines to the PTVs and to the 
TSVs at a second clock speed, the first clock speed 
sufficiently faster than the second clock speed to fit onto 
the signal lines of the interface die all communications 
between the Substrate and the PTVs and the TSVs. 

9. The method of claim 5 further comprising: 
creating a first Substack by stacking upon one another, with 

no shift in position with respect to one another, two or 
more of the identical dies; 

mounting the first Substack upon the Substrate; 
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creating a second Substack by stacking upon one another, 
with no shift in position with respect to one another, an 
additional two or more of the identical dies; 

shifting in position the entire second Substack with respect 
to the first substack, aligning PTVs in the first substack 
with TSVs in the second substack; and 

mounting the second substack on the first Substack so that 
PTVs in the first substack connect the conductors from 
the substrate through the first substack to TSVs in the 
second substack, the TSVs in the second substack driv 
ing active circuitry in the dies of the second Substack. 

10. A method of operation for an integrated circuit die stack 
comprising: 

transmitting an alternating current signal from a substrate 
through a first die mounted upon the Substrate to elec 
tronic circuitry in a second die in the die Stack, the 
second die identical to the first die, shifted in position 
with respect to the first die, and mounted upon the first 
die; 

conducting, by the first die, the signal through pass 
through vias (PTVs) in the first die toward the second 
die, each PTV comprising a conductive pathway 
through the first die with no connection to any circuitry 
on the first die; and 

conducting, by the second die, the signal through silicon 
vias (TSVs) in the second die to the electronic cir 
cuitry, each TSV in the second die comprising a conduc 
tive pathway through the second die that is also con 
nected to the electronic circuitry on the second die, 
wherein the TSVs and PTVs are disposed upon each 
identical die so that the positions of the TSVs and PTVs 
on each identical die are translationally compatible with 
respect to the TSVs and PTVs on the other identical die 
so that the second dies shift in position aligns PTVs in 
the first die with TSVs in the second die, and the PTVs in 
the first die connect signal lines from the substrate 
through the first die to the TSVs in the second die; 

conducting the signal through an interface die mounted 
upon the substrate between the substrate and the first, the 
interface die splitting and connecting a same set of signal 
lines from the substrate to the PTVs on the first die and 
separately to TSVs on the first die; and 

multiplexing and demultiplexing by the interface die the 
same set of signal lines from the substrate to the PTVs on 
the first die and separately to TSVs on the first die, the 
signal lines on the substrate, to the PTVs, and to the 
TSVs all operating at a same clock speed. 
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11. The method of claim 10 wherein the conductors from 

the Substrate comprise powerlines, common lines, and signal 
lines. 

12. The method of claim 10 further comprising: 
multiplexing and demultiplexing by the interface die the 

same set of signal lines from the substrate to the PTVs on 
the first die and separately to TSVs on the first die, 
including operating by the Substrate the signal lines on 
the Substrate at a first clock speed and operating by the 
interface die signal lines to the PTVs and to the TSVs at 
a second clock speed, the first clock speed sufficiently 
faster than the second clock speed to fit onto the signal 
lines of the interface die all communications between 
the Substrate and the PTVs and the TSVs. 

13. The method of claim 10 wherein: 
transmitting an alternating current signal from a substrate 

further comprises transmitting the signal through a first 
Substack mounted upon the Substrate to electronic cir 
cuitry in a second Substack in the die Stack, the first 
Substack comprising two or more identical dies, each of 
the dies in the first Substack Stacked upon one another 
with no shift in position with respect to one another, the 
second Substack comprising two or more dies identical 
to the dies in the first substack, each of the dies in the 
second Substack Stacked upon one another with no shift 
in position with respect to one another, the entire second 
substack shifted in position with respect to the first sub 
stack and mounted upon the first substack so that PTVs 
in the first substack align with TSVs in the second sub 
stack and connect the signal lines from the Substrate 
through the first substack to TSVs in the second sub 
Stack; 

conducting the signal through PTV's further comprises 
conducting the signal by the first substack through PTVs 
in the first substack, the PTVs comprising conductive 
pathways through the first Substack with no connection 
to any circuitry in the first Substack; and 

conducting the signal through TSVs further comprises 
conducting the signal by the second Substack through 
TSVs in the second substack to electronic circuitry in the 
second Substack, TSVs in the second Substack compris 
ing conductive pathways through the second Substack 
that are also connected to electronic circuitry in the 
second Substack. 

Petitioners 
Ex. 1025, p. 17




