
(19) United States 
(12) Patent Application Publication (10) Pub. No.: US 2011/0281579 A1 

Kummetz 

US 20110281579A1 

(43) Pub. Date: Nov. 17, 2011 

(54) SYSTEMAND METHOD FOR DETECTING 
AND MEASURING UPLINK TRAFFIC IN 
SIGNAL REPEATING SYSTEMS 

(76) 

(21) 

(22) 

(51) 

Inventor: 

Appl. No.: 

Filed: 

Thomas Kummetz, Forest, VA 
(US) 

12/778,312 

May 12, 2010 

Publication Classification 

Int. C. 
H04/24/00 

I l 

(2009.01) 

(52) U.S. Cl. ........................................................ 455/424 
(57) ABSTRACT 

A signal repeating system for a wireless network includes an 
antenna configured for transceiving signals between a base 
station and a user equipment device. Repeating circuitry is 
coupled to the antenna and defines an uplink path for signals 
from the user equipment device to the base station and a 
downlink path for signals from the base station to the user 
equipment device. The repeating circuitry includes gain cir 
cuitry and gain control circuitry that is coupled to the gain 
circuitry. The gain control circuitry is operable for varying the 
gain of the repeating circuitry according to a waveform. Mea 
Surement circuitry measures the receive power in the uplink 
path over time from the user equipment device. Processing 
circuitry cross-correlates the inverted gain variation wave 
form with the measured receive power for determining the 
existence of traffic from user equipment devices in the uplink 
path. 
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SYSTEMAND METHOD FOR DETECTING 
AND MEASURING UPLINK TRAFFIC IN 

SIGNAL REPEATING SYSTEMS 

FIELD OF THE INVENTION 

0001. The present invention is directed generally to signal 
repeating systems, such as repeaters or distributed antenna 
systems, for wireless communications, and more particularly 
to a system and method for detecting uplink traffic from 
mobile user equipment within those systems. 

BACKGROUND OF THE INVENTION 

0002. In existing wireless technologies, signal repeating 
devices. Such as repeaters or distributed antenna systems 
(DAS), are used to extend the coverage of an overall wireless 
system beyond the ranae of traditional base stations. For 
example, an overall wireless communication system may 
consist of a plurality of base transceiver stations (BTS) or 
base stations that communicate with each other and with user 
equipment, such as cellular phones, to provide a defined 
coverage area. In Such coverage areas, there are often Smaller 
geographical areas that have very low signal coverage, as 
provided by one or more of the base stations. For example, 
Such areas of low signal coverage may be within buildings or 
in areas that are otherwise obstructed, such as by terrain 
features or man-made structures. Rather than simply imple 
menting another costly and large base station to provide coV 
erage in Such low signal areas, repeaters and distributed 
antenna systems are often utilized. 
0003) While repeaters and distributed antenna systems 
(herein collectively, “signal repeating systems') may 
adequately extend coverage, it may be desirable to eventually 
install a dedicated BTS in order to increase the amount of 
capacity offered in the area. To that end, it is desirable to be 
able to determine the relative loading and traffic of a signal 
repeating system so that a building owner or other system 
operator is aware of the traffic requirements for that wireless 
environment. 

0004 One method of detecting traffic within a mobile 
network is to utilize the receive signal strength indication 
(RSSI) measurement of the power that is present in a received 
radio signal. The RSSI is a well-known parameter in the 
operation of signal repeating systems. The RSSI-based detec 
tion method for determining traffic within a wireless environ 
ment or network is used extensively in GSM repeaters and 
distributed antenna systems. Usually, the uplink RSSI is uti 
lized to determine the uplink traffic from mobiles that are 
within the coverage range of a signal repeating system. The 
signal repeating system identifies the channels used by the 
adjacent base stations and it then distributes and amplifies the 
signals in order to monitor the equivalent uplink (UL) fre 
quencies. If the RSSI level on a UL channel exceeds a certain 
threshold, the system can detect the UL traffic. The threshold 
level is usually a level above the receiver input noise floor for 
the signal repeating system. The specific delta with respect to 
the noise floor depends upon the acceptable probability of 
having false positive detections, which might be triggered by 
regular thermal noise peaks. In addition to the independent 
measurement of the RSSI levels, the signal repeating system 
can determine the RSSI within a certain timeslot by synchro 
nizing itself with the base station through the detection of the 
downlink (DL) signal. Therefore, for such a gated RSSI mea 
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Surement, the repeater or distributed antenna system can mea 
Sure UL activity on a timeslot-per-timeslot basis. 
0005. However, while such a methodology works 
adequately for GSM repeaters and distributed antenna sys 
tems, the implementation of Such a traffic detection and mea 
Surement system in a spread spectrum environment, such as 
CDMA or WCDMA, is more difficult. Generally, in a CDMA 
or CDMA network, the mobile devices or other user equip 
ment (UE) devices are driven so that the transmit power is 
controlled in order to be close to or below the noise level of the 
receiving base station. In a typical configuration, the repeater 
or distributed antenna system operating in Such a network 
essentially acts to extend the UL receiver of the base station. 
In that regard the repeater/DAS experiences the same low 
level receive signal from the user equipment devices. That is, 
the receive signal level from those devices is at the noise level, 
or even below the noise level, for the repeater/DAS. As such, 
this makes the use of RSSI-based uplink traffic detection and 
measurement generally unfeasible for Such networks. 
0006. There are other mechanisms for determining the 
uplink traffic within a CDMA system, but those mechanisms 
require the specific spreading codes that are used for the 
various uplink signals received from the mobile UE devices. 
However, those spreading codes are known to the base station 
system, and are not necessarily known by the repeater or 
DAS. Therefore, a system that incorporates uplink traffic 
detection that relies upon correlation with dynamically-as 
signed uplink spreading codes generally will not be a feasible 
alternative for detecting and measuring uplink traffic within a 
repeater or DAS. 
0007 Accordingly, there is a need for providing a traffic 
measurement system for a repeater/DAS that can adequately 
detect and measure the uplink traffic within a spread spectrum 
network, such as a CDMA or WCDMA network or another 
network where the UL signal is at or close to the noise level of 
the system. 

BRIEF DESCRIPTION OF THE DRAWINGS 

0008 FIG. 1 is a schematic view of a repeater system for 
implementing an embodiment of the present invention. 
0009 FIG. 2 is a schematic diagram of a distributed 
antenna system for implementing an embodiment of the 
present invention. 
0010 FIG. 3 is a more detailed schematic illustration of a 
repeater system for implementing an embodiment of the 
present invention. 
0011 FIG. 3A is a schematic of another repeater system 
for implementing an embodiment of the present invention. 
0012 FIG. 4 is a more detailed schematic illustration of a 
distributed antenna system implementing an embodiment of 
the present invention. 
0013 FIG. 4A is a schematic of another distributed 
antenna system for implementing an embodiment of the 
present invention. 
0014 FIG. 5 is a graphical illustration of the effect of 
repeater gain variation on the received power of a base station 
with UL power control in operation. 
(0015 FIG. 6 is a graphical illustration of the effect of 
repeater gain variation on the power received at the repeater. 
0016. The accompanying drawings, which are incorpo 
rated in and constitute a part of this specification, illustrate 
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embodiments of the invention and, together with a general 
description of the invention given below, serve to explain the 
principles of the invention. 

DETAILED DESCRIPTION OF THE 
EMBODIMENTS OF THE INVENTION 

0017. The present invention incorporates a system and 
method that utilizes an RSSI-based mechanism to determine 
the presence of uplink (UL) traffic within a CDMA network 
or other network to measure the strength of the detected UL 
traffic. In one aspect of the invention, the gain of a signal 
repeating system, Such as a repeater or DAS, is periodically 
varied in the uplink direction. The uplink received power, or 
RSSI, for the expected uplink channel of the repeating system 
is measured over time. For the purposes of measuring the 
RSSI, a suitable measurement receiver is utilized. The mea 
Surement receiver is tuned to match the center frequency and 
signal bandwidth that is to be measured for the purposes of the 
invention. The measurement receiver may be configured for 
receiving either an analog signal or a digital signal within the 
signal processing uplink path, and will generally be coupled 
in the signal path at a point that precedes the stage providing 
the gain variation. The waveform that is utilized to provide the 
periodic gain variation in the uplink path is then inverted due 
to the inverse relationship between the gain and RSSI values 
and the inverted waveform is then cross-correlated with the 
received UL time-variant RSSI values. When one or more 
peaks are detected associated with Such cross-correlation, the 
level of the peak, or the number of peaks, are analyzed to 
determine the amount of traffic in the system. If no peak is 
detected, then the system determines that there is no UL 
traffic in the repeater. Generally, the correlation process might 
only provide a single peak wherein the peak is higher or 
wider, depending on the amount of traffic handled by the 
repeater. 
0018. In accordance with another aspect of the invention, 
the inventive system takes into account that the base station 
(BTS) may experience an increased amount of traffic, which 
will increase the UL input power to the BTS for the same 
amount of UL traffic in the repeater/DAS cell, which will 
inherently increase the transmit power received (RSSI) at the 
input to the uplink path of the repeater/DAS. But since the 
correlation between the gain variation waveform and the mea 
sured RSSI is sensitive to the dynamic RSSI change caused 
by the mobiles in the repeater cell and less to the relative to the 
gain change assumed Static BTS loading the invention will 
allow the detection of mobile traffic under different BTS 
loading conditions in a similar fashion. 
0019 FIGS. 1 and 2 illustrate exemplary signal repeating 
systems that may incorporate embodiments of the present 
invention. Referring to FIG. 1, a basic wireless communica 
tion system 10, incorporating a signal repeating system 14, is 
shown. System 10 includes a base station (BTS) 12 that 
communicates with a repeater system 14 that has at least one 
donor antenna 16, at least one coverage antenna 18, and 
processing electronics 20 that are coupled between the anten 
nas 16 and 18 to process and amplify the repeated signal. The 
present invention may be used with MIMO systems and com 
munication schemes, and thus, may have multiple donor 
antennas and multiple coverage antennas, as would be under 
stood by a person of ordinary skill in the art. Therefore, 
antennas 52, 58 are reflective of one or more antennas. The 
downlink signals (BTS to mobile device/UE) are indicated by 
direction DL, while the uplink signals (mobile device/UE to 
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BTS) are indicated by direction UL. Accordingly, downlink 
wireless signals 22 are received from the BTS 12 by the donor 
antenna 16 of the repeater, and are then amplified, processed, 
and repeated through the coverage antenna 18 as downlink 
signals 22a. The downlink signals 22a are received by one or 
more wireless communication devices, such as mobile 
phones or other user equipment (UE) device 24. Similarly, in 
an uplink direction, as indicated by reference numerals 26 and 
26a, the wireless UE devices 24 communicate uplink signals 
26a back to the coverage antenna and the repeated uplink 
signals 26 are then provided back to the BTS 12. Also in the 
system 10 are UE devices 24a that communicate with BTS 12 
directly rather than through a repeater 14. Such devices 24a 
contributed to the overall traffic handled by the BTS 12. As 
will be readily understood by a person of ordinary skill in the 
art, Such signal repeating systems 14 can take many different 
forms and are not limited only to devices conventionally 
called “repeaters'. 
0020 For example, FIG. 2 illustrates a schematic diagram 
for another exemplary signal repeating system that may 
implement the invention. A distributed antenna system (DAS) 
30 may be appropriately coupled to a BTS, such as BTS12 in 
a wired or wireless fashion. The distributed antenna system 
30 might be incorporated into a building environment and 
includes a number of remote antenna units 32 that are distrib 
uted in the environment to provide coverage within a service 
area of the DAS30. In that way, the remote antenna units 32 
service a number of different UE devices 24 operating in the 
environment of the DAS30. Generally, each remote antenna 
unit 32 typically includes at least one antenna 36 and suitable 
electronics 38. As noted above, if the invention is imple 
mented in a MIMO system, multiple antennas 36 might be 
used. Therefore, antennas 36 are reflective of one or more 
antennas. Remote antenna units 32 are coupled to one or more 
master units 40, which combine and process the signals from 
the remote antenna units 32 to interface appropriately with the 
BTS 12. A system controller 42 couples to and controls the 
operation of each of the master units 40 for handling and 
processing the signals 33 associated with the remote antenna 
units 32. Similar to the repeater system 10 illustrated in FIG. 
1, the signals 33 of the remote antenna units 32 are reflective 
of the uplink and downlink signals of the DAS 30 for com 
municating with UE devices 24. Such a DAS 30 may incor 
porate any number of remote antenna units and master units, 
and thus, would not be limited to the illustrated example 
shown in FIG. 2. 

0021. In accordance with one aspect of the invention, peri 
odic gain variation is provided in the repeater or DAS uplink 
path. For example, the gain in the UL path might be varied 
according to a periodic waveform. Ideally, the periodic gain 
variation and waveform is synchronized with the framing 
interval of the spread spectrum network, such as a CDMA 
network, although Such synchronization is not necessary. 
With the periodic gain variation, the UL receive power (UL 
RSSI value) in the selected UL channel is measured over time 
by the signal repeating system. The waveform that is utilized 
to periodically vary the gain in the uplink path is then cross 
correlated with the UL received time-variant RSSI values. 
Based upon Such cross-correlation of those signals, the exist 
ence of one or more peaks is determined. If there is no peak 
detected, then the signal repeating system would provide an 
indication that there is generally no repeater traffic as the 
periodic gain variation would not cause any variation in the 
uplink RSSI values. However, if the periodic gain variation 
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causes variations in the uplink RSSI values, then the cross 
correlation performed by the signal repeating system would 
yield one or more signal peaks. Such peaks are an indication 
that if there is uplink traffic from UE devices within the 
coverage area of the signal repeating system. The level of the 
peak and its width as well as the energy in the peak if inte 
grated over the time delay of the cross-correlation may be 
indicative of the amount of traffic within the coverage area of 
the signal repeating system. However, the overall traffic in the 
BTS can affect the peak levels, as discussed below. 
0022. In one embodiment of the invention, the measured 
uplink RSSI values might be averaged according to an aver 
aging scheme over time that reduces fast RSSI value fluctua 
tions without affecting or reducing the correlation peak. The 
present invention works not only with COMA-type signals, 
but also other system signals and network signals that allow 
for the received power at the BTS to be close to the noise floor 
and even below the input noise floor of the BTS. For example, 
OFDM modulated systems such as LTE systems might ben 
efit from the present invention. 
0023. In accordance with one aspect of the present inven 

tion, the periodic gain variation in the signal repeating system 
is performed without significantly affecting the noise figure 
of the signal repeating system. To that end, the gain of the 
system is varied by changing the gain in an amplification 
stage of the repeater or DAS that is not very close to the input 
of the uplink path. That is, a latter gain stage in the uplink path 
is used for the periodic gain variation. To provide for suitable 
cross-correlation in accordance with the present invention, a 
selected periodic waveform is used to periodically vary the 
gain of the UL path of the signal repeating system. Such a 
waveform may be adapted to the specific mobile standard that 
is used within the signal repeating system. To that end, the 
periodic gain variation is controlled so that the size of the gain 
variation and its time period is not faster than the mobile 
standard allows or can handle. For example, CDMA mobile 
devices can handle 800 power control steps of one dB per 
second. As such, in accordance with one feature of the inven 
tion, the implemented periodic UL gain variation does not 
exceed that rate of change when the invention is utilized 
within a CDMA system. As will be appreciated, other sys 
tems will have other gain variation constraints that would be 
implemented in the invention. 
0024. In one embodiment of the invention, the gain varia 
tion is provided by reducing the gain in a periodic fashion in 
the signal repeating system. For the purposes of the invention, 
various different waveforms might be utilized to periodically 
reduce the system gain in the UL path. For example, an 
inverted Sawtooth function with gaps may be used as a pos 
sible periodic gain variation function. The present invention 
provides maximization of the cross-correlation peak between 
the inverted gain variation function and measured UL input 
RSSI. To that end, in one aspect of the invention, the gain 
variation function may be aligned in phase and frequency 
with the mobile standard (e.g. CDMA). In accordance with 
another feature of the invention, the sensitivity of the traffic 
detection may be increased by averaging multiple consecu 
tive (i.e. several consecutive frames) cross-correlation curves. 
The periodic nature of the gain variation allows such averag 
ing of the cross-correlation curves. To that end, the length of 
the data that is measured is ideally an integer multiple of a 
frame length of the particular mobile standard, such as the 
CDMA standard. 
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0025. The bandwidth and center frequency settings of the 
RSSI measurement receiver will depend on the used channel 
and expected Standard. The used channel and Standard can be 
determined through the detection and decoding of the equiva 
lent DL signal using a decoding receiver. This DL signal 
decoding does not necessarily have to be performed with a 
dedicated receiver as the standard is not expected to change. 
A scanning DL decoding receiver would be sufficient. 
0026. In cases in which the repeater/DAS system pro 
cesses a variety of standards a sub-band architecture will 
allow a different gain variation in time or in amplitude within 
two or more different sub-bands. A sub-band is a section 
within the RF band that represents a subset of the entire 
bandwidth. There can be multiple sub-bands with the RF 
band. Sub-bands might be adjacent to each other or have a 
section between them with no amplification. In the imple 
mentation of the sub-bands a surface acoustic wave filter 
(SAW) might be used to define the sub-band. In a digital 
implementation of the invention, a digital filter such as a FIR 
filter or IIR filter could be used instead to define the sub-band. 
This will allow optimizing the cross-correlation function for 
each standard. For each Sub-band, only one mobile commu 
nication standard is allowed for optimization. 
0027 FIGS. 3,3A, 4, and 4A illustrate detailed schematics 
of possible implementations of the invention. FIGS. 3 and 3A 
illustrate repeater systems. FIGS. 4 and 4A illustrate imple 
mentation within a DAS system, as illustrated in FIG.1. Like 
reference numerals are used for like elements in the various 
Figures. 
0028 Referring to FIG.3, a schematic block diagram of a 
repeater 50 is illustrated. FIG. 3 shows the uplink path (UL) 
62 for the repeater for illustration purposes. It will be readily 
understood that the repeater 50 also incorporates a suitable 
downlink (DL) path 64 that would use some similar compo 
nents as the downlink paths between the BTS 12 and devices 
24. Diplexers 55, 95 are utilized to handle the UL and DL 
paths through the antennas 52, 58. A repeater 50 incorporates 
a receive antenna 52 (or coverage antenna) for processing 
input signals 54 from one or more mobile UE devices 24. The 
input signals 54 represent the input signals from the UE 
devices 24 that are to be repeated. Thus, signals 54 represent 
the UE traffic to be detected in accordance with the invention. 
The repeated transmit signals 56 illustrated in FIG.3 include 
the transmitted signals or signal portions that are directed in 
the uplink to BTS 12 by a coverage antenna 58. Throughout 
the application, the terms 'signal' or 'signals are used inter 
changeably herein to refer to the signal(s) handled by the 
signal repeating system and are not limited to just a single 
signal or plurality of signals. 
0029. For proper signal repeating, repeater 50 includes 
suitable electronics 60 that are operably coupled between the 
antennas 52, 58. Generally, such electronics will include gain 
control circuitry 84 that provides a desired or selected gain G 
in the repeater and processing 72 and correlation 100 circuitry 
to implement the invention. 
0030) Referring to FIG. 1, the repeater circuitry 20 might 
process the signals in the analog domain in accordance with 
aspects of the invention. Alternatively, electronics 20 of the 
repeater might provide the various aspects of the invention in 
the digital domain. 
0031 Turning again to FIG. 3, as noted, that figure sets 
forth a schematic diagram with respect to one embodiment of 
the invention in the form of a repeater device. It will be 
understood by one of ordinary skill in the art that the features 
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of the invention might be incorporated in other signal repeat 
ing systems, such as a distributed antenna system, as illus 
trated in FIGS. 2, 4, and 4A. As noted, components are shown 
in an uplink path 62 in the repeater 50. Various similar com 
ponents will exist in the downlink path 64 for handling down 
link traffic between wireless UE devices 24 and a BTS 12 for 
example. Accordingly, various components within the uplink 
path 62 will be described herein in further detail with the 
assumption that Some similar functionality and components 
would be utilized in the downlink path 64 as well, although 
the periodic gain variation of the invention might only be used 
in the uplink path. 
0032 Receive or coverage antenna 52 receives the input 

traffic signals 54 from UE devices 24. Those signals 54 are 
coupled through diplexer 55 to a low noise amplifier (LNA) 
66 for amplifying uplink the RF receive signals from device 
24. A mixer component 68 is fed by an appropriate local 
oscillator (LO) signal and converts the RF receive signal 54 to 
an intermediate frequency (IF) signal at a different IF fre 
quency or a frequency at or near the baseband frequency for 
ease of later processing in the repeater 50. The signal may 
then be filtered by an appropriate filter component or circuitry 
70. In the embodiment illustrated in FIG. 3, the repeater 
circuitry incorporates both analog and digital components. 
Digital signal processing circuitry 72 is implemented for 
providing the filtering and further frequency conversion of the 
signals, as well as for periodically adjusting gain and for 
providing the necessary cross-correlation and signal process 
ing to detect UL traffic in accordance with the invention. 
Appropriately, an A/D converter circuit 74 converts the ana 
log signal to an appropriate digital signal for further digital 
processing. The DSP circuitry 72 might bean FPGA, ASIC, 
digital signal processor or other such element. The DSP cir 
cuitry might include an additional digital mixer circuit 76 fed 
by a suitable numerically-controlled oscillator (NCO) signal 
to provide digital downconversion for ease of further process 
ing. The signal might also be filtered by an appropriate digital 
filter 78. Filter 78 might also change the amplitude of the 
signal. Gain circuitry 80 or amplification circuitry provides 
gain amplification to the repeated signals. Components 80 
and 84 represent Suitable circuitry for periodically adjusting 
or varying the gain within repeater 50 for the invention. The 
signals might then be digitally upconverted by appropriate 
digital upconversion circuitry 86 fed by a transmit NCO. The 
signals may then be converted back to analog signals by D/A 
circuitry 88. 
0033. Various of the gain and filtering aspects illustrated in 
the digital circuitry 72 of FIG.3 might also be implemented in 
an analog fashion. FIG. 3A shows an analog repeater for 
implementing the present invention. Like reference numerals 
are utilized for those components similar between FIGS. 3 
and 3A. Therein, gain stages 81, 82, and 83 might be imple 
mented in an analog fashion with analog filters, such as SAW 
filters 85 and 87 providing the desired filtering. In the 
embodiment illustrated in FIG. 3A, the correlation circuitry 
100 might still be implemented by appropriate digital signal 
processing (DSP) circuitry. Also, certain portions of the gain 
control circuitry 84 might be implemented digitally. 
0034. The analog signals, such as at analog IF, are further 
upconverted with mixer circuitry 90 fed by an appropriate 
transmit LO to an appropriate RF signal. The RF signal is 
filtered by filter circuitry 92, and then fed to an RF power 
amplifier 94 before being transmitted as a repeated signal 56 
through the transmit or donorantenna 58. The various mixing 
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and filter elements are typical of a repeater. There can be more 
or fewer mixing elements than illustrated in the examples and 
still implement a functional repeater. 
0035. In the embodiments illustrated in FIGS. 3, 3A, the 
noted cross-correlation functionality is provided by suitable 
processing circuitry and correlation circuitry 100. Such as 
within the digital signal processing (DSP) circuitry 72, or 
otherwise implement digitally, as in FIG. 3A. The cross 
correlations to determine UL traffic are performed by captur 
ing samples 102 of the signals in the UL path at the UL input 
and providing RSSI values reflective of the receive power of 
the signals at the UL input for the cross-correlation. 
0036. Accordingly, as illustrated in FIGS. 3-4A, a suitable 
measurement receiver 101 is utilized to capture signals in the 
uplink path and to provide RSSI values reflective of the 
received power of such signals. The bandwidth and center 
frequency of the RSSI measurement receiver 101 are turned 
and configured to detect the RF signal of interest. Therefore, 
the bandwidth and center frequency would depend on the 
used channel and the expected Standard for the signal. The 
used channel and standard may be determined through the 
detection decoding of the equivalent downlink signal Such as 
by using a decoding receiver. The downlink signal decoding 
would not necessarily have to be performed with a dedicated 
receiver, as the signal standard would not be expected to 
change. A Scanning downlink decoding receiver would be 
sufficient. One example of such decoding receiver 105 is 
illustrated in the downlink path 64 of the figures. As illus 
trated in FIG. 3, the capture point for the signal is illustrated 
close to the coverage antenna wherein an appropriate coupler 
107 captures the signal that is then directed to the measure 
ment receiver 101. For the purposes of the invention, the 
capture point for such data can be anywhere between the 
coverage antenna and the amplification stage that performs 
the periodic gain changes. Accordingly, as illustrated in FIG. 
3A, the capture point is indicated following filter 70. Accord 
ingly, the capture point can be directed at various different 
points along the uplink path, with the condition that it is 
before the components or stages that perform the periodic 
gain changes. The measurement receiver 101 can either be 
implemented as analog circuitry with an A/D converter to 
provide the digitized measured RSSI to the correlation cir 
cuitry or as digital circuitry on a repeater system with digital 
signal processing where the input to the measurement 
receiver is captured at a point after the A/D converter 74. 
0037. In the illustrated embodiments, the correlation cir 
cuitry 100 coupled to the measurement receiver 101 samples 
the RSSI values for repeated signal 102 via suitable connec 
tions and is also coupled to obtain information regarding the 
waveform 104 used in the repeater path to periodically vary 
the UL gain. It will be understood by a person of ordinary skill 
in the art that the various different functionalities discussed 
within the correlation circuitry 100 digital signal processing 
circuitry 72 might be implemented in a number of different 
ways to achieve the functionality of the invention. Accord 
ingly, the illustrations of FIGS. 3-4A are not limiting with 
respect to the DSP circuitry. That is, the specific details 
regarding how the various components are utilized and 
arranged within DSP circuitry 72, or the analog and digital 
circuitry 72a, and the overall repeater or DAS circuitry of 
FIGS. 3-4A are illustrative, and not meant to be limiting. 
0038 FIGS. 4 and 4A illustrate implementation of the 
invention within a distributed antenna system, particularly 
within a remote antenna unit component 38. In the embodi 
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ment of FIG. 4, digital circuitry is utilized for implementing 
the gain and gain control within the system. Furthermore, for 
putting signals in the necessary form for serial transmission, 
Such as back to a master unit, the digital signal circuitry 72 of 
FIG. 4 utilizes the necessary signal processing element 78A 
and conversion circuitry 79 for providing the necessary par 
allel-to-serial conversion and framing. As would be under 
stood by a person of ordinary skill in the art, digital trans 
ceiver circuit 91 will further process the signals for 
transmission over Suitable media, such as optical fiber or 
other media 93. 

0.039 FIG. 4 illustrates another embodiment of the inven 
tion implemented within a remote unit of the distributed 
antenna system, wherein the processing circuitry 72a incor 
porates analog and digital components. For example, an ana 
log filter 97 might be utilized with a suitable analog gainstage 
83. Mixing stage 68 is another optional component that can be 
used to down-convert the RF signal. 
0040. In accordance with one aspect of the invention, it is 
desirable to provide the periodic uplink gain variation without 
affecting the overall noise figure of the signal repeating sys 
tem. This might be achieved in one embodiment by varying 
the gain in again stage that is not very close to the UL input. 
Referring to FIGS. 3, 3A, the gain component 80 of the 
repeater 50 might incorporate various amplification or gain 
stages, illustrated by gain stages 81, 82, and 83. The last gain 
stage 83 that is farthest from the UL input from the coverage 
antenna 52 might be coupled with appropriate gain control 
circuitry 84 in order to periodically vary the gain in accor 
dance with the invention. To that end, gain stage 83 is appro 
priately coupled via connection 106 with the gain control 
circuitry 84. 
0041. In an alternative embodiment of the invention 
wherein the repeater or DAS system processes a variety of 
standards, a sub-band architecture is utilized to allow the 
different gain variation in time or in amplitude within two or 
more different sub-bands. For example, as illustrated in the 
figures, the circuitry which captures uplink signals, processes 
those signals in accordance with the invention, and then pro 
vides periodic gain variation might be configured to do so for 
one or more different sub-bands. A sub-band is a section 
within the RF band of interest that represents a sub-set of the 
entire bandwidth. It can be multiple sub-bands with the RF 
band, as noted above. In the circuitry, the suitable filtering 
circuitry might be configured and utilized to define the par 
ticular Sub-bands for an analog implementation. As illus 
trated in the figures for analog processing, a Surface acoustic 
wave filter (SAW) might be used to define the sub-band. 
Digitally, a digital filter such as an FIR filter or IIR filter could 
be used to define the sub-band. The cross-correlation function 
then provided by the appropriate correlation circuitry 100 of 
the invention may be optimized for each standard. For each 
Sub-band, only one mobile communication standard is 
allowed for optimization. 
0042. As noted, in one embodiment of the invention, the 
periodic gain variation includes a periodic gain decrease in 
the signal repeating system. That is, the gain is lowered in the 
UL path 62 on a periodic basis and according to a Suitable 
waveform. The invention is not limited to a particular periodic 
gain reduction waveform. Gain control circuitry 84 provides 
the necessary waveform and specific control of at least one of 
the gain stages, such as gain stage 83, in order to accomplish 
the periodic reduction in the gain in the repeater UL path. 
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0043. It will be appreciated that reducing the gain of a 
repeating system may affect mobile UE devices that are on the 
fringe of the repeating system cell. Therefore, the time that 
the repeater is maintained at low gain values is preferably kept 
short. In accordance with existing power control schemes 
associated with spread spectrum networks, such as CDMA 
networks, upon reducing the gain of a repeater, the receive 
signal (RSSI) at the BTS 12 from repeater 50 is also reduced. 
Accordingly, the BTS12 will order the mobile UE devices 24 
to increase their output power or transmit power thus provid 
ing increased uplink RSSI values at the repeater 50, as needed 
by the BTS 12. The increased power signals from the mobile 
UE devices are sampled in time and user by the correlation 
circuitry 100 via path 102 where the time-variant RSSI values 
are cross-correlated with the inverted gain control waveform 
104. Based upon the existence of traffic in the uplink path of 
the repeater 50, increased power signals from UE devices will 
cross-correlate with the inverted periodic gain variations and 
the correlation circuitry 100 will yield one or more peaks. 
Higher peaks may indicate a greater amount of traffic being 
handled in the uplink path of the repeater. If there is no peak 
detected, it is generally concluded that there is no repeater 
traffic in the system at that time. As noted, the gain variation 
and cross-correlation is periodic and short-lived in order to 
not significantly deplete battery power from the mobile UE 
devices or to otherwise reduce the capacity of the BTS 12 or 
other base stations adjacent to BTS12 which may now hear 
the mobile devices that are transmitting at higher transmit 
power levels. 
0044. In order to implement the maximization of the 
cross-correlation peaks between the periodic gain variation 
function and the measured UL input RSSI, the invention 
might utilize specific mechanisms, such as alignment of the 
gain variation function in phase and frequency with that of the 
mobile standard, such as the COMA standard. Furthermore, 
the sensitivity of the traffic detection methodology disclosed 
herein could take advantage of the periodic nature of the gain 
variation and the DSP 72 may average multiple consecutive 
cross-correlation curves. That is, correlation curves may be 
averaged by the DSP 72 or circuitry 100 across several con 
secutive frames within the mobile standard. In one aspect of 
the invention, the data is measured in a period that is an 
integer multiple of the frames within the mobile standard. 
0045. In accordance with another aspect of the invention, 
the circuitry of the invention optimizes the correlation peak 
provided by correlation circuitry 100 by varying the overall 
gain plateau around which the periodic gain variations are 
performed. For example, the UL gain plateau or average gain 
is reduced overall so that when the mobile UE devices are 
transmitting at a higher output power (periodic reduced 
repeater gain), the received uplink RSSI at the repeater input 
will be higher and more distinct as compared to the overall 
noise floor or noise level of the repeater. 
0046. In reducing the UL average gain, it may be neces 
sary to take into account mobiles that may be on the fringe of 
the repeater or DAS cell, or on the fringe of whatever cover 
age area the signal repeating system provides. For Such fringe 
mobile UE devices, the increase in output power might not be 
possible, as they may already be transmitting at maximum 
power. Since the gain variation provided by the invention is 
periodic, there may still be sufficient time with the repeater at 
a higher gain Such that the fringe UE devices may continue to 
maintain their connectivity with the BTS 12. However, it may 
be difficult to detect those fringe mobiles utilizing the present 
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invention. However, in the general case, the signal repeating 
system may have a lower downlink output power similar to 
the BTS, which limits the repeating system cell radius at the 
downlink so that the uplink path might still have a sufficient 
RF power adjustment range in order to allow the fringe UE 
devices and the traffic therefrom to be measured in accor 
dance with the invention. 

0047. The detection process of the present invention, and 
specifically the correlation peaks between the time-variant 
RSSI associated with the uplink traffic and the inverted gain 
variation function or waveform depend upon the amount of 
mobile UE devices (i.e., traffic) that are in the coverage area 
for a signal repeating system for a given average gain of that 
system. However, the correlation peak also depends on the 
amount of direct traffic that is seen overall by the BTS. As will 
be appreciated, a BTS will generally be handling uplink sig 
nals from those repeating systems in its coverage area, but 
also will be handling direct uplink signals from the UE 
devices area that do not pass through the repeater. In order to 
determine the properamount of traffic and to not overestimate 
repeater traffic, the invention takes into account the direct 
traffic on the BTS with respect to the correlation peak mea 
Surements that are made in accordance with the invention. 

0048. When a large number of mobile UE devices 24 
directly transmit to the BTS 12, the noise level or noise figure 
of the BTS increases. Based upon the increase of the noise 
level, the BTS 12 will instruct the UE devices 24 to transmit 
with a higher transmit power so that their signals are not lost 
in the noise. This higher transmit power level also results for 
those UE devices that are handled through the repeater or 
DAS. Accordingly, by detecting the UL traffic in that repeater 
or DAS, according to the invention, the higher UE transmit 
power values translate into higher RSSI values at the repeater 
and thus, will result in higher correlation peaks even if the 
average UL gain remains the same and the gain variation 
waveform remains the same. 

0049 Referring to FIGS. 5 and 6, FIG. 5 illustrates the 
impact of the repeater gain in the uplink path on the BTS 
receiver RSSI, for different loading of the BTS. Where in 
FIG. 5 the BTS input power P. rises with increase repeater 
gain in the U.L., the BTS is desensitized due to the noise 
transmitted by the repeater or DAS and received at the BTS 
receiver input. As illustrated, as the gain of the repeater 
increases, the BTS receiver RSSI (P) increases even without 
the presence of a mobile or UE signal within the repeater or 
DAS cell. Similarly, for different loading of the BTS and 
constant gain of the repeater or DAS, the curves of FIG. 4 
illustrate an overall increase in the power into the BTS 
receiver, as reflected by an increased RSSI due to the multi 
tude of received signals from active mobiles in the BTS cell 
which represent interference for the next considered mobile. 
0050. However, for the power received from one mobile or 
UE by the repeater or DAS system (RSSI), that measured 
value (P.) will increase as the repeater uplink gain is reduced, 
as shown in FIG. 6. That is, when the repeater gain is reduced, 
the RSSI of the mobile or UE within the repeater cell received 
via DAS or repeater at the base station 12 is reduced and the 
base station orders the UE devices to increase their transmit 
power. This results in an overall increase in RSSI (P) 
received in the UL path of the repeater or DAS remote unit, as 
shown in FIG. 6. Also illustrated in FIG. 6 is the increased 
power associated with the loading at the base station. In the 
graph of FIG. 6, the increase of the measured RSSI level 
based on decreased repeater gain would generally only be 
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noticeable in those cases where there are active UE devices in 
the repeating system cell. The inverse relationship between 
the measured input power at the uplink path of the receiver 
and the repeater gain is reflected by Equation 1: 

. Sf (N -- ). (N liraffic n (S/(N + 1)). (NBTS + all (n-IS/(N + 1) G PLdonor reg - 1) Nrep Pinrep F 

10051) IS/(N+1), Signal-to-Noise ratio for mobile/UE 
required at BTS input (linear value) 

0.052 in Amount of mobiles in the repeater cell (linear 
value, assuming that each mobile arrives at the same 
power level at the repeater input due to BTS power 
control mechanisms) 

0.053 N. Equivalent input noise of the BTS (linear 
value in Watt) 

I0054) In Factor representing the sum of other 
mobiles/UEs representing the BTS load (linear value in 
Watt) 

I0055 N. Equivalent input noise of repeater (linear 
value in Watt) 

005.6 G. Repeater gain(linear value) 
0057 PL Path Loss Repeater to/from BTS (linear 
value) 

I0058 P. Measured Input power at the Repeater UL 
Input in the Presence of at least one mobile/UE in the 
Repeater Cell (linear value in Watt) 

0059. The above formula shows that the measured input 
power from one (n=1) mobile/UE in the repeater cell goes up 
if the repeater gain is reduced. 

I0060 Nes: Total input noise of BTS (linear value 
in Watt) 
Ntotal BTSNBTStrafictV, G'FLice. rep 

0061 The above formula calculates the total input noise at 
the base station including the equivalent input noise due to the 
noise figure of the BTS, the input power due to the other 
mobile acting as interference, and the received output noise 
from the repeater. The output noise from the repeater is cal 
culated from the equivalent input noise due to the repeater 
noise figure multiplied by the repeater gain and reduced due 
to the path loss from the repeater to the BTS. In the following 
graphs the count of mobiles in the repeater cell is one. 
0062. The change of the cross-correlation peak over time 
at a constant amplitude of the gain change waveform will give 
an indicator of changing mobile traffic through the repeater. 
This is based upon the assumption that the slope of the curve 
of FIG. 6 remains approximately the same with different 
loading on the BTS. This is the case for lower repeater gain 
numbers. As the cross-correlation peak is dominated by the 
dynamic nature of the RSSI that is related to the repeater or 
DASUL gain change the height of the peak is a good indica 
tion of the mobile or UE traffic through the repeater. 
0063. In accordance with an aspect of the invention, the 
BTS traffic and loading is taken into account. To that end, as 
illustrated in FIGS. 3, 3A, a modem or mobile device 110 is 
coupled to the donor antenna of the repeater or the closest 
possible point to the donor base station. Device 110 provides 
a measurement of the transmit power that is required from the 
mobile or UE device by the base station. The measured 
required transmit power may then be utilized by DSP 72 or 
other circuitry 100 of system 50, and any increase of the 
required mobile transmit power measured with device 110 
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would be due to increased loading on the BTS 12. This feature 
of the invention requires generally two conditions. First, the 
path loss to repeater system 50 must be determined very 
accurately through the downlink pilot (DL) signal measure 
ment. Typically, the downlink and uplink frequencies are 
relatively close to each other so that the path loss changes in 
the downlink resulting from different propagation conditions 
should represent the expected changes for the uplink path as 
well, provided that the equalizer in both the uplink and down 
link directions works similarly to reduce the impact of any 
multi-path propagation. Secondly, the BTS signal degrada 
tion that is related to the repeater system must not change 
significantly overtime. This would generally be the case if the 
uplink gain is controlled by the downlink received pilot signal 
strength, assuming a constant noise figure for the repeater. As 
such, the measurement provided by device 110 at the donor 
antenna of the repeater provides an indication of an increased 
loading on the BTS, and may be used by DSP 72 to affect the 
detection of traffic and the amount of traffic. 

0064. Accordingly, the invention provides a method to 
determine the presence of uplink traffic in a repeater or DAS 
system over time. Although it is difficult to determine the 
amount of active mobiles handled by the repeater system at a 
given time, the present invention provides the ability to mea 
sure the presence of uplink traffic over time and to determine 
the percentage of mobile traffic within a specific time interval. 
From this percentage of mobile traffic, a repeater cell loading 
can be determined because the likelihood of two mobile 
device always transmitting at the same time is relatively low. 
The relative loading determined by the present invention 
allows the determination of heavy or light loading for that 
repeater system cell. As noted above, if heavy loading is 
determined over alonger time interval, the owner of the signal 
repeating system, such as the owner of a building having a 
repeater or DAS, will have an indication that a dedicated BTS 
installation might be required to increase the amount of 
capacity offered in the area of interest. 
0065. In accordance with another aspect of the invention, 
the detection and processing circuitry may take into account 
the overall BTS traffic to adjust the measurement by looking 
at all of the various cross-correlation peaks over time. The 
DSP monitors the detected peak or peaks, and, if a lower peak 
or a smaller area under the peak, or a Small number of peaks 
are detected, the system will indicate a lower level of repeater 
traffic. As noted above, the invention might yield only a single 
peak in the correlation. For higher levels of traffic, the peak 
might be higher or wider, and might consist of multiple indi 
vidual peaks that overlap. The individual peaks will be caused 
by individual mobiles that are slightly different in their trans 
mit power adjustment following the BTS and system com 
mand to increase transmit power. The adjustment in power 
might have a different offset for each individual step and 
mobile so that the peak width and amplitude might vary over 
time. It is expected that, for a constant amount of active 
mobile devices, the area below the peak will stay the same. 
However, if a large number of peaks are detected, but at lower 
peak levels, higher traffic is indicated. As such, the number of 
peaks is utilized by the invention, rather than the peak levels 
to determine whether a high traffic or low traffic condition 
exists. The signal repeating system of the invention may 
provide indications through user outputs, such as Screens or 
displays 112 regarding the detected traffic and the level 
thereof. 
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0.066 While the present invention has been illustrated by 
the description of the embodiments thereof, and while the 
embodiments have been described in considerable detail, it is 
not the intention of the applicant to restrict or in any way limit 
the scope of the appended claims to Such detail. Additional 
advantages and modifications will readily appear to those 
skilled in the art. Therefore, the invention in its broader 
aspects is not limited to the specific details representative 
apparatus and method, and illustrative examples shown and 
described. Accordingly, departures may be made from Such 
details without departure from the spirit or scope of appli 
cant's general inventive concept. 
What is claimed is: 
1. A signal repeating system for a wireless network com 

prising: 
at least one first antenna configured for transceiving signals 

with at least one user equipment device; 
repeating circuitry coupled to the at least one first antenna 

and defining an uplink path for signals from the user 
equipment device back to a base station and a downlink 
path for signals from the base station to the user equip 
ment device, the repeating circuitry including gain cir 
cuitry; 

gain control circuitry coupled to the gain circuitry and 
operable for varying the gain of the repeating circuitry 
according to a waveform; 

measurement circuitry for measuring the receive power in 
the uplink path over time from the at least one user 
equipment device; 

processing circuitry for cross-correlating the inverted gain 
variation waveform with the measured receive powerfor 
determining the existence of traffic from user equipment 
devices in the uplink path. 

2. The signal repeating system of claim 1 wherein the gain 
control circuitry is operable for decreasing the gain of the 
repeating circuitry according to a waveform. 

3. The signal repeating system of claim 1 wherein the 
processing circuitry evaluates at least one peak resulting from 
the cross-correlating. 

4. The signal repeating system of claim 1 further compris 
ing a device operable for measuring a transmit power required 
from the at least one user equipment device by the base station 
for transceiving signals with the base station, the processing 
circuitry evaluating the transmit power measurement along 
with results of the cross-correlation for determining the exist 
ence of traffic from user equipment devices in the uplink path. 

5. The signal repeating system of claim 1 wherein the gain 
variation waveform is synchronized with a parameter of the 
wireless network. 

6. The signal repeating system of claim 1 wherein the gain 
variation waveform is aligned in at least one of phase or 
frequency with a standard of the wireless network. 

7. The signal repeating system of claim 1 wherein process 
ing circuitry provides cross correlation curves associated 
with cross-correlating the gain variation waveform with the 
measured receive power, the processing circuitry operable for 
averaging multiple curves. 

8. The signal repeating system of claim 1 wherein the gain 
circuitry has multiple stages, the gain control circuitry 
coupled to the gain circuitry at a stage in the uplink path 
spaced from the antenna. 

9. The signal repeating system of claim 1 wherein the gain 
control circuitry is further operable for varying an average 
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gain of the gain circuitry in addition to varying the gain of the 
repeating circuitry according to a waveform. 

10. The signal repeating system of claim 1 further com 
prising at least one second antenna coupled with the repeating 
circuitry and operable for wirelessly communicating with a 
base station. 

11. The signal repeating system of claim 1 further com 
prising a wire media link coupled with the repeating circuitry 
and operable for communicating with a base station. 

12. The signal repeating system of claim 11 further com 
prising a master unit configured for communicating with the 
base station, the wire media link coupling the repeating cir 
cuitry with the master unit. 

13. A signal repeater for a wireless network comprising: 
at least one coverage antenna configured for transceiving 

signals with at least one user equipment device; 
at least one donorantenna coupled with the repeating cir 

cuitry and operable for wirelessly communicating with a 
base station; 

repeating circuitry coupled between the at least one cover 
age antenna and at least one donorantenna and defining 
an uplink path for signals from the user equipment 
device to a base station and a downlink path for signals 
from the base station to the user equipment device, the 
repeating circuitry including gain circuitry; 

gain control circuitry coupled to the gain circuitry and 
operable for varying the gain of the repeating circuitry 
according to a waveform; 

measurement circuitry for measuring the receive power in 
the uplink path over time from the at least one user 
equipment device; 

processing circuitry for cross-correlating the inverted gain 
variation waveform with the measured receive powerfor 
determining the existence of traffic from user equipment 
devices in the uplink path. 

14. A distributed antenna system for a wireless network 
comprising: 

a master unit configured for communicating with a base 
station; 

a remote unit; 
wire media link coupling the remote unit and master unit; 
the remote unit including: 

at least one antenna configured for transceiving signals 
with at least one user equipment device; 

repeating circuitry coupled between the at least one 
antenna and defining an uplink path for signals from 
the user equipment device to a base station and a 
downlink path for signals from the base station to the 
user equipment device, the repeating circuitry includ 
ing gain circuitry; 

gain control circuitry coupled to the gain circuitry and 
operable for varying the gain of the repeating circuitry 
according to a waveform; 

measurement circuitry for measuring the receive power 
in the uplink path over time from the at least one user 
equipment device; 
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processing circuitry for cross-correlating the inverted 
gain variation waveform with the measured receive 
power for determining the existence of traffic from 
user equipment devices in the uplink path. 

15. A method for determining the existence of traffic in a 
signal repeating system for a wireless network, the compris 
ing: 

transceiving signals between a base station and at least one 
user equipment device through a signal repeating system 
having an uplink path for signals from the user equip 
ment device to the base station and a downlink path for 
signals from the base station to the user equipment 
device; 

providing gain in the signal uplink and downlink paths; 
varying the gain in the uplink path according to a wave 

form; 
measuring the receive power in the uplink path over time 

from the at least one user equipment device; 
cross-correlating the inverted gain variation waveform 

with the measured receive power for determining the 
existence of traffic from user equipment devices in the 
uplink path. 

16. The method of claim 15 further comprising decreasing 
the gain in the uplink path according to a waveform. 

17. The method of claim 15 further comprising evaluating 
at least one peak resulting from the cross-correlating for 
determining the existence of traffic from user equipment 
devices in the uplink path. 

18. The method of claim 15 further comprising measuring 
a transmit power required from the at least one user equip 
ment device by the base station for transceiving signals with 
the base station and evaluating the transmit power measure 
ment along with results of the cross-correlation for determin 
ing the existence of traffic from user equipment devices in the 
uplink path. 

19. The method of claim 15 further comprising synchro 
nizing the gain variation waveform with a parameter of the 
wireless network. 

20. The method of claim 15 further comprising aligning the 
gain variation in at least one of phase or frequency with a 
standard of the wireless network. 

21. The method of claim 15 further comprising cross 
correlating the gain variation waveform with the measured 
receive power to provide multiple curves and averaging the 
multiple curves. 

22. The method of claim 15 further comprising providing 
gain in the signal uplink path in multiple stages and varying 
the gain in the uplink path at a stage spaced from an input to 
the uplink path. 

23. The method of claim 15 further comprising varying an 
average gain of the gain circuitry in addition to varying the 
gain of the repeating circuitry according to a waveform. 
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