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Abstract—Software instrumentation is a powerful and flexible
technique for analyzing the dynamic behavior of programs. By
inserting extra code in an application, it is possible to study the
performance and correctness of programs and systems. Pin is a
software system that performs run-time binary instrumentation of
unmodified applications. Pin provides an API for writing custom
instrumentation, enabling its use in a wide variety of performance
analysis tasks such as workload characterization, program tracing,
cache modeling, and simulation. Most of the prior work on in-
strumentation systems has focused on executing Unix applications,
despite the ubiquity and importance of Windows applications. This
paper identifies the Windows-specific obstacles for implementing
a process-level instrumentation system, describes a comprehensive,
robust solution, and discusses some of the alternatives. The challenges
lie in managing the kernel/application transitions, injecting the
runtime agent into the process, and isolating the instrumentation
from the application. We examine Pin’s overhead on typical Windows
applications being instrumented with simple tools up to commercial
program analysis products. The biggest factor affecting performance
is the type of analysis performed by the tool. While the proprietary
nature of Windows makes measurement and analysis difficult, Pin
opens the door to understanding program behavior.

I. INTRODUCTION

Analyzing the dynamic behavior, performance, and correctness

of software and systems is invaluable to software developers and

hardware designers. Software instrumentation [8], [9], [14], [25]

achieves this goal by inserting extra code in an application to observe

its run-time behavior. Instrumentation tools are especially useful for

analyzing the behavior of programs running on Windows because the

source code is typically not available and the kernel interface cannot

be adapted to support observability. Whole system simulators [4]

are operating system independent and can provide observability

for Windows execution, but it is more difficult to attribute the

analysis to processes, procedures, and shared libraries because the

instrumentation system runs beneath the operating system. The ability

to instrument unmodified binaries at the process level facilitates

analyzing the performance of proprietary Windows applications in

realistic scenarios.

Pin is a software system that performs run-time binary instrumen-

tation of Linux and Windows applications. Pin provides an API for

writing custom instrumentation, enabling its use in a wide variety of

performance analysis tasks such as workload characterization, pro-

gram tracing, cache modeling, and simulation [11], [15], [18], [19],

[26]. Pin is the underlying infrastructure for commercial products like

the Intel R© Parallel Studio suite of performance analysis tools. Intel

makes Pin available free of charge at http://www.pintool.org. With

over 30,000 downloads and 500 citations in academic papers, Pin

has a large community developing instrumentation tools for research,

education, and product development.

Pin instruments execution by running unmodified applications

in a process-level virtual machine. Pin intercepts execution at the

beginning of a process and injects a runtime agent that is similar

to a dynamic binary translator. Instrumentation is inserted while the

program is running, and consists of calls to functions written in C++.

Pin can be used to observe low level events like memory references,

instruction execution, and control flow. Higher level abstractions such

as procedure invocations, shared library loading, thread creation, and

system call execution can also be observed.

This paper identifies the Windows-specific obstacles for imple-

menting a process-level instrumentation system, describes a com-

prehensive solution, discusses alternatives, and evaluates the perfor-

mance of the system itself. It highlights the issues specific to provid-

ing programmable instrumentation including observability, control,

and isolation.

First and foremost, Pin is a system for instrumentation and must

provide a high degree of observability. Instrumentation must be noti-

fied that new threads are created or shared libraries are loaded before

the first instruction executes. It should receive a similar notification

when the process, thread, or library ends. The instrumentation system

must find the proper time to deliver such notifications, potentially

waiting for additional system state to be initialized.

Second, Pin must control execution of the process. Control is main-

tained by copying the application code into a software code cache

and rewriting branch instructions so control stays in the copied code.

As the program executes from the code cache, Pin can instrument the

application. The challenges in maintaining control occur in getting

initial control of the process (called injection) and maintaining control

during transitions between the application and kernel. To provide the

maximum observability, Pin must inject itself into a new process as

early as possible. Pin depends on some basic Windows services so it

is preferable from an implementation perspective to delay injection

until various services are initialized. However, late injection provides

less observability. Compared to other systems, Pin minimizes its

dependence on Windows system services that need initialization and

gets control immediately after they are initialized. As a process-level

virtual machine, Pin loses control when the kernel executes and must

regain control when the kernel resumes executing the application.

However, the kernel interface is not designed to have an independent

agent interposed between the kernel and application and the challenge

is to design a robust method for managing the transitions.

Third, the instrumentation must be isolated from the application

execution. Instrumentation executes in the same process as the

application it is observing. If Pin overwrites memory or registers

used by the application, then the application could behave differently

or incorrectly. Simple isolation mechanisms place restrictions on

the code an instrumentation tool developer can insert or incur a

high overhead by saving and restoring all the state before switching

to instrumentation. Pin allows the instrumentation tool writer to

use a conventional C++ programming environment with minimal

restrictions, and uses optimization to make it efficient.

Achieving each of these goals in a robust manner is non-trivial,

but the final system is invaluable for analyzing the performance

and correctness of modern programs. Prior literature has described

various internal design decisions within the Pin engine, however, all

such work has focused exclusively on the Linux implementation. By

presenting the internal design and applications of a program analysis

system for Windows, this paper fills a current void in the literature.
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1 # i n c l u d e <s t d i o . h>
2 # i n c l u d e ” p i n .H”
3 FILE ∗ t r a c e ;
4
5 VOID Address (VOID ∗ add r ) {
6 f p r i n t f ( t r a c e , ”%p\n ” , ad d r ) ;
7 }
8 VOID I n s t r u c t i o n ( INS i n s , VOID ∗v ) {
9 i f ( INS IsMemoryRead ( i n s ) ) {

10 I N S I n s e r t C a l l (
11 i n s , IPOINT BEFORE , AFUNPTR( Address ) ,
12 IARG MEMORYREAD EA, IARG END ) ;
13 }
14 i f ( INS IsMemoryWrite ( i n s ) ) {
15 I N S I n s e r t C a l l (
16 i n s , IPOINT BEFORE , AFUNPTR( Address ) ,
17 IARG MEMORYWRITE EA, IARG END ) ;
18 }
19 }
20 VOID F i n i ( INT32 code , VOID ∗v ) { f c l o s e ( t r a c e ) ; }
21
22 i n t main ( i n t argc , char ∗ a rgv [ ] ) {
23 P I N I n i t ( a rgc , a rgv ) ;
24 t r a c e = fopen ( ” p i n a t r a c e . o u t ” , ”w” ) ;
25 I N S A d d I n s t r u m e n t F u n c t i o n ( I n s t r u c t i o n , 0 ) ;
26 PIN AddFin iFunc t ion ( F i n i , 0 ) ;
27 P I N S t a r t P r o g r a m ( ) ;
28 re turn 0 ;
29 }

Listing 1: Tool for printing addresses of all program memory reads/writes.

The paper begins with an introduction to Pin’s instrumentation and

software architecture. Section III then describes how to inject the Pin

runtime agent into an application process. Sections IV, V, and VI de-

scribe the problems and solutions for executing system calls, handling

exceptions, and executing multithreaded applications, respectively. A

description Pin’s runtime support appears in Section VII. Finally,

Section VIII describes some program analysis tools that use Pin, and

Section IX presents a performance analysis.

II. PIN OVERVIEW

In this section, we provide an overview of Pin. We first provide

a brief introduction to writing instrumentation tools and then follow

with high-level description of the software architecture. For more

specific details, the interested reader can refer to prior work [14] or

http://www.pintool.org/learn.html.

Programmable Instrumentation. Pin provides user-

programmable instrumentation; a developer writes a pintool

in C++ using the Pin API. The pintool describes where to

insert instrumentation and what it should do. A pintool consists of

instrumentation, analysis, and callback routines [24]. Instrumentation
routines walk over the instructions of an application and insert calls

to analysis routines. Analysis routines are called when the program

executes an instrumented instruction, collecting data about the

instruction or analyzing its behavior. Callbacks are invoked when an

event occurs, for example when the program is about to exit.

Listing 1 shows a simple tool that prints out the memory addresses

of all data that is read or written by a program. The instrumentation

routine named Instruction() is called by Pin the first time

an instruction is executed, so that the routine may specify how it

should be instrumented. If the instruction reads or writes memory, this

example inserts a call to the analysis routine named Address(),

and directs Pin to pass it the virtual address of the memory reference.

Address() is called immediately before an instrumented instruc-

1 t y p e d e f void (∗ m a l l o c f u n p t r t ) ( s i z e t s i z e ) ;
2 m a l l o c f u n p t r t app mal loc ;
3
4 void ∗ mal loc wrap ( s i z e t s i z e ) {
5 void ∗ p t r = app mal loc ( s i z e ) ;
6 p r i n t f ( ” Mal loc %d r e t u r n %p ” , s i z e , p t r ) ;
7 re turn p t r ;
8 }
9

10 void Image (IMG img , void ∗v ) {
11 RTN mal locRtn = RTN FindByName ( img , ” m a l loc ” ) ;
12 i f ( RTN Valid ( ma l locRtn ) ) {
13 app mal loc = ( m a l l o c f u n p t r t ) RTN ReplaceProbed (
14 mal locRtn , AFUNPTR( mal loc wrap ) ) ;
15 }
16 }

Listing 2: Wrapping malloc using probe-based instrumentation.

tion executes, and prints the virtual address of the memory reference

to a file. Fini() is a callback routine that is invoked when the

program exits. Instrumentation and callback routines are registered

on lines 25 and 26 in the main() function of the pintool.

Listing 1 demonstrates only a small part of the Pin API. While

the example uses an instrumentation routine that can only see a

single instruction at a time, Pin allows instrumentation routines to

see blocks of instructions or whole binaries. The only argument

passed to Address() is the virtual address; possible arguments

include register contents (e.g. value of R9), the program counter (PC),

procedure argument values, constants, etc. This example only uses the

program end callback, but Pin provides a wide variety of callbacks

to notify a tool about shared library loading, thread creation, system

calls, Unix signals, and Microsoft Windows exceptions.

Pin uses a just-in-time (JIT) compiler to insert instrumentation into

a running application. The JIT compiler recompiles and instruments

small chunks of binary instructions immediately prior to executing

them. Pin stores the modified instructions in a software code cache

where they are executed in lieu of the original application instructions.

The code cache allows code regions to be generated once and

then reused for the remainder of program execution, amortizing

the costs of compilation. Compilation introduces overhead that is

highly dependent on the application and workload; SPEC integer

benchmarks have an average slowdown of 50% [14].

Pin has a high-performance option called probe mode where the

base overhead is near zero because the program binary is modi-

fied in place, rather than translated and cached. Probe mode is a

subset of the Pin API; a limited set of callbacks are available and

instrumentation is limited to interposing wrapper routines for global

functions. Listing 2 shows a fragment of a probe-based tool that

wraps calls to malloc() so that it can print the argument and

return values. Image() is an instrumentation routine that is invoked

every time a program binary or shared library is loaded. It searches

the binary for a function called malloc() and replaces it with

a call to malloc_wrap(). When the program calls malloc(),

malloc_wrap() is called instead, which calls the application

malloc() and then prints the argument and return value. To avoid

infinite recursion the call to malloc() from malloc_wrap()
should not be redirected. RTN_ReplaceProbed() returns a func-

tion pointer that invokes the replaced routine without redirection, and

malloc_wrap() must invoke it instead of the original malloc()
entry point.

In probe mode, the program binary is modified in memory. Pin

overwrites the entry point of procedures with jumps (called probes)
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TABLE I: Pin monitored system calls

System Call Name Pin’s Action
NtAllocateVirtualMemory

Update internal database that keeps protection attributes for application code pages, which is essential for handling
self-modified code in the application.

NtFreeVirtualMemory
NtProtectVirtualMemory
NtMapViewOfSection

Update internal database of modules mapped into the address space of the process. Notify pintool about module load/unload.
NtUnmapViewOfSection
NtCreateProcess/Ex

Intercept creation of a new child process. Notify pintool and inject Pin into the child process, if requested.
NtCreateUserProcess
NtCreateThread/Ex
NtResumeThread
NtSuspendThread Suspend the target thread at a safe point (see Section VI-D).
NtGetContextThread

Retrieve/modify original context associated with the safe suspension point in the target thread (see Section VI-D).
NtSetContextThread
NtContinue Change the target context to keep control in Pin. Restore original context on return from the system call.
NtCallbackReturn Recover original context of the system call that was interrupted by the callback.
NtTerminateThread Notify pintool about the thread exit and destroy thread-local objects in Pin.
NtTerminateProcess Notify pintool about the process exit and shutdown Pin VMM.

A. System Call Interception

Pin needs to intercept system call instructions at a point where

it can capture the arguments and system call number, and then

transfer control to the VMM. Pin translates and executes all user-

mode instructions from its software code cache, making it logical to

intercept system calls at the instruction that transfers control from

user mode to the kernel. Windows uses sysenter or int 2e on

32-bit systems and syscall for 64-bit processes. 32-bit (WOW64)

processes on 64-bit Windows use jmp far instruction to enter

kernel through the WOW64 layer. This instruction is located at a well-

known address that is stored in the Thread Environment Block (TEB)

of each thread, so it can be easily recognized. When Pin translates a

trace, it detects system calls by checking type and address for each

instruction in the trace. Ideally, the trace is translated only once, so

the cost of the system call detection is low relative to the overhead

for leaving the code cache and entering the Pin VMM each time the

system call is executed.

As the system call interface is not published by Microsoft,

we considered intercepting at the published Win32 API. However,

intercepting Win32 is problematic [7] since the mapping of sys-

tem operations to the Win32 API is not one-to-one. Some system

calls (e.g. NtContinue, NtCallbackReturn) are not explicitly

represented in the Win32 API, while other Win32 API functions

aggregate several system calls in a single function. For example, the

LoadLibrary API can map multiple modules in a single function

call, but Pin needs to handle each module separately.

B. System Call Execution

After interception, Pin must execute the system call for the appli-

cation. Some system calls must be monitored because they may affect

Pin’s internal state. For example, when the application creates or ter-

minates a thread, Pin needs to initialize or destroy its own thread-local

objects. The rest of the system calls have unknown arguments and

side effects and must be invoked in a way that preserves the original

semantics. Table I shows the most prevalent Pin-monitored system

calls and the corresponding procedures performed by Pin before and

after system call execution. We adhere to the descriptions of the API

functions described in the Windows Native API Manual [16].

When a system call is executed, the system call number is in

register rax. Pin uses this number to determine whether special

handling is necessary. Windows system call numbers are unpublished

and potentially change with each system build and therefore cannot

be built into Pin. Instead, Pin automatically extracts the system

call number from the ntdll.dll system library at runtime. Every

Pin monitored system call has a wrapper function in the ntdll.dll

system library that loads the system call number into a register and

invokes the system call. At initialization time, Pin uses the debugger

APIs to single step a dummy process through the wrapper functions

for the Pin monitored system calls. When it reaches the system

call instruction, it records the system call number and location of

arguments relative to the top of stack. Since there are fewer than

30 Pin-monitored system calls, the performance impact of dynamic

discovery is insignificant.

We considered several alternatives to dynamic discovery. Dy-

namoRIO uses statically prepared tables for supported versions of

Windows [7]. However, Pin must support unreleased versions and

it would be cumbersome to have to manually update the tables for

each one. We also investigated extracting system call numbers from

ntdll.dll by using static analysis of the instructions but concluded that

it would be less robust because it makes more assumptions about code

patterns of the system call wrappers.

The remaining, unmonitored system calls just need to be executed.

We make the following conservative assumptions to be less dependent

on the undocumented APIs and changes in future Windows versions:

• Any register, except the instruction pointer (IP), may be used as

an input, output, or scratch register of the system call.

• System calls may block (suspend) the calling thread for an

indefinite time interval.

• The system may interrupt system call execution by asynchronous

calls to application procedures. In reality, only a few system calls

are interruptible, but the list is not published.

• Any system call may cause an exception.

Figure 2 shows the flow for executing unmonitored system calls.

The JIT compiler emits a jump to the System Call Emulator
in the VMM at the point where the system call appears in the original

trace. The jump instruction transfers control to the VMM along

with the type of the original system call instruction and the original

context. The VMM uses the type information to avoid additional

instruction decoding that would be necessary because the system

calling convention depends on the system call instruction (e.g. int
2e vs. sysenter). The System Call Emulator checks the system

call number (in the context register) and identifies the appropriate

handling procedure. If the system call is a Pin-monitored and non-

interruptible system call, the emulator executes it and performs

all necessary actions before and after the execution. Otherwise, if

the system call is unknown or interruptible, it is forwarded to the
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VII. RUNTIME SUPPORT FOR THE PIN VMM AND PINTOOLS

To enhance productivity, Pin provides a conventional programming

environment for Pin VMM and pintool developers. This includes

using the C++ language including streams and Standard Template

Library (STL), C run time (e.g. printf(), malloc()), and

some Windows APIs (e.g. GetProcAddress()). However, the Pin

VMM and pintool are DLLs in the application process, and calls into

the same runtime libraries used by the application can cause unwanted

interactions between Pin and the application. For example, when the

application calls malloc() to allocate memory, we want to be able

to instrument its entire execution down to the system call level. The

pintool may need to call malloc(), but its execution should not be

instrumented. Furthermore, a pintool call to malloc() could occur

as part of the instrumentation of an application call to malloc(),

and it would appear that the pintool call has re-entered malloc before

the application call has finished. System libraries are designed to

support concurrent execution by using locks and thread-local storage,

but these methods are not effective because the application and

instrumentation occur in the same thread. As a consequence, global

data may be corrupted and synchronization operations can deadlock.

Pin employs several methods to avoid problems caused by con-

current calls to system library routines. Pin and the pintool link

with a static C run time (CRT) library. Since the application

cannot access code or data in the CRT static library, application-

Pin interactions cannot occur through its static data. However, the

application and Pin CRT both call the low-level kernel32.dll library,

and it is not possible to duplicate it via static linking. To avoid

conflicts for kernel32.dll, Pin provides independent implementations

of some CRT functions such as malloc() and free(), and for

some Win32 APIs such as InitializeCriticalSection(),

DeleteCriticalSection(), and thread-local storage APIs.

Another consequence of the instrumentation and application execut-

ing in the same thread is that they share the same Thread Environment

Block (TEB). The TEB is a system data structure (allocated by the

kernel in user space) that keeps the state of the image loader and

various system DLLs [22]. When switching between the application

and Pin, some TEB fields must be swapped, such as the last error

number and stack boundaries.

Pintool developers must adhere to several rules in their use of the

runtime. As described in Section IV-C, an APC or callback can be

delivered when an alertable system call is executed. If Pin executes

an alertable system call, then an APC or callback could be delivered

at a point in the application where it was not previously possible,

breaking the application. We ensure that the Pin CRT does not make

alertable system calls. If a tool needs to call a Windows API directly,

it must be done before the application starts or the tool author must

ensure that the API does not make an alertable system call. Most

tools only need to call the CRT, which is always safe, and relatively

few Windows APIs make alertable system calls.

To the best of our knowledge, Pin permits a more standard

C++ programming environment for instrumentation tools than other

instrumentation systems. Pin guarantees safe use of the CRT library,

even when the CRT calls system services. Pin preserves correct TEB

values when switching between Pin and the application code. Pin

also allows usage of Win32 APIs (exported by kernel32.dll) in the

initialization procedure of Pin and pintools.

VIII. EXAMPLE INSTRUMENTATION TOOLS

To demonstrate the power and versatility of instrumentation, we

describe Pin-based tools to analyze program performance. We first

TABLE II: Description of applications used in evaluation

Benchmark Description / Workload
SPECINT 32 CPU 2000 Integer (icc for win32) / Ref inputs
SPECFP 32 CPU 2000 Floating Pt (icc for win32) / Ref inputs
SPECINT 64 CPU 2000 Integer (icc for win64) / Ref inputs
SPECFP 64 CPU 2000 Floating Pt (icc for win64) / Ref inputs
Illustrator 9.1 Adobe publishing / Exercise features via Visual Test
MS Excel XP Spreadsheet / Exercise features via Visual Test
CINEBENCH Image rendering / Render a scene
POVRAY Image rendering / Render patio-radio 640 480 AA

TABLE III: Description of the instrumentation pintool configurations

Tool Mode Description
Native Run without Pin; Used as baseline
Probe Probe No instrumentation; Probe-mode baseline
LocksAndWaits Probe Locking analysis (Intel Parallel Amplifier)
JIT JIT No instrumentation; JIT-mode baseline
BBCount JIT Increment a counter once per basic block
BBCount mt JIT Increment a thread-private counter once

per basic block
MemTrace JIT Record all memory refs in thread-private

buffer; Baseline for memory analysis tools
MemError JIT Memory error analysis (Parallel Inspector)
DataRace JIT Data race analysis (Parallel Inspector)

give an overview of the tool’s purpose and then explain how it uses

Pin to collect the data necessary for the analysis.

A. Intel R© Parallel Amplifier

Intel R© Parallel Amplifier [1] performs three types of analysis to

help programmers improve program performance: Hotspots, Concur-
rency, and Locks and Waits. Hotspots attributes time to source lines

and call stacks, identifying program regions that would benefit from

tuning and parallelism. Concurrency measures the CPU utilization,

giving whole program and per-function summaries. Locks and Waits
measures the time multithreaded programs spend waiting on locks,

attributing time to synchronization objects and source lines. Identify-

ing locks that are responsible for wait time and the associated source

lines helps a programmer to improve the CPU utilization of a parallel

program.

The data for Hotspots and Concurrency analysis comes from sam-

pling. Intel R© Parallel Amplifier uses Pin to instrument the application

to collect data for the Locks and Waits analysis. Capturing accurate

timing data requires low overhead instrumentation. The Locks and

Waits analysis uses Pin probes to replace calls to synchronization

APIs with wrapper functions, as demonstrated in Listing 2. The

wrapper functions call the original synchronization function to record

the wait time, synchronization object, and call stack.

B. CMP$im

Memory system behavior is critical to parallel program per-

formance. Computational bandwidth increases faster than memory

bandwidth, especially for multi-core systems. Programmers must

utilize as much of the bandwidth as possible for programs to scale to

large processor counts. Hardware-based monitors can report summary

statistics such as memory references and cache misses. However, they

are not well suited for collecting more detailed information such

as the degree of cache line sharing or the cache miss frequency

resulting from false sharing. CMP$im [13] uses Pin to collect the

memory addresses of multithreaded and multiprocess programs and

then uses a memory system software model to analyze program

behavior. CMP$im reports miss rates, cache line reuse, cache line
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require shadowing of the application computation. Strata [21] is

a dynamic modification engine for IA-32 and SPARC on Unix.

HDTrans [23] is a lightweight open-source translation framework

for IA-32 on Unix and focuses on performance and simplicity at

the expense of user-friendliness. Nirvana [5] provides deterministic

trace recording and playback and the ability to instrument them on

Windows. Detours [12] allows instrumentation similar to Pin’s probe

mode, but does not have the ability to do fine-grained instrumentation

of individual instructions and memory operations. Pin [14] provides

fine-grained, dynamic binary instrumentation for IA-32, Intel64,

Itanium, and ARM on Windows, Linux, and BSD. Only DynamoRIO,

Nirvana, and Pin provide fine-grained instrumentation of Windows

applications. Nirvana is not generally available outside of Microsoft

and the details of its interface to the operating system have not been

published. DynamoRIO is similar in capabilities to Pin. Pin’s focus

on being a commercial instrumentation system for a broad range of

analysis tools has led to different design decisions as is discussed

throughout the paper. Examples are its method for injecting early in

the process lifetime and its support for access to conventional runtime

support by instrumentation tools.

XI. CONCLUSIONS

Dynamic binary instrumentation systems have emerged as in-

valuable tools for performance analysis, simulation, optimization,

and security. Most of the prior work discussing instrumentation

infrastructures has focused on executing Unix applications, despite

the ubiquity and importance of Windows-based applications. This

paper presents the design, implementation, and performance of the

Windows version of Pin. The challenges for providing a robust

instrumentation system on Windows lie in managing the kernel/ap-

plication transitions, injecting the runtime agent into the process,

and isolating the instrumentation from the application. To manage

kernel/application transitions, Pin needs to interact with the Windows

kernel at a level below the published APIs. Using a combination of

dynamic discovery and worst case assumptions, Pin is able to control

and to instrument Windows processes without being tied to a specific

Windows release. We examine Pin’s overhead by looking at typical

Windows applications being instrumented with simple tools as well as

Pin-based commercial program analysis products. The single biggest

factor affecting performance is the type of analysis performed by the

tool. Lightweight tools can have near zero overhead and complex

analysis of memory behavior can increase the running time by 90x

native execution. Overhead for processing system calls can add as

much as 5% to lightweight tools, but in general the operating system

overhead is not significant. While the proprietary nature of Windows

makes measurement and analysis difficult, Pin opens the door to

understanding program behavior.
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