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90Jl.1I. SlCojple. The provisions of this chapter shall specify where
fire protection systems are required and shall apply to the de­
sign, installation, inspection, operation, testing and mainte­
nance of all fire protection systems.

9011..2 COll1lSftIT'1llldlll[j)JJll «l!olC1lllmell1lfts. The code official shall have
the authority to require construction documents and calcula­
tions for all fire protection systems and to require permits be is­
sued for the installation, rehabilitation or modification of any
fire protection system. Construction documents for fire protec­
tion systems shall be submitted for review and approval prior to
system installation.

9011..2.11. Sltaftemell1lft oft' lComjplllll~ll1llCle. Before requesting final
approval of the installation, where required by the code offi­
cial, the installing contractor shall furnish a written state­
ment to the code official that the subject fire protection
system has been installed in accordance with approved
plans and has been tested in accordance with the manufac­
turer's specifications and the appropriate installation stan­
dard. Any deviations from the design standards shall be
noted and copies of the approvals for such deviations shall
be attached to the written statement.

9011..3 PeIT'mllfts. Permits shall be required as set forth in Section
105.6 and 105.7.

901.4} JIIIllsft~llll:alftllOll1l. Fire protection systems shall be maintained
in accordance with the original installation standards for that
system. Required systems shall be extended, altered, or aug­
mented as necessary to maintain and continue protection when­
ever the building is altered, remodeled or added to. Alterations
to fire protection systems shall be done in accordance with ap­
plicable standards.

90Jl.4}.1I. Re((jJ1lllllrre«l! mrre jpIT'otedllOll1l systems. Fire protection
systems required by this code or the International Building
Code shall be installed, repaired, operated, tested and main­
tained in accordance with this code.

901l..4}.2 NOIlllrre<lJ11lllllIT'le«l! iffirre jplIT'otedllOll1l systrems. Any fire
protection system or portion thereof not required by this
code or the International Building Code shall be allowed to
be furnished for partial or complete protection provided
such installed system meets the requirements of this code
and the International Building Code.

901L4>.3 Addlitftitomllll iffirre jplIT'ottedllOll1l systems. In occupan­
cies of a hazardous nature, where special hazards exist in ad­
dition to the normal hazards of the occupancy, or where the
code official determines that access for fire apparatus is un­
duly difficult, the code official shall have the authority to re­
quire additional safeguards. Such safeguards include, but
shall not be limited to, the following: automatic fire detec­
tion systems, fire alarm systems, automatic fire­
extinguishing systems, standpipe systems, or portable or

fixed extinguishers. Fire protection equipment required un­
der this section shall be installed in accordance with this
code and the applicable referenced standards.

9([J)1I.AI.4> Ajpljple~IT'~ll1llCe ojfetlJ11llllljplmrneIlllt. Any device that has the
physical appearance of life safety or fire protection equip­
ment but that does not perform that life safety or fire protec­
tion function, shall be prohibited.

9011..5 JIll1lsQ:allll:altllOll1l :allClCelP~IIlllCe tes1llll1lg. Fire detection and
alann systems, fire-extinguishing systems, fire hydrant sys­
tems, fire standpipe systems, fire pump systems, private fire
service mains and all other fire protection systems and appurte­
nances thereto shall be subject to acceptance tests as contained
in the installation standards and as approved by the code offi­
cial. The code official shall be notified before any required ac­
ceptance testing.

9011..5.11. OtClC1llljpl~ll1llCY. It shall be unlawful to occupy any por­
tion of a building or structure until the required fire detec­
tion, alarm and suppression systems have been tested and
approved.

901l..(/]) JIll1lSpedllOll1l9 trestrllll1lg ~ll1l«l! IIll1l:alllH1lttell1l~ll1llCe. Fire detection,
alann and extinguishing systems shall be maintained in an op­
erative condition at all times, and shall be replaced or repaired
where defective. Nonrequired fire protection systems and
equipment shall be inspected, tested and maintained or re­
moved.

9011..(/]).11. Str~ll1ldl~rr«l!§. Fire protection systems shall be in­
spected, tested and maintained in accordance with the refer­
enced standards listed in Table 901.6.1.

TABLE 901.6.1
IF~IRIE IPIROTIECT~ON SVS1EM MAllNTlENANCE SlANDARDS

SYSTEM STANDARD

Portable fire extinguishers NFPA 10

Carbon dioxide fire-extinguishing system NFPA 12

Halon 1301 fire-extinguishing systems NFPA 12A

Dry-chemical extinguishing systems NFPA 17

Wet-chemical extinguishing systems NFPA 17A

Water-based fire protection systems NFPA 2S

Fire alarm systems NFPA 72

Clean-agent extinguishing systems NFPA 2001

Water-mist systems NFPA 750

901l..([i).2 JRelCoJrds. Records of all system inspections, tests,
and maintenance required by the referenced standards shall
be maintained on the premises for a minimum of 1 year and
made available to the code official upon request.

!9)CJl.7 Systems 01llltr olf seJrvlllCe. Where a required fire protection
system is out of service, the fire department and the code offi-
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901.7.1 - 902.1

cial shall be notified immediately and, where required by the
code official, the building shall either be evacuated or an ap­
proved fire watch shall be provided for all occupants left unpro­
tected by the shut down until the fire protection system has
been returned to service.

Where utilized, fire watches shall be provided with at least
one approved means for notification of the fire department and
their only duty shall be to perform constant patrols of the pro­
tected premises and keep watch for fires.

901.7.1 Impairment coordinator. The building owner
shall assign an impairment coordinator to comply with the
requirements of this section. In the absence of a specific
designee, the owner shall be considered the impairment co­
ordinator.

901.7.2 Tag required. A tag shall be used to indicate that a
system, or portion thereof, has been removed from service.

901.7.3 Placement of tag. The tag shall be posted at each
fire department connection, system control valve, fire alarm
control unit, fire alarm annunciator and fire command cen­
ter, indicating which system, or part thereof, has been re­
moved from service. The code official shall specify where
the tag is to be placed.

901.7.4 Preplanned impairment programs. Preplanned
impairments shall be authorized by the impairment coordi­
nator. Before authorization is given, a designated individual
shall be responsible for verifying that all of the following
procedures have been implemented:

1. The extent and expected duration of the impairment
have been determined.

2. The areas or buildings involved have been inspected
and the increased risks determined.

3. Recommendations have been submitted to manage­
ment or building owner/manager.

4. The fire department has been notified.

5. The insurance carrier, the alarm company, building
owner/manager, and other authorities havingjurisdic­
tion have been notified.

6. The supervisors in the areas to be affected have been
notified.

7. A tag impairment system has been implemented.

8. Necessary tools and materials have been assembled
on the impairment site.

901.7.5 Emergency impairments. When unplanned im­
pairments occur, appropriate emergency action shall be
taken to minimize potential injury and damage. The impair­
ment coordinator shall implement the steps outlined in Sec­
tion 901.7.4.

901.7.6 Restoring systems to service. When impaired
equipment is restored to normal working order, the impair­
ment coordinator shall verify that all of the following proce­
dures have been implemented:

1. Necessary inspections and tests have been conducted
to verify that affected systems are operational.

2. Supervisors have been advised that protection is re­
stored.
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J. The fire department has been advised that protection
is restored.

4. The building owner/manager, insurance carrier, alarm
company, and other involved parties have been ad­
vised that protection is restored.

5. The impairment tag has been removed.

901.8 Removal! of or tampering with equipment. It shall be
unlawful for any person to remove, tamper with or otherwise
disturb any fire hydrant, fire detection and alarm system, fire
suppression system, or other fire appliance required by this
code except for the purpose of extinguishing fire, training pur­
poses, recharging or making necessary repairs, or when ap­
proved by the code official.

901.8.1 Removal of or tampering with appurtenances.
Locks, gates, doors, barricades, chains, enclosures, signs, tags
or seals which have been installed by or at the direction of the
code official shall not be removed, unlocked, destroyed, tam­
pered with or otherwise vandalized in any manner.

SECTION 902
DEF~NITIONS

902.11. Definitions. The following words and terms shall, for the
purposes of this chapter and as used elsewhere in this code,
have the meanings shown herein.

ALARM NOTIIFICATION APPLIANCE. A fire alarm sys­
tem component such as a bell, horn, speaker, light, or text dis­
play that provides audible, tactile, or visible outputs, or any
combination thereof.

ALARM SIGNAL. A signal indicating an emergency requir­
ing immediate action, such as a signal indicative of fire.

ALARM VERIFICATION FEATURE. A feature of auto­
matic fire detection and alarm systems to reduce unwanted
alarms wherein smoke detectors report alarm conditions for a
minimum period of time, or confirm alarm conditions within a
given time period, after being automatically reset, in order to be
accepted as a valid alarm-initiation signal.

ANNUNCiATOR. A unit containing one or more indicator
lamps, alphanumeric displays, or other equivalent means in
which each indication provides status information about a cir­
cuit, condition or location.

AUDIBLE ALARM NOTIFICATION APPLIANCE. A no­
tification appliance that alerts by the sense of hearing.

AUTOMATTIC. As applied to fire protection devices, is a de­
vice or system providing an emergency function without the
necessity for human intervention and activated as a result of a
predetermined temperature rise, rate of temperature rise, or
combustion products.

AUTOMATIC FIREuEXTINGUIfSHING SYSTEM. An
approved system of devices and equipment which automati­
cally detects a fire and discharges an approved fire­
extinguishing agent onto or in the area of a fire.

AUTOMATTIC SPRINKLER SYSTEM. A sprinkler system,
for fire protection purposes, is an integrated system of under­
ground and overhead piping designed in accordance with fire
protection engineering standards. The system includes a suit-
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able water supply. The portion of the system above the ground
is a network of specially sized or hydraulically designed piping
installed in a structure or area, generally overhead, and to
which automatic sprinklers are connected in a systematic pat­
tern. The system is usually activated by heat from a fire and dis­
charges water over the fire area.

AVERAGE AMIaITENT SOUND LEVEL. The root mean
square, A-weighted sound pressure level measured over a 24­
hour period.

CARBON DliOXITDlE lEXTITNGU]ISIHIJING"SYSTEM. A sys­
tem supplying carbon dioxide (C02) from a pressurized vessel
through fixed pipes and nozzles. The system includes a man­
ual- or automatic-actuating mechanism.

CLEAN AGENT. Electrically nonconducting, volatile, or gas­
eous fire extinguishant that does not leave a residue upon evap­
oration.

CONSTANTLY ATTENDED LOCATITON. A designated
location at a facility staffed by trained personnel on a continu­
ous basis where alarm or supervisory signals are monitored and
facilities are provided for notification of the fire department or
other emergency services.

DELUGE SYSTEM. A sprinkler system employing open
sprinklers attached to a piping system connected to a water sup­
ply through a valve that is opened by the operation of a detec­
tion system installed in the same area as the sprinklers. When
this valve opens, water flows into the piping system and dis­
charges from all sprinklers attached thereto.

DETECTOR, lHIEAT. A fire detector that senses heat pro­
duced by burning substances. Heat is the energy produced by
combustion that causes substances to rise in temperature.

DRYQClHIlEMIICAL EX1rIINGUIISIHIITNG AGENT. A powder
composed of small particles, usually of sodium bicarbonate,
potassium bicarbonate, urea-potassium-based bicarbonate, po­
tassium chloride or monoammonium phosphate, with added
particulate material supplemented by special treatment to pro­
vide resistance to packing, resistance to moisture absorption
(caking) and the proper flow capabilities.

EMERGENCY ALARM SYSTEM. A system to provide in­
dication and warning of emergency situations involving haz­
ardous materials.

EMERGENCY VOIICE/ALARM COMMUNITCATIIONS.
Dedicated manual or automatic facilities for originating and
distributing voice instructions, as well as alert and evac.uation
signals pertaining to a fire emergency, to the occupants of a
building.

FiRE ALARM BOX, MANUAL. A manual operated device
used to initiate an alarm signal.

JFITRJE ALARM CONtROL UNJIT. A system component that
receives inputs from automatic and manual fire alarm devices
and is capable of supplying power to detection devices and
transponder(s) of off-premises transmitter(s). The control unit
is capable of providing a transfer of power to the notification
appliances and transfer of condition to relays of devices.

FIIRlE AlLARM SIIGNAIL. A signal initiated by a fire alarm­
initiating device such as a manual fire alarm box, automatic fire
detector, water-flow switch, or other device whose activation is
indicative of the presence of a fire or fire signature.

lFiRE ALAlRM SYSTEM. A system or portion of a combina­
tion system consisting of components and circuits arranged to
monitor and annunciate the status of fire alarm or supervisory
signal-initiating devices and to initiate the appropriate re­
sponse to those signals.

lFIIRE ARlEA. The aggregate floor area enclosed and bounded
by fire walls, fire barriers, exterior walls, or fire-resistance­
rated horizontal assemblies of a building.

FIRE DETlECTOR, AUTOMATiC. A device designed to
detect the presence of a fire signature and to initiate action.

FITlRE IPR01flECTIION SYSTEM. Approved devices, equip­
ment and systems or combinations of systems used to detect a
fire, activate an alarm, extinguish or control a fire, control or
manage smoke and products ofa fire or any combination thereof.

FIRE SAFETY FUNCTiONS. Building and fire control
functions that are intended to increase the level oflife safety for
occupants or to control the spread of the harmful effects offire.

lFOAMQEXTIINGUITSlHIITNG SYSTEM. A special system dis­
charging a foam made from concentrates, either mechanically
or chemically, over the area to be protected.

lHIALOGENATlED EXTliNGUISIHHNG SYSTEM. A fire­
extinguishing system using one or more atoms of an element
from the halogen chemical series: fluorine, chlorine, bromine
and iodine.

IIMPAIrlRMENT COORDiNATOR. The person responsible
for the maintenance of a particular fire protection system.

IINJITJIATJING DlEVJICE. A system component that originates
transmission of a change-of-state condition, such as in a smoke
detector, manual fire alarm box, or supervisory switch.

MANUAL FJIlRE ALARM BOX. A manually operated device
used to initiate an alarm signal.

MUJLTJIJP>JLEQSTATllON ALARM DEVICE. Two or more
single-station alarm devices that can be interconnected such
that actuation of one causes all integral or separate audible
alarms to operate. It also can consist of one single-station alarm
device having connections to other detectors or to a manual fire
alarm box.

MUlLTTIPlLEQSTATJION SMOKE ALARM. Two or more
single-station alarm devices that are capable of interconnection
such that actuation of one causes all integral or separate audible
alarms to operate.

NUHSANCE AlLAlRM. An alarm caused by mechanical fail­
ure, malfunction, improper installation, or lack of proper main­
tenance, or an alarm activated by a cause that cannot be
determined.

]RECORD DRAWIINGS. Drawings ("as builts") that docu­
ment the location of all devices, appliances, wiring, sequences,
wiring methods, and connections of the components of a fire
alarm system as installed.
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903 - 903.2.1

§INGLE~STATION SMOKE ALARM. An assembly incor­
porating the detector, the control equipment, and the alarm­
sounding device in one unit, operated from a power supply ei­
ther in the unit or obtained at the point of installation.

SMOKE ALARM. A single- or multiple-station alarm re­
sponsive to smoke and not connected to a system.

SMOKE DETECTOR. A listed device that senses visible or
invisible particles of combustion.

STANDPIPE SYSTEM, CLASSES OF. Standpipe classes
are as follows:

CLASS I system. A system providing 2.5-inch (64 mm)
hose connections to supply water for use by fire departments
and those trained in handling heavy fire streams.

CLASS Ii system. A system providing 1.5-inch (38 mm)
hose stations to supply water for use primarily by the building
occupants or by the fire department during initial response.

CLASS HI system. A system providing 1.5-inch (38 mm)
hose stations to supply water for use by building occupants
and 2.5-inch (64 mm) hose connections to supply a larger
volume of water for use by fire departments and those
trained in handling heavy fire streams.

STANDPIPE, TYPES OF. Standpipe types are as follows:

Automatic dry. A dry standpipe system, normally filled
with pressurized air, that is arranged through the use of a de­
vice, such as a dry pipe valve, to admit water into the system
piping automatically upon the opening of a hose valve. The
water supply for an automatic dry standpipe system shall be
capable of supplying the system demand.

Automatic wet. A wet standpipe system that has a water
supply that is capable of supplying the system demand auto­
matically.

Manual dry. A dry standpipe system that does not have a
pennanent water supply attached to the system. Manual dry
standpipe systems require water from a fire department
pumper to be pumped into the system through the fire de­
partment connection in order to supply the system demand.

Manual wet. A wet standpipe system connected to a water
supply for the purpose of maintaining water within the sys­
tem but which does not have a water supply capable ofdeliv­
ering the system demand attached to the system. Manual
wet standpipe systems require water from a fire department
pumper (or the like) to be pumped into the system in order to
supply the system demand.

Semiautomatic dry. A dry standpipe system that is arranged
through the use of a device, such as a deluge valve, to admit
water into the system piping upon activation of a remote con­
trol device located at a hose connection. A remote control ac­
tivation device shall be provided at each hose connection. The
water supply for a semiautomatic dry standpipe system shall
be capable of supplying the system demand.

SUPERVISING STATION. A facility that receives signals
and at which personnel are in attendance at all times to respond
to these signals.

SUPERVISORY SERVICE. The service required to monitor
performance of guard tours and the operative condition of fixed
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suppression systems or other systems for the protection of life
and property.

SUPERVISORY SiGNAL. A signal indicating the need of ac­
tion in connection with the supervision of guard tours, the fire
suppressi (\n systems or equipment, or the maintenance features
of related systems.

SUPERVISORY §liGNAL~INITIATINGDEVICE. An ini­
tiating device such as a valve supervisory switch, water level
indicator, or low-air pressure switch on a dry-pipe sprinkler
system whose change of state signals an off-normal condition
and its restoration to normal of a fire protection or life safety
system; or a need for action in connection with guard tours, fire
suppression systems or equipment, or maintenance features of
related systems.

TIRES, BULK STORAGE OF. Storage of tires where the
area available for storage exceeds 20,000 cubic feet (566 m3).

TROUBILE SIGNAL. A signal initiated by the fire alarm sys­
tem or device indicative of a fault in a monitored circuit or com­
ponent.

Vl[STIBLE ALARM NOTIFiCATION APPLIANCE. A no­
tification appliance that alerts by the sense of sight.

WE1I'~ClHIEMICAlL EXTlINGUISHING AGENT. A solu­
tion of water and potassium-carbonate-based chemical, potas­
sium-acetate-based chemical or a combination thereof,
forming an extinguishing agent.

WIRELESS PROTECTION SYSTEM. A system or a part of
a system that can transmit and receive signals without the aid of
wire.

ZONE. A defined area within the protected premises. A zone
can define an area from which a signal can be received, an area
to which a signal can be sent, or an area in which a form of con­
trol can be executed.

SECu~ON 903
AUTOMAT~C SPRiNKLER SYSTEMS

903.11. GCllllcraB. Automatic sprinkler systems shall comply with
this section.

903.1.Jl Alltematnvc pJrotcdimn. Alternative automatic fire­
extinguishing systems complying with Section 904 shall be
permitted in lieu of automatic sprinkler protection where
recognized by the applicable standard and approved by the
code official.

9t33J..2 RcsndlcJrntnaR systlemso Unless specifically allowed
by this code or the International Building Code, residential
sprinkler systems installed in accordance with NFPA 13D or
NFPA 13R shall not be recognized for the purposes of ex­
ceptions or reductions permitted by other requirements of
this code.

903.2 WlhleJrIe Il"leqJllllill"edl. Approved automatic sprinkler systems
in new buildings and structures shall be provided in the loca­
tions described in this section.

903.2.1 Group A. An automatic sprinkler system shall be
provided throughout buildings and portions thereof used as
Group A occupancies as provided in this section. The auto­
matic sprinkler system shall be provided throughout the
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floor area where the Group A occupancy is located, and in
all floors between the Group A occupancy and the level of
exit discharge.

19l03.Z.li.li GIl"OllllP A,.ali. An automatic sprinkler system
shall be provided throughout a fire area containing a
Group A-I occupancy where one of the following condi­
tions exists:

1. The fire area exceeds 12,000 square feet (11 15 m2).

2. The fire area has an occupant load of300 or more.

3. The fire area is located on a floor other than the
level of exit discharge.

4. The fire area contains a multi-theater complex.

19l03.Z.li.Z GIl"OllllP A,.aZ. An automatic sprinkler system
shall be provided throughout a fire area containing a
Group A-2 occupancy where one of the following condi­
tions exists:

1. The fire area exceeds 5,000 square feet (45 m2).

2. The fire area has an occupant load of 300 or more.

3. The fire area is located on a floor other than the
level of exit discharge.

19l03.Z.li.3 GIl"OllllP A,.a3. An automatic sprinkler system
shall be provided throughout a fire area containing a
Group A-3 occupancy where one ofthe following condi­
tions exists:

1. The fire area exceeds 12,000 square feet (1115 m2).

2. The fire area has an occupant load of300 or more.

3. The fire area is located on a floor other than the
level of exit discharge.

IE~lCtep1nmn~ Areas used exclusively as participant
sports areas where the main floor area is located at the
same level as the level of exit discharge of the main
entrance and exit.

19l03.Z.li•.:a GIl"OllllP A,.a.:a. An automatic sprinkler system
shall be provided throughout a fire area containing a
Group A-4 occupancy where one of the following condi­
tions exists:

1. The fire area exceeds 12,000 square feet (1115 m2
).

2. The fire area has an occupant load of 300 or more.

3. The fire area is located on a floor other than the
level of exit discharge.

IE~lCtepaiimn~ Areas used exclusively as participant
sport areas where the main floor area is located at the
same level as the level of exit discharge of the main
entrance and exit.

19l«J)3.Z.li.5 GIl"OllllP A,.a5. An automatic sprinkler system
shall be provided in concession stands, retail areas, press
boxes, and other accessory use areas in excess of 1,000
square feet (93 m2).

19l03.Z.Z GIl"OllllP IE. An automatic sprinkler system shall be
provided throughout all Group E fire areas greater than
20,000 square feet (1858 m2) in area. An automatic sprinkler
system shall also be provided for every portion of educa­
tional buildings below the level of exit discharge.

903.2.1.1 - 903.2.6

IE%lCtejplanmn~ Where each classroom has at least one exte­
rior exit door at ground level.

19l«J)3.2.3 GIl"Olllljpl }F'ali. An automatic sprinkler system shall be
provided throughout all buildings where the fire area con­
taining a Group F-l occupancy exceeds 12,000 square feet
(1115 m2), or where more than three stories in height, or
where the combined fire area on all floors, including mezza­
nines, exceeds 24,000 square feet (2230 m2).

19l03.Z.3.li Wood[wOIl"lkiiIJ1lg ojplteIl"atnmns. An automatic
sprinkler system shall be provided throughout all Group
F-l occupancy fire areas that contain woodworking op­
erations in excess of 2,500 square feet in area (232 m2)

which generate finely divided combustible waste or
which use finely divided combustible materials.

19l03.Z.4\ GIl"OllllP JHl. Automatic sprinkler systems shall be
provided in high-hazard occupancies as required in Sections
903.2.4.1 through 903.2.4.3.

19l03.Z.4J.li GteIJ1lteIl"all. An automatic sprinkler system shall
be installed in Group H occupancies.

19l03.Z•.:a.Z GIl"Olllljpl JHla5 OlClClllljplarrndes. An automatic sprin­
kler system shall be installed throughout buildings con­
taining Group H-5 occupancies. The design of the
sprinkler system shall not be less than that required under
the International Building Code for the occupancy haz­
ard classifications in accordance with Table 903.2.4.2.

Where the design area of the sprinkler system consists
of a corridor protected by one row of sprinklers, the maxi­
mum number ofsprinklers required to be calculated is 13.

lA18llE 903.2.4.2
GROQJJ~ ~,Hii SiPlRliNKllERl DIESiGN (ClfU1rrERlIA

OCCIUJPANCY HAZARD
ILOCAT~ON ClASSIf'~CAT~ON

Fabrication areas Ordinary Hazard Group 2

Service corridors Ordinary Hazard Group 2

Storage rooms without dispensing Ordinary Hazard Group 2

Storage rooms with dispensing Extra Hazard Group 2

Corridors Ordinary Hazard Group 2

19l03.Z.4.3 J!DYIl"o~ylliirrn pllas1lllC§. An automatic sprinkler
system shall be provided in buildings, or portions
thereof, where cellulose nitrate film or pyroxylin plastics
are manufactured, stored or handled in quantities ex­
ceeding 100 pounds (45 kg).

19l@3.Z.5 GJrOllllp JI. An automatic sprinkler system shall be
provided throughout buildings with a Group I fire area.

IE~lCteptiiorrn~ An automatic sprinkler system installed in
accordance with Section 903.3.1.2 or 903.3.1.3 shall be
allowed in Group I-I facilities.

9@3.Z.!li> GIl"Olllljpl M. An automatic sprinkler system shall be
provided throughout buildings where the fire area contain­
ing a Group M occupancy exceeds 12,000 square feet (1115
m2), or where more than three stories in height, or where the
combined fire area on all floors, including any mezzanines,
exceeds 24,000 square feet (2230 m2).
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903.2.6.1 - 903.2.12.2

903.2.6.1 High-piled storage. An automatic sprinkler
system shall be provided as required in Chapter 23 in all
buildings of Group M where storage of merchandise is in
high-piled or rack storage arrays.

903.2.7 Group R-I. An automatic sprinkler system shall be
provided throughout buildings with a Group R-l fire area.

Exceptions:

1. Where guestrooms are not more than three stories
above the lowest level of exit discharge and each
guestroom has at least one door leading directly to
an exterior exit access that leads directly to ap­
proved exits.

2. A residential sprinkler system installed in accor­
dance with Section 903.3.1.2 shall be allowed in
buildings, or portions thereof, of Group R-l.

903.2.8 Group R-2. An automatic sprinkler system shall be
provided throughout all buildings with a Group R-2 fire area
where more than two stories in height, including basements,
or where having more than 16 dwelling units.

Exception: A residential sprinkler system installed in
accordance with Section 903.3.1.2 shall be allowed in
buildings, or portions, thereof of Group R-2.

903.2.9 Group R-4. An automatic sprinkler system shall be
provided throughout all buildings with a Group R-4 fire area
with more than eight occupants.

Exception: An automatic sprinkler system installed in
accordance with Section 903.3.1.2 or 903.3.1.3 shall be
allowed in Group R-4 facilities.

903.2.10 Group S-I. An automatic sprinkler system shall
be provided throughout all buildings where the fire area
containing a Group S-1 occupancy exceeds 12,000 square
feet (1115 m2), or where more than three stories in height, or
where the combined fire area on all floors, including mezza­
nines, exceeds 24,000 square feet (2230 m2).

903.2.10.1 Repair garages. An automatic sprinkler sys­
tem shall be provided throughout all buildings used as re­
pair garages in accordance with the International
Building Code, as follows:

1. Buildings two or more stories in height, including
basements, with a fire area containing a repair ga­
rage exceeding 10,000 square feet (929 m2).

2. One-story buildings with a fire area containing a re­
pair garage exceeding 12,000 square feet(1115 m2).

3. Buildings with a repair garage in the basement.

903.2.10.2 Bulk storage of tires. Buildings and struc­
tures where the area for the storage of tires exceeds
20,000 cubic feet (566 m3) shall be equipped throughout
with an automatic fire sprinkler system in accordance
with Section 903.3.1.1.

903.2.11 Group 8-2. An automatic sprinkler system shall
be provided throughout buildings classified as an enclosed
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parking garage in accordance with the International Build­
ing Code or where located beneath other groups.

Exceptioll1l: Enclosed parking garages located beneath
Group R-3 occupancies.

903.2.11.1 Commercial parking garages. An auto­
matic sprinkler system shall be provided throughout
buildings used for storage of commercial trucks or buses
where the fire area exceeds 5,000 square feet (464 m2).

903.2.12 Ani occupancies except Groups R-3 and U. An
automatic sprinkler system shall be installed in the locations
set forth in Sections 903.2.12.1 through 903.2.12.1.3.

JExceptnon: Group R-3 and Group U.

903.2.12.1 Stories aIlld 'basements without openings.
An automatic sprinkler system shall be installed in every
story or basement of all buildings where the floor area ex­
ceeds 1,500 square feet (139.4 m2) and there is not pro­
vided at least one of the following types of openings:

1. An exterior stairway that conforms to the require­
ments of Section 1003.3.3 or an outside ramp that
conforms to the requirements of Section 1003.3.4,
leading directly to grade in each 50 linear feet, or
fraction thereof, of exterior wall in the story on at
least one side.

2. Openings entirely above the adjoining ground
level totaling at least 20 square feet in each 50 lin­
ear feet, or fraction thereof, of exterior wall in the
story on at least one side.

903.2. liZ.I.t Opening dimensions and access.
Openings shall have a minimum dimension of not less
than 30 inches (762 mm). Such openings shall be ac­
cessible to the fire department from the exterior and
shall not be obstructed in a manner that fire fighting or
rescue cannot be accomplished from the exterior.

903.2.12.1.2 Openings on one side only. Where
openings in a story are provided on only one side and
the opposite wall of such story is more than 75 feet (22
860 mm) from such openings, the story shall be
equipped throughout with an approved automatic
sprinkler system or openings as specified above shall
be provided on at least two sides the story.

903.2.12.1.3 Basements. Where any portion of a
basement is located more than 75 feet (22 860 mm)
from openings required by Section 903.2.12.1, the
basement shall be equipped throughout with an ap­
proved automatic sprinkler system.

903.2.12.2 Rubbish and! linen chutes. An automatic
sprinkler system shall be installed at the top of rubbish
and linen chutes and in their terminal rooms. Chutes ex­
tending through three or more floors shall have addi­
tional sprinkler heads installed within such chutes at
alternate floors. Chute sprinklers shall be accessible for
servicing.
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9~3.Z.Jl.Z.3 lffillllllllrllllIlllgS ill>weli 55 Jftete~ llIlll lhlellglhlt An auto­
matic sprinkler system shall be installed throughout
buildings with a floor level having an occupant load of30
or more that is located 55 feet (16 764mm) or more above
the lowest level of fire department vehicle access.

IE~~te]l)~llill>IlllS:

1. Airport control towers.

2. Open parking structures.

3. Occupancies in Group F-2.

903.2.Jl.3 lDllllllillIlllg ~ill>Illl§~lilllldllill>Illl. Automatic sprinkler sys­
tems required during construction, alteration and demoli­
tion operations shall be provided in accordance with Section
1413.

903.Z.Jl.~ O~llneli llMll7lalirlls. Automatic sprinkler protection
shall be provided for the hazards indicated in Sections
903.2.14.1 and 903.2.14.2.

9~3.Z.Jl.~.Jl. JI))llllds ~ill>IlllWteYllIlllg lhla7laliclill>lllls te~rmam~~s.

Where required by the International Mechanical Code,
automatic sprinklers shall be provided in ducts convey­
ing hazardous exhaust, flammable or combustible mate­
rials.

JE~~elP~llill>Illl: Ducts where the largest cross-sectional
diameter of the duct is less than 10 inches (254 mm).

9~3.Z.Jl.~.Z Cill>l!1l1ll!1l1lelidall ~ill>ill>lkllll1lg ill>jpJtelia~llill>Illl§. An auto­
matic sprinkler system shall be installed in a commercial
kitchen exhaust hood and duct system where an automatic
sprinkler system is used to comply with Section 904.

903.2.Jl.5 O~lhleli lite({jjlllllllitecl SIlll]l)]l)lite§§llill>Illl §ys~tel!1l1l§. In addition
to the requirements of Section 903.2, the provisions indi­
cated in Table 903.2.15 also require the installation of a sup­
pression system for certain buildings and areas.

TABllE 903.2. ~ 5
AD[)~T~ONi6\l ~EQJlUJi~lE[J) Fi~IEDlE}{TiNGlUJiSll-fliNG SYSTEMS

SECT~Oi\!l SIlJIBJECT

1008.5.2.3 Smoke-protected seating

1208.2 Dry cleaning plants

1208.3 Dry cleaning machines

1504.1 Spray finishing in Group A, E, Kor R

1504.6 Spray booths and rooms

1505.1 Dip-tank rooms

1505.6.1 Dip tanks

1505.8.4 Hardening and tempering tanks

1803.10 HPM facilities

1803.10.1.1 HPM work station exhaust

1803.10.2 HPM gas cabinets

1803.10.3 HPM corridors

1803.10.4 HPM exhaust

1803.10.4.1 HPM noncombustible ducts

1803.10.4.2 HPM combustible ducts

(continued)
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A[J)lDJ~r~ONAl RIEQlUJ~AlElDJ fnAIEDIE~l~NGlUJ~SIHWNG SVSTIEMS

1907.3 Lumber production conveyor rooms

1908.7 Recycling facility conveyor rooms

2106.1 Class A and B ovens

2106.2 Class C and D ovens

Table 2306.2 Storage fire protection

2306.4 Storage

2703.8.3.1 Gas rooms

2703.8.4.3 Exhausted enclosures

2704.5 Indoor storage of hazardous materials

2705.1.8 Indoor dispensing of hazardous materials

2904.4.1 Aerosol warehouses

3306.5.2.1 Storage of smokeless propellant

3306.5.2.3 Storage of small arms primers

3704.1.2 Gas cabinets for highly toxic and toxic gas

3704.1.3
Exhausted enclosures for highly toxic and toxic
gas

3404.3.7.5.1
Flammable and combustible liquid storage
rooms

3404.3.8.4
Flammable and combustible liquid storage
warehouses

3405.3.7.3
Flammable and combustible liquid Group H-2
or H-3 areas

3704.2.2.6 Gas rooms for highly toxic and toxic gas

3704.3.3 Outdoor storage for highly toxic and toxic gas

4106.2.2
Exhausted enclosures or gas cabinets for silane
'gas

4204.1.1 Pyroxylin plastic storage cabinets

4204.1.3 Pyroxylin plastic storage vaults

4204.2 Pyroxylin plastic storage and manufacturing

Intei national Sprinkler requirements as set forth in Section
Building Code 903.2.15 of the International Building Code

903.3 rrlJllS~nnaanill>Illl Iite({jjlllllllitel!1l1ltelJllftS. Automatic sprinkler sys­
tems shall be designed and installed in accordance with Sec­
tions 903.3.1 through 903.3.7.

903.3.JI. S~allM:Ilalicls. Sprinkler systems shall be designed
and installed in accordance with Sections 903.3.1.1,
903.3.1.2 or 903.3.1.3.

9~3.3.JI..JI. NIFlP'A Jl.3 sjpJlilllJlllklleli sys~tel!1l1ls. Where the provi­
sions of this code require that a building or portion
thereof be equipped throughout with an automatic sprin­
kler system, sprinklers shall be installed throughout in
accordance with NFPA 13 except as provided in Sections
903.3.1.1.1,903.3.1.2 and 903.3.1.3.

9~3.3.JI..n.JI. IE~el!1l1l]l)~ nO~21tnill>Illls. Automatic sprinklers
shall not be required in the following rooms or areas
where such rooms or areas are protected with an ap­
proved automatic fire detection system in accordance
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903.3.1.2 - 903.3.6

with Section 907.2 that will respond to visible or in­
visible particles of combustion. Sprinklers shall not
be omitted from any room merely because it is damp,
of fire-resistance rated construction or contains elec­
trical equipment.

1. Any room where the application of water, or
flame and water, constitutes a serious life or fire
hazard.

2. Any room or space where sprinklers are consid­
ered undesirable because of the nature of the
contents, when approved by the code official.

3. Generator and transformer rooms separated
from the remainder of the building by walls and
floor/ceiling or roof/ceiling assemblies having
a fire-resistance rating of not less than 2 hours.

4. Spaces or areas in telecommunications build­
ings used exclusively for telecommunications
equipment, associ3ted electrical power distri­
bution equipment, batteries and standby en­
gines, provided those spaces or areas are
equipped throughout with an automatic fire
alarm system and are separated from the re­
mainder of the building by a wall with a fire­
resistance rating of not less than 1 hour and a
floor/ceiling assembly with a fire-resistance
rating of not less than 2 hours.

5. In rooms or areas that are of noncombustible
construction with wholly noncombustible con­
tents.

903.3.1.2 NFPA 13R sjplrill1llklleJr systems. Where al­
lowed in buildings of Group R, up to and including four
stories in height, automatic sprinkler systems shall be in­
stalled throughout in accordance with NFPA 13R.

903.3.]l.3 NFPA 13D sprinlkller systems. Where al­
lowed, automatic sprinkler systems installed in one- and
two-family dwellings shall be installed throughout in ac­
cordance with NFPA 13D.

903.3.2 QuickaJI"espollJlse and! resndlell1llthllll s]plIrllll1llklleJrs.
Where automatic sprinkler systems are required by this
code, quick-response or residential automatic sprinklers
shall be installed in the following areas in accordance with
Section 903.3.1 and their listings:

1. Throughout all spaces within a smoke compartment
containing patient sleeping rooms in Group 1-2 in ac­
cordance with the International Building Code.

2. Dwelling units, guestrooms and sleeping rooms in
Group Rand 1-1 occupancies.

3. Light-hazard occupancies as defined in NFPA 13.

903.3.3 Obstructed iocatnons. Automatic sprinklers shall
be installed with due regard to obstructions that will delay
activation or obstruct the water distribution pattern. Auto­
matic sprinklers shall be installed in or under covered ki­
osks, displays, booths, concession stands, or equipment that
exceeds 4 feet (1219 mm) in width. Not less than a 3-foot
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IF~AIE PAOlIEC1~ON SYS1EMS

(914 mm) clearance shall be maintained between automatic
sprinklers and the top of piles of combustible fibers.

IE~ceJPll1:iioll1l: Kitchen equipment under exhaust hoods
protected with a fire-extinguishing system in accordance
with Section 904.

~tIJ)3.3.4} Acl1:1lll211iioll1l. Automatic sprinkler systems shall be
automatically actuated unless specifically provided for in
this code.

~tIJ)3.3.§ W2frerr s1lllpJPllliies. Water supplies for automatic
sprinkler systems shall comply with this section and the
standards referenced in Section 903.3.1. The potable water
supply shall be protected against backflow in accordance
with the requirements of this section and the International
Plumbing Code.

~tIJ)3.3.§.:n. Domrnestiic seJrvnces. Where the domestic ser­
vice provides the water supply for the automatic sprin­
kler system, the supply shall be in accordance with this
section.

~tIJ)3.3.§.:n..:n. ILiimiitetrll 2Jr'e2 sJPlJrnHlllklleJr systems.
Limited area sprinkler systems serving fewer than 20
sprinklers on any single connection are permitted to
be connected to the domestic service where a wet au­
tomatic standpipe is not available. Limited area sprin­
kler systems connected to domestic water supplies
shall comply with each ofthe following requirements:

1. Valves shall not be installed between the do­
mestic water riser control valve and the sprin­
klers.

IE~ceJPltnoll1l: An approved indicating control
valve supervised in the open position in ac­
cordance with Section 903.4.

2. The domestic service shall be capable of sup­
plying the simultaneous domestic demand and
the sprinkler demand required to be hydrauli­
cally calculated by NFPA 13, NFPA 13R or
NFPA 13D.

~tIJ)3.3.§.:n..2 lResndell1ltii2ll COIl1l1llbill1l2tiioll1l seJrvnces. A
single combination water supply shall be permitted
provided that the domestic demand is added to the
sprinkler demand as required by NFPA 13R.

~tIJ)3.3.§.2 SecomllaJry w2lteJr sanpJPllly. A secondary on-site
water supply equal to the hydraulically calculated sprin­
kler demand, including the hose stream requirement,
shall be provided for high-rise buildings in Seismic De­
sign Category C, D, E or F as determined by the Interna­
tional Building Code. The secondary water supply shall
have a duration not less than 30 minutes.

IE~ceJPltnmll: Existing buildings.

~tIJ)3.3.6lHIose tllllJreadls. Fire hose threads used in connection
with automatic sprinkler systems shall comply with NFPA
1963 or as otherwise approved, and shall be compatible with
fire department hose threads.
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9~3.3.i IF'nIre ((j/ejpl21Irltllll1leIJ1l1 lCillllJ1llJ1lednilllm. The location of fire
department connections shall be approved by the code official.

~~3.4 SlPrrnlJ1llkJlerr sys1ellll1l llll1lillllJ1ln1illlrrnlJ1lg 2l1J1l((j/ 2lll21rrllll1ls. All valves
controlling the water supply for automatic sprinkler systems
and water-flow switches on all sprinkler systems shall be elec­
trically supervised.

lE~lCelP1nillllJ1ls:

1. Automatic sprinkler systems protecting one- and two­
family dwellings.

2. Limited area systems serving fewer than 20 sprin­
klers.

3. Automatic sprinkler systems installed in accordance
with NFPA 13R where a common supply main is used
to supply both domestic and automatic sprinkler sys­
tem and a separate shutoff valve for the automatic
sprinkler system is not provided.

4. Jockey pump control valves that are sealed or locked
in the open position.

5. Control valves to commercial kitchen hoods, paint
spray booths or dip tanks that are sealed or locked in
the open position.

6. Valves controlling the fuel supply to fire pump en­
gines that are sealed or locked in the open position.

7. Trim valves to pressure switches in dry, preaction and
deluge sprinkler systems that are sealed or locked in
the open position.

9llll3.4.n SnglJ1l21lls. Alarm, supervisory and trouble signals
shall be distinctly different and shall be automatically trans­
mitted to an approved central station, remote supervising
station or proprietary supervising station as defined in
NFPA 72 or, when approved by the code official, shall sound
an audible signal at a constantly attended location.

lE~lCelP1nillllJ1ls:

1. Underground key or hub valves in roadway boxes
provided by the municipality or public utility are
not required to be monitored.

2. Backflow prevention device test valves, located in
limited area sprinkler system supply piping, shall
be locked in the open position. In occupancies re­
quired to be equipped with a fire alarm system, the
backflow preventer valves shall be electrically su­
pervised by a tamper switch installed in accor­
dance with NFPA 72 and separately annunciated.

~~3Al.2 All21rrll1l1ls. Approved audible devices shall be con­
nected to every automatic sprinkler system. Such sprinkler
water-flow alarm devices shall be activated by water flow
equivalent to the flow of a single sprinkler of the smallest or­
ifice size installed in the system. Alarm devices shall be pro­
vided on the exterior ofthe building in an approved location.
Where a fire alarm system is installed, actuation of the auto­
matic sprinkler system shall actuate the building fire alarm
system.

~03.4.3 JFlloorr (ColJ1lU:rroll wallwes. Approved supervised indicat­
ing control valves shall be provided at the point of connec­
tion to the riser on each floor in high-rise buildings.

903.3.7 - 904.3.4

~~3.5 'Ifes1ii!I1lg 2lll1l((j/ llll1l21RIJ1lU:ell1l2lll1llCe. Sprinkler systems shall be
tested and maintained in accordance with Section 901.

~~3.6lE~ds1ing lb1UlnH((j/nll1lgs. The provisions ofthis section are in­
tended to provide a reasonable degree of safety in existing
structures not complying with the minimum requirements of
the International Building Code by requiring installation of an
automatic fire-extinguishing system.

~~3.6.n IPyrrm~yllnlJ1llPll21s1ntCs. All structures occupied for the
manufacture or storage of articles of cellulose nitrate
(pyroxylin) plastic shall be equipped with an approved auto­
matic fire-extinguishing system. Vaults located within
buildings for the storage of raw pyroxylin shall be protected
with an approved automatic sprinkler system capable ofdis­
charging 1.66 gallons per minute per square foot (68
L/min/m2) over the area of the vault.

S~Cl~ON S!04
AlrlE~NAr~V[E f6\lUJfOMA1HC F'~RlEmE}{f~NGU~SHING

SVSffEMS

~~41.n GeIl1lerrall. Automatic fire-extinguishing systems, other
than automatic sprinkler systems, shall be designed, installed,
inspected, tested and maintained in accordance with the provi­
sions of this section and the applicable referenced standards.

~~4l.2 Wllnerre rre([jj1lllnll"e((j/. Automatic fire-extinguishing systems
installed as an alternative to the required automatic sprinkler
systems of Section 903 shall be approved by the code official.
Automatic fire-extinguishing systems shall not be considered
alternatives for the purposes of exceptions or reductions per­
mitted by other requirements of this code.

~04.2.n JH[ootrll systellll1l sllllJPpJressntlJiIJn. Each required commer­
cial kitchen exhaust hood and duct system required by Sec­
tion 609 to have a Type I hood shall be protected with an
approved automatic fire-extinguishing system installed in
accordance with this code.

~~4l.3 ITlJ1lstallRa1nillllJ1l. Automatic fire-extinguishing systems shall
be installed in accordance with this section.

~~4.3.n lElledrrntC21ll WUrrllll1lg. Electrical wiring shall be in ac­
cordance with ICC Electrical Code.

~~4l.3.2 Admllu:uolJ1l. Automatic fire-extinguishing systems
shall be automatically actuated and provided with a manual
means of actuation in accordance with Section 904.11.1.

9~41.3.3 System uII1lU:erllilllddJrng. Automatic equipment inter­
locks with fuel shutoffs, ventilation controls, door closers,
window shutters, conveyor openings, smoke and heat vents,
and other features necessary for proper operation of the fire­
extinguishing system shall be provided as required by the
design and installation standard utilized for the hazard.

9~4.3.4} AllaJrms 2llJ1ldl walt"Il1lnng sngoo. Where alarms are re­
quired to indicate the operation of automatic fIre­
extinguishing systems, distinctive audible, visible alarms
and warning signs shall be provided to warn of pending
agent discharge. Where exposure to automatic­
extinguishing agents poses a hazard to persons and a delay is
required to ensure the evacuation of occupants before agent
discharge, a separate warning signal shall be provided to
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904.3.5 - 904.9.2

warn occupants once agent discharge has begun. Audible
signals shall be in accordance with Section 907.10.2.

904.3.5 Monitoring. Where a building fire alann system is
installed, automatic fire-extinguishing systems shall be
monitored by the building fire alann system in accordance
with NFPA 72.

904.4 Inspection and! testiJrng. Automatic fire-extinguishing
systems shall be inspected and tested in accordance with the
provisions of this section prior to acceptance.

904.4.1 InspediOlill. Prior to conducting final acceptance
tests, the following items shall be inspected:

1. Hazard specification for consistency with design haz­
ard.

2. Type, location and spacing of automatic- and manual­
initiating devices.

3. Size, placement and position of nozzles or discharge
orifices.

4. Location and identification of audible and visible
alarm devices.

5. Identification of devices with proper designations.

6. Operating instructions.

904.4.2 Alarm testing. Notification appliances, connec­
tions to fire alann systems, and connections to approved su­
pervising stations shall be tested in accordance with this
section and Section 907 to verify proper operation.

904.4.2.1 Audible and visible sigmllHs. The audibility
and visibility of notification appliances signaling agent
discharge or system operation, where required, shall be
verified. .

904.4.3 Monitor testing. Connections to protected pre­
mises and supervising station fire alarm systems shall be
tested to verify proper identification and retransmission of
alarms from automatic fire-extinguishing systems.

904.5 Wet-chemical systems. Wet-chemical extinguishing
systems shall be installed, maintained, periodically inspected
and tested in accordance with NFPA 17A and their listing.

904.5.1 System test. Systems shall be inspected and tested
for proper operation at 6-month intervals. Tests shall in­
clude a check of the detection system, alarms and releasing
devices, including manual stations and other associated
equipment. Extinguishing system units shall be weighed
and the required amount of agent verified. Stored pressure­
type units shall be checked for the required pressure. The
cartridge or' cartridge-operated units shall be weighed and
replaced at intervals indicated by the manufacturer.

904.5.2 Fusible link maintenance. Fixed temperature­
sensing elements shall be maintained to ensure proper oper­
ation of the system.

904.6 Dry-chemical systems. Dry-chemical extinguishing
systems shall be installed, maintained, periodically inspected
and tested in accordance with NFPA 17 and their listing.

904.6.1 System test. Systems shall be inspected and tested
. for proper operation at 6-month intervals. Tests shall in­

clude a check of the detection system, alanns and releasing
devices, including manual stations and other associated
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equipment. Extinguishing system units shall be weighed, _
and the required amount of agent verified. Stored pressure- •
type units shall be checked for the required pressure. The
cartridge of cartridge-operated units shall be weighed and
replaced at intervals indicated by the manufacturer.

904.6.2 IF1lJlsnbHe Rink maintenance. Fixed temperature-
sensing elements shall be maintained to ensure proper oper-
ation of the system.

904.i IFmllm systems. Foam-extinguishing systems shall be in­
stalled, maintained, periodically inspected and tested in accor­
dance with NFPA 11, NFPA 11 A and NFPA 16 and their listing.

904.i.:ll. System test. Foam-extinguishing systems shall be
inspected and tested at intervals in accordance with NFPA 25.

9041.8 CaJrbmm dioxide systems. Carbon-dioxide extinguish­
ing systems shall be installed, maintained, periodically in­
spected and tested in accordance with NFPA 12 and their
listing.

904.8.:ll. System test. Systems shall be inspected and tested
for proper operation at 12-month intervals.

904.8.2 High-pressure cylinders. High-pressure cylinders
shall be weighed and the date ofthe last hydrostatic test shall
be verified at 6-month intervals. Where a container shows a
loss in original content of more than 10 percent, the cylinder
shall be refilled or replaced.

904U1.3 Low-pressure containers. The liquid-level gauges
of low-pressure containers shall be observed at one-week _
interv.::s. Where a container shows a content loss of more •
than 10 percent, the container shall be refilled to maintain
the minimum gas requirements.

904.8.4 System hoses. System hoses shall be examined at
12-month intervals for damage. Damaged hoses shall be re­
placed or tested. At five-year intervals, all hoses shall be
tested.

904.8.4.1 Test procedmre. Hoses shall be tested at not
less than 2,500 pounds per square inch (psi) (17 238 kPa)
for high-pressure systems and at not less than 900 psi
(6206 kPa) for low-pressure systems.

904.8.5 AuxHiary equipment. Auxiliary and supplemen­
tary components, such as switches, door and window re­
leases, interconnected valves, damper releases and
supplementary alarms, shall be manually operated at 12­
month intervals to ensure that such components are in
proper operating condition.

904.9 HaDollJl systems. Halogenated extinguishing systems
shall be installed, maintained, periodically inspected and tested
in accordance with NFPA 12A and listing.

904t9.1System test. Systems shall be inspected and tested
for proper operation at 12-month intervals.

904.9.2 COJrIltaill1lers. The extinguishing agent quantity and
pressure ofcontainers shall be checked at 6-month intervals.
Where a container shows a loss iT: original weight of more AI
than 5 percent or a loss in original pressure (adjusted for •
temperature) of more than 10 percent, the container shall be
refilled or replaced. The weight and pressure of the con-
tainer shall be recorded on a tag attached to the container.
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f~RIE ~IRl01IEC1~ON SYS1EMS

9q}41.9.3 §ys1le!lll1l llnl[))Sles. System hoses shall be examined at
12-month intervals for damage. Damaged hoses shall be re­
placed or tested. At 5-year intervals, all hoses shall be tested.

9q}41.9.3.Jl 1rles1 jpIrI[))~leclunIrle. For Halon 1301 systems,
hoses shall be tested at not less than 1,500 psi (10 343
kPa) for 600 psi (4137 kPa) charging pressure systems
and not less than 900 psi (6206 kPa) for 360 psi (2482
kPa) charging pressure systems. For Halon 1211 hand­
hose line systems, hoses shall be tested at 2,500 psi (17
238 kPa) for high-pressure systems and 900 psi (6206
kPa) for low-pressure systems.

9q}41.1!}).41 AunxnllnalIrY le«Jl1Lllnjp!lll1lleIl1l1. Auxiliary and supplemen­
tary components, such as switches, door and window re­
leases, interconnected valves, damper releases and
supplementary alarms, shall be manually operated at 12­
month intervals to ensure such components are in proper op­
erating condition.

I!})041.JlO ClllealIl1lQalgleIl1l1 sys1le!lll1ls. Clean-agent fire-extinguishing
systems shall be installed, maintained, periodically inspected
and tested in accordance with NFPA 2001 and their listing.

1!})04l.JlO.Jl §ys1le!lll1l ~les1. Systems shall be inspected and tested
for proper operation at 12-month intervals.

904l.JlO.2 Cmll~alnIl1lleIrs. The extinguishing agent quantity and
pressure of the containers shall be checked at 6-month inter­
vals. Where a container shows a loss in original weight of
more than 5 percent or a loss in original pressure, adjusted
for temperature, of more than 10 percent, the container shall
be refilled or replaced. The weight and pressure of the con­
tainer shall be recorded on a tag attached to the container.

1!})041.Jl0.3 §ys~le!lll1lllnI[))Sles. System hoses shall be examined at
12-month intervals for damage. Damaged hoses shall be re­
placed or tested. All hoses shall be tested at 5-year intervals.

I!})lill41.JlJl Cl[))m!lll1l~Irdalll ~l[))olkI1Il1lg sys1lems. The automatic fire­
extinguishing system for commercial cooking systems shall be
of a type recognized for protection of commercial cooking
equipment and exhaust systems of the type and arrangement
protected. Preengineered automatic dry- and wet-chemical ex­
tinguishing systems shall be tested in accordance with UL 300
and listed and labeled for the intended application. Other types
of automatic fire-extinguishing systems shall be listed and la­
beled for specific use as protection for commercial cooking op­
erations. The system shall be installed in accordance with this
code, its listing and the manufacturer's installation instruc­
tions. Automatic fire-extinguishing systems of the following
types shall be installed in accordance with NFPA 96 and the ref­
erenced standard indicated, as follows:

1. Carbon dioxide extinguishing systems, NFPA 12.

2. Automatic sprinkler system, NFPA 13.

3. Foam-water sprinkler system or foam-water spray sys-
tems, NFPA 16.

4. Dry-chemical extinguishing systems, NFPA 17.

5. Wet-chemical extinguishing systems, NFPA 17A.

1!})041.JlJl.Jl MalIITl1Lllalll sys1lem I[))jpleIr3l1nl[))Il1l. A manual actuation
device shall be located at or near a means of egress from the

9041.9.3 - 9041. ~ ~ .5. ~

cooking area, a minimum of 10 feet (3048 mm) and a maxi­
mum of20 feet (6096 mm) from the kitchen exhaust system.
The manual actuation device shall be located a minimum of
4.5 feet (1372 mm) and a maximum of 5 feet (1524 mm)
above the floor. The manual actuation shall require a maxi­
mum force of40 pounds (178 N) and a maximum movement
of 14 inches (356 mm) to actuate the fire suppression sys­
tem.

IEx~lejp1nl[))Il1l~ Automatic sprinlcl.er systems shall not be re­
quired to be equipped with manual actuation means.

1!})q}41.JlJl.2 §ys1le!lll1l nIl1l~leIr~I[))II1lIl1llednl[))Il1l. The actuation of the fire
suppression system shall automatically shut dbwn the fuel
or electrical power supply to the cooking equipment. The
fuel and electrical supply reset shall be manual.

9q}41.JlJl.3 CalIr!lllI[))II1l clnmdrllle sys~le!lll1ls. When carbon dioxide
systems are used, there shall be a nozzle at the top of the ven­
tilating duct. Additional nozzles that are symmetrically ar­
ranged to give uniform distribution shall be installed within
vertical ducts exceeding 20 feet (6096 mm) and horizontal
ducts exceeding 50 feet (15240 mm). Dampers shall be in­
stalled at either the top or the bottom of the duct and shall be
arranged to operate automatically upon activation of the
fire-extinguishing system. When the damper is installed at
the top of the duct, the top nozzle shall be immediately be­
10w the damper. Automatic carbon dioxide fire-ex­
tinguishing systems shall be sufficiently sized to protect all
hazards venting through a common duct simultaneously.

9q}41.JlJl.3.Jl VleIl1l1llllal1nl[))Il1l sy~1le!lll1l. Commercial-type cook­
ing equipment protected by an automatic carbon dioxide
extinguishing system shall be arranged to shut off the
ventilation system upon activation.

1!})q}41.JlJl.41 §jpledalll jpIrl[))vnsnl[))II1ls jfl[))Ir al1Lll~1[))!lll1l3l~n~ sjpIrnnklleIr sySQ
~le!lll1lS. Automatic sprinkler systems protecting commercial­
type cooking equipment shall be supplied from a separate,
readily accessible, indicating-type control valve that is iden­
tified.

19l04l.:ll.:ll..41.:ll. ILns~leiIll s]prrnIITllk.lleIrs. Sprinklers used for the
protection offryers shall be listed for that application and
installed in accordance with their listing.

9q}41.JlJl.5 CI[))!lll1l!lll1lleIrd3lll ~l[))l[))lldIl1lg le((jJunftJID!lll1lleIl1l~. Portable fire
extinguishers shall be provided within a 30-foot (9144 mm)
travel distance of commercial-type cooking equipment.
Cooking equipment involving vegetable or animal oils and
fats shall be protected by a Class K rated portable extin­
guisher.

I!})041.JlJl.([j) «])JIDlerr3l~nI[))II1ls 31Il1liIll !lll1lalnIl1l1eIl1lalIl1l~le. Commercial
cooking systems shall be operated and maintained in accor­
dance with this section.

I!})lill4l.JlJl.([j).Jl VleIl1l1nllal~nI[))IITl sys~em. The ventilation system
in connection with hoods shall be operated at the re­
quired rate of air movement, and classified grease filters
shall be in place when equipment under a kitchen grease
hood is used.
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904.11.6.2 - 9i05.3.5.1

904.11.6.2 Grease extractors. Where grease extractors
are installed, they shall be operated when the commer­
cial-type cooking equipment is used.

904.11.6.3 Cleaning. Hoods, grease-removal devices,
fans, ducts and other appurtenances shall be cleaned at
intervals necessary to prevent the accumulation of
grease. Cleanings shall be recorded, and records shall
state the extent, time and date of cleaning. Such records
shall be maintained on the premises.

904.11.6.4 Extinguishing system service. Automatic
fire-extinguishing systems shall be serviced at least ev­
ery 6 months and after activation of the system. Inspec­
tion shall be by qualified individuals, and a certificate of
inspection shall be forwarded to the code official upon
completion.

904.11.6.5 Fusible link and sprinkller head! Irejplilacea

ment. Fusible links and automatic sprinkler heads shall
be replaced at least annually, and other protection de­
vices shall be serviced or replaced in accordance with the
manufacturer's instructions.

Exception: Frangible bulbs are not required to be re­
placed annually.

SECTION 905
STANDPIPE SYSTEMS

905.1 General. Standpipe systems shall be provided in new
buildings and structures in accordance with this section. Fire
hose threads used in connection with standpipe systems shall
comply with NFPA 1963 or as otherwise approved and shall be
compatible with fire department hose threads. The location of
fire department hose connections shall be approved. In build­
ings used for high-piled combustible storage, fire protection
shall be in accordance with Chapter 24.

905.2 Installation standards. Standpipe systems shall be in­
stalled in accordance with this section and NFPA 14.

905.3 Required installations. Standpipe systems shall be in­
stalled where required by Sections 905.3.1 through 905.3.6 and
in the locations indicated in Sections 905.4, 905.5 and 905.6.
Standpipe systems are permitted to be combined with auto­
matic sprinkler systems.

Exception: Standpipe systems are not required in Group R­
3 occupancies.

905.3.1 Building height. Class III standpipe systems shall
be installed throughout buildings where the floor level of the
highest story is located more than 30 feet (9144 mm) above
the lowest level of the fire department vehicle access, or
where the floor level of the lowest story is located more than
30 feet (9144 mm) below the highest level of fire department
vehicle access.

Exceptions:

1. Class I standpipes are allowed in buildings
equipped throughout with an automatic sprinkler
system in accordance with Section 903.3.1.1 or
903.3.1.2.
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2. Class I manual standpipes are allowed in open _
parking garages where the highest floor is located •
not more than 150 feet (45 720 mm) above the low-
est level of fire department vehicle access.

3. Class I manual dry standpipes are allowed in open
parking garages that are subject to freezing tem­
peratures, provided that the hose connections are
located as required for Class II standpipes in accor­
dance with Section 905.5.

4. Class I standpipes are allowed in basements
equipped throughout with an automatic sprinkler
system.

~05.3.2 lRullillrlling alrea. In buildings exceeding 10,000
square feet (929 m2) in area per story, Class I automatic wet
or manual wet standpipes shall be provided where any por­
tion of the building's interior area is more than 200 feet (60
960 mm) of travel, vertically and horizontally, from the
nearest point of fire department vehicle access.

Excejpltioll1ls:

1. Buildings equipped throughout with automatic
sprinkler systems installed in accordance with
Section 903.3.1.1.

2. Group A-4, A-5, F-2, R-2, S-2 or U occupancies.

3. Automatic dry and semiautomatic dry standpipes
are allowed as provided for in NFPA 14.

905.3.3 Gl'01illP A. Class I automatic wet standpipes shall be _
provided in nonsprinklered Group A buildings having an •
occupant load exceeding 1,000 persons.

JExcejpltiol!1ls:

1. Open-air-seating spaces without enclosed spaces.

2. Class I automatic dry and semiautomatic dry
standpipes or manual wet standpipes are allowed
in buildings where the highest floor surface used
for human occupancy is 75 feet (22 860 mm) or
less above the lowest level of fire department vehi­
cle access.

905.3.4 CoveJredl mall bu.ildings. Covered mall buildings
and buildings connected thereto shall be equipped through­
out with a Class I automatic wet standpipe system.

905.3.5 Stages. Stages greater than 1,000 square feet in area
(93 m2) shall be equipped with a Class III wet standpipe sys­
tem with 1.5-inch and 2.5-inch (38 mm and 64 mm) hose
connections on each side of the stage.

Exception: Where the building or area is equipped
throughout with an automatic sprinkler system, the hose
connections are allowed to be supplied from the auto­
matic sprinkler system and shall have a flow rate of not
less than that required by NFPA 14 for Class III
standpipes.

905.3.5.1 Hose and cabinet. The 1.5-inch (38 mm) hose
connections shall be equipped with sufficient lengths of
1.5-inch (38 mm) hose to provide fire protection for the
stage area. Hose connections shall be equipped with an
approved adjustable fog nozzle and be mounted in a cabi­
net or on a rack.
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~Q])§3.({jj lUrrn«1leIl"gIl"l[]l1lllrrn«1l lb1lllull«llurrng§. Underground buildings
shall be equipped throughout with a Class I automatic wet or
manual wet standpipe system.

~Q])§.41 LI[]l(Caftul[]lrrnl[]lj{ Clla§§ IT §ftarrn«1ljplujple lh!1[]l§e (Cl[]lrrnrrnedul[]lrrn§. Class
I standpipe hose connections shall be provided in all of the fol­
lowing locations:

1. In every required stairway, a hose connection shall be
provided for each floor level above or below grade. Hose
connections shall be located at an intermediate floor level
landing between floors, unless otherwise approved by
the code official.

2. On each side of the wall adjacent to the exit opening of a
horizontal exit.

3. In every exit passageway at the entrance from the exit
passageway to other areas of a building.

4. In covered mall buildings, adjacent to each exterior pub­
lic entrance to the mall and adjacent to each entrance
from an exit passageway or exit corridor to the mall.

5. Where the roof has a slope less than four units vertical in
12 units horizontal (33.3-percent slope), each standpipe
shall be provided with a hose connection located either
on the roof or at the highest landing of stairways with
stair access to the roof. An additional hose connection
shall be provided at the top of the most hydraulically re­
mote standpipe for testing purposes.

6. Where the most remote portion of a nonsprinklered floor
or story is more than 150 feet (45720 mm) from a hose
connection or the most remote portion of a sprinklered
floor or story is more than 200 feet (60 960 mm) from a
hose connection, the code official is authorized to require
that additional hose connections be provided in approved
locations.

~Q])§.4l.n lP'Il"l[]lfte(Cftul[]lrrn. Risers and laterals of Class I standpipe
systems not located within an enclosed stairway or pressur­
ized enclosure shall be protected by a degree of fire re­
sistance equal to that required for vertical enclosures in the
building in which they are located.

IE%(Cejplftul[]lrrn: In buildings equipped throughout with an
approved automatic sprinkler system, laterals that are not
located within an enclosed stairway or pressurized enclo­
sure are not required to be enclosed within fire-resistanc­
e-rated construction.

~Q])§.41.Z ITrrnfteIl"(Cl[]lrrnrrnedul[]lrrn. In buildings where more than one
standpipe is provided, the standpipes shall be intercon­
nected in accordance with NFPA 14.

~Q])§.§ LI[]l(Caftul[]lrrnl[]lj{Clla§§ ITIT §ftamlljplujple lh!1[]l§e (C1[]l!l1lrrnedul[]lrrn§. Class
II standpipe hose connections shall be accessible and shall be
located so that all portions of the building are within 30 feet
(9144 mm) of a nozzle attached to 100 feet (30 480 mm) of
hose.

g05.3.6 - gOS.S

~Q])§.§.n GIl"I[]l1llljpl§ Phon arrn«1l }hoZ~ In Group A-I and A-2 occu­
pancies with occupant loads of more than 1,000, hose con­
nections shall be located on each side of any stage, on each
side of the rear of the auditorium, on each side of the bal­
cony, and on each tier of dressing rooms.

~Q])§.§.Z lPIl"l[]lftedul[]lrrn. Fire-resistance-rated protection of ris­
ers and laterals ofClass II standpipe systems is not required.

~Q])§.§.3 Clla§§ ITIT §y§fternm n U!l1l(Clh!lh!I[]l§e. A minimum I-inch
(25 mm) hose shall be allowed to be used for hose stations in
light hazard occupancies where investigated and listed for
this service and where approved by the code official.

~Q])§.({jj LI[]l(Caftul[]l!l1l I[]lj{ Clla§s ITITIT §ftarrn«1lpujple lh!1[]l§e (COH1lP1lc(Cftul[]lrrns.
Class III standpipe systems shall have hose connections lo­
cated as required for Class I standpipes in Section 905.4 and
shall have Class II hose connections as required in Section
905.5.

~Q])§.({jj.n lP'Il"l[]lftedul[]lrrn. Risers and laterals of Class III
standpipe systems shall be protected as required for Class I
systems in accordance with Section 905.4.1.

~Q])§.({jj.Z ITrrnfteIl"(Cl[]lrrnrrnedul[]lrrn. In buildings where more than one
Class III standpipe is provided, the standpipes shall be inter­
connected at the bottom.

~Q])§.7 Calburrne11s. Cabinets containing fire-fighting equipment,
such as standpipes, fire hose, fire extinguishers or fire depart­
ment valves, shall not be blocked from use or obscured from
view.

~Q])§.7.n Calburrneft e((jj1lllujplrnmerrnft u«1lerrnftHftkaftul[]lrrn. Cabinets shall
be identified in an approved manner by a permanently at­
tached sign with letters not less than 2 inches (51 mm) high
in a color that contrasts with the background color, indicat­
ing the equipment contained therein.

IE%(Cejplttul[]lrrns:

1. Doors not large enough to accommodate a written
sign shall be marked with a permanently attached
pictogram of the equipment contained therein.

2. Doors that have either an approved visual identifi­
cation clear glass panel or a complete glass door
panel are not required to be marked.

~Q])§.7.Z lLl[]l(Clkurrng (Calb>urrncft «1l1[]l1[]lIl"S. Cabinets shall be un­
locked.

IE%(Cejplttul[]lrrns:

1. Visual identification panels of glass or other ap­
proved transparent frangible material that is easily
broken and allows access.

2. Approved locking arrangements.

3. Use Group 1-3.

~Q])§.~ JI])U'y sftarrn«1ljpluJPle. In buildings requiring standpipes, dry
standpipes complying with NFPA 14 are permitted when, in the
opinion of the code official, an approved water supply is not
available or when the standpipe is subject to freezing.
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905.9 -1ABLE 906. ~

905.9 VaRve slUlpeJrvnsioJlll. Valves controlling water supplies
shall be supervised in the open position so that a change in the
normal position of the valve will generate a supervisory signal
at the supervising station required by Section 903.4. Where a
fire alarm system is provided, a signal shall also be transmitted
to the control unit.

IEx(CejpltnOl1JlS:

1. Valves to underground key or hub valves in roadway
boxes provided by the municipality or public utility
do not require supervision.

2. Valves locked in the normal position and inspected as
provided in this code in buildings not equipped with a
fire alarm system.

9tn5.1tn D1lIlJrHng (Coll1lstJrlllldnolll. Standpipe systems required dur­
ing construction, alteration and demolition operations shall be
provided in accordance with Section 1412.

9tn5.11 IExisting \huaRdings. Existing structures not comply­
ing with the minimum requirements of the International
Building Code with occupied floors located more than 50 feet
(15 240 mm) above or below the lowest level of fire depart­
ment access shall be equipped with standpipes installed in ac­
cordance with Section 905. The standpipes shall have an
approved fire department connection with hose connections
at each floor level above or below the lowest level of fire de­
partment access. The code official is authorized to approve
the installation of manual standpipe systems to achieve com­
pliance with this section where the responding fire depart­
ment is capable of providing the required hose flow at the
highest standpipe outlet.

SECT~ON 906
PO~TABl[E IF~RE EXTINGU~SHfEfAlS

906.1 Where Jrel!JjlUJull"edl. Portable fire extinguishers shall be in­
stalled in the following locations.

1. In all Group A, B, E, F, H, I, M, R-l, R-2, R-4 and S
occupancies.

Ex(Cejptimll: In all Group A, Band E occupancies
equipped throughout with quick response sprin­
klers, fire extinguishers shall be required only in
special-hazard areas.

2. Within 30 feet (9144 mm) of commercial cooking
equipment.

3. In areas where flammable or combustible liquids are
stored, used or dispensed.

4. On each floor of structures under construction, except
Group R-3 occupancies, in accordance with Section
1514.1.

5. Where required by the sections indicated in Table
906.1.

6. Special-hazard areas, including but not limited to lab­
oratories, computer rooms, and generator rooms
where required by the code official.
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TABLE 906.1
A[))Il)!l!ONAl REQUIRED PORTABLE F!RE EXTINGUISHERS

SIECT~ON SUBJECT

303.5 Asphalt kettles

307.4 Open burning

308.4 Open flames

309.4 Powered industrial trucks

1105.2 Aircraft towing vehicles

1105.3 Aircraft welding apparatus

1105.4 Aircraft fuel-servicing tank vehicles

1105.5 Aircraft hydrant fuel-servicing vehicles

1105.6 Aircraft motor vehicle fuel-dispensing stations

1107.7 Heliports and helistops

1208.4 Dry cleaning plants

1414.1 Buildings under construction or demolition

1416.3 Roofing operations

1504.6.4 Spray-finishing operations

1505.5 Dip-tank operations

1904.2 Lumberyards/woodworking facilities

1908.8 Recycling facilities

1909.5 Exterior lumber storage

2003.5 Organic-coating areas

2106.3 Industrial ovens

2205.5 Service stations

2209.6.4 Marine service stations

2210.6 Repair garages

2306.10 Rack storage

2407.1 Tents and membrane structures

2508.2 Tire rebuilding/storage
.~ i

2604.2.6 Welding and other hot work

2903.6 Combustible fibers

3308.11 Fireworks

3403.2.1 Flammable and combustible liquids, general

3404.3.3.1 Indoor storage of flammable and combustible
liquids

3404.3.7.5.2
Liquid storage rooms for flammable and
combustible liquids

3405.4.9 Solvent distillation units

3406.2.7
Farms and construction sites-flammable and
combustible liquids storage

3406.4.10.1
Bulk plants and terminals for flammable and
combustible liquids

3406.6.5
Tank vehicles for flammable and combustible
liquids

3606.5.7 flammable solids

3808.2 LP-gas

2000 INTERNATIONAL FIRE COOE®
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•

906.2 G~II1HeJr'an Jr'~((jj1lllfili~m~Jlllt!:§.Fire extinguishers shall be se­
lected, installed and maintained in accordance with this section
and NFPA 10.

lEl{~~JPltfioJlll~ The travel distance to reach an extinguisher
shall not apply to the spectator seating portions of Group A­
5 occupancies.

906.3 §fi7l~ ami dlft§tlifilb1llltiioJlll. For occupancies that involve pri­
marily Class A fire hazards, the minimum sizes and distribution
shall comply with Table 906.3(1). Fire extinguishers for occu­
pancies involving flammable or combustible liquids with
depths ofless than or equal to O.25-inch (6.35 mm) shall be se­
lected and placed in accordance with Table 906.3(2). Fire
extinguishers for occupancies involving flammable or combus­
tible liquids with a depth ofgreater than 0.25-inch (6.35 mm) or
involving combustible metals shall be selected and placed in
accordance with NFJPA 10. Extinguishers for Class C fire haz­
ards shall be selected and placed on the basis of the anticipated
Class A or Class B hazard.

l~l8JllE ~1[)6.3(~}

f!~!E IEnINGUJIS~lEWl!S fOWl! Cl~SS Ii4. fllRl!E ~li4.lli4.Wl![D)S

OIRlIO~NAIRlV

UGlHlr (low) (Moo1era~e) lEitlrlRlA (lHigh)
IHAZAIRlIO IHAZAIRlIDl IHAZAIAIO

OCCIUJIPANCV OCCIUJIPANCY OCCIUJIPANCV

Minimum
Rated Single 2-Ac 2-A 4-Aa
Extinguisher

Maximum
3,000 1,500 1,000Floor Area Per

Unit of A
square feet square feet square feet

Maximum 11,250 11,250 11,250Floor Area For
Extinguisherb square feet square feet square feet

Maximum
Travel Distance 75 feet 75 feet 75 feet
to Extinguisher

For SI: I foot = 304.8 mm, 1 square foot = 0.0929 m2, 1 gallon = 3.785 L.
a. Two 2.5-gallon water-type extinguishers shall be deemed the equivalent of

one 4-A rated extinguisher.
b. NFPA 10 Appendix E-3-3 provides more details concerning application of

the maximum floor area criteria.
c. Two water-type extinguishers each with a I-A rating shall be deemed the

equivalent of one 2-A rated extinguisher for Light (Low) Hazard Occu­
pancies.

l~l8llLlE 9i06.3(2)
flLAMMAl8llLlE OWl! COMI8lUJSlll8JllE UQUJIIDS W'll~ [D)1Ejp>l~S Of

lLlESS 1~1i4.1N1 01Rl !EQUJAlL 10 iO.25gIINlC~

MAit~MIUJM lrlRlAV1E1L
BAS~C M~NiMIUJM IO~SlrANCIE lrO
lE){lr~[\IJGIUJ~SIHIEIA lE){lr~NGIUJ~SIHIEIAS

nflPlE OF' IHAZAIAIO IRlAlr~NG (ieei)

Light (Low)
5-B 30

lO-B 50

Ordinary (Moderate)
10-B 30
20-B 50

Extra (High)
40-B 30
80-B 50

For SI: 1 inch = 25.4 mm, 1 foot = 304.8 mm.
NOTJE. For requirements on water-soluble flammable liquids and alternative

sizing criteria, see NFPA 10, Sections 3-3 and 3-4.

906.4 Coo!k.iIl1lg gli~a§~ fin~§. Fire extinguishers provided for
the protection of cooking grease tires shall be of an approved
type compatible with the automatic fire-extinguishing system
agent and in accordance with Section 904.11.5.

~06.§ COIlllSpfi~lUI(J)1lll§nOca~noJlll.Extinguishers shall be located in
conspicuous locations where they will be readily accessible
and immediately available for use. These locations shall be
along normal paths of travel, unless the code official deter­
mines that the hazard presented indicates the need for place­
ment away from normal paths of travel.

~06.<6l UU1l(J)lb§tJr'1llld~dl and! 1lllIlllolbstClUlJre«ll. Fire extinguishers
shall not be obstructed or obscured from view. lin rooms or ar­
eas in which visual obstruction cannot be completely avoided,
means shall be provided to indicate the locations of
extinguishers.

~O<6l. '7 IHI2ll1lg~li§ aJllldl lb>Ir2tClkets. Hand-held portable fire
extinguishers, not housed in cabinets, shall be installed on the
hangers or brackets supplied. Hangers or brackets shall be se­
curely anchored to the mounting surface in accordance with the
manufacturer's installation instructions.

~06.~CabiJlllet!:§. Cabinets used to house fire extinguishers shall
not be locked.

JEl{c~JPltfiolffi§~

1. Where fire extinguishers subject to malicious use or
damage are provided with a means of ready access.

2. In Group li-3 occupancies and in mental health areas
in Group li-2 occupancies, access to portable fire
extinguishers shall be permitted to be locked or to be
located in staff locations provided the staff has keys.

906.9 JB1~figllllt2lb>ove illlooJr'. Portable fire extinguishers having a
gross weight not exceeding 40 pounds (18 kg) shall be installed
so that its top is not more than 5 feet (1524 mm) above the floor.
Hand-held portable fire extinguishers having a gross weight
exceeding 40 pounds (18 kg) shall be installed so that its top is
not more than 3.5 feet (1067 mm) above the floor. The clear­
ance between the floor and the bottom of installed hand-held
extinguishers shall not be less than 4 inches (102 mm).

~06.110 W!hleen~dl 1lllJlllnt!:§. Wheeled fire extinguishers shall be
conspicuously located in a designated location.

S!EC1~ON ~@1

f~~E AlA~M AND [j)E1J!ECT~ON SYSf!EMS

~0'7.11 G~JllleJr3lll. This section covers the application, installa­
tion, performance and maintenance of fire alarm systems and
their components in new and existing buildings and structures.
The requirements of Section 907.2 are applicable to new build­
ings and structures. The requirements of Section 907.3 are ap­
plicable to existing buildings and structures.

90'7.11.11 COI!1istliundnmll IIilOtC1lllllllll~ll1lts. Construction docu­
ments for fire alarm systems shall be submitted for review
and approval prior to system installation. Construction doc­
uments shall include, but not be limited to, all of the follow­
ing:

1. A floor plan.
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907.1.2 - 907.2.6

2. Locations of alarm-initiating and notification appli­
ances.

3. Alarm control and trouble signaling equipment.

4. Annunciation.

5. Power connection.

6. Battery calculations.

7. Conductor type and sizes.

8. Voltage drop calculations.

9. Manufacturers, model numbers and listing informa­
tion for equipment, devices and materials.

10. Details of ceiling height and construction.

11. The interface of fire safety control functions.

907.1.2 Equipment. Systems and their components shall be
listed and approved for the purpose for which they are in­
stalled.

907.2 Where IrcqlUlJlJred-Jrnew bllllliHdi1I1lgs 2lll1lrll s~rrlllldlillrres. An
approved manual, automatic, or manual and automatic fire
alarm system shall be provided in new buildings and structures
in accordance with Sections 907.2.1 through 907.2.23. Where
automatic sprinkler protection installed in accordance with
Section 903.3.1.1 or 903.3.1.2 is provided and connected to the
building fire alarm system, automatic heat detection required
by this section shall not be required.

An approved automatic fire detection system shall be installed
in accordance with the provisions ofthis code and NFPA 72. De~
vices, combinations of devices, appliances and equipment shall
comply with Section 907.1.2. The automatic fire detectors shall
be smoke detectors, except that an approved alternative type of
detector shall be installed in spaces such as boiler rooms where,
during normal operation, products of combustion are present in
sufficient quantity to actuate a smoke detector.

907.2.1 GJroup A. A manual fire alarm system shall be in­
stalled in accordance with NFPA 72 in Group A occupan­
cies having an occupant load of 300 or more. Portions of
Group E occupancies occupied for assembly purposes shall
be provided with a fire alarm system as required for the
Group E occupancy.

Exception: Manual fire alarm boxes are not required
where the building is equipped throughout with an auto­
matic sprinkler system and the alarm notification appli­
ances will activate upon sprinkler water flow.

907.2.1.1 System initiation in GIWlllljpl A Occlllljpl211I1ldes
with an occupant load[ of 1,000 OJr mOJre. Activation of
the fire alarm in Group A occupancies with an occupant
load of 1,000 or more shall initiate a signal using an
emergency voice/alarm communications system in ac­
cordance with NFPA 72.

Exception: Where approved, the prerecorded an­
nouncement is allowed to be manually deactivated for
a period of time, not to exceed 3 minutes, for the sole
purpose of allowing a live voice announcement from
an approved, constantly attended location.

76
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9~7.2.Jl.2 JEmerrgell1lcy jpl0weIr. Emergency voice/alarm
communications systems shall be provided with an ap­
proved emergency power source.

9~7.2.2 GIr01l.lljp B. A manual fire alarm system shall be in­
stalled in Group B occupancies having an occupant load of
500 or more persons or more than 100 persons above or be­
low the lowest level of exit discharge.

JExcejptiioll1l: Manual fire alarm boxes are not required
where the building is equipped throughout with an auto­
matic sprinkler system and the alarm notification appli­
ances will activate upon sprinkler water flow.

9~7.2.3 Grrolllljp lEo A manual fire alarm system shall be in­
stalled in Group E occupancies. When automatic sprinkler
systems or smoke detectors are installed, such systems or
detectors shall be connected to the building fire alarm sys­
tem.

lExcejpltiioll1ls:

1. Group E occupancies with an occupant load of less
than 50.

2. Manual fire alarm boxes are not required in Group
E occupancies where all the following apply:

2.1. Interior corridors are protected by smoke
detectors with alarm verification.

2.2. Auditoriums, cafeterias, gymnasiums and
the like are protected by heat detectors or
other approved detection devices.

2.3. Shops and laboratories involving dusts or
vapors are protected by heat detectors or
other approved detection devices.

2.4. Off-premises monitoring is provided.

2.5. The capability to activate the evacuation
signal from a central point is provided.

2.6. In buildings where normally occupied
spaces are provided with a two-way com­
munication system between such spaces
and a constantly attended receiving station
from where a general evacuation alarm can
be sounded, except in locations specifi­
cally designated by the code official.

901.2.4} Grro1l.lljpl W. A manual fire alarm system shall be in­
stalled in Group F occupancies that are two or more stories
in height and have an occupant load of 500 or more above or
below the lowest level of exit discharge.

JExcejpltiioll1l: Manual fire alarm boxes are not required
where the building is equipped throughout with an auto­
matic sprinkler system and the alarm notification appli­
ances will activate upon sprinkler water flow.

9~1.2.5 GIrOlllljpl lH. A manual fire alarm system shall be in­
stalled in Group H-5 occupancies and in occupancies used
for the manufacture of organic coatings. An automatic
smoke detection system shall be installed for highly toxic
gases, organic peroxides and oxidizers in accordance with
Chapters 37, 39 and 40, respectively.

9~1.2.6 Grrmlljp ll. A manual fire alarm system and an auto­
matic fire detection system shall be installed in Group I oc-
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cupancies. An electrically supervised, automatic smoke
detection system shall be provided in waiting areas that are
open to corridors.

JE~\CtelP~iiollll~ Manual fire alarm boxes in patient sleeping
areas of Group 1-1 and 1-2 occupancies shall not be re­
quired at exits if located at all nurse's control stations or
other constantly attended staff locations, provided such
stations are visible and continuously accessible and that
travel distances required in Section 907.4.1 are not ex­
ceeded.

~O/.Z.({j).ll GrrmnlP ITgZ. Corridors in nursing homes (both
intermediate care and skilled nursing facilities), detoxifi­
cation facilities and spaces open to the corridors shall be
equipped with an automatic fire detection system.

JE~\CtelP~iiollll§ ~

1. Corridor smoke detection is not required where
patient sleeping rooms are provided with smoke
detectors that compy with UL 268. Such detec­
tors shall provide a visual display on the corri­
dor side of each patient room and shall provide
an audible and visual alarm at the nursing sta­
tion attending each room.

2. Corridor smoke detection is not required where
patient room doors are equipped with automatic
door-closing devices with integral smoke detec­
tors on the room sides installed in accordance
with their listing, provided that the integral de­
tectors perform the required alerting function.

!9JO/.Z.({j).Z GrrmnlP TIg3 o\C\CIlllIP~lIlldte§. Group 1-3 occupan­
cies shall be equipped with a manual and automatic fire
alarm system installed for alerting staff.

90/.Z.({j).Z.1l §y§~ternm iillllii~ii~~nollll. Actuation of an auto­
matic fire-extinguishing system, a manual fire alarm
box or a fire detector shall initiate an approved fire
alarm signal which automatically notifies staff.
Presignal systems shall not be used.

!9JO/.2.6.2.2 MaIl1lllll~ll mrre allarrrnm lbo~e§. Manual fire
alarm boxes are not required to be located in accor­
dance with Section 907.4 where the fire alarm boxes
are provided at staff-attended locations having direct
supervision over areas where manual fire alarm boxes
have been omitted.

Manual tire alarm boxes are allowed to be locked in
areas occupied by detainees, provided that staffmem­
bers are present within the subject area and have keys
readily available to operate the manual fire alarm
boxes.

~tm/.2.({j).Z.3 §rnmolkte d1te~tedorr§. An approved auto­
matic smoke detection system shall be installed
throughout resident housing areas, including sleeping
areas and contiguous day rooms, group activity
spaces and other common spaces normally accessible
to residents.

907.2.5. ~ - 907.2.8

JE~\CtelP~iiilJlllll§~

1. Other approved smoke detection arrange­
ments providing equivalent protection in­
cluding, but not limited to, placing detectors
in exhaust ducts from cells or behind protec­
tive guards listed for the purpose are allowed
when necessary to prevent damage or tam­
pering.

2. Sleeping rooms in Use Conditions 2 and 3.

3. Smoke detectors are not required in sleeping
rooms with four or fewer occupants in
smoke compartments that are equipped
throughout with an approved automatic
sprinkler system.

~QJ)/.2./ GrrolllllP MI. A manual fire alarm system shall be in­
stalled in Group M occupancies having an occupant load of
500 or more persons or more than 100 persons above or be­
low the lowest level of exit discharge.

JE~ctelPaiiollll~ Manual fire alann boxes are not required
where the building is equipped throughout with an auto­
matic sprinkler system and the alarm notification appli­
ances will activate upon sprinkler water flow.

~QJ)/.Z./.ll ((J)\C\CIlllIP~lIlla lIllotiiflk~~iiollll. During times that the
building is occupied, in lieu of the automatic activation
of alarm notification appliances, the manual fire alarm
system shall be allowed to activate an alarm signal at a
constantly attended location from which evacuation in­
structions shall be initiated over an emergency
voice/alarm communication system installed in accor­
dance with Section 907.2.12.2.

The emergency voice/alarm communication system
shall be allowed to be used for other announcements pro­
vided the manual fire alaml use takes precedence over
any other use.

~O/.2.~ GrrmnlP JRgll. A manual fire alarm system and an au­
tomatic fire detection system shall be installed in Group R-I
occupancies.

JE~\CteJPl~iimll§~

1. A manual fire alarm system is not required in
buildings not over two stories in height where all
individual guestrooms and contiguous attic and
crawl spaces are separated from each other and
public or common areas by at least I-hour fire par­
titions and each individual guestroom has an exit
directly to a public way, exit court or yard.

2. An automatic fire detection system is not required
in buildings that do not have interior corridors
serving guestrooms and where guestrooms have a
means of egress door opening directly to an exte­
rior exit access that leads directly to the exits.

3. A separate fire alarm system is not required in
buildings which have a local fire alarm that meets
the notification requirements ofSection 907.10.2.
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907.2.8.1 - 907.2.10.2

907.2.8.1lFire detection system. System smoke detec­
tors are not required in guestrooms provided that the sin­
gle-station smoke alarms required by Section 907.2.10
are connected to the emergency electrical system and are
annunciated by guestroom at a constantly attended loca­
tion from which the fire alarm system is capable of being
manually activated.

907.2.9 Group Ra2. A fire alarm system shall be installed in
Group R-2 occupancies where:

1. Any dwelling unit is located three or more stories
above the lowest level of exit discharge;

2. Any dwelling unit is located more than one story be­
low the highest level ofexit discharge of exits serving
the dwelling unit; or

3. The building contains more than 16 dwelling units.

Exceptions:

1. A fire alarm system is not required in buildings not
over two stories in height where all dwelling units
and contiguous attic and crawl spaces are sepa­
rated from each other and public or common areas
by at least I-hour fire partitions and each dwelling
unit has an exit directly to a public way, exit court
or yard.

2. A separate fire alarm system is not required in
buildings that are equipped throughout with an ap­
proved supervised automatic sprinkler system in­
stalled in accordance with Section 903.3.1.1 or
903.3 .1.2 and which have a local alarm that meets
the notification requirements ofSection 907.10.2.

907.2.10 Singlea and multiplemstation smoke alarms.
Listed single- and multiple-station smoke alarms shall be
installed in accordance with the provisions of this code and
the household fire-warning equipment provisions of NFPA
72.

907.2.10.1 Where required. Single- or multiple-station
smoke alarms shall be installed in the locations described
in Sections 907.2.10.1.1 through 907.2.10.1.4.

907.2.10.1.1 Group Rat. Single- or multiple-station
smoke alarms shall be installed in all of the following
locations in Group R-l:

1. In sleeping areas.

2. In every room in the path of the means of egress
from the sleeping area to the door leading from
the guestroom or suite.

3. In each story within the guestroom or suite, in­
cluding basements. For guestrooms or suites
with split levels and without an intervening
door between the adjacent levels, a smoke
alarm installed on the upper level shall suffice
for the adjacent lower level provided that the
lower level is less than one full story below the
upper level.

907.2.10.1.2 Groups Ra2, Rm3, Ra4 and Iml. Single­
or multiple-station smoke alarms shall be installed
and maintained in Groups R-2, R-3, R-4 and I-I re-
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gardless of occupant load at all of the following
locations:

1. On the ceiling or wall outside of each separate
sleeping area in the immediate vicinity of bed­
rooms.

2. In each room used for sleeping purposes.

3. In each story within a dwelling unit, including
basements and cellars but not including crawl
spaces and uninhabitable attics. In dwelling
units with split levels and without an interven­
ing door between the adjacent levels, a smoke
alarm installed on the upper level shall suffice
for the adjacent lower level provided that the
lower level is less than one full story below the
upper level.

907.2.10.1.3 Group Jal. Single- or multiple-station
smoke alarms shall be installed and maintained in
sleeping areas in occupancies in Group I-I. Single- or
multiple-station smoke alarms shall not be required
where the building is equipped throughout with an au­
tomatic fire detection system in accordance with Sec­
tion 907.2.6.

907.2.10.1.41 Adldiaions, alterations or repairs to
Glt"OIUJ.JPl JR. Where an addition, alteration or repair to an
individual dwelling unit or guestroom in Group R re­
quires a permit, smoke alarms shall be installed within
that individual dwelling unit or guestroom in accor­
dance with this section. Where one or more sleeping
rooms are added or created in an existing Group R,
smoke alarms shall be installed in accordance with
this section.

Exception: Repairs to the exterior surfaces of oc­
cupancies in Group R are exempt from the require­
ments of this section.

907.2.10.2 Power S01lU'ce. In new construction, required
smoke alarms shall receive their primary power from the
building wiring where such wiring is served from a com­
mercial source and shall be equipped with a battery
backup. Smoke alarms shall emit a signal when the bat­
teries are low. Wiring shall be permanent and without a
disconnecting switch other than as required for
overcurrent protection.

JExcleptnons:

1. Smoke alarms are not required to be equipped
with battery backup in Group R-I where they
are connected to an emergency electrical sys­
tem.

2. Smoke alarms are allowed to be solely battery
operated in existing buildings, buildings not
served from a commercial power source and in
existing areas where alterations or repairs regu­
lated by Section 907.2.10.1.4 do not result in
the removal of interior wall or ceiling finishes
exposing the structure, unless there is an attic,
crawl space or basement available which could
provide access for building wiring without the
removal of interior finishes.
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~~7.2.TI.~.3 rrrrnft~rr~orrnrrn~dnmll. Where more than one
smoke alarm is required to be installed within an individ­
ual dwelling unit in Group R-2, R-3 or R-4, or within an
individual guestroom or suite in Group R-l, the smoke
alarms shall be interconnected in such a manner that the
activation of one alarm will activate all of the alarms in
the individual unit. The alarm shall be clearly audible in
all bedrooms over background noise levels with all inter­
vening doors closed.

lE~~~JPlftnorrns~

1. Smoke alarms that are permitted to be solely
battery operated in accordance with Section
907.2.10.2 are not required to be intercon­
nected.

2. Smoke alarms in existing areas are not required
to be interconnected where alterations or re­
pairs regulated by Section 907.2.10.1.4 do not
result in the removal of interior wall or ceiling
finishes exposing the structure, unless there is
an attic, crawl space or basement available
which could provide access for interconnection
without the removal of interior finishes.

~07.2.TI.O.4} A(C(C~JPlft21rrn(C~ ft~§ftnnllg. When the installation of
the alarm devices is complete, each detector and inter­
connecting wiring for multiple-station alarm devices
shall be tested in accordance with the household fire
warning equipment provisions of NFPA 72.

~07.2.TI.TI. §JPl~d21ll amm\ill§~mm~rrnft lbllllllllirllnrrngs. An approved au­
tomatic smoke detection system shall be provided in special
amusement buildings in accordance with this section.

lE~(C~JPlftnorrn~ In areas where ambient conditions will cause
a smoke detection system to alarm, an approved alterna­
tive type of automatic detector shall be installed.

~07.2.TI.TI..TI. Allarrmm. Activation of any single smoke detec­
tor, the automatic sprinkler system or any other auto­
matic fire detection device shall immediately sound an
alarm at the building at a constantly attended location
from which emergency action can be initiated, including
the capability of manual initiation of requirements in
Section 907.2.11.2.

~07.2.TI.TI..2 §y§t~mm rr~SJPlmll§e. The activation of two or
more smoke detectors, a single smoke detector with
alarm verification, the automatic sprinkler system or
other approved fire detection device shall automatically:

1. Cause illumination of the means of egress with
light of not less than 1 foot-candle (11 lux) at the
walking surface level;

2. Stop any conflicting or confusing sounds and vi­
sual distractions; and

3. Activate an approved directional exit marking that
will become apparent in an emergency.

Such system response shall also include activation of a
prerecorded message, clearly audible throughout the
special amusement building, instructing patrons to pro­
ceed to the nearest exit. Alarm signals used in conjunc­
tion with the prerecorded message shall produce a sound

907.2.10.3 - 907.2.12.1

which is distinctive from other sounds used during nor­
mal operation.

The wiring to the auxiliary devices and equipment
used to accomplish the above fire safety functions shall
be monitored for integrity in accordance with NFPA 72.

~~7.2.TI.TI..3 lEm~rrg~rrn(Cy von(C~/an21rrm (CommunRlC21ftnorrn
system. An emergency voice/alarm communication sys­
tem, which is also allowed to serve as a public address
system, shall be installed in accordance with NFPA 72
and be audible throughout the entire special amusement
building.

~07.2J.2 JHIng!lnorrnse lbllllnllirllnrrngs. Buildings having floors used
for human occupancy located more than 75 feet (22 860
mm) above the lowest level of fire department vehicle ac­
cess shall be provided with an automatic fire alarm system
and an emergency voice/alarm communication system in
accordance with Section 907.2.12.2.

lE~(C~lPftnorrns~

1. Airport traffic control towers in accordance with
Section 907.2.22 and Section 412 of the Interna­
tional Building Code.

2. Open parking garages in accordance with Section
406.3 of the International Building Code.

3. Buildings with an occupancy in Group A-5 in ac­
cordance with Section 303.1 of the International
Building Code.

4. Low-hazard special occupancies in accordance
with Section 503.1.2 of the International Building
Code.

5. Buildings with an occupancy in Group H-I, H-2 or
H-3 in accordance with Section 415 of the Interna­
tional Building Code.

~07.2.TI.2.TI. Allllftom21ftk rnrr~ dldednorrn. Smoke detectors
shall be provided in accordance with this section. Smoke
detectors shall be connected to an automatic fire alarm
system. The activation of any detector required by this
section shall operate the emergency voice/alarm commu­
nication system. Smoke detectors shall be located as fol­
lows:

I. In each mechanical equipment, electrical, trans­
former, telephone equipment or similar room
which is not provided with sprinkler protection, el­
evator machine rooms, and in elevator lobbies.

2. In the main return air and exhaust air plenum of
each air-conditioning system having a capacity
greater than 2,000 cubic feet per minute (cfm)
(0.94 m3/s). Such detectors shall be located in a
serviceable area downstream of the last duct inlet.

3. At each connection to a vertical duct or riser serv­
ing two or more stories from a return air duct or
plenum of an air-conditioning system. In Group R­
1 and R-2 occupancies, a listed smoke detector is
allowed to be used in each return-air riser carrying
not more than 5,000 cfm (2.4 m3/s) and serving not
more than 10 air-inlet openings.
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907.2.12.2 - 907.2.18.1

907.2.12.2 Emergency vonce/aKall"m communll1lllCa~ftmn

system. The operation of any automatic fire detector,
sprinkler water-flow device or manual fire alarm box
shall automatically sound an alert tone followed by voice
instructions giving approved information and directions
on a general or selective basis to the following terminal
areas in accordance with the building's fire safety and
evacuation plans required by Section 404:

1. Elevator lobbies.

2. Corridors.

3. Rooms and tenant spaces exceeding 1,000 square
feet (93 m2) in area.

4. Dwelling units in Group R-2 occupancies.

5. Hotel guestrooms or suites in Group R-l occupan­
cies.

6. Areas of refuge as defined in the International
Building Code.

Exception: In Group 1-1 and 1-2 occupancies, the
alarm shall sound in a constantly attended area and a
general occupant notification shall be broadcast over
the overhead page.

907.2.12.2.1 Manuall ovell"rhlle. A manual override
for emergency voice communication shall be pro­
vided for all paging zones.

907.2.].2.2.2 Live YOnCe messages. The emergency
voice/alarm communication system shall also have
the capability to broadcast live voice messages
through speakers located in elevators, exit stairways,
and throughout a selected floor or floors.

907.2.12.2.3 Standard. The emergency voice/alarm
communication system shall be designed and in­
stalled in accordance with NFPA 72.

907.2.12.3 Fire department COmmllJill1lnc31ftnOIl1l sysftem.
An approved two-way, fire department communication
system designed and installed in accordance with NFPA
72 shall be provided for fire department use. It shall oper­
ate between a fire command center complying with Sec­
tion 509 and elevators, elevator lobbies, emergency and
standby power rooms, fire pump rooms, areas of refuge
and inside enclosed exit stairways. The fire department
communication device shall be provided at each floor
level within the enclosed exit stairway.

Exception: Fire department radio systems where ap­
proved by the fire department.

907.2.13 Buildings with an atrium. In buildings with an
atrium, smoke detectors shall be installed in accordance
with this section and one or both ofthe following methods.

1. Spot-type detectors shall be installed at the atrium
ceiling spaced in accordance with their listing, on the
underside of projections into the atrium spaced in ac­
cordance with their listing, and around the perimeter
ofthe atrium opening on all floors open to the atrium.
The detectors shall be spaced not more than 30 feet
(9144 mm) on center and shall be located within 15
feet (4572 mm) of the atrium opening.
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2. Projected beam-type smoke detection shall be in-
stalled and spaced in accordance with its listing.

907.2.13.1 System ll"espolt1\se. The activation of two spot­
type detectors or a single beam-type detector shall acti­
vate the atrium smoke removal system. The activation of
anyone detector shall cause an alarm to be sounded at a
constantly attended location. All smoke detectors shall
be accessible for maintenance and testing.

19'ilD7.2.13.2 Atll"llltnms cOll1lnednng more than two stornes.
A fire alarm system shall be installed in occupancies with
an atrium that connects more than two stories. The sys­
tem shall be activated in accordance with Section 907.7.
Such occupancies in Group A, E or M shall be provided
with an emergency voice/alarm communication system
complying with the requirements ofSection 907.2.12.2.

19'ilD7.2.141 lHIigllllQjpfiHedl comlbustillbUe stowage aJreas. An auto­
matic fire detection system shall be installed throughout
high-piled combustible storage areas where required by
Section 2406.5.

I9'G7.2.15 SpedaH egll"essQcoJllltll'"oH devices. Where special
egress-control devices are installed on means of egress
doors in accordance with Chapter 10, an automatic smoke or
heat detection system shall be installed as required by Chap­
ter 10.

19'07.2.]..6 Aell"osoll storage lUlses. Aerosol storage rooms and
general-purpose warehouses containing aerosols shall be
provided with an approved manual fire alarm system where
required by this code.

19'ilD7.2.17 Lunmber? pllywoodl and veneeJr mms. Lumber,
plywood and veneer mills shall be provided with a manual
fire alarm system.

19'(J)7.2.1~ Ull1ldlelI'gll"OlUlllllldl lbunilldlings wWln smoke exhaust
systems. Where a smoke exhaust system is installed in an
underground building in accordance with the International
Building Code, automatic fire detectors shall be provided in
accordance with this section.

19'(J)7.2.1~.:n. Smoke detedoll'"s. A minimum of one smoke
detector listed for the intended purpose shall be installed
in the following areas:

1. Mechanical equipment, electrical, transformer,
telephone equipment, elevator machine or similar
rooms.

2. Elevator lobbies.

3. The main return and exhaust air plenum of each
air-conditioning system serving more than one
story and located in a serviceable area downstream

.. of the last duct inlet.

4. Each connection to a vertical duct or riser serving
two or more floors from return air ducts or plenums
of heating, ventilating and air-conditioning sys­
tems, except that in Group R occupancies, a listed
smoke detector is allowed to be used in each re­
turn-air riser carrying not more than 5,000 cfm (2.4
m3/s) and serving not more than 10 air inlet open­
mgs.
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~Q1)/.:2.Jl.3.:2 All~rrIl1lll rr~~llllnrr~cl. Activation of the smoke ex­
haust system shall activate an audible alarm at a con­
stantly attended location.

~Q1)/.:2.Jl.~ 1UlIllcl~rrgrrollllllllcl lbllllnllclnllllg§. Where the lowest level
of a structure is more than 60 feet (18 288 mm) below the
lowest level of exit discharge, the structure shall be
equipped throughout with a manual fire alarm system, in­
cluding an emergency voice/alarm communication system
installed in accordance with Section 907.2.12.2.

~Q1)/.:2.Jl.~.Jl. JP>llllMnlC ~clclrr~§§ §ysfr~II1lll. Where a fire alarm
system is not required by Section 907.2, a public address
system shall be provided which shall be capable of trans­
mitting voice communications to the highest level of exit
discharge serving the underground portions of the struc­
ture and all levels below.

~([l)/.:2.:2Q1) Co'V~rr~cl II1lll~llll lbllllnllclnllllgs. Covered mall buildings
exceeding 50,000 square feet (4645 m2) in total floor area
shall be provided with an emergency voice/alarm communi­
cation system. An emergency voice/alarm communication
system serving a mall, required or otherwise, shall be acces­
sible to the fire department. The system shall be provided in
accordance with Section 907.2.12.2.

~([l)/.:2.:2Jl. IR~§ncl~lIllfrn~ll ~nrrlCrr~fr'fr lln!il1llllg~rr§. A minimum of one
listed smoke alarm shall be installed within a residential air­
craft hangar as defined in the International Building Code
and shall be interconnected into the residential smoke alarm
or other sounding device to provide an alarm which will be
audible in all sleeping areas of the dwelling.

~([l)7.:2.:2:2 AnrrIlJorrfr frrr~fr'iffilC lCollllfrrmll fro'W~rr§. An automatic fire
detection system shall be provided in airport traffic control
towers.

~([l)/.:2.:23lE~frfr~rry rrooIl1llls. An approved automatic smoke de­
tection system shall be installed in areas containing station­
ary lead-acid battery systems having a liquid capacity of
more than 50 gallons (189 L). The detection system shall be
supervised by an approved central, proprietary, or remote
station service or a local alarm which will sound an audible
signal at a constantly attended location.

~([l)7.3 Wlln~rr~ rr~~llllnrr~cl-rrlf1l:rro~dn'V~ nllll ~%n§frnllllg lbunnMnllllg§
~lIll({]l §frrrlllldllllrr~§. An approved manual, automatic or manual
and automatic fire alarm system shall be installed in existing
buildings and structures in accordance with Sections 907.3.1
through 907.3.1.9. Where automatic sprinkler protection is
provided in accordance with Section 903.3.1.1 or 903.3.1.2 and
connected to the building fire alarm system, automatic heat de­
tection required by this section shall not be required.

An approved automatic fire detection system shall be in­
stalled in accordance with the provisions ofthis code and NFPA
72. Devices, combinations of devices, appliances and equip­
ment shall be approved. The automatic fire detectors shall be
smoke detectors, except an approved alternative type of detec­
tor shall be installed in spaces such as boiler rooms where, dur­
ing normal operation, products of combustion are present in
sufficient quantity to actuate a smoke detector.

SJJ07.3.Jl. «J)lClCunIlJ~lIlllCY rr~~llllnrr~lJTIll~lIll~. A fire alarm system
shall be installed in accordance with Sections 907.3.1.1
through 907.3.1.9.

901.2.18.2 - 907.3.1.5

IE%lC~]]JifrnOllll: Occupancies with an existing, previously
approved fire alarm system.

~([l)/.3.Jl..Jl. GrrollllIlJ IE. A fire alarm system shall be in­
stalled in existing Group E occupancies in accordance
with Section 907.2.3.

IE%lC~IlJfrfiollll§:

1. A building with a maximum area of 1,000
square feet (93 m2) that contains a single class­
room and is located no closer than 50 feet (15
240 mm) from another building.

2. Group E with an occupant load less than 50.

~([l)/.3.Jl..:2 GrrollllIlJ ITgJl.. A fire alarm system shall be in­
stalled in existing Group I-I residential care/assisted liv­
ing facilities.

IE%lC~IlJanollll: Where each sleeping room has a means of
egress door opening directly to an exterior egress bal­
cony that leads directly to the exits in accordance with
Section 1004.3.4, and the building is not more than
three stories in height.

~an.3.J1.3 Grrmlljp TIg2. A fire alarm system shall be in­
stalled in existing Group 1-2 occupancies in accordance
with Section 907.2.6.

~O/.3.1l..4\ GrrOllllIlJ JIg3. A fire alarm system shall be in­
stalled in existing Group 1-3 occupancies in accordance
with Section 907.2.6.2.

~07.3.Jl..5 GrrOllllIlJ IR. A fire alarm system shall be in­
stalled in existing Group R occupancies in accordance
with Sections 907.3.1.5.1 through 907.3.1.5.3.

~([l)/.3.J1.5.Jl. G~lIll~rr~ll. Existing Group R occupancies
not already provided with single-station smoke
alarms shall be provided with approved single-station
smoke alarms. Installation shall be in accordance with
Section 907.2.10.

~O/.3.1l..5.2 ITlIll§fr31llll~1l:fiollll. Approved single-station
smoke alarms shall be installed in existing dwelling
units, congregate residences, and hotel and lodging
house guestrooms.

~07.31.1l..5.31 IPo'W~rr §OllllrrlC~. In Group R occupancies,
single-station smoke alarms shall be either battery op­
erated or allowed to receive their primary power from
the building wiring provided that such wiring is
served from a commercial source. Where power is
provided by the building wiring, the wiring shall be
permanent and without a disconnecting switch other
than as required for overcurrent protection.

~([l)/.31.Jl..([]) GrrOllllIlJ IRgJl.. A fire alarm system shall be in­
stalled in existing Group R-l hotels and motels more
than three stories or with more than 20 guestrooms.

IE%lC~lPfrfiollll: Building less than two stories in height
where all guestrooms, attics and crawl spaces are sep­
arated by I-hour fire-resistance-rated construction
and each guestroom has direct access to a public way,
exit court or yard.
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907.3.1.7 - 907.9.2

907.3.1.7 Group R-l. A fire alarm system shall be in­
stalled in existing Group R-l boarding and rooming
houses.

Exception: Buildings that have single-station smoke
alarms meeting or exceeding the requirements of Sec­
tion 907.2.10.1 and where the fire alarm system in­
cludes at least one manual fire alarm box per floor
arranged to initiate the alarm.

907.3.1.8 Group R-2. A fire alarm system shall be in­
stalled in existing Group R-2 apartment buildings with
more than three stories or with more than 16 dwelling
units.

Exceptions:

1. Where each living unit is separated from other
contiguous living units by fire barriers having a
fire-resistance rating of not less than 3/4 hour,
and where each living unit has either its own in­
dependent exit or its own independent stairway
or ramp discharging at grade.

2. A separate fire alarm system is not required in
buildings that are equipped throughout with an
approved supervised automatic sprinkler sys­
tem installed in accordance with Section
903.3.1.1 or 903.3.1.2 and having a local alarm
to notify all occupants.

907.3.1.9 Group R-4. A fire alarm system shall be in­
stalled in existing Group R-4 residential care/assisted
living facilities.

Exceptions:

1. Where there are interconnected smoke alarms
meeting the requirements of Section 907.2.10
and there is at least one manual fire alarm box
per floor arranged to sound continuously the
smoke alarms.

2. Other manually activated continuously sound-
ing alarms approved by the code official.

907.4 Manual fire alarm boxes. Manual fire alarm boxes shall
be installed in accordance with Sections 907.4.1 through
907.4.5.

907.4.1 Location. Manual fire alarm boxes shall be located
not more than 5 feet (1524 mm) from the entrance to each
exit. Additional manual fire alarm boxes shall be located so
that travel distance to the nearest box does not exceed 200
feet (60 960 mm).

Exception: Manual fire alarm boxes shall not be re­
quired in Group E occupancies where the building is
equipped throughout with an approved automatic sprin­
kler system, the notification appliances will activate on
sprinkler water flow and manual activation is provided
from a normally occupied location.

907.4.2 Height. The height of the manual fire alarm boxes
shall be a minimum of42 inches (1067 mm) and a maximum
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of 48 inches (1372 mm) measured vertically, from the floor
level to the activating handle or lever of the box.

901.4.3 ColoIl". Manual fire alarm boxes shall be red in color.

901.4.4 Sngns. Where fire alarm systems are not monitored
by a supervising station, an approved permanent sign that
reads: WHEN ALARM SOUNDS-CALL FIRE DE­
PARTMENT. Such sign shall be installed adjacent to each
manual fire alarm box.

Exceptimn: Where the manufacturer has permanently
provided this information on the manual fire alarm box.

907.41.5 PIl"otective covers. The code official is authorized to
require the installation of listed manual fire alarm box pro­
tective covers to prevent malicious false alarms or provide
the manual fire alarm box with protection from physical
damage. The protective cover shall be transparent or red in
color with a transparent face to permit visibility of the man­
ual fire alarm box. Each cover shall include proper operating
instructions. A protective cover that emits a local alarm sig­
nal shall not be instaUed unless approved.

907.5 Power supply. The primary and secondary power supply
for the fire alarm system shall be provided in accordance with
NFPA 72.

907.6 Wiring. Wiring shall comply with the requirements of
the ICC Electrical Code and NFPA 72. Wireless protection sys­
tems utilizing radio-frequency transmitting devices shall com­
ply with the special requirements for supervision oflow-power
wireless systems in NFPA 72.

901.7 Activation. Where an alarm notification system is re­
quired by another section of this code, it shall be activated by:

1. Required automatic fire alarm system.

2. Sprinkler water-flow devices.

3. Required manual fire alarm boxes.

907.8 Pll"esignall system. Presignal systems shall not be in­
stalled unless approved by the code official and the fire depart­
ment. Where a presignal system is installed, 24-hour personnel
supervision shall be provided at a location approved by the fire
department, in order that the alarm signal can be actuated in the
event of fire or other emergency.

907.9 Zones. Each floor shall be zoned separately and a zone
shall not exceed 22,500 square feet (1860 m2). The length of
any zone shall not exceed 300 feet (91 440 mm) in any direc­
tion.

IE"cep~ion: Automatic sprinkler system zones shall not ex­
ceed the area permitted by NFPA 13.

907.9.Jl Zonnng indicator panel. A zoning indicator panel
and the associated controls shall be provided in an approved
location. The visual zone indication shall lock in until the
system is reset and shall not be canceled by the operation of
an audible-alarm silencing switch.

907.9>.2 High-rise blllildings. In buildings that have floors
located more than 75 feet (22 860 mm) above the lowest
level of fire department vehicle access that are occupied for
human occupancy, a separate zone by floor shall be pro-
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vided for all of the following types of alarm-initiating de­
vices where provided:

1. Smoke detectors.

2. Sprinkler water-flow devices.

3. Manual fire alann boxes.

4. Other approved types of automatic fire detection de­
vices or suppression systems.

907.:rW Allarrll1l1llIJloanrn~aailoIrn a!P'Jl}nilalIJl~es. Alarm notification ap­
pliances shall be provided and shall be listed for their purpose.

907.JiO.TI Vilsnlblle alIarrms. Visible alarm notification appli­
ances shall be provided in accordance with Sections
907.10.1.1 through 907.10.1.3.

1E~~e!P'ailoll1ls:

1. Visible alarm notification appliances are not re­
quired in alterations, except where an existing fire
alarm system is upgraded or replaced, or a new fire
alarm system is installed.

2. Visible alarm notification appliances shall not be
required in exits as defined in Section 1002.1.

907.TIij).TI.TI PUDlblln~ am!! ~OJi1l1lJi1l1l01IJl arreas. Visible alarm
notification appliances shall be provided in public and
common areas.

907.TIO.TI.2 GrroUDjps TI~TI amll lR~TI. Group I-I and R-l
sleeping accommodations in accordance with Table
907.10.1.2 shall be provided with a visible alarm notifi­
cation appliance, activated by both the in-room smoke
alarm and the building fire alarm system.

907.TIO.TI.3 Grro\llljp JR~2. In Group R-2 occupancies re­
quired by Section 907 to have a fire alarm system, all
dwelling units shall be provided with the capability to
support visible alarm notification appliances in accor­
dance with ICC AI17.1.

1ABllE 901.~O.~.2

V~S~BllE AND Aij,JJ[O~BllE AlAIRlMS

NUMBER Of SlEEIP~N1G SlEElPlNG ACCOMMODATIONS wm'lI
ACCOMMODATIONS V~SIBlE AND AIUD~BllE ALARMS

6 to 25 2

26 to 50 4

51 to 75 7

76 to 100 9

101 to 150 12

151 to 200 14

201 to 300 17

301 to 400 20

401 to 500 22

501 to 1,000 5% of total

1,001 and over 50 plus 3 for each 100 over 1,000

907.110.2 AmJIiilblle allarrms. Audible alann notification appli­
ances shall be provided and sound a distinctive sound that is
not to be used for any purpose other than that of a fire alarm.
The audible alarm notification appliances shall provide a

907.10 - 907.~5

sound pressure level of 15 decibels (dBA) above the average
ambient sound level or 5 dBA above the maximum sound
level having a duration of at least 60 seconds, whichever is
greater, in every occupied space within the building. The
minimum sound pressure levels shall be: 70 dBA in occu­
pancies in Groups Rand 1-1; 90 dBA in mechanical equip­
ment rooms; and 60 dBA in other occupancies. The
maximum sound pressure level for audible alarm notifica­
tion appliances shall be 120 dBA at the minimum hearing
distance from the audible appliance. Where the average am­
bient noise is greater than 105 dBA, visible alarm notifica­
tion appliances shall be provided in accordance with NFPA
72 and audible alarm notification appliances shall not be re­
quired.

lE~~ejp1nolIJl: Visible alarm notification appliances shall
be allowed in lieu of audible alarm notification appli­
ances in critical care areas of Group 1-2 occupancies.

gp07.TITI IFnrre sail'ety il'UDlIJldnolIJls. Automatic fire detectors utilized
for the purpose ofperfonning fire safety functions shall be con­
nected to the building's fire alarm control panel where a fire
alarm system is required by Section 907.2. Detectors shall,
upon actuation, perform the intended function and activate the
alann notification appliances or activate a visible and audible
supervisory signal at a constantly attended location. In build­
ings not required to be equipped with a fire alann system, the
automatic fire detector shall be powered by normal electrical
service and, upon actuation, perform the intended function.
The detectors shall be located in accordance with NFPA 72.

gpO,J.2 JD)UDd sll1l1lolke tdletedorrs. Duct smoke detectors shall be
connected to the building's fire alarm control panel when a fire
alarm system is provided. Activation of a duct smoke detector
shall initiate a visible and audible supervisory signal at a con­
stantly attended location. Duct smoke detectors shall not be
used as a substitute for required open area detection.

lE%~eJPlanolIJls:

1. The supervisory signal at a constantly attended loca­
tion is not required where duct smoke detectors acti­
vate the building's alarm notification appliances.

2. In occupancies not required to be equipped with a fire
alann system, actuation ofa smoke detector shall acti­
vate a visible and an audible signal in an approved lo­
cation. Smoke detector trouble conditions shall
activate a visible or audible signal in an approved lo­
cation and shall be identified as air duct detector trou­
ble.

gp07.TI3 A~~ess. Access shall be provided to each detector for
periodic inspection, maintenance and testing.

gp07~TI~ IFnrre~e%anrrngUDnsllnnrrng systell1l1ls. Automatic fire­
extinguishing systems shall be connected to the building fire
alarm system where a fire alarm system is required by another
section of this code or is otherwise installed.

gp07.TI5 MOlIJlnaorrnrrng. Where required by this chapter, an ap­
proved supervising station in a<.;cordance with NFPA 72 shall
monitor fire alarm systems.

lE%~ejpanmll: Supervisory service is not required for auto­
matic sprinkler systems in one- and two-family dwellings.
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9l1D7.1l6 AlllItom31tk t<ellep!hlorrn<egdln31llnrrng dl<evn(Ces. Automatic
telephone-dialing devices used to transmit an emergency alarm
shall not be connected to any fire department telephone number
unless approved by the fire chief.

9~7.1l7 A(C(C<eptarrn(Ce frest§. Upon completion of the installation
of the fire alarm system, alarm notification appliances and cir­
cuits, alarm-initiating devices and circuits, supervisory-signal
initiating devices and circuits, signaling line circuits, and pri­
mary and secondary power supplies shall be tested in accor­
dance with NFPA 72.

9l1D7.Jl~ R<e(COIrdl oft' (Complletnorrn. A record of completion in ac­
cordance with NFPA 72 verifying that the system has been in­
stalled in accordance with the approved plans and
specifications shall be provided.

9l1D7.1l9 KrrnstJr1llldnorrns. Operating, testing and maintenance in­
structions and record drawings ("as builts") and equipment
specifications shall be provided at an approved location.

9l1D7.2l1D Krrnsp<ednoIl1l? tl:<estl:nrrng ~mdl m31iirrntl:<emnrrn(C<e. The mainte­
nance and testing schedules and procedures for fire alarm and
fire detection systems shall be in accordance with this section
and Chapter 7 of NFPA 72.

9l1D7.2G.1l M31iirrntl:<errn31rrn(C<e Ir<eI[jJUllnIr<edl. Whenever or wherever
any device, equipment, system, condition, arrangement,
level of protection, or any other feature is required for com­
pliance with the provisions of this code, such device, equip­
ment, system, condition, arrangement, level of protection,
or other feature shall thereafter be continuously maintained
in accordance with applicable NFPA requirements or as di­
rected by the code official.

9l1D7.2l1D.21festl:iirrng. Testing shall be performed in accordance
with the schedules in Chapter 7 of NFPA 72 or more fre­
quently where required by the code official. Where auto­
matic testing is performed at least weekly by a remotely
monitored fire alarm control unit specifically listed for the
application, the manual testing frequency shall be permitted
to be extended to annual.

Exceptl:norrn: Devices or equipment that are inaccessible
for safety considerations shall be tested during scheduled
shutdowns where approved by the code official, but not
less than every 18 months.

9l1D7.2l1D.3 D<etl:edI[J)Ir s<errnsii1l:nviity. Detector sensitivity shall be
checked within 1 year after installation and every alternate
year thereafter. After the second calibration test, where sen­
sitivity tests indicate that the detector has remained within
its listed and marked sensitivity range (or 4-percent
obscuration light grey smoke, if not marked), the length of
time between calibration tests shall be permitted to be ex­
tended to a maximum of 5 years. Where the frequency is ex­
tended, records of detector-caused nuisance alarms and
subsequent trends of these alarms shall be maintained. In
zones or areas where nuisance alarms show any increase
over the previous year, calibration tests shall be performed.

907.20.4 Metllnoldl. To ensure that each smoke detector is
within its listed and marked sensitivity range, it shall be
tested using either a calibrated test method, the manufac­
turer's calibrated sensitivity test instrument, listed control
equipment arranged for the purpose, a smoke detector/con-

trol unit arrangement whereby the detector causes a signal at
the control unit where its sensitivity is outside its acceptable
sensitivity range or other calibrated sensitivity test method
accep~able to the code official. Detectors found to have a
sensitivity outside the listed and marked sensitivity range
shall be cleaned and recalibrated or replaced.

Ex(Ce!P'tl:nl[J)rrns:

1. Detectors listed as field adjustable shall be permit­
ted to be either adjusted within the listed and
marked sensitivity range and cleaned and
recalibrated or they shall be replaced.

2. This requirement shall not apply to single-station
smoke alarms.

9l1D7.2l1D.~.1l 1festl:nrrng dl<evk<e. Detector sensitivity shall not
be tested or measured using a device that administers an
unmeasured concentration of smoke or other aerosol into
the detector.

9l1D7.2l1D.5 M31iirrntl:<errn31rrn(C<e? iirrns!P'ednorrn 3lrrndl tl:<estnrrng. The build­
ing owner shall be responsible for ensuring that the fire and
life safety systems are maintained in an operable condition
at all times. Service personnel shall meet the qualification
requirements of NFPA 72 for maintaining, inspecting and
testing such systems. A written record shall be maintained
and shall be made available to the code official.

5)~lCu~(Q)[j\fl ~~18l

~M~IPJCGi~[j\fllCV' ~l~IPJM 5)V'SJr~WilS

9l1D~.1l GIrI[J)Ull!P' IHI 1[J)(c(cUlljpl31rrnd.<es. Emergency alarms for the detec­
tion and notification of an emergency condition in Group H oc­
cupancies shall be provided as required in Chapter 27.

9l1D~.2 GIrl[J)Ull!P' IHIg§ 1[J)(C(Cill!!P'31ll1lq7. Emergency alarms for notifica­
tion of an emergency condition in an HPM facility shall be pro­
vided as required in Section 1803.12. A continuous gas
detection system shall be provided for HPM gases in accor­
dance with Section 1803.13.

9l1D~.3 IHIngllnlly tl[J)xn(C 3lrrndl tl[J)Xll(C m311l:<eIrii31lls. Where required by
Section 3804.2.2.10, a gas detection system shall be provided
for indoor storage and use ofhighly toxic and toxic compressed
gases.

9l1D~.~ ((]),wrrn<e g31sggerrn<eIr31tl:I[J)Ir Irl[J)oms. A gas detection system
shall be provided in ozone gas-generator rooms in accordance
with Section 3805.3.3.

9l1D~.5 lRep31nIr g31Ir31ges. A flammable-gas detection system
shall be provided in repair garages for vehicles fueled by non­
odorized gases in accordance with Section 2210.7.2.

9l1D~.6 lReft'Iriig<eIr31tiiorrn systems. Refrigeration system machin­
ery rooms shall be provided with a refrigerant detector in accor­
dance with Section 606.8.

5)~lCJr~(Q)[j\fl ~~~

SM(Q)K~lCO[j\flJrIPJ(Q)lSV'SJr~MS

[IB] 9l1D9.1l §(CI[J)!P'<e 3lll1ldl [plUllIr!P'I[J)S<e. This section applies to mechan­
ical or passive smoke control systems when they are required
for new buildings or portions thereof by provisions ofthe lnter-
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national Building Code or this code. The purpose of this sec­
tion is to establish minimum requirements for the design,
installation and acceptance testing of smoke control systems
that are intended to provide a tenable environment for the evac­
uation or relocation of occupants. These provisions are not in­
tended for the preservation of contents, the timely restoration
of operations, or for assistance in fire suppression or overhaul
activities. Smoke control systems regulated by this section
serve a different purpose than the smoke- and heat-venting pro­
visions found in Section 910. Mechanical smoke control sys­
tems shall not be considered exhaust systems under Chapter 5
of the International Mechanical Code.

[$] 9~9.2 Gell1lell"all ([Jlesngll1l ll"e({Jj1lllitll"emell1l~. Buildings, struc­
tures, or parts thereof required by the International Building
Code or this code to have a smoke control system or systems
shall have such systems designed in accordance with the appli­
cable requirements of Section 909 and the generally accepted
and well-established principles of engineering relevant to the
design. The construction documents shall include sufficient in­
formation and detail to describe adequately the elements of the
design necessary for the proper implementation of the smoke
control systems. These documents shall be accompanied with
sufficient information and analysis to demonstrate compliance
with these provisions.

[B] 9G9.3 SJl)ed21ll llll1lsJl)ednlOll1l21ll1l([Jl ~es~ ll"e({Jj1llliill"ell1lUell1l~. In addi­
tion to the ordinary inspection and test requirements to which
buildings, structures and parts thereof are required to undergo,
smoke control systems subject to the provisions of Section 909
shall undergo special inspections and tests sufficient to verify
the proper commissioning of the smoke control design in its fi­
nal installed condition. The design submission accompanying
the construction documents shall clearly detail procedures and
methods to be used and the items subject to such inspections
and tests. Such commissioning shall be in accordance with gen­
erally accepted engineering practice and, where possible,
based on published standards for the particular testing in­
volved. The special inspections and tests required by this sec­
tion shall be conducted under the same terms as in the
International Building Code.

[B] 909.41 All1lallysHs. A rational analysis supporting the types of
smoke control systems to be employed, the methods oftheir op­
erations, the systems supporting them, and the methods of con­
struction to be utilized shall accompany the construction
documents submission and include, but not be limited to, the
items indicated in Sections 909.4.1 through 909.4.6.

[JR] <9'(D9.41.1l §aad~ effed. The system shall be designed such
that the maximum probable normal or reverse stack effect
will not adversely interfere with the system's capabilities. In
determining the maximum probable stack effect, altitude,
elevation, weather history and interior temperatures shall be
used.

[lR] 909.4.2 l'eIllIllJPlell"21~1llIIl"eeffec~ IOjfjfjjll"e. Buoyancy and ex­
pansion caused by the design fire in accordance with Sec­
tion 909.9 shall be analyzed. The system shall be designed
such that these effects do not adversely interfere with the
system's capabilities.

[JB] 909.4.3 Wnll1l([Jl ejfj[ed. The design shall consider the ad­
verse effects of wind. Such consideration shall be consistent

909.2 - 909.5.2

with the wind-loading provisions of the International Build­
ing Code.

[JR] 909.41.4 Systems. The design shall consider the effects
of the heating, ventilating and air-conditioning (HVAC) sys­
tems on both smoke and fire transport. The analysis shall in­
clude all permutations of systems status. The design shall
consider the effects of the fire on the heating, ventilating and
air-conditioning systems. .

[1B] <9'09.41.5 CUnm21tte. The design shall consider the effects
of low temperatures on systems, property and occupants.
Air inlets and exhausts shall be located so as to prevent snow
or ice blockage.

[JB]909.4.6 Dllllll"atulOlI1l IOf IOpell"atilOll1l. All portions of active or
passive smoke control systems shall be capable ofcontinued
operation after detection ofthe fire event for not less than 20
minutes.

[JR] 90SlJ.§ §lI1l'wlke lhall"ll"nerr COInlstJr1llldnol1l. Smoke barriers shall
comply with the International Building Code. Smoke barriers
shall be constructed and sealed to limit leakage areas exclusive
of protected openings. The maximum allowable leakage area
shall be the aggregate area calculated using the following leak­
age area ratios:

1. Walls: AlA = 0.001 00
w

2. Exit enclosures: AIAw = 0.00035

3. All other shafts: AlA =0.00150w

4. Floors and roofs: AIAF = 0.00050

where:

A = Total leakage area, square feet (mm2).

AF = Unit floor or roof area of barrier, square feet (m2).

Aw = Unit wall area of barrier, square feet (m2).

The leakage area ratios shown do not include openings due
to doors, operable windows or similar gaps. These shall be in­
cluded in calculating the total leakage area.

[:8] SlJQJl<9'.§.ll Leakage all"ea. Total leakage area of the barrier
is the product of the smoke barrier gross area monitored by
the allowable leakage area ratio, plus the area of other open­
ings such as gaps and operable windows. Compliance shall
be determined by achieving the minimum air pressure dif­
ference across the barrier with the system in the smoke con­
trol mode for mechanical smoke control systems. Passive
smoke control systems tested using other approved means
such as door fan testing shall be as approved by.the code of­
ficial.

[1B] <9'QJl9.§.2 OpeInlnlnlg proiediimll. Openings in smoke barri­
ers shall be protected by automatic-closing devices actuated
by the required controls for the mechanical smoke control
system. Door openings shall be protected by door assem­
blies complying with the requirements of the International
Building Code for doors in smoke barriers.

ExceptJilOll1ls:

1. Passive smoke control systems with automatic­
closing devices actuated by spot-type smoke de­
tectors listed for releasing service installed in ac­
cordance with Section 907.11.

85

FIRST ALERT & BRK EXHIBIT 1031 
Page 27 of 38



(Equation 9a ]i)

909.5.2.1 - 909.8.2

2. Fixed openings between smoke zones which are
protected utilizing the airflow method.

3. In Group 1-2 where such doors are installed across
corridors, a pair of opposite-swinging doors with­
out a center mullion shall be installed having vi­
sion panels with approved fire-rated glazing
materials in approved fire-rated frames, the area of
which shall not exceed that tested. The doors shall
be close fitting within operational tolerances, and
shall not have undercuts, louvers or grilles. The
doors shall have head and jamb stops, astragals or
rabbets at meeting edges and automatic-closing
devices. Positive-latching devices are not required.

4. Group 1-3.

5. Openings between smoke zones with clear ceiling
heights of 14 feet (4267 mm) or greater and bank
down capacity of greater than 20 minutes as deter­
mined by the design fire size.

[B] 909.5.2.1 Ducts and air traillsfer openings. Ducts
and air transfer openings are required to be protected
with a minimum Class II, 250°F (121 °C) smoke damper
complying with the International Building Code.

[B] 909.6 Pressurization method. The primary mechanical
means of controlling smoke shall be by pressure differences
across smoke barriers. Maintenance of a tenable environment
is not required in the smoke-control zone of fire origin.

[B] 909.6.1 Minimum pressure difference. The minimum
pressure difference across a smoke barrier shall be 0.05­
inch water gage (0.0124) in fully sprinklered buildings.

In buildings allowed to be other than fully, the smoke
control system shall be designed to achieve pressure differ­
ences at least two times the maximum calculated pressure
difference produced by the design fire.

[8] 909.6.2 Maximum pressure difference. The maxi­
mum air pressure difference across a smoke barrier shall be
determined by required door-opening or closing forces. The
actual force required to open exit doors when the system is
in the smoke control mode shall be in accordance with Sec­
tion 1003.3.1.2. Opening and closing forces for other doors
shall be determined by standard engineering methods for
the resolution of forces and reactions. The calculated force
to set a side-hinged, swinging door in motion shall be deter­
mined by:

F = F
dc

+ K(WAM)I2(W- d)

where:

A = Door area, square feet (m2).

d = Distance from door handle to latch edge ofdoor, feet (m).

F = Total door opening force, pounds (N).

Fdc = Force required to overcome closing device, pounds (N).

K = Coefficient 5.2 (1.0).

W = Door width, feet (m).

!1P = Design pressure difference, inches of water (Pa).
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[B] 909.7 Airl'llow design method When approved by the code
official, smoke migration through openings fixed in a perma­
nently open position, which are located between smoke-control
zones by the use of the airflow method, shall be permitted. The
design airflows shall be in accordance with this section. Air­
flow shall be directed to limit smoke migration from the fire
zone. The geometry of openings shall be considered to prevent
flow reversal from turbulent effects.

[8] 909.7.1 Velocity. The minimum average velocity
through a fixed opening shall not be less than:

v = 217.2 [h (T
f

- T)I(T
f
+ 460)]1/2 (Equation 9a 2)

For SI: v = 119.9 [h (Tr To)/TtP12

where:

h = Height of opening, feet (m).

Tf = Temperature of smoke, OF CCK).
To = Temperature of ambient air, OF (OK).

v = Air velocity, feet per minute (m/minute).

[B] 909.7.2 Prohibited conditions. This method shall not
be employed where either the quantity of air or the velocity
of the airflow will adversely affect other portions of the
smoke control system, unduly intensify the fire, disrupt
plume dynamics or interfere with exiting. In no case shall
airflow toward the fire exceed 200 feet per minute (1.02
m/s). Where the formula in Section 909.7.1 requires
airflows to exceed this limit, the airflow method shall not be
used.

[B] 909.8 Exhaust method. When approved by the code offi­
cial, mechanical smoke control for large enclosed volumes,
such as in atriums or malls, shall be permitted to utilize the ex­
haust method. The design exhaust volumes shall be in accor­
dance with this section.

DB] 909JJ.llExhaust rate. The height ofthe lowest horizon­
tal surface of the accumulating smoke layer shall be main­
tained at least 10 feet (3048 mm) above any walking surface
which forms a portion of a required egress system within the
smoke zone. The required exhaust rate for the zone shall be
the largest of the calculated plume mass flow rates for the
possible plume configurations. Provisions shall be made for
natural or mechanical supply of air from outside or adjacent
smoke zones to make up for the air exhausted. Makeup air­
flow rates, when measured at the potential fire location,
shall not exceed 200 feet per minute (60 960 mm per minute)
toward the fire. The temperature of the makeup air shall be
such that it does not expose temperature-sensitive fire pro­
tection systems beyond their limits.

[B] 909.8.2 Axisymmetric plumes. The plume mass flow
rate (mp), shall be determined by placing the design fire cen­
ter on the axis of the space being analyzed. The limiting
flame height shall be determined by:

Zt = 0.533Q/J5 (Equation 9 a 3)

For SI: z/ = 0.166Q}/5

where:

mp = Plume mass flow rate, pounds per second (kg/s).

Q = Total heat output.
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Qc = Convective heat output, British thennal units per
second (Kw).

(The value of Qc shall not be taken as less than
0.70 Q.)

Z = height from top of fuel surface to bottom of smoke
layer, feet (m).

z/ = limiting flame height, feet (m). The z/ value must be
greater than the fuel equivalent diameter (see

Section 909.9).

for z > z/

mp = 0.022Qc'/3Z5/3 + 0.0042Qc

For SI: mp = 0.071 Qc1l3Z5/3 + 0.0018Qc

for z=z/
mp = 0.011 Qc

For SI: mp = 0.035Qc

for z< z/
mp = 0.0208Q?5Z

For SI: mp = 0.032Q?5Z

To convert mp from pounds per second of mass flow to a
volumetric rate, the following fonnula shall be used:

V=60 m/p (IEl1jJun21~D{j)ll11 '9lc41)

where:

V = Volumetric flow rate, cubic feet per minute (m3/s).

p = Density of air at the temperature of the smoke layer,
pounds per cubic feet (T: in OF) [kg/m3 (T: in °C)].

[B] 9(l)'9lo~.3 B21kmny spillll jplllunmeso The plume mass flow
rate (mp) for spill plumes shall be detennined using the geo­
metrically probable width based on architectural elements
and projections in the following fonnula:

mp = 0.1 24(QW2)1I3(Zb + 0.25H) (IEl1jJun21~D{j)1l1l '9lc,5)

For SI: mp=0.36(QW2)1I3(Zb + 0.25H)

where:

H = Height above fire to underside ofbalcony, feet (m).

mp = Plume mass flow rate, pounds per second (kg/s).

Q = Total heat output.

W = Plume width at point of spill, feet (m).

Zb = Height from balcony, feet (m).

[B] '9l(l)'9l0~.41 Wnmllow pllunmes. The plume mass flow rate
(mp) shall be detennined from:

mp = 0.077(Aflwl12)1I3(zw+a)5/3 + 0.18Aflw1/2

(IE((jJmll~DOll11 9c((j)

For SI: mp =0.68(Aflwl12 )1/3(zw + a)5/3 + 1.5Aflw 112

where:

Aw = Area of the opening, square feet (m2
).

Hw = Height of the opening, feet (m).

Mp = Plume mass flow rate, pounds per second (kg/s).

Zw ~ Height from the top ofthe window or opening to the
bottom of the smoke layer, feet (m).

a = 2.4Aw215H)/5 - 2.1Hw

909.8.3 - 909. ~ 0

[B] '9llW'!}o~o5 IPHunll1l1le (C{j)ll11t21d wuftltn waRNso When a plume con­
tacts one or more of the surrounding walls, the mass flow
rate shall be adjusted for the reduced entrainment resulting
from the contact provided that the contact remains constant.
Use of this provision requires calculation of the plume di­
ameter, that shall be calculated by:

d = 0.48 [(Tc+ 460)/(Ta + 460)]1I2Z ClEl1jJunatiOllll '!}c7)

For SI: d = 0.48 (TJTa)1I2z

where:

d = Plume diameter, feet (m).

Ta = Ambient air temperature, OF (OK).

Tc = Plume centerline temperature, OF (OK).

= 0.60 (Ta + 460) Q/,3 z -5/3 + Ta

Z = Height at which Tc is detennined, feet (m).

For SI: Tc = 0.08 TaQc213 z -5/3 + Ta

[B] '9l(l)909lDesDgll1l ft'fiIreo The design fire shall be based on a Qof
not less than 5,000 Btuls (5275 kW) unless a rational analysis is
perfonned by the registered design professional and approved
by the code official. The design fire shall be based on the analy­
sis in accordance with Section 909.4 and this section.

[B] 9(l)9.9.Jl JFadoIrs cmnsDdleIredl. The engineering analysis
shall include the characteristics ofthe fuel, fuel load, effects
included by the fire, and whether the fire is likely to be
steady or unsteady.

[B] 9lW9o'9l.2 Sep2Ir21ftumn dlDsft2!lI1lce. Detennination of the de­
sign fire shall include consideration of the type of fuel, fuel
spacing and configuration. The ratio of the separation dis­
tance to the fuel equivalent radius shall not be less than 4.
The fuel equivalent radius shall be the radius of a circle of
equal area to floor area of the fuel package. The design fire
shall be increased if other combustibles are within the sepa­
ration distance as detennined by:

R = [Q/(121tq")]l/2

where:

q" = Incident radiant heat flux required for nonpiloted
ignition, Btulft2·s (W/m2).

Q = Heat release from fire, Btu/s (kW).

R = Separation distance from target to center of fuel
package, feet (m).

[JR] 9(l)9.9.3 lHIe21ftcIrelle2Se 2ssunmjpltnol!1Js. The analysis shall
make use of best available data from approved sources and
shall not be based on excessively stringent limitations of
combustible material.

[B] '9l(l)909.4 §jplJrDll11lldeJr ejffedDvem~ss assunmptimllso A docu­
mented engineering analysis shall be provided for condi­
tions that assume fire growth is halted at the time of
sprinkler activation.

[B] 9(l)'9loJlO EGlllJlupmell1lto Equipment such as, but not limited to,
fans, ducts, automatic dampers and balance dampers, shall be
suitable for their intended use, suitable for the probable expo­
sure temperatures that the rational analysis indicates, and as ap­
proved by the code official.
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909.10.1 - 909.13

[B] 909.10.1 Exhaust falls. Components of exhaust fans
shall be rated and certified by the manufacturer for the prob­
able temperature rise to which the components will be ex­
posed. This temperature rise shall be computed by:

T.v =(QJmc) + (T) (EquatioJrn 9~9)

where:

c = Specific heat of smoke at smokelayer temperature,
Btu/lb°F. (kJlkg·K).

m = Exhaust rate, pounds per second (kg/s).

Qc = Convective heat output of fire, Btu/s (kW).

Ta = Ambient temperature, OF (OK).

7'.\. = Smoke temperature, OF (OK).

Exception: Reduced 7'.\. as calculated based on the assur­
ance of adequate dilution air.

[B] 909.10.2 Ducts. Duct materials and joints shall be capa­
ble of withstanding the probable temperatures and pressures
to which they are exposed as determined in accordance with
Section 909.10.1. Ducts shall be constructed and supported
in accordance with the International Mechanical Code.
Ducts shall be leak tested to 1.5 times the maximum design
pressure in accordance with nationally accepted practices.
Measured leakage shall not exceed 5 percent of design flow.
Results of such testing shall be a part of the documentation
procedure. Ducts shall be supported directly from fire-resis­
tance-rated structural elements of the building by substan­
tial, noncombustible supports.

Exception: Flexible connections (for the purpose of vi­
bration isolation) complying with the International Me­
chanical Code and which are constructed of approved
fire-resistance-rated materials.

[B] 909.10.3 Equipment, inlets and outlets. Equipment
shall be located so as to not expose uninvolved portions of
the building to an additional fire hazard. Outside air inlets
shall be located so as to minimize the potential for introduc­
ing smoke or flame into the building. Exhaust outlets shall
be so located as to minimize reintroduction of smoke into
the building and to limit exposure ofthe building or adjacent
buildings to an additional fire hazard.

[B] 909.10.4 Automatic dampers. Automatic dampers, re­
gardless of the purpose for which they are installed within
the smoke control system, shall be listed and conform to the
requirements of approved recognized standards.

[B] 909.10.5 Fans. In addition to other requirements, belt­
driven fans shall have 1.5 times the number of belts required
for the design duty with the minimum number of belts being
two. Fans shall be selected for stable performance based on
normal temperature and, where applicable, elevated tem­
perature. Calculations and manufacturer's fan curves shall
be part of the documentation procedures. Fans shall be sup­
ported and restrained by noncombustible devices in accor­
dance with the structural design requirements of the
International Building Code. Motors driving fans shall not
be operating beyond their nameplate horsepower (kilo­
watts) as determined from measurement of actual current
draw. Motors driving fans shall have a minimum service fac­
tor of 1.15.
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[8] 909.11lPoweJr systems. The smoke control system shall be _
supplied with two sources of power. Primary power shall be the •
normal building power systems. Secondary power shall be
from an approved standby source complying with the ICC
Electrical Code. The standby power source and its transfer
switches shall be in a separate room from the normal power
transformers and switch gear and shall be enclosed in a room of
not less than I-hour fire-resistance-rated construction, venti-
lated directly to and from the exterior. Power distribution from
the two sources shall be by independent routes. Transfer to full
standby power shall be automatic and within 60 seconds of fail-
ure of the primary power. The systems shall comply with the
ICC Electrical Code.

[B] 909.1D..l Power Smlllf'CeS and power sUJrges. Elements
of the smoke management system relying on volatile memo­
ries or the like shall be supplied with uninterruptable power
sources of sufficient duration to span 15-minute primary
power interruption. Elements of the smoke management
system susceptible to power surges shall be suitably pro­
tected by conditioners, suppressors or other approved
means.

[8] 909.12 Detectiolrn and! control systems. Fire detection sys­
tems providing control input or output signals to mechanical
smoke control systems or elements thereof shall comply with
the requirements of Chapter 9 and NFPA 72. Such systems
shall be equipped with a control unit complying with UL 864
and listed as smoke control equipment.

Control systems for mechanical smoke control systems shall •
include provisions for verification. Verification shall include
positive confirmation of actuation, testing, manual override,
the presence of power downstream of all disconnects and,
through a preprogrammed weekly test sequence report, abnor-
mal conditions audibly, visually and by printed report.

[8] 909.12,]. Wiring. In addition to meeting requirements
ofthe ICC Electrical Code, all wiring, regardless of voltage,
shall be fully enclosed within continuous raceways.

909.12.2 Activation. Smoke control systems shall be acti­
vated in accordance with this section.

909J..2.2.1 Pressurization, airflow or exhaust method.
Mechanical smoke control systems using the pressuriza­
tion, airflow or exhaust method shall have completely au­
tomatic control.

909.12.2.2 Passive method. Passive smoke control sys­
tems actuated by approved spot-type detectors listed for
releasing service shall be permitted.

909.].2.3 Automatic control. Where completely automatic
control is required or used, the automatic-control sequences
shall be initiated from an appropriately zoned automatic
sprinkler system complying with Section 903.3.1.1 or from
an appropriately zoned, total-coverage smoke-detection
system complying with NFPA 72.

[8] 909.13 Control air tubing. Control air tubing shall be of
sufficient size to meet the required response times. Tubing shall ..
be flushed clean and dry prior to final connections. Tubing shall •
be adequately supported and protected from damage. Tubing
passing tilfough concrete or masonry shall be sleeved and pro-
tected from abrasion and electrolytic action.
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[lffi] ~([D~oJl3oJl Ma~teIrnall§o Control air tubing shall be hard
drawn copper, Type L, ACR in accordance with ASTM B
42, ASTM B 43, ASTM B 68, ASTM B 88, ASTM B 251
and ASTM B 280. Fittings shall be wrought copper or brass,
solder type, in accordance with ASME B 16.18 or ASME B
16.22. Changes in direction shall be made with appropriate
tool bends. Brass compression-type fittings shall be used at
final connection to devices; other joints shall be brazed us­
ing a BCuP5 brazing alloy with solidus above 1,1OO°F
(593°C) and liquids below 1,500°F (816°C). Brazing flux
shall be used on copper-to-brass joints only.

lE%lCtejp)~nOIln: Nonmetallic tubing used within control pan­
els and at the final connection to devices, provided all of
the following conditions are met:

1. Tubing shall be listed by an approved agency for
flame and smoke characteristics.

2. Tubing and the connected device shall be com­
pletely enclosed within a galvanized or paint-grade
steel enclosure of not less than 0.030 inch (0.76
mm) (No. 22 galvanized sheet gage) thickness. En­
try to the enclosure shall be by copper tubing with a
protective grommet of neoprene or teflon or by
suitable brass compression to male-barbed
adapter.

3. Tubing shall be identified by appropriately docu­
mented coding.

4. Tubing shall be neatly tied and supported within
enclosure. Tubing bridging cabinet and door or
moveable device shall be of sufficient length to
avoid tension and excessive stress. Tubing shall be
protected against abrasion. Tubing serving devices
on doors shall be fastened along hinges.

[lffi] ~([D~oJl302 IT§olla~noIlll fr'Irom o~llnteIr fr'1lllIllllC~nOmio Control tub­
ing serving other than smoke control functions shall be iso­
lated by automatic isolation valves or shall be an
independent system.

[lffi] ~([D~oJl3.3 1rte§~nIlllgo Control air tubing shall be tested at
three times the operating pressure for not less than 30 min­
utes without any noticeable loss in gauge pressure prior to fi­
nal connection to devices.

[lffi] ~([D~oJl41 MaIrlknIlllg amll n((]jteIlll~fiiCnlCa~noIlll. The detection and
control systems shall be clearly marked at all junctions, ac­
cesses and terminations.

~([D9oJl§ COIlll~Iroll ((]jnagIram§o Identical control diagrams showing
all devices in the system and identifying their location and
function shall be maintained current and kept on file with the
code official, the fire department and in the fire command cen­
ter in format and manner approved by the fire chief.

~([D9oJl6 lFnIrtegrnglln~teIr~§ §molkte lCOIlll~Iroll jp)aIllltello A fire-fighter's
smoke control panel for fire department emergency response
purposes only shall be provided and shall include manual con­
trol or override of automatic control for mechanical smoke con­
trol systems. The panel shall be located in a fire command
center complying with Section 509 and shall comply with Sec­
tions 909.16.1 through 909.16.3.

sos. ~ 3.~ - SOg. ~ 5.3

9([D9oJl6oJl §molkte lCOIlll~Iroll §y§~teIlllll§o Fans within the building
shall be shown on the fire-fighter's control panel. A clear in­
dication of the direction of airflow and the relationship of
components shall be displayed. Status indicators shall be
provided for all smoke control equipment, annunciated by
fan and zone and by pilot-lamp-type indicators as follows:

1. Fans, dampers and other operating equipment in their
normal status-WHITE.

2. Fans, dampers and other operating equipment in their
off or closed status-RED.

3. Fans, dampers and other operating equipment in their
on or open status-GREEN.

4. Fans, dampers and other operating equipment in a
fault status-YELLOW/AMBER.

9([D9oJl602 §molkte lCoIllliliroll jp)aIIlltello The fire-fighter's control panel
shall provide control capability over the complete smoke-con­
trol system equipment within the building as follows:

1. ON-AUTO-OFF control over each individual piece of
operating smoke control equipment that can also be
controlled from other sources within the building.
This includes stairway pressurization fans; smoke ex­
haust fans; supply, return and exhaust fans; elevator
shaft fans; and other operating equipment used or in­
tended for smoke control purposes.

2. OPEN-AUTO-CLOSE control over individual damp­
ers relating to smoke control and that are also con­
trolled from other sources within the building.

3. ON-OFF or OPEN-CLOSE control over smoke con­
trol and other critical equipment associated with a fire
or smoke emergency and that can only be controlled
from the fire-fighter's control panel.

lE%lCtejp)~noIlll§:

1. Complex systems, where approved, where the
controls and indica~ors are combined to control
and indicate all elements of a single smoke zone as
a unit.

2. Complex systems, where approved, where the
control is accomplished by computer interface us­
ing approved, plain English commands.

9([D9oJl6.3 COIlll~Iroll adnoIlll aIlll((]j jp)lrnoIrn~nte§. The fire-fighter's
control panel actions shall be as follows:

1. ON-OFF, OPEN-CLOSE control actions shall have
the highest priority of any control point within the
building. Once issued from the fire-fighter's control
panel, no automatic or manual control from any other
control point within the building shall contradict the
control action. Where automatic means are provided
to interrupt normal, nonemergency equipment opera­
tion or produce a specific result to safeguard the build­
ing or equipment (i.e., duct freezestats, duct smoke
detectors, high-temperature cutouts, temperature-ac­
tuated linkage and similar devices), such means shall
be capable of being overridden by the fire-fighter's
control panel. The last control action as indicated by
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each fire-fighter's control panel switch position shall
prevail. In no case shall control actions require the
smoke control system to assume more than one con­
figuration at anyone time.

Exceptmon: Power disconnects required by the
ICC Electrical Code.

2. Only the AUTO position of each three-position fire­
fighter's control panel switch shall allow automatic or
manual control action from other control points
within the building. The AUTO position shall be the
NORMAL, nonemergency, building control position.
Where a fire-fighter's control panel is in the AUTO
position, the actual status of the device (on, off, open,
closed) shall continue to be indicated by the status in­
dicator described above. When directed by an auto­
matic signal to assume an emergency condition, the
NORMAL position shall become the emergency con­
dition for that device or group of devices within the
zone. In no case shall control actions require the
smoke control system to assume more than one con­
figuration at anyone time.

~09.:R7 System respOIlnse time. Smoke-control system activa~

tion shall be initiated immediately after receipt of an appropri­
ate automatic or manual activation command. Smoke control
systems shall activate individual components (such as dampers
and fans) in the sequence necessary to prevent physical damage
to the fans, dampers, ducts and other equipment. For purposes
of smoke control, the fire-fighter's control panel response time
shall be the same for automatic or manual smoke control action
initiated from any other building control point. The total re­
sponse time, including that necessary for detection, shut down
of operating equipment and smoke control system startup, shall
allow for full operational mode to be achieved before the condi­
tions in the space exceed the design smoke condition. The sys­
tem response time for each component and their sequential
relationships shall be detailed in the required rational analysis
and verification of their installed condition reported in the re­
quired final report.

909.:R8 AcceptalJ1lce ~estnlI1lg. Devices, equipment, components
and sequences shall be individually tested. These tests, in addi­
tion to those required by other provisions of this code, shall
consist of determination of function, sequence and, where ap­
plicable, capacity of their installed condition.

909.18.11. DdedioHll devices. Smoke or fire detectors that are
a part of a smoke control system shall be tested in accor­
dance with Chapter 9 in their installed condition. When ap­
plicable, this testing shall include verification of airflow in
both minimum and maximum conditions.

909.18.2 Duds. Ducts that are part of a smoke control sys­
tem shall be traversed using generally accepted practices to
determine actual air quantities.

909.18.3 Dampers. Dampers shall be tested for function in
their installed condition.

909.Jl.8.41huRds amll olUltRet§. Inlets and outlets shall be read
using generally accepted practices to determine air quanti­
ties.

90

fiRE PROTECTION SYSTEMS

909J.8.5 FaJDls. Fans shall be examined for correct rotation.
Measurements ofvoltage, amperage, revolutions per minute
and belt tension shall be made.

909.1l.8.((i Smoke balt"['ieJrs. Measurements using inclined
manometers or other approved calibrated measuring de­
vices shall be made of the pressure differences across smoke
barriers. Such measurements shall be conducted for each
possible smoke control condition.

909.18.1 Controls. Each smoke zone, equipped with an au­
tomatic-initiation device, shall be put into operation by the
actuation of one such device. Each additional device within
the zone shall be verified to cause the same sequence with­
out requiring the operation of fan motors in order to prevent
damage. Control sequences shall be verified throughout the
system, including verification of override from the fire­
fighter's control panel and simulation ofstandby power con­
ditions.

909.18.8 SpedaR inspection.s for smoke control. Smoke
control systems shall be tested by a special inspector.

909.18.8.1 Scope of testing. Special inspections shall be
conducted in accordance with the following:

During erection of ductwork and prior to concealment
for the purposes of leakage testing and recording of de­
vice location.

Prior to occupancy and after sufficient completion for
the purposes of pressure-difference testing, flow mea­
surements, and detection and control verification.

909.Jl.8.8.2 Qualifications. Special inspection agencies
for smoke control shall have expertise in fire protection
engineering, mechanical engineering and certification as
air balancers.

909.18.8.3 Reports. A complete report of testing shall be
prepared by the special inspector or special inspection
agency. The report shall include identification of all de­
vices by manufacturer, nameplate data, design values,
measured values and identification tag or mark. The re­
port shall be reviewed by the responsible registered de­
sign professional and, when satisfied that the design
intent has been achieved, the responsible registered de­
sign professional shall seal, sign and date the report.

909.ll.8.8.3.Jl. Repo['t filling. A copy of the final report
shall be filed with the code official and an identical
copy shall be maintained in an approved location at
the building.

909.18.9 Identification and documentation. Charts,
drawings and other documents identifying and locating each
component of the smoke control system, and describing
their proper function and maintenance requirements, shall
be maintained on file at the building as an attachment to the
report required by Section 909.18.8.3. Devices shall have an
approved identifying tag or mark on them consistent with
the other required documentation and shall be dated indicat­
ing the last time they were successfully tested and by whom.

909.19 System acceptance. Buildings, or portions thereof, re­
quired by this code to comply with this section shall not be is-
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sued a certificate of occupancy until such time that the code
official determines that the provisions of this section have been
fully complied with, and that the fire department has received
satisfactory instruction on the operation, both automatic and
manual, of the system.

lE%lCejpl1norrn: In buildings of phased construction, a tempo­
rary certificate of occupancy, as approved by the code offi­
cial, shall be permitted provided that those portions of the
building to be occupied meet the requirements of this sec­
tion and that the remainder does not pose a significant haz­
ard to the safety of the proposed occupants or adjacent
buildings.

[lB] 909.20 UlI111dleIl"gIl"olUlrmrll IblUlillldlnrrng smoke e%!hlallUlst system.
Where required by the International Building Code for under­
ground buildings, a smoke exhaust system shall be provided in
accordance with this section.

[8] 909.20.11. IE%!hlal1UlSt lC3IJP!albillD.tty. Where compart­
mentation is required, each compartment shall have an inde­
pendent, automatically activated smoke exhaust system ca­
pable of manual operation. The system shall have an air
supply and smoke exhaust capability that will provide a
minimum of six air changes per hour.

909.20.2 OjpleJratnorrn. The smoke exhaust system shall be
operated in the compartment of origin by the following, in­
dependently of each other:

1. Two cross-zoned smoke detectors within a single pro­
tected area or a single smoke detector monitored by an
,alarm verification zone or an approved equivalent
method.

2. The automatic sprinkler system.

3. Manual controls that are readily accessible to the fire
department.

909.203 AllalIl"m Il"e(]1llllllIl"erll. Activation of the smoke exhaust
system shall activate an audible alarm at a constantly at­
tended location.

909.211. MaHlIllterrnarrnlCe. Smoke control systems shall be main­
tained to ensure to a reasonable degree that the system is capa­
ble of controlling smoke for the duration required. The system
shall be maintained in accordance with the manufacturer's in­
structions and Sections 909.21.1 through 909.21.5.

909.2Jl.Jl Sd!llerlllUllle. A routine maintenance and operational
testing program shall be initiated immediately after the
smoke control system has passed the acceptance tests. A
written schedule for routine maintenance and operational
testing shall be established.

909.211..2 WIl"n1terrn Il"elCOIl"rll. A written record of smoke con­
trol system testing and maintenance shall be maintained on
the premises. The written record shall include the date of the
maintenance, identification of the servicing personnel and
notification of any unsatisfactory condition and the correc­
tive action taken, including parts replaced.

909.211..3 1l.'estnHllg. Operational testing of the smoke control
system shall include all equipment such as initiating de­
vices, fans, dampers, controls, doors and windows.

909.20 - 9~ 0.3. ~

909.211.4 IDiedlnc3Itedl smoke cOll1ltroll systems. Dedicated
smoke control systems shall be operated for each control se­
quence semiannually. The system shall also be tested under
standby power conditions.

909.2Jl.5 Norrnrllerllicated smoke cOll1ltJroR systems.
Nondedicated smoke control systems shall be operated for
each control sequence annually. The system shall also be
tested under standby power conditions.

SEC1~ON 910
SMOKIE AND HEAT VEN1S

9JlO.1I. GeIrn.erall. Where required by this code or otherwise in­
stalled, smoke and heat vents or mechanical smoke exhaust
systems and curtain boards shall conform to the requirements
of this section.

E%ceptioll1l: Frozen food warehouses used solely for storage
of Class I and Class II commodities where protected by an
approved automatic sprinkler system.

911.0.2 Where Il"eqllllnIl"edl. Approved smoke and heat vents shall
be installed in the roofs of one-story buildings or portions
thereof occupied for the uses set forth in Sections 910.2.1
through 910.2.4.

9110.2.]1 GJrOlllljplS IFQJl 31l11ldl §QJl. Buildings and portions
thereof used as a Group F-l or S-1 occupancy having more
than 50,000 square feet (4645 m2) in undivided area.

910.2.2 Glf01lJljpl H. Buildings and portions thereof used as a
Group H occupancy as follo'~'s:

1. In Group H-l, H-2 or H-3, any of which are more than
15,000 square feet (1394 m2) in single floor area.

2. In areas ofbuildings in Group H used for storing Class
2, 3 and 4 liquid and solid oxidizers, Class 1 and un­
classified detonable organic peroxides, Class 3 and 4
unstable (reactive) materials, or Class 2 or 3 water-re­
active materials as required for a high-hazard com­
modity classification.

9JlO.2.3 lHInghQ]pnlledi cOIl1l1l11nllstftlblle stolfage. Buildings and
portions thereof containing high-piled combustible stock or
rack storage in any occupancy group when required by Sec­
tion 2306.7.

910.2.41 E%nt access tlf3lvell distance nll1lcIl"ease. Buildings
and portions thereof used as a Group F-l or S-1 occupancy
where the maximum exit access travel distance is increased
with Section 1004.2.4.1.

9JlQ.3 DesRgn 31l1ull nlIllstallllatnolfll. The design and installation
of smoke and heat vents and curtain boards shall be as speci­
fied in this section and Table 910.3. The requirements ofTa­
ble 910.3 shall be applied separately over each high-piled
storage area for portions of storage areas having different re­
quirements because of commodity classification or storage
height.

910.3.]1 Vellllt ojpltelfatnOIl1l. Smoke and heat vents shall be ap­
proved and labeled and shall be capable of being operated
by approved automatic and manual means. Automatic oper-
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910.3.1.1 - 910.4.1

ation of smoke and heat vents shall conform to the provi­
sions of this section.

910.3.1.1 Glt"avntymoJPlerated dhroJP out ven1§. Automatic
smoke and heat vents containing heat-sensitive glazing
designed to shrink and drop out of the vent opening when
exposed to fire shall fully open within 5 minutes after the
vent cavity is exposed to a simulated fire represented by a
time-temperature gradient that reaches an air tempera­
ture of 500°F (260°C) within 5 minutes.

910.3.1.2 SprinkJeJred buildin.gs. Where installed in
buildings equipped with an approved automatic sprinkler
system, smoke and heat vents shall be designed to oper­
ate automatically.

910.3.1.3 Nonsprinklell"ed build/lings. Where installed
in buildings not equipped with an approved automatic
sprinkler system, smoke and heat vents shall operate au­
tomatically by actuation of a heat-responsive device
rated at between 100°F (56°C) and 220°F (122°C) above
ambient.

Exception: Gravity-operated drop out vents comply­
ing with Section 910.3.1.1.

910.3.2 Vent dimensions. The effective venting area shall
not be less than 16 square feet (1.5 m2) with no dimension
less than 4 feet (1219 mm), excluding ribs or gutters having
a total width not exceeding 6 inches (152 mm).

9Jllill.3.3 'Verrnt llocatnoll1ls. Smoke and heat vents shall be lo­
cated 20 feet (6096 mm) or more from lines of adjacent
properties and fire walls, and 10 feet (3048 mm) or more
from fire barrier walls. Vents shall be uniformly located
within the roof area above high-piled storage areas, with
consideration given to roof pitch, curtain board location,
sprinkler head location and structural members.

~Jl0.3.41 ClI.l!Irtanrrn fu02llids. Where curtain boards are re­
quired, they shall be provided in accordance with this sec­
tion.

~lW.3.41.Jl COll1lsftIrlU1drroH1l. Curtain boards shall be con­
structed of sheet metal, lath and plaster, gypsum board,
or other approved materials which provide equivalent
performance that will resist the passage of smoke. Joints
and connections shall be smoke tight.

~JlO.3.4.2 lLocatnorrn arrndl deptlln. The location and mini­
mum depth of curtain boards shall be in accordance with
Table 910.3.

~JllillAI Mecllnarrnncall smoke exllnall.l!st Where approved by the
code official, engineered mechanical smoke exhaust shall be an
acceptable alternative to smoke and heat vents.

910.41.JllLocaltnmll. Exhaust fans shall be uniformly spaced
within each draft-curtained area and the maximum dis­
tance between fans shall not be greater than 100 feet (30
480 mm).

lABILE 910.3
REQUIREMENTS fOR CURTA!N BOARDS AND SMOI){IE VIENTING8

MAXIMUM DISTANCE
OCCUPANCY MAXIMIUJM ARIEA TO VENTS IFROM
GROUP AND DESIGNATED MiNIMUM CIUJIfITAIN IFORMED BY VIENT AREA TO MAXIMUM SPACiNG WALL OR CURTAIN
COMMODITY STORAGE HEIGHT BOARD DEPTH! CURTAIN BOARDS IFlLOOIR AREA OIF VENT CENTERS IBOARDSc

CLASSIFICATION (feet) (feet) (square feet)b RATIO (feet) (feet)

Group F-l
0.2xH

50,000 1:100 120 60-
but>4

Group S-1 ::; 20 6 10,000 1:100 100 60
I-IV

(Option 1) > 20::; 40 6 8,000 1:75 100 55

Group S-I ::;20 4 3,000 1:75 100 55
I-IV

(Option 2) > 20 ~ 40 4 3,000 1:50 100 50

Group S-1 S; 20 6 6,000 1:50 100 50
High hazard

> 20 S; 30 6 6,000 1:40 90 45(Option I)

Group S-I ::; 20 4 4,000 1:50 100 50
High hazard

> 20::; 30 4 2,000 1:30 75 40(Option 2)

For SI: I foot = 304.8 mm, 1 square foot = 0.0929 m2
•

a. Requirements for rack storage heights in excess of those indicated shall be in accordance with Chapter 23. For solid-piled storage heights in excess of those indi­
cated, an approved engineered design shall be used.

b. When areas of buildings are equipped with early-suppression fast-response (ESFR) sprinklers, the curtain boards within these areas shall be located only at the
separation between ESFR and the conventional sprinkler systems.

c. The distance specified is the maximum distance from any vent in a particular curtained area to walls or curtain boards which fonn the perimeter of the curtained
area.
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f~1Rl1E PIRlOTEC1~ON SYSTEMS

910.~.2 Snze. Fans shall have a maximum individual ca­
pacity of 30,000 cfm (14.2 m3/s). The aggregate capacity
of smoke exhaust fans shall be determined by the for­
mula:

V=A x 300

where:

V = Volume of mechanical ventilation required, in cfm
(m3/s).

A = Area of roof vents provided in square feet (m2) in
accordance with Table 910.3.

9]10.4.3 OpelnnallOll1l. Mechanical smoke exhaust fans shall
be automatically activated by the automatic sprinkler sys­
tem or by heat detectors having operating characteristics
equivalent to those described in Section 910.3.1. Individual
manual controls of each fan unit shall also be provided.

9JllD.~.~ WnIrnll1lg 3lrrnrll ~Oll1laIroll. Wiring for operation and con­
trol of smoke exhaust fans shall be connected ahead of the
main disconnect and protected against exposure to tempera­
tures in excess of 1,000°F (538°C) for a period of not less
than 15 minutes. Controls shall be located so as to be imme­
diately accessible to the fire service from the exterior of the
building and protected against interior fire exposure by fire
barriers having a fire-resistance rating not less than I hour.

91lD.~.5 S\llllPplly 3lllIr. Supply air for exhaust fans shall be pro­
vided at or near the floor level and shall be sized to provide a
minimum of 50 percent of required exhaust. Openings for
supply air shall be uniformly distributed around the periph­
ery of the area served.

91lD.~.([j) lllIDlteIrllodks. On combination comfort air-han­
dling/smoke removal systems or independent comfort air­
handling systems, fans shall be controlled to shut down in
accordance with the approved smoke control sequence.

§ECT~ON ~~~

~J{[P>lOS~O~ CONTROl

91]1.1 Gell1leIr31ll. Explosion control shall be provided in the fol­
lowing locations:

1. Where a structure, room or space is occupied for pur­
poses involving explosion hazards as identified in Table
911.1.

2. Where quantities of hazardous materials specified in Ta­
ble 911.1 exceed the maximum allowable quantities in
Table 2703.1.1(1).

Such areas shall be provided with explosion (deflagration)
venting, explosion (deflagration) prevention systems, or barri­
cades in accordance with this section and NFPA 69, or NFPA
495 as applicable. Deflagration venting shall not be utilized as a
means to protect buildings from detonation hazards.

911.2 RequllIrerll dleft'ilagJr2tllOll1l Vell1ltfiHllg. Areas that are required
to be provided with deflagration venting shall comply with the
following:

1. Walls, ceilings and roofs exposing surrounding areas
shall be designed to resist a minimum internal pressure of
100 pounds per square foot (pst) (4788 Pa). The mini­
mum internal design pressure shall not be less than five

2000 ~N1IERlNA1~ONAlf~1Rl1E CODIE®

910.4.2 - 9~ ~ .LIr

times the maximum internal relief pressure specified in
Section 911.2, Item 5.

2. Deflagration venting shall be provided only in exterior
walls and roofs.

JEx~epttnoll1l: Where sufficient exterior wall and roof
venting cannot be provided because of inadequate ex­
terior wall or roof area, deflagration venting shall be
allowedby specially designed shafts vented to the ex­
terior of the building.

3. Deflagration venting shall be designed to prevent unac­
ceptable structural damage. Where relieving a deflagra­
tion, vent closures shall not produce projectiles of
sufficient velocity and mass to cause life threatening in­
juries to the occupants or other persons on the property or
adjacent public ways.

4. The aggregate clear area of vents and venting devices
shall be governed by the pressure resistance of the con­
struction assemblies specified in Item 1 of this section
and the maximum internal pressure allowed by Item 5 of
this section.

5. Vents shall be designed to withstand loads in accordance
with the International Building Code. Vents shall consist
of anyone or any combination of the following to relieve
at a maximum internal pressure of 20 pounds per square
foot (958 Pa), but not less than the loads required by the
International Building Code:

5.1. Exterior walls designed to release outward.

5.2. Hatch covers.

5.3. Outward swinging doors.

5.4. Roofs designed to uplift.

5.5. Venting devices listed for the purpose.

6. Vents designed to release from the exterior walls or roofs
of the building when venting a deflagration shall dis­
charge directly to the exterior of the building where an
unoccupied space not less than 50 feet (15 240 mm) in
width is provided between the exterior walls of the build­
ing and the property line.

Excejpltnoll1l: Vents complying with Item 7 of this sec­
tion.

7. Vents designed to remain attached to the building when
venting a deflagration shall be so located that the dis­
charge opening shall not be less than 10 feet (3048 mm)
vertically from window openings and exits in the build­
ing and 20 feet (6096 mm) horizontally from exits in the
building, from window openings and exits in adjacent
buildings on the same property, and from the property
line.

8. Discharge from vents shall not be into the interior of the
building.

91ll..3 JExpiosnmll jplll"evelrdioll1l sysaems. Explosion prevention
systems shall be of an approved type and installed in accor­
dance with the provisions of this code and NFPA 69.

911.41 Bal!"ll'k31des. Barricades shall be designed and installed
in accordance with NFPA 495.
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TABLIE 911.1 - 912.4

TABLE 911.1
EXPLOSiON CONTROL REQUIREMENTS

fiRE PROTECTION SYSTEMS

EXPLOSION CONTROL METHODS

Explosion (deflagration) venting
Barricade or explosion (deflagration)

MATERIAL CLASS construction prevention systems

Hazard Category

Combustible dustsa - Not required Required

Cryogenic fluids Flammable Not required Required

Explosives - Required Not permitted

Flammable gas Gaseous Not required Required
Liquefied Not required Required

Flammable liquids IAh Not required Required
me Npt required Required

Organic peroxides
U Required Not permitted
I Required Not permitted

Oxidizer liquids and solids 4 Required Not permitted

Pyrophoric Gases Not required Required

4 Required Not permitted
Unstable (reactive) 3 detonable Required Not permitted

3 nondetonable Not required Required

Water reactive liquids and solids 3 Not required Required
2e Not required Required

Special Uses

Acetylene generator rooms - Not required Required

Grain processing - Not required Required

Liquefied petroleum gas
- Not required Requireddistribution facilities

Where explosion hazards existd Detonation Required Not permitted
Deflagration Not required Required

a. Combustible dusts that are generated during manufacturing or processing. See definition of Combustible Dust in Chapter 2.
b. Storage or use.
c. In open use or dispensing.
d. Rooms containing dispensing and use of hazardous materials when an explosive environmenl <.:an occur because of the characteristics or nature of the hazardous

materials or as a result of the dispensing or use process.
e. A method of explosion control shall be provided when Class 2 water-reactive materials can form potentially explosive mixtures.

SECTION 912
FIRE DEPARTMENT CONNECTIONS

912.1 Installation. Fire department connections shall be in­
stalled in accordance with the NFPA standard applicable to the
system design.

912.2 Location. With respect to hydrants, driveways, buildings
and landscaping, fire department connections shall be so lo­
cated that fire apparatus and hose connected to supply the sys­
tem will not obstruct access to the buildings for other fire
apparatus. The location of fire department connections shall be
approved.

912.2.1 Visible location. Fire department connections shall
be located on the street side of buildings, fully visible and
recognizable from the street or nearest point of fire depart­
ment vehicle access or as otherwise approved by the code
official.

94

9Jl.2.2.2 Existing buildings. On existing buildings, wher­
ever the fire department connection is not visible to ap­
proaching fire apparatus, the fire department connection
shall be indicated by an approved sign mounted on the street
front or on the side of the building. Such sign shall have the
letters "FDC" at least 6 inches (152 mm) high and words in
letters at least 2 inches (51 mm) high or an arrow to indicate
the location. All such signs shall be subject to the approval
of the code official.

912.3 Access. Immediate access to fire department connec­
tions shall be maintained at all times and without obstruction by
fences, bushes, trees, walls or any other object for a minimum
of 3 feet (914 mm).

912.4\ Signs. A metal sign with raised letters at least 1 inch (25
mm) in size shall be mounted on all fire department connec­
tions serving fire sprinklers, standpipes or fire pump connec-
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tions. Such signs shall read: AUTOMATIC SPRINKLERS or
STANDPIPES or TEST CONNECTION or a combination
thereof as applicable.

[P] 9Jl2.5 Bacl!diow IPH!"OltcdftOllil. The potable water supply to
automatic sprinkler and standpipe systems shall be protected
against backflow as required by the International Plumbing
Code.

912.6 IlJ1lspednol!1l9\testillJlg :illl!1lrll m31Rmten3llJ1lce. All fire depart­
ment connections shall be periodically inspected, tested and
maintained in accordance with NFPA 25.

SEC1~ON 9~:3l

IF~[R\~ [pJ~M!PS

9Jl3.Jl GelJ1leIl"31ll. Where provided, fire pumps shall be installed
in accordance with this section and NFPA 20.

913.2 PIl"otednolJ1l ag31Rll1ls! RIDlteIl"Il"lUlptiolJ1l oft' SCIl"VllCC. The fire
pump, driver, and controller shall be protected in accordance
with NFPA 20 against possible interruption of service through
damage caused by explosion, fire, flood, earthquake, rodents,
insects, windstorm, freezing, vandalism and other adverse con­
ditions.

913.31rempcIl"3l\t1lllIl"e oft' JPlllllffi1lJPl Il"oom. Suitable means shall be
provided for maintaining the temperature of a pump room or
pump house, where required, above 40°F (5°C).

9Jl3.3.Jl EInlgnIDlc M31IlllUfad1!.llIrcIl"9S Il"ecommeIllldlaftnOllll. Tem­
perature of the pump room, pump house or area where en­
gines3Ie installed shall never be less than the minimum
recommended by the engine manufacturer. The engine man­
ufacturer's recommendations for oil heaters shall be fol­
lowed.

913.4 Vallve SUJlPCIl"VRSROlill. Where provided, the fire pump suc­
tion, discharge and bypass valves, and the isolation valves on
the backflow prevention device or assembly shall be supervised
open by one of the following methods.

1. Central-station, proprietary, or remote-station signaling
service.

2. Local signaling service that will cause the sounding of an
audible signal at a constantly attended location.

3. Locking valves open.

4. Sealing of valves and approved weekly recorded inspec­
tion where valves are located within fenced enclosures
under the control of the owner.

9Jl3.4U. Test olllltllct vallve SlUlpeIl"VRSnOllll.. Fire pump test outlet
valves shall be supervised in the closed position.

913.5 Testing ~mdl manntemullce. Fire pumps shall be in­
spected, tested and maintained in accordance with the require­
ments of this section and NFPA 25.

9Jl3.5.Jl ACCCpt'callllCC test. Acceptance testing shall be done
in accordance with the requirements of NFPA 20.

9Jl3.5.2 GencIl"atoIl" sds. Engine generator sets supplying
emergency or standby power to fire pump assemblies shall
be periodically tested in accordance with NFPA 110.

913.5.3 1rIraJnlsfcIl" swntdllcs. Automatic transfer switches
shall be periodically tested in accordance with NFPA 110.

9~ 2.5 - 9~ 3.5.41

913.5.4 PlUlmp Il"oom Cll1lvRll"oJrnmelJ1ltaR cOJrnditions. Tests of
pump room environmental conditions, including heating,
ventilation and illumination shall be made to ensure proper
manual or automatic operation ofthe associated equipment.

95
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