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(57) ABSTRACT 

A non-contact charging station with a planar-spiral power 
transmission core, a non-contact power-receiving apparatus, 
and a method for controlling the same. A primary core of the 
non-contact charging station transmitting a power signal to a 
portable device using an induced magnetic field and a sec 
ondary core of the non-contact power-receiving apparatus are 
configured as a power transmission Printed Circuit Board 
(PCB) core in which a planar-spiral core structure is formed 
on a core base. The power transmission PCB core has a 
simplified shape along with improved applicability that 
facilitates its mounting on a non-contact charger. In addition, 
the receiving core has a reduced Volume to reduce the entire 
size of the power-receiving apparatus so that it can be easily 
mounted onto a portable device. 
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NON-CONTACT CHARGING STATION WITH 
POWER TRANSMISSION PLANAR SPIRAL 

CORE, NON-CONTACT POWER-RECEIVING 
APPARATUS, AND METHOD FOR 
CONTROLLING THE SAME 

TECHNICAL FIELD 

0001. The present invention relates to a non-contact charg 
ing station with a planar-spiral power transmission core, a 
non-contact power-receiving apparatus, and a method for 
controlling the same. More particularly, a primary side core of 
the non-contact charging station transmitting a power signal 
to a portable device using an induced magnetic field is con 
figured as a power transmission Printed Circuit Board (PCB) 
core in which a planar-spiral core structure is formed on a 
core base. The power transmission PCB core has a simplified 
shape along with improved applicability that facilitates its 
mounting on a non-contact charger. In addition, the receiving 
core has a reduced volume to reduce the entire size of the 
power-receiving apparatus so that it can be easily mounted 
onto a portable device. 

BACKGROUND ART 

0002. In general, portable devices, such as a cellular 
phone, a Personal Digital Assistant (PDA), a Portable Media 
Player (PMP), a Digital Multimedia Broadcasting (DMB) 
terminal, an MPEG-1 audio layer-3 (MP3) player and a note 
book computer, cannot be kept plugged into a regular power 
Source at home or in an office since they are used while users 
are moving. Accordingly, such a portable device is equipped 
with a disposable battery (i.e., a primary battery) or a 
rechargeable battery (i.e., a secondary battery). In the case of 
recharging electric power, Supplied from a regular power 
source, to the battery or a battery pack of the portable device, 
a method of supplying the electric power to the portable 
device via power Supply lines or power Supply connectors has 
traditionally been used. 
0003. However, in the case where the electric power is 
Supplied to the portable device via the connectors, an instant 
discharge may happen from the connectors due to a potential 
difference between the connectors of a charger and the battery 
when the charger and the battery are connected to or discon 
nected from each other. 
0004. The instantaneous discharge may cause impurities 
to accumulate on both the connectors, thus resulting in a fire 
hazard. 
0005. In addition, since the connectors are directly 
exposed to the air, moisture or dust adheres to the connectors, 
thereby causing a natural discharge. As a result, the lifetime 
and performance of the charger and the battery may deterio 
rate. 

0006. In order to overcome problems related to the method 
of Supplying electric power via the connectors, non-contact 
chargers have been developed. When a terminal containing a 
battery to be charged is placed on the primary coil of a 
charger, a secondary coil of a battery is charged. In this case, 
electric power is charged by inducing an electromotive force 
on the secondary coil using a magnetic field generated from 
the primary coil. 
0007. However, the non-contact charger of the related art 
can merely supply electric power to the portable device and its 
use is limited since it is not used for other applications. 
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0008. The magnetic field generated from the primary coil 
changes when a metal body is placed inside it. Then, a con 
siderable amount of power loss, which may damage the non 
contact charger, occurs in the primary coil. 
0009 Since an excessive current flowing through the sec 
ondary coil and the circuit of the battery pack generates heat, 
the battery pack may explode due to excessive heat. 
0010 Furthermore, since most of the primary and second 
ary cores are implemented with one thick coil (hereinafter, 
referred to as a “Litz coil) formed by twisting a number of 
fine wires, a great amount of coil materials are consumed and 
the charger becomes bulky. The charger then has a compli 
cated structure and is difficult to manufacture. Mounting the 
charger on the portable device is often difficult because the 
portable device contains a number of semiconductor ele 
ments and the battery pack. Moreover, heat or a magnetic field 
may interfere with a plurality of controllers and members, 
thereby causing them to malfunction. 
0011. In addition, the charger is not applicable to a variety 
of technical fields since it is not easily manufactured in a 
variety of shapes. For example, one battery pack is not com 
monly used since the battery pack of the portable device such 
as a portable phone, a PDA, a PMP, a DMB terminal, an MP3 
player, and a notebook computer has connectors installed in 
different places according to applications and manufacturers. 
0012 Since the non-contact charger of the related art also 
uses a thick coil, the charger is bulky, has a complicated 
structure, and is difficult to manufacture. 
0013 Moreover, the non-contact charger has limited 
applications since it is not easily manufactured in a variety of 
shapes. If the battery pack moves while being charged, power 
transmission is not properly achieved and thus transmission 
efficiency degrades. 

DISCLOSURE 

Technical Problem 

0014. The present invention has been made to solve the 
foregoing problems with the prior art, and embodiments of 
the present invention provide a non-contact charging station 
with a planar-spiral power transmission core, a non-contact 
power-receiving apparatus, and a method for controlling the 
same, in which a primary core of the non-contact charging 
station transmitting a power signal using an induced magnetic 
field toward a portable device is configured as a planar-spiral 
power transmission Printed Circuit Board (PCB) core to sim 
plify its shape, so that applicability to a non-contact charger 
and the like can be improved. 
00.15 Embodiments of the present invention also provide 
a non-contact charging station with a planar-spiral power 
transmission core, a non-contact power-receiving apparatus, 
and a method for controlling the same, in which the primary 
core can have a double-layer structure due to its planar-spiral 
power transmission PCB structure and the diversity of this 
structure makes it possible to ensure an efficient charging 
operation, thereby stably charging the portable device, even if 
the portable device is displaced. 
0016 Embodiments of the present invention also provides 
a non-contact charging station with a planar-spiral power 
transmission core, a non-contact power-receiving apparatus, 
and a method for controlling the same, in which the primary 
core is configured, in particular, with a plurality of thin power 
transmission PCB cores, each of which is respectively con 
trolled to operate, so that power can be stably transmitted to 
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the portable device through a power transmission control 
algorithm even if the portable device is displaced from a 
position corresponding to one core to a position correspond 
ing to another core (for example, even if the portable device is 
displaced from a core on which the portable device was being 
charged). 
0017 Embodiments of the present invention can minimize 
the Volume of a secondary power-receiving core of the non 
contact power-receiving apparatus by configuring it as a pla 
nar-spiral power transmission PCB core, thereby minimizing 
the entire size of the portable device as well as improving the 
characteristic of the non-contact power-receiving apparatus 
to be mounted on the portable device. 
00.18 Embodiments of the present invention also provides 
a non-contact charging station with a planar-spiral power 
transmission core, a non-contact power-receiving apparatus, 
and a method for controlling the same, in which manufactur 
ing is facilitated and power-receiving characteristics are 
improved since the power transmission core is formed in a 
planar shape on a PCB. 
0019 Moreover, embodiments of the present invention 
can provide one non-contact power-receiving apparatus with 
a plurality of connectors, so that the non-contact power-re 
ceiving apparatus can be applied to various types of portable 
devices using one battery pack. 

Technical Solution 

0020. According to an aspect of the present invention, 
there is provided a non-contact charging station for generat 
ing an induced magnetic field toward a non-contact power 
receiving apparatus for power charge and data transmission. 
The non-contact charging station may include a transmission 
controller provided inside the non-contact charging station, 
for controlling power transmission and data transmission/ 
reception; and a station part electrically connected with the 
transmission controller, generating the induced magnetic 
field, and placing the non-contact power-receiving apparatus 
on top thereof. The station part includes a primary core gen 
erating the induced magnetic field, the primary core has an 
inductance pattern core on a core base, which is fastened to 
the station part, and the inductance pattern core includes a 
power transmission PCB core having a planar-spiral core 
Structure. 

0021. According to another aspect of the present inven 
tion, there is provided a method of controlling a non-contact 
charging station, wherein non-contact charging station 
includes a power transmission PCB core having a planar 
spiral core structure. The method may include steps of: 
0022 transmitting, at a primary core, a unique identifica 
tion request signal to the non-contact power-receiving appa 
ratus under control of a transmission controller; 
0023 detecting and processing, at a received signal pro 
cessor, a unique identification signal transmitted from the 
non-contact power-receiving apparatus in response to the 
unique identification request signal; 
0024 transferring the signal detected by the received sig 
nal processor to the transmission controller, and determining 
from which one of first upper, second upper and lower cores 
the detected signal is from; 
0025 transmitting a switch control signal to a state con 

troller block, the switch control signal allowing the deter 
mined one of the cores to be switched on; and 
0026 transmitting a power transmission control signal 
along with the Switch control signal toward the pre-driver so 
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that the switched-on core is applied with electric power to 
generate an induced magnetic field. 
0027. According to a further aspect of the present inven 
tion, there is provided a non-contact charging station for 
generating an induced magnetic field toward a non-contact 
power-receiving apparatus for power charge and data trans 
mission. The non-contact charging station may include a 
transmission controller provided inside the non-contact 
charging station, for controlling power transmission and data 
transmission/reception; and a station part enclosing a primary 
core electrically connected with the transmission controllerto 
generate the induced magnetic field, and placing the non 
contact power-receiving apparatus on top thereof. The pri 
mary core has an inductance pattern core on a core base, 
which is provided to the station part, the induction pattern 
core includes a power transmission PCB core having a planar 
spiral core structure based on a planar unit core in which a 
plurality offine coil threads are formed in a lateral direction to 
be parallel, and the induction pattern core includes first and 
second planar coils on top of the core base. 
0028. According to yet another aspect of the present 
invention, there is provided a non-contact power-receiving 
apparatus, in which a secondary core receives a power signal 
caused by an induced magnetic field generated from a non 
contact charging station, so that electric power is charged to a 
battery cell under control of a battery pack controller and 
charged power is Supplied to a portable device. The non 
contact power-receiving apparatus may include the second 
core provided on top of the battery cell; a charging PCB 
having the battery pack controller and provided on a front or 
side edge of the battery cell; and a terminal connector pro 
vided in the charging printed circuit on the front or side edge 
of the battery cell, and allowing electric power to be supplied 
to the portable device via connector contact, wherein the 
terminal connector includes a central connector arranged in a 
central portion, a left connector arranged in left, and a right 
connector arranged in right; a rectifier block connected with 
the secondary core to rectify an induced current; a battery 
pack controller processing data transmitted/received by the 
secondary core; a charge circuit block allowing electric 
power supplied from the rectifier block to be charged to the 
battery cell under control of the battery pack controller; and a 
charge monitor circuit block monitoring a level of charge of 
the battery cell and transmitting a signal notifying that the 
battery cell is fully charged or is discharged to the battery 
pack controller, wherein the rectifier block, the battery pack 
controller, the charge circuit block, and charge monitor circuit 
block are provided on the charge PCB. 

Advantageous Effects 

0029. In accordance with embodiments of the present 
invention as set forth above, the non-contact charging station 
is simple in shape since the primary core transmitting a power 
signal using an induced magnetic field toward a portable 
device is configured as a planar-spiral power transmission 
PCB core. Thus, the non-contact charging station can be 
easily mounted on a non-contact charger, thereby achieving a 
remarkable effect of improved applicability. 
0030 The primary core can be configured as a single-layer 
or multiple-layer structure since it is a thin power transmis 
sion PCB core instead of a Litz core. This as a result can 
ensure a portable device to be constantly and stably charged 
even if it is displaced to any position. 
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0031. In particular, power transmission can be improved 
by stably transmitting power through a power transmission 
control algorithm even if the non-contact power-receiving 
apparatus provided to the portable device is displaced due to 
shaking while being charged. 
0032. In addition, since the secondary power-receiving 
core of the non-contact power-receiving apparatus is config 
ured as a planar-spiral power transmission PCB core, the 
Volume of the secondary power-receiving core can be mini 
mized. This as a result can minimize the entire size of the 
portable device and improve the characteristic of the non 
contact power-receiving apparatus to be mounted on the por 
table device. 
0033. In particular, since the power transmission core is 
formed in a planar shape on a PCB, manufacturing is facili 
tated and power-receiving characteristics are improved as 
advantageous effects. 
0034) Furthermore, the shielding section of the secondary 
core of the non-contact power-receiving apparatus can shield 
radio power signals in order to guarantee the operational 
performance of other electronic elements mounted on the 
non-contact power-receiving apparatus. As a result, the reli 
ability and security of a product can be improved, and power 
can be stably charged. 
0035 Moreover, the non-contact power-receiving appara 
tus can be applied to various types of portable devices using 
one battery pack since the terminal connector assembly of the 
non-contact power-receiving apparatus includes a plurality of 
connectors. As advantageous effects, the generality and com 
patibility of a product can be improved. 

DESCRIPTION OF DRAWINGS 

0036. The above and other objects, features and other 
advantages of the present invention will be more clearly 
understood from the following detailed description taken in 
conjunction with the accompanying drawings, in which: 
0037 FIG. 1 is a block diagram illustrating a non-contact 
charging station and a non-contact power-receiving apparatus 
in accordance with one exemplary embodiment of the present 
invention; 
0038 FIG. 2 is a cross-sectional view illustrating a pri 
mary core of the non-contact power-receiving apparatus in 
accordance with one exemplary embodiment of the present 
invention; 
0039 FIGS. 3 through 5 are top plan views illustrating 
Some embodiments of the primary core of the non-contact 
power-receiving apparatus in accordance with the present 
invention; 
0040 FIG. 6 is a block diagram illustrating a circuit of the 
non-contact charging station and the non-contact power-re 
ceiving apparatus, for controlling the primary core having a 
multi-layer structure shown in FIG. 5: 
0041 FIG. 7 is a flowchart illustrating a method for con 
trolling the non-contact charging station and the non-contact 
power-receiving apparatus having a planar-spiral power 
transmission core in accordance with the present invention; 
0042 FIG. 8 is a flowchart illustrating one embodiment of 
process control over the non-contact charging station having 
a planar-spiral power transmission core in accordance with 
the present invention; 
0043 FIG.9 is a flowchart illustrating one embodiment of 
process control over the non-contact power-receiving appa 
ratus having a planar-spiral power transmission core in accor 
dance with the present invention; 
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0044 FIG. 10 is a perspective view illustrating a cross 
section of a unit core provided in the primary core and the 
secondary core in accordance with the present invention; 
0045 FIG. 11 is a graph illustrating amounts of induced 
current on the primary core and the secondary core and result 
ant efficiency before voltage calibration; 
0046 FIG. 12 is a graph illustrating amounts of induced 
current on the primary core and the secondary core and result 
ant efficiency after Voltage calibration; 
0047 FIG. 13 is a block diagram illustrating another 
embodiment of the non-contact power-receiving apparatus 
having a planar-spiral power transmission core in accordance 
with the present invention; 
0048 FIG. 14 is a circuit diagram illustrating one embodi 
ment of the battery pack controller shown in FIG. 13; 
0049 FIG. 15 is a top plan view illustrating one embodi 
ment of a secondary core of the non-contact power-receiving 
apparatus in accordance with the present invention; 
0050 FIG.16 is a top plan view illustrating a performance 
test performed on the secondary core of the non-contact 
power-receiving apparatus in accordance with the present 
invention; and 
0051 FIGS. 17 and 18 are exploded perspective views 
illustrating embodiments of the non-contact power-receiving 
apparatus in accordance with the present invention. 

BEST MODE 

0052 A non-contact charging station having a planar 
conical powertransmission core, a non-contact power-receiv 
ingapparatus, and a method for controlling the same inaccor 
dance with the present invention will now be described more 
fully with reference to the accompanying drawings, in which 
exemplary embodiments thereof are shown. The present 
invention may, however, be embodied in many different 
forms. 
0053 Referring to FIG. 1, when a power signal occurs due 
to an induced magnetic field from a primary core 31 of a 
non-contact charging station 10 of the present invention, a 
secondary core 51 of a non-contact power-receiving appara 
tus charges a battery or cell 53 by receiving the power signal. 
0054 For this, the non-contact charging station 10 
includes, therein, a transmission controller 11 transmitting 
electric power and transmitting and receiving data, and a 
station part 30 including a primary core 31 electrically con 
nected with the transmission controller 11 to generate an 
induced magnetic field. A power Supply part 13 is provided, 
which receives electric power from an external power source, 
and Supplies the electric power to each member (i.e., elec 
tronic elements, etc.) of the non-contact charging station 10 
and to the primary core 31 to generate an induced magnetic 
field therefrom. Here, the power supply part 13 can be con 
figured to perform data communication with an external 
device (e.g., a computer C in FIG. 1). 
0055. The non-contact charging station 10 also includes a 
resonant converter 14 Supplying electric power from the 
power supply part 13 to the primary core part 31, a pre-driver 
15 transmitting an oscillation signal to the resonant converter 
14 under the control of the transmission controller 11, and the 
like. The pre-driver 15 supplies electric power from the power 
supply part 13 to the primary core part 31 by driving the 
resonant converter 14 in response to the oscillation signal 
transmitted from the transmission controller 11. 
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0056. In addition, a station memory 12 stores processing 
and its results on the internal operation of the non-contact 
charging station 10 in accordance with the present invention. 
0057 The non-contact charging station 10 also includes a 
received signal processor 19 connected with the primary core 
31. The received signal processor 19 processes a signal trans 
mitted from the non-contact power-receiving apparatus 50 to 
transmit the processed signal to the transmission controller 
11. The received signal processor 19 will be described in 
more detail later. 

0058. Furthermore, a case (not shown) of the non-contact 
charging station 10 can be additionally provided with a vari 
ety of means for additional functions, including a power 
on/off switch to start/stop operation, an input panel for signal 
input, a non-contact charging plate acting as the station part 
30, and a display unit such as an Liquid Crystal Panel (LCD) 
and Light Emitting Diodes (LEDs) displaying a charged State 
in the non-contact power-receiving apparatus 50. 
0059. Accordingly, when a portable device such as a cel 
lular phone, a Personal Digital Assistant (PDA), a Portable 
Media Player (PMP), a Digital Multimedia Broadcasting 
(DMB) terminal, an MPEG-1 audio layer-3 (MP3) player and 
a notebook computer, or the non-contact power-receiving 
apparatus 50 Such as a detachable battery pack mounted on 
the portable device is placed on the charging plate, i.e., the 
station part 30 of the non-contact charging station 10, the 
received signal processor 19 processes signals transmitted 
from the non-contact power-receiving apparatus 50 and trans 
mits the processed signals to the transmission controller 11, 
and the transmission controller performs a charging operation 
so that the non-contact power-receiving apparatus 50 can be 
charged. 
0060 External electric power supplied to the power Sup 
ply part 13 of the non-contact charging station 10 is Supplied 
via a Universal Serial Bus (USB) port, an Alternating Current 
(AC) adaptor, a cigarjack, and so on. In the case of Supplying 
electric power via the USB port, data communication with a 
computer can, of course, be established. 
0061 The non-contact charging station 10 also includes a 
temperature sensor 18 detecting the internal temperature of 
the non-contact charging station 10. The charging operation 
can be selectively stopped when the temperature detected by 
the temperature sensor 18 rises (e.g., the temperature of the 
station part locally rises), and the entire operation of the 
system can be stopped when the temperature detected by the 
temperature sensor 18 further rises (e.g., the entire non-con 
tact charging station is over-heated). 
0062. In addition, the non-contact charging station also 
includes a current sensor 17 Such as a current-detecting ele 
ment connected to the power supply part 13, the pre-driver 15, 
the resonant converter 14, and the received signal processor 
19 to monitor a flow of current in and between components. 
When the current sensor 17 detects an excessive current or 
Voltage from any one of the components, the charging opera 
tion of the non-contact charging station 10 or the operation of 
the system can be stopped. 
0063 Below, a more detailed description will be given of 
the non-contact charging station 10 and the non-contact 
power-receiving apparatus 50 configured as above. 
0064. An induced magnetic field occurring from the pri 
mary core31 in the station part 30 of the non-contact charging 
station 10 causes an induced current in the secondary core 51 

Jun. 16, 2011 

of the non-contact power-receiving apparatus 50. The 
induced current also causes induced electric power to charge 
a battery cell 53. 
0065. In this case, a battery pack controller 54 detects the 
intensity of the induced electric power and transmits a detec 
tion signal to the non-contact charging station 10, which in 
turn controls the intensity of the induced magnetic field gen 
erated from the primary core 31 based on the received detec 
tion signal (i.e., data). 
0066. As a result, the level of the electric power can be 
controlled so as to stably charge a portable device. 
0067. In addition, the non-contact power-receiving appa 
ratus 50 can be implemented as a battery pack or semi-battery 
pack, which is provided as a separate unit from the portable 
device so as to be attached to and detached from the portable 
device. Alternatively, the non-contact power-receiving appa 
ratus 50 can be integrally configured so as to be mounted 
inside the portable device according to the intention of a 
person of ordinary skill in the art. 
0068. The non-contact power-receiving apparatus 50 for 
receiving the induced electric power as above includes a 
rectifier block 52 connected with the secondary core 51 to 
rectify an induced current and a battery pack controller 54 
processing data transmitted/received via the secondary core 
51. The data transmitted/received via the second core 51 can 
be detected by the current sensor 17 of the non-contact charg 
ing station 10. 
0069. In addition, the non-contact power-receiving appa 
ratus 50 also includes a charge circuit block 55 and a charge 
monitor circuit block 56. The charge circuit block 55 allows 
electric power supplied from the rectifier block 52 to be 
charged to the battery cell 53 under the control of the battery 
pack controller 54. The charge monitor circuit block 56 moni 
tors the level of charge of the battery cell 53 and transmits a 
signal notifying that the battery cell 53 is fully charged or is 
discharged to the battery pack controller 54. 
0070 The battery pack controller 54 controls components 
of the non-contact power-receiving apparatus 50 Such as the 
rectifier block 52, the charge circuit block 55, the charge 
monitor circuit block 56, and a gauge block 57, and transmits 
data Such as charge State information to the non-contact 
charging station 10. The charge monitor circuit block 56 is 
fitted between the charge circuit block 55 and the battery cell 
53. The charge monitor circuit block 56 detects a current 
supplied to the battery cell 53, transmits charge state infor 
mation of the battery cell 53 to the battery pack controller 54, 
and detects an excessive Voltage, an insufficient Voltage, an 
excessive current, a short-circuit, and the like from the battery 
pack. 
0071. In addition, the battery pack controller 54 of the 
non-contact power-receiving apparatus 50 determines 
whether or not the induced electric power is stably received 
by monitoring the induced electric power received through 
the secondary core 51 and measuring the Voltage of the 
induced electric power. A variety of reference voltages of the 
received induced electric power can be selected based on the 
specifications of the non-contact power-receiving apparatus 
50 according to the intention of a person of ordinary skill in 
the art. For example, the reference voltage can be set on the 
order of 2 to 20V. The reference voltage can also be set about 
5 V in the case of being applied to a typical electronic device. 
0072 The charge monitor circuit block 56 determines 
whether the induced electric power is a low or high voltage by 
comparing the Voltage of the received induced electric power 
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to a preset reference voltage. For example, when the reference 
voltage is 5 V, if the voltage of the induced electric power is 
lower by about 0.5 to 1.5 V than the reference voltage 5 V, the 
charge monitor circuit block 56 determines the induced elec 
tric power as a low voltage. If the voltage of the induced 
electric power is higher by about 0.5 to 1.5 V than the refer 
ence voltage 5 V, the charge monitor circuit block 56 deter 
mines the induced electric power as a high Voltage. 
0073. When the voltage of the induced electric power is 
determined to be a high or low Voltage, the battery pack 
controller 54 transmits information on the degree of voltage 
calibration together with the unique Identification (ID) of the 
non-contact power-receiving apparatus 50 to the non-contact 
charging station 10. Then, the non-contact charging station 10 
controls the level of electric power induced from the primary 
core 31 based on the received voltage calibration information. 
0074 As shown in FIG. 2, the primary core 31 of the 
non-contact charging station 10 includes an inductance pat 
tern core 33 on a core base32, which is fastened to the station 
part 30. 
0075. The inductance pattern core 33 includes a power 
transmission PCB core having a planar spiral structure. The 
power transmission PCB core is realized by forming one or 
more layers of planar-spiral cores made of copper on a PCB. 
0076. The power transmission PCB core can be config 
ured with a square-spiral structure as shown in FIG. 3, a 
circular-spiral structure as shown in FIG. 4, an elliptical 
spiral structure, a quadrangular-spiral structure, and the like. 
0077. As a result, according to the present invention, the 
inductance pattern core 33 of the primary core 31 having the 
planar-spiral structure can be easily manufactured on the core 
base 32. Furthermore, the primary core 31 manufactured as 
above can also be easily mounted on the station part 30. 
0078. In addition, as shown in FIGS. 2 and 5, the induc 
tance pattern core 33 can be configured as a multi-layer struc 
ture including a base core 331, a first upper core 332 and a 
second upper core 333. Alternatively, the inductance pattern 
core 33 can have a number of planar core layers according to 
the intention of a person of ordinary skill in the art. 
007.9 For example, in the case where the charging station 

is applied to a small portable device consuming less electric 
power, the core can be configured with a single layer. In the 
case where the charging station is applied to a large portable 
device consuming more electric power, the core can be con 
figured with multiple layers in order to improve power-re 
ceiving efficiency as well as to stabilize power charging. 
0080. In addition, as shown in FIG. 2, a Photosensitive 
Solder Resist (PSR) layer 34 is coated on top of the induc 
tance pattern core 33 of the primary core 31 to prevent the 
inductance pattern core 33 from being damaged so that an 
induced magnetic field can be generated more stably. The 
PST layer 34 can be configured as an electroless plating layer 
in order to prevent the inductance pattern core 33 of the 
primary core 31 made of copper from being damaged as well 
as to improve the efficiency of the induced magnetic field 
transmitted toward the secondary side battery pack, thereby 
improving total power transmission efficiency. 
0081. The primary core 31 also includes a shielding sec 
tion35under the inductance pattern core33, and the shielding 
section 35 includes a shielding panel 351, a shielding mesh 
352, and a metal thin film 353. 
0082. The shielding panel 351 can be made to contain 55 

to 75 parts by weight of sendust and 25 to 55 parts by weight 
of polyurethane. Sendust is a high magnetic permeability 
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alloy containing aluminum, silicon, iron, etc. The shield panel 
is formed by combining sendust having excellent shielding 
performance with polyurethane. If the content of sendust 
exceeds 55 parts by weight, the shielding performance may 
degrade. In contrast, if the content of sendust exceeds 75 parts 
by weight, the performance does not improve compared to the 
amount of sendust used. 

I0083. Since the shielding panel 351 is configured as a 
Sendust-containing panel as described above, it can effi 
ciently shield a magnetic field radiating downward, thereby 
ensuring the performance of an electronic device and the like 
mounted on the non-contact charging station 10. 
I0084. In addition, the shielding mesh 352 is a member that 
reduces an eddy current associated with an induced electro 
motive force generated by an induced magnetic field. The 
shielding mesh 352 has a mesh-like polyester body on which 
an eddy current-reducing composition is coated. The eddy 
current-reducing composition can contain 55 to 65 parts by 
weight of nickel and 35 to 45 parts by weight of zinc. The 
shielding mesh may be implemented with a metal net of about 
100 to 200 mesh, and more preferably, 135 mesh. 
I0085. As a result, an eddy current that may be generated 
from the non-contact charging station 10 is cleared by the 
shielding mesh 352 that is an eddy current-reducing member. 
I0086. In addition, the metal thin film 353 is implemented 
with an aluminum thin film. The metal thin film 353 is placed 
in the bottom of the shielding section 35 (e.g., HPES: Hanrim 
Postech Electro-magnetic Shield) to ultimately shield a mag 
netic field, thereby preventing the magnetic field from influ 
encing the circuit. 
I0087. In the non-contact charging station 10 of the present 
invention as described above, as shown in FIG. 5, the primary 
core 31 of the station part 30 can include at least one upper 
core and a lower core, which in part overlap each other on the 
plane. 
I0088. The upper and lower cores can be laid one on 
another repeatedly. For example, as shown in FIG. 5, when 
the non-contact power-receiving apparatus 50 moves down 
wards on the first upper core 332, electric power can be 
continuously supplied via the base core 331 and the second 
upper core 333 since the base core 331 and the second upper 
core 333 can communicate with the secondary core 51 of the 
non-contact power-receiving apparatus 50. When the non 
contact power-receiving apparatus 50 is completely moved 
onto the second upper core 333, the first upper core 332 does 
not Supply electric power any longer to prevent waste of 
power. 

I0089. As shown in FIG. 6, the received signal processor 19 
of the non-contact charging station 10 continuously trans 
mits/receives signals to/from the non-contact power-receiv 
ing apparatus 50 while maintaining connection with the base 
core 331, the first upper core 332, and the second upper core 
333 of the primary core 31. 
0090. In addition, a plurality of separate switches are pro 
vided in order to separately control power transmission via 
the base core 331, the first upper core 332, and the second 
upper core 333. The switches include a first switch 211 
(SSR1 in FIG. 8) connected between the resonant converter 
14 and the base core 331, a second switch 212 (SSR2 in FIG. 
8) connected between the resonant converter 14 and the first 
upper core 332, and a third switch 213 (SSR3 in FIG. 8) 
connected between the resonant converter 14 and the second 
upper core 333. 
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0091. There is also provided a solid state relay controller 
22 that allows the first through third switches 211 to 213 to be 
switched under the control of the transmission controller 11. 

0092. Accordingly, in the transmission controller 11 
detecting the non-contact power-receiving apparatus 50 and 
transmitting induced electric power to the non-contact power 
receiving apparatus 50 via the base core 331, the first upper 
core 332 and the second upper core 333, when the received 
signal processor 19 (i.e., an ID checking logic) receives a 
signal detected from the base core 331 or the first or second 
upper core 332 or 333 and transmits the detection signal to the 
transmission controller 11, the transmission controller 11 
(i.e., a wireless power transfer controller) determines which 
one of the signals transmitted from the base core 331, the first 
upper core 332, and the second upper core 333 is most stable. 
Afterwards, the transmission controller 11 controls a Switch 
connected to a core that stably transmits/receives the signal so 
that induced electric power can be transmitted via the corre 
sponding core. Then, the corresponding core generates an 
induced magnetic field for transmitting a power signal via the 
pre-driver 15 and the resonant converter 14 (i.e., a series full 
bridge resonant converter). 
0093. Below, a method for controlling the non-contact 
charging station 10 of the present invention will be described 
with reference to FIGS. 7 through 9. 
0094. Firstly, the primary core 31 transmits a request sig 
nal for a unique ID to the non-contact power-receiving appa 
ratus 50 under the control of the transmission controller 11 
(standby step S11). In the standby step S11, the base core 331, 
the first upper core 332, and the second upper core 333 
sequentially transmit unique ID request signals via the pre 
driver 15, the resonant converter 14 and the solid state relay 
controller 22. The unique ID includes a unique ID of each 
core of the primary core 31, and a unique ID of the non 
contact power-receiving apparatus 50. 
0095 Also, in the standby step S11, the non-contact 
power-receiving apparatus 50 detects the sensitivity of a sig 
nal (e.g., the intensity of an induced current and Voltage) 
transmitted from the non-contact charging station 10, selects 
a core providing the best sensitivity, and transmits a response 
signal including the unique ID of the selected core, the unique 
ID of the non-contact power-receiving apparatus 50, and 
information about the sensitivity of the core. 
0096. The response signal transmitted from the non-con 
tact power-receiving apparatus 50 is transferred to the 
received signal processor 19 of the non-contact charging sta 
tion 10. 

0097. When the standby step S11 is completed, the 
received signal processor 19 extracts data-specific informa 
tion by analyzing the response signal transmitted from the 
non-contact power-receiving apparatus 50 (ID signal detect 
ing step S12). The extracted information includes the unique 
ID of the core, the sensitivity of the core, and the unique ID of 
the non-contact power-receiving apparatus 50. 
0098. When the ID signal detection step S12 is completed, 
information extracted from the received signal processor 19 is 
transferred to the transmission controller 11, which in turn 
determines which one of the first upper core 332, the second 
upper core 333, and the base core 331 matches the unique ID 
by analyzing the transferred information (locating step S13). 
0099. When the core providing the best sensitivity is 
selected as described above, the controller 11 transmits a 
Switching signal for turning on a corresponding Switch (e.g., 
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a switch 211 when the first upper core is selected) to the solid 
state relay controller 22 (Switch control signal transmitting 
step S14). 
0100 When the corresponding switch is turned on by the 
switch control signal transmitting step S14, the pre-driver 15 
transmits an oscillation signal to the resonant converter 14 
under the control of the transmission controller 11, and the 
resonant converter 14 Supplies electric power to the corre 
sponding core via the turned-on Switch, so that the core gen 
erates an induced magnetic field to charge the battery cell 53 
of the non-contact power-receiving apparatus 50 (non-con 
tact power transmitting step S15). In this case, the other 
Switches corresponding to the other cores except for the 
selected core can be controlled to be turned off in order to 
prevent waste of power. 
0101. In addition, as shown in FIG. 8, the non-contact 
charging station 10 includes a display unit 101 implemented 
with a display device (e.g., an LCD or LEDs) for displaying a 
unique ID and charging state so that the non-contact power 
receiving apparatus 50, which is a dedicated battery pack 
capable of being wirelessly charged, can be identified. A step 
of outputting information (not shown) using that component 
can also be included. 
0102) A radio communication module (e.g., a Bluetooth, 
Zigbee, WiFi, or WiBro module) capable of synchronizing 
with a radio data communication function embedded in the 
portable device can also be provided. In addition, there are 
additional steps of detecting whether or not other metallic 
bodies other than the portable device to be charged is placed 
on the station part and stopping the charging operation (i.e., 
an impurity detecting function), and protecting against over 
load and excessive temperature. 
0103) In the attached drawings, FIG. 8 is a flowchart of the 
non-contact charging station 10 in the process of FIG. 7, and 
FIG. 9 is a flowchart of the non-contact power-receiving 
apparatus 50 in the process of FIG. 7. 
0104. In the meantime, the core of the station part 30 of the 
non-contact charging station 10 in accordance with the 
present invention is implemented with a thin film-like power 
transmission PCB core, instead of a Litz core, using bond 
wires according to the related art. Therefore, the core, in 
accordance with the present invention, has Superior charac 
teristics and improved functions over the existing cores and 
can be easily used and manufactured. 
0105 Especially, when only one thin film-like power 
transmission PCB core as described above is provided, the 
core can be designed with a size 45 to 55 dB in order to prevent 
impurity-detecting ability and other power transmission effi 
ciency from degrading. 
0106 Furthermore, when the battery pack moves in a 
wider range than that of the core as described above, it is 
difficult to stably transmit electric power using one core. If the 
core size is enlarged to resolve this difficulty, a magnetic field 
may be concentrated to the central portion, so that the mag 
netic field has excessively-high intensity in the central portion 
but a low intensity on the edges. Since this forms a parabolic 
profile, a transmitted Voltage may be unbalanced. 
0107 Accordingly, when the single core is provided, the 
charging plate of the station part 30 is reduced in size so that 
the non-contact power-receiving apparatus 50 does not move. 
In contrast, when the station part 30 is enlarged to charge a 
greater size of the non-contact power-receiving apparatus 50 
or a plurality of the non-contact power-receiving apparatuses 
50, a plurality of the power transmission PCB cores are pro 
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vided. In this case, the plurality of cores can be implemented 
with a plurality of layers as shown in FIGS. 2, 5 and 6, so as 
to overlap each other on the plane. Consequently, stable 
power transmission can be constantly realized even if the 
non-contact power-receiving apparatus 50 shakes and is thus 
displaced. 
0108. As shown in FIG. 6, the received signal processor 19 
of the non-contact charging station 10 has the function of 
extracting an Inductor-Capacitor (LC) resonant signal by 
employing a filtering technique in order to extract a data 
signal with a unique ID transmitted from the non-contact 
power-receiving apparatus 50. In addition, the transmission 
controller 11 controls a pulse signal to be generated for a 
predetermined time, and has an ID scanning function that 
discerns a unique ID signal received from the secondary side 
non-contact power-receiving apparatus 50. The transmission 
controller 11 also generates a signal for controlling the 
sequence of a four-phase Switch of a serial resonant converter. 
Then, the resonant converter 14 is switched via the pre-driver 
15. 
0109 Accordingly, the solid state relay controller 22 per 
forms Switching so that an induced magnetic field is gener 
ated from one of the three planar PCB cores (i.e., the planar 
spiral power transmission PCB cores) of the primary core 31. 
0110. A voltage is induced on the secondary core 51 and 
the rectifier block 52 of the non-contact power-receiving 
apparatus 50 by the induced magnetic field as described 
above, and is then rectified through the rectifier circuit. The 
battery pack controller 54 of the non-contact power-receiving 
apparatus 50 transmits a unique ID data signal to the primary 
side, performs a control Switching function of Switching 
on/off a charging IC in order to start a charging mode, trans 
mits a state value, which is fed back when fully charged, to the 
primary side, controls the charge circuit block 55 for charging 
the battery cell, and controls the charge monitor circuit block 
56 to receive detection data of the battery cell 53 including an 
excessive Voltage, an excessive current, a low residue Voltage, 
and the like. 
0111. In the non-contact charging station 10 of the present 
invention as described above, a description will be given of a 
case where the primary core 31 is configured as a square 
multi-layer structure. As shown in FIGS. 2, 5 and 8, the 
primary core 31 includes the base core 331, the first upper 
core 332, and the second upper core 333. Even if the second 
ary core 51 (i.e., the square area designated with Load #1 in 
FIG. 5) is located on any part of the primary core 31, it is 
located within the area of any one of the three planar winding 
cores including the first upper core 332, the second upper core 
333, and the base core 331, which are power transmission 
PCB cores. 
0112 Thus, even if the secondary core 51 is positioned on 
any part of the primary core 31, the place of the primary core 
31 can be located and thereby only a corresponding core can 
be turned on to charge the non-contact power-receiving appa 
ratus 50. 

0113. In other words, only the first upper core 332 is 
turned on under control but the second upper core333 and the 
base core 331 are turned off when the secondary core 51 
designated with Load #1 in FIG. 5 is located on the first 
upper core 332. 
0114. When the secondary core 51 is displaced from the 

first upper core 332 onto the second upper core 333 as shown 
in FIG.5, the operation of the first upper core 332 is turned off 
but the second upper core 333 is turned on, so that the charg 
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ing operation on the non-contact power-receiving apparatus 
50 can proceed without interruption. 
0.115. When the voltage measured from the rectifier does 
not exceed a predetermined value (e.g., 4.5 V), the non 
contact power-receiving apparatus 50, which is being 
charged, transmits a signal regarding the power compensa 
tion to the non-contact charging station 10 as shown in FIG.9. 
The non-contact charging station 10 receives the signal 
regarding the power compensation from the non-contact 
power-receiving apparatus 50, and transmits a power signal, 
the transmission power of which is being compensated, to the 
non-contact power-receiving apparatus 50 as shown in FIG. 
8. 
0116. According to a control algorithm shown in FIGS. 8 
and 9, a Voltage induced on the secondary side non-contact 
power-receiving apparatus 50 is controlled in the range from 
4.5 to 5.5V so that the non-contact power-receiving apparatus 
50 can be stably charged. 
0117. In the meantime, a unit core of the primary core 31 
and the secondary core 51 is configured as shown in FIG. 10. 
0118 Specifically, a unit core 330 made of copper is 
formed into an intended shape, and is fixed so as not to play 
using a bonding member 330'. As shown in FIG. 2, the unit 
cores are fixed to the core base 32 and a spacer member 321. 
While the core 330 made of copper is illustrated as having a 
circular cross section, its cross-sectional shape can be 
changed into a square. The entire shape of the unit core on the 
plane can be a circle, an ellipse, or a polygon Such as a square. 
0119 Below, with reference to Table 1 below, a descrip 
tion will be given of the characteristics of the above-described 
unit core according to the size: 

TABLE 1 

Power Consumption of Primary Core of Non 
Contact Charging Station according to Size 

Classification Case 1 Case 2 Case 3 

Size of primary core 45cD 55d 6Sob 
DC voltage induced on 7 V 10 V 14 V 
secondary rectifier with no 
load 
DC voltage induced on 5 V 6 V 7 V 
secondary rectifier with load 
((a)2.5 W) 
Voltage drop difference O.S O.15 2.5 
(Varoe) (5–4.5) (6-4.5) (7-4.5) 
(=a-b) 
Power consumption (W) O.25 0.75 1.25 
(=load voltage * Voltage drop (0.5 * 0.5) (0.5 + 0.75) (0.5 * 2.5) 
difference) 

0.120. As reported in Table 1 above, secondary rectifier 
Voltages ((a)2.5 W), namely, Voltages obtained by measuring 
a rectifier in the secondary side non-contact power-receiving 
apparatus 50 were obtained by measuring loads at a load 
current 500 mA and a load voltage 5V, and voltage drop 
differences (V) were when battery cells were charged 
with 4.5V using voltages generated from the rectifiers via the 
secondary core 51 of the non-contact power-receiving appa 
ratus 50. 
I0121 Referring to the measurement results reported in 
Table 1 above, with no load, the voltage induced on the 
rectifier increases as of the primary core 31 of the non-contact 
charging station 10 increases in size. With load, increases as 
the primary core increases in size the Voltage drop difference 
and thus consumes more power. 
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0122) Therefore, when the battery pack is the non-contact 
power-receiving apparatus 50 applied to a typical portable 
phone, the primary core 31 of the non-contact charging sta 
tion 10 can have a rectangular structure with one pattern core 
50x45mm, whereas the secondary core 51 of the non-con 
tact power-receiving apparatus 50 can have a rectangular 
structure with a smaller size. 
0123 Now, with reference to Table 2 below, a description 
will be given of the characteristics of the above-described unit 
core according to the shape: 
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0.125 For reference, FIG. 11 is a graph before the voltage 
of induced electric power is calibrated, and FIG. 12 is a graph 
after the voltage of induced electric power is calibrated. FIG. 
12 shows that power can be stably Supplied by applying 
algorithms shown in FIGS. 8 and 9. 
0.126 The characteristics of the cores having the above 
described configuration in accordance with the present inven 
tion as illustrated in FIG. 2 will be compared with those of the 
conventional Litz core as reported in Table 3 below. 

TABLE 3 

Comparison with Convention Litz Core 

Items Litz core PSRPTPCB core EGPL-PTPCB core 

Material Copper (99.99%) Copper (70 m) + Copper (70 m) + Electroless 
PSR Coating plating (0.03 m) 

Thickness O.35 mm 0.4 mm 0.4 mm 
Size 32 x 32 mm 32 x 32 mm 32 x 32 mm 
Shape Rectangular Planar Planar hexagon 

rectangular 
Number of turns 20 (Litz shape) 24/(1 Layer) 24 (2Layer) 
Number of threads 7 1 1 
per turn 
Thickness of wire O.1 Sob 1 mm2 oz 1 mm2 oz 
Inductance 7.7 H 11 H 7.8 H 
Q (no shield) 27 9 2O 
DCR (Internal 230 m 850 m 350 m 
resistance) 
Efficiency.(a)2.5 W 61% 53% 60% 
(5 Vx 500 mA) 
Temp(a)2.5 W 40 42 40 
(5 Vx 500 mA) 
Rate of change 1.5% O.S9/o O.S90 
of inductance 
Operation frequency 100-250 kHz 100-250 kHz 100-250 kHz 
Cost Middle (Facility Low Middle (Facility 

investment required) investment not required) 
Performance Average Average Good 

TABLE 2 

Power Consumption of Primary Core of Non-Contact 
Charging Station according to Shape 

Circular planar PCB Rectangular planar 
Item winding PCB winding 

Mobility according 5 V (Center) 4.8 V (Center) 
to position of 3.5 V (Edge) 4.5V or more (Edge) 
Secondary load 
Energy efficiency 60% 59% 
((a)2.5 W load) 
Performance Efficiency is Efficiency is 
estimation slightly high, similar, with less 

with limitations due limitations due to 
to displacement of displacement of 
battery pack battery pack 

0124 Table 2 above illustrates the characteristics based on 
the position of the secondary core displacing according to the 
shape of the primary core. When the primary core has a 
circular shape, the power transmission characteristic in the 
central portion of the core is good but degrades when the 
secondary core is positioned on the edge. In contrast, when 
the primary core has a rectangular shape, power transmission 
efficiency does not degrade even if the secondary core is 
displaced to the edge. It can be appreciated that the rectangu 
lar primary core does not have strict positional limitations. 

I0127. In comparing the cores of the present invention with 
the conventional Litz core in Table 3, the cores of the present 
invention were the PSR-coated copper core and the electro 
less-plated copper core. Of course, it should be understood 
that the present invention is not limited to the above-rendered 
numeric values but a variety of numeric values can be applied 
without departing from the scope of the present invention. 
I0128. In Table 3, the efficiency and temperature indicate 
an efficiency (or temperature) that is a ratio of power output 
from the secondary non-contact power-receiving apparatus 
50 with respect to power input to the primary non-contact 
charging station 10 for generating an induced magnetic field 
when load of 2.5 W is applied to the secondary side. 
I0129. As such, since the secondary core 51 of the present 
invention is formed as a power transmission PCB core by 
performing PSR coating or electroless plating on a copper 
core, a smaller amount of material is spent to manufacture the 
core of the present invention and a manufacturing process is 
simplified even if the efficiency is similar to that of the con 
ventional Litz core. Of course, the core of the present inven 
tion is easily installed in the non-contact power-receiving 
apparatus 50. 
0.130. Furthermore, even if inductance is required to 
change at a stable rate in power signal-receiving efficiency 
with respect to an induced magnetic field, the rate of change 
of inductance is high in the conventional Litz core. In con 
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trast, the planar-spiral power transmission PCB core of the 
present invention can ensure a stable rate of change of induc 
tance, generally stabilizing and improving the power-signal 
receiving efficiency. 
0131. In particular, Table 3 above describes the perfor 
mance of the pattern core made of copper configured as the 
power transmission PCB core in accordance with the present 
invention, particularly, with respect to a case where PSR is 
coated and a case where electroless plating is performed. 
(0132 Below, with reference to FIG. 15, a more detailed 
description will be given of the efficiency of the secondary 
core 51 of the non-contact power-receiving apparatus 50 in 
accordance with the present invention. 
0133. When the core has an inner diameter Din and an 
outer diameter Dout, inductance L can be calculated accord 
ing to current sheet approximation as expressed in Equation 1 
below: 

where u is 47LX107, n is a number of turn, dis (d+d)/2. 
p is (d-d) (d+d), c is 1.09, c2 is 2.23, c is 0, and cais 
O.17. 
0134. In addition, quality factor Q is calculated according 
to Equation 2 blow: 

0135 where () is 2xtxf, L is inductance, f is frequency, 
and R is equivalent resistance. 
0.136 While Q value in the Litz core is generally in the 
range from 20 to 50 as described in Table 3, Q value in the 
planar-spiral core (i.e., the planar PCB winding core) of the 
present invention can be low (e.g., 20 or less). The high Q 
value is caused, at least in part, by a low DCR value. In order 
to improve the DCR value, a coating layer using PSR ink is 
formed on a planar PCB core including a Flexible Copper 
Clad Laminate (FCCL) film. The PSR ink is a coating agent 
for preventing corrosion as well as ensuring insulation. As a 
result, the high DCR value causes the low Q value of the 
present invention. 
0.137 In other words, in accordance with the present 
invention, DCR value is lowered to /3 by performing electro 
less plating (e.g., with a thickness of 0.03 um) on the copper 
core of the planar PCB core including the FCCL film. As a 
result, performance is improved when cost is similar. 
0138 Furthermore, Table 4 below describes experiment 
results obtained by adding the shielding section 35 for shield 
ing an induced magnetic field to the above-described planar 
spiral power transmission core. 

Equation 2, 

TABLE 4 

Efficiency in Core with Shield 

Single layer planar Double layer planar 
Classification PCB core PCB core 

Q (with Shield) 12 27 
Efficiency (a 2.5 W) S8% 67% 

0.139. As described in Table 4 above, performance is fur 
ther improved in the case where the shielding section 35 as 
shown in FIG. 2 is provided compared to the case where the 
shielding section is not provided. 
0140. In other words, Q is 9 with efficiency 53% as 
described in Table 3 above when the shielding section is not 
provided in the single-layer core, whereas Q is 12 with effi 
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ciency 58% as described in Table 4 above when the single 
layer core has the shielding section. 
0141 Likewise, in the case where the planar PCB core has 
a multi-layer structure, Q is 20 with an efficiency 60% as in 
Table 3 when the shielding section is not provided, whereas Q 
is 27 with an efficiency 67% as in Table 4 when the shielding 
section is provided. Accordingly, it can be appreciated that the 
performance is improved when the shielding section is pro 
vided. 

0142. In order to evaluate the characteristics of the planar 
spiral power transmission PCB core of the present invention 
as shown in FIG. 16, a constant current was allowed to flow 
through one core to generate an induced magnetic field while 
a Voltage generated by the magnetic field was measured from 
the other core. (In this test, an interval “d was for example 
about 3 mm.) 
0143 Here, the Shield Efficiency (SE) of an induced volt 
age in the case where the shielding section is provided can be 
expressed by Equation 3 below: 

SE=20 logo IVrms(without shield), Vrms (with 3-layer 
shield) 

0144 whereVrms (without shield) is an average voltage in 
the case where the shielding section is not provided, Vrms 
(with 3-layer shield) is an average Voltage in the case where 
the shielding section is provided, and rms is root mean square. 
0145 If an input current is 0.5 A, 170 mV was measured 
from Vrms (without Shield), but 0.5 mV was measured from 
Vrms (with 3-layer shield) where the shielding section is 
provided. Accordingly, the resultant value can be expressed 
by Equation 4 below: 

Equation 3, 

SE=20 logo (170/0.5)=50.62 (dB) 

0146 Since 40 dB or more is generally average, the char 
acteristic of about 50 dB explains that the performance was 
improved owing to the shielding section provided to the core. 
0147 As set forth above, the non-contact charging station 
having the planar-spiral power transmission core and the 
method for controlling the same in accordance with the 
present invention have been described. 
0148 Below, with reference to FIGS. 13, 17 and 18, a 
more detailed description will be given of the non-contact 
power-receiving apparatus 50 having the planar-spiral power 
transmission core in accordance with the present invention. 
0149. As shown in FIGS. 17 and 18, the non-contact 
power-receiving apparatus 50 in accordance with the present 
invention includes a charging PCB 71 or 81 on the front or 
side edge of the battery cell 53, respectively. Here, the battery 
pack controller 54 is provided to each of charging PCBs 71 
and 81. 

0150. The charging PCB 71 on the front edge or the charg 
ing PCB 81 on the side edge has a terminal connector assem 
bly 58 supplying electric power to the portable device. The 
terminal connector assembly 58 comes into contact with a 
connector of the portable device. 
0151. The terminal connector assembly 58 includes a plu 
rality of connectors 581 to 583 (i.e., P+, P- and ID) for 
Supplying electric power from non-contact power-receiving 
apparatus 50 to the portable device. The connectors perform 
data signal transmission/receiving function in order to trans 
mit information between the non-contact power-receiving 
apparatus 50 and the portable device. Thus, detailed data on 
the degree of charging and power transmission can be trans 
mitted/received through the terminal connectors 58. 

Equation 4 

Page 24 of 27



US 2011/O 140653 A1 

0152. Of course, data from the computer C as shown in 
FIG. 1 and the like can be transmitted to the portable device 
by means of the non-contact charging station 10 and the 
non-contact power-receiving apparatus 50. Accordingly, in 
addition to the charging operation, data (e.g., upgrade data) 
can be transmitted through the computer C connectable over 
the Internet. 
0153. In addition, the battery cell 53 is coupled at the rear 
end with a rear case 72 or 82 and at the front end with a front 
case 73 or 83. The battery cell 53 is also coupled with an 
outside case 74 or 84, which surrounds the battery cell 53. 
0154 Briefly, the non-contact power-receiving apparatus 
50 has the front charging PCB 71 coupled to the front edge of 
the battery cell 53 or the side charging PCB 81 coupled to the 
side edge of the battery cell 53. 
0155 Accordingly, the front charging PCB 71 coupled to 
the front end is disposed between the front case 73 and a front 
PCB case 75 so as to be connected to the connector of the 
battery cell 53 and thereby to the secondary core 51. In 
addition, the side charging PCB 81 coupled to the side edge is 
disposed between the side PCB case 85 coupled to the battery 
cell 53 so as to be connected to the connector of the battery 
cell 53 and thereby to the secondary core 51. 
0156 Each of the charging PCBs 71 and 81 includes a 
rectifier block 52 connected with the secondary core 51 to 
rectify an induced current, a battery pack controller 54 pro 
cessing data transmitted/received by the secondary core 51, a 
charging circuit block 55 charging electric power from the 
rectifier block52 to the battery cell 53 under the control of the 
battery packet controller 54, a charge monitor circuit 56 
monitoring the level of charge of the battery cell 53 and 
transmits a signal notifying that the battery cell 53 is fully 
charged or is discharged to the battery pack controller 54, and 
the like. 
0157. As a result, the induced current generated by the 
secondary core 51 provided on top of the battery cell 53 is 
rectified by the rectifier block 52 of the charging PCB 71 or 
81, and is then charged through the connector of the battery 
cell 53 under the control of the battery pack controller 54. 
Thereby the electric power is supplied to the portable device 
through the terminal connector assembly 58 by the battery 
pack controller 54, the charging circuit block 55, and the like. 
0158. The terminal connector assembly 58 includes a cen 

tral connector 582 arranged in the central portion, a left con 
nector 581 arranged in the left from the central connector 582, 
and a right connector 583 arranged in the right from the 
central connector 582. 
0159. As such, since one non-contact power-receiving 
apparatus 50 is provided with the left connector 581, the 
central connector 582, and the right connector 583, the non 
contact power-receiving apparatus 50 can be applied to vari 
ous types of portable devices. According to the position of a 
power connector of a portable device coupled with the non 
contact power-receiving apparatus 50, at least one of the left 
connector 581, the central connector 582, and the right con 
nector 583 of the terminal connector assembly 58 can come 
into contact with the power connector of the portable device. 
0160 Accordingly, the non-contact power-receiving 
apparatus 50 can be applied without modification to any type 
of the portable device M. This as a result increases the range 
applications where the non-contact power-receiving appara 
tus can be mounted and improves its applicability. 
0161 In particular, since portable devices such as a por 
table phone, a PDA, a PMP, an MP3 player, and a DMB are 
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provided from a plurality of separate manufacturers, the ter 
minal connectors coming into contact with the non-contact 
power-receiving apparatus 50 as a respective battery pack can 
be provided in various forms according to the manufacturers. 
0162 The non-contact power-receiving apparatus with 
the planar-spiral power transmission core in accordance with 
the present invention includes a variety of connectors such as 
the left connector 581, the central connector 582, and the right 
connector 583 so as to be constantly applied to various types 
of portable devices. Accordingly, the non-contact power-re 
ceiving apparatus in accordance with the present invention 
can be advantageously applied to all types of portable 
devices. 

(0163. In addition, left connector holes 751, central con 
nector holes 752, and right connector holes 753 are formed in 
the front PCB case 75 in positions corresponding to the left 
connector 581, the central connector 582, and the right con 
nector 583 of the terminal connector assembly 58 of the 
charging PCB 71 such that the power connector of the por 
table device is connected to the left connector 581, the central 
connector 582, or the right connector 583. Likewise, left 
connector holes 851, central connector holes 852, and right 
connector holes 853 are formed in the front PCB case 85 in 
positions corresponding to the left connector 581, the central 
connector 582, and the right connector 583 of the terminal 
connector assembly 58 of the charging PCB 71. 
(0164. Hole covers 585 are coupled with the left connector 
holes 751 or 851, the central connector holes 752 or 852, and 
the right connector holes 753 or 853, respectively. 
(0165 Accordingly, only one of the hole covers 585 of the 
terminal connector assembly 58 to be used is opened, but the 
other hole covers which will not be used are configured to be 
closed maintaining the coupled State. This as a result can 
prevent impurities or moisture from entering through the 
unused holes, which would otherwise cause an abnormal 
operation of the non-contact power-receiving apparatus 50. 
0166 In addition, as shown in FIG. 13, the charge monitor 
circuit 56 can have a connector controller 561 that controls 
electric power to be transmitted to one of the left connector 
581, the central connector 582, and the right connector 583 of 
the terminal connector assembly 58. 
0167. In accordance with the present invention, as shown 
in FIG. 13, the connector controller 561 provided in the 
charge monitor circuit is illustrated as controlling electric 
power to be supplied to only one of the left connector 581, the 
central connector 582, and the right connector 583 corre 
sponding to the power connector of the portable device M. 
Thus, the hole cover 585 of one of the left connector 581, the 
central connector 582, and the right connector 583 of the 
terminal connector assembly 58 corresponding to a power 
connector (not shown) of the portable device is removed so 
that the corresponding connector is connected to the power 
connector of the portable device. Afterwards, when the por 
table device is coupled with the non-contact power-receiving 
apparatus 50, the portable device and the non-contact power 
receiving apparatus 50 are electrically connected with each 
other via the connectors. 

0.168. The battery pack controller 54 then detects the elec 
tric connection between the corresponding connectors, and 
the battery pack controller 54 responsively transmits a switch 
control signal so that electric power is connected to the cor 
responding connector via the connector controller 561. 
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0169. In contrast, the connector controller 561 performs a 
Switching operation under the control of the battery pack 
controller 54 so that electric power is not connected to the 
other two connectors. 
0170 Accordingly, since the unused connectors are not 
electrically connected even if impurities are adhered, neither 
the non-contact power-receiving apparatus 50 nor the por 
table device is damaged. 
0171 The non-contact charging station with a planar-Spi 

ral power transmission core, the non-contact power-receiving 
apparatus, and the method for controlling the same have been 
described hereinbefore. As set forth above, it is to be appre 
ciated that those skilled in the art can make Substitutions, or 
change or modify the embodiments into various forms with 
out departing from the scope and spirit of the present inven 
tion. 
0172 Accordingly, the foregoing embodiments should be 
regarded as illustrative rather than limiting. The scope of the 
present invention is not defined by the detailed description as 
set forth above but by the accompanying claims of the inven 
tion. It should also be understood that all alterations or modi 
fications derived from the definitions and scopes of the claims 
and their equivalents fall within the scope of the invention. 

1. A non-contact charging station for generating an induced 
magnetic field toward a non-contact power-receiving appara 
tus for power charge and data transmission, comprising: 

a transmission controller provided inside the non-contact 
charging station, for controlling power transmission and 
data transmission/reception; and 

a station part electrically connected with the transmission 
controller, generating the induced magnetic field, and 
placing the non-contact power-receiving apparatus on 
top thereof, 

wherein the station part includes a primary core generating 
the induced magnetic field, 

wherein the primary core has an inductance pattern core on 
a core base, which is fastened to the station part, and 

wherein the inductance pattern core comprises a power 
transmission printed circuit board core having a planar 
spiral core structure. 

2. The non-contact charging station in accordance with 
claim 1, wherein the primary core of the station part includes 
a lower core placed on the core base, a spacer member placed 
on the lower core, and first and second upper cores placed on 
the spacer member, 

wherein the lower core is placed in a position between the 
first upper core and the second upper core. 

3. The non-contact charging station in accordance with 
claim 1 or 2, further comprising: 

a power Supply part Supplying electric power, 
a resonant converter allowing the electric power from the 
power supply to be supplied to the lower core, the first 
upper core, and the second upper core of the primary 
core; 

a pre-driver transmitting an oscillation signal to the reso 
nant converter under control of the transmission control 
ler; 

the transmission controller controlling the resonant con 
troller to operate; 

a station memory storing data; 
a received signal processor connected to the lower core, the 

first upper core, and the second upper core of the primary 
core to discriminate a signal transmitted from the non 
contact power-receiving apparatus; 
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a first Switchconnected between the resonant converter and 
the lower core; 

a second Switch connected between the resonant converter 
and the first upper core; 

a third switch connected between the resonant converter 
and the second upper core; and 

a solid state relay controller allowing the first, second and 
third switches to operate under control of the transmis 
sion controller. 

4. A method of controlling a non-contact charging station, 
the method comprising: 

transmitting, at a primary core, a unique identification 
request signal to the non-contact power-receiving appa 
ratus under control of a transmission controller, 

detecting and processing, at a received signal processor, a 
unique identification signal transmitted from the non 
contact power-receiving apparatus in response to the 
unique identification request signal; 

transferring the signal detected by the received signal pro 
cessor to the transmission controller, and determining 
from which one of first upper, second upper and lower 
cores the detected signal is from; 

transmitting a Switch control signal to a state controller 
block, the Switch control signal allowing the determined 
one of the cores to be switched on; and 

transmitting a power transmission control signal along 
with the switch control signal toward the pre-driver so 
that the switched-on core is applied with electric power 
to generate an induced magnetic field, 

wherein the non-contact charging station includes a power 
transmission printed circuit board core having a planar 
spiral core structure. 

5. A non-contact charging station for generating an induced 
magnetic field toward a non-contact power-receiving appara 
tus for power charge and data transmission, comprising: 

a transmission controller provided inside the non-contact 
charging station, for controlling power transmission and 
data transmission/reception; and 

a station part enclosing a primary core electrically con 
nected with the transmission controller to generate the 
induced magnetic field, and placing the non-contact 
power-receiving apparatus on top thereof, 

wherein the primary core has an inductance pattern core on 
a core base, which is provided to the station part, and 

wherein the induction pattern core comprises a power 
transmission printed circuit board core having a planar 
spiral core structure based on a planar unit core in which 
a plurality of fine coil threads are formed in a lateral 
direction to be parallel, and 

wherein the induction pattern core includes first and sec 
ond planar coils on top of the core base. 

6. The non-contact charging station in accordance with 
claim 5, wherein the primary core includes a shielding section 
under the induction pattern core, 

wherein the shielding section includes a shielding panel, a 
shielding mesh, and a metal thin film. 

7. The non-contact charging station in accordance with 
claim 5 or 6, further comprising: 

a power Supply part Supplying electric power; 
a resonant converter allowing the electric power from the 

power supply to be supplied to the first and the second 
planar cores of the primary core; 
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a pre-driver transmitting an oscillation signal to the reso 
nant converter under control of the transmission control 
ler; 

the transmission controller controlling components of the 
non-contact charging station including the power Sup 
ply, the resonant converter, and the pre-driver to operate; 

a station memory storing data; 
a received signal processor connected to the first and sec 
ond planar cores of the primary core to discriminate a 
signal transmitted from the non-contact power-receiv 
ing apparatus; 

a first Switchconnected between the resonant converter and 
the first planar core; 

a second Switch connected between the resonant converter 
and the second planar core; and 

a solid state relay controller allowing the first, second 
Switches to operate under control of the transmission 
controller. 

8. A non-contact power-receiving apparatus, in which a 
secondary core receives a power signal caused by an induced 
magnetic field generated from a non-contact charging station, 
so that electric power is charged to a battery cell under control 
of a battery pack controller and charged power is Supplied to 
a portable device, the non-contact power-receiving apparatus 
comprising: 

the second core provided on top of the battery cell; 
a charging printed circuit board having the battery pack 

controller and provided on a front or side edge of the 
battery cell; and 

a terminal connector provided in the charging printed cir 
cuit on the front or side edge of the battery cell, and 
allowing electric power to be supplied to the portable 
device via connector contact, wherein the terminal con 
nector includes a central connector arranged in a central 
portion, a left connector arranged in left, and a right 
connector arranged in right; 

a rectifier block connected with the secondary core to rec 
tify an induced current; 

a battery pack controller processing data transmitted/re 
ceived by the secondary core; 

a charge circuit block allowing electric power Supplied 
from the rectifier block to be charged to the battery cell 
under control of the battery pack controller; and 
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a charge monitor circuit block monitoring a level of charge 
of the battery cell and transmitting a signal notifying that 
the battery cell is fully charged or is discharged to the 
battery pack controller, wherein the rectifier block, the 
battery pack controller, the charge circuit block, and 
charge monitor circuit block are provided on the charge 
printed circuit board. 

9. The non-contact power-receiving apparatus in accor 
dance with claim 8, wherein the charge monitor circuit block 
includes a connector controller controlling power to be trans 
mitted to one of the left, central and right connectors of the 
terminal connector. 

10. The non-contact power-receiving apparatus in accor 
dance with claim 8, wherein the secondary core includes a 
shielding section under the pattern core, 

wherein the shielding section includes a shielding panel, a 
shielding mesh, and a metal thin film. 

11. The non-contact power-receiving apparatus in accor 
dance with claim 8, wherein the secondary core 

wherein the primary core has a pattern core on a printed 
circuit board base, which is fastened to an inside of the 
non-contact power-receiving apparatus, and 

wherein the pattern core comprises a planar-spiral power 
transmission core. 

12. The non-contact power-receiving apparatus in accor 
dance with any one of claims 8 through 11, wherein: 

the front charging printed circuit board is coupled to the 
front edge or the side edge of the battery cell, 

the battery cell is coupled at a rear end with a rear case and 
at a front end with a front case and is coupled with an 
outside case, which surrounds the battery cell, 

the front charging printed circuit board coupled to the front 
end is disposed between the front case and a front printed 
circuit board case so as to be connected to the connector 
of the battery cell and thereby to the secondary core, and 
the side charging printed circuit board coupled to the 
side edge is disposed between the side printed circuit 
board case coupled to the battery cell so as to be con 
nected to the connector of the battery cell and thereby to 
the secondary core. 
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