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I, Vivek Subramanian, hereby declare as follows: 

I. INTRODUCTION 

1. I have prepared this Supplemental Declaration in connection with 

Advanced Micro Devices, Inc.’s Petition for Inter Partes Review of U.S. Patent No. 

8,006,218 (“the ’218 Patent”).   

2. I previously prepared a declaration in support of Advanced Micro 

Devices, Inc.’s petition in this case.  EX1003.  The documents I reviewed, my 

compensation and my qualifications are set forth in my previous declaration.  Id. 

¶¶3-13.   

3. In my previous declaration, I discussed U.S. Patent No. 7,948,292 B1 

(“Chiu”), EX1006.  See, e.g., EX1003 ¶¶60-63.  I have been asked to opine on 

whether Chiu is entitled to claim priority to U.S. Provisional Application No. 

60/976,181, which was filed on September 28, 2007 (“Chiu Provisional”).  EX1011.  

Chiu claims priority to the Chiu Provisional on the face of the patent.  EX1006 at 1; 

see also id. at 1:8-12.  For the reasons discussed below, it is my opinion that Chiu is 

entitled to claim the priority date of the Chiu Provisional. 

II. RELEVANT LAW 

4. I have been informed that a prior art patent is entitled to the priority 

date of its provisional application, when such a claim for priority is made, if the 

provisional application provides sufficient support for at least one claim in the 
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reference patent, and the provisional application provides sufficient support for the 

subject matter relied upon for prior art purposes in the reference patent. 

III. CHIU IS ENTITLED TO ITS PROVISIONAL PRIORITY DATE 

5.   Chiu is entitled to the priority date of the Chiu Provisional as the Chiu 

Provisional provides support for at least one claim in Chiu, as well as the disclosures 

relied upon in my previous declaration (EX1003). 

6. Because the Chiu Provisional discloses the subject matter of Claim 1 of 

Chiu, in my opinion Claim 1 of Chiu is supported by the Chiu Provisional.  The 

support for the subject matter of Claim 1 of Chiu in the Chiu Provisional is 

demonstrated in the claim chart below: 

Chiu (EX1006) Claim 1 Support in Chiu Provisional (EX1011) 
1. An integrated circuit comprising: Chiu Provisional at claim 1 (“An 

integrated circuit comprising:”) 

a switch operatively coupled to a 

selectably on voltage supply grid, 

Chiu Provisional at claim 1 (“a switch … 

operative to selectively turn on and off a 

selectably on voltage supply grid …”). 

the switch having a first node and a 

second node and operative to 

selectively turn on and off the 

selectably on voltage supply grid, 

Chiu Provisional at claim 1 (“a switch 

having a first node and a second node and 

operative to selectively turn on and off a 

selectably on voltage supply grid …”) 

the selectably on voltage supply grid 

operatively coupled to a positive 

voltage supply grid; and 

Chiu Provisional at [0004] (“One or more 

switching cells (not specifically shown) 

having switch logic (e.g., a PMOS 
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transistor) associated therewith are 

coupled between the positive voltage 

supply grid VDD1 108 and the selectably 

on voltage supply grid VDD2 109 to 

control whether the selectably on voltage 

supply grid VDD2 109 is on or off.”) 

a buffer cell cluster operatively 

coupled to the selectably on voltage 

supply grid, 

Chiu Provisional at claim 10, which 

depends from claim 1 (“each buffer cell 

of the buffer cell cluster and each 

insulator cell are operatively coupled to 

one of the plurality of power-ground rails 

at the voltage level of the selectably on 

voltage supply grid,”) 

wherein the buffer cell cluster 

comprises at least one initial buffer 

cell and a pair of insulator cells and is 

operatively coupled to the positive 

voltage supply grid, and wherein the at 

least one initial buffer cell is operative 

to buffer a feed-through signal having 

an activation voltage level defined 

substantially at the voltage level of the 

positive voltage supply grid. 

Chiu Provisional at claim 1 (“wherein the 

buffer cell cluster comprises at least on 

[sic] initial buffer cell and a pair of 

insulator cells, is operatively coupled to a 

positive voltage supply grid … and the 

initial buffer cell is operative to buffer a 

feed-through signal having a logic one 

voltage level defined substantially at the 

voltage level of the positive voltage 

supply grid.”) 

 

7. In my opinion, the Chiu Provisional also provides virtually identical 

disclosures to those relied upon in my previous declaration.  The chart below shows 
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where the subject matter in Chiu that is cited in my previous declaration (EX1003), 

is supported by virtually identical disclosures in the Chiu Provisional: 

Chiu (EX1006) subject matter cited 
in EX1003 

Support in Chiu Provisional (EX1011) 

Chiu at Abstract (EX1003 ¶70) Chiu Provisional at Abstract 
Chiu at Fig. 6 (EX1003 ¶120) Chiu Provisional at Fig. 6 

Chiu at Fig. 7 (EX1003 ¶¶62, 89, 96, 

99, 109, 111, 120) 

Chiu Provisional at Fig. 7 

Chiu at Fig. 8 (EX1003 ¶89) Chiu Provisional at Fig. 8 

Chiu at 1:42-2:61 (EX1003 ¶70) Chiu Provisional at [0003]-[0008] 

Chiu at 1:54-60 (EX1003 ¶89) Chiu Provisional at [0004] 

Chiu at 1:57-65 (EX1003 ¶90) Chiu Provisional at [0004] 

Chiu at 2:3-8 (EX1003 ¶90) Chiu Provisional at [0004] 

Chiu at 2:31-43 (EX1003 ¶62) Chiu Provisional at [0006] 

Chiu at 2:50-61 (EX1003 ¶¶61-62, 89, 

107, 109, 154) 

Chiu Provisional at [0008] 

Chiu at 5:15-18 (EX1003 ¶99) Chiu Provisional at [0017] 

Chiu at 9:14-18 (EX1003 ¶¶62, 155, 

159) 

Chiu Provisional at [0043] 

Chiu at 9:6-26 (EX1003 ¶¶62, 89) Chiu Provisional at [0043] 

 

8. Attached to the end of my declaration as Attachment A is a redline 

comparison of Chiu’s abstract and specification, and a chart comparing Chiu’s 
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figures to their matching figures in the Chiu Provisional, proving that the cited 

disclosures in Chiu are supported by virtually identical disclosures in the Chiu 

Provisional. 

IV. CONCLUSION 

9. Based on the foregoing, it is my opinion that Chiu is entitled to claim 

the priority date of the Chiu Provisional. 

10. In signing this Declaration, I recognize that the Declaration will be filed 

as evidence in a contested case before the Patent Trial and Appeal Board of the 

United States Patent and Trademark Office.  I also recognize that I may be called 

upon to testify in deposition or before the Patent Trial and Appeal Board.  If called 

upon to testify, I would testify truthfully and competently to all matters stated in this 

Declaration. 

11. I reserve the right to supplement my opinions in the future to respond 

to any arguments that Patent Owner raises and to take into account new information 

as it becomes available to me. 

12. I hereby declare that all statements made herein of my own knowledge 

are true, and that all statements made on information and belief are believed to be 

true and that such statements are made with the knowledge that willful false 

statements and the like are punishable by fine or imprisonment, or both, under 

Section 1001 of Title 18 of the United States Code. 
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Dated: December 20, 2023   
 Vivek Subramanian 
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U.S. Provisional App. No. 60/976,181 vs. U.S. Patent No. 7,948,292 B1 
 

Method And Apparatus For Buffering Signals In Voltage Domains 
 

ABSTRACT 

[0052] An integrated circuit includes first and second voltage domains. The first voltage domain 
is associated with a positive voltage supply grid and the second voltage domain is associated with 
a selectably on voltage supply grid. A switch is used to selectably switch on and off the selectably 
on voltage supply grid to power the second voltage domain. A buffer cell cluster of at least on 
initial buffer cell and a pair of insulator cells is coupled to the positive voltage supply grid 
electrically independent of the nodes of a switch and is capable of buffering a feed-through signal 
having a logic one voltage level defined substantially at the voltage level of the positive voltage 
supply grid. The buffer cell cluster has two distal ends. buffer cell cluster, at one distal end, is 
coupled to a first insulator cell of the pair of cells while, at the other distal end, the buffer cell 
cluster is coupled to a second insulator cell of the pair of the cells. 

  

AMD EX1034 
AMD v. Realtek, IPR2023-00920 

Page 9



FIELD OF THE INVENTION 

[0001] The present disclosure generally relates to integrated circuits having more than one voltage 
domain and that are capable of buffering signals in the integrated circuit, and more particularly, to 
buffering signals in a voltage domain of an integrated circuit that is capable of being powered 
down independent of another voltage domain of the integrated circuit. 

BACKGROUND OF THE INVENTION 

[0002] As the explosion of electronic devices such as televisions, computers (i.e., anything 
that computes), monitors, mobile phones, personal digital assistants, handheld devices, etc. 
continue to push the technological envelope with respect to their ability to perform tasks quicker 
and better than each previous generation, size and power considerations remain important to both 
the consumer and the circuit designer. The two considerations often go hand-in-hand as a decrease 
in size of a handheld device, for instance, may require a battery source that is limited in physical 
size and therefore may require more frequent charging or replacement when compared to a 
similarly constructed battery having similar electrical properties but being larger in size. Others 
having ordinary skill in the art will also appreciate other relationships (e.g., between size and 
power) of integrated circuit components. 

[0003] It is well known that integrated circuits supplied with more than one voltage grid 
are said to have more than one voltage domain, wherein each voltage domain is associated with 
the voltage level provided by its associated voltage grid. It is further well known to selectively 
power up or power down a voltage domain by selectively providing voltage to the voltage domain's 
voltage grid. Accordingly, voltage domains may also be referred to as power domains. It is also 
well known that an integrated circuit's multiple voltage domains may have voltage levels at the 
same or different values. 

[0004] FIG. 1 illustrates a block diagram of one example of an integrated circuit 100 that 
conceptually shows features relevant to the present disclosure. The integrated circuit 100 includes 
three voltage domains: a first voltage domain 102, a second voltage domain 104 and a third voltage 
domain 106. The first voltage domain 102 and the third voltage domain 106 are associated with 
the positive voltage supply grid VDD1 108 while the second voltage domain 104 is associated 
with another voltage supply grid VDD2 109. For purposes of this example, the another voltage 
supply grid VDD2 109 is a selectably on voltage supply grid VDD2 that has a voltage level at or 
substantially at the voltage level associated with the positive voltage supply grid VDD1 108 when 
the selectably on voltage supply grid VDD2 109 is on. One or more switching cells (not 
specifically shown) having switch logic (e.g., a PMOS transistor) associated therewith are coupled 
between the positive voltage supply grid VDD1 108 and the selectably on voltage supply grid 
VDD2 109 to control whether the selectably on voltage supply grid VDD2 109 is on or off. It is 
contemplated that the another voltage supply grid VDD2 109 may be any other voltage grid that 
is always on (as compared to being selectably on) and/or that is at a different voltage level than 
the voltage level associated with the positive voltage supply grid VDD1 108. As used herein, the 
term switch logic is synonymous with the term switch and refers to any suitable integrated circuit 
component(s) capable of performing a switching function as known in the art. 

[0005] One having ordinary skill in the art recognizes that integrated circuits include 
standard cells that include logic designed, programmed or programmable to perform a particular 
circuit function. As is recognized "logic" may include any suitable combination of integrated AMD EX1034 
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circuit components (e.g., transistors). It is further recognized that standard cells in an integrated 
circuit are generally found in the lower layers of an integrated circuit (e.g., in the substrate region 
and in the lower metal layers). Returning to FIG. 1, standard cells (not specifically shown) within 
the first voltage domain 102 of the integrated circuit 100 are coupled to the positive voltage supply 
grid VDD1 108. Standard cells (not specifically shown) in the second voltage domain 104 of the 
integrated circuit 100 are coupled to the selectably on voltage supply grid VDD2 109. Similarly, 
standard cells (not specifically shown) in the third voltage domain 106 of the integrated circuit 100 
are coupled to the positive voltage supply grid VDD1 108. 

[0006] The positive voltage supply grid VDD1 108 powers the standard cells in the first 
and third voltage domains 102 and 106 of the integrated circuit 100 by supplying the positive 
voltage level associated with the positive voltage supply grid VDD1 108 to each of the standard 
cells. Similarly, the selectably on voltage supply grid VDD2 109 of the second voltage domain 
104 of the integrated circuit 100 powers the standard cells in the second voltage domain 104 of the 
integrated circuit 100. Because the selectably on voltage supply grid VDD2 109 is a voltage supply 
grid that is capable of being powered up and powered down, the standard cells in the second 
voltage domain 104 are also capable of being selectively powered up and powered down. 

 [0007] It is further recognized that additional cell types besides the standard cell as 
introduced above are used in integrated circuits to perform certain functions. For example, the 
switching cell (also introduced above) and the buffer cell (described in further detail below) are 
additional types of cells used in an integrated circuit. 

[0008] Implicit in the above discussion is the need and use of a negative voltage supply 
grid. For example, many integrated circuit components require one or more terminals coupled to 
ground or a sufficiently low voltage source or supply. FIG. 1 illustrates such a negative voltage 
supply grid as negative voltage supply grid VSS 110. Generally, each of the voltage supply grids 
(positive and negative) in an integrated circuit are associated with the upper-most metal layers, are 
arranged in a grid (as further discussed below) and are coupled to cells and/or power-ground rails 
(associated with the middle or lower layers of the integrated circuit) using a piece of metal called 
a via stack. The via stack provides electrical connectivity between the associated voltage supply 
grid and to the cells of the integrated circuit. As is known, power-ground rails (vertical or 
horizontal) are used to carry voltage from cell to cell without having to tap the voltage supply grid 
using via stacks for each cell. Each time the term "via stack" is used throughout this disclosure, it 
is recognized and contemplated that any other suitable electrical conduit or wire is and may be 
capable of similarly providing this electrical connectivity. 

[0009] The integrated circuit 100 of FIG. 1 illustrates a transmitting standard cell 112 
associated with or located in the first voltage domain 102 and a receiving standard cell 114 
associated with or located in the third voltage domain 106. The transmitting standard cell 112 is a 
standard cell that is capable of transmitting a feed-through signal 113 through the second voltage 
domain VDD2 104 of the integrated circuit 100 to the third voltage domain 106 of the integrated 
circuit 100 to, for example, the receiving standard cell 114. The feed-through signal 113 is so 
named because it is fed through another voltage domain (e.g., voltage domain 102). The feed-
through signal 113 has a logic one voltage level at or substantially at the voltage level of the 
positive voltage supply grid VDD1 108 and represents any suitable information for transmission 
from one standard cell to another standard cell in the integrated circuit 100. The information carried 
on feed-through signal 113 is carried on a metal path or any other suitable transmission conduit or 
wire capable of electrical connectivity (not specifically shown). Although FIG. 1 shows a specific 
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example of feed-through signal 113, it is known that feed-through signals may be fed through any 
number of different voltage domains and may be received by any number of suitable standard 
cells. 

[0010] It is recognized that the due to physical parameters such as length of the 
transmission path from the transmitting standard cell 112 to the receiving standard cell 114, etc., 
the signal strength of the feed-through signal 113 may be attenuated or otherwise adversely 
affected by noise and/or other electromagnetic effects if it is not buffered up to or substantially 
close to the voltage level of the feed-through signal's 113 logic one voltage level. By buffering the 
feed-through signal 113, the information conveyed on the feed-through signal 113 may be more 
reliable than it would be otherwise. It is recognized that one or more buffers in any suitable cell(s) 
(e.g., an independent buffer cell or a switching cell that includes buffer) may be coupled between 
the transmitting standard cell 112 and the receiving standard cell 114 to buffer the feed-through 
signal 113. As used herein, the term buffer is synonymous with the term buffer logic and refers to 
any suitable combination of integrated circuit components capable of performing buffering 
functions as known in the art. 

[0011] It is generally desirable to buffer feed-through signals 113 within the second voltage 
domain 104 as it is at this location where the signal strength often needs to be improved for accurate 
transmission of information to the receiving standard cell (e.g., receiving standard cell 114). Using 
the example of FIG. 1, this poses a problem because the second voltage domain 104 is capable of 
being selectively turned on and off. If a buffer is implemented in the second voltage domain 104 
such that it is powered by the selectably on voltage power grid VDD2 109, the buffer may not be 
operational (i.e., turned on) when needed. 

[0012] To address this problem, it is known to couple a buffer such as buffer 116 to the 
positive voltage supply grid VDD1 108 as shown in FIG. 1. The implementation details regarding 
the coupling of the positive voltage supply grid VDD1 108 (associated with the first voltage 
domain 102) to buffer 116 associated with or located in the second voltage domain 104 is discussed 
below. As is known, buffers may be implemented in a stand-alone cell called a buffer cell or may 
be implemented in a switching cell. However, prior art solutions either limited the location of 
buffers to specific locations and thereby fixed the number of available buffers in the second voltage 
domain 104 or required the use of or dependency upon at least one switching cell as discussed 
below. Following these prior art methodologies was costly as it limited the locations where circuit 
designers placed buffers and resulted in limiting the number of feed-through signals that could be 
fed through and buffered in a second voltage domain like second voltage domain 104 of integrated 
circuit 100. 

[0013] FIG. 2 illustrates a schematic block diagram of one example of a switching cell 200 
in accordance with the prior art. Switching cell 200 includes switching logic 202 without a buffer. 
Switching logic 202 may be any suitable logic capable of providing a switching function. In this 
example, switching logic 202 is implemented using a PMOS transistor. Switching logic 202 is 
coupled between the positive voltage supply grid VDD1 108 and the selectably on voltage supply 
grid VDD2 109. Switching logic 202 receives a sleepin signal 204 from any suitable logic, and 
based on the sleepin signal 204, switching logic 202 is capable of turning on or off the selectably 
on voltage supply grid VDD2 109. In other words, sleepin signal 204 is any suitable signal, 
information or data (e.g., but not limited to voltage levels) that represents what state (i.e., on or 
off) within which switching logic 202 should operate. In one embodiment, when the sleepin signal 
204 is equivalent to a logic 0, switching logic 202 goes "to sleep". The logic that provides the 
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sleepin signal 204 may be from any suitable source such as a processing unit (e.g., a central 
processing unit(s)) in a computing device, or any other functional cell on the same or different 
integrated circuit in which the switching cell is located. 

[0014] FIG. 3 illustrates a schematic block diagram of another example of a switching cell 
300 in accordance with the prior art. Switching cell 300 includes switching logic 202 and buffer 
logic 116. Buffer logic 116 is coupled between the positive voltage supply grid VDD1 108 and the 
negative voltage supply grid VSS 110 and operates the same as provided above with reference to 
FIG. 1. Switching logic 202 operates as described above with respect to FIG. 2. 

[0015] FIG. 4 illustrates a schematic block diagram of one example of a buffer cell 400 in 
accordance with the prior art. Buffer cell 400 implements buffer logic 116 as two inverters I 502, 
504 coupled in series and is coupled between the positive voltage supply grid VDD1 108 and the 
negative voltage supply grid VSS 110. FIG. 5 illustrates a more detailed schematic block diagram 
of the buffer cell 400 of FIG. 4 and specifically shows each inverter I 502, 504 implemented using 
CMOS transistors as is known in the art. 

[0016] FIG. 6 illustrates a top plan view 600 of a portion of integrated circuit 100 of FIG. 
1 in accordance with the prior art. FIG. 6 illustrates positive voltage supply grid VDD1 108 in 
relative relation to negative voltage supply grid VSS 110 and selectably on voltage supply grid 
VDD2 109. In this illustration, positive voltage supply grid VDD1 108 includes a plurality of 
metals that are substantially parallel to each other in a first direction (e.g., in a substantially vertical 
direction) in addition to a plurality of metals that are substantially parallel to one another in an 
orthogonal direction with respect to the aforementioned plurality of illustrated metals in the first 
direction (e.g., in a substantially horizontal direction). One having ordinary skill in the art will 
recognize that each of the negative voltage supply grid VSS 110 and the selectively on voltage 
supply grid VDD2 109 is illustrated in a similar manner. As further illustrated, the selectably on 
voltage supply grid VDD2 109 overlaps a portion of both the positive voltage supply grid VDD1 
108 and the negative voltage supply grid VSS 110. In FIG. 6, this area of overlap is indicated by 
area 104 and indicates the location of the second voltage domain 104 of the integrated circuit 100 
of FIG. 1. The area of non-overlap indicates the location of the first voltage domain 102. The 
metals associated with the positive and negative voltage supply grids VDD1 108 and VSS 110 are 
illustrated larger than the metals associated with the selectively on positive voltage supply grid 
VDD2 109 for purposes of clarity and to further illustrate that these pluralities of metals are 
typically (but not necessarily) of a larger size than the metals associated with the selectably on 
voltage supply grid VDD2 109 to avoid adverse switching effects such as a large IR drop. 

[0017] In prior art cell layouts where the substantially horizontal members of each of the 
power supply grids VDD1 108, VDD2 109 and VSS 110 are primarily used to distribute the 
associated voltage level of the grid throughout integrated circuit 100, the substantially vertical 
members of each power supply grid are primarily used to provide electrical connectivity to cells 
within corresponding and respective voltage domains. According, the substantially horizontal 
members are typically located in a higher metal layer than the corresponding substantially vertical 
members of the power supply grids. The opposite is true for prior art cell layouts that use 
substantially horizontal members for providing electrical connectivity to cells with corresponding 
and respective voltage domains and use substantially vertical members for distribution throughout 
the integrated circuits. Via stacks are used to couple vertical and horizontal members of like 
voltage supply grids. 
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[0018] In prior art cell layouts where the substantially horizontal members of each of the 
voltage supply grids VDD1 108, VDD2 109 and VSS 110 are primarily used to distribute the 
associated voltage level of the grid throughout the integrated circuit 100, such as that shown in 
FIG. 6, switching cells without buffers 200 and switching cells with buffers 300 are generally 
placed or otherwise located beneath the substantially vertical metals highlighted by areas 606 and 
coupled between the substantially vertical members of positive voltage supply grid VDD1 108 and 
the selectably on voltage supply grid VDD2 109 using via stacks. It is further recognized that the 
ideal location for placement of a switching cell with or without a buffer 200, 300 is below the 
intersection of the substantially vertical members of both the positive voltage supply grid VDD1 
108 and the selectably on voltage supply grid VSS 109 with the substantially horizontal members 
of the same grids as indicated by the area labeled with reference numeral 608. This location is 
considered ideal to the extent that the distance from the substantially horizontal positive voltage 
supply grid VDD1 108 (for distribution) to the substantially vertical positive voltage supply grid 
VDD1 108 (for cells) to the substantially vertical selectably on voltage supply grid VDD2 109 (for 
cells) to the substantially horizontal selectably on voltage supply grid VDD2 109 (for distribution) 
is minimized. 

[0019] A first prior art solution to adding buffers to the layout described above placed a 
switching cell having buffer logic 300 in one or more consecutive rows of the integrated circuit 
layout along the columns highlighted by areas 606 of FIG. 6. Accordingly, this prior art solution 
formed a column of switching cells with buffer logic 300 substantially along or substantially 
beneath the substantially vertical members of the positive and selectably on voltage supply grids 
VDD1 108 and VDD2 109 ("in the columns 606"). The space (identified by reference numeral 
609) between each column 606 of switching cells is filed with other cells, namely standard cells 
associated with or located in the second voltage domain 104. In this solution, numerous via stacks 
were used to tap the appropriate voltage supply grid (e.g., VDD1 for switching cells 300 and VDD2 
for standard cells) and vertical power-ground rails were used to couple one or more adjacent cells 
vertically when said adjacent cells are not coupled to said associated voltage supply grid. Although 
this was advantageous to the extent that it provided buffers for feed-through signals in the second 
voltage domain 104 of the integrated circuit 100, it limited the number of feed-through signals that 
could be passed through a particular area to the number of available rows as the only buffers 
available were located in switching cells 300. 

[0020] A second prior art solution to adding buffers to the layout described above 
recognized that switching logic was not needed in every row along columns 606. In place of certain 
switching cells with buffer logic 300, this solution placed buffer cells 400 in the columns 606. 
Similar to the first solution, the spaces 609 in between columns 606 is filed with other cells, namely 
standard cells associated with or located in the second voltage domain 104 and all cells are coupled 
vertically to the respective voltage supply grid. While this second solution was an improvement 
over the first solution in that it offered a savings in area (due to the replacement of switching cells 
with buffer logic 300 with buffer cells 400), the solution retained a fixed number of feed-though 
buffers 116 and presented circuit designers with the possibility of running out of buffers in high 
congestion areas of feed-through signals. 

[0021] A third prior art solution to adding buffers to the layout described above required 
the use of pairs of switching cells and created an area for the placement of buffers therebetween. 
For example, a switching cell (with or without buffer logic 200, 300) is placed in a row of the 
integrated circuit layout in a first column 606 and a corresponding switching cell of the pair of 
switching cells is placed in a second column 606 in the same row of the integrated circuit layout. 
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It is recognized that the adjectives "first" and "second" are used to merely distinguish columns of 
columns 606. For the space 609 in between corresponding pairs of switching cells (i.e., the space 
along the same row), a horizontal power-ground rail at the voltage level of the positive voltage 
supply grid VDD1 108 is placed to supply buffer cells 400 and other cells that do not require the 
selectively on voltage supply grid VDD2. In other words, each pair of switching cells forms a 
boundary using a first switching cell of the pair of switching cells as a left-most boundary and 
using a second switching cell of the pair of switching cells as a right-most boundary. 
Therebetween, buffer cells 400 are located. This solution, however, does not permit the placement 
of standard cells associated with the selectably on voltage supply grid VDD2 in the space and 
corresponding rows that have a pair of switching cells in columns 606. In space and rows that do 
not have pairs of switching cells in columns 606, any type of standard cell (or other cell) may be 
placed as recognized by those in the art. Although this solution allowed for the expansion of buffer 
cells 400 into rows, a buffer cell 400 could only be placed in a row of an integrated circuit layout 
also having a pair of switching cells in that same row to selectively switch on and off the selectably 
on power supply voltage grid VDD2 109. In other words, buffers in this solution are dependent on 
switching cells 200, 300. Thus, this solution also limited the number of buffers available in an 
integrated circuit by the number of switching cells present and the number of buffers located in 
the space and corresponding row between pairs of switching cells. The solution also wasted space 
by not permitting the placement of standard cells in the space and corresponding row between 
pairs of switching cells. 

[0022] Accordingly, a need exists for an integrated circuit having buffer cells located in 
more convenient and numerous locations so that more efficient buffering of feed-through signals 
may occur. A need further exits for such an integrated circuit having these advantages while also 
having a grid arrangement of voltage supply grids. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0023] The invention will be more readily understood in view of the following description 
when accompanied by the below figures and wherein like reference numerals represent like 
elements. 

[0024] FIG. 1 illustrates a block diagram of one example of an integrated circuit in 
accordance with the prior art. 

[0025] FIG. 2 illustrates a schematic block diagram of one example of a switching cell in 
accordance with the prior art. 

[0026] FIG. 3 illustrates a schematic block diagram of another example of a switching cell 
in accordance with the prior art. 

[0027] FIG. 4 illustrates a schematic block diagram of one example of a buffer cell in 
accordance with the prior art. 

[0028] FIG. 5 illustrates a more detailed schematic block diagram of the buffer cell of FIG. 
4. 
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[0029] FIG. 6 illustrates a top plan view of a portion of the integrated circuit of FIG. 1 in 
accordance with the prior art. 

[0030] FIG. 7 illustrates a top plan view of a portion of an integrated circuit in accordance 
with one embodiment of the present disclosure. 

[0031] FIG. 8 illustrates a top plan view of a portion of the second voltage domain of the 
integrated circuit of FIG. 7 in accordance with one embodiment of the present disclosure. 

[0032] FIG. 9 illustrates an exploded top plan view of one segment of the portion of the 
integrated circuit of FIG. 8. 

[0033] FIG. 10 illustrates a top plan view of region of the segment of the integrated circuit 
of FIG. 9 in further detail. 

[0034] FIG. 11 illustrates a block diagram of a processing environment capable of 
executing instructions stored in memory in accordance with one embodiment of the present 
disclosure. 

DETAILED DESCRIPTION 

[0035] Generally, the present disclosure provides an integrated circuit and memory for 
designing an integrated circuit having buffer cells to improve buffering of feed-through signals in 
a voltage domain. The integrated circuit of the present disclosure includes at least first and second 
voltage domains. The first voltage domain is associated with a positive voltage supply grid while 
the second voltage domain is associated with a selectably on voltage supply grid. A switch having 
a first and second node is used to selectably switch on and off the selectably on voltage supply 
grid to power the second voltage domain. A buffer cell cluster of at least one initial buffer cell and 
a pair of insulator cells is coupled to the positive voltage supply grid and is electrically independent 
of the nodes of the switch and is capable of buffering a feed-through signal having a logic one 
voltage level defined substantially at the voltage level of the positive voltage supply grid. In one 
embodiment, the buffer cell cluster has two distal ends such that the buffer cell cluster, at one distal 
end, is coupled to a first insulator cell of the pair of insulator cells. At the other distal end, the 
buffer cell cluster is coupled to a second insulator cell of the pair of insulator cells. 

[0036] In one embodiment, the integrated circuit also includes a plurality of standard cells 
associated with the first voltage domain such that they are powered by the positive voltage supply 
grid. The plurality of standard cells includes at least one transmitting standard cell that generates 
the feed-through signal. The integrated circuit, in one embodiment, includes a plurality of standard 
cells associated with the second voltage domain such that they are powered by the selectably on 
voltage supply grid. The standard cells of each of the first and second voltage domains perform 
one or more functions of the integrated circuit. 

[0037] In one embodiment, the integrated circuit also includes a third voltage domain that 
is also associated with the positive voltage supply grid. A plurality of standard cells are associated 
with the third voltage domain such that they are powered by the positive voltage supply grid. The 
plurality of standard cells associated with the third voltage domain includes a receiving standard 
cell that receives the buffered feed-through signal. 
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[0038] With such an integrated circuit, the needs provided above are met for at least the 
reason that designers are provided greater flexibility in the number and placement of buffer cells 
in an integrated circuit capable of supporting feed-through signals in a voltage domain. 

[0039] In the following detailed description, numerous specific details are set forth in order 
to provide a thorough understanding of the present disclosure. It will be apparent to one of ordinary 
skill in the art, however, that these specific details need not be used to practice the present 
disclosure. In other instances, well-known structures, interfaces and processes have not been 
shown or described in detail in order not to unnecessarily obscure the present invention. 

[0040] FIG. 7 illustrates a top plan view 700 of one example of a portion of an integrated 
circuit such as integrated circuit 100 in accordance with one embodiment of the present disclosure. 
The top plan view 700 is similar to the top plan view 600 of FIG. 6 with common elements 
illustrated with common reference numerals. Further, areas 702 and 704 are meant to refer to the 
same or substantially the same region as defined by areas 606 and 609, respectively, of FIG. 6. It 
is further recognized that the pitch, i.e., the space between metals of the voltage supply grids, may 
vary than as illustrated in FIG. 7. In other words, the relative spacing between metals is not fixed 
and may be varied, as appreciated by one having ordinary skill in the art, without departing from 
the scope of the present disclosure. The same is true with respect to the pitch in FIGsS. 8-10. 

[0041] Returning to FIG. 7, any combination of buffer cells 400 and switching cells 200, 
300 may be placed in area 702. In contrast to any of the prior art solutions described above, buffer 
cells 400 may be placed in space 704 to form buffer cell clusters, without the restraints of being 
associated with a switching cell, and non-buffer cells such as standard cells associated with the 
second voltage domain 104 may be placed elsewhere in space 104. Unlike the first and second 
prior art solutions, buffer cells are not precluded from being placed in the columns 606. Unlike the 
third prior art solution, pairs of switching cells 200, 300 are not needed or required and therefore 
do not create regions for the exclusive placement of buffer cells. As is recognized, this provides 
additional flexibility in the number of buffers 116 available and further provides greater usage of 
space 704 for other types of cells (e.g. standard cells). 

[0042] FIG. 8 illustrates a top plan view of an exemplary portion 800 of the second voltage 
domain 104 of the integrated circuit of FIG. 7 and further shows the physical placement of cells in 
this portion 800 of the second voltage domain 104. The specific embodiment of FIG. 8 illustrates 
two substantially vertical and parallel metals of the positive voltage supply grid VDD1 108 (each 
of which is implemented using two metals), two substantially vertical and parallel metals of the 
selectably on voltage supply grid VDD2 109 and a substantially vertical metal of the negative 
voltage supply grid VSS 110. FIG. 8 also illustrates the placement of initial buffer cells 400 along 
the region defined by columns 702 of FIG. 7. Buffer cell clusters 804 are also illustrated and 
include the initial buffer cells 400 in columns 702 and may also, in one embodiment, include 
additional buffer cells 400 that are placed adjacent to and, in some instances, on either side of 
initial buffer cells 400 in columns 702. Each buffer cell cluster 804 has two distal ends. On each 
distal side or end of the buffer cell cluster 804 an insulator cell 806 is coupled thereto as part of 
the buffer cell cluster 804. 

[0043] In the embodiment of FIG. 8, switching cells 200, 300 may be located in the regions 
having labels 808. FIG. 8 further illustrates a plurality of horizontal lines. Each of these horizontal 
lines represent: (1) a row boundary of the IC floor plan or layout; and (2) a power-ground rail. 
Power ground rails 810 are power-ground rails at the voltage level of the selectably on voltage 
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supply grid VDD2 109. Power-ground rails 812 are power-ground rails at the voltage level of the 
negative voltage supply grid VSS 110. Although the power-ground rails are illustrated as spanning 
the entire portion 800 of the second voltage domain 104, it is recognized that the power-ground 
rails are only necessary to the extent cells requiring this voltage for operation are placed in these 
regions. FIG. 8 further illustrates voltage rail 814 at the voltage level of the positive voltage supply 
grid VDD1 108. Voltage rail 814 is the voltage rail used by the buffer cells 400 to convey the 
voltage of the positive voltage supply grid VDD1 108 from the initially-placed buffer cell 400 in 
column 802 to each other buffer cell 400 in the buffer cell clusters 804. Each of the power-ground 
rails 810, 812 and the voltage rail 814 are located in intermediate metal layers of the integrated 
circuit. 

[0044] Implicit in the above discussion is that a variety of other cells may be located in 
portion 800 of the second voltage domain 104 of FIG. 8 (e.g., in space 704). This is made possible, 
in part, by the use of insulator cells 806 (as discussed below) and is in contrast to at least the third 
prior art solution. For instance a plurality of standard cells 816 are located in the segment 818 of 
the portion 800 of the integrated circuit. However, any number of standard cells and/or other cells 
may be located in a variety of other "empty" cell positions. As also illustrated in this embodiment, 
each of the standard cells 816 are single row height cells. Conversely, each of the buffer cells 400 
and insulator cells 806 are double row height cells. Each of the cells in the portion 800 are located 
at the lower metal layers and the substrate layer. The integrated circuit components/elements of 
segment 818 are illustrated in further detail in FIG. 9. 

[0045] FIG. 9 illustrates an exploded top plan view of segment 818 of the portion 800 of 
the integrated circuit of FIG. 8. The exploded top plan view of segment 818 of FIG. 9 more clearly 
illustrates the plurality of standard cells S 816 in addition to via stacks 902 used to couple buffer 
cells 400 in columns 802 to the positive voltage supply grid VDD1 108. Each other buffer cell 400 
in the buffer cell clusters 804 are coupled to the buffer cell 400 in the column 804 in such a manner 
as to form the voltage rails 814 at the voltage level of the positive voltage supply grid VDD1 108. 
Buffer logic 116 in each of the buffer cells 400 of buffer cell cluster 804 taps the voltage level of 
the positive voltage supply grid VDD1 108 from voltage rail 814 to buffer its associated feed-
through signal 113. FIG. 9 further highlights a region 906 of segment 818. This region 906 is 
further discussed with reference to FIG. 10. 

[0046] FIG. 10 illustrates a top plan view of region 906 of segment 818 of the portion of 
the integrated circuit of FIG. 9 in further detail. FIG. 10 more clearly illustrates an exemplary 
placement of the power-ground pins 1002 of each of the cells in region 906 that are coupled to the 
power-ground rails 810 at the voltage level of the selectably on positive voltage supply grid VDD2 
110. An exemplary location of the power-ground pins 1004 of each of the cells in region 906 that 
are coupled to the power-ground rails 812 at the voltage level of the negative voltage supply grid 
VSS 110 is also provided. FIG. 10 also illustrates an exemplary placement of the positive voltage 
supply grid pins 904 of each of the buffer cells 400 that are coupled to form the voltage rail 814 at 
the voltage level of the positive voltage supply grid VDD1 108 for the buffer cell cluster. The 
insulator cell 806 located between the buffer cells 400 and the standard cells 816 is illustrated to 
show that it insulates voltage rail 814 from the remainder of the cells (e.g., the adjacent standard 
cells 816, which are powered by the selectably on voltage supply grid VDD2 109). In one 
embodiment, insulator cell 806 is any suitable insulating cell that performs this function such as 
an n-well cap cell as is known in the art. 
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[0047] FIG. 11 illustrates a block diagram of processing environment 1100 capable of 
executing instructions stored in memory 1102 in accordance with one embodiment of the present 
disclosure. As is recognized, processing environment 1100 may be implemented using one or more 
integrated circuits. As shown, memory 1102 is coupled to one or more processors 1104. Memory 
1102 may be any suitable volatile or non-volatile memory device or memory devices such as, but 
not limited to, system memory, frame buffer memory, flash memory, etc. In one embodiment, 
memory 1102 is a random access memory. The one or more processors 1104 may be any suitable 
processing device or devices having any number of processing cores such as, but not limited to, a 
microprocessor, microcontroller, digital signal processor, processing engine, hardware accelerator, 
or any combination thereof. In one embodiment, the one or more processors 1104 is coupled to 
monitor 1106, which is any device or devices capable of visually reproducing display information 
from the one or more processors 1104 such as, but not limited to, a CRT or a LCD display. In one 
embodiment, the one or more processors 1104 is coupled to other memory 1108, which may be 
any suitable volatile or non-volatile memory device or memory devices such as, but not limited to, 
system memory, frame buffer memory, flash memory, etc. In one embodiment, the one or more 
processors 1104 may be coupled to one or more peripheral input devices 1110 such as, but not 
limited to, a keyboard. 

[0048] Memory 1102 includes executable instructions stored thereon that are capable of 
being executed by the one or more processors 1104 using known techniques. When the executable 
instructions from memory 1102 are executed by the one or more processors 1104, the one or more 
processors 1104 provide an integrated circuit layout that is capable of being used or followed to 
fabricate an integrated circuit such as the integrated circuit from FIGS. 7-10. In this manner, the 
executable instructions in memory 1102 may take the form of an IC design tool. As is appreciated, 
a variety of design parameters may be input for the design of a suitable integrated circuit to meet 
a designer's specific criteria. In one embodiment, the one or more processors 1104 stores the 
provided integrated circuit layout to one of the memory 1102 and the other memory 1108 for 
storage therein. For example, the layout may be stored in a frame buffer or may be stored on a 
suitable disc such as a CD-ROM. In one embodiment, the one or more processors 1104 may 
provide the integrated circuit layout to the monitor 1106 for display thereon. 

[0049] Among other advantages, the above discussion enables an integrated circuit having 
multiple voltage domains to buffer more feed-through signals than prior art methodologies 
contemplated. In the embodiment where the first voltage domain is always on and the second 
voltage domain is selectably on, the buffers are said to be always on buffers because they are 
coupled to the a positive voltage grid that is always on. It is recognized, that the above disclosure 
causes minimal routing impact for feed-though signals. That is, a circuit designer can place signal 
ports as close as possible to their destination without having to worry about routabililty through, 
e.g., a second voltage domain... Also, by using voltage rails 814 at the voltage level of VDD1 108, 
and by tapping it with an initial buffer cell 400 for distribution to the additional buffer cells 400 in 
each buffer cluster 804, the power is tapped minimally. It is recognized that the usage of the voltage 
rails 814 may be considered to be tapping power by abutment of adjacent buffer cells 400 in the 
buffer cluster 802. It is also recognized that the usage of insulator cells 806 such as n-well caps 
has a very small impact on the area of the buffer clusters in the integrated circuit. 

[0050] The present disclosure allows multiple feed-through signals to cross the second 
voltage domain from the first voltage domain. The multiple feed-through signals cross the second 
domain through the use of always-on feed-through buffers. The first or initial buffer gets its power 
supply by tapping to the positive voltage supply grid. The adjacent buffers are simply abutted to 
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the first buffer and through metal abutment these adjacent buffers will get the voltage supply. This 
avoids a need of locating the power grid and avoids the need of using multiple via taps from the 
main or positive voltage supply grid for the adjacent buffers. 

[0051] It will also be recognized that the above description describes mere examples and 
that other embodiments are envisioned and covered by the appended claims. For example, it is 
recognized that power-ground rails 810 may be at the voltage level of the negative voltage supply 
grid VSS 110 while power-ground rails 812 may be at the voltage level of the selectably on voltage 
supply grid VDD2109VDD2 109. In other words, the cell structure and power-ground pins 1002 
and 1004 may vary so long as both VSS and VDD2 are provided to the cell as required. It is 
therefore contemplated that the present invention cover any and all modifications, variations or 
equivalents that fall within the spirit and scope of the basic underlying principles disclosed above 
and claimed herein. 
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