Efficient Matching of Pictorial Structures*

Pedro F. Felzenszwalb
Artificial Intelligence Laboratory
MIT
Cambridge, MA 02139
pff @ai.mit.edu

Abstract

A pictorial structureisa collection of partsarranged in
a deformable configuration. Each part is represented us-
ing a simple appearance model and the deformable config-
uration is represented by spring-like connections between
pairs of parts. While pictorial structures were introduced
a number of years ago, they have not been broadly applied
to matching and recognition problems. This has been due
in part to the computational difficulty of matching pictorial
structures to images. In this paper we present an efficien-
t algorithm for finding the best global match of a pictorial
structure to an image. With thisimproved algorithm, picto-
rial structures provide a practical and powerful framework
for qualitative descriptions of objects and scenes, and are
suitable for many generic image recognition problems. We
illustrate the approach using simple models of a person
and a car.

1 Introduction

In this paper we consider the problem of matching pic-
torial structures to images, as introduced by Fischler and
Elschlager [7] nearly 30 years ago. A pictoria structure
is a collection of parts arranged in a deformable config-
uration. The deformable configuration is represented by
spring-like connections between the parts. The matching
problemisthat of finding the best placement of the partsin
an image, where the quality of a placement depends both
on how well each part matches the image and on how well
the placements agree with the deformabl e configuration.

The main contribution of our work is the developmen-
t of an efficient matching algorithm for a natural class of
pictoria structures. A secondary contribution is providing
aBayesian interpretation of the problem, in terms of MAP
estimation. The running time of our algorithm is optimal,
inthe sensethat it runs as quickly as simply matching each
part separately, without accounting for the rel ationshipsbe-
tween parts. In practice the algorithm is also fast, finding
the globally best match of apictorial structureto animage
injust afew seconds.
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Pictorial structures provide a powerful framework for
qualitative descriptions of objectsand scenes, making them
suitable for many generic image recognition problems. In
[7] andin[6], pictorial structures were used to form gener-
ic models of a human face. Simple generic appearance
models were used for parts such as the eyes, mouth, etc.,
and the connections between parts ensured that the geomet-
ric arrangement of the partswas face-like. In[13], pictorial
structures were used to model generic scene concepts such
as awaterfall, a snowy montain, or a sunset. For example,
a waterfall was modeled as a bright white region (water)
in the middle of darker regions (rocks). The method that
we present in this paper can be used to efficently solve
a broad range of generic recognition problems, including
those investigated in [7, 6, 13], as well as the recognition
of articulated objects.

Following [7], a deformable configuration is represent-
ed by pairwise relationships between the locations of the
parts. Certain pairs of parts are connected by virtual
“springs’ that pull one part to be in a given relative loca-
tion with respect to the other. These “springs’ can enforce
different kinds of relationshipsbetween thelocations of the
parts. For example, in the person model in Section 6.1, the
body parts of a person are connected together by flexible
revolute joints. This alows the limbs to move while re-
maining connected. In the car model in Section 6.2, the
wheels of a car are connected to the body using a flexible
prismatic joint. This allows the wheels to move along the
bottom of the car but not in any other direction.

The matching problem as posed in [7] involves mini-
mizing a certain energy function which takes into account
both the “spring” forces between parts and the match qual-
ity for each part. Minimizing this energy isahard problem
in general. We develop a new solution to this minimiza-
tion problem for anatural class of pictoria structures. This
method requires that the set of relationships between part-
s form atree structure, and that the relationships between
each pair of parts be of a particular form. The restriction
to a tree structure allows us to use standard dynamic pro-
gramming techniques, and the restriction in the form of the
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pairwise rel ationship between partsallows usto use anovel
generalization of distance transforms.

Restricting the relationships between parts to a tree
structure is natural because the connections between parts
of many animate objects form a tree corresponding to the
skeletal structure. Many other kinds of objects can be rep-
resented as a star-graph, where thereis one central part that
all the other parts are connected to. For instance, in mod-
eling a car the wheels and windows can all be positioned
relative to the body. The restriction that we impose on the
form of the pairwise relationships between parts similar-
ly alows a broad range of objects to be modeled, such as
those with flexible revolute joints as we use in modeling a
person and flexible prismatic joints as we use in modeling
acar.

We present examplesillustrating that the algorithm en-
ables efficient search of an image for the globally best
match of relatively generic objects, such as a*“dark-haired
fair-skinned person wearing a blue shirt and black pants’
ora‘“redcar”.

2 Reated Work

As noted in the introduction, we use the same frame-
work as Fischler and Elschlager [7], posing the matching
problem as energy minimization. They also proposed a dy-
namic programming approach as we do here. There are t-
wo key differencesin our work. First, we focus specifically
on the case of tree-structured objects, because they are an
interesting class that can be efficiently recognized. Second,
we develop amethod that is linear rather than quadratic in
the number of possible placements for each part. Thisdif-
ference is important because the quadratic time method is
simply not of practical use for most cases.

In the introduction we discussed the work of [13] and
[6], both of whom use pictorial structures. In [13], only
coarse pictorial structures are used and no agorithm is p-
resented. Thework in [6] uses a similar energy function to
the one presented here. Intheir work instead of having con-
nections between pairs of parts, al parts are constrained
with respect to a central coordinate system, this makes it
impossible to represent objects with more than one articu-
lation point. Moreover, they only give heuristic algorithms
that don’t necessarily find the global optimal solution. Our
approach can find the globally optimal match for this kind
of model by locating each part relative to avirtual part that
acts as the central coordinate system.

There are many approaches to recognizing models rep-
resented by parts and connections or constraints between
the parts, such as[8],[2],[9],[5] and [12]. While these tech-
niques address a similar problem to the matching of pic-
torial structures, one key difference is that they all make
hard (yes or no) decisions as to whether a given location
in the image can contain a given part. These methods then
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seek aset of such detected partsthat are arrangedin avalid
configuration. Moreover, al such valid configurations are
treated as being equally good. The use of binary decisions
is not well suited to ssimple qualitative parts models such
as the ones used in this paper and in other applications of
matching pictoria structures|[7, 13, 6]. With simple gener-
ic part models, it is better to determine how well each part
matches at each location, rather than only finding accept-
able locations for the parts. The work in [14] is similar to
ours, in that it represents articulated objects using a tree
of dependencies between parts. Again, however, all valid
configurationsof the partsaretreated as equally good. Fur-
thermore, the algorithm presented in [14] is for local min-
imization only, as opposed to a global match that searches
over al possible placements of the model as is done here.

3 TheRecognition Framework

We are concerned with representing pictorial structures
using the schemefirst proposed in [7]. A pictoral structure
isrepresented as a collection of parts, with connections be-
tween certain pairs. A natural way to express such a mod-
el isinterms of agraph G = (V, E) where the vertices

V = {v1,...,v,} correspond to the parts and there is an
edge (v;,v;) € E for each pair of connected parts v; and
’Uj.

An instance of apart in an imageis specified by aloca-
tion [. For the examplesin this paper, | specifies position,
rotation, and scale parameters for simple two dimensional
parts. For each part v;, amatch cost function m;(I,1) mea-
sures how well the part matches the image I when placed
at location [. The examplesin this paper use fairly simple
template matching for this cost function. Other possibili-
tieswould be to use more complex apperance models (e.g.,
[15]) or edge based techniques (e.g., [10]).

The connections between parts indicate relationships
between their locations. For each connection (v;, v;) there
is a deformation cost function d;;(l;,1;) measuring how
well the locations; of v; and [; of v; agree with the object
model. For instance, in the person model in Section 6.1
the connections enforce that the body parts of a person be
arranged in a human-like configuration.

A configuration L = (Iy,...,1,) specifies a location
for each of the partsv; € V' with respect to theimage. The
goal isto find the best such configuration, as measured by
the match cost for the individual parts and by the pairwise
cost for the connected pairs of parts. Following [7], we
express this best match as,

Z dij(li,lj) + Z mi(lali))

L* = arg rngn
(vi,vj)EE v, €V
)

The form of this minimization problem is quite general,
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and it appearsin a number of problemsin computer vision,
such asMAP estimation of Markov Random Fields (MRF-
s) and optimization of dynamic contour models (snakes).

In its most general form the minimization in (1) takes
exponential time, O(m™) where m is the number of dis-
crete values for each [; and n is the number of verticesin
the graph. However when the graph G = (V,E) has a
restricted form, the problem can be solved more efficient-
ly. For instance, with first-order snakes the graph is simply
a chain, which enables a dynamic programming solution
that takes O(m?n) time ([1]). Moreover, with snakes the
minimization is done over a small number of locations for
each vertex (e.g., the current location plus the 8 neighbors
on the image grid). This minimization is then iterated un-
til the change in energy is small. The key to an efficient
solution is that the number of locations, m, be small, as
the dynamic programming solution is quadratic in m. An-
other source of efficient algorithms has been in restricting
d;; to aparticular form. This approach has been particular-
ly fruitful in some recent work on MRFs ([4, 11]). In our
algorithm, we use constraints on both the structure of the
graph and the form of d;;.

For the matching problem that we consider here, the
graph structure can in principle be arbitrary. However,
as discussed in the introduction, many objects can natu-
rally be represented using tree structures. By restricting
the graphs to trees, a similar kind of dynamic program-
ming can be applied to trees as is done for chains, making
the minimization problem polynomial rather than exponen-
tial time. The precise technique is described in Section 4.
However, this O(m?n) algorithm is not practical, because
the number of possible locations for each part, m, is gen-
erally quite large. When searching for the best possible
match of a pictoria structure to an image, there is no nat-
ural way to limit this location space. Even if the location
parameters are coarsely sampled — say with 50 values each
for z-trandation, y-trandation, rotation and scale — m is
already over six million.

We investigate a restriction of the pairwise cost func-
tion, d;;, that yields a minimization agorithm which runs
in O(mn) rather than O(m?n) time. This makes it quite
practical to find the globally optimal match of a pictorial
structure to an image, up to the discretization of the pos-
sible locations. Intuitively the pairwise cost function mea-
sures the degree to which the model is deformed, increas-
ing as connected parts are moved away from their ideal
relative locations. We restrict d;; to the following form,

dij(li, ;) = [|T3; (L) — T (1) ] @)

where || - || is some norm (recall that a norm obeys the
properties of identity, symmetry and triangle inequality),
and T;;,T}; are invertible functions. We further require
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that it be possible to discretize 7';(;) in a grid. Intu-
itively, the deformation cost is restricted to be a distance
between reparameterized location vectors. The functions
T;; and Tj; together capture the ideal relative configura:
tion of the parts v; and v;. That is, if I; and I; specify
ideal locations of v; and v; with respect to one another,
then T3;(l;) = Tj:(I;). The norm then measures the de-
gree of deviation from this ideal relative configuration. In
Section 6.1 we show how d;; can behavelike aflexiblerev-
olute joint between two parts and in Section 6.2 we show
how it can behave like a flexible prismatic joint.

4 Efficient Minimization

In this section we show how to use dynamic program-
ming to find the configuration L* = (I}, ...,1*), minimiz-
ing equation (1) when the graph G is atree. Thisis an
instance of a known class of dynamic programming tech-
nigues and is a generalization of the technique for chains
that is used in solving snakes problems (e.g., [1]). The
computationinvolvesn — 1 functions, each of which speci-
fiesthe best |ocation of one part with respect to the possible
locations of another part.

Given atree G = (V, E), let v, € V be an arbitrarily
chosen root vertex. From thisroot, each vertex v; € V has
adepth d; which is the number of edges between it and v,
(and the depth of v,. is0). Thechildren, C; of vertex v; are
those neighboring vertices, if any, of depth d; + 1. Every
vertex v; other than the root has a unique parent, which is
the neighboring vertex of depth d; — 1.

First we note that for any vertex v; with no children
(i.e, any leaf of the tree), the best location I} of that ver-
tex can be computed as a function of the location of just
its parent, v;. The only edge incident on v; is (v;,v;)
and thus the only contribution of /; to the energy in (1)
isdi;(l;,1;) +m;(1,1;). Hence the quality of the best lo-
cation of v; given location I; of v; is

Bj(l;) = H}Jin (dij(lis 1j) +my(1,15)) 3

and the best location of v; as a function of {; can be ob-
tained by replacing the min in the equation above with
argmin.

For any vertex v; other than the root, assume that the
function B.(l;) is known for each child v, € C;. That is,
the quality of the best location of each child is known with
respect to the location of v;. Then the quality of the best
location of v; given the location of its parent v; is

B;(li) = min (dij(li,lj) +my(LG) + Y Bc(l]-)>

'UCECJ‘
4
Again, the best location of v; as a function of {; can be
obtained by replacing the min in the equation above with
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arg min. Note that this equation subsumes (3) because for
aleaf node the sum over its childrenis simply empty.

Finally, for theroot v,., if B.(I,-) isknown for each child
v. € C, then the best location of theroot is

+ X 80)

Iy = argnllin (mr Ll,)
" ve€CH

That is, the minimization in (1) can be expressed recur-
sively intermsof then — 1 functions B; (1;) for each vertex
v; € V (other than the root).

These recursive equations in turn specify an algorithm.
Let d be the maximum depth node in the tree. For each
node v; with depth d, compute B; (1;), where v; is the par-
ent of v;. Theseareall leaf nodes, so clearly B;(I;) can be
computed asin (3). Next, for each node v; with depth d—1
compute B; (;), where again v; isthe parent of v;. Clearly
B(l;) has been computed for every child v, of v;, because
the children are of depth d. Thus B;(l;) can be computed
asin (4). Continuein this manner, decreasing the depth un-
til reaching the root at depth zero. Besides computing each
B; we also compute B}, which indicates the best location
of v; as afunction of its parent parent location (obtained
by replacing the min in B; with argmin). At this point
we compute the optimal location [ of the root. The opti-
mal location L* of all the parts can now be computed by
tracing from the root to each leaf. That is, we know the
optimal location of v; given the location of its parent, and
the optimal location of each parent is now known starting
from the root. The overall running time of this algorithm
isO(nM), where M isthetime required to compute each
Bj(l;) and B}(l;). We now show how to compute B;(;)
and Bj(l;) in O( ), yielding an O (mn) algorithm overall.

5 Generalized Distance Transforms

Traditional distance transforms are defined for sets of
points on a grid. Given a point set B C G, the distance
transform specifies for each location in the grid, the dis-
tance to the closest point in the set,

Di(z) = min ||z - w]

In order to compute the distance transform, it is commonly
expressed as
Dp(2) = min (|lz — wl| + 15(w)) ©)
where 15 (w) is an indicator function for membership in
the set B, that has the value 0 when w € B and oo other-
wise. The algorithm presented in [3] to compute (5) effi-
ciently, still works if we replace the indicator function by

an arbitrary function on the grid. This suggests a general-
ization of distance transforms to functions as follows. Let
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the distance transform of a function f defined over a grid
G be
Dy(z) = min (|lz — w]| + f(w)) (6)

Intuitively, for each grid location z, this function finds a
location w that is close to z and for which f(w) is small.
Note that differences between the value of D, at two lo-
cations are bounded by the distance between the locations,
regardless of how quickly the function f changes. In par-
ticular, if there is alocation where f(z) has a small value,
Dy will have small value at z and nearby locations.

Giventherestricted form of d;; in equation (2), equation
(4) can be rewritten as a generalized distance transform,

Bj(l;) = Dy(T3;(1:))

where

flw) =m; (LT (w) + Y BT},

and the grid G specifies a discrete set of 77;(1;) that are
considered during the minimization (thisin turn specifiesa
discrete set of locations ;).

The algorithm in [3] for computing (5) runsin O(mD)
timefor m locations on a D-dimensional grid. Asjust not-
ed, this same algorithm works for (6). In general the di-
mension D isasmall fixed number. Inthis paper thegridis
the four-dimensional space of, z-trandlation, y-translation,
rotation #, and scale s. In order to compute (6) under the
Ly norm in this four-dimensional parameter space, an ar-
ray D[z,y, 0, s] isinitialized to the values of the function
f(w). Thefirst pass over this array goes from the mini-
mum [z, y, 6, s] location (in order of increasing z, then y,
then 6, then s) computing

Diz,y,0,s] = min(D[z,y,6,s],
D[z —1,y,0,s] + k,
D[mvy - 1,9,8] +kyv
D[xvyae - ]-78] +k97
Diz,y,0,s — 1] + k)

This computation is done “in place”, changing values in
the array as it goes. Note that the value z — 1 indicates
the neighbor in the z-dimension of the array, and so forth.
Theconstants &, k,, k¢ and &, account for different scales
of the axes. The second pass over the array goes from
the maximum [z, y, 8, s] location (in order of decreasing
x, then y, then 6, then s) computing
Diz,y,0,s] = min(D[z,y,6,s],

[z +1,y,0,s] + kg,
[37 y+ 1,9,8] +kyv
[37 y70+ ]-78] +k97
[

D
D
D
Diz,y,0,s + 1] + k)
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This agorithm does not consider the fact that 6 is period-
ic. Special handling of the boundary cases and two addi-
tional passes can be performed to handle this periodicity.
Computing the generalized distance transform under any
L, norm can be approximated using similar procedures.
The resulting approximation has a fixed percentage error
(see [3]). This solves the problem of computing B;(I;) in
O(m) time. The agorithm can be easily modified to keep
track of the location that gets propagated to each position
in the grid, which allow us to compute B; as we compute
B;.

6 Object Models

The experiments reported in this paper use a smple
model of a person and of a car, shown in Figures 4 and 5
respectively. The parts of these models are just rectangles
with fixed aspect ratio, an average color and a color vari-
ance. However, nothing about the matching algorithm re-
quires such smple part models. The parts can be anything
for which amatch cost can be computed efficiently at each
possible location in the image (e.g., more complicated ap-
pearance models, color or edge-based templates, etc).

The color models for the parts use the opponent color
space defined in [17]. The average color of each part was
estimated from one exampl e and the covariance matrix was
chosen by hand (currently we use a diagonal matrix instead
of afull covariance matrix). The location of each part in
the image is defined by a 4-tuple, (z,y,6,s) specifying
the position of the center of mass, the orientation and the
height of the rectangle. The match costs are computed us-
ing a convolution kernel composed of a“match” rectangle
embeddedin alarger “no match” rectangle, asillustratedin
Figure 1. To compute a match cost for a part at any given
location, we first generate a new image that measures how
much each pixel in the input image matches the color of
the part, using a truncated quadratic error function. That
is, generate I' by:

Ia,9) = min ( (1) = 1 (U w) = ). 0)

where I(z,y) is the color of pixel (z,y) in the input im-
age, 1 and ¥ are the average color and color variance of a
part, and o is an upper bound on the error. Truncating the
error function allows for partial oclusion of parts. We then
convolve I’ with the “match”/“no match” kernel at each
possible orientation and scale to generate a match cost for
the part at every location.

The connections between parts behave differently for
the person and car models. In the person model, body part-
s are connected by flexible revolute joints while in the car
model, the wheels are connected to the body by flexible
prismatic joints. These connections are described in detail
below.
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Figure 1. Convolution kernel used to compute match cost

for arectangular part.

]
SH

a b

Figure 2: Two parts of the person model, (a) in their own
coordinate system and (b) the ideal configuration of the
pair.

6.1 Person Mode

For the person model, the deformation costs model flex-
ible revolute joints between two connected parts. A pair of
connected parts isillustrated in Figure 2. The location of
thejoint is specified by two points (z;;,y;;) and (z;,y;:),
one in the coordinate frame of each part, as indicated by
circlesin Figure 2a. In an ideal configuration these points
coincide, asillustrated in Figure 2b. The ideal relative ori-
entation is given by 6;;, the angle between the main axes
(in the “height” direction). Theideal relative size is given
by s;;, theratio of the two heights.

Given the observed locations I; = (0, s;, z;,y;) and
l; = (0j,s5,x5,y;) of two parts, the deformation cost
measures the deviation between the ideal values and these
observed values. Each joint specifies weights wf] wi;,
wy;, wf’j for the cost associated with deviationsin each of
the relative orientation, size and joint alignment. Thus we
define the pairwise deformation cost for the person model
to be,

dij(li;1;) wi;|(8; — 6:) — 035

w;;|(log s; — log s;) — log 5]
wfjlwij - $3z|

wylyi; — il

+ 4+

wherethefirst termisthe difference between theideal rela
tive angle and the observed relative angle, the second term
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Figure 3: Two partsof the car model. The distance between
the joints is measured along the horizontal and vertical di-
rections with respect to their orientation.

isthe difference between the ideal relative size and the ob-
served relative size (using log for size ratios), and the third
and fourth terms are the horizontal and vertical distances
between the observed joint positionsin theimage (z;;, y;;)
forv; and (27;,y};) for v;.

In our experiments we let w;;, wi;, w%’j be large values
and wfj be a small value. Thus the deformation cost stays
relatively small as the parts rotate about the joint and is
largeif the partsare not aligned at thejoint or have different
relative sizes.

The deformation cost must be expressed in the form
of equation (2), as a distance between T;;(1;) and T};;(1;).
Given the location I; = (6, s, x;,y;) we define T;;(1;) =
(8}, 51, }, ) where

(3

0, = wi;(0i—0i/2)
!

s; = wj;(logs; —logsi;/2)
@,y = Wii((@i,y0)" + siRo, (xi5,yi5)")

Wi; is adiagonal weight matrix with entries wy; and wf]
and Ry, is amatrix that performs a rotation of 6; radians
about the origin. The new position coordinates =}, y; indi-
cate the position of the joint in the image (scaled accord-
ing to the weights). Now we note that the L, distance be-
tween T;;(1;) and T;(1;) is equal to the deformation cost
d;;(1;,1;) just given above, yielding an expression asin (2).
6.2 Car Modéel

For the car model, the deformation costs model flexible
prismatic joints between the car wheels and the car body.
The wheels have an ideal position with respect to the car
body and can move a ong the bottom of the car with a cost
proportional to the distance from their ideal position.

Likein the person model, the location of ajoint is spec-
ified by two points (z;;,y;;) and (x;;,y;:), onein the co-
ordinate frame of each part. In anideal configuration these
points coincide. The idedl relative size is given by s;;, the
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ratio of the two heights. In the joints used in the car mod-
el, the parts aways have the same orientation. Each joint
specifiesweightswy;, wy;, wg’j for the cost associated with
deviationsin the relative size and joint alignment. We de-
fine the pairwise deformation cost for the car model to be,

dij(li,l;) = oo [(6; —6;)]
+ wf;|(log s; —logs;) — log sy
+ wf]|:U;J — CU;l|
+ wilyi; — vl

wherethefirst terminsuresthat the orientation of v; and v;
is the same, the second term is the difference between the
ideal relative size and the observed relative size (using log
for sizeratios), and the third and fourth terms are the hori-
zontal and vertical distances between the joint positionsin
the image, measured with respect to the orientation of the
parts (see Figure 3).

In our experiments we let w%’j = o0 0 the wheels of
the car can only dlide horizontally with respect to the ori-
entation of the body. We let w;; be a large value, mak-
ing a strong connection between sizes of the parts, and wy;
be a smaller value, allowing the wheels to dide along the
bottom of the car body without increasing the deformation
cost too much.

Given the location I; =
Ti;(li) = (0}, s}, @}, y;) where

%)

(91';51';1'1,%) we define

9; = o 01
s; = wi(logs; —logsi;/2)
@yt = Wi(Rog, (zi,y0)" + sil@ij,vi)")

Wi; is adiagonal weight matrix with entries wy; and wf’j
and R_y, isamatrix that performs a rotation of —6; radi-
ans about the origin. The new position coordinates ', y!
indicate the position of the joint in the image with respec-
t to a coordinate frame that is rotated to be in the same
orientation as the part. Now we note that the L, distance
between T;; (1;) and T;(1;) isequal to the deformation cost
d;;(1;,1;) just given above, yielding an expressionasin (2).

7 Implementation and Experiments

We discretized the space of possible part locations into
50 bucketsfor each of the z and y positions, 10 bucketsfor
size and 20 bucketsfor orientation. Using these parameters
our system finds the best configuration of amodel with five
to ten partsin a320 x 240 pixel imagein about 10 seconds
on a450 MHz Pentium-I11.

Figure 4 shows recognition results using the person
model. Note that we can recognize the person under a
broad range of lighting condition and varied poses, with a
simple generic model. Thisillustrates the ability to recog-
nize articul ated objects. Figure 5 shows recognition results
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using the car model. Note that we can recognize fairly d-
ifferent kinds of cars under a wide variety of poseswith a
single model. This illustrates the ability of our method to
recognize generic objectssuch asa“red car”.

8 Bayesian Formulation

In this section we note that the best match as expressed
by equation (1) can be reformulated as the maximum a pos-
teriori (MAP) estimate of the model configuration.

The MAP estimate is the configuration with maximum
probability given the input image:

L = arg max Pr(L|I)
Bayesrule thenimplies
L* = arg max Pr(I|L)Pr(L) (7

The prior, Pr(L), captures information about the object
that is known before observing the image. This prior infor-
mation is given by the “spring” connections between parts.
Thelarger the deformation costsin aconfiguration, the less
probable this configuration should be. We can capture this
notion using:

PI’(L) = %6_ E("i-vj)EE dij (Lisls) ®

where d;; is the deformation cost associated with edge
(vs,v5), and K is anormalization constant. Note that this
is the typical Gibbs distribution used in Markov Random
Field estimation problems.

The likelihood function, Pr(I|L), measures the proba-
bility of observing image I given a particular configura-
tion of the model. Intuitively, thelikelihood should be high
when the apperance of the parts agree with the image data
at the positions they are placed, and low otherwise. Even
though the parts of a model may overlap in the image, we
approximate the likelihood by assuming it is proportional
to the product of match qualitiesfor individua parts,

Pr(I|L) o [ [ 9:(1, 1) )
i=1
The function g;(1,1;) measures the match quality for part
v; @ location [; inimage I. This function depends on the
particular modeling scheme used for individual parts.

The standard approach to finding the MAP estimate in
(7) is to minimize the energy function obtained by taking
the negative logarithm. Substituting (8) and (9) into (7) we
obtain,

Z d,‘j(ll',lj) - Z lngi(la ll)

(’Ui,'vj)EE v, €V

L* = argmin
L

which is exactly the same as (1) if we let the match costs
m,; be the negative logarithm of the match qualities g;.
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9 FutureWork

In this paper the quality of an object configuration is
based purely on the relative positions of individual parts.
It is simple to incorporate prior information about the ab-
solute location of each part in the framework. This allows
an integrated approach to model-based tracking and recog-
nition. The recognition on the first image of a sequence
can be done using uniform prior on absolute locations. On
subsequent images information about the previous match
can be used to impose a non-uniform prior on absolute |o-
cations.

We also have new resultsthat allow the deformation cost
d;; to be the sguared distance between transformed loca-
tions. This better models the idea that flexible joints can
be “pulled” by small amounts without great cost, while
large deformations are very expensive. The algorithm by
Karzanov described in [16] can be changed to efficiently
compute a modified generalized distance transform, with
the norm replaced by its square.
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Figure 4: Recognition results using the person model. The top left image shows the model, which has revolute joints, in its
default configuration. The remaining three images show examples of the globally best matching configuration.

Figure 5: Recognition results using the car model. The top left image shows the model, which has prismatic joints, in its
default configuration. The remaining seven images show the globally best matching configuration.

1063-6919/00 $10.00 © 2000 IEEE Meta 1035

.8
Authorized licensed use limited to: Kirkland & Ellis LLP. Downloaded on May 04,2023 at 18:36:23 UTC from IEEE Xplore. Restrictions apply. P





