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TRANSISTOR CIRCUIT, DISPLAY PANEL 
AND ELECTRONIC APPARATUS 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
This invention relates to the technical field of transistor 

circuits including a plurality of transistorS Such as thin-film 
transistors (mentioned as TFT hereafter), field effect tran 
Sistors and bipolar transistors, and particularly relates to the 
technical field of transistor circuits including driving tran 
Sistors for controlling driving current, by controlling con 
ductance between the Source and the drain in response to 
Voltage Supplied to the gate, that is Supplied to a driven 
element Such as a current-controlled (current-driven) ele 
ment through the Source and the drain. 

2. Description of Related Art 
Generally, the Voltage/current characteristics and thresh 

olds of transistors tend to vary, depending on various con 
ditions Such as the quality and thickness of Semiconductor 
films, impurity concentration and diffusion areas, the 
quality, thickness and the like of gate insulating films, 
operating temperature, and the like. In the case of bipolar 
transistors consisting of crystal Silicon, the variance of 
thresholds is relatively small, but in the case of TFTs, the 
variance is usually large. Particularly, in the case of TFTs 
formed in a wide range in plurality on a TFT array Substrate 
in a display panel Such as a liquid crystal panel, an EL panel, 
and the like, the variance in Voltage/current characteristics 
and thresholds often becomes extremely large. For instance, 
when Such TFTs are manufactured so as to set the threshold 
at about 2V (+2V in the case of N channel, and -2V in the 
case of P channel), the variance is sometimes about several 
V. 

In the case of a Voltage-controlled (voltage-driven) type 
transistor for controlling the Voltage of picture elements 
made of liquid crystals or the like, such as a so-called TFT 
liquid crystal panel, the variance in Voltage/current charac 
teristics and thresholds of driving TFTs that are applied to 
each picture element is not likely to be a problem. In other 
words, in this case, even if there is a slight variance in the 
Voltage/current characteristics and thresholds of TFTs, con 
trast and brightness of each picture element can be con 
trolled at high precision by increasing the precision of the 
Voltage Supplied to each picture element from the outside 
through the TFTs only if there is enough Switching time. 
Therefore, even in the case of a TFT liquid crystal panel or 
the like for display wherein contrast and brightness at each 
picture element are regarded as important, high grade picture 
images or the like can be displayed by TFTs with a relatively 
large variance of Voltage/current characteristics and thresh 
olds. 
On the other hand, display panels have been recently 

developed that include current-controlled light-emitting 
elements, Such as a Selflight-emitting organic ELS to change 
the brightness at picture elements in response to current 
Supply. These display panels have received attention as 
display panels that can display picture images without back 
light and reflected light, that consume less power, being leSS 
dependent on the angle of View, and are Sometimes flexible. 
Even in this EL panel, a driving TFT is used at each picture 
element for driving an active matrix. For instance, it is 
constructed So as to control (change) the driving current 
Supplied to an EL element from power Source wiring con 
nected to a Source in response to the Voltage of data Signals 
applied to a gate, by connecting the drain of a driving TFT 
to the EL element through a hole-injecting electrode. Using 
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2 
a driving TFT as mentioned above, driving current flowing 
to an EL element can be controlled by controlling conduc 
tance between a Source and a drain in response to the Voltage 
change of input signals, So that brightness at each picture 
element can be changed for picture image display and the 
like. 

However, particularly in the case of the current-controlled 
element Such as the EL panel mentioned above, the variance 
of Voltage/current characteristics and thresholds tends to be 
a problem in the driving TFT at each picture element. In 
other words, in this case, even if the Voltage precision of data 
signals supplied to the driving TFTs from the outside is 
enhanced to Some extent, the variance in Voltage/current 
characteristics and thresholds in the driving TFTS appears 
directly as the variance of the driving current Supplied to 
data Signals, thus reducing the precision of the driving 
current. As a result, the brightness at each picture element is 
likely to vary in accordance with the variance in thresholds 
of the driving TFTs. Moreover, especially with current 
manufacturing techniques of low temperature polysilicon 
TFTs, voltage/current characteristics and thresholds vary 
considerably. Thus, this problem is, in practicality, 
extremely Serious. 

SUMMARY OF THE INVENTION 

If each TFT is manufactured so as to reduce the variance 
in Voltage/current characteristics and thresholds in consid 
eration of this problem, the yield will decline and, particu 
larly in the case of an apparatus with a display panel having 
a plurality of TFTs, the yield will decrease a great extent, and 
thus opposing a general goal of lower costs. Alternatively, it 
is almost impossible to manufacture TFTs that can lower 
Such a variance. Moreover, even if a circuit for compensat 
ing the variance of Voltage/current characteristics and 
thresholds at each TFT is installed Separately, the apparatus 
will be complex and large, and moreover, the consumption 
of electric power will increase. Particularly, in the case of a 
display panel wherein a plurality of TFTs are arranged at 
high density, the yield will decline again or it will be difficult 
to Satisfy current demands Such as lower power 
consumption, and miniaturization and lightening of an appa 
ratuS. 

This invention is carried out in consideration of the 
above-noted problems, and aims to provide transistor cir 
cuits for controlling conductance in driving transistors in 
response to the Voltage of input signals, the conductance of 
which can be controlled by relatively Small input signals and 
that can compensate for the variance in Voltage/current 
characteristics and thresholds of driving transistors with 
Somewhat Smaller power consumption by using a relatively 
Small number of transistors, and a display panel and an 
electronic apparatus using the Same. 

In this invention, the following transistor circuits accord 
ing to the first to tenth aspects are provided. 

First, according to a first aspect of the invention a tran 
Sistor circuit is characterized in that it includes a driving 
transistor having a first gate, a first Source and a first drain, 
wherein conductance between the first Source and first drain 
is controlled in response to the Voltage of input signals 
Supplied to the first gate, and a compensating transistor 
having a Second gate, a Second Source and a Second drain, 
wherein the Second gate is connected to one of the Second 
Source and Second drain, and wherein the compensating 
transistor is connected to the first gate in an orientation So as 
to Supply the input Signals to the first gate through the 
Second Source and Second drain, and to allow the first gate 
to move electric charge into a direction to lower the con 
ductance. 
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According to the above-noted transistor circuit of the first 
aspect of the invention, one of the Second Source and Second 
drain of the compensating transistor is connected to the first 
gate of the driving transistor, and input Signals are Supplied 
to the first gate of the driving transistor through this Second 
Source and Second drain. Then, at the driving transistor, the 
conductance between the first Source and first drain is 
controlled in response to the Voltage of input signals Sup 
plied to the first gate. Herein, the compensating transistor 
has the Second gate connected to the Second drain, and is 
connected to the first gate in an orientation to allow the first 
gate to move electric charge into a direction to lower the 
conductance between the first Source and first drain. In other 
words, the compensating transistor has diode characteristics 
and when the driving transistor is, for example, an 
N-channel type transistor, current can be carried from the 
first gate into the direction of an input Signal Source. 
Alternatively, when the driving transistor is a P-channel type 
transistor, current can be carried from an input signal Source 
to the direction of the first gate. 

Therefore, as input Signals are Supplied to the transistor 
circuit, the gate Voltage of the first gate, compared with the 
Voltage of input Signals at the time of being input to the 
compensating transistor, rises to the Side of increasing the 
conductance of the driving transistor only by a threshold 
level of the compensating transistor. As a result, in order to 
obtain preferable conductance in the driving transistor, input 
Signals of a Voltage that is lower only by a threshold 
(voltage) level of the compensating transistor, instead of the 
gate Voltage corresponding to the conductance, can be 
Supplied through the compensating transistor. In this way, 
Since the gate Voltage in response to input signals can rise 
only by a threshold (voltage) of the compensating transistor, 
equivalent conductance control can be carried out by the 
lower Voltage of input Signals compared with the case of no 
compensating transistor. 

These input signals are generally at a high frequency 
relative to other signals, and the consumption of electric 
power can be reduced Significantly if lower input Signals can 
be used. 

Moreover, Setting a gate Voltage at the first gate by 
increasing the Voltage of input signals from the compensat 
ing transistor as mentioned above indicates that, when Seen 
as a transistor circuit as a whole, the threshold of input 
Signals Supplied to a driving current flowing through a 
Source and a drain whose conductance is controlled in the 
driving transistor is lower than the threshold voltage of the 
driving transistor only by the threshold voltage of the 
compensating transistor as a Voltage increases from the input 
Voltage to the gate Voltage. In other words, within the 
threshold of input Voltage Supplied to a driving current, the 
threshold of the compensating transistor and the threshold of 
the driving transistor are offset from each other. Therefore, 
by making the threshold characteristics and the Voltage/ 
current characteristics of both transistors similar to each 
other, it is possible to Set the threshold of input Signals to 
driving current to Zero. 

Moreover, by offsetting the threshold of the driving tran 
Sistor and the threshold of the compensating transistor in the 
transistor circuit as a whole as mentioned above, the thresh 
old of input signals can be set closer to a constant level 
(zero) without depending on the level of threshold of the 
driving transistor. In other words, when a plurality of 
transistor circuits is prepared by using many driving tran 
sistors with different thresholds, a difference in thresholds 
between transistor circuits is Smaller than (or is ideally 
almost the same as) a difference in the thresholds of driving 
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4 
transistors by Setting the thresholds of the driving transistor 
and the compensating transistor in each transistor circuit 
close to each other (ideally equal to each other). Thus, in 
preparing a plurality of transistor circuits, a plurality of 
transistor circuits with almost or completely no variance in 
thresholds can be provided even when many driving tran 
sistors with many different thresholds are used. 

According to a Second aspect of the invention, the tran 
Sistor circuit according to the first aspect mentioned above is 
characterized in that it has a resetting means for Supplying 
reset signals, having a Voltage that gives higher conductance 
than the maximum conductance controlled in response to the 
input signals, to a first gate before the input signals are 
Supplied. 

According to the above-noted transistor circuit of the 
Second aspect of the invention, before input signals are 
Supplied to the first gate of a driving transistor (or after the 
input Signals are Supplied before the next input Signals are 
Supplied), reset signals, having a Voltage which gives a 
higher conductance than the maximum conductance of the 
driving transistor controlled in response to input signals, are 
Supplied to this first gate by the resetting means. As a result, 
the gate Voltage of the driving transistor can be set constant 
without depending on the level of Voltage of input signals. 
Moreover, it becomes possible to Supply input Signals to the 
first gate through the compensating transistor which is 
connected to the first gate in an orientation to permit electric 
charge to move into a direction So as to lower conductance 
after resetting. 
According to a third aspect of the invention, the above 

noted transistor circuits according to any of the first and 
Second aspects is characterized in that the reset Signals are 
Set at a Voltage higher than the maximum Voltage of input 
Signals by a threshold Voltage level of the compensating 
transistor. 

According to the above-mentioned transistor circuit of the 
third aspect of the invention, reset Signals having a higher 
Voltage than input signals are Supplied to the first gate of the 
driving transistor by the resetting means. Moreover, the 
Voltage of these reset signals is Set higher than the maximum 
Voltage of the input signals by a threshold Voltage of the 
compensating transistor, So that a Voltage higher than the 
Voltage of the input signals by a threshold Voltage level of 
the driving transistor can always be Supplied to the first gate 
of the driving transistor through the compensating transistor, 
without being dependent on the level of Voltage of input 
Signals or thresholds of the driving transistor, when input 
Signals are input after resetting. 

According to a fourth aspect of the invention, the tran 
Sistor circuit according to the Second aspect mentioned 
above is characterized in that it includes a resetting transistor 
wherein the resetting means has a third gate, a third Source 
and a third drain, wherein one of the third Source and the 
third drain is connected to the first gate, and wherein the 
reset Signals are Supplied to the first gate through the third 
Source and third drain after reset timing Signals are Supplied 
to the third gate before the Supply of the input signals. 

According to the above-noted transistor circuit of the 
fourth aspect of the invention, when reset timing Signals are 
Supplied to the third gate of the resetting transistor, reset 
Signals are Supplied to the first gate of the driving transistor 
through the third Source and third drain by the resetting 
transistor. As a result, the gate Voltage of the driving 
transistor can be reset at a constant by the timing of 
Supplying reset timing Signals. Therefore, the operations that 
are explained for the Second transistor circuit become pos 
sible. 
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According to a fifth aspect of the invention, the transistor 
circuit according to any one of the first to the fourth aspects 
mentioned above is characterized in that the driving tran 
Sistor and the compensating transistor are the same type of 
transistors. 

According to the transistor circuit of the fifth aspect of the 
invention mentioned above, the driving transistor and the 
compensating transistor are the same type of transistors, but 
the “Same type' means that the conductive type of transis 
tors is the Same herein. For instance, when the driving 
transistor is an N channel type transistor, the compensating 
transistor is also an N channel type transistor. With the 
deriving transistor as a P channel type transistor, the com 
pensating transistor is also a P channel type transistor. 
Therefore, the threshold of the compensating transistor and 
the threshold of the driving transistor become almost equal 
to each other, so that these thresholds are offset from each 
other in the transistor circuit. As a result, it becomes possible 
to carry out conductance control by Setting the threshold of 
input Signals Supplied to a driving current to approximately 
ZCO. 

Also, by providing the same transistor channel width, 
design values including a channel length, device Structures, 
proceSS conditions, and the like to both the driving transistor 
and the compensating transistor, more complete compensa 
tion becomes possible. 

According to the Sixth aspect of the invention, the tran 
Sistor circuit according to any of the above-noted first to the 
fifth aspects is characterized in that the circuit further 
includes a Switching transistor having a fourth gate, a fourth 
Source and a fourth drain, and wherein the transistor is 
connected So as to Supply the input signals to the compen 
Sating transistor through the fourth Source and fourth drain 
when Switching timing Signals are Supplied to the fourth 
gate. 

According to the above-noted transistor circuit of the 
Sixth aspect, when Switching timing Signals are Supplied to 
the fourth gate of the Switching transistor, input Signals are 
Supplied to the compensating transistor through the fourth 
Source and fourth drain of the Switching transistor. AS a 
result, input signals can be Supplied to the driving transistor 
by the Supply timing of Switching timing Signals. 

According to a Seventh aspect of the invention, the 
transistor circuit according to any of the above-noted first to 
Sixth aspects is characterized in that it further includes a 
Storage capacitor connected to the first gate. 

According to the transistor circuit of the Seventh aspect, 
when input Signals are Supplied to the first gate, the Voltage 
is held by the Storage capacitor connected to the first gate. 
Therefore, even when input signals are Supplied only for a 
fixed period, the Voltage at the first gate can be held over a 
longer period than the fixed period. 

Also, even when there is leakage current in the Switching 
transistor through the compensating transistor, it becomes 
possible to reduce the fluctuation of electric potential 
applied to the first gate. 

According to an eighth aspect of the invention, the 
transistor circuit according to any of the above-noted first to 
Seventh aspects is characterized in that the transistors consist 
of thin-film transistors formed on the same Substrate respec 
tively. 

According to the transistor circuit of the eighth aspect, the 
effect of Voltage/current characteristics and threshold char 
acteristics of the driving thin-film transistor, which is formed 
on the same Substrate, on a driving current can be compen 
Sated by the compensating thin-film transistor. Particularly, 
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6 
as both thin-film transistors are formed on the same Substrate 
in the same thin-film forming process, the characteristics 
between both transistors become similar, So that it becomes 
possible to provide a plurality of transistor circuits with little 
variance in Voltage/current characteristics and threshold 
characteristics on the same Substrate. 

According to a ninth aspect of the invention, the transistor 
circuit according to any of the above-noted first to Seventh 
aspect is characterized in that the transistors consist of 
bipolar transistorS respectively, wherein the gate, Source and 
drain correspond to a base, a collector and an emitter 
respectively. 

According to the transistor circuit of the ninth aspect, the 
effect of Voltage/current characteristics and threshold char 
acteristics of the driving bipolar transistor on a driving 
current can be compensated by the compensating bipolar 
transistor. Particularly, as both bipolar transistors are manu 
factured in the Same manufacturing process, the degree of 
characteristic Similarity between both transistors generally 
increases, So that it becomes possible to provide a plurality 
of transistor circuits with little variance in Voltage/current 
characteristics and threshold characteristics. 

According to a tenth aspect of the invention, the transistor 
circuit according to any of the above-noted first to ninth 
aspects is characterized in that the input Signals are Voltage 
Signals where the Voltage is controlled by an input Signal 
Source and that the driving transistor, wherein one of the first 
Source and first drain is connected to a current-controlled 
element, and electric current flowing to the current 
controlled element is controlled by controlling the conduc 
tance. 

According to the transistor circuit of the tenth aspect of 
the invention, as the Voltage Signals where a Voltage is 
controlled by an input signal Source are Supplied through the 
compensating transistor as input signals, conductance 
between the first Source and first drain is controlled in 
response to the change in Voltage of these Voltage Signals in 
the driving transistor. As a result, the current-controlled 
element connected to one of the first Source and first drain 
is current-controlled. Thus, it becomes possible to current 
drive the current-controlled element by the input Signals of 
a relatively low voltage. Moreover, it becomes possible to 
current-control a plurality of current-driven elements with 
good precision in response to Voltage Signals without being 
dependent on the variance in Voltage/current characteristics 
and thresholds between a plurality of driving transistors. 
According to this invention, a display panel is provided 

which is characterized in that it includes the above-noted 
tenth transistor circuit of this invention respectively and has 
a plurality of picture elements arranged in a matrix, and that 
current-controlled light-emitting elements are provided 
respectively to the plurality of picture elements as the 
current-controlled elements. 

According to the display panel, as input signals are 
provided through the compensating transistor at each picture 
element, the current-controlled light-emitting elements are 
current-controlled in response to the Voltage of these input 
Signals by the driving transistor, So that the brightness of the 
current-controlled light-emitting elements can be controlled 
with good precision without being dependent on the vari 
ance in Voltage/current characteristics and threshold char 
acteristics among the driving transistors, and that the 
unevenness of brightness can be reduced over the entire 
Screen display area of the display panel. Moreover, by 
increasing the gate Voltage of the driving transistor with the 
compensating transistor, the current-controlled light 
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emitting elements can be controlled by the input Signals of 
a relatively low Voltage. 

According to this invention, an electronic apparatus hav 
ing the above-noted display panel is provided. 

According to Such an electronic apparatus, Since it has the 
above-described display panel, an electronic device can be 
realized that has little unevenneSS in brightness over the 
entire Surface of the display panel and can be driven at a 
relatively low Voltage. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a circuit diagram in one embodiment of a 
transistor circuit of the invention. 

FIG. 2(A) is a timing chart of various signals in a 
transistor circuit using p-channel transistors, and FIG. 2(B) 
is a timing chart of various Signals in a modified embodi 
ment of the transistor circuit using n-channel transistors. 

FIG.3(A) is a characteristic diagram showing the thresh 
old characteristics in a comparative example having a driv 
ing TFT, and FIG. 3(B) is a characteristic diagram showing 
the threshold characteristics in the embodiment having a 
compensating TFT and a driving TFT. 

FIG. 4 is a characteristic diagram showing various cases 
of the fluctuation in driving current Id in response to the 
variance AVth of thresholds. 

FIG. 5(A) is a timing chart showing dropping voltage 
operations by a compensating TFT when the reset Signal 
Vrsig is set at 5V in the embodiment, and 

FIG. 5(B) is a timing chart showing dropping voltage 
operations by the compensating TFT when the reset Signal 
Vrsig is set at OV. 

FIG. 6 is a circuit diagram in another embodiment of a 
transistor circuit of the invention. 

FIG. 7 is a planar View showing an entire Structure in one 
embodiment of a display panel of the invention. 

FIG. 8 is a planar view of one picture element of the 
display panel of FIG. 7. 

FIG. 9(A) is a cross-sectional view taken on line A-A of 
FIG. 8; FIG. 9(B) is a cross-sectional view taken on line 
B-B-, and FIG. 9(C) is a cross-sectional view taken on line 
C-C". 

FIG. 10 is a circuit diagram of four adjoining picture 
elements in the display panel of FIG. 7. 

FIG. 11 is a block diagram showing a Schematic structure 
in one embodiment of an electronic apparatus of this inven 
tion. 

FIG. 12 is a front view of a personal computer as an 
example of an electronic apparatus. 

FIG. 13 is a perspective diagram showing a liquid crystal 
device using a TCP as another example of an electronic 
apparatuS. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENTS 

The operation of this invention and other benefits will be 
made clear by the embodiments explained below. The 
embodiments of this invention will be explained below with 
reference to the drawings. 
(Transistor Circuit) 

First, the embodiment of a transistor circuit of this inven 
tion is explained with reference to FIG. 1 and FIGS. 2(A) 
-(B). FIG. 1 is a circuit diagram of a transistor circuit in the 
embodiment, and FIG. 2(A) and FIG.2(B) are timing charts 

15 

25 

35 

40 

45 

50 

55 

60 

65 

8 
showing the timing and Voltage of various signals in the 
transistor circuit respectively. 

In FIG. 1, a transistor circuit 100 may consist of a driving 
TFT 110 (P channel type), a compensating TFT 120 (P 
channel type), a resetting TFT 130 (N. channel type) and a 
switching TFT 140 (N channel type). The structure of each 
transistor will be sequentially explained below. 

First, the driving TFT 110, as an example of driving 
transistors, is constructed So as to control conductance 
between a Source 112 and a drain 113 in response to a gate 
Voltage Vg applied to a gate 111 based on input signals 
supplied through the Switching TFT 140 and the compen 
sating TFT 120. 
The compensating TFT 120, as an example of compen 

Sating transistors, has its gate 121 connected to one of a 
source 122 and a drain 123 (drain 123 in the case of FIG. 1). 
In other words, the compensating TFT 120 is so-called 
diode-connected. Moreover, the compensating transistor 
120 is connected to the gate 111 in an orientation So as to 
Supply input signals to the gate 111 through the Source 122 
and the drain 123 and to allow the gate 111 to move electric 
charge into a direction to lower conductance (the side of 
drain 123 in FIG. 1). 
The resetting TFT 130, an example of resetting devices, 

has one of a source 132 and a drain 133 (drain 133 in FIG. 
1) connected to the gate 111, and reset Signals at Voltage 
Vrsig (called reset Signals Vrsig hereafter) are Supplied to the 
gate 111 through the source 132 and the drain 133 when reset 
Scanning signals at Voltage VrScan (called reset Scanning 
Signals VrScan hereafter) are Supplied to the gate 131 as an 
example of reset timing Signals before the Supply of input 
Signals VSig. 

Also, the Switching TFT 140, an example of Switching 
transistors, is connected between an input signal Source and 
the compensating TFT 120 So as to Supply input Signals at 
voltage Visig (called input signals Visig hereafter) to the 
compensating TFT 120 through a source 142 and a drain 143 
when Scanning signals at Voltage Vscan (called Scanning 
Signals Vscan hereafter) are Supplied to the gate 141 as an 
example of Switching timing Signals. 

Moreover, one terminal of a current-controlled (current 
driven) element 500 such as an EL element is connected to 
the source 112 of the driving transistor 110, and negative 
power Source -Vc with a predetermined electric potential is 
connected to another terminal of this current-controlled 
element 500. In addition, positive power source +Vc with a 
predetermined electric potential is connected to the drain 
113 of the driving transistor 110. Therefore, when conduc 
tance between the Source 112 and the drain 113 is controlled 
at the driving transistor 110, driving current Id flowing 
through the current-controlled element 500 is controlled (in 
other words, driving current Id varies in response to con 
ductance fluctuation). 

Furthermore, a Storage capacitor 160 is connected to the 
gate 111 of the driving transistor 110. As a result, the once 
applied gate Voltage Vg is held by the Storage capacitor 160. 

Then, the operation of the transistor circuit 100 con 
Structed as above is explained with reference to FIG. 1 along 
with FIGS. 2(A)-3. 
As shown in FIG.2(A) (this figure shows that a P channel 

type TFT is applied to both the driving TFT 110 and the 
compensating TFT 120), the resetting TFT 130 will be in 
conductance when reset Scanning Signals VrScan are input to 
the resetting TFT 130; and resetting signals Vrsig are then 
supplied to the gate 111 of the driving TFT 110, so that the 
gate Voltage Vg of the gate 111 becomes almost the same as 
the Voltage Vrsig of these reset Signals VrSig. As a result, 
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without being dependent on the level of Voltage of input 
signals Vsig, the gate voltage Vg of the driving TFT 110 can 
be reset at a fixed voltage (in other words, Voltage VrSig) by 
the Supply timing of reset Scanning Signals VrSig. 

Then, as Scanning Signals VScan are Supplied to the 
Switching TFT 140 after this resetting period, the Switching 
TFT 140 will be in conductance and the driving signals Vsig 
are supplied to the gate 111 of the driving TFT 110 through 
the compensating TFT 120. In this embodiment, the gate 121 
is connected (in other words, diode-connected) to the drain 
123 particularly in the compensating TFT 120 herein, so that 
gate voltage Vg in the driving TFT 110, the P channel type 
TFT that will be in conductance by the application of 
negative Voltage to the gate 111 is made lower than the 
Voltage Visig of data Signals Visig to the negative Voltage Side 
only by a threshold voltage Vth2 level of the compensating 
TFT 120. Then, the gate voltage Vg lowered as mentioned 
above will be held in a driving period by the storage 
capacitor 160 even after the Supply of Scanning Signals 
Vscan and input Signals Visig is stopped. 

In addition, the period in which gate Voltage Vg becomes 
the Voltage Vrsig of reset Signals Vrsig is Sufficient for the 
resetting period. Thus, the driving period can be set much 
longer than the resetting period, So that even if the driving 
TFT 110 is in conductance by resetting signals Vrsig in the 
resetting period, the effect on the driving current Id flowing 
through the source 112 and the drain 113 of the driving TFT 
110 in this period can be minimized to a negligible degree. 
AS described above, according to this embodiment, gate 

Voltage Vg relative to input signals Visig can rise only by a 
threshold voltage Vth2 level of the compensating TFT 120, 
So that it becomes possible to carry out the same conduc 
tance control in the driving TFT 110 by using a lower input 
Signal Voltage Visig compared with the case with no com 
pensating TFT 120. 

Also, FIG.2(B) is a timing chart where an N channel type 
TFT is applied to both the driving TFT 110 and the com 
pensating TFT 120. In this case, the gate Voltage Vg at the 
driving TFT 110, the N channel type TFT that will be in 
conductance by the application of positive Voltage to the 
gate 111, is made higher than the Voltage Visig of input 
Signals Visig to the positive Voltage Side only by a threshold 
Vth2 level of the compensating TFT 120 after being set at 
the Voltage Vrsig of reset Signals Vrsig during resetting. 

If input signals Vsig are directly input to the driving TFT 
110 without going through the compensating TFT 120, in 
other words, when the Voltage Visig of input signals Visig is 
the same as the gate Voltage Vg, the driving current Id is 
boosted from a threshold voltage Vth 1 of the driving TFT 
110 as shown in FIG.3(A) (in this case, the driving TFT 110 
is an N channel TFT). For example, if the design standard 
value of this threshold voltage Vth 1 is 2V, a variance in 
thresholds will be about several HV. Then, a variance in 
threshold voltage Vth 1 in the driving TFT 110 will appear 
directly as a variance in driving current Id. 
On the contrary, in this embodiment, Since input signals 

Vsig are input to the driving TFT 110 through the compen 
sating TFT 120, in other words, when the voltage Vsig of 
input Signals Visig is boosted only by the threshold Voltage 
Vth2 level of the compensating TFT 120 to become gate 
Voltage Vg, the threshold Voltage Vth2 of the compensating 
TFT 120 and the threshold voltage Vth 1 of the driving TFT 
110 are offset as shown in FIG. 3(B) (in this case, both the 
driving TFT 110 and the compensating TFT 120 are N 
channels TFTS) and the threshold voltage Vth of the input 
signals Vsig to the entire transistor circuit 100 then becomes 
approximately Zero. Moreover, particularly when both 
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threshold voltages Vth 1 and Vth2 are nearly the same, this 
threshold Voltage Vth becomes approximately Zero. Thus, 
equalizing threshold voltage Vth 1 to Vth2 can be relatively 
easily carried out e.g., by applying the Same conductive type 
TFT to the driving TFT 110 and the compensating TFT 120 
in an adjoining position on the same Semiconductor Sub 
Strate. 

AS constructed above, in both TFTs, the thickness of thin 
gate insulating films, Semiconductor films, and the like, the 
planar shapes of each component Such as a channel length, 
impurity concentration in regions for forming channels, 
Source regions and drain regions, temperature during opera 
tion and the like can easily become the Same, So that the 
threshold voltage Vth 1 and Vth2 of both TFTs can be 
completely or almost completely equalized. In addition, in 
making threshold characteristics similar, it is better to make 
channel lengths the same, but channel widths do not have to 
be the Same. 

Thus, according to this embodiment, by Setting the thresh 
old characteristics and Voltage/current characteristics of the 
driving TFT 110 and the compensating TFT 120 close to 
each other (ideally the same), it is possible to set the 
threshold Voltage Vth of input Signals Visig Supplied to the 
driving current Id to approximately Zero (ideally equal to 
Zero). 

Moreover, as seen from FIG. 3(A) and FIG. 3(B), in 
manufacturing a plurality of transistor circuits 100, even if 
threshold voltage Vth 1 at each driving TFT 110 varies from 
each other, the threshold voltage Vth of each transistor 
circuit 100 is approximately zero by the operation of each 
compensating TFT 120 without being dependent on the level 
of this threshold voltage Vth 1. In other words, a plurality of 
transistor circuits 100 with a constant threshold Voltage Vth 
can be manufactured. This is particularly useful for a display 
panel and the like where a variance in threshold voltage Vth 
among a plurality of transistor circuits 100 is a problem as 
described below. Also, it is much easier to equalize the 
threshold voltage Vth 1 of the driving TFT 110 and the 
threshold voltage Vth2 of the compensating TFT 120 that 
are a mutually adjoining pair at each transistor circuit 100 
than to equalize the threshold voltage Vth 1 of two driving 
TFTs 110 that are separately arranged with a gap 
therebetween, So that it is possible to Say that the Structure 
of compensating threshold Voltage Vth 1 in each transistor 
circuit 100 by the compensating TFT 120 is extremely 
effective, So as to reduce a variance in threshold Voltage Vth 
among a plurality of transistor circuits 100 from each other. 
AS described above, according to this embodiment, even 

if a plurality of driving TFTs 110 with different threshold 
voltage Vth 1 from a threshold voltage (for example, 2.5V) 
as a design Standard level is used in preparing a plurality of 
transistor circuits 100, it becomes possible to provide a 
plurality of circuits 100 with little or no variance in threshold 
voltage Vith. Therefore, the requirements for TFTs regarding 
Voltage/current characteristics are made easy, and it 
becomes possible to improve yields and lower manufactur 
ing costs. 

In addition, as seen from FIG. 3(A) and FIG. 3(B), by 
equalizing threshold voltages Vth 1 and Vth2, the first effect 
where conductance control at each driving TFT 110 can be 
carried out by using a higher gate Voltage Vg than the 
Voltage Visig of input Signals Visig and the Second effect 
where a variance in threshold Voltage Vth among a plurality 
of transistor circuits 100 are clearly achieved. However, 
even without completely equalizing the threshold Voltage 
Vth 1 of the driving TFT 110 and the threshold voltage Vth2 
of the compensating TFT 120 in each transistor circuit 100, 
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both threshold voltages characteristically will offset each 
other, So that these first and Second effects are achieved to 
Some degree, based on the similarity of both threshold 
Voltages. 

In this embodiment, particularly, it is constructed So as to 
Supply reset Signals VrSig having a Voltage in response to a 
higher conductance than the maximum conductance con 
trolled in response to input signals Visig to the gate 111. 
Therefore, it becomes possible to Supply input signals Vsig 
to the gate 111 through the compensating TFT 120 that is 
connected to the gate 111 in an orientation, to permit electric 
charge to move into a direction So as to lower this conduc 
tance after resetting, without being dependent on the level of 
Voltage Visig of input signals Vsig. Also, in this embodiment, 
reset Signals VrSig are set at a higher Voltage than the 
maximum Voltage of input signals Visig by the threshold 
voltage Vth2 level of the compensating TFT 120. Therefore, 
when input Signals Visig are input after resetting, a Voltage 
higher than the Voltage Visig of input signals Visig only by 
the threshold voltage Vth2 level of the compensating TFT 
120 can always be supplied to the gate 111 without being 
dependent on the level of the Voltage Visig of input signals 
Visig and the threshold Voltage Vth2 of the compensating 
TFT 120. 

Moreover, when the inversion of input Signals Visig is 
carried out as frequently applied in conventional liquid 
crystal display elements, it is desirable that the above-noted 
reset Signal Visig relations are achieved in all input signals 
Visig, including inverse input signals. 

The effects of these reset Signals VrSigby Voltage Setting 
are examined with reference to FIGS. 4-5(B) and FIG. 5. 
Herein, FIG. 4 respectively shows the fluctuation in driving 
current relative to a variance AVth in threshold voltage from 
a design standard level that is, for instance, -2.5V (1) when 
input Signals Visig are Supplied directly to the driving TFT 
110 without the compensating TFT 120 (characteristic curve 
C1), (2) when input signals Visig are Supplied to the driving 
TFT 110 through the compensating TFT 120 at 5V of reset 
Signal Vrsig (characteristic curve C2), and (3) when input 
signals Vsig are supplied to the driving TFT 110 through the 
compensating TFT 120 with reset signal Vrsig at OV 
(characteristic curve C3). Also, FIG. 5(A) shows the fluc 
tuation range of the gate Voltage Vg corresponding to the 
characteristic curve C2, and FIG. 5(B) shows the fluctuation 
range of the gate Voltage Vg corresponding to the charac 
teristic curve C3. In addition, herein, Vsig is 7.5V; +Vc is 
10V; and -Vc is 5V. 

In FIG. 4, as indicated with the characteristic curve C1, 
the variance AVth in threshold Voltage clearly appears 
directly as the variance in driving current Id in the case of 
having no compensating TFT 120. 
As illustrated with the characteristic curve C2, when the 

compensating TFT is used at 5V of reset signal Vrsig, the 
variance AVth in threshold Voltage is Significantly compen 
Sated on the plus Side, but appears as the variance in driving 
current Id at the minus Side. This is because, as shown in 
FIG. 5(A), on the minus Side, the gate voltage Vg cannot be 
made lower (or compensated) than the input signals Visig by 
the threshold voltage Vth2 level to the negative voltage side, 
when the input Signals Visig are input after resetting. This is 
because the compensating TFT 120 acting as a diode can 
make the gate Voltage Vg closer to the input Signals Vsig 
from the reset Signals VrSig, but cannot do the opposite. 

Also, as shown with the characteristic curve C3, when the 
compensating TFT is used with OV of reset signal Vrsig, the 
variance AVth of threshold Voltage hardly appears as the 
variance in driving current Id. This is because, as shown in 
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FIG. 5(B), the gate voltage Vg can be made lower (or 
compensated) than the input signals Visig only by threshold 
Voltage Vth level to the negative Voltage Side, when the input 
Signals Visig are input after resetting. Moreover, if Vsig= 
7.5V applied herein is considered as the minimum electric 
potential of input Signals Visig, the above-noted examination 
is realized to make Sure that all Visig can be compensated. 
As described above, in this embodiment, without being 

dependent on the level of input voltage Visig and threshold 
Vth2 of the compensating TFT 110, a voltage Vg that is 
lower than the Voltage of the input Signals Visig only by the 
threshold voltage Vth2 level of the compensating TFT 120 
can be applied to the gate 111 of the driving TFT 110. 

In addition, in FIG. 2(A) and FIG. 2(B), the gate voltage 
Vg is held by the Storage capacitor capacity 160 during the 
driving period. Therefore, by the Storage capacitor 160, a 
variance in holding characteristics of the gate Voltage Vg 
among a plurality of transistor circuits 100 can be also 
reduced (compensated). 
As explained with reference to FIG. 1 to FIG. 5B, 

according to the transistor circuit 100 of this embodiment, 
the current-controlled element 500 Such as an EL element 
can be current-driven by input signals Visig at a relatively 
low voltage; and moreover, without being dependent on a 
variance in Voltage/current characteristics and threshold 
characteristics among a plurality of driving TFTs 110, a 
plurality of current-controlled elements 500 can be current 
controlled with good precision in accordance with the Volt 
age of input Signals Vsig. 

Moreover, the example shown in FIG. 1 is constructed 
with the mixture of a P channel type TFT and an N channel 
type TFT, however, every TFT can be N channel type TFTs 
or all TFTs can be P channel type TFTs. However, in 
consideration that the Voltage/current characteristics and 
threshold characteristics of the driving TFTs 110 are com 
pensated by the compensating TFT 120, it is advantageous 
to construct these driving TFTs 110 and compensating TFTs 
120 by the same process as the same type TFTs. Particularly, 
if both TFTs are formed in the same film forming process, 
the degree of characteristic similarities between both TFTs 
generally increases, So that it becomes possible to provide 
the transistor circuit 100 on the same Substrate with little or 
no variance in Voltage/current characteristics and threshold 
characteristics. On the other hand, the resetting TFT 130 and 
the switching TFT 140 can be either a P channel type TFT 
or an N channel type TFT without being dependent on 
whether the driving TFT 110 is a P channel type TFT or N 
channel type TFT. However, it is often advantageous in 
manufacturing when all TFTs are of the same type. 

Also, each type of TFTs 110-140 in this embodiment may 
be any type of field effect transistor (FET) such as joining 
type, parallel/Serial connection type, and the like. 

Furthermore, as shown in FIG. 6, the above-noted tran 
Sistor circuit may consist of bipolar transistors. In this case, 
by corresponding the above-mentioned gate, Source and 
drain to a base, an emitter and a collector respectively, a 
driving transistor 110' is constructed from a bipolar 
transistor, and at the same time, a compensating transistor 
120' is constructed from a bipolar transistor, thus providing 
a transistor circuit 100'. Generally, in the case of bipolar 
transistors, the variance in threshold Voltage with e.g., 0.7V 
as a center is Smaller than that of TFTs, however, even if 
constructed as above, the effect of variance in Voltage/ 
current characteristics and threshold characteristics in the 
driving transistor 110' on the driving current Id can be 
compensated by the compensating transistor 120". 
Furthermore, driving can be carried out by the driving 
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transistor 110' at a relatively low voltage. Particularly, when 
the driving transistor 110' and the compensating transistor 
120' are manufactured in the same manufacturing process, 
the degree of characteristic Similarities between both tran 
Sistors generally increases, So that it becomes possible to 
provide a plurality of transistor circuits 100' with little or 
reduced variance in Voltage/current characteristics and 
threshold characteristics. 
As the current-controlled element 500 in the embodiment 

mentioned above, various elements including current 
controlled light-emitting elements Such as an organic EL 
element and an inorganic EL element, a current-controlled 
heat transfer element, and the like, are included. 
(Display Panel) 

The embodiments of a display panel of this invention is 
explained with reference to FIG. 7 to FIG. 10. FIG. 7 is a 
block diagram showing the entire Structure of a display 
panel; FIG. 8 is a planar view of one picture element in the 
display panel; FIG. 9(A), FIG. 9(B) and FIG. 9(C) are 
respectively a croSS-Sectional view on line A-A, a croSS 
Sectional view on line B-B' and a cross sectional view on 
line C-C thereof; and FIG. 10 is a circuit diagram of four 
picture elements adjoining each other. 

The display panel in this embodiment includes the above 
noted transistor circuits of this invention, respectively, and a 
plurality of picture elements arranged in a matrix, and at the 
plurality of picture elements, EL elements 50 are arranged 
respectively as an example of current-controlled light 
emitting elements. 
As shown in FIG. 7, a display panel 200 has a TFT array 

substrate 1, a plurality of data lines 11 extending in the Y 
direction and arranged in the X direction in a picture display 
area wherein a plurality of picture elements 2 are arranged 
in a matrix on the TFT array Substrate, a plurality of 
Scanning lines 12 extending respectively in the X direction 
and arranged in the Y direction, and a plurality of common 
electric wires 13 arranged in parallel to the plurality of data 
lines 11. The display panel 1 further has a data line driving 
circuit 21 around the picture display area for Supplying data 
Signals to each data line 11, a pair of Scanning line driving 
circuits 22 for Supplying Scanning Signals to each Scanning 
line 12, and an inspecting circuit 23 for inspecting conduc 
tance failure, insulation failure, defects of elements, and the 
like in each picture element 2. In addition, in this 
embodiment, each driving circuit is formed on the TFT array 
Substrate 1 along with a picture element 2 in the same 
process, but it can be a circuit that is not formed on the TFT 
array Substrate 1 or may be formed in a different proceSS 
from the picture element 2. 
As shown in FIG. 8, at each picture element 2, the driving 

TFT 110, the compensating TFT 120, the resetting TFT 130, 
the Switching TFT 140 and the storage capacitor 160 that are 
explained above with reference to FIG. 1 to FIG. 6 are 
arranged. Moreover, a Scanning line 12b in a previous Stage 
becomes the wiring for reset Scanning Signals VrScan in FIG. 
1; a Scanning line 12a in this Stage becomes the wiring for 
Scanning Signals Vscan and for reset signals Vrsig in FIG. 1; 
and a data line 11a in this Stage becomes the wiring for input 
Signals Visig (data Signals) in FIG. 1. Furthermore, the 
common electric wire 13 is connected to a positive power 
Source +V; an EL element 50 is connected between the 
driving TFT 110 and a counter electrode to be mentioned 
later; and the counter electrode is connected to a negative 
power Supply -V. 
As shown in FIG. 9(A), the switching TFT 140, the 

compensating TFT 120 and the storage capacitor 160, along 
an A-A croSS Section in FIG. 8, consist of a Semiconductor 
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film (polysilicon film) 4 on the TFTarray substrate 1, a gate 
insulating film 5 consisting of a Silicon oxide film or a 
silicon nitride film, a Ta (tantalum) film 6, a first interlayer 
insulating film 7 consisting of a Silicon oxide film or a 
silicon nitride film, and an Al film 8. In addition, instead of 
the Ta film for forming gate electrodes, a low-resistance 
polysilicon film may be formed. 
More specifically, the Switching TFT 140 is a top gate 

type TFT having a gate 141 made of the polysilicon film 6, 
and is formed as an N channel type TFT having a Semicon 
ductor layer 4 countering the gate 141 through the gate 
insulating film 5 as a channel forming area and having a 
Source 142 and a drain 143 that are doped at high concen 
tration in the n type on both sides of the area. Also, the 
Source 142 is connected to a data line 11a made of an Al film 
8 through contact holes formed in the gate insulating film 5 
and the first interlayer insulating film 7. Moreover, the drain 
143 is connected to the compensating TFT 120 through 
contact holes formed in the gate insulating film 5 and the 
first interlayer insulating film 7 as well as the Al film 8. 
The compensating TFT 120 is a top gate type TFT having 

a gate 121 made of a Ta film 6, and is formed as a P channel 
type TFT having a Semiconductor film 4 countering the gate 
121 through the gate insulating film 5 as a channel forming 
area and having a Source 122 and a drain 123 that are doped 
at high concentration in the p type on both sides of the area. 
Also, the TFT is connected to the Switching TFT 140, the 
storage capacitor 160 and the gate 111 of the driving TFT 
110 through the contact holes formed in the gate insulating 
film 5 and the first interlayer insulating film 7 and the Al film 
8. 

In addition, the Storage capacitor 160, So as to have a 
double capacitor Structure, is formed in that the Semicon 
ductor film 4, the Ta film 6 and the Al film 8 are counter 
arranged with the gate insulating film 5 and the first inter 
layer insulating film 7 respectively therebetween. Also, the 
Semiconductor film 4 constituting a Storage capacitor is 
connected to the Al film 8 through the contact holes formed 
in the gate insulating film 5 and the first interlayer insulating 
film 7; and the Ta film 6 constituting a storage capacitor is 
connected to the Al film 8 through the contact holes formed 
in the first interlayer insulating film 7. 
As shown in FIG. 9(B), the resetting TFT 130, along a 

B-B' cross section in FIG. 8, consists of a semiconductor 
film 4, a gate insulating film 5, a Ta film 6, a first interlayer 
insulating film 7 and an Al film 8 on a TFT array substrate 
1. 
More specifically, the resetting TFT 130 is a top gate type 

TFT having a gate 131 made of a Ta film 6, and is formed 
as an N channel type TFT having a semiconductor layer 4 
facing the gate 131 through the gate insulating film 5 as a 
channel forming area and having a Source 132 and a drain 
133 that are doped at high concentration in then type on both 
sides of the area. Also, the Source 132 and the drain 133 are 
connected respectively to a Scanning line 12a in this stage 
made of a Ta film 6 and the gate 111 of the driving TFT 110 
through the contact holes formed in the gate insulating film 
5, the first interlayer insulating film 7 and the Al film 8. 

Moreover, as shown in FIG. 9(C), the driving TFT 110, 
along a C-C croSS Section in FIG. 8, consists of a Semi 
conductor film 4, a gate insulating film 5, a Ta film 6, a first 
interlayer insulating film 7 and an Al film 8 on a TFT array 
Substrate 1. Also, on a Second interlayer insulating film 9, an 
ITO film 51 is formed that is connected to the drain 113 of 
the driving TFT 110 through contact holes and the Al film 8, 
and an EL element 50 is formed thereon. On the other hand, 
the source 112 of the driving TFT 110 is connected to a 
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common electric wire 13 made of the Al film 8 through 
contact holes. Also, EL elements 50 at adjoining picture 
elements 2 are Separated from each other by electrically 
insulating banks 52. Preferably, the banks have a shielding 
property. The bankS 52 are made of, for instance, a Shielding 
resist, and the bank 52 may be provided even at a peripheral 
parting area Surrounding the picture display area of the 
display panel 200. In addition, on the EL element 50, a 
counter electrode (top electrode) 56 is arranged that is made 
of a low-resistance metal Such as Al or ITO, and the like. 
As shown in FIG. 10, the display panel 200 particularly 

has a structure wherein positive power Source +V is Supplied 
to both picture elements 2 which are mutually adjoining in 
the X direction by the common electric wire 13; and 
compared with the case wherein power Source wiring for 
Supplying positive power Source +V is simply provided for 
each of picture elements 2, the number of power Source 
wiring is about /2. Moreover, having a structure wherein 
reset Scanning Signals VrScan input to the gate 131 of the 
resetting TFT 130 are supplied by a scanning line 12b in the 
previous Stage and reset Signals Vrsig input to the resetting 
TFT 130 are supplied by a scanning line 12b in the current 
Stage, the number of Signal wiring is reduced compared with 
the case wherein wiring only for reset Scanning Signals 
VrScan and wiring only for reset Signals Vrsig are provided. 
Therefore, without increasing the number of power Source 
wiring and Signal wiring, a Space for the compensating TFT 
120 and the resetting TFT 130 that is not provided in 
conventional display panels can be kept. There is no doubt 
that the ideas of this invention are applicable to the ones, 
different from this embodiment, wherein patterns are made 
the same for each picture element by providing a common 
electric wire per picture element or wherein wiring only for 
reset Scanning Signals VrScan and wiring only for reset 
Signals Vrsig are provided. 

In addition, in the case of the display panel 200 wherein 
the EL elements 50 are used as current-driven light-emitting 
elements as in this embodiment, unlike liquid crystal panels, 
and the like, the panel emits its own light in response to the 
increase in electric current Supplied to the light-emitting 
elements without increasing the entire area of picture 
elements, So that brightness necessary for picture image 
display can be obtained. Thus, as in this embodiment, it is 
possible to maintain a Space for forming various TFTS in a 
picture element 2 by Saving a wiring area, or a Space for 
forming various TFTs in a picture element 2 may be kept by 
reducing the size of each EL element 50. 

Next, the operation of the display panel 200 of this 
embodiment is explained with reference to FIG. 7 and FIG. 
10. 
When Scanning Signals Vscan are Supplied to a Scanning 

line 12b in a previous Stage from a Scanning line driving 
circuit 22, they are input to the gate 131 of the resetting TFT 
130 in the current Stage as reset Scanning Signals VrScan in 
the current Stage. At the same time, reset Signals Vrsig are 
Supplied from the Scanning line driving circuit 22 to a 
Scanning line 12a in the current Stage, and the gate Voltage 
Vg of the driving TFT 110 in the current stage becomes the 
electric potential of reset signals Vrsig (see FIG. 2(A)). At 
this time, the reset Signals Vrsig may be the same as the 
OFF-State electric potential of Scanning Signals VScan. 
When the Scanning Signals VScan are continuously Supplied 
from the Scanning line driving circuit 22 to the Scanning line 
12a in the current Stage, they are then input to the gate 141 
of the Switching TFT 140 in the current stage. At the same 
time, input signals Visig (data signals) are Supplied from a 
data line driving circuit 21 to a data line 11a in the current 
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Stage, and this Voltage Visig is dropped only by a threshold 
voltage Vth2 of the compensating TFT 120 through the 
Switching TFT 140 and the compensating TFT 120, and is 
then Supplied as a gate Voltage Vg to the gate 111 of the 
driving TFT 110 in the current stage (see FIG. 2(A)). As a 
result, in response to this dropped gate Voltage Vg, conduc 
tance between the Source 112 and the drain 113 of the 
driving TFT 110 is controlled between positive power source 
+V and negative power Source -V. The driving current Id 
flowing to the EL element 50 is then controlled. 

Therefore, a variance in threshold voltage Vth 1 of the 
driving TFT 110 at each picture element 2 is compensated by 
a threshold Vth2 of the compensating TFT 120, and the 
variance in thresholds of data Signals Visig in response to the 
driving current Id among a plurality of picture elements 2 is 
almost gone, So that even picture images are displayed with 
even brightness over the entire picture display area of the 
display panel 200. It is also possible to control the driving 
current Id with data Signals Visig having a relatively Small 
Voltage due to the dropping Voltage operation of the com 
pensating TFT 120. 

In the above-noted embodiment, the gate Voltage Vg is 
reset by the resetting TFT 130 before input signals Vsig are 
Supplied, however, for instance, in the display period of a 
Static picture, the control of driving current Id can be carried 
out over a plurality of frames by the same input Signals Visig, 
So that it is unnecessary to carry out resetting operations for 
each Scanning. Also, instead of these electrically reset Sig 
nals Vrsig, the gate Voltage Vg may be reset (to be a 
predetermined reset voltage) by light irradiation. 
Furthermore, instead of the resetting TFT 130, reset signals 
Vrsig may be supplied through the Switching TFT 140 and 
the compensating TFT 120. On the other hand, of course, the 
Switching TFT 140 and Switching operations will be unnec 
essary if Switching Such as active matrix driving is not 
carried out. 
(Electronic Apparatus) 

Next, the electronic apparatus of the embodiment having 
the display panel 200 which was explained above in detail 
will be explained with reference to FIG. 11 to FIG. 13. 

First, FIG. 11 shows the Schematic structure of an elec 
tronic apparatus having the display panel 200 as mentioned 
above. 

In FIG. 11, the electronic device includes a display 
information output source 1000, a display information pro 
cessing circuit 1002, a driving circuit 1004, a display panel 
1006, a clock generating circuit 1008 and a power source 
circuit 1010. 
The display panel 200 in the above-noted embodiment is 

equivalent to the display panel 1006 and the driving circuit 
1004 in this embodiment. Therefore, the driving circuit 1004 
may be installed on a TFT array Substrate of the display 
panel 1006, and moreover, the display information process 
ing circuit 1002, and the like may be installed. Alternatively, 
the driving circuit 1004 may be fixed externally onto a TFT 
array Substrate on which the display panel 1006 is installed. 
The display information output source 1000 includes a 

memory such as ROM (Read Only Memory), RAM 
(Random Access Memory) and an optical disk device, a 
tuning circuit for tuning television Signals and then output 
ting the Signals, and the like; and based on clock signals 
from the clock generating circuit 1008, display information 
Such as the picture image Signals of a predetermined format 
is output to the display information processing circuit 1002. 
The display information processing circuit 1002 includes 
Various conventional processing circuits Such as an 
amplifying/inversion circuit, a phase developing circuit, a 
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rotation circuit, a gamma control circuit and a clamp circuit; 
and digital Signals are Sequentially formed from display 
information that is input based on clock Signals and are then 
output to the driving circuit 1004 along with clock signals 
CLK. The driving circuit 1004 drives the display panel 1006. 
The power source circuit 1010 Supplies a predetermined 
power Source to each circuit mentioned above. 

Next, the Specific examples of the electronic apparatus 
prepared as above are shown respectively in FIG. 12 and 
FIG. 13. 

In FIG. 12, as another example of the electronic 
apparatus, a multimedia laptop personal computer (PC) 
1200 has the above-noted display panel 200 in a top cover 
case 1206, and further includes a main body 1204 having a 
CPU, a memory, a modem, and the like and a built-in 
keyboard 1202. 

Also, as shown in FIG. 13, in the case of a display panel 
1304 with no built-in driving circuit 1004 and display 
information processing circuit 1002, an IC1324 containing 
the driving circuit 1004 and the display information pro 
cessing circuit 1002 is physically and electrically connected 
to a TCP (Tape Carrier Package) 1320 through an anisotro 
pic conductive film 1322 arranged at the periphery of the 
TFT array Substrate 1, and can be manufactured, Sold, used, 
etc. as a display panel. 
AS explained above, according to this embodiment, Vari 

ous electronic apparatuses are provided that can be driven at 
a relatively low Voltage and with little unevenneSS in bright 
neSS over the entire Surface of a display panel. 

According to the transistor circuits of this invention, the 
gate Voltage can be reduced or increased relative to the 
Voltage of input Signals only by a threshold Voltage of a 
compensating transistor, So that conductance control in the 
driving transistor can be carried out by a dropped voltage of 
input Signals. Moreover, by making the threshold character 
istics and Voltage/current characteristics of a compensating 
transistor and a driving transistor Similar, the threshold 
Voltage of input signals to driving current can become 
approximately Zero. Furthermore, in the case a plurality of 
the transistor circuits is prepared by applying a plurality of 
driving transistors with different threshold characteristics, 
even if a plurality of driving transistors with many different 
threshold Voltages are applied, in other words, a plurality of 
driving transistors having various threshold Voltages relative 
to a design Standard level, it is also possible to provide a 
plurality of transistor circuits with almost no variance or no 
variance at all in threshold Voltage in the plurality of 
transistor circuits. 

According to the display panel of this invention, a picture 
image display with reduced unevenneSS in brightness is 
achieved by applying low Voltage input signals. 

INDUSTRIAL APPLICABILITY 

A display panel is provided that can display picture 
images with reduced unevenneSS in brightness, from the 
transistor circuits of this invention; and the display panel is 
useful for electronic devices Such as laptop personal 
computers(PC), televisions, View finder or monitor display 
type Video tape recorders, car navigation devices, electronic 
notebooks, calculators, word processors, engineering work 
stations (EWS), cellular phones, TV telephones, POS 
terminals, pagerS devices with tough panels, and the like. 
What is claimed is: 
1. A transistor circuit disposed correspondingly to an 

interSection between a Scanning line and a data line, com 
prising: 

a driving transistor including a first gate, a first Source and 
a first drain, conductance between the first Source and 
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18 
the first drain being controlled in response to a Voltage 
of input signals Supplied to the first gate; 

a compensating transistor including a Second gate, a 
Second Source and a Second drain, the Second gate 
being connected to one of the Second Source and the 
Second drain closer to the first gate; and 

a Switching transistor including a fourth gate, a fourth 
Source and a fourth drain, the fourth gate being con 
nected to the Scanning line for Supplying Switching 
time Signals, one of the fourth Source and the third drain 
being connected to the data line Supplying the input 
Signals. 

2. The transistor circuit according to claim 1, further 
comprising a resetting device which Supplies reset signals 
having a Voltage that gives a level of conductance that is 
higher than a maximum level of the conductance controlled 
in response to the input signals to the first gate before the 
input Signals are Supplied. 

3. The transistor circuit according to claim 2, the reset 
Signals being Set to a Voltage higher than a maximum voltage 
of the input signals by a threshold voltage level of the 
compensating transistor. 

4. The transistor circuit according to claim 2, the resetting 
device comprising a resetting transistor including a fourth 
gate, a fourth Source and a fourth drain, wherein one of the 
fourth Source and fourth drain is connected to the first gate, 
and the reset signals being Supplied to the first gate through 
the fourth Source and the fourth drain when reset timing 
Signals are Supplied to the fourth gate before the Supply of 
the input signals. 

5. The transistor circuit according to claim 1, the driving 
transistor and the compensating transistor being a Same type 
of transistors. 

6. The transistor circuit according to claim 1, Switching 
transistor being connected So as to Supply the input signals 
to the compensating transistor through the third Source and 
the third drain when the Switching timing Signals are Sup 
plied to the third gate. 

7. The transistor circuit according to claim 1, further 
comprising a Storage capacitor connected to the first gate. 

8. The transistor circuit according to claim 1, the driving 
transistor and the compensating transistor being respectively 
thin-film transistors formed on a same Substrate. 

9. The transistor circuit according to claim 1 the driving 
transistor and the compensating transistor being respectively 
bipolar transistors, the gate, the Source and the drain corre 
sponding to a base, an emitter and a collector respectively. 

10. The transistor circuit according to claim 1, the input 
Signals being Voltage Signals where a Voltage is controlled 
by an input signal Source, the driving transistor having one 
of the first Source and first drain connected to a current 
controlled element and controlling electric current flowing 
to the current-controlled element by controlling the conduc 
tance. 

11. A display panel comprising respectively the transistor 
circuits of claim 10 and a plurality of picture elements 
arranged in a matrix, current-controlled light-emitting ele 
ments being applied respectively to the plurality of picture 
elements as the current-controlled elements. 

12. An electronic apparatus, comprising the display panel 
of claim 11. 

13. The transistor circuit according to claim 5, the driving 
transistor and the compensating transistor being p-channel 
type transistors. 
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