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PRESSURE SENSITIVE BOMETRIC INPUT 
APPARATUS 

BACKGROUND 

Biometric Scanners and in particular finger image Scan 
ners are used to identify an individual from their unique 
characteristics in order to provide Secured access to com 
puter Systems, Secured areas, electronic communications, 
and electronic financial transactions. 

In general finger image identification is accomplished by 
matching a bid finger image against a reference finger 
image. This is done by creating a “template' of each image 
by analyzing the ridges and Valleys, and then comparing the 
two templates to determine if they are similar enough to 
effect either a Successful or failed identification of an indi 
vidual. In a good quality finger image, the majority of the 
image Surface area consists of ridges that appear as dark 
lines and Valleys that appear as lighter areas. 
A significant problem with finger image identification 

Systems is that of false rejection. A false reject happens when 
a biometric identification System incorrectly refuses acceSS 
to a user who is actually an authorized user. This happens 
most frequently because of poor finger image quality 
obtained from the individual. For example, the finger image 
obtained by the biometric Scanner may be too dark, or too 
light. First, in a finger image that is characterized as too dark, 
the Valleys appear darker and thicker than normal and it 
becomes difficult or impossible to distinguish the valleys 
from the ridges. Several different factors can independently 
cause a dark finger image. These include a finger that is 
being pressed too hard or a finger that is too moist. Second, 
in a finger image characterized as too light, ridges that 
normally appear as dark areas are lighter in color or appear 
as broken ridge lines. When a light ridge image is combined 
with background noise that most Scanners produce after 
repeated usage, it becomes very difficult to distinguish the 
light ridges from the background noise. Several independent 
factors can cause a light finger image including a finger that 
is too dry, a finger that is not being pressed hard enough on 
the finger image Scanner, a finger whose ridges are very fine, 
and a finger that does not have any ridges at all. An example 
of each of these Symptoms appear as FIGS. 1(a) through 
1(d). 

In either case, a finger image is that is either too light or 
too dark is of poor quality and would therefore be difficult 
to extract a good template using the image. In Such cases it 
is much more difficult to make a proper identification of that 
individual. This situation often results in the false rejection 
of an authorized user, making the System appear unreliable. 

Conventional Scanners often Scan images of fingers at 
preSSure levels that are extremely unlikely to produce good 
images. The Scanner's attached processor or logic device 
thereby wastes time and power determining if a good quality 
image is present. It is optimal that a Scanner only capture an 
image when it has been determined that the pressure within 
the acceptable range of T1 and T2 is present and that a good 
image can be anticipated. This improves response time and 
Saves power Since the processor can sleep until a likely good 
image is present. 
When an unsatisfactory image is obtained, it is possible to 

improve the image by immediately prompting the user to 
change the way he is using the Scanner, instead of simply 
falsely rejecting the user. In many cases, pressing with leSS 
preSSure causes the image to lighten, and pressing with more 
preSSure causes the image to darken. Faced with a dark 
image, a conventional Scanner might ask the individual to 
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2 
decrease the preSSure on the Scanner. Thus, a Scanner needs 
to determine whether or not changing the pressure exerted 
by the finger of the user would be likely to increase image 
quality. It is difficult for a conventional Scanner to determine 
this from a simple inspection of the finger image. 

It is therefore an object of the invention to provide a finger 
image Scanner that can detect if a problem with a given 
finger image is related to the exerted pressure, or whether the 
Source of the problem is from another cause yet having the 
Same Symptoms. 

It is another object of the invention to Scan and process a 
finger image only under conditions which are likely to 
produce good quality images, thereby improving response 
time, and decreasing power consumption by not requiring 
the processor to process images that are almost guaranteed 
of being poor quality. 

It is yet another objective of the invention to alleviate the 
problem of poor quality images by varying the amount of 
preSSure that is exerted by the finger of the user regardless 
of other existing causes. 

Another objective of the invention is to provide a finger 
image Scanner that uses a minimum number of mechanical 
or electrical parts, and at a low cost. 

SUMMARY 

The invention discloses a biometric input apparatus for 
obtaining a high quality image of the finger of a user. The 
biometric input apparatus has a finger image Scanner which 
in turn has a contact Surface where the user places their 
finger upon prior to Scanning, means for obtaining an 
electronic image of the finger of the user that is placed on the 
contact Surface, and a preSSure Sensor for detecting the 
amount of pressure that is applied by the finger of the user 
to the contact Surface. 

In a preferred embodiment, the finger image Scanner also 
has a logic device that measures the amount of preSSure 
exerted by the finger of the user and compares Said preSSure 
to a predetermined threshold pressure value. In a most 
preferred embodiment the improved finger image Scanner 
further has a feedback loop, wherein the logic device 
prompts the user to increase or decrease the pressure applied 
to the contact Surface. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1(a) shows an example of finger image that is too 
dark, FIG. 1(b) shows an example of a finger image that is 
too light, FIG. 1(c) shows an example of a finger whose 
ridges are very fine, and FIG. 1(d) shows an example of a 
finger that does not have any ridges at all. 

FIG. 2 shows a preferred device of the invention. 
FIG. 3 shows a flow chart of an embodiment of the 

invention. 

FIG. 4 shows an embodiment where the pressure sensor 
is placed directly behind the finger image Scanner. 

FIG. 5 shows an embodiment where the pressure sensor 
is mounted between the enclosure and one of the enclosure's 
feet. 

FIG. 6 shows an embodiment of the invention where the 
finger image Sensor and the pressure Sensor are combined in 
a single package. 

DETAILED DESCRIPTION 

The invention comprises a finger image Scanner having a 
contact Surface where the user places their finger upon prior 
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to Scanning, and means for obtaining an electronic image of 
the finger of the user that is placed on the contact Surface. A 
preSSure Sensor detects the amount of preSSure that is applied 
by the finger of the user to the contact Surface. 
AS shown in FIG. 2, a finger 12 to be Scanned is placed 

upon the contact Surface 14 of a finger image Scanner 10. A 
preSSure Sensor 20 detects the amount of pressure exerted by 
the finger 12 upon contact Surface 14. The pressure Sensor 20 
inputs data from measured pressure to a pressure processing 
module 22 of logic device 16. A logic processing module 18 
of logic device 16 produces an electronic image of the finger. 

In operation, as shown in FIG. 3, the measurement for 
applied pressure of a finger 12 upon contact Surface 14 
occurs either before or after the finger is Scanned. In a 
preferred embodiment, the amount of pressure applied to the 
contact Surface is measured before the fingerprint Scanning 
proceSS occurs, and Scanning does not occur unless the 
preSSure exceeds a minimum threshold value. This is 
because the pressure check is quick to calculate, while the 
finger image Scanning proceSS is much more expensive both 
from a time as well as from a power Standpoint. AS shown 
in FIG. 2., once the finger is placed upon contact Surface 14, 
the finger image Scanner 10 measures the amount of pressure 
being applied to the contact Surface. If the amount of 
pressure falls between the acceptable lower threshold T1 and 
upper threshold T2, as computed preSSure processing mod 
ule 22 of logic device 16, then the Scanner begins the 
Scanning proceSS. The range of pressure applied to the 
contact Surface is approximately between 6 ounces to 32 
ounces per fingerprint Surface area. More preferably, the 
range of pressure applied to the contact Surface is approxi 
mately between 8 ounces to 16 ounces per fingerprint 
Surface area. Since the vast majority of the population have 
acceptable fingerprint ridge and Valley distinction, the pre 
determined pressure Settings T1 and T2 will provide a good 
quality finger image. Once the finger print of a user is 
Scanned, the logic processing module 18 of logic device 16 
will determine whether the image obtained is a good quality 
image, or whether it is too dark or too light. Optical 
fingerprint Scanners which includes logic processing module 
18 of logic device 16 are commercially available from Such 
companies as IdentiX Corp., Digital Persona, Inc., Digital 
Biometrics, Inc., and Startek, Inc. Non-optical finger image 
Scanners are available from Such companies as SGS 
Thomson. 

After Scanning the finger image within the prescribed T1 
and T2 thresholds, if the finger image is too dark, the 
preSSure at which the image was Scanned is examined. If the 
pressure is at the higher end of the pressure range (i.e. closer 
to T2), a preferred embodiment of the invention instructs the 
user to use leSS pressure, postulating that the user might have 
well-defined ridges and a decrease in pressure might well 
lighten the image to an acceptable level. Otherwise, this 
embodiment of the invention concludes that the most likely 
cause of the problem is too much moisture, and instructs the 
user to dry his or her finger and retry the Scan. 

After Scanning the finger image within the prescribed T1 
and T2 thresholds, if the finger image obtained is too light, 
the pressure at which the image was Scanned is examined. If 
the pressure is at the lower end of the pressure range (i.e. 
close to T1), a preferred embodiment of the invention 
instructs the user to use leSS pressure, postulating that the 
user probably has very fine or dry ridges and an increase in 
preSSure might well darken the image to an acceptable level. 
Otherwise, the problem is most likely that the finger is too 
dry, and this embodiment of the invention instructs the user 
to dampen his or her finger and retry the Scan. 
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4 
In either event, a determination of likely cause and 

possible remedy is made very quickly, and users can take 
remedial action to improve image quality and thus be 
identified, thus avoiding a likely false rejection of a legiti 
mate uSer. 

In Several embodiments, the pressure Sensor 20 comprises 
a thin-film pressure Sensor, Such as the Uniforce Sensor 
produced by Force Imaging Technologies. This preSSure 
Sensor presents an electric resistance that is proportional to 
the pressure placed on the pressure Sensor. This variable 
resistance is then converted to an analog Voltage via a 
conventional op amp circuit. This analog Voltage can then be 
processed by the logic device 16 as described previously. 
Thin-film pressure Sensors have Several advantages. First, 
they are extremely thin (0.003" in one example), thus 
allowing them to be placed conveniently relative to the 
contact Surface 14 or the finger image Scanner 12. Second, 
they are inexpensive. 

In one embodiment, the preSSure Sensor 20 is placed 
directly behind the finger image Scanner 12, as shown in 
FIG. 4. This embodiment uses a thin-film pressure sensor, as 
described above. A mounting bracket holds the finger image 
Scanner against the enclosure, and the pressure Sensor is 
mounted between the finger image Scanner and the mounting 
bracket. When a finger is placed on the contact Surface, 
preSSure is transferred to the pressure Sensor. An advantage 
of this embodiment is that the pressure Sensor is mounted 
directly behind the finger image Scanner, and thus almost all 
of the preSSure from the finger is directly transmitted to the 
preSSure Sensor. In this embodiment the logic device must 
account for a certain level of “preload' caused by compres 
Sion of the pressure Sensor between the mounting bracket 
and the finger image Scanner. 
Another embodiment is useful when the unit is Supported 

via feet on a Surface, as illustrated in FIG. 5. In this 
embodiment the pressure Sensor is mounted between the 
enclosure and one of the enclosure's feet. Again, a thin-film 
Sensor is used for the pressure Sensor, although other types 
of pressure Sensors may also be used. When a finger is 
placed on the contact Surface, preSSure is transferred to all 
the feet Supporting the unit. The pressure Sensor will read the 
pressure transferred to the foot under which it is mounted. In 
this embodiment the logic device must account for the fact 
that the full pressure of the finger is not directly transferred 
to the Sensor, and the Sensor will have a certain level of 
“preload” caused by the weight of the unit. 

Another embodiment of the invention combines the finger 
image Sensor and the pressure Sensor in a Single package, as 
shown in FIG. 6. In this case, the pressure Sensor comprises 
a piezoresistive Strain gauge. This Strain gauge is attached to 
the back of the finger image Sensor. When a finger is placed 
on the Sensor, the preSSure from the finger deforms the 
Sensor package slightly. The Strain gauge converts this 
deformation into a variable resistance that is proportional to 
the finger's pressure. 

Yet another embodiment of the invention combines the 
finger image Sensor and the pressure Sensor in a Single 
integrated circuit. In this embodiment capacitive preSSure 
Sensors are distributed on the Surface of a capacitive finger 
print sensor via a CMOS-compatible silicon micromachin 
ing process. Averaging the output of the collection of 
preSSure Sensors provides an overall indication of the 
amount of pressure on the finger print Sensor. 
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In other embodiments of the invention the pressure Sensor 
comprises compressive load cells, LVDT transducers, 
capacitive transducers, piezoelectric transducers, and quartz 
transducers, as is known in the art. 

Other embodiments will place the pressure sensor relative 
to the finger image Scanner and contact Surface in other 
ways, as will be apparent to one of Skill in the art; all are to 
be considered within the Scope of the present invention. 

Although the invention has been described with respect to 
a particular System of obtaining good quality finger images, 
it will be appreciated that various modifications of the 
apparatus and method are possible without departing from 
the invention, which is defined by the claims set forth below. 
What is claimed is: 
1. Abiometric input apparatus for obtaining a high quality 

image of the finger of a user, comprising; 
a) a finger image Scanner, further having; 

i) a contact Surface, 
ii) means for obtaining an electronic image of the finger 

of the user that is placed on the contact Surface; 
b) a pressure Sensor for detecting the amount of pressure 

that is applied by the finger of the user to the contact 
Surface, 

15 

6 
c) a logic device that measures the amount of pressure 

exerted by the finger of the user and compares Said 
preSSure to a predetermined threshold preSSure value; 
and 

d) a feedback loop, wherein the logic device prompts the 
user to increase or decrease the pressure applied to the 
contact Surface. 

2. The apparatus of claim 1 wherein the logic device 
allows a Scan to occur only when the logic device determines 
that the pressure exerted by the finger of the user is within 
predetermined threshold values. 

3. The apparatus of claim 1 wherein the acceptable 
amount of preSSure applied to the contact Surface is approxi 
mately between 6 ounces and 32 ounces per finger Surface 
aca. 

4. The apparatus of claim 1 wherein the acceptable 
amount of pressure applied to the contact Surface is prefer 
ably approximately between 8 ounces and 16 ounces per 
finger Surface area. 
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UNITED STATES PATENT AND TRADEMARK OFFICE 

CERTIFICATE OF CORRECTION 

PATENT NO. : 6,131,464 Page 1 of 1 
DATED : October 17, 2000 
INVENTOR(S) : Pare, Jr. et al. 

It is certified that error appears in the above-identified patent and that said Letters Patent is 
hereby corrected as shown below: 

Column 2 
Line58, “Fig. 5 shows” should read -- Fig. 5A is a perspective view and Fig. 5B is an 
elevation view Showing --. 
Line 61, “Fig. 6 shows” should read -- Fig. 6A is a top plan view and Fig. 5B is a 
bottom plan view of an embodiment --. 

Column 4 
Line 38, “Fig. 5” should read -- Fig. 5B --. 
Line 52, “Fig. 6' should read -- FigS. 6A and 6B --. 

Signed and Sealed this 

Twelfth Day of November, 2002 

Attest. 

JAMES E ROGAN 
Attesting Officer Director of the United States Patent and Trademark Office 
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