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(57) ABSTRACT 

An LED lamp tube and driver circuit that is direct replace 
ment for fluorescent tubes with or without ballasts, that works 
with standard AC high Voltage current input, with high fre 
quency pulse current input, or with lower Voltage input. The 
tube is wired to receive the current that is input from any two 
electrode pins from among the pairs of pins at the ends of the 
tube, which house the driver circuitry. The input current is 
converted to DC through a rectifier circuit, is filtered of 
unwanted frequencies and Voltage through a filter circuit, and 
is controlled with a step-down constant current circuit to drive 
an LED array within the tube. 
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US 9,338,853 B2 
1. 

LED TUBE DRIVER CIRCUITRY FOR 
BALLAST AND NON-BALLAST 

FLUORESCENT TUBE REPLACEMENT 

FIELD OF INVENTION 

This invention relates to a novel device in the general field 
of illumination, and more specifically to a versatile energy 
saving LED tube lamp and drive circuitry that may be pow 
ered from many commonly available compatible fluorescent 
fixtures including those with or without ballasts as well as 
those with or without shunted sockets. 

BACKGROUND OF THE INVENTION 

Fluorescent Lamps and Ballasts 
There are multitudinous installations of fluorescent lamps 

in buildings throughout the world. The fluorescent lamp pro 
vided more uniform illumination and less costly operation 
than incandescent bulbs having a primary illumination fila 
ment that would burn out Sooner than a typical fluorescent 
lamp. A fluorescent lamp consists of a glass tube filled with an 
inert gas (usually argon) at low pressure. On each side of the 
glass tube is an electrode. Electricity is passed through the 
gas, causing an arc of illumination. The glass tube is fitted into 
a fixture having Sockets that receive electrode pins at an end of 
the glass tube. The Sockets are sized to accept different stan 
dard diameter tubes, such as T12 (old and inefficient) with a 
diameter of 1.5 inches, T8 (higher inefficiency than T12) with 
1 inch diameter). Both T12 and T8 lamps use the same 
medium bi-pin base, which allows T8 lamps to fit into the 
same fluorescent luminaire fixture as T12 lamps of the same 
length. 

To get the fluorescent lamp started a spike of high Voltage 
is needed to get the arc started. The colder the lamp is, the 
higher Voltage that is needed to start the arc. The Voltage 
drives current through the argon gas. Gas has an electrical 
resistance—the colder the gas, the higher the resistance, and 
the higher the Voltage required to start the arc. Since creating 
a high Voltage can be hazardous and expensive, ways were 
found to pre-heat the fluorescent lamp in order to require less 
voltage to start the lamp. There are different ways to start a 
lamp including: preheat, instant start, rapid start, quick start, 
semi-resonant start and programmed start. All of these require 
electronics which are part of a ballast for the lamp. An elec 
trical ballast is a device that intended to limit the amount of 
current in an electric circuit. The ballast for a fluorescent lamp 
limits the current through the tube, which would otherwise 
rise to destructive levels due to the tube's negative resistance 
characteristic. A fluorescent (gas-discharge) lamp is an 
example of a device having negative resistance, where after 
lamp ignition, the increasing lamp current tends to reduce the 
Voltage fed across it. The resistance equals the Voltage 
divided by the current (Ohms Law). The resistance is therefor 
decreased if the Voltage decreases or if it stays constant while 
the current increases. The resistance is thus lowered by 
increases in current (negative resistance). A simple series 
current limiting reactor (inductor) can effectively be the bal 
last for a lamp. However most modern ballasts have complex 
(expensive) electronics to control precisely the current or the 
Voltage Supplied to a fluorescent lamp. The lamp's ballast 
regulates the required alternating current (AC) electrical 
power delivered via the electrodes of the lamp. The ballast is 
typically physically located in a box mounted near its lamp or 
lamps. Olderlamps used a separate starter to get the lamp arc 
going. Modern lamps use an electrical pulse start which is 
delivered to the lamp by components within the ballast. 
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2 
Historically, fluorescent lamps use AC power, effectively 

meaning that the electrode that functions as the cathode 
switches back and forth. If the lamp was DC, the cathode side 
would be brighter and more intense than the anode side since 
there are more free electrons spewing off of the (typically 
tungsten) electrode that performs as the cathode, and that side 
would become weaker as it lost atoms, causing the lamp to not 
last compared to an AC fluorescent lamp. Using AC, the 
electrons/ions leave one side of the lamp for the other but on 
the next (alternate) cycle go back. With AC, the lamp tube has 
a practically uniform brightness on both ends. 
As electrical current forms an arc through the lamp, it 

ionizes a higher percentage of the tube's contained gas mol 
ecules. The more molecules that are ionized, the lower the 
resistance of the gas. If too many gas molecules are ionized, 
the resistance will drop to the point that an electrical short 
would occur. Therefore, the ballast also contains electronic 
components that control the current, preventing the current 
through the lamp from rising to the point that the lamp would 
burn out. Electronic ballasts use semiconductors to limit 
power to a fluorescent lamp. First the ballast rectifies the AC 
power, then it converts to a high frequency for improved 
efficiency. Electronic ballasts typically change the frequency 
of power to a lamp from 50/60 Hz to about 20 kHz. A modern 
electronic ballast can more precisely control power than an 
older magnetic ballast. 
Types of Ballasts 
Modern ballasts vary considerably in type and complexity. 

An instant startballast does not preheat the electrodes, instead 
using a relatively high voltage (~600 V) to initiate the dis 
charge arc. It is the most energy efficient type of ballast, but 
results in the fewest on and off cycles for the lamp tube, as 
molecules of material is lost from the surface of the lamp 
tube's cold electrodes each time the lamp is turned on. 
Instant-start ballasts are used for applications with long duty 
cycles, in buildings the fluorescent lamps are not frequently 
turned on and off. Instant start lamps have a single pin (the 
cold cathode), and a high Voltage spike is used to start the 
lamp. In contrast, a rapid start ballast is used for fluorescent 
lamps having a filament (two electrode pin lamp) that is used 
for pre-heating before the lamp is started. A rapid start ballast 
applies Voltage and heats the two electrode pins (the cath 
odes) simultaneously. The rapid start ballast provides Supe 
rior lamp life and more cycle life, but uses slightly more 
energy as the cathodes in each end of the lamp continue to 
consume heating power as the lamp operates. Because a 2-pin 
lamp is used with a ballast that preheats a filament for the 
electrode pins prior to starting the lamp, a lower Voltage 
Suffices to then start the lamp. A programmed-start ballast is 
a more advanced version of the rapid start ballast. The T5 
lamp specification calls for a programmed-start, that provides 
precise heating of lamp filaments and controls the pre-heat 
time before the startup voltage is applied, thereby reducing 
filament stress. The programmed-start ballast applies power 
to the filaments first, which allows the cathodes to preheat and 
then applies Voltage to the lamps to Strike an arc. Lamp life 
typically operates up to 100,000 cycle life with programmed 
start ballasts. Once started, the programmed-start ballasts 
filament Voltage is reduced to increase operating efficiency. 
This ballast gives the best life and most starts from lamps, and 
so is preferred for applications with very frequent on/off 
switching. Programmed start ballasts heat the electrodes first, 
reducing the shock to the lamp, maximizing both lamp and 
ballast life. Programmed start ballasts are the most expensive, 
but may be cost-effective by reducing lamp deterioration. 
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Shunted and NonShunted Sockets 
It can be difficult to determine whether a fluorescent lamp 

fixture has an instant-start ballast or a rapid start ballast with 
out locating the ballast and looking at its wiring diagram, 
which is usually affixed to the ballast. An instant-start has 
only wire coming from the ballast to one of the lamp ends 
socket, with the pins of that socket connected electrically 
(shunted). A rapid-start ballast has two wires coming from the 
ballast to one end of the lamp ends socket, with the pins of 
that Socket not connected electrically (non-shunted). The 
lamp fixture often has two sockets facing either other, adapted 
to receive a straight lamp tube. The two pins of an Non 
shunted Socket connected to the ballast are for receiving 
power while the corresponding pins on the other socket are 
for physically securing the tube only. Many manufacturers 
use the same-looking socket for both shunted and Non 
shunted Sockets, with only a hidden wire doing the shunting if 
present. A shunted ballast merely connects two of the pins at 
either end of the lamp, whereas an Non-shunted ballast will 
bring the contact from each of two pins out to a separate 
connection back to the ballast. Counting both sockets (one at 
each end of the fluorescent fixture (lampholder)), a shunted 
lampholder will generally have 2 holes (or accept2 wires) on 
the unit whereas an non-shunted lampholder will have 4 holes 
(or accept a total of 4 wires) on the unit. Ballast bypass 
requires cutting the wires between the ballast and the lamp 
Socket, and re-routing the electrical Supply wires from the 
inputside of the ballast directly to the lamp socket. It may also 
entail physical detachment and removal of the unused ballast 
from the premises. In the case of ballasts that are physically 
remote from the lamp fixture, this can be especially time 
consuming. Determining the kind of ballast system, shunted 
or Non-shunted, and identifying the status of wires connected 
to fluorescent fixture due for replacement with an LED tube 
can be time-consuming. There may be fluorescent fixtures 
that have been either neglected or prepared previously for 
LED replacement by having the ballast already removed, 
without any indication on the fixture of this status, and deter 
mining the status can also result in expense in the absence of 
the present invention. 
Disadvantages of Fluorescent Lighting 

Notwithstanding their advantages over incandescent light 
bulbs, fluorescent lamps have a number of problems. The 
fluorescent lamps can be highly efficient, but poorly made 
older ballasts can release noxious gases upon overheating. 
Electromagnetic ballasts with a minor fault can produce an 
audible humming or buZZing noise. Magnetic ballasts are 
usually filled with a tar-like compound to reduce emitted 
noise. The tar can melt or release gas. Hum is eliminated in 
lamps with a high-frequency electronic ballast, but even mod 
ern electronic ballasts can fail due to overheating. Addition 
ally, fluorescent lamps emit a small amount of ultraviolet 
(UV) light. Fluorescent lamps with older magnetic ballasts 
flicker at a normally unnoticeable frequency of 100 or 120 Hz 
but this flickering can cause problems for Some individuals 
with light sensitivity. Sensitive people may experience health 
problems that is aggravated by artificial lighting. The ultra 
violet light from a fluorescent lamp can even adversely affect 
paintings, requiring that artwork be protected with transpar 
ent glass or acrylic filters. Fluorescent lamps generate har 
monic currents in the electrical power supply within the bal 
last. The arc itself within the lamp generates radio frequency 
noise, which can be transmitted through power wiring. Radio 
signal Suppression is available, but adds to the cost of the 
fluorescent fixtures. Fluorescent lamps operate optimally at 
typical room temperatures. At other temperature ranges, 
whether hotter or colder, efficiency decreases. At below 
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4 
freezing fluorescent lamps may not start. Regarding outdoor 
use, fluorescent lamps do not generate as much heat as incan 
descent lamps and may not sufficiently melt Snow or ice on 
the lamp, reducing illumination. If the lamp is frequently 
Switched on and off, the lamp will rapidly age, because each 
start cycle slightly erodes the electron-emitting Surface of the 
cathodes—when all the emission material is used up, the 
lamp cannot be started with the available ballast voltage. If a 
fluorescent lamp is broken, a very Small amount of mercury 
can contaminate the Surrounding environment. The broken 
glass itself is a hazard. 
Replacement of Fluorescent Lighting with LEDs 

For all the above reasons, there has been over the past 
decade an enormous commercial move toward replacing both 
incandescent and fluorescent light fixtures with light-emit 
ting diode (LED) lighting. Arrays of LEDs can be fitted in 
tubes that are physically compatible replacement for fluores 
cent tubes, using the same sockets for their electrodes to fit 
into. 
LEDs have advantages over those prior light sources: lower 

energy consumption, longer life, improved robustness, 
smaller size, and the ability to be switched on and off faster. 
Some LEDs can achieve full brightness in under a microsec 
ond. LEDs emit more lumens per watt than incandescent light 
bulbs and most fluorescent tubes. LED lighting efficiency is 
not affected by shape and size, unlike fluorescent lightbulbs 
or tubes. LEDs can be used that emit light of an intended color 
without using the filters that incandescent or fluorescent light 
ing would require to achieve the same effect. LED tube lights 
are available in different lengths with both clear and frosted 
lens styles, in a selection of 3000K, 4000 k or 5000K color 
temperatures, depending on whether visibly “cool” or 
“warm lighting is desired. LEDs can easily be dimmed either 
by pulse-width modulation or lowering the current to them, 
whereas fluorescent lamps can require expensive circuitry to 
dim, and many use older ballasts that cannot provide dim 
ming at all, the ballast requiring a standard (undimmed) input 
of AC power. Unlike other light sources, LEDs designed for 
visible light illumination radiate very little heat in the form of 
IR that can cause damage to sensitive objects or fabrics. 
Wasted energy is dispersed as heat through the base of the 
LED. LED lights require no warm up time, require virtually 
no maintenance, and have a long life expectancy. Eventual 
failure of LEDs occurs usually by dimming over time, rather 
than the sudden failure of incandescent bulbs, or the unpleas 
ant erratic output of failing fluorescent lamps and ballasts. 
LEDarrays can have 35,000 to 50,000 hours of life, compared 
to typical ratings for fluorescent tubes typically of 10,000 to 
15,000 hours, depending on the ambient conditions, and for 
incandescent light bulbs typically of only 1,000 to 2,000 
hours. Reduced maintenance costs from the use of LEDs with 
their extended lifetime, rather than energy savings, is often 
the more significant factor in determining the payback advan 
tage for Switching to LED lighting. LEDs are lightweight and 
extremely durable as they are solid-state components, which 
are difficult to damage with external shock, unlike fluorescent 
and incandescent bulbs, which are fragile. To Summarize, 
LED lights are eco-friendly lights that require no ballast, and 
offer maximum light output and energy savings. Compared to 
conventional fluorescent lamps, replacement can save more 
than 50% of the energy use, which pays for the replacement 
over time. 
LEDs for general room lighting require more precise cur 

rent and heat management than compact fluorescent lamp 
Sources of comparable output. A light-emitting diode (LED) 
is a two-lead semiconductor light Source. When a fitting Volt 
age is applied to the leads, electrons combine with electron 
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holes within the device, releasing energy as photons. This 
effect is called electro luminescence, and the color of the 
emitted light corresponds to the energy of the photon, con 
trolled by the energy band gap of the semiconductor. The 
current-voltage characteristics of an LED is like other diodes, 
that is, the current is dependent exponentially on the Voltage. 
A Small change in Voltage causes a large change in current. If 
the supplied voltage exceeds the LEDs forward voltage drop 
by a small amount, the current rating may be exceeded by a 
large amount, potentially damaging or destroying the LED. A 
Solution is to use constant-current power Supplies to keep the 
current below the LED’s maximum current rating. Most LED 
fixtures drawing from AC wall receptacle power must have a 
driver circuitry that includes a power converter with at least a 
current-limiting resistor. 

Replacing either an instant-start, shunted socket fluores 
cent lamp or a rapid-start non-shunted socket fluorescent 
lamp with a replacement LED tube and driver has previously 
required the ballast to be electrically detached or physically 
removed from the system, and the standard AC power wires to 
be attached directly to the driver's circuitry. Detachment can 
be expensive, typically requiring the services of a licensed 
electrician. Removal can also be time-consuming, requiring 
access to the ballast itself, which is often behind lamp fixture 
or ceiling panels. 

To Summarize, a fluorescent tube lamp requires a means to 
limit current flow to prevent a self-destroying positive feed 
back loop. The most common means to regulate current flow 
is to use an inductive ballast; consequently ballasted fluores 
cent fixtures are ubiquitous in the lighting industry. With the 
advent of power efficient high intensity LED lighting arrays, 
which have lumen output and power efficiencies on par with 
or exceeding fluorescent tube lamps, a need exists for replace 
ment LED tube lamps that can accept power from to existing 
fluorescent fixtures with little or no additional adjustment. 
One should be able to plug an LED tube lamp into any size 
compatible fluorescent fixture (with or without ballast or 
shunt) and have the internal circuitry utilize the supplied 
energy to power the LED array. The known prior art solutions 
include using direct line Voltage to power a secondary LED 
power Supply while bypassing ballasted input power orphysi 
cally removing the ballast altogether. Other solutions use 
backup battery power to Supply the LED array, again bypass 
ing the original ballasted input Supply. None of the existing 
LED tube replacement lamps can be directly supplied from 
fluorescent fixtures with different configurations such as with 
or without ballasts, or with or without shunts. Existing meth 
ods are complex, inefficient, often requiring a separate power 
Supply, and they are not adaptable to different fixture configu 
rations. 

SUMMARY OF THE INVENTION 

The invention is an LED lamp tube and driver circuit that 
works with standard AC high voltage current input into either 
end of the lamp tube, that is, with no ballast, and that also 
works with a ballast delivering its high frequency pulse cur 
rent or lower Voltage input, in either case converting the 
power input to constant direct current (DC) to light up the 
LED lamp tube. The LED lamp and driver circuit works in a 
ballasted socket whether its ballast is instant start with a 
shunted socket or whether its ballast is rapid-start with an 
non-shunted socket. 
The LED lamp tube and driver circuit is a direct replace 

ment for fluorescent tubes with or without ballasts. The LED 
tube and driver circuit is thus a self-ballasted lamp, and is a 
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6 
direct replacement unit with or without retro-fitting adjust 
ments to the electrical wiring or physical structure of a pre 
existing fluorescent lamp. 
The invention obviates the need to determine what kind of 

ballast a fluorescent fixture might have before replacement of 
its tube with the device. The device also makes unnecessary 
the detachment or removal of the ballast for the fixture before 
the replacement, The device also allows the option of detach 
ing or removing the fixture's ballast at a later time. Either end 
of replacement tube can be plugged into either end of the 
fluorescent fixture having the tube to be replaced. 
The input power, whether standard wall socket AC (11OV) 

or as governed and supplied by the fixture's ballast, is fed to 
either end of the LED lamp tube replacement of the invention. 
Its driver circuits input receives the input power, rectifies the 
AC to DC by means of one of two rectifier sub-circuits, feeds 
it to a filter circuit that absorbs Surge Voltage, and then feeds 
the resulting DC to a step-down constant current circuit that 
delivers appropriate DC power to an array of LEDs within the 
lamp tube. The step-down constant current circuit may have 
an output Voltage magnitude that is either greater than or less 
than the input Voltage magnitude. The driver circuit thus deals 
with a variety of characteristics of the electrical power input 
and distributes DC to the LEDs appropriately, whether there 
is one-sided or two-sided power input to the device. 
The invention is essentially an LED driver circuit for fluo 

rescent tube replacement comprising: 
a) a tube for enclosing an LED light source, the tube having a 
first end cap and a second end cap, each of the first and second 
end caps having a pair of electrode pins; 
b) a rectifiercircuit having four input diodes, each input diode 
having an input lead connected to one of the electrode pins, 
and each input diode having output leads that are connected to 
provide DC output from the rectifier circuit; 
in which DC output from the rectifier circuit is conducted to 
a constant current circuit that converts the DC output from the 
rectifier circuit into constant DC output for driving the LED 
light Source. 

In a preferred embodiment, the rectifier circuit has two 
pairs of additional diodes, each pair of additional diodes 
being looped in parallel with a capacitor connected to the DC 
output from the rectifier circuit, to provide a stabilizing fly 
back loop from the DC output of the rectifier circuit back to 
the input leads of the input diodes, and the DC output from the 
rectifier circuit is conducted to the constant current circuit via 
a filter circuit that filters out surge voltage from the DC output 
from the rectifier circuit. A least three of the input leads 
should each have a fuse in series between the input lead and its 
respective input diode. The rectifier circuit preferably has two 
pairs of additional diodes, each pair of additional diodes 
being looped in parallel with a capacitor connected to the DC 
output from the rectifier circuit, to provide a stabilizing fly 
back loop from the DC output of the rectifier circuit back to 
the input leads of the input diodes. The filter circuit preferably 
comprises at least one combination of a resistor and an induc 
tor in parallel, the combination being in series with the DC 
output of the rectifier circuit to filter out unwanted current 
frequencies of the DC output, a temperature-sensitive relay 
switch that opens if the filter circuit exceeds a safe tempera 
ture range for the driver circuit, and a varistor that grounds 
excessive voltage spikes in the DC current from the rectifier 
circuit, and at least one capacitor in series with DC output 
from the rectifier circuit to ground. 
The constant current circuit may also be characterized as a 

step-down constant current circuit, as it would typically be 
converting rectifier filter circuit output current to a lower 
voltage. However there could be circumstances in which an 
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LED array is used in the tube that calls for conversion to a 
higher Voltage and the system can provide accordingly. An IC 
drives the step-down constant current circuit part of the driver 
circuitry, keeping it in constant on-time operation determin 
ing whether a transistor should be turned ON or OFF to 
achieve low Switching losses and a high power efficiency. 

In a preferred physical layout the rectifier circuit is on a first 
PCB located in the first end cap and the constant current 
circuit is on a second PCB located in the second end cap, with 
two conductor wires running the length of the tube to connect 
a first pair of electrode pins on the second end cap to their 
respective input diodes in the rectifier circuit and two short 
conductors connecting a second pair of electrode pins on the 
first end cap to their respective input diodes in the rectifier 
circuit. The current from the rectifier and filter circuitry is 
connected via two rectifier/filter output wires to a first 2-pin 
connector connected at a first end of an LED array board, 
where the connection proceeds to two conductors to a second 
2-pin connector at an opposite end of the LED array board. A 
second 2-pin connector is connected to an input side of the 
constant current circuit, and an output side of the constant 
current circuit being connected by a third 2-pin connection to 
a positive terminal and a negative terminal for electrical Sup 
ply to the LED array board. 
The LEDTube Driver Circuitry for Ballast and Non-ballast 

Fluorescent Tube Replacement is thus designed to provide an 
adaptable Solution that provides a plug-in replacement for 
similarly sized fluorescent tubes, regardless of whether or not 
the tube to be replaced is connected to a ballast or non-ballast 
system, or to shunted or non-shunted Sockets. The disclosed 
invention utilizes ballasted power when available or can 
bypass a ballast when necessary. The invention can work with 
shunted Sockets as well as non-shunted socket inputs. By 
“socket' is meant the holder for the tube's pins at each end of 
the fluorescent fixture. Each holder typically includes two 
channels each having electrical contacts, but either or both 
Such channels may be merely a mechanical holder where no 
electrical contact or Supply is needed for one or two of the pins 
at one end of the tube. Correspondingly, the pair of pins at 
each end of the tube of the present invention are termed 
'electrode pins' as each is capable of conducting electrical 
power from the Socket, but any particular electrode pin may 
function solely as a mechanical pin for a merely mechanical 
holder channel in the socket at which no electrical contact or 
no electrical power is present, the electrical Supply for the 
tube arriving via two of the other electrode pins. The driver 
circuitry provides that either end of the replacement tube can 
be plugged into either end socket of the fluorescent fixture 
having the tube to be replaced, regardless of which of the four 
channels within the two opposing end sockets of the fixture 
has active electrical contacts that Supply electrical power to 
the tube of the present invention to be fitted and secured 
between the sockets. 
By this means, the present invention allows the direct and 

versatile replacement of less efficient fluorescent tubes with 
more efficient and more reliable LED arrays, while adapting 
to existing fixture electrical and mechanical configurations, 
and while more efficiently utilizing the power provided by the 
original fixture. The present invention allows installers direct 
fluorescent tube replacement into various fixture configura 
tions without the need for rewiring, calibration, additional 
power Supplies, or accompanied power losses. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 shows an external perspective view of an LED driver 
circuit for fluorescent tube replacement, with its driver cir 
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8 
cuitry split onto two PCBs, with wiring for connecting the 
lamp's electrode pins to the driver circuitry PCB, and with an 
LED array. 

FIG. 2 shows an electronic schematic of the power man 
agement circuitry of the LED driver circuit for fluorescent 
tube replacement. 

FIG. 3 shows an exploded isometric view of external and 
internal elements of the LED driver circuit for fluorescent 
tube replacement together with a tube to hold its LED array. 

FIG. 4 shows a side view of a fluorescent compatible LED 
tube lamp assembled with the LED driver circuit and a trans 
parent tube to hold its LED array. 

DETAILED DESCRIPTION 

Referring to FIG.1, the main sections of the driver circuitry 
are arranged on two separate PCBs. A rectifier circuit and a 
filter circuit are on a rectifier and filter circuit PCB 18 shown 
on the left, and a step-down constant current circuit is on PCB 
19 shown on the right. To the rectifier and filtercircuit PCB 18 
are mounted various diodes, a varistor, capacitors, and con 
ductors, all of which that are identified on the schematic of 
FIG. 2 described below. Again referring to FIG. 1, on the PCB 
19 is mounted an integrated circuit (IC), a transistor, a DC to 
DC converter (transformer), flyback diodes, a electrolytic 
polarized capacitor, and conductors, all of which are also 
identified on schematic of FIG. 2 described below. Again 
referring to FIG. 1, long insulated wires 81 and 82 between 
the remote (lower right) pair of end cap electrode pins 30 and 
32 and the rectifier and filter circuit PCB 18 will conduct, 
directly to the rectifier circuit, electrical current supply (if 
any) that may be input from either or both of the electrode pins 
30 and 32 located adjacent to PCB 19. The other (upper right) 
end cap electrode pins 34 and 36 on PCB 18 are also wired 
directly to the (their adjacent) rectifier circuit (as also shown 
in FIG. 2 described below) and will conduct, directly to the 
rectifier circuit, electrical current Supply (if any) that may be 
input from either or both of the electrode pins 34 and 36. The 
(possibly AC) power Supply from any combination of (typi 
cally from only two of the pins simultaneously of) the four 
electrode pins 30, 32, 34, 36 is thus connected for processing 
through the rectifier circuit and the filter circuit mounted on 
PCB 18 into filtered DC before being passed to the step-down 
constant current circuit on PCB 19. The filtered DC output 
from PCB 18 is conducted via wires 83 and 84 through their 
2-pin connector 85 on the LED array PCB on long conductors 
(not shown) layered within that PCB that terminate at two of 
the four pins at 4-pin connector 88. Wires 89 and 90 then 
conduct the PCB 18 output to the inputside of the step-down 
constant current circuit on PCB 19. After the step-down con 
stant current circuit processes the DC current as described 
below regarding FIG. 2, the processed DC current is output 
from the step-down constant current circuit to the LED array 
PCB on the other two wires 91 and 92 of the 4-pin connector 
88. 

FIG. 2 is an electronic schematic of the power management 
circuitry of the Fluorescent Compatible LED Tube Lamp 10 
of FIGS. 1 and 2, showing how power can be supplied through 
either or both pairs of electrode pins, 30-32, or 34-36. Incom 
ing AC power is rectified by parallel DC converter 38a and 
38b, which then filtered by a filter circuit 40, and finally 
managed by a step-down constant current control circuit 40. 
The resulting current, at a required, appropriate Voltage for 
the LED array is then allowed to reach the LED array via 
output pins 23 and 25, supplying the LEDarray 20 with power 
for illumination. 
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Rectifier Circuits 
Following the schematic of FIG. 2 from the left, power 

would be supplied from external fluorescent fixtures to the 
first pair of electrode pins 30 and 32, to the second pair of 
electrode pins 34 and 36, or to a combination of pins of both 
pairs. The power, whether arriving at the electrodes as AC or 
DC is passed through the respective first rectifier circuit 38a 
and/or second rectifiercircuit 38b. The purpose of the rectifier 
circuits is to convert AC Supply, which periodically reverses 
direction, to direct current (DC), which flows in only one 
direction. The driver circuitry is configured to handle AC 
which is present at the sockets of a fluorescent fixture into 
which the Fluorescent Compatible LED Tube Lamp 10 is 
plugged, and convert it into DC current in order to operate the 
rest of the driver circuitry, which in turn supplies the LED 
array of the Fluorescent Compatible LED Tube Lamp 10. The 
driver circuitry is also configured to handle DC current 
directly from the sockets in case the fixture, into which Fluo 
rescent Compatible LED Tube Lamp 10 may is inserted, has 
been previously re-wired for LED tube conversion and Sup 
plies DC current from its sockets. 

Each rectifier circuit is protected by fuses. Power arriving 
and leaving via any particular Subset of the four electrodes is 
fed through one or two of fuses FU1, FU2, FU3. Having one 
of the leads (in the schematic, the lead from electrode pin 32) 
without a fuse suffices as there must be at least one other 
electrode pin involved as a positive or negative electrode to 
complete the circuit of electrical current. Each of the first and 
second rectifier circuits 38a and 38b has four diodes, which 
each pass electrical current in only one direction. The first and 
second rectifier circuits are connected in parallel as shown. 
Any AC current arriving via electrode pins 30 and 32 is 
converted to DC by diodes D7 and D8 alternately. If AC 
current arrives via electrode pins 34 and 36 the current is 
converted to DC by diodes D13 and D14 alternately. Either 
way the converted DC current arrives at the input terminus of 
resistor R1 and inductor L1 offilter circuit 40. The electrode 
pins 34 and 30 are bridged with capacitor C30 and the elec 
trode pins 32 and 36 are bridged with capacitor C31. The DC 
output (whether converted from AC or received as DC from 
any of the electrode pins 30, 32, 34,36) of the first and second 
(paralleled) rectifier circuits is bridged with capacitor C0 to 
draw out high frequencies to the grounding branch of the filter 
circuit 40, with the positive side of the rectifier output being 
received at the positive input terminus of resistor R1 paral 
leled with inductor L1 offilter circuit 40, and the negative side 
of the DC output from the rectifier circuit being connected to 
the input terminus of resistor R2 paralleled with inductor L2 
of filter circuit 40. The opposite terminus of R2 and L2 is 
grounded. 

Either end of the Fluorescent Compatible LED Tube Lamp 
10 can be plugged into either end of a fluorescent fixture 
having a tube to be replaced. The driver circuit is versatile in 
handling a variety of electrical current conditions present 
among various fluorescent lamp fixtures. It doesn’t matter to 
the driver circuit shown in FIG. 2 whether the socket is 
shunted or Non-shunted. It also does not matter to the driver 
circuit shown in FIG. 2 whether any particular one of the 
various fluorescent lamp fixtures into which the Fluorescent 
Compatible LED Tube Lamp 10 might be plugged, has a 
ballast delivering modified AC current to the socket, whether 
there is bare line voltage (e.g. 110VAC) present at the socket, 
or whether there is an AC-DC transformer already wired into 
the fixture for a previous LED conversion. The arrangement 
of eight diodes D7 to D14 of the rectifiercircuits 38a and 38b 
ensures that when power is input from any two of the elec 
trode pins, four of the eight diodes will operate to pass DC 
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10 
current to the filter circuit 40, whether it is DC or AC power 
that is input from the electrode pins. The arrangement of eight 
diodes of the rectifier circuit, as shown in FIG. 2, allows that 
the electrode pins from which the input power is received can 
be any two of the tube's four electrode pins, that is, the input 
power can be from an electrode pin on one end of the tube in 
conjunction with another pin on the other end of the tube 
completing the input power circuit, or input power can be 
from an electrode pin on one end of the tube and with the other 
pin of the pair on the same end of the tube completing the 
input power circuit. 
Filter Circuit 
The driver circuit has a filter circuit 40 that protects against 

surge Voltage. At the positive inputside offilter circuit 40, the 
positive DC after being filtered through R1 and L2 in parallel 
is sent through a temperature-sensitive relay switch (RO) 46. 
If the circuitry including the temperature-sensitive relay 
switch 46 becomes too hot, it opens, the driver circuit is 
broken and the Fluorescent Compatible LED Tube Lamp 10 
would turn off for safety reasons. When temperature-sensi 
tive relay Switch 46 is again in a safe temperature range, it 
closes, and the DC current proceeds to be filtered by the filter 
circuit 40. The filter circuit has a varistor RV that connects the 
output of the temperature-sensitive relay Switch 46 to ground. 
Capacitor C1 is wired in parallel with varistor RV to ground. 
A varistor is an electronic component with diode-like but 
nonlinear current-voltage characteristics. At low Voltage it 
has high resistance to current, and at high Voltage it changes 
and becomes low resistance to current. The varistor is thus a 
voltage-dependent variable resistor. The varistor RV is used 
to protect the circuit against excessive transient Voltages by 
inserting it as shown so that, when triggered, it will shunt to 
ground voltage and current levels that would otherwise be 
harmful to the sensitive components of the step-down con 
stant current circuit 42 shown in FIG. 2 and described below. 
Step-Down Constant Current Circuit 

After the useful DC current makes its way through the filter 
circuit 40, it is directed to a step-down constant current circuit 
42. The positive DC output lead 70 goes directly to the posi 
tive DC output pin 23. The other branches from the positive 
DC output lead 70 conduct current away from positive DC 
output lead 70 through a number of paths that together have 
the effect of adjusting the DC voltage and stabilizing the DC 
current drawn by the LED array across positive DC output pin 
23 and negative DC output pin 25. 
The IC 28 drives the step-down constant current circuit, 

keeping it in constant on time operation to achieve low 
Switching losses and a high power efficiency. The step-down 
constant current circuit performs Switching, that is, turn-on of 
the transistor Q1, when the Voltage to it is at or near a mini 
mum, that is, when a valley in the Voltage value is detected. 
The valley turn-on of the transistor Q1 minimizes the hard 
Switching effect that would occurat higher Voltages and cause 
extra heat as well as electromagnetic interference. Valley 
Switching is also known a quasi-resonant Switching mode. 
The IC 28 works with, for example, a 0.3V current sense 
reference Voltage which leads to a low sense resistance and a 
low conduction loss of energy from the current to heat 
((which should be dissipated away from the LED array). 
Current as low as 15 LA can start the IC driver, which then 
operates with current Sourcing in a useful range of 1A Sourc 
ing and 2A sinking A 6-pin IC 28 Suffices. As shown in the 
schematic of FIG. 2, a sense resistor R11 is connected across 
current sense (ISEN) pin 1 and the ground (GND) pin 2. A 
resistor-capacitor circuit (RC circuit or RC filter or RC net 
work) of resistors and capacitors driven by the Voltage or 
current source as shown is connected across loop compensa 
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tion (COMP) pin 3 and (GND) pin 2 (via the two ground 
points for those respective pins). An inductor current Zero 
crossing detection pin 4 receives Voltage from a resistor 
divider (R13 and R15) as shown and detects an inductor 
current Zero cross point, providing both Voltage protection 
and line regulation. If the Voltage on the inductor current 
Zero-crossing detection (ZCS) pin 4 rises above a pro 
grammed value, the IC 28 enters a Voltage protection mode. 
Line regulation can be adjusted by changing the upper resistor 
R13 of the resistor divider. Power supply (VIN) pin 5 receives 
power to the IC 28 via resistors R5 and R8 and also provides 
output over-Voltage protection in conjunction with the loop 
comprising diode D5, resistor R9, Zener diode Z1, and the B 
side of transformer T1, on the loop also comprising resistor 
R13 to the inductor current Zero-crossing detection pin 4. The 
Zener diode allows current to flow in the forward direction in 
the same manner as a simple diode, but also permits it to flow 
in the reverse direction when the voltage is above a certain 
value (known as the breakdown voltage). The transformer T1 
operates as a DC to DC converter that can produce different 
output Voltages depending on input Voltages. The step-down 
constant current converter generally reduces (steps down) the 
input DC voltage to an output DC voltage selected for the 
desired current flow to the LEDs, but with appropriate values 
of for components is capable of a range from an output Volt 
age much larger than the input Voltage, down to an output 
voltage of almost zero. See the value table farther below for an 
example of component selection. 
The gate drive (DRV) pin 6 is connected to the gate of the 

transistor Q1 via resistor R7, with feedback current drawn 
from the sense pin1 to ground pin2R10/R11 loops also being 
fed to R7. The transistor Q1 is preferably a metal-oxide 
semiconductor field-effect transistor (MOSFET), a four-ter 
minal device that has source (S), gate (G), drain (D), and body 
(B) terminals available, but with the S and B terminals short 
circuited internally, making it a three-terminal device as 
shown in the schematic like other field-effect transistors. The 
current output from Q1 drives the remaining components of 
step-down constant current circuit 42. The diode D4 receiving 
feedback current through R12 and having R16 and R10 
assists Q1 to receive its on or off DC Supply signal at consis 
tent levels from DRV pin 6 and makes transistor Q1 turn off 
very soon after DRV pin 6 drops its output to an “off” condi 
tion. 

Valley turn-on of Q1, a MOSFET, known as quasi-resonant 
switching, is termed “valley” because it is done at a low point 
in drain Voltage. Each Switching cycle of control by the inte 
grated circuit (IC) 28 consists of tracking a current rising, 
current falling, and a Switching-on time. The start-up current 
of the IC 28 is very low, and standby power loss is kept 
correspondingly low. The Switching frequency of the step 
down constant current circuit can be limited to, for example, 
200 kHz by programming the IC, which limits switching 
losses and improves EMI performance during light load con 
ditions for this sub-circuit. The IC also monitors for short 
circuit conditions in the output to the LED array and protects 
the device by shutting down current Supply via Q1 accord 
ingly. 
Q1 feeds its current output via the two diodes D6 in parallel 

with the series of capacitor C12 and resistor R20 to join the 
positive DC output lead 70 from the filter circuit 40. On the 
other hand the positive current output from Q1 provides the 
required output for the LED array via the A-side of DC to DC 
transformer T1 to the negative DC lead 71. An electrolytic 
capacitor will achieve a larger capacitance per unit volume 
than other types of capacitors. The polarized aspect of capaci 
tor E3 requires its marked positive side must be joined to the 
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12 
positive DC output lead (if it were wired the opposite way, its 
electro-chemical reaction would work in reverse, eating away 
at the thin insulating layer inside the capacitor and leading to 
a short between the two pins). A final current stabilizing 
component for the step-down constant current circuit 42 is 
R21 which bridges the positive DC output lead 70 to the 
negative DC output lead 71. R21 has high resistance but 
allows some low current flow from the positive DC output 
lead 70 to the negative DC output lead 71. The potential drop 
in Voltage in absolute magnitude between that at positive 
output pin 23 and that at negative output pin 25 provides the 
voltage required by the LED array to draw the appropriate 
flow of electrical current for its rating and the resulting level 
of illumination. The two diodes D6 in series, wired in parallel 
with the series C12, R20 are free-wheeling (or flyback) 
diodes, and work in combination with the inductance of the 
rest of the final output circuitry T1A, C9, E3 and R21. The 
transistor Q1 feeds its current output via the two flyback 
diodes D6 in series, wired in parallel with a series of a flyback 
capacitor C9 and a flyback resistor R21 to join the positive DC 
output lead, and also feeds its current output to an A-side 
input of the DC to DC transformer having its A-side output 
connected to a negative output lead for the LED light source. 
The A-side output of the DC to DC transformer is also con 
nected to the output pin capacitor C9, the polarized electro 
lytic capacitor E3, and an LED output bridging resistor R21. 
Each of the output pin capacitor C9, the polarized electrolytic 
capacitor E3, and the LED output bridging resistor R21 are 
bridged in parallel across the negative lead 71 and its negative 
output pin 25 to the positive output pin 23 in order to stabilize 
output current for the LED light Source at a Voltage appropri 
ate for the LED array, to provide a smooth current for the load 
of the LED array 20 to which output leads 23 and 25 are 
connected. 
To summarize, when the electrode pins 30, 32, 34, and/or 

36 are fed either AC supply or DC supply, either or both of the 
first rectifier circuit 38a and the second rectifier circuit 38b 
convert the AC or DC supply to DC. The DC current is then 
filtered of unwanted high voltage in filter circuit 40. The 
power from AC input to DC (or from direct input DC from the 
electrode pins) as filtered by the filter circuit is then converted 
by the step-down constant current circuit 42 into output cur 
rent at a desired level for the selected LED array. 
When the lighting fixture for the replacement tube is 

switched off with a remote pre-existing switch (typically a 
hand-operated wall-mounted Switch), the Voltage arriving at 
the IC 28 will drop to a level at which the IC will shut off. 
Capacitors (C0 to C31) are used throughout the drive circuit 
to store electricity and provide a smooth shutdown of the 
system as they discharge upon electrical Supply to the driver 
being shut off. A like shutdown will occur if the output volt 
age spikes to a large transient value that exceeds a pro 
grammed maximum, whether due to a null load or otherwise, 
as the IC 28 will be triggered into over-voltage protection and 
will discharge the output Voltage to ground. To protect against 
an exceedingly large spike, a varistor RV is used in the filter 
circuit 40. If a short-circuit is detected by the IC 28, it drops 
the output Voltage of the step-down constant current circuit to 
0. The IC's own power can be made to concomitantly shut off 
by having the Voltage powering the IC proportional to its 
output via auxiliary winding. If the cause of the over-Voltage 
or short-circuit is removed, the system will self-start again 
automatically with the valley turn-on from within-range AC 
or DC input to the rectifier circuits 38a and 38b. 
Once started via valley-turn of the MOSFET Q1 by the IC 

28, the step-down constant current circuit 42 operates in a 
constant ON time mode, that is, the ON time determined by 
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the IC increases with the input AC (or DC) to the rectifiers 
increasing to a minimum preselected level, up to a maximum 
preset ON time for output current when a full load for device 
is reached. However, when the input voltage for the step 
down constant current circuit 42 reaches a preselected maxi 
mum, OFF time for the output current is dictated by the IC. 
The ON and OFF determinations are made to reduce switch 
ing frequency, with benefits of less heat to be dissipated, less 
EMI, and less strain on the electronic components. However, 
the electronic components are preferably solid state and 
would last a very long time in any event in most typical 
ambient conditions. 
Layout 
To reduce heat buildup that could be to the detriment of 

components, and concomitantly to reduce consumption of 
energy that is not transformed into light energy by the LEDs, 
and finally to avoid or minimize unwanted resistance effects 
from conductors themselves, the length of the conducting 
loops of the driver should be minimized. It is particularly 
effective in this regard to keep the conductor loop from the 
source pin to the current sample resistor to the GND pin2 as 
short as is feasible. Likewise the resistor divider network 
connected to the inductor current Zero-crossing detection pin 
4 should be looped adjacent to the IC 28. 

In contrast and in keeping with general electronic prin 
ciples to avoid interference effects, it is best to insulate or 
keep separate the control circuit from the power circuit 
loop—this too can be done within the spatial constraints of 
the overall device. In a preferred embodiment, the first recti 
fier block and the second rectifier block 38b are physically 
located in one end cap, adjacent the power Supply input elec 
trode pins for one rectifier circuit, with tube-length wires 
connecting the other rectifier circuit to its (remote) input pins 
mounted on the opposite end cap. The filter circuit 40 can 
likewise be mounted with the rectifiercircuits in their endcap. 
Wires running the length of the tube then connect these cir 
cuits in one end cap to the rest of the driver circuit, including 
the step-down constant current circuit 42 which contains 
low-voltage, sensitive electronic components such as the IC 
28, is physically located in the opposite end cap away from 
the rectifier circuitry. 

The driver circuit as presented in the schematic and with 
sample values for the components such as given below, results 
in circuitry that can be fitted into the end caps for the tube, the 
end caps being no larger than will fit into standard fluorescent 
fixtures with sockets to receive the electrode pins. The driver 
circuitry need not extend into the translucent tube into which 
the LED array is mounted, except for connecting wires to 
connect sections of the driver circuitry mounted in opposite 
end caps of the tube to each other. 

EXAMPLES 

A preferred implementation of the Fluorescent Compatible 
LED Tube Lamp will now be described in detail—an T8 
fluorescent tube replacement with an 18 Watt LED array, 
putting out 140 lumens per watt (which is more power effi 
cient than the T8 fluorescent tube being replaced) in which an 
array of 120 LEDs (HL-A-2835H431W-S1-08-HR33000 
k R80 0.2W 3.3V RO) would be driven with the following 
component Ids/sources/values for the electronic parts of the 
driver circuit disclosed on FIG. 2: 
FU1-FU3 2A 350V 3.6*10 mm RO 
RV 10D561 10 7.5 mm RO 
CO CL21 630V 100 nF 10%. 10 mm RO 
C1 CL21 630V 100 nF 10%. 10 mm RO (C2 omitted 

for 18 Watt version) 
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14 
L1 2.0 mH (D0.15 (D6*8 RO 
L2 2.0 mH (D0.15 (D6*8 RO 
E380V 82 UF 105° C. 20%. 10*16 mm 10000 h RO 
RO 80 5%. 15*7.3*3.9 mm RO 
Q1 COOL MOS 5N70 TO-251 700V 5A 0.992 150° 
RO 

T1 Ferrite core, magnet wire 2UEW 0.2, dual inductor 
coils with 2 Ts mylar layer tape CT-280 (L-16HD 
T08A1-V1.0-EFD15 RO from Jinhu Electronics Co., 
Ltd Jimei, Xiamen, China) 

ICIC SO-6 SY5824A 150° RO (Silergy Corp., A1501, 
Technology Mansion, Eastern Software Park, No. 90 
Wensan Road, Hangzhou, Zhejiang, China) 

R1 0805 1KS2 5% RO 
R2 0805 1KS2 5% RO 
R5 1206 330KS2 5% RO 
R7 0805 100SR 5% RO 
R8 1206 330KS2 5% RO 
R9 0805 100SR 5% RO 
R10 1206 0.75C2 1% RO 
R11 1206 6.89.2 1% RO 
R12 0805. 1092 5% RO 
R13 0805 120KS2 5% RO 
R14 0805 1KS2 5% RO 
R15 0805 10KSR 5% RO 
R16 0805. 10KS2 5% RO 
R17 0805 7.5KSR 5% RO 
R18 1206 220KS2 5% RO 
R19 1206 220KS2 5% RO 
R20 0805 68S2 5% RO 
R21 1206 100KSR 5% RO 
C6 1206 25V 1 uF 10% X7R RO 
C8 0805 25V 1 uF 10% X7R RO 
C9 1206 100V 10 nF 10% X7R RO 
C10 0805 25V 1 uF 10% X7R RO 
C12 1206 1000V 68 pF 5% NPO RO 
C30 1206 1000V 470 pF 5% NPO RO 
C31 1206 1000V 470 pF 5% NPO RO 
Z1 SOD-123 16V 0.5 W 150 RO 
D41N4148W SOD-123 75V 150 mA 150° RO 
D5 E1D SOD-123FL 200V 1A 35 nS 150 RO 
D6 ES2J SMB 600V 2A 35 nS 150° RO 
D7-D14 US1M SMA 1000V 1A 75 nS 1509 RO. 
Another preferred implementation is a T8 fluorescent tube 

replacement with a 10 Watt LED array, putting out 140 
lumens per watt (which is more power efficient than a T8 
fluorescent tube) having an array of 60 LEDs (HL-A- 
2835H431W-S1-08-HR3 3000k R80 0.2 W 3.3V RO 
the only change in the LEDs used being the “color” or hot/ 
cool range value of 3000K rather than 4000K example given 
above for the 18 Watt version the particular range selected 
for the LEDs does not affect the values appropriate for the 
driver circuit), in which the LED array would be driven with 
the above component values for the electronic parts of the 
circuit disclosed on FIG. 2, except for the following changes: 
C1 would be paralleled with a C2 CL21 630V 150 

nF 10%. 10 mm 8.1 mmRO 
E3 (the polarized electrolytic capacitor) would be changed 

tO 

80V 56UF 105° C. 20%. 10*16 mm 10000h RO. 
There is no R10 (1206 0.75C2 1% RO in the 18W 

example) but R11 would be changed to 
1206 1.089.2 1% RO 

to accommodate the lower wattage rating of the LEDs. Other 
wattage examples would have corresponding changes to the 
above-noted components to a like fit and working effect. 
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FIG. 3 shows an exploded isometric view of external and 
internal elements of the invention including a fluorescent 
compatible LED tube lamp 10. In addition to elements listed 
previously, housing bolts 24 are shown which are inserted 
into holes 26 and 27 to secure the PCB housings (14 & 16) to 
threaded holes in each end of the LED holder 22. The rectifier 
and filter printed circuit board (PCB) 18 and the step-down 
constant current PCB 19 are each to be enclosed by a PCB 
Housing (14 or 16). The rectifier portion of the driver circuit 
is on PCB 18 and would receives power from any two (or 
more) individual electrode pins from among the first pair of 
electrode pins 30 and 32 at one end of the fluorescent com 
patible led tube lamp 10 and the second pair of electrode pins 
34 and 36 at the other end of the fluorescent compatible LED 
tube lamp 10 (via the wiring shown in FIG. 1). One pair of the 
electrode pins is connected (through a fuse or fuses as indi 
cated in FIG. 2) directly to the rectifier circuit. The other two 
electrode pins located at the other end of the tube 10 are also 
connected to the rectifier but with wires (81 and 82 in FIG. 1) 
that would run the length of the inside of the tube 10, behind 
the LED array (so as not to obscure the light emitted). The 
rectifierpasses DC if it is input from the pins, and converts AC 
to DC when AC is input from any of the electrode pins. In a 
preferred embodiment, the filter circuit of the driver circuitry 
is mounted adjacent to the rectifiercircuit on PCB18. The DC 
output of the rectifier circuit may thus be passed to the filter 
circuit by conductors PCB18. Referring back to FIG. 1 again, 
the output of the filter circuit is however to be passed from 
PCB 18 by a pair of wires that fit into a 2-pin wire connector 
and thereby make contact with a pair of conductors on the 
LED array PCB that run its length to 2 terminals of a 4-pin 
connector at the other end of the LED array PCB. The filter 
circuit’s DC power output is thereby passed to the step-down 
constant current circuit of the driver circuitry by 2 of the 4 
wires that connect of the step-down constant current circuit to 
the 4-pin connector of the LED array PCB. The filtered DC 
power is modified by the step-down constant current circuit of 
the driver circuitry to supply DC power at a voltage and 
current level that will drive the LED array 20 to illuminate in 
accordance with its capabilities. The other two of the 4 wires 
that connect of the step-down constant current circuit to the 
4-pin connector of the LED array PCB are output wires for the 
constant DC thereby created to arrive at the LED array. Refer 
ring again to FIG. 3, the LED array 20 is supported inside the 
tube 12 by means of the LED holder 22 with ridges 44 for 
longitudinal strength. The LED holder can be made of plastic 
or alternatively of metal in which case the ridges 44 function 
as cooling fins to help dissipate heat away from individual 
LEDs in the LED array 20. The channels 45 inside tube end 
16 (and like channels in the other tube end) receive and hold 
flanged LED array holder 22 with its ridges 44. 

FIG. 4 shows a side view of an assembled fluorescent 
compatible LED tube lamp 10 (containing an LED array and 
the LED driver circuitry of the present invention) comprising 
of a cylindrical translucent or transparent tube 12, enclosed at 
the left end by a left PCB housing 14 with a first pair of 
electrode pin 30 and 32 and on the right end by a right PCB 
housing 16 with a second pair of electrode pins 34 and 36. The 
PCB housings function as end caps for the tube 12. Each pair 
of electrode pins is sized to seat into existing fluorescent tube 
fixture sockets. 
As can be seen from the Figures and the foregoing descrip 

tion, the LED driver circuit for fluorescent tube replacement 
of the present invention can be summarized as: 
a) a tube for enclosing an LED light source, the tube having a 
first end cap and a second end cap, each of the first and second 
end caps having a pair of electrode pins; 
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b) each of the pairs of electrode pins being wired to a respec 
tive first rectifier circuit and a second rectifier circuit; 
c) each of the first rectifier circuit and the second rectifier 
circuit having a pair of input diodes, each input diode having 
an input side that is wired to one of the electrode pins; 
d) a first input capacitor connecting a first electrode pin con 
nected to a first input diode in the first rectifier circuit to a first 
electrode pin connected to a first input diode in the second 
rectifier circuit, and a second input capacitor connecting a 
second electrode pin connected to a second input diode in the 
first rectifier circuit to a second electrode pin connection to a 
second input diode in the second rectifier circuit; 
e) each input diode having an output lead, the output leads 
being connected to provide a combined DC output from the 
first rectifier circuit and the second rectifier circuit. 
in which DC output from the rectifier circuit is conducted to 
filter circuit that filters to ground unwanted frequencies of 
electrical current and filters to ground harmful Surges in Volt 
age and in which filter circuit output is conducted to a step 
down constant current circuit that converts the DC output 
from the rectifier circuit into constant DC output for driving 
the LED light source. 
The LED lamp tube and driver circuit with the electronic 

parts values specified in the examples above would be a direct 
replacement for T8 fluorescent tubes in lamp systems with or 
without ballasts. With a different diameter and electrode pin 
gap the LED lamp tube would also fit in sockets designed for 
other kinds of fluorescent tubes, and with different values for 
the parts in the driver circuit to handle different electrical 
supply values, the LED lamp tube and driver circuit would be 
a direct replacement for other fluorescent tubes in other lamp 
systems, regardless of whether those systems had ballasts 
present or previously removed. 
The LED Tube Driver Circuitry for Ballast and Non-ballast 

Fluorescent Tube Replacement allows direct replacement of 
fluorescent tubes while using available power from ballasted 
or non-ballasted fixtures, as well as shunted or non-shunted 
sockets. The invention is a self-ballasted LED array replace 
ment device for previously installed, formerly fluorescent 
tube fixtures. 
The foregoing description of the preferred apparatus and 

method of installation and use should be considered as illus 
trative only, and not limiting. Other forming techniques and 
other materials may be employed towards similar ends. Vari 
ous changes and modifications will occur to those skilled in 
the art, without departing from the true scope of the invention 
as defined in the above disclosure, and the following general 
claims. 

I claim: 
1. An LED driver circuit for fluorescent tube replacement 

comprising: 
a) a tube for enclosing an LED light source, the tube having 

a first end cap and a second end cap, each of the first and 
second end caps having respectively a first pair of elec 
trode pins and a second pair of electrode pins; 

b) a rectifier circuit comprising a first rectifier sub-circuit 
connected to the first pair of electrode pins and a second 
rectifier sub-circuit connected to the second pair of the 
electrode pins, each rectifier circuit having at least a first 
input diode and a second input diode, each of the input 
diodes having an input lead connected to one of the 
electrode pins, and the input diodes having output leads 
that are connected to provide DC output from the recti 
fier circuit; 

in which DC output from the rectifier circuit is conducted 
to a constant current circuit that converts the DC output 
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from the rectifier circuit into constant DC output for 
driving the LED light source. 

2. The LED driver circuit for fluorescent tube replacement 
of claim 1, in which the DC output from the rectifier circuit is 
conducted to the constant current circuit via a filter circuit that 
filters out surge voltage from the DC output from the rectifier 
circuit. 

3. The LED driver circuit for fluorescent tube replacement 
of claim 1, in which each of the first and second rectifier 
Sub-circuits has a pair of additional diodes, each pair of addi 
tional diodes being looped in parallel with a capacitor con 
nected to the DC output from the rectifier circuit, to provide a 
stabilizing flyback loop from the DC output of the rectifier 
circuit back to the input leads of the input diodes. 

4. The LED driver circuit for fluorescent tube replacement 
of claim 1, in which at least three of the input leads each have 
a fuse in series between the input lead and the input leads 
respective input diode. 

5. The LED driver circuit for fluorescent tube replacement 
of claim 2, in which the filter circuit comprises a combination 
ofa resistorand an inductor in parallel, the combination being 
in series with the DC output of the rectifier circuit to filter out 
unwanted current frequencies of the DC output. 

6. The LED driver circuit for fluorescent tube replacement 
of claim 2, in which the filter circuit comprises a temperature 
sensitive relay switch that opens if the filter circuit exceeds a 
safe temperature range for the driver circuit. 

7. The LED driver circuit for fluorescent tube replacement 
of claim 2, in which the filter circuit comprises a varistor that 
grounds excessive Voltage spikes in the DC current from the 
rectifier circuit. 

8. The LED driver circuit for fluorescent tube replacement 
of claim 5, in which the filter circuit comprises a combination 
ofa resistorand an inductor in parallel, the combination being 
in series with a capacitor in series with the DC output of the 
rectifier circuit to filter out unwanted current frequencies of 
the DC output to ground. 

9. The LED driver circuit for fluorescent tube replacement 
of claim 2, in which the filter circuit comprises at least one 
capacitor in series with DC output from the rectifier circuit to 
ground. 

10. The LED driver circuit for fluorescent tube replacement 
of claim 1, in which the constant current circuit is a step-down 
constant current circuit that converts the DC output from the 
rectifier circuit to DC suitable for driving the LED light 
SOUC. 

11. The LED driver circuit for fluorescent tube replacement 
of claim 1, further comprising the LED light source, in which 
the LED light source is an array of LEDs mounted within the 
tube, the array receiving DC suitable for driving the LED light 
Source from the constant current circuit. 

12. The LED driver circuit for fluorescent tube replacement 
of claim 1, in which the rectifier circuit is on a first printed 
circuit board (PCB) located in the first end cap and the con 
stant current circuit is on a second printed circuitboard (PCB) 
located in the second end cap, with two conductor wires 
running the length of the tube to connect a first pair of elec 
trode pins on the second end cap to their respective input 
diodes in the rectifier circuit and two short conductors con 
necting a second pair of electrode pins on the first end cap to 
their respective input diodes in the rectifier circuit. 

13. The LED driver circuit for fluorescent tube replacement 
of claim 1, in which current output from the rectifier circuit 
via two rectifier output wires connected to a first 2-pin con 
nector connected at a first end of an LED array board to two 
conductors to a second 2-pin connector at an opposite end of 
the LED array board, second 2-pin connector being con 
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18 
nected to an input side of the constant current circuit, and an 
output side of the constant current circuit being connected by 
a third 2-pin connection to a positive terminal and a negative 
terminal for electrical supply to the LED array board. 

14. The LED driver circuit for fluorescent tube replacement 
of claim 10, in which the step-down constant current circuit 
comprises a positive DC output lead to a positive DC output 
pin and branch circuits that adjust DC voltage and stabilize 
DC current for the LED light source across the DC output pin 
and a negative DC output pin. 

15. The LED driver circuit for fluorescent tube replacement 
of claim 14, comprising an integrated circuit (IC) that drives 
the step-down constant current circuit, keeping the step-down 
constant current circuit in constant on time operation to 
achieve low Switching losses and a high power efficiency. 

16. The LED driver circuit for fluorescent tube replacement 
of claim 15, further comprising a transistor and in which the 
step-down constant current circuit performs Switching to turn 
output from the transistor on when the transistors input volt 
age is low. 

17. The LED driver circuit for fluorescent tube replacement 
of claim 15, in which the integrated circuit (IC) has a current 
sense pin, a ground pin, a loop compensation pin, an inductor 
current Zero-crossingpin, a power Supply pin, and a gate drive 
p1n. 

18. The LED driver circuit for fluorescent tube replacement 
of claim 17, in which a sense resistor is connected across the 
current sense pin to the ground pin, a resistor-capacitor net 
work driven by the DC output from the rectifier circuit is 
connected across the loop compensation pin and the ground 
pin, the inductor current Zero-crossing detection pin receives 
voltage from a resistor divider, the power supply pin receives 
power for the integrated circuit (IC) from resistors in series 
with the DC output from the rectifier circuit. 

19. The LED driver circuit for fluorescent tube replacement 
of claim 18, in which the integrated circuit (IC) provides 
output over-Voltage protection andline regulation in conjunc 
tion with a loop comprising a diode, a resistora Zener diode, 
and a B-side of a DC to DC transformer, on a loop that 
comprises a resistor to the inductor current Zero-crossing 
detection pin. 

20. The LED driver circuit for fluorescent tube replacement 
of claim 19, in which the gate drive pin is connected to a gate 
of the transistor via a transistor loop resistor, with feedback 
current drawn from the sense pin to a ground pin resistor 
loops also being fed to the transistor loop resistor. 

21. The LED driver circuit for fluorescent tube replacement 
of claim 20, in which a transistor feedback diode receives 
feedback current from the transistor through a transistor feed 
back resistor connected by at least one ground resistor to 
ground in order to assist the transistor to receive a DC Supply 
from the drive pin at consistent levels and to enable the 
transistor to turn off quickly upon the integrated circuit (IC) 
dropping the DC supply from the drive pin. 

22. The LED driver circuit for fluorescent tube replacement 
of claim 19, in which the transistor feeds the transistor's 
current output via two flyback diodes in series, wired in 
parallel with a series of a flyback capacitor and a flyback 
resistor to join the positive DC output lead, and also feeds the 
transistor's current output to an A-side input of the DC to DC 
transformer having an A-side output connected to a negative 
output lead for the LED light source. 

23. The LED driver circuit for fluorescent tube replacement 
of claim 22, in which the A-side output of the DC to DC 
transformer is also connected to an output pin capacitor, a 
polarized electrolytic capacitor, and an LED output bridging 
resistor, each of the output pin capacitor, a polarized electro 
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lytic capacitor, and an LED output bridging resistor being 
bridged in parallel to the positive output pin in order to sta 
bilize output current for the LED light source at a voltage 
appropriate for the LED array. 

24. An LED driver circuit for fluorescent tube replacement 
comprising: 

a) a tube for enclosing an LED light source, the tube having 
a first end cap and a second end cap, each of the first and 
second end caps having a pair of electrode pins; 

b) each of the pairs of electrode pins being wired to a 
respective first rectifier circuit and a second rectifier 
circuit; 

c) each of the first rectifier circuit and the second rectifier 
circuit having a pair of input diodes, each input diode 
having an inputside that is wired to one of the electrode 
pins; 

d) a first input capacitor connecting a first electrode pin 
connected to a first input diode in the first rectifier circuit 
to a first electrode pin connected to a first input diode in 
the second rectifier circuit, and a second input capacitor 
connecting a second electrode pin connected to a second 
input diode in the first rectifier circuit to a second elec 
trode pin connection to a second input diode in the 
second rectifier circuit; 

e) each input diode having an output lead, the output leads 
being connected to provide a combined DC output from 
the first rectifier circuit and the second rectifier circuit; 

in which DC output from the rectifier circuit is conducted 
to filter circuit that filters to ground unwanted frequen 
cies of electrical current and filters to ground harmful 
surges in voltage and in which tilter circuit output is 
conducted to a step-down constant current circuit that 
converts the DC output FROM the rectifier circuit into 
constant DC output for driving the LED light source. 

25. The LED driver circuit for fluorescent tube replacement 
of claim 24, in which the step-down constant current circuit 
operates with ON time determined by an integrated circuit 
(IC) that increases with current to the rectifier circuit increas 
ing to a minimum preselected level, up to a maximum preset 
ON time for output current when a full load for the LED light 
source is reached, at which time OFF time for the output 
current is dictated by the integrated circuit (IC). 

26. The LED driver circuit for fluorescent tube replacement 
of claim 2, in which: 

a) the rectifier circuit has two pairs of additional diodes, 
each pair of additional diodes being looped in parallel 
with a capacitor connected to the DC output from the 
rectifier circuit, to provide a stabilizing flyback loop 
from the DC output of the rectifier circuit back to the 
input leads of the input diodes; 

b) at least three of the input leads each have a fuse in series 
between the input lead and the input leads respective 
input diode; 

c) the filter circuit comprises a combination of a resistor 
and an inductor in parallel, the combination being in 
series with the DC output of the rectifier circuit to filter 
out unwanted current frequencies of the DC output; 

d) the filter circuit comprises a temperature-sensitive relay 
switch that opens if the filter circuit exceeds a safe tem 
perature range for the driver circuit; 

e) the filter circuit comprises a varistor that grounds exces 
sive voltage spikes in the DC current from the rectifier 
circuit; 

f) the filter circuit comprises a combination of a resistorand 
an inductor in parallel, the combination being in series 
with a capacitor in series with the DC output of the 
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20 
rectifiercircuit to filter out unwanted current frequencies 
of the DC output to ground; 

g) the filter circuit comprises at least one capacitor in series 
with DC output from the rectifier circuit to ground. 

27. The LED driver circuit for fluorescent tube replacement 
of claim 2, in which: 

a) the constant current circuit is a step-down constant cur 
rent circuit that converts the DC output from the rectifier 
circuit to DC suitable for driving the LED light source: 

b) an LED light source which is an array of LEDs mounted 
within the tube, the array receiving DC suitable for driv 
ing the LED light Source from the constant current cir 
cuit; 

c) the step-down constant current circuit comprises a posi 
tive DC output lead to a positive DC output pin and 
branch circuits that adjust DC voltage and stabilize DC 
current for the LED light source across the DC output 
pin and a negative DC output pin; 

d) an integrated circuit (IC) drives the step-down constant 
current, keeping the step-down constant current circuit 
in constant on-time operation to achieve low Switching 
losses and a high power efficiency; 

e) a transistor, the step-down constant current circuit per 
forming Switching to turn on output from the transistor 
when the transistors input voltage is low. 

28. The LED driver circuit for fluorescent tube replacement 
of claim 27, in which: 

a) the integrated circuit (IC) has a current sense pin, a 
ground pin, a loop compensation pin, an inductor current 
Zero-crossing pin, a power Supply pin, and a gate drive 
pin; 

b) a sense resistor is connected across the current sense pin 
to the ground pin, a resistor-capacitor network driven by 
the DC output from the rectifier circuit is connected 
across the loop compensation pin and the ground pin, the 
inductor current Zero-crossing detection pin receives 
Voltage from a resistor divider, the power Supply pin 
receives power for the integrated circuit (IC) from resis 
tors in series with the DC output from the rectifier cir 
cuit; 

c) the integrated circuit (IC) provides output over-Voltage 
protection and line regulation in conjunction with a loop 
comprising a diode, a resistor a Zener diode, and a 
B-side of a DC to DC transformer, on a loop that com 
prises a resistor to the inductor current Zero-crossing 
detection pin; 

d) the gate drive pin is connected to a gate of the transistor 
via a transistor loop resistor, with feedback current 
drawn from the sense pin to a ground pin resistor loops 
also being fed to the transistor loop resistor, 

e) a transistor feedback diode receives feedback current 
from the transistor through a transistor feedback resistor 
connected by at least one ground resistor to ground in 
order to assist the transistor to receive a DC supply from 
the drive pin at consistent levels and to enable the tran 
sistor to turn off quickly upon the integrated circuit (IC) 
dropping the DC supply from the drive pin. 

29. The LED driver circuit for fluorescent tube replacement 
of claim 28 in which: 

a) the transistor feeds the transistor's current output via two 
flyback diodes in series, wired in parallel with a series of 
a flyback capacitor and a flyback resistor to join the 
positive DC output lead, and also feeds the transistor's 
current output to an A-side input of the DC to DC trans 
former having an A-side output connected to a negative 
output lead for the LED light source: 
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b) the A-side output of the DC to DC transformer is also 
connected to an output pin capacitor, a polarized elec 
trolytic capacitor, and an LED output bridging resistor, 
each of the output pin capacitor, a polarized electrolytic 
capacitor, and an LED output bridging resistor being 5 
bridged in parallel to the positive output pin in order to 
stabilize output current for the LED light source at a 
voltage appropriate for the LED array. 

30. The LED driver circuit for fluorescent tube replacement 
of claim 25, in which: 10 

a) the rectifier circuit is on a first printed circuit board 
(PCB) located in the first end cap and the constant cur 
rent circuit is on a second printed circuit board (PCB) 
located in the second end cap, with two conductor wires 
running the length of the tube to connect a first pair of 15 
electrode pins on the second end cap to their respective 
input diodes in the rectifier circuit and two short con 
ductors connecting a second pair of electrode pins on the 
first end cap to their respective input diodes in the rec 
tifier circuit; 2O 

b) current output from the rectifier circuit via two rectifier 
output wires connected to a first 2-pin connector con 
nected at a first end of an LED array board to two 
conductors to a second 2-pin connector at an opposite 
end of the LED array board, second 2-pin connector 25 
being connected to an input side of the constant current 
circuit, and an output side of the constant current circuit 
being connected by a third 2-pin connection to a positive 
terminal and a negative terminal for electrical Supply to 
the LED array board. 30 
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