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(57) ABSTRACT 

A linear light-emitting diode (LED)-based solid-state univer 
sal lamp using a frequency sensing and control mechanism 
operates normally with both an electronic ballast and the AC 
mains. The frequency sensing and control mechanism auto 
matically detects Voltage types associated with output Volt 
ages from the ballast and the AC mains in a single-ended or a 
double-ended lamp fixture and makes proper management so 
that the universal lamp works for either case and in either 
fixture without operational uncertainty. When two shock pro 
tection Switches are used in two lamp bases, the universal 
lamp fully protects a person from possible electric shock 
during initial installation and re-lamping. 
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LINEAR SOLD-STATE LIGHTING WITH 
FREQUENCY SENSING FREE OF FIRE AND 

SHOCK HAZARDS 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

0001. This application is a continuation-in-part (CIP) of 
U.S. patent application Ser. No. 14/135,116, filed Dec. 19, 
2013 and currently pending, which is incorporated herein by 
reference in its entirety. 

BACKGROUND 

0002 1. Technical Field 
0003. The present disclosure relates to linear light-emit 
ting diode (LED) lamps that work with linear tube lamp 
fixtures configured to electrically connect either instant-start 
electronic ballast or the AC mains, and more particularly to a 
universal, shock and fire hazard-free linear LED tube lamp 
with a shock-protection mechanism. 
0004 2. Description of the Related Art 
0005 Solid-state lighting from semiconductor light-emit 
ting diodes (LEDs) has received much attention in general 
lighting applications today. Because of its potential for more 
energy savings, better environmental protection (with no haZ 
ardous materials used), higher efficiency, Smaller size, and 
longer lifetime than conventional incandescent bulbs and 
fluorescent tubes, the LED-based solid-state lighting will be a 
mainstream for general lighting in the near future. Mean 
while, as LED technologies develop with the drive for energy 
efficiency and clean technologies worldwide, more families 
and organizations will adopt LED lighting for their illumina 
tion applications. In this trend, the potential safety concerns 
Such as risk of electric shock and fire become especially 
important and need to be well addressed. 
0006. In today’s retrofit application of a linear LED tube 
(LLT) lamp to replace an existing fluorescent tube, consumers 
may choose either to adopt a ballast-compatible LLT lamp 
with an existing ballast used to operate the fluorescent tube or 
to employ an AC mains-operable LED lamp by removing/ 
bypassing the ballast. Either retrofit application has its advan 
tages and disadvantages. In the former case, although the 
ballast consumes extra power, it is straightforward to replace 
the fluorescent tube without rewiring, which consumers have 
a first impression that it is the best alternative to fluorescent 
tube lamps. But the fact is that total cost of ownership for this 
approach is high regardless of very low initial cost. For 
example, the ballast-compatible LLT lamps work only with 
particular types of ballasts. If the existing ballast is not com 
patible with the ballast-compatible LLT lamp, the consumer 
will have to replace the ballast. Some facilities built longtime 
ago incorporate different types of fixtures, which requires 
extensive labor for both identifying ballasts and replacing 
incompatible ones. Moreover, a ballast-compatible LLT lamp 
can operate longer than the ballast. When an old ballast fails, 
a new ballast will be needed to replace in order to keep the 
ballast-compatible LLT lamps working. Maintenance will be 
complicated, sometimes for lamps and sometimes for bal 
lasts. The incurred cost will preponderate over the initial cost 
savings by changeover to the ballast-compatible LLT lamps 
for hundreds of fixtures throughout a facility. When the bal 
last in a fixture dies, all the ballast-compatible tube lamps in 
the fixture go out until the ballast is replaced. In addition, 
replacing a failed ballast requires a certified electrician. The 
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labor costs and long-term maintenance costs will be unac 
ceptable to end users. From energy saving point of view, a 
ballast constantly draws power, even when the ballast-com 
patible LLT lamps are dead or not installed. In this sense, any 
energy saved while using the ballast-compatible LLT 
becomes meaningless with the constant energy use by the 
ballast. In the long run, ballast-compatible LLT lamps are 
more expensive and less efficient than self-sustaining AC 
mains-operable LLT lamps. 
0007. On the contrary, an AC mains-operable LLT lamp 
does not require a ballast to operate. Before use of an AC 
mains-operable LLT lamp, the ballast in a fixture must be 
removed or bypassed. Removing or bypassing the ballast 
does not require an electrician and can be replaced by end 
users. Each AC mains-operable LLT lamp is self-sustaining. 
If one AC mains-operable tube lamp in a fixture goes out, 
other lamps in the fixture are not affected. Once installed, the 
AC mains-operable LLT lamps will only need to be replaced 
after 50,000 hours. In view of above advantages and disad 
vantages of both ballast-compatible LLT lamps and AC 
mains-operable LLT lamps, it seems that market needs a most 
cost-effectively solution by using a universal LLT lamp that 
can be used with the AC mains and is compatible with an 
electronic ballast so that LLT lamp users can save an initial 
cost by changeover to such a universal LLT lamp followed by 
retrofitting the lamp fixture to be used with the AC mains 
when the ballast dies. Electronic ballasts have several differ 
ent types. However in the US, instant-start electronic ballasts 
are most popular in lamp fixtures because they are more 
efficient and less expensive than other types of electronic 
ballasts and have few wires for installation. In this sense, the 
instant-start electronic ballast is emphasized in the present 
disclosure although the electronic ballast will be used here 
after to represent the instant-start electronic ballast for sim 
plicity. 
0008. The AC mains-operable LLT lamp does not need a 
high Voltage to ionize the gases inside the gas-filled fluores 
cent tube before Sustaining continuous lighting. However, 
such LLT lamps operating at the AC mains, 110, 220, or 277 
VAC, have one construction issue related to product safety 
and needed to be resolved prior to wide field deployment. 
This kind of LLT lamps always fails a safety test, which 
measures through lamp leakage current. Because the line and 
the neutral of the AC mains apply to both opposite ends of the 
tube when connected, the measurement of current leakage 
from one end to the other consistently results in a substantial 
current flow, which may present a risk of shock during re 
lamping. Due to this potential shock risk to the person who 
replaces LLT lamps in an existing fluorescent tube fixture, 
Underwriters Laboratories (UL) uses its standard, UL 935, 
Risk of Shock During Relamping (Through Lamp), to do a 
current leakage test and to determine if LLT lamps under test 
meet the consumer safety requirement. 
0009. In the U.S. patent application Ser. No. 14/135,116, 
filed Dec. 19, 2013, two double shock protection switches and 
a degenerate Voltage sensing and control mechanism are 
adopted in an LLT lamp such that AC power from any two 
pins of four pins in the LLT lamp can operate the lamp without 
operational uncertainty and fire or shock hazards due to mis 
applications of a power Supply connection. In other words, no 
matter what a lamp fixture is configured as single-ended or 
double-ended, the LLT lamp automatically detects it and 
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works for either configuration. However, such an LLT lamp 
can only operate with the AC mains and is not compatible 
with an electronic ballast. 

0010 FIGS. 1 and 2 respectively depict an AC mains 
operable LLT lamp installed in double-ended and single 
ended fixture lamp holders. The LLT lamp 300 comprises a 
housing having two ends; two lamp bases 660 and 760 having 
respective bi-pins 250 and 350 at each end of the housing: two 
actuation mechanisms 640 and 740 of shock protection 
switches 610 and 710 in the two lamp bases 660 and 760, 
respectively; two degenerate Voltage sensing and control 
devices; an LED driver 400 having two inputs; and LED 
arrays 214 on an LED PCB. Essentially the degenerate volt 
age sensing and control devices are embodied in two bridge 
rectifiers 603 and 604, wherein each bridge rectifier com 
prises four diodes. The two bridge rectifiers 603 and 604 are 
connected to an LED driver 400 in parallel such that the 
positive and the negative input/output ports 503 and 504 of 
the first bridge rectifier 603 respectively connect to the posi 
tive and the negative input/output ports 505 and 506 of the 
second bridge rectifier 604. Furthermore, the eight diodes in 
the two bridge rectifiers are partially paired to perform a full 
wave rectification of the AC voltage from the AC mains 
according to single-ended or double-ended wiring configura 
tion in the lamp fixture. 
0011. A diode conducts an electric current if it is forward 
biased but blocks a current flow if it is reverse biased. Taking 
advantage of this property, each diode in the bridge rectifiers 
603 and 604 can sense an electric potential difference 
between its two ports and convert AC to DC if an AC voltage 
is applied to a circuit with a diode connected in a proper 
manner. With the eight diodes configured in FIG. 1 and FIG. 
2, the two bridge rectifiers 603 and 604 can control the electric 
current flows to the LED driver and the electric current return, 
thus delivering a power to the LED driver. 
0012. In FIG. 1, when the lamp bases 660 and 760 are 
respectively installed in the fixture lamp holders 810 and 820, 
the actuation mechanisms 640 and 740 are actuated to turn on 
both sets of electrical contacts on the shock protection 
switches 610 and 710. The diodes 611 and 612 in the bridge 
rectifier 603 detect an electric current path and conduct a 
positive cycle of an electric current from the socket 255 of the 
fixture lamp holder 810 (where “L” of the AC mains is des 
ignated), the electrical contacts 401 and 403, the input/output 
ports 402 and 404, the diodes 611 and 612, the input/output 
port 503, the first input 501 of the LED driver 400 to the LED 
driver 400, returned from the LED driver 400, through the 
second input 502 of the LED driver 400, the input/output port 
506, the diodes 617 and 618, and the electrical contacts 405 
and 407 to “N” of the AC mains, thus delivering a power to the 
LED driver 400. In this electric current path, the diodes 611 
and 612, 617, and 618 are forward biased whereas the diodes 
613, 614, 615, and 616 are reverse biased, so the electric 
current can go through a correct path from “L’ to “N” of the 
AC mains. Similarly for a negative cycle except that the 
diodes 613, 614, 615, and 616 are forward biased whereas the 
diodes 611, 612, 617, and 618 are reverse biased, an electric 
current can start from the fixture lamp holder 820, the diodes 
615 and 616, the input/output port 505, the first input 501 of 
the LED driver 400 to the LED driver 400, returned from the 
LED driver 400, through the second input 502 of the LED 
driver 400, the input/output port 504, the diodes 613 and 614 
to the fixture lamp holder 810, thus delivering a power to the 
LED driver 400. In FIG. 1, any electric current will not leak 
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out from the exposed bi-pins because once, for example, the 
lamp base 660 is out of the socket of the lamp holder 810, the 
actuation mechanism 640 will be deactivated, turning off the 
switch 610, thus disconnecting the electric current-no electric 
shock hazard. Similarly for the lamp base 760, when the lamp 
base 760 is out of the socket of the lamp holder 820, the 
actuation mechanism 740 is deactivated, turning off the 
switch 710, thus disconnecting the electric current from flow 
ing out to electrically shock an installer. 
(0013. In FIG. 2, the LLT lamp 300 is installed in a single 
ended fixture in such a way that the lamp bases 660 and 760 
respectively connect to the fixture lamp holders 910 and 920, 
to which “L” and “N' of the AC mains are respectively 
connected. The actuation mechanisms 640 and 740 are actu 
ated to turn on both sets of electrical contacts on the shock 
protection switches 610 and 710. The diode 611 in the bridge 
rectifier 603 detects an electric current path and conduct a 
positive cycle of an electric current from the socket 255 
(where “L” of the AC mains is designated) in the fixture lamp 
holder 910, the electrical contact 401, the input/output port 
402, the diode 611, the input/output port 503, the first input 
501 of the LED driver 400 to the LED driver 400, returned 
from the LED driver 400, through the second input 502 of the 
LED driver 400, the input/output port 504, the diode 614, the 
input/output port 404, and the electrical contact 403, to the 
socket 256 (where “N' of the AC mains is designated) in the 
fixture lamp holder 910, thus delivering a power to the LED 
driver 400. In this case, the diodes 611 and 614 are forward 
biased whereas the diodes 612 and 613 are reverse biased, so 
the electric current can go through a correct path from “L’ to 
“N' of the AC mains. Similarly for a negative cycle except 
that the diodes 612 and 613 are forward biased whereas the 
diodes 611 and 614 are reverse biased, an electric current can 
start from the socket 256 in the fixture lamp holder 910, the 
electrical contact 403, input/output port 404, the diode 612, 
the input/output port 503, the first input 501 of the LED driver 
400 to the LED driver 400, returned from the LED driver 400, 
through the second input 502 of the LED driver 400, the 
input/output port 504, the diode 613, the input/output port 
402, and the electrical contact 401, to the socket 255 in the 
fixture lamp holder 910, thus delivering the negative cycle of 
the power to the LED driver 400. 
0014 When the two pins of bi-pin in the lamp base 660 of 
the LLT lamp 300 are first inserted into the sockets 255 and 
256 of the fixture lamp holder 910, the LED driver 400 imme 
diately obtains a power via the bridge rectifier 603 no matter 
whether the lamp base 760 is installed in the fixture lamp 
holder 920 or not. However, the electric current returned from 
the LED driver 400 can flow from the input/output port 506, 
the diodes 617 and 618 in the bridge rectifier 604 to the two 
pins of the bi-pin 350 in the lamp base 760. If there is no shock 
protection switch 710 along the path in between the input/ 
output ports 406 and 408 and the two pins of the bi-pin 350, 
when the two pins of the bi-pin 350 are exposed, the leakage 
current can flow out, creating an electric shock hazard if an 
installer touches the bi-pin 350. Therefore, the shock protec 
tion switch 710 and the actuation mechanism 740 in place can 
prevent the electric shock hazard from happening because 
only when the lamp base 760 is installed in the fixture lamp 
holder 920, is the actuation mechanism actuated to turn on the 
switch 710. Although “L” and “N” are connected to the lamp 
base 660 in FIG. 2, the LLT lamp 300 can still operate when 
the AC mains connect to the lamp base 760 rather than the 
lamp base 660 because the two bridge rectifiers 603 and 604 
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are connected to the LED driver 400 in parallel through the 
two inputs 501 and 502 of the LED driver 400, and the two 
bridge rectifiers 603 and 604 are symmetric at the two ends of 
the LLT lamp. Similarly for double-ended linear fixtures, 
when “L” and “N” shown in FIG. 1 are exchanged, the LLT 
lamp can still operate. The embodiments depicted in FIGS. 1 
and 2 have an advantage of being simple and also passive 
without pre-power to operate. Thus, it is easy to implement. 
00.15 Misapplications of power supply connections for 
conventional LLT lamps that substitute for linear fluorescent 
lamps are main causes of fire and electric shock hazards 
today, where the conventional LLT lamps are incorrectly 
connected to a Supply source, the lamp base is either inserted 
incorrectly into a lamp holder or inserted into a lamp holder 
not intended for the conventional LLT lamp, or a conventional 
LLT lamp is connected to lamp holders with Supply connec 
tions that do not match the lamp configuration. All of these 
misapplications may result in fire and shock hazards. 
0016 To completely remove these hazards from conven 
tional LLT lamps, manufacturers need to ensure at first no 
electrically shorted ends in either single-ended or double 
ended LLT lamps. For double-ended LLT lamps that operate 
in an AC-mains configuration, double protection Switches on 
both ends of the LLT lamps must be used without compro 
mise, the same for the lamps operable in both double-ended 
and single-ended fixtures. Whereas a lamp fixture may be 
wired single-ended or double-ended with the AC mains, or 
wired for operating with an electronic ballast, an LLT lamp 
may be configured internally in the similar fashion. However, 
any incompatible combinations of the conventional LLT 
lamps and the fixtures lead to failure of operation. These kinds 
of operational uncertainty, inconvenience, and possible haZ 
ards may severely affect the willingness of the consumers to 
adopt conventional LLT lamps. Therefore, it is believed that a 
universal LLT lamp is needed to work not only with the AC 
mains but also with an electronic ballast without uncertainty 
and hazards when installed in either single-ended or double 
ended fixtures during initial installation or during lamp 
replacement when the above-mentioned misapplications may 
OCCU. 

SUMMARY 

0017. A universal linear LED tube (LLT) lamp comprising 
a housing having two ends, an LED printed circuit board 
(PCB) with a plurality of LEDs connected as LED arrays, a 
lens, two bridge rectifiers each having two inputs connecting 
to two pins of a bi-pin at each end of the lamp, a frequency 
sensing and control mechanism, an LED driving circuit, and 
a shock protection mechanism, is used to replace a fluorescent 
tube in a retrofit or newly-made linear tube lamp fixture that 
could have an existing electronic ballast or simply an AC 
mains-ready configuration. When Such a universal LLT lamp 
is installed in the fixture, the frequency sensing and control 
mechanism can detect input Voltage type and make proper 
and necessary management so that the universal LLT lamp 
can operate with the existing electronic ballast or simply with 
the AC mains without operational uncertainty. When such a 
frequency sensing and control configuration is used with 
shock protection switches on both ends of the universal LLT 
lamp, the shock protection Switches can effectively block an 
electric current flowing through the frequency sensing and 
control mechanism and the LED driving circuit to an exposed 
bi-pin not yet installed in the fixture Sockets, no matter 
whether the current is from the AC mains or ballast outputs. 
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Therefore, no line voltage or leakage current will possibly 
appear at the exposed bi-pin during initial installation or 
re-lamping, thus completely eliminating risks offire and elec 
tric shocks. In an embodiment, the universal lamp can operate 
not only in a double-ended fixture with an AC voltage from 
the AC mains or an electronic ballast supplied from the two 
ends of the lamp but also in a single-ended fixture with an AC 
voltage from the AC mains supplied from either end of the 
two ends of the lamp without shock hazards. 
0018. The frequency sensing and control mechanism com 
prises a frequency sensitive device and a control device with 
two inputs each respectively connecting to one of two pins of 
the bi-pins associated with two ends of the universal LLT 
lamp. The frequency sensitive device detects frequency of an 
input Voltage and converts it into a signal to send to the control 
device. The control device receives the signal and controls 
electric current paths to deliver a power to the LED driving 
circuit, which then provides an appropriate Voltage and cur 
rent to operate the LED arrays. In this scheme, two outputs 
with the same polarity of each of the two bridge rectifiers are 
respectively connected to have a common high electric poten 
tial port relative to a common low electric potential port. The 
electric current paths are reconfigurable according to the fre 
quency detected, either 50-60 Hz from the AC mains or 
40-50 KHZ from an electronic ballast. The LED driving 
circuit is a modified Buck converter having two high electric 
potential inputs, comprising an electronic Switch, control log 
ics, a current sensing resistor, a capacitor, a diode, and a 
center-tapped inductor. When the control device determines 
that input Voltage is from the electronic ballast, it makes an 
electric connection between the common high electric poten 
tial port of the bridge rectifiers and the first high electric 
potential input of the modified Buck converter. When the 
control device determines that input voltage is from the AC 
mains, it makes an electric connection between the common 
high electric potential port of the bridge rectifiers and the 
second high electric potential input of the modified Buck 
converter in a way to facilitate the electric current flow into 
the LED arrays. 
0019 Consumers can safely install such a universal LLT 
lamp in an existing lamp fixture used to operate a conven 
tional fluorescent tube without operational uncertainty and 
electric shock or fire hazards, no matter how the fixture is 
wired, single-ended AC mains, double-ended AC mains, or 
electronic ballast. The universal LLT lamp can immediately 
be used with an existing electronic ballast in a fixture without 
rewiring. When the ballast dies, consumers may choose to 
replace it with a new one at cost or just to bypass it and to 
electrically connect the fixture as an AC mains-operable one. 
In the latter case, the consumers can just install the universal 
LLT lamp back into the fixture without worrying about pos 
sible electric shock hazard that may occur when they acci 
dentally touch an exposed bi-pin on the other end of the lamp, 
or possible fire hazard due to misapplications of a power 
Supplied to the lamp. 

BRIEF DESCRIPTION OF THE DRAWINGS 

0020 Non-limiting and non-exhaustive embodiments of 
the present disclosure are described with reference to the 
following figures, wherein like reference numerals refer to 
like parts throughout the various figures unless otherwise 
specified. 
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0021 FIG. 1 is a block diagram of an LLT lamp operable 
only with the AC mains, in which the lamp is installed in a 
double-ended fixture lamp holder. 
0022 FIG. 2 is a block diagram of an LLT lamp operable 
only with the AC mains, in which the lamp is installed in a 
single-ended fixture lamp holder. 
0023 FIG. 3 is a block diagram of a universal LLT lamp 
operable with either the AC mains or an electronic ballast 
according to the present disclosure, in which the lamp is 
installed in a double-ended fixture lamp holder. 
0024 FIG. 4 is a block diagram of a universal LLT lamp 
operable with either the AC mains or an electronic ballast 
according to the present disclosure, in which the lamp is 
installed in a single-ended fixture lamp holder. 
0025 FIG. 5 is a preferred embodiment of a frequency 
sensitive device and a control device according to the present 
disclosure. 
0026 FIG. 6 is a preferred embodiment of an LED driving 
circuit according to the present disclosure. 

DETAILED DESCRIPTION OF VARIOUS 
EMBODIMENTS 

0027 FIGS. 3-4 are block diagrams of a universal LLT 
lamp configured in a double-ended and a single-ended fixture 
according to the present disclosure. The universal LLT lamp 
800 comprises a housing having two ends; two lamp bases 
660 and 760 having respective bi-pins 250 and 350 at each 
end of the housing: two actuation mechanisms 640 and 740 of 
shock protection switches 610 and 710 respectively in the two 
lamp bases 660 and 760; two bridge rectifiers 603 and 604; a 
frequency sensing and control mechanism comprising a fre 
quency sensitive device 801 and a control device 802; a volt 
age control device 803; an LED driving circuit 804 having 
two inputs 807 and 808 and a current return port 809; and 
LED arrays 214 on an LED PCB. 
0028. Each bridge rectifier comprises four diodes, 611, 
612. 613, and 614 for the first bridge rectifier 603 and 615, 
616, 617, and 618 for the second bridge rectifier 604. In the 
first bridge rectifier 603, the four diodes are interconnected 
with four input/output ports 402, 404, 503, and 504. Simi 
larly, in the second bridge rectifier 604, the four diodes are 
interconnected with four input/output ports 406, 408, 505, 
and 506. The two bridge rectifiers 603 and 604 are electrically 
connected in parallel such that the positive and the negative 
input/output ports 503 and 504 of the first bridge rectifier 603 
respectively connect to the positive and the negative input/ 
output ports 505 and 506 of the second bridge rectifier 604. 
Furthermore, the eight diodes in the two bridge rectifiers are 
partially paired to perform a full wave rectification of the AC 
voltage from the AC mains or the electronic ballast in a 
double-ended wiring lamp fixture. 
0029. The protection switch 610 at the lamp base 660 is of 
double-pole single-throw type, which consists of one actua 
tion mechanism 640 and two sets of electrical contacts. In the 
first set, the first electrical contact connects to the upperpin of 
the bi-pin 250 at an electrical contact 401 whereas the second 
electrical contact connects to the input/output port 402 of the 
first bridge rectifier 603. In the second set, the first electrical 
contact connects to the lower pin of the bi-pin 250 at an 
electrical contact 403 whereas the second electrical contact 
connects to the input/output port 404 of the first bridge recti 
fier 603. Similarly, the shock protection switch 710 at the 
other lamp base 760 comprises one actuation mechanism 740 
and two sets of electrical contacts with electrical contacts 405 
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and 407 respectively connecting to the two pins of bi-pin 350 
and the input/output ports 406 and 408 of the bridge rectifier 
604, as shown in FIGS. 3 and 4. 
0030 FIG. 3 is a block diagram of the universal LLT lamp 
according to the present disclosure, in which the universal 
LLT lamp is installed in a double-ended fixture lamp holder. 
The lamp bases 660 and 760 respectively use the bi-pins 250 
and 350 to connect to the AC mains or an electronic ballast 
through the shock protection switches 610 and 710 to the two 
bridge rectifiers 603 and 604. The shock protection switches 
610 and 710 are normally “off” when the lamp is not installed 
in the fixture. When actuated (pressed in, twisted on, etc.), the 
actuation mechanisms 640 and 740 respectively actuate the 
protection switches 610 and 710 and turn on the connection 
between the AC mains or the electronic ballast and the two 
bridge rectifiers 603 and 604. The frequency sensitive device 
801 connecting to the electrical contacts 404 and 408 receives 
a voltage from the lower pin of each bi-pin 250 and 350 at the 
two ends of the lamp through the respective switches 610 and 
710. The control device 802 having three inputs receives a 
signal through a pair of inputs 805 from the frequency sensi 
tive device 801 and at the same time receives a power through 
a third input 806 from the positive input/output port either 503 
or 505 of the bridge rectifiers 603 or 604. The frequency 
sensitive device 801 detects the received voltage that is either 
a 50-60 Hz from the AC mains or 40-50 KHZ output voltage 
from an electronic ballast and sends different signals accord 
ing to the received voltage to the control device 802. When the 
control device 802 determines that the input power is from an 
electronic ballast, it executes a ballast mode, managing to 
couple the input power from the third input 806 to a voltage 
control device 803, which controls an output voltage to a 
predetermined level at its output connecting to the first input 
807 of the LED driving circuit 804, thus powering the LED 
arrays 214. When the control device 802 determines that the 
input power is from the AC mains, it performs a normal mode, 
managing to couple the input power from the third input 806 
to the second input 808 of the LED driving circuit 804, which 
converts the voltage received to a predetermined level and 
provides an electric current appropriate for driving LED to 
light. 
0031 When someone tries to install the universal LLT 
lamp 800 that can be operated with the AC mains or an 
electronic ballast in a double-ended fixture wired as an AC 
mains-ready or electronic ballast compatible configurations 
as in FIG. 3, she or he needs to first insert, for example, the 
lamp base 660 to the fixture lamp holder 810. The actuation 
mechanism 640 is actuated to turn on both sets of electrical 
contacts on the shock protection switch 610. The first bridge 
rectifier 603 automatically senses whether a voltage exists 
between the input/output ports 402 and 404. Because the 
fixture lamp holder sockets are connected in a double-ended 
manner, the input/output ports 402 and 404 have the same 
electrical potential, and no current return pathis formed. Thus 
no power is delivered to the LED driving circuit 804 and the 
LED arrays 214. At this time, the actuation mechanism 740 is 
not actuated because the lamp base 760 has not yet been 
inserted into the lamp holder 820. So the shock protection 
switch 710 remains “off, disconnecting any electric current 
flow to the exposed bi-pin 350, and thus no leakage current 
can possibly flow out no electric shock hazard. When the 
person who does the installation further inserts the lamp base 
760 into the lamp holder 820, the actuation mechanism 740 is 
actuated, which turns on the shock protection switch 710, 
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thus connecting the bi-pin 350 to the input/output ports 406 
and 408. Again, the second bridge rectifier 604 senses no 
voltage between the input/output ports 406 and 408 and sends 
no power to the LED driving circuit 804. However, when the 
protection switch 710 is “on”, an electric potential difference 
exists between the input/output ports 402 and 406. In this 
case, an electric current can flow from the input/output port 
503 of the first bridge rectifier 603 through the third input 806 
of the control device 802, to the LED driving circuit 804 via 
either the first input 807 or the second input 808 of the LED 
driving circuit 804 depending on the input voltage whether it 
is from the ballast or the AC mains, followed by a return path 
from the LED driving circuit 804, through the current return 
port 809 of the LED driving circuit 804, the input/output port 
506 of the second bridge rectifier 604, and the input/output 
ports 406 and 408 to the bi-pin 350, thus delivering power to 
the LED driving circuit 804, which then powers and lights up 
the LED arrays 214. 
0032. When the control device 802 determines that the 
input power is from the electronic ballast, it controls the 
current to flow into both the first input 807 of the LED driving 
circuit 804 and the voltage control device 803 that is con 
nected across the first input 807 and the current return port 
809 of the LED driving circuit 804. The voltage control 
device 803 is used because the electronic ballast output volt 
age can be as high as 580 volts (rms). Once the LED arrays 
214 are accidentally not electrically connected to the LED 
driving circuit 804, the voltage surge will rise to reach the 
rated maximum of some of the electronic components used 
and Suddenly burn the components. However, the Voltage 
control device 803 may not be needed if the LED arrays 214 
are absolutely connected to the LED driving circuit 804 
because the LED arrays 214 with a stacked forward voltage 
can clamp a high Voltage to a predetermined level. Although 
in FIG. 3, the universal LLT lamp is shown to be installed in 
a linear double-ended fixture in which two sets of the sockets 
are in the opposite ends of the LLT lamp, the LLT lamp may 
be of U shape and may serve to replace a conventional 
U-Bend fluorescent light bulb to operate with either the AC 
mains or an electronic ballast. 

0033 FIG. 4 is a block diagram of the universal LLT lamp 
according to the present disclosure, in which the universal 
LLT lamp is installed in a single-ended fixture with a power 
input at the fixture lamp holder 910, which has two electrical 
sockets 255 and 256 receiving “L” and “N” of the AC mains, 
respectively. When someone tries to install the universal LLT 
lamp 800 in the single-ended fixture, she or he first inserts, for 
example, the lamp base 660 to the fixture lamp holder 910. As 
mentioned, the actuation mechanism 640 is actuated to turn 
on both sets of electrical contacts on the shock protection 
switch 610. The first bridge rectifier 603 senses that a voltage 
exists between the input/output ports 402 and 404, allowing a 
current to flow from “L” of the AC mains to the input/output 
port 503. Because the frequency sensitive device 801 con 
nects to the electrical contacts 404 and 408 at the two ends 
660 and 760 of the lamp 800, it receives no power from the 
end 660 and sends no signal to the control device 802. The 
control device 802 then determines to remain in the normal 
mode, keeping to connect the positive input/output port 503 
of the first bridge rectifier 603 to the second input 808 of the 
LED driving circuit 804 through the third input 806 of the 
control device 802, thus allowing the current to flow through 
the connected path followed by a current return path from the 
current return port 809 of the LED driving circuit 804, the 
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input/output ports 504 and 404 of the first bridge rectifier 603, 
to “N” of the AC mains, delivering the power to the LED 
driving circuit 804 which then converts the voltage received 
to a predetermined level and provides an appropriate electric 
current to power the LED arrays 214. 
0034. If no shock protection switch 710 is in place as 
shown in FIG. 4, an electric current flow from the LED 
driving circuit 804 can reach the input/output port 506 of the 
second bridge rectifier 604 so that a voltage will appear 
between the bi-pin 350 and the earth ground—an electric 
shock hazard if two pins of the bi-pin 350 in the lamp base 760 
are not in the sockets of the fixture lamp holder 920. There 
fore, the bridge rectifiers 603 and 604 and the shock protec 
tion mechanism adopted in this universal LLT lamp can work 
with either single-ended or double-ended fixtures free of 
operational uncertainty and fire and shock hazards due to 
lamp misapplications, as mentioned in the Background sec 
tion of the present disclosure. For illustration purpose, the 
shock protection switches 610 and 710 are both of contact 
type, which can be a Snap Switch, a push-button Switch, a 
micro Switch, a twist-on Switch, a rotary Switch, or any home 
made switches that perform switch functions. In reality, the 
shock protection Switch can be of a non-contact type. Such as 
electro-mechanical, electromagnetic, optical, electro-optic, 
fiber-optic, infrared, or wireless based. Furthermore, the non 
contact shock protection Switch can be of a sensing type, 
having a proximity control with a sensing range up to 
approximately 8 mm. 
0035. On the other hand, if the sockets of the fixture lamp 
holder 920 rather than the lamp holder 910 are connected to 
the AC mains with “L” connected to the upper pin of the 
bi-pin 350, no voltage exists between the input/output ports 
402 and 404, and thus no power is delivered to the LED 
driving circuit 804. However, when the person who does the 
installation further inserts the lamp base 760 into the fixture 
lamp holder 920, the actuation mechanism 740 is actuated, 
which turns on the protection switch 710, thus connecting the 
bi-pin 350 to the input/output ports 406 and 408. In this case, 
the second bridge rectifier 604 senses an AC voltage between 
the input/output ports 406 and 408. The frequency sensitive 
device 801 still receives no voltage from the end 760 and 
sends no signal to the control device 802. The control device 
802 then still determines to remain in the normal mode, 
keeping to connect the positive input/output port 505 to the 
second input 808 of the LED driving circuit 804 through the 
third input 806 of the control device 802, thus allowing the 
current to flow through the connected path followed by a 
current return path from the current return port 809 of the 
LED driving circuit 804, the input/output ports 506 and 408 of 
the second bridge rectifier 604, to “N' of the AC mains, 
delivering the power to the LED driving circuit 804 which 
then converts the voltage received to a predetermined level 
and provides an appropriate electric current to power the LED 
arrays 214. 
0036 FIG. 5 is a preferred embodiment of a frequency 
sensing and control mechanism according to the present dis 
closure. The frequency sensing and control mechanism com 
prises a frequency sensitive device 801 and a control device 
802. The frequency sensitive device 801 having two inputs 
comprises a capacitor 902, a third bridge rectifier 901 com 
prising four diodes interconnected as a full-wave rectifier, an 
RC circuit comprising a resistor 903 and a capacitor 904, and 
a Zener diode 905. The third bridge rectifier 901 has four 
input/output ports in which the first input/output port con 
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nects to the input/output port 404 of the first bridge rectifier 
603 (in FIG.3 and FIG. 4), and the second input/output port 
connects to the input/output port 408 of the second bridge 
rectifier 604 via the capacitor 902. The third and fourth input/ 
output ports 907 and 908 respectively connect to the resistor 
903 of the RC circuits and a low electric potential point 909 in 
the frequency sensitive device 801. When an AC voltage 
either from the AC mains or an electronic ballast exists 
between the input/output ports 404 and 408 of the first and the 
second bridge rectifiers 603 and 604, the input/output port 
907 of the third bridge rectifier 901 has a high electric poten 
tial relative to the input/output port 908 with an electric poten 
tial difference depending on input Voltage frequency. The 
capacitor 902 is a frequency sensitive component, of which 
the reactance is -1/(27tfC), where f is a frequency of the 
Voltage across its terminals, and C is a capacitance. For an AC 
voltage from 60 Hz AC mains and 50 KHZ from an electronic 
ballast, the impedance across the capacitor 902 are 265 KS2 
and 31892, respectively. In other words, the electric current 
through the capacitor 902 for electronic ballast can be 830 
times higher than that for the AC mains for the same input 
voltage value. The RC circuit is used to receive a voltage 
between the input/output ports 907 and 908 of the third bridge 
rectifier 901 and to buildup a voltage across the capacitor 904 
according to a time constant set up by resistance and capaci 
tance of the resistor 903 and the capacitor 904. The Zener 
diode 905 connected to the capacitor in parallel is used to 
limit the voltage level inputting to the control device 802. 
0037. In FIG. 5, the control device 802 is embodied by a 
relay with a coil 912 and a switch911 normally connecting to 
the second input 808 of the LED driving circuit 804 (in FIG. 
3 and FIG. 4). When a ballast output voltage is present, the 
capacitor 902 has low impedance allowing a sufficient elec 
tric current to flow into the RC circuit and build up a sustain 
ing voltage across the capacitor 904 and the Zener diode 905. 
The coil 912 connected in parallel with the Zener diode 905 
operates to change a state of the Switch911, by connecting the 
third input 806 of the control device 802 to the first input 807 
of the LED driving circuit 804, switching from the second 
input 808 of the LED driving circuit 804. When a voltage 
from the AC mains is present, the capacitor 902 has high 
impedance, and no Sustaining Voltage can be built up across 
the capacitor 904 and the Zener diode 905. The coil 912 will 
not operate to change the state of the switch 911, thus con 
tinuing to connect the third input 806 of the control device 
802 to the second input 808 of the LED driving circuit 804. 
This is also true when no voltage is present, as is the case 
when the universal lamp is installed in a single-ended AC 
mains-operable lamp fixture. Although for illustration pur 
pose, the control device 802 is embodied by a relay with a coil 
912 and a switch911, the relay can be of an electronic type 
Such as semiconductor relays. 
0038 FIG. 6 is a preferred embodiment of an LED driving 
circuit according to the present disclosure. The LED driving 
circuit 804 is a modified Buck converter having a first input 
807 and a second input 808 both with a high electric potential 
relative to a low electric potential at the current return port 
809 connecting to a low electric potential point of the LED 
arrays 214. The LED driving circuit 804 comprises a control 
and switching device 906, a diode 926, a capacitor 927, a 
current sensing resistor 925, and a center-tapped inductor 
with two inductors 921 and 922 connected in series at the 
common port 923 with a first end port 812 connecting to both 
the positive terminal of the capacitor 927 and the first input 
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807 of the LED driving circuit 804 and a second end port 924 
connecting to the current sensing resistor 925. The two induc 
tors 921 and 922 share a single magnetic core to ensure 
magnetic coupling. The dots near the inductors 921 and 922 
denote polarities of mutually induced Voltages according to 
the dot convention in electronics. When the control device 
802 (in FIG. 5) determines that the input voltage is from the 
AC mains, the relay 911 remains in its normal state, connect 
ing the third input 806 of the control device 802 to the second 
input 808 of the LED driving circuit 804. The control and 
Switching device 906 having an input serving as the second 
input 808 of the LED driving circuit 804 converts an input 
rectified voltage from the first and the second bridge rectifiers 
603 and 604 (in FIGS. 3 and 4) to a proper output voltage by 
alternating between connecting the inductors 921 and 922 to 
the input Voltage to store energy in the inductors and discharg 
ing the inductors 921 and 922 into the LED arrays 214. The 
Switching is controlled by a control loop governing by the 
current sensing resistor 925 and internal control logics in the 
control and switching device 906. The control and switching 
device 906 connecting to the common port 923 of the center 
tapped inductor provides a proper current Switching for the 
modified Buck converter to control an electric current to 
power the LED arrays 214. 
0039. When the control device 802 (in FIG. 5) determines 
that the input Voltage is from an electronic ballast, the relay 
911 operates to connect the third input 806 of the control 
device 802 to the first input 807 of the LED driving circuit 
804, bypassing the control and switching device 906. The first 
input 807 of the LED driving circuit 804 connects to the 
positive terminal of the capacitor 927 used to smooth out the 
rectified voltage from the first and the second bridge rectifiers 
603 or 604 (in FIGS. 3 and 4) and to provide more stable 
operation of the LED arrays 214. The LED arrays 214 with a 
specific stacked LED forward Voltage can be used as a Voltage 
clamping device to control an output Voltage appearing at the 
first end port 812 of the center-tapped inductor and the posi 
tive terminal of the capacitor 927. Because both the capacitor 
927 and the LED arrays 214 must be used in either case of the 
AC mains or an electronic ballast, their maximum ratings and 
a stacked forward voltage of the LED arrays 214 must meet 
operating requirements of both the AC mains and an elec 
tronic ballast. 
0040. In FIG. 6, the impedance of the center-tapped induc 
tor is of particular interest and importance because it shows 
how the center-tapped inductor affects the impedance of the 
LED arrays as seen from the LED driving circuit 804 and the 
impedance of the control and switching device 906 as seen 
from ballast input port 807. In one hand, with the center 
tapped inductor, the control and switching device 906 that 
works with the AC mains would see a modified version of the 
impedance of the LED arrays. Supposed that the inductors 
921 and 922 have inductance L1 and L2 respectively, the 
impedance of the LED arrays as seen from the LED driving 
circuit 804 (points a and b in FIG. 6) can be shown, in the first 
order, as 

neglecting the current sensing resistor 925 with a small resis 
tance less than 1S2. Here Z is the impedance of the LED 
arrays 214 in parallel with the capacitor 927. When L1 is 
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chosen greater than L2, Z, can be much smaller than Z. 
meaning that the electric current can optimally flow into the 
resistor-inductor-capacitor-diode circuit set by the modified 
Buck converter with high efficiency. On the other hand, when 
the ballast Voltage is present, the impedance of the control and 
switching device 906 as seen from ballast input port 807 
(points c and b in FIG. 6) can be shown, in the first order, as 

again neglecting the current sensing resistor 925 with a small 
resistance less than 192. Here Z is the impedance of the 
control and switching device 906 attached as a load for the 
ballast input port 807. Because Z, can be much greater than 
Z, the simple center-tapped inductor design can effec 
tively protect the internal control logic components from 
damage in presence of the high ballast output Voltage. 
0041 Although the above embodiment uses the third 
bridge rectifier and passive electronic components to imple 
ment the frequency sensing and control mechanism, the fre 
quency sensitive device and control device may be of non 
hardware type, implemented by an application-specific 
integrated circuit (ASIC), a field-programmable gate array 
(FPGA), or a microcontroller. Furthermore, although the 
above embodiment uses a linear LED tube lamp as an 
example, in fact, all the conventional fluorescent light bulbs 
used today can be replaced with such LED-based lamps 
adopting the frequency sensing and control mechanism and 
the novel LED driving circuit, featuring as AC main-operable 
and electronic ballast compatible. 
0042. In view of the above, select features of various 
embodiments of the present disclosure are highlighted below. 
0043. In one aspect, an LED-based lamp may have a linear 
tube shape. The lamp may include: a housing having two 
ends; a light-emitting diode printed circuitboard (LED PCB), 
the LED PCB having LED arrays fixed thereon; an LED 
driving circuit configured to power the LED arrays on the 
LED PCB, the LED driving circuit having a first high electric 
potential input and a second high electric potential input; two 
lamp bases respectively connected to the two ends of the 
housing, each lamp base having a bi-pin with two pins pro 
truding outwards, each lamp base further having a shock 
protection Switch; two bridge rectifiers each connected to a 
respective one of the shock protection Switches, each bridge 
rectifier having four input/output ports and configured to 
convert an alternating current (AC) voltage from an electronic 
ballast or AC mains to a direct current (DC) voltage; and a 
frequency sensing and control mechanism comprising a fre 
quency sensitive device and a control device. 
0044) When the AC voltage from the electronic ballast is 
detected by the frequency sensitive device, the control device 
may couple the DC voltage from the two bridge rectifiers to 
the first high electric potential input of the LED driving cir 
cuit. When the AC voltage from the AC mains or no voltage is 
detected by the frequency sensitive device, the control device 
may couple the DC voltage from the two bridge rectifiers to 
the second high electric potential input of the LED driving 
circuit. For each lamp base, when the respective shock pro 
tection switch is off, the bi-pin may be electrically discon 
nected from the respective bridge rectifier and the frequency 
sensitive device. Further, for each lamp base, when the bi-pin 
is installed in a lamp socket, the respective shock protection 
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switch may be actuated to electrically connect the two pins of 
the bi-pin to the respective bridge rectifier and to the fre 
quency sensitive device. 
0045. In some embodiments, the shock protection switch 
of each of the lamp bases may include: two sets of electrical 
contacts, each set having at least two electrical contacts with 
one of the two electrical contacts electrically connected to one 
of the two pins of the bi-pin and the other of the two electrical 
contacts electrically connected to one of the input/output 
ports of the respective bridge rectifier; and a Switch actuation 
mechanism having a front portion protruding outwards, the 
Switch actuation mechanism configured to be activated or 
deactivated. When the front portion of the switch actuation 
mechanism is activated by installing the bi-pin of the respec 
tive lamp base in the lamp socket, the electrical contacts of 
each of the two sets of electrical contacts may be electrically 
connected to each other. 
0046. In some embodiments, the frequency sensitive 
device may include a capacitor, a bridge rectifier, a resistor 
capacitor (RC) circuit, and a Zener diode. 
0047. In some embodiments, the control device may 
include a relay. In some embodiments, the relay may include 
a coil and a Switch. In some embodiments, the relay may be of 
an electronic type. 
0048. In some embodiments, the LED driving circuit may 
include a control and Switching device, a center-tapped 
inductor having two inductors connected in series at a center 
tapped port connecting to an output of the control and Switch 
ing device, a diode, a current sensing resistor, and a capacitor. 
0049. In some embodiments, the frequency sensitive 
device and the control device may be implemented by an 
application-specific integrated circuit (ASIC), a field-pro 
grammable gate array (FPGA), or a microcontroller. 
0050. In some embodiments, each of the shock protection 
Switches may be of a contact type. 
0051. In some embodiments, each of the shock protection 
Switches may include a Snap Switch, a push-button Switch, a 
micro Switch, a twist-on Switch, or a rotary Switch. 
0052. In some embodiments, each of the shock protection 
Switches may be of a non-contact type. 
0053. In some embodiments, each of the shock protection 
Switches may be electro-mechanical, electromagnetic, opti 
cal, electro-optic, fiber-optic, infrared, or wireless based. 
0054. In some embodiments, each of the shock protection 
Switches may be of a sensing type having a proximity control 
with a sensing range up to approximately 8 mm. 
0055. In another aspect, an LED-based lamp may have a 
shape other than a linear tube. The lamp may include: a 
housing having at least one end; a light-emitting diode printed 
circuit board (LED PCB), the LED PCB having LED arrays 
fixed thereon; an LED driving circuit configured to power the 
LED arrays on the LED PCB, the LED driving circuit having 
a first high electric potential input and a second high electric 
potential input; at least one bridge rectifier having four input/ 
output ports and configured to convert an AC Voltage from an 
electronic ballast or AC mains to a DC voltage; a frequency 
sensing and control mechanism comprising a frequency sen 
sitive device and a control device, wherein when the AC 
voltage from the electronic ballast is detected by the fre 
quency sensitive device, the control device couples the DC 
voltage from the at least one bridge rectifier to the first high 
electric potential input of the LED driving circuit, and 
wherein when the AC voltage from the AC mains or no 
Voltage is detected by the frequency sensitive device, the 
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control device couples the DC voltage from the at least one 
bridge rectifier to the second high electric potential input of 
the LED driving circuit. The LED-based lamp may also 
include at least one lamp base connected to the at least one 
end of the housing, the at least one lamp base having two 
electrical contacts electrically connected to the at least one 
bridge rectifier and the frequency sensitive device. 
0056. In some embodiments, the frequency sensitive 
device may include a capacitor, a bridge rectifier, an RC 
circuit, and a Zener diode. 
0057. In some embodiments, the control device may 
include a relay. 
0058. In some embodiments, the relay may include a coil 
and a Switch. 
0059. In some embodiments, the relay may be of an elec 
tronic type. 
0060. In some embodiments, the LED driving circuit may 
include a control and Switching device, a center-tapped 
inductor having two inductors connected in series at a center 
tapped port connecting to an output of the control and Switch 
ing device, a diode, a current sensing resistor, and a capacitor. 
0061. In some embodiments, the frequency sensitive 
device and the control device may be implemented by an 
ASIC, an FPGA, or a microcontroller. 
0062. Whereas preferred embodiments of the present dis 
closure have been shown and described, it will be realized that 
alterations, modifications, and improvements may be made 
thereto without departing from the scope of the following 
claims. Another frequency sensing and control mechanism in 
an LED-based lamp using various kinds of combinations to 
accomplish the same or different objectives could be easily 
adapted for use from the present disclosure. Accordingly, the 
foregoing description and attached drawings are by way of 
example only, and are not intended to be limiting. 
What is claimed is: 
1. A linear light-emitting diode (LED) tube lamp, compris 

ing: 
a housing having two ends; 
a light-emitting diode printed circuitboard (LEDPCB), the 
LED PCB having LED arrays fixed thereon; 

an LED driving circuit configured to power the LED arrays 
on the LED PCB, the LED driving circuit having a first 
high electric potential input and a second high electric 
potential input; 

two lamp bases respectively connected to the two ends of 
the housing, each lamp base having a bi-pin with two 
pins protruding outwards, each lamp base further having 
a shock protection Switch; 

two bridge rectifiers each connected to a respective one of 
the shock protection switches, each bridge rectifier hav 
ing four input/output ports and configured to convert an 
alternating current (AC) voltage from an electronic bal 
last or AC mains to a direct current (DC) voltage; and 

a frequency sensing and control mechanism comprising a 
frequency sensitive device and a control device, 

wherein, when the AC voltage from the electronic ballast is 
detected by the frequency sensitive device, the control 
device couples the DC voltage from the two bridge rec 
tifiers to the first high electric potential input of the LED 
driving circuit, 

wherein, when the AC voltage from the AC mains or no 
Voltage is detected by the frequency sensitive device, the 
control device couples the DC voltage from the two 

Jun. 25, 2015 

bridge rectifiers to the second high electric potential 
input of the LED driving circuit, 

wherein, for each lamp base, when the respective shock 
protection switch is off, the bi-pin is electrically discon 
nected from the respective bridge rectifier and the fre 
quency sensitive device, and 

wherein, for each lamp base, when the bi-pin is installed in 
a lamp Socket, the respective shock protection Switch is 
actuated to electrically connect the two pins of the bi-pin 
to the respective bridge rectifier and to the frequency 
sensitive device. 

2. The linear LED tube lamp of claim 1, wherein the shock 
protection Switch of each of the lamp bases comprises: 
two sets of electrical contacts, each set having at least two 

electrical contacts with one of the two electrical contacts 
electrically connected to one of the two pins of the bi-pin 
and the other of the two electrical contacts electrically 
connected to one of the input/output ports of the respec 
tive bridge rectifier; and 

a Switch actuation mechanism having a front portion pro 
truding outwards, the Switch actuation mechanism con 
figured to be activated or deactivated, 

wherein, when the front portion of the switch actuation 
mechanism is activated by installing the bi-pin of the 
respective lamp base in the lamp socket, the electrical 
contacts of each of the two sets of electrical contacts are 
electrically connected to each other. 

3. The linear LED tube lamp of claim 1, wherein the fre 
quency sensitive device comprises a capacitor, a bridge rec 
tifier, a resistor-capacitor (RC) circuit, and a Zener diode. 

4. The linear LED tube lamp of claim 1, wherein the control 
device comprises a relay. 

5. The linear LED tube lamp of claim 4, wherein the relay 
comprises a coil and a Switch. 

6. The linear LED tube lamp of claim 4, wherein the relay 
is of an electronic type. 

7. The linear LED tube lamp of claim 1, wherein the LED 
driving circuit comprises a control and Switching device, a 
center-tapped inductor having two inductors connected in 
series at a center-tapped port connecting to an output of the 
control and Switching device, a diode, a current sensing resis 
tor, and a capacitor. 

8. The linear LED tube lamp of claim 1, wherein the fre 
quency sensitive device and the control device comprise an 
application-specific integrated circuit (ASIC), a field-pro 
grammable gate array (FPGA), or a microcontroller. 

9. The linear LED tube lamp of claim 1, wherein each of the 
shock protection Switches is of a contact type. 

10. The linear LED tube lamp of claim 9, wherein each of 
the shock protection Switches comprises a Snap Switch, a 
push-button Switch, a micro Switch, a twist-on Switch, or a 
rotary switch. 

11. The linear LED tube lamp of claim 1, wherein each of 
the shock protection Switches is of a non-contact type. 

12. The linear LED tube lamp of claim 11, wherein each of 
the shock protection Switches is electro-mechanical, electro 
magnetic, optical, electro-optic, fiber-optic, infrared, or wire 
less based. 

13. The linear LED tube lamp of claim 12, wherein each of 
the shock protection Switches is of a sensing type having a 
proximity control with a sensing range up to approximately 8 

. 
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14. A light-emitting diode (LED)-based lamp, comprising: 
a housing having at least one end; 
a light-emitting diode printed circuitboard (LEDPCB), the 
LED PCB having LED arrays fixed thereon; 

an LED driving circuit configured to power the LED arrays 
on the LED PCB, the LED driving circuit having a first 
high electric potential input and a second high electric 
potential input; 

at least one bridge rectifier having four input/output ports 
and configured to convert an alternating current (AC) 
Voltage from an electronic ballast or AC mains to a direct 
current (DC) voltage; 

a frequency sensing and control mechanism comprising a 
frequency sensitive device and a control device, 
wherein: 
when the AC voltage from the electronic ballast is 

detected by the frequency sensitive device, the control 
device couples the DC voltage from the at least one 
bridge rectifier to the first high electric potential input 
of the LED driving circuit, and 

when the AC voltage from the AC mains or no voltage is 
detected by the frequency sensitive device, the control 
device couples the DC voltage from the at least one 
bridge rectifier to the second high electric potential 
input of the LED driving circuit; and 
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at least one lamp base connected to the at least one end of 
the housing, the at least one lamp base having two elec 
trical contacts electrically connected to two input/output 
ports of the at least one bridge rectifier and the frequency 
sensitive device. 

15. The LED-based lamp of claim 14, wherein the fre 
quency sensitive device comprises a capacitor, a bridge rec 
tifier, a resistor-capacitor (RC) circuit, and a Zener diode. 

16. The LED-based lamp of claim 14, wherein the control 
device comprises a relay. 

17. The LED-based lamp of claim 16, wherein the relay 
comprises a coil and a Switch. 

18. The LED-based lamp of claim 16, wherein the relay is 
of an electronic type. 

19. The LED-based lamp of claim 14, wherein the LED 
driving circuit comprises a control and Switching device, a 
center-tapped inductor having two inductors connected in 
series at a center-tapped port connecting to an output of the 
control and Switching device, a diode, a current sensing resis 
tor, and a capacitor. 

20. The LED-based lamp of claim 14, wherein the fre 
quency sensitive device and the control device comprise an 
application-specific integrated circuit (ASIC), a field-pro 
grammable gate array (FPGA), or a microcontroller. 

k k k k k 

Page 16 of 16




