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PXEL ARRANGEMENT OF AN ORGANIC 
LIGHT EMITTING DISPLAY DEVICE 

BACKGROUND 

1. Field 
The embodiment relates to a pixel arrangement of an 

organic light emitting display device, and more particularly, 
to a pixel arrangement of an organic light emitting display 
device with improved aperture ratio and definition. 

2. Description of the Related Art 
An organic light emitting display device displays images 

by using an organic light emitting diode (OLED), i.e., an auto 
emission device, and has been noticed as a next generation 
display device due to its excellent luminance and color purity. 
The organic light emitting display device may display images 
of various colors by using red sub-pixels, green Sub-pixels, 
and blue sub-pixels. 

SUMMARY 

Embodiments are directed to a pixel arrangement, which 
substantially overcomes one or more of the problems due to 
the limitations and disadvantages of the related art. 

It is therefore a feature of an embodiment to provide a pixel 
arrangement of an organic light emitting display device with 
an improved definition and aperture ratio. 

At least one of the above and other features and advantages 
may be realized by providing a pixel arrangement of an 
organic light emitting display device, including first Sub 
pixels and second Sub-pixels alternately arranged in a first 
direction to define a plurality of first columns along the first 
direction, and third sub-pixels arranged along the first direc 
tion to define a plurality of second columns along the first 
direction among the first columns, two second columns of the 
third sub-pixels being arranged among three first columns of 
the alternating first and second Sub-pixels. 

The first sub-pixels and the second sub-pixels may be 
alternately arranged in a second direction perpendicular to the 
first direction to define a plurality of rows along the second 
direction. A distance between a first Sub-pixel and an adjacent 
second Sub-pixel in each row Substantially may equal a dis 
tance between two adjacent third Sub-pixels along the second 
direction. The third sub-pixel may be a green sub-pixel, the 
first Sub-pixel is a red Sub-pixel, and the second Sub-pixel is a 
blue sub-pixel. A combined length of four of the first and 
second alternating Sub-pixels with the distances therebe 
tween along the first direction may be longer than a combined 
length of two third sub-pixels and a distance therebetween 
along the first direction. The third Sub-pixels may be arranged 
to have two rows of third sub-pixels among three rows of 
alternating first and second Sub-pixels, the rows of third Sub 
pixels and alternating first and second Sub-pixels extending 
alonga second direction perpendicular to the first direction. A 
second row of the alternating first and second sub-pixels may 
extend between the two rows of the third sub-pixels. A second 
row of the alternating first and second Sub-pixels may not 
overlap the third sub-pixels. Two third sub-pixels in the sec 
ond column may be arranged to overlap only three of the 
alternating first and second Sub-pixels in the first column. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The above and other features and advantages will become 
more apparent to those of ordinary skill in the art by describ 
ing in detail exemplary embodiments with reference to the 
attached drawings, in which: 

10 

15 

25 

30 

35 

40 

45 

50 

55 

60 

65 

2 
FIG. 1 illustrates a plan view of a pixel arrangement of an 

organic light emitting display device according to an embodi 
ment; and 

FIG. 2 illustrates a plan view of an example of a color 
arrangement that can be applied in a Sub-pixel group of FIG. 
1. 

DETAILED DESCRIPTION 

Korean Patent Application No. 10-2010-0051019, filed on 
May 31, 2010, in the Korean Intellectual Property Office, and 
entitled: “Pixel Array for Organic Light Emitting Display 
Device' is incorporated by reference herein in its entirety. 
Example embodiments will now be described more fully 

hereinafter with reference to the accompanying drawings; 
however, they may be embodied in different forms and should 
not be construed as limited to the embodiments set forth 
herein. Rather, these embodiments are provided so that this 
disclosure will be thorough and complete, and will fully 
convey the scope of the invention to those skilled in the art. 

In the drawing figures, the dimensions of layers and 
regions may be exaggerated for clarity of illustration. It will 
also be understood that when an element is referred to as 
being “between two elements, it can be the only element 
between the two elements, or one or more intervening ele 
ments may also be present. Like reference numerals refer to 
like elements throughout. 

FIG. 1 illustrates a plan view of a pixel arrangement of an 
organic light emitting display device according to an embodi 
ment. Referring to FIG. 1, the pixel arrangement of the 
organic light emitting display device according to an embodi 
ment may include a first sub-pixel 10, a second sub-pixel 12, 
and a third sub-pixel 14. 
The first sub-pixel 10 emits light having a first color, the 

second Sub-pixel 12 emits light having a second color, and the 
third sub-pixel 14 emits light having a third color. For 
example, the first through third colors may be three different 
colors. The first sub-pixel 10, the second sub-pixel 12, and the 
third Sub-pixel 14 may be repeatedly arranged in a predeter 
mined pattern, e.g., in a constantly repeating pattern. 
The first sub-pixel 10 and the second sub-pixel 12 may be 

alternately arranged in a same column along a first direction, 
e.g., along the y-axis, and in a same row along a second 
direction perpendicular to the first direction, e.g., along the 
x-axis. For example, the first and second sub-pixels 10 and 12 
may be arranged in an alternating matrix pattern, e.g., a first 
sub-pixel 10 may be separated from an adjacent first sub-pixel 
10 along the first and second directions via second Sub-pixels 
12. 

For example, the first sub-pixel 10 and the second sub-pixel 
12 may be sequentially and alternately arranged in a specific 
row j () is a natural number). Such that the first and second 
sub-pixels 10 and 12 may be positioned in positions i (i is a 
natural number) and i--2, respectively, within row j. Further, 
the second sub-pixel 12 and the first sub-pixel 10 may be 
sequentially and alternately arranged in an adjacent row, i.e., 
row j+1, such that the second and first sub-pixels 12 and 10 
may be positioned in the positions i and i+2, respectively, 
within row j+1. Such a configuration of rows and columns of 
the first and second sub-pixels 10 and 12 may be arranged 
repeatedly and sequentially along the first and second direc 
tions. 
The third Sub-pixel 14 may be arranged in a column along 

the first direction to be adjacent to the column of the alternat 
ing first Sub-pixels 10 and second Sub-pixels 12, e.g., the 
columns may be adjacent to each other along the second 
direction. That is, the third sub-pixel 14 may be formed 
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between columns of the first sub-pixel 10 and the second 
Sub-pixel 12, e.g., the third Sub-pixel 14 may be in a position 
i+1 within row. In this case, two columns of third sub-pixels 
14 may be formed among three columns of first and second 
sub-pixels 10 and 12. For example, as illustrated in FIG. 1, the 
first sub-pixel 10 and the second sub-pixel 12 may be alter 
nately and sequentially arranged in each of columns i, i+2. 
i+4,..., so a plurality of third sub-pixel 14 may be arranged 
in each of columns i+1, i+3, i+5. . . . . As such, two rows of 
third Sub-pixels 14 may be arranged among three rows of 
alternating first and second sub-pixels 10 and 12, e.g., there 
may be only two rows of third sub-pixels 14 among the three 
rows j. j+1, and j+2. 
A length of the third sub-pixel 14 along the first direction, 

i.e., along the y-axis, may be longer than a length of each of 
the first and second sub-pixels 10 and 12 along the first 
direction. For example, as illustrated in FIG. 1, when three 
first and second sub-pixels 10 and 12 are aligned in one 
column, e.g., when a first Sub-pixel 10, a second Sub-pixel 12, 
and a first Sub-pixel 10 are aligned in columni and in respec 
tive rows j+2.j+1, and j, two third Sub-pixels 14 aligned in an 
adjacent column, i.e., in column i+1, may extend to a further 
distance than the three first and second sub-pixels 10 and 12. 
In this case, when bottoms of a first third sub-pixel 14 and the 
first Sub-pixel 10 in row j+2 are aligned, an edge of the second 
third sub-pixel 14 may extend beyond the first sub-pixel 10 in 
row j. 

Meanwhile, the first through third sub-pixels 10, 12, 14 
may be alternately arranged in rows j. j+2, j+4. . . . . e.g., the 
first sub-pixel 10, the third sub-pixel 14, the second sub-pixel 
12, and the third sub-pixel 14 may be arranged in the stated 
order in rows j. j+2, j+4. . . . In other words, the sub-pixels 
may be arranged in half of the rows, i.e., in rows j. j+2, 
j+4..., to have a pixel arrangement of the pentile matrix color 
pixel arrangement, so the organic light emitting display 
device may be driven in a same driving way. 

For example, for rows j+1 and j+2, the first sub-pixel 10 
and the second Sub-pixel 12 may be arranged in specific 
columns, and the third Sub-pixel 14 may be arranged in an 
adjacent column. In this case, the first Sub-pixel 10, the sec 
ond sub-pixel 12, and the third sub-pixel 14 formed to be 
adjacent to each other may be driven as one pixel. 
A distance between the first sub-pixel 10 and the second 

Sub-pixel 12 along the second direction, i.e., along the X-axis, 
and a distance between adjacent third Sub-pixels 14 along the 
second direction may be substantially the same. In this case, 
a number of the first sub-pixels 10, e.g., the red sub-pixels, 
and the second Sub-pixels 12, e.g., the blue Sub-pixels, may 
increase, as compared to the conventional pentile matrix color 
pixel arrangement. An organic light emitting display device 
having an increased number of red and blue pixels according 
to example embodiments may be implemented in a panel 
having at least 200 ppi. 

FIG. 2 illustrates a plan view of an example of color 
arrangement that can be applied in a Sub-pixel group of FIG. 
1. Referring to FIG. 2, the first sub-pixel 10 may be set up as 
the red sub-pixel R, the second sub-pixel 12 may be set up as 
the blue sub-pixel B, and the third sub-pixel 14 may be set up 
as the green sub-pixel G. The number of the third sub-pixels 
14 is larger than the number of the first sub-pixels 10 (or the 
second sub-pixels 12). Therefore, when the third sub-pixel 14 
is set up as the green Sub-pixel G, an image having a high 
quality may be displayed. 
A pixel arrangement in an organic light emitting display 

device according to an embodiment may be applied in a panel 
having at least 200 ppi because of an increased number of red 
Sub-pixels and blue Sub-pixels, as compared to the conven 
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4 
tional pentile matrix color pixel arrangement. In addition, as 
the number of the red and blue sub-pixels is reduced, as 
compared to a conventional stripe configuration, the aperture 
ratio and the expression ability of the high-resolution may be 
improved, e.g., due to a structure of a vertical line pattern with 
a special pixel that is not admitted. 

In contrast, when the red Sub-pixels, the green sub-pixels, 
and the blue Sub-pixels are arranged in a conventional stripe 
configuration, i.e., where sub-pixels having the same color 
are arranged in a same row, an aperture ratio may be 
decreased and high-resolution may be reduced due to a black 
matrix arranged between Sub-pixels. Further, in a conven 
tional pentile matrix color pixel arrangement proposed by the 
ClairVoyante Laboratories Corporation, even though the red 
sub-pixels and the blue sub-pixels are alternatively formed in 
a same row, which is adjacent to a row of the green Sub-pixels, 
the definition below 250 ppi may be too low, thereby reducing 
display quality. 

Exemplary embodiments have been disclosed herein, and 
although specific terms are employed, they are used and are to 
be interpreted in a generic and descriptive sense only and not 
for purpose of limitation. Accordingly, it will be understood 
by those of ordinary skill in the art that various changes in 
form and details may be made without departing from the 
spirit and scope of the present invention as set forth in the 
following claims. 
What is claimed is: 
1. A pixel arrangement of an organic light emitting display 

device, comprising: 
first Sub-pixels and second Sub-pixels alternately arranged 

in a first direction to define a plurality of first columns 
along the first direction; and 

third sub-pixels arranged along the first direction to define 
a plurality of second columns along the first direction 
one second column being between two first columns, 

wherein a length of each third sub-pixel along the first 
direction is longer than a length of each of the first and 
second Sub-pixels along the first direction, and 

wherein the length of each third sub-pixel along the first 
direction is shorter than a combined length of two of the 
first and second sub-pixels and a distance therebetween 
along the first direction, two third sub-pixels in the sec 
ond column being arranged to overlap only three of the 
alternating first and second Sub-pixels in the first col 
l 

2. The pixel arrangement of the organic light emitting 
display device as claimed in claim 1, wherein the first sub 
pixels and the second Sub-pixels are alternately arranged in a 
second direction perpendicular to the first direction to define 
a plurality of rows along the second direction. 

3. The pixel arrangement of the organic light emitting 
display device as claimed in claim 2, wherein a distance 
between a first Sub-pixel and an adjacent second Sub-pixel in 
each row Substantially equals a distance between two adja 
cent third Sub-pixels along the second direction. 

4. The pixel arrangement of the organic light emitting 
display device as claimed in claim 1, wherein the third sub 
pixel is agreen Sub-pixel, the first Sub-pixel is a red sub-pixel, 
and the second sub-pixel is a blue sub-pixel. 

5. The pixel arrangement of the organic light emitting 
display device as claimed in claim 1, wherein a combined 
length of four of the first and second alternating Sub-pixels 
with the distances therebetween along the first direction is 
longer than a combined length of two third Sub-pixels and a 
distance therebetween along the first direction. 

6. The pixel arrangement of the organic light emitting 
display device as claimed in claim 2, wherein three rows of 
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the alternating first and second sub-pixels correspond to two 
rows of third Sub-pixels along the second direction. 

7. The pixel arrangement of the organic light emitting 
display device as claimed in claim 6, wherein a second row of 
the alternating first and second sub-pixels extends between 
the two rows of the third sub-pixels. 

8. The pixel arrangement of the organic light emitting 
display device as claimed in claim 6, wherein a second row of 
the alternating first and second Sub-pixels does not overlap 
the third sub-pixels. 

9. The pixel arrangement of the organic light emitting 
display device as claimed in claim 1, wherein the two third 
Sub-pixels in the second column are arranged to overlap an 
entire combined length of the three of the alternating first and 
second Sub-pixels in the first column. 

10. The pixel arrangement of the organic light emitting 
display device as claimed in claim 1, wherein a combined 
length of three of the first and second alternating Sub-pixels 
with the distances therebetween along the first direction is 
shorter than a combined length of two third sub-pixels and a 
distance therebetween along the first direction. 

11. The pixel arrangement of the organic light emitting 
display device as claimed in claim 1, wherein a total number 
of first and second Sub-pixels is larger than a total number of 
the third sub-pixels. 
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12. The pixel arrangement of the organic light emitting 

display device as claimed in claim 11, wherein the total num 
ber of the third sub-pixels is larger than one third of a total 
number of the first through third sub-pixels. 

13. The pixel arrangement of the organic light emitting 
display device as claimed in claim 1, wherein the two third 
Sub-pixels are adjacent to each other in a same second col 
umn, and the three alternating first and second Sub-pixels are 
adjacent to each other in a same first column. 

14. The pixel arrangement of the organic light emitting 
display device as claimed in claim 13, wherein the two third 
Sub-pixels are spaced apart from each other along the first 
direction, one of the three alternating first and second Sub 
pixels being positioned to correspond to the space between 
the two third sub-pixels. 

15. The pixel arrangement of the organic light emitting 
display device as claimed in claim 6, wherein only half of the 
rows include the first Sub-pixels, the second sub-pixels, and 
the third sub-pixels. 

16. The pixel arrangement of the organic light emitting 
display device as claimed in claim 6, wherein the rows of sub 
pixels include alternating first and second rows, the first rows 
include first through third sub-pixels, and the second rows 
include only first and second Sub-pixels. 

k k k k k 
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