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ing. These detection and protection measures are then down 
loaded to a Security Sensor associated with the target plat 
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if LocB70 
compare LocA to LocB 

else 
compare LocA to Value field 
if LocA < Value 

execute following ops 
else 

skip following ops 
endif 

endif 

if LocBz 0 
compare LocA to LocB 

else 
compare Locato Value field 
if LocA (Value 

execute follwoing ops until next else or fi 
else 

skip following ops 
endif 

endif 

if LocB 70 
compare LocA to LocB 

else 
compare Locato Value field 
if LocAF Value 

execute following ops until next else or fi 
else 

skip following ops 
endif 

endif 

if LocB 70 
compare Loca to LocB 

else 
compare Locato Value field 
if LocA = Value 

execute following ops until next else or fi 
else 

skip following ops 
endif 

endif 

if LocB7- 0 
compare Loca to LocB 

else 
compare LocA to Value field 
if LocAD Value FIG. 1 1A 
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execute following ops until next else or fi 
else 

skip following ops 
endif 

endif 

if LocBA 0 
compare Locato LocB 

else 
compare Loca to Value field 
if LocA> Value 

execute following ops until next else or fi 
else 

skip following ops 
endif 

endif 

if (locA = ValueA) and (LocB = ValueB) 
execute following ops until next else or fi 

else 
skip following ops 

endif 

else halt/resume instruction exection 

f | endif 
FIG. I. IB 
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HIERARCHY-BASED METHOD AND APPARATUS 
FOR DETECTING ATTACKS ON A COMPUTER 

SYSTEM 

BRIEF DESCRIPTION OF THE INVENTION 

0001. This invention relates generally to computer net 
WorkS. More particularly, this invention relates to network 
Security Sensors and distributed network Security Sensor 
architectures used to implement intrusion detection and 
protection. 

BACKGROUND OF THE INVENTION 

0002 The prevalence of computer vulnerabilities and 
malicious computer hackerS is well documented. Thus, there 
are ongoing concerns about computer Security. Computer 
Security anxieties span a spectrum of computer configura 
tions, including individual computers, local area networks, 
and wide area networks. 

0003. There are a number of problems associated with 
current computer Security technologies. For example, while 
there is available information on different computer attacks 
and countermeasures, there are inadequate techniques for 
developing, deploying, and managing this information. 
Another computer Security problem relates to the distribu 
tion of evolving network Security information, Such as new 
computer attack profiles and Signatures. It would be highly 
desirable to provide an efficient and rapid mechanism for 
distributing this information throughout a network. 

0004 AS computer network traffic continues to grow, 
there are increasing demands to improve the processing 
efficiency of computer Security tasks. In order to achieve 
gigabit and higher intrusion detection Speeds, new methods 
and techniques are required for packet inspection and pro 
cessing. Ideally, Such methods and techniques would be 
Scalable and Support dynamic Signature Set updates. 
0005 Another problem with current computer security 
technologies is that they require a Single organization to 
own, maintain and control their own computer Security 
equipment. It would be highly desirable to allow different 
organizations to share computer Security resources through 
a Subscription-based intrusion detection platform. 

0006 Distributed denials of service attacks are a common 
problem in networked environments. A distributed denial of 
Service attack may take many forms. One common form of 
a distributed denial of Service attack is for a single computer 
to Send a message to a group of computers instructing the 
computers to access a target computer. The group of com 
puters then forwards the same message on to a Supplemental 
group of computers. Ultimately, the target computer is 
inundated with access requests and effectively shuts down. 
It would be highly desirable to identify a technique for 
detecting, tracing, and countering distributed denial of Ser 
Vice attackS. 

0007. In order to provide effective protection for existing 
computers and computer networks, it is necessary to address 
these numerous computer Security problems. Ideally, a 
Single platform and architecture could be deployed to 
address these problems. Such a System should be easy to 
deploy and manage, thereby providing a low cost of own 
ership. Notwithstanding these cost considerations, the SyS 
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tem must have high performance, including the capacity to 
efficiently detect and protect against known and unknown 
computer attacks. 

SUMMARY OF THE INVENTION 

0008. A method of provisioning a computer against com 
puter attacks includes constructing a hierarchy characteriz 
ing different computer attacks and counter measures, and 
traversing this hierarchy to identify computer attacks and 
countermeasures relevant to a target platform. Detection and 
protection measures are collected in response to this travers 
ing. These detection and protection measures are then down 
loaded to a Security Sensor associated with the target plat 
form. 

0009. The invention provides a single platform and archi 
tecture to address a variety of network Security problems. 
The System of the invention is easy to deploy and manage, 
and thereby provides a low cost of ownership. However, the 
System of the invention also has high performance, includ 
ing the capacity to efficiently detect and protect against 
known and unknown computer attackS. 

BRIEF DESCRIPTION OF THE FIGURES 

0010. The invention is more fully appreciated in connec 
tion with the following detailed description taken in con 
junction with the accompanying drawings, in which: 

0011 FIG. 1 illustrates a computer network environment 
implementing the network Security techniques of the inven 
tion. 

0012 FIG. 2 illustrates a network security sensor imple 
mented in accordance with an embodiment of the invention. 

0013 FIG. 3 illustrates processing steps performed by an 
embodiment of the network security sensor of the invention. 
0014 FIG. 4A illustrates an embodiment of a hardware 
Sensor management module utilized in accordance with an 
embodiment of the invention. 

0015 FIG. 4B illustrates a specific hardware implemen 
tation of a network Security Sensor of the invention. 
0016 FIG. 5 illustrates input and output information 
asSociated with the protocol parsing State machine of the 
invention. 

0017 FIG. 6 illustrates general state machine processing 
operations performed in accordance with an embodiment of 
the invention. 

0018 FIG. 7 illustrates a state machine transition table 
implemented in accordance with an embodiment of the 
invention. 

0019 FIG. 8 illustrates a transition operation specifica 
tion format utilized in accordance with an embodiment of 
the invention. 

0020 FIG. 9 illustrates a signature processing architec 
ture utilized in accordance with an embodiment of the 
invention. 

0021 FIG. 10 illustrates an example of state machine 
processing performed in accordance with an embodiment of 
the invention. 
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0022 FIGS. 11A & 11B illustrate exemplary state 
machine instructions to be carried out in accordance with an 
embodiment of the invention. 

0023 FIG. 12 illustrates an exemplary hardware con 
figuration for carrying out Signature processing operations in 
accordance with an embodiment of the invention. 

0024 FIG. 13 illustrates a sensor control system utilized 
in accordance with an embodiment of the invention. 

0.025 FIG. 14 illustrates a global sensor management 
System implemented in accordance with an embodiment of 
the invention. 

0.026 FIG. 15 illustrates an update server implemented 
in accordance with an embodiment of the invention. 

0.027 FIG. 16 illustrates a hierarchical attack categori 
Zation Structure constructed and utilized in accordance with 
an embodiment of the invention. 

0028 FIG. 17 illustrates processing steps performed in 
accordance with a hierarchical attack categorization proceSS 
utilized in accordance with an embodiment of the invention. 

0029. Like reference numerals refer to corresponding 
parts throughout the Several views of the drawings. 

DETAILED DESCRIPTION OF THE 
INVENTION 

0030 FIG. 1 illustrates an exemplary computer network 
20 incorporating network Security devices and processes 
associated with the invention. The network 20 includes a set 
of network Security Sensors 22 configured in accordance 
with the invention. Each Sensor 22 operates as a platform to 
implement local and distributed Security operations per 
formed in accordance with the invention. FIG. 1 illustrates 
a set of primary Sensors 22 and redundant Sensors 24. 
Preferably, a dedicated link 25 is positioned between the 
primary Sensors 22 and the redundant Sensors 24. AS dis 
cussed below, the primary Sensor 22 updates the redundant 
Sensor 24 with changes in the configuration data. This 
ensures that the primary Sensor 22 and the redundant Sensor 
24 are Synchronized and that the redundant Sensor 24 can be 
activated in the event of the failure of the primary sensor 22. 
0.031) A sensor management system 26 is associated with 
a Sensor 22 or Set of Sensors 22 and 24. The Sensor 
management System provides Supervisory control of a Sen 
Sor 22. The Sensor management System 26 may be used to 
implement a shared-resource Virtual intrusion detection SyS 
tem, as discussed below. A Single Sensor management Sys 
tem 26 may be used to control multiple Sets of primary 
Sensors 22 and redundant Sensors 24. 

0.032 The combination of the sensor 22, redundant sen 
Sor 24, and Sensor management System 26 is referred to as 
a local sensor security module 27. As shown in FIG. 1, local 
sensor security modules 27 may be distributed throughout a 
network. In this example, local Sensor Security modules 
271 through 27 N are positioned between an enterprise 
network 30 and Internet service providers 281 through 
28 N. In addition, a local sensor security module 27 0 is 
positioned between the enterprise network 30 and a pro 
tected server 32. 

0033. The operations of the local sensor security modules 
27 may be coordinated through a global Sensor management 
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System 34. The global Sensor management System 34 per 
forms distributed System management operations and pro 
vides a global consolidated view of all Sensors and all the 
traffic these Sensors are monitoring. In addition, the global 
Sensor management System 34 Supports the implementation 
of a global shared-resource virtual intrusion detection Sys 
tem. In addition, the global Sensor management System 34 
tracks information from the local Sensor Security modules 22 
to identify and respond to distributed denial of service 
attackS. 

0034 FIG. 1 illustrates that the network 20 includes an 
update server 38. The update server 38 is used to coordinate 
the delivery of Signature and Software updates to the local 
sensor security modules 27, as discussed below. Preferably, 
the update server 38 is protected by a firewall 36. 

0035) The overall architecture of an embodiment of the 
invention has been described. Attention is now directed 
toward a more particular description of the individual com 
ponents of the architecture. 

0036 FIG. 2 illustrates a sensor 22 configured in accor 
dance with an embodiment of the invention. Preferably, the 
sensor 22 includes a set of processor 40 1 through 40 N, 
with each processor optimized to perform a different func 
tion, as discussed below. The processors 40 are connected to 
a System bus 42 or a Set of buses or a Switching fabric, which 
are represented by the Single System buS 42. Also connected 
to the system bus 42 is a set of input/output ports 44. The 
ports 44 provide interfaces for routing network traffic. In 
addition, they include interfaces for the Sensor management 
system 26. 

0037. In one configuration, the system bus 42 is also 
connected to a memory 50, which includes primary and/or 
secondary memory. The memory 50 stores a set of execut 
able programs utilized to implement functions of the inven 
tion. In an alternate embodiment of the invention, the 
executable programs are Stored in memory associated with 
each processor that executes a program. 

0038. In the embodiment of FIG. 2, the memory 50 
Stores a Sensor management module 52, which coordinates 
overall Sensor operations. Alternately, the Sensor manage 
ment module 52 may be implemented in a separate proces 
Sor or processor board used to coordinate overall Sensor 
operations. In the embodiment of FIG. 2, the memory 50 
Stores a response module 54 for coordinating responses to 
processing exceptions. 

0039) A packet decoder 56 is also stored in memory 50. 
The packet decoder 56 coordinates the decoding of network 
packets and performs protocol conformance verification. 
Alternately, the functionality of the packet decoder 56 is 
implemented with a dedicated processor 40. A load balancer 
58 is preferably used to distribute processing responsibilities 
acroSS the processors 40. 

0040 FIG. 2 also illustrates a statistical analysis and 
distributed denial of Service detection module 60. This 
executable program analyzes Statistical patterns associated 
with processed traffic. In addition, it identifies distributed 
denial of Service attacks. A path marker insertion module 61 
is used to insert path markers into network traffic. The path 
markers are used to identify the actual path traversed by the 
distributed denial of Service attacks, as discussed below. 
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0041. The memory 50 also stores an anomaly detector 62, 
which is used to identify network traffic anomalies indica 
tive of an attack. A fixed-field detector 63 and a protocol 
parser 64 are also stored in the memory 50. The protocol 
parser 64 is implemented with a set of State machines 66 and 
asSociated tables 67. AS discussed below, the State machines 
process a data Stream by generating intrusion detection 
information with each State transition. In combination, the 
fixed-field detector 63 and the protocol parser 64 operate as 
a signature processing System, as discussed below. Support 
ing this signature processing System is a Stream orderer 51 
that organizes data Streams for a token detector 53. In turn, 
this token detector 53 transmits tokens containing State 
information and other instructions for the protocol parser 64. 

0042. The memory 50 also stores a classification and 
pattern-matching module 68. This module has an associated 
set of intrusion signatures 70. The module is used to 
compare incoming network traffic with the Set of intrusion 
signatures 70, as discussed below. 

0043. The memory 50 also stores an encrypted session 
monitoring module 72. This module 72 allows the sensor 22 
to decrypt otherwise Secure network traffic in a non-intrusive 
manner. AS discussed below, protected key information 76 
Stored within the Sensor 22 is used to implement the opera 
tions performed by the encrypted Session monitoring module 
72. 

0044) The memory 50 also stores a data stream processor 
74. The data stream processor 74 reassembles IP fragments 
and sends the reassembled IP fragments back to the load 
balancer. In addition, the data Stream processor 74 reas 
sembles TCP streams and forwards the reassembled streams 
to the Signature and anomaly detection module 62. 

0045. The memory 50 also stores a fail-over switch 
module 78. The fail-over Switch module 78 is used to 
Synchronize information between a primary Sensor 22 and a 
redundant Sensor 24 and to Switch control from the primary 
sensor 22 to the redundant sensor 24 in the event that the 
primary Sensor 22 fails. 

0046) The processing performed by the sensor 22 is more 
fully appreciated in connection with FIG. 3. FIG. 3 illus 
trates processing Steps performed by the Sensor 22. Incom 
ing traffic to the Sensor 22 is processed for packet decoding, 
protocol conformance verification and load balancing 81. 
The packet decoder 56 and load balancer 58 are used for this 
operation. 

0047 The traffic is then processed for statistical analysis 
and distributed denial of service detection 82. These opera 
tions may be performed by module 60. Stream processing is 
then performed 83. This operation may be implemented with 
the data Stream processor 74. Signature and anomaly detec 
tion 84 is then performed. The anomaly detector 62 may 
perform these anomaly detection operations. 

0.048. The overall processing is supervised through sen 
Sor management 86, which is implemented with the Sensor 
management module 52. A response module handles 
response processing 85. In particular, the response processor 
54 determines the response actions for the Specific attack. 
The response processor 54 is configured by the System 
administrator. Once configured, the response processor 54 
responds to specific attackS. 
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0049 AS previously indicated, the sensor 22 may be 
implemented with a set of processors. The different software 
modules stored in memory 50 run on selected processors of 
the Set of processors. Thus, for example, the Sensor man 
agement module 52 has been implemented to run on a x86 
Single board computer, an example of which is illustrated in 
FIG. 4A. The packet decoder and load balancer have been 
implemented to run on two network processors (Sitera Prism 
IQ2000). The response processor 54 has been implemented 
to run on a set of high performance CPUs (e.g., the SiByte 
Mercurian SB-1250). The statistical analysis and distributed 
denial of service (DDOS) detection module has been imple 
mented to run on a co-processor (e.g., the FastChip Poli 
cyEdge processor). The classification and pattern-matching 
module has been implemented with a co-processor (e.g., the 
Switch-On PM2329). The anomaly detector 62 has been 
implemented to run on a set of high performance CPUs (e.g., 
the Sitera Prism Connect 821308). FIG. 4B illustrates a 
Specific circuit topology used to implement an embodiment 
of the sensor 22. In this embodiment, Software modules 
executed by a processor are Stored in the primary memory 
asSociated with the processor. 
0050 Returning to FIG. 3, after packet decoding and 
load balancing 80, statistical analysis and DDOS detection 
84 is performed. The statistical analysis and DDOS detec 
tion module 60 operates in connection with a path marker 
insertion module 61. The path marker insertion module 61 
inserts DDOS identification information into the network 
traffic processed by the sensor 22. The module 60 also 
monitors the DDOS identification information received 
from other upstream sensors in the network. When viola 
tions of DDOS detection profiles are observed, appropriate 
DDOS attack flags are set. This can result in remedial action 
performed at the Sensor 22. In addition, the attack flag signal 
is transported across the network to the protected computer 
32, which takes additional remedial actions to prevent the 
DDOS attack. Various techniques for implementing these 
operations are discussed below. 
0051 Returning to FIG. 2, the anomaly detector 62 is 
used to identify computer attacks. In this context, anomaly 
means any event, State, or behavior that is considered to be 
abnormal by certain pre-defined Standards. For example, the 
existence of a remote root shell on a System that only 
expected console root login is an anomaly. Seeing large 
numbers of Successive Small IP fragments is an anomaly. A 
web server suddenly seeing a lot of requests from new IP 
addresses may also be considered an anomaly. 
0052 Anomaly-based intrusion detection approaches 
complement the Signature-based approaches by offering a 
means to detect attacks whose Signatures are not yet known 
or attacks that exhibit modified behavior (e.g., intentionally 
Stealthy attacks or variants of existing attacks in new envi 
ronments). The term system refers to any entity whose 
relevant State or behavior is under observation. For example, 
it can be a host or Server, a given network application, or a 
perSon. The anomaly detector 62 is typically implemented in 
accordance with a number of operations. First, measures (or 
observations) of normalcy are defined for a given System. 
Next, a characterization of the normalcy of the System is 
created. This characterization is generally in a form of 
distributions for these measures or their derivatives. This 
may require a learning or training process. Next, an algo 
rithm for building a run-time characterization of the System 
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is defined. Measures of discrepancy between the normalcy 
and the run-time characterization are then defined. Once 
again, this may require learning or training. The measure of 
discrepancy and the way the actual measurement is obtained 
can introduce inherent differences that are accounted for in 
the threshold determination Step. Finally, anomaly thresh 
olds for generating appropriate alarms are defined. This 
approach can be implemented using multiple techniques, 
including Statistical, neural nets, and other forms of learning 
mechanisms. 

0053. The anomaly detector 62 creates a characterization 
of the normal behavior of the system in order to achieve 
accurate anomaly detection (i.e., with low false positive and 
low false negative rates). Since different Systems have 
different behaviors, a new characterization needs to be 
created for each new System to be protected through 
anomaly detection. In one embodiment of the invention, the 
anomaly detector 62 operates in two phases. In a training 
phase the target System needs to be in an attack-free State. 
Depending on the resource availability, training can be 
conducted either online or offline. In the online case, training 
data comes directly from the real-time traffic captured while 
the System is in operation. In the offline case, training data 
comes from previously captured traffic traces, which are 
Stored in a file. The length of the training phase will typically 
depend on the inherent variability of the System. Training 
can Stop automatically when certain Stability criteria have 
been met. However, the user should be able to turn on the 
training mode at any time. 
0.054 After the conclusion of training, the anomaly 
detector 62 operates in a detection phase. The detection 
phase produces anomaly Scores for the observed packets 
based on the characteristic similarity between the observed 
and normal profile. A higher Score will indicate a higher 
degree of deviation from the normalcy and thus a Stronger 
intrusion alert. 

0055 While the training accounts for the difference in 
characteristics from System to System, there is also variabil 
ity in time (e.g., the time of day) that may be significant 
enough to require new profiles for effective detection. The 
anomaly detection module Supports the following general 
means for adaptation. First, an interface for human analysts 
is Supplied to allow the input of final alert assessment results 
and to keep track of the false alarm rate changes. In the case 
where the false alarm rate increases and Stays at a higher 
level, this is a good indication of a System/environment 
change that can be accounted for by re-training the anomaly 
detector 62. In the case where false alarm rates fluctuate 
periodically with time, it is a good indication that a new Set 
of profiles with a different periodicity is required. 
0056. Another adaptive technique that can be imple 
mented by the anomaly detection module 62 is to Support 
multiple profiles that can be dynamically updated with time, 
or equivalently one profile that adapts continuously but more 
quickly. To better Support creation of new profiles dynami 
cally, the anomalous packets should be kept in a log file until 
it is determined that they were normal, or to be moved to 
long-term archive. At that time, these logged packets can be 
used to create the new profiles or to re-train existing profiles. 
0057 The anomaly detector 62 has been implemented to 
detect two types of anomalies. The first type of anomaly is 
identified based upon a normal profile of non-attack Internet 
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packets. This method helps detect those attacks that are 
realized through specially crafted packets or other attack 
packets, such as denial of service or DDOS attacks. The 
Second type of anomaly is identified based upon the normal 
traffic profile of a target domain, which may be a single 
host/Sever, a Sub-net, or an enterprise network. The detection 
is based on the change of traffic patterns over network linkS. 

0058. The first technique of profiling typical non-attack 
packets relies upon the occurrence or co-occurrence of 
values in a Selected Set of fields. That is, in the absence of 
active attacks, there are generally defined patterns or ranges 
of values taken by the header fields of a packet. These 
patterns can be identified through Statistical analysis or 
learned by artificial neural networks. These patterns can then 
be compared against the actual field values of a packet on the 
wire to detect abnormal packets. In one embodiment, this 
comparison is carried out by establishing a threshold at one 
extreme of the range or pattern in question, and checking to 
see if a packet's field value exceeds this threshold. In 
addition, some “forbidden' rules are manually introduced to 
ensure that certain packets are always flagged due to their 
potential damaging impact. For example, a ping packet 
(ICMPECHO REQ) with multicast/broadcast destinations is 
a cause for concern, and is thus an anomaly. 

0059 Advantageously, such normal profiles can be cre 
ated from packet traces generated entirely from known 
non-attack implementations of the protocols. Thus, it is not 
necessary to learn the profiles during a guaranteed attack 
free Session. 

0060. By way of example, three types of packets can be 
characterized: TCP, UDP, and ICMP. In the case of TCP and 
UDP packets, one embodiment of the invention establishes 
normal profiles characterizing the contents of (or, in Some 
cases, simply checking certain values of) one or more packet 
fields. The first of such fields, which can also be thought of 
as variables, is IP packet length. This embodiment of the 
invention establishes a normal profile, or range, of packet 
lengths. Any packets with lengths outside this range, or 
beyond Some upper or lower threshold, can be considered 
abnormal and marked as anomalous. Those of skill in the art 
will recognize that the invention includes the determination 
of thresholds from Such ranges through any known means, 
for example choosing a percentile value of the range. 

0061 The next variable concerns fragment bits. In the 
case where the “don’t fragment' bit is Set, one expects a 
corresponding offset equal to Zero. If the “more fragment' 
bit is Set, all fragments except the last should have offset 
values from a finite set, as determined by MTUs of the 
known network Switches/routers. These offsets should also 
never be more than the maximum IP datagram length. A 
Violation of any of these conditions can be considered as an 
anomaly. A related variable concerns the IP fragmentation 
identifier field. If multiple packets with overlapping frag 
mentation offsets are detected, this condition is also consid 
ered an anomaly. 

0062 Another variable compares the protocol identifica 
tion field to the finite set of known IP protocols; if the new 
protocol identifier is not recognized, this signals an anomaly. 
Yet another variable examines the set of TCP code bits to 
determine whether they contain legal bit combinations. 
Combinations other than legal ones Signal an anomaly. For 
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example, OS Scanners are known to use Strange combina 
tions of code bits (e.g., SYN and FIN) to determine the target 
OS type. 
0.063. One variable specific to UDP concerns protocol 
data unit (PDU) length. A normal range for the PDU length 
of UDP packets can be established, with packets exceeding 
this range, or a threshold at the upper end of the range, being 
marked as anomalous. The set of configured Services (e.g., 
VOIP or other packet audio/video applications) can assist in 
establishing initial values for Such a range, as various 
applications typically transmit UDP packets with character 
istic PDU length ranges. 
0064. A range can also be established characterizing the 
various destination addresses of IP packets received. Here, 
the range can characterize the destination address in any 
known manner. For instance, the range can be a numerical 
range characterizing the numerical values of the various 
destination addresses. It can also be a range of address/mask 
pairs. Depending on the size of the Secured domain, an 
accurate profile of destination addresses may require cap 
turing multiple networks and/or Subnets. A different yet 
related range characterizes the range of IP packet destination 
ports. Here, for instance, the finite Set of ports corresponding 
to legally configured Services can be characterized. Packets 
with destination ports outside this Set can be designated as 
anomalous. 

0065. With respect to ICMP packets, a different set of 
variables may be considered. As in the TCP/UDP case, IP 
packet length can be profiled, as there is a well-defined Set 
of known ICMP messages that can be used to define a 
normal range. As this range is different from TCP/UDP 
packets, ICMP packet length can be maintained as a Separate 
variable from TCP/UDP packet length. Another variable 
concerns packet fragmentation. This fragmentation can Sim 
ply be profiled as in the TCP/UDP case above or, because 
fragmentation in ICMP packets is rare, its occurrence can 
automatically be considered as an anomaly. For example, 
large pings on limited occasions can generate fragmentation, 
and are also often a cause for alarm. 

0.066 The range of protocol identifications can also be 
considered a variable and characterized as above. Finally, 
the range of ICMP type and code combinations can be 
characterized, as there exists a well-defined set of ICMP type 
and ICMP code combinations. Any combinations outside 
this Set can therefore be considered anomalous. In addition, 
a given domain is made aware of the transmission of an 
ICMP redirect packet by one of its routers. This behavior can 
also be considered as outside this range, and thus anoma 
lous. 

0067. It should be noted that various embodiments of the 
invention simply include profile generation without limiting 
themselves to generating profiles by any particular method. 
Indeed, any method can be used. For example, variables 
Such as IP packet length can be characterized Statistically by 
Sampling a significant number of packets. AS another 
example, a novel approach to profiling data rates is also 
disclosed in a co-pending U.S. patent application entitled 
“Method and Apparatus for Detecting a Distributed Denial 
of Service Attack,' filed on Jun. 13, 2002 with docket no. 
ITRU-001/00US, hereby incorporated in its entirety. This 
approach can be extrapolated to variables besides data rate, 
and also provides a method of updating Such a character 
ization. 
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0068 The second anomaly detection technique of traffic 
profiling characterizes the normal behavior of the target 
system. This behavior can be termed connectivity behavior, 
as it describes traffic flowing over the target System's 
connection to a network. The target System can be a whole 
enterprise network, an individual Server or host machine, a 
class of Services on a machine, or a particular user on a 
machine. Packet length and packet rate are the two most 
basic measures on a link. 

0069. In order to use these two measures to more effec 
tively characterize the normal connectivity profile, the basic 
measures can be further broken down according to Several 
attributes. For instance, packet length and packet rate can be 
categorized or profiled according to external link group. 
Where a domain is connected through multiple parallel linkS 
to the Internet or another network, inherent factorS Such as 
physical link speed and MTUs for the networking devices in 
each link group all affect packet rate and packet length for 
each link. Similarly, dynamic and asymmetric routing makes 
it likely that packets between a given pair of hosts may 
actually take different paths, or links, at various times. 
Aggregating traffic acroSS all links in the link group thus 
provides a more complete traffic profile. 
0070 Packet length and packet rate can also be profiled 
according to time of day. Time of day is known to affect the 
type of networking applications, and thus traffic levels, 
invoked over a network link. For example, enterprise appli 
cations often Schedule automated batch processing at after 
hours times, raising network traffic. Time of day thus has an 
effect on both packet rate and length distribution on Such 
links, So Such a breakdown helps reduce the complexity of 
the normal profile with respect to time. 
0071 Basic measures can also be profiled according to 
packet destination. AS different destinations generally offer 
different protocols and applications, utilize different Service 
platforms, and have different network connectivity 
attributes, their basic traffic measures will vary. Subdividing 
basic measures according to destination thus represents 
further profile refinement. The same reasoning also Supports 
the profiling of basic measures by Source. 
0072 Such basic measures can also be subdivided 
according to Service, i.e., application protocol. For example, 
packet length and rate profiles can be made Specific to the 
http, ftp, or telnet protocols. Those of skill in the art will 
realize that not only do these protocols have very different 
but stable profiles in terms of measures such as PDU length, 
but they also exhibit very different packet rates (or, equiva 
lently, packet arrival intervals) depending on whether human 
interaction is involved. Per protocol measures are thus 
useful in distinguishing among human users, client/server 
processes, or tunneling Trojans. 

0073. Depending on the domain to be protected and the 
categories of attacks to be protected against, detailed mea 
Sures from one or more of the above categories may be 
appropriate, all combinations and permutations of which are 
encompassed by the invention. Practicing the invention thus 
allows users the choice of profiling network traffic according 
to any of the above fields or ranges, further subdivided by 
any of the aforementioned subdivisions. Flexibility in 
choosing Such fields and Subdivisions thereof also affords 
users maximum attack protection within their limited 
resources. Different destinations generally offer different 
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kinds of service (thus a different portfolio of network 
protocols and applications). Different destinations may be 
using different Service platforms and may have different 
network connectivity (different transport networks, different 
link bandwidths). These all have an impact on the basic 
traffic measures. However, when the destinations are remote 
domains (outgoing traffic), keeping per destination measures 
may be too expensive due to potentially large number of 
destination hosts and Sub-nets. It may be reasonable for 
extra-net types of deployment. Again, per destination break 
down represents further refinement of profile measures. 
0.074 The same reasoning applies for keeping per Source 
measures. Similarly, per Source measures may be too expen 
Sive to keep for incoming traffic, except for extra-net deploy 
ments. ASSuming that one is expecting denial of Service 
attacks from outside and that the Sources are easily spoofed, 
refinement of measures based on Source address is not very 
desirable. 

0075. The anomaly detector 62 also identifies application 
anomalies through System connectivity profile checking. 
Two types of connectivity profiles have been identified to 
capture the normal connectivity behavior of the target com 
puter. The first type consists of a set of activity vectors. It is 
aimed at detecting general changes in the connectivity 
pattern to or from the target System/domain. The following 
vectors may be defined: incoming protocol, outgoing pro 
tocol, incoming destination port Seen, incoming Source port 
Seen, incoming destination IP address Seen, incoming Source 
IP address Seen, outgoing destination port Seen, outgoing 
Source port Seen, outgoing destination IP address Seen, and 
outgoing Source IP address Seen. 
0.076 Take the incoming protocol vector, IN=<p1, p.2, p.3, 
p4, p5, p6> as an example. Pi can be TCP, UDP, ICMP, 
HTTP, FTP, or DNS. The elements in the vector (Pi’s) are 
ordered from the most often seen to the least often seen 
protocols. Basic Statistics are collected on the number of 
packets Seen that are of these protocol types or carrying 
those types. Although the update of the vector can be as 
frequent as one for each packet arrival, the comparison of 
the run-time vector to the normal profile will typically 
happen at larger time intervals. 

0077. The ordering of the elements in the vector can be 
based on a number of different criteria, for example, the 
number of packets related to it, the total number of bytes 
related to it, length of the flow/session related to it, number 
of fragmented packets related to it, etc. In general, each 
element in the vector represents a separate Security event 
and our profile captures the distribution of this set of events. 
0078. The length of the vector can be adjusted based on 
what measure is being used and at what granularity. For 
example, active incoming destination IP address seen vector 
can be based on network prefix or Sub-net address, depend 
ing on which level the deployment environment is at (top 
level ISP versus local access ISP). There are only four 
classes of Ipv4 addresses currently used but there will be a 
lot more network prefix and even more Sub-nets. 
0079 For the cases where the range of possible values is 
large, it is reasonable to define the vector with a Small length 
N so that the first N-1 elements capture the most active 
Specific category while the last element captures the aggre 
gate of all the rest. 
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0080. Another form of application anomaly that is iden 
tified by the anomaly detector 62 is the request-response 
anomaly. There are a significant number of denial of Service 
attacks that exploit the fact that the design and or imple 
mentation of many network applications do not handle 
exceptions well during operation. For example, CVE-1999 
0274 documents a denial of Service attack on NT DNS, 
which is based on Sending a response to a query that was 
never made. CVE-2000-0041 documents a Macintosh Vul 
nerability where the Macintosh generates a large number of 
ICMP data-grams in response to malformed datagrams. This 
makes the Macintosh a packet amplifier for flood attackS. 
0081. By identifying the set of commonly used request 
response packet pairs and creating a simple balance profile, 
the anomaly detector 62 detects most attacks. This is accom 
plished by: (1) keeping a run-time count of request and 
response packets separately, (2) establishing a rate profile for 
the occurrence of these individual packets and generate an 
alert if the threshold of deviation is crossed, and then (3) 
correlate the request and response by Simply checking the 
balances. Request-response examples include: TCP SYN 
TCP SYN & ACK; TCP FIN TCP FIN & ACK, CIMP 
ECHO REQ-ICMP ECHO REPLY, ARP request-ARP 
response, DNS query query response, HTTP request-re 
Sponse. 

0082 In order to support these profiles, statistics must be 
collected on protocol fields beyond the TCP/UDP/IP header. 
Bi-directional traffic needs to be examined and correlated 
based on information fields that are dependent upon the 
application protocol. 

0083. The anomaly detector 62 is one mechanism utilized 
by the invention to prevent attacks. Another mechanism 
utilized in accordance with the invention is signature pro 
cessing. The Signature processing System detects attacks by 
looking for Signatures that are specific combinations of 
patterns (e.g., numerical field values, String matches, and the 
like) existing in monitored network traffic. 
0084. In one embodiment of the invention, signature 
processing is implemented with the fixed-field detector 63 
and the protocol processor 64. The fixed-field detector 63 
performs per-packet analysis of protocols in which numeric 
fields can be located by Simple offset/mask Specifications. It 
is not intended to proceSS protocols that require String 
matching or State to be kept between packets. 
0085. The protocol processor 64 performs complex pro 
tocol processing for protocols requiring String matching or 
state maintenance for up to the duration of a flow. Preferably, 
the protocol processor 64 has an associated functionality that 
ensures that all packets for a particular flow are presented to 
the next stage in the System in order, and with enough 
overlapping packet information to ensure detection of 
matches crossing packet boundaries. An associated token 
detector is preferably used to examine an in-order Stream of 
packets for String matches indicating protocol delimiters or 
attacks. The token detector presents these in order of occur 
rence to the protocol parsing State machine 66 as tokens 
indicating the String that matched along with the position 
and length of the match. 
0086) Both the fixed-field detector and the protocol parser 
64 generate Signature Sub-IDs (SSIDs) that indicate the 
presence of Subsets of the patterns required for detection of 
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a particular Signature. The classification and pattern match 
ing module 68 accepts the SSIDs in the order in which they 
occur and determines if all the SSIDs required to form the 
complete pattern of a Signature occurred. The pattern Sig 
natures are Stored as intrusion signatures 70. For each 
complete Signature, the classification and pattern matching 
module 68 raises an AttackID (AID) that indicates the attack 
that was found in the communications being monitored. 
0087. The response processor 54 responds to AIDS. The 
response processor 54 generates alerts that provide notifi 
cation of an attack. The response processor 54 also attempts 
to prevent the attack. Short-term responses include termi 
nating TCP connections. Long-term responses include 
packet logging for further analysis to improve detection and 
response. 

0088. The protocol parser 64 is implemented using a 
generic State machine that is configured for each protocol 
parsed. The generic State machine allows changes to proto 
col parsing without the introduction of new code onto the 
Sensor. In Signature detection, where only a Subset of the 
fields of any given protocol is known to have Vulnerabilities 
in various implementations, this allows performance opti 
mization without limiting the future detection capability of 
the Sensor. 

0089. Those skilled in the art will appreciate that the 
generic State machine approach of the invention has a 
number of other advantages. For example, this approach 
allows the Separation of Signature development and code 
development, allowing intrusion detection specialists to do 
the former, while Software engineers focus on the latter, with 
fewer dependencies between them. This approach also 
facilitates improved customization, Since the Sensor man 
agement System 26 can customize the protocol parsing mix 
per Sensor through the State machine configuration tables 
rather than through different code images. The generic State 
machine approach also facilitates rapid implementations to 
Support new protocols. 
0090 The protocol parser 64 allows one to specify the 
parsing of application layer protocols in a table-driven 
manner. This allows new or updated parsing to be introduced 
without requiring any new code (e.g., a new Software 
image), which in turn allows real-time dynamic updates of 
the entire Signature detection engine without interruption to 
current processing. 
0.091 The protocol parser 64 is implemented to use 
generic operations executed on each State transition in order 
to collect information from the data Stream carrying the 
protocol under analysis. The collected information is Stored 
and is Subsequently used in order to modify the future 
behavior of the state machine. 

0092 FIG. 5 illustrates the inputs and outputs for the 
State machine 66. The inputs that drive the protocol parsing 
State machine include the current State, the configured State 
transition table, the configured field comparison tables, and 
information derived from the token detection engine 69, 
which includes information derived from the in-order appli 
cation layer data Sent between hosts during a monitored 
connection. The derived information includes a Stream of 
detected String matches in the data (tokens), information on 
the current progreSS of the connection between the hosts 
(connection State), and the set of initially empty generic data 
locations that are used during processing (data locations). 
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0093. The tokens detected within the data stream are 
provided to the State machine in order from the beginning of 
the Stream. Since the Sensor only Sees the Stream as a set of 
inter-related non-overlapping, possibly out-of-order packets, 
the token matching System must order the data and ensure 
that matches are made acroSS packet boundaries. Provided to 
the State machine along with the token are the offset of the 
token in the packet in which it was found, and the length of 
the token match. In addition to the String match tokens, the 
following protocol tokens are given to the State machine in 
protocol events: Start of processing of packet from client to 
Server, Start of processing of packet from Server to client, 
processing reached end of packet from client to Server, 
processing reached end of packet from Server to client, close 
of connection from client to Server, and close of connection 
from Server to client. The connection information includes: 
the Stream offset of the beginning of the packet being 
processed, which allows calculation of Stream offsets of 
token matches; Stream offset transition triggers, and a single 
Stream processing Suspend offset, which can be set to -1 to 
indicate processing should be Suspended for the remainder 
of the Stream. The data locations all Start out cleared to Zero 
when a new instance of a State machine is created. During 
processing, the generic State machine can modify the values 
of data in these locations and makes tests on them. 

0094. At the highest level, the state machine output is a 
Boolean value indicating if an attack signature (Signature 
Subids) has been found in the application data sent on a 
monitored connection up to the time of processing. If no 
Signature Subids was found, no other information is needed 
or given. If one was found, the following information may 
be provided: the current State, the token being processed, 
including packet offset, the transition operation Specification 
that was being processed, the packet being processed, and 
the State of the data locations. 

0095 The general operation of the state machine is 
illustrated in FIG. 6. There is an initial wait for a token 
(block 87). Once received, the token is delivered to the state 
machine (block 88). The transition operation pointer is then 
set to the first transition operation for the token (block 89). 
The transition operation is then loaded (block 90) by refer 
ring to the transition table (block 91). The transition opera 
tion is then executed (block 92) with reference to the current 
state (block 93) and the data locations (block 94). If an SSID 
is found (block 95-Yes), it is delivered to an attack detector 
(e.g., the classification and pattern matching module 68) for 
processing (block 96). If an SSID is not found (block 
95-No), a decision is made regarding whether the flow is 
completed (block 97). If the flow is completed (block 
97 Yes), then processing is done. If the flow is not com 
pleted (block 97-No), a decision is made regarding 
whether there are more transition operations (block 98). If 
there are more transition operations (block 98 Yes), the 
transition operation pointer is Set to the next transition 
operation (block 99) and a transition operation is loaded 
(block 90). If no more transition operations exist (block 
98-No), there is a wait for the next token (block 87). 
0096. The state machine 66 may rely upon field compari 
Son tables that specify comparisons and corresponding Sig 
nature SubDS for the various types of comparisons that can 
be done on protocol fields. The default comparison is a 
Sub-String Search, which does not require any field compari 
Son table, Since it is implicitly carried out by the token 
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matching engine. Exact match and matches anchored at the 
Start and end of a field are handled as Special cases of this 
mechanism with operations in the transition table, an 
example of which is provided below. Comparisons for 
Specific values, ranges of values, and regular expressions 
require field comparison tables. Each field for which a 
comparison of a type is required will have its own compari 
Son table referred to by a Sensor tag that Starts the Search. 
0097 Example field comparison tables utilized in accor 
dance with an embodiment of the invention include a 
numerical equal field comparison table, a numerical range 
field comparison table, and a regular expression field com 
parison table. In one embodiment, the numerical equal field 
comparison has the following columns: match value 
(unsigned 32 bit integer) and SSID (Signature SubD, an 
unsigned 32 bit integer). In one embodiment, the numerical 
range field comparison table has: a low value (unsigned 32 
bit integer), a high value (unsigned 32 bit integer), and an 
SSID (Signature SubD, an unsigned 32 bit integer). In one 
embodiment, the regular expression field comparison table 
includes: a regular expression (null-terminated String) and 
an SSID (Signature SubD, an unsigned 32 bit integer). 
0.098 An example of the transition table format is pro 
vided in FIG. 7. The transition table is a two-dimensional 
array where the dimensions are the allowable States and the 
Set of detectable tokens. Each location in the array contains 
a list of one to n transition operation specifications, which 
are actions to be taken when the transition is activated. The 
last transition operation in the list either Switches to a new 
State or the State machine remains in the current State. 

0099 Transition operations fall into four basic catego 
ries: (1) change State; (2) modify Some value in the data 
locations; (3) test against the values in the data locations, 
Signaling for further action when certain results are 
obtained; and (4) compare field values. In one embodiment, 
each transition operation Specification is a 64-bit value 
configured as shown in FIG.8. The 16 least significant bits 
are the operation code indicating the operations to be run. 
Each operation uses Some combination of the remaining 
fields as operands. 

0100 Signature processing is more easily understood 
with reference to the following example, which illustrates 
the payload of an exemplary IP packet and the processing 
Steps involved in parsing it. ASSume that a Sensor 22 receives 
a packet containing the following http GET request in its 
body: 

GET/dir1fair2fdvwssr.dll? Param1=value1 & Param2= 
value2 HTTP 1.0 

0101 FIG. 9 illustrates an architecture for processing 
this packet in accordance with an embodiment of the inven 
tion. Once the packet is received by the Sensor 22, it is 
cached while its contents are analyzed. The packet is first 
analyzed by the fixed-field detector 63, which examines both 
fields within the packet header and fixed locations within the 
packet payload. Conceptually, the fixed-field detector 63 
Scans the packet for attacks that leave characteristic traces in 
certain Specific fields. One example is the LAND attack, 
which consists of streams of TCP SYN packets whose 
Source IP address and TCP port number are set equal to the 
destination IP address and TCP port number, respectively. 
The fixed-field detector 63 thus scans the Source and desti 
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nation address fields, which always occur in fixed or pre 
dictable locations, and transmits an SSID if they are equal. 
0102) The stream orderer 51 simultaneously arranges the 
contents of IP packets in their proper order, So that attacks 
Spanning multiple packet payloads can be detected. The 
token detector 53 parses the packets including their ordered 
Streams of data, Searches for traces of an attack, then 
transmits tokens Summarizing its findings and instructing 
the protocol parser 64 accordingly. The token detector 53 
Scans the contents of each field (e.g., the various header 
fields, and then the body), compares each to a set of tables 
containing Strings indicating portions of an attack, and 
transmits any matches in the form of tokens to the protocol 
parser 64. In this manner, the token detector 53 notifies the 
protocol parser 64 of Strings that match an attack Signature, 
what field or portion thereof (i.e., what state) the String is 
located in, and any instructions for manipulating the packet 
contents. The protocol parser next 64 executes the token 
instructions to determine whether any SSIDs exist and, if so, 
passes them on to the attack detector 55. If the attack 
detector 55 assembles a complete set of SSIDs indicating an 
attack, the appropriate AID is passed to the response module 
54, which can discard the packet from cache, raise an alert, 
or take other remedial actions. If no attack is detected, the 
attack detector 55 can simply pass the packet on from the 
cache to its final destination. 

0103) The operation of the protocol parser 64 is more 
easily understood in connection with the http GET request 
shown above. This request is an http-protocol request to get 
the file dvwSSr.dll, a restricted-access file. A GET request for 
this file is one signature of an attack. Upon parsing the 
packet(s) containing this Statement, the token detector 53 
compares its contents to tabulated Strings, Some of which (as 
this is a well-known form of attack) includes the GET 
request. The token detector 53 thus sends a token indicating 
the presence of a GET request and the presence of the String 
“dvwSSr.dll” in the URI field. It also sends tokens indicating 
transitions to the next State. Here, for instance, it sends a 
token indicating the presence of a "?" denoting a State 
transition to the beginning of a parameter field, and a token 
indicating the "& character for transitioning State to the 
next parameter field. Also Sent is a token indicating that the 
payload is written in protocol http 1.0. 

0104 FIG. 10 illustrates the protocol parser 64 acting on 
the tokens it receives. AS mentioned previously, the protocol 
parser 64 contains a number of generalized States, shown as 
circles in FIG. 10. It moves among these states, and 
executes instructions, according to tokens it receives indi 
cating the presence of various String matches, which are 
shown as boxes in FIG. 10. At each state, the protocol parser 
64 executes various instructions to manipulate the informa 
tion within that State if necessary, and compare it with attack 
information stored in the tables 67. 

0105. In the present example, the protocol parser 64 
would begin at the start circle. Upon receiving the GET 
token, it would proceed to the URI State and compare the 
GET and “dvwSSr.dll” tokens to its list of tabulated attacks, 
which may or may not result in the generation of an SSID. 
Note here that the protocol parser 64 can be instructed to 
perform a simple comparison operation, essentially match 
ing Strings, or it can perform more complex logical or 
arithmetic operations, Such as bit shifting, ANDS, adds, 
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length checking, and the like, depending on what may be 
required to identify an attack signature. In the present 
example, the GET request is an HTTP string amenable to a 
Simple comparison, So no arithmetic or other types of 
operations are required. Other forms of attacks, however, 
may have signatures that require more complex processing 
to identify. 
0106 Once processing of the URI strings is complete, 
receipt of the “'?” token causes the protocol parser 64 to shift 
States to the first parameter State, where it executes further 
instructions according to the “” token. These instructions 
Seek to identify those attacks that have the characteristic of 
Simply possessing a Param1 field at this location. If any are 
identified, the appropriate SSID is sent to the attack detector 
55. 

0107 Receipt of an “=” token shifts the protocol parser 
64 to the next State, which examines the actual content of the 
Param1 field. Here, value1 would be parsed to determine 
whether it matches any of the strings in the tables 67. If so, 
the corresponding SSID is transmitted to the attack detector 
55. Subsequent receipt of an “&” token shifts the protocol 
parser back to the parameter State, where this comparison is 
repeated for the Param2 field. The lack of any other tokens 
terminates the comparison process. Note that the HTTP 
token does not play a role in the processes of FIG. 10 other 
than to indicate to the protocol parser 64 that HTTP is the 
appropriate protocol, indicating which tables of the tables 67 
to use. 

0108 FIGS. 11A and 11B illustrate exemplary instruc 
tions contained within tokens according to an embodiment 
of the invention. Many of the instructions shown direct the 
protocol parser 64 to compare values within packet States to 
tabulated attack Signatures. Note that this is not an exhaus 
tive list and, while only comparison operations are shown, 
many other operations exist. More specifically, certain 
attacks leave Signatures that can only be recognized upon 
mathematical, logical, or other manipulations on packet 
fields or states. Such operations, while not shown in FIGS. 
11A and 11B, are nonetheless encompassed by the scope of 
the present invention. Thus, assuming complete implemen 
tation, the state machine of FIG. 10 can detect attack 
Signatures in any request method, detecting Situations where 
a Signature may be obscured by quoting and requesting 
further processing in that case. The same State machine can 
calculate the length of the entire request URI and compare 
it to a threshold. It can also calculate the length of each URI 
query parameter name and value and compare it to a 
threshold. The State machine can detect attack Signatures in 
any HTTP header field. It can also calculate the length of 
each HTTP header field and compare it to a threshold. 
0109 FIG. 9 illustrates one hardware configuration in 
which the various components are located on one or more 
processors and information flows among them as shown by 
the arrows. This is, however, but one possible configuration. 
An alternate configuration is shown in FIG. 12, where a 
SiByte processor acts as a common bus and processor, 
carrying out operations as commanded by the other com 
ponents and moving information among them as shown. 
One of skill in the art can See that many other configurations 
are both possible and encompassed by the present invention. 
0110. The protocol parser 64 has now been fully 
described. Accordingly, attention now returns to FIG. 2 and 
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the remaining executable modules stored in memory 50. The 
classification and pattern-matching module 68 coordinates 
the comparison between the profiles of incoming and known 
intrusion Signatures 70. AS previously discussed, this mod 
ule receives data from the fixed-field detector 63 and the 
protocol parser 64 and operates as an attack detector. In 
particular, the module receives Sub-Signature Identifications 
(SSIDs) 
0111 and determines if all the SSIDs required to form a 
complete pattern of a signature exist. The technique for 
distributing and updating the intrusion Signatures 70 is 
discussed below. 

0112 FIG. 2 also illustrates an encrypted session moni 
toring module 72 stored in memory 50. The encrypted 
Session monitoring module 72 decrypts communications 
between a client computer and a Server computer in accor 
dance with public and private key information. In one 
embodiment, the decrypted information is clear text that can 
then be inspected for intrusions. 

0113. The encrypted session monitoring module 72 
facilitates the complete monitoring of Secured Socket Layer 
(SSL) Sessions So that it is possible to detect attacks 
launched through encrypted channels, such as HTTPS con 
nections. The module 72 facilitates a non-intrusive method 
in that it is not visible to the normal SSL client and server 
applications and that a failure in the monitor will not 
interfere with normal SSL operation. The method also 
provides a means to avoid introducing any new Security 
exposure to the SSL server. 
0114. The encrypted session monitoring module 72 
addresses the problem of the increasing number of attacks 
launched through HTTPS connections. These attacks are not 
visible to current network based IDS Solutions because the 
data is encrypted. The monitoring module 72 allows a 
network intrusion detection System to See attacking packets. 
In the absence of this feature, one must install host based 
intrusion detection Systems on each Server. 

0115) To decrypt the SSL traffic, the sensor 22 uses the 
web server's public/private key information. If the sensor 22 
is used to protect Several web servers, it needs public/private 
keys from each Server. Since the Sensor 22 Saves public/ 
private keys from Several Servers, it stores the keys in a 
tamper proof Storage, illustrated as protected key informa 
tion 80. 

0116. The sensor monitors the key exchange protocol 
between the client and the server to derive the symmetric 
encryption key, the encryption initialization vectors (IV) and 
the message authentication code (MAC) key. The Sensor can 
monitor the key exchange protocol because it has the 
Server's public and private key. Once the key exchange is 
done, the Sensor uses the Symmetric encryption key and the 
encryption IV associated with the traffic flow to perform the 
decryption. Once decrypted, it is able to inspect the traffic 
for intrusions. 

0117 The sensor 22 preferably has a secure channel to 
the Sensor management System 26 through which the Sensor 
obtains the Server's public and private keys. The Sensor 
management System 26 does not Store the public/private 
keys, although it provides an interface through which the 
key information can be Supplied. 
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0118. The protected key information 80 may be attacked 
in Several manners. One form of attack is through the 
programmatic access of the keys by a normal administrator. 
A Second form of attack is the physical Security of the key 
Storage. In the event that Someone either obtains access to 
the unit or physically takes the unit, it should not be possible 
to read the keys, either programmatically or by probing of 
the electrical interface. 

0119) The encrypted session monitoring module 72 
operations may be more fully characterized as follows. The 
Sensor management System 26 Sends the public/private key 
information of the server along with the server's Internet 
protocol address. The information is encrypted with the 
shared key of the Sensor by the Sensor management System 
26. The Sensor 22 decrypts the information and passes the 
public/private key to identify a unique KEYidentifier. Every 
time the Sensor Sees key management requests for a par 
ticular Server, it will Send the Session key exchange packets 
along with the KEY identifier to the encrypted session 
monitoring module 72. The module 72 derives the symmet 
ric Session encryption key, the encryption IV and the MAC 
key. Any encrypted traffic Seen by the Sensor is processed 
along with the KEY identifier. The module 72 decrypts the 
traffic using the Symmetric encryption key, the encryption 
Ivs and returns the decrypted traffic. 
0120) The sensor 22 also includes a fail-over Switch 
module 78. The fail-over Switch module 78 Supervises the 
operations performed by a Sensor 22. In the event of the 
failure of that Sensor 22, it Switches control to a redundant 
Sensor 24. 

0121. In order for the redundant sensor 24 to be in a 
position to operate, it must be Synchronized with the primary 
sensor 22. The fail-over Switch module 78 synchronizes the 
information contained on the primary Sensor 22 and the 
redundant Sensor 24. 

0122) The fail-over Switch module 78 can operate in three 
configurations. One configuration is an active-standby State 
without load Sharing. In this Scenario, one Sensor (e.g., 
Sensor 22) is deployed as the active Sensor and the other is 
deployed as the standby Sensor (e.g., redundant Sensor 26). 
The active unit passes State information-to the Standby unit 
every time it changes. After the fail-over, the new active unit 
has the same connection information as the failed unit. 
Preferably, the active and Standby Sensors are connected 
with a dedicated fail-over link 25, which is used to exchange 
State information. In one embodiment of the invention, the 
State information passed to the Standby unit includes con 
figuration information, TCP state information, UDP appli 
cation information, SSL key data and other information 
necessary for the Standby unit to take over processing if the 
active unit fails. If a Standby unit powers up while the active 
unit is already operational, the Standby unit will copy all the 
state information from the active unit. While the standby 
unit is copying the State information from the active unit, 
any updates to the copied State information are Synchro 
nized. When the active unit fails, the standby unit obtains the 
IP and MAC addresses of the active unit and starts accepting 
and forwarding traffic. When the active sensor and the 
Standby Sensor power up at the same time, the two Sensor use 
a handshake protocol to figure out which will be the active 
unit and which will be the standby unit. 
0123. Another mode of operation is active/standby with 
load balancing. In this mode, both Sensors receive traffic, 
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although the primary link will have most of the network 
traffic. The secondary link will typically have control traffic. 
Each Sensor will copy its per flow State information to the 
other Sensor So any Sensor can take over the responsibility of 
the other sensor when there is a fail-over. The two sensors 
eXchange State information in real time. After the fail-over, 
the working Sensor assumes the responsibility for the flows 
that were handled by the failed sensor. In addition to 
providing redundancy, this model facilitates load balancing 
So both Sensors can be utilized to provide advanced intrusion 
capabilities. 

0.124. Since traffic can come to both sensors, the sensors 
use a load-balancing algorithm to determine which one 
processes the packets that belong to a particular flow. A flow 
is identified by the 5-tuple information that exists in each 
packet. In order to provide State-current intrusion detection, 
it is required that the packets directed to a flow are always 
processed where the flow was originally created. The load 
balancing algorithm uses a hashing mechanism to determine 
which Sensor will process the packet. Irrespective of which 
Sensor Sees the packets, based on the hash, the packets are 
assigned to one of the Sensors. 
0.125 A third redundant sensor configuration operates in 
an active/active with load balancing mode. In this mode, the 
two Sensors are deployed to perform intrusion detection on 
four linkS. The traffic for a particular flow can come on any 
of the four links. Instead of monitoring one full duplex link, 
this configuration monitors four full duplex links. The two 
Sensors are connected by four full linkS So each Sensor can 
move packets to the other Sensor. Each Sensor has two line 
cards. The first line cards in each Sensor are configured as a 
first pair and the Second line cards in each Sensor are 
configured as a Second pair. To provide redundancy in this 
configuration, if a card in the base Sensor 22 or if the entire 
Sensor 22 goes down, the redundant Sensor 24 is invoked. 
0.126 When any line card in either sensor receives pack 
ets, the line cards use a hash algorithm to Send packets to one 
of the line cards to process the packet. For a particular flow, 
irrespective of which line card receives a packet, the packets 
will always be Sent to the same line card. 
0127. To implement redundancy, the first line cards in 
each Sensor exchange State information. Similarly, the Sec 
ond line cards in each Sensor exchange State information. In 
addition to maintaining its own information, each Sensor 
maintains the State information for its counterpart line card 
in the other Sensor. If the first line card in the first Sensor goes 
down, all traffic meant for the first line card is delivered to 
the first line card in the redundant sensor. Similarly, if the 
Second line card in the first Sensor goes down, all traffic 
meant for the Second line card is diverted to the Second line 
card in the redundant Sensor. If the base Sensor 22 goes 
down, the traffic from the first line card and second line card 
in the base Sensor is directed to the corresponding line cards 
in the redundant Sensor. 

0128. Thus, the fail-over Switch module 78 coordinates 
State redundancy for intrusion detection Systems. In addi 
tion, it provides load balancing. 

0129. The features of an embodiment of the sensor 22 
have now been fully described. Attention now turns to a 
description of the sensor management system 26. FIG. 13 
illustrates an embodiment of a Sensor management System 
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26. This implementation is in the form of a general-purpose 
computer, including a central processing unit 100 and a Set 
of input/output devices 102, which communicate with one 
another over a system bus 104. The input/output devices 102 
may include a keyboard, mouse, Video monitor, printer, and 
the like. 

0130. Also connected to the system bus 104 is a memory 
106, which may be primary and/or secondary memory. The 
memory 106 Stores a set of executable programs utilized to 
implement features of the invention. In particular, the 
memory 106 stores a sensor control module 108, which 
performs general Supervisory operations over one or more 
Sensors 22 

0131 The sensor management system 26 also includes a 
virtual intrusion detection system (VIDS) provisioning mod 
ule 110. This module performs local virtual VIDS operations 
as coordinated by the corresponding VIDS provisioning 
module 130 associated with the global Sensor management 
system 34. The operation of VIDS provisioning module 110 
is discussed below in connection with the VIDS provision 
ing module 130 of the global Sensor management System 34. 
0132) The sensor management system 26 also stores a 
real-time signature update module 112. This module coor 
dinates the delivery of intrusion signatures 70 to sensors 22. 
This module is responsive to control Signals from the update 
server 38, as discussed below. 

0.133 FIG. 14 illustrates an embodiment of a global 
Sensor management System34. This implementation is in the 
form of a general-purpose computer, including a central 
processing unit 120 and a Set of input/output devices 122, 
which communicate with one another over a System bus 124. 
The input/output devices 122 may include a keyboard, 
mouse, Video monitor, printer, and the like. 
0134. Also connected to the system bus 124 is a memory 
126, which may be primary and/or Secondary memory. The 
memory 126 Stores a set of executable programs utilized to 
implement features of the invention. In particular, the 
memory 126 Stores a System management module 128, 
which performs general Supervisory operations. The 
memory also stores a VIDS provisioning module 130. 
0135) The VIDS provisioning module 130 operating with 
the provisioning module 110 of the Sensor management 
System 26 enables Service providers (e.g., Internet Service 
Providers or Managed Security Service Providers) to supply 
intrusion protection to multiple Subscribers with one inte 
grated platform. More particularly, the VIDS provisioning 
module 130 allows different subscribers to view designated 
traffic information associated with their logical traffic paths, 
as defined in the Sensors. 

0136. The VIDS provisioning module 130 facilitates pro 
tection for multiple traffic streams for different subscribers 
using a Single Sensor platform while maintaining Security 
separation. The module 130 supports different security poli 
cies, protection objectives, and Security management pref 
erences effectively and efficiently. The module 130 reduces 
the management task and total cost of providing intrusion 
detection Security Services. 

0137) The VIDS module 130 allows a user to specify a 
subscriber's view and a subscriber configuration. A VIDS 
view restricts the intrusion information shared with a Sub 
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Scriber to the Subset related to the Subscriber configuration. 
A subscriber is allowed to use VIDS interfaces to configure 
the VIDS as if it were a physical device. 
0138. The VIDS provisioning module 130 operates in 
conjunction with a Sensor 22 and the update Server 38. AS 
discussed below, the update server 38 is used to notify 
customers of new Software or network intrusion Signature 
updates. The update server 38 also provides the software 
images and Signature files for download. AS previously 
discussed, the Sensor 22 performs signature matching 
against network traffic and generates responses in case of 
intrusions. A Sensor 22 accepts configuration and control 
messages and sends intrusion alerts and/or events to the 
Sensor management System 26. The requirement for a Sensor 
to support VIDS is simple. Since each VIDS can customize 
the response in the face of an intrusion, a Sensor must be able 
to generate VIDS specific responses. In addition, the Sensor 
22 labels all alerts and events Sent to the Sensor management 
system 34 with VIDS identifiers so that the sensor manage 
ment System 34 does not have to spend extra computer 
resources in filtering VIDS events. 
013:9) The VIDS provisioning module 130 operating on 
the sensor management system 34 is central to the VIDS 
implementation. It stores VIDS definitions and enforces 
VIDS view, configuration, and acceSS control restrictions 
using a role-based system. The VIDS module 130 provides 
a window into the sensor management system 34 for the IDS 
Service provider's customer, also referred to as the Sub 
scriber. The service provider has made available a part of the 
Sensor for Subscriber use and the virtual IDS provides the 
Subscriber with the capability to manage the allocated 
resources. Virtual IDS resource allocation is based on one of 
the following: (1) Sensor identification and port number; (2) 
VLAN ID for traffic belonging to a subscriber; and (3) IP 
address range that belongs to the Subscriber. There are 
Several major IDS components involved in Supporting the 
VIDS features: user and Security management, user inter 
face, intrusion signature and response configuration, and 
real-time VIDS recognition in the Sensor. These components 
are discussed below. 

0140. The VIDS provisioning module 130 implements a 
role based management System. A user role is defined as a 
group of actions that can be performed on a given device. It 
is the basis of the authorization framework. Roles must be 
tied to a resource. 

0.141. There are two kinds of resources in the sensor 
management System: the Sensor management System itself 
and the VIDS. Anyone with a Sensor management System 
role is automatically mapped to all System-wide operations, 
Since the Sensor management Systems 34 in the network 20 
mirror one another. Each VIDS has a unique identifier (ID). 
The VIDS provisioning module 130 enforces security. 
0142. In one embodiment of the invention, there are five 
role types: System administrator, analysis/operator, user 
management, intrusion expert, and monitoring. A System 
administrator is allowed to perform simple administrative 
tasks, Such as Start/stop processes and database configura 
tion. An analysis/operator is allowed to perform routine 
maintenance tasks. A user management role allows certain 
management tasks, Such as adding or deleting role assign 
ments. An intrusion expert is a perSon responsible for 
configuration and monitoring of intrusion related matters. A 
monitoring role provides read-only access. 
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0143 Preferably, the VIDS provisioning module 130 
implements a graphical user interface (GUI). The GUI 
enables the Subscriber to access the Sensor management 
system 34 to manage and monitor the VIDS. The GUI can 
be implemented within a browser, either as an applet or 
using HTML. 
0144. Those skilled in the art will recognize a number of 
advantages associated with the VIDS provisioning module 
130. First, it supports flexible delegation of administrative 
tasks in a Scalable manner. In a large-scale Service provider 
environment, this is of particular importance considering the 
large number of potential intrusion events that could easily 
overwhelm a centrally managed system. Second, the VIDS 
opens a window for Subscribers to view information related 
to their own systems that is otherwise unavailable. Third, it 
reduces the total cost of ownership for the Service provider 
and its Subscribers. Fourth, it provides an easy to deploy and 
manage Solution for a large number of Subscribers. 
0145 The global sensor management system 34 of FIG. 
14 also stores a DDOS tracking monitor 132. The concept of 
a distributed denial of service (DDOS) attack has been 
previously introduced and discussed in connection with the 
sensor 22. The DDOS tracking monitor 132 includes execut 
able code to implement multi-Sensor collaborative tech 
niques in identifying DDOS attacks. The operation of the 
DDOS tracking monitor 132 is more fully appreciated in 
connection with FIG.1. Sensor 270 monitors traffic on the 
physical link connecting the protected Server 32 to the 
enterprise network 30. Sensors 271 through 27 N monitor 
the links that connect the enterprise network 30 to Internet 
service providers 281 through 28 N. Although the sensors 
24 and 26 may be deployed to monitor links on the outside 
of firewalls, on the inside of firewalls, or both, this fact is not 
distinguished in this example. AS previously indicated, the 
Sensors 22 are managed by a hierarchy of Sensor manage 
ment Systems 26 and the global Sensor management System 
34. 

0146 The DDOS tracking monitor 132 implements 
multi-sensor collaboration as follows. All Sensors 22 are 
controlled by the global Sensor management System 34. The 
Sensors may be deployed initially by the management Sys 
tem 34 or, when activated, they can register with the 
management System 34. The Sensors are identified by their 
topological location with respect to the target of protection 
(i.e., protected Server 32). Sensor 270 sees the aggregate of 
all traffic passing through sensors 271 through 27 N that is 
destined for the protected Server 32. The global management 
System 34 pushes Statistical profiles to all of the upstream 
sensors 271 through 27 N. 
0147 Each sensor 22 or 24 inserts probe packets or path 
markers in the traffic it processes. The DDOS tracking 
monitor 132 Specifies the frequency for generating these 
markers. The frequency is dependent upon the characteris 
tics of the target, Such as the information it stores and the 
Vulnerability to attack. The frequency is also dependent 
upon the relative distance between the Sensor and the target. 
0.148. In one embodiment, the DDOS tracking monitor 
132 correlates sensor information to detect a DDOS attack 
(in other embodiments, DDOS detection can be performed 
remotely and the results transmitted to the tracking monitor 
132). The correlation rules utilized by the DDOS tracking 
monitor to detect an attack may consider any number of 
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factors. For example, a rate increase of greater than X 
MbpS/Sec observed by Y active Sensors comprising greater 
than Z% of the total contributing linkS characterizes a 
pending DDOS attack on the target coming from the linkS 
crossing the threshold. In this example, the Selection of X, 
Y, and Z is based on the tolerable load at the target as well 
as the latency to respond to the threat (e.g., activation of rate 
limiting at the corresponding boundaries). Another example 
correlation rule tracks every active Sensor and generate an 
alert when traffic exceeds a predetermined high water mark 
for a given Zone, Such as a Single Server, a Sub-net, an 
enterprise network, and the like. As yet another example, a 
novel attack detection method is also disclosed in the 
co-pending U.S. patent application referenced previously. 
These and other methods of DDOS attack detection are 
encompassed by the present invention, which in this aspect 
simply discloses the detection of DDOS attacks. 
014.9 Thus, the DDOS tracking monitor 132 operates in 
conjunction with a set of provisioned Sensors that insert path 
markers into network traffic directed toward a protected 
computer. The DDOS tracking monitor 132 identifies when 
the path markers and network traffic match a distributed 
denial of Service attack profile. In response to this situation, 
the DDOS tracking monitor 132 initiates measures to deny 
access to the protected computer. The DDOS tracking moni 
tor 132 may Subsequently be used to analyze the path 
markers to identify a Source of a distributed denial of Service 
attack. 

0150. The components of the sensor management system 
34 have now been fully described. Therefore, attention turns 
to a description of the update server 38, which is depicted in 
FIG. 15. The update sever 38 of FIG. 15 includes standard 
computer components of a central processing unit 140 and 
a set of input/output devices 142, which communicate over 
a system bus 144. A memory 146 is also connected to the 
system bus 144. The memory stores a set of executable 
programs to implement the functions of the update Server. In 
particular, the memory Stores a Secure update download 
module 148 and a hierarchical attack categorization module 
150. 

0151. The secure update download module 148 includes 
executable code to download an attack file 149 to a sensor 
management System 26. The attack file 149 Specifies attacks 
and counter measures. Preferably, the file also identifies 
unknown attacks and Suggests responses for Such attacks. 
The attack file 149 includes information forming the intru 
Sion Signatures 70 processed by the classification and pat 
tern-matching module 68. 
0152 The attack file 149 can be downloaded using dif 
ferent approaches. The secure update download module 148 
can periodically download the attack file 149. Alternately, 
the Secure update download module can download the attack 
file 149 in response to a request from a Sensor management 
System 26. Alternately, email alerts may also be used to 
deliver updated attack files 149. The SMS alert notification 
module 152 may be used to send alerts by secure e-mail 
(e.g., SMIME) when a new signature update is available for 
download. 

0153. In one embodiment of the invention, the sensor 
management system 26 uses HTTP/SSL to communicate 
with the secure update download module 148. Since the 
Sensor management System 26 resides behind the firewall 

Redacted

smrobinson
Sticky Note
None set by smrobinson

smrobinson
Sticky Note
MigrationNone set by smrobinson

smrobinson
Sticky Note
Unmarked set by smrobinson



US 2003/0004689 A1 

36, it is easier to utilize a PULL methodology to download 
the rules. A PUSH methodology requires opening holes in 
the firewall. The Sensor management System 26 authenti 
cates itself to the update Server 38 prior to receiving an 
attack file 149. 

0154) The attack file 149 may be formed utilizing the 
hierarchical attack categorization module 150 of the inven 
tion. The hierarchical attack categorization module 150 is 
used to develop, deploy and manage information on different 
computer attacks and countermeasures. In one embodiment 
of the invention, potential attack Space is defined in terms of 
a set of categories, for example, including probes and port 
Scans, compromise of confidentiality, compromise of 
authentication, compromise of data integrity, denial of Ser 
vices, and direct violation of Security policies. Dividing the 
potential attack Space in this manner allows one to have 
greater insight into the nature of the attack and its manifes 
tations. Accordingly, it is easier to tailor a response to the 
attack. 

O155 Probes and port scan attacks represent reconnais 
sance efforts from an attacker in preparation for additional 
attacks. Examples of this category include pings for live 
hosts, tests for operating System types, and TCP port Scans 
for active Internet Services. Compromise of confidentiality 
attacks cause direct expose to Sensitive information, Such as 
certain System files, director Structures, or other user files. 
Examples in this category include Sniffing of a Sub-net, 
transmitting confidential information via Stealthy (e.g., 
HTTP tunneled) channels, or forcing system core dumps. 
0156 Compromise of authentication/authorization 
attacks entail an attacker obtaining unauthorized acceSS 
privileges. There are often more Serious consequences from 
Such attacks if they are not dealt with quickly. For example, 
that attacker can install backdoors to allow easy access for 
future attacks. Examples of this category include the well 
known Send mail attack to obtain illegal Shells on a local 
machine, TCP connection hijacking, and the Set of buffer 
overflow related attacks. 

O157. A compromise of data integrity entails the corrup 
tion of Sensitive data. It can also have Secondary impact if 
not detected or rectified quickly. For example, a Successful 
“binmail' attack can result in an altered "...rhosts' file, which 
gives the attacker future logins without a password. 
0158. A direct violation of security policy is another form 
of attack. Although this category most often produces an 
impact characterized by one of the previous five categories, 
Sometimes the misuse may not produce any observable 
impact, or at least not immediately. If one recognizes this 
Special category and recognizes that there are well-defined 
policies governing the use of privileges, one can detect the 
misuse as Soon at it occurs, even in the absence of a Serious 
impact. 

0159. A final form of attack associated with this example 
is the denial of Service attack. This type of attack is dis 
cussed above. 

0160 In addition to defining attack categories, it is useful 
to define attack target platforms. In one embodiment of the 
invention, the following hierarchy is identified: (1) vendor 
(e.g., SUN, IBM, HP, SGI, CISCO), (2) device (e.g., work 
Station, server, router, firewall), (3) operating System (e.g., 
Solaris, Linux, MAC OS), and (4)version/revisions. 
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0.161 Attack target Services can also be categorized. By 
way of example, target services may include: HTTP, DNS, 
SMTP, FTP, telnet, NFS, and the like. Attack launch plat 
forms may also be categorized. The same hierarchical Struc 
ture can be used as in the case of an attack target. Monitoring 
points may also be defined. Monitoring points refer to the 
places or platforms from which any event related to an attack 
can be observed. The Same general hierarchy for describing 
the attack target can be used for describing the monitoring 
points, except that for attacks launched across the network 
(as opposed to a local user from the console) any link on the 
path should be considered a viable monitoring point. 
0162 Each identified attack is assigned a serial number, 
called a sigD. Anomaly-based detection mechanisms can 
also be assigned a unique sigD So that they can be assigned 
to a coverage map. The coverage map can be viewed as an 
attack categorization tree with detection sigDS attached to 
the nodes of the tree, as shown in FIG. 16. The tree is 
created using categorization dimensions of the type dis 
cussed above. At the top level all attacks are mapped 
according to the attack impact. At the next level, the attacks 
are further categorized based on the attack target platform, 
which is itself a hierarchy. Any attack is only attached to one 
node of the tree. For example, attack a1 is attached to the 
denial of Service node because it is a general denial of 
Service attack that applies to all the platforms. Attack as is 
only attached to the leaf node v2.6 because it only affects 
SUN Solaris 2.6 

0163 Detected signature identifications (with anomaly 
detection mechanisms treated as special signatures) are also 
attached to the tree node. Again, a more general Signature 
will be attached to nodes closer to the root because they 
cover larger numbers of Specific target platforms, while the 
most Specific Signature is attached to a leaf node, Such as 
Sig5. 
0.164 FIG. 17 illustrates processing steps performed by 
an embodiment of the hierarchical attack categorization 
module 150 of the invention. The module initially constructs 
a hierarchy characterizing different computer attacks and 
countermeasures (block 160). This operation results in a 
structure of the type shown in FIG. 16. The hierarchy is then 
traversed to identify computer attacks and countermeasures 
relevant to the target platform (block 162). Detection and 
protection measures for the target platform are then col 
lected (block 164). This can result in an attack file 149. A 
Sensor is then Supplied, through a download, with the 
protective Software (e.g., the attack file) for the target 
platform (block 166). 
0.165. The hierarchical approach of the invention allows 
one to clearly describe, in one data Structure, what attacks a 
given environment is Vulnerable to, what protection means 
(mechanisms and Signatures) are available, and how detec 
tion alerts are correlated. Processes for utilizing this repre 
Sentation constitute effective methods for deployment and 
operation of the Solution, for analysis of alerts, and for 
Security management. 

0166 It should be recognized that the various novel 
components of the architectures described above can be 
combined to afford users maximum protection against 
attackS. For instance, DDOS Source detection, anomaly 
based intrusion detection, and Signature-based intrusion 
detection can be implemented on a redundant Sensor archi 
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tecture to make them more robust. Similarly, the update 
server 38 can be configured to update both sensors 22 and 
redundant Sensors 24 with updated attack Signatures, 
anomaly profiles, and the like. The various attack detection 
methods (i.e., anomaly-based, signature-based, etc.) can also 
be performed on information decrypted by the various 
decryption methods of the invention. These and other com 
binations should be apparent from the previous discussion. 
0167 The foregoing description, for purposes of expla 
nation, used Specific nomenclature to provide a through 
understanding of the invention. However, it will be apparent 
to one skilled in the art that Specific details are not required 
in order to practice the invention. Thus, the foregoing 
descriptions of Specific embodiments of the invention are 
presented for purposes of illustration and description. They 
are not intended to be exhaustive or to limit the invention to 
the precise forms disclosed; obviously, many modifications 
and variations are possible in View of the above teachings. 
The embodiments were chosen and described in order to 
best explain the principles of the invention and its practical 
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applications, the thereby enable other skilled in the art to 
best utilize the invention and various embodiments with 
various modifications as are Suited to the particular use 
contemplated. It is intended that the following claims and 
their equivalents define the Scope of the invention. 
What is claimed is: 

1. A method of provisioning a computer against computer 
attacks, comprising: 

constructing a hierarchy characterizing different computer 
attacks and counter measures, 

traversing Said hierarchy to identify computer attacks and 
countermeasures relevant to a target platform; 

collecting detection and protection measures in response 
to Said traversing, and 

downloading Said detection and protection measures to a 
Security Sensor associated with Said target platform. 

k k k k k 
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