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MOS DODE FOR USE IN A NON-VOLATLE 
MEMORY CELL BACKGROUND 

This application is a Continuation of application Ser. No. 
08/731,804 filed Oct. 21, 1996, now U.S. Pat. No. 5,812, 
441. 

The present invention relates generally to the use in a 
variable resistance memory materials in Semiconductor 
devices. More particularly, the invention relates to the 
formation of a MOS diode element that may be used in 
conjunction with Such a memory material to form a memory 
cell for use in an a non-volatile electronic memory. 

The use of programmable, variable resistance materials, 
Such as chalcogenide, amorphous Silicon, or antifuse, in 
electronic memories is known in the art. The use of 
chalcogenide, for example, is described in U.S. Pat. Nos. 
5,296,205, 5,335,219, 5,341,328, and 5,359,205, all to 
Ovshinsky et al, all of which are incorporated herein by 
reference. These patents are believed to evidence the State of 
the prior art and to represent current theory of operation and 
function of chalcogenide materials and chalcogenide-based 
memories known to those skilled in the art. 

Briefly, variable resistance materials are materials that 
can be caused to change physical State, and therefore resis 
tivity level, in response to an electrical input Stimulus. By 
way of example, chalcogenides are materials that may be 
electrically Stimulated to change States and resistivities, 
from an amorphous State to a crystalline State, for example, 
or to exhibit different resistivities while in a crystalline state. 
A chalcogenide material may be predictably placed in a 
particular resistivity State by running a current of a certain 
amperage through it. The resistivity State So fixed will 
remain unchanged unless and until a current having a 
different amperage within the programming range is run 
through the chalcogenide material. 

Because of these unique characteristics, chalcogenide 
materials may be used as memory elements for Storing data 
in binary or higher-based digital Systems in memory cells. 
Such memory cells will normally include a memory element 
that is capable of assuming multiple, generally Stable, States 
in response to the application of a Stimulus. In most cases, 
the Stimulus will be a Voltage differential applied acroSS the 
element So as to cause a predetermined current to flow 
through the memory element. A chalcogenide-based 
memory cell will typically include a chalcogenide memory 
element for Storing data and an access element, coupled to 
the memory element, for use in programming and Sensing 
the Stored data. The access element may be, in one 
embodiment, a diode. A chalcogenide-based memory cell 
will typically be accessible to external circuitry by the 
Selective application of Voltages to a wordline and a 
digitline, as are conventionally used in Semiconductor 
memories. 

Because of the unique operating characteristics of vari 
able resistance memory elements, current control is crucial 
to facilitate programming. Programming of chalcogenide, 
for example, requires very high current densities. In this 
regard, it is desirable that a chalcogenide-based memory cell 
include a diode capable of forcing a large current flow in the 
forward direction, while allowing little or no current flow in 
the reverse direction. It has been Suggested that this result 
can be accomplished using a simple N--/P-diode that relies 
on the Silicon Substrate to provide the necessary current. 
However, this Solution has the disadvantage that Substrate 
resistance is quite high, limiting the amount of current that 
can be delivered. This problem might be avoided by periodic 
tapping of the Substrate to reduce resistance between the 
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2 
periphery circuitry and the memory cell, but Such tapping 
would have to occur frequently, and the circuitry required 
would greatly increase the size of the array. 

Accordingly, there is a need for a Small, easily manu 
factured diode that can meet the performance requirements 
of variable resistance memory cells. Various diode Structures 
have been devised to meet this need. For example, “A 
Poly-Silicon Pillar Diode For Use In A Non-Volatile 
Memory Cell” and “A Stack/Trench Diode For Use With A 
Multi-State Material In A Non-Volatile Memory Cell” have 
been disclosed in U.S. patent application Ser. Nos. 08/474, 
028 (filed Jun. 7, 1995) and 08/483,763 (filed Jun. 7, 1995), 
respectively, both of which are assigned to Micron 
Technology, Inc. Yet another diode is described herein. 

SUMMARY OF THE INVENTION 

The present invention provides a chalcogenide-based 
memory cell including a MOS diode for use in delivering 
large amounts of current to the chalcogenide material. The 
MOS diode may comprise a simple MOS transistor with its 
gate and drain shorted together. In a preferred operating 
mode, the Voltage on the gate/drain is brought to a very high 
level relative to the Source, causing a “snapback” phenom 
enon in the MOS device. When this happens, impact ion 
ization at the drain injects holes into the Substrate, locally 
raising the substrate bias. This substrate bias has the effect 
of activating a parasitic bipolar device comprising the 
Source, substrate and drain of the MOS device. This provides 
a very large amount of current, far Surpassing that deliver 
able by a normal MOS diode operating in the linear or 
Saturation regions. 

In a preferred embodiment of the MOS diode, the gate of 
the device also serves as a buried contact for the drain of the 
device. The use of the buried contact configuration makes it 
possible to have a very short transistor channel, allowing 
Snapback to occur at a drain/gate Voltage Significantly lower 
than otherwise possible. In this way, the current drive of the 
device is greatly increased. This approach has the additional 
advantage of reducing the area required for the MOS device. 
In addition, processing is simple and may be performed 
using the same techniques normally used for fabrication of 
periphery circuitry. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The feature and advantages of the present invention will 
be best appreciated with reference to the following detailed 
description and the accompanying drawings, in which: 

FIG. 1 is a Schematic representation of a Semiconductor 
Substrate having a memory matrix formed thereon in elec 
trical communication with periphery circuitry. 

FIG. 2 is a representation of a memory matrix formed by 
a plurality of memory cells disposed at the interSections of 
Wordlines and digitlines in accordance with the present 
invention. 

FIG. 3 is a cross-sectional view of a variable resistance 
material-based memory cell according to the present inven 
tion. 

FIG. 3A is a blow up of the gate conductor portion of the 
variable resistance material-based memory cell of FIG. 3. 

FIG. 3B is a blow up of a portion of an element within 
FIG. 3. 

FIG. 4 is a Schematic representation of a variable resis 
tance material-based memory cell according to the present 
invention. 

FIG. 5 is a plot of a drain current as a function of drain 
voltage for MOS transistor devices. 
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DETAILED DESCRIPTION AND 
SPECIFICATION 

The features of the present invention may be fully under 
stood with reference to the following detailed description. In 
all cases, it should be understood that this discussion is made 
with reference to exemplary embodiments. These embodi 
ments are not intended to limit the Scope of the invention as 
defined by the claims. Variations and modifications of the 
Specific embodiments described herein will be apparent to 
those skilled in the art. 

FIG. 1 is a schematic depiction of electrical memory 100 
Such as the present invention can be used in connection with. 
Electrical memory 100 comprises substrate 200 with 
memory matrix 300 and periphery circuitry 400 formed 
thereon. Memory matrix 300 comprises a plurality of 
memory cells for Storing data, as described below. Periphery 
circuitry 400 comprises circuitry for addressing the memory 
elements located in memory matrix 300 and storing data 
therein or retrieving data therefrom. In this regard, periphery 
circuitry 400 may include circuitry for regulating the Voltage 
level applied acroSS each memory cell in order to determine 
which of the multiple possible resistivity levels will be 
programmed into that cell. Memory matrix 300 and address 
ing matrix 400 are in electrical communication via electrical 
connection 500. 

FIG. 2 is a conceptual depiction of memory matrix 300. 
Memory matrix 300 comprises a plurality of intersecting 
wordlines 310 and digitlines 320. One memory cell 330 is 
disposed at each interSection for Storing data. Each memory 
cell 330 has a wordline node 12 and a digitline node 10 
connected as shown. Wordlines 310 and digitlines 320 are 
electrically coupled to addressing matrix 400, in a manner 
well known in the art, so that each memory cell 330 can be 
uniquely addressed and accessed as needed. In the embodi 
ment discussed herein, the normal state of wordline 310 is 
a low voltage and the normal state of digitline 320 is a high 
voltage. When a particular memory cell 330 is being written, 
the voltages on the wordline 310 and digitline 320 corre 
sponding to that cell 330 are reversed from their normal 
State. These conventions can be altered without departing 
from the principles and features of the present invention. 

FIG. 3 shows a cross-section of memory matrix 300 
including portions of two memory cells 330 according to the 
present invention. FIG. 3A shows a blow up of one portion 
of a memory cell 330. Memory matrix 300 is formed 
integrally in Substrate 200, which is preferably a p-type 
Substrate. 
Memory cell 330 is shown including digitline node 10 and 

Wordline node 12 which is an electrical contact that can 
comprise, as indicated in FIG. 3A, a polysilicon gate 20 and 
Silicide gate conductor 21. Digitline node 10 is an electrode, 
preferably formed of metal or doped polysilicon in a manner 
well known in the art, disposed in a contact hole extending 
downwardly through interlayer dielectric 24. Each digitline 
node 10 of all memory cells 330 in the plane of the 
croSS-Section shown are tied to a single digitline 320, as 
depicted in FIG. 2. Likewise, each wordline node 12 of all 
memory cells 330 in a plane perpendicular to the plane of the 
croSS-Section shown are tied to a Single wordline 310, as 
depicted in FIG. 2. Memory cell 330 can also include 
insulative layer 13. Insulative layer 13 can be comprised of 
an oxide or nitride or any other insulator known in the art. 

Disposed about digitline node 10 is memory element 14. 
Memory element 14 preferably comprises chalcogenide 
layer 14b and a pair of electrodes 14a Sandwiching chalco 
genide layer 14b. The electrodes 14a provide electrical 
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4 
contact for the chalcogenide layer 14b. Electrodes 14a may 
comprise a metal layer and a carbon layer, where the carbon 
layer acts as a buffer between the metal layer and the 
chalcogenide material to prevent contamination. 
Alternatively, electrodes 14a and 14b may not be separate 
layers at all, but may be considered to be the two sides of the 
layer of the variable resistance material (e.g., the chalco 
genide layer 14b). The composition and fabrication of 
chalcogenide layer 14b is known in the prior art, as 
described in the Ovshinsky patents referenced in the Back 
ground section. The layer 14b may be about 500 angstroms 
thick, but other thicknesses may be selected. Memory ele 
ment 14 retains a particular resistivity level depending on 
the amount of current run through it because the physical 
State of the chalcogenide is changed by certain current 
levels. For example, a binary device constructed according 
to the embodiment Set out herein might have a high resis 
tivity level of approximately 100 kohms and a low resistivity 
level of approximately 1 kohm, depending on whether a high 
current density or a low current density is created when the 
device is written to. 
Many chalcogenide alloys may be Suitable for use as a 

memory element in connection with the present invention. 
Preferably, the chalcogenide composition will be formed 
from tellurium, Selenium, germanium, antimony, bismuth, 
lead, Strontium, arsenic, Sulfur, Silicon, phosphorous, 
oxygen, and mixtures or alloys of these elements. These 
alloys will be Selected So as to create a material capable of 
assuming multiple, generally Stable, States in response to the 
Stimulus applied. Alloys of tellurium and germanium may be 
desirable, and materials having approximately 80-85% tel 
lurium and approximately 15% germanium, in combination 
with other elements Such as Sulfur or arsenic, may be 
particularly desirable. An exemplary chalcogenide alloy 
suitable for use in the present invention is 56% Te, 22% Ge, 
22% Sb. 
An isolating layer 16 is shown disposed between adjacent 

memory cells 330. Isolating layer 16 may be a field oxide 
layer, e.g., SiO, as is known in the art. Isolating layer 16 
may be formed by a trench isolation technique or any other 
known isolation technique. The purpose of isolating layer 16 
is to isolate adjacent memory cells 330 from one another. 
Also, an interlayer dielectric 24 is formed above Substrate 
200 in the region surrounding each cell 330, in part to 
provide electrical isolation among neighboring cells 330. 
Interlayer dielectric 24 will preferably be a layer of boro 
phosphosilicate glass (BPSG) or phosphosilicate glass 
(PSG), but other insulators may be used. 
The remainder of memory cell 330 comprises the MOS 

diode referred to above. Disposed in P-type substrate 200 are 
two N+ regions that form the source 17 and drain 18 of the 
MOS diode with a channel 22 defined therebetween. Source 
17 is positioned in electrical communication with memory 
element 14 So as to form an electrical connection between 
digitline node 10 and source 17 through memory element 14. 
Agate oxide 19 is disposed above substrate 200 in the region 
above channel 22. Gate 20 is formed directly above drain 18 
So as to Short these elements together, thereby creating the 
operative connection of the MOS diode. In this way, gate 20 
also Serves as a buried contact for drain 18, as described 
below. Gate 20 is preferably a layer of polysilicon. Poly 
silicon gate 20 will preferably be doped with arsenic (if a 
p-type substrate 200 is used). The arsenic will then be 
available for out-diffusion into the adjoining drain contact 
region. Because the resistance of the gate is critical to device 
performance, it is preferable to use a gate conductor 21, 
formed of a low resistance material Such as tungsten Silicide 
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(WSi) or titanium silicide (TiSi.), above polysilicon gate 
20. Spacers 15 are disposed about the MOS diode to provide 
insulation from neighboring regions and to provide implant 
boundaries for tailoring transistor characteristics. Spacers 15 
are preferably formed of nitride, in part to facilitate a 
Subsequent Self-aligned contact etch or memory element 14. 

FIG. 3 shows memory cell 330 in its preferred embodi 
ment in which gate 20 acts as a buried contact for drain 18. 
Since drain 18 and gate 20 are in direct contact, and 
preferably shorted together, to create the MOS diode, gate 
20 can serve a double role as a buried contact for drain 18. 
This buried contact construction has Several advantages that 
will be appreciated. First, Since no Surface contact is 
required for drain 18, the Overall Space requirements of 
memory cell 330 are reduced. This space Savings is particu 
larly important for chalcogenide-based memories, Since the 
diode size is a critical limitation on how Small the entire 
memory cell can be made. A further advantage of the buried 
contact construction is that it allows the formation of a short 
channel 22, Since channel length is not limited by the 
available resolution of photolithography techniques that are 
typically used to define the channel length. Thus, a channel 
length of 0.2 microns or less is possible (FIG. 3 is not drawn 
to Scale on this point). AS described below, a short channel 
encourages Snapback phenomenon to occur in the MOS 
diode, thereby increasing the current flow deliverable by the 
device. Finally, the buried contact configuration does not 
greatly increase fabrication process complexity. There is 
only one additional masking Step needed to define the buried 
contact area region through the gate oxide. The doped drain 
region can be created by out-diffusion of dopants from the 
gate in a manner known in the art, followed by deposition of 
the gate conductor 21, and Subsequent conventional pro 
cessing. 

FIG. 4 is a circuit schematic of memory cell 330 that will 
be useful in understanding the operation and features of the 
present invention. Memory cell 330 is depicted schemati 
cally as comprising a memory element 331 and a MOS diode 
332. It will be recognized that the digitline and wordline 
nodes 10 and 12 shown in FIG. 4 correspond directly to the 
identically-numbered nodes in FIGS. 2 and 3. It will further 
be recognized that memory element 331 corresponds to 
memory element 14 shown in FIG. 3, and that the transistor 
source (S), gate (G) and drain D) shown in FIG. 4 corre 
spond to the similar portions of FIG. 3 labeled as elements 
17, 20, and 18 respectively. As in FIG. 3, the gate and drain 
of the transistor are shorted together, thereby forming a 
MOS diode. 
AS is clear from FIG. 4, when wordline node 12 is biased 

above digitline node 10, MOS diode 332 turns “on, causing 
current to flow through memory element 331. When word 
line node 12 is biased below digitline node 10, MOS diode 
332 is switched “off” and essentially no current flows 
through memory element 331. Thus, with reference to FIG. 
2, a memory cell 330 can be written to by taking that cell's 
wordline 310 HIGH and its digitline 320 LOW. The amount 
of current produced is a product of the Voltage difference 
between nodes 12 and 10. This can be an important issue 
Since chalcogenide-based memory cells are capable of being 
used not only as binary Storage devices, but also as multi 
level storage devices. Where the amount of current flow is 
an important control parameter for operation of memory cell 
330, the current flow through memory cell 330 will prefer 
ably be controlled by periphery circuitry 400. 
With reference again to FIG. 3, the expected operation of 

memory cell 330 can be seen to correspond to the circuit 
Schematic of FIG. 4. When wordline node 12 is biased at a 
higher voltage than digitline node 10, gate 20 and drain 18 
are at a higher voltage than source 17. This causes MOS 
diode 332 to Switch ON, causing current to flow from drain 
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6 
18 to source 17 across channel 22. Ultimately, the result of 
biasing Wordline node 12 at a Voltage above digitline node 
10 is to cause a large current to flow acroSS memory element 
14, thus programming a certain level of resistivity therein. 
Here again, the conventions used to describe this preferred 
embodiment are merely exemplary and can be reversed or 
altered without departing from the invention. In particular, 
the biasing polarity on the wordline and digitline, the 
Substrate and contact doping types, and the labels Source and 
drain are not intended to be limiting. 
The special advantages of the embodiment shown in FIG. 

3 in effecting the desired operation of memory cell 330 can 
now be understood. AS is discussed above, it is critical to the 
operation of memory cell 330 that a large current flow be 
deliverable to memory element 331. Memory cell 330 of the 
present invention is particularly effective in this regard, in 
part, because it is designed to cause Snapback in MOS diode 
332. AS is known, Snapback is a phenomenon experienced 
with MOS transistorS operating at high bias Voltages at the 
drain relative to the source. FIG. 5 is a current plot showing 
current through the drain of a MOS transistor (I) as a 
function of Voltage at the drain (V) and various choices of 
gate bias. The normal operating range of a MOS transistor 
is the Saturation region, where I is relatively constant over 
a range of V. Beyond this region, however, at very large 
drain Voltages, current flow is dramatically increased. This 
phenomenon is known as Snapback. This phenomenon is 
believed to be the result of impact ionization of the majority 
carriers (e.g., electrons in an NMIOS device) into the crystal 
lattice Sites of the Substrate at the drain (due to high drain 
voltage). Impact ionization causes the generation of 
electron-hole pairs. The holes are Swept into the Surrounding 
Substrate, locally raising the Substrate bias. If Severe enough, 
this bias can have the effect of Switching ON the parasitic 
npn bipolar transistor comprising the Source (emitter), Sub 
strate (base) and drain (collector) of the MOS device by 
forward-biasing the Source to SubStrate junction. This bipo 
lar device greatly increases current flow through the channel 
22. 
The memory cell 330 of the preferred embodiment shown 

in FIG. 3 includes Several features designed to encourage 
snapback. The use of a buried contact for the drain 18 of the 
device allows formation of a short channel 22 Since the 
channel length is not constrained by the resolution of the 
photolithography process used. A Short channel 22 encour 
ages Snapback to occur at lower drain Voltages. Another 
preferred feature of the present invention is a sharp drain 
junction, which further increases Snapback by intensifying 
the electric field at the drain. The abrupt junction is prefer 
ably formed by doping polysilicon gate 20 with arsenic, and 
then forming drain 18 by out-diffusion of dopants from the 
gate 20. 
While the invention is susceptible to various modifica 

tions and alternative forms and while specific embodiments 
have been shown by way of example in drawings and have 
been described in detail herein, it should be understood that 
the invention is not intended to be limited to the particular 
forms disclosed. Rather, the invention is to cover all 
modifications, equivalents and alternatives falling within the 
Spirit and Scope of the invention as defined by the appended 
claims. 

I claim: 
1. A variable resistance material-based memory cell com 

prising: 
a first node and a Second node, 
a memory element having a first electrode and a Second 

electrode, and having a resettable variable resistance 
material layer disposed between the first and Second 
electrodes, Said first electrode being electrically 
coupled to Said first node, and 
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a MOS diode having a gate, a Source, a drain, and a 
channel defined between Said Source and Said drain, 
Said Source being electrically coupled to Said Second 
electrode of Said memory element, and Said gate and 
Said drain being electrically coupled to Said Second 
node, Said diode being configured to promote operation 
in a Snapback region during application of a program 
ming current to Said memory cell. 

2. The memory cell of claim 1, wherein said drain is 
formed under a buried contact between Said gate and Said 
Substrate. 

3. The memory cell of claim 1, wherein said channel 
region is shorter than a photolithographic limit. 

4. The memory cell of claim 3, wherein said channel is 
about 0.2 microns long or less. 

5. The memory cell of claim 1, wherein said first and 
Second electrodes are formed of layers distinct from Said 
variable resistance material layer. 

6. The memory cell of claim 1, wherein said drain and said 
gate are disposed in physical contact, defining a drain 
junction therebetween, and wherein Said drain junction is a 
Sharp junction. 

7. The memory cell of claim 1, wherein Said gate is a 
doped polysilicon gate. 

8. The memory cell of claim 7, wherein said drain is 
formed by outdiffusion of dopants from Said gate. 

9. The memory cell of claim 1, wherein said gate and 
drain are in contact with Said Second node Via a gate 
conductor. 

10. A resettable variable resistance material-based 
memory cell comprising: 

a first node and a Second node, 
a memory element having a first electrode and a Second 

electrode, and having a variable resistance material 
layer disposed between the first and Second electrodes, 
Said first electrode being electrically coupled to Said 
first node, and 

a MOS diode having a gate, a Source, a drain, and a 
channel defined between Said Source and Said drain, 
Said Source being electrically coupled to Said Second 
electrode of Said memory element, Said gate and Said 
drain being electrically coupled So that Said drain is 
formed by a buried contact from Said gate, and Said 
drain and Said gate being electrically coupled to Said 
Second node. 

11. The memory cell of claim 10, wherein said channel is 
Shorter than a photolithographic limit. 

12. A resettable variable resistance material-based 
memory matrix for Storing data comprising: 

a plurality of first address lines and a plurality of Second 
address lines, and 

a plurality of memory cells, each Said memory cell being 
electrically coupled between one of Said first address 
lines and one of Said Second address lines, each Said 
memory cell comprising a variable resistance material 
memory element connected in series with a MOS 
diode, Said MOS diode comprising a gate, a Source, a 
drain, and a channel defined between said Source and 
Said drain, Said MOS diode being configured to pro 
mote operation in a Snapback region during application 
of Voltage to Said memory cell during operation. 

13. The memory of claim 12 wherein said source of each 
said MOS diode is electrically coupled to one of said first 
address lines through said memory element, and Said gate of 
each said MOS diode is electrically coupled to one of said 
Second address lines, and said drain of each said MOS diode 
is in contact with Said gate. 
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14. The memory matrix of claim 13, wherein said drain is 

in contact with Said gate through a buried contact at least 
partly disposed under Said gate. 

15. The memory matrix of claim 12 wherein a channel 
region defined between Said drain and Said Source of each 
said MOS diode is shorter than a photolithographic limit. 

16. The memory matrix of claim 15 wherein said channel 
region of each said MOS diode is about 0.2 microns or less. 

17. A method of constructing a memory cell on a 
Substrate, Said method comprising the Steps of: 

forming a gate oxide above Said Substrate, 
forming a transistor gate above Said gate oxide, 
forming transistor Source and drain regions is Said Sub 

Strate to create a channel shorter than a photolithog 
aphic limit, Said drain being formed beneath Said gate; 

forming a variable resistance memory element electrically 
coupled to Said Source. 

18. The method of claim 17, wherein said gate is a layer 
of doped polysilicon, and wherein Said Step of forming Said 
transistor drain is performed by out-diffusion of dopants 
from Said polysilicon gate into Said Substrate. 

19. The method of claim 18, wherein said step of forming 
Said transistor gate further comprises the Step of forming a 
layer of a Silicide material performed after Said Step of 
forming Said drain. 

20. The method of claim 17, wherein said step of forming 
a variable resistance material element comprises a Step of 
forming a layer of chalcogenide material. 

21. The method of claim 17, further comprising the step 
of forming an interlayer dielectric disposed on Said 
Substrate, and wherein the Step of forming a variable resis 
tance memory element further comprises the Steps of: 

forming a contact hole in Said interlayer dielectric, said 
opening extending from a top of Said interlayer dielec 
tric downwardly toward said substrate; 

forming a lower electrode layer deposited on an inner 
Surface of Said contact hole, Said electrode being in 
contact with Said Substrate; 

forming a variable resistance material layer on Said lower 
electrode layer; and 

forming an upper electrode layer of Said variable resis 
tance material layer. 

22. A memory cell comprising: 
a reprogrammable memory element; and 
a diode-connected transistor coupled to Said memory 

element, Said transistor being configured to operate in 
a Snapback region during reprogramming of Said 
memory element. 

23. A memory cell comprising: 
a reprogrammable memory element; and 
a diode-connected transistor coupled to Said memory 

element, Said transistor having a channel length less 
than a photolithographic limit of a photolithographic 
process used to fabricate Said transistor. 

24. The memory cell, as set forth in claim 23, wherein said 
channel length is less than 0.2 microns. 

25. A memory cell comprising: 
a reprogrammable memory element; and 
a diode-connected transistor coupled to Said memory 

element, Said transistor operating in a Snapback region 
during reprogramming of Said memory element, and 
Said transistor having a channel length less than a 
photolithographic limit of a photolithographic process 
used to fabricate Said transistor. 




