
Case 6:22-cv-00575-ADA Document 2 Filed 06/03/22 Page 1 of 2 

AO 120 (Rev. 08/10) 

Mail Stop 8 REPORT ON THE 
TO: 

Director of the U.S. Patent and Trademark Office 
P,O. Box 1450 

FILING OR DETER.MINA TION OF AN 
ACTION REGARDING A PATENT OR 

TRADEMARK Alexandria, VA 22313-1450 

[n Compliance with 35 1-LS.C. § 290 and/or 15 U.S.C. § l l 16 you are hereby advised that a court action has been 

filed in the u.s District Court Western District of Texas - Waco Division on the following 

D Trademarks or ~Patents. ( D the patent ac110n involves 35 U.S.C:. § 292.): 

DOCKET NO. DATEHLED U.S. rnSTRlCT COURT 
6·??-cv-')7.;; 6/3/2022 Western District of Texas - Waco Division 

PLAfNTIFF DEFENDANT 

EIGHT KHZ, LLC META PLATFORMS, INC.; META PLATFORMS 
TECHNOLOGIES, LLC 

PATENTOR DATE OF PATENT 
HOLDER OF PATENT OR TRADEMARK 

TRADEMARK NO. OR TRADEMARK 

l 9,282,196 3/8/20'16 Glen A. Norris; Philip Scott Lyren 

2 9,674,628 6/6/2017 Glen A. Norris; Philip Scott Lyren 

3 10,448,184 10/'I 5/20'19 Philip Scott Lyren: Glen A. Norris 

4 10,917,737 2/9/2021 Philip Scott Lyren: Glen A. Norris 

5 9,226,090 12/29/20'15 Glen A. Norris; Pl1ilip Scott Lyren 

In the above-entitled case, the following patent(s)/ trademark(s) have been included: 

DA TE INCLUDED INCLUDED BY 

n Amendment □ Answer □ Cross Bill □ Other Pleadrng 

PATENTOR DATE OF PATENT 
HOLDER OF PATENT OR TRADEMARK 

TRADEMARK NO. OR TRADEMARK 

l 

2 

3 

4 

5 

[n the above----·entitled case, the following decision has been rendered or judgement issued: 

DEClSIONiJUDGEMENT 

I (llYJ DEPUTY (URK 

Co1iy 1-----Upon initiatioll of action, mail this copy to Director Copy 3-----lJ,ion termination of adion, mail this copy to Director 
Copy 2----·UJlOll filing documellt adding patent(s), mail this copy to Director Copy 4-----Case file copy 
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Case 6:22-cv-00575-ADA Document 2 Filed 06/03/22 Page 2 of 2 

AO 120 (Rev. 08/10) 

Mail Stop 8 REPORT ON THE 
TO: 

Director of the U.S. Patent and Trademark Office 
P,O. Box 1450 

FILING OR DETER.MINA TION OF AN 
ACTION REGARDING A PATENT OR 

TRADEMARK Alexandria, VA 22313-1450 

[n Compliance with 35 1-LS.C. § 290 and/or 15 U.S.C. § l l 16 you are hereby advised that a court action has been 

filed in the u.s District Court Western District of Texas - Waco Division on the following 

D Trademarks or ~Patents. ( D the patent ac110n involves 35 U.S.C:. § 292.): 

DOCKET NO. DATEHLED U.S. rnSTRlCT COURT 
6/3/2022 Western District of Texas - Waco Division 

PLAfNTIFF DEFENDANT 

EIGHT KHZ, LLC META PLATFORMS, INC.; META PLATFORMS 
TECHNOLOGIES, LLC 

PATENTOR DATE OF PATENT 
HOLDER OF PATENT OR TRADEMARK 

TRADEMARK NO. OR TRADEMARK 

l 10,368,179 7/30/2019 Philip Scott Lyren: Glen A. Norris 

2 10,798,509 10/6/2020 Philip Scott Lyren; Glen A. Norris 

3 11,172,316 11/9/2021 Philip Scott Lyren: Glen A. Norris 

4 11,290,836 3/24/2020 Glen A. Norris; Philip Scott Lyren 

5 

In the above-entitled case, the following patent(s)/ trademark(s) have been included: 

DA TE INCLUDED INCLUDED BY 

n Amendment □ Answer □ Cross Bill □ Other Pleadrng 

PATENTOR DATE OF PATENT 
HOLDER OF PATENT OR TRADEMARK 

TRADEMARK NO. OR TRADEMARK 

l 

2 

3 

4 

5 

[n the above----·entitled case, the following decision has been rendered or judgement issued: 

DECJSIONiJUDGEMENT 

I (llYJ DEPUTY (URK 

Co1iy 1-----Upon initiatioll of action, mail this copy to Director Copy 3-----lJiion termination of adion, mail this copy to Director 
Copy 2----·UJlOll filing documellt adding patent(s), mail this copy to Director Copy 4-----Case file copy 
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UNITED STATES PATENT AND TRADEMARK OFFICE 

APPLICATION NUMBER 

16/401,242 

64021 
PHILIPS. LYREN, PC 
289 Woodland Avenue 
Wadsworth, OH 44281 

FILING OR 3 71 (C) DATE 

05/02/2019 

Title:Switching Binaural Sound 

Publication No.US-2019-0261120-A 1 
Publication Date:08/22/2019 

Ul\TfED STATES DEPA RTME'IT OF COMMERCE 
United States Patent and Trademark Office 
Adiliess. COMMISSIO'JER FOR PATENTS 

PO Box 1450 
Alexandria, Virgmia 22313-1450 
\VVi\V.USpto.gov 

FIRST NAMED APPLICANT ATTY. DOCKET NO./TITLE 

Philip Scott Lyren PSL-036 (CONS) 

CONFIRMATION NO. 3500 
PUBLICATION NOTICE 

111111111111111111111111]~!1]!~1!~1!~~ ~!~UHi] 111111111111111 IIII IIII 

NOTICE OF PUBLICATION OF APPLICATION 

The above-identified application will be electronically published as a patent application publication pursuant to 37 
CFR 1.211, et seq. The patent application publication number and publication date are set forth above. 

The publication may be accessed through the USPTO's publically available Searchable Databases via the 
Internet at www.uspto.gov. The direct link to access the publication is currently http://www.uspto.gov/patft/. 

The publication process established by the Office does not provide for mailing a copy of the publication to 
applicant. A copy of the publication may be obtained from the Office upon payment of the appropriate fee set 
forth in 37 CFR 1.19(a)(1 ). Orders for copies of patent application publications are handled by the USPTO's 
Public Records Division. The Public Records Division can be reached by telephone at (571) 272-3150 or (800) 
972-6382, by facsimile at (571) 273-3250, by mail addressed to the United States Patent and Trademark Office, 
Public Records Division, Alexandria, VA 22313-1450 or via the Internet. 

In addition, information on the status of the application, including the mailing date of Office actions and 
the dates of receipt of correspondence filed in the Office, may also be accessed via the Internet through 
the Patent Electronic Business Center at www.uspto.gov using the public side of the Patent Application 
Information and Retrieval (PAIR) system. The direct link to access this status information is currently 
https://portal.uspto.gov/pair/PublicPair. Prior to publication, such status information is confidential and may only 
be obtained by applicant using the private side of PAIR. 

Further assistance in electronically accessing the publication, or about PAIR, is available by calling the Patent 
Electronic Business Center at 1-866-217-9197. 

Office of Data Managment, Application Assistance Unit (571) 272-4000, or (571) 272-4200, or 1-888-786-0101 

page 1 of 1 
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UNITED STATES PA TENT AND TRADEMARK OFFICE 
UNITED STATES DEPARTMENT OF COMMERCE 
United States Patent and Trademark Office 
Address: COMMISSIONERFORPATENTS 

APPLICATION NO. 

16/401,242 

64021 7590 

PHILIP S. L YREN, PC 
289 Woodland A venue 
Wadsworth, OH 44281 

ISSUE DATE 

07/30/2019 

07/10/2019 

P.O. Box 1450 
Alexandria, Virginia 22313-1450 
www.uspto.gov 

PATENT NO. ATTORNEY DOCKET NO. 

10368179 PSL-036 (CONS) 

ISSUE NOTIFICATION 

The projected patent number and issue date are specified above. 

Determination of Patent Term Adjustment under 35 U .S.C. 154 (b) 
(application filed on or after May 29, 2000) 

CONFIRMATION NO. 

3500 

The Patent Term Adjustment is O day(s). Any patent to issue from the above-identified application will include 
an indication of the adjustment on the front page. 

If a Continued Prosecution Application (CPA) was filed in the above-identified application, the filing date that 
determines Patent Term Adjustment is the filing date of the most recent CPA. 

Applicant will be able to obtain more detailed information by accessing the Patent Application Information 
Retrieval (PAIR) WEB site (http://pair.uspto.gov). 

Any questions regarding the Patent Term Extension or Adjustment determination should be directed to the Office 
of Patent Legal Administration at (571)-272-7702. Questions relating to issue and publication fee payments 
should be directed to the Application Assistance Unit (AAU) of the Office of Data Management (ODM) at 
(571)-272-4200. 

APPLICANT(s) (Please see PAIR WEB site http://pair.uspto.gov for additional applicants): 

Philip Scott Lyren, Bangkok, THAILAND; 
Glen A. Norris, Tokyo, JAPAN; 

The United States represents the largest, most dynamic marketplace in the world and is an unparalleled location 
for business investment, innovation, and commercialization of new technologies. The USA offers tremendous 
resources and advantages for those who invest and manufacture goods here. Through SelectUSA, our nation 
works to encourage and facilitate business investment. To learn more about why the USA is the best country in 
the world to develop technology, manufacture products, and grow your business, visit SelectUSA.gov. 
IR103 (Rev. 10/09) 
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UNITED STATES PATENT AND TRADEMARK OFFICE 
UNITED STATES DEPARTMENT OF COMMERCE 
United States Patent and Trademark Office 
Address: COMMISSIONER FOR PATENTS 

P.O. Box 1450 
Alexandria, Virginia 22313-1450 
www.uspto.gov 

NOTICE OF ALLOWANCE AND FEE(S) DUE 

64021 7590 

PHILIPS. LYREN, PC 
289 Woodland A venue 
Wadsworth, OH 44281 

06/17/2019 

APPLICATION NO. FILING DATE 

16/401,242 05/02/2019 

TITLE OF INVENTION: Switching Binaural Sound 

APPLN. TYPE ENTITY STATUS 

nonprovisional SMALL 

ISSUE FEE DUE 

$500 

EXAMINER 

HUBER.PAUL W 

ART UNIT PAPER NUMBER 

2687 

DA TE MAILED: 06/l 7 /2019 

FIRST NAMED INVENTOR ATTORNEY DOCKET NO. CONFIRMATION NO. 

Philip Scott Lyren PSL-036 (CONS) 3500 

PUBLICATION FEE DUE PREY. PAID ISSUE FEE TOTAL FEE(S) DUE DATE DUE 

$0.00 $0.00 $500 09/17/2019 

THE APPLICATION IDENTIFIED ABOVE HAS BEEN EXAMINED AND IS ALLOWED FOR ISSUANCE AS A PATENT. 
PROSECUTION ON THE MERITS IS CLOSED. THIS NOTICE OF ALLOWANCE IS NOT A GRANT OF PATENT RIGHTS. 
THIS APPLICATION IS SUBJECT TO WITHDRAWAL FROM ISSUE AT THE INITIATIVE OF THE OFFICE OR UPON 
PETITION BY THE APPLICANT. SEE 37 CFR 1.313 AND MPEP 1308. 

THE ISSUE FEE AND PUBLICATION FEE (IF REQUIRED) MUST BE PAID WITHIN THREE MONTHS FROM THE MAILING 
DATE OF THIS NOTICE OR THIS APPLICATION SHALL BE REGARDED AS ABANDONED. THIS STATUTORY PERIOD 
CANNOT BE EXTENDED. SEE 35 U.S.C. 151. THE ISSUE FEE DUE INDICATED ABOVE DOES NOT REFLECT A CREDIT 
FOR ANY PREVIOUSLY PAID ISSUE FEE IN THIS APPLICATION. IF AN ISSUE FEE HAS PREVIOUSLY BEEN PAID IN 
THIS APPLICATION (AS SHOWN ABOVE), THE RETURN OF PART B OF THIS FORM WILL BE CONSIDERED A REQUEST 
TO REAPPLY THE PREVIOUSLY PAID ISSUE FEE TOWARD THE ISSUE FEE NOW DUE. 

HOW TO REPLY TO THIS NOTICE: 

I. Review the ENTITY STATUS shown above. If the ENTITY STATUS is shown as SMALL or MICRO, verify whether entitlement to that 
entity status still applies. 

If the ENTITY STATUS is the same as shown above, pay the TOTAL FEE(S) DUE shown above. 

If the ENTITY STATUS is changed from that shown above, on PART B - FEE(S) TRANSMITTAL, complete section number 5 titled 
"Change in Entity Status (from status indicated above)". 

For purposes of this notice, small entity fees are 1/2 the amount of undiscounted fees, and micro entity fees are 1/2 the amount of small entity 
fees. 

II. PART B - FEE(S) TRANSMITTAL, or its equivalent, must be completed and returned to the United States Patent and Trademark Office 
(USPTO) with your ISSUE FEE and PUBLICATION FEE (if required). If you are charging the fee(s) to your deposit account, section "4b" 
of Part B - Fee(s) Transmittal should be completed and an extra copy of the form should be submitted. If an equivalent of Part B is filed, a 
request to reapply a previously paid issue fee must be clearly made, and delays in processing may occur due to the difficulty in recognizing 
the paper as an equivalent of Part B. 

III. All communications regarding this application must give the application number. Please direct all communications prior to issuance to Mail 
Stop ISSUE FEE unless advised to the contrary. 

IMPORTANT REMINDER: Maintenance fees are due in utility patents issuing on applications filed on or after Dec. 12, 1980. 
It is patentee's responsibility to ensure timely payment of maintenance fees when due. More information is available at 
www .uspto.gov/PatentMaintenanceFees. 

Page 1 of 3 
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PART B - FEE(S) TRANSMITTAL 

Complete and send this form, together with applicable fee(s), by mail or fax, or via EFS-Web. 

By mail, send to: Mail Stop ISSUE FEE 
Commissioner for Patents 
P.O. Box 1450 
Alexandria, Virginia 22313-1450 

By fax, send to: (571)-273-2885 

INSTRUCTIONS: This form should be used for transmitting the ISSUE FEE and PUBLICATION FEE (if required). Blocks 1 through 5 should be completed where appropriate. All 
further correspondence including the Patent, advance orders and notification of maintenance fees will be mailed to the current correspondence address as indicated unless corrected 
below or directed otherwise in Block 1, by (a) specifying a new correspondence address; and/or (b) indicating a separate "FEE ADDRESS" for maintenance fee notifications. 

CURRENT CORRESPONDENCE ADDRESS (Note: Use Block 1 for any change of address) 

64021 7590 06/17/2019 

PHILIPS. LYREN, PC 
289 Woodland A venue 
Wadsworth, OH 44281 

APPLICATION NO. 

16/401,242 

FILING DATE 

05/02/2019 

TITLE OF INVENTION: Switching Binaural Sound 

APPLN. TYPE ENTITY STATUS 

nonprovisional SMALL 

EXAMINER 

HUBER, PAUL W 

ISSUE FEE DUE 

$500 

ART UNIT 

2687 

1. Change of correspondence address or indication of "Fee Address" (37 
CFR 1.363). 

0 Change of correspondence address ( or Change of Correspondence 
Address form PTO/SB/122) attached. 

0 "Fee Address" indication (or "Fee Address" Indication form PTO/ 
SB/47; Rev 03-09 or more recent) attached. Use of a Customer 
Number is required. 

Note: A certificate of mailing can only be used for domestic mailings of the 
Fee(s) Transmittal. This certificate cannot be used for any other accompanying 
papers. Each additional paper, such as an assignment or formal drawing, must 
have its own certificate of mailing or transmission. 

Certificate of Mailing or Transmission 
I hereby certify that this Fee(s) Transmittal is being deposited with the United 
States Postal Service with sufficient postage for first class mail in an envelope 
addressed to the Mail Stop ISSUE FEE address above, or being transmitted to 
the USPTO via EFS-Web or by facsimile to (571) 273-2885, on the date below. 

FIRST NAMED INVENTOR ATTORNEY DOCKET NO. 

Philip Scott Lyren PSL-036 (CONS) 

PUBLICATION FEE DUE PREY. PAID ISSUE FEE TOTAL FEE(S) DUE 

$0.00 $0.00 

CLASS-SUBCLASS 

381-310000 

2. For printing on the patent front page, list 
( 1) The names of up to 3 registered patent attorneys 
or agents OR, alternatively, 

$500 

(Typed or printed name) 

(Signature) 

(Date) 

CONFIRMATION NO. 

3500 

DATE DUE 

09/17/2019 

(2) The name of a single firm (having as a member a 
registered attorney or agent) and the names of up to 
2 registered patent attorneys or agents. If no name is 
listed, no name will be printed. 

2 ______________ _ 

3 ______________ _ 

3. ASSIGNEE NAME AND RESIDENCE DATA TO BE PRINTED ON THE PATENT (print or type) 

PLEASE NOTE: Unless an assignee is identified below, no assignee data will appear on the patent. If an assignee is identified below, the document must have been previously 
recorded, or filed for recordation, as set forth in 37 CFR 3.11 and 37 CFR 3.8l(a). Completion of this form is NOT a substitute for filing an assignment. 

(A) NAME OF ASSIGNEE (B) RESIDENCE: (CITY and STATE OR COUNTRY) 

Please check the appropriate assignee category or categories (will not be printed on the patent) : 0 Individual O Corporation or other private group entity O Government 

4a. Fees submitted: □Issue Fee □Publication Fee (if required) □Advance Order - # of Copies _________ _ 

4b. Method of Payment: (Please first reapply any previously paid fee shown above) 

0 Electronic Payment via EFS-Web 0 Enclosed check 0 Non-electronic payment by credit card (Attach form PTO-2038) 

0 The Director is hereby authorized to charge the required fee(s), any deficiency, or credit any overpayment to Deposit Account No. ____ _ 

5. Change in Entity Status (from status indicated above) 

0 Applicant certifying micro entity status. See 37 CFR 1.29 

0 Applicant asserting small entity status. See 37 CFR 1.27 

0 Applicant changing to regular undiscounted fee status. 

NOTE: Absent a valid certification of Micro Entity Status (see forms PTO/SB/15A and 15B), issue 
fee payment in the micro entity amount will not be accepted at the risk of application abandonment. 
NOTE: If the application was previously under micro entity status, checking this box will be taken 
to be a notification of loss of entitlement to micro entity status. 
NOTE: Checking this box will be taken to be a notification of loss of entitlement to small or micro 
entity status, as applicable. 

NOTE: This form must be signed in accordance with 37 CFR 1.31 and 1.33. See 37 CFR 1.4 for signature requirements and certifications. 

Authorized Signature _______________________ _ 

Typed or printed name ______________________ _ 

PTOL-85 Part B (08-18) Approved for use through 01/31/2020 
Page 2 of3 

0MB 0651-0033 

Date ____________________ _ 

Registration No. ________________ _ 

U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE 
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UNITED STATES PATENT AND TRADEMARK OFFICE 

APPLICATION NO. FILING DATE 

16/401,242 05/02/2019 

64021 7590 

PHILIPS. LYREN, PC 
289 Woodland A venue 
Wadsworth, OH 44281 

06/17/2019 

FIRST NAMED INVENTOR 

Philip Scott Lyren 

UNITED STATES DEPARTMENT OF COMMERCE 
United States Patent and Trademark Office 
Address: COMMISSIONER FOR PATENTS 

P.O. Box 1450 
Alexandria, Virginia 22313-1450 
www.uspto.gov 

ATTORNEY DOCKET NO. CONFIRMATION NO. 

PSL-036 (CONS) 3500 

EXAMINER 

HUBER.PAUL W 

ART UNIT PAPER NUMBER 

2687 

DA TE MAILED: 06/l 7 /2019 

Determination of Patent Term Adjustment under 35 U.S.C.154 (b) 
(Applications filed on or after May 29, 2000) 

The Office has discontinued providing a Patent Term Adjustment (PTA) calculation with the Notice of Allowance. 

Section l(h)(2) of the AIA Technical Corrections Act amended 35 U.S.C. 154(b)(3)(B)(i) to eliminate the requirement 
that the Office provide a patent term adjustment determination with the notice of allowance. See Revisions to Patent 
Term Adjustment, 78 Fed. Reg. 19416, 19417 (Apr. 1, 2013). Therefore, the Office is no longer providing an initial 
patent term adjustment determination with the notice of allowance. The Office will continue to provide a patent term 
adjustment determination with the Issue Notification Letter that is mailed to applicant approximately three weeks prior 
to the issue date of the patent, and will include the patent term adjustment on the patent. Any request for reconsideration 
of the patent term adjustment determination (or reinstatement of patent term adjustment) should follow the process 
outlined in 37 CFR 1.705. 

Any questions regarding the Patent Term Extension or Adjustment determination should be directed to the Office of 
Patent Legal Administration at (571)-272-7702. Questions relating to issue and publication fee payments should be 
directed to the Customer Service Center of the Office of Patent Publication at 1-(888)-786-010 I or (571 )-272-4200. 

Page 3 of 3 
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0MB Clearance and PRA Burden Statement for PTOL-85 Part B 

The Paperwork Reduction Act (PRA) of 1995 requires Federal agencies to obtain Office of Management and Budget 
approval before requesting most types of information from the public. When 0MB approves an agency request to 
collect information from the public, 0MB (i) provides a valid 0MB Control Number and expiration date for the 
agency to display on the instrument that will be used to collect the information and (ii) requires the agency to inform 
the public about the 0MB Control Number's legal significance in accordance with 5 CFR 1320.5(b). 

The information collected by PTOL-85 Part B is required by 37 CFR 1.311. The information is required to obtain 
or retain a benefit by the public which is to file (and by the USPTO to process) an application. Confidentiality is 
governed by 35 U.S.C. 122 and 37 CFR 1.14. This collection is estimated to take 30 minutes to complete, including 
gathering, preparing, and submitting the completed application form to the USPTO. Time will vary depending upon 
the individual case. Any comments on the amount of time you require to complete this form and/or suggestions 
for reducing this burden, should be sent to the Chief Information Officer, U.S. Patent and Trademark Office, 
U.S. Department of Commerce, P.O. Box 1450, Alexandria, Virginia 22313-1450. DO NOT SEND FEES OR 
COMPLETED FORMS TO THIS ADDRESS. SEND TO: Commissioner for Patents, P.O. Box 1450, Alexandria, 
Virginia 22313-1450. Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection 
of information unless it displays a valid 0MB control number. 

Privacy Act Statement 

The Privacy Act of 1974 (P.L. 93-579) requires that you be given certain information in connection with your 
submission of the attached form related to a patent application or patent. Accordingly, pursuant to the requirements 
of the Act, please be advised that: (1) the general authority for the collection of this information is 35 U.S.C. 2(b) 
(2); (2) furnishing of the information solicited is voluntary; and (3) the principal purpose for which the information 
is used by the U.S. Patent and Trademark Office is to process and/or examine your submission related to a patent 
application or patent. If you do not furnish the requested information, the U.S. Patent and Trademark Office may not 
be able to process and/or examine your submission, which may result in termination of proceedings or abandonment 
of the application or expiration of the patent. 

The information provided by you in this form will be subject to the following routine uses: 
1. The information on this form will be treated confidentially to the extent allowed under the Freedom of 

Information Act (5 U.S.C. 552) and the Privacy Act (5 U.S.C 552a). Records from this system of records may 
be disclosed to the Department of Justice to determine whether disclosure of these records is required by the 
Freedom of Information Act. 

2. A record from this system of records may be disclosed, as a routine use, in the course of presenting evidence 
to a court, magistrate, or administrative tribunal, including disclosures to opposing counsel in the course of 
settlement negotiations. 

3. A record in this system of records may be disclosed, as a routine use, to a Member of Congress submitting 
a request involving an individual, to whom the record pertains, when the individual has requested assistance 
from the Member with respect to the subject matter of the record. 

4. A record in this system of records may be disclosed, as a routine use, to a contractor of the Agency having 
need for the information in order to perform a contract. Recipients of information shall be required to comply 
with the requirements of the Privacy Act of 1974, as amended, pursuant to 5 U.S.C. 552a(m). 

5. A record related to an International Application filed under the Patent Cooperation Treaty in this system of 
records may be disclosed, as a routine use, to the International Bureau of the World Intellectual Property 
Organization, pursuant to the Patent Cooperation Treaty. 

6. A record in this system of records may be disclosed, as a routine use, to another federal agency for purposes of 
National Security review (35 U.S.C. 181) and for review pursuant to the Atomic Energy Act (42 U.S.C. 218(c)). 

7. A record from this system of records may be disclosed, as a routine use, to the Administrator, General Services, 
or his/her designee, during an inspection of records conducted by GSA as part of that agency's responsibility 
to recommend improvements in records management practices and programs, under authority of 44 U.S.C. 
2904 and 2906. Such disclosure shall be made in accordance with the GSA regulations governing inspection 
of records for this purpose, and any other relevant (i.e., GSA or Commerce) directive. Such disclosure shall 
not be used to make determinations about individuals. 

8. A record from this system of records may be disclosed, as a routine use, to the public after either publication of 
the application pursuant to 35 U.S.C. 122(b) or issuance of a patent pursuant to 35 U.S.C. 151. Further, a record 
may be disclosed, subject to the limitations of 37 CFR 1.14, as a routine use, to the public if the record was filed 
in an application which became abandoned or in which the proceedings were terminated and which application 
is referenced by either a published application, an application open to public inspection or an issued patent. 

9. A record from this system of records may be disclosed, as a routine use, to a Federal, State, or local law 
enforcement agency, if the USPTO becomes aware of a violation or potential violation of law or regulation. 
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Notice of Allowability 

Application No. 
16/401,242 
Examiner 
PAUL W HUBER 

Applicant(s) 
Lyren et al. 
Art Unit 
2687 I AIA (FITF) Status 

Yes 

-- The MAILING DA TE of this communication appears on the cover sheet with the correspondence address-­
All claims being allowable, PROSECUTION ON THE MERITS IS (OR REMAINS) CLOSED in this application. If not included 
herewith (or previously mailed), a Notice of Allowance (PTOL-85) or other appropriate communication will be mailed in due course. THIS 
NOTICE OF ALLOWABILITY IS NOT A GRANT OF PATENT RIGHTS. This application is subject to withdrawal from issue at the initiative 
of the Office or upon petition by the applicant. See 37 CFR 1.313 and MPEP 1308. 

1.~ This communication is responsive to the papers filed May 21, 2019. 

D A declaration(s)/affidavit(s) under 37 CFR 1.130(b) was/were filed on __ . 

2.0 An election was made by the applicant in response to a restriction requirement set forth during the interview on __ ; the 
restriction requirement and election have been incorporated into this action. 

3.~ The allowed claim(s) is/are 21-40. As a result of the allowed claim(s), you may be eligible to benefit from the Patent Prosecution 
Highway program at a participating intellectual property office for the corresponding application. For more information, please see 
http://www.uspto.gov/patents/init_events/pph/index.jsp or send an inquiry to PPHfeedback@uspto.gov. 

4.0 Acknowledgment is made of a claim for foreign priority under 35 U.S.C. § 119(a)-(d) or (f). 

Certified copies: 

a) □All b) 0 Some *c) D None of the: 

1. D Certified copies of the priority documents have been received. 

2. D Certified copies of the priority documents have been received in Application No. __ . 

3. D Copies of the certified copies of the priority documents have been received in this national stage application from the 

International Bureau (PCT Rule 17.2(a)). 

* Certified copies not received: __ . 

Applicant has THREE MONTHS FROM THE "MAILING DATE" of this communication to file areply complying with the requirements 
noted below. Failure to timely comply will result in ABANDONMENT of this application. 
THIS THREE-MONTH PERIOD IS NOT EXTENDABLE. 

5.0 CORRECTED DRAWINGS (as "replacement sheets") must be submitted. 

D including changes required by the attached Examiner's Amendment/ Comment or in the Office action of 
Paper No./Mail Date __ . 

Identifying indicia such as the application number {see 37 CFR 1.84{c)) should be written on the drawings in the front {not the back) of each 
sheet. Replacement sheet{s) should be labeled as such in the header according to 37 CFR 1.121{d). 

6.0 DEPOSIT OF and/or INFORMATION about the deposit of BIOLOGICAL MATERIAL must be submitted. Note the 
attached Examiner's comment regarding REQUIREMENT FOR THE DEPOSIT OF BIOLOGICAL MATERIAL. 

Attachment(s) 
1. ~ Notice of References Cited (PTO-892) 5. D Examiner's Amendment/Comment 

2.0 Information Disclosure Statements (PTO/SB/08), 6. ~ Examiner's Statement of Reasons for Allowance 
Paper No./Mail Date . 

3. D Examiner's Comment Regarding Requirement for Deposit 7. □ Other __ 
of Biological Material . 

4.0 Interview Summary (PTO-413), 
Paper No./Mail Date. __ . 

U.S. Patent and Trademark Office 

PTOL-37 (Rev. 08-13) 

/PAUL W HUBER/ 
Primary Examiner, Art Unit 2687 

Notice of Allowability Part of Paper No./Mail Date 20190613 
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Application/Control Number: 16/401 ,242 
Art Unit: 2687 

Reasons for Allowance 

Page 2 

The prior art made of record and not relied upon is considered pertinent to applicant's disclosure. 

The references cited on the PTO-892 each disclose an electronic device including a processor to 

generate binaural sound that is provided to a user. 

The following is an examiner's statement of reasons for allowance: the prior art of record 

considered as a whole fails to teach or suggest either: 

1) a method comprising: storing head-related functions (HRTFs) in memory of a head mounted 

display (HMO) worn on a head of a user; displaying, with a display of the HMO worn on the head of the 

user, a three-dimensional (3D) virtual environment that includes a virtual image; processing, by a digital 

signal processor (DSP) in the HMO, sounds with the HRTFs to generate binaural sound that is provided 

to the user and that externally localizes in empty space to the virtual image in the 3D virtual environment; 

sensing, with one or more sensors in the HMD, when the user leaves the 3D virtual environment 

that includes the virtual image; and warning the user that the user is leaving the 3D virtual 

environment by filtering, by the DSP, the binaural sound to alter audio cues to prevent the user 

from experiencing external localization of the sounds and by lowering a volume of the sounds 

being provided to the user; or 

2) a method executed by one or more electronic devices, the method comprising: storing head­

related transfer functions (HRTFs) in memory; displaying, by a display of a wearable electronic device 

(WED) worn on a head of a user, a virtual image in an environment; processing, by a digital signal 

processor (DSP), sounds with the HRTFs to generate binaural sound in empty space that is provided to 

the user and that externally localizes to the empty space and to the virtual image in the environment; and 

determining, with the WED, when the user is leaving the environment; and alerting the user that 

the user is leaving the environment by altering processing of the binaural sound to degrade audio 

cues in order to prevent the user for experiencing external localization of the binaural sound; or 

3) a method executed by one or more electronic devices, the method comprising: storing head­

related transfer functions (HRTFs) in memory; displaying, with a wearable electronic device (WED) worn 

on a head of a user, a virtual image in an environment; processing, by a digital signal processor (DSP), 

sound with the HRTFs to generate binaural sound that externally localizes in empty space from the virtual 
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Application/Control Number: 16/401 ,242 
Art Unit: 2687 

Page 3 

image in the environment; determining, with the WED, when the user is leaving the environment; 

and alerting the user that the user is leaving the environment by reducing a volume of the binaural 

sound that localizes from the virtual image and that is being provided to the user. (bold language 

emphasized) 

Any comments considered necessary by applicant must be submitted no later than the payment 

of the issue fee and, to avoid processing delays, should preferably accompany the issue fee. Such 

submissions should be clearly labeled "Comments on Statement of Reasons for Allowance." 

Any inquiry concerning this communication or earlier communications from the examiner should 

be directed to PAUL W HUBER whose telephone number is (571 )272-7588. The examiner can normally 

be reached on PHP Mon-Fri 8am-5pm Typical. 

Examiner interviews are available via telephone, in-person, and video conferencing using a 

USPTO supplied web-based collaboration tool. To schedule an interview, applicant is encouraged to use 

the USPTO Automated Interview Request (AIR) at http://www.uspto.gov/interviewpractice. 

If attempts to reach the examiner by telephone are unsuccessful, the examiner's supervisor, 

FIRMIN BACKER can be reached on (571 )272-6703. The fax phone number for the organization where 

this application or proceeding is assigned is 571-273-8300. 

Information regarding the status of an application may be obtained from the Patent Application 

Information Retrieval (PAIR) system. Status information for published applications may be obtained from 

either Private PAIR or Public PAIR. Status information for unpublished applications is available through 

Private PAIR only. For more information about the PAIR system, see http://pair-direct.uspto.gov. Should 

you have questions on access to the Private PAIR system, contact the Electronic Business Center (EBC) 

at 866-217-9197 (toll-free). If you would like assistance from a USPTO Customer Service Representative 

or access to the automated information system, call 800-786-9199 (IN USA OR CANADA) or 571-272-

1000. 

/PAUL W HUBER/ 
Primary Examiner, Art Unit 2687 

pwh 
June 13, 2019 
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IN THE UNITED STATES PATENT AND TRADEMARK OFFICE 

Inventors: Philip S. Lyren, et al. 

Serial No.: 16/401,242 

Filed: 2 May 2019 

Title: Switching Binaural Sound 

Examiner: Paul W. Huber 

Group Art Unit: 2687 

Docket No.: PSL-036 (CON5) 

PRELIMINARY AMENDMENT FOR CONTINUING APPLICATION 

Commissioner for Patents 
P.O. Box 1450 
Alexandria, VA 22313-1450 

Please enter the following amendments for this continuing application. 
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Amendments to the Specification 

Please amend page 71 at line 8 as follows: 

The event predictor or predictor 2042 predicts or estimates events 

including, but not limited to, switching or changing between binaural and stereo 

sounds at a future time, changing or altering binaural sound (such as moving a 

SLP, reducing a number of SLPs, eliminating a SLP, adding a SLP, starting 

transmission or emission of binaural sound, stopping transmission or emission of 

binaural sound, etc.), predicting an action of a user, predicting a location of a user, 

predicting an event, predicting a desire or want of a user, predicting a query of 

user (such as a query to an intelligent personal assistant), etc. The predictor can 

also predict user actions or requests in the future (such as a likelihood that the 

user or electronic device requests a switch between binaural and stereo sounds 

or a change to binaural sound). For instance, determinations by a software 

application, an electronic device, and/or the user agent can be modeled as a 

prediction that the user will witA- take an action and/or desire or benefit from a 

switch between binaural and stereo sounds or a change to binaural sound (such 

as pausing binaural sound, muting binaural sound, reducing or eliminating one or 

more cues or spatializations or localizations of binaural sound). For example, an 

analysis of historic events, personal information, geographic location, and/or the 

user profile provides a probability and/or likelihood that the user will take an action 

(such as whether the user prefers binaural sound or stereo sound for a particular 

location, a particular listening experience, or a particular communication with 

another person or an intelligent personal assistant). By way of example, one or 

more predictive models are used to predict the probability that a user would take, 

determine, or desire the action. 

2 
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Please amend page 78 at line 15 as follows: 

Consider an example in which the SLS or portions of the SLS include an 

integrated circuit or ASIC that is specifically customized, designed, or configured 

to execute one or more blocks discussed herein. For example, the ASIC has 

customized gate arrangements for the SLS. The ASIC can also include 

microprocessors and memory blocks (such as being a SoC (system-on-chip)} 

designed with special functionality to execute functions of the SLS. 

3 
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Amendments to the Claims 

This listing of claims will replace all prior versions, and listings, of the 

claims: 

1. - 20. (canceled) 

21. (new) A method comprising: 

storing head-related transfer functions (HRTFs) in memory of a head 

mounted display (HMO) worn on a head of a user; 

displaying, with a display of the HMO worn on the head of the user, a three­

dimensional (30) virtual environment that includes a virtual image; 

processing, by a digital signal processor (OSP) in the HMO, sounds with 

the HRTFs to generate binaural sound that is provided to the user and that 

externally localizes in empty space to the virtual image in the 30 virtual 

environment; 

sensing, with one or more sensors in the HMO, when the user leaves the 

30 virtual environment that includes the virtual image; and 

warning the user that the user is leaving the 30 virtual environment by 

filtering, by the OSP, the binaural sound to alter audio cues to prevent the user 

from experiencing external localization of the sounds and by lowering a volume of 

the sounds being provided to the user. 

22. (new) The method of claim 21 further comprising: 

warning the user that the user is leaving the 30 virtual environment by 

removing, by the OSP, background sounds that occur in the 30 virtual 

environment as part of a game the user is playing. 

23. (new) The method of claim 21, wherein the warning occurs when the user 

leaves a virtual room while remaining in the 30 virtual environment. 

4 
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24. (new) The method of claim 21 further comprising: 

tracking, with head tracking in the HMO, head movements of the user; and 

switching the sounds from the binaural sound to stereo sound when a face 

of the user is directed away from the virtual image. 

25. (new) The method of claim 21 further comprising: 

switching the sounds from the binaural sound to stereo sound when the 

user activates a physical switch located in the HMO. 

26. (new) The method of claim 21 further comprising: 

switching the sounds from the binaural sound to stereo sound when the 

virtual image vanishes in the 3D virtual environment. 

27. (new) A method executed by one or more electronic devices, the method 

comprising: 

storing head-related transfer functions (HRTFs) in memory; 

displaying, by a display of a wearable electronic device (WED) worn on a 

head of a user, a virtual image in an environment; 

processing, by a digital signal processor (DSP), sounds with the HRTFs to 

generate binaural sound in empty space that is provided to the user and that 

externally localizes to the empty space and to the virtual image in the 

environment; and 

determining, with the WED, when the user is leaving the environment; and 

alerting the user that the user is leaving the environment by altering 

processing of the binaural sound to degrade audio cues in order to prevent the 

user from experiencing external localization of the binaural sound. 

28. (new) The method of claim 27 further comprising: 

alerting the user that the user is leaving the environment by reducing a 

volume of the binaural sound being provided to the user. 

5 
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29. (new) The method of claim 27 further comprising: 

displaying, by the WED, the virtual image while the user plays a game that 

includes a character as the virtual image; and 

switching a voice of the character from the binaural sound to stereo sound 

when the character vanishes from the environment during the game. 

30. (new) The method of claim 27 further comprising: 

alerting the user that the user is leaving the environment by switching the 

binaural sound to stereo sound. 

31. (new) The method of claim 27 further comprising: 

switching the binaural sound to stereo sound upon activation of a switch on 

the WED. 

32. (new) The method of claim 27 further comprising: 

wherein the WED includes electronic glasses, the environment is a 

physical room where the user is located, the virtual image is an augmented reality 

(AR) character that speaks to the user while the user plays a game, the WED 

includes head tracking, and a digital signal processor (DSP) in the WED reduces 

a volume of the binaural sound to alert the user when a face of the user is not 

directed to the virtual image in the environment. 

33. (new) The method of claim 27 further comprising: 

sensing, with the WED, when a physical object interferes with a location of 

the virtual image in the environment; and 

switching the binaural sound to stereo sound in response to sensing the 

physical object interferes with the location of the virtual image in the environment. 

34. (new) A method executed by one or more electronic devices, the method 

comprising: 

storing head-related transfer functions (HRTFs) in memory; 

6 
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displaying, with a wearable electronic device (WED) worn on a head of a 

user, a virtual image in an environment; 

processing, by a digital signal processor (DSP), sound with the HRTFs to 

generate binaural sound that externally localizes in empty space from the virtual 

image in the environment; 

determining, with the WED, when the user is leaving the environment; and 

alerting the user that the user is leaving the environment by reducing a 

volume of the binaural sound that localizes from the virtual image and that is 

being provided to the user. 

35. (new) The method of claim 34 further comprising: 

alerting the user that the user is leaving the environment by degrading the 

binaural sound being provided to the user as the user is leaving the environment. 

36. (new) The method of claim 34 further comprising: 

alerting the user that the user is leaving the environment by altering, by the 

DSP, processing of the binaural sound so the user perceives less external 

localization. 

37. (new) The method of claim 34 further comprising: 

alerting the user that the user is leaving the environment by removing 

interaural time differences (ITDs) of the binaural sound being provided to the user. 

38. (new) The method of claim 34 further comprising: 

alerting the user that the user is leaving the environment by eliminating 

audio cues in the binaural sound being provided to the user. 

39. (new) The method of claim 34 further comprising: 

alerting the user that the user is leaving the environment by switching the 

binaural sound playing to the user to stereo sound. 
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40. (new) The method of claim 34 further comprising: 

detecting, with a microphone in the WED, a voice of a person in the 

environment of the user; and 

switching the binaural sound to stereo sound in response to detecting the 

voice. 
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Remarks 

Amendments to the Specification 

Page 71 at line 8 has a typographical error. The word "with" is changed to 

the word "will." 

Page 78 at line 15 has a typographical error: A parenthesis is missing and 

added as "(such as being a SoC (system-on-chip))." 

Amendments to the Claims 

Claims 1 - 20 are canceled. Claims 21 - 40 are newly added. No new 

matter is entered. Some examples for support in the specification are as follows 

(other locations for support in the specification exist as well): 

(1) The specification teaches sensing and/or determining events to switch and/or 

change the sound (seep. 15, lines 21-29; p. 16, lines 12-16 and 25-26; p. 50, 

lines 4-17; p. 53, lines 11-13). 

(2) The specification teaches warning and/or alerting the user (seep. 10, lines 

10-31; p. 25, lines 3-5; Fig. 14 at block 1400). 

(3) The specification teaches switching and/or changing sound upon leaving a 

room (seep. 53, lines 11-13). 

(4) The specification teaches switching and/or changing sound based on head 

tracking and/or a direction of gaze (seep. 56, lines 10-31 ). 

(5) The specification teaches removing and/or filtering background sounds (see 

p. 9, lines 26-31; p. 23, line 30 - p. 24, line 3; and p. 48, lines 2-4 ). 

(6) The specification teaches switching and/or changing sound when a virtual 

image vanishes from a virtual or augmented environment (seep. 50, lines 16-

17). 

(7) The specification teaches example embodiments that include games (seep. 

18, lines 22-23; p. 41, lines 11-12 and 22-23; et al.). 

(8) The specification teaches filtering, altering, reducing, etc. the binaural sound, 

audio cues, etc. (seep. 10, lines 10-31). 
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Respectfully submitted, 

/Philip S. Lyren #40,709/ 

Philip S. Lyren 
Reg. No. 40,709 
Ph: 216-539-0572 
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Glen A. Norris 

9 August 2018 

Date 

9 August 2018 

Date 
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Doc Code: Oath 
Document Description: Oath or declaration filed 

PTO/AIA/08 (06-12) 
Approved for use through 01/31/2014. 0MB 0651-0032 

U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE 
Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it contains a valid 0MB control number. , 

DECLARATION FOR UTILITY OR Attorney Docket 
PSL-036 (CONS) Number 

DESIGN 
First Named Inventor 

PATENT APPLICATION Philip Scott Lyren 

(37 CFR 1.63) COMPLETE IF KNOWN 

Declaration 
Application Number 

Declaration 

[i] Submitted 
□ 

Submitted After Initial Filing Date 
With Initial OR Filing (surcharge 

Filing (37 CFR 1.16(f)) Art Unit 
required) 

\.. Examiner Name 

Switching Binaural Sound 

(Title of the Invention) 

As a below named inventor, I hereby declare that: 

This declaration is directed to: 

[j] The attached application, 

OR 

D United States Application Number or PCT International application number _______________ _ 

filed on ------------

The above-identified application was made or authorized to be made by me. 

I believe I am the original inventor or an original joint inventor of a claimed invention in the application. 

I hereby acknowledge that any willful false statement made in this declaration is punishable under 18 U.S.C. 1001 
by fine or imprisonment of not more than five (5) years, or both. 

Authorization To Permit Access To Application by Participating Office 

n If checked, the undersigned hereby grants the USPTO authority to provide the European Patent Office (EPO), the 
Japan Patent Office (JPO), the Korean Intellectual Property Office (KIPO), the World Intellectual Property Office (WIPO), and 
any other intellectual property offices in which a foreign application claiming priority to the above-identified patent application is 
filed access to the above-identified patent application. See 37 CFR 1.14(c) and (h). This box should not be checked if the 
applicant does not wish the EPO, JPO, KIPO, WIPO, or other intellectual property office in which a foreign application claiming 
priority to the above-identified patent application is filed to have access to the above-identified patent application. 

In accordance with 37 CFR 1.14(h)(3), access will be provided to a copy of the above-identified patent application with respect 
to: 1) the above-identified patent application-as-filed; 2) any foreign application to which the above-identified patent application 
claims priority under 35 U.S.C. 119(a)-(d) if a copy of the foreign application that satisfies the certified copy requirement of 
37 CFR 1.55 has been filed in the above-identified patent application; and 3) any U.S. application-as-filed from which benefit is 
sought in the above-identified patent application. 

In accordance with 37 CFR 1.14(c), access may be provided to information concerning the date of filing the Authorization to 
Permit Access to Application by Participating Offices. 

[Page 1 of 2] 

~ 

This collection of information is required by 35 U.S.C. 115 and 37 CFR 1.63. The information is required to obtain or retain a benefit by the public which is to file (and by 
the USPTO to process) an application. Confidentiality is governed by 35 U.S.C. 122 and 37 CFR 1.11 and 1 .14. This collection is estimated to take 21 minutes to 
complete, including gathering, preparing, and submitting the completed application form to the USPTO. Time will vary depending upon the individual case. Any 
comments on the amount of time you require to complete this form and/or suggestions for reducing this burden, should be sent to the Chief Information Officer, U.S. 
Patent and Trademark Office, U.S. Department of Commerce, P.O. Box 1450, Alexandria, VA 22313-1450. DO NOT SEND FEES OR COMPLETED FORMS TO THIS 
ADDRESS. SEND TO: Commissioner for Patents, P .0. Box 1450, Alexandria, VA 22313-1450. 

If you need assistance in completing the form, call 1-800-PT0-9199 and select option 2. 
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PTO/AIA/08 (06-12) 
Approved for use through 01/31/2014. 0MB 0651-0032 

U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE 
Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it contains a valid 0MB control number. 

DECLARATION - Utility or Design Patent Application 

The address Direct all [j] associated with 164021 I OR □ 
Correspondence 

correspondence to: 
Customer Number: 

address below 

Name 

Address 

City State Zip 

Country Telephone Email 

WARNING: 

Petitioner/applicant is cautioned to avoid submitting personal information in documents filed in a patent application that may 
contribute to identity theft. Personal information such as social security numbers, bank account numbers, or credit card numbers 
(other than a check or credit card authorization form PTO-2038 submitted for payment purposes) is never required by the USPTO 
to support a petition or an application. If this type of personal information is included in documents submitted to the USPTO, 
petitioners/applicants should consider redacting such personal information from the documents before submitting them to the 
USPTO. Petitioner/applicant is advised that the record of a patent application is available to the public after publication of the 
application (unless a non-publication request in compliance with 37 CFR 1.213(a) is made in the application) or issuance of a 
patent. Furthermore, the record from an abandoned application may also be available to the public if the application is 
referenced in a published application or an issued patent (see 37 CFR 1.14). Checks and credit card authorization forms 
PTO-2038 submitted for payment purposes are not retained in the application file and therefore are not publicly available. 
Petitioner/applicant is advised that documents which form the record of a patent application (such as the PTO/SB/01) are placed 
into the Privacy Act system of records DEPARTMENT OF COMMERCE, COMMERCE-PAT-?, System name: Patent Application 
Files . Documents not retained in an application file (such as the PTO-2038) are placed into the Privacy Act system of 
COMMERCE/PAT-TM-10, System name: Deposit Accounts and Electronic Funds Transfer Profiles. 

LEGAL NAME OF SOLE OR FIRST INVENTOR: 
(E.g., Given Name (first and middle (if any)) and Family Name or Surname) 

Philip Scott Lyren 
Inventor's Signature Date (Optional) 

P.A/rifl,l.; 1 May 2019 
Residence: CityV State Country 

Bangkok Thailand 
Mailing Address 

289 Woodland Avenue 
City State Zip Country 

Wadsworth OH 44281 U.S.A. 
[j] Additional inventors are being named on the One supplemental sheet(s) PTO/AIA/1 O attached hereto 

[Page 2 of 2] 
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PTOISB/02.A, (07 -07) 
Approved for use through 0·1i3 i/2014 0MB 065·1-0032 

U.S Patent and Trademark Office; US DEPARTMENT OF COMMERCE 
Under the Paoer\1\/Crk F~.eductfon Act of 1885 nc oersons are reawre•J to resoon,:1 to a cc!!ection of information unless ;t contains a vaiid 0MB control number. 

DECLARATION 

Name of Additional Joint Inventor, if any: I 
Given Narne (firs! and middle (if any)) 

Gien A 
~ 

Inventor's ~~ Signature 

' Tol,:yo 

F~esidence: City State 

1244 ,Vlin(fOn Road 

Mailing Address 

Lake'NOOd o:i:o 
City State 

Name of Additional Joint Inventor, if any: I 
Given Name (first and :r,1ddle (if any)) 

lnv,mtor·s 
Siqnature 

Residence: City State 

Mailing .Address 

City State 

Name of Additional Joint Inventor, if any: I 
C~;ven Name (f;rst and middie (if any)) 

lnvernor's 
S;gnature 

Residence. City State 

Mailing Address 

City State 

ADDITIONAL INVENTOR($) 
Supplemental Sheet 

PanA one 

□ A petition has been f:ied for this uns,gned inventor 

Family Name or Surname 

r~orris 

9 Au9ust 20·1 s 
Date 

Japan USA 

Country Citizenship 

44107 U.SA 

Z;p Country 

□ .A. petition has been flied for U1is unsigned inventor 

FrundyNameorSumarne 

Date 

nf one 

Country Citizenship 

Z;p Country 

□ /', petition has bee-,n fiiect for this uns;gned inventor 

Famny Name or Surname 

Date 

Country Citizenship 

Zip Count;y 
. - -Tn:s col:ection of tnfor:nation is :equirec: l:y 35 U S.C. ·1·15 ano .:'it C:-R 1 b3 : he inforrnat:on :s required to obtam or retain a benent oy tne public \'.Jhich ts to f1ie 

(and by the USF:TC) to precess) an appticat!on. Conf;rJerit!ality ts governed by ·:',5 U.S.C. 122 and .. ?..7 CFP 1.11 and 1 14. This cc!!ection is esttmated to ta;-:-e 21 
minutes to comp!ete. inc!uding 9athering, prepanng, ar:d subm:tting the completed appJicat:or: form to the USPTO. Time wi!i vary depending upon the mdivtduai 
case Ar1y comments on the arr:ount of Urne you require t~-; cornp!ete this forrn and/or suggestions for reducing this bun.ien. shouid be sent t~-; the Chief !nfr;rrnotic;n 
Off;cer, US Patent and TrademarK Office, US. Department of Commerce, P.O. Box 1450, Alexandria VA 22313-14~,0 DO NOT SEND FEES Of, COMPLETED 
FORMS TO TH;S ADDRESS. SEND TO: Commissioner for Patents, P.O. Box 1450, Alexandria, VA 22313-1450. 

ff you need assistance in completing the form, cai! 1-800-PTO-9199 (1-800-786-9199) and select option 2. 
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PTO/AIN14 (07-14) 
Approved for use through 04/30/2017. 0MB 0651-0032 

U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE 

Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it contains a valid 0MB control number. 

Application Data Sheet 37 CFR 1.76 
Attorney Docket Number PSL-036 (CON5) 

Application Number 

Title of Invention Switching Binaural Sound 

The application data sheet is part of the provisional or nonprovisional application for which it is being submitted. The following form contains the 
bibliographic data arranged in a format specified by the United States Patent and Trademark Office as outlined in 37 CFR 1.76. 
This document may be completed electronically and submitted to the Office in electronic format using the Electronic Filing System (EFS) or the 
document may be printed and included in a paper filed application. 

Secrecy Order 37 CFR 5.2 
D Portions or all of the application associated with this Application Data Sheet may fall under a Secrecy Order pursuant to 

37 CFR 5.2 (Paper filers only. Applications that fall under Secrecy Order may not be filed electronically.) 

Inventor Information: 

Inventor 11 I Remove I 
Legal Name 

Prefix Given Name Middle Name Family Name Suffix 

I El i='hilip ~coll ~yren I El 
Residence Information (Select One) US Residency • Non US Residency Active US Military Service 

City ~angkok l1country of Residence i i[H I 

Mailing Address of Inventor: 

Address 1 289 Woodland Avenue 

Address 2 

City I Jivadsworth I State/Province I pH 
Postal Code I 144281 I Countryi I Ius 

Inventor ~ I Remove I 
Legal Name 

Prefix Given Name Middle Name Family Name Suffix 

I El l3Ien ~- t'Jorris I El 
Residence Information (Select One) US Residency @ Non US Residency Active US Military Service 

City [okyo IICountry of Residence i l~P I 

Mailing Address of Inventor: 

Address 1 1244 Arlington Road 

Address 2 

City I1-akewood I State/Province I pH 
Postal Code 1144101 I Countryi I Ius 

All Inventors Must Be Listed - Additional Inventor Information blocks may be 
generated within this form by selecting the Add button. I Add I 

Correspondence Information: 

EFSWeb2.2.12 
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PTO/AIN14 (07-14) 
Approved for use through 04/30/2017. 0MB 0651-0032 

U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE 
Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it contains a valid 0MB control number. 

Application Data Sheet 37 CFR 1.76 
Attorney Docket Number PSL-036 (CON5) 

Application Number 

Title of Invention Switching Binaural Sound 

Enter either Customer Number or complete the Correspondence Information section below. 
For further information see 37 CFR 1.33(a). 

D An Address is being provided for the correspondence Information of this application. 

Customer Number 34021 

Email Address ohilip lyren@yahoo.com I I Add Email I I Remove Email I 

Application Information: 

Title of the Invention Switching Binaural Sound 

Attorney Docket Number PSL-036 (CON5) I Small Entity Status Claimed ~ 
Application Type Non provisional 

Subject Matter Utility 

Total Number of Drawing Sheets (if any) 1114 I Suggested Figure for Publication (if any) 11 

Filing By Reference: 
Only complete this section when filing an application by reference under 35 U.S.C. 111 (c) and 37 CFR 1.57(a). Do not complete this section if 
application papers including a specification and any drawings are being filed. Any domestic benefit or foreign priority information must be 
provided in the appropriate section(s) below (i.e., "Domestic Benefit/National Stage Information" and "Foreign Priority Information"). 

For the purposes of a filing date under 37 CFR 1.53(b), the description and any drawings of the present application are replaced by this 
reference to the previously filed application, subject to conditions and requirements of 37 CFR 1.57(a). 

Application number of the previously Filing date (YYYY-MM-DD) Intellectual Property Authority or Country 
filed application 

I 

Publication Information: 

□ 

□ 

Request Early Publication (Fee required at time of Request 37 CFR 1.219) 

Request Not to Publish. I hereby request that the attached application not be published under 

35 U.S.C. 122(b) and certify that the invention disclosed in the attached application has not and will not be the 
subject of an application filed in another country, or under a multilateral international agreement, that requires 
publication at eighteen months after filing. 

Representative Information: 

. 

. 

;_ 

Representative information should be provided for all practitioners having a power of attorney in the application. Providing 
this information in the Application Data Sheet does not constitute a power of attorney in the application (see 37 CFR 1.32). 
Either enter Customer Number or complete the Representative Name section below. If both sections are completed the customer 
Number will be used for the Representative Information during processing. 

Please Select One: • Customer Number I US Patent Practitioner lo Limited Recognition (37 CFR 11.9) 

Customer Number t,4021 

EFS Web 2.2.12 

Meta Platforms, Inc. 
Exhibit 1002 

Page 049



PTO/AIN14 (07-14) 
Approved for use through 04/30/2017. 0MB 0651-0032 

U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE 
Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it contains a valid 0MB control number. 

Application Data Sheet 37 CFR 1.76 
Attorney Docket Number PSL-036 (CON5) 

Application Number 

Title of Invention Switching Binaural Sound 

Domestic Benefit/National Stage Information: 
This section allows for the applicant to either claim benefit under 35 U.S.C. 119(e), 120, 121, 365(c), or 386(c) or indicate National 
Stage entry from a PCT application. Providing this information in the application data sheet constitutes the specific reference 
required by 35 U.S.C. 119(e) or 120, and 37 CFR 1.78. 
When referring to the current application, please leave the application number blank. 

Prior Application Status !"ending . I Remove I 
Application Number Continuity Type Prior Application Number Filing Date (YYYY-MM-DD) 

I Continuation of . 16106140 ~018-08-21 

Prior Application Status Patented . I Remove I 
Application Prior Application Filing Date Issue Date 

Number 
Continuity Type 

Number (YYYY-MM-DD) 
Patent Number (YYYY-MM-DD) 

116106140 pontinuation of I· 115826721 ~017-11-30 110080093 ~018-09-18 

Prior Application Status !"atenled . I Remove I 
Application Prior Application Filing Date Issue Date 

Number 
Continuity Type 

Number (YYYY-MM-DD) 
Patent Number (YYYY-MM-DD) 

115826721 pontinuation of I· 115674009 ~017-08-10 p848271 ~017-12-19 

Prior Application Status !"atenled . I Remove I 
Application Prior Application Filing Date Issue Date 

Number 
Continuity Type 

Number (YYYY-MM-DD) 
Patent Number (YYYY-MM-DD) 

115674009 pontinuation of B 114979483 ~015-12-27 p749766 ~017-08-29 

Additional Domestic Benefit/National Stage Data may be generated within this form 
I Add I by selecting the Add button. 

Foreign Priority Information: 

This section allows for the applicant to claim priority to a foreign application. Providing this information in the application data sheet 

constitutes the claim for priority as required by 35 U.S.C. 119(b) and 37 CFR 1.55. When priority is claimed to a foreign application 

that is eligible for retrieval under the priority document exchange program (Poxi the information will be used by the Office to 

automatically attempt retrieval pursuant to 37 CFR 1.55(i)(1) and (2). Under the POX program, applicant bears the ultimate 

responsibility for ensuring that a copy of the foreign application is received by the Office from the participating foreign intellectual 

property office, or a certified copy of the foreign priority application is filed, within the lime period specified in 37 CFR 1.55(g)(1 ). 

I Remove I 
Application Number Countryi Filing Date (YYYY-MM-DD) Access Codei (if applicable) 

I I I 
Additional Foreign Priority Data may be generated within this form by selecting the 
Add button. I Add I 

EFS Web 2.2.12 

Meta Platforms, Inc. 
Exhibit 1002 

Page 050



PTO/AIN14 (07-14) 
Approved for use through 04/30/2017. 0MB 0651-0032 

U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE 
Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it contains a valid 0MB control number. 

Application Data Sheet 37 CFR 1.76 
Attorney Docket Number PSL-036 (CON5) 

Application Number 

Title of Invention Switching Binaural Sound 

Statement under 37 CFR 1.55 or 1.78 for AIA (First Inventor to File) Transition 
Applications 

This application (1) claims priority to or the benefit of an application filed before March 16, 2013 and (2) also 
contains, or contained at any time, a claim to a claimed invention that has an effective filing date on or after March 

□ 16,2013. 
NOTE: By providing this statement under 37 CFR 1.55 or 1.78, this application, with a filing date on or after March 
16, 2013, will be examined under the first inventor to file provisions of the AIA. 

Authorization to Permit Access: 

D Authorization to Permit Access to the Instant Application by the Participating Offices 

If checked, the undersigned hereby grants the USPTO authority to provide the European Patent Office (EPO), 
the Japan Patent Office (JPO), the Korean Intellectual Property Office (KIPO), the World Intellectual Property Office (WIPO), 
and any other intellectual property offices in which a foreign application claiming priority to the instant patent application 
is filed access to the instant patent application. See 37 CFR 1.14(c) and (h). This box should not be checked if the applicant 
does not wish the EPO, JPO, KIPO, WIPO, or other intellectual property office in which a foreign application claiming priority 
to the instant patent application is filed to have access to the instant patent application. 

In accordance with 37 CFR 1.14(h)(3), access will be provided to a copy of the instant patent application with respect 
to: 1) the instant patent application-as-filed; 2) any foreign application to which the instant patent application 
claims priority under 35 U.S.C. 119(a)-(d) if a copy of the foreign application that satisfies the certified copy requirement of 
37 CFR 1.55 has been filed in the instant patent application; and 3) any U.S. application-as-filed from which benefit is 
sought in the instant patent application. 

In accordance with 37 CFR 1.14(c), access may be provided to information concerning the dale of filing this Authorization. 

Applicant Information: 

Providing assignment information in this section does not substitute for compliance with any requirement of part 3 of Tille 37 of CFR 
to have an assignment recorded by the Office. 
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PTO/AIN14 (07-14) 
Approved for use through 04/30/2017. 0MB 0651-0032 

U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE 
Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it contains a valid 0MB control number. 

Application Data Sheet 37 CFR 1.76 
Attorney Docket Number PSL-036 (CON5) 

Application Number 

Title of Invention Switching Binaural Sound 

Applicant 11 I Remove I 
If the applicant is the inventor (or the remaining joint inventor or inventors under 37 CFR 1.45), this section should not be completed. 
The information to be provided in this section is the name and address of the legal representative who is the applicant under 37 CFR 
1.43; or the name and address of the assignee, person to whom the inventor is under an obligation to assign the invention, or person 
who otherwise shows sufficient proprietary interest in the matter who is the applicant under 37 CFR 1.46. If the applicant is an 
applicant under 37 CFR 1.46 (assignee, person to whom the inventor is obligated to assign, or person who otherwise shows sufficient 
proprietary interest) together with one or more joint inventors, then the joint inventor or inventors who are also the applicant should be 
identified in this section. 

I Clear I 
Assignee 

I 
Legal Representative under 35 U.S.C. 117 

I 
Joint Inventor 

Person to whom the inventor is obligated to assign. 
I 

Person who shows sufficient proprietary interest 

If applicant is the legal representative, indicate the authority to file the patent application, the inventor is: 

ITI 
Name of the Deceased or Legally Incapacitated Inventor :I 
If the Applicant is an Organization check here. □ 
Prefix Given Name Middle Name Family Name Suffix 

I IT I I I I 
Mailing Address Information For Applicant: 

Address 1 

Address 2 

City State/Province 

Country 11 Postal Code 

Phone Number Fax Number 

Email Address 

Additional Applicant Data may be generated within this form by selecting the Add button. I Add I 

Assignee Information including Non-Applicant Assignee Information: 

Providing assignment information in this section does not subsitute for compliance with any requirement of part 3 of Tille 37 of CFR to 
have an assignment recorded by the Office. 

Assignee 11 

Complete this section if assignee information, including non-applicant assignee information, is desired to be included on the patent 
application publication . An assignee-applicant identified in the "Applicant Information" section will appear on the patent application 

B 

publication as an applicant. For an assignee-applicant, complete this section only if identification as an assignee is also desired on the 
patent application publication. 

I Remove I 
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PTO/AIN14 (07-14) 
Approved for use through 04/30/2017. 0MB 0651-0032 

U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE 
Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it contains a valid 0MB control number. 

Application Data Sheet 37 CFR 1.76 
Attorney Docket Number PSL-036 (CON5) 

Application Number 

Title of Invention Switching Binaural Sound 

If the Assignee or Non-Applicant Assignee is an Organization check here. □ 
Prefix Given Name Middle Name Family Name Suffix 

I B I I I I B 
Mailing Address Information For Assignee including Non-Applicant Assignee: 

Address 1 

Address 2 

City 11 State/Province 

Countryi 11 Postal Code 

Phone Number Fax Number 

Email Address 

Additional Assignee or Non-Applicant Assignee Data may be generated within this form by 
I Add I selecting the Add button. 

Signature: Remove 

NOTE: This form must be signed in accordance with 37 CFR 1.33. See 37 CFR 1.4 for signature requirements and 
certifications. 

Signature Philip Lyren, #40,709/ Date (YYYY-MM-DD) ~019-05-01 

First Name !Philip I Last Name I ILyren Registration Number 40709 

Additional Signature may be generated within this form by selecting the Add button. I Add I 

This collection of information is required by 37 CFR 1. 76. The information is required to obtain or retain a benefit by the public which 
is to file (and by the USPTO to process) an application. Confidentiality is governed by 35 U.S.C. 122 and 37 CFR 1.14. This 
collection is estimated to take 23 minutes to complete, including gathering, preparing, and submitting the completed application data 
sheet form to the USPTO. Time will vary depending upon the individual case. Any comments on the amount of lime you require to 
complete this form and/or suggestions for reducing this burden, should be sent to the Chief Information Officer, U.S. Patent and 
Trademark Office, U.S. Department of Commerce, P.O. Box 1450, Alexandria, VA 22313-1450. DO NOT SEND FEES OR 
COMPLETED FORMS TO THIS ADDRESS. SEND TO: Commissioner for Patents, P.O. Box 1450, Alexandria, VA 22313-1450. 
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Privacy Act Statement 

The Privacy Act of 1974 (P .L. 93-579) requires that you be given certain information in connection with your submission of the attached form related to 
a patent application or patent. Accordingly, pursuant to the requirements of the Act, please be advised that: (1) the general authority for the collection 
of this information is 35 U.S.C. 2(b)(2); (2) furnishing of the information solicited is voluntary; and (3) the principal purpose for which the information is 
used by the U.S. Patent and Trademark Office is to process and/or examine your submission related to a patent application or patent. If you do not 
furnish the requested information, the U.S. Patent and Trademark Office may not be able to process and/or examine your submission, which may 
result in termination of proceedings or abandonment of the application or expiration of the patent. 

The information provided by you in this form will be subject to the following routine uses: 

1. The information on this form will be treated confidentially to the extent allowed under the Freedom of Information Act (5 U.S.C. 552) 
and the Privacy Act (5 U.S.C. 552a). Records from this system of records may be disclosed to the Department of Justice to determine 
whether the Freedom of Information Act requires disclosure of these records. 

2. A record from this system of records may be disclosed, as a routine use, in the course of presenting evidence to a court, magistrate, or 
administrative tribunal, including disclosures to opposing counsel in the course of settlement negotiations. 

3. A record in this system of records may be disclosed, as a routine use, to a Member of Congress submitting a request involving an 
individual, to whom the record pertains, when the individual has requested assistance from the Member with respect to the subject matter of 
the record. 

4. A record in this system of records may be disclosed, as a routine use, to a contractor of the Agency having need for the information in 
order to perform a contract. Recipients of information shall be required to comply with the requirements of the Privacy Act of 1974, as 
amended, pursuant to 5 U.S.C. 552a(m). 

5. A record related to an International Application filed under the Patent Cooperation Treaty in this system of records may be disclosed, 
as a routine use, to the International Bureau of the World Intellectual Property Organization, pursuant to the Patent Cooperation Treaty. 

6. A record in this system of records may be disclosed, as a routine use, to another federal agency for purposes of National Security 
review (35 U.S.C. 181) and for review pursuant to the Atomic Energy Act (42 U.S.C. 218(c)). 

7. A record from this system of records may be disclosed, as a routine use, to the Administrator, General Services, or his/her designee, 
during an inspection of records conducted by GSA as part of that agency's responsibility to recommend improvements in records 
management practices and programs, under authority of 44 U.S.C. 2904 and 2906. Such disclosure shall be made in accordance with the 
GSA regulations governing inspection of records for this purpose, and any other relevant (i.e., GSA or Commerce) directive. Such 
disclosure shall not be used to make determinations about individuals. 

8. A record from this system of records may be disclosed, as a routine use, to the public after either publication of the application pursuan 
to 35 U.S.C. 122(b) or issuance of a patent pursuant to 35 U.S.C. 151. Further, a record may be disclosed, subject to the limitations of 37 
CFR 1.14, as a routine use, to the public if the record was filed in an application which became abandoned or in which the proceedings were 
terminated and which application is referenced by either a published application, an application open to public inspections or an issued 
patent. 

9. A record from this system of records may be disclosed, as a routine use, to a Federal, State, or local law enforcement agency, if the 
USPTO becomes aware of a violation or potential violation of law or regulation. 
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5 

Switching Binaural Sound 

BACKGROUND 

Electronic devices typically provide monophonic or stereophonic sound to listeners. 

This sound has good speech intelligibility but does not provide the listeners with an 

ability to localize sources of the sound to places in their space. 

10 Advancements in localizing sound will assist people in communicating with each 

other and with electronic devices. 

I 
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BRIEF DESCRIPTION OF THE DRAWINGS 

Figure 1 is a computer system in accordance with an example embodiment. 

5 Figure 2 is a method to change between providing sound at a sound localization point 

in binaural sound to a person to providing the sound in stereo sound, mono sound, or 

altered binaural sound to the person in accordance with an example embodiment. 

Figure 3 is a method to change between providing sound at a sound localization point 

10 in binaural sound to a person to providing the sound in stereo sound, mono sound, or 

altered binaural sound to the person in accordance with an example embodiment. 

15 

Figure 4 is a method to monitor a sound localization point (SLP) and to take an action 

when an object is within the SLP in accordance with an example embodiment. 

Figure 5 is a method to monitor a location of a person in a sweet spot and to take an 

action when an event occurs in accordance with an example embodiment. 

Figure 6 is a method to determine a location of a person and to take an action when 

20 the person moves into a restricted area in accordance with an example embodiment. 

Figure 7 is a method to determine SLPs of people as they move and to take an action 

when two SLPs overlap in accordance with an example embodiment. 

25 Figure 8 is a method to determine average percent of packet loss during a 

transmission and to take an action when packet loss increases above a threshold in 

accordance with an example embodiment. 

Figure 9 is a method to provide sound at a SLP to a person and to take an action 

30 when a change request is received in accordance with an example embodiment. 

Figure 10 is a method to determine hardware and/or software system capabilities and 
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to take an action when a system change is needed in accordance with an example 

embodiment. 

Figure 11 is a method to determine congruency between a location of an image and a 

5 SLP and to take an action based on location congruency in accordance with an 

example embodiment. 

Figure 12 is a method to determine permission settings and to take an action based 

on a permission granted in accordance with an example embodiment. 

Figure 13 is a method to determine system resources and to take an action when a 

threshold is met in accordance with an example embodiment. 

Figure 14 is a method to provide an alert and to take an action based on whether the 

15 alert is acknowledged in accordance with an example embodiment. 

Figure 15 is a method to provide binaural sound to a person and to take an action 

when a threshold time passes in accordance with an example embodiment. 

20 Figure 16 is a method to provide binaural sound to a person and to take an action 

when an event occurs in accordance with an example embodiment. 

Figure 17 is a computer system in accordance with an example embodiment. 

25 Figure 18 is a portion of a computer system that includes a sound localization system 

(SLS) in accordance with an example embodiment. 

Figure 19 shows flow of a codec selection between a first codec selector and a 

second codec selector that communicate with each other over one or more networks 

30 in accordance with an example embodiment. 

Figure 20 is a computer system in accordance with an example embodiment. 
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SUMMARY OF THE INVENTION 

5 One example embodiment is a method that provides binaural sound to a person 

through electronic earphones. The binaural sound localizes to a sound localization 

point (SLP) in empty space that is away from but proximate to the person. When an 

event occurs, the binaural sound switches or changes to stereo sound, to mono 

sound, or to altered binaural sound. 

Other example embodiments are discussed herein. 

4 
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DETAILED DESCRIPTION 

Example embodiments include systems, apparatus, and methods that change 

binaural sound in response to an event. When the event occurs, binaural sound 

5 changes, such as switching to stereo sound, switching mono sound, switching to 

altered binaural sound, removing or changing a sound localization point (SLP), 

moving a SLP (such as moving the SLP from being externally localized to being 

internally localized), or taking another action in accordance with an example 

embodiment. 

By way of introduction, sound localization (i.e., the act of relating attributes of the 

sound being heard by the listener to the location of an auditory event) provides the 

listener with a three-dimensional (3D) soundscape or 3D sound environment where 

sounds can be localized to points around the listener. Binaural sound and some 

15 forms of stereo sound provide a listener with the ability to localize sound, though 

binaural sound generally provides a listener with a superior ability to localize sounds 

in the 3D environment. 

Sound localization offers people a wealth of new technological avenues to not only 

20 communicate with each other but also to communicate with electronic devices, 

software programs, and processes. This technology has endless applications in 

augmented reality (AR), virtual reality (VR), audio augmented reality (AAR), 

telecommunications and communications, entertainment, tools and services for 

security, disabled persons, recording industry, education, natural language interfaces, 

25 and a host of other applications. 

30 

As this technology develops, challenges will arise with regard to how sound 

localization integrates into the modern era. Example embodiments offer solutions to 

some of these challenges and others regarding sound localization. 

Binaural sound can be manufactured or recorded. When binaural sound is recorded, 

two microphones are placed as if they were in human ears (e.g., microphones placed 
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on a dummy head) or actually positioned in, on, or near human ears. When this 

binaural recording is played back (e.g., through headphones or earphones), with 

intact the aspects known as human audial cues that provide a listener with an audio 

representation of the 3D space where the recording was made, the sound is 

5 extremely realistic. In fact, a listener can localize sources of individual sounds with a 

high degree of accuracy. 

Binaural sound offers good sound localization since binaural recordings or binaural 

manufactured sound account for small differences to sound that arrives at one ear 

10 compared to sound that arrives at the other ear. These differences arise from factors 

that include the spacing between your ears, the shape of your head and torso, and 

the shape of your ears. 

Binaural sound typically accounts for two types of localization cues: temporal cues 

15 and spectral cues. Temporary cues arise from an interaural time difference (ITD) due 

to spacing between the ears. Spectral cues arise from an interaural level difference 

(ILD) due to shadowing of sound around the head. Spatial cues are ITDs and ILDs or 

head-re lated-transfer-functions (H RTF s). 

20 When binaural sound is played through traditional stereo speakers, the sound that 

the listener hears lacks spatial cues for sound localization when compared to binaural 

sound that the listener hears through headphones. Sound from stereo speakers can 

provide sound localization for binaural sound if the speakers provide a sweet spot 

through cross-talk cancellation. 

25 

One problem with binaural sound is that sounds can be internalized sounds or 

sounds having inside-the-head locatedness (IHL). IHL occurs when a sound appears 

to originate or emanate from inside the head of the person. One instance where IHL 

occurs is when a perceived distance to an origin of the sound is less than a radius of 

30 the head. IHL is undesired when the intent is to have the listener localize the sound to 

a point or location that is external to the head or to an externalized location. In other 

instances, IHL is desired (such as when a SLP is intentionally changed from being 
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externally localized to being internally localized). 

In some instances, a listener can externalize and localize a virtual source of binaural 

sound to a point as being indistinguishable from a real-world sound source at the 

5 virtual point. This can occur, for example, when the HRTFs are individualized or 

known for the listener (as opposed to being approximated or estimated; though such 

HRTFs can also be quite effective). 

As explained in WIKIPED IA, the term "binaural sound" and "stereo sound" are 

10 frequently confused as synonyms. Conventional stereo recordings do not factor in 

natural ear spacing or "head shadow" of the head and ears since these things 

happen naturally as a person listens and generates his or her own ITDs (interaural 

time differences) and ILDs (interaural level differences). Because loudspeaker­

crosstalk of conventional stereo interferes with binaural reproduction, playback 

15 systems often use headphones or loud speakers that implement crosstalk 

cancellation. As a general rule, binaural sound accommodates for or is derived from 

one or more ITDs, ILDs, HRTFs, natural ear spacing, and head shadow. Binaural 

sound can also be explained as causing or intending to cause one or more sound 

sources produced through headphones or earphones as originating apart from but 

20 proximate to the listener. 

Binaural sound spatialization can be reproduced to a listener using headphones or 

speakers, such as with dipole stereo (e.g., multiple speakers that execute crosstalk 

cancellation). Generally, binaural playback on earphones or a specially designed 

25 stereo system provides the listener with a sound that spatially exceeds normally 

recorded stereo sound since the binaural sound more accurately reproduces the 

natural sound a user hears if at the location of the sound. Binaural recordings can 

convincingly reproduce location of sound behind, ahead, above, or wherever else the 

sound actually came from during recording. 

30 

In an example embodiment, switching from binaural sound or altering binaural sound 

and/or a SLP occurs so that the user is unable to perceive externalization of one or 
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more SLPs or audio cues. This prevents, inhibits, reduces, or encumbers the user 

from externally localizing sound or a portion thereof. 

Example embodiments include a variety of different methods and apparatus to switch 

5 or change binaural sound and/or a SLP. By way of example, binaural sound changes 

to stereo sound or mono sound. As another example, one or more externalizations 

are canceled, disabled, moved, or changed. As another example, sound to one or 

more channels is canceled or paused (such as removing sound provided to a left ear 

or to a right ear). Other examples of changing binaural sound are discussed herein. 

Consider an example embodiment that changes the sound output that a user 

receives to his ears from binaural sound to another form that is completely intelligible, 

but does not cause him to experience externalization of a sound. For example, 

adjustments are made to all {or less than all) signals in a multichannel audio stream 

15 or to individual sources or SLPs within the audio. For instance, a sound localization 

system (SLS) delivers binaural sound to a listener via a binaural sound stream that 

includes four musical instruments playing in unison at four different respective SLPs. 

The SLS can switch the entire audio stream to mono or stereo sound. Alternatively, 

the SLS can switch to delivering a modified binaural sound stream in which a listener 

20 continues to perceive the four instruments in unison, but only three of the instruments 

localize at their respective SLPs. A sound of the fourth instrument is presented 

equally in both ears, intelligibly, but not at a SLP but as being non-localized 

internalized sound. Thus, switching or changing binaural sound includes modifying 

the binaural sound or a SLP of the binaural sound. 

25 

Another method to switch or change binaural sound is to deliver one channel of 

sound, monophonic sound, either to both ears or to one ear. Monophonic sound can 

be derived from binaural sound in many ways suct1 as at the output side, delivering 

one binaural channel to one or to both ears, and not delivering the other binaural 

30 channel. For example, binaural sound switches to mono sound by triggering an 

analog relay or digital S\vitch that disconnects tt1e left (or tt1e right) channel output 

circuit. Alternatively, the switch occurs by instructing the listener to displace one of his 
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headphone speakers from his ear. Another •.vay to convert the binaural sound to 

mono sound is to combine the left signal with the right signal additively and then 

reduce (e.g., by half) the amplitude of the sum of tt1e signals before or upon 

delivering the sound to the listener. In these situations, the binaural format source 

5 audio can remain unchanged for storage or binaural delivery to another listener. 

Furthermore, one of the binaural channels can be disconnected from the input side. 

For example, this disconnect occurs when an analog relay or digital svvitch 

disconnects the left (or the right) channel microphone (mic) input circuit. 

10 The methods discussed herein to switch or change sound also apply analogously as 

methods for delivering stereo sounds to a listener as monophonic sounds. 

Another way to deliver binaural sound to a listener while preventing the listener from 

experiencing sound localization is to deliver the sound via speakers located in such a 

15 configuration that the listener cannot listen at any point where there is no channel 

crosstalk (i.e. preventing a sweet spot or preventing him from locating himself at a 

sweet spot). 

Another way to change binaural sound into mono sound, stereo sound, or non-

20 binaural (ie., sound that is not binaural sound or not fully binaural sound) is to 

prevent the listener from experiencing external localization or externalization. For 

example, the system processes two binaural channels through an appropriate lossy 

codec, such as one used for sound transmission including multiple Voice over 

Internet Protocol (VoIP) codecs. This process removes or corrupts the human audio 

25 cues in the binaural sound. For instance, a full-duplex or half-duplex codec passes 

voice information but strips, removes, or filters background noise/sound and the 

audio cues in the signals to give sufficient audio information about any of room size 

and shape, a listener's proximity to objects in the room, the location of any non-voice 

audio sources, and the location of any voice audio sources. For example, a digital 

30 signal processor (DSP) passes the intelligible sound of voices in a voice exchange 

but filters their human audio cues and/or other sounds. 
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Another way svvitct1 a binaural sound into a stereophonic sound is to partially blend 

aspects of each of the two signals into each other. Alternatively, the system 

introduces crossfeed with parameters that destroy, nullify, or degrade audio cues 

necessary for external localization. At the same time, this crossfeed allows each 

5 channel to maintain some uniqueness so the listener still perceives an internalized 

soundstage, which the listener may find more pleasant than monophonic sound. By 

way of example, crossfeed is introduced by an analog circuit or by a DSP and 

activated by a hardv;are switch or a DSP. 

10 An example embodiment uses a DSP or ott1er processor to filter tt1e binaural sound 

and degrade, alter, or eliminate sufficient audio cues to prevent a listener from 

experiencing external localization from a binaural audio source. For example, after 

DSP processing, the user perceives the sound with less, little, or no external 

localization. For example, a DSP process removes or re-normalizes interaural time 

15 differences (ITDs) in source impulses to cause imprecise or zero azimuth angle 

perception. 

Another way of changing a sound from being perceived as binaurally captured audio 

or binaurally manufactured audio to being perceived as non-binaural audio is to 

20 render the original source with different spatial parameters or to re-render a sound 

source with different spatial parameters in order to adjust, degrade, or eliminate 

certain human audio cues. For example, a SLS renders a source sound using an 

HRTF to adjust SLPs, renders the sound source to specific alterations per an ITD 

and/or interaural level difference (ILD), or discontinues rendering or using the HRTF 

25 or ITDilLD calculations while continuing to render other aspects of the audio without 

pause. As anott1er example, a SLS continues rendering, without pause, and sets the 

spatial coordinates of any or all SLPs to points within a radius of a head of a listener 

or to points within a cone of confusion of a listener, in his medial plane, or directly 

above his head. As another example, the parameters of a rendering process can be 

30 set to "zero out" one or more dimension's coordinates input to the rendering algorithm 

in order to "flatten" the output by one or more dimensions. 
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Consider an example in which headphones deliver binaural sound to a listener. An 

event occurs and sound delivered to the headphones switches from being provided to 

the listener in binaural sound to being provided to the listener in stereo sound or in 

mono sound. As another example, when the event occurs, sound to one of the 

5 speakers in the headphone (such as sound originating from either the left speaker or 

the right speaker) is switched off or switched to stereo. For instance, the left speaker 

is switched off or muted, and the right speaker continues to provide sound to the 

listener. Alternatively, the right speaker is switched off or muted, and the left speaker 

continues to provide sound to the listener. 

15 

Figure 1 is a computer system 100 with example scenarios (110, 112, 114, and 116) 

of changing binaural sound in accordance with an example embodiment. 

Communication occurs over one or more networks 120 and one or more servers 122 

with a sound localization system 124. 

In scenario 110, a user 120 wears electronic earphones 122 while simultaneously 

localizing a voice of an intelligent personal assistant (IPA) to a first sound localization 

point 124 and a voice of a friend to a second sound localization point 126. As shown 

in box 128A, the user 120 localizes the voice of the IPA to his left and localizes the 

20 voice of his friend in front of himself and above his laptop computer that is situated on 

his desk. An image of the friend appears on a display of the laptop while the SLP 126 

appears above the laptop. As shown in the transition from box 128A to box 128B, the 

user 120 stops externally localizing a voice of his friend, and the sound localization 

point 126 disappears. When the call ends, the system changes the sound localization 

25 point 124 of the IPA and automatically moves it to be in front of the user 120. A voice 

of the friend switches to mono or stereo or gets localized internally to the user 120. 

In scenario 110, the user 120 externally localizes sounds to emanate from objects on 

the desk, such as designating cup 127 as a SLP and designating stapler 129 as 

30 another SLP. 

In scenario 112, a user 130 drives a car 132 while talking to another user 134 who 
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wears headphones with microphones and sits at a table 136. As shown in box 140A, 

user 130 localizes a voice of user 134 to a sound localization point 142 (indicated 

with an asterisk-like symbol) that is located in an empty passenger seat in the front of 

the car 132. As shown in box 140B, user 134 localizes a voice of user 130 to a sound 

5 localization point 144 (indicated with an asterisk-like symbol) on top of an empty 

chair. As shown in the transition from box 140B to box 140C, when a third person 146 

enters and sits at the chair next to user 134, the system removes the sound 

localization point 144 since the third person 146 physically occupies the space where 

the sound localization point 144 existed. The third person 146 collides, interferes, or 

10 overlaps with the SLP 144. The system considers moving the SLP to be in front of the 

user 144 but this space is occupied (e.g., by a bartender). The system also considers 

moving the SLP to be on a right side of user 134, but this space is not congruent with 

a position of the SLP 142 in relation to user 130 (i.e., SLP 142 is on a right side of 

user 130, and positioning the SLP 144 on the right side of user 134 is not congruent 

15 with that location). As such, the system decides to switch the call to stereo. The user 

134 continues to talk to user 130, but a voice of user 130 now switches to stereo and 

is provided to the user 134 through his earphones. As shown in box 140D, the user 

130 continues to externally localize the voice of user 134 at the sound localization 

point 142 in the empty front passenger seat of the car 132. 

20 

In scenario 114, a user 150 wears an optical head mounted display (OHMD) 152 that 

simultaneously provides a plurality of sound localization points 154, 155, 156, and 

157 during a conference call with four individuals (each individual being represented 

with a visual image and accompanying SLP). As such, the sound localization points 

25 154 - 157 coincide with visual displays or images of people with whom the user 150 

talks. As shown in the transition from box 160A to box 160B, sound localization point 

154 (appearing as a visual image of person) walks through a door and out of view of 

the user 150. When this occurs, the SLS providing sound to the OHMD 152 switches 

the voice of the corresponding person to mono, and the system providing video to the 

30 OHMD 152 removes the accompanying visual image of the person from being 

displayed to the user 150. 
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In scenario 116, a user 160 wears electronic glasses 162 and talks to another user 

164 who sits in a chair in his family room and wears a headphone with mies. As 

shown in box 170A, a voice of user 164 localizes to an area of a sound localization 

point 172 that appears as an image of a head of user 164. As shown in box 170B, 

5 voice of user 160 localizes to a sound localization point 17 4 (indicated with an 

asterisk-like symbol) that appears on an empty chair next to or with a handheld 

portable electronic device (HPED) 176. Sound from a smart appliance 180 (shown as 

a television) localizes to a sound localization point 182 (indicated with an asterisk-like 

symbol) that is between the user 164 and the smart appliance 180. As shown in the 

10 transition from box 170A to box 170C, when the user 160 turns his head toward wall 

186, the sound localization point 172 and accompanying visualization of this point 

disappear. A voice of the user 164 switches to stereo or mono for the user 160 and 

plays through his electronic earphones. As shown in the transition from box 170B to 

box 170D, user 164 turns off external localization of the smart appliance 180, and 

15 sound from the smart appliance switches to stereo or mono (such as being provided 

through the speakers in the family room or through headphones that user 164 wears). 

Figure 2 is a method to change between providing sound at a sound localization point 

in binaural sound to a person to providing the sound in stereo sound, mono sound, or 

20 altered binaural sound to the person. 

25 

Block 200 states provide sound at a sound localization point (SLP) in binaural sound 

to a person such that the person localizes the sound at the SLP in empty and/or 

occupied space that is away from but proximate to the person. 

In an example embodiment, speakers provide binaural sound to the person such that 

the sound localizes in empty and/or occupied space that are proximate to but away 

from the person. For example, these speakers are located in electronic earphones 

that the person wears, on electronic glasses that the person wears, and/or in a room 

30 in which the user is located. For instance, a sound system with external speakers 

provides one or more sweet spots or SLPs where a user can physically stand, sit, or 

lie and receive binaural sound without noise or cross-talk such that the user 
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perceives one or more sound sources as being away from but proximate to the user. 

As another example, a listener perceives SLPs while listening to music or a voice and 

wearing electronic headphones or earphones. 

5 The binaural sound can include one or more SLPs for the sound, and these SLPs can 

localize to different points or areas with respect to the person. These areas or points 

can be internal and/or external SLPs. For example, a first sound or voice externally 

localizes to a first SLP; a second sound or voice internally localizes to a second SLP; 

a third sound or voice externally localizes to a third SLP; etc. 

Each SLP can be separate and distinct points, areas, or locations in empty space or 

occupied space (including internal space inside the head of the listener). For 

example, the first sound or voice localizes to a first SLP that is a point in empty space 

proximate to but away from the person; the second sound or voice localizes to a 

15 second SLP that is an object (i.e., a physical thing that occupies a space) proximate 

to but away from the person; and the third sound or voice localizes inside the head of 

the person. The first, second, and third SLPs are located at different places with 

respect to the person. For instance, the first SLP is five feet from the ground and two 

feet in front of a face of the person, and the second SLP is at a teddy bear sitting on 

20 the floor next to the feet of the person. 

SLPs can take a form of points, lines, areas, or volumes of any shape. They can be 

fixed, or they can move about in a reference frame of a listener. For example, a SLP 

can be motionless, or it can dynamically change its orientation, location, and/or 

25 shape. For instance, a SLP positioned on a table and in a shape of a parabolic dish 

facing a listener can be animated to rotate in place to face away from the listener. 

This SLP can dynamically morph into the shape of a 2D panel and/or can be 

animated to move from the table to a nearby window while changing shape to a point. 

SLPs can be static or unchanging or dynamic in size, shape, location, orientation, 

30 acoustic properties, and other aspects (e.g., changing continuously, continually, 

periodically, instantly, or systematically over time or during an event). For instance, a 

static SLP can change to being dynamic or change from being dynamic to being 
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5 

static. For example, a barking sound heretofore rendered as a static SLP with a 

shape and acoustic properties of a wooden loudspeaker box initially sits in the comer 

of a room, then approaches a listener, and transforms its shape and acoustic 

properties into those of a 50 kilogram furry barking dog. 

Block 210 states determine to change from providing the sound at the SLP in binaural 

sound to the person to providing the sound in stereo sound, mono sound, or altered 

binaural sound to the person. 

10 Consider an example in which the person listening to binaural or stereo sounds 

determines to switch the sound from binaural to stereo or from stereo to binaural. As 

another example, an intelligent personal assistant (IPA) or an intelligent user agent 

(IUA) determines to change a user's perceived sound from binaural to stereo or to 

mono. As another example, a software application executing on an electronic device 

15 (such as a laptop or handheld portable electronic device (HPED) of the person and a 

server in communication with the laptop or HPED) determines to change a user's 

perceived sound from binaural to mono or mono to binaural. As another example, a 

SLS or IPA determines to change binaural sound and alter or move one or more of its 

audio cues or SLPs. 

20 

A determination to change from providing the sound in binaural sound to providing 

the sound in altered binaural or in stereo or mono sounds ( or from providing the 

sound in stereo or mono sounds to providing the sound in binaural sound) can be 

based on or in response to one or more events, such as data from an event ( such as 

25 a sensed event) or data from a condition (such as a network condition). For example, 

an event can trigger or cause the switch to occur. For instance, the switch occurs or 

executes when the event is sensed, is processed, is received, is transmitted, is 

obtained, is executed, occurs, stops or ends, begins or commences, is perceived, is 

heard, etc. 

30 

Example embodiments can switch in response to or based on a wide variety of 

different types of events. Such events can be programmed, specified, or 
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predetermined by one or more of an electronic device, a user, a person, a process, a 

computer, a computer system, software, hardware, an intelligent personal assistant, 

and a user agent (including machine learning agents and intelligent user agents). 

Further, rules associated with these events or a list or number of events can be static 

5 (such as to switch based on the occurrence of event 1, event 2, or event 3) or 

dynamic (such as to switch today based on the occurrence of event 1 or event 2, but 

switch tomorrow based on the occurrence of event 3 and event 4 simultaneously 

occurring). 

10 Example embodiments are not limited to a specific type of an event or a specific time 

or duration of an event. As noted, such events can be dynamic or static and selected 

by one or more of a user, a person, apparatus or machine, method, etc. Examples of 

events and things that can trigger events include, but are not limited to, one or more 

of a time of day, a calendar day (such as a specific day of the week or day in a 

15 month), a location (such as a location of an electronic device or of a person listening 

to the sound), actions of a third person (such as a person walking into a room), a 

command or request from a person (such as a person interacting with a user 

interface to switch the sound), a command or request from a machine (such as a 

process, software program, intelligent user agent, or intelligent personal assistant 

20 commanding, requesting, initiating, or executing the switch), processing power (such 

as available processing power of an electronic device during a voice exchange or 

sound localization), bandwidth (such as available transmission and receiving wireless 

bandwidth of an electronic device during a voice exchange or sound localization), 

memory (such as available memory of an electronic device during a voice exchange 

25 or sound localization), position or movement or orientation of a person or head of the 

person (such as direction the person walks or head orientation of the person), 

distance from the person to an object (such as distance from the person to a wall or 

an obstruction), available space (such as how much physical 3D space is available to 

receive and/or localize a sound or voice), safety (such as not localizing sound when 

30 the person is driving a vehicle), proximity to or being at a restricted area (such as 

state, local, or United States Federal regulations prohibiting externally localizing 

sound while in a certain building or on an airplane), time (such as to switch the sound 
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5 

after a predetermined or given amount of time), a person's identity in a 

communication (such as to switch a call from binaural sound to stereo when a certain 

person calls using voice-over internet protocol, VoIP), and other examples provided 

herein. 

Block 220 states change the sound from binaural sound to stereo sound, mono 

sound, or altered binaural sound. 

The sound changes from being provided in binaural sound to being provided in stereo 

10 sound, mono sound, or altered binaural sound. Alternatively, the sound changes from 

being provided in stereo sound or mono sound to being provided in binaural sound. 

Sound can switch back and forth from being provided in binaural, stereo, and mono 

sounds (including switching between different variations of binaural sound, such as 

binaural sounds having different SLPs, different volumes at SLPs, etc.). 

15 

The sound can be changed using hardware and/or software. Further, the electronic 

device or system that performs the switching can vary depending, for example, on the 

application or configuration of the computer system and/or electronic devices in the 

computer system. For instance, switching is performed or executed by one or more of 

20 an electronic earphone, speakers, a SLS, an HPED, a computer, a server, and an 

electronic device. 

Consider an example in which an electronic device provides binaural sound to a 

listener such that the sound externally localizes to a SLP that is away from but 

25 proximate to the person. The electronic device switches or changes the binaural 

sound to localize to a SLP that is internal to the person (i.e., inside the head of the 

person). 

Block 230 states provide the sound in stereo sound, mono sound, or altered binaural 

30 sound to the person. 

Once the sound is changed from binaural sound to stereo sound, mono sound, or 
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altered binaural sound, then the sound is provided to the person in the stereo sound, 

mono sound, or altered binaural sound. Alternatively, once the sound is changed 

from stereo sound or mono sound to binaural sound, then the sound is provided to 

the person in binaural sound. Further, switching can happen in real-time without 

5 interruption to the sound ( such as without interrupting a voice exchange with an 

intelligent personal assistant or an electronic call between two or more people). 

Consider an example in which a person wears earphones that wirelessly connect to 

an HPED. The person listens to a voice recording that externally localizes in binaural 

10 sound to a SLP that is three feet in front of his face. This SLP remains fixed at this 

distance from the person even as the person moves around. While listening to this 

recording, the person enters an elevator full of people. If the sound continued to 

localize at the SLP, then the voice appears to originate from another person in the 

elevator or from a wall in the elevator, and this confuses or frustrates the listening 

15 person. In response to this event of entering the elevator, the HPED automatically 

switches the sound of the recording so that the earphones present the sound of the 

voice recording in stereo sound when the listener enters the elevator. When the 

listener exits the elevator, the sound switches back to being presented in binaural 

sound such that the sound localizes to the SLP that is three feet in front of the face of 

20 the listener. 

Consider an example in which a person is playing a game in a 3D rendered 

environment in which certain sounds are being localized to multiple SLPs through 

electronic headphones that the person wears. During this time, the headphones 

25 come off from the person, and the system senses that the headphones are removed 

and/or disconnected and automatically switches the sound to mono sound that 

emanates from his desktop computer speakers. 

Consider an example in which a user listens to an audio drama that was recorded in 

30 binaural sound but is played in mono sound through car speakers while the user 

drives the car. Upon arriving at a destination, the person wants to continue listening 

to the audio drama, steps out of the car, and places headphones on his head. The 
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5 

system continues streaming the audio drama to the person uninterrupted by sending 

the stream to the headphones rather than to the car. At this time, the system knows 

the audio drama is a binaural signal and switches the audio drama to binaural sound 

as it transmits to and plays through the headphones of the person. 

Consider an example in which a binaural streaming Internet channel convolves a 

mono source of sound to binaural sound before streaming the sound to a listener that 

hears the binaural sound through headphones that communicate with a tablet 

computer. An application executing on the tablet computer receives the streams and 

10 provides them to the tablet computer for output to the headphones. The listener 

disconnects his headphones from the tablet computer that has a single speaker. In 

response to this disconnection, the application continues to send the audio stream to 

the speaker of the tablet computer but also sends a protocol message to the 

streaming Internet channel requesting a switch to a mono-codec. In response to this 

15 protocol message, the streaming Internet channel accepts the request for the codec 

change and sends the mono source to the tablet computer without an interruption in 

the continuity of playback of the audio sound. 

Consider another example in which Alice talks to Bob with mono sound during a VoIP 

20 call. The system determines that sufficient network bandwidth exists to upgrade the 

call to binaural sound and automatically switches the mono sound to binaural sound. 

A SLP in empty space can include images or video (e.g., images that are part of an 

augmented or virtual reality). Consider an example in which Alice wears electronic 

25 glasses with a see-thru display, OHMD, or a head-mounted display. During a call with 

Bob, the system localizes a voice of Bob to a SLP in empty space that is proximate to 

but away from Alice. The electronic glasses or head-mounted display provides or 

displays an image of Bob that coincides with the SLP in empty space. The image 

appears to exist in space at the location in empty space with the SLP that is 

30 proximate to but away from Alice. Thus, the SLP of Bob's voice and the image of Bob 

exist in empty space at the same location that is proximate to but away from Alice. To 

Alice, the voice of Bob appears to emanate from the image of Bob. 
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Consider an example in which Alice watches a movie at home or in a theater and 

wears 3D glasses and electronic earphones that are in communication with her 

HPED (such as wired or wirelessly coupled to the HPED). Sounds from the movie are 

5 received by her HPED and localize to Alice at SLPs that are in empty space between 

her and the movie screen. These SLPs coincide with images from the movie as seen 

through her 3D glasses. Even though the SLPs are actually in empty space (i.e., 

occur between her and the movie screen where no physical, real objects exist), 

images from the movie appear to exist at the SLPs in empty space since the movie is 

10 in 3D and such images appear to project out of the movie screen. 

A SLP point in empty space can also be void of images or video. Consider an 

example in which Alice wears electronic earphones that communicate with her HPED 

that is located in her purse. She receives a VoIP call from Bob. A sound of Bob's 

15 voice externally localizes to a SLP that is in front of Alice at a point or area in empty 

space that is void of any physical objects. Since Alice is not wearing any electronic 

glasses and cannot see a display, Bob's voice localizes to the SLP without an 

accompanying image. 

20 Figure 3 is a method to change between providing sound at a sound localization point 

in binaural sound to a person to providing the sound in stereo sound, mono sound, or 

altered binaural sound to the person. 

Block 300 states commence an electronic communication between a person and 

25 another person or a computer program. 

The electronic communication can exist between two or more people (i.e., humans) 

or between a person and a computer program (such as an intelligent user agent or an 

intelligent personal assistant). Alternatively, this communication can include multiple 

30 people and multiple computer programs (such as a user talking to several people on 

a Voice over Internet Protocol (VoIP) call while also simultaneously talking with an 

intelligent personal assistant over a different protocol. 
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Block 310 states provide, during the electronic communication, the person with 

binaural sound of a voice of the other person or the computer program such that a 

sound localization point (SLP) of the voice of appears to the person to be in empty 

5 space that is away from but proximate to the person. 

The voice of the other person or the computer program externally localizes to a point 

or to an area (i.e., the SLP) that is proximate to the person. A sound of this voice 

appears to the person to originate from the SLP. Thus, from the point of view of the 

10 person, the sound of the voice originates at a distinct or specific point or location, 

which is the SLP for the voice. 

The SLP can exist in empty or unoccupied space, such as appearing in front of the 

person, next to the person, above the person, below the person, etc. This empty 

15 space can include virtual images or images per an augmented reality, such as 2D or 

3D images that appear through electronic glasses. Alternatively, the SLP can exist in 

non-empty or occupied space, such as appearing to emanate from a physical object 

or tangible thing. For example, sound localizes to a moving remote control car or a 

teddy bear sitting on a chair. Further yet, the SLP can be internally localized, such as 

20 appearing to originate at a location inside the head of the listener. 

Block 320 states determine an event during the electronic communication between 

the person and the other person or the computer program. 

25 By way of example, an electronic device or a person can determine the event, such 

as a sensor sensing movement, a person issuing a verbal command through a 

natural language user interface, or other events discussed herein. 

Block 330 states change, in response to the event and during the electronic 

30 communication, the voice of the other person or the computer program from being 

provided as the binaural sound appearing at the SLP in empty space to being 

provided as stereo sound, mono sound, or altered binaural sound. 
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The event triggers or initiates a switch from binaural sound to stereo sound, from 

stereo sound to binaural sound, from binaural sound to mono sound, from mono 

sound to binaural sound, or from binaural sound to altered binaural sound. For 

5 example, a person receives binaural sound with a first codec, and a switch occurs 

such that the person receives binaural sound with a second codec. As another 

example, a person receives binaural sound rendered with a first set of HRTFs, and a 

switch occurs such that the person receives a second binaural sound rendered from 

a second set of HRTFs. As another example, a person receives binaural sound with a 

10 first set of SLPs, and a switch occurs such that the person receives binaural sound 

with a second set of SLPs. As yet another example, a person receives binaural sound 

with a first set of background sound, and a switch occurs such that the person 

receives binaural sound with a second set of background sound. A person can 

receive binaural sound corresponding to one virtual or real or augmented space, and 

15 a switch occurs such that the person receives binaural sound from a second virtual or 

real or augmented space. As yet another example, after an event is detected, a 

change to the original binaural sound occurs while still providing the listener with 

altered or changed binaural sound (such as changing one or more SLPs, ITDs, ILDs, 

HRTFs, etc. in the original binaural sound while still maintaining binaural sound). 

20 

Block 340 states provide, during the electronic communication, the person with the 

stereo sound, the mono sound, or the altered binaural sound of the voice of the other 

person or the computer program. 

25 Consider an example in which Alice and Bob wear earphones with mies and talk to 

each other using a telephony application while they physically reside in different 

countries. Alice has prepaid for a twenty-minute binaural call. A voice of Bob localizes 

three feet in front of Alice, and a voice of Alice localizes three feet in from of Bob. 

After expiration of the twenty minutes, the sound of the call for Alice switches from 

30 binaural sound to stereo sound and continues uninterrupted. Alice notices the switch 

and is encouraged to subscribe to a monthly flat-fee for unlimited binaural calls. Later 

during the call, Alice removes her earphones from her head. An electronic device with 
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Alice detects removal of the earphones and switches audio output for both Alice and 

Bob to mono. Bob's voice now emanates as mono from a speaker on Alice's HPED. 

Consider further the example above of the telephony application call with Alice and 

5 Bob. During the call, Bob walks around his house while the voice of Alice localizes to 

a SLP three feet in front of his face. Bob walks toward a wall, and a switch to stereo 

or mono sound occurs when Bob's face is three feet or less from the wall. If this 

switch did not occur, then the voice of Alice appears to originate from inside or behind 

the wall from the point of view of Bob. Alternatively, this event triggers the sound 

10 localization system (SLS) to dampen the higher frequencies of Alice's voice so the 

sound of her voice appears to emanate from inside the wall. When Bob moves his 

face farther than three feet from the wall, a switch-back occurs and the normal voice 

of Alice once again localizes to being three feet in front of Bob's face. 

15 Consider further the example above of the telephony application call with Alice and 

Bob. During the call, Alice receives another call from her friend Charlie, and she adds 

Charlie to this call, which is now a three-way call. Alice, however, has not subscribed 

to the telephony application's special feature that allows multiple binaural sound 

localizations, so her system is unable to simultaneously localize a voice of Charlie 

20 and a voice of Bob. She can continue with the call in which Charlie is provided as 

stereo or mono sound and Bob is provided as binaural sound, but her preference is 

not to have calls in this manner because she likes consistent sound localization. So, 

her system automatically switches the voice of Bob to mono sound on the left 

channel and includes the voice of Charlie in mono on the right channel. Alice 

25 continues the three-way call and hears the voices of Bob and Charlie as mono sound 

sources through her stereo earphones. Bob continues to hear the voices of both Alice 

and Charlie as binaural sounds that localize to areas near him since he has 

subscribed to the multiple binaural sound localizations feature. 

30 Consider further the example above of the telephony application call with Alice and 

Bob in which binaural sound is altered. During the call, Alice hears the voice of Bob 

as binaural sound with the sound of waves crashing on a beach as a background. 
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Alice decides that she does not want this background and switches to a speech-only 

binaural sound option. In this option, the voice of Bob continues to localize as 

binaural sound to Alice but the beach audio background is removed. 

5 Consider further the example above of the telephony application call with Alice and 

Bob. During the call, Bob becomes uncomfortable hearing the voice of Alice localized 

near him. He voices a command to switch to stereo sound, and the voice of Alice 

immediately switches to being provided as stereo sound through Bob's earphones. 

10 Figures 4 -16 provide examples of events for changing sound from binaural sound to 

stereo sound, mono sound, or altered binaural sound. These examples can also be 

applicable for performing other types of switches or other types of action (such as 

switching sound from stereo or mono sound to binaural sound and performing other 

actions discussed herein). 

15 

Figure 4 is a method to monitor a sound localization point (SLP) and to take an action 

when an object is within the SLP. 

Block 400 states monitor a sound localization point (SLP) in empty space that is away 

20 from but proximate to a person. 

Block 410 makes a determination as to whether an object enters within an area of the 

SLP. 

25 If the answer to the determination is "yes" then flow proceeds to block 420 that states 

take action. 

30 

If the answer to the determination is "no" then flow proceeds to block 430 that states 

maintain SLP at present location. 

In Figures 4 - 16, example actions include, but are not limited to, one or more of 

switch the sound from binaural sound to stereo sound, switch the sound from binaural 
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sound to mono sound, switch the sound from stereo sound to binaural sound, switch 

the sound from mono sound to binaural sound, maintain binaural sound but alter the 

binaural sound, stop binaural sound, discontinue playing sound, mute the sound, 

lower a volume of the sound, raise a volume of the sound, "cancel-out" or quiet a 

5 sound or part of a sound by processing it with Active Noise Control (ANC), provide a 

sound or audio alert, provide a visual alert, move one or more SLPs, adjust or alter a 

SLP, cancel a SLP, replace a SLP with a different SLP, replace a binaural 

environment with a different binaural environment, switch one or more codecs, cancel 

a command, execute a command or instruction, alter a HRTF of a person, change or 

10 alter an ITD or an ILD, end a computer program or process, start a computer program 

or process, provide a notification to a computer program or a person, and other 

actions discussed herein. 

As discussed herein, an object is not limited to physical or tangible objects, but also 

15 includes intangible objects, such as sounds or images. For example, an event occurs 

when an electronic device detects a presence of a sound or an image. 

Consider an example in which Alice localizes binaural sound of Bob's voice to a SLP 

that is away from but proximate to Alice, such as localizing Bob's voice to a point 

20 within three feet of a face of Alice. Charlie walks up to Alice and interferes with the 

SLP by entering within a predetermined area or zone of Alice. When Charlie enters 

this zone, an event occurs (i.e., Charlie's presence interferes with the SLP). For 

example, when Charlie comes within three feet of Alice, the voice of Bob that Alice 

hears switches from binaural sound to stereo or mono sound. As another example, 

25 when Charlie moves within or proximate to a zone or area of the SLP (i.e., location of 

Bob's voice), the voice of Bob that Alice hears switches from binaural sound localized 

three feet from Alice to binaural sound localized one foot from Alice. 

Consider an example in which Alice talks to an intelligent personal assistant named 

30 Max. A voice of Max localizes several feet from Alice's face and remains at this 

location with respect to Alice's face even as she walks around. While talking to Max, 

Alice moves herself to be in front of a mirror. If the SLP of Max did not move, then the 
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voice of Max appears to originate from the mirror or from the wall behind the mirror or 

from the visage of Alice in the mirror, and such localization confuses or disquiets 

Alice. The system automatically moves the SLP of Max in response to Alice moving 

in front of the mirror and repositions the SLP to one side of Alice such that the SLP 

5 now appears in empty or unoccupied space proximate to but away from a side of 

Alice. 

An action can be taken when a non-physical object enters within an area of a SLP. 

Consider an example in which Alice listens to binaural sound with multiple different 

10 SLPs simultaneously providing sound from different perceived locations. A stranger 

walks near Alice and speaks. Microphones with Alice detect the speech, and a 

speech recognizer analyzes the voice of the stranger but does not recognize it. No 

action is taken as Alice continues to hear sound from and to communicate with the 

SLPs. Later, Bob (a friend of Alice) walks near her and says "Hello." The voice 

15 recognizer recognizes Bob's voice, and the system automatically mutes the SLPs 

since Bob is on a list as one of Alice's friends. 

Consider an example in which Alice's dog wears a collar that communicates its 

position to Alice's home area network (HAM). While Alice is parking her car at the 

20 house and listening to stereo music through the car's stereo speakers, the dog runs 

near the car and is in danger of being hit. The car senses the location of the dog and 

generates a binaural sound. The system switches the stereo music to mono and 

lowers the volume of the music. The binaural sound alert is played on top of the 

music and alerts Alice of the presence of the dog. Alice hears this sound as a 

25 binaural sound since she is sitting in a sweet-spot at the driver's seat. To Alice, the 

sound localizes outside of the car to where the dog is located. 

Consider an example in which an electronic device is set to provide a SLP of a voice 

of an intelligent personal assistant three feet in front of a listener. The electronic 

30 device includes a sensor (such as a camera or other type of sensor) to determine a 

distance from the electronic device and/or the listener to an object. When the object 

is within a predetermined distance (such as being within three feet of the listener), 
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5 

then the electronic device takes an action with regard to the SLP, such as moving the 

SLP, removing the SLP, switching or changing to stereo or mono sound, etc. This 

action prevents the voice from appearing to originate or to emanate from the object 

when such is not the desire or intention of the listener. 

A switch, change, or other action with regard to the SLP or the binaural sound can 

occur when the object conflicts, interferes (i.e., collides with, comes near, overlaps, 

touches, or hinders), overlaps, approaches, exists in, or exists near the person or a 

SLP of the person. Furthermore, a predictor can estimate or predict whether an 

10 object and an area or point of the SLP will overlap, coincide together, or otherwise 

exist as to be unwanted or undesired by the person. 

15 

20 

Figure 5 is a method to monitor a location of a person in a sweet spot and to take an 

action when an event occurs. 

Block 500 states monitor a location of a person located in a binaural sound sweet 

spot with sound emanating from speakers. 

Block 510 makes a determination as to whether an event occurs. 

If the answer to the determination is "yes" then flow proceeds to block 520 that states 

take action. 

If the answer to the determination is "no" then flow proceeds to block 530 that states 

25 maintain the sweet spot of binaural sound at the present location. 

Consider an example in which an electronic device monitors a position or location of 

a person using one or more of a camera, Global Positioning System (GPS), a 

scanner, a sensor or motion detector (such as a passive infrared sensor (PIR 

30 sensor), microwave sensor, an ultrasonic sensor, or a tomographic motion detection 

system), a wearable electronic device (WED) or a head mounted display, or an 

HPED. When the electronic device determines that the person moves away from or 
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out of the sweet spot, then the speakers switch from providing binaural sound to 

providing the same sound with crossfeed. Alternatively, when the electronic device 

determines that the person moves away from or out of the sweet spot, then the sweet 

spot moves to follow or track the person so the person continues to hear binaural 

5 sound while moving away from the initial sweet spot. Alternatively, when the 

electronic device determines that the person moves away from or out of the sweet 

spot, then the music pauses. 

Consider an example in which Alice sits in a sweet spot between two speakers 

10 listening to binaural music from her home music system. A motion detector/sensor in 

her HPED detects the event of another individual entering the room. Since the other 

person is not located at the sweet spot, this person can experience some irritating 

audio artifacts due to crosstalk. In response to this event, the HPED signals to the 

home music system to switch the music to mono sound. As another example, when a 

15 telephone rings, this event causes the home music system to lower the music volume 

and switch the sound to mono. 

20 

Figure 6 is a method to determine a location of a person and to take an action when 

the person moves into a restricted area. 

Block 600 states determine a location of a person while the person moves and 

localizes sound to a sound localization point that is away from but proximate to the 

person. 

25 Block 610 makes a determination as to whether the person moves into a restricted 

area. 

30 

If the answer to the determination is "yes" then flow proceeds to block 620 that states 

take action. 

If the answer to the determination is "no" then flow proceeds to block 630 that states 

maintain binaural sound at SLP while the person moves. 
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Examples of restricted areas include, but are not limited to, an area, a location, or a 

point that prohibits SLPs or sound localization, an area in which it is dangerous to 

localize sound, a vehicle, or other location. Examples of such locations include at or 

5 near a construction zone or other inherently dangerous or hazardous area, inside an 

automobile, on a motorcycle or other motorized vehicle, in a library or a hospital or a 

sports arena or an elevator or a school or classroom, on a public transport (such as a 

bus, train, or airplane). Restricted areas can also include areas where a person or 

object is located or areas where another SLP is located. Restricted areas further 

10 include areas that are too small or confined so that the area impedes, limits, or 

restricts a SLP or external localization of sound. 

Consider an example in which Alice wears earphones and localizes a voice of Bob in 

front of her during a phone call. While talking to Bob, Alice gets into her car and 

15 begins to drive. The state where Alice is located, however, prohibits drivers from 

localizing sound while driving a motorized vehicle. The earphones immediately stop 

localizing the voice of Bob and switch the call from providing Alice with binaural 

sound to providing Alice with mono sound. 

20 Consider the example above in which Alice wears earphones and localizes a voice of 

Bob in front of her during a phone call. The car has a sensor that determines Alice is 

on a binaural call and instructs an HPED of Alice to switch the call to mono. As 

another example, when Alice enters the car, a system in the car pairs with the HPED 

and automatically switches the call from binaural to mono. As another example, a 

25 GPS device or object recognition device (such as a camera with object recognition 

software) determine that Alice is entering or in the car and provides a signal to the 

HPED or other source of the call to switch the call from binaural to mono. 

Consider an example in which Glen is on a phone call with Alice in which a voice of 

30 Alice appears to Glen as stereo sound through speakers in an HPED that he holds. 

Alice informs Glen that she wants to talk to him "face to face" and requests that they 

meet in a visually rendered chat room. Glen goes into a quiet area in his house and 
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dons a heads-up display (HUD) that couples with his HPED and meets Alice in the 

chat room. This action of donning the heads-up-display automatically switches the 

voice of Alice from stereo to binaural. 

5 Consider the example above in which Glen is on a phone call with Alice while he 

holds his HPED. Alice dons her heads-up display, and she transfers the call to her 

heads-up display. Her heads-up display sends a binaural codec invitation to Glen's 

HPED requesting the HPED to select a binaural codec or giving the HPED a choice 

of codecs that include a binaural codec. 

Figure 7 is a method to determine SLPs of people as they move and to take an action 

when two SLPs overlap. 

Block 700 states determine sound localization points (SLPs) of people as they move 

15 about. 

20 

A SLP can be an area in space, an area on an object, or an object itself. 

Furthermore, more than one SLP can be associated with a single person or audio 

source. 

In examples discussed herein, a voice SLP can occur together with its respective 

Virtual Microphone Point (VMP). Overlap or proximity of a SLP with a non-associated 

VMP can be similarly prevented. For example, Bob localizes the voice of Alice at a 

SLP beside his desk, localizes the same voice of Alice simultaneously at another SLP 

25 in the kitchen, and designates just her VMP at his armchair so he can dictate notes to 

her from the chair. Block 700 also determines if a SLP not associated with Alice 

overlaps this VMP and takes appropriate action, such as switching that SLP to mono. 

30 

Block 710 makes a determination as to whether two SLPs overlap. 

Areas of SLPs can have different sizes and shapes. Further, two or more SLPs can 

actually overlap or collide, such as taking up or using or occurring in a same space at 
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a same time. Alternatively, the SLPs can be close to each other to cause an overlap 

condition (such as being within a few inches of each other or within a few feet of each 

other). SLPs can overlap at external locations (such as two SLPs appearing to 

originate from a same or similar location) or overlap at internal locations (such as two 

5 SLPs appearing to originate from a same point inside a head of a listener). 

If the answer to the determination is "yes" then flow proceeds to block 720 that states 

take action. 

10 If the answer to the determination is "no" then flow proceeds to block 730 that states 

maintain the SLPs of the people at the current locations. 

Consider an example in which a computer system provides through electronic 

earphones, a person with a binaural sound of a voice of an intelligent personal 

assistant during a voice exchange with the person such that the voice of the 

intelligent personal assistant localizes to the person at a sound localization point 

(SLP) in empty space that is away from but proximate to the person. During the voice 

exchange, the computer system senses or detects a voice of another person, such as 

another person proximate to the person or talking to the person. In response to this 

detection, the computer system changes the sound of the voice of the intelligent 

personal assistant from being provided in binaural sound and localized at the SLP to 

being provided in stereo sound or mono sound. The computer system can also 

remove one or more SLPs or otherwise alter or change the binaural sound so the 

voice of the intelligent personal assistant no longer localizes to the SLP (such as 

removing the SLP, moving the SLP, pausing the SLP, removing one or more audio 

cues in the binaural sound, turning off a speaker, mixing sound, etc.). 

Consider an example in which Alice is on a phone call to Bob in which a voice of Bob 

15 localizes to a location in front of Alice. At the same time, Charlie is on a phone call to 

Dave in which a voice of Dave localizes to a location in front of Charlie. During the 

calls, Alice and Charlie step onto an escalator and stand beside each other such that 

a SLP of Bob overlaps with a SLP of Dave. In response to this overlap, the voice of 
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Bob switches to stereo or mono such that there is no longer an overlap with the SLP 

of Dave. Alternatively, the voice of Dave switches to stereo or mono or both the voice 

of Dave and the voice of Bob switch to stereo or mono. 

5 Consider the example above in which Alice and Charlie are on phone calls. When 

Alice and Charlie step onto the escalator, the voice of Bob localizes away from 

Charlie and away from the SLP of Dave. The voice of Dave, however, localizes onto 

or very near Alice. From Charlie's point of view, the voice of Dave appears to 

emanate from Alice. Dave's voice thus overlaps with the physical location of Alice. In 

10 response to this collision, the system immediately moves the SLP of Dave or 

switches the sound of Dave's voice to stereo or mono. 

15 

Figure 8 is a method to determine average percent of packet loss during a 

transmission and to take an action when packet loss increases above a threshold. 

Block 800 states determine average percent of packet loss during localization of 

binaural sound at a SLP over an internet protocol (IP) network. 

Block 810 makes a determination as to whether the average percent packet loss 

20 increased above a threshold. 

Packet loss occurs when one or more packets of data traveling across a network fail 

to reach their intended destination (e.g., due to network congestion). In the case of 

User Datagram Protocol (UDP), packet loss occurs when packets are received 

25 outside the jitter buffer. Packet loss is measured as a percentage of packets lost with 

respect to packets sent. By way of example, packet loss is measured as a frame loss 

rate (i.e., a percentage of frames that should have been forwarded by a network but 

were not forwarded). 

30 If the answer to the determination is "yes" then flow proceeds to block 820 that states 

take action. 
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If the answer to the determination is "no" then flow proceeds to block 830 that states 

maintain binaural sound at SLP. 

Consider an example in which a person initially listens to binaural sound under 

5 network conditions that provide suitable bandwidth for this sound. Network conditions 

deteriorate due to packet loss. The listener's system detects that the packet loss has 

exceeded a predetermined threshold for percent loss and initiates a request to a 

source of the sound for a change to a single channel codec in order to use less 

bandwidth. The source of the sound accepts the request and switches to providing 

10 the listener's system with the sound using a single channel codec. 

Figure 9 is a method to provide sound at a SLP to a person and to take an action 

when a change request is received. 

15 Block 900 states provide sound at a sound localization point (SLP) in binaural sound 

to a person such that the person localizes the sound at the SLP in empty and/or 

occupied space that is away from but proximate to the person. 

Block 910 makes a determination as to whether a change request to the sound 

20 and/or SLP is received. 

If the answer to the determination is "yes" then flow proceeds to block 920 that states 

take action. 

25 If the answer to the determination is "no" then flow proceeds to block 930 that states 

maintain binaural sound at SLP. 

Consider an example in which an intelligent user agent localizes a voice of an 

intelligent personal assistant for Alice at a SLP in space that is five feet from Alice. 

30 While Alice and the intelligent personal assistant are talking in a voice exchange, 

Alice is speaking too loudly to the SLP of the intelligent personal assistant. The 

intelligent user agent notices this fact and generates a change request that instructs 
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the system to move the SLP closer to Alice to a location three feet from Alice. The 

voice of the intelligent personal assistant now appears closer to Alice so she lowers 

her voice while talking to the intelligent personal assistant. 

5 Consider an example in which Alice is talking to her intelligent personal assistant that 

localizes to a SLP that is three feet from her. She wants to tell her intelligent personal 

assistant a secret and issues a verbal instruction: "Move a little closer please." In 

response to this instruction, the SLP of the intelligent personal assistant moves close 

to Alice's face and she whispers the secret to the intelligent personal assistant. 

Figure 10 is a method to determine hardware and/or software system capabilities and 

to take an action when a system change is needed. 

Block 1000 states determine hardware and/or software system capabilities of a 

15 system. 

Block 1010 makes a determination as to whether a system change is needed to the 

hardware and/or software system capabilities. 

20 If the answer to the determination is "yes" then flow proceeds to block 1020 that 

states take action. 

25 

30 

If the answer to the determination is "no" then flow proceeds to block 1030 that states 

maintain current hardware and/or software system capabilities. 

Consider an example in which Alice is on a binaural phone call and her call is 

forwarded to her landline phone that provides a mono sound. The system is aware of 

the new routing of the call through plain old telephone system (POTS) twisted pair so 

the system requests a switch from binaural sound to mono sound. 

Consider an example in which a voice chat application issues a request to an 

application of another party to switch from mono sound to binaural sound. Alice holds 
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her binaural capable HPED to her left ear. Using a single microphone and a single 

speaker in the body of the HPED, she speaks monophonically to Bob with a binaural 

capable voice chat application. When Alice couples her electronic earphones with the 

HPED, the HPED operating system senses this action, and sets its 

5 ActiveBinauralHeadphones HPED system property to TRUE. The voice chat 

application running on the HPED polls the ActiveBinauralHeadphones property, 

detects a change from FALSE to TRUE, and requests from Bob's application a switch 

from mono sound to binaural sound. Thus, the switch occurs when a hardware 

change modifies a value of the system property. 

Consider an example in which a switch occurs when a party with limited capability 

joins a call. Alice is talking to Bob in a binaural conversation when Charlie patches 

into the call at less than 144kbits/second from his 2.5G (mobile generation) backup 

mobile phone. The system recognizes the slowest link in the multiparty call and 

15 requests Alice and Bob to switch to a mono voice-optimized codec so that all parties 

are mono and bandwidth is reduced. Charlie has an improved comprehension of 

Alice and Bob during the call. Thus, a switch occurs when a party with limited 

hardware, software, and/or network capabilities joins a communication. 

20 Consider an example in which a switch is requested by an audio dependent 

application that requires a specific audio type of sound. Alice talks to Bob in a 

binaural conversation, and Bob activates his voice recognition agent to transcribe the 

conversation. Bob's voice recognition agent can process stereo voice with a higher 

accuracy than binaural voice or mono voice, so the agent requests Alice's system to 

25 transmit stereo sound instead of binaural sound. Alice's system complies with the 

request, and Bob's system continues to send binaural to Alice so she can continue to 

localize the voice of Bob during the binaural conversation. 

Consider an example in which smart home appliances cause a switch between 

30 binaural and stereo sounds. Alice returns home from work and wears her electronic 

earphones that communicate with her home private network system and inform the 

system that she is home and wearing the earphones. When Alice walks into the 
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kitchen, her refrigerator speaks to her through the earphones. A voice of the 

refrigerator localizes to a point in empty space in front of a door of the refrigerator. 

Home appliances in her house are thus able to provide her with information and 

updates at various SLPs throughout the house. While Alice stands in her living room 

5 and looks over to her fan, a sound of a small fan motor localizes onto the physical, 

actual small fan in the corner of the living room. Although the fan is running, the noise 

of the motor is so soft that Alice is not able to hear it without an audio assist of 

binaural localization. So, a soft, but audible, sound of the fan localizes onto the fan 

through the earphones so Alice knows the fan is running when she looks in its 

10 direction. When Alice enters her bedroom, she removes the earphones, and they 

send a REMOVE signal to the home network system. In response to this signal, the 

system switches the home appliances from a binaural mode to a stereo mode in 

which they communicate with Alice in stereo sound or mono sound instead of 

binaural sound. Thereafter, a clock in Alice's bedroom announces the time to her in 

15 stereo sound through speakers in her stereo system. 

Switching can also occur when a system determines that a richer audio experience is 

available to one or more users. Consider an example in which Alice and Bob talk to 

each other over a stereo voice exchange while reviewing school notes. After they 

20 complete this task, they agree to proceed and meet in their favorite three-dimensional 

(3D) visually rendered chat space. When they enter their respective virtual locations, 

their applications sense and recognize them both and know their relative positions in 

the space. In response to these determinations, an application notifies a SLS that 

binaural communication is available and requests to switch the audio from stereo to 

25 binaural and set their respective SLPs proximate to the visual representations of each 

other in the chat space. 

Consider an example in which Alice and Bob are both in a 3D visually rendered 

space talking binaurally face-to-face in full-duplex with each person in a medial plane 

30 of the other. Because they can see each other's visual representation, they 

experience accurate sound localization of each other's voices. Soon Alice turns off 

her display and is left with only the binaural audial experience of their talk (i.e., Bob's 
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SLP no longer has an accompanying visual image). Due to the lack of a visual cue, 

Alice cannot accurately locate the SLP of Bob's voice. The system detects that her 

screen is off, knows Bob's SLP is in her medial plane, and knows she has no head 

tracking hardware. The system makes a verbal announcement to Alice ("Adjusting 

5 localization") and moves Bob's SLP to a predetermined position that Alice has 

chosen for all communications with no visual image. Alice is familiar with where this 

location is and looks to Bob's SLP as she continues the conversation with Bob. 

Consider an example in which motion cues during a conversation indicate that a 

10 person is not localized accurately and the system takes an action (such as switching 

voice from binaural to stereo or to mono). For example, Alice and Bob are enjoying a 

satisfying binaural voice exchange while Alice's head tracking is active. Her head is 

relatively steady, and the system heuristics deduce that she is seated. Suddenly, a 

song begins to play in Alice's space, and the system deduces that Alice may be 

15 dancing on a crowded noisy dance floor. The system also knows that such motion 

causes jerking and irregular motion of the audio sources coming from Alice that are 

not her voice when experienced in Bob's reference frame. This continuing motion can 

trigger nausea or discomfort for Bob. In response to this determination, the system 

switches to mono sound. 

20 

Figure 11 is a method to determine congruency between a location of an image and a 

SLP and to take an action based on location congruency. 

Block 1100 states determine congruency between a location of an image and/or an 

25 object and a location of a sound localization point (SLP). 

Block 1110 makes a determination as to whether the location of the image and/or the 

object and the location of the SLP are congruent. 

30 The image can be a visual image, such as a rendered image of an object, a point, an 

area, or a location that appears in augmented reality or virtual reality. For example, 

the image appears where a person believes a SLP is located. 
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If the answer to the determination is "no" then flow proceeds to block 1120 that states 

take action. 

5 If the answer to the determination is "yes" then flow proceeds to block 1130 that 

states maintain the location of the SLP. 

In visual space, a location of an image and a perceived location of an image coincide 

since a person looks at the image and knows its location. If a computer renders or 

10 supplies an image to a person, the computer also knows or can calculate this location 

with precision. In an effort to localize a sound, however, a person can suffer 

inaccuracy since the person does not have a respective complementary visual image 

to fix to a SLP. Instead, in response to a sound from a SLP, the person looks to a 

location in empty space where he perceives the sound to localize. Alternatively, even 

15 if such a reference image or object exists, coordinates of a SLP and coordinates of a 

perceived SLP do not agree or match. For example, the system is not using accurate 

HRTFs to provide suitable audio cues for a person. As another example, two 

individuals alternately provided with the same conditions perceive sound at a different 

location even though the system renders the sound to an identical static SLP for both 

20 individuals. 

Consider an example in which the system places a SLP at a location in an X-Y-Z 

coordinate system (or another coordinate system, such as a spherical coordinate 

system), at a GPS location, on or near an object, with a location of an image, or at 

25 another known location. A location of this SLP, however, does not coincide or align 

with a person's perceived location of the SLP. As such, the system is assigned two 

tasks: Determine whether a SLP is at the same coordinates where a person 

perceives the SLP to be located, and execute an adjustment to the SLP if the 

coordinates of the SLP do not agree with a person's perceived position of the SLP. 

30 

Consider an example in which Alice watches a movie at home on her smart 3D 

television (lV) while she sits on her couch. Sounds from the movie localize to various 
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SLPs between her and the lV and onto the lV. A head tracking system tracks 

orientations of her head as she watches the movie, and she focuses on the speaking 

actors at various SLPs. The system determines from these head tracking 

measurements that Alice's gaze is ten degrees (10°) away from or off a particular 

5 SLP location. In other words, a gaze or direction in which Alice looks does not align 

with a direction toward a position the system holds for the SLP it has placed in empty 

space in front of Alice. In order to compensate for this discrepancy, the system 

calculates and stores an offset vector for the SLP as the delta between the system 

SLP position and the position where Alice is actually looking. Thereafter, the system 

10 can use the offset vector for Alice to provide her with increasingly improved SLP 

perception. 

Consider an example in which Alice wears wearable electronic glasses or augmented 

reality (AR) glasses with head tracking and is in an AR environment where she talks 

15 to an image of Bob that appears on her wall. Her audio localization system localizes a 

sound of Bob at a SLP that appears at an X-Y-Z coordinate location that exactly 

coincides or overlaps with an X-Y-Z coordinate location of the image of Bob. This 

occurs so that the voice of Bob should appear to Alice to originate from the image of 

Bob. During the chat, however, Alice repeatedly moves or shifts her head slightly to 

20 one side when Bob speaks. This shifting alerts the system that the position where 

Alice is localizing the sound of Bob does not exactly align with her perception of the 

image of Bob. In response to this observation, the system slightly moves the SLP of 

the voice of Bob so that Alice looks directly at the image of Bob when she talks to 

Bob. 

25 

Consider an example in which Alice wears an AR headset or electronic glasses that 

track her head movement and eye gaze. The electronic glasses include speakers on 

the arms of the glasses near her ear. These speakers provide Alice with binaural and 

stereo sound. When Alice enters her house, smart appliances provide information 

30 about their state using voice messages, and they can act upon verbal instructions 

from Alice. Voices of these smart appliances localize to SLPs that appear on the 

appliance (such as a voice of an IPA, IUA, or another voice). While having a full-
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duplex or half-duplex voice exchange with these appliances, Alice's system notices 

that her initial gaze does not align with a location of her kitchen appliances when she 

talks to the appliances. The system tries to adjust or move the SLPs for these 

appliances, but the system's adjustments fail to align the gaze of Alice with the 

5 direction toward the appliance. The system switches to providing Alice with non­

localized stereo sound when she speaks with these kitchen appliances. Thereafter, 

the system executes a passive alignment procedure that includes one or more of 

updating system software, checking for revised HRTFs for Alice, reporting 

misalignments to software developers, and recalibrating gaze angles and collected 

10 head tracking information. 

Figure 12 is a method to determine permission settings for a communication and to 

take an action based on a permission granting. 

15 Block 1200 states determine permission settings for a communication. 

For example, the communication can be a voice exchange or a communication that 

involves binaural sound and one or more SLPs, stereo sound, or mono sound. 

20 Block 1210 makes a determination as to whether a permission is granted based on 

the determined permission settings. 

If the answer to the determination is "yes" then flow proceeds to block 1220 that 

states take action. For example, a remote requestor is granted permission to access 

25 certain local data. 

If the answer to the determination is "no" then flow proceeds to block 1230 that states 

deny the permission request. For example, the requestor is denied permission to take 

an action. These permissions or access rights control one or more abilities of the 

30 user. 

The system can assign permissions or access rights to users (including people, 
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software applications, processes, user agents, intelligent personal assistants, etc.). 

The permissions or access rights control the ability of the users to read, modify, or 

execute contents of the system (including read, write, append, prepend, execute, 

delete, hide, unhide, lock, unlock, move, rename, etc.), set timestamps for create, last 

5 read, last write, encrypt, decrypt, etc. By way of example, individual file permissions 

can be managed as Unix file permissions or resources managed as access control 

lists. As another example, access rights can be managed further with file attributes. 

Consider a simple example in which a system uses read permissions (that grant 

10 access to read a file), write permissions (that grant access to modify a file), and 

execute permissions (that grant access to execute a file). While Bob is with Alice at 

her house, they decide to don a pair of WEDs and play an augmented reality game. 

In order for Alice's home entertainment system to render the SLPs for Bob, the 

system needs his HRTFs or other information (such as his biometric data such as 

15 height, weight, facial data, pinnae data, etc.). Alice's system contacts Bob's system 

and requests the information, including HRTFs of Bob. Bob's system determines, per 

an access control list, that Alice has read permissions for Bob's HRTFs. Bob's 

system encrypts the HRTFs and sends them over the Internet to Alice's system 

account. Alice's system decrypts the HRTFs and renders both Alice's SLPs and 

20 Bob's SLPs while they both play the augmented reality game at Alice's house. 

Consider an example in which Alice goes to a virtual reality game center to play a 

virtual reality game with other players. Alice pays a fee to rent the hardware and a fee 

for two hours of play time. The game center, however, needs Alice's HRTFs in order 

25 to accurately render an externalized audio experience for her during the game. Alice 

does not carry this data, but she does have this data stored on a cloud server (such 

as HRTFs being stored as an Audio Engineering Society AES69 file). Her HPED 

provides the game center with access codes that include permissions to access the 

cloud server and retrieve Alice's HRTFs. The game center retrieves her HRTFs and 

30 renders her SLPs while she plays the virtual reality game for two hours with the other 

players. Alternatively, Alice does not provide her HRTF file, but provides 120 minutes 

of temporary execute access to her HRTF functions, while the functions themselves 
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(functions of her own biometric information) continue to reside on the cloud server 

whose access she controls. During the game, the game center renders necessary 

sounds for Alice's perception through the HRTF stored on Alice's cloud server, and 

she receives the output in her earphones or headphones. After 120 minutes elapses, 

5 her cloud server refuses further execute access by the game center to create 

binaural sound output specific to her HRTFs. In this way, highly accurate binaural 

sound cannot be created for Alice without her knowledge and approval. 

Consider an example in which Alice and Bob are using electronic earphones that 

10 capture and transmit a wide-band sound-scape with multiple different SLPs around 

the environment of each of them. Soon they receive an alert from Charlie that he 

wishes to join their conversation. The system examines the permission settings of 

Alice and finds that Charlie is not a member of a set people who have default 

permission to experience or join her spatial audial environment. Before Charlie is 

15 actually admitted into the conversation, the system switches the conversation to non­

localizing stereo as dictated by Alice's privacy settings. 

20 

Figure 13 is a method to determine system resources and to take an action when a 

threshold is met. 

Block 1300 states determine current system resources. 

By way of example, system resources include, but are not limited to, computer 

system resources (such as components that provide capabilities and contribute to a 

25 performance of the system, like memory, cache memory, hard disk space, processing 

power, etc.), operating system resources (such as internal tables and pointers that 

track running applications, hardware, and software), network resources (such as 

bandwidth and including network sockets), virtual system resources, input/output 

(1/0) resources (such as resolution), electrical power, monetary resources, credits for 

30 online purchases, distributed ledger resources (such as crypto-currency), distributed 

application and smart contract resources (such as "Ether"), and other resources 

related to a computer and/or computer system. 
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Consider an example in which the system determines one or more of an amount of 

battery usage or battery life, available processing power or bandwidth, available or 

type of memory, a number of threads being processed, network upload speed, 

5 network download speed, available or current hardware (such as what type of and/or 

configuration settings of wearable electronic glasses (WEG), HPED, WED, computer, 

system, etc. a person has or is using), available or current software (such as what 

software programs or operating systems are executing on WEG, HPED, WED, 

computer, system, etc. a person has or is using), available or current software, and 

10 predicted available system resources. 

Block 1310 makes a determination as to whether a threshold is met with the system 

resources. 

15 By way of example, a threshold can be based on a percent being used, a percent 

available, a predetermined amount, a ratio or proportion, a dynamic amount, a 

positive or negative integer, a difference between an amount and an amount in 

another system, a predicted amount, an estimate, and a value falling within or without 

one or more ranges. 

20 

If the answer to the determination is "yes" then flow proceeds to block 1320 and an 

action is taken. 

If the answer to the determination is "no" then flow proceeds to block 1330 and the 

25 current settings are maintained. 

Consider an example in which Alice is in a binaural conversation on a battery 

powered HPED with an electronic earphone. The battery on her HPED discharges 

below a certain threshold. In response to this discharge below the threshold, the 

30 system switches to mono and the battery life is extended at the expense of Alice's 

spatial experience. 
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Consider an example in which Alice initiates a full-duplex or half-duplex binaural 

telephone call over a third telephony application to Bob's HPED that is adapted to 

receive and play such binaural calls. Alice is unaware, however, that Bob is staying in 

a hotel, and all calls to his HPED are being forwarded to a land-line in his hotel room. 

5 The telephone in the hotel room is not capable of providing audio services in binaural 

sound. When Bob picks up the telephone, the call commences in a mono call to both 

Alice and Bob. As Bob picks up his telephone receiver, Alice's intelligent personal 

assistant states to Alice: "Call proceeding in mono." Alternatively, Alice hears a 

special sound such as a binaural sound at a SLP near to and apart from her that 

10 quickly de-spatializes into a SLP perceived to be located within her head (the binaural 

sound transforming into a monophonic sound). 

Consider the example above in which Alice initiates a telephony application call to 

Bob who watching lV and who is located in a hotel room with a landline telephone. 

15 Alice's system preferences are set to "provide calls in binaural." Her system 

recognizes that Bob is responding from a plain old telephone system (POTS), and 

therefore Bob cannot process and provide calls in binaural sound. Alice's system 

switches to a codec suited to this situation. The codec receives Bob's voice and the 

sound on the lV from the POTS. Alice's SLS creates a SLP for his mono source 

20 voice by convolving with an input source parameter set to the sub-sound stream that 

matches Bob's voice. Alice now experiences binaural sound in the conversation with 

Bob who experiences mono sound. 

Consider an example in which a smart contract (such as one executing on a 

25 distributed application network) renders incoming sound to Alice's HRTFs that are 

encrypted within a distributed application (DApp). The smart contract sends the 

output to Alice as long as a threshold of a cryptographic currency is greater than the 

equivalent of one hundred U.S. dollars. 

30 Figure 14 is a method to provide an alert and to take an action based on whether the 

alert is acknowledged. 
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Block 1400 states provide an alert. 

For example, the alert is an audible alert and/or a visual alert to a person. By way of 

example, such alerts include, but are not limited to, one or more of a displaying a 

5 visual warning, providing an audible sound, displaying or transmitting a message, 

altering or adding or removing an image or indicia, providing a command or 

instruction or notice to a process or computer program, actuating a light (such as a 

light emitting diode or LED), displaying a visual or perceivable indication or warning, 

playing an announcement, playing a video, and providing another indication that 

IO notifies a user. 

For example, the alert notifies a person, an IUA, an IPA, an electronic device, or 

another software program that binaural sound is being or will be provided. 

Furthermore, a person, an IUA, an IPA, an electronic device, or another software 

15 program can generate the alert. 

Block 1410 makes a determination as to whether the alert is acknowledged. 

For example, a person, an electronic device, a process, or a software program (such 

20 as an intelligent user agent) acknowledges the alert. As an example, a process or 

software program responds with an ACK (acknowledgement in response to receiving 

the alert). As another example, a person provides a gesture or verbal response to 

acknowledge the alert. As another example, a person interacts with a user interface 

(U I) to provide an acknowledgement. As another example, a person provides no 

25 overt action, and this lack of action is an acknowledgement. As another example, a 

user does not respond with a negative acknowledgment (NACK). 

30 

If the answer to the determination is "yes" then flow proceeds to block 1420 and the 

electronic device switches to binaural sound. 

If the answer to the determination is "no" then flow proceeds to block 1430 and the 

sound is maintained in stereo sound or mono sound. 
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Consider an example in which Alice wears electronic earphones that are custom 

molded for her ears. The earphones are so comfortable that Alice often forgets that 

she is wearing them. Alice localizes binaural sound with such precision that she 

5 cannot distinguish between binaural sounds provided through the earphones and 

binaural sounds provided in her environment. Before switching from stereo sound to 

binaural sound, the earphones provide Alice with an audio warning of a voice 

speaking: "Switching to binaural." This warning alerts or reminds Alice that binaural 

sounds she hears occurring in her physical environment will be mixed or augmented 

10 with binaural sounds that originate from the SLS and provided through her 

earphones. Alternatively, the warning provides Alice with a sound that she can readily 

distinguish as an alert (such as a non-naturally occurring sound). 

Consider an example in which a person wears WEGs and the glasses include or 

15 communicate with electronic earphones that the person wears. When the system 

switches to binaural sound or powers on with binaural sound set on by default, a 

display in the WEGs provides a green colored icon, logo, or mark that indicates to the 

person that binaural sound is activated. The color green symbolizes to the person an 

"on state" and the display changes the color to red to symbolize an "off state." The 

20 state can also be indicated by an intermittent sound. 

Consider an example in which Bob's rice cooker, a smart appliance, emits an audible 

chime from a speaker inside the unit when the rice has finished cooking. Bob is not 

in the kitchen and does not hear the chime. The rice cooker also causes an indicator 

25 to appear on Bob's HPED screen and an accompanying chime to sound from the 

speaker of the HPED. Bob is not using his phone and does not see the message or 

hear the chime. The rice begins to over-steam. The rice cooker causes a short 

binaurally encoded chime to sound from his headphones. Before sounding, the 

chime is processed with a crossfeed filter to prevent Bob from perceiving audio cues 

30 necessary to cause Bob to perceive any localization from the chime. Bob is listening 

to music so he does not interpret the chime as separate from the music and is not 

alerted to the state of the rice. The rice begins to burn. The rice cooker again causes 
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5 

the same chime sound file to play from Bob's headphones, but this time no crossfeed 

is introduced so that this time Bob perceives the chime as emanating from a point 

away from him in empty space. Bob distinguishes this second chime from the music 

Bob is hearing and it causes him to take notice. 

Consider an example in which Alice uses her laptop computer to command a 

document to be printed. The printer is out of paper so it beeps from a speaker in its 

base. The printer also sends a corresponding error code to Alice's operating system 

that visually indicates the out of paper condition by changing the color of the printer 

10 icon on the laptop screen from black to red. Alice does not notice these alerts 

because the printer is in another room, and an active process window is visually 

blocking her view of the printer icon. The printer also transmits a binaural chime that 

has audio cues causing the chime to be perceived at a radius of one foot from the 

listener. The binaural chime transmits directly to Alice's electronic headphones via 

15 radio waves with the right channel replaced by the left channel so that Alice hears the 

left channel in both ears. Alice does not hear the right channel, and this results in her 

experiencing a monophonic chime. She mistakes the chime for an incoming email 

alert and commands another document to print. The printer again beeps from its 

speaker, alerts Alice's OS, and again transmits the binaural chime. This time, 

20 however, the system does not alter the chime, and Alice hears both the left and right 

channels binaurally. Alice notices the chime that emanates from the SLP one foot 

from her head. 

Consider an example in which a child runs behind a car as it is backing up. A camera 

25 at the back of the car provides a video and audio alert in stereo to the driver. The 

driver, however, does not see or hear the alert so the car switches the alert to a 

binaural sound that emanates a sound alert from a location of the child. 

Figure 15 is a method to provide binaural sound to a person and to take an action 

30 when a threshold time passes. 

Block 1500 states provide a binaural sound to a person during a communication. For 
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example, binaural sound is provided during a voice exchange with another person or 

with a computer program (such as with an intelligent personal assistant, an intelligent 

user agent, or a software program). 

5 Block 1510 makes a determination as to whether a threshold time has passed. For 

example, a predetermined time passes after a voice signal is generated, heard, 

sensed, transmitted, perceived, or provided, but before any subsequent voice signal 

is generated, heard, sensed, transmitted, perceived, or provided (or a predetermined 

period of voice-silence passes). 

15 

If the answer to the determination is "yes" then flow proceeds to block 1520 and an 

action is taken. For example, sound is switched to stereo or mono sound, a person or 

electronic device or a computer program is provided with an alert, or another action 

as discussed herein is taken. 

If the answer to the determination is "no" then flow proceeds to block 1530 that states 

maintain the voice in binaural sound to the person during the communication. 

Consider an example in which Alice and Bob engage in a voice exchange in which 

20 SLPs are provided through binaural sound. Alice falls asleep for ten minutes during 

the exchange so Bob silently reads a magazine to himself waiting for Alice to 

respond. When Alice awakes, she forgot that SLPs are being provided through her 

earphones and, as such, is confused or unable to distinguish between sounds that 

originate in her physical environment and other sounds provided by her earphones. 

25 After five minutes elapse without sensing any voice, the system automatically 

switches her sound from being provided in binaural sound to being provided in non­

localized stereo sound or mono sound. When Alice awakes, Bob jokingly says "Good 

morning" and the system provides this sound in mono so Alice clearly knows that the 

voice originates from her earphones only and not from her physical environment. 

30 

Consider an example in which a system provides a user with a specific audial 

context. For example, Alice is at a family cocktail party. Her sister is abroad and 
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lonely and cannot attend. Alice calls her sister from the cocktail party using her 

electronic earphones. The cocktail party room contains the sounds of many people 

talking at once so the system selects a voice-optimized mono speech codec to 

highlight Alice's voice and filter the other voices as background noise. After some 

5 time Alice's sister remarks to Alice, "I wish I could be there on the green chair and 

just listen to everyone." Alice sits on the green chair without speaking so her sister 

can hear the many conversations in the room. The system senses that the voice 

exchange in the call has ceased, and heuristics indicate that listening is therefore 

likely a priority for one or both parties. In order to pass the maximum amount of 

10 information between the (likely) listening parties who are not speaking, the system 

switches to a wide-band binaural codec, allowing Alice's sister to hear all the sounds 

that Alice can hear rather than just emphasizing the speech of Alice. Alice's sister is 

able to employ "the cocktail party effect" and she distinguishes, in turn, the content of 

each of the many conversations in the room. 

15 

Figure 16 is a method to provide binaural sound to a person and to take an action 

when an event occurs. 

Block 1600 states provide binaural sound to a person such that the person externally 

20 localizes the sound to a sound localization point (SLP) that is away from but 

proximate to the person. 

Block 1610 makes a determination as to whether an event is detected. 

25 If the answer to this determination is "no" then flow proceeds to block 1620 and the 

binaural sound is maintained at the SLP. 

30 

If the answer to this determination is "yes" then flow proceeds to block 1630 and a 

change is made to the binaural sound and/or the SLP. 

Among other things, events can be triggered by changes in a user's or a remote 

user's network conditions, system resources, hardware, software, operating system 
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notifications, the passage of time, the granting or denial of various resource and/or 

file permissions, a change in the ability to detect motion and/or object location and/or 

orientation and/or position in a physical or a virtual environment, or a change in the 

ability to detect an environment, its shape, acoustic properties, or noise level. Events 

5 are also triggered according to one or more audio cues detected in a user's or a 

remote user's physical or virtual environment such as cues indicating a location, 

position, or orientation, or a change in them, cues indicating a reference frame of a 

user or a remote user, a lateral or vertical motion, a change in distance, a change in a 

physical or a virtual environment such as its shape, acoustic properties, noise level, 

10 or placement of objects or structures in the environment. Events can also be 

triggered by a change in the spatial or positional congruency between shapes or 

things within multiple physical or virtual environments, or by a request from a user or 

a remote user or their application software, operating system, or hardware. 

15 Events can be triggered by a change in a user's ability to associate visual cues or 

images with the associated audio cues, such as a visually rendered character 

vanishing from an augmented or virtual environment, the presence or absence of a 

physical object, a failure of a visual display system, a degradation in the visibility of a 

user's physical or virtual environment, or the impairment or failure of a user's physical 

20 eyesight. For example, when a listener externalizes a SLP in his cone of confusion, a 

system switches the SLP to stereo or mono to prevent irritation of the user, or when 

judged appropriate can move that SLP out of the cone of confusion instead. A user is 

irritated by the positional blurring he perceives to SLPs that do not have a 

corresponding visual anchor, and the system switches accordingly. As another 

25 example, a user who has lost visual display of an environment being presented in 

stereo or mono can benefit by having the system switch the presentation of the audio 

to binaural. Such a switch occurs if a determination is made that an environment can 

be spatially perceived through audio only. 

30 Further yet, a switch or a change can be triggered by an event due to resource 

limitations or in the interest of conserving resources. For example, a change occurs in 

an instance when a binaural sound is judged too complex to render "just in time" for 
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conversational pacing. This situation can occur when a set of SLPs move (or a user 

or remote user moves) quickly, the SLS can switch to render the sounds in stereo or 

mono during the movement. Sources judged too difficult to convolve can be switched 

to stereo or mono sound such as twenty ping-pong balls bouncing in a virtual room, 

5 or such as if a SLP has a rolling average velocity above a certain threshold. When a 

final output stream is judged too complex or impossible for the user to achieve 

externalization, the output stream can be switched to stereo or mono. For instance, 

this situation might occur when five binaural streams are layered from five binaural 

calls, or binaural streams are layered from callers in environments that are too 

10 dissimilar such as a three-way call between persons in an open office, a cathedral, 

and a narrow hallway. 

The rendering of a SLP can be switched to mono if it has been muted or if it will not 

make sound for a period of time as judged by a prediction. As another example, if 

15 most or all of the SLPs in a space are in or very near the medial plane or directly over 

the head of a listener they can be switched to mono. As another example, if all SLPs 

are known to be located on or very near the same lateral plane they can be switched 

and presented to the listener in stereo. If, based on the known topology and/or SLP 

locations, a determination is made that a binaural representation will not add 

20 substantively to a listener's experience, the source can be changed from binaural to 

stereo or mono, for example, if all or most of the SLPs are far away or overhead. 

It may be in the interest of both system resources and user experience to prevent 

switching the spatialization of a source. For example, prevention of switching can 

25 occur if a source format is judged optimal without changing its spatialization. As 

another example, prevention of switching can occur if the spatialization of the source 

matches or is compatible with a weakest link limitation between a sender and a 

listener. This situation can occur when a sender delivers stereo music to a binaural 

listener, or a sender delivers a binaural source captured at his head to a listener 

30 without headphones. 

A switch or change can be triggered by an event for miscellaneous reasons. For 
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example, if HRTF tuning is in progress, switching can be employed in the interest of 

preserving an acceptable listener experience rather than an optimal one. A switch 

can happen in order to judge a listener's response or to prevent rendering to an 

incompletely formed HRTF set in progress. As another example, if a noise 

5 cancellation circuit is turned on, it destroys in some instances audio cues necessary 

for spatialization of a binaural sound, so a switch to stereo is appropriate. As another 

example if a user designates one or more (particularly the sole) SLP to be output to a 

speaker instead of to the headphones, a switch to mono might be appropriate. 

Furthermore, a switch from mono or stereo to binaural might be appropriate if a 

10 listener is hearing, for example, three mono sources from three different 

loudspeakers in a room. In order to make the physical room quiet, the listener 

designates the sound to come from his headphones instead. This switch changes his 

percept to three loudspeakers at three SLPs at the locations of the three speakers 

corresponding to the sources the speakers were playing. As another example, if a 

15 listener indicates that he wants to enforce a certain spatiality at all times regardless of 

other factors, then an incoming source that does not match his chosen spatiality is 

switched. 

Some spatiality can be discerned or known by a non-human (such as an intelligent 

20 personal assistant, IPA). For example, discernment of relative lateral position or 

panning can be achieved by computational analysis of ITD and/or ILD between 

channels. If an IPA can benefit from the spatial information, for example by being 

able to comply with the command, "Come over here on the other side of me," then a 

switch from mono to stereo delivery to an IPA is appropriate. 

25 

As yet another example, a switch can be triggered when the type of sound being 

delivered is changed (e.g., when, during a mono voice call, the voices cease and the 

type of sound being delivered changes to stereo music, obviating a reason to switch 

to stereo). As another example, a switch occurs during a voice conversation when the 

30 type of sound being delivered changes from live conversational voice (which needs to 

be rendered and delivered at a conversational pace) to a pre-recorded voice (which 

can be cached in order to be delivered at its highest quality even on a network with 
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low bandwidth or high jitter). As yet another example, a higher spatiality sound can be 

used to indicate a user's or a remote user's or a SLP's status or current priority; and 

the sound can be switched upon the event of that status or priority changing. 

5 Switches in SLP spatiality can be triggered not just by distance from the listener but 

also by a physical or virtual room geometry or object placement. For example, 

because accurate localization is more difficult for a listener to experience without 

visual cues, a convention can be set that a certain source is always delivered as 

mono, and not resolved into a SLP to a binaural listener in empty space unless a 

10 convenient or certain physical object is nearby in which case its SLP is set at that 

object's position. As another example, if there are several people/SLPs in a physical 

or virtual space, any SLP that travels "off stage" by leaving the room can still be 

included in the conversation, but the sound can switch to mono or stereo. As another 

example, consider a conference call in which a listener hears several other 

15 participants in mono. When a new participant joins the call, his voice is externalized 

outside the head of the listener at a SLP. 

Additionally, spatiality of a source or a SLP can be changed according to the attention 

it receives from a listener. For example, "the cocktail party effect" can be simulated 

20 by increasing the spatiality or resolution or detail or loudness of a SLP detected by 

the system to be in the focus of the listener. Focus of the listener, for example, can 

be judged by a gaze, head tracking, a gesture, an indication from a pointing device, 

or other indication. Similarly, if the SLPs represent process "windows" in an audio 

augmented workspace or a Virtual Audial Display, the audial properties of the SLP 

25 representing the computer process in focus can be enhanced to improve its 

perception while the audial properties of the other objects are altered to reduce their 

perception. Additionally, in an environment with multiple SLPs, one SLP can be 

switched from binaural to mono or to stereo in order to internalize the sound of this 

SLP and make it easier to discern amongst the other SLPs remaining "out there." 

30 

A switch from binaural to stereo or mono can be used to provide spatial ambiguity. 

For example, a user does not want his spatial position to be known to another 
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5 

listener. A switch can also occur due to irreconcilable incongruity. For example, Alice 

is in a position that maps to Charlie's space at spatial coordinates (1, 3, 2). Bob calls 

into Charlie's space and happens to map to the same spatial coordinates (1, 3, 2). 

Charlie's system switches Alice's SLP and/or Bob's SLP to stereo. 

A switch can be triggered by an event that indicates a listener is not interested in the 

spatial context of the audio or when it is determined irrelevant or unimportant to the 

listener. For example when, in a binaural call, the remote user enters a game or 

leaves his house to a busy street or other physical space that bears no relevance to a 

10 conversation. In this instance, a switch is initiated so the local listener is unburdened 

by the remote user's new environment. In another example, a user playing a game or 

enjoying a conversation with a remote user's in a virtual space can find that sound 

sources in his own physical environment are distracting and irrelevant to him. In this 

instance, he may prefer to switch the audio of his physical environment that is being 

15 supplied to him via mic-through or pass-through headphones to be spatially reduced 

to stereo and internalized. Here, all externalized sounds that he perceives apart and 

away from him will be known as originating from remote sources or other sources not 

in his physical environment. 

20 Consider an example in which a change of binaural sound and/or a SLP occurs when 

a hardware switch is activated. Electronic earphones or electronic headphones 

include a switch or button that when activated causes binaural sound to discontinue 

or continue (such as providing an on/off switch on the earphones or headphones). 

25 As another example, a switch can be triggered when a user activates an Active Noise 

Control (ANC) function. This activation might indicate that the user is not interested in 

the sound of his environment and therefore not interested in a binaural experience of 

the space, and a switch to stereo or mono sound is appropriate in this instance. ANC 

does not necessarily disturb binaural audio cues, but in some instances it can, and 

30 this represents another reason to switch to stereo or mono sound. If a person in a 

binaural voice call is sending binaural sound, he or she can send the sound as 

modified by ANC for the benefit of the listener. Alternatively, a codec can perform the 
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ANC. The system can automatically determine when to activate and deactivate ANC 

for a local or remote listener based on analysis of the sound for noise that the system 

determines can be canceled. 

5 Consider an example in which electronic earphones include a switch that turns on 

and off binaural sound (such as an infrared sensor, push button switch, slide switch, 

or other physical or electrical switch). A user activates the switch with a single hand 

(such as placing a hand to one of the earphones or a housing or display of an HPED 

while the earphones are "on" and providing binaural sound to the listener). Movement 

IO of a hand to the switch or activation of the switch can switch between binaural and 

stereo, switch off binaural, switch on binaural, etc. Alternatively, such a switch 

activation can mute mic-thru sound only, mute non-mic-thru sound only, switch mic­

thru sound only to stereo or mono, or switch non-mic-thru sound only to stereo or 

mono. 

15 

A change to binaural sound and/or one or more SLPs can occur based on a detection 

of other events as well. For example, a voice of Alice's intelligent person assistant 

(named Max) externally localizes near Alice's face. While Alice and Max are having a 

full-duplex or half-duplex conversation, Alice gets into a taxi. Max's voice ceases to 

20 externally localize and switches to internally localize to Alice. If this switch did not 

occur, Max's voice might originate from the taxi door or other part of the taxi. Alice 

also prefers not to have voices externally localize when she talks to another person 

(in this instance, the taxi driver). 

25 Consider an example in which Bob is trekking up a steep path that leads to a 

mountain ridge. Bob wears customized earphones with a pass-thru microphone, and 

the earphones are so comfortable that Bob has forgotten that he is wearing them. 

During the ascent, Bob receives a phone call from Alice. Typically, Bob's HPED 

answers the call and externally localize Alice's voice three feet in front of Bob's face 

30 per settings stored in Bob's HPED. An intelligent user agent for Bob executes on the 

HPED and uses a GPS tracking device to determine that Bob is located mid-way up 

the mountain on a relatively steep incline. The intelligent user agent also consults an 
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exercise application executing on Bob's HPED and determines that Bob is currently 

moving (i.e., walking up to the mountain ridge). The intelligent user agent surmises 

that externally localizing Alice's voice to Bob now might be dangerous for Bob since 

he is on a steep incline. The HPED receives the call, and the intelligent user agent 

5 adjusts the call so Alice's voice internally localizes to Bob through his earphones. In 

spite of the settings to externally localize Alice's voice, the intelligent user agent 

made a determination to trump or override the settings and have her voice internally 

localize to Bob. This decision was made as being in the best interest of Bob's safety. 

10 Consider an example that switches or changes binaural sound based on verbal clues 

extracted during a conversation or voice exchange. For example, a voice of Bob 

externally localizes to an area next to Alice in her cone of confusion during a 

telephone call with Bob. When Alice first hears Bob's voice, she thinks the voice is 

behind her and states "Wait, huh, your voice, it's behind me." The system performs a 

15 keyword extraction and analysis. Based on the words in this sentence, the system 

determines that Bob's voice is being improperly localized to an area behind Alice. In 

response to this determination, the system changes or modifies the ITDs for Alice 

and moves the SLP of Bob's voice so it externally localizes in front of Alice. 

20 Consider an example in which Alice wears an electronic device that performs head 

tracking or is in the presence of a device that performs head tracking (such as a head 

tracking system included in her notebook, in her desktop computer, or in her HPED). 

Multiple SLPs externally localize around her such that each SLP includes a 

corresponding image that Alice can see. When she looks at, gazes at, or focuses on 

25 a particular SLP and image, then the voice or sound from the other SLPs localizes 

internally, while the SLP in her focus is perceived at the location of its corresponding 

image. The system thus switches or changes between internally and externally 

localizing SLPs based on sensing a gaze of Alice and/or a position of her head with 

regard to the SLP. Alternatively, a situation exists for her to perceive each SLP 

30 around her, except for the SLP that she is looking at, which switches to stereo or 

mono sound during the time her focus is in its direction. 
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Consider an example in which Bob walks and wears headphones during a binaural 

video call with Alice through his HPED. The HPED shows a streaming video of Alice 

while her voice localizes to the display since Bob designated her voice at the HPED 

(i.e., Bob perceives her voice as a SLP that emanates from the video presented on 

5 the display). Bob enters the back of an auditorium where a speech is being given. He 

continues the binaural video call in the present manner without disturbing anyone 

because he is standing at the back and speaking softly. He instinctively raises the 

HPED to his ear and speaks more quietly. This action of raising the HPED causes a 

proximity sensor on the HPED to switch the binaural video call to mono and, in turn, 

10 de-spatializes the SLP of Alice. The SLP of Alice moves from being externally 

perceived from the video of the HPED to being internally perceived in Bob's head. 

Bob may have unconsciously continued to talk louder than necessary in order to be 

heard at the distance of the HPED in his hand when in fact his microphones are 

located at his ears. When the audio switches to mono and causes Bob to internalize 

15 the voice of Alice, he naturally switches to speaking more softly with the HPED at his 

ear, even though he is not using the speaker of the HPED or the internal 

microphones of the HPED. 

A switch can also occur from one source of binaural sound to another source of 

20 binaural sound. This switch occurs, for example, when the system detects an event 

that initiates the switch. 

Consider an example in which Alice wears mic-thru or mic-through earphones that 

have four modes of operation: pass-thru mode that allows sound from her 

25 environment to pass through the earphones and into her ears, silent mode that blocks 

sound from her environment from passing through the earphones and into her ears, 

music-mode or talk-mode that blocks sound from her environment from passing 

through the earphones but allows music or voice to play into her ears, and mix-mode 

that allows both mic-thru sound from her environment captured by the microphones 

30 (mies) on her earphones, and other sounds delivered to her earphones. In mix-mode, 

she can adjust the volume of the mic-thru sound relative to the non-mic-thru sound 

(e.g., music played from a recording or over the Internet, voice during a VoIP call, 
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voice during a conversation with an IPA, manufactured binaural sound, etc.). 

While standing in a cafe to buy coffee, Alice listens to recorded binaural music with 

her earphones in music-mode. She cannot hear binaural sound coming from the 

5 environment in the cafe since her earphones block such sound. When Alice gets to 

the counter and speaks her order, voice recognition software detects her voice, and 

this detection causes her earphones to switch from music-mode to pass-thru mode. 

The binaural music stops playing, and the earphones allow binaural sound in the cafe 

to pass into Alice's ears. Alice can hear sounds in the cafe and readily talk to the 

10 cashier and place her order for coffee. In response to detecting an event (here, 

Alice's voice), the system switched from recorded binaural music to environmental 

binaural sound. 

Consider the example above in which Alice wears the mic-thru earphones that have 

15 four modes of operation. Alice sits at a table in the cafe and sets her earphones to 

mix-mode. In this mode, she listens to recorded binaural music while also allowing 

environmental sound captured by the pass-thru mies to pass through into her ears. 

She adjusts the amplitude of the environmental sound so that it is audible yet faint 

compared to the volume of the music. A stranger sitting next to Alice asks to borrow a 

20 pencil. Alice can hear the request since the earphones are in mix-mode. When she 

responds to the request, the earphones automatically pause the binaural recording 

and switch the earphones to pass-thru mode. After Alice speaks to the stranger, she 

resumes her studies at the table. The system includes a timer that resets each time it 

hears Alice's voice. After sixty seconds of not hearing Alice's voice, the timer sends a 

25 signal to the system, and the system switches back from pass-thru mode to mix­

mode. 

Consider the example above in which Alice wears the mic-thru earphones that have 

four modes of operation. While sitting at the table, Alice listens to recorded stereo 

30 music in mix-mode. Her HPED, which communicates with her earphones, receives a 

VoIP call from Bob. In response to receiving this call, the system automatically 

switches from mix-mode to talk-mode, silencing the mic-thru sounds. This switch in 
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5 

effect switches Alice from hearing stereo music and binaural environment sound to 

just hearing binaural voice from Bob. Bob's voice localizes to Alice two feet in front of 

Alice as if Bob were sitting at the table across from her. When the call terminates, the 

earphones switch back to mix-mode. 

Consider the example above in which Alice wears the mic-thru earphones that have 

four modes of operation. The earphones include a switch that allows Alice to toggle 

between the four modes of operation. Her HPED also provides a graphical user 

interface (GU I) that allows her to switch between modes, select a mode, set 

10 preferences for modes, etc. 

Alice can adjust parameters of the mic-thru earphone. For example, Alice can adjust 

a relative volume or amplitude of mic-thru or environmental sounds and non-mic-thru 

sounds. For instance, she can adjust a relative volume of environmental sounds that 

15 she hears versus a volume of other sounds that she hears (such as manufactured 

binaural sounds that are overlaid or superimposed onto the environmental sounds, 

voices during a communication with another person, a voice exchange with an IPA, 

music, etc.). These adjustments can occur in response to a switch or a dial on the 

electronic earphones (including a cord, if the earphones have one) and/or through the 

20 user interface on an electronic device that is in communication with the electronic 

earphones (such as her HPED). 

Figure 17 is a computer system 1700 in accordance with an example embodiment. 

The computer system 1700 includes one or more servers 1710 (including system 

25 event detection 1712 and sound localization system 1714), an handheld portable 

electronic device or a HPED 1720 (including one or more sensors 1722, a processor 

1724, a memory 1726, sound localization system 1728, and a display 1729), 

electronic earphones 1730 (including speakers 1732, microphones 1734, and a user­

activated switch 1736) coupled to or in communication with the HPED 1720, 

30 electronic earphones 17 40 (including a network module or network chip 17 42, 

speakers 17 44, a battery or power supply 17 46, microphones 17 48, and sound 

module or sound chip 1749), optical head mounted display (OHMD) or smart glasses 
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or wearable electronic glasses 1750 (including one or more sensors 1752, a 

processor 1753, a memory 1754, speakers 1755, sound localization system 1756, a 

display 1757, and microphones 1758), and an HPED 1760 (including one or more 

sensors 1762, a processor 1763, a memory 1764, speakers 1765, and microphones 

5 1766) that communicate through one or more networks 1770. 

The sound localization system performs or executes one or more functions or 

methods discussed herein (such as one or more blocks discussed in Figure 2 - 16). 

By way of example, the sound localization system executes or assists in executing 

10 one or more of optimizing sound (including binaural sound), switching among binaural 

and stereo and mono sounds, localizing sound (such as localizing sound to a SLP 

that is away from but proximate to a user), managing SLPs, generating SLPs, moving 

SLPs, changing SLPs, coordinating SLPs, turning on and turning off SLPs, obtaining 

and transmitting and processing sensor data, managing binaural sound and binaural 

15 sound localization, rendering and altering binaural sound, its environmental and 

meteorological aspects, shape, geometry, objects and their placement therein, 

textures, and materials in the space, management of spatial and topological 

congruency between multi-party calls, balancing optimization of users' spatial 

experiences, bandwidth, and sound quality, and other functions relating to binaural 

20 sound. 

Functions of the sound localization system can be executed at individual electronic 

devices, communicated or transmitted between electronic devices, and/or shared 

among electronic devices. By way of example, one or more servers 1710 include 

25 sound localization system 1714 that executes for or on behalf of electronic earphones 

17 40 and HPED 1760. For instance, sound localization system 1714 performs one or 

more functions noted herein and provides binaural sound localization information to 

HPED 1760, electronic earphones 17 40, and other electronic devices. The electronic 

devices themselves can also execute one or more of such functions. For example, 

30 HPED 1720 includes sound localization system 1728 and WEG 1750 includes sound 

localization system 1756. 
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System event detection 1712 determines one or more system events or system data, 

such as system events or system data that affect binaural sound or sound 

localization. By way of example, system event detection 1712 includes sensors, 

processes, or computer programs that determine an average percent of packet loss 

5 during localization of binaural sound at a SLP over an IP network, determine 

hardware and/or software system capabilities of a system, determine permission 

settings for a communication, determine current system resources, and determine 

other data and events that involve a sensor (such as sensed events from a motion 

detector, a head tracker or head tracking system, a gyroscope, an accelerometer, a 

10 camera, a microphone, a magnetometer, a compass, and other sensors). 

Consider an example in which Alice wears electronic earphones 1730 that wired or 

wirelessly couple to HPED 1720 while she communicates via a VoIP call with Bob 

who wears electronic earphones 17 40. Earphones 1730 capture Alice's voice as 

15 binaural sound, and earphones 17 40 captures Bob's voice as binaural sound. H PED 

1720 converts Alice's voice from analog to digital (with an analog-to-digital converter 

or ADC), codes and compresses the digital stream of data per an agreed codec, and 

transmits this digital stream to the electronic earphones 17 40 via network 1770 and 

servers 1710. Bob's electronic earphones 17 40 are not equipped to process and 

20 localize sound to a SLP. So, sound localization system 1714 executes these 

functions for Bob. The servers 1710 store constants and other biometric data 

compatible or specific to Bob such as HRTFs used in converting Alice's digital stream 

into localized sound that Bob hears at a SLP that is away from but proximate to Bob. 

Speakers 1744 (located in Bob's ear) produce Alice's voice that localizes at the SLP. 

25 The network chip 17 42 enables Bob's electronic earphones 17 40 to communicate 

wirelessly with servers 1710 via network 1770, and the sound chip 17 49 converts the 

digital stream into analog for playback through speakers 17 44. 

Consider the example above in which Alice wears electronic earphones 1730 that 

30 wired or wirelessly couple to HPED 1720 while she communicates via a VoIP call 

with Bob who wears electronic earphones 1740. Bob's earphones 1740 capture 

Bob's voices as binaural sound, and the sound chip 17 49 converts this sound from 
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analog to digital. The network chip 17 42 wirelessly transmits his binaural audio 

stream to Alice's HPED 1720 via network 1770. Sound localization system 1728 

includes or is in communication with a digital-to-audio converter (DAC), 

decompressor/decoder, digital signal processor (DSP), and includes hardware and/or 

5 software to process and localize sound to a SLP. Memory 1726 and/or dedicated 

memory in the SLS 1728 stores one or more of Alice's and/or Bob's location, position, 

head orientation, background noise, environmental conditions, HRTFs, gaze or head 

tracking offset vectors, access control lists, default listening modes, preferred 

listening modes, current physical activity, current network state, device hardware and 

10 software capabilities, current running processes, availability of resources, and other 

data. This data can convert Bob's digital stream into localized sound and/or play 

direct sound that the system has prepared on his behalf that Alice hears at the SLP 

that is away from but proximate to Alice. Speakers 1732 (located in or near Alice's 

ear) produce Bob's voice that localizes at the SLP. 

15 

Consider an example in which WEG 1750 localizes binaural sound to a location that 

is proximate to but away from a wearer of the WEG. Sensors 1752 include a specific 

or customized sensor with a MEMS-based inertial measurement unit (IMU). This IMU 

includes a microcontroller, one or more accelerometers and gyroscopes that detect 

20 changes in various attributes (like pitch, roll, and yaw) and a magnetometer that 

assists in calibration against orientation drift. Each of the accelerometer, gyroscope, 

and magnetometer provides three-axis measurements that together provide head­

tracking for the WEG 1750. The IMU communicates head-tracking data to the sound 

localization system 1756 to provide a static SLP that localizes near the wearer of the 

25 WEG. The display 1757 displays an image on or over the SLP so the wearer sees the 

position of this SLP. 

Figure 18 is a portion of a computer system 1800 that includes a sound localization 

system 1810, sound hardware 1820, a codec selector 1830, codecs 1840, SLP 

30 sound sources 1850, input data 1860, a network and/or other electronic devices 

1870, and a file system 1880. 
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By way of example, the sound hardware 1820 includes a sound card and/or a sound 

chip. A sound card 1820 includes one or more of a digital-to-analog (DAC) converter, 

an analog-to-digital (ATD) converter, a line-in connector for an input signal from a 

sound source, a line-out connector, a hardware audio accelerator providing hardware 

5 polyphony, and a digital-signal-processor (DSP). A sound chip is an integrated circuit 

(also known as a "chip") that produces sound through digital, analog, or mixed-mode 

electronics and include electronic devices such one or more of an oscillator, envelope 

controller, sampler, filter, and amplifier. 

10 SLP sound sources 1850 include sound data streams, such as raw captured real­

time and prerecorded sound data, ANC output, local system sounds, computer 

generated sounds, prerecorded or manufactured background sounds (example, 

manufactured sounds not generated from callers), external sounds, manufactured 

sounds as SLPs, voices, remote sound sources, and sounds generated by a program 

15 or an operating system. 

The codecs 1840 include one or more codecs. A codec is an electronic device and/or 

computer program that performs one or more of encoding a signal or digital data 

stream, decoding a signal or digital data stream, compressing data, and 

20 decompressing data. For example, a codec encodes and compresses a data stream 

before it is transmitted to storage or the network and/or electronic devices 1870. 

The codec selector 1830 is an electronic device and/or computer program that 

selects a codec from the codecs 1840. Selection of a codec can be based on one or 

25 more events described herein, such as an event or event data received from the 

sound localization system 1810. For example, the sound localization system 1810 

instructs the codec selector 1830 to make a particular selection of a codec, switch or 

change codecs, offer another party a specific selection of one or more codes, 

execute a codec, discontinue a codec, etc. The codec selector 1830 can also report 

30 its selection or its execution to the sound localization system 1810. 

By way of example, the input data 1860 includes non-audio data such as sound 
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meta-data, sound source properties, and other data regarding sound resource or 

delivery from software applications 1862 (such as properties of SLPs, positions of 

SLPs, properties of an environment, sound effects, vector sound objects, etc.), 

participant data 1863 (such as head geometry, torso geometry, HRTFs, physical 

5 space geometry, virtual space geometry, etc.), events or event data 1864 (such as a 

change to bandwidth, a request or command from a person or a process or an 

electronic device, a permission, or an event discussed in connection with Figures 4 -

16) , and sensor data 1865 (such as head movement or head tracking information, 

position of a person, movement of a person, location of a person or an object, and 

10 input from a sensor discussed herein). 

The file system 1880 can provide input sources to the SLS 1810 instead of or along 

with the sound hardware 1820. Source output from the SLS 1810 can be routed to 

the file system 1880 for recording or as a file path to a hardware device instead of or 

15 in parallel to sending it to the user's ear by way of the sound card 1820. By way of 

example, a Linux user can pipe or redirect the output of another audio process to the 

input of the SLS as a proxy for capturing the sound at his mic(s). As another 

example, an automated process might capture and dump to files predetermined 

portions of the SLS output for some later use, such as testing, quality control, 

20 security, record keeping, trusted time-stamping of events such as with a distributed 

public ledger, or uses not related to human audio such as ultrasound or infrasound. 

The sound localization system 1810 can perform various functions and/or include 

various components, such as event evaluation, spatialization management, and 

25 audio rendering. 

30 

For event evaluation, the sound localization system 1810 receives local and remote 

events and decides if and how they should affect the data that is output by the sound 

localization system. 

For spatialization management, the sound localization system 1810 manages 

geometric and acoustic properties of the local and/or remote environments (physical 
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and/or virtual) and sound fields, and decides if and how output is affected. By way of 

example, SLPs can be treated as data objects and their properties (such as those 

that affect their perception by participants) can be set with a granularity per SLP and 

per listener. The sound localization system can change SLP properties (such as 

5 position) as required and permitted to optimize the communication experience. Such 

changes can be in response to a request or determination to maintain spatial 

congruency between participants (such as person in a communication). 

The sound localization system 1810 can also change one or more of dimensionality, 

10 resolution, sound quality, compression, or level of voice optimization of a managed 

space and can communicate with the codec selector 1830. Additionally, the sound 

localization system can monitor sensors and receive events and determine to change 

its output in order to increase, decrease, or alter spatiality of one or more SLPs 

(including changing an ability of, allowing, or preventing a user to localize sound 

15 when listening to binaural sound). 

Consider an example in which the sound localization system manages multiple SLPs 

and sound-fields per user during a VoIP call between multiple people. Management 

of these SLPs and backgrounds includes, but is not limited to, one or more of 

20 managing the call handshake, tailback selection of ring-space per user, tailback 

selection of answer-space per user, managing a position in 3D space of the SLPs, an 

orientation of the SLPs, a size of the SLPs, a sound source for the SLPs, a sound 

type for the SLPs, permissions for the SLPs, loudness of localized sound perceived 

from the SLPs, codecs for the call, rendering priority for the SLPs, elimination of 

25 rendering or overlay jobs due to SLP obstructions, movement of the SLPs, 

coordination or conflicts with regard to the SLPs, activation and de-activation of the 

SLPs, and other tasks. 

For audio rendering, the sound localization system 1810 uses input parameters (e.g., 

30 from spatialization management and/or event evaluation) to integrate and/or modify 

audio inputs and sound data inputs before passing the modified sound to the listener 

and/or to other participants. By way of example, the sound localization system 
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executes sound rendering by one or more of ray tracing/phonon tracing, recursive ray 

tracing, ray caching, backward ray tracing, guided multi-view ray tracing, ray sorting, 

corner base reinforcement, beam tracing, frustum tracing, surface simplification, 

account for obstructions, occlusions, exclusions, specular reflection, scattering, 

5 diffraction, refraction, Doppler effect, attenuation, absorption, late reverberation, 

artificial reverberation, interpolation for moving listeners, moving environments, and 

other dynamic sources and SLPs, emitting characteristics, psycho-acoustical 

rendering, Graphics Processing Unit (GPU) audio processing, filtering, layering, 

convolving, amplification, panning, widening, noise canceling, voice optimization, and 

10 other audio processing. 

Figure 19 shows flow of a codec selection between a first codec selector 1900 and a 

second codec selector 1910 that communicate with each other over one or more 

networks 1915. For illustration, the codec selection occurs for a voice communication 

15 over an Internet Protocol (IP) network when a first user 1920 with a first electronic 

device 1922 commences a VoIP communication with a second user 1930 with a 

second electronic device 1932 over the one or more networks 1915. 

Flow begins at block 1940 as codec selector 1900 evaluates current network 

20 conditions. 

As shown at 1942, codec selector 1900 sends codec selector 1910 a Session 

Initiation Protocol (SIP) invitation (INVITE) in order to establish a media session 

between the two electronic devices. The invitation includes one or more preferred 

25 codecs for the communication (such as sending a preferred or recommended codec). 

As shown at 1943, codec selector 1910 accepts the SIP invitation (SIP 200 OK), and 

transmits this acceptance and the codec selected to codec selector 1900. 

30 As shown at 1944, codec selector 1900 sends a confirmation of reliable message 

exchange (SIP ACK) to codec selector 1910. The confirmation instructs the codec 

selector 1910 to start sending audio data for the communication per the agreed 
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codec. 

As shown at 1950, codec selector 1900 notifies the SLS and/or the operating system 

(OS) and/or dependent applications of the active session, the codec in use, and their 

5 selected parameters. As shown at 1952, codec selector 1910 notifies the SLS and/or 

the operating system (OS) and/or dependent applications of the active session, the 

codec in use, and their selected parameters. 

As shown at 1960, the VoIP communication session commences with the accepted 

Io or agreed codec. 

During the communication, the codec selectors and/or the sound localization system 

perform tasks. Some example tasks are shown as monitor network conditions 1970A 

and 1970B, listen for events 1972A and 1972B, and decide if a new or different codec 

15 is desired or needed 197 4A and 197 4B. 

For illustration, assume an example in which a new or different codec is desired or 

needed. As shown at 1980, codec selector 1910 sends codec selector 1900 a re­

invitation for a new codec (SIP RE INVITE new codec preference). If the codec 

20 selector 1900 acknowledges, then the communication between the two parties 1920 

and 1930 continues with the new codec. 

In an example embodiment, when a network will not support transmission of data 

output from the sound localization system in a timely manner, then the data can be 

25 compressed before being sent and decompressed when received according to an 

agreed compression/decompression protocol. For example, Session Description 

Protocols (SIS/SOP) can be used together with a number of codecs that are suitable 

for various bandwidth limitations and/or optimized for various types of audio data, 

such as binaural wide-band, binaural speech, stereo music, 2D stereo speech, single 

30 channel speech, and others. 

Figure 20 is a computer system 2000 that includes an electronic device 2002, a 
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server 2004, a server 2006, a wearable electronic device 2008, storage 2010 with 

user profiles 2012, and an electronic device 2014 with one or more sensors 2016 in 

communication with each other over one or more networks 2018. 

5 By way of example, electronic devices include, but are not limited to, a computer, 

handheld portable electronic devices (HPEDs), wearable electronic glasses, watches, 

wearable electronic devices, portable electronic devices, computing devices, 

electronic devices with cellular or mobile phone capabilities, digital cameras, desktop 

computers, servers, portable computers (such as tablet and notebook computers), 

10 electronic and computer game consoles, home entertainment systems, handheld 

audio playing devices (example, handheld devices for downloading and playing 

music and videos), appliances (including home appliances), personal digital 

assistants (PDAs), electronics and electronic systems in automobiles (including 

automobile control systems), combinations of these devices, devices with a 

15 processor or processing unit and a memory, and other portable and non-portable 

electronic devices and systems. 

Electronic device 2002 includes one or more components of computer readable 

medium (CRM) or memory 2020, one or more displays 2022, a processor or 

20 processing unit 2024, one or more interfaces 2026 (such as a network interface, a 

graphical user interface, a natural language user interface, a natural user interface, a 

reality user interface, a kinetic user interface, touchless user interface, an augmented 

reality user interface, and/or an interface that combines reality and VR), a camera 

2028, one or more sensors 2030 (such as micro-electro-mechanical systems sensor, 

25 an activity tracker, a pedometer, a piezoelectric sensor, a biometric sensor, an optical 

sensor, radio-frequency identification sensor, a global positioning satellite (GPS) 

sensor, a solid state compass, gyroscope, magnetometer, and/or an accelerometer), 

a location or motion tracker 2032, one or more speakers 2034, head related transfer 

functions or HRTFs 2036, a sound localization system 2038 (such as a system that 

30 localizes sound, adjusts sound, moves sound, predicts or extrapolates characteristics 

of sound, manages SLPs, predicts SLPs, and/or executes one or more methods 

discussed herein), one or more microphones 2040, a predictor 2042, a user agent 
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2044 (such as an intelligent user agent), a user profile 2046 (including public and 

private information about a user), and a user profile builder 2048. 

Server 2004 includes computer readable medium (CRM) or memory 2050, a 

5 processor or processing unit 2052, and an intelligent personal assistant 2054. 

By way of example, the intelligent personal assistant 2054 is a software agent that 

performs tasks or services for a person, such as organizing and maintaining 

information (emails, calendar events, files, to-do items, etc.), responding to queries, 

10 performing specific one-time tasks (such as responding to a voice instruction), 

performing ongoing tasks (such as schedule management and personal health 

management), and providing recommendations. By way of example, these tasks or 

services can be based on one or more of user input, prediction, activity awareness, 

location awareness, an ability to access information (including user profile information 

15 and online information), user profile information, and other data or information. 

Server 2006 includes computer readable medium (CRM) or memory 2060, processor 

or processing unit 2062, and codec selector 2064 with a plurality of codecs (shown as 

codec 1 (2066) to codec N (2068)). The codec selector 2064 selects one or more of 

20 the codecs based on or in response to an event or information, such as sensed 

information, network information, system information, information from a sound 

localization system, and other information or data discussed herein. 

Wearable electronic device 2008 includes computer readable medium (CRM) or 

25 memory 2070, one or more displays 2072, a processor or processing unit 207 4, one 

or more interfaces 2076 (such as an interface discussed herein), a camera 2078, one 

or more sensors 2080 (such as a sensor discussed herein), a motion or location 

tracker 2082, one or more speakers 2084, HRTFs 2086, a head tracking system or 

head tracker 2088, an imagery system 2090, a sound localization system 2092, and 

30 one or more microphones 2094. 

By way of example, the imagery system 2090 includes, but is not limited to, one or 
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more of an optical projection system, a virtual image display system, virtual 

augmented reality system, and/or a spatial augmented reality system. By way of 

example, the virtual augmented reality system uses one or more of image 

registration, computer vision, and/or video tracking to supplement and/or change real 

5 objects and/or a view of the physical, real world. 

By way of example, the location or motion tracker includes, but is not limited to, a 

wireless electromagnet motion tracker, a system using active markers or passive 

markers, a markerless motion capture system, video tracking (e.g. using a camera), a 

10 laser, an inertial motion capture system and/or inertial sensors, facial motion capture, 

a radio frequency system, an infrared motion capture system, an optical motion 

tracking system, an electronic tagging system, a GPS tracking system, a compass, 

and an object recognition system (such as using edge detection). 

15 Consider an example in which a user wears or has an activity tracker or motion 

sensor (such as a device that monitors, tracks, and/or measures fitness-related 

metrics like distance walked, calories burned, rate of walking or running, etc.). The 

activity tracker or motion sensor detects when a person commences to walk quickly 

or run. When this event occurs, the computer system or electronic device changes or 

20 switches binaural sound. 

Consider an example in which Alice is walking with electronic earphones or 

headphones while talking to her intelligent user agent that localizes out in front of 

Alice as she walks. Suddenly, Alice begins to run. Her headphones do not include 

25 head tracking so localization of the intelligent personal assistant changes from 

localizing externally to Alice to localizing internally to Alice in order to prevent her 

from experiencing the SLP as one that swings with her gait and head movement. 

The event predictor or predictor 2042 predicts or estimates events including, but not 

30 limited to, switching or changing between binaural and stereo sounds at a future time, 

changing or altering binaural sound (such as moving a SLP, reducing a number of 

SLPs, eliminating a SLP, adding a SLP, starting transmission or emission of binaural 
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sound, stopping transmission or emission of binaural sound, etc.), predicting an 

action of a user, predicting a location of a user, predicting an event, predicting a 

desire or want of a user, predicting a query of user (such as a query to an intelligent 

personal assistant), etc. The predictor can also predict user actions or requests in the 

5 future (such as a likelihood that the user or electronic device requests a switch 

between binaural and stereo sounds or a change to binaural sound). For instance, 

determinations by a software application, an electronic device, and/or the user agent 

can be modeled as a prediction that the user with take an action and/or desire or 

benefit from a switch between binaural and stereo sounds or a change to binaural 

10 sound (such as pausing binaural sound, muting binaural sound, reducing or 

eliminating one or more cues or spatializations or localizations of binaural sound). For 

example, an analysis of historic events, personal information, geographic location, 

and/or the user profile provides a probability and/or likelihood that the user will take 

an action (such as whether the user prefers binaural sound or stereo sound for a 

15 particular location, a particular listening experience, or a particular communication 

with another person or an intelligent personal assistant). By way of example, one or 

more predictive models are used to predict the probability that a user would take, 

determine, or desire the action. 

20 The predictive models can use one or more classifiers to determine these 

probabilities. Example models and/or classifiers include, but are not limited to, a 

Naive Bayes classifier (including classifiers that apply Bayes' theorem), k-nearest 

neighbor algorithm (k-NN, including classifying objects based on a closeness to 

training examples in feature space), statistics (including the collection, organization, 

25 and analysis of data), collaborative filtering, support vector machine (SVM, including 

supervised learning models that analyze data and recognize patterns in data), data 

mining (including discovery of patterns in data-sets), artificial intelligence (including 

systems that use intelligent agents to perceive environments and take action based 

on the perceptions), machine learning (including systems that learn from data), 

30 pattern recognition (including classification, regression, sequence labeling, speech 

tagging, and parsing), knowledge discovery (including the creation and analysis of 

data from databases and unstructured data sources), logistic regression (including 
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5 

generation of predictions using continuous and/or discrete variables), group method 

of data handling (GMDH, including inductive algorithms that model multi-parameter 

data) and uplift modeling (including analyzing and modeling changes in probability 

due to an action). 

Consider an example in which the predictor tracks and stores event data over a 

period of time, such as days, weeks, months, or years for users of binaural sound. 

This event data includes recording and analyzing patterns of actions with the binaural 

sound and motions of an electronic device (such as an HPED or electronic 

10 earphones). Based on this historic information, the predictor predicts what action a 

particular user will take with an electronic device (e.g., whether the user will accept or 

place a voice call in binaural sound or stereo sound and with whom and at what time 

and locations, whether the user will communicate with an intelligent personal 

assistant in binaural sound or stereo sound at what times and locations and for what 

15 durations, whether the user will listen to music in binaural sound or stereo sound and 

from which sources, where the user will take the electronic device, in what orientation 

it will be carried, the travel time to the destination and the route to get there, in what 

direction a user will walk or turn or orient his/her head or gaze, what mood or emotion 

a user is experiencing, etc.). 

20 

Consider an example in which a user travels to a new country and receives a 

telephone call from a friend while in a library. Although the user is legally allowed to 

localize the voice of the friend to a SLP that is adjacent to the user, locals frown upon 

localizing calls in this manner since it is considered rude or disrupting while in a 

25 library. The user is unaware of this fact, but an intelligent user agent of the user 

executes a predictor before taking the call and determines, based on a collaborative 

filtering technique, that localizing the call in the library is rarely performed relative to 

the times it is denied by users under similar circumstances. As such, the call 

originates in stereo sound in the earphones of the user. When the user attempts to 

30 localize the voice of the friend to a SLP away from the user, the intelligent user agent 

notifies the user that such localization is not recommended since it is likely contrary to 

local habits or customs. 

72 

Meta Platforms, Inc. 
Exhibit 1002 

Page 126



One or more electronic devices can also monitor and collect data with respect to the 

person and/or electronic devices, such as electronic devices that the person interacts 

with and/or owns. By way of example, this data includes user behavior on an 

5 electronic device, installed client hardware, installed client software, locally stored 

client files, information obtained or generated from the user's interaction with a 

network (such as web pages on the internet), email, peripheral devices, servers, 

other electronic devices, programs that are executing, SLP locations, SLP 

preferences, binaural sound preferences, music listening preferences, time of day 

10 and period of use, sensor readings (such as common gaze angles and patterns of 

gaze at certain locations such as a work desk or home armchair, common device 

orientations and cyclical patterns of orientation such as one gathered while a device 

is in a pocket or on a head), etc. The electronic devices collect user behavior on or 

with respect to an electronic device (such as the user's computer), information about 

15 the user, information about the user's computer, and/or information about the 

computer's and/or user's interaction with the network. 

By way of example, a user agent and/or user profile builder monitors user activities 

and collects information used to create a user profile, and this user profile includes 

20 public and private information. The profile builder monitors the user's interactions with 

one or more electronic devices, the user's interactions with other software 

applications executing on electronic devices, activities performed by the user on 

external or peripheral electronic devices, etc. The profile builder collects both content 

information and context information for the monitored user activities and then stores 

25 this information. By way of further illustration, the content information includes 

contents of web pages and internet links accessed by the user, people called, 

subjects spoken of, locations called, questions or tasks asked of an IPA, graphical 

information, audio/video information, patterns in head tracking, device orientation, 

location, physical and virtual positions of conversations, searches or queries 

30 performed by the user, items purchased, likes/dislikes of the user, advertisements 

viewed or clicked, information on commercial or financial transactions, videos 

watched, music played, interactions between the user and a user interface (UI) of an 
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electronic device, commands (such as voice and typed commands), information 

relating to SLPs and binaural sound, etc. 

The user profile builder also gathers and stores information related to the context in 

5 which the user performed activities associated with an electronic device. By way of 

example, such context information includes, but is not limited to, an order, frequency, 

duration, and time of day in which the user accessed web pages, audio streams, 

SLPs, information regarding the user's response to interactive advertisements, calls, 

requests and notifications from intelligent personal assistants (IPAs), information as 

10 to when or where a user localized binaural sounds, switched to or from binaural 

sound sending or receiving, etc. 

As previously stated, the user profile builder also collects content and context 

information associated with the user interactions with various different applications 

15 executing on one or more electronic devices. For example, the user profile builder 

monitors and gathers data on the user's interactions with a telephony application, an 

AAR application, web browser, an electronic mail (email) application, a word 

processor application, a spreadsheet application, a database application, a cloud 

software application, a sound localization system (SLS), and/or any other software 

20 application executing on an electronic device. 

Consider an example in which a user agent and/or electronic device gathers SLP 

preferences while the user communicates during a voice exchange with an intelligent 

user agent, an intelligent personal assistant, or another person during a 

25 communication over the Internet. For example, a facial and emotional recognition 

system determines facial and body gestures of a user while the user communicates 

during the voice exchange. For instance, this system can utilize Principal Component 

Analysis with Eigenfaces, Linear Discriminate Analysis, 3D facial imaging techniques, 

emotion classification algorithms, Bayesian Reasoning, Support Vector Machines, K-

30 Nearest Neighbor, neural networks, or a Hidden Markov Model. A machine learning 

classifier can be used to recognize an emotion of the user. 
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By way of example, SLP preferences can include a person's personal likes and 

dislikes, opinions, traits, recommendations, priorities, tastes, subjective information, 

etc. with regard to SLPs and binaural sound. For instance, the preferences include a 

desired or preferred location for a SLP during a voice exchange, a desired or 

5 preferred time when to localize sound versus not localize sound, permissions that 

grant or deny people rights to localize to a SLP that is away from but proximate to a 

person during a voice exchange (such as a VoIP call), a size and/or shape of a SLP, 

a length of time that sound localizes to a SLP, a priority of a SLP, a number of SLPs 

that simultaneously localize to a person, etc. Consider an example in which a HPED 

10 has a mobile operating system that includes a computer program that functions as 

an intelligent personal assistant (IPA) and knowledge navigator. The IPA uses a 

natural language user interface to interact with a user, answer questions, perform 

services, make recommendations, and communicates with a database and web 

services to assist the user. The IPA further includes or communicates with a predictor 

15 and/or user profile to provides its user with individualized searches and functions 

specific to and based on preferences of the user. A conversational interface (e.g., 

using as a natural language interface using voice recognition and machine learning), 

personal context awareness (e.g., using user profile data to adapt to individual 

preferences with personalized results), and service delegation (e.g., providing access 

20 to built-in applications in the HPED) enable the IPA to interact with its user and 

perform switching functions discussed herein. For example, the IPA predicts and/or 

intelligently performs switching to binaural sound, switching from binaural sound, 

altering binaural sound, and executing other methods discussed herein. 

25 Consider an example in which a HPED has a mobile operating system with a 

computer program that functions as an intelligent personal assistant (IPA) and 

knowledge navigator. The IPA uses a natural language user interface to interact with 

a user, answer questions, perform services, make recommendations, and 

communicate with a database and web services to assist the user. The IPA further 

30 includes or communicates with a predictor and/or user profile to provide its user with 

individualized searches and functions specific to and based on preferences of the 

user. A conversational interface (e.g., using a natural language interface with voice 
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recognition and machine learning), personal context awareness (e.g., using user 

profile data to adapt to individual preferences and provide personalized results), and 

service delegation (e.g., providing access to built-in applications in the HPED) enable 

the IPA to interact with its user and perform switching functions discussed herein. For 

5 example, the IPA predicts and/or intelligently performs switching to binaural sound, 

switching from binaural sound, altering binaural sound, and executing other methods 

discussed herein. 

Blocks and/or methods discussed herein can be executed and/or made by a user, a 

10 user agent (including machine learning agents and intelligent user agents), a 

software application, an electronic device, a computer, firmware, hardware, a 

process, a computer system, and/or an intelligent personal assistant. Furthermore, 

blocks and/or methods discussed herein can be executed automatically with or 

without instruction from a user. 

15 

As used herein, a "user" can be a human being, an intelligent personal assistant 

(IPA), a user agent (including an intelligent user agent and a machine learning 

agent), a process, a computer system, a server, a software program, hardware, an 

avatar, or an electronic device. A user can also have a name, such as Alice, Bob, and 

20 Charlie, as described in some example embodiments. 

As used herein, a "user agent" is software that acts on behalf of a user. User agents 

include, but are not limited to, one or more of intelligent user agents and/or intelligent 

electronic personal assistants (IPAs, software agents, and/or assistants that use 

25 learning, reasoning and/or artificial intelligence), multi-agent systems (plural agents 

that communicate with each other), mobile agents (agents that move execution to 

different processors), autonomous agents (agents that modify processes to achieve 

an objective), and distributed agents (agents that execute on physically distinct 

electronic devices). 

30 

As used herein, a "user profile" is personal data that represents an identity of a 

specific person or organization. The user profile includes information pertaining to the 
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characteristics and/or preferences of the user. Examples of this information for a 

person include, but are not limited to, one or more of personal data of the user (such 

as age, gender, race, ethnicity, religion, hobbies, interests, income, employment, 

education, location, communication hardware and software used including peripheral 

5 devices such as head tracking systems, abilities, disabilities, biometric data, physical 

measurements of their body and environments, functions of physical data such as 

HRTFs, etc.), photographs (such as photos of the user, family, friends, and/or 

colleagues, their head and ears), videos (such as videos of the user, family, friends, 

and/or colleagues), and user-specific data that defines the user's interaction with 

10 and/or content on an electronic device (such as display settings, audio settings, 

application settings, network settings, stored files, downloads/uploads, browser and 

calling activity, software applications, user interface or GU I activities, and/or 

privileges). 

15 Examples herein can take place in physical spaces, in computer rendered spaces 

(VR), in partially computer rendered spaces (AR), and in combinations thereof. 

Figures 17 - 20 show example computers and electronic devices with various 

components. One or more of these components can be distributed or included in 

20 various electronic devices, such as some components being included in an HPED, 

some components being included in a server, some components being included in 

storage accessible over the Internet, some components being in an imagery system, 

some components being in wearable electronic devices, and some components 

being in various different electronic devices that are spread across a network or a 

25 cloud, etc. 

The processor unit includes a processor (such as a central processing unit, CPU, 

microprocessor, field programmable gate array (FPGA), application-specific 

integrated circuit (ASIC), etc.) for controlling the overall operation of memory (such as 

30 random access memory (RAM) for temporary data storage, read only memory (ROM) 

for permanent data storage, and firmware). The processing unit communicates with 

memory and performs operations and tasks that implement one or more blocks of the 
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flow diagrams discussed herein. The memory, for example, stores applications, data, 

programs, algorithms (including software to implement or assist in implementing 

example embodiments) and other data. 

5 Consider an example in which the SLS or portions of the SLS include an integrated 

circuit FPGA that is specifically customized, designed, configured, or wired to execute 

one or more blocks discussed herein. For example, the FPGA includes one or more 

programmable logic blocks that are wired together or configured to execute 

combinational functions for the SLS. 

Consider an example in which the SLS or portions of the SLS include an integrated 

circuit or ASIC that is specifically customized, designed, or configured to execute one 

or more blocks discussed herein. For example, the ASIC has customized gate 

arrangements for the SLS. The ASIC can also include microprocessors and memory 

15 blocks (such as being a SoC (system-on-chip) designed with special functionality to 

execute functions of the SLS. 

Consider an example in which the SLS or portions of the SLS include one or more 

integrated circuits that are specifically customized, designed, or configured to execute 

20 one or more blocks discussed herein. 

Example embodiments also include embodiments discussed in U.S. application 

having serial number 14/311,532, filed 23 June 2014, issued as U.S. patent number 

9,226,090, entitled "Sound Localization for an Electronic Call" and being incorporated 

25 herein by reference. 

In some example embodiments, the methods illustrated herein and data and 

instructions associated therewith are stored in respective storage devices, which are 

implemented as computer-readable and/or machine-readable storage media, 

30 physical or tangible media, and/or non-transitory storage media. These storage 

media include different forms of memory including semiconductor memory devices 

such as DRAM, or SRAM, Erasable and Programmable Read-Only Memories 
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(EPROMs), Electrically Erasable and Programmable Read-Only Memories 

(EEPROMs) and flash memories; magnetic disks such as fixed, floppy and 

removable disks; other magnetic media including tape; optical media such as 

Compact Disks (CDs) or Digital Versatile Disks (DVDs). Note that the instructions of 

5 the software discussed above can be provided on computer-readable or machine­

readable storage medium, or alternatively, can be provided on multiple computer­

readable or machine-readable storage media distributed in a large system having 

possibly plural nodes. Such computer-readable or machine-readable medium or 

media is (are) considered to be part of an article (or article of manufacture). An article 

10 or article of manufacture can refer to any manufactured single component or multiple 

components. 

Method blocks discussed herein can be automated and executed by a computer, 

computer system, user agent, and/or electronic device. The term "automated" means 

15 controlled operation of an apparatus, system, and/or process using computers and/or 

mechanical/electrical devices without the necessity of human intervention, 

observation, effort, and/or decision. 

The methods in accordance with example embodiments are provided as examples, 

20 and examples from one method should not be construed to limit examples from 

another method. Further, methods discussed within different figures can be added to 

or exchanged with methods in other figures. Further yet, specific numerical data 

values (such as specific quantities, numbers, categories, etc.) or other specific 

information should be interpreted as illustrative for discussing example embodiments. 

25 Such specific information is not provided to limit example embodiments. 
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CLAIMS 

What is claimed is: 

1. A method to switch binaural sound to one of stereo sound and mono sound when 

an object interferes with a sound localization point, the method comprising: 

providing, through electronic earphones, binaural sound to a person such that 

a voice in the binaural sound localizes to a sound localization point (SLP) in empty 

space that is away from but proximate to the person; 

sensing, with a handheld portable electronic device (HPED) in communication 

with the electronic earphones, when an object interferes with the SLP such that the 

voice changes from emanating from the empty space to emanating from the object; 

switching, with the HPED and in response to the sensing when the object 

interferes with the SLP, the binaural sound to one of stereo sound and mono sound 

such that the switching removes the voice from being localized at the SLP; and 

providing, through the electronic earphones, the voice in the one of stereo 

sound and mono sound to the person. 

2. The method of claim 1, further comprising: 

switching back, with the HPED, the voice in the one of stereo sound and mono 

sound to the binaural sound when the object no longer interferes with the SLP; and 

providing, after the switching back and through the electronic earphones, the 

voice in the binaural sound such that the voice localizes to the SLP in empty space 

that is away from but proximate to the person. 

3. The method of claim 1, further comprising: 

determining, with the HPED, when the person is at a location that prohibits 

localizing the voice to the SLP in empty space that is away from but proximate to the 

person; and 

switching, with the HPED and in response to the determining when the person 

is at the location, the binaural sound to the one of stereo sound and mono sound in 

order to remove the voice from being localized at the SLP. 
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4. The method of claim 1, further comprising: 

determining, with the HPED, when the SLP overlaps with another SLP of 

another person that is proximate to the person; and 

switching, with the HPED and in response to the determining when the SLP 

overlaps with another SLP, the binaural sound to the one of stereo sound and mono 

sound in order to prevent overlap of the SLP with the another SLP. 

5. The method of claim 1, further comprising: 

determining, with the HPED, an average percent of packet loss during 

localization of the voice to the SLP; and 

switching, with the HPED and in response to the determining the average 

percent of packet loss, the binaural sound to the one of stereo sound and mono 

sound when the average percent of packet loss increases above a threshold. 

6. The method of claim 1, further comprising: 

displaying, with an electronic device, an image that corresponds with the 

voice; 

determining, with the HPED, when a location of the image is not congruent 

with a location of the SLP; and 

switching, with the HPED and in response to the determining when the 

location of the image is not congruent with the location of the SLP, the binaural sound 

to the one of stereo sound and mono sound. 

7. The method of claim 1, further comprising: 

receiving, with the HPED, an incoming call that desires to localize a voice of a 

caller at the SLP; 

determining, with the HPED and for the incoming call, a permission to localize 

to the SLP; 

localizing, with the HPED, the voice of the caller to the SLP when the 

permission to localize to the SLP is granted; and 

providing, with the HPED, the voice of the caller in the one of stereo sound 
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and mono sound when the permission to localize to the SLP is denied. 

8. A method executed by a computer system to change a voice of an intelligent 

personal assistant from being provided in binaural sound, the method comprising: 

providing, through electronic earphones, a person with a binaural sound of a 

voice of an intelligent personal assistant during a voice exchange with the person 

such that the voice of the intelligent personal assistant localizes to the person at a 

sound localization point (SLP) in empty space that is away from but proximate to the 

person; 

sensing, by the computer system and during the voice exchange, a presence 

of an object at the SLP such that the voice of the intelligent personal assistant is no 

longer localized in the empty space but localized at the object; 

changing, by the computer system and in response to the sensing of the 

presence of the object, the voice of the intelligent personal assistant from being 

provided as the binaural sound to being provided as one of stereo sound and mono 

sound; and 

providing, through the electronic earphones, the person with the voice of the 

intelligent personal assistant as one of the stereo sound and the mono sound. 

9. The method of claim 8, further comprising: 

providing, by the computer system, an alert to notify the person that the 

computer system is providing the voice of the intelligent personal assistant in binaural 

sound; 

determining, by the computer system, whether the person acknowledges the 

alert; and 

changing, by the computer system, the binaural sound to being provided as 

one of the stereo sound and the mono sound when the person does not provide an 

acknowledgement in response to the alert. 

10. The method of claim 8, further comprising: 

detecting, by the computer system, a sound of another voice during the voice 

exchange between the intelligent personal assistant and the person; and 
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changing, by the computer system and in response to the detecting of the 

another voice, the binaural sound to being provided as one of the stereo sound and 

the mono sound when the computer system detects the voice of the another person. 

11. The method of claim 8, further comprising: 

changing, in response to activation of a switch located on the electronic 

earphones or on a handheld portable electronic device (HPED) in communication 

with the electronic earphones, the voice of the intelligent personal assistant as one of 

the stereo and the mono sound back to being provided in the binaural sound. 

12. The method of claim 8 further comprising: 

determining, by the computer system, that the person is running, wherein the 

computer system changes the binaural sound to one of the stereo sound and the 

mono sound when the computer system determines that the person is running. 

13. The method of claim 8 further comprising: 

moving the voice of the intelligent personal assistant to localize on a smart 

appliance that is away from but proximate to the person; and 

providing, though the electronic earphones, the person with the voice of the 

intelligent personal assistant such that the SLP appears on the smart appliance. 

14. A method executed by a computer system to change to binaural sound during an 

electronic call between a first person and a second person, the method comprising: 

providing, during the electronic call and through electronic earphones that the 

first person wears, the first person with binaural sound of a voice of the second 

person such that the voice of the second person externally localizes at a sound 

localization point (SLP) in empty space that is away from but proximate to the first 

person; 

sensing, by the computer system, a physical object that moves into the empty 

space and overlaps with the SLP such that a location of the voice of the second 

person changes from localizing in the empty space to localizing at the physical object; 

changing, by the computer system and in response to sensing the physical 
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object that overlaps with the SLP in empty space, the binaural sound of the voice of 

the second person from being externally localized at the SLP in empty space to being 

internally localized such that the voice of the second person appears to the first 

person to originate in the head of the first person; and 

providing, during the electronic call and through the electronic earphones that 

the first person wears, the first person with the voice of the second person localized 

at the location that is internal to the head of the first person. 

15. The method of claim 14, further comprising: 

sensing, by the computer system, that the first person is running; and 

changing, by the computer system and in response to sensing that the first 

person is running, the voice of the second person from being provided as the binaural 

sound localized at the SLP in empty space to being internally localized such that the 

voice of the second person appears to the first person to originate in the head of the 

first person. 

16. The method of claim 14, further comprising: 

receiving, by the computer system and at a natural language user interface, a 

verbal request to change the voice from being localized at the SLP to being localized 

inside the head of the first person; and 

changing, by the computer system and in response to receiving the verbal 

request, the voice of the second person from being provided as the binaural sound 

localized at the SLP in empty space to being internally localized such that the voice of 

the second person appears to the first person to originate in the head of the first 

person. 

17. The method of claim 14, further comprising: 

determining, by the computer system, another event during the electronic call 

between the first person and the second person; 

switching back, by the computer system and in response to the another event, 

the voice of the second person from being localized at the location that is internal to 

the head of the first person to being provided as the binaural sound that localizes at 
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the SLP in empty space that is away from but proximate to the first person; and 

providing, during the electronic call and through the electronic earphones, the 

first person with the binaural sound of the voice of the second person localized at the 

SLP in empty space that is away from but proximate to the first person. 

18. The method of claim 14, further comprising: 

selecting, by the computer system, a first codec for transmission of the 

binaural sound during the electronic call between the first person and the second 

person; and 

changing, by the computer system and in response to sensing the physical 

object that overlaps with the SLP in empty space, the first codec to a second codec 

for transmission of mono sound during the electronic call between the first person 

and the second person. 

19. The method of claim 14, further comprising: 

sensing, by the computer system, when the physical object moves into an area 

that is around the SLP; and 

notifying, by the computer system, a sound localization system when the 

physical object moves into the area so the sound localization system can determine 

what action to take in response to the physical object moving into the area. 

20. The method of claim 14, further comprising: 

determining, by the computer system, when the SLP in empty space overlaps 

with another SLP in empty space heard by a third person that is away from but 

proximate to the third person; and 

changing, by the computer system and in response to determining when the 

SLP in empty space overlaps with the another SLP in empty space, the voice of the 

second person from being provided as the binaural sound localized at the SLP in 

empty space to being internally localized such that the voice of the second person 

appears to the first person to originate in the head of the first person. 
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ABSTRACT 

A method provides binaural sound to a person through electronic earphones. The 

binaural sound localizes to a sound localization point (SLP) in empty space that is 

away from but proximate to the person. When an event occurs, the binaural sound 

5 switches or changes to stereo sound, to mono sound, or to altered binaural sound. 
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