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On the simulation of sound localization
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Sound localization both in the horizontal and the median planes was simulated by the
aid of a digital computer through two loudspeakers located in the traverse plane. The
simulation was performed by the use of the measured head-related transfer function
(HRTF) for two ears. Results of localization tests of three subjects with different sized
pinnae show that: (1) When the subject's own HRTF was used in the simulation, natural
sound localization in both planes can be performed with the same accuracy as real
sound sources. (2) The differences between individual HRTFs affect the accuracy of
localization in the simulation. In particular, in the median plane, an HRTF with a high
angle-dependency seems to be more advantageous than one with a low angle-dependency.

PACS number: 43. 66. Pn, 43. 66. Qp, 43. 85. Ta,
43. 88. Md, 43. 88. Vk

1. INTRODUCTION

In performing the subjective tests, the simulation
of sound fields in an anechoic chamber is a power-
ful method. The directional informations of incom-
ing sound signals, i. e., "sound localization", should
be simulated because it includes an important effect
on the subjective evaluations of sound fields.1)

Schroeder et al.2) synthesized locations of sound
sources only in the frontal half of the horizontal

plane by a symmetrical two-channel loudspeaker
system, using the head-related transfer functions

(HRTF). Ando et al.3) generalized it to the asym-
metrical two-channel loudspeaker system because
a head and pinnae are in general asymmetric.

The purpose of this paper is to confirm the re-
liability of the simulation of sound localization at
any position in a three dimensional space, by the
use of the asymmetrical HRTF. Also, in order to
discuss the effects of difference between individual
HRTFs on localization, the measured HRTFs of
three subjects with different sized pinnae are used in
the simulation. The difference may be caused by the
size of the pinna, its configuration and other bound-
ary conditions of the head.

2. METHOD

To begin with, three special planes relating to a
subject are defined as follows: A horizontal plane
is the plane on which the left and the right tragions
and the right orbitare lie. A median plane intersects
the midpoint (the center of a head) of a straight line
connecting the left and the right tragions at right
angles to the line. A traverse plane intersects both
the horizontal and the median planes at right angles
and contains the left and the right tragions (Fig. 1).

2.1 Theory
As shown in Fig. 1, let the pressure impulse re-

sponses for the paths from a real sound source,
s(t), to the entrances of the left and the right audi-
tory canals in a free field be

where 1 and r indicate the left and the right ears,

respectively, ƒÁ is the distance between a sound

source and the center of a subject's head, ƒÆ is the

elevation angle, and ƒµ is the azimuth angle.

The sound pressures, p1(t) and pr(t), at the en-

trances to be simulated are expressed by

p1(t)=s(t)*h1(t),
pr(t)=s(t)*hr(t),

(1)
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Fig. 1 Geometry and the pressure impulse

responses to the entrances of the left and

the right auditory canals.

where the asterisk signifies convolution.

Also, let the pressure impulse responses for the

paths from the two loudspeakers, L1 and L2, for

reproduction to the entrances be

Then the pressures, pl(t) and pr(t), being syn-
thesized through the two loudspeakers are expressed
by

pl(t)=x1(t)*hl(1)(t)+x2(t)*hl(2)(t),

pr(t)=x1(t)*hr(1)(t)+x2(t)*hr(2)(t),
(2)

where x1(t) and x2(t) are the input signals to be fed
into the loudspeakers, respectively.

Taking the Fourier transform on the right hand
sides of Eqs. (1) and (2), we obtain

(3)

The input signals in the frequency domain, X1(ω)

and X2(ω), are obtained by

(4)

where

Taking the inverse Fourier transform on both
sides of Eq. (4), we obtain

x1(t)={hl(t)*hr(2)(t)-hr(t)*hl(2)(t)}*s(t)*d(t),

x2(t)={hr(t)*hl(1)(t)-hl(t)*hr(1)(t)}*s(t)*d(t),

(5)

where d(t) is the inverse Fourier transform of D(ω)-1.

Conditions for a unique solution or non-trivial solu-

tion are:

i) D(ω)≠0

and

ii) Hl,r(1)(ω) and Hl,r(2)(ω) have no zeros in the

audio frequency range.

2.2 Subjects

In order to discuss the effects of the differences

between individual HRTFs, three subjects were

chosen for this investigation. All three are males,

21 years of age •}1 year, with normal hearing sensi-

Table 1 Dimensions of pinnae in centimeter.
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tivity.

As shown in Table 1, they have different sized

pinnae; subject (L) has large-sized pinnae, subject

(M) has medium-sized ones, and subject (S) has

small-sized ones. The dimensions of subject (M)

are almost equal to the average size of 15 males,

whom we measured.

2.3 Measurement of the HRTF

In order to obtain both the amplitude and the

phase parts of the HRTF accurately, the pulse

technique5,6) was used adding 100 repetitions. This

yields an increase in the signal to noise ratio of

20dB.

The subject was seated in an anechoic chamber,

and his head was fixed. As the sound sources, thir-

teen loudspeakers were arranged at every 15 de-

grees both in the right half on the horizontal plane

and in the median plane on a hemisphere with a

radius of 1.5m centered on the subject's head.

Tips of two probe-microphones (Bruel & Kjaer,

Type 4170) were carefully set at the entrances of

two auditory canals, that is the point of intersec-

tion of the center line of the auditory canal and the

extension of the concha surface. A set of HRTFs for

the paths from the sound source to the left and the

right ears was measured simultaneously. A pulse

of 20ƒÊs duration was fed through an amplifier into

the loudspeaker. The probe-microphone outputs

were led into a digital computer through an A-D

converter (12bit) with a sampling frequency of 50

kHz.

The HRTF, H1,r(ƒÖ), are obtained

where F(ƒÖ) is the Fourier transform of the wave

form, f(t), measured at the point corresponding to

the center of the subject's head in a free field with-

out a subject, and Gl ,r(ƒÖ) are those measured at

the two entrances of the auditory canals of the

subject.

As an example, the measured amplitudes of the

HRTFs in the median plane of the three subjects

are shown in Fig. 2, since the amplitude of the

HRTF is considered to play an important role for

sound localization, especially in the median

plane.7-9) Taking note of the sharp notch-frequen-

cy (NF) in the frequency range above 4kHz where

localization cues in the median plane exist,7) the

NF at the left ear of subject (L) is not changed by

the elevation angle, i. e., 9.3•}0.1kHz, but the NF

at the right ear of subject (L) is greatly changed in

the range of 7 to 12.6kHz. Such a high angle-

dependency cannot be observed for the other sub-

jects. The NF at the left ear of subject (M) is almost

constant, i. e., 8.4•}0.4kHz and the NE at the right

ear of subject (M) is almost constant, i. e., 10.0±

0.3kHz, except for ƒÆ=165•‹ and 180•‹. Also, the

NFs at the left and the right ears of subject (S) are

almost constant, i. e., 10.0•}0.2kHz and 10.0•}0.5

kHz, respectively. These differences are not solely

Fig. 2 Measured amplitudes of the HRTFs in the median plane of the three subjects.
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related to the dimensions of pinnae as indicated in

Table 1.

3. LOCALIZATION TESTS

3.1 Procedure

According to the above mentioned theory, the

simulation was carried out by the aid of a digital

computer, using both the amplitude and the phase

parts of the measured HRTFs. White noise as a

source signal (s(t) in Eq. (5)) was put into a digital

computer through a lowpass filter with a cutoff

frequency of 13.6kHz and an A-D converter (12

bit). After the computation, the output signals were

recorded by a magnetic tape-recorder through a

D-A converter (12 bit) and the lowpass filter.

Two loudspeakers, L1 and L2, for reproduction

were located at (1.5m, +60•‹, •}90•‹) in the traverse

plane, because the HRTFs for the paths from the

positions to the left and the right ears have no

remarkable notches for all subjects. Hence, the two

conditions are satisfactory in obtaining the unique

solution or the non-trivial solution of Eq. (5). The

frequency characteristics of the two loudspeakers

were flat within •}5dB, and they were equal to each

other within •}1dB in the frequency range of the

stimulus. A frequency range from 0.3 to 13.6kHz

was chosen in order to also obtain a natural sound

localization in the median plane.10) The stimulus

was of one-second duration, with the level of 50

dB (A) followed by an interval of six seconds. It

was presented five times for each direction in ran-

dom order.

When the subject's own HRTF was used in the

simulation, the sound pressures at the entrances

could be reproduced correctly, for example, as

shown in Fig. 3 (A). The difference between the

simulated sound pressure and a real sound pressure

was within •}4dB throughout this experiment and
"over all patterns" as a function of frequency were

similar as shown in the figure. Also, the notch

frequencies of the simulated sound pressure and

a real sound pressure nearly coincided. The inter-

aural phase difference (IPD) in the low frequency

range which plays an important role for sound

localization in the horizontal plane could be repro-

duced correctly as shown in Fig. 3 (B), especially

in the frequency range under 1.0kHz. In the

frequency range above 1.5kHz, the difference be-

tween IPDs of the simulated sound source and

a real sound source was also within 150ƒÊs.

(A)

(B)

Fig. 3 Accuracy of the simulation.

The subject was seated in a darkened anechoic
chamber with his head fixed. Having 65 sheets of
test-paper with a circle printed on it and a tiny
light, he marked each sheet within an interval of
six seconds, indicating his perceived direction.

Localization tests in the horizontal plane and the
median plane were performed separately. Also,
each subject responded to sound sources simulated
by the use of his own HRTF and those simulated
by the use of HRTFs of the other two subjects sepa-
rately. In order to compare the accuracy of locali-
zation, the tests of real sound sources both in the
horizontal and the median planes were also per-
formed. The responses could be read with a pro-
tractor to an accuracy of one degree.

3.2 Results
In these localization tests, all subjects were able

to localize all sound images at a distance from their
heads.
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An error of localization is defined by

(6)

where Sjk indicates the real or the simulated direc-
tion, Rjk is the perceived direction, every j cor-
responds to a single direction (J=13), and every k
is the stimulus for each direction (K=5).

Table 2 shows the error E in the localization of
sound sources simulated by the use of the subject's
own HRTF and real sound sources. It is found that
all subjects could localize sound sources simulated

Table 2 Localization errors E (in degrees)
of sound sources simulated by the use
of the subjects' own HRTFs and real
sound sources.

(A) In the horizontal plane.

(B) In the median plane.

Table 3 Localization errors E (in degrees)
of sound sources simulated by the use of
the subjects' own HRTFs and the two
others' HRTFs.

(A) In the horizontal plane.

(B) In the median plane.

by the use of their own HRTFs with much the same
errors as real sound sources. Table 3 includes er-
rors E in the localization of sound sources simulated
by the use of the HRTFs of the other subjects. It
is found that the errors of subject (L) for sound
sources simulated by the use of the other subjects'
HRTFs are remarkably large, however, those of
subject (M) and subject (S) for sound sources simu-
lated by the use of the HRTFs of the other subjects
are rather small.

A factor analysis of variance indicates that the
HRTF factor has a significant effect (p<0.01) on
the localization error E in the simulation of locali-
zation in the median plane, but not in the horizontal

plane.
In order to discuss the behaviors of the responses

in details, the number of responses at every fifth
degree angle are shown in Figs. 4 and 5. The area
of the circle is proportional to the number of re-
sponses within a range of five degrees.

Figure 4 shows the results of localization tests in
the horizontal plane. The results of real sound
sources indicate that responses of all subjects al-
most corresponded to source directions. The results
of sound sources simulated by the use of their own
HRTFs indicate that all subjects could localize

them with much the same accuracy as real sound
sources, except for a few points indicated by subject

(L) and subject (M).
On the other hand, the results of sound sources

simulated by the use of the other subjects' HRTFs
indicate the following: Most of the responses of
subject (L) appeared in the rear, except for those to

ψ=0°. The responses of subject (M) to sound

sources simulated by the use of HRTF (L) and
HRTF (S), and the responses of subject (S) to sound
sources simulated by the use of HRTF (L) were for
the most part correct, except for a few minor cases
in which there was confusion as to whether the
sources were in the front or rear. Also, the re-
sponses of subject (S) to sound sources simulated
by the use of HRTF (M) were as accurate as real
sound sources. After the localization tests, all sub-

jects reported that all sound images appeared in the
horizontal plane, in spite of sound sources being
reproduced through loudspeakers in the traverse

plane. Subject (L) was the only exception in his
responses to sound sources simulated by the use of
the other subjects' HRTFs.

Figure 5 shows the results of localization tests in
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Fig. 4 Responses of the three subjects to simulated and real sound sources in the horizontal plane.

Fig. 5 Responses of the three subjects to simulated and real sound sources in the median plane.
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the median plane. The results of real sound sources

indicate that though the responses of subject (M)

to θ=120°, 135° and 150° moved slightly upward,

responses of all subjects almost corresponded to

source directions. The results of sound sources

simulated by the use of their own HRTFs indicate

that all subjects could localize them with much the

same accuracy as real sound sources. Only the

variances of the responses of subject (L) to θ=0°,

75°, 90° and 105°, and those of subject (S) to θ=0°,

75°, 90° and 150° were somewhat larger than those

of real sound sources.

On the other hand, the results of sound sources

simulated by the use of the other subjects' HRTFs

indicate the following: Most of the responses of

subject (L) to sound sources simulated by the use
of HRTF (M) appeared in the front or in the rear.

Most of the responses of subject (L) to sound sources
simulated by the use of HRTF (S) appeared in the

rear. The responses of subject (M) and subject (S)
to sound sources simulated by the use of the other

subjects' HRTFs were almost correct, but their re-

sponses to the front moved upward slightly. The
variances of all of their responses to all directions
were larger than those of real sound sources. After

the localization tests, all subjects reported that all

sound images appeared in the median plane, even
those of subject (L) to sound sources simulated by

the use of the other subjects' HRTFs.

4. DISCUSSION

Butler et al.9) have investigated the effects of the
differences between individual HRTFs on the ac-

curacy of localization in the median sagittal plane.
In his experiments, each subject listened to sound

sources recorded via microphones placed in his own
auditory canals and those of the other three sub-

jects, through headphones. The results of their lo-
calization tests show that good localization could be

performed for sound sources recorded at the ears,
when the notch frequency of the HRTF changes

in an orderly way according to the elevation angle.
But all subjects did not perform best localizations

of sound sources recorded at their own ears.
In this paper, the results of the localization tests

of simulated sound sources in the median plane,
through the two-channel loudspeaker system, show

that all subjects could localize sound sources simu-
lated by the use of their own HRTFs with the same

accuracy as real sound sources in the median plane,

even if the notch frequency is almost constant as in

HRTF (M) and HRTF (S) (Fig. 2).
In the simulation, when a subject listens to sound

sources simulated by the use of other subjects'
HRTFs (for example, when the subject is (L) and

the HRTF used is (M)), subject (L) does not listen
to the sound with HRTF (M) as shown in Fig. 2,

but to the complicated sound (Appendix I). How-

ever, there is a significant difference between the
effects of individual HRTFs on the localization error

E in the median plane. Comparing the results of
localization tests of the three subjects (Table 3 (B))

and the sharp notch-frequency of their measured

HRTFs (Fig. 2), it can be seen that subject (L)

whose HRTF shows a high angle-dependency can
not localize correctly sound sources simulated by

the use of the low angle-dependent HRTF (M) and
HRTF (S). On the contrary, subject (M) and sub-

ject (S) whose HRTFs show a low angle-dependency
can localize correctly sound sources simulated by
the use of the high angle-dependent HRTF (L).

5. CONCLUSIONS

The reliability of the simulation of sound lo-

calization at any position in a three dimensional
space, by the aid of a digital computer through a

two-channel loudspeaker system, was confirmed.
The simulation was performed by the use of the

measured head-related transfer functions (HRTF)
of three subjects with different sized pinnae.

The results of localization tests of simulated sound
sources both in the horizontal and the median

planes show clearly that:

(1) In spite of the sound sources reproduced
through two loudspeakers located in the
traverse plane, natural sound localization in

both planes can be performed with the
same accuracy as real sound sources, when

the subject's own HRTF was used in the
simulation.

(2) The differences between individual HRTFs
affect the accuracy of localization in the

simulation. In paticular, in the median

plane, an HRTF with a high angle-dependen-
cy seems to be more advantageous than one

with a low angle-dependency in order to
obtain good performance in localization.
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APPENDIX I

Suppose that subject (L) listens to sound sources
simulated by the use of HRTF (M), the sound pres-

sures at his left and right ears, p1(L) (t) and pr(L) (t),

may be expressed by

p1(L)(t)=x1(M)(t)*h1(1)(L)(t)+x2(M)(t)*h1(2)(L)(t),

pr(L)(t)=x1(M)(t)*hr(1)(L)(t)+x2(M)(t)*hr(2)(L)(t),

(A1)

where (L) and (M) mean subject (L) and subject

(M), respectively,

x1(M)(t)={h1(M)(t)*hr(2)(M)(t)

-hr(M)(t)*h1(2)(M)(t)}*s(t)*d(M)(t),

x2(M)(t)={hr(M)(t)*h1(1)(M)(t)

-H1(M)(t)*hr(1)(M)(t)}*s(t)*d(M)(t)
,

and d(M) (t) is the inverse Fourier transform of
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