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1. 

FUSINGVIRTUAL CONTENT INTO REAL 
CONTENT 

BACKGROUND 

Augmented reality is a technology that allows virtual imag 
ery to be mixed with a real world physical environment. For 
example, an augmented reality system can be used to insert an 
image of a dinosaur into a user's view of a room so that the 
user sees a dinosaur walking in the room. 
One of the harder problems to solve with augmented reality 

is the ability to overlay virtual objects on top of real objects. 
For example, it may be desired to maska real object and make 
it appear as something else. Alternatively, it may be desired to 
add a new image into a scene that appears to be part of the 
scene, requiring the new image to block the view of all or a 
part of a real object in the scene. 

Masking out real objects with virtual images can be com 
plicated. 

SUMMARY 

The technology described herein provides a system for 
fusing virtual content with real content such that an image of 
a virtual object may block all or part of the view of the real 
object. One or more sensors are used to scan the environment 
and build a model of the Scanned environment. Using the 
model, the system adds a virtual image to the user's view of 
the environment at a location that is in reference to a real 
world object. For example, the system can be configured to 
create a model of a room and add a virtual image of an 
imaginary boulder to replace a real coffee table in the room. 
The user wears a head mounted display device (or other 
Suitable apparatus) that has a display element. The display 
element allows the user to look through the display element at 
the room, thereby allowing actual direct viewing of the room 
through the display element. The display element also pro 
vides the ability to project virtual images into the field of view 
of the user Such that the virtual images appear to be in the 
room. The system automatically tracks where the user is 
looking so that the system can determine where to insert the 
virtual image of the boulder, for example, in the field of view 
of the user. Once the system knows where to project the 
virtual image, the image is projected using the display ele 
ment. 

In some embodiments, a filter can be used, in alignment 
with the display element, to selectively block light to the 
display element. This allows the system to darken the area 
where the virtual image is to be projected, thereby making it 
easier to see the virtual image and harder to see the real world 
object(s) behind the virtual image. In the above example, the 
filter would be used to make the coffee table harder to see so 
that when the boulder is projected over the coffee table, the 
viewer sees the boulder well, but cannot see the coffee table 
well (or at all). 
One embodiment includes creating a volumetric model of 

a space, segmenting the model into objects, identifying one or 
more of the objects including a first object, and automatically 
displaying a virtual image over the first object on a display 
that allows actual direct viewing of at least a portion of the 
space through the display. 
One example implementation includes a head mounted 

display device and a processing unit in communication with 
the head mounted display device. The head mounted display 
device includes a display that allows actual direct view of a 
first object through the display, an opacity filter aligned with 
the display so that light passing through the opacity filer also 
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2 
passes through the display, inertial sensors that sense orien 
tation information for the head mounted display device, a first 
communication interface, and one or more control circuits in 
communication with the display, opacity filter, inertial sen 
sors and the first communication interface. The processing 
unit includes a second communication interface that is in 
communication with the first communication interface and 
one or more control circuits in communication with the head 
mounted display device via the first communication interface 
and the second communication interface to automatically 
display a virtual image on the display. 

This Summary is provided to introduce a selection of con 
cepts in a simplified form that are further described below in 
the Detailed Description. This Summary is not intended to 
identify key features or essential features of the claimed sub 
ject matter, nor is it intended to be used as an aid in determin 
ing the scope of the claimed subject matter. Furthermore, the 
claimed Subject matter is not limited to implementations that 
Solve any or all disadvantages noted in any part of this dis 
closure. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a block diagram depicting example components 
of one embodiment of the system for fusing virtual content 
into real content. 

FIG. 2 is a top view of a portion of one embodiment of a 
head mounted display unit. 

FIGS. 2A-2E provide example images that illustrate the 
operation of an opacity filer. 

FIG. 3 is a block diagram of one embodiment of the com 
ponents of a head mounted display unit. 

FIG. 4 is a block diagram of one embodiment of the com 
ponents of a processing unit associated with a head mounted 
display unit. 

FIG. 5 is a block diagram of one embodiment of the com 
ponents of a hub computing system used with head mounted 
display unit. 

FIG. 6 is a block diagram of one embodiment of a comput 
ing system that can be used to implement the hub computing 
system described herein. 

FIG. 7 is a block diagram depicting a multi-user system 
that can fuse virtual content with real content. 

FIG. 8 is a flow chart describing one embodiment of a 
process for fusing virtual content with real content. 

FIG. 8A is a flow chart describing one embodiment of a 
process for fusing virtual content with real content. 

FIG. 9 is a flow chart describing one embodiment of a 
process for creating a model of a space. 

FIG. 10 is a flow chart describing one embodiment of a 
process for segmenting the model into objects. 

FIG. 11 is a flow chart describing one embodiment of a 
process for identifying objects. 

FIG. 11A is a flow chart describing one embodiment of a 
process for updating the model in response to a moving 
object. 

FIG. 12 is a flow chart describing one embodiment of a 
process for projecting virtual objects over real objects. 

FIG. 12A is a flow chart describing one embodiment of a 
process for adjusting what is displayed based on light Sources 
and shadows. 

FIG. 13 is a flow chart describing one embodiment of a 
process for the hub tracking the position and orientation of a 
user and/or the head mounted display unit. 

FIG. 14 is a flow chart describing one embodiment of a 
process for tracking the position of an eye. 
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FIG. 15 is a flow chart describing one embodiment of a 
process for determining the point of view of a user. 

DETAILED DESCRIPTION 

A system is disclosed herein that can fuse virtual objects 
with real objects. In one embodiment, the system includes a 
head mounted display device and a processing unit in com 
munication with the head mounted display device. The head 
mounted display device includes a display that allows actual 
a direct view of real world objects through the display. The 
system can project virtual images on the display that are 
viewable by the person wearing the head mounted display 
device while that person is also viewing real world objects 
through the display. Various sensors are used to detect posi 
tion and orientation in order to determine where to project the 
virtual images. 
One or more of the sensors are used to scan the neighboring 

environment and build a model of the scanned environment. 
In one embodiment, the scan of the environment may also 
include determining the location of light Sources, and reflec 
tivity of surfaces, which would enable the system to add 
appropriate shadows and reflections on real Surfaces. That is, 
the system will map lighting and reflectivity of surfaces for 
reflections and shadows The model is segmented into objects 
and the real world objects are identified with respect to the 
model. Using the model, a virtual image is added to a view of 
the model at a location that is in reference to a real world 
object that is part of the model. The system automatically 
tracks where the user is looking so that the system can figure 
out the user's field of view through the display of the head 
mounted display device. The user can be tracked using any of 
various sensors including depth sensors, image sensors, iner 
tial sensors, eye position sensors, etc. Once the system knows 
the user's field of view, the system can figure out where the 
virtual image should be projected by the display of the head 
mounted display device. The image is then rendered by sizing 
and orienting the virtual image and rendering that sized/ 
oriented image on the display of the head mounted display 
device. In some embodiments, the virtual image can be 
changed to account for occlusions. 
Some implementations of the system described herein 

include a filter, in alignment with the display of the head 
mounted display device, to selectively block light to the dis 
play. This allows the system to make the area where the virtual 
image is to be projected to be darker, thereby making it easier 
to see the virtual image and harder to see the real world 
object(s) behind the virtual image. 

FIG. 1 is a block diagram depicting example components 
of one embodiment of a system 10 for fusing virtual content 
into real content. System 10 includes head mounted display 
device 2 in communication with processing unit 4 via wire 6. 
In other embodiments, head mounted display device 2 com 
municates with processing unit 4 via wireless communica 
tion. Head mounted display device 2, which in one embodi 
ment is in the shape of glasses, is worn on the head of a user 
so that the user can see through a display and thereby have an 
actual direct view of the space in front of the user. The use of 
the term “actual and direct view' refers to the ability to see the 
real world objects directly with the human eye, rather than 
seeing created image representations of the objects. For 
example, looking through glass at a room allows a user to 
have an actual direct view of the room, while viewing a video 
of a room on a television is not an actual direct view of the 
room. More details of the head mounted display device 2 are 
provided below. 
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4 
In one embodiment, processing unit 4 is worn on the user's 

wrist and includes much of the computing power used to 
operate head mounted display device 2. Processing unit 4 
communicates wirelessly (e.g., WiFi, Bluetooth, infra-red, or 
other wireless communication means) to one or more hub 
computing systems 12. 
Hub computing system 12 may be a computer, a gaming 

system or console, or the like. According to an example 
embodiment, the hub computing system 12 may include hard 
ware components and/or software components such that hub 
computing system 12 may be used to execute applications 
Such as gaming applications, non-gaming applications, or the 
like. In one embodiment, hub computing system 12 may 
include a processor Such as a standardized processor, a spe 
cialized processor, a microprocessor, or the like that may 
execute instructions stored on a processor readable storage 
device for performing the processes described herein. 
Hub computing system 12 further include one or more 

capture devices, such as capture devices 20A and 20B. In 
other embodiments, more or less than two capture devices can 
be used. In one example implementation, the capture devices 
20A and 20B are pointed in different directions so that they 
capture different portions of the room. It may be advanta 
geous that the field of view of the two capture devices slightly 
overlap so that hub computing system 12 can understand how 
the fields of view of the capture devices relate to each other. In 
this manner, multiple capture devices can be used to view an 
entire room (or other space). Alternatively, one capture device 
can be used if the capture device can be panned during opera 
tion so that over time the entire relevant space is viewed by the 
capture device. 

Capture devices 20A and 20B may be, for example, cam 
eras that visually monitor one or more users and the Surround 
ing space Such that gestures and/or movements performed by 
the one or more users, as well as the structure of the Surround 
ing space, may be captured, analyzed, and tracked to perform 
one or more controls or actions within the application and/or 
animate an avatar or on-screen character. 
Hub computing system 12 may be connected to an audio 

visual device 16 Such as a television, a monitor, a high 
definition television (HDTV), or the like that may provide 
game or application visuals. For example, hub computing 
system 12 may include a video adapter Such as a graphics card 
and/oran audio adapter Such as a Sound card that may provide 
audiovisual signals associated with the game application, 
non-game application, etc. The audiovisual device 16 may 
receive the audiovisual signals from hub computing system 
12 and may then output the game or application visuals and/or 
audio associated with the audiovisual signals. According to 
one embodiment, the audiovisual device 16 may be con 
nected to hub computing system 12 via, for example, an 
S-Video cable, a coaxial cable, an HDMI cable, a DVI cable, 
a VGA cable, component video cable, RCA cables, etc. In one 
example, audiovisual device 16 includes internal speakers. In 
other embodiments, audiovisual device 16, a separate stereo 
or hub computing system 12 is connected to external speakers 
22. 
Hub computing device 10, with capture devices 20A and 

20B, may be used to recognize, analyze, and/or track human 
(and other types of) targets. For example, a user wearing head 
mounted display device 2 may be tracked using the capture 
devices 20A and 20B such that the gestures and/or move 
ments of the user may be captured to animate an avatar or 
on-screen character and/or may be interpreted as controls that 
may be used to affect the application being executed by hub 
computing system 12. 
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FIG. 2 depicts a top view of a portion of head mounted 
display device 2, including a portion of the frame that 
includes temple 102 and nose bridge 104. Only the right side 
of head mounted display device 2 is depicted. Built into nose 
bridge 104 is a microphone 110 for recording sounds and 
transmitting that audio data to processing unit 4, as described 
below. At the front of head mounted display device 2 is room 
facing video camera 113 that can capture video and still 
images. Those images are transmitted to processing unit 4, as 
described below. 
A portion of the frame of head mounted display device 2 

will Surround a display (that includes one or more lenses). In 
order to show the components of head mounted display 
device 2, a portion of the frame Surrounding the display is not 
depicted. The display includes a light guide optical element 
112, opacity filter 114, see-through lens 116 and see-through 
lens 118. In one embodiment, opacity filter 114 is behind and 
aligned with see-through lens 116, lightguide optical element 
112 is behind and aligned with opacity filter 114, and see 
through lens 118 is behind and aligned with lightguide optical 
element 112. See-through lenses 116 and 118 are standard 
lenses used in eyeglasses and can be made to any prescription 
(including no prescription). In one embodiment, see-through 
lenses 116 and 118 can be replaced by a variable prescription 
lens. In some embodiments, head mounted display device 2 
will include only one see-through lens or no see-through 
lenses. In another alternative, a prescription lens can go inside 
lightguide optical element 112. Opacity filter 114 filters out 
natural light (either on a per pixel basis or uniformly) to 
enhance the contrast of the virtual imagery. Lightguide opti 
cal element 112 channels artificial light to the eye. More 
detailed of opacity filter 114 and lightguide optical element 
112 is provided below. 
Mounted to or inside temple 102 is an image source, which 

(in one embodiment) includes microdisplay 120 for project 
ing a virtual image and lens 122 for directing images from 
microdisplay 120 into lightguide optical element 112. In one 
embodiment, lens 122 is a collimating lens. 

Control circuits 136 provides various electronics that Sup 
port the other components of head mounted display device 2. 
More details of control circuits 136 are provided below with 
respect to FIG. 3. Inside, or mounted to temple 102, are ear 
phones 130, inertial sensors 132 and temperature sensor 138. 
In one embodiment inertial sensors 132 include a three axis 
magnetometer 132A, three axis gyro 132B and three axis 
accelerometer 132C (See FIG.3). The inertial sensors are for 
sensing position, orientation, and Sudden accelerations of 
head mounted display device 2. 

Microdisplay 120 projects an image through lens 122. 
There are different image generation technologies that can be 
used to implement microdisplay 120. For example, microdis 
play 120 can be implemented in using a transmissive projec 
tion technology where the light source is modulated by opti 
cally active material, backlit with white light. These 
technologies are usually implemented using LCD type dis 
plays with powerful backlights and high optical energy den 
sities. Microdisplay 120 can also be implemented using a 
reflective technology for which external light is reflected and 
modulated by an optically active material. The illumination is 
forward lit by eithera white source or RGB source, depending 
on the technology. Digital light processing (DGP), liquid 
crystal on silicon (LCOS) and Mirasol(R) display technology 
from Qualcomm, inc. are all examples of reflective technolo 
gies which are efficient as most energy is reflected away from 
the modulated structure and may be used in the system 
described herein. Additionally, microdisplay 120 can be 
implemented using an emissive technology where light is 
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6 
generated by the display. For example, a PicoPTM display 
engine from Microvision, Inc. emits a laser signal with a 
micro mirror steering either onto a tiny screen that acts as a 
transmissive element or beamed directly into the eye (e.g., 
laser). 

Lightguide optical element 112 transmits light from micro 
display 120 to the eye 140 of the user wearing head mounted 
display device 2. Lightguide optical element 112 also allows 
light from in front of the head mounted display device 2 to be 
transmitted through lightguide optical element 112 to eye 
140, as depicted by arrow 142, thereby allowing the user to 
have an actual direct view of the space in front of head 
mounted display device 2 in addition to receiving a virtual 
image from microdisplay 120. Thus, the walls of lightguide 
optical element 112 are see-through. Lightguide optical ele 
ment 112 includes a first reflecting Surface 124 (e.g., a mirror 
or other Surface). Light from microdisplay 120 passes 
through lens 122 and becomes incident on reflecting Surface 
124. The reflecting surface 124 reflects the incident light from 
the microdisplay 120 such that light is trapped inside a planar, 
Substrate comprising lightguide optical element 112 by inter 
nal reflection. After several reflections off the surfaces of the 
Substrate, the trapped light waves reach an array of selectively 
reflecting surfaces 126. Note that only one of the five surfaces 
is labeled 126 to prevent over-crowding of the drawing. 
Reflecting surfaces 126 couple the light waves incident upon 
those reflecting surfaces out of the substrate into the eye 140 
of the user. As different light rays will travel and bounce off 
the inside of the substrate at different angles, the different rays 
will hit the various reflecting surface 126 at different angles. 
Therefore, different light rays will be reflected out of the 
substrate by different ones of the reflecting surfaces. The 
selection of which light rays will be reflected out of the 
substrate by which surface 126 is engineered by selecting an 
appropriate angle of the surfaces 126. More details of a light 
guide optical element can be found in United States Patent 
Application Publication 2008/0285140, Ser. No. 12/214.366, 
published on Nov. 20, 2008, “Substrate-Guided Optical 
Devices” incorporated herein by reference in its entirety. In 
one embodiment, each eye will have its own lightguide opti 
cal element 112. When the head mounted display device has 
two light guide optical elements, each eye can have its own 
microdisplay 120 that can display the same image in both 
eyes or different images in the two eyes. In another embodi 
ment, there can be one lightguide optical element which 
reflects light into both eyes. 

Opacity filter 114, which is aligned with lightguide optical 
element 112, selectively blocks natural light, either uniformly 
or on a per-pixel basis, from passing through lightguide opti 
cal element 112. In one embodiment, the opacity filter can be 
a see-through LCD panel, electrochromic film, or similar 
device which is capable of serving as an opacity filter. Such a 
see-through LCD panel can be obtained by removing various 
layers of Substrate, backlight and diffusers from a conven 
tional LCD. The LCD panel can include one or more light 
transmissive LCD chips which allow light to pass through the 
liquid crystal. Such chips are used in LCD projectors, for 
instance. 

Opacity filter 114 can include a dense grid of pixels, where 
the light transmissivity of each pixel is individually control 
lable between minimum and maximum transmissivities. 
While a transmissivity range of 0-100% is ideal, more limited 
ranges are also acceptable. As an example, a monochrome 
LCD panel with no more than two polarizing filters is suffi 
cient to provide an opacity range of about 50% to 90% per 
pixel, up to the resolution of the LCD. At the minimum of 
50%, the lens will have a slightly tinted appearance, which is 
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tolerable. 100% transmissivity represents a perfectly clear 
lens. An “alpha'scale can be defined from 0-100%, where 0% 
allows no light to pass and 100% allows all light to pass. The 
value of alpha can be set for each pixel by the opacity filter 
control circuit 224 described below. 
A mask of alpha values can be used from a rendering 

pipeline, after Z-buffering with proxies for real-world objects. 
When the system renders a scene for the augmented reality 
display, it takes note of which real-world objects are in front 
of which virtual objects. If a virtual object is in front of a 
real-world object, then the opacity should be on for the cov 
erage area of the virtual object. If the virtual is (virtually) 
behind a real-world object, then the opacity should be off, as 
well as any color for that pixel, so the user will only see the 
real-world object for that corresponding area (a pixel or more 
in size) of real light. Coverage would be on a pixel-by-pixel 
basis, so the system could handle the case of part of a virtual 
object being in front of a real-world object, part of the virtual 
object being behind the real-world object, and part of the 
virtual object being coincident with the real-world object. 
Displays capable of going from 0% to 100% opacity at low 
cost, power, and weight are the most desirable for this use. 
Moreover, the opacity filter can be rendered in color, such as 
with a color LCD or with other displays such as organic 
LEDs, to provide a wide field of view. More details of an 
opacity filter are provided in U.S. patent application Ser. No. 
12/887,426, “Opacity Filter For See-Through Mounted Dis 
play, filed on Sep. 21, 2010, incorporated herein by reference 
in its entirety. 
An opacity filter Such as an LCD has generally not been 

used with a see-through lens as described herein because at 
this near distance to the eye it can be out of focus. However, 
in Some cases, this result can be desirable. A user sees the 
virtual image with crisp color graphics via the normal HMD 
display using additive color, which is designed to be in focus. 
The LCD panel is placed “behind this display such that a 
fuzzy blackborder Surrounds any virtual content, making it as 
opaque as desired. The system converts the flaw of natural 
blurring to expediently obtain the feature of anti-aliasing and 
bandwidth reduction. These are a natural result of using a 
lower-resolution and out-of-focus image. There is an effec 
tive Smoothing of the digitally-sampled image. Any digital 
image is Subject to aliasing, where the discrete nature of the 
sampling causes errors against the naturally analog and con 
tinuous signal, around the wavelengths of light. Smoothing 
means visually closer to the ideal analog signal. Although 
information lost to the low resolution is not recovered, the 
resulting errors are less noticeable. 

In one embodiment, the display and the opacity filter are 
rendered simultaneously and are calibrated to a user's precise 
position in space to compensate for angle-offset issues. Eye 
tracking can be employed to compute the correct image offset 
at the extremities of the viewing field. In some embodiments, 
a temporal or spatial fade in the amount of opacity can be used 
in the opacity filter. Similarly, a temporal or spatial fade in the 
virtual image can be used. In one approach, a temporal fade in 
the amount of opacity of the opacity filter corresponds to a 
temporal fade in the virtual image. In another approach, a 
spatial fade in the amount of opacity of the opacity filter 
corresponds to a spatial fade in the virtual image. 

In one example approach, an increased opacity is provided 
for the pixels of the opacity filter which are behind the virtual 
image, from the perspective of the identified location of the 
user's eye. In this manner, the pixels behind the virtual image 
are darkened so that light from a corresponding portion of the 
real world scene is blocked from reaching the user's eyes. 
This allows the virtual image to be realistic and represent a 
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full range of colors and intensities. Moreover, power con 
Sumption by the augmented reality emitter is reduced since 
the virtual image can be provided at a lowerintensity. Without 
the opacity filter, the virtual image would need to be provided 
at a sufficiently high intensity which is brighter than the 
corresponding portion of the real world scene, for the virtual 
image to be distinct and not transparent. In darkening the 
pixels of the opacity filter, generally, the pixels which follow 
the closed perimeter of virtual image are darkened, along with 
pixels within the perimeter. It can be desirable to provide 
Some overlap so that Some pixels which are just outside the 
perimeter and Surround the perimeterare also darkened (at the 
same level of darkness or less dark than pixels inside the 
perimeter). These pixels just outside the perimeter can pro 
vide a fade (e.g., a gradual transition in opacity) from the 
darkness inside the perimeter to full amount of opacity out 
side the perimeter. 
To provide an example of the operation of the opacity filter, 

FIG. 2A depicts an example real-world scene of a forest that 
is visible to a human eye looking through head mounted 
display device 2. FIG. 2B depicts a virtual image, which in 
this case is a dolphin. FIG. 2C depicts an example configu 
ration of an opacity filter based on a shape of the virtual image 
of FIG. 2B. The opacity filter provides a darkened region of 
increased opacity where the dolphin will be rendered. An 
increased opacity generally refers to a darkening of pixels 
which can include allowing less light to pass through. A 
darkening to different grey levels (or black) in a monochrome 
scheme, or a darkening to different color levels in a color 
scheme can be used. FIG. 2D depicts the example image 
which is seen by a user and is the result of projecting the 
virtual image of the dolphin into the user's vision and using 
the opacity filter to remove light for the pixels corresponding 
to the position of the virtual image of the dolphin. As can be 
seen, the background is not visible through the dolphin. For 
comparison purposes, FIG. 2E shows the inserting of the 
virtual image into the real image without using the opacity 
filter. As can be seen, the real background can be seen through 
the virtual image of the dolphin. 
Head mounted display device 2 also includes a system for 

tracking the position of the user's eyes. As will be explained 
below, the system will track the user's position and orienta 
tion so that the system can determine the field of view of the 
user. However, a human will not perceive everything in front 
of them. Instead, a user's eyes will be directed at a subset of 
the environment. Therefore, in one embodiment, the system 
will include technology for tracking the position of the user's 
eyes in order to refine the measurement of the field of view of 
the user. For example, head mounted display device 2 
includes eye tracking assembly 134 (see FIG. 2), which will 
include an eye tracking illumination device 134A and eye 
tracking camera 134B (see FIG. 3). In one embodiment, eye 
tracking illumination source 134A includes one or more 
infrared (IR) emitters, which emit IR light toward the eye. Eye 
tracking camera 134B includes one or more cameras that 
sense the reflected IR light. The position of the pupil can be 
identified by known imaging techniques which is detect the 
reflection of the cornea. For example, see U.S. Pat. No. 7,401, 
920, entitled “Head Mounted EyeTracking and Display Sys 
tem', issued Jul. 22, 2008 to Kranz et al., incorporated herein 
by reference. Such a technique can locate a position of the 
center of the eye relative to the tracking camera. Generally, 
eye tracking involves obtaining an image of the eye and using 
computer vision techniques to determine the location of the 
pupil within the eye socket. In one embodiment, it is sufficient 
to track the location of one eye since the eye usually moves in 
unison. However, it is possible to track each eye separately. 
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In one embodiment, the system will use four IRLEDs and 
four IR photo detectors in rectangular arrangement so that 
there is one IR LED and IR photo detector at each corner of 
the lens of head mounted display device 2. Light from the 
LEDs reflect off the eyes. The amount of infrared light 
detected at each of the four IR photo detectors determines the 
pupil direction. That is, the amount of white versus black in 
the eye will determine the amount of light reflected off the eye 
for that particular photo detector. Thus, the photo detector 
will have a measure of the amount of white or black in the eye. 
From the four samples, the system can determine the direc 
tion of the eye. 

Another alternative is to use four infrared LEDs as dis 
cussed above, but only one infrared CCD on the side of the 
lens of head mounted display device 2. The CCD will use a 
small mirror and/or lens (fish eye) such that the CCD can 
image up to 75% of the visible eye from the glasses frame. 
The CCD will then sense an image and us computer vision to 
find the image, much like as discussed above. Thus, although 
FIG. 2 shows one assembly with one IR emitter, the structure 
of FIG. 2 can be adjusted to have four IR transmitters and/or 
four IR sensors. More or less than four IR transmitters and/or 
four IR sensors can also be used. 

Another embodiment for tracking the direction of the eyes 
is based on charge tracking. This concept is based on the 
observation that a retina carries a measurable positive charge 
and the cornea has a negative charge. Sensors are mounted by 
the user's ears (near earphones 130) to detect the electrical 
potential while the eyes move around and effectively read out 
what the eyes are doing in real time. Other embodiments for 
tracking eyes can also be used. 

FIG.2 only shows half of the head mounted display device 
2. A full head mounted display device would include another 
set of see through lenses, another opacity filter, another light 
guide optical element, another microdisplay 136, another lens 
122., room facing camera, eye tracking assembly, microdis 
play, earphones, and temperature sensor. 

FIG. 3 is a block diagram depicting the various compo 
nents of head mounted display device 2. FIG. 4 is a block 
diagram describing the various components of processing 
unit 4. Head mounted display device 2, the components of 
which are depicted in FIG. 3, are used to provide the virtual 
image to the user by fusing that virtual image with the user's 
view of the real world. Additionally, the head mounted dis 
play device components of FIG. 3 include many sensors that 
track various conditions. Head mounted display device 2 will 
receive instructions about the virtual image from processing 
unit 4 and will provide the sensor information back to pro 
cessing unit 4. Processing unit 4, the components of which are 
depicted in FIG.3, will receive the sensory information from 
head mounted display device 2 and also from hub computing 
device 12 (See FIG.1). Based on that information, processing 
unit 4 will determine where and when to provide a virtual 
image to the user and send instructions accordingly to the 
head mounted display device of FIG. 3. 

Note that some of the components of FIG. 3 (e.g., rear 
facing camera 113, eye tracking camera 134B, micro display 
120, opacity filter 114, eye tracking illumination 134A, ear 
phones 130, and temperature sensor 138) are shown in 
shadow to indicate that there are two of each of those devices, 
one for the left side and one for the right side of head mounted 
display device 2. FIG. 3 shows the control circuit 200 in 
communication with the power management circuit 202. 
Control circuit 200 includes processor 210, memory control 
ler 212 in communication with memory 214 (e.g., D-RAM), 
camera interface 216, camera buffer 218, display driver 220, 
display formatter 222, timing generator 226, display out 
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10 
interface 228, and display in interface 230. In one embodi 
ment, all of components of control circuit 200 are in commu 
nication with each other via a dedicated lines or one or more 
buses. In another embodiment, each of the components of 
control circuit 200 are in communication with processor 210. 
Camera interface 216 provides an interface to the two room 
facing cameras 113 and stores images received from the room 
facing cameras in camera buffer 218. Display driver 220 will 
drive microdisplay 120. Display formatter 222 provides 
information, about the virtual image being displayed on 
microdisplay 120, to opacity control circuit 224, which con 
trols opacity filter 114. Timing generator 226 is used to pro 
vide timing data for the system. Display out interface 228 is a 
buffer for providing images from room facing cameras 113 to 
the processing unit 4. Display in 230 is a buffer for receiving 
images such as a virtual image to be displayed on microdis 
play 120. Display out 228 and display in 230 communicate 
with band interface 232 which is an interface to processing 
unit 4. 

Power management circuit 202 includes Voltage regulator 
234, eye tracking illumination driver 236, audio DAC and 
amplifier 238, microphone preamplifier audio ADC 240, tem 
perature sensor interface 242 and clock generator 244. Volt 
age regulator 234 receives power from processing unit 4 via 
band interface 232 and provides that power to the other com 
ponents of head mounted display device 2. Eye tracking illu 
mination driver 236 provides the IR lightsource for eye track 
ing illumination 134A, as described above. Audio DAC and 
amplifier 238 receives the audio information from earphones 
130. Microphone preamplifier and audio ADC 240 provides 
an interface for microphone 110. Temperature sensor inter 
face 242 is an interface for temperature sensor 138. Power 
management unit 202 also provides power and receives data 
back from three axis magnetometer 132A, three axis gyro 
132B and three axis accelerometer 132C. 

FIG. 4 is a block diagram describing the various compo 
nents of processing unit 4. FIG. 4 shows controls circuit 304 
in communication with power management circuit 306. Con 
trol circuit 304 includes a central processing unit (CPU) 320, 
graphics processing unit (GPU) 322, cache 324, RAM. 326, 
memory control 328 in communication with memory 330 
(e.g., D-RAM), flash memory controller 332 in communica 
tion with flash memory 334 (or other type of non-volatile 
storage), display out buffer 336 in communication with head 
mounted display device 2 via band interface 302 and band 
interface 232, display in buffer 338 in communication with 
head mounted display device 2 via band interface 302 and 
band interface 232, microphone interface 340 in communi 
cation with an external microphone connector 342 for con 
necting to a microphone, PCI express interface for connecting 
to a wireless communication device 346, and USB port(s) 
348. In one embodiment, wireless communication device 346 
can include a Wi-Fi enabled communication device, Blue 
Tooth communication device, infrared communication 
device, etc. The USB port can be used to dock the processing 
unit 4 to hub computing device 12 in order to load data or 
Software onto processing unit 4, as well as charge processing 
unit 4. In one embodiment, CPU 320 and GPU 322 are the 
main workhorses for determining where, when and how to 
insert virtual images into the view of the user. More details are 
provided below. 
Power management circuit 306 includes clock generator 

360, analog to digital converter 362, battery charger 364, 
Voltage regulator 366, head mounted display power source 
376, and temperature sensor interface 372 in communication 
with temperature sensor 374 (located on the wrist band of 
processing unit 4). Analog to digital converter 362 is con 
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nected to a charging jack 370 for receiving an AC Supply and 
creating a DC supply for the system. Voltage regulator 366 is 
in communication with battery 368 for supplying power to the 
system. Battery charger 364 is used to charge battery 368 (via 
Voltage regulator 366) upon receiving power from charging 
jack 370. HMD power source 376 provides power to the head 
mounted display device 2. 
The above-described system will be configured to inserta 

virtual image into the field of view of a user so that the virtual 
image replaces the view of a real world object. Alternatively, 
the virtual image can be inserted without replacing the image 
of a real world object. In various embodiments, the virtual 
image will be adjusted to match the appropriate orientation, 
size and shape based on the object being replaced or the 
environment for which the image is being inserted into. In 
addition, the virtual image can be adjusted to includes reflec 
tivity and shadows. In one embodiment, head mounted dis 
play device 12, processing unit 4 and hub computing device 
12 work together as each of the devices includes a subset of 
sensors that are used to obtain the data for determining where, 
when and how to insert the virtual images. In one embodi 
ment, the calculations that determine where, how and when to 
insert a virtual image and performed by the hub computing 
device 12. In another embodiment, those calculations are 
performed by processing unit 4. In another embodiment some 
of the calculations are performed by hub computing device 12 
while other calculations are performed by processing unit 4. 
In other embodiments, the calculations can be performed by 
head mounted display device 12. 

In one example embodiment, hub computing device 12 
will create a model of the environment that the user is in and 
track various moving objects in that environment. In addition, 
hub computing device 12 tracks the field of view of the head 
mounted display device 2 by tracking the position and orien 
tation of head mounted display device 2. The model and the 
tracking information is provided from hub computing device 
12 to processing unit 4. Sensor information obtained by head 
mounted display device 2 is transmitted to processing unit 4. 
Processing unit 4 then uses additional sensor information it 
receives from head mounted display device 2 to refine the 
field of view of the user and provide instructions to head 
mounted display device 2 on how, where and when to insert 
the virtual image. 

FIG. 5 illustrates an example embodiment of hub comput 
ing system 12 with a capture device. In one embodiment, 
capture devices 20A and 20B are the same structure, there 
fore, FIG. 5 only shows capture device 20A. 

According to an example embodiment, capture device 20A 
may be configured to capture video with depth information 
including a depth image that may include depth values via any 
Suitable technique including, for example, time-of-flight, 
structured light, Stereo image, or the like. According to one 
embodiment, the capture device 20A may organize the depth 
information into “Zlayers, or layers that may be perpendicu 
lar to a Z axis extending from the depth camera along its line 
of sight. 
As shown in FIG. 5, capture device 20A may include a 

camera component 423. According to an example embodi 
ment, camera component 423 may be or may include a depth 
camera that may capture a depth image of a scene. The depth 
image may include a two-dimensional (2-D) pixel area of the 
captured scene where each pixel in the 2-D pixel area may 
represent a depth value Such as a distance in, for example, 
centimeters, millimeters, or the like of an object in the cap 
tured scene from the camera. 

Camera component 23 may include an infra-red (IR) light 
component 425, a three-dimensional (3-D) camera 426, and 
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12 
an RGB (visual image) camera 428 that may be used to 
capture the depth image of a scene. For example, in time-of 
flight analysis, the IR light component 425 of the capture 
device 20A may emitan infrared light onto the scene and may 
then use sensors (in Some embodiments, including sensors 
not shown) to detect the backscattered light from the surface 
of one or more targets and objects in the scene using, for 
example, the 3-D camera 426 and/or the RGB camera 428. In 
Some embodiments, pulsed infrared light may be used Such 
that the time between an outgoing light pulse and a corre 
sponding incoming light pulse may be measured and used to 
determine a physical distance from the capture device 20A to 
a particular location on the targets or objects in the scene. 
Additionally, in other example embodiments, the phase of the 
outgoing light wave may be compared to the phase of the 
incoming light wave to determine a phase shift. The phase 
shift may then be used to determine a physical distance from 
the capture device to a particular location on the targets or 
objects. 

According to another example embodiment, time-of-flight 
analysis may be used to indirectly determine a physical dis 
tance from the capture device 20A to a particular location on 
the targets or objects by analyzing the intensity of the 
reflected beam of light over time via various techniques 
including, for example, shuttered light pulse imaging. 

In another example embodiment, capture device 20A may 
use a structured light to capture depth information. In Such an 
analysis, patterned light (i.e., light displayed as a known 
pattern Such as grid pattern, a stripe pattern, or different 
pattern) may be projected onto the scene Via, for example, the 
IR light component 424. Upon Striking the Surface of one or 
more targets or objects in the scene, the pattern may become 
deformed in response. Such a deformation of the pattern may 
be captured by, for example, the 3-D camera 426 and/or the 
RGB camera 428 (and/or other sensor) and may then be 
analyzed to determine a physical distance from the capture 
device to a particular location on the targets or objects. In 
Some implementations, the IR Light component 425 is dis 
placed from the cameras 425 and 426 so triangulation can be 
used to determined distance from cameras 425 and 426. In 
some implementations, the capture device 20A will include a 
dedicated IR sensor to sense the IR light, or a sensor with an 
IR filter. 

According to another embodiment, the capture device 20A 
may include two or more physically separated cameras that 
may view a scene from differentangles to obtain visual stereo 
data that may be resolved to generate depth information. 
Other types of depth image sensors can also be used to create 
a depth image. 
The capture device 20A may further include a microphone 

430, which includes a transducer or sensor that may receive 
and convert sound into an electrical signal. Microphone 430 
may be used to receive audio signals that may also be pro 
vided by hub computing system 12. 

In an example embodiment, the capture device 20A may 
further include a processor 432 that may be in communication 
with the image camera component 423. Processor 432 may 
include a standardized processor, a specialized processor, a 
microprocessor, or the like that may execute instructions 
including, for example, instructions for receiving a depth 
image, generating the appropriate data format (e.g., frame) 
and transmitting the data to hub computing system 12. 

Capture device 20A may further include a memory 434 that 
may store the instructions that are executed by processor 432, 
images or frames of images captured by the 3-D camera 
and/or RGB camera, or any other suitable information, 
images, or the like. According to an example embodiment, 
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memory 434 may include random access memory (RAM), 
read only memory (ROM), cache, flash memory, a hard disk, 
or any other Suitable storage component. As shown in FIG. 5, 
in one embodiment, memory 434 may be a separate compo 
nent in communication with the image capture component 
423 and processor 432. According to another embodiment, 
the memory 434 may be integrated into processor 432 and/or 
the image capture component 422. 

Capture devices 20A and 20B are in communication with 
hub computing system 12 via a communication link 436. The 
communication link 436 may be a wired connection includ 
ing, for example, a USB connection, a Firewire connection, 
an Ethernet cable connection, or the like and/or a wireless 
connection Such as a wireless 802.11b, g, a, or n connection. 
According to one embodiment, hub computing system 12 
may provide a clock to capture device 20A that may be used 
to determine when to capture, for example, a scene via the 
communication link 436. Additionally, the capture device 
20A provides the depth information and visual (e.g., RGB) 
images captured by, for example, the 3-D camera 426 and/or 
the RGB camera 428 to hub computing system 12 via the 
communication link 436. In one embodiment, the depth 
images and visual images are transmitted at 30 frames per 
second; however, other frame rates can be used. Hub com 
puting system 12 may then create and use a model, depth 
information, and captured images to, for example, control an 
application Such as a game or word processor and/or animate 
an avatar or on-screen character. 
Hub computing system 12 includes depth image process 

ing and skeletal tracking module 450, which uses the depth 
images to track one or more persons detectable by the depth 
camera function of capture device 20A. Depth image process 
ing and skeletal tracking module 450 provides the tracking 
information to application 453, which can be a video game, 
productivity application, communications application or 
other Software application etc. The audio data and visual 
image data is also provided to application 452 and depth 
image processing and skeletal tracking module 450. Applica 
tion 452 provides the tracking information, audio data and 
visual image data to recognizer engine 454. In another 
embodiment, recognizer engine 454 receives the tracking 
information directly from depth image processing and skel 
etal tracking module 450 and receives the audio data and 
visual image data directly from capture devices 20A and 20B. 

Recognizer engine 454 is associated with a collection of 
filters 460, 462, 464, . . . , 466 each comprising information 
concerning a gesture, action or condition that may be per 
formed by any person or object detectable by capture device 
20A or 20B. For example, the data from capture device 20A 
may be processed by filters 460, 462, 464,..., 466 to identify 
when a user or group of users has performed one or more 
gestures or other actions. Those gestures may be associated 
with various controls, objects or conditions of application 
452. Thus, hub computing system 12 may use the recognizer 
engine 454, with the filters, to interpret and track movement 
of objects (including people). 

Capture devices 20A and 20B provide RGB images (or 
visual images in other formats or color spaces) and depth 
images to hub computing system 12. The depth image may be 
a plurality of observed pixels where each observed pixel has 
an observed depth value. For example, the depth image may 
include a two-dimensional (2-D) pixel area of the captured 
scene where each pixel in the 2-D pixel area may have a depth 
value Such as distance of an object in the captured scene from 
the capture device. Hub computing system 12 will use the 
RGB images and depth images to track a user's or objects 
movements. For example, the system will track a skeleton of 
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aperson using the depth images. There are many methods that 
can be used to track the skeleton of a person using depth 
images. One Suitable example of tracking a skeleton using 
depth image is provided in U.S. patent application Ser. No. 
12/603,437, “Pose Tracking Pipeline' filed on Oct. 21, 2009, 
Craig, et al. (hereinafter referred to as the 437 Application), 
incorporated herein by reference in its entirety. The process of 
the 437 Application includes acquiring a depth image, down 
sampling the data, removing and/or smoothing high variance 
noisy data, identifying and removing the background, and 
assigning each of the foreground pixels to different parts of 
the body. Based on those steps, the system will fit a model to 
the data and create a skeleton. The skeleton will include a set 
of joints and connections between the joints. Other methods 
for tracking can also be used. Suitable tracking technologies 
are also disclosed in the following four U.S. Patent Applica 
tions, all of which are incorporated herein by reference in 
their entirety: U.S. patent application Ser. No. 12/475,308, 
“Device for Identifying and Tracking Multiple Humans Over 
Time.” filed on May 29, 2009; U.S. patent application Ser. No. 
12/696,282, “Visual Based Identity Tracking, filed on Jan. 
29, 2010; U.S. patent application Ser. No. 12/641,788, 
“Motion Detection Using Depth Images.” filed on Dec. 18, 
2009; and U.S. patent application Ser. No. 12/575,388, 
“Human Tracking System, filed on Oct. 7, 2009. 

Recognizer engine 454 includes multiple filters 460, 462, 
464. . . . , 466 to determine a gesture or action. A filter 
comprises information defining a gesture, action or condition 
along with parameters, or metadata, for that gesture, action or 
condition. For instance, a throw, which comprises motion of 
one of the hands from behind the rear of the body to past the 
front of the body, may be implemented as a gesture compris 
ing information representing the movement of one of the 
hands of the user from behind the rear of the body to past the 
front of the body, as that movement would be captured by the 
depth camera. Parameters may then be set for that gesture. 
Where the gesture is a throw, a parameter may be a threshold 
velocity that the hand has to reach, a distance the hand travels 
(either absolute, or relative to the size of the user as a whole), 
and a confidence rating by the recognizer engine that the 
gesture occurred. These parameters for the gesture may vary 
between applications, between contexts of a single applica 
tion, or within one context of one application over time. 

Filters may be modular or interchangeable. In one embodi 
ment, a filter has a number of inputs (each of those inputs 
having a type) and a number of outputs (each of those outputs 
having a type). A first filter may be replaced with a second 
filter that has the same number and types of inputs and outputs 
as the first filter without altering any other aspect of the 
recognizer engine architecture. For instance, there may be a 
first filter for driving that takes as input skeletal data and 
outputs a confidence that the gesture associated with the filter 
is occurring and an angle of steering. Where one wishes to 
substitute this first driving filter with a second driving filter— 
perhaps because the second driving filter is more efficient and 
requires fewer processing resources—one may do so by sim 
ply replacing the first filter with the second filter so long as the 
second filter has those same inputs and outputs—one input of 
skeletal data type, and two outputs of confidence type and 
angle type. 
A filter need not have a parameter. For instance, a “user 

height' filter that returns the user's height may not allow for 
any parameters that may be tuned. An alternate “user height' 
filter may have tunable parameters—such as to whether to 
account for a user's footwear, hairstyle, headwear and posture 
in determining the user's height. 
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Inputs to a filter may comprise things such as joint data 
about a user's joint position, angles formed by the bones that 
meet at the joint, RGB color data from the scene, and the rate 
of change of an aspect of the user. Outputs from a filter may 
comprise things such as the confidence that a given gesture is 
being made, the speed at which a gesture motion is made, and 
a time at which a gesture motion is made. 

Recognizer engine 454 may have a base recognizer engine 
that provides functionality to the filters. In one embodiment, 
the functionality that recognizer engine 454 implements 
includes an input-over-time archive that tracks recognized 
gestures and other input, a Hidden Markov Model implemen 
tation (where the modeled system is assumed to be a Markov 
process—one where a present state encapsulates any past 
state information used to determine a future state, so no other 
past state information must be maintained for this purpose— 
with unknown parameters, and hidden parameters are deter 
mined from the observable data), as well as other functional 
ity used to solve particular instances of gesture recognition. 

Filters 460, 462, 464,..., 466 are loaded and implemented 
on top of the recognizer engine 454 and can utilize services 
provided by recognizer engine 454 to all filters 460, 462. 
464. . . . , 466. In one embodiment, recognizer engine 454 
receives data to determine whether it meets the requirements 
of any filter 460, 462, 464, . . . , 466. Since these provided 
services, such as parsing the input, are provided once by 
recognizer engine 454 rather than by each filter 460, 462. 
464. . . . , 466. Such a service need only be processed once in 
a period of time as opposed to once per filter for that period, 
so the processing used to determine gestures is reduced. 

Application 452 may use the filters 460, 462, 464,..., 466 
provided with the recognizer engine 454, or it may provide its 
own filter, which plugs in to recognizer engine 454. In one 
embodiment, all filters have a common interface to enable this 
plug-in characteristic. Further, all filters may utilize param 
eters, so a single gesture tool below may be used to debug and 
tune the entire filter system. 
More information about recognizer engine 454 can be 

found in U.S. patent application Ser. No. 12/422,661, “Ges 
ture Recognizer System Architecture filed on Apr. 13, 2009, 
incorporated herein by reference in its entirety. More infor 
mation about recognizing gestures can be found in U.S. 
patent application Ser. No. 12/391,150, "Standard Gestures.” 
filed on Feb. 23, 2009; and U.S. patent application Ser. No. 
12/474,655, “Gesture Tool” filed on May 29, 2009. both of 
which are incorporated herein by reference in their entirety. 

FIG. 6 illustrates an example embodiment of a computing 
system that may be used to implement hub computing system 
12. As shown in FIG. 6, the multimedia console 500 has a 
central processing unit (CPU) 501 having a level 1 cache 502, 
a level 2 cache 504, and a flash ROM (Read Only Memory) 
506. The level 1 caches02 and a level 2 caches04 temporarily 
store data and hence reduce the number of memory access 
cycles, thereby improving processing speed and throughput. 
CPU 501 may be provided having more than one core, and 
thus, additional level 1 and level 2 caches 502 and 504. The 
flash ROM 506 may store executable code that is loaded 
during an initial phase of a boot process when the multimedia 
console 500 is powered on. 
A graphics processing unit (GPU) 508 and a video 

encoder/video codec (coder/decoder) 514 form a video pro 
cessing pipeline for high speed and high resolution graphics 
processing. Data is carried from the graphics processing unit 
508to the video encoder/video codec 514 via abus. The video 
processing pipeline outputs data to an A/V (audio/video) port 
540 for transmission to a television or other display. A 
memory controller 510 is connected to the GPU 508 to facili 

10 

15 

25 

30 

35 

40 

45 

50 

55 

60 

65 

16 
tate processor access to various types of memory 512. Such as, 
but not limited to, a RAM (Random Access Memory). 
The multimedia console 500 includes an I/O controller 

520, a system management controller 522, an audio process 
ing unit 523, a network interface 524, a first USB host con 
troller 526, a second USB controller 528 and a front panel I/O 
subassembly 530 that are preferably implemented on a mod 
ule 518. The USB controllers 526 and 528 serve as hosts for 
peripheral controllers 542(1)-542(2), a wireless adapter 548, 
and an external memory device 546 (e.g., flash memory, 
external CD/DVD ROM drive, removable media, etc.). The 
network interface 524 and/or wireless adapter 548 provide 
access to a network (e.g., the Internet, home network, etc.) 
and may be any of a wide variety of various wired or wireless 
adapter components including an Ethernet card, a modem, a 
Bluetooth module, a cable modem, and the like. 

System memory 543 is provided to store application data 
that is loaded during the boot process. A media drive 544 is 
provided and may comprise a DVD/CD drive, Blu-Ray drive, 
hard disk drive, or other removable media drive, etc. The 
media drive 144 may be internal or external to the multimedia 
console 500. Application data may be accessed via the media 
drive 544 for execution, playback, etc. by the multimedia 
console 500. The media drive 544 is connected to the I/O 
controller 520 via a bus, such as a Serial ATA bus or other high 
speed connection (e.g., IEEE 1394). 
The system management controller 522 provides a variety 

of service functions related to assuring availability of the 
multimedia console 500. The audio processing unit 523 and 
an audio codec 532 form a corresponding audio processing 
pipeline with high fidelity and stereo processing. Audio data 
is carriedbetween the audio processing unit 523 and the audio 
codec 532 via a communication link. The audio processing 
pipeline outputs data to the A/V port 540 for reproduction by 
an external audio user or device having audio capabilities. 
The front panel I/O subassembly 530 supports the func 

tionality of the power button 550 and the eject button 552, as 
well as any LEDs (light emitting diodes) or other indicators 
exposed on the outer surface of the multimedia console 100. 
A system power supply module 536 provides power to the 
components of the multimedia console 100. A fan 538 cools 
the circuitry within the multimedia console 500. 
The CPU 501, GPU 508, memory controller 510, and 

various other components within the multimedia console 500 
are interconnected via one or more buses, including serial and 
parallel buses, a memory bus, a peripheral bus, and a proces 
sor or local bus using any of a variety of bus architectures. By 
way of example, Such architectures can include a Peripheral 
Component Interconnects (PCI) bus, PCI-Express bus, etc. 
When the multimedia console 500 is powered on, applica 

tion data may be loaded from the system memory 543 into 
memory 512 and/or caches 502,504 and executed on the CPU 
501. The application may present a graphical user interface 
that provides a consistent user experience when navigating to 
different media types available on the multimedia console 
500. In operation, applications and/or other media contained 
within the media drive 544 may be launched or played from 
the media drive 544 to provide additional functionalities to 
the multimedia console 500. 
The multimedia console 500 may be operated as a standa 

lone system by simply connecting the system to a television 
or other display. In this standalone mode, the multimedia 
console 500 allows one or more users to interact with the 
system, watch movies, or listen to music. However, with the 
integration of broadband connectivity made available 
through the network interface 524 or the wireless adapter 548, 
the multimedia console 500 may further be operated as a 
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participant in a larger network community. Additionally, mul 
timedia console 500 can communicate with processing unit 4 
via wireless adaptor 548. 
When the multimedia console 500 is powered ON, a set 

amount of hardware resources are reserved for system use by 
the multimedia console operating system. These resources 
may include a reservation of memory, CPU and GPU cycle, 
networking bandwidth, etc. Because these resources are 
reserved at system boot time, the reserved resources do not 
exist from the application’s view. In particular, the memory 
reservation preferably is large enough to contain the launch 
kernel, concurrent system applications and drivers. The CPU 
reservation is preferably constant such that if the reserved 
CPU usage is not used by the system applications, an idle 
thread will consume any unused cycles. 

With regard to the GPU reservation, lightweight messages 
generated by the system applications (e.g., pop ups) are dis 
played by using a GPU interrupt to schedule code to render 
popup into an overlay. The amount of memory required for an 
overlay depends on the overlay area size and the overlay 
preferably scales with screen resolution. Where a full user 
interface is used by the concurrent system application, it is 
preferable to use a resolution independent of application reso 
lution. A scaler may be used to set this resolution such that the 
need to change frequency and cause a TV resync is elimi 
nated. 

After multimedia console 500 boots and system resources 
are reserved, concurrent system applications execute to pro 
vide system functionalities. The system functionalities are 
encapsulated in a set of system applications that execute 
within the reserved system resources described above. The 
operating system kernel identifies threads that are system 
application threads versus gaming application threads. The 
system applications are preferably scheduled to run on the 
CPU 501 at predetermined times and intervals in order to 
provide a consistent system resource view to the application. 
The scheduling is to minimize cache disruption for the gam 
ing application running on the console. 
When a concurrent system application requires audio, 

audio processing is scheduled asynchronously to the gaming 
application due to time sensitivity. A multimedia console 
application manager (described below) controls the gaming 
application audio level (e.g., mute, attenuate) when system 
applications are active. 

Optional input devices (e.g., controllers 542(1) and 542(2)) 
are shared by gaming applications and system applications. 
The input devices are not reserved resources, but are to be 
Switched between system applications and the gaming appli 
cation such that each will have a focus of the device. The 
application manager preferably controls the Switching of 
input stream, without knowing the gaming application’s 
knowledge and a driver maintains state information regarding 
focus switches. Capture devices 20A and 20B may define 
additional input devices for the console 500 via USB control 
ler 526 or other interface. In other embodiments, hub com 
puting system 12 can be implemented using other hardware 
architectures. No one hardware architecture is required. 

FIG. 1 depicts one head mounted display device 2 and 
processing unit 4 (collectively referred to as a mobile display 
device) in communication with one hub computing device 12 
(referred to as a hub). In another embodiment, multiple 
mobile display devices can be in communication with a single 
hub. Each of the mobile display devices will communicate 
with the hub using wireless communication, as described 
above. In such an embodiment, it is contemplated that much 
of the information that is useful to all of the mobile display 
devices will be computed and stored at the hub and transmit 
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ted to each of the mobile display devices. For example, the 
hub will generate the model of the environment and provide 
that model to all of the mobile display devices in communi 
cation with the hub. Additionally, the hub can track the loca 
tion and orientation of the mobile display devices and of the 
moving objects in the room, and then transfer that informa 
tion to each of the mobile display devices. 

In another embodiment, a system could include multiple 
hubs, with each hub including one or more mobile display 
devices. The hubs can communicate with each other directly 
or via the Internet (or other networks). For example, FIG. 7 
shows hubs 560, 562 and 564. Hub 560 communicates 
directly to hub 562. Hub560 communicates to hub 564 via the 
Internet. Hub 560 communicated with mobile display devices 
570, 572, . . . , 574. Hub 562 communicates with mobile 
display device 578,580, . . . , 582. Hub 564 communicates 
with mobile display device 584,586, ... , 588. Each of the 
mobile display devices communicate with their respective 
hub via wireless communication as discussed above. If these 
hubs are in a common environment, then each of the hubs can 
provide a portion of the model of the environments, or one 
hub can create the model for the other hubs. Each of the hubs 
will track a Subset of moving objects and share that informa 
tion with the other hubs, which will in turn share the infor 
mation with the appropriate mobile display devices. Sensor 
information for the mobile display devices will be provided to 
their respective hubs and then shared to the other hubs for 
eventual sharing to the other mobile display devices. Thus, 
information shared between hubs can include skeleton track 
ing, information about the models, various states of applica 
tions, and other tracking. The information communicated 
between the hubs and their respective mobile display devices 
include tracking information of moving objects, the state and 
physics updates for the world models, geometry and texture 
information, video and audio, and other information used to 
perform the operations described herein. 

FIG. 8 is a flowchart describing one embodiment of a 
process for fusing virtual content into real content that is 
performed by the components discussed above. In step 602, 
the system is configured. For example, an operator or user of 
the system will indicate that a particular real world object 
should be replaced by a virtual object. In an alternative, an 
application (e.g., application 452 of FIG. 5) can configure the 
system to indicate that a particular real world object should be 
replaced by a virtual object. In other embodiments, the con 
figuring the system will indicate that a particular virtual 
image (representing a virtual object) should be inserted into 
the environment, at a designated location, without necessarily 
replacing a real world object. Consider an example where an 
empty room is populated with virtual objects to turn the 
empty room into a virtual reality. In another example, an 
application running on hub computing system 12 will indi 
cate that a particular virtual image (representing a virtual 
object) should be inserted into the environment as part of a 
Video game or other process. 

In step 604, the system will create a volumetric model of 
the space for which head mounted display device 2 is located. 
In one embodiment, for example, hub computing device 12 
will use depth images from one or more depth cameras to 
create a three dimensional model of the environment for 
which head mounted display device 2 is located. In one 
embodiment, the creation of the model includes mapping 
lighting and reflectivity of surfaces for reflections and shad 
ows. In step 606, that model is segmented into one or more 
objects. For example, if hub computing device 12 creates a 
three dimensional model of a room, that room is likely to have 
multiple objects in it. Examples of objects that can be in a 
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room include persons, chairs, tables, couches, etc. Step 606 
includes determining distinct objects from each other. In step 
608, the system will identify the objects. For example, hub 
computing device 12 may identify that a particular object is a 
table and another object is a chair. In step 610, the system will 
project a virtual object over a real object. That is, the system 
displays a virtual image over the first object in the field of 
view of the user while the user is looking through the head 
mounted display device 2. Thus, the virtual image will 
replace the real world object on a display device that allows 
actual direct viewing of at least a portion of the space through 
that display. The object being replaced can be a stationary 
object or a moving object. Additionally, the system can 
replace the entire object or only a portion of an object. For 
example, the system can be configured in step 602 to replace 
only a person’s pants with a different pair of pants. Thus, step 
610 would be projecting a virtual image of a new pair of pants 
over a person in the room, regardless of whether the person is 
moving or stationary. In step 612, the user of head mounted 
display device 2 will interact with an application running on 
hub computing device 12 (or another computing device) 
based on the virtual object being displayed in the head 
mounted display device 2. Each of the steps 604-610 will be 
described in more detail below. 

FIG. 8A provides one example of an implementation of a 
process of FIG. 8. In step 602A (corresponding to step 602) 
the system is configured by specifying a real world object to 
be replaced by a virtual object. In step 604A (corresponding 
to step 604), hub computing device 12 will create a three 
dimensional model of the room that hub computing device 12 
is located in. In step 606A (corresponding to step 606), the 
three dimensional model is segmented into a set of objects. In 
step 608A, hub computing device 12 will identify each of the 
objects from the segmentation step of 606A. Step 608A 
includes identifying the object that is to be replaced as well as 
other objects in the room. In step 610A (corresponding to step 
610), head mounted display device 2 overlays the user's view 
of the real world object with the virtual image corresponding 
to the virtual object. For example, a coffee table in a room can 
be replaced by a boulder. In step 612A (corresponding to step 
612), the user will play a video game using hub computing 
device 12 and the virtual object. For example, the user may 
play a video game that involves the boulder. 

FIG. 9 is a flowchart describing one embodiment of a 
process for creating a model of the space. For example, the 
process of FIG. 9 is one example implementation of step 604 
of FIG.8. In step 640, hub computing system 12 receives one 
or more depth images for multiple perspectives of the space 
that head mounted display device is in. For example, hub 
computing device 12 can obtain depth images from multiple 
depth cameras, or multiple depth images from the same cam 
era by pointing the camera in different directions or using a 
depth camera with a lens that allow a full view of the space for 
which a model will be built. In step 642, depth data from the 
various depth images are combined based on a common coor 
dinate system. For example, if this system receives depth 
images from multiple cameras, the system will correlate the 
two images to have a common coordinate system (e.g., lineup 
the images). In step 644, a Volumetric description of the space 
is created using the depth data. 

FIG. 10 is a flowchart describing one embodiment of a 
process for segmenting the model of the space in to objects. 
For example, the process of FIG. 10 is one example imple 
mentation of step 606 of FIG. 8. In step 680 of FIG. 10, the 
system will receive one or more depth images from one or 
more depth camera as discussed above. Alternatively, the 
system can access one or more depth images that it has 
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already received. In step 682, the system will receive one or 
more visual images from the cameras described above. Alter 
natively, the system can access one or more visual images 
already received. In step 684, hub computing system will 
detect one or more people based on the depth images and/or 
visual images. For example, the system will recognize one or 
more skeletons. In step 686, hub computing device will detect 
edges within the model based on the depth images and/or the 
visual images. In step 688, hub computing device will use the 
detected edges to identify distinct objects from each other. 
For example, it is assumed that edges are boundaries between 
objects. In step 690, the model created using the process of 
FIG. 9 will be updated to show which portions of the model 
are associated with different objects. 

FIG. 11 is a flowchart describing one embodiment of a 
process for identifying objects. For example, the process of 
FIG. 11 is one example implementation of step 608 of FIG.8. 
In step 710, hub computing device 12 will match identified 
people to user identities. For example, the system may have 
user profiles that have visual images that can be matched to 
the images detected of the objects. Alternatively, a user pro 
files the can describe features of the person which can be 
match based on the depth images or visual images. In another 
embodiment, users may log into the system and hub comput 
ing device 12 can use the login process to identify a particular 
user and track that user throughout the interaction described 
herein. In step 712, hub computing device 12 will access the 
database of shapes. In step 714, hub computing device will 
match as many objects in the model to the shapes in the 
database. In step 716, those shapes that are unmatched will be 
highlighted and displayed to the user (e.g., using monitor 16). 
In step 718, hub computing device 12 will receive user input 
that identifies each (or a subset) of the shapes highlighted. For 
example, the user can use a keyboard, mouse, speech input, or 
other type of input to indicate what each unidentified shape is. 
In step 720, the database of shapes is updated based on the 
user input in step 718. In step 722, the model of the environ 
ment created in step 604, and updated in step 606, is further 
updated by adding metadata for each of the objects. The 
metadata identifies the object. For example the metadata may 
indicate that the particular object is a round shiny table, John 
Doe, green leather couch, etc. 

FIG. 11A is a flow chart describing one embodiment of a 
process for updating the model created by the process of FIG. 
9 in response to moving objects (e.g., a moving person or 
other type of object). In step 728, the system determines that 
an object is moving. For example, the system will continu 
ously receive depth images. If the depth images change over 
time, then an object is moving. If no moving object is 
detected, then the system will continue to receive depth 
images and continue to look for moving objects. 

If there is a moving object, then in step 730 the system will 
identify the object that is moving. Frame differencing or any 
of various tracking technologies can be used to recognize the 
moving object and correlate the recognized object to one of 
the objects identified in step 608 of FIG.8. Some objects will 
change shape when moving. For example, a human may 
change shape as the human walks or runs. In step 732, the new 
shape of the moving object is identified and stored. In step 
734, the model of the environment that was previously cre 
ated is updated based on the new position and shape of the 
moving object. The process of FIG. 11A can be performed by 
processing unit 4 of hub computing device 12. 

FIG. 12 is a flowchart describing one embodiment of a 
process for projecting (or otherwise displaying) virtual 
objects over real objects. For example, the process of FIG. 12 
is one example implementation of step 610 of FIG. 8. In one 
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embodiment, the process of FIG. 12 is performed by process 
ing unit 4. In step 750 of FIG. 12, the system accesses the 
model of the environment. In step 752, the system determine 
the point of view of the user with respect to the model of the 
environment. That is, the system determines what portion of 
the environment or space the user is look at. In one embodi 
ment, step 752 is a collaborative effort using hub computing 
device 12, processing unit 4 and head mounted display device 
2. In one example implementation, hub computing device 12 
will track the user and head mounted display device in order 
to provide a preliminary determination of location and orien 
tation of head mounted display device 2. Sensors on the head 
mounted display device 2 will be used to refine the deter 
mined orientation. For example, the inertial sensors 34. 
described above, can be used to refine the orientation of head 
mounted display device 2. Additionally, the eye tracking pro 
cess described above can be used to identify a subset the 
initially determined field of view that corresponds to where 
the particular a user is looking at. More details will be 
described below with respect to FIGS. 13, 14 and 15. 

In one embodiment, the system will attempt to add multiple 
virtual images into a scene. In other embodiments, the system 
may only attempt to insert one virtual image into the scene. 
For a virtual image, the system has a target of where to insert 
the virtual image. In one embodiment, the target could be a 
real world object, such that the virtual image will replace the 
view of the real object. In other embodiments, the target for 
the virtual image can be in relation to a real world object. 

In step 754, the system renders the previously created three 
dimensional model of the environment from the point of view 
of the user of head mounted display device 2 in a Z-buffer, 
without rendering any color information into the correspond 
ing color buffer. This effectively leaves the rendered image of 
the environment to be all black, but does store the Z (depth) 
data for the objects in the environment. Step 754 results in a 
depth value being stored for each pixel (or for a subset of 
pixels). In step 756, virtual content (e.g., virtual images cor 
responding to virtual objects) is rendered into the same 
Z-buffer and the color information for the virtual content is 
written into the corresponding color buffer. This effectively 
allows the virtual images to be drawn on the microdisplay 120 
with taking into account real world objects or other virtual 
objects occluding all or part of a virtual object. 

In step 758, virtual objects being drawn over moving 
objects are blurred just enough to give the appearance of 
motion. In step 760, the system identifies the pixels of micro 
display 120 that display virtual images. In step 762, alpha 
values are determined for the pixels of microdisplay 120. In 
traditional chroma key systems, the alpha value indicates how 
much of an The alpha value is used to identify how opaque an 
image is, on a pixel-by-pixel basis. In some applications, the 
alpha value can be binary (e.g., on or off). In other applica 
tions, the alpha value can be a number with a range. In one 
example, each pixel identifies in step 760 will have a first 
alpha value and all other pixels will have a second alpha 
value. 

In step 764, the pixels of the opacity filter are determined 
based on the alpha values. In one example, the opacity filter 
has the same resolution as microdisplay 120 and, therefore, 
the opacity filter can be controlled using the alpha values. In 
another embodiment, the opacity filter has a different resolu 
tion than microdisplay 120 and, therefore, the data used to 
darken or not darken the opacity filter will be derived from the 
alpha value by using any of various mathematical algorithms 
for converting between resolutions. Other means for deriving 
the control data for the opacity filter based on the alpha values 
(or other data) can also be used. 
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In step 766, the images in the Z-buffer and color buffer, as 

well as the alpha values and the control data for the opacity 
filter, is adjusted to account for light sources (virtual or real) 
and shadows (virtual or real). More details of step 766 are 
provided below with respect to FIG. 12A. In step 768, the 
composite image based on the Z-buffer and color buffer is sent 
to microdisplay 120. That is the virtual image is sent to 
microdisplay 120 to be displayed at the appropriate pixels, 
accounting for perspective and occlusions. In step 770, the 
control data for the opacity filter is transmitted from process 
ing unit 4 to head mounted display device 2 to control opacity 
filter 114. Note that the process of FIG. 12 can be performed 
many times per second (e.g., the refresh rate). 
The process of FIG. 12 allows for automatically displaying 

a virtual image over a stationary or moving object (or in 
relation to a stationary or moving object) on a display that 
allows actual direct viewing of at least a portion of the space 
through the display. 

FIG. 12A is a flowchart describing one embodiment of a 
process for accounting for light Sources and shadows, which 
is an example implementation of step 766 of FIG. 12. In step 
780, processing unit 4 identifies one or more light sources that 
need to be accounted. For example, a real light Source may 
need to be accounted for when drawing a virtual image. If the 
system is adding a virtual light source to the user's view, then 
the effect of that virtual light source can be accounted for in 
the head mounted display device 2. In step 782, the portions 
of the model (including virtual images) that are illuminated 
by the light source are identified. In step 784, an image depict 
ing the illumination is added to the color buffer described 
above. 

In step 786, processing unit 4 identifies one or more areas 
of shadow that need to be added by the head mounted display 
device 2. For example, if a virtual image is added to an area in 
a shadow, then the shadow needs to be accounted for when 
drawing the virtual image by adjusting the color bufferin step 
788. If a virtual shadow is to be added where there is no virtual 
image, then the pixels of opacity filter 114 that correspond to 
the location of the virtual shadow are darkened in step 790. 

FIG. 15 is a flowchart describing one embodiment of a 
process for determining the point of view a user, which is an 
example implementation of step 752 of FIG. 12. The process 
of FIG. 15 relies on information from the hub computing 
device 12 and the eye tracking technology described above. 
FIG. 13 is a flowchart describing one embodiment of a pro 
cess performed by the hub computing system to provide 
tracking information used in the process of FIG. 15. FIG. 14 
is a flowchart describing one embodiment of a process for 
tracking an eye, the results of which are used by the process of 
FIG. 15. 

In step 810 of FIG. 13, hub computing device will track the 
user's position. For example, hub computing device 12 will 
use one or more depth images and one or more visual images 
to track a user (e.g., using skeleton tracking). One or more 
depth images and one or more visual images can be used to 
determined the position of the head mounted display device 2 
and the orientation of the head mounted display device 2 in 
step 812. In step 814, the position and orientation of the user 
and the head mounted display device 2 are transmitted from 
the hub computing device 12 to processing unit 4. In step 816, 
the position and orientation information is received at pro 
cessing unit 4. 

FIG. 14 is a flowchart describing one embodiment for 
tracking an eye using the technology described above. In step 
860, the eye is illuminated. For example, the eye can be 
illuminated using infrared light from eye tracking illumina 
tion 134A. In step 862, the reflection from the eye is detected 
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using one or more eye tracking cameras 134B. In step 864, the 
reflection data is sent from head mounted display device 2 to 
processing unit 4. In step 866, processing unit 4 will deter 
mine the position of the eye based on the reflection data, as 
discussed above. 

FIG. 15 is a flowchart describing one embodiment of a 
process for determining the point of view (e.g., step 750 of 
FIG. 12). In step 902, processing unit 4 will access the latest 
position and orientation information received from the hub. 
The process of FIG. 13 can be performed continuously as 
depicted by the arrow from step 814 to step 810, therefore, 
processing unit 4 will periodically receive updated position 
and orientation information from hub computing device 12. 
However, processing unit 4 will need to draw the virtual 
image more frequently than it receives the updated informa 
tion from hub computing device 12. Therefore, processing 
unit 4 will need to rely on information sensed locally (e.g., 
from the head mounted device 2) to provide updates to the 
orientation in between samples from hub computing device 
12. In step 904, processing unit 4 will access data from three 
axis gyro 132B. In step 906, processing unit 4 will access data 
from three axis accelerometer 132C. In step 908, processing 
unit 4 will access data from three axis magnetometer 132A. In 
step 910, processing unit 4 will refine (or otherwise update), 
the position and orientation data from hub computing device 
12 with the data from the gyro, accelerometer and magnetom 
eter. In step 912, processing unit 4 will determine the potential 
point of view based on the location and orientation of head 
mounted display device. In step 914, processing unit 4 will 
access the latest eye position information. In step 916, pro 
cessing unit 4 will determine portion of model being viewed 
by user, as a subset of the potential point of view, based on eye 
position. For example, the user may be facing a wall and, 
therefore, the field of the view for the head mounted display 
could include anywhere along the wall. However, if the user's 
eyes are pointed to the right, then step 916 will conclude that 
the field of view of the user is only the right hand portion of 
the wall. At the conclusion of step 915, processing unit 4 has 
determined the point of view of the user through head 
mounted display 2. Then, as described above with respect to 
FIG. 12, processing unit 4 can identify a location within that 
field of view to insert a virtual image and block light using the 
opacity filter. 

Although the subject matter has been described in lan 
guage specific to structural features and/or methodological 
acts, it is to be understood that the subject matter defined in 
the appended claims is not necessarily limited to the specific 
features or acts described above. Rather, the specific features 
and acts described above are disclosed as example forms of 
implementing the claims. It is intended that the scope of the 
invention be defined by the claims appended hereto. 
We claim: 
1. A method for fusing virtual content into real content, 

comprising: 
creating a Volumetric model of a space; 
segmenting the model into objects, the segmenting the 
model into objects includes accessing one or more depth 
images and accessing one or more visual images, the 
segmenting the model into objects includes detecting 
one or more persons using the one or more depth images 
and the one or more visual images, the segmenting the 
model into objects includes detecting edges based on the 
one or more depth images and the one or more visual 
images, the segmenting the model into objects includes 
detecting the objects based on the edges and updating 
the model to store information about the detection of the 
objects and the one or more persons; 
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24 
identifying one or more of the objects including a first 

object, the identifying one or more of the objects 
includes matching at least one of the detected objects to 
a user identity and accessing a data structure of shapes, 
the identifying one or more of the objects includes 
matching one or more of the detected objects to shapes in 
the data structure and updating the model to reflect the 
matching of the at least one of the detected objects to the 
user identity and the matching of the one or more of the 
detected objects to shapes in the data structure, the iden 
tifying one or more of the objects includes visually dis 
playing an unmatched object to a user of a display and 
requesting the user to identify the unmatched object, the 
identifying one or more of the objects includes receiving 
a new identification for the unmatched object and updat 
ing the data structure to reflect the new identification, the 
identifying one or more of the objects includes updating 
the model to store information about the new identifica 
tion for the unmatched object; and 

automatically displaying a virtual image over the first 
object on the display that allows actual direct viewing of 
at least a portion of the space through the display. 

2. The method of claim 1, wherein the creating a volumet 
ric model comprises: 

receiving depth images from multiple perspectives; and 
using data from the depth images to create and storea three 

dimensional description of the space. 
3. The method of claim 1, further comprising: 
specifying that the first object is to be replaced; and 
identifying the virtual image to replace the first object. 
4. The method of claim 1, wherein the automatically dis 

playing the virtual image over the first object further com 
prises: 

identifying a light source; and 
adjusting the virtual image based on the light source. 
5. The method of claim 1, wherein the automatically dis 

playing the virtual image over the first object further com 
prises: 

identifying a shadow area; and 
darkening a view of a real object corresponding to the 

shadow area. 
6. The method of claim 1, wherein: 
the automatically displaying the virtual image over the first 

object on the display comprises determining a point of 
view of the user of the display, the determining field 
point of view of the user of the display comprises auto 
matically determining location and orientation of the 
display using the one or more depth images, automati 
cally refining the determined orientation of the display 
using inertial sensors and automatically determining 
position of an eye of the user of the display to identify a 
subset of the space viewed at the determined location 
and orientation. 

7. The method of claim 1, wherein the displaying of the 
virtual image over the first object on the display further com 
prises: 

automatically determining that the first object is moving; 
automatically tracking movement of the first object; 
automatically determining a change in shape of the first 

object; and 
blurring the virtual image in response to movement of the 

first object. 
8. The method of claim 1, wherein the displaying of the 

virtual image over the first object on the display further com 
prises: 

identifying a portion of the display that shows the first 
object; and 
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Selectively blocking light from passing through the portion 
of the display that shows the first object, the virtual 
image is projected on the portion of the display that 
shows the first object. 

9. The method of claim 1, wherein: 5 
the automatically displaying the virtual image includes 

projecting the virtual image on the display without pro 
jecting the portion of the space on the display; and 

the first object is a portion of a person. 
10. The method of claim 1, wherein: the display comprises 10 

a head-mounted display. 
k k k k k 
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