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57 ABSTRACT

An apparatus to perform sound processing in a virtual reality
system includes a sound processing unit to process and pro-
duce sound output in sound areas divided into a focus area
within a predetermined visual field and a non-focus area out
of the predetermined visual field in a virtual reality space for
sound sources; and a control unit to divide the sound areas
into the focus area and the non-focus area, and to control the
sound output of the sound processing unit such that a volume
of'sound in afirst space is gradually decreased while a volume
of sound in a second space is gradually increased when a
space shift from the first space to the second space in the
virtual reality space is detected.

46 Claims, 11 Drawing Sheets
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APPARATUS AND METHOD FOR SOUND
PROCESSING IN A VIRTUAL REALITY
SYSTEM

CROSS-REFERENCE TO RELATED
APPLICATIONS

This application claims the priority under 35 U.S.C. §119
(a) of an application entitled “Apparatus And Method For
Sound Processing In A Virtual Reality System” filed in the
Korean Industrial Property Office on Aug. 14, 2008 and
assigned Serial No. 10-2008-0080107, which is hereby incor-
porated by reference in its entirety.

BACKGROUND

1. Field of the Invention

The present general inventive concept relates to an appa-
ratus and a method to perform sound processing in a virtual
reality system, and more particularly to a sound processing
apparatus and a sound processing method that can process
sound in a focus area of a virtual reality system differently
from sound in an un-focus area.

2. Description of the Related Art

The rising popularity of simulators that enable users to feel
like they are experiencing an actual life in a three dimensional
virtual reality has led to the development of virtual reality
systems. Virtual reality systems may be used to provide a high
degree of realism in an electronically-manufactured environ-
ment, such as in a virtual reality game or a 3D game.

Virtual reality systems allow users to feel various manu-
factured sensory inputs (including visual sense, auditory
sense, and tactile sense) in a virtually formed space. The
sensory inputs may replicate sensory experiences of the real
world with varying degrees of realism. For example, in a
virtual reality game, life-like images and sounds may be
generated, but a game joystick or controller may only roughly
imitate a real-life sensation of contact by vibrating. An image
of a virtual reality system may be three-dimensionally real-
ized by using a monitor, a Head Mounted Display (HMD), a
television, a projector, or any other visual display device.
Further, the sound of the virtual reality system may use a
localization technique capable of expressing the virtual loca-
tion. Sound of a virtual reality system may be generated by
speakers, a headset, or any other audio device.

According to a sound processing method in the virtual
reality system as described above, it is possible to make a
change in the sound by modeling the path and change of
sound according to relative locations of a sound-generating
object, locations of surrounding things, and direction of
sound propagation, to give the sense of reality to the sound.
Further, to express directionality, the paths of the sound
reaching listener’s ears, which determine the direction of
sound in view of the listener, may be modeled by using a
sound processing technique, such as a Head Related Transfer
Function (HRTF), so as to determine the output sound.

When a user moves in a virtual environment, the real world
is imitated as much as possible. However, in some situations
it may be more convenient for a user if movement in the
virtual environment does not precisely mimic the real world.
For example, unlike the real world in which a user cannot
avoid making a continuous movement according to the pas-
sage of time, in a virtual environment, a user can shift between
virtual spaces without having to portray the passage of dis-
tance or time to travel from one space to another. An example
of'such avirtual reality system includes a virtual reality game,
“Second Life,” developed by Linden Lab of the United States.
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In such a virtual reality system, when a character of a user
shifts between virtual spaces, the image viewed by the user
and the sound heard by the user should change according to
the shift between spaces or the change of the spaces. Since the
spaces between which the character shifts are different from
each other, the two sounds heard in the spaces are output from
different sound sources. Therefore, there may be a time delay
between the sound outputs during the space shift, which may
degrade the sense of reality in the sound. Therefore, a sound
processing technique is needed to provide a virtual reality that
can give a higher sense of realism.

SUMMARY

Accordingly, the present general inventive concept solves
the above-mentioned problems occurring in the prior art, and
the present general inventive concept provides an apparatus
and a method to perform sound processing, which can process
sound of all objects in the virtual reality system to provide an
improved sense of realism.

Additional aspects and utilities of the present general
inventive concept will be set forth in part in the description
which follows and, in part, will be obvious from the descrip-
tion, or may be learned by practice of the general inventive
concept.

An apparatus and a method to perform sound processing
may control the sound output with a sense of realism in
consideration of a space shift in a virtual reality system.

An apparatus and a method to perform sound processing
can minimize delay time occurring during the course of sound
conversion at the time of space shift in a virtual reality system.

Features and/or utilities of the present general inventive
concept may be realized by an apparatus to perform sound
processing in a virtual reality system, the apparatus including
a sound processing unit to process and produce sound output
in sound areas divided into a focus area within a predeter-
mined visual field and an un-focus area out of the predeter-
mined visual field in a virtual reality space for a sound source,
the sound output of the focus area being processed and pro-
duced differently than the sound output from the unfocused
area. The apparatus may further include a control unit to
divide the sound areas into the focus area and the un-focus
area, and to control the sound output of the sound processing
unit such that a volume of sound in a first space is gradually
decreased while a volume of sound in a second space is
gradually increased when a space shift from the first space to
the second space in the virtual reality space is detected.

Other features and/or utilities of the present general inven-
tive concept may be realized by a method to perform sound
processing in a virtual reality system, the method including
dividing sound areas for sound output into a focus area within
a predetermined visual field and an un-focus area out of the
predetermined visual field in a virtual reality space. Sound
output of the focus area may be processed differently than
sound output of the un-focus area. The method may further
include gradually decreasing a volume of sound in a first
space while gradually increasing a volume of sound in a
second space when a space shift from the first space to the
second space in the virtual reality space is detected.

Other features and/or utilities of the present general inven-
tive concept may berealized by a virtual reality device includ-
ing a control unit to detect a space shift in a virtual environ-
ment from a first virtual space to a second virtual space and to
divide the second virtual space into a focus area and at least
one non-focus area, and a sensory processing unit to generate
a sensory output signal based on a control signal from the
control unit. When the control unit detects a space shift, the
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control unit may direct the sensory processing unit to output
a sensory output signal to reduce a sensory output corre-
sponding to the first virtual space while increasing a sensory
output corresponding to the second virtual space.

The sensory processing unit may be a sound processing
unit and the sensory output signal may be an audio output
signal.

The sound processing unit may include a focused sound
processor to process sound corresponding to the focus area, a
non-focused sound processor to process sound corresponding
to the non-focus area, a sound volume controller to control a
volume of sound corresponding to each of the focus area and
the non-focus area, and a mixer to combine signals corre-
sponding to volume-adjusted focused and non-focused audio
signals and to output a single audio output signal.

The virtual reality device may further include a computer-
readable medium to store sensory data corresponding to the
virtual environment and to output the sensory data to the
control unit.

The virtual reality device may include a communication
unit to communicate with a virtual reality server to receive
sensory data corresponding to the virtual environment from
the virtual reality server.

The sensory processing unit may process sensory output
data corresponding to the focus area differently than sensory
output data corresponding to the non-focus area.

The control unit may direct the sensory processing unit to
output sensory signals corresponding to the focus area with a
greater magnitude relative to sensory signals corresponding
to the non-focus area.

The virtual reality device may further include a sensory
output unit to generate a sensory output corresponding to the
sensory output signal of the sensory processing unit.

The control unit may direct the sensory processing unit to
output sensory output signals corresponding to the focus area
of the second virtual space before outputting sensory output
signals corresponding to the non-focus area of the second
virtual space.

The focus area may correspond to an area in the virtual
environment adjacent to a predetermined point. The prede-
termined point may correspond to a character usable by a
user, and the perspective of the character may be the perspec-
tive of a user. The focus area may correspond to a location in
the virtual environment that is in the immediate foreground of
the character visual perspective of the character. The non-
focus area may include an area outside the immediate fore-
ground of the character’s visual perspective of the virtual
environment.

The sensory processing unit may output sound sources
corresponding to the non-focus area at a volume that is less
than sound sources corresponding to the focus area.

The sensory output signals may be audio output signals,
and when the control unit detects a space shift, the control unit
may direct the sensory processing unit to reduce a volume of
audio output signals corresponding to the first virtual space
while increasing a volume of audio output signals corre-
sponding to the second virtual space.

The control unit may direct the sensory processing unit to
output audio output signals of the focus area of the second
space before outputting audio output signals of the non-focus
area.

Other features and/or utilities of the present general inven-
tive concept may be realized by a method to generate a sen-
sory output in a virtual reality system, the method including
generating a first virtual space having at least a first sensory
source, detecting a space shift from the first virtual space to a
second virtual space having at least a second sensory source,
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dividing the second virtual space into a focus area and a
non-focus area, and decreasing a magnitude of a sensory
output of the first sensory source of the first virtual space
while increasing a magnitude of a sensory output of the sec-
ond sensory source of the second virtual space.

The method may further include generating a sensory out-
put corresponding to the focus area of the second virtual space
before generating a sensory output corresponding to the non-
focus area of the second virtual space.

The sensory output of the second virtual space may be
increased at an exponential rate, such that the sensory output
corresponding to the non-focus area is increased at a faster
rate than the sensory output corresponding to the focus area.
Alternatively, the sensory output of the second virtual space
may be output at a substantially inversely exponential rate,
such that the sensory output corresponding to the focus area is
increased at a faster rate than the sensory output correspond-
ing to the non-focus area.

The first and second sensory sources may be audio sources.

The focus area may correspond to an area in the virtual
environment in the immediate foreground of'a visual perspec-
tive of a character corresponding to a user, and the non-focus
area may correspond to an area that is not in the immediate
foreground of the visual perspective of the character.

The method may further include determining whether
there are a plurality of sensory sources in the focused area,
and if it is determined that there are a plurality of sensory
sources in the focused area, determining a priority of each of
the plurality of sensory sources in the focused area and adjust-
ing an output of each of the plurality of sensory sources in the
focused area based on a respective priority.

The method may further include determining whether
there are a plurality of sensory sources in the non-focused
area, and, if it is determined that there are a plurality of
sensory sources in the focused area, determining a priority of
each of the plurality of sensory sources in the non-focused
area, and adjusting an output of each of the plurality of sen-
sory sources in the non-focused area based on a respective
priority.

The method may further include mixing an output corre-
sponding to the focused area with an output corresponding to
the non-focused area to output a single sensory output inte-
grating the outputs of the focused area and the non-focused
area.

Other features and/or utilities of the present general inven-
tive concept may be realized by a computer-readable medium
having stored thereon a computer program to execute a
method, the method including generating a first virtual space
having at least a first sound source, detecting a space shift
from the first virtual space to a second virtual space having at
least a second sound source, dividing the second virtual space
into a focus area and a non-focus area, and decreasing a sound
volume corresponding to the first virtual space while increas-
ing a sound volume corresponding to the second virtual
space.

Other features and/or utilities of the present general inven-
tive concept may be realized by a virtual reality system com-
prising a virtual reality server and a virtual reality apparatus.
The virtual reality server may include a first control unit to
receive data corresponding to sound sources within a virtual
environment and to a character in the virtual environment, the
character controllable by a user, a storage unit to store data
corresponding to spaces within the virtual environment
including at least a first space and a second space, and a
communication unit to communicate with an external device.
The virtual reality apparatus may include a communication
unit to communicate with the communication unit of the
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virtual reality server, a sound processing unit to process and
produce audio signals corresponding to the spaces in the
virtual environment, and a second control unit to receive
sound source data from the virtual reality server, to detect a
space shift of the character in the virtual environment from
the first space to the second space, and to control the sound
processing unit, such that when the space shift is detected, the
sound processing unit decreases a volume corresponding to
the first space while increasing a volume corresponding to the
second space.

When a space shift is detected, the virtual reality server
may transfer to the virtual reality apparatus sound data cor-
responding to the focus area of the second space before trans-
ferring sound data corresponding to the non-focus area of the
second space; and the second control unit may control the
sound processing unit to output sound corresponding to the
focus area of the second space before outputting sound cor-
responding to the non-focus area of the second space.

The second control unit may control the sound processing
unit to output an audio signal corresponding to the non-focus
area at a volume less than the focus area.

BRIEF DESCRIPTION OF THE DRAWINGS

The above and other aspects, features and advantages of the
present general inventive concept will be more apparent from
the following detailed description taken in conjunction with
the accompanying drawings, in which:

FIG. 1A is a block diagram illustrating a virtual reality
apparatus according to an embodiment of the present general
inventive concept;

FIG. 1B is a block diagram illustrating a virtual reality
system according to an embodiment of the present general
inventive concept;

FIG. 2 illustrates a method of dividing sound areas of a
virtual reality space in a virtual reality apparatus according to
an embodiment of the present general inventive concept;

FIG. 3 is a block diagram illustrating the virtual reality
apparatus in the virtual reality system of FIG. 1B;

FIG. 4 is a flow diagram illustrating a sound processing
process for providing virtual reality sound according to an
embodiment of the present general inventive concept;

FIG. 5 illustrates an example of a conventional sound pro-
cessing process for providing virtual reality sound in a virtual
reality apparatus;

FIG. 6 illustrates a sound mixing process to provide virtual
reality sound by a virtual reality apparatus according to an
embodiment of the present general inventive concept;

FIG. 7 illustrates a sound conversion process at the time of
virtual space shift ina virtual reality apparatus according to an
embodiment of the present

FIGS. 8A-8C illustrate sound conversion processes of a
virtual space shift according to the present general inventive
concept.

DETAILED DESCRIPTION OF THE
EMBODIMENTS

Hereinafter, exemplary embodiments of the present gen-
eral inventive concept will be described with reference to the
accompanying drawings. In the following description, vari-
ous specific definitions found in the following description are
provided only to help general understanding of the present
general inventive concept, and it is apparent to those skilled in
the art that the present general inventive concept can be
implemented without such definitions. Further, in the follow-
ing description of the present general inventive concept, a
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6

detailed description of known functions and configurations
incorporated herein will be omitted when it may make the
subject matter of the present general inventive concept
unclear.

A virtual reality or a virtual environment may be generated
by executing software code. The software code may be stored
in a software-code-storing medium, such as a memory mod-
ule, a server in communication with a virtual reality display
device, by a CD, DVD, or any other disk, memory storage
device, including a computer-readable medium. The execut-
able code may control a virtual reality device, module, con-
sole, or entertainment or computing device. When the virtual
reality device executes the code, it may be directed to control
sensory devices, which may include audio, visual, tactile,
olfactory, or other devices. For example, a virtual reality
device may execute code that causes the virtual reality device
to display a life-like image and output life-like sounds. The
life-like image and sounds give a viewer and/or listener an
impression of “being” in the life-like virtual location instead
of'their real location. For example, if the virtual reality device
outputs a life-like image of a basketball court and life-like
sounds of a basketball game, a viewer and/or listener may feel
that they are at a basketball game rather than in their home.

FIG. 1A is a block diagram illustrating a virtual reality
device 110 according to an embodiment of the present general
inventive concept.

The virtual reality device 110 may include a control unit
114, a sensory processing unit 118, and a storage unit 102.
The virtual reality device 110 may include a sensory output
unit 120, or it may be connected to an external sensory output
unit 120. The control unit 114 may receive input information
regarding a virtual reality space. The virtual reality space may
include an avatar, a character, or other object that is to provide
a perspective from which the virtual environment can be
sensed by a user. For example, a user may interact with the
virtual environment using an avatar. The user may see, hear,
and otherwise sense the virtual environment from the per-
spective of the avatar.

Upon receiving the virtual reality space information, the
control unit 114 may access the storage unit 102 to access
audio, sound, and/or other sensory data to output to the user to
represent the virtual environment. According to the present
embodiment, the control unit 114 may control the sensory
data to correspond to the virtual environment. The control
unit 114 may mix sensory data of the virtual environment
including a user’s avatar or character and other avatars, char-
acters, objects, or features of the virtual environment. The
control unit 114 may divide the sensory data into a focus area
and non-focus areas and may control the sensory processing
unit 118 to output sensory elements of the focus area differ-
ently than sensory elements of the non-focus areas. For
example, the control unit 114 may instruct the sensory pro-
cessing unit 118 to cause audio elements of the non-focus
areas to be muffled or quieter than audio elements of a focus
area. In the case of visual sensory elements, the control unit
114 may instruct the sensory processing unit 118 to cause
visual elements of non-focus areas to be less clear, blurred, or
dark and visual elements of the focus area to be detailed and
clear.

The control unit 114 may detect whether a change of virtual
space has occurred in the virtual environment, and may con-
trol the sensory processing unit 118 to correspond to the
change in space. The control unit 114 may instruct the sensory
processing unit 120 to fade out sensory elements of the first
space and to fade in sensory elements of the second space.
The control unit 114 may instruct the sensory processing unit
118 to first fade in sensory elements of a focus area of the
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second space and to later include sensory elements of non-
focus areas of the second space.

The sensory processing unit 118 may prepare the data for
output to the user via a sensory output unit 120. For example,
the sensory output unit 120 may include speakers to output
audible sensory data, a TV to output visual sensory data,
and/or a tactile device to output tactile sensory data.

FIG. 1B is a block diagram illustrating a virtual reality
system according to an embodiment of the present general
inventive concept.

The virtual reality system according to the embodiment
shown in FIG. 1B may include a virtual reality server 100 and
a virtual reality apparatus 110.

The virtual reality server 100 may include a control unit
104, a storage unit 102, and a communication unit 106 to
provide predetermined virtual reality environments, such as a
virtual reality game, and various sound sources provided in
the virtual reality environments to the virtual reality apparatus
110 of the user. In FIG. 1B, the control unit 104 controls the
general operation of the virtual reality server 100 and pro-
vides sound sources as well as image sources occurring in the
virtual reality environments to the virtual reality apparatus
110.

The control unit 104 may receive an input of a selected
virtual reality character from the user to which the virtual
reality environment is provided, check sound source informa-
tion on other characters and other objects existing in the
virtual reality spaces already stored in the storage unit 102,
and provides the virtual reality apparatus 110 with sound
sources occurring in real time according to the relative loca-
tions or situations of the character in the virtual reality envi-
ronment. In FIG. 1B, the communication unit 106 transfers
the sound sources delivered through the control unit 104 to
the virtual reality apparatus 110 according to a predetermined
communication scheme. The communication unit 106 may
use various wire and wireless communication schemes appli-
cable to the virtual reality system.

The virtual reality apparatus 110 may be a terminal appa-
ratus of the user using the virtual reality service and may
include a communication unit 112, a control unit 114, and a
sound processing unit 116. The control unit 114 of the virtual
reality apparatus 110 analyzes the received sound sources and
mixes the sound of the user’s character and the sound of other
characters existing around the user in the virtual reality space
by controlling the volumes and left-right balance of the
sounds according to the sound areas divided according to the
present embodiment. That is, the control unit 114 may divide
the virtual reality space into multiple sound areas and control
the volumes and left-right balance of the sounds occurring in
the divided sound areas. In particular, in dividing the virtual
reality space into the sound areas, the sound processing unit
116 divides, under the control of the control unit 114, the
sound areas of the virtual reality space into a focus area and
non-focus areas, and identifies sound generated in the focus
area within a visual field of the character selected by the user,
so as to identify the exact sound-generating location in the
focus area. The user may use a Head Related Transfer Func-
tion (HRTF) as an algorithm for identifying the sound-gen-
erating location. Further, under the control of the control unit
114, the sound processing unit 116 identifies sound occurring
in an un-focus area of the character in the virtual reality space
and controls the volume and left-right balance of the identi-
fied sound.

The control unit 114 may further detect virtual space shift
of the character and control the operation of the sound pro-
cessing unit 116 so as to cause the sound processing unit 116
to, for example, gradually decrease the volume of the sound
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of a first space while gradually increasing the volume of the
sound of a second space when the character shifts from the
first space to the second space. The control unit 114 controls
the sound output of the second space in such a manner that the
sound of the focus area of the second space is output before
the sound of the non-focus area of the second area. Further,
the communication unit 112 receives the sound sources of the
virtual reality environment transferred from the virtual reality
server 100 according to a predetermined communication
scheme. The communication unit 112 may be optionally
employed depending upon whether the virtual reality server
100 is used. Although the virtual reality server 100 and the
virtual reality apparatus 110 are separated in FIG. 1B, they
can be incorporated within one apparatus.

Hereinafter, the focus area and the non-focus area will be
described in more detail with reference to FIG. 2.

FIG. 2 illustrates a method of dividing sound areas of a
virtual reality space in a virtual reality apparatus according to
an embodiment of the present general inventive concept.

FIG. 2 is based on a situation in which a character, or actor,
200 of the user of the virtual reality apparatus looks at a first
companion 220 while a second companion 230 and a third
companion 240 look at the character 200.

Inthis situation, the virtual reality apparatus may divide the
virtual reality space into a focus area within the visual field of
the character using the virtual reality apparatus and non-focus
areas outside the visual field of the character. The focus area
within the visual field of the character refers to an area 203
(shaded portion) adjacent to the character 200 in the front
space within the visual field of the character 200. The non-
focus areas beyond the visual field of the character include an
area 201 relatively distanced far from the character 200 in the
front space within the visual field of the character 200 and
areas 205,207, 209, and 211 located outside the visual field of
the character 200. The division between the focus area and the
non-focus areas in FIG. 2 is only an example and may be
modified in various ways according to the characteristics
and/or topography of the virtual area at which the character is
located in the virtual reality space. For example, while the
dividing of sound areas is described with respect to a charac-
ter 200 and companions 220, 230, and 240, the “companions”
need not be players or personages. Rather, each divided focus
or non-focus area may contain any number of virtual objects
represented by sensory data that may include audio and visual
data, for example. Further, at least one of the focus area and
the non-focus areas may be divided into multiple areas in the
virtual reality space according to a predetermined priority in
controlling the volume of the sound or the left-right balance.

FIG. 3 is a block diagram illustrating the construction of
the virtual reality apparatus 110 in the virtual reality system of
FIG. 1B and illustrates the sound processing unit 116 in more
detail.

Referring to FIG. 3, the sound processing unit 116 includes
a focused sound processor 1162 to process sound of a focus
area, a non-focused sound processor 1164 to process sound of
a non-focus area, a sound volume controller 1166, and a
mixer 1168.

First, under the control of the control unit 114, the focused
sound processor 1162 identifies the sound (focused sound)
occurring in the focus area according to the division of the
virtual reality space described above with reference to FIG. 2,
i.e. the focus area within the visual field of the character
selected by the user of the virtual reality space, and controls
the volume and left-right balance of the focused sound. Fur-
ther, under the control of the control unit 114, the non-focused
sound processor 1164 identifies an exact location of sound
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(non-focused sound) occurring in the non-focus area and
controls the volume and left-right balance of the non-focused
sound.

Meanwhile, in the case of virtual space shift, for example,
when the virtual reality space shifts from a first space to a
second space, the sound volume controller 1166 gradually
decreases the volume of the sound of the first space, which is
the space before the shift, and gradually increases the volume
of the sound of the second space, which is the space after the
shift, in proportion to the sound decrease in the first space
under the control of the control unit 114. The shift from the
first space to the second space may occur in various ways, for
example, when the control unit 114 detects a key input of the
user for character movement through a key input unit (not
shown) of the virtual reality apparatus 110 or when the con-
trol unit 114 detects scene change due to space shift in a video
output (not shown).

Under the control of the control unit 114, the mixer 1168
mixes sound data output from the sound volume controller
1166 and outputs the mixed sound.

In the mixing of the sound, the control unit 114 controls the
volume and left-right balance of the sound of the other char-
acters existing around the character selected by the user
according to the sound areas of the virtual reality space.
Specifically, the control unit 114 divides the virtual reality
space into multiple areas and controls the volume and left-
right balance of the sound occurring in the divided areas, and
controls the volume of the sound of the first area and the
second area.

Hereinafter, a sound processing process for providing vir-
tual reality sound by the virtual reality apparatus 110 will be
described in detail with reference to FIG. 4.

FIG. 4 is a flow diagram illustrating a sound processing
process to provide virtual reality sound according to an
embodiment of the present general inventive concept. In par-
ticular, FIG. 4 illustrates an operation of the virtual reality
apparatus 110 when space shift is detected during output of
sound.

First, it is assumed that a sound source within the virtual
reality environment is provided to the control unit 114, by the
virtual reality server 100, for example. However, this is only
an example and such a sound source may be generated within
the virtual reality apparatus 110. In operation 401 of FIG. 4,
the control unit 114 identifies a virtual space provided by the
virtual reality server 100. Then, in operation 403, the control
unit 114 divides the sound area of the virtual space into a
focus area and non-focus areas. In operations 401 and 403, the
identification of the virtual space and division of the sound
area of the virtual space are performed according to a prede-
termined scheme. Thereafter, in operation 405, the control
unit 114 determines if there is any sound occurring in the
focus area. When it is determined that there is sound occur-
ring in the focus area, the control unit 114 determines priori-
ties of sound sources of the sound occurring in the focus area
in operation of 407. Since the method of FIG. 4 is imple-
mented only when a sound source of the virtual environment
is provided to the control unit 114, if the sound source is not
within the focus area, it must be in a non-focus area. The
control unit 114 determines priorities of sound sources of the
sound occurring in the non-focus area in operation 409.

Further, although not shown in FIG. 4, when there is occur-
rence of sound in both the focus area and the non-focus area,
the control unit 114 may determine priorities of sound
sources for at least one of the focus area and the non-focus
area.

In operation 411, the control unit 114 determines if there is
a space shift of the character of the user. When a space shift of
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the character of the user is detected, the sound volume con-
troller 1166 decreases the volume of the sound of the first
space while increasing the volume of the sound of the second
space according to predetermined sound priorities of the sec-
ond space under the control ofthe control unit 114 in step 413.
Then, in operation 415, the sound of the first space and the
sound of the second space output from the sound volume
controller 1166 are mixed and output by the mixer 1168. In
the meantime, when space shift is not detected in operation
411, operation 415 is performed without operation 413.
Although not shown in FIG. 4, when there is space shift of the
user’s character during the sound output of operation 415, the
control unit 114 detects the space shift and then performs the
operation 415 after operation 413.

In a virtual reality system, etc. according to the present
general inventive concept as described above, it is possible to
control the volume and left-right balance of sound according
to the location of an object generating the sound and control
the output of the sound by dividing the output sound into
focused sound and non-focused sound, so as to portray the
sound change of each object without degrading the sense of
reality even in the virtual reality world having a large number
of sound objects.

Hereinafter, an example of an implementation of an
embodiment of the present general inventive concept will be
described in detail with reference to FIG. 5, by providing a
virtual space shift from a basketball court to a conference
room.

FIG. 5 illustrates an example of a sound processing process
for providing virtual reality sound in a conventional virtual
reality apparatus.

FIG. 5 is based on an assumption of space shift from a
basket ball court 500 to a conference room 510. In other
words, the perspective of a user’s avatar or character in the
virtual environment changes from a first space (basketball
court 500) to a second space (conference room 510).

Ideally, basket ball court sound 515 including sound of
people 501a to 5014 and sound of a speaker 503 in the basket
ball court 500 is first provided as shown in (a) of FIG. 5 and
should be instantly converted to conference room sound 515
including sound of people 511a to 511f'and sound of a tele-
vision 513 in the conference room 510 as soon as the virtual
space shift from the first space to the second space is detected.

However, as shown in (b) of FIG. 5, in actuality there is a
delay between a time that a space shift occurs and a time that
the sound begins in the new space. This delay may be due to
data transfer speeds of the sound in the new space, for
example

To provide the conference room sound 517, it is necessary
to receive the conference room sound 517 for all objects,
which causes a predetermined time delay. Further, the more
sound sources that exist in the new space, the longer the delay
due to the transmission time. Therefore, the more the sound
sources, the lower the quality of the service, and the less
realistic the new space feels to a user.

In consideration of this point, the present general inventive
concept provides a sound mixing process to provide a virtual
reality sound, as shown in FIG. 6.

FIG. 6 illustrates a space shift in a virtual environment from
a basket ball court 600 to a conference room 610.

Ideally, basket ball court sound 605 including sound of
people 601a to 6014 and sound of a speaker 605 in the basket
ball court 600 is first provided as shown in (a) of FIG. 6 and
should be instantly converted to conference room sound 610
including sound of people 611a to 611f'and sound of a tele-
vision 613 in the conference room 610 as soon as the virtual
space shift from the first space to the second space is detected.
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However, as discussed above, a delay may occur between
when a space shift is detected and when the sound of the
second space is received. According to an embodiment of the
present general inventive concept, to minimize the time delay
occurring during the space shift from the basket ball court 600
to the conference room 610, priorities of the sound sources of
a focus area and non-focus areas of the conference room 610
are first determined. Then, as shown in (b) of FIG. 6, the
volume of the basket ball court sound 607 is decreased or
faded while the volume of the conference room sound 617
generated according to the priorities of the focus area or
non-focus areas of the conference room 610 is increased. This
sound volume control method can be expressed by the portion
designated by reference numeral 620 of FIG. 6. The sound
conversion process during the virtual space shift will be
described with reference to FIG. 7.

FIG. 7 illustrates a sound conversion process at the time of
virtual space shift ina virtual reality apparatus according to an
embodiment of the present general inventive concept. A
height of the elements 731 and 733 represents a magnitude of
a sound signal, such as a volume of a sound source. Thus,
when element 731 has a greater height, ithas a louder volume.

First, ifa space shiftis detected, sound 731 of the first space
in which the current character exists is gradually decreased.
Then, sound 733 of the second space, which is the target of the
shift, is divided into the focus area and the non-focus area,
priorities are given to sound sources of the sound 7334 occur-
ring in the focus area, and the sound 733a is output while
gradually increasing the volume of the sound 7334 according
to the given priorities. Thereafter, around the time point at
which the output of the sound of the first space is completed,
priorities are given to sound sources of the sound occurring in
the non-focus area, and the sound 7335 mixing the sound
733a and the sound occurring in the non-focus area is output
while gradually increasing the volume of the sound 7336 and
the sound 7335 according to the given priorities.

According to the present general inventive concept using
the method as described above, it is possible to minimize the
time delay occurring during the sound processing at the time
of virtual space shift in a virtual reality system.

While embodiments above have been described in terms of
an audio feature of a virtual reality device, the general inven-
tive concept may be applied to any sensory output. FIGS.
8A-8C illustrate a process of fading out a sensory output of a
first space and fading in a sensory output of a second space
when a space shift is detected in a virtual environment.

In FIG. 8A, a magnitude of a sensory output 831 of a first
space may be at 100% until a space shift is detected. A virtual
space may include any objects or characters represented via a
sensory output to a user to give the user a sense of being in a
virtual environment. The user experiences the virtual envi-
ronment from a certain perspective corresponding to an ava-
tar, character, or object. A space shift occurs, for example, if
the user’s character moves suddenly within the virtual envi-
ronment from a first virtual space to a second virtual space.
Once a space shift is detected, the magnitude of the sensory
output of the first space in the space shift, or the space from
which the character is moving, begins to decrease. In addi-
tion, data corresponding to sensory outputs 833 of the second
space, or the space to which the character is moving, begin to
be transferred to a virtual reality device, or a portion of the
virtual reality device, to prepare to be output with a sensory
output device.

For example, if a user’s character moves from a basketball
court to a conference room, visual, audio, or tactile elements
of'the basketball court may decrease in magnitude, and visual,
audio, or tactile elements of the conference room may begin
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to be transferred to a virtual reality device or a portion of the
virtual reality device. Transferring the sensory output data of
the second space may include transferring data from a source
outside the virtual reality device or from a storage unit within
the virtual reality device to a control unit.

When transferring the sensory output data of the second
space, the sensory output data is first divided into a focus area
and non-focus areas, as described above. Upon being trans-
ferred, the sensory data corresponding to the focus area of the
second space is output as sensory output 833. Meanwhile, the
sensory data corresponding to the non-focus area or areas of
the second space may begin to be transferred. Once sufficient
sensory data corresponding to the non-focus area or areas has
been transferred, the sensory non-focus area sensory data
may be mixed with the focus area sensory data and output as
sensory output 833.

While the FIG. 8 A shows the transfer of focus area sensory
data as beginning at the space shift detection point the data
transfer may, in fact, begin at any point after the detection
point. In addition, while FIG. 8 A shows that the first space
sensory output 831 ends when the sensory output correspond-
ing to the non-focus areas of the second space begins, the first
space sensory output 831 may end at any predetermined point
before or after the sensory output corresponding to the non-
focus areas of the second space begins.

FIGS. 8B and 8C illustrate variations of a sensory output
fading according to an embodiment of the present general
inventive concept. As shown in FIG. 8B, the fading out of the
first space sensory output 831 and the fading in of the second
space sensory output 833 may have a curved shape, so that the
increase in non-focus sensory output 83356 occurs at a faster
rate than the increase of the focus area sensory output 833a.
The curve may have a logarithmic shape or other exponen-
tially-changing shape, for example. Such a process may be
used to create a “fade-out” sensation close to the point of
space change then to rapidly complete the space change.
Alternatively, such a process may be used when few sensory
output producing objects or characters are detected in the
non-focus areas relative to the focus area. For example, if
many sensory output producing objects are located in the
focus area, but few are located in non-focus areas, the focus
area sensory output 833a may begin at a relatively gradual
rate and the non-focus area sensory output 8335 my occur at
a more rapid rate.

FIG. 8C illustrates a fading-out of the first space sensory
output 831 and the fading in of the second space sensory
output 833 that begins at a faster rate and tapers off to a slower
rate. Such a process may be used to depict a slow transition
from the first space to the second space. Alternatively, such a
process may be used when a large number of sensory output
producing objects or characters are detected in the non-focus
areas relative to the focus area. In such a case, the transition
from the first space to the second case may be made smoother
by rapidly outputting the sensory output 833a of the focus
area of the second space and then gradually increasing the
output 8335 of the non-focus areas of the second space.

The present general inventive concept may also be embod-
ied as computer-readable codes on a computer-readable
medium. The computer-readable medium can include a com-
puter-readable recording medium and a computer-readable
transmission medium. The computer-readable recording
medium is any data storage device that can store data as a
program which can be thereafter read by a computer system.
Examples of the computer-readable recording medium
include read-only memory (ROM), random-access memory
(RAM), CD-ROMSs, DVDs, magnetic tapes, floppy disks, and
optical data storage devices. The computer-readable record-
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ing medium can also be distributed over network coupled
computer systems so that the computer-readable code is
stored and executed in a distributed fashion. The computer-
readable transmission medium may include a network includ-
ing network servers or other computers to transmit carrier
waves or signals (e.g., wired or wireless data transmission
through the Internet). Also, functional programs, codes, and
code segments to accomplish the present general inventive
concept can be easily construed by programmers skilled in
the art to which the present general inventive concept per-
tains.

While the present general inventive concept has been
shown and described with reference to certain exemplary
embodiments thereof, it will be understood by those skilled in
the art that various changes in form and details may be made
therein without departing from the spirit and scope of the
general inventive concept as defined by the appended claims.

What is claimed is:

1. An apparatus to perform sound processing in a virtual
reality system, the apparatus comprising:

a sound processing unit to process and produce sound
output corresponding to virtual spaces of a virtual reality
environment, the virtual spaces divided into a focus area
and a non-focus area, the sound output of the focus area
being processed and produced differently than the sound
output of the non-focus area; and

a control unit to divide the virtual spaces of the virtual
reality environment into the focus area and the non-
focus area, and to control the sound output of the sound
processing unit such that when a space shift from a first
virtual space in the virtual reality environment to a sec-
ond virtual space in the virtual reality environment is
detected, a volume of sound corresponding to the first
virtual space is gradually decreased while a volume of
sound corresponding to the second virtual space is
gradually increased.

2. The apparatus of claim 1, wherein the control unit con-
trols the sound processing unit such that sound corresponding
to the focus area in the second virtual space is output before
the sound corresponding to the non-focus area in the second
virtual space, and the sound of the focus area and the sound of
the non-focus area are output together after passage of pre-
determined time after the space shift is detected.

3. The apparatus of claim 1, wherein the sound processing
unit comprises a sound volume controller to control the vol-
ume of sound in the first virtual space and the volume of sound
in the second virtual space, such that the volume of sound in
the first virtual space is different than the volume of sound in
the second virtual space.

4. The apparatus of claim 1, wherein the control unit
divides the focus area into multiple sub-areas, each given a
predetermined priority and controls sound output of a first
sound source output in the focus area from among a plurality
of sound sources in the focus area according to the predeter-
mined priorities.

5. The apparatus of claim 1, wherein the control unit
divides the non-focus area into multiple sub-areas, each hav-
ing a predetermined priority, and controls sound output of a
first sound source output in the non-focus area from among a
plurality of sound sources according to the predetermined
priorities.

6. The apparatus of claim 1, further comprising a commu-
nication unit to communicate with a server of the virtual
reality system according to a predetermined communication
scheme, wherein the sound sources are received through the
communication unit from the server.

14

7. The apparatus of claim 1, wherein the control unit
detects the space shift by identifying a key input for the space
shift of a user character in the virtual reality space.

8. A method to perform sound processing in a virtual reality

5 system, the method comprising:

dividing virtual spaces of a virtual reality environment into
a focus area and a non-focus area with a control unit of
the virtual reality system;

processing the sound output of the focus area differently
than the sound output of the non-focus area with a sound
processing unit of the virtual reality system; and

when a space shift from a first virtual space in the virtual
reality environment to a second virtual space in the vir-
tual reality environment is detected, gradually decreas-
ing a volume of sound in the first virtual space while
gradually increasing a volume of sound in the second
virtual space with the control unit of the virtual reality
system.

9. The method of claim 8, further comprising:

outputting the sound of the focus area before the sound of
the non-focus area by controlling the sound processing
unit with the control unit; and

outputting sound of the focus area and sound of the non-
focus area together after passage of predetermined time
by controlling the sound processing unit with the control
unit.

10. The method of claim 8, further comprising dividing the
focus area into multiple sub-areas with the control unit, each
having a predetermined priority, and controlling sound output
of'a first sound source output in the focus area from among a
plurality of sound sources in the focus area according to the
predetermined priorities with the control unit.

11. The method of claim 8, further comprising dividing the
non-focus area with the control unit into multiple sub-areas,
each having a predetermined priority, and controlling sound
output of a first sound source output in the non-focus area
from among a plurality of sound sources according to the
predetermined priorities with the control unit.

12. The method of claim 8, further comprising detecting
the space shift with the controller by identifying a key input
for the space shift of a user character in the virtual reality
space.

13. A virtual reality device, comprising:

a control unit to detect a space shift in a virtual environment
from a first virtual space to a second virtual space and to
divide the second virtual space into a focus area and at
least one non-focus area; and

a sensory processing unit to generate a sensory output
signal based on a control signal from the control unit,

wherein when the control unit detects a space shift, the
control unit directs the sensory processing unit to output

a sensory output signal to reduce a sensory output cor-

responding to the first virtual space while increasing a

sensory output corresponding to the second virtual

space.

14. The virtual reality device according to claim 13,
wherein the sensory processing unit is a sound processing
unit and the sensory output signal is an audio output signal.

15. The virtual reality device according to claim 14,
60 wherein the sound processing unit comprises:

a focused sound processor to process sound corresponding
to the focus area;

a non-focused sound processor to process sound corre-
sponding to the non-focus area;

a sound volume controller to control a volume of sound
corresponding to each of the focus area and the non-
focus area; and
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a mixer to combine signals corresponding to volume-ad-
justed focused and non-focused audio signals and to
output a single audio output signal.

16. The virtual reality device according to claim 13, further
comprising a computer-readable medium to store sensory
data corresponding to the virtual environment and to output
the sensory data to the control unit.

17. The virtual reality device according to claim 13, further
comprising a communication unit to communicate with a
virtual reality server to receive sensory data corresponding to
the virtual environment from the virtual reality server.

18. The virtual reality device according to claim 13,
wherein the sensory processing unit processes sensory output
data corresponding to the focus area differently than sensory
output data corresponding to the non-focus area.

19. The virtual reality device according to claim 18,
wherein the control unit directs the sensory processing unit to
output sensory signals corresponding to the focus area with a
greater magnitude relative to sensory signals corresponding
to the non-focus area.

20. The virtual reality device according to claim 13,
wherein the control unit directs the sensory processing unit to
output sensory output signals corresponding to the focus area
of the second virtual space before outputting sensory output
signals corresponding to the non-focus area of the second
virtual space.

21. The virtual reality device according to claim 13, further
comprising a sensory output unit to generate a sensory output
corresponding to the sensory output signal of the sensory
processing unit.

22. The virtual reality device according to claim 13,
wherein the focus area corresponds to an area in the virtual
environment adjacent to a predetermined point.

23. The virtual reality device according to claim 22,
wherein the predetermined point corresponds to a character
usable by a user, and

the perspective of the character of the virtual environment
is the perspective of the user.

24. The virtual reality device according to claim 23,
wherein the focus area corresponds to a location in the virtual
environment that is in the immediate foreground of the char-
acter’s visual perspective.

25. The virtual reality device according to claim 24,
wherein the non-focus area comprises an area outside the
immediate foreground of the character’s visual perspective of
the virtual environment.

26. The virtual reality device according to claim 25,
wherein the sensory processing unit outputs sound sources
corresponding to the non-focus area at a volume that is less
than sound sources corresponding to the focus area.

27. The virtual reality device according to claim 25,
wherein the sensory output signals are audio output signals,
and

when the control unit detects a space shift, the control unit
directs the sensory processing unit to reduce a volume of
audio output signals corresponding to the first virtual
space while increasing a volume of audio output signals
corresponding to the second virtual space.

28. The virtual reality device according to claim 27,
wherein the control unit directs the sensory processing unit to
output audio output signals of the focus area of the second
space before outputting audio output signals of the non-focus
area.

29. A method to generate a sensory output in a virtual
reality system, the method comprising:
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generating a first virtual space having at least a first sensory
source with a sensory processing unit of the virtual real-
ity system;

detecting a space shift from the first virtual space to a

second virtual space having at least a second sensory
source with a control unit of the virtual reality system;

dividing the second virtual space into a focus area and a

non-focus area with the control unit; and

decreasing a magnitude of a sensory output of the first

sensory source of the first virtual space while increasing
a magnitude of a sensory output of the second sensory
source of the second virtual space with the control unit.

30. The method according to claim 29, further comprising
generating a sensory output with the sensory processing unit
corresponding to the focus area of the second virtual space
before generating a sensory output corresponding to the non-
focus area of the second virtual space.

31. The method according to claim 30, wherein the sensory
output of the second virtual space is increased at an exponen-
tial rate with the control unit, such that the sensory output
corresponding to the non-focus area is increased at a faster
rate than the sensory output corresponding to the focus area.

32. The method according to claim 30, wherein the sensory
output of the second virtual space is output at a substantially
inverse rate with the control unit, such that the sensory output
corresponding to the focus area is increased at a faster rate
than the sensory output corresponding to the non-focus area.

33. The method according to claim 29, wherein the first and
second sensory sources are audio sources.

34. The method according to claim 29, further comprising
determining whether there are a plurality of sensory sources
in the focused area with the control unit;

if it is determined that there are a plurality of sensory

sources in the focused area, determining a priority of
each of the plurality of sensory sources in the focused
area with the control unit; and

adjusting an output of each of the plurality of sensory

sources in the focused area based on a respective priority
with the control unit.
35. The method according to claim 34, further comprising:
determining whether there are a plurality of sensory
sources in the non-focused area with the control unit;

if it is determined that there are a plurality of sensory
sources in the non-focused area, determining a priority
of each of the plurality of sensory sources in the non-
focused area with the control unit; and

adjusting an output of each of the plurality of sensory

sources in the non-focused area based on a respective
priority with the control unit.

36. The method according to claim 29, further comprising
mixing an output corresponding to the focused area with an
output corresponding to the non-focused area to output a
single sensory output integrating the outputs of the focused
area and the non-focused area with the control unit.

37. The method according to claim 29, wherein the focus
area corresponds to an area in the virtual environment in the
immediate foreground of a visual perspective of a character
corresponding to a user, and

the non-focus area corresponds to an area that is not in the

immediate foreground of the visual perspective of the
character.

38. A non-transitory computer-readable medium having
stored thereon a computer program to execute a method, the
method comprising:

generating a first virtual space having at least a first sound

source with a sensory processing unit of the virtual real-
ity system;
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detecting a space shift from the first virtual space to a
second virtual space having at least a second sound
source with a control unit of the virtual reality system;

dividing the second virtual space into a focus area and a
non-focus area with the control unit; and

decreasing a sound volume corresponding to the first vir-
tual space while increasing a sound volume correspond-
ing to the second virtual space with the control unit.

39. The non-transitory computer-readable medium accord-
ing to claim 38, wherein the focus area corresponds to an area
in the virtual environment in the immediate foreground of a
visual perspective of a character corresponding to a user, and

the non-focus area corresponds to an area that is not in the
immediate foreground of the visual perspective of the
character.

40. The non-transitory computer-readable medium accord-
ing to claim 38, wherein the method executed by the computer
program further comprises:

when a space shift is detected, transferring data corre-
sponding to the focus area of the second space before
transferring data corresponding to the non-focus area of
the second space with the control unit; and

outputting sound with the control unit corresponding to the
focus area of the second space before outputting sound
corresponding to the non-focus area of the second space.

41. A virtual reality system comprising:

a virtual reality server, comprising:

a first control unit to receive data corresponding to sound
sources within a virtual environment and to a character
in the virtual environment, the character controllable by
a user;

a storage unit to store data corresponding to spaces within
the virtual environment including at least a first space
and a second space; and

a communication unit to communicate with an external
device; and

a virtual reality apparatus, comprising:

a communication unit to communicate with the communi-
cation unit of the virtual reality server;

a sound processing unit to process and produce audio sig-
nals corresponding to the spaces in the virtual environ-
ment; and

a second control unit to receive sound source data from the
virtual reality server, to detect a space shift of the char-
acter in the virtual environment from the first space to
the second space, and to control the sound processing
unit, such that when the space shift is detected, the sound
processing unit decreases a volume corresponding to the
first space while increasing a volume corresponding to
the second space.

42. The virtual reality system according to claim 41,

wherein the second control unit controls the sound processing
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unit to output an audio signal corresponding to the non-focus
area at a volume less than the focus area.

43. The virtual reality system according to claim 41,
wherein when a space shift is detected, the virtual reality
server transfers to the virtual reality apparatus sound data
corresponding to the focus area of the second space before
transferring sound data corresponding to the non-focus area
of'the second space; and the second control unit controls the
sound processing unit to output sound corresponding to the
focus area of the second space before outputting sound cor-
responding to the non-focus area of the second space.

44. The virtual reality system according to claim 41,
wherein the sound processing unit comprises:

a focused sound processor to process sound corresponding

to the focus area;

a non-focused sound processor to process sound corre-
sponding to the non-focus area;

a sound volume controller to control a volume of sound
corresponding to each of the focus area and the non-
focus area; and

a mixer to combine signals corresponding to volume-ad-
justed focused and non-focused audio signals and to
output a single audio output signal.

45. A method to generate a sensory output in a virtual

reality system, the method comprising:

detecting a space shift in a virtual environment from a first
virtual space to a second virtual space with a control unit
of the virtual reality system;

dividing the second virtual space into a focus area and a
non-focus area with the control unit;

generating a sensory output signal with a sensory process-
ing unit of the virtual reality system according to a
control signal received from the control unit; and

when a space shift is detected by the control unit, directing
the sensory processing unit to output a sensory output
signal to modify a sensory output corresponding to the
first virtual space and to modify a sensory output corre-
sponding to the second virtual space.

46. A method to generate a sensory output in a virtual

reality system, the method comprising:

generating a first virtual space having at least a first sensory
source with a sensory processing unit of the virtual real-
ity system;

detecting a space shift from the first virtual space to a
second virtual space having at least a second sensory
source with a control unit of the virtual reality system;

dividing the second virtual space into a focus area and a
non-focus area with the control unit; and

modifying a magnitude of a sensory output of the first
sensory source of the first virtual space and modifying a
magnitude of a sensory output of the second sensory
source of the second virtual space with the control unit.

#* #* #* #* #*
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