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A n.“mw-commlch robot designed to work under
et jous circumstances, such as nuclear reactor repair, fire

a0 or space exploration.

. \pbreviation of heterojunction bipolar transistor.
<ation of Hefner candle.

) Abbreviation of human-computer interaction,
HC \ppreviation of human-computer interface.

y
< Abbreviation of high-speed complementary metal-
semiconductor, ot high-density complementary metal-
semiconductor. A CMOS technology with enhanced
performance. Used, for instance, in smart cards.

1 Abbreyiation of high-density. 2. Abbreviation of
hi,,ﬁjcﬁnition. 3. Abbreviation of hard drive. 4. Abbre-

istion of hard disk.

§pA Abbrey {ation of head drive assembly.

i) Abbreviation of hard disk drive.

HOF Abbreviation of Hierarchical Data Format,

{DL Abbreviation of hardware description language.
{OLC Abbreviation of High-Level Data Link Control.

§DML Abbreviation of Handheld Device Markup Language.
4 version of HTML tailored to wireless devices such as
sroperly equipped cell phones and PDAs.

HOSL Abbreviation of high bit-rate digital subscriber line,

EA. BUASS

high-speed digital subscriber line, or high bit-rate DSL. A

\ersion of DSL utilizing two cable pairs, and which supports

upto T signaling rates in both directions. There is an equal

Jmount of bandwidth in each direction. For instance, the

ransmission rate may be 1.544 Mbps upstream, and 1.544

\bps downstream. E1 is supported with the use of 3 cable

pairs.

HDSL2 Abbreviation of high bit-rate digital subscriber line-2,
or high bit-rate DSL-2. An enhanced version of HDSL
which utilizes 1 cable pair, and provides other benefits, such

; p p
asa more reliable connection.

HDSS Abbreviation of holographic data storage system.

HDT Abbreviation of host digital terminal.

HDTY  Abbreviation of high-definition TV, or high-
definition television. 1. A standard for the transmission and
teception of TV signals with increased resolution and sound
‘3_“““.\ in comparison to standards such as NTSC or PAL.
»_“»’)\ o standard provides for the transmission of a signal
Providing over 1,000 active lines, a 16:9 aspect ratio, and
tisital-quality sound. Also called HDTYV standard. 2. A
‘:‘\l\*&}'.‘ such as a TV receiver, which is compatible with
m”‘ (1). Such a receiver provides, among other benefits,
"“”."ﬂ_k'c equal to or greater in resolution to that of a movie
m““ T, & wider screen which more closely matches the hu-
*\t?-]hdd of vision, and a multiple-channel sound format

"n]\” is digitally encoded. Also called HDTYV receiver.
o, reeeiver Abbreviation of high-definition TV receiver.

“r-{hn,\- s HDTY lz)‘

TV s v = M
o standard  Abbreviation of high-definition TV stan-

Hom Same as HDTYV (1).

\“\‘;‘\““\“\ Abbreviation of high-definition TV system.
iy e which employs an HDTV standard.

oy \bbreviation of half-duplex.

0 % P
¥ .“.‘"Mlon Abbreviation of half-duplex operation.
Bne) Nical symbol for helium.
¢ o
S 1“" Same as helium-neon laser.
cA-devhe =
e ::uc which reads, records, or erases signals on a
‘:\H:"T“ such as a magnetic tape or a disk drive.

‘;d* ~’u~}t‘ recording heads, read/write heads, and

i vt n computers, the top or start of something,

Yad slign program, document, page, or the like.

T, :‘:';‘ﬂl ’_I:Ij: :hgqmcn} of a head (1) to maintain the
el relavionship with the magnetic medium being

fghtings

1!

L+ Abbre
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pude
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read, recorded, or ernsed  In a tape deck for s
the ndjustment of a playback or recond hesd o i
proper 90° alignment with the tape path

head amplifier An amplifier unilized ar the sonuees
or video signal 1o amplify a signal which wouid
be too weak for the main amplifier For exampie. & 5y
consist of a preamplifier incorporated nto x MRt

head crash A hard disk failure in which the read/wrie head
collides with the surface of a disk. This may be caused 5 4
foreign object such as dust, or a misalignment Duta 15 de
stroyed, and generally both the read/write head and the plat
ter must be replaced. Also called hard disk crash, or crash
(2).

head degausser Same as head demagnetizer

head demagnetizer A circuit or device which removes resid
ual magnetism from a tape head. Also called head de-
gausser.

head drive assembly For a disk drive, a sealed assembly
which includes the read/write heads, access arms, platters
and associated components. Its abbreviation is HDA

head end Same as headend.

head gap 1. The space between a read/write head and a com-
puter magnetic storage medium, such as a disk or tape
2. The width of the gap between pole pieces in a tape head
Also called gap width.

head-mounted device A device, such as a head-mounted
display, which is worn on the head. Its abbreviation is
HMD.

head-mounted display lts abbreviation is HMD. A computer
monitor, or other display, which is womn on the head. An
HMD may display to one or both eyes, and may be in the
form of goggles, a helmet, or the like. When displaying for
one eye, for instance, it allows a user to view it without
looking away from the surrounding environment, which is
useful in many technical and scientific applications. When
displaying to both eyes, it is especially suited for immersion
in virtual reality environments. An HMD often has other
associated devices working alongside, such as a microphone

and earphones.

head-related transfer function Its abbreviation is HRTF. A
transfer function that takes into account factors involved in
sound reaching the ears of a listener, for sound localization
and the determination of the arriving spectrum of sound.
Variables such as the dimensions of the ear canal, the exte-
rior part of the ear, head, and torso, and how these modify
the spectrum of the sound heard are combined with the azi-
muth, elevation, range, and frequency of the sound source,
the slightly different time at which a sound arrives at each
car, and so on. Each listener has a unique HRTF.

head room Same as headroom.

head stack In a tape recorder, two or more heads mounted as
a unit and utilized for multi-track recording. Also called
head stack assembly.

head stack assembly Same as head stack.

head-stick Same as headstick.

head-to-tape contact The physical contact a tape head makes
with a magnetic tape being recorded or reproduced. The
proper contact helps optimize recording or reproduction, and
helps protect the tape from physical damage such as wrin-
kling. Also called tape-to-head contact.

headend 1. In a TV system, such as satellite TV or cable TV
the location at which signals are received, then processed.
and from which they are distributed to the individual sup.
scribers.  Also spelled head end. Also called cgh),
headend. 2. Another such similar location from which e
communications entity, such as an ISP, distributes inf S
tion to individual subscribers. Shema-
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