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Claim 9 MicroChill Features 

An apparatus comprising: 

 
 

 
 
(Source: MicroChill advertisement literature – 
unless otherwise indicated) 
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a microwave oven The MicroChill includes a microwave oven. 
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configured to be connected to a source of 
electrical power  

The microwave of the MicroChill is configured 
to be connected to a source of electrical power.  
 

 
“The combination appliance has an outlet on 
the back of the microwave where the fridge is 
plugged in, making the microwave the only 
part of the unit that has to be plugged into the 
wall.” (Source: College Products website 
www.collegeproducts.com/microchill/ 
6/15/2022)   
 

and having a control circuit, The MicroChill has a control circuit.  
 
The “MicroChill Combination Appliance has 
internal power cycling circuitry” (Source: 
College Products Response to RFP: S21-0110 
University of Wisconsin – Milwaukee dated 
April 19, 2021, page 3) 
 

wherein the control circuit is configured to 
control operation of the microwave oven; 

The control circuit of the MicroChill is 
configured to control operation of the 
microwave oven.  
 
The “MicroChill Combination Appliance has 
internal power cycling circuitry. Cycles power 
from fridge while microwave is in use so only 
one appliance runs at a time.” (Source: College 
Products Response to RFP: S21-0110 
University of Wisconsin – Milwaukee dated 
April 19, 2021, page 3) 
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a smoke sensor, The microwave of the MicroChill includes a 
smoke sensor. 
 

  
wherein the smoke sensor is positioned in the 
microwave oven, 

The Smart Stop smoke sensor of the 
MicroChill is positioned in the microwave 
oven.  
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and  
 
is in operative connection with the control 
circuit, 

The Smart Stop smoke sensor of the 
MicroChill is in operative connection with the 
control circuit. 
 
“Microwave with Internal Smoke Sensor 
Circuitry – Shuts off power to the microwave 
at the first detection of smoke and alerts the 
user.” (Source: College Products MicroChill 
Proposal to Clemson University RFP: 
SB#96090635 dated January 16, 2018, page 7) 
 

wherein the smoke sensor is configured to 
cause cooking power to the microwave oven to 
be withdrawn prior to a set end time of a 
current cooking session upon the smoke sensor 
sensing smoke indicative of a dangerous 
condition; 

The Smart Stop smoke sensor of the 
MicroChill is configured to cause cooking 
power to the microwave oven to be withdrawn 
prior to a set end time of a current session upon 
the Smart Stop smoke sensor sensing smoke 
indicative of a dangerous condition.  
 
“Oven contains internal sensor that shuts off 
power to microwave when smoke is sensed.” 
(Source: College Products MicroChill Proposal 
to Clemson University RFP: SB#96090635  
dated January 16, 2018, page 4) 

and  
 
wherein the smoke sensor is configured to be 
reset after ending the current cooking session 
prior to the set end time based on sensing the 
smoke indicative of the dangerous condition, 

The Smart Stop smoke sensor of the 
MicroChill is configured to be reset after 
ending the current cooking session prior to the 
set end time based on sensing the smoke 
indicative of the dangerous condition.  
 
“Oven contains internal sensor that shuts off 
power to microwave when smoke is sensed and 
has a reset feature.” (Source: College Products 
MicroChill Proposal to Clemson University 
RFP: SB#96090635 dated January 16, 2018, 
page 4) 
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to enable the microwave oven to deliver 
cooking power in a next subsequent cooking 
session responsive at least in part to the smoke 
sensor no longer sensing the smoke indicative 
of the dangerous condition. 

The reset Smart Stop smoke sensor of the 
MicroChill enables the microwave oven to 
deliver cooking power in a next subsequent 
cooking session responsive at least in part to 
the Smart Stop smoke sensor no longer sensing 
the smoke indicative of the dangerous 
condition. 
 
“Oven contains internal sensor that shuts off 
power to microwave when smoke is sensed and 
has a reset feature.” (Source: College Products 
MicroChill Proposal to Clemson University 
RFP: SB#96090635 dated January 16, 2018, 
page 4) 
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