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detection signal and a second detection signal to a wireless 
power receiving device through first and second power trans 
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the wireless power transmission device respectively in 
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sion coils that corresponds to the detected one of the first and 
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response signals is detected; selecting one of the first and 
second power transmission coils if both of the first and second 
response signals are detected; and outputting a wireless 
power signal via the selected one of the first and second power 
transmission coil. 
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DEVICE AND METHOD FOR SELECTIVELY 
CONTROLLING MULTIPLE TRANSMISSION 

COLS IN WIRELESS POWER 
TRANSMISSION DEVICE 

CROSS-REFERENCE TO RELATED 
APPLICATION 

0001. This application claims priority to Korean Patent 
Application No. 10-2010-0109178, filed on Nov. 4, 2010, 
which is incorporated herein by reference in its entirety. 

BACKGROUND 

0002 1. Field 
0003. The present disclosure generally relates to wireless 
power transmission devices and related methods. More spe 
cifically, particular embodiments relate to devices and meth 
ods for selectively controlling a plurality of power transmis 
sion coils in a wireless power transmission device. 
0004 2. Description of Related Art 
0005 Generally, a battery pack stores electric power 
received from an external charging device and Supplies the 
stored electric power to a portable device such as a cellular 
phone or Personal Digital Assistant (PDA) for its operation. 
The battery pack includes a battery cell for storing the electric 
power and a circuit for charging and discharging the battery 
cell for, for example, Supplying the electric power to the 
portable device. To connect the charging device to the battery 
pack for charging, the charging device, which receives elec 
tric power from a general power Source (e.g., household 
power outlet or car charger plug) and converts the electric 
power to appropriate Voltage and current corresponding to the 
battery pack, may use a port connector to connect to a port or 
terminal of the battery pack to supply the electric power. 
0006 Such a connection method, however, may cause 
instantaneous discharge when the charging device and the 
battery pack make contact with or are separated from each 
other because the terminals in both sides of the battery pack 
and the charging device have a different electrical potential. 
The instantaneous discharge may also cause a fire when for 
eign Substances are accumulated in the terminals. 
0007 Moreover, the electric power stored in the battery 
pack may be self-discharged due to moisture in the Surround 
ing atmosphere via the terminal of the battery pack. This 
self-discharge may cause a reduction of an operational life 
and a deterioration of a performance of the battery pack. 

SUMMARY 

0008 Accordingly, there is a need for an improved charg 
ing system that may obviate one or more of the above-men 
tioned problems or disadvantages. In particular, various 
exemplary embodiments of the present disclosure may pro 
vide a device and a method for selectively controlling a plu 
rality of power transmission coils disposed in a wireless 
power transmission device, which may provide Superior 
power transmission efficiency and mobility in charging a 
wireless power receiving device in a wireless power trans 
mission system. 
0009. To attain the advantages and in accordance with the 
purpose of the invention, as embodied and broadly described 
herein, one aspect of the invention may provide a method for 
selectively controlling multiple power transmission coils in a 
wireless power transmission device are disclosed. The 
method may include: outputting a first detection signal and a 
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second detection signal to a wireless power receiving device 
through a first power transmission coil and a second power 
transmission coil, respectively; detecting either or both of a 
first response signal and a second response signal generated 
from the wireless power transmission device respectively in 
response to the first detecting signal and the second detecting 
signal; selecting one of the first and second power transmis 
sion coils that corresponds to the detected one of the first and 
second response signals if only one of the first and the second 
response signals is detected; selecting one of the first and 
second power transmission coils if both of the first and second 
response signals are detected; and outputting a wireless 
power signal via the selected one of the first and second power 
transmission coil. 
0010. In another exemplary aspect, selecting one of the 

first and second power transmission coils if both of the first 
and second response signals are detected may comprise: com 
paring a first rectification Voltage information included in the 
first response signal with a second rectification Voltage infor 
mation included in the second response signal; and selecting 
one of the first and second power transmission coils that 
corresponds to the response signal having greater rectifica 
tion Voltage information. 
0011. According to some exemplary aspects, the first and 
second transmission coils are disposed to overlap one 
another. In another exemplary aspect, the first and second 
transmission coils have the same shape. In still another exem 
plary aspect, the first and second transmission coils may 
comprise an oval type coil. 
0012. In one exemplary aspect, outputting a first detection 
signal and a second detection signal may comprise periodi 
cally outputting the first and the second detection signals in 
turn. According to another exemplary aspect, periodically 
outputting the first and second detection signals in turn may 
comprise outputting the first and the second detection signals 
with a period of less one second. 
0013. In still another exemplary aspect, the first and sec 
ond detection signals comprise a short time impulse signal. 
0014 Some exemplary aspects of the present disclosure 
may provide a wireless power transmission device having a 
plurality of power transmission coils. The device may com 
prise a first power transmission coil, a second power trans 
mission coil, and a transmission controller. The transmission 
controller may be configured to: respectively output a first 
detection signal and a second detection signal to a wireless 
power receiving device through a first power transmission 
coil and a second power transmission coil; detect a first 
response signal and a second response signal corresponding 
to the first detecting signal and the second detecting signal 
from the wireless power receiving device; select a coil corre 
sponding to the detected response signal if one of the first and 
the second response signals is detected; and select any one of 
the transmission coils if both of the first and the second 
response signals are detected. 
0015. According to another exemplary aspect, the trans 
mission controller is configured to compare a first rectifica 
tion Voltage information included in the first response signal 
with a second rectification information included in the second 
response signal to select one coil corresponding to the 
response signal having greater rectification Voltage informa 
tion. 
0016. In one exemplary aspect, the first and second trans 
mission coils are disposed to overlap each other. In another 
exemplary aspect, the device may include a core having a 
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recess portion for receiving the first and second power trans 
mission coils and a step difference for installing the first and 
second power transmission coils. According to still another 
exemplary aspect, the first and second transmission coils have 
Substantially the same shape. In yet still another exemplary 
aspect, the first and second transmission coils comprise an 
oval type coil. 
0017. In an exemplary aspect, each of the first and second 
power transmission devices comprises a circular coil and a 
rectangular coil Surrounding the circular coil. 
0018. According to another exemplary aspect, the trans 
mission controller may be configured to periodically output 
the first and the second detection signals in turn. 
0019. In still another exemplary aspect, the first and sec 
ond detection signals may comprise a short time impulse 
signal. 
0020. According to one exemplary aspect, the device may 
further comprise a third power transmission coil, wherein the 
transmission controller is configured to: further output a third 
detection signal to the wireless power receiving device 
through a third power transmission coil; detect a first through 
third response signals corresponding to the first through third 
detecting signals from the wireless power receiving device; 
select a coil corresponding to the detected response signal if 
one of the first through third response signals is detected; and 
select one of the transmission coils if more than one response 
signals are detected. 
0021 According to another exemplary aspect, a wireless 
powertransmission system may be provided. The system may 
comprise: a wireless power transmission device comprising a 
first powertransmission coil and a second power transmission 
coil; and a wireless power receiving device comprising a 
receiving coil, wherein the wireless power transmission 
device comprises a transmission controller configured to: 
respectively output a first detection signal and a second detec 
tion signal to the wireless power receiving device through the 
first power transmission coil and the second power transmis 
sion coil; detect a first response signal and a second response 
signal corresponding to the first detecting signal and the sec 
ond detecting signal from the wireless power transmission 
device; and select a coil corresponding to the detected 
response signal if one of the first and the second response 
signals is detected, and select one of the power transmission 
coils if both the first and the second response signals are 
detected, and wherein the wireless power receiving device 
comprises a receiving controller configured to transmit the 
first and second response signals to the wireless power trans 
mission device. 
0022. In some exemplary aspects, the system may further 
comprise a rectifier configured to generate first and second 
rectification Voltage information which are respectively 
included in the first and the second response signals. 
0023. Additional objects and advantages of the present 
disclosure will be set forth in part in the description which 
follows, and in part will be obvious from the description, or 
may be learned by practice of the disclosure. The objects and 
advantages will be realized and attained by means of the 
elements and combinations particularly pointed out in the 
appended claims. 
0024. It is to be understood that both the foregoing general 
description and the following detailed description are exem 
plary and explanatory only and are not restrictive of the inven 
tion, as claimed. 

BRIEF DESCRIPTION OF DRAWINGS 

0.025 The accompanying drawings, which are incorpo 
rated in and constitute a part of this specification, illustrate 
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several exemplary embodiments of the present disclosure and 
together with the description, serve to explain the principles 
of the invention. 
0026 FIG. 1 is a block diagram showing a wireless power 
transmission system in accordance with an exemplary 
embodiment. 
0027 FIG. 2 is a flowchart describing a method for selec 
tively controlling a plurality of power transmission coils in a 
wireless power transmission device in accordance with an 
exemplary embodiment. 
(0028 FIGS. 3A and 3B show a structure of a plurality of 
coils used in the wireless power transmission device in accor 
dance with an exemplary embodiment. 
0029 FIG. 4A is a plan view showing a shielding core 
accommodating a plurality of coils used in the wireless power 
transmission device in accordance with an exemplary 
embodiment. 
0030 FIG. 4B is a perspective view showing a shielding 
core accommodating a plurality of coils used in the wireless 
power transmission device in accordance with another exem 
plary embodiment. 
0031 FIG. 5 is a perspective view showing a core assem 
bly employing three coils in the wireless power transmission 
device in accordance with an exemplary embodiment. 
0032 FIG. 6 is a conceptual view describing a selected 
coil in a case that the method for selectively controlling the 
power transmission coil is applied to the wireless power 
transmission device having the plurality of coils in accor 
dance with an exemplary embodiment. 

DETAILED DESCRIPTION OF EMBODIMENTS 

0033 Reference will now be made in detail to the exem 
plary embodiments consistent with the present disclosure, 
examples of which are illustrated in the accompanying draw 
ings. Wherever possible, the same reference numbers will be 
used throughout the drawings to refer to the same or like parts. 
0034 FIG. 1 is a block diagram illustrating a wireless 
power transmission system in accordance with an exemplary 
embodiment. As shown in FIG. 1, a wireless power transmis 
sion system in accordance with an exemplary embodiment 
may include a wireless power transmission device 100 and a 
wireless power receiving device 200. When the wireless 
power transmission device 100 transmits a wireless power 
signal to the wireless power receiving device 200 according 
to, for example, the principles of electromagnetic induction, 
the wireless power receiving device 200 receives the wireless 
power signal and charges its battery with the power of the 
wireless power signal. The wireless power receiving device 
200 then supplies the power to one or more electronic devices 
connected to the wireless power receiving device 200. 
0035. Hereinafter, the exemplary configurations of the 
wireless power transmission device 100 and the wireless 
power receiving device 200 will be described in more detail. 
0036 Referring to FIG.1, the wireless power transmission 
device 100 may include a transmission coil 110 and a trans 
mission controller 120. The transmission coil 110, serving as 
a primary coil, is configured to transmit a wireless power 
signal to a receiving coil 210 of the wireless power receiving 
device 200 according to an electromagnetic induction 
method. In this exemplary embodiment, two coils, i.e., a first 
transmission coil 111 and a second transmission coil 112, 
may be implemented. The present disclosure, however, is not 
limited to the exemplary embodiment and more than two 
power transmission coils may be used. 
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0037. The detailed configurations of the first and second 
transmission coils 111, 112 will be described later with ref 
erence to FIGS 3A and 3B. 
0038. As shown in FIG. 1, the transmission controller 120 
for controlling the first power transmission coil 111 and the 
second power transmission coil 112 may include a response 
signal checker 121, a central controller 122, a Switching con 
troller 123, a driver 124, and a series resonant converter 125. 
0039. The response signal checker 121 is configured to 
sense a load variation in the power transmission coil 110 and 
determine whether the corresponding load variation is caused 
by the wireless power receiving device 200. For example, 
when a load variation is detected in the power transmission 
coil 110, the response signal checker 121 may confirm the 
identification of an object that caused the load variation to 
determine whether the object is indeed one of the acceptable 
wireless power receiving devices 200. 
0040. The response signal checker 121 may also be con 
figured to filter and process a response signal transmitted 
from the wireless power receiving device 200. The response 
signal is transmitted from the receiving coil 210 of the wire 
less power receiving device in respond to an object detection 
signal transmitted by the transmission coil 110. The response 
signal includes rectification Voltage information measured at 
a rectifier 220 of the wireless power receiving device 200. The 
interaction between the wireless power transmission and 
receiving devices, including the transmission and receipt of 
the detection and response signals, will be described in more 
detail later. 
0041. The central controller 122 is configured to receive 
and confirm a determination result of the response signal 
checker 121 and analyze the response signal received by the 
first power transmission coil 111 to transmit a power control 
signal to the driver 124 for transmitting a wireless power 
signal to the power receiving device 200 via the power trans 
mission coil 110. 
0042. For example, the central controller 122 analyzes a 
data signal filtered by the response signal checker 121 and 
controls the driver 124 based on the analyzed data signal. The 
central controller 122 may also generate and transmit an 
object detecting signal to the wireless power receiving device 
200 via the power transmission coil 110. 
0043. The switching controller 123 is configured to con 

trol the operation of one or more switches disposed between 
the first and second power transmission coils 111, 112 and the 
series resonant converter 125. 
0044) The driver 124 is configured to control the operation 
of the series resonant converter 125 corresponding to the 
strength of the power signal to be transmitted to the power 
receiving device 200. 
0045. The series resonant converter 125 may create trans 
mission powerfor generating a power signal to be transmitted 
under the control of the driver 124 and supply the created 
transmission power to the power transmission coil 110. For 
example, when the central controller 122 transmits to the 
driver 124 a power control signal for transmitting a wireless 
power signal corresponding to a desired power level, the 
driver 124 controls the operation of the series resonant con 
verter 125 based on the transmitted power control signal. The 
series resonant converter 125 then supplies the transmission 
power corresponding to the desired power level, under the 
control of the driver 124, to the power transmission coil 110 
in order to transmit the wireless power signal having the 
required power level. 
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0046. In addition, the series resonant converter 125 may be 
configured to Supply power for generating a first detection 
signal and a second detection signal via the first power trans 
mission coil 111 and the second power transmission coil 112, 
respectively, under the control of the driver 124. 
0047 A first response signal and a second response signal, 
generated in response to the first detection signal and the 
second detection signal, respectively, are received and pro 
cessed by the response signal checker 121 as discussed above. 
0048. The wireless power receiving device 200 is config 
ured to receive a power signal from the wireless power trans 
mission device 100. The wireless power receiving device 200 
may include the receiving coil 210, a rectifier 220, and a 
battery cell module 230. The receiving coil 210 is configured 
to receive a transmitted power signal and generate an induc 
tive power from the transmitted power signal. The rectifier 
220 is configured to rectify the inductive power, and the 
battery cell module 230 is configured to charge a battery cell 
(not shown) with the rectified power. 
0049. The battery cell module 230 is configured to include 
protection circuits, such as, for example, an overvoltage and/ 
or overcurrent protection circuit and a temperature detection 
circuit. The battery cell module 230 may also include a charg 
ing management module for collecting and processing infor 
mation relating to a charging state of the battery cell. 
0050 Hereinafter, an exemplary method for selectively 
controlling a plurality of power transmission coils in a wire 
less power transmission device 100 will be described in more 
detail. 

0051 FIG. 2 is a flowchart describing the method for 
selectively controlling a plurality of power transmission coils 
in a wireless power transmission device 100. As shown in 
FIG. 2, the first and second power transmission coils 111,112 
installed in the wireless power transmission device 100 trans 
mit the first detection signal and the second detection signal, 
respectively, to the wireless power receiving device 200 at 
Step S12. The first detection signal and the second detection 
signal are transmitted in turn in one-second or less intervals. 
In some exemplary embodiments, the first and the second 
detection signals may be short time impulse signals. 
0052. In response to the first and second detection signals, 
the wireless power receiving device 200 transmit the first and 
second response signals, respectively, to the wireless power 
transmission device 100 at Step S21. The wireless power 
transmission device 100 then analyzes the first and second 
response signals at Step 13. If only one of the first and second 
response signals is detected, one of the first and second power 
transmission coils 111, 112 that corresponds to the detected 
response signal is selected. If both of the first and second 
response signals are detected, any one of the detected first and 
second response signals is selected, and one of the first and 
second power transmission coils 111, 112 that corresponds to 
the selected response signal is selected. The wireless power 
signal is then output through the selected power transmission 
coil 111, 112 at Step S13. 
0053. The first response signal and the second response 
signal may include first rectification Voltage information and 
second rectification Voltage information. The rectification 
Voltage information is information measured at the rectifier 
220 of the wireless power receiving device 200. In selecting a 
coil, the first rectification Voltage information and the second 
rectification Voltage information can be compared. In the 

Page 8 of 11



US 2012/01 6 1535 A1 

comparison result, a coil corresponding to a response signal 
having greater rectification Voltage information can be 
selected. 
0054 Accordingly, when a plurality of power transmis 
sion coils are disposed in a power transmission device to 
secure mobility of the wireless power receiving device 200, 
the present disclosure can be used to select a proper power 
transmission coil based on the position of the wireless power 
receiving device 200. 
0055 With reference to FIGS. 3A and 3B, exemplary 
embodiments of the transmission coils are described herein. 
FIGS. 3A and 3B show a structure of a plurality of transmis 
sion coils 111, 112 used in a wireless power transmission 
device 100 in accordance with an exemplary embodiment. 
0056. As shown in FIG. 3A, one exemplary embodiment 
of the transmission coil 110 may include a first transmission 
coil 111 and a second transmission coil 112 having the same 
shape and size. The first and second transmission coils 111, 
112 may be disposed to have an overlapped region. 
0057. In some exemplary embodiments, the first transmis 
sion coil 111 and the second transmission coil 112 may have 
various geometrical shape. Such as, for example, oval shape, 
circular shape, track shape, and rounded-rectangular shape. 
In some embodiments, the first and second transmission coils 
111, 112 may have shapes, types, and/or sizes different from 
one another. 
0058 According to another exemplary embodiment, each 
of the first and second power transmission coils 111 and 112 
may have a combined structure of a circular coil and a rect 
angular coil. For example, as shown in FIG. 3B, each of the 
first and second transmission coils 111, 112 comprises circu 
lar coils 111-1, 112-1 disposed inside and rectangular coils 
111-2, 112-2 disposed outside and surrounding the circular 
coils 111-1, 112-1. 
0059. The transmission coil having different combination 
of coils may have advantageous effects from the combination. 
For example, the transmission coil shown in FIG. 3B may 
result in an efficient power transmission, which is an advan 
tage of a circular coil, and mobility or position-free, which is 
an advantage of a rectangular coil. Accordingly, the transmis 
sion coil of FIG. 3B may reduce a dead Zone, in which the 
wireless power receiving device 200 do not receive the power, 
and maintain the power transmission efficiency at the same 
time. 
0060 Although FIGS. 3A and 3B show the exemplary 
embodiment that uses two power transmission coils 111,112, 
the present disclosure is not limited to the exemplary embodi 
ment and more than two power transmission coils may be 
used. For example, an example of a power transmission 
device utilizing three power transmission coils will be 
described later with reference to FIG. 5. 
0061 Hereinafter, a transmission shielding core, to which 
an oval-shaped coil shown in FIG. 3A is placed, will be 
described in detail with reference to FIGS 4A and 4.B. FIG. 
4A is a plan view showing a shielding core 130 configured to 
accommodate a plurality of coils used in a wireless power 
transmission device 100 in accordance with an exemplary 
embodiment. FIG. 4B is a perspective view of the shielding 
core 130 of FIG. 4A. 
0062. As shown in FIGS. 3A and 3B, the shielding core 
130 may have a shape of a rectangular plate. The shielding 
core 130 may also have many other shapes and sizes. The 
shielding core 130 may include a first concave portion 131 
configured to receive a first transmission coil 111 and a sec 
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ond concave portion 132 configured to receive a second trans 
mission coil 112. A step difference may be formed between 
the first concave portion 131 and the second concave portion 
132. 

0063. On a side surface and/or a center of each concave 
portion 131, 132, the shielding core 130 may include one or 
more holes 131-1, 132-1 through which a lead wire can be 
inserted. 
0064. The shielding core 130 may include one or more 
fixing portions 131-2, 132-2 to fixedly receive the transmis 
sion coils. In the exemplary embodiment shown in FIGS. 3A 
and 3B, each of the fixing portions 131-2, 132-2 is a protru 
sion extending from each center of the concave portions 131, 
132, respectively. 
0065. The shielding core 130 may include at least one of 
amorphous ferrite. Mn-Zn (50:50 parts by weight), Ni Fe 
(80:20 parts by weight), and fine-metal (Fe-Si-Cu Nb). 
0066. The shielding core 130 may prevent the damage to 
the controller of the wireless power transmission device due 
to a magnetic field generating from the first transmission coil 
111 and the second transmission coil 112, and increase the 
power transmission efficiency. 
0067. Hereinafter, a core assembly employing three coils 
as a combination of a power transmission coil and a shielding 
core, will be described in detail with reference to FIG. 5. 
0068 FIG.5 is a perspective view showing the core assem 
bly employing three coils in the wireless power transmission 
device in accordance with another exemplary embodiment. 
As shown in FIG. 5, a core assembly 150 may include a 
plurality of power transmission coils (e.g., a first power trans 
mission coil 111, a second power transmission coil 112, and 
a third power transmission coil 113), a core 130 configured to 
receive the plurality of power transmission coils 111, 112, 
113, and a circuit board 140. In this exemplary embodiment, 
the first power transmission coil 111 is disposed in the central 
region, while the second and third power transmission coils 
112, 113 are disposed on the sides. 
0069. The second and third power transmission coils 112, 
113 may be disposed under the first power transmission coil 
111, as shown in FIG. 5, such that the first power transmission 
coil 111 has portions overlapping with the second and third 
power transmission coils 112, 113. 
0070 The first power transmission coil 111 (i.e., a central 
coil) and the second and third transmission coils 112, 113 
(i.e., two side coils) may have coils wound in the same direc 
tion. As shown in FIG. 5, the central coil 111 and the two side 
coils 112, 113 may be wound as track-type coils (e.g., a 
rounded-rectangular shape). However, the central coil 111 
and two side coils 112, 113 may be wound in an oval type or 
any other type known in the art. 
(0071. Even if the first side coil 112 and the second side coil 
113 are woundina rectangular shape, the central coil 111 may 
be wound in a track type (not shown). The central coil 111 
wound in a track type increases the degree of position free 
dom of the wireless power receiving device 200. 
0072. The central coil 111, the first side coil 112 and the 
second side coil 113 may employ a wire of a Litz type, which 
is prepared by twist of a plurality of strands, or a wire of 
diverse types as well as a Silk Covered Copper Wire (USTC 
Wire), a poly-Urethane Enamelled Wire (UEW) and a Poly 
urethane Enamelled Wire (PEW), and a Triple Insulated Wire 
(TIW). 
(0073. Now with reference to FIG. 6, an exemplary method 
for selecting one of a plurality of power transmission coils 
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when a power receiving device 200 is moved relative to the 
power transmission device 100 is described herein. FIG. 6 is 
a conceptual view illustrating various locations of the power 
receiving device 200 relative to the power transmission 
device 100 that comprises a plurality of power transmission 
coils 111, 112. 
0074 As shown in FIG. 6, when the wireless power receiv 
ing device 200 is placed at position A (e.g., region occupied 
solely by the first power transmission coil 111) on the wire 
less power transmission device 100, the wireless power trans 
mission device 100 receives only the first response signal in 
response to the first detection signal, but does not receive the 
second response signal. This is because the second response 
signal corresponding to the second detection signal transmit 
ted by the second power transmission coil 112 is not trans 
mitted. Accordingly, the switching controller 123 of the wire 
less power transmission device 100 controls the first power 
transmission coil 111, Such that a power signal is transmitted 
only to the first power transmission coil 111. 
0075 Similarly, when the wireless power receiving device 
200 is placed at position C (e.g., region occupied solely by the 
second power transmission coil 111) on the wireless power 
transmission device 100, the wireless power transmission 
device 100 receives only the second response signal in 
response to the second detection signal, but does not receive 
the first response signal. This is because the first response 
signal corresponding to the first detection signal transmitted 
by the first power transmission coil 111 is not transmitted. 
Accordingly, the switching controller 123 of the wireless 
power transmission device 100 controls the second power 
transmission coil 112. Such that a power signal is transmitted 
only to the second power transmission coil 112. 
0076. However, if the wireless power receiving device 200 

is located at position B, B', or B" (e.g., overlapping region) on 
the wireless power transmission device 100, the wireless 
power transmission device 100 receives both the first 
response signal and the second response signal. Each of the 
first response signal and the second response signal includes 
rectification voltage information measured at the rectifier 220 
of the wireless power receiving device 200. In one exemplary 
embodiment, the central controller 122 of the wireless power 
transmission device 100 compares the rectification voltage 
information contained in the first and second response sig 
nals. The Switching controller selects a coil that corresponds 
to a response signal having the greater rectification Voltage 
based on the compared rectification Voltage information. 
0077. For example, if the wireless power receiving device 
200 is located in position B', the first power transmission coil 
111 is selected. If the wireless power receiving device 200 is 
located in position B", the second power transmission coil 
112 is selected. 

0078 FIG. 6 describes the operation in the case that two 
powertransmission coils are disposed to be overlapped. How 
ever, the present disclosure is not limited to the exemplary 
embodiment and may be applied to the case that uses three or 
more coils, as shown in FIG. 5. 
007.9 For example, if the first to the third response signals 
in response to the first to the third detect signals from the 
wireless power receiving device are detected, and any one of 
the first to the third response signals is detected, a coil corre 
sponding to the detected response signal is selected. If more 
than two response signals of the first to the third response 
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signals are detected, any one of the detected response signals 
is selected and the wireless power signal may be output 
through the selected coil. 
0080 According to the exemplary embodiments of the 
present disclosure having the above-described configuration, 
energy efficiency in wireless power transmission may 
increase by Supplying the power signal only to the proper one 
of the power transmission coils. 
I0081. When a plurality of coils are overlapped and the 
wireless power receiving device is placed in the overlapped 
region, a propercoil is selected by comparing the rectification 
Voltage values obtained from the wireless power receiving 
device, and a power signal is Supplied to the selected coil to 
increase energy efficiency in wireless power transmission. 
I0082 In addition, even if the wireless power receiving 
device changes its location under unexpected situations, 
Switching of a proper power transmission coil is possible by 
periodically and repetitively transmitting a detection signal. 
0083. While certain embodiments have been described 
above, it will be understood to those skilled in the art that the 
embodiments described are by way of example only. Accord 
ingly, the device and method described herein should not be 
limited based on the described embodiments. Rather, the 
apparatus described herein should only be limited in light of 
the claims that follow when taken in conjunction with the 
above description and accompanying drawings. 

What is claimed is: 
1. A method for selectively controlling a plurality of power 

transmission coils in a wireless power transmission device, 
comprising: 

outputting a first detection signal and a second detection 
signal to a wireless power receiving device through a 
first power transmission coil and a second power trans 
mission coil, respectively; 

detecting either or both of a first response signal and a 
second response signal generated from the wireless 
power transmission device respectively in response to 
the first detecting signal and the second detecting signal; 

selecting one of the first and second power transmission 
coils that corresponds to the detected one of the first and 
second response signals if only one of the first and the 
second response signals is detected; 

selecting one of the first and second power transmission 
coils if both of the first and second response signals are 
detected; and 

outputting a wireless power signal via the selected one of 
the first and second power transmission coil. 

2. The method of claim 1, wherein selecting one of the first 
and second power transmission coils if both of the first and 
second response signals are detected comprises: 

comparing a first rectification voltage information 
included in the first response signal with a second recti 
fication Voltage information included in the second 
response signal; and 

selecting one of the first and second power transmission 
coils that corresponds to the response signal having 
greater rectification Voltage information. 

3. The method of claim 1, wherein the first and second 
transmission coils are disposed to overlap one another. 

4. The method of claim 3, wherein the first and second 
transmission coils have the same shape. 

5. The method of claim 4, wherein the first and second 
transmission coils comprise an oval type coil. 
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6. The method of claim 1, wherein outputting a first detec 
tion signal and a second detection signal comprises periodi 
cally outputting the first and the second detection signals in 
turn. 

7. The method of claim 6, wherein periodically outputting 
the first and second detection signals in turn comprises out 
putting the first and the second detection signals with a period 
of less one second. 

8. The method of claim 1, wherein the first and second 
detection signals comprise a short time impulse signal. 

9. A wireless power transmission device having a plurality 
of power transmission coils, comprising: 

a first power transmission coil; 
a second power transmission coil; and 
a transmission controller configured to: 

respectively output a first detection signal and a second 
detection signal to a wireless power receiving device 
through a first power transmission coil and a second 
power transmission coil; 

detect a first response signal and a second response 
signal corresponding to the first detecting signal and 
the second detecting signal from the wireless power 
receiving device; 

Select a coil corresponding to the detected response sig 
nal if one of the first and the second response signals 
is detected; and 

selectany one of the transmission coils if both of the first 
and the second response signals are detected. 

10. The device of claim 9, wherein the transmission con 
troller is configured to compare a first rectification Voltage 
information included in the first response signal with a second 
rectification information included in the second response sig 
nal to select one coil corresponding to the response signal 
having greater rectification Voltage information. 

11. The device of claim 9, wherein the first and second 
transmission coils are disposed to overlap each other. 

12. The device of claim 9, further comprising a core having 
a recess portion for receiving the first and second power 
transmission coils and a step difference for installing the first 
and second power transmission coils. 

13. The device of claim 9, wherein the first and second 
transmission coils have Substantially the same shape. 

14. The device of claim 9, wherein the first and second 
transmission coils comprise an oval type coil. 

15. The device of claim 9, wherein each of the first and 
second power transmission devices comprises a circular coil 
and a rectangular coil Surrounding the circular coil. 
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16. The device of claim 9, wherein the transmission con 
troller is configured to periodically output the first and the 
second detection signals in turn. 

17. The device of claim 9, wherein the first and second 
detection signals comprise a short time impulse signal. 

18. The device of claim 9, further comprising a third power 
transmission coil, wherein the transmission controller is con 
figured to: 

further output a third detection signal to the wireless power 
receiving device through a third power transmission 
coil; 

detect a first through third response signals corresponding 
to the first through third detecting signals from the wire 
less power receiving device; 

select a coil corresponding to the detected response signal 
if one of the first through third response signals is 
detected; and 

select one of the transmission coils if more than one 
response signals are detected. 

19. A wireless power transmission system comprising: 
a wireless power transmission device comprising a first 

power transmission coil and a second power transmis 
sion coil; and 

a wireless power receiving device comprising a receiving 
coil, 

wherein the wireless power transmission device comprises 
a transmission controller configured to: 
respectively output a first detection signal and a second 

detection signal to the wireless power receiving 
device through the first power transmission coil and 
the second power transmission coil; 

detect a first response signal and a second response 
signal corresponding to the first detecting signal and 
the second detecting signal from the wireless power 
transmission device; and 

Select a coil corresponding to the detected response sig 
nal if one of the first and the second response signals 
is detected, and select one of the power transmission 
coils if both the first and the second response signals 
are detected, and 

wherein the wireless power receiving device comprises a 
receiving controller configured to transmit the first and 
second response signals to the wireless power transmis 
sion device. 

20. The system of claim 19, further comprising a rectifier 
configured to generate first and second rectification Voltage 
information which are respectively included in the first and 
the second response signals. 

c c c c c 
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