
Note: Within nine months of the publication of the mention of the grant of the European patent in the European Patent
Bulletin, any person may give notice to the European Patent Office of opposition to that patent, in accordance with the
Implementing Regulations. Notice of opposition shall not be deemed to have been filed until the opposition fee has been
paid. (Art. 99(1) European Patent Convention).

Printed by Jouve, 75001 PARIS (FR)

(19)
E

P
2 

67
3 

68
1

B
1

TEPZZ 67¥68_B_T
(11) EP 2 673 681 B1

(12) EUROPEAN PATENT SPECIFICATION

(45) Date of publication and mention 
of the grant of the patent: 
07.09.2016 Bulletin 2016/36

(21) Application number: 11862189.5

(22) Date of filing: 30.03.2011

(51) Int Cl.:
G05D 1/08 (2006.01) B64C 19/00 (2006.01)

(86) International application number: 
PCT/US2011/030498

(87) International publication number: 
WO 2012/134460 (04.10.2012 Gazette 2012/40)

(54) FLIGHT CONTROL LAWS FOR CONSTANT VECTOR FLAT TURNS

FLUGSTEUERUNGSFORMELN FÜR GIEREN BEI KONSTANTEM FLUGVEKTOR

LOIS DE COMMANDE DE VOL POUR VIRAGES À PLAT À VECTEUR CONSTANT

(84) Designated Contracting States: 
AL AT BE BG CH CY CZ DE DK EE ES FI FR GB 
GR HR HU IE IS IT LI LT LU LV MC MK MT NL NO 
PL PT RO RS SE SI SK SM TR

(43) Date of publication of application: 
18.12.2013 Bulletin 2013/51

(73) Proprietor: Bell Helicopter Textron Inc.
Fort Worth, TX 76101 (US)

(72) Inventors:  
• CHRISTENSEN, Kevin, Thomas

Plano
TX 75093 (US)

• SHUE, Shyhpyng, Jack
Grapevine
TX 76051 (US)

• CAUDILL, Troy, Sheldon
Burleson
TX 76028 (US)

(74) Representative: Lawrence, John
Barker Brettell LLP 
100 Hagley Road 
Edgbaston
Birmingham B16 8QQ (GB)

(56) References cited:  
WO-A2-2007/018572 US-A- 5 553 812
US-A- 5 553 817 US-A1- 2003 106 958
US-A1- 2003 191 561 US-A1- 2008 234 881

DJI-1011 
IPR2023-01105



EP 2 673 681 B1

2

5

10

15

20

25

30

35

40

45

50

55

Description

Technical Field

[0001] The present invention relates generally to flight control systems, and more particularly, to a flight control system
having flight control laws which enable precise aircraft maneuvering relative to the ground.

Description of the Prior Art

[0002] Aircraft which can hover and fly at low speeds include rotorcraft, such as helicopters and tilt rotors, and jump
jets, like the AV-8B Harrier and F-35B Lightning II. These aircraft can spend a large portion of their mission maneuvering
relative to the ground. Sometimes, this maneuvering must be conducted in confined spaces around external hazards
such as buildings, trees, towers, and power lines.
[0003] For traditional flight control systems, ground-referenced maneuvering (GRM) requires the pilot to make constant
control inputs in multiple axes in order to counter disturbances caused by wind, as well as to remove the natural coupled
response of the aircraft. The pilot workload during such maneuvers can become quite high since the pilot must sense
un-commanded aircraft motions and then put in the appropriate control input to eliminate the disturbance. In a worst-
case scenario, a pilot might be required to fly GRM in a degraded visual environment. With the lack of visual cues to
detect off-axis motion, the pilot might accidentally fly into an external hazard while maneuvering in a confined space.
[0004] An example velocity command system is described in US 5553812, in which an aircraft flight path referenced
velocities are determined with respect to an inertial frame of reference, the flight path referenced velocities are held
constant during pilot commanded yaw maneuvers so that the aircraft maintains a fixed inertial referenced flight path
regardless of the pointing direction of the aircraft. Velocity control with respect to an inertial frame of reference is ac-
complished by controlling the aircraft flight path based on aircraft body referenced commanded lateral and longitudinal
acceleration and based on aircraft body referenced lateral and longitudinal centrifugal acceleration. Operation in the
velocity stabilization mode is provided in response to the manual activation of the velocity stabilization mode by the pilot,
provided that the aircraft is already operating in the ground speed mode and the aircraft is not in a coordinated turn.
[0005] Traditional flight control law designs do not provide the pilot with an easy way to control aircraft crab angle
during GRM. Crab angle is defined as the angle between the aircraft’s heading and its actual ground path. With these
prior designs, adjusting crab angle while maintaining ground track took considerable pilot concentration, since the pilot
had to coordinate inputs to both the lateral and directional controllers.
[0006] Although pilots generally seek to minimize crab angle during GRM, some mission tasks may call for flat yawing
turns while maintaining a constant vector across the ground. For example, on a steep approach, the pilot may need to
fly with a crab angle so he or she can see the landing zone. Additionally, the pilot may want to quickly transition out of
rearward or sideward flight while continuing along the same ground track. In a final example, the pilot may want to acquire
and track a point on the ground without having to fly directly towards it. With prior flight control designs, such maneuvers
required extraordinary pilot skill to coordinate the aircraft’s motions in multiple control axes.
[0007] Although the foregoing developments represent great strides in the area of flight control laws, many shortcom-
ings remain.

Brief Description of the Drawings

[0008] The novel features believed characteristic of the application are set forth in the appended claims. However,
the application itself, as well as a preferred mode of use, and further objectives and advantages thereof, will best be
understood with reference to the following detailed description when read in conjunction with the accompanying drawings,
wherein:

Figure 1 is a flight envelope with control law modes designed to enable ground reference maneuvers;

Figure 2 is a schematic of an aircraft utilizing a control system according to the preferred embodiment of the present
invention;

Figure 3 is a set of plots comprising measured flight data of the aircraft of Fig. 2 while performing constant vector
flat turns;

Figure 4 is a schematic view of the aircraft of Fig. 2 changing flight heading from sideward flight to forward flight;

Figure 5 is a schematic view of the aircraft of Fig. 2 changing flight heading from forward flight to sideward flight;
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Figure 6 is a schematic view of the control system architecture for a set of longitudinal control laws;

Figure 7 is a schematic view of the control system architecture for a set of lateral control laws;

Figure 8 is a schematic view of the control system architecture for directional control laws;

Figure 9 is a schematic view of the control law logic for the control system; and

Figure 10 is a schematic view a control law flow chart for the control system.

Description of the Preferred Embodiment

[0009] This invention will enable seamless and transient free GRM. More specifically this invention will enable a pilot
to use the directional controller to command flat yawing turns at low groundspeeds, while maintaining a constant vector
across the ground. The seamless integration of this design requires no manual cockpit switches to select a Constant
Vector Flat Turn (CVFT) mode. As a result of this auto-moding logic, the control laws will automatically adjust pitch and
roll attitude to keep the aircraft moving in the same direction at a constant speed whenever the pilot inputs a directional
command at low speed.
[0010] The auto-moding logic of the present application enables seamless and transient free GRM without the need
for manual cockpit switches. The control system utilizes relative groundspeed difference to automatically control pitch
and roll attitudes so that the aircraft will maintain a constant vector during a low speed flat turn. The control system also
allows the pilot to complete a CVFT with minimal workload since the ground vector will automatically be maintained by
the control laws without the pilot having to use cockpit switches to change modes.
[0011] Referring now to the drawings, Figure 1 shows a representative flight envelope 101 with a plurality of control
law modes designed to enable GRM. Flight envelope 101 comprises a region 103 depicting the CVFT region, wherein
the CVFT region is preferably from 10 to 35 knots groundspeed in any direction relative to the aircraft’s body axis. The
lower bound of region 103 is set by the Hover Hold and Translational Rate Command (TRC) region 105. The upper
bound of region 103 is set by the aircraft’s sideward and rearward flight airspeed limits.
[0012] Figure 2 is a schematic of an aircraft 201 utilizing a control system according to the preferred embodiment of
the present invention. Figure 2 shows aircraft 201 in forward flight within region 103. Directional inputs turn aircraft 201
in a complete 360 degree yaw movement R1, stopping every 90 degrees, and without changing the speed and flight
heading of aircraft 201, as represented with arrow D1.
[0013] Figure 2 depicts aircraft 201 traveling between 10 to 35 knots in a forward direction. As is shown, aircraft 201
preferably turns in a yaw direction R1 at approximately 90 degrees relative to direction D1. Aircraft 201 continues to turn
in direction R1 while maintaining a constant flight heading. It should be appreciated that the preferred control system is
adapted to turn aircraft 201 at 90 degrees during each application; however, it should be appreciated that alternative
embodiments could easily include a control system adapted to turn the aircraft at different angles, e.g., at 30 degrees
in lieu of or in addition to 90 degrees. It should also be understood that although shown turning in a clockwise direction,
the control system can also turn the aircraft in a counterclockwise movement.
[0014] Figure 2 provides an exemplary depiction of aircraft 201 turning 360 degrees while maintaining forward flight.
Step 1 shows aircraft 201 traveling in a constant forward flight, as depicted with arrow D1, between 10 and 35 knots.
Step 2 depicts application of the control system, namely, the pilot utilizes the control system to rotate aircraft 201 in the
clockwise direction approximately 90 degrees, as indicated by arrow R1. Step 2 shows aircraft 201 traveling in forward
flight while the fuselage faces 90 degrees relative to the directional movement. Steps 3-5 provide further illustration of
the process being repeated. In particular, each time the control system is utilized, aircraft 201 rotates 90 degrees while
maintaining a constant forward heading.
[0015] Referring now to Figure 3 in the drawings, measured flight data 301 of aircraft 201 is shown during a 360 degree
CVFT. A plot 303 provides measured data representing the turning movement R1 of aircraft 201 during the 360 degree
turn. A plot 305 provides measured data representing the groundspeed of aircraft 201 during the 360 degree turn. Plot
305 shows aircraft 201 initially starting at 20 knots forward groundspeed during the entire 360 degree CVFT. Plot 305
shows that aircraft 201 holds a relatively steady groundspeed during the 360 degree CVFT. A plot 307 provides measured
data representing the ground track of aircraft 201 during the 360 degree CVFT. The forward groundspeed plotted on a
plot 309 essentially depicts a cosine curve during the turn, while the sideward groundspeed plotted on a plot 311 shows
a sine curve.
[0016] Referring now to Figure 4 in the drawings, a schematic view of aircraft 201 is shown changing flight heading
from sideward flight to forward flight. In the exemplary embodiment, the CVFT control system is utilized such that aircraft
201 changes heading from a forward groundspeed Vx of about 0 knots and a sideward groundspeed between 10-35
knots to a forward groundspeed between 10-35 knots and a sideward groundspeed about 0 knots. Step 1 of Figure 4



EP 2 673 681 B1

4

5

10

15

20

25

30

35

40

45

50

55

shows aircraft 401 during hover, while a step 2 shows aircraft 401 traveling in a sideward groundspeed between 10-35
knots, as depicted with arrow D2. In step 2, a right lateral control stick (not shown) is utilized to generate a left sideward
heading. Thereafter, a right 90 degree pedal turn is applied to rotate aircraft 201 in a forward heading with a pedal 203.
In the preferred embodiment, pedal 203 is a pedal manipulated with the pilot’s foot; however, it should be appreciated
that other forms of devices, i.e, a hand switch could be utilized in lieu of or in addition to pedal 203. For purposes of this
invention, a lateral controller, longitudinal controller, and directional controller are characterized as pedal 203 or similarly
suited devices. Step 3 depicts application of the CVFT control system, wherein aircraft 201 turns 90 degrees for changing
the heading of aircraft 201.
[0017] Referring now to Figure 5 in the drawings, an alternative application of the CVFT control system is shown. In
the exemplary embodiment, the CVFT control system is utilized to turn aircraft 201 from a forward groundspeed Vx
between 10-35 knots and a sideward groundspeed of about 0 knots to a sideward groundspeed between 10-35 knots
and a forward groundspeed about 0 knots. Step 1 shows aircraft 201 during hover, while a step 2 shows aircraft 201
traveling in a forward heading having a groundspeed between 10-35 knots, as depicted with arrow D3. In step 2, a
forward longitudinal stick is utilized to generate forward flight. Thereafter, a left 90 degree pedal turn is applied to rotate
aircraft 201 such that the forward flight of aircraft 201 changes to a sideward flight heading.
[0018] Those skilled in the art will understand that the methods for aircraft guidance disclosed in this invention can be
applied to any combination of the following: (1) full authority fly-by-wire flight control systems, as well as partial authority
mechanical systems; (2) traditional cockpit layouts with a center stick for longitudinal and lateral control, pedals for
directional control, and a collective stick for vertical control, as well as more advanced designs which combine multiple
control axes into a center or side stick controller; and, (3) any aircraft capable of GRM, including both rotorcraft and jump
jets.
[0019] The key to enabling seamless and transient free GRM lies in the advanced control law architecture of the CVFT
control system as shown in Figures 6 to 8. Figure 6 shows architecture 601 of the CVFT control system operably
associated with one or more longitudinal control laws, Figure 7 shows architecture 701 of the CVFT control system
operably associated with one or more lateral control laws, and Figure 8 shows architecture 801 of the CVFT control
system operably associated with one or more directional control laws according to the preferred embodiment of the
invention.
[0020] Referring now to Figure 6 in the drawings, architecture 601 includes one or more aircraft sensors 603 operably
associated with the control laws to accomplish GRM. Aircraft sensors 603 can include: an inertial Navigation System
(attitudes, attitude rates, and translational accelerations); a Global Positioning System (ground-referenced speeds and
positions); an Air Data Computer (airspeed and barometric altitude); and, a Radar or Laser Altimeter (above ground
level (AGL) altitude). An aircraft model can be obtained from aerodynamics data and a group of linear models can be
developed based on its airspeed from aircraft sensors 603. These linear models include both lateral and longitudinal
equations of motion. Since the aircraft model matrices are large and contain coupling terms of lateral and longitudinal
motions within the matrices, it is difficult to determine the best performance control gains for all at the same time. In
order to overcome these issues, the linear model of aircraft performance is decoupled first. After the aircraft model is
decoupled to lateral and longitudinal equations of motion, the effect of coupling terms between lateral and longitudinal
motions can be reduced to a minimum, thus stabilizing the system.
[0021] In the preferred embodiment, architecture 601 preferably comprises of a longitudinal control law for forward
speed, represented as block 605 "Long_SPD"; a longitudinal control law for pitch angle, represented as block 607
"Long_ATT"; and, a longitudinal control law for pitch rate, represented as block 609 "Long_RATE". Architecture 601 is
further provided with initialization logic 611 adapted for determining which loop is active in each axis based on flight
conditions and pilot control inputs. Logic 611 will also re-initialize inactive loops in order to eliminate control jumps when
switching between the loops to provide seamless and transient free mode changes.
[0022] Architecture 601 further includes a longitudinal command 613 generated in the control laws by referencing the
pilot’s cockpit control input in each axis. The input to the control laws is the difference between the controller’s present
position and the centered, no force position, which is also referred to as the "detent" position. The control commands
can also be generated by a beep switch located in the cockpit to command small and precise changes in aircraft state.
The control laws process these control inputs to generate the appropriate aircraft response commands. These commands
are then sent out to the control law guidance blocks to maneuver the aircraft. The control law outputs are routed to an
actuator 615 for each dynamic axis. For a conventional helicopter, the control laws send control signals to the following
actuators: longitudinal axis - main rotor longitudinal swashplate angle; lateral axis - main rotor lateral swashplate angle;
vertical axis - main rotor collective pitch; and, directional axis - tail rotor collective pitch.
[0023] Since pitch rate is the fastest longitudinal state, Long_RATE 609 is the inner loop of the longitudinal control
laws. Next, the Long_ATT 607 loop feeds the Long_RATE control law 609 loop to control pitch attitude. Finally, the
Long_SPD control law 605 loop feeds the Long_ATT 607 loop to control forward speed.
[0024] When flying with the longitudinal controller in detent outside of the Hover Hold / TRC region 105, depicted in
Figure 1, the Long_SPD 605 loop will be active. At lower speeds, this loop will hold constant forward groundspeed, while
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at higher speeds, airspeed will be held. Once the pilot moves the longitudinal controller out of detent, the control laws
can command either pitch attitude (Long_ATT 607) or pitch rate (Long_RATE 609).
[0025] Referring now to Figure 7 in the drawings, architecture 701 comprises one or more lateral control laws operably
associated with sensors 603, logic 611, lateral commands 702, and actuators 615. The lateral control laws include: a
lateral control of roll rate, represented as block 703 "Lat_RATE"; a lateral control of the roll attitude, represented as block
705 "Lat_ATT"; a lateral control of sideward groundspeed, represented as block 707 "Lat_SPD"; a lateral control of the
crab angle, represented as block 709 "Lat_CRAB"; and, lateral control of heading, represented as block 711 "Lat_HDG".
[0026] Similar to the longitudinal axis, Lat_RATE 703 is the inner loop of the lateral control laws and the Lat_ATT 705
loop feeds the Lat_RATE 703 loop to control roll attitude. The Lat_ATT 705 loop can be fed by one of three loops,
Lat_SPD 707, Lat_CRAB 709, or Lat_HDG 711.
[0027] The crab angle used in the Lat_CRAB 709 loop is computed in the control laws using the following equation: 

where η is the crab angle, Vy is the sideward groundspeed with right positive, and Vx is the forward groundspeed. To
avoid a singularity in Equation 1, Vx is limited to be above the Hover Hold / TRC region 103.
[0028] When operating in the Ground-Coordinated Banked Turn (GCBT) envelope as shown by region 107 in Figure
1, if both the lateral and directional controllers are in detent, lateral control law logic will hold crab angle through the
Lat_CRAB 709 loop. If operating in the CVFT envelope, but not in the GCBT envelope, and the lateral and directional
controllers are in detent, the control logic will hold sideward groundspeed constant with the Lat_SPD 707 loop. When
operating at higher airspeeds with lateral and directional controllers in detent, the control logic will hold heading constant
with the Lat_HDG 711 loop. When the pilot moves the lateral controller out of detent in any of these cases, the control
laws can command either roll attitude (Lat_ATT 705) or roll rate (Lat_RATE 703).
[0029] Referring now to Figure 8 in the drawings, architecture 801 comprises one or more directional control laws
operably associated with sensors 603, logic 611, commands 613, and actuators 615. The directional control laws include:
directional control of yaw rate, represented as block 803 "Dir_RATE"; directional control of heading, represented as
block 805 "Dir_HDG"; and, directional turn coordination, represented as block 807 "Dir_TC"
[0030] Since yaw rate is the fastest directional state, Dir_RATE 803 is the inner loop of the directional control laws.
This loop is fed by the Dir_HDG 805 loop to control aircraft heading at lower speeds. Unlike traditional control law designs,
this invention includes an additional loop, parallel to the Dir_HDG 805 loop, to feed the Dir_RATE 803 inner loop. The
Dir_TC 807 loop is used to coordinate banked turns throughout the flight envelope.
[0031] In the GCBT envelope 107 shown in Figure 1, the Dir_TC 807 loop will control crab angle during banked turns.
With no directional input, the Dir_TC 807 loop will hold crab angle at zero. Any directional control inputs during a GCBT
will result in a change in crab angle in the appropriate direction. Additionally, if the aircraft is in the GCBT envelope, but
above the CVFT envelope, directional controller inputs will command changes in crab angle through the Dir_TC 807
loop even in non-turning flight. In this case, once the directional controller is returned to detent, heading hold will be
reengaged (Dir_HDG 805 loop) and the crab angle will be held though the Lat_CRAB 709 loop.
[0032] When in the BCBT envelope, the Dir_TC 807 loop will automatically adjust yaw rate based on actual bank
angle, true airspeed, and lateral acceleration in order to keep the slip ball centered. Any directional controller inputs in
the BCBT envelope will command a change in lateral acceleration, which will subsequently result in sideslip away from
the pedal input. Pedal inputs will also result in a slight roll in the direction of the input to provide lateral stability.
[0033] In the absence of lateral or directional control inputs while operating in either the GCBT or CVFT envelopes,
the directional axis will hold heading through the Dir_HDG 805 loop. If the pilot moves the directional controller out of
detent in the CVFT envelope with both the lateral and longitudinal controllers in detent, the directional control laws will
command a yaw rate through the Dir_RATE 803 loop. In this case, the control laws will maintain a constant ground
vector by using the Long_SPD 605 and Lat_SPD 707 loops.
[0034] During the CVFT, when the directional controller is first moved out of detent, the control laws will capture the
aircraft’s current groundspeed in the earth axis coordinate system. The control laws keep track of the difference between
the aircraft’s actual groundspeed and the captured groundspeed. This relative groundspeed difference is converted from
the earth axis to the aircraft’s body axis using the following equations: 
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where ΔVx is the groundspeed difference in the body axis forward direction, ΔVy is the groundspeed difference in the
body axis sideward direction with right positive, ΔVnorth is the groundspeed difference in the earth axis north direction,
ΔVeast is the groundspeed difference in the earth axis east direction, and Ψ is the aircraft heading. The values for ΔVx
and ΔVy are then used in the Long_SPD 605 and Lat_SPD 707 blocks respectively to command the pitch and roll
attitudes needed to minimize the relative groundspeed difference during the flat turn.
[0035] Referring now to Figure 9 in the drawings, control law logic 901 for the CVPT mode is shown. Control law logic
901 comprises one or more of latch 903, latch 905, and latch 907 adapted to control when a mode is turned on or off.
If the reset conditions are met, then the mode will always be off. If the reset conditions are not met, then the mode will
be latched on when the set conditions are met. The CVPT mode will be reset whenever lateral speed hold, depicted as
block 909 "Lat_SPD_ON" or a longitudinal speed hold, depicted as block 911 "Long_SPD_ON" are not on and will be
set when the directional controller is out of detent.
[0036] Both longitudinal speed hold latch 905 and lateral speed hold latch 907 will be reset when their respective
controller is out of detent. Additionally, the lateral speed hold latch 907 will be reset when the banked turn (Bank_Turn_ON)
or crab hold (Crab_ON) modes are on, or if forward speed exceeds the CVPT threshold (typically around 35 KGS). The
longitudinal and lateral speed hold latches will be set when their respective acceleration falls below the acceleration
threshold (typically around 2 ft/sec2).
[0037] Referring now to Figure 10 in the drawings, a control law flow chart 1001 for a CVFT is presented. When the
directional controller is initially moved out of detent, the CVPT mode will be engaged. The longitudinal and lateral speed
hold blocks (Long_SPD 605 and Lat_SPD 707) will be reinitialized to feedback the relative groundspeed differences
calculated in equations 2 and 3. Once the directional controller is returned to detent following the CVFT, directional
control laws will hold heading by re-engaging the Dir_HDG 805 loop. The longitudinal and lateral axes will continue to
hold a constant ground vector until the pilot commands a change by moving either the longitudinal or lateral controller
out of detent. This design enables the pilot to command and hold any crab angle around the 360 degree circle, while
the aircraft continues to move across the ground on a constant vector. As shown, when the pedal stops, if the crab angle
equals 0 degrees, then aircraft 201 travels in pure forward flight; if the crab angle is 90 degrees, aircraft 201 travels in
pure right side flight; if the crab angle is 180 degrees, then aircraft 201 travels in pure aft flight; and, if the crab angle is
270 degrees, then aircraft 201 travels in pure left sideward flight.

Claims

1. An aircraft (201), comprising:

a sensor (603) carried by the aircraft (201), the sensor (603) being adapted to sense a directional movement
(R1) of the aircraft (201);
an actuator (615) carried by the aircraft (201), the actuator (615) being utilized to control the directional movement
(R1) of the aircraft (201); and
a control system (601) in data communication with the aircraft sensor (603) and operably associated with the
actuator (615), the control system having:

a model adapted to decouple the directional movement (R1) of the aircraft into a lateral equation of motion
and a longitudinal equation of motion;
a lateral control architecture in data communication with the model, the lateral control architecture being
adapted to utilize the lateral equation of motion to control the lateral motion of the aircraft (201), the lateral
control architecture comprising:

a lateral sideward groundspeed control loop (707);
a lateral roll attitude control loop (705); and
a lateral roll rate control loop (703);

a longitudinal control architecture in data communication with the model, the longitudinal control architecture
adapted to utilize the longitudinal equation of motion to control the longitudinal motion of the aircraft (201); and
an initialization command logic (611) in data communication with the lateral control architecture and in data
communication with the longitudinal control architecture;
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wherein the initialization command logic (611) selectively activates the lateral control architecture for con-
trolling the lateral motion of the aircraft (201) and selectively activates the longitudinal control architecture
for controlling the longitudinal motion of the aircraft (201); and
wherein the control system (601) utilizes the lateral control architecture and the longitudinal control archi-
tecture to maintain a constant vector heading across a ground surface while the aircraft (201) flies with a
crab angle greater than zero.

2. The aircraft of claim 1, the aircraft (201) further comprising:

a directional controller, the directional controller being manipulated by a pilot controlling the aircraft (201), the
directional controller being in data communication with the control system (601).

3. The aircraft of claim 2, the directional control architecture comprising:

a directional heading control loop (805);
a directional turn coordination control loop (807); and
a directional yaw rate control loop (803).

4. The aircraft of claim 2, further comprising:

a directional control latch (903) in data communication with the directional control architecture;
wherein, as the directional controller is moved out of a detent position, the directional control latch (903) activates
a constant vector flat turn motion.

5. The aircraft of claim 1, further comprising:

a lateral controller carried by the aircraft (201), the lateral controller being manipulated by a pilot controlling the
aircraft (201), the lateral controller creating a lateral command (702) in data communication with the lateral
sideward groundspeed control loop (707), the lateral roll attitude control loop (705), and the lateral roll rate
control loop (703).

6. The aircraft of claim 5, further comprising:

a lateral control latch (907) in data communication with the control system (601);
wherein, as the lateral controller is moved out of a detent position, the lateral control latch (907) resets a lateral
speed hold (909).

7. The aircraft of claim 1, the longitudinal control architecture comprising:

a longitudinal forward speed control loop (605);
a longitudinal pitch angle control loop (607); and
a longitudinal pitch rate control loop (609).

8. The aircraft of claim 7, the longitudinal control architecture further comprising:

a longitudinal controller carried by the aircraft (201), the longitudinal controller being manipulated by a pilot
controlling the aircraft (201), the longitudinal controller creating a longitudinal command (613) in data commu-
nication with the longitudinal forward speed control loop (605), the longitudinal pitch angle control loop (607),
and the longitudinal pitch rate control loop (609).

9. The aircraft of claim 8, further comprising:

a longitudinal control latch (905) in data communication with the control system (601);
wherein, as the longitudinal controller is moved out of a detent position, the longitudinal control latch (905) resets
a longitudinal speed hold (911).

10. A method to control flat yawing turns of an aircraft (201) while maintaining a constant vector heading across a ground
surface, the method comprising:
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sensing a directional movement of the aircraft (201) with a sensor (603) carried by the aircraft (201), the directional
movement having:

a longitudinal direction of motion; and
a lateral direction of motion;

controlling the directional movement of the aircraft (201) with an actuator (615) operably associated with the
aircraft (201);
providing a control system (601) in data communication with the aircraft sensor (603) and operably associated
with the actuator (615), the control system (601) having:

a model;
a lateral control architecture in data communication with the model, the lateral control architecture com-
prising:

a lateral sideward groundspeed control loop (707);
a lateral roll attitude control loop (705); and
a lateral roll rate control loop;

a longitudinal control architecture in data communication with the model; and
an initialization command logic (611) in data communication with the lateral control architecture and in data
communication with the longitudinal control architecture;

decoupling the directional movement of the aircraft (201) into the lateral equation of motion and the longitudinal
equation of motion with the model;
controlling the lateral direction of motion with a lateral control architecture, the lateral control architecture utilizing
the lateral equation of motion;
controlling the longitudinal direction of motion with a longitudinal control architecture, the longitudinal control
architecture utilizing the longitudinal equation of motion; and
selectively activating the lateral control architecture and the longitudinal control architecture with the initialization
command logic (611);
wherein the control system (601) receives sensed directional movement data from the sensor (603) and operably
controls the actuators (615), thus maintaining a constant vector across a ground surface while the aircraft (201)
flies with a crab angle greater than zero.

11. The method of claim 10, the method further comprising:

commanding the flat yawing turns with a directional controller manipulated by a pilot controlling the aircraft
(201), the directional controller being operably associated with a directional control architecture, the directional
control architecture being in data communication with the control system (601).

12. The method of claim 11, wherein the commanding of the flat yawing turns with the directional control architecture
comprises:

communicating data through a directional heading control loop (805);
communicating data through a directional turn coordination control loop (807);
and
communicating data through a directional yaw rate control loop (803).

13. The method of claim 11, further comprising:

activating the constant vector flat turn with a directional control latch (903) as the directional controller is moved
out of a detent position, the directional control latch (903) being operably associated with the directional control
architecture.

14. The method of claim 10 wherein controlling the lateral direction of motion with the lateral control architecture com-
prises:
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communicating lateral motion data through a lateral sideward groundspeed control loop (707);
communicating lateral motion data through a lateral roll attitude control loop (705); and
communicating lateral motion data through a lateral roll rate control loop (703).

15. The method of claim 10, further comprising:

controlling the lateral direction of motion with a lateral controller manipulated by a pilot controlling the aircraft
(201), the lateral controller being operably associated with the lateral control architecture.

16. The method of claim 15, further comprising:

resetting a lateral speed hold (909) with a lateral control hatch (907) as the lateral controller is moved out of a
detent position, the lateral control hatch (907) being in data communication with the lateral control architecture.

17. The method of claim 16, wherein controlling the longitudinal direction of motion with the longitudinal control archi-
tecture comprises:

communicating longitudinal motion data through a longitudinal forward speed control loop (605);
communicating longitudinal motion data through a longitudinal pitch angle control loop (607); and
communicating longitudinal motion data through a longitudinal pitch rate control loop (609).

18. The method of claim 10, the longitudinal control architecture further comprising:

controlling the longitudinal direction of motion with a longitudinal controller manipulated by a pilot controlling
the aircraft (201), the longitudinal controller being operably associated with the longitudinal control architecture.

19. The method of claim 18, further comprising:

resetting a longitudinal speed hold (911) with a longitudinal control hatch (905) as the longitudinal controller is
moved out of a detent position, the longitudinal control hatch (905) being in data communication with the lon-
gitudinal control architecture.

Patentansprüche

1. Flugzeug (201), umfassend:

einen Sensor (603), der durch das Flugzeug (201) getragen wird, wobei der Sensor (603) dazu ausgelegt ist,
eine direktionale Bewegung (R1) des Flugzeugs (201) zu erfassen;
einen Aktuator (615), der durch das Flugzeug (201) getragen wird, wobei der Aktuator (615) benutzt wird, um
die direktionale Bewegung (R1) des Flugzeugs (201) zu steuern; und
ein Steuersystem (601) in einer Datenverbindung mit dem Flugzeugsensor (603), das mit dem Aktuator (615)
betrieblich verbunden ist, wobei das Steuersystem Folgendes aufweist:

ein Modell, das dazu ausgelegt ist, die direktionale Bewegung (R1) des Flugzeugs in eine Querbewegungs-
gleichung und eine Längsbewegungsgleichung zu entkoppeln;
eine Quersteuerarchitektur in einer Datenverbindung mit dem Modell, wobei die Quersteuerarchitektur dazu
ausgelegt ist, die Querbewegungsgleichung zu benutzen, um die Querbewegung des Flugzeugs (201) zu
steuern, wobei die Querbewegungsarchitektur

eine Quer-Steuerschleife für die seitliche Geschwindigkeit über Grund (707) ;
eine Quer-Rolllagen-Steuerschleife (705) ; und
eine Quer-Rollraten-Steuerschleife (703) umfasst;

eine Längssteuerarchitektur in einer Datenverbindung mit dem Modell, wobei die Längssteuerarchitektur
dazu ausgelegt ist, die Längsbewegungsgleichung zu benutzen, um die Längsbewegung des Flugzeugs
(201) zu steuern; und
eine Initialisierungsbefehlslogik (611) in einer Datenverbindung mit der Quersteuerarchitektur und in einer
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Datenverbindung mit der Längssteuerarchitektur;
wobei die Initialisierungsbefehlslogik (611) die Quersteuerarchitektur selektiv aktiviert, um die Querbewe-
gung des Flugzeugs (201) zu steuern, und die Längssteuerarchitektur selektiv aktiviert, um die Längsbe-
wegung des Flugzeugs (201) zu steuern; und
wobei das Steuersystem (601) die Quersteuerarchitektur und die Längssteuerarchitektur benutzt, um einen
Kurs mit konstantem Vektor über eine Bodenfläche beizubehalten, während das Flugzeug (201) mit einem
Schiebewinkel von mehr als null fliegt.

2. Flugzeug nach Anspruch 1, wobei das Flugzeug (201) ferner Folgendes umfasst:

eine direktionale Steuerung, wobei die direktionale Steuerung durch einen Piloten, der das Flugzeug (201)
steuert, manipuliert wird,
wobei die direktionale Steuerung in einer Datenverbindung mit dem Steuersystem (601) steht.

3. Flugzeug nach Anspruch 2, wobei die direktionale Steuerarchitektur Folgendes umfasst:

eine direktionale Kurs-Steuerschleife (805);
eine direktionale Drehkoordinations-Steuerschleife (807); und
eine direktionale Gierraten-Steuerschleife (803).

4. Flugzeug nach Anspruch 2, ferner umfassend:

eine direktionale-Steuerverriegelung (903) in einer Datenverbindung mit der direktionalen Steuerarchitektur;
wobei die direktionale Steuerverriegelung (903) eine Gierbewegung mit konstantem Vektor aktiviert, wenn die
direktionale Steuerung aus einer Rastposition bewegt wird.

5. Flugzeug nach Anspruch 1, ferner umfassend:

eine Quersteuerung, die durch das Flugzeug (201) ausgeführt wird, wobei die Quersteuerung durch einen
Piloten, der das Flugzeug (201) steuert, manipuliert wird, wobei die Quersteuerung einen Querbefehl (702) in
einer Datenverbindung mit der Quer-Steuerschleife für die seitliche Geschwindigkeit über Grund (707); der
Quer-Rolllagen-Steuerschleife (705); und der Quer-Rollraten-Steuerschleife (703) steht.

6. Flugzeug nach Anspruch 5, ferner umfassend:

eine Quersteuerverriegelung (907) in einer Datenverbindung mit dem Steuersystem (601);
wobei die Quersteuerverriegelung (907) eine beibehaltene Quergeschwindigkeit (909) zurücksetzt, wenn die
Quersteuerung aus einer Rastposition bewegt wird.

7. Flugzeug nach Anspruch 1, wobei die Längssteuerarchitektur Folgendes umfasst:

eine Längs-Vorwärtsgeschwindigkeits-Steuerschleife (605);
eine Längs-Nickwinkel-Steuerschleife (607); und
eine Längs-Nickraten-Steuerschleife (609).

8. Flugzeug nach Anspruch 7, wobei die Längssteuerarchitektur ferner Folgendes umfasst:

eine Längssteuerung, die durch das Flugzeug (201) getragen wird, wobei die Längssteuerung durch einen
Piloten, der das Flugzeug (201) steuert, manipuliert wird, wobei die Längssteuerung einen Längsbefehl (613)
in einer Datenverbindung mit der Längs-Vorwärtsgeschwindigkeits-Steuerschleife (605), der Längs-Nickwinkel-
Steuerschleife (607) und der Längs-Nickraten-Steuerschleife (609) erzeugt.

9. Flugzeug nach Anspruch 8, ferner umfassend:

eine Längssteuerverriegelung (905) in einer Datenverbindung mit dem Steuersystem (601);
wobei die Längssteuerverriegelung (905) eine beibehaltene Längsgeschwindigkeit (911) zurücksetzt, wenn die
Längssteuerung aus einer Rastposition bewegt wird.
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10. Verfahren zur Steuerung des Gierens eines Flugzeugs (201), während ein Kurs mit einem konstanten Vektor über
eine Bodenfläche beibehalten wird, wobei das Verfahren Folgendes umfasst:

Erfassen einer direktionalen Bewegung des Flugzeugs (201) mit einem Sensor (603), der durch das Flugzeug
(201) getragen wird, wobei die direktionale Bewegung

eine Längsbewegungsrichtung; und
eine Querbewegungsrichtung

aufweist;
Steuern der direktionalen Bewegung des Flugzeugs (201) mit einem Aktuator (615), der betrieblich mit dem
Flugzeug (201) verbunden ist;
Bereitstellen eines Steuersystems (601) in einer Datenverbindung mit dem Flugzeugsensor (603), das betrieb-
lich mit dem Aktuator (615) verbunden ist, wobei das Steuersystem (601)

ein Modell;
eine Quersteuerarchitektur in einer Datenverbindung mit dem Modell, wobei die Quersteuerarchitektur
eine Quer-Steuerschleife für die seitliche Geschwindigkeit über Grund (707) ;
eine Quer-Rolllagen-Steuerschleife (705) ; und
eine Quer-Rollraten-Steuerschleife

umfasst;
eine Längssteuerarchitektur in einer Datenverbindung mit dem Modell; und
eine Initialisierungsbefehlslogik (611) in einer Datenverbindung mit der Quersteuerarchitektur und in einer Da-
tenverbindung mit der Längssteuerarchitektur

umfasst;
Entkoppeln der direktionalen Bewegung des Flugzeugs (201) durch das Modell in die Querbewegungsgleichung
und die Längsbewegungsgleichung;
Steuern der Querbewegungsrichtung mit einer Quersteuerarchitektur, wobei die Quersteuerarchitektur die Quer-
bewegungsgleichung benutzt;
Steuern der Längsbewegungsrichtung mit einer Längssteuerarchitektur, wobei die Längssteuerarchitektur die
Längsbewegungsgleichung benutzt; und
selektives Aktivieren der Quersteuerarchitektur und der Längssteuerarchitektur mit der Initialisierungsbefehlslogik
(611);
wobei das Steuersystem (601) erfasste direktionale Bewegungsdaten von dem Sensor (603) erhält und die Aktua-
toren (615) betrieblich steuert, wodurch ein konstanter Vektor über eine Bodenfläche beibehalten wird, während
das Flugzeug (201) mit einem Schiebewinkel von mehr als null fliegt.

11. Verfahren nach Anspruch 10, wobei das Verfahren ferner Folgendes umfasst:

Befehlen des Gierens mit einer direktionalen Steuerung, die durch einen Piloten, der das Flugzeug (201) steuert,
manipuliert wird, wobei die direktionale Steuerung betrieblich mit einer direktionalen Steuerarchitektur verbun-
den ist, wobei die direktionale Steuerarchitektur in einer Datenverbindung mit dem Steuersystem (601) steht.

12. Verfahren nach Anspruch 11, wobei das Befehlen des Gierens mit der direktionalen Steuerarchitektur Folgendes
umfasst:

Kommunizieren von Daten durch eine direktionale Kurs-Steuerschleife (805);
Kommunizieren von Daten durch eine direktionale Drehkoordinations-Steuerschleife (807); und
Kommunizieren von Daten durch eine direktionale Gierraten-Steuerschleife (803).

13. Verfahren nach Anspruch 11, ferner umfassend:

Aktivieren des Gierens mit konstantem Vektor mit einer direktionalen Steuerverriegelung (903), wenn die di-
rektionale Steuerung aus einer Rastposition bewegt wird, wobei die direktionale Steuerverriegelung (903) be-
trieblich mit der direktionalen Steuerarchitektur verbunden ist.
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14. Verfahren nach Anspruch 10, wobei das Steuern der Querbewegungsrichtung mit der Quersteuerarchitektur Fol-
gendes umfasst:

Kommunizieren von Querbewegungsdaten durch eine Quer-Steuerschleife für die seitliche Geschwindigkeit
über Grund (707);
Kommunizieren von Querbewegungsdaten durch eine Quer-Rolllagen-Steuerschleife (705); und
Kommunizieren von Querbewegungsdaten durch eine Quer-Rollraten-Steuerschleife (703).

15. Verfahren nach Anspruch 10, ferner umfassend:

Steuern der Querbewegungsrichtung mit einer Quersteuerung, die durch einen Piloten, der das Flugzeug (201)
steuert, manipuliert wird, wobei die Quersteuerung betrieblich mit der Quersteuerarchitektur verbunden ist.

16. Verfahren nach Anspruch 15, ferner umfassend:

Zurücksetzen einer beibehaltenen Quergeschwindigkeit (909) mit einer Quersteuerverriegelung (907), wenn
die Quersteuerung aus einer Rastposition bewegt wird, wobei die Quersteuerverriegelung (907) in einer Da-
tenverbindung mit der Quersteuerarchitektur steht.

17. Verfahren nach Anspruch 16, wobei das Steuern der Längsbewegungsrichtung mit der Längssteuerarchitektur
Folgendes umfasst:

Kommunizieren von Längsbewegungsdaten durch eine Längs-Vorwärtsgeschwindigkeits-Steuerschleife (605);
Kommunizieren von Längsbewegungsdaten durch eine Längs-Nickwinkel-Steuerschleife (607); und
Kommunizieren von Längsbewegungsdaten durch eine Längs-Nickraten-Steuerschleife (609).

18. Verfahren nach Anspruch 10, wobei die Längssteuerarchitektur ferner Folgendes umfasst:

Steuern der Längsbewegungsrichtung mit einer Längssteuerung, die durch einen Piloten, der das Flugzeug
(201) steuert, manipuliert wird, wobei die Längssteuerung betrieblich mit der Längssteuerarchitektur verbunden
ist.

19. Verfahren nach Anspruch 18, ferner umfassend:

Zurücksetzen einer beibehaltenen Längsgeschwindigkeit (911) mit einer Längssteuerverriegelung (905), wenn
die Längssteuerung aus einer Rastposition bewegt wird, wobei die Längssteuerverriegelung (905) in einer
Datenverbindung mit der Längssteuerarchitektur steht.

Revendications

1. Aéronef (201), comportant :

un capteur (603) porté par l’aéronef (201), le capteur (603) étant prévu pour détecter un mouvement directionnel
(R1) de l’aéronef (201) ;
un actionneur (615) porté par l’aéronef (201), l’actionneur (615) étant employé pour commander le mouvement
directionnel (R1) de l’aéronef (201) ; et
un système (601) de commandes en communication de données avec le capteur (603) de l’aéronef et associé
fonctionnellement à l’actionneur (615), le système de commandes comprenant :

un modèle prévu pour découpler le mouvement directionnel (R1) de l’aéronef en une équation latérale de
mouvement et une équation longitudinale de mouvement ;
une architecture de commande latérale en communication de données avec le modèle, l’architecture de
commande latérale étant prévue pour employer l’équation latérale de mouvement afin de commander le
mouvement latéral de l’aéronef (201), l’architecture de commande latérale comportant :

une boucle de commande latérale de vitesse sol sur le côté (707) ;
une boucle de commande latérale d’attitude en roulis (705) ; et
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une boucle de commande latérale de vitesse de roulis (703) ;

une architecture de commande longitudinale en communication de données avec le modèle, l’architecture
de commande longitudinale étant prévue pour employer l’équation longitudinale de mouvement afin de
commander le mouvement longitudinal de l’aéronef (201) ; et
une logique (611) de consigne d’initialisation en communication de données avec l’architecture de com-
mande latérale et en communication de données avec l’architecture de commande longitudinale ;

la logique (611) de consigne d’initialisation activant sélectivement l’architecture de commande latérale pour
commander le mouvement latéral de l’aéronef (201) et activant sélectivement l’architecture de commande
longitudinale pour commander le mouvement longitudinal de l’aéronef (201) ; et
le système (601) de commandes employant l’architecture de commande latérale et l’architecture de commande
longitudinale pour maintenir un cap à vecteur constant en parcourant une surface au sol tandis que l’aéronef
(201) vole avec un angle de crabe supérieur à zéro.

2. Aéronef selon la revendication 1, l’aéronef (201) comportant en outre :

une commande directionnelle, la commande directionnelle étant manipulée par un pilote qui commande l’aéronef
(201), la commande directionnelle étant en communication de données avec le système (601) de commandes.

3. Aéronef selon la revendication 2, l’architecture de commande directionnelle comportant :

une boucle de commande directionnelle de cap (805) ;
une boucle de commande directionnelle de coordination de virage (807) ; et
une boucle de commande directionnelle de vitesse de lacet (803).

4. Aéronef selon la revendication 2, comportant en outre :

un verrou de commande directionnelle (903) en communication de données avec l’architecture de commande
directionnelle ;
le verrou de commande directionnelle (903) activant, à mesure que la commande directionnelle est écartée
d’une position de cran, un mouvement de virage à plat à vecteur constant.

5. Aéronef selon la revendication 1, comportant en outre :

une commande latérale portée par l’aéronef (201), la commande latérale étant manipulée par un pilote qui
commande l’aéronef (201), la commande latérale créant une consigne latérale (702) en communication de
données avec la boucle de commande latérale de vitesse sol sur le côté (707), la boucle de commande latérale
d’attitude en roulis (705), et la boucle de commande latérale de vitesse de roulis (703).

6. Aéronef selon la revendication 5, comportant en outre :

un verrou de commande latérale (907) en communication de données avec le système (601) de commandes ;
le verrou de commande latérale (907) réinitialisant, à mesure que la commande latérale est écartée d’une
position de cran, un maintien (909) de vitesse latérale.

7. Aéronef selon la revendication 1, l’architecture de commande longitudinale comportant :

une boucle de commande longitudinale de vitesse vers l’avant (605) ;
une boucle de commande longitudinale d’angle de tangage (607) ; et
une boucle de commande longitudinale de vitesse de tangage (609).

8. Aéronef selon la revendication 7, l’architecture de commande longitudinale comportant en outre :

une commande longitudinale portée par l’aéronef (201), la commande longitudinale étant manipulée par un
pilote qui commande l’aéronef (201), la commande longitudinale créant une consigne longitudinale (613) en
communication de données avec la boucle de commande longitudinale de vitesse vers l’avant (605), la boucle
de commande longitudinale d’angle de tangage (607), et
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la boucle de commande longitudinale de vitesse de tangage (609).

9. Aéronef selon la revendication 8, comportant en outre :

un verrou de commande longitudinale (905) en communication de données avec le système (601) de
commandes ;
le verrou de commande longitudinale (905) réinitialisant, à mesure que la commande longitudinale est écartée
d’une position de cran, un maintien (911) de vitesse longitudinale.

10. Procédé de commande de virages en lacet à plat d’un aéronef (201) tout en maintenant un cap à vecteur constant
en parcourant une surface au sol, le procédé comportant les étapes consistant à :

détecter un mouvement directionnel de l’aéronef (201) à l’aide d’un capteur (603) porté par l’aéronef (201), le
mouvement directionnel présentant :

une direction longitudinale de mouvement ; et
une direction latérale de mouvement ;

commander le mouvement directionnel de l’aéronef (201) à l’aide d’un actionneur (615) associé fonctionnelle-
ment à l’aéronef (201) ;
mettre en place un système (601) de commandes en communication de données avec le capteur (603) de
l’aéronef et associé fonctionnellement à l’actionneur (615), le système (601) de commandes possédant :

un modèle ;
une architecture de commande latérale en communication de données avec le modèle, l’architecture de
commande latérale comportant :

une boucle de commande latérale de vitesse sol sur le côté (707) ;
une boucle de commande latérale d’attitude en roulis (705) ; et
une boucle de commande latérale de vitesse de roulis ;

une architecture de commande longitudinale en communication de données avec le modèle ; et
une logique (611) de consigne d’initialisation en communication de données avec l’architecture de com-
mande latérale et en communication de données avec l’architecture de commande longitudinale ;

découpler le mouvement directionnel de l’aéronef (201) en l’équation latérale de mouvement et l’équation
longitudinale de mouvement à l’aide du modèle ;
commander la direction latérale de mouvement à l’aide d’une architecture de commande latérale, l’architecture
de commande latérale employant l’équation latérale de mouvement ;
commander la direction longitudinale de mouvement à l’aide d’une architecture de commande longitudinale,
l’architecture de commande longitudinale employant l’équation longitudinale de mouvement ; et
activer sélectivement l’architecture de commande latérale et l’architecture de commande longitudinale à l’aide
de la logique (611) de consigne d’initialisation ;
le système (601) de commandes recevant des données de mouvement directionnel détecté en provenance du
capteur (603) et commandant fonctionnellement les actionneurs (615), maintenant ainsi un vecteur constant
en parcourant une surface au sol tandis que l’aéronef (201) vole avec un angle de crabe supérieur à zéro.

11. Procédé selon la revendication 10, le procédé comportant en outre l’étape consistant à :

fournir des consignes pour les virages en lacet à plat à l’aide d’une commande directionnelle manipulée par un
pilote qui commande l’aéronef (201), la commande directionnelle étant associée fonctionnellement à une ar-
chitecture de commande directionnelle, l’architecture de commande directionnelle étant en communication de
données avec le système (601) de commandes.

12. Procédé selon la revendication 11, la fourniture des consignes pour les virages en lacet à plat à l’aide de l’architecture
de commande directionnelle comportant les étapes consistant à :

communiquer des données via une boucle de commande directionnelle de cap (805) ;
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communiquer des données via une boucle de commande directionnelle de coordination de virage (807) ; et
communiquer des données via une boucle de commande directionnelle de vitesse de lacet (803).

13. Procédé selon la revendication 11, comportant en outre l’étape consistant à :

activer le virage à plat à vecteur constant à l’aide d’un verrou de commande directionnelle (903) à mesure que
la commande directionnelle est écartée d’une position de cran, le verrou de commande directionnelle (903)
étant associé fonctionnellement à l’architecture de commande directionnelle.

14. Procédé selon la revendication 10, la commande de la direction latérale de mouvement à l’aide de l’architecture de
commande latérale comportant les étapes consistant à :

communiquer des données de mouvement latéral via une boucle de commande latérale de vitesse sol sur le
côté (707) ;
communiquer des données de mouvement latéral via une boucle de commande latérale d’attitude en roulis
(705) ; et
communiquer des données de mouvement latéral via une boucle de commande latérale de vitesse de roulis
(703).

15. Procédé selon la revendication 10, comportant en outre l’étape consistant à :

commander la direction latérale de mouvement à l’aide d’une commande latérale manipulée par un pilote qui
commande l’aéronef (201), la commande latérale étant associée fonctionnellement à l’architecture de com-
mande latérale.

16. Procédé selon la revendication 15, comportant en outre l’étape consistant à :

réinitialiser un maintien (909) de vitesse latérale à l’aide d’un verrou de commande latérale (907) à mesure que
la commande latérale est écartée d’une position de cran, le verrou de commande latérale (907) étant en com-
munication de données avec l’architecture de commande latérale.

17. Procédé selon la revendication 16, la commande de la direction longitudinale de mouvement à l’aide de l’architecture
de commande longitudinale comportant les étapes consistant à :

communiquer des données de mouvement longitudinal via une boucle de commande longitudinale de vitesse
vers l’avant (605) ;
communiquer des données de mouvement longitudinal via une boucle de commande longitudinale d’angle de
tangage (607) ; et
communiquer des données de mouvement longitudinal via une boucle de commande longitudinale de vitesse
de tangage (609).

18. Procédé selon la revendication 10, l’architecture de commande longitudinale comportant en outre :

la commande de la direction longitudinale de mouvement à l’aide d’une commande longitudinale manipulée
par un pilote qui commande l’aéronef (201), la commande longitudinale étant associée fonctionnellement à
l’architecture de commande longitudinale.

19. Procédé selon la revendication 18, comportant en outre l’étape consistant à :

réinitialiser un maintien (911) de vitesse longitudinale à l’aide d’un verrou de commande longitudinale (905) à
mesure que la commande longitudinale est écartée d’une position de cran, le verrou de commande longitudinale
(905) étant en communication de données avec l’architecture de commande longitudinale.
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