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(57) ABSTRACT 

A semiconductor substrate having recesses filled with het­
eroepitaxial silicon-containing material with different por­
tions having different impurity concentrations. Strained lay­
ers can fill recessed source/ drain regions in a graded, bottom­
up fashion. Layers can also line recess sidewalls with one 
concentration of strain-inducing impurity and fill the remain­
der to the recess with a lower concentration of the impurity. In 
the latter case, the sidewall liner can be tapered. 
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STRESSOR FOR ENGINEERED STRAIN ON 
CHANNEL 

FIELD OF THE INVENTION 

[0001] This invention relates generally to the deposition of 
silicon-containing materials in semiconductor processing, 
and relates more specifically to epitaxial deposition of sili­
con-containing materials in recessed source and drain regions 
of semiconductor substrates. 

BACKGROUND OF THE INVENTION 

[0002] In forming integrated circuits, epitaxial layers are 
often desired in selected locations, such as active area mesas 
among field isolation regions, or even more particularly over 
defined source and drain regions. While non-epitaxial mate­
rial, which can be amorphous or polycrystalline, can be selec­
tively removed from over the field isolation regions after 
deposition, it is typically considered more efficient to simul­
taneously provide chemical vapor deposition ("CVD") and 
etching chemicals, and to tune conditions to result in zero net 
deposition over insulating regions and net epitaxial deposi­
tion over exposed semiconductor windows. This process, 
known as selective epitaxial CVD, takes advantage of slow 
nucleation of typical semiconductor deposition processes on 
insulators like silicon oxide or silicon nitride. Such selective 
epitaxial CVD also takes advantage of the naturally greater 
susceptibility of amorphous and polycrystalline materials to 
etchants, as compared to the susceptibility of epitaxial layers. 
[0003] Examples of the many situations in which selective 
epitaxial formation of semiconductor layers is desirable 
include a number of schemes for producing strain. The elec­
trical properties of semiconductor materials, such as silicon, 
carbon-doped silicon, germanium, and silicon germanium 
alloys, are influenced by the degree to which the materials are 
strained. For example, semiconductor materials can exhibit 
enhanced electron mobility under tensile strain, which is 
particularly desirable for NMOS devices; and enhanced hole 
mobility under compressive strain, which is particularly 
desirable for PMOS devices. Methods of enhancing the per­
formance of semiconductor materials are of considerable 
interest and have potential applications in a variety of semi­
conductor processing applications. Semiconductor process­
ing is typically used in the fabrication of integrated circuits, 
which entails particularly stringent quality demands, as well 
as in a variety of other fields. For example, semiconductor 
processing techniques are also used in the fabrication of flat 
panel displays using a wide variety of technologies, as well as 
in the fabrication of microelectromechanical systems 
("MEMS"). 
[0004] A number of approaches for inducing strain in sili­
con- and germanium-containing materials have focused on 
exploiting the differences in the lattice constants between 
various crystalline materials. For example, the lattice con­
stant for crystalline germanium is 5 .65 A, the lattice constant 
for crystalline silicon is 5 .431 A, and the lattice constant for 
diamond carbon is 3.567 A. Heteroepitaxy involves deposit­
ing thin layers of a particular crystalline material onto a 
different crystalline material in such a way that the deposited 
layer adopts the lattice constant of the underlying crystal 
material. For example, using this approach, strained silicon 
germanium layers can be formed by heteroepitaxial deposi­
tion onto single crystal silicon substrates. Because the ger­
manium atoms are slightly larger than the silicon atoms and 
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the deposited heteroepitaxial silicon germanium is con­
strained to the smaller lattice constant of the silicon beneath 
it, the silicon germanium is compressively strained to a 
degree that varies as a function of the germanium content. 
Typically, the band gap for the silicon germanium layer 
decreases monotonically from 1.12 eV for pure silicon to 0.67 
eV for pure germanium as the germanium content in the 
silicon germanium increases. In another approach, tensile 
strain is formed in a thin single crystalline silicon layer by 
heteroepitaxially depositing the silicon layer onto a relaxed 
silicon germanium layer. In this example, the heteroepitaxi­
ally deposited silicon is strained because its lattice constant is 
constrained to the larger lattice constant of the relaxed silicon 
germanium beneath it. A tensile strained channel typically 
exhibits increased electron mobility, and a compressively 
strained channel exhibits increased hole mobility. 

[0005] In these examples, strain is introduced into single 
crystalline silicon-containing materials by replacing silicon 
atoms with other atoms in the lattice structure. This technique 
is typically referred to as substitutional doping. For example, 
substitution of germanium atoms for some of the silicon 
atoms in the lattice structure of single crystalline silicon pro­
duces a compressive strain in the resulting substitutionally 
doped single crystalline silicon material because the germa­
nium atoms are larger than the silicon atoms that they replace. 
It is possible to introduce a tensile strain into single crystalline 
silicon by substitutional doping with carbon because carbon 
atoms are smaller than the silicon atoms that they replace. 
Additional details are provided in "Substitutional Carbon 
Incorporation and Electronic Characterization of Si 1_YC)Si 
and Si l-x-yGexC)Si Heterojunctions" by Judy L. Hoyt, Chap­
ter 3 in "Silicon-Germanium Carbon Alloy", Taylor and Fran­
cis, pp. 59-89 (New York 2002), referred to herein as "the 
Hoyt article." However, non-substitutional impurities will not 
induce strain. 

[0006] Similarly, electrical dopants should also be substi­
tutionally incorporated into epitaxial layers in order to be 
electrically active. Either the dopants are incorporated as 
deposited or the substrate should be annealed to achieve the 
desired level of substitutionality and dopant activation. In situ 
doping of either impurities for tailored lattice constant or 
electrical dopants is often preferred over ex situ doping fol­
lowed by annealing to incorporate the dopant into the lattice 
structure because the annealing consumes thermal budget. 
However, in practice in situ substitutional doping is compli­
cated by the tendency for the dopant to incorporate non­
substitutionally during deposition, for example, by incorpo­
rating interstitially in domains or clusters within the silicon 
rather than by substituting for silicon atoms in the lattice 
structure. Non-substitutional doping complicates, for 
example, carbon doping of silicon, carbon doping of silicon 
germanium, and doping of semiconductors with electrically 
active dopants. As illustrated in FIG. 3.10 at page 73 of the 
Hoyt article, prior deposition methods have been used to 
make crystalline silicon having an in situ doped substitutional 
carbon content of up to 2.3 atomic %, which corresponds to a 
lattice spacing of over 5 .4 A and a tensile stress of less than 
1.0 GPa. 

[0007] Source and drain recesses can be filled with a sili­
con-containing alloy as a "stressor" to exert a compressive or 
tensile strain on the silicon channel between the source and 
drain. For example, strained epitaxial silicon germanium 
("Si Ge") in source and drain recesses can exert a compressive 
strain on the silicon channel and enhance hole mobility. Simi-
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larly, a carbon-doped silicon ("Si:C") epitaxial alloy under a 
tensile strain in source/drain recesses can introduce a tensile 
strain on the channel and enhance electron mobility. In gen­
eral, the strain on the channel is related to the concentration of 
the impurity, such as C or Ge. In other words, the higher the 
Ge or C content, the higher the strain produced. 

SUMMARY OF THE INVENTION 

[0008] In accordance with an aspect of the invention, a 
method is provided for selectively forming semiconductor 
material. A substrate is provided within a chemical vapor 
deposition chamber. The substrate includes insulating sur­
faces and single-crystal semiconductor surfaces. The single­
crystal semiconductor surfaces include a recess. Semicon­
ductor stressors are selectively formed in the recess. The 
semiconductor stressor is graded such that an upper portion of 
the semiconductor stressor within the recess has a higher 
amount of strain than lower portions and the upper portion 
extends to sidewalls of the recesses. 

[0009] In accordance with another aspect of the invention, 
a method is provided for selectively forming heteroepitaxial 
semiconductor material. Semiconductor material is deposited 
over the bottom and sidewall surfaces of a recessed single­
crystal semiconductor region of a substrate. Portions of the 
semiconductor material are selectively removed from the 
sidewall surfaces of the recessed region while leaving a het­
eroepitaxial layer of the semiconductor material over the 
bottom surfaces. Depositing and selectively removing are 
repeated, wherein a subsequently deposited heteroepitaxial 
layer of the semiconductor material contains a different con­
centration of a strain-inducing impurity compared to a previ­
ously deposited heteroepitaxial layer of the semiconductor 
material. 

[0010] In accordance with another aspect of the invention, 
a method is provided for forming semiconductor material in a 
recess. A substrate with insulating regions and the recess 
formed therein is provided. A liner layer of heteroepitaxial 
silicon-containing material is deposited in the recess. The 
liner layer includes a strain-inducing impurity and partially 
fills the recess. The recess is filled with a filler including 
silicon-containing material having a lower concentration of 
the impurity than the liner layer by depositing the filler over 
the liner layer. 

[0011] In accordance with another aspect of the invention, 
a semiconductor device is provided, including a recess in the 
substrate, a heteroepitaxial liner, a filler, and a transistor chan­
nel adjacent the recess. The heteroepitaxial silicon-contain­
ing liner covers substantially all single-crystal sidewall sur­
faces of the recess. The liner includes an impurity that alters 
a lattice constant. The filler is formed over the liner and fills 
the recesses. The filler includes a silicon-containing material 
having a lower concentration of the impurity than the liner 
over which the filler is formed. 

[0012] In accordance with yet another aspect of the inven­
tion, a semiconductor substrate is provided, comprising a 
recess, and a transistor channel adjacent the recess. The recess 
is filled with a heteroepitaxial stressor material. An upper 
portion of the stressor material within the recess has a first 
impurity concentration and a lower portion of the stressor 
material within the recess has a second impurity concentra­
tion. The first impurity concentration is higher than the sec-
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ond impurity concentration and the upper portion extends to 
contact sidewalls of the recess. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0013] Exemplary embodiments of the methods and sys­
tems disclosed herein are illustrated in the accompanying 
drawings, which are for illustrative purposes only. The draw­
ings include the following figures, in which like numerals 
indicate like parts. 
[0014] FIG. 1 is a flowchart illustrating a process for selec­
tively forming strained epitaxial semiconductor layers in a 
bottom-up fashion in recessed source/drain regions of a sub­
strate. 
[0015] FIG. 2 is a schematic cross-sectional illustration of a 
partially formed semiconductor structure including recessed 
source/drain regions formed in a semiconductor substrate. 
[0016] FIG. 3 is a schematic cross-sectional illustration of 
the partially formed semiconductor structure of FIG. 2 after 
performing a blanket deposition of a carbon-doped silicon 
film including epitaxial deposition on bottoms of the recessed 
source/drain regions. 
[0017] FIG. 4 is a schematic cross-sectional illustration of 
the partially formed semiconductor structure of FIG. 3 after 
performing a selective chemical vapor etch process to remove 
carbon-doped silicon from insulator and recessed sidewall 
regions. 
[0018] FIGS. SA-SD are schematic cross-sectional illustra­
tions of the partially formed semiconductor structure of FIG. 
4 after performing further cycles of blanket deposition and 
selective etch, depositing layers of increasing strain in a bot­
tom-up fashion. 
[0019] FIG. 6 is a flow chart illustrating a process for form­
ing a strained liner layer in recessed source/drain regions of a 
substrate. 
[0020] FIGS. 7-8 are schematic cross-sectional illustra­
tions of the partially formed semiconductor structure of FIG. 
2 after forming a liner layer comprising a silicon-containing 
film in recessed regions of a mixed substrate surface and 
filling the recessed regions with a filler, in accordance with 
another embodiment. 
[0021] FIG. 9 is a flow chart illustrating a process for form­
ing a faceted strained liner layer in recessed source/drain 
regions of a substrate. 
[0022] FIGS. 10-11 are schematic cross-sectional illustra­
tions of the partially formed semiconductor structure of FIG. 
6 after annealing the liner layer and filling the recessed 
regions with a filler, in accordance with another embodiment. 
[0023] FIG. 12 is a micrograph showing an annealed SiGe 
liner layer. 

DETAILED DESCRIPTION OF THE INVENTION 

[0024] The term "impurity" is used herein to refer to addi­
tives, such as germanium or carbon, that alter the semicon­
ductor lattice constant relative to silicon alone; the resultant 
semiconductor compound is often referred to as an alloy, or 
simply as a heteroepitaxial layer. "Dopants" can refer to 
either impurities or electrical dopants, such as phosphorous, 
arsenic, boron, or the like. The term "silicon-containing mate­
rial" and similar terms are used herein to refer to a broad 
variety of silicon-containing materials, including without 
limitation, silicon (including crystalline silicon), carbon­
doped silicon ("Si:C"), silicon germanium ("Si Ge"), and car­
bon-doped silicon germanium ("SiGe:C"). As used herein, 
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"carbon-doped silicon", "Si:C", "silicon germanium", 
"SiGe," "carbon-doped silicon germanium", "SiGe:C" and 
similar terms refer to materials that contain the indicated 
chemical elements in various proportions and, optionally, 
minor amounts of other elements. For example, "silicon ger­
manium" is a material that comprises silicon, germanium 
and, optionally, other elements, for example, dopants such as 
carbon and electrically active dopants. Shorthand terms such 
as "Si:C" and "SiGe:C" are not stoichiometric chemical for­
mulas per se and thus are not limited to materials that contain 
particular ratios of the indicated elements. Furthermore, 
terms such as Si:C and SiGe:C are not intended to exclude the 
presence of other dopants, such that a phosphorous and car­
bon-doped silicon material is included within the term Si:C 
and the term Si:C:P. The percentage of a dopant, such as 
carbon or germanium, in a silicon-containing film is 
expressed herein in atomic percent on a whole film or sub­
film basis, unless otherwise stated. It will be understood that 
the concentration of impurity dopants, such as carbon or 
germanium, but excluding other elements, such as electrical 
dopants, in a silicon-containing film, as described herein, is at 
least about 0.3 atomic%. The skilled artisan will understand, 
however, that electrical dopants can induce strain in layers 
and thus may also be included in such layers. 

[0025] It is possible to determine the amount of impurity, 
such as germanium or carbon, substitutionally doped into a 
silicon-containing material, for example, by measuring the 
perpendicular lattice spacing of the doped silicon-containing 
material by x-ray diffraction, then applying Vegard's Law by 
performing a linear interpolation between single crystal sili­
con and single crystal germanium for Si Ge alloys or applying 
the Kelires/Berti relation for carbon within Si:C alloys. Addi­
tional details on this technique are provided in the Hoyt 
article. Secondary ion mass spectrometry ("SIMS") can be 
used to determine the total impurity content in the doped 
silicon. It is possible to determine the non-substitutional or 
interstitial impurity content by subtracting the substitutional 
impurity content from the total impurity content. The amount 
of other elements substitutionally doped into other silicon­
containing materials can be determined in a similar manner. 
[0026] "Substrate," as that term is used herein, refers either 
to the workpiece upon which deposition is desired, or the 
surface exposed to one or more deposition gases. For 
example, in certain embodiments, the substrate is a single 
crystal silicon wafer, a semiconductor-on-insulator ("SOI") 
substrate, or an epitaxial silicon surface, a silicon germanium 
surface, or a III-V material deposited upon a wafer. Work­
pieces are not limited to wafers, but also include glass, plastic, 
or other substrates employed in semiconductor processing. In 
the illustrated embodiments, the substrate has been patterned 
to have two or more different types of surfaces. In certain 
embodiments, silicon-containing layers are selectively 
formed over single crystal semiconductor materials while 
minimizing, and more preferably avoiding, deposition over 
adjacent dielectrics or insulators. In other embodiments, 
deposition occurs epitaxially over single-crystal semiconduc­
tor surfaces while depositing amorphous or polycrystalline 
material over adjacent insulators. Examples of dielectric or 
insulator materials include silicon dioxide, including low 
dielectric constant forms, such as carbon-doped and fluorine­
doped oxides of silicon, silicon nitride, metal oxide and metal 
silicate. 
[0027] The terms "epitaxial," "epitaxially," "heteroepi­
taxial," "heteroepitaxially" and similar terms are used herein 
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to refer to the deposition of a crystalline silicon-containing 
material onto a crystalline substrate in such a way that the 
deposited layer adopts or follows the lattice constant of the 
underlying layer or substrate. Epitaxial deposition is het­
eroepitaxial when the composition of the deposited layer is 
different from that of the underlying layer or substrate. Epi­
taxial deposition is homoepitaxial when the composition of 
the deposited layer is the same as that of the underlying layer 
or substrate. 
[0028] In certain applications, a patterned substrate has a 
first surface having a first surface morphology and a second 
surface having a second surface morphology. Even if surfaces 
are made from the same elements, the surfaces are considered 
different if the morphologies or crystallinity of the surfaces 
are different. Amorphous and crystalline are examples of 
different morphologies. Polycrystalline morphology is a 
crystalline structure that consists of a disorderly arrangement 
of orderly crystals and thus has an intermediate degree of 
order. The atoms in a polycrystalline material are ordered 
within each of the crystals, but the crystals themselves lack 
long range order with respect to one another. Single crystal 
morphology is a crystalline structure that has a high degree of 
long range order. Epitaxial films are characterized by an 
in-plane crystal structure and orientation that is identical to 
the substrate upon which they are grown, typically single 
crystal. The atoms in these materials are arranged in a lattice­
like structure that persists over relatively long distances on an 
atomic scale. Amorphous morphology is a non-crystalline 
structure having a low degree of order because the atoms lack 
a definite periodic arrangement. Other morphologies include 
microcrystalline and mixtures of amorphous and crystalline 
material. "Non-epitaxial" thus encompasses amorphous, 
polycrystalline, microcrystalline and mixtures of the same. 
As used herein, "single-crystal" or "epitaxial" are used to 
describe a predominantly large crystal structure having a 
tolerable number of faults therein, as is commonly employed 
for transistor fabrication. The crystallinity of a layer generally 
falls along a continuum from amorphous to polycrystalline to 
single-crystal; a crystal structure is often considered single­
crystal or epitaxial despite low density faults. Specific 
examples of mixed substrates having more than two different 
types of surfaces, whether due to different morphologies and/ 
or different materials, include without limitation: single crys­
tal/polycrystalline, single crystal/amorphous, epitaxial/poly­
crystalline, epitaxial/amorphous, single crystal/dielectric, 
epitaxial/dielectric, conductor/dielectric, and semiconductor/ 
dielectric. Methods described herein for depositing silicon­
containing films onto mixed substrates having two types of 
surfaces are also applicable to mixed substrates having three 
or more different types of surfaces. 

[0029] When grown into recessed source/drain areas to 
thicknesses below its critical thickness, tensile strained sili­
con-containing material induces uniaxial tensile strain into 
the silicon channel adjacent to the recessed source/drain 
areas. Such tensile strained materials include, without limi­
tation, carbon-doped silicon films (Si:C films) and carbon­
doped silicon germanium films (SiGe:C films) in which the 
germanium concentration is less than about 8-1 Ox the carbon 
concentration), causing enhanced electron mobility, which is 
particularly beneficial for NMOS devices. This eliminates the 
need to provide a relaxed silicon germanium buffer layer to 
support the strained silicon layer. In such applications, elec­
trically active dopants are incorporated by in situ doping, 
using dopant sources or dopant precursors. Typical n-type 
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dopant sources include arsenic vapor and dopant, hydrides, 
such as phosphine and arsine. Silylphosphines, for example 
(H3 Si)3 _xPRx, and silylarsines, for example, (H3 Si)3 _~sRx, 
where x=0, 1 or 2 and Rx =Hand/or deuterium (D), are alter­
native precursors for phosphorous and arsenic dopants. Phos­
phorous and arsenic are particularly useful for doping source 
and drain areas of NM OS devices. SbH3 and trimethylindium 
are alternative sources of antimony and indium, respectively. 
Such dopant precursors are useful for the preparation of films 
as described below, preferably phosphorous-, antimony-, 
indium-, and arsenic-doped silicon, Si:C, and SiGe:C films 
and alloys. 

[0030] When grown into recessed source/drain areas to 
thicknesses below the critical thickness, compressively 
strained silicon-containing material induces uniaxial com­
pressive strain in the silicon channel adjacent to the recessed 
source/drain areas, causing enhanced hole mobility, which is 
particularly beneficial for PMOS devices. Such compres­
sively strained materials include, without limitation, silicon 
germanium films ("SiGe films") and carbon-doped silicon 
germanium films ("SiGe:C films") in which the germanium 
concentration is greater than about 8-1 Ox the carbon concen­
tration. In such applications, electrically active dopants are 
incorporated by in situ doping, using dopant sources or 
dopant precursors. Typical p-type dopant precursors include 
diborane (B2H6 ) and boron trichloride (BC13 ) for boron dop­
ing. Other p-type dopants for Si include Al, Ga, In, and any 
metal to the left of Si in the Mendeleiev table of elements. 
Such dopant precursors are useful for the preparation of films 
as described below, preferably boron-doped silicon, SiGe, 
and SiGe:C films and alloys. 

[0031] There are limits on the thickness of the layerofSiGe 
or Si:C that can be grown in recessed source and regions 
without excessive dislocations. The thickness of the layer that 
can be grown is generally inversely proportional to the impu­
rity content. Currently, SiGe alloys of uniform composition 
and thicknesses in the range of about 10-50 nm can be depos­
ited with acceptable dislocation amounts for SiGe with less 
than about 40 atomic % Ge and Si:C with less than about 3 
atomic % C. Beyond these limits, the allowable thickness of 
the layer and growth rates decrease dramatically as the pro­
cess temperature is decreased in order to inhibit dislocation 
nucleation. For example, typically, only a few monolayers of 
pure Ge can be grown on silicon without dislocation. Beyond 
the critical thickness, a significant amount of dislocation, 
which is detrimental to the performance of the device, is 
produced in the layer. High overall impurity content can 
cause dislocations. In the preferred embodiments described 
herein, overall impurity content in a stressor is reduced while 
still maximizing the effects of strain by localizing it at the 
sidewalls of recesses adjacent the transistor channel. 
[0032] Techniques have now been developed for forming a 
strained film comprising a silicon-containing material, such 
as Si:C, SiGe, and SiGe:C, in exposed semiconductor win­
dows. In the illustrated embodiments, the strained films are 
deposited into recessed source/drain regions to exert stress on 
an adjacent channel region, and are therefore also referred to 
as "stressors." According to preferred embodiments, strained 
heteroepitaxial semiconductor material is deposited in 
recessed source/drain regions to increase the strain induced 
on an adjacent transistor channel region relative to the overall 
stress induced in the substrate. Because the stressors have 
different compositions at different regions within the 
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recesses, the stressors are graded, but grading can be either 
continuous or stepwise in two or more discrete layers. 
[0033] Graded Stressor with Maximum Strain at Surface 
Extending to Recess Sidewall 
[0034] FIGS. 1-SD illustrate an embodiment in which the 
deposition of the heteroepitaxial stressor material is con­
ducted in a bottom-up fashion and graded such that the high­
est strain is at the top surface and extends to the sidewall of the 
recess. For example, it is possible to accomplish such forma­
tion by (a) blanket depositing a Si:C film into a recess, and (b) 
selectively etching the semiconductor material from side­
walls of the recesses, leaving a heteroepitaxial layer at the 
bottom of the recess. Step (b) can simultaneously etch non­
epitaxial semiconductor material over insulators. Steps (a) 
and (b) are optionally repeated cyclically with different impu­
rity levels and thus different levels of strain until a target 
epitaxial film thickness over the recessed source/drain 
regions is achieved. In alternative embodiments, other depo­
sition techniques can be used to form a vertically graded 
silicon-containing material in recesses of a substrate. 
[0035] It is possible to form recessed source/drain regions 
by dry etching with subsequent HF cleaning and in situ 
anneal. In embodiments wherein a dry etch is used, deposi­
tion of a selectively grown, thin (between approximately 1 nm 
and approximately 3 nm) silicon seed layer helps reduce etch 
damage. A seed layer also helps to cover damage caused by 
prior dopant implantation processes. In an example embodi­
ment, such a seed layer might be selectively deposited using 
simultaneous provision ofHCl and dichlorosilane at a depo­
sition temperature between about 700° C. and about 800° C. 
[0036] In accordance with certain embodiments, a cyclical 
blanket deposition and etch process is illustrated in the flow­
chart provided in FIG. 1, and in the schematic illustrations of 
the partially formed semiconductor structures illustrated in 
FIG. 2 through FIG. SE. While discussed below in the context 
of an embodiment for tensile strained Si:C deposition by a 
particular cyclical process, it will be appreciated that bottom­
up, graded filling of recesses, as described herein, can be used 
in the formation of epitaxial films for other strained materials 
formed in a bottom-up fashion by other techniques. The Si:C 
embodiment preferably includes between about 0.1 atomic% 
and 4 atomic %, and preferably in the range of between about 
1 atomic % and 3 atomic % substitutional carbon and is 
graded to have the highest strain near the substrate surface. 
The skilled artisan will understand that the preferred cyclical 
process can selectively form Si:C with higher carbon concen­
trations for a given film quality than possible with simulta­
neous etchant and precursor flow for conventional selective 
deposition, and also allows the portion of the stressorwith the 
highest strain at the top of the recess to extend to the recess 
wall adjacent the channel. It will be understood that, in some 
implementations, the recess wall might be defined by an 
epitaxial layer deposited to line the recess after the recess is 
etched. The techniques described herein can be used for depo­
sition of other epitaxial films, such as SiGe and SiGe:C, in 
recessed source/drain regions. 
[0037] In particular, FIG. 1 illustrates that a substrate hav­
ing recessed source/ drain regions is placed in a process cham­
ber in operational block 10. As indicated by operational block 
20, a semiconductor alloy layer is conformally deposited over 
the substrate. In one embodiment, this conformal deposition 
is a blanket deposition that leaves amorphous or polycrystal­
line material over any insulator regions of the substrate and 
epitaxial deposition over the bottom and sidewalls of the 
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source/drain regions. After the conformal deposition, any 
regions of amorphous or polycrystalline material and the 
sidewall epitaxial material are selectively etched, as indicated 
by operational block 30. After the selective etch, it is deter­
mined whether the target thickness of epitaxial film in the 
recessed source/drain regions is achieved, as shown by opera­
tional block 40. If the target thickness has been achieved, the 
process is ended, as shown in operational block 45. If the 
target thickness has not been achieved, the process continues 
cyclically by incrementing or increasing the strain-inducing 
impurity concentration, such as carbon, as indicated at opera­
tional block 50. This increased concentration is used for the 
next conformal deposition of the semiconductor alloy layer, 
which is indicated by operational block 20. The next confor­
mal deposition with the increased impurity concentration is 
followed by selective etch of any amorphous or polycrystal­
line and sidewall epitaxial material, as shown in operational 
block 30. After this deposition and etch process, the epitaxial 
film in the recessed source/drain thickness is evaluated to 
determine whether the target thickness has been achieved, as 
shown in operational block 40. This cyclical process is 
repeated until the target thickness is achieved. At least two 
cycles 20-50 are conducted in order to achieve a graded 
stressor. 

[0038] FIG. 2 provides a schematic illustration of an exem­
plary substrate that includes a patterned insulator 110 formed 
in a semiconductor substrate 100, such as a silicon wafer. The 
illustrated insulator 110, in the form of oxide-filled shallow 
trench isolation (STI), defines field isolation regions 112 and 
is adjacent recessed source/drain regions 114 shown on either 
side of a gate electrode 115 structure. Note that the gate 
electrode 115 overlies a channel region 117 of the substrate. 
Together, the channel 117, source and drain regions 114 
define a transistor active area, which is typically surrounded 
by field isolation 112 to prevent cross-talk with adjacent 
devices. In other arrangements, multiple transistors can be 
surrounded by field isolation. In one case, the top of the gate 
structure 115, can be capped with a dielectric material. This 
surface then behaves similarly to the field regions 110 with 
respect to the deposition thereover, and the deposition over 
the top of the gate will have the similar crystallinity as the 
deposition over the field region. In the case that the gate 115 
is not capped with a dielectric material, the surface of the gate 
will grow polycrystalline material which then can be removed 
through in-situ etching of polycrystalline material, but a dif­
ferent set of conditions, such as pressure, gas flow, etc., might 
apply, for ensuring removal of material from the field 110. 

[0039] An embodiment that involves the specific example 
of carbon-doped silicon (Si:C) for NMOS applications is 
described below. As illustrated schematically in FIG. 3, a 
blanket Si:C layer 120, 125, 130 is deposited over the mixed 
substrate, preferably using trisilane as a silicon precursor, and 
also flowing a carbon precursor. This results in predominantly 
amorphous or polycrystalline or non-epitaxial deposition 120 
of Si:C over field isolation regions 112, and lower epitaxial 
deposition 125 and sidewall epitaxial deposition 130 of Si:C 
lining the recessed source/drain regions 114. Note that "blan­
ket deposition" means that net deposition results over both the 
amorphous insulator 110 and the single crystal source/drain 
regions 114 in the deposition phase. While lack of etchants or 
halides is preferred in the blanket deposition process, in 
which case the deposition can also be considered "non-selec­
tive," some amount of an etchant might be desirable to tune 
the ratio of deposited thickness over the various regions. In 
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case such small amounts of etchant are desirable, the deposi­
tion process may be partially selective but nevertheless blan­
ket, since each deposition phase will have net deposition over 
both the insulator 110 and single crystal region 114. 

[0040] According to an embodiment, the regions of amor­
phous or polycrystalline deposition 120 and the sidewall epi­
taxial deposition 130 are then selectively etched, thus result­
ing in the structure that is schematically illustrated in FIG. 4. 
In another embodiment, the deposition on the sidewall region 
could be polycrystalline or amorphous material. While some 
epitaxially deposited Si:C is removed from the lower epi­
taxial layer 125 in the recessed source/drain regions 114 
during the selective etch, at least some of the lower epitaxial 
layer 125 remains. The sidewall epitaxial layer 130 grows 
over a different crystallographic plane and is also more defec­
tive than the lower epitaxial layer 125 due to a growth rate 
differential on the two surfaces. The skilled artisan will appre­
ciate that the lattice spacing in the vertical sidewall epitaxial 
layer 130 is smaller than that in the lower epitaxial layer 125, 
which results in the growth rate differential on the two sur­
faces. Accordingly, the sidewall epitaxial layer 130 is more 
readily removed, along with the non-epitaxial material 120. 
Thus, each cycle of the process can be tuned to achieve largely 
bottom-up filling of the recesses 114. As will be appreciated 
from the discussion of FIG. 1, each cycle includes blanket 
conformal deposition 20 and selective etching 30 from the 
recess sidewalls. 

[0041] As discussed in more detail below, in exemplary 
embodiments, the vapor etch chemistry preferably comprises 
a halide, such as fluorine-, bromine- or chlorine-containing 
vapor compounds, and particularly a chlorine source, such as 
HCl or Cl2 . In some embodiments, the etch chemistry also 
contains a germanium source, such as a germane like a 
monogermane (GeH4), GeC14 , metallorganic Ge precursors, 
or solid source Ge. The skilled artisan will appreciate that the 
same etch chemistries are also suitable for SiGe and SiGe:C 
films. 

[0042] After the selective etch process described above 
with respect to FIG. 4, a second blanket Si:C layer 122, 132, 
135 is then deposited over the mixed substrate, as shown in 
FIG. SA. This second blanket Si:C layer 122, 132, 135 con­
tains a higher carbon concentration than the first blanket Si:C 
layer 120-130, as shown in FIG. 3. According to an embodi­
ment, the carbon concentration of the first blanket Si:C layer 
120, 125, 130 is between about 1 atomic% and 1.5 atomic%, 
and the carbon concentration of the second blanket Si:C layer 
122, 132, 135 is greater than about 1.5 atomic%, and prefer­
ably in a range of about 1.5 atomic % to 4 atomic %. In an 
alternative embodiment for growth ofSiGe films, the germa­
nium concentration of a first blanket Si Ge layer 120, 125, 130 
is in a range of 10 atomic % to 20 atomic %, and preferably 
about 15 atomic%; the germanium concentration of the sec­
ond blanket SiGe layer 122, 132, 135 is in a range of 20 
atomic % to 100 atomic %, and preferably in a range of about 
30 atomic% to 60 atomic%. As shown in FIG. SA, the second 
blanket Si:C layer 122,132,135 includes amorphous orpoly­
silicon portions 122, the sidewall epitaxial portions 132 and 
the recess bottom surface portions 135. This second layer of 
Si:C 122, 132, 135 is then selectively etched to remove the 
non-epitaxial portions of the Si:C over the amorphous insu­
lators 110 in the oxide regions 112 as well as the sidewall 
epitaxial layer 132, as shown in FIG. 5B. In another embodi­
ment, the sidewall deposition is amorphous or polycrystal-

Page 16 of 22



US 2009/0075029 Al 

line. In any event, the sidewall layer is more readily removed 
than the bottom epitaxial material for this embodiment. 

[0043] This cyclical process, including blanket deposition 
of a Si:C layer having a progressively higher carbon concen­
tration followed by a selective etch process, is repeated until 
a target thickness of epitaxial Si:C film thickness is achieved 
over the recessed source/drain regions 114, as indicated by 
decisional block 40 shown in FIG. 1. This cyclical process is 
also schematically illustrated in FIG. SA, which illustrates 
deposition of a second cycle of blanket Si:C layer 122, 132, 
135, and in FIG. 5B, which shows etching of a second cycle 
of the amorphous or polycrystalline Si:C layer 122 and side­
wall epitaxial layer 132, to leave bottom-covering epitaxial 
Si:C with increased thickness. The bottom-covering epitaxial 
Si:C with increased thickness includes discrete graded layers 
125, 135 in recessed source/drain regions 114. FIG. SC illus­
trates the result of a further cycle to leave epitaxial-filled 
source/drain regions 114, where the top layer 145 of the 
discrete selective graded epitaxial layers is roughly coplanar 
with the field oxide 110. Although illustrated as one further 
cycle, the skilled artisan will appreciate that additional cycles 
may be performed to fill the recessed source/drain regions 
114. 
[0044] While FIG. SC shows three discrete graded layers, 
the skilled artisan will appreciate that, in other embodiments, 
there may be greater or fewer numbers of discrete graded 
layers to achieve an epitaxial-filled source/drain region hav­
ing a top surface that is roughly coplanar with the field oxide. 
It will be understood that, in another embodiment, the dis­
crete graded epitaxial layers 125, 135, 145 may be selectively 
deposited as elevated source/drain regions 114. As shown in 
FIG. SC, each deposited layer covers at least a portion of the 
sidewall surfaces of the recessed regions 114. According to an 
alternative embodiment, the layers 125, 135, 145, etc. may 
form a continuously graded layer, with each subsequently 
deposited layer having a progressively higher carbon concen­
tration. For example, each layer may be graded as deposited 
and/or subsequent thermal treatments may smooth out the 
grading by diffusion. Whether the graded layer is continuous 
or stepwise, the highest strain within the recessed regions 14 
is at the top of the recess (approximately planar with the 
surface of the wafer), and each of the graded epitaxial layers 
125, 135, 145, etc. extends to the recess sidewalls adjacent the 
channel. Thus, even at the sidewall, the grading is predomi­
nantly vertical rather than horizontal extending away from the 
sidewall. AS noted above, in some arrangements, the recess 
sidewall is defined by the etch process with optional recess 
clean-up or thermal smoothing step. In other arrangements, 
the recess sidewall is defined by a lining layer, such as a thin 
epitaxial layer. Each deposited layer of the graded structure 
can have a thickness of about 1 nm to 100 nm. According to 
another embodiment, each deposited layer has a thickness of 
about 3 nm to 50 nm. According to yet another embodiment, 
each deposited layer has a thickness of about 3-5 nm. In some 
embodiments, each of the graded epitaxial layers has the 
same thickness. In other embodiments, the graded epitaxial 
layers have different relative thicknesses. 

[0045] The selective formation process may further include 
additional cycles of blanket deposition and selective etch 
back to remove deposited material from dielectric regions to 
form an optional capping layer 150, as shown in FIG. SD. The 
capping layer 150 can be with or without impurities or elec­
trical dopants. For example, the portion of the elevated 
source/drain regions 114 that is above the original substrate 
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surface and above the channel 117 between the source/drain 
regions 114, can be carbon-free, because this portion does not 
contribute to the strain on the channel 117 as it is above the 
level of the channel 117. Thus, the optional capping layer 150 
can be formed of Si, Si Ge, SiGe:C, or Si:C, and can serve to 
provide extra Si for contact silicidation. In one embodiment, 
the layers 125, 135, 145 can be formed of Si:C while the 
capping layer 150 is formed of Si, SiGe, SiGe:C, or Si:C. In 
another embodiment, the layers 125, 135, 145 can be formed 
of Si Ge while the capping layer 150 is formed of Si, SiGe, 
SiGe:C, or Si:C. In an exemplary embodiment, the deposited 
graded Si:C layers optionally include an electrically active 
dopant, particularly one suitable for NMOS devices, such as 
phosphorous or arsenic. 

[0046] In one embodiment, to aid in maintaining high con­
centrations of substitutional carbon and electrically active 
dopants, while at the same time minimizing temperature 
ramp/stabilization times, the substrate temperature, at least 
during the etch phases 30 of FIG. 1, is preferably kept low, for 
example, in a range betweenabout350° C. and 700° C. Using 
a low temperature for the etch also reduces the likelihood that 
electrically active dopant atoms are deactivated during the 
etch. For example, etching with Cl2 gas advantageously 
allows the etch temperature to be reduced, thus helping to 
maintain the substitutional carbon and electrically active 
dopants. Low temperatures for the etch phase enables roughly 
matching deposition phase temperatures while taking advan­
tage of the high dopant incorporation achieved at low tem­
peratures. Etch rates can be enhanced to allow these lower 
temperatures without sacrificing throughput by including a 
germanium source, such as, for example, GeH4 , GeC14 , met­
allorganic Ge precursors, solid source Ge, during the etch 
phase, or by flash ramping the temperature during the etch 
phases to improve throughput. Isothermal processing, where 
the setpoint temperature remains relatively constant, for 
example, within ±10° C., throughout the cycles improves 
throughput and minimizes time for temperature ramping and 
stabilization. Similarly, both blanket deposition and etching 
process are preferably isobaric, with pressure setpoints 
within ±20 Torr of one another. Isothermal and/or isobaric 
conditions facilitate better throughput for avoiding ramp and 
stabilization times. 

[0047] As illustrated in FIG. 1, the two-stage process of 
performing a blanket deposition followed by a selective etch 
is optionally repeated cyclically until a target epitaxial film 
thickness filling the source/drain recesses is achieved. 
Example process parameters for stabilizing and one cycle are 
summarized in Table A below, which lists both exemplary 
operating points as well as preferred operating ranges in 
parentheses. As is evident from Table A, the process condi­
tions-such as chamber temperature, chamber pressure and 
carrier gas flow rates-are preferably substantially similar for 
the deposition and the etch phases, thereby allowing through­
put to be increased. Thus, the example below employs iso­
thermal and isobaric conditions for both phases of a cycle. 
Other parameters are used for subsequently deposited layers 
having different impurity concentrations. For example, the Si 
and C precursor flow may differ, or the chamber temperature 
may be adjusted to deposit layers having a higher impurity 
concentration. 
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TABLEA 

TABLE A 

process phase 

post-

stabilize deposit 

chamber purge of pre-bake 

temp and pre- process etchant 

atmosphere deposit Deposit gases stabilize 

time 5 15 5 5 

(sec) (2.5-7.5) (5-20) (2.5-7.5) (2.5-7.5) 

temp 550 550 550 550 550 

(" c.) (500-650) (500-650) (500-650) (500-650) (500-650) 

pressure 64 64 64 64 64 

(Torr) (50-200) (50-200) (50-200) (50-200) (50-200) 

H/He 2.0 2.0 2.0 2.0 2.0 

(slm) (0.5-20) (0.5-20) (0.5-20) (0.5-20) (0.5-20) 

Cl/HCl 200 

(seem) (5-1000) 

Si3H8 75 75 75 

(mg/min) (50-200) (50-200) (50-200) 

CH3SiH3 150 150 150 

(seem) (10-300) (10-300) (10-300) 

PH3 50 50 50 

(seem) (10-200) (10-200) (10-200) 

[0048] Table A provides exemplary process parameters for 
depositing epitaxial Si:C films in recessed source/drain 
regions, as discussed above with respect to FIGS. l-5D. 
Using the parameters provided in Table A, it is possible to 
achieve net growth rates that are preferably between about 4 
nm min-1 and about 11 nm min-1, and more preferably 
between about 8 nm min- 1 and about 11 nm mink, for epi­
taxial Si:C:P films that are selectively deposited in recessed 
source/drain regions. It is also possible to achieve thin Si:C:P 
films with substitutional carbon content up to 3.5% as deter­
mined by applying the Kelires/Berti relation, and with resis­
tivities between about 0.4 mQ cm and about 2.0 mQ cm. By 
manipulating the deposition conditions, it is possible to 
obtain other film properties. The skilled artisan will appreci­
ate that the deposition conditions are typically adjusted for 
deposition of subsequent layers. 

[0049] During the etch process disclosed herein, epitaxial 
Si:C is etched significantly slower than amorphous or poly­
crystalline Si:C in each etch phase with an etch selectivity in 
the range between about 10: 1 and 30: 1. Sidewall epitaxial 
material is also preferentially removed in the etch phases. In 
a preferred embodiment, the cyclical deposition and etch 
process conditions are tuned to reduce or eliminate net growth 
over the amorphous insulator 110 while achieving net growth 
in each cycle in the epitaxial recessed source/drain regions 
114, particularly on the bottom surfaces of the recesses 114. 
This cyclical process is distinguishable from conventional 
selective deposition processes in which deposition and etch­
ing reactions occur simultaneously. 

[0050] Tables B and C below give two examples of depo­
sition and etch durations and resultant thicknesses using a 
recipe similar to that of Table A. The recipes are differently 
tuned to modulate both deposition and etch rates by increas­
ing the partial pressure of the Si3H8 and optimizing etchant 
partial pressures. 

7 

flash- post-

bake bake 

temp cool and 

spike temp 

(optional) stabilize 

6.5 12.5 

(3.0-10) (10-15) 

temp 550 

spike (500-650) 

64 64 

(50-200) (50-200) 

2.0 2.0 

(0.5-20) (0.5-20) 

200 200 

(5-1000) (5-1000) 

Deposition Phase 

Growth rate [nm/min] 
Deposition time[s] 

Deposited a-thickness [nm] 

Deposited epi-thickness 
[nm] per deposition step 
a/epi growth rate ratio 
Purge (pre epi + post epi) [s] 

Final time/cycle[s] 122.8 
Final thk/cycle [nm] 8.96 
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TABLEB 

Etch Phase 

28 13 a-etch rate [nm/min] 
22 47.4 Minimum etch time[s] 

60 % overetch 
75.8 Effective etch time[s] 

10.27 16.43 Removed a thickness 
[nm] 

9.78 0.82 Removed c thickness 
[nm] per etch step 

1.05 20 In-situ etch selectivity 
25 25 Purge (pre epi + post epi) 

[s] 

Average growth rate [nm/min] 4.3 8 

Deposition Phase 

Growth rate [nm/min] 
Deposition time[s] 

Deposited a-thickness [nm] 

Deposited epi-thickness 
[nm] per deposition step 
a/epi growth rate ratio 
Purge (pre epi + post epi) [s] 

Final time/cycle[s] 61.3 
Final thk/cycle [nm] 9.977 

TABLEC 

80 25 
8 25.6 

30 
33.28 

10.67 13.87 

10.67 0.693 

20 
20 20 

Average growth rate [nm/min] 9.76 

Etch Phase 

Etch rate [nm/min] 
Minimum etch time[s] 
% overetch 
Effective etch time[s] 
Removed a thickness 
[nm] 
Removed c thickness 
[nm] per etch step 
In-situ etch selectivity 
Purge (pre epi + post 
epi) [s] 

[0051] As noted above, in alternative embodiments, instead 
of the cyclical blanket deposition/selective etching process 
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described above, other selective deposition techniques may 
be used to deposit graded stressors in the recesses in a bottom­
up fill manner. 
[0052] Retrograded Stressor with Maximum Strain Lining 
Recesses. 
[0053] FIG. 6 illustrates that a substrate having recesses is 
provided in operational block 300. As indicated by opera­
tional block 310 in FIG. 6, the single-crystal surfaces of the 
substrate's recesses are lined with a heteroepitaxial strained 
liner. After lining the recesses, the lined recesses are filled 
with a material having reduced strain compared to the 
strained liner, as indicated by operational block 320. 
[0054] FIGS. 7-8 illustrate an embodiment of the method of 
FIG. 6. FIG. 7 provides a schematic illustration of an exem­
plary substrate that includes a patterned insulator 210 formed 
in a semiconductor substrate 200, such as a silicon wafer. The 
illustrated insulator 210, in the form of oxide-filled STI, 
defines field isolation regions 212 and is adjacent the recessed 
source/drain regions 214 shown on either side of a gate elec­
trode 215 structure, which overlies a channel region 217 of 
the substrate 200. For purposes of illustration, the insulator 
210 is shown separated from the recessed source/drain 
regions 214, such that all of the recess surfaces are defined by 
single-crystal silicon. It will be understood, though, that in 
other arrangements, some recess surfaces can be defined by 
insulator material, as shown in FIG. 2. A liner layer 225 of a 
heteroepitaxial silicon-containing material, such as SiGe, 
SiGe:C, and Si:C, is formed in recessed source/drain regions 
214 of a substrate 200 also having insulator regions 210, as 
illustrated in FIG. 7. The heteroepitaxial liner layer 225 is 
preferably selectively and heteroepitaxially deposited on the 
single crystal surfaces of the recessed source/drain regions 
214. 
[0055] According to another embodiment, the heteroepi­
taxial liner layer 225 may be formed by selectively depositing 
a blanket layer of a silicon-containing material, such as Si Ge, 
SiGe:C, or Si:C, over a mixed substrate having insulator 
regions and recessed source/drain regions and selectively 
etching the blanket layer such that the deposited silicon­
containing material remains only in the recessed source/drain 
regions, as described above with respect to FIGS. l-5D. The 
skilled artisan will appreciate that the blanket layer of the 
silicon-containing material is a substantially amorphous or 
polycrystalline or non-epitaxial material over the field isola­
tion regions 212 and epitaxial material over the bottom sur­
face of the recessed regions 214. The single-crystal sidewalls 
of the recessed regions 214 are also covered with the het­
eroepitaxial liner layer 225 of the silicon-containing material, 
as shown in FIG. 7. The epitaxial material over the bottom 
surface of the recessed regions 214 and the epitaxial material 
on the sidewalls together for the heteroepitaxial liner layers 
225 of the recessed regions 214. After selective etching, only 
the heteroepitaxial liner layer 225 remains in the recessed 
source/drain regions 214. 
[0056] As shown in FIG. 7, the heteroepitaxial liner layer 
225 lines the recessed regions 214 such that the heteroepi­
taxial liner layer 225 covers all sidewall surfaces as well as the 
bottom surface of the recessed regions 214. Preferably, this 
heteroepitaxial liner layer 225 is substantially uniformly 
deposited over the exposed silicon in the recessed regions 
214. The heteroepitaxial silicon-containing material of the 
heteroepitaxial liner layer 225 is can be deposited at a tem­
perature in a range of about 350° C. to 1000° C., and prefer­
ably in a range of about 400° C. to 800° C. In another embodi-
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ment, the epitaxial silicon-containing material is deposited at 
a temperature in a range of about 400° C. to 750° C., and 
preferably in a range of about 450° C. to 650° C. According to 
another embodiment, the heteroepitaxial liner layer 225 may 
be a graded layer having a strain-inducing impurity concen­
tration that reduces away from the bottom and side surfaces of 
the recessed regions 214. Grading may be discrete or continu­
ous. 
[0057] The remaining portions of the recessed regions 214 
are then filled with a filler 260, as illustrated in FIG. 8, until a 
target thickness over the recessed source/drain regions 214 is 
achieved. The filler 260 includes an epitaxial material having 
a lower concentration of the impurity, such as Ge or C, that 
introduces strain into the heteroepitaxial liner layer 225. 
According to an embodiment, the filler 260 includes silicon. 
In the illustrated embodiment shown in FIG. 8, the filler 260 
fills the recess between the insulator 210 and the channel 
region 217 such that the upper surface of the filler 260 is 
substantially coplanar with the upper surface of the insulator 
210. However, the skilled artisan will readily appreciate that 
this target thickness can also be below or above the top surface 
of the insulator 210. The skilled artisan will appreciate that 
the filled recessed source/drain regions 214, which are filled 
with a stressor formed by the heteroepitaxial liner 225 and the 
reduced strain filler 260, are more stable than a conventional 
stressor with a uniform silicon alloy because the stressor has 
a reduced overall concentration of the strain-inducing impu­
rity material, such as Ge or C. The structure still provides a 
high level of strain at the edge of the channel 217, which is 
desirable. For example, for a heteroepitaxial liner layer 225 
comprising SiGe, the Ge content is typically between 20 
atomic % and 50 atomic %, and the Ge content for the filler 
260 is preferably less than about 20 atomic % or less. For a 
Si:C liner, the C content is typically between 0.5 atomic % 
and 4 atomic %, and the C content for the filler 260 is pref­
erably less than about 1 atomic % and lower than the liner 
layer 225. An optional cap layer 250 may be deposited, pref­
erably by selective deposition techniques, over the filled 
source/drain regions 214, as shown in FIG. 8. In one embodi­
ment, the cap layer250 can be formed of Si, SiGe, SiGe:C, or 
Si:C. The cap layer 250 preferably has a lower impurity 
concentration than the liner layer of epitaxial material 225. 
[0058] Retrograded Stressor with Maximum Strain at 
Recess Sidewalls 
[0059] FIG. 9 illustrates that a substrate having recesses is 
provided in operational block 400. As indicated by opera­
tional block 410, the single-crystal surfaces of the substrate's 
recesses are lined with a heteroepitaxial strained liner. After 
lining the recesses, a redistribution anneal is performed to 
form facets in the lower corners of the recess, as indicated by 
operational block 420. The recess is then filled with a material 
having reduced strain compared to the strained liner, as indi­
cated by operational block 430. 
[0060] The liner layer may be annealed to redistribute the 
epitaxial liner layer material such that the material migrates to 
corners at the sidewalls of the recesses. Typically, such an 
anneal causes the epitaxial material to be tapered, having a 
faceted side cross-sectional shape. The annealed epitaxial 
material is generally wider at the bottoms of the recesses than 
at the tops. The annealed epitaxial material, which preferably 
covers substantially all sidewall surface of the recesses, exerts 
a lateral strain on the adjacent transistor channel. 
[0061] FIGS. 10-11 illustrate the method of FIG. 9. After 
the liner layer 225 is deposited in the structure shown in FIG. 
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7, whether by selective deposition techniques or cyclical 
blanket deposition/selective etching or non-selective deposi­
tion and patterning, the substrate 200 is then annealed by 
heating it to between about 600° C. and 1100° C. In one 
embodiment, the substrate is annealed at a temperature 
between about 650° C. and 900° C. In another embodiment, 
the anneal temperature is between about 725° C. and 775° C. 
The skilled artisan can readily determine an appropriate 
anneal duration, depending on the selected temperatures, to 
achieve the desired redistribution. While illustrated with the 
recess 214 completely defined within semiconductor mate­
rial, such that thewedge-shapedhetero-epitaxial material 230 
forms an annulus, the skilled artisan will appreciate that one 
or more sidewall surfaces can be defined by field isolation 
material, as illustrated for the embodiment of FIGS. 2-5D. As 
noted with respect to the previously described embodiments, 
the sidewalls of the recessed regions 214 can be defined by the 
etch that forms them, by subsequent cleaning or rounding 
steps, or additional lining layers (not shown), such as a thin 
epitaxial layer. 
[0062] As a result of the annealing process, the silicon and 
dopant atoms in the liner layer 225, shown in FIG. 7, migrate 
and the material redistribution causes the annealed heteroepi­
taxial material 230 to have a faceted side cross-sectional 
shape, as shown in FIG. 10. From a crystallographic perspec­
tive, the faceted heteroepitaxial material 230 is the equivalent 
of a crystal facet on both sides of the channel region 217 
underlying the gate electrode 215. As illustrated in FIG. 10, 
the faceted heteroepitaxial material 230 is a substantially 
tapered layer along the sidewall of the recessed region 214. 
[0063] This faceted epitaxial material 230 is also disloca­
tion free and strained, but has a higher alloy content than the 
epitaxial liner 225 of FIG. 7 prior to annealing. As illustrated, 
the faceted epitaxial material 230 is located adjacent the 
channel 217 under the gate electrode structure 215, and lines 
or covers substantially all of at least the recess 214 sidewall 
next to the channel and preferably all of the single-crystal 
sidewall surfaces of the recessed regions 214. Thus, the 
strained faceted heteroepitaxial material 230 exerts a strain on 
the channel region 217 underlying the gate electrode structure 
215. 
[0064] In the illustrated embodiment, some of the epitaxial 
material of the original liner 225 remains on the bottom 
surfaces of the recessed regions 214 after annealing. As 
shown in FIG. 10, the annealed epitaxial material of the 
bottom liner 280 is thinned, and may have an uneven surface, 
and may also be discontinuous with the wedge-shaped side­
wall-covering hetero-epitaxial material 230. Discontinuity of 
the bottom coverage can reduce strain at the bottom of the 
recess without any effect at the top of the recess adjacent the 
surface of the channel. Although the annealed epitaxial mate­
rial of the bottom liner 280 is isolated from the faceted het­
eroepitaxial material 230 in the illustrated embodiment, it 
will be understood that, in other embodiments (not shown), 
the annealed epitaxial material of the bottom liner will not be 
isolated from the faceted epitaxial material covering the side­
wall surfaces. The isolation, or lack thereof, may be achieved 
by adjusting the deposition time or by the addition of a post­
epitaxial deposition chemical etch step, for example, in situ 
post-epitaxial deposition HCl etch. 
[0065] The remaining portions of the recessed regions 214 
are then filled with a filler 260, as illustrated in FIG. 11. The 
filler 260 has a lower strain-inducing impurity concentration 
than the faceted heteroepitaxial material 230. This filler layer 
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260 can be grown to be substantially coplanar with the top 
surface of the substrate 200, as shown in FIG.11, or below or 
above the top surface of the substrate 200 in other embodi­
ments. In the case of a silicon< 100> substrate, the facet angle 
at the interface between the faceted heteroepitaxial material 
230 and the filler 260 is in a range of about 25°-55°, relative 
to the [001] horizontal plane at the bottom of the recessed 
region 214. According to another embodiment, the facet angle 
is in a range of about 11 °-72°. It will be understood that the 
interface between the faceted heteroepitaxial material 230 
and the filler 260 may have some curvature, and that the 
overall stressor 230, 260 within the recessed region 214 is 
retrograded in the sense that there is higher strain, or higher 
impurity concentration, at the sidewalls and lower strain, or 
lower impurity concentration, in the center of the recessed 
region 214. Indeed, the filler 260 can be formed of Si without 
any strain-inducing impurity, including only electrical 
dopants for conductivity. An optional cap layer (not shown) 
may be formed over the filler 260. FIG. 12 is a micrograph 
showing a faceted Si Ge liner layer formed using the method 
illustrated in FIG. 9. Thefiller260 (FIG.11) is labeled as a "Si 
cap" in the micrograph, and polysilicon growth is shown over 
the gate electrode, indicating a non-selective deposition was 
used for this example. 
[0066] It will be understood that because the volume of the 
more highly strained epitaxial silicon-containing material 
280, 230 is dramatically decreased by use ofa thin lining layer 
rather than completely filling the recess with the highly 
strained material, the critical thickness constraint is relaxed 
and a substantial gain in strain engineering and thermal bud­
get results. The impurity content of the epitaxial silicon­
containing material 280, 230 can be adjusted, resulting in a 
different amount of strain produced. The process temperature 
can be increased significantly, leading to a significant 
increase in growth rate. 
[0067] While the foregoing detailed description discloses 
several embodiments of the present invention, it should be 
understood that this disclosure is illustrative only and is not 
limiting of the present invention. It should be appreciated that 
the specific configurations and operations disclosed can differ 
from those described above, and that the methods described 
herein can be used in contexts other than fabrication of semi­
conductor devices. 

We claim: 
1. A method of selectively forming semiconductor mate­

rial, comprising: 
providing a substrate within a chemical vapor deposition 

chamber, the substrate comprising insulating surfaces 
and single-crystal semiconductor surfaces, wherein the 
single-crystal semiconductor surfaces include a recess; 
and 

selectively forming a semiconductor stressor in the recess, 
wherein the semiconductor stressor is graded such that 
an upper portion of the semiconductor stressor within 
the recess has a higher amount of strain than lower 
portions and wherein the upper portion extends to side­
walls of the recess. 

2. The method of claim 1, wherein the semiconductor 
stressor comprises discrete layers. 

3. The method of claim 1, wherein selectively forming 
comprises: 

blanket depositing semiconductor material over the insu­
lating surfaces and the single-crystal semiconductor sur­
faces of the substrate; and 

Page 20 of 22



US 2009/0075029 Al 

selectively removing non-epitaxial semiconductor mate­
rial from the insulating surfaces, and selectively remov­
ing epitaxial material from the sidewalls of the recess 
while leaving epitaxial material at a bottom of the recess. 

4. The method of claim 3, further comprising repeating 
blanket depositing and selectively removing in a plurality of 
cycles, wherein each cycle adds to a thickness of epitaxial 
material at the bottom of the recess and wherein a layer of 
blanket-deposited semiconductor material contains a higher 
concentration of a dopant than an underlying layer ofblanket­
deposited semiconductor material in the recess. 

5. The method of claim 3, wherein blanket depositing 
comprises non-selectively depositing. 

6. The method of claim 3, wherein blanket depositing 
comprises forming predominantly amorphous semiconduc­
tor material over the insulating surfaces. 

7. The method of claim 3, wherein blanket depositing 
comprises flowing trisilane and a carbon precursor into the 
chemical vapor deposition chamber. 

8. The method of claim 1, wherein the semiconductor 
material comprises carbon-doped silicon. 

9. A method of selectively forming heteroepitaxial semi­
conductor material, comprising: 

depositing semiconductor material over bottom and side­
wall surfaces of a recessed single-crystal semiconductor 
region of a substrate; and 

selectively removing portions of the semiconductor mate­
rial from the sidewall surfaces of the recessed region 
while leaving a heteroepitaxial layer of the semiconduc­
tor material over the bottom surfaces; and 

repeating depositing and selectively removing, wherein a 
subsequently deposited heteroepitaxial layer of the 
semiconductor material contains a different concentra­
tion of the strain-inducing impurity compared to a pre­
viously deposited heteroepitaxial layer of the semicon­
ductor material. 

10. The method of claim 9, wherein the deposited layers of 
the semiconductor material are discretely graded. 

11. The method of claim 9, wherein depositing comprises 
forming the heteroepitaxial layer of the semiconductor mate­
rial to a thickness between about 1 nm and 100 nm in each 
cycle. 

12. The method of claim 9, wherein the heteroepitaxial 
layers of the semiconductor material in the recessed regions 
exerts strain on adjacent regions of the substrate. 

13. The method of claim 12, wherein the strain is highest 
within the recess at a top portion of the recessed region. 

14. The method of claim 9, wherein the semiconductor 
material comprises carbon-doped silicon. 

15. The method of claim 9, wherein a highest degree of 
strain of the semiconductor material within the recess is at a 
top portion of the recessed region. 

16. The method of claim 9, wherein the semiconductor 
material fills the recessed region. 

17. The method of claim 9, wherein at least an uppermost 
layer of the heteroepitaxial layers of the semiconductor mate­
rial is tensile strained. 

18. A method of forming semiconductor material in a 
recess, comprising: 

providing a substrate with insulating regions and the recess 
formed therein; 
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depositing a liner layer ofheteroepitaxial silicon-contain­
ing material in the recess, the liner layer comprising a 
strain-inducing impurity, the liner layer partially filling 
the recess; and 

covering the liner layer with a filler comprising silicon­
containing material having a lower concentration of the 
impurity than the liner layer by depositing the filler over 
the liner layer. 

19. The method of claim 18, wherein depositing comprises 
lining the recess with silicon germanium. 

20. The method of claim 18, further comprising depositing 
a capping layer over the filler, the capping layer formed of a 
material selected from the group consisting of silicon, silicon 
germanium, carbon-doped silicon, and carbon-doped silicon 
germanium. 

21. The method of claim 18, wherein: 
depositing the liner layer comprises depositing a graded 

silicon-germanium layer, wherein a concentration of 
germanium reduces away from bottoms and sides of the 
recess; and 

covering the liner layer comprises filling the recess with 
silicon after depositing the liner layer. 

22. The method of claim 21, wherein the graded silicon­
germanium layer comprises discretely graded layers. 

23. The method of claim 21, wherein the graded silicon­
germanium layer is a continuously graded layer. 

24. The method of claim 19, wherein depositing the liner 
layer and covering the liner layer results in recesses being 
filled with a graded silicon-germanium material, wherein a 
concentration of germanium reduces away from bottoms and 
sides of the recesses. 

25. The method of claim 18, wherein depositing the liner 
layer comprises lining the recess with carbon-doped silicon. 

26. The method of claim 25, further comprising depositing 
a capping layer over the filler, the capping layer comprising a 
material selected from the group consisting of silicon, silicon 
germanium, carbon-doped silicon, and carbon-doped silicon 
germanium. 

27. The method of claim 18, wherein the liner layer het­
eroepitaxial silicon-containing material in the recess exerts 
lateral tensile strain on an adjacent region of the substrate. 

28. The method of claim 27, wherein the adjacent region is 
a transistor channel region. 

29. The method of claim 18, further comprising annealing 
the substrate after depositing the liner layer and before cov­
ering the liner layer with the silicon-containing material hav­
ing the lower concentration of the impurity. 

30. The method of claim 29, wherein annealing comprises 
heating the substrate to a temperature between about 650° C. 
and 900° C. 

31. The method of claim 29, wherein after annealing, het­
eroepitaxial silicon-containing material covers substantially 
an entirety of sidewall surfaces of the recesses. 

32. The method of claim 29, wherein annealing causes a 
portion of the heteroepitaxial silicon-containing material of 
the liner layer to migrate to comers of the recesses. 

33. The method of claim 29, wherein after annealing, the 
liner layer has a faceted side cross-sectional shape. 

34. The method of claim 33, wherein an interface between 
the liner layer and the filler is preferably in a range of about 
25°-55° relative to a bottom of a recess. 

35. The method of claim 33, wherein after annealing the 
liner layer is substantially tapered along a sidewall of a recess. 
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36. A semiconductor device, comprising: 
a recess in a substrate; 
a heteroepitaxial silicon-containing liner covering substan­

tially all single-crystal sidewall surfaces of the recess, 
the liner including an impurity that alters a lattice con­
stant; 

a filler formed over the liner and filling the recess, wherein 
the filler comprises a silicon-containing material having 
a lower concentration of the impurity than the liner over 
which the filler is formed; and 

a transistor channel adjacent the recess. 
37. The semiconductor device of claim 36, wherein the 

liner comprises silicon germanium. 
38. The semiconductor device of claim 37, further com­

prising a capping layer formed over the filler, the capping 
layer comprising a material selected from the group consist­
ing of silicon, silicon germanium, carbon-doped silicon, and 
carbon-doped silicon germanium. 

39. The semiconductor device of claim 36, wherein the 
liner comprises carbon-doped silicon. 

40. The semiconductor device of claim 39, further com­
prising a capping layer formed over the filler, the capping 
layer comprising a material selected from the group consist­
ing of silicon, silicon germanium, carbon-doped silicon, and 
carbon-doped silicon germanium. 

41. The semiconductor substrate of claim 36, further com­
prising a capping layer formed over the filler, the capping 
layer comprising a lower concentration of the impurity than 
the heteroepitaxial liner covering all sidewall surfaces of the 
recess. 

42. The semiconductor substrate of claim 36, wherein an 
interface between the liner and the filler is tapered and the 
liner is discontinuous over a bottom surface of the recess. 
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43. The semiconductor device of claim 36, wherein the 
liner is tapered and the liner includes a portion on a bottom 
surface of the recess that is thinner than the liner on the 
sidewall surfaces of the recess. 

44. The semiconductor device of claim 36, wherein the 
liner is tensile-strained. 

45. The semiconductor device of claim 36, wherein the 
liner exerts a compressive strain on the transistor channel. 

46. The semiconductor device of claim 45, wherein the 
liner is silicon germanium. 

47. A semiconductor device, comprising: 
a recess filled with a heteroepitaxial stressor material, an 

upper portion of the stressor material within the recess 
having a first impurity concentration, a lower portion of 
the stressor material within the recess having a second 
impurity concentration, wherein the first impurity con­
centration is higher than the second impurity concentra­
tion and the upper portion extends to contact sidewalls of 
the recess; and 

a transistor channel adjacent the recess. 
48. The semiconductor device of claim 47, wherein the 

stressor material has a higher impurity concentration at a top 
surface than at a bottom surface. 

49. The semiconductor device of claim 47, wherein the 
stressor material is silicon germanium. 

50. The semiconductor device of claim 47, wherein the 
stressor material is carbon-doped silicon. 

51. The semiconductor device of claim 47, wherein the 
stressor material comprises discrete layers, wherein each dis­
crete layer has an impurity concentration higher than a layer 
below it. 

52. The semiconductor device of claim 47, wherein the 
stressor material is tensile-strained. 

* * * * * 
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