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(57) ABSTRACT

A speech recognition circuit comprising a circuit for provid-
ing state identifiers which identify states corresponding to
nodes or groups of adjacent nodes in a lexical tree, and for
providing scores corresponding to said state identifiers, the
lexical tree comprising a model of words; a memory structure
for receiving and storing state identifiers identified by a node
identifier identifying a node or group of adjacent nodes, said
memory structure being adapted to allow lookup to identify
particular state identifiers, reading of the scores correspond-
ing to the state identifiers, and writing back of the scores to the
memory structure after modification of the scores; an accu-
mulator for receiving score updates corresponding to particu-
lar state identifiers from a score update generating circuit
which generates the score updates using audio input, for
receiving scores from the memory structure, and for modify-
ing said scores by adding said score updates to said scores;
and a selector circuit for selecting at least one node or group
of'adjacent nodes of the lexical tree according to said scores.

16 Claims, 27 Drawing Sheets

Functioms performsd by the socelerator are shown in grey

gE Funstions performed by other hardware or softwars systens wre shown i whils



US 7,979,277 B2

Sheet 1 of 27

Jul. 12, 2011

U.S. Patent

al aunby
0} suiop -

Figure 1a

® ©

. § {.

Bop yojem
s1awy ‘Oldo
“11d ‘30012
‘1o|jo4u00
YWa
'19]|0U02
woyshAs

aoepsyU|
ndino
uonuBooal

ou sewiwelb [xau

Iy 49 p
DI1BLLL

Jﬂuﬂlﬁmﬂ SN aI0os
_ _ pipiom
P epou” je[piom SWE I
Aiopsiy piom \ J ol ‘
lojessusb pi opou1BIpIOM Asid
ydesb | oome| piom . i
piom |9A3] piom.
jseq suo o :
s jseq u
ydeib piom osulbug piom |
[IRCTTY E— . :
(S)pi”puom jxau pl epou ieLuwelh
H auibug | (s)epouw Almw%%nﬁ ~ I19A9]
Jewwueao) Jewwelt . .—NEEN._.@

aloeo 2bpLq R .
+Josssooid § aHv A : >
uiod Bueoy | 0} 4dv B
+ BINYY -
11 Aedsip " " I1SA9]
. m:mmv puo JuoJ} 08p02 Emn_.m>m
1soy eties Y opne olpne o
saoepa Alowaw . ’ ; o
2109 dj/diys
« « 4 y
‘6's abeio)s Alowaw uew Al SQ&U OIpne |t
91132]0A UOU 950y 160Y apne




US 7,979,277 B2

Sheet 2 of 27

Jul. 12, 2011

U.S. Patent

e} amby
0} sujo >

Figure 1b

Buiurud weeq

Bupurud pus-piom

Buiiirud [poLu Xew

louoa Bupunid

sbeupw

Uy aAem up
pun aBirow yped woiy

+

uasyoy

ot~ suoyd jxeu _

ou euoyd jsey _
Buissed uaso) pucm Ja1uj

Hm—u:mmm “['e) S{9pow J0j0aA uaIISUES; ||

Jsonbaus suoyd xsu

s|epoll a)snoJe
passaidwod

{Aeare gN|d) Aelly auiBug Y10M)aN adue)su| suold ( Lsm,_zo_mo : U,S pus
uogos|ioo abeqied EEp souBjsip) g~ juoly
vogsues) aujbus juoy wol.
E cjels J aHW L .k ‘
nn — —3-
afusw L aNId <A§8 auey . _¢>¢I_
ed e

uopelde|

|epow Joj Jayng
10J03A 21njEs)

pe

oje)g

aubua

uoneydepe

Jopow

auoyd 1xau

, ;

JeBiTles)
wejshs ousz

(epowgdo)
sulbus
10j0B) [@pow

abenbue|

(epowpdo)
aulbus
uopeldepe
lepow

asuodsal auoyd Jxau

ﬂ

A

“sueq spIaels “uab
‘wnu
. auoud
dmjoo)
amiol 1 o ems o)
P osAsUER mco: )

ﬂ prouoydif] M08 duoyd

Jojesa

uab suoyd

Jajie
ysanbeai
auoyd

Y

WD suoyd
1ol anem

«304

‘S‘*
aq
o}

Wvd
pJosar suoyd
U1} BABM

g

*@Elm:c:uc:oE '

soepOl AT

(s)o91] [eoIXa

I praduigsf ey
* Pl opaujeipIon Juauno
" piTepotTi T aund

JoBeuew
U014
aABM

jansjsuoyd

pI epou Jewieis




US 7,979,277 B2

Sheet 3 of 27

Jul. 12, 2011

U.S. Patent

2a

Figure

gg 24nbi4 oy suiop

6

= pI epou Jewiueib
0 = pi piom

b=p 17

o0UB[IS
6

6

g=pL7
41 = p opou sewwel
St = pIpiom
asnoy

Ll

—

¥ = pi apou’ IBjpiom
(862 = pr” plomj yojym

G = pi_opouje|piom

(95G€ = pi promltetjjiou L
9= pi_8pou” jejpiom

{0 = pi piom)
eous|Is

2911e] PIOM

pi epou tewnuelb

£=p17
=PI piom
Jaypeu
74 _
_ F=pra7
/ = pI opou jewiueif
z 0 = pi piom Z = pr rewiweib
aougfis
£z L
g£=p17
£2 = pi”8pou ieunuelf
8EZ = pIpiom
ﬁw\m s|apouwi Jewuead

[oAd] Jewwielb




US 7,979,277 B2

Sheet 4 of 27

Jul. 12, 2011

U.S. Patent

Figure 2b

J0j0m) W suey 4

oce

\\\\

9G8°L.E- 0 G2GrE-
$9J09S U0}

J0jor) Wi suen pi opou jelpiom ou auoyd Asid £)s 21 LIS

Iy @3aueisul auoyd

\ .,

0

soue)sul suoyd

0 [

JuoeAEM UO
st auoyd sepepoipuy

snotaaud 0y syurod
0ze

JoAe7] aje)g

GLEL 9G¥ 9SFE  SHE |

P24

44

pus Aduws Juoy 4oeq gpf s gpl IS Lpr IS ou” suoyd
VY9 @ouejsul auoyd

Aoy, — @ — g— |

"7 |9ne)euoyd -

soye, —® — g— e
Aoyyou, — ®— a— |
>
AJouyay, — @ — a——e 5o
#8814, — 7 €
v neE—q
.88y, — s o
£z Z, |l grc
SHOIYM, N ss2sppe
~ St e [ et —] 495
Loy, = gr
e > — =
pouJewelb’ § pi-jewwe ou euoyd
, Wy9 suoyd
‘Juoy anem
S90.} [B2IXI| o

ez ainbi4 0} sujop




U.S. Patent Jul. 12, 2011 Sheet 5 of 27

Figure 3a

US 7,979,277 B2

phone_no I st_id1 | st_id2 I st_id3 | back I front | oc

phone_no | st id1 | st_id2 | st_id3 | back | front | oc

k match
line
ouiputs

k match
line
inputs

o6dod &

K

2C,

=
—a
—»
—»
L
_..>
_>
_>
_>
=t
next triphone -
i il | = o
fifo | data phone Instance —pp»-| encoder
CAM —
phone manager K words deep P_>
next | Wiite _’\
phones ] next_empty address -
| fifo 1| address -
_>
-]
next phone's 220 J 13 | 180 J 130 b | b Jb
phone_no
_>
-
—>
phone_no ‘ CAM match \—— k match lines
data input
new model address>®
mod N counter tate id I\
generates sequence of all | §1@ e./
. state ids
next phone's =
phone_no *
.mod N counter -/
is synchronous repe?tfcount
to MHD bus fio > \
output liklihood
MHD Bus ?
N state output probabillities per frame
put p p - |/
fokens requests
from other PINE.
H fifo I
tokens to other
< DiflEs : fifo I‘
global beam width
- local best token score
stats transition models
CAM abbreviations RAM abbreviations

phone_no - unigue phone instance indentifier

st _id1 - state_identifiert

back(wave_back_flag) - phone is at back of wave

front(wave_front_flag) - phone is at the front of wave

end(word_end_flag) - phone is the last in a word

0c - occupy - indicates that location has valid phone
instance (it may not have any tokens)

st_dum - dummy state to hold incoming token

st 1 - location for token in state 1, includes updated flag

st_2 - location for token in state 2, includes updated flag
st_3 - location for token in state 3, includes updated flag
tmp - location for temporary storage of token
prev_phone_no - pointer to previous phone instance
trans (trans_vec_id) - pointer to state transition vector in

state transition RAM
LM_factor - language model factor

end - word end phone



U.S. Patent

Figure 3b

address

encoded
address
oufput

Jul. 12, 2011

Sheet 6 of 27

US 7,979,277 B2

st_dum I st_1 ' st 2 I st 3 't'np | prev_phone_no Iwordlat_node_id l trans l LM_factor I end

pointer to previous phone
Op

CA

M address maps fo RAM

st_cum [ st_1] st 2] st 3] tmp | prev_phone_no § wordlat_node_id | trans | La_factor | end

pointer to
previous
new model phonein
A instances other
PINE
e phone Instance RAM
updated token model instances pointer
scores K words deep from next
phone in
other
PINE
\\
F
address
16b | 176 | 47b | 47b [ 160 | 22b | 18b [ 66 ] 10 [1b
encoded
address Read Port
state
tﬁ@i» transition |«am—
match RAM
fifo
state
dated lransition
‘ : » upaaie liklihood
token '
scores
oufput
liklihood path score accumulator
®
O=
A
\
(J : —|
Pruning logic

QP



US 7,979,277 B2

Sheet 7 of 27

Jul. 12, 2011

U.S. Patent

Figure 4

ZIsiy_pm awrlf 18
LISty pm prpiom
Pl piom  pi~opou peipiom

Jun obiow yjed o3 auibBus piom 0}

A

pi ieunueib
pi—epou reunueIf
auibua Jewueib o)

yooq suoud o}

pryaunjayxau

bl epouL7

(papaau Apaugs Jou)pi epou jejpiom

pI~ pdom

DI eunueld

pi epou Jeunuelf
P epou 1]

ou auoyd
pipiom

P aewieib

pr apou_iewiuelb
_pr epou 7
piydunjej 1xeu
¥ooq auoyd woiy

o4
_ ou suoyd

i |
ao. § aoz § aoz | aoz § ar | aqz agl
eyep sl 1'
ssalppe
oM
Ssswainbos Aowaw Brionpat Ajgissod -
sauoyd piom equy pue ssuoyd pus puom - ssuoyd Jo spury
0} gjpuey 0] JIdS 8q UBI BIMINgs WYH-WYO eyl gN
ssouppe
doep splom M
indino
sseippe
papoaus
NVY plodal w:oca U1} DAEM \
1opoous
ssaippe ]
Wvd
swey isfasiy pm| Li1siy pmipi paom] piaswwess | pi apou sswiwes6fpi apou 1 pruypuiyal Ixsu om..uwwmm\n..ﬂ
Yo
N :
N _

1eeteeeeeee ettt et e eLe

a1 g6L
2lep SjIM
S$88IppE BIIM ssaJppe” fjdwajxau
wnod fjdwe
Jofeusw
a&%:mﬁw s Kouadnooo
daap SpIom Y WYe WvD
NWVO
suoyd |0JjU0D
1UOl} dAEM
Bey pus piom Jsenbay
sndino 2yep suoyd
ou ELTg - | I
§ beyj” pua piom
{opews pi—apou Jejpiom
y ou suoyd
Kdnooo Jou auoyd

pi~apou jejpiom




U.S. Patent Jul. 12, 2011

Figure 5

first
triphone
in word

word k

triphone

word k (with identical word history)

friphone

last
triphone
in word

Sheet 8 of 27

situation at frame m

US 7,979,277 B2

first triphone

situation at frame n

word
end

(n>m)

:




U.S. Patent

Jul. 12, 2011

Figure 6

address
encoder
ICTSEENE RS CMGTEE ey ) AGEEEN
CAM Y
, address
word_id maps o
wd_hist1 k match RAM
wd hist? .J line
= match data outputs
Path Merge
encoded RAM
control ggt%rgfss K words deep
Path Merge
CAM address
CAM RAM K words deep
occupancy single match write
manager binary address
empty_count § Wii
next_empty i d:ttae
address write address
wrife data
2 2 2 m
link_node _id
counter

Sheet 9 of 27

US 7,979,277 B2

prev_phone no

from wave front manager

.‘ register prev _pbhone no

word_id

wd _hist1
wd_hist2
prev_phone_no

to Path Merge Unit in
PINEs

Link_node_id
prev_phone_no

\J



US 7,979,277 B2

Sheet 10 of 27

Jul. 12, 2011

U.S. Patent

Bey sued)jiny ‘Bey pus” piom ‘pi oeAsuei) ((gx)spl eiels

piepoujeipiom ‘ou suoyd ‘ou suoyd reid

|epow auoyd

Bej " pus~piom

SHG 6E=SHAELXE

_ Jabeuew —

I UOJieneM

g L
| -

ou"suoyd
P 8pou jelpiom
Pi piom

EmngEmS.

by ey

JOJUOD

PI yduiys jxau

_ ou suoyd Aaud
_ prriewieib Juaund
b1 epou rewiuiedb Juelna
pr BpouIBIpIOM Jua.LInd
pI epou” 17 juaLno

pr oensuel ou euoyd 8 o, ~suoyd Asid (€X) spi_ajej8
EIEp SHq 9l
deep Wyddmoo] I _SSelpE
#9 pIelels _
0} ssalppe =
(481un02) vy
101210U86 deap dmyoo] |
Jsquinu auoyd 3962 sseuppe [
0}
auoyduy
o N ——
$}Hq 8L =999
pI auoydiy
pI” piom
Alowaw
proeAsuE) TR Jojessusb suoyd
jenuss =
FOSHO Ssaippe [uolonisu; (ssauppe saJ} jeoixa))
pi~piom/pi suoydouow :ejep pr epou |7

Figure 7

Jaliuspul sauejsul

pI aewiwielh

pI epou ieunuelh
pIopou” 17
‘SuopeIndIqqe VS
suoyd enbun - ou euoyd
SUOREIAGIGGE VD

ejep  sseippe

Sp|alj eyep
pue uoponysul
ynm WO pi—epouiewiwiel JueLno
popo2-019IW pi rewnuesb uenno
©0al] |edIXo|

pi~epou Jewiweb
pI aewweds




US 7,979,277 B2

Sheet 11 of 27

Jul. 12, 2011

U.S. Patent

Figure 8a

*.0.. Aq pajeoipul s) pue pasn jou 3
SI yourIq dJqe[IEAR PiY} oYl "9:.Ippe oAne[oL e

PP 9 1o qq
se uaAlb si (,.pp.. 03) youelq puosas ayy aq aq k ee ee PP ae 00 == B2
*}+ippe e pajjdu si (,99,, 0} 243y) youeiq 7/
114 9y} Jeuy yoans (), 1uppe je) uonsniysug 00 00 | 10 | 00 2
juswafe abuls e s1 yosueuq ,,10,, OUL 1 Z 1 0

‘seyoueiq oml - ,, 10,

~ )
‘pandws asuanbas
U1 JUSWIBLR JXaN

; 22 1 qq
¢ lqq | ee ee
IV e» (( == BE
& | 00 § 00
\. ¢ I o W,

‘auoyd-ouow 0} suoyd-ouow *sj ‘youesq s|buIs - ,,00,

/c y 8 S w
vy | ¢ T IVAEL EBEEETTENEAEE N EALEE % qq
MY | M ay k T] w]uJaa] ™) u]aa]™]ep]oofanl/fe]ee @
b Joo] 1 Joofro]oofoofoofoofurr Joo]oofrfoofoofoolro]ool]
ZL 9L SL ¥ € 2 MW o0 6 8 L 9 § ¥ € T L 0

"PUS DIOM - Y (IS e=wiul (s213 suoydouow)
(seamaon L1 . N
I3 ¢ uey) a10w) Yyouriqiyy - O} M IS e || == 3] o= [ = [| ==y \
*(seo1HeA Jixa ¢ 03 dn) youelq - L) 20 IIS o= B5 am 4} == (Q = EE
WybBiom wedbiun pue suoydouow - 0p } /7
M

|IS «= 89 «= PP == 22

NV 981] [eoIxa]



US 7,979,277 B2

Sheet 12 of 27

Jul. 12, 2011

U.S. Patent

4 ‘youeigp jo pua
sa||dwy oJa7 AUUOV m J
66
-9301dwiod s1 uoljdNJISUl YourIgiN U} ) t/
P y bb 3 99 9 qq ~
1ey3 sondui L0, ‘uonaNIIsSUI Yosuelq aq aq aq | eel ®=° 99 (0um EE
a[qE|IBAR J3LJO Sy} puE ‘LZippe 7/
0} 1 YDUEIq JoUY SUYL “p-IPpe 0} 00 00 00 00 oof o] o] ot oo pp \
youe.q 3siyy Sy3 SjooUIp youmiqW BuL  \ - 22 ¥ Gl L v € 2 1 0 29 y
(PPO) G :youeIg\ - 0L
4 “youeJqy Jo puo (uane) .V J
"YSURIGA By} JO PUS BU SI SIY} Jeu} 1 m sondui dems 1p10
a3e21pUl 0] OPOI B SI Sassalppe UaAlb ay) jo sepio n
mmw.hm>mb ayl g} pue g} Jppe youelq a1 saAlb pue m o a9 o0 /
(z:4ppR) L+IpPE Je sanuitiod UcoNIISul yasueiqy aq aqg ee| ee N\
ayL "g:ippe je ‘ojduwiexo siy3 ul ‘puodss ayj pp = (g = eR
puy “(z:1ppe 01 J€ ,,09,.) UBAID S} OS ‘L+IPPE J€ SI 00 00 00 00) or] o1} 00 0o’
youeuq 3s1yy oY) Jeys swinsse jou ueo youeig eyl \ | 12 Gl L el zf ] o y
(usA®) ¥ :youeigy - ,,0b.
r J
143
9
‘pLiippe aAnelal se uaAlb s youeiq (uopongsul 10, 5 °p % /1 a0 o8
U3 U] Youeliq |euly pue) paiuys syl -9:Ippe sAlje(al se qq qq aq k ee ee \
uaAib si (,pp,, 01) Yosueiq puosas ayL “J+Ippe je paydu - PP == (( == BB
s1 (,,59,, 0} aJoY) Yyouelq 3S1y U3 Jeyy yons (L:ppe 00 00 00 ] 10 ] 00 0o”
1e) uononJisul Juswsole o|Buls e si youeiq ,, 10, UL \_ St N < L 0 ¥

Figure 8b

‘'sayouelq aaiuy} - ,10.

PSNUIUOD Y 981 |eoxaT]




U.S. Patent Jul. 12, 2011 Sheet 13 of 27 US 7,979,277 B2

Figure 9

data structure for word link record to enable word n-best
decoding

memory address
word_id

mph is the monophone

—— id for the right context
pointer mph start frame end_frame score of the last triphone of
e the current word.
[ ]
| pointer mph start frame end_frame score |
2 4
one two
0t 410 -20 | 2 f 11 1955
0 2 f 11 2060 6
sl five
nullsit13 0 0 452027 -75
351827 -80
1 3
seven two
YO t4 12 20 |1 1 13 17 -64
0td4 13 -20
0t4 14 -20 5 7
ten five
1113 17 -60 jelm—————t 55 18 27 -79
1th 13 18 -55 6s 2027 -82
1 f 1519 -56
8
three
5 s1927-79

Notes

1. each record represents the passage of a single token through a word with a particular right monophone
context.

2. each word's acoustic model with a particular right context monophone can only generate one taken per
frame. Thus frame number can be used to distinguish trace back paths with the same end_frame
numbers but different right context monophones

3. the end_frame doesn't need to be passed to the PINEs because it is simply the current frame number
4. scores may be absolute or relative

5. the address is referred to as the wordlat_node_id elsewhere

Traceback

for the n-best tokens

1. using the associated wordlat_node_ids ook up each word link record

2. look at associated records and use the end_frame number and monophone id to select assaciated
pointer and score.

3. trace back recursively and select n-best paths
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word_id head_wir_ptr spare
20b 13b
pointer | prev_waorldat_node_id | mph ] start_frame | end_frame | score
13b 10b 6b 10b 10b 16b
physical
logical & address
) 9ical o 1 ot word
wordlat_node_id | physical } .
address [e====——pp| address
translation
memory word link record memory
8k deep
—
] two § head_wir_ptr | spare
next spare < pointer 2 t 11 17 -55
location & pointer 4 t 12 17 -55
pointer 2 t 12 18 -55

v

control

wordlat_node_id

e~ counter

f

empty count

mph

score

add new record

start_frame
end_frame

to existing record: new record:
prev_wordlat_node_id word_id

\J

read record during traceback
or read when adding WLR to
existing word record

head_record_ptr
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Figure 13

grammar

memory

address data
A grammar_id
grammar_node_id grammar_node_id

current grammar_id
current grammar_node_id

control

next grammar_node_id(s)
next word_id(s)

next LT id

next LT _node_id(s)
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FIGURE 17

Interface to CPU subsystem and/or DSP
subsystem

A |a single bus has been shown for
simplicity. In reality there will be data,
/ address, and control signals.
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Time Software on CPU Accelerator
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' :
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SPEECH RECOGNITION CIRCUIT AND
METHOD

The present invention relates to speech recognition circuits
and methods. These circuits and methods have wide applica-
bility, particularly for devices such as mobile electronic
devices.

There is growing consumer demand for embedded speech
recognition in mobile electronic devices, such as mobile
phones, dictation machines, PDAs (personal digital assis-
tants), mobile games consoles, etc. For example, email and
text message dictation, note taking, form filling, and com-
mand and control applications are all potential applications of
embedded speech recognition.

However, when a medium to large vocabulary is required,
effective speech recognition for mobile electronic devices has
many difficulties not associated with speech recognition sys-
tems in hardware systems such as personal computers or
workstations. Firstly, the available power in mobile systems is
often supplied by battery, and may be severely limited. Sec-
ondly, mobile electronic devices are frequently designed to be
as small as practically possible. Thus, the memory and
resources of such mobile embedded systems tends to be very
limited, due to power and space restrictions. The cost of
providing extra memory and resources in a mobile electronic
device is typically much higher than that for a less portable
device without this space restriction. Thirdly, the mobile
hardware may be typically used in a noisier environment than
that of a fixed computer, e.g. on public transport, near a busy
road, etc. Thus, a more complex speech model and more
intensive computation may be required to obtain adequate
speech recognition results.

These restrictions have made it difficult to implement
effective speech recognition in mobile devices, other than
with very limited vocabularies.

Some prior art schemes have been proposed to increase the
efficiency of speech recognition systems, in an attempt to
make them more suitable for use in mobile technology.

In an article entitled “A low-power accelerator for the
SPHINX 3 speech recognition system”, in University of
Utah, International conference on Compilers, Architectures
and Synthesis for Embedded Systems, November 2003,
Davis et al have proposed the idea of using a special purpose
co-processor for up-front calculation of the computationally
expensive Gaussian output probabilities of audio frames cor-
responding to particular states in the acoustic model.

In an article entitled “Hardware Speech Recognition in
Low Cost, Low Power Devices”, University of California,
Berkeley, CS252 Class Project, Spring 2003, Sukun Kim et al
describe using special purpose processing elements for each
of the nodes in the network to be searched. This effectively
implies having a single processing element for each phone in
the network. An alternative suggested by Sukun Kim etal is to
provide a processor for each state in the network.

In an article entitled “Dynamic Programming Search for
Continuous Speech Recognition” in IEEE Signal Processing
Magazine, September 1999, Ney et al discuss language
model lookahead. Language model lookahead involves com-
putation of a language model factor for each node (i.e. phone)
in the lexical tree. This technique is also known as smearing.
Each phone instance in the search network can be given a
language model factor when it is used in the lexical tree
search. Ney et al show that for an example bigram language
model, the average number of states per 10 ms frame can be
reduced from around 168,000 states with no language model
lookahead to around 8,000 states when language model loo-
kahead is used. They also show that bigram language model

—

0

20

25

30

35

40

45

50

55

60

65

2

lookahead requires about a quarter of the states compared
with unigram language model lookahead.

Although these prior art documents provide improvements
to speech recognition in embedded mobile technology, fur-
ther improvement is still needed to provide a larger vocabu-
lary and better accuracy.

One aspect of the present invention provides a speech
recognition circuit including a circuit for providing state
identifiers which identify states corresponding to nodes or
groups of adjacent nodes in a lexical tree, and for providing
scores corresponding to said state identifiers. The lexical tree
includes a model of words. The speech recognition circuit
also has a memory structure for receiving and storing state
identifiers identified by a node identifier identifying nodes or
groups of adjacent nodes, the memory structure being
adapted to allow lookup to identify particular state identifiers,
reading of the scores corresponding to the state identifiers,
and writing back of the scores to the memory structure after
modification of the scores. An accumulator is provided for
receiving score updates corresponding to particular state
identifiers from a score update generating circuit which gen-
erates the score updates using audio input, for receiving
scores from the memory structure, and for modifying said
scores by adding said score updates to said scores. A selector
circuit is used for selecting at least one node or group of nodes
of' the lexical tree according to said scores.

One suitable type of hardware for the memory structure
includes a content addressable memory (CAM). ACAM is a
memory unit which stores a series of data items using a series
of'addresses. However, the memory is accessed by specifying
a data item, such that the CAM returns the corresponding
address. This contrasts with a random access memory (RAM)
in which the memory is accessed by specifying an address,
such that the RAM returns the corresponding data item.

However, the memory structure is not limited to including
a CAM. Other types of hardware are also possible, to provide
this functionality. For example, a single chip which operates
in the same way as a CAM and RAM may be used instead.

Embodiments of the present invention provide a solution to
the problem of how to map a lexical tree search to a CAM
system architecture. The realisation by the present inventors
that certain speech recognition data structures can be mapped
into the CAMs allows a lexical tree search to be performed
using a CAM system architecture.

Further embodiments of the invention include a counter for
sequentially generating state identifiers, and using said gen-
erated state identifiers to sequentially lookup said states in the
memory structure.

The node identifier may comprise a direct reference to the
lexical tree. However, in some embodiments, the node iden-
tifier for at least some of'the states includes a pointer to a node
identifier for another state. For example, a state correspond-
ing to the furthest part of the search path in the lexical tree
may be referenced by a node identifier which directly links to
a particular node or group of nodes in the lexical tree. In a
lexical tree comprising phones, using a state model of triph-
ones, the node identifier may indicate the position of a triph-
one in the lexical tree.

However, in this example, for states occurring further back
in the search path, instead of supplying a node identifier
linking directly to the lexical tree, instead a pointer to a node
identifier of another state may be supplied. E.g. a triphone
instance may have a pointer to another triphone instance,
which has a pointer to another triphone instance, which has a
pointer to a node or group of nodes in the lexical tree. Chains
of reference may be set up in this way, where only the last
state in the chain has a direct pointer to the lexical tree.
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There may not be a one-to-one correspondence between
the nodes of the lexical tree and the node identifiers. This will
occur for a branched lexical tree, where the nodes represent
monophones, but the acoustic model states represent triph-
ones, i.e. groups of three adjacent monophones. Then, paths
of three monophones will have unique identifiers to be stored
in the memory structure, rather than single monophones hav-
ing unique identifiers.

Phone instance numbers may be generated, and used to
uniquely label each phone instance. They can be generated
sequentially, using a counter. The phone instance numbers
may be used as pointers between phone instances to assist in
node identification. It is thus not essential to provide a direct
node identifier for each phone instance to directly indicate a
location in the lexical tree. The dynamic network of phone
instances provided in the memory structure may thus include
both direct and relative references to the lexical tree.

The memory structure may be divided into one part which
stores phone instance identifiers and direct references to the
lexical tree, and a second part which stores phone instance
identifiers and corresponding states. This can speed up the
processing, by only storing the phone instances which are
furthest on in the lexical tree in the first part of the memory
structure.

The memory structure may also be divided into separately
accessible units, to reduce the amount to data in each unit,
thereby decreasing the chance of finding the same two states
identifiers in different phone instances in any single memory
unit, and increasing the chance of some state identifiers being
completely absent from any single memory unit. This makes
it easier to deal with the situation when the same two state
identifiers are found, because a spare time slot is available for
processing when a state identifier is not present.

A further aspect of the invention provides a distance cal-
culation engine within a speech recognition system. The dis-
tance calculation engine may be included within an accelera-
tor. The accelerator may include logic to interface with other
parts of a speech recognition circuit, in addition to the dis-
tance engine, although this is not essential. For example, the
accelerator may include one or more results memories for
storing distances calculated by the distance calculation
engine. The accelerator may also include at least one of a
memory for storing one or more acoustic models, a decom-
pressor for decompressing acoustic data that has been stored
in a compressed format, a memory for storing feature vectors,
a checksum or data signature calculation means, buffers for
data storage, and data registers. The accelerator may be
implemented in software or in hardware, or in a combination.
It may be physically separate to the rest of the speech recog-
nition circuit, although this is not essential.

The distance calculation engine may calculate one or more
of'a wide range of distance metrics and probability distribu-
tions. The distances may represent the likely correspondence
of feature vectors to states in an acoustic model. In other
words, the distances can indicate the similarity of an audio
data frame to each possible state in an acoustic model

There are a wide variety of probability distributions that
can be used for the distance calculation stage of a speech
recogniser, and a wide variety of distance metrics used. These
are widely documented in the literature. A point is a simple
example of a probability distribution.

A common choice is to use Gaussian Distributions and
correspondingly the Mahalanobis Distance metric. The
Gaussian probability distribution is then defined by a mean
vector, which defines centre point in the N-dimensional
space, and a Covariance matrix which defines the shape of the
probability distribution. It is common to restrict the Covari-
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4

ance matrix to be a diagonal matrix (only N non-zero values
along the diagonal of the NxN matrix) which significantly
lowers the implementation cost by reducing the number of
arithmetic operations.

In particular embodiments, the distance calculated is a
Mahalanobis distance. Particular examples of this are
described later in the specification.

In one embodiment, the distance engine autonomously
computes all of the distances associated with a given feature
vector. This may comprise computing distances for every
state in the lexicon. The distance engine may operate in a
pipelined manner with other stages of the recognition pro-
cess. In this context a distance is an indication of the prob-
ability or likelihood that a feature vector corresponds to a
particular state. An important class of distance computation in
speech recognition is the calculation of output state probabili-
ties in recognisers using Hidden Markov Models. Another
possible use is in recognisers using Neural Networks.

The distance engine reads data from the acoustic models to
use as parameters in the calculation. The acoustic models may
be optionally stored in a compressed format. The distance
engine may read and de-compress the acoustic models one (or
more) times for each feature vector processed. Each reading
of'the acoustic models may require reading the entire acoustic
model, or various optimisations may be implemented to avoid
reading parts of the acoustic model that are not required to be
used for calculations with the current feature vector. The
distance engine may use a de-compression method where the
de-compression is sign or zero extension or may otherwise
convert data of narrow or variable width to a wider data
format. The distance engine may use a de-compression
method where the de-compression is sign or zero extension or
may otherwise convert data of narrow or variable width to
IEEE standard single or double precision floating point for-
mat. The distance engine may use a decompression method
where decompression is a codebook decompression of a
binary bitstream, where the codebook is stored as part of the
acoustic model data. The distance engine may use a decom-
pression method where the decompression is decompression
of a Huffman or Lempel-Ziv compressed stream. The dis-
tance engine may use a decompression method where decom-
pression is decompression of run length encoded data. The
distance engine may use a decompression method where
decompression is decompression of difference encoded data.
The distance engine may use a decompression method using
any well known lossy or lossless compression scheme. The
distance engine may use a decompression method using sub-
space distribution clustering. The distance engine may use a
decompression method comprising any combination of the
above described decompression types.

The distance engine may read the acoustic models from a
dedicated on-chip memory. The distance engine may read the
acoustic models from a dedicated oft-chip memory. The dis-
tance engine may read the acoustic models from a shared
on-chip memory. The distance engine may read the acoustic
models from a shared off-chip memory. Any of these acoustic
models may be compressed.

The distance engine may compute a CRC or checksum or
similar signature as it reads in the acoustic model and com-
pares this to a stored CRC, checksum, or signature, in order to
check that the acoustic model has not been corrupted, and
signals an error condition if such corruption is detected. The
stored CRC, Checksum, or signature may had been pre-com-
puted and stored in the model data, or it may be computed at
the time the model data is loaded into the Acoustic Model
Memory. It may be held in Acoustic Model Memory, or it may
be loaded into a register or another memory from where it can
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be accessed and compared when the CRC/checksum/signa-
ture is computed each time the Acoustic Model is loaded.

The distance engine may support the pass-through of data
from the front-end to the search-stage. The data to be passed
through will be supplied to the distance engine as an adjunct
to the feature vector, and the distance engine will pass it to the
search stage as an adjunct to the distance results. This pro-
vides a simple mechanism for passing frame-specific data
that is not involved in the distance calculation through to the
search stage, and keeping it associated with the correct frame,
which may otherwise be complex in pipelined systems with
multiple processors. The data passed through may be for any
purpose. Examples might include silence detected, end-of-
audio-stream detected, a frame number, information that
some intervening frames have been dropped, or data from
another input device such as a button or keyboard in a multi-
modal interface.

The distance engine may be implemented in hardware,
software, or a combination. Other stages may be imple-
mented in hardware, software, or a combination. The distance
engine may be implemented with any number representation
format including fixed point or floating point arithmetic, or
any mixture of number representation formats.

In particular, the other stages may be implemented on a
CPU, or on a DSP and CPU. The “DSP” and “CPU” may each
be implemented as software programmable devices.

The distance engine may implement one or more addi-
tional pipeline stages to overcome delays introduced by low
bandwidth, high latency, or conflicted bus interfaces. The
distance engine may also implement additional pipeline
stages to maintain the same throughput while allowing more
time for each distance calculation. Particular embodiments of
the invention may include one or more of the above aspects.

A further aspect of the invention comprises a speech rec-
ognition circuit, comprising: an audio front end for calculat-
ing a feature vector from an audio signal, wherein the feature
vector comprises a plurality of extracted and/or derived quan-
tities from said audio signal during a defined audio time
frame; calculating circuit for calculating a distance indicating
the similarity between a feature vector and a predetermined
acoustic state of an acoustic model; and a search stage for
using said calculated distances to identify words within a
lexical tree, the lexical tree comprising a model of words; a
buffer memory between the calculating circuit and the search
stage, for receiving data passing from the calculating circuit
to the search stage, wherein a processor in the search stage has
higher bandwidth and/or lower latency access to the buffer
compared to the bandwidth and/or latency of direct transfer
between the calculating circuit and the search stage. The data
transfer from the calculating circuit to the buffer memory
and/or from the buffer memory to the search stage may be
performed as one or more sequential bursts. The data transfer
to the buffer memory may be performed in parallel with data
transfer to the calculating circuit and/or in parallel with data
transfer to the search stage. A second buffer memory may be
provided between the audio front end and the calculating
circuit.

A further aspect of the invention comprises a speech rec-
ognition circuit, comprising: an audio front end for calculat-
ing a feature vector from an audio signal, wherein the feature
vector comprises a plurality of extracted and/or derived quan-
tities from said audio signal during a defined audio time
frame; calculating circuit for calculating a distance indicating
the similarity between a feature vector and a predetermined
acoustic state of an acoustic model; and a search stage for
using said calculated distances to identify words within a
lexical tree, the lexical tree comprising a model of words;
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comprising an elastic buffer between at least one of the front
end and calculating circuit, or the calculating circuit and
search stage, and/or for buffering said audio signal.

A further aspect of the invention comprises an accelerator
for a speech recognition circuit, the accelerator comprising:
calculating means for calculating a distance indicating the
similarity between a feature vector and a predetermined
acoustic state of an acoustic model, wherein the feature vector
comprises a plurality of extracted and/or derived quantities
from an audio signal during a defined audio time frame;
means for comparing a first version of a stored checksum of
data representing said acoustic model and a second version of
said stored checksum, wherein the second version is obtained
from an updated measurement and calculation of the check-
sum; and means for indicating an error status if the checksums
do not match.

A further aspect of the invention comprises an accelerator
for a speech recognition circuit, the accelerator comprising:
calculating means for calculating a distance indicating the
similarity between a feature vector and a predetermined
acoustic state of an acoustic model, wherein the feature vector
comprises a plurality of extracted and/or derived quantities
from an audio signal during a defined audio time frame;
wherein said accelerator is configured to autonomously com-
pute distances for every acoustic state defined by the acoustic
model.

A further aspect of the invention comprises an accelerator
for calculating distances for a speech recognition circuit, the
accelerator comprising: calculating circuit for calculating
distances indicating the similarity between a feature vector
and a plurality of predetermined acoustic states of an acoustic
model, wherein the feature vector comprises a plurality of
extracted and/or derived quantities from an audio signal dur-
ing a defined audio time frame; first and second storage cir-
cuit, which may be referred to as result memories, each for
storing calculated distances for at least one said audio time
frame, and for making said stored distances available for use
by another part of the speech recognition circuit; control
circuit for controlling read and write access to the first and
second storage circuit, said control means being configured to
allow writing to one said storage means while the other said
storage means is available for reading, to allow first calcu-
lated distances for one audio time frame to be written to one
said storage means while second calculated distances for an
earlier audio time frame are made available for reading from
the other said storage means.

Embodiments of the invention may comprise means for
generating a checksum or computed signature for the acoustic
model data stored in the memory, and means for comparing
checksums or computed signatures that have been calculated
at different times, to indicate an error status if the checksums
do not match, one possible cause of such mismatch being that
the acoustic model data has been overwritten by said other
data and said error status being used to indicate that the
acoustic model should be re-loaded into the said memory.

A further aspect of the invention comprises a speech rec-
ognition circuit comprising: lexical memory containing lexi-
cal data for word recognition, said lexical data comprising a
lexical tree data structure comprising a model of words;
means for accessing a state model corresponding to each
phone or each group of phones in the lexical tree; a content
addressable memory for storing content addressable data for
each phone or group of phones, including states correspond-
ing to said phone or group of phones, and for storing an
address value for each said phone or group of phones; a RAM
configured to store accumulated scores for each said phone or
group of phones, the accumulated scores being addressable



US 7,979,277 B2

7

by said address value for each said phone or group of phones;
means to obtain scores that each of a plurality of frames of an
audio signals corresponds to each of a plurality of said states;
a counter to sequentially search for each said state in the
content addressable memory, to obtain the corresponding
address value if the state is found in the content addressable
memory; means to use said address value to access an accu-
mulated likelihood and an accumulator to add said likelihood
to the accumulated likelihood; means to use the phones or
groups of phones with the highest accumulated scores to
obtain a plurality of next phones from the lexical tree which
correspond to the next phone; and output means for output-
ting a lexical tree path of highest likelihood.

A further aspect of the invention comprises speech recog-
nition apparatus comprising: a lexical tree having a corre-
sponding state model; means for obtaining scores of an audio
input corresponding to each of a plurality of states in said state
model; a content addressable memory for storing a marker
indicating a part of the lexical tree, and one or more states
associated with said part of the lexical tree; a random access
memory addressable by the CAM output, to output accumu-
lated scores for states corresponding to said parts of the lexi-
cal tree; adder means for adding likelihood to said accumu-
lated likelihood, to be stored back in the RAM.

A further aspect of the invention comprises speech recog-
nition apparatus, comprising: a CAM-RAM arrangement for
storing records including pointers to a lexical tree, and accu-
mulative scores for states within the lexical tree; input means
for obtaining scores that an audio frame corresponds to a
particular state in the lexical tree; an accumulator for calcu-
lating the updated scores and modifying the records in the
CAM-RAM accordingly; output means for outputting a path
of highest likelihood in the lexical tree.

A further aspect of the invention comprises a speech rec-
ognition method comprising: storing state identifiers which
identify states corresponding to nodes or groups of adjacent
nodes in a lexical tree, and scores corresponding to said state
identifiers in a memory structure, the lexical tree comprising
a model of words and the memory structure being adapted to
allow lookup to identify particular state identifiers, reading of
the scores corresponding to the state identifiers, and writing
back of the scores to the memory structure after modification
of the scores; repeating the following sequence of steps for
each of a plurality of incoming frames of an audio signal;
obtaining score updates corresponding to the likelihoods that
said frame of the audio signal corresponds to each of a plu-
rality of said states; accessing said memory structure to obtain
scores, updating the scores by adding score updates to the
scores, and writing back the updated scores to the memory
structure; determining if scores for states furthest on in the
lexical tree correspond to a significant likelihood, and if so,
then accessing the lexical tree to determine the next set of
possible states; and storing the next set of possible states and
said scores of significant likelihood in the memory structure.

A further aspect of the invention comprises speech recog-
nition circuit comprising: a circuit for providing state identi-
fiers which identify states corresponding to phones or groups
of'adjacent phones in a lexical tree, and for providing scores
corresponding to said state identifiers, the lexical tree com-
prising a model of words; a memory structure for receiving
and storing state identifiers and phone instance identifiers
uniquely identifying instances of phones or groups of phones
in the lexical tree; said memory structure being adapted to
allow lookup to identify particular state identifiers, reading of
the scores corresponding to the state identifiers, and writing
back of the scores to the memory structure after modification
of the scores; an accumulator for receiving score updates

20

25

30

35

40

45

50

55

60

65

8

corresponding to particular state identifiers from a score
update generating circuit which generates the score updates
using audio input, for receiving scores from the memory
structure, and for modifying said scores by adding said score
updates to said scores; and a selector circuit for selecting at
least one phone instance identifier according to said scores.

A speech recognition apparatus according to the invention
may be embedded in or included in a mobile electronic device
such as a mobile telephone, PDA (personal digital assistant),
etc.

Embodiments of the present invention will now be
described, by way of example only, with reference to the
accompanying drawings, in which:

FIG. 1 is a block diagram of the system architecture for a
speech recognition apparatus according to an embodiment of
the invention;

FIG. 2 is a block diagram showing the main data structures
used in the speech recognition apparatus of FIG. 1;

FIG. 3 shows a block diagram of the Single Phone Instance
Network Engine (PINE) of FIG. 1;

FIG. 4is ablock diagram showing the Wave Front Manager
architecture;

FIG. 5 shows the use of link nodes to permit path merging;

FIG. 6 shows a block diagram of a Path Merge Unit in the
Phone Level,

FIG. 7 shows the Phone Book architecture;

FIG. 8 shows Lexical tree storage;

FIG. 9 shows the data structure for the word link record;

FIG. 10 shows a block diagram of Word Engine;

FIG. 11 shows a Language Model interface architecture;

FIG. 12 shows an example of a simple Loop Grammar;

FIG. 13 shows a block diagram of grammar engine;

FIG. 14 shows a single frame of the Audio Codec link
protocol; and

FIG. 15 illustrates the system timing which may be used in
the embodiment of FIG. 1;

FIG. 16 is a block diagram showing a speech recognition
circuit according to an embodiment of the invention, and
illustrating data flow between parts of the circuit;

FIG. 17 is a block diagram showing a distance calculation
engine according to an embodiment of the invention;

FIG. 18 shows ideal data flow over several time steps
within a speech recognition circuit having separate front end
and search stages, in an embodiment of the invention;

FIG. 19 shows an example of actual data flow over several
time steps within a speech recognition circuit having separate
front end and search stages, in a further embodiment of the
invention;

FIG. 20 shows ideal data flow over several time steps
within a speech recognition circuit having a shared processor
for front end and search stages, in an embodiment of the
invention;

FIG. 21 shows an example of actual data flow over several
time steps within a speech recognition circuit having a shared
processor for front end and search stages, in an embodiment
of the invention;

FIG. 22 shows ideal data flow in a speech accelerator
pipeline with two data transfer stages, according to an
embodiment of the invention; and

FIG. 23 shows an example of actual data flow in a speech
accelerator pipeline with two data transfer stages according to
an embodiment of the invention.

FIG. 1 shows a speech recognition system architecture for
an embodiment of the invention. The speech recognition sys-
tem is divided into several levels of operation: a state level, a
phone level, a word level, a grammar level, and a system level.
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Each level is shown in FIG. 1 as a grey shaded box, intercon-
nected to other levels of the system.

The information passed between different levels or subcir-
cuits of FIG. 1 is indicated on the FIG. 1 using the following
identifiers.

Identifier Definition

grammar__id Identifies which grammar model is currently
being used

grammar_ node_id Identifies a node in the grammar model

word__id Uniquely identifies a word

wordlat_node_id  Identifies a node in the word lattice

LT id Lexical tree identifier. Identifies the lexical tree
to be used

LT_ branch_id Identifies a unique branch in a lexical tree. A branch
is defined as all of the monophones subsequent to
and including the first monophone in a tree.

LT_node_id Identifies a node in a lexical tree

monophone__id
transvec__id

Identifies a monophone
Identifies which transition vector to use

state__id Identifies the state

phone__no Unique phone instance identifier
prev_phone_no Phone number of previous phone in network
triphone__id Triphone identifier

LML_ factor Language model lookahead factor. The smeared

language model score that must be added

The system level includes a general purpose processor and
cache, a system controller, a DMA (direct memory access)
controller, clocks, PLL (phased locked loop), GPIO (general
purpose I/O interface), timer watch dog, memory interfaces to
interface to main memory and non volatile storage, serial,
host, debug and display interfaces. The system level also
includes a model adaptation engine, a language model factor
engine, a speech recognition system controller, a language
model interface, and a recognition output interface.

The processor organises the transfer of the various models
from the non volatile storage to the various model memories.
It handles the language model factor requests. Language
model factors are used to by the state level to apply the
language model score. The language model (LM) interface
provides the mechanism for obtaining LM factors as and
when they are needed. The processor keeps a copy of the wave
front in memory which is updated simultaneously with that in
the wave front manager. Using its copy of the lexical tree, the
processor can determine which language model scores may
be needed in the coming frames. Once calculated, the lan-
guage model factors can be kept in memory for use in subse-
quent frames. The system level is also used for forming
speech model adaptation, and acting as an overflow for the
various buffers used by the architecture.

The system level includes the audio codec interface and the
audio front end interface, connected to the processor via a
APB (advanced peripheral bus) to AHB (advanced high per-
formance bus) bridge.

The grammar level includes a grammar engine and gram-
mar model(s). The grammar level sets out the rules of the
particular recognition task at the highest level. During system
initialisation a number of grammar models might be loaded,
for example a command grammar and a dictation grammar.
Command mode grammar is a restricted grammar which
includes only a very limited lexical tree with command spe-
cific words. Some branches of this lexical tree may include
multiple words together, where a command has such a struc-
ture, e.g. “open file menu”. Typically, only a single instance of
the lexical tree will be needed. Command mode is used
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because it can obtain a higher accuracy, due to the lexical tree
constraint. In dictation mode grammar, a full lexical tree
structure is used.

The grammar may be selected by a user during the recog-
nition process. For example, the command grammar may be
selected when the user presses a command button. The archi-
tecture supports fast swapping of grammar models. For
example, a user may be in the middle of dictating a message
when a “punctuation button” is pressed and the phrase “ques-
tion mark™ uttered. At this point, a punctuation grammar
could be loaded, in order to increase recognition accuracy.

The word level comprises a word engine, which includes a
word lattice and a word graph generator. The word level has
two main functions, of keeping a record of the search path at
the word level using a word lattice, and interfacing to the
language model via a cache. The word lattice is a record of all
of'the words that have been searched up to the current frame.
As new words are searched, they are appended into the lattice
at the appropriate place. After the final frame in the current
sentence, the n-best word lattice node identifiers from the
n-best scoring tokens are passed back to the word lattice. This
enables the n-best sentences to be traced back through the
lattice. The word lattice can also be post processed to produce
a word graph which is essentially a compact version of the
word lattice.

At the word level, a record is kept of all tokens that have
passed through a word end. This results in a lattice of words.
When the final feature vector has been processed, the best
scoring token is identified and used to trace back the search
path back to the start of the search.

The phone level includes a “phone book™ for generating
new triphone instances, a wave front manager for sending
requests to the phone book to generate new phone instances,
a phone request arbiter, and a path merge unit.

The phone book includes a lexical tree, which comprises a
vocabulary of words, sounds and/or phrases organised
according to the phones or monophones making up the sound.
A lexical tree is commonly used in speech recognition rather
than a linear lexicon, because it greatly reduces the amount of
storage space required to store a word vocabulary, by avoid-
ing duplication of common word beginnings. It is also easier
to search when the word beginning is known.

Although it is possible to search a lexical tree based on
monophones, it is well known that better results can be
achieved in speech recognition by basing the lexical tree
search on groups of more than one monophone, since the
sound of one syllable commonly affects the pronunciation of
the next syllable in the same word, or the first syllable in the
next word. In this embodiment, groups of three monophones
are used, and these are known as triphones. It is alternatively
possible to use a different number of monophones for each
group. The phone generator in the “phone book™ uses data
from the lexical tree to generate triphones.

In one embodiment of the invention, approximately 45
different cued mono-phones are considered. This gives of
order 60,000 tri-phones. Each triphone in this embodiment is
modelled by a Hidden Markov Model (HMM) with three
states. There is no correspondence between individual states
and individual phones of the triphone.

Alternatively, it is possible to model each triphone by a
single state, or by any other number of states.

The phone level is responsible for generating the search
space according to the word structure specified in the gram-
mar model and the phone structure specified by the lexical
tree. The search space can be envisaged as a wave moving
through an acousto-linguistic search space. In order that the
wave can be dynamically created, a record of the wave front



US 7,979,277 B2

11

phone instances must be maintained. This is done in a wave
front phone CAM/RAM structure, within the wave front
manager. When a token occurs in the final state of a phone
instance in the PINE array at the front of the wave, a new
phone instance must be generated at the phone level and
passed to the PINE array.

The phone instance includes a phone_no, which is a phone
instance identifier to identify the phone uniquely in the cur-
rent search. The phone instance also includes a word lattice
node identifier (labelled “word_lat_node_id”) to identify the
phone’s position in the word lattice, state identifiers (labelled
“state_ids”) for the HMM, storage to hold the tokens as they
move through the HMM and LM_factor which is used to by
the PINE to apply the language model score. To handle the
connectivity between phone instances, a phone instance
points to a previous phone instance using the phone_no of the
previous phone. This allows tokens to be passed between
phones. A “token” is a hypothesised search path, represented
by a non-zero score at a particular state, and tokens are propa-
gated through the HMM with each time frame.

The phone instance network can be visualised as a wave
with new phone instances being added to the front of the
wave, and empty phone instances being removed from the
back ofthe wave. In some circumstances, the back of the wave
may be in the same position as the wave front. The back of the
wave moves on through the lexical tree as tokens are either
moved on or pruned.

Tokens, each representing a particular hypothesis, hop
through the states in the HMMs, each hop consuming a fea-
ture vector. Each token explores all possible next states which
typically involves placing a token in the next state and keep-
ing one in the current state. When there is more than one token
in a state, the least likely token can be removed because both
have the same word history. When a token reaches the last
state of a phone instance at the from of the wave, the next
phone instance(s) are requested from the phone level. The
phone level uses the lexical tree to create the new phones. As
well as looking up the state identification numbers for each
HMM state, it also incorporates the correct language model
factor.

The language model factor engine is used to smear the
language model scores across the lexical tree. This operates in
two ways depending on whether the factor is needed for a
word start phone(s) or word internal phones. For word inter-
nal phones, LM factors can be computed as needed, provided
that the LM scores are available in cache. This is because in
general the storage requirements for the LM scores are less
than the storage of the LM factors for all of the factors in the
branch. However when a token is in a word end phone there
may a significant number of word start phones e.g. up to
(monophones)? requiring a large amount of computation. To
avoid this the LM engine will pre compute word start LM
factors when it seems highly likely that a token will be passed
to the word starts. These word start LM factors will be held in
the LM factors cache. The phone level is responsible for
generating the search space according to the word structure
specified in the grammar model and the phone structure
specified by the lexical tree.

The state level shown in FIG. 1 includes a phone instance
network engine (PINE) array, a MHD (Mahalanobis distance)
engine, an audio front end, a feature vector buffer for model
adaptation, and compressed acoustic models. The state level
is the lowest level, in which a network of phones is dynami-
cally created.

The audio input for speech recognition is input to the front
end unit of the state level. This audio input may be digital
audio, or it may be analog audio which is converted to digital
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audio using an analog to digital converter. The audio input is
divided into time frames, each time frame typically being of
the order of 10 ms.

For each audio input time frame, the audio signal is con-
verted into a feature vector. This may be done by splitting the
audio signal into spectral components. For example, in the
present embodiment, the audio input signal is split into 12
frequency bands and one energy band, and a feature vector is
constructed using these 13 components, plus their first and
second derivatives, a total of 39 components.

The feature vector is passed to the MHD (Mahalanobis
distance) engine. This computes all possible state output like-
lihoods for the current frame as the state mean and covariance
data is read from the acoustic model memory.

The likelihood of each state is determined by the distance
between the feature vector and each state. To reduce the
number of states, a technique known as “state tying” may be
used. Multiple states are grouped together in 39D space,
according to their proximity to one another. An average or
central value from each group is used to represent the entire
group. Thus, the effective number of states may be reduced
from 40,000 to 8,000. The accuracy may be improved using a
language model in addition to the word recognition lexical
tree. A language model is based on the probability of sequen-
tial words. The above figure of 8,000 states gives best recog-
nition results when used with a language model.

The MHD (Mahalanobis Distance) is a distance between
two N-dimensional points, scaled by the statistical variation
in each component. In embodiments of the invention, the
Mahalanobis distance between the feature vector and each
state is calculated, to determine similarity of the feature vec-
tor to each state.

The Feature Vector represents a point in an N-dimensional
space. Different embodiments of the invention may use dif-
ferent values of N. Generally we see values of N in the range
of 20 to 39, although values outside this range are not
excluded.

The distance calculator stage of the recognition process
computes a probability or likelihood that a feature vector
corresponds to a particular state. Each state has an associated
probability distribution in the N-dimensional space. The dis-
tance calculator computes the distance in the N-dimensional
space from the Feature Vector to the probability distribution
for each state. In some embodiments, the calculation is per-
formed only when the search stage algorithms determine that
the distance for that particular state is needed by the search
stage. In some embodiments, the distances for all of the states
are calculated and made available to the search stage, which
allows pipelined operation. Embodiments that do the calcu-
lations on demand are preferable.

The Mahalanobis Distance (MHD) is extensively
described in the literature. It may be calculated using the
formula

MHD value=In (P(x))=-0.5[N*In (2*pi)+In|Cov|)]+(-
0.5*[(x—u)"*inverse(Cov)* (x—u)])

where
N=number of dimensions in the space
x=feature vector, a point in the N dimensional space
u=mean vector
Cov=covariance matrix
|Covl=determinant of covariance matrix
(a)=transpose of matrix a

Different embodiments may use variations on this equa-
tion, for example the base for the logarithm is not always the
natural base e that is used in the above example. The log of the
probability is preferably calculated, rather than the probabil-
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ity, as it simplifies the implementation. Not all embodiments
do this. In alternative embodiments, the likelihoods rather
than probabilities are computed as it leads to simpler imple-
mentations of computations in the search stage.

The feature vector is used to calculate 8,000 MHD dis-
tances for each time frame, i.e. one distance for each of the
8,000 states. It is beneficial, although not essential, to perform
the MHD calculations separately in a pre-processor, known as
a MHD engine, because MHD calculation is a computation-
ally intensive process.

Due to the 10 ms frame length, a feature vector arrives at
the MHD engine of the state level every 10 ms. The MHD
engine calculates the likelihood of each feature vector corre-
sponding to each of a number of states derived from an
acoustic model. Each state is also a 39 dimensional vector,
having the same spectral components as the feature vector.
The MHD engine calculates the difference in 39-D space
between the feature vector and each state to obtain the like-
lihood for that state. A parallel MHD or a single MHD
arrangement may be used.

The feature vectors may be sent to a feature vector buffer
for model adaptation, which determines whether the observed
features fit well with the acoustic model, and may initiate an
adaptation of the model if the fit is not sufficiently good.

Scores indicating the state likelihoods or probabilities are
output from the MHD engine to the PINE array. It is prefer-
able to use likelihoods rather than probabilities, because like-
lihoods can be added together to give a total likelihood. Prob-
abilities must be multiplied, which can give rise to rounding
errors. Inthis embodiment, eight separate pines are used, each
of 4 kilobytes, thus storing 4000 phones per pine.

During recognition, the Phone Instance Network Engine
(PINE) Array will contain a network of phone instances.
Tokens representing search hypotheses in the form ofa proba-
bility(likelihood) will exist in some of the HMM states of the
phone instances. The tokens are propagated into all available
states and updated with the corresponding state output prob-
abilities. Maximum model, word end and beam pruning are
applied to the tokens to ensure the search space is kept
bounded. When a token is in the final state of a phone model
and has avoided being pruned, the PINE makes a next phone
request to the Phone level. The PINE array may receive a
number of new phone models from the phone level which
must be appended to the appropriate existing phone.

FIG. 2 shows the data structures stored in the PINE array,
and other main data structures used during the acoustic
search. Each PINE includes a phone instance CAM and a
phone instance RAM. The phone instance CAM stores the
phone instance number (labelled “phone_no”) which
uniquely identifies each phone instance. The phone instance
CAM also stores the state IDs of the three HMM states used
to model the phone, and flags indicating the position of the
phone. The “back” flag indicates if the phone is at the back of
the wavefront. The “front” flag indicates if the phone is at the
front of the wavefront. The “empty” flag indicates if there are
no tokens in any of the three states for that phone. The “end”
flag indicates if the phone is at the end of a word.

The phone instance RAM stores the token scores for each
of' the three states corresponding to each phone. The st_dum
field indicates a dummy state, which is used to represent a
state prior to the first state of the first phone. The “tmp” field
is used for passing a token from a previous phone in the
lexical tree to the current phone. This will be explained in
more detail later. The prev_phone_no field is for storing a
pointer to the previous phone instance in the network. The
wordlat_node_id identifies the position of the phone instance
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on the word lattice node, and the LM_factor stores the lan-
guage model factor for that phone instance.

At the phone level a record of all phones on the wave front
must be maintained. If a phone instance is on the wave front,
the phone_no stored in the phone instance CAM will point to
the details in the wave front phone CAM and RAM.

The wave front phone CAM and RAM keeps pointers into
the grammar and lexical tree. When a token in a wave front
phone reaches the last state, the PINE array makes a request
to the phone level by passing back the phone_id. The pho-
ne_id is used as a key to determining the token’s gram-
mer_node_id and LT _node_id within the wave front CAM/
RAM structure. If the token is at a word end the grammar
model is checked. A grammar identifier points to the type of
grammar.

At the word level, FIG. 2 shows an example word lattice
structure, with silence having a word_id of 0, and a
wordlat_node_id of 6. This is shown as connected to two
word nodes—“which” has a word_id of 238 and a
wordlat_node_id of 4, and “neither” has a word_id of 3556
and a wordlat_node_id of 5.

At the highest level, i.e. the grammar level, a simple gram-
mar model is shown which will allow the phrase ‘silence
which house silence’ or ‘silence neither house silence’ to be
spoken. Whenever a word end is reached during the search,
the grammar model must be consulted to determine the next
possible word(s) or lexical tree(s). This allows the word lat-
tice at the word level, consisting of a network of words, to be
assembled. Whenever a word end is reached, the word is
added to the lattice and the wordlat_node_id updated accord-
ingly.

FIG. 3 shows a single phone instance network engine
(PINE). At system power up the state transition RAM will be
loaded with the appropriate state transition vector but the
CAM and RAM memories will be empty. When the system is
initialised an initial set of phone model(s) will be instantiated
with a token in the dummy state and a path score of zero. The
phone models are received from the phone level.

When the audio data is processed, a stream of all possible
state output probabilities will be received from the MHD
engine. A counter that is synchronous to the stream of state
output probabilities from the MHD produces a concurrent
stream of state_ids. The job of'the CAM isto perform a search
to see if the state_id is instantiated anywhere in the CAM
state_id fields. If it exists and the location doesn’t have its
empty flag set then this indicates that a token may need to be
updated. The match signal from the CAM must be encoded
into an address for the RAM. The corresponding RAM
address can then be read. Any token that will end up in the
identified state can then have it’s path score updated and
including any transition vector likelihood.

Itis possible that a single state_id generates multiple CAM
matches. To handle this situation the CAM and RAM are
effectively decoupled by means of a match fifo and repeat
count fifo. The state_id and corresponding state_out-
put_probability are stored in the repeat count fifo. During a
subsequent frame when there is no match, this state_id can be
revisited, ignoring the matches already dealt with.

All searched phone instances corresponding to words in
the current possible lexical tree are stored in the CAM-RAM.
This includes phone instances at the beginning of the word,
middle of the word and end of the word. These phone
instances are connected by the “previous phone instance”
field, which allows traceback through an entire word within
the CAM-RAM.
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A mechanism is thus required to pass tokens from one
phone instance to the next. This mechanism is provided by the
tmp field in the RAM.

The tmp field in the RAM holds tokens during token pass-
ing.

Atthe start of each time frame, the audio input is converted
into a feature vector, the MHD values calculated, and the
MHD values used to update the token scores. After update of
all tokens, 2 passes are made through the CAM-RAM, firstly
for pruning, and then for token passing. The pruning in this
example removes tokens of below a threshold score, although
other types of pruning are also possible. The pruning may
involve removing a predetermined proportion of the tokens,
chosen as those of lowest likelihood. A third possible method
of pruning is removing all tokens with scores below a first
predetermined value, but at word ends removing all tokens
with scores below a second predetermined value, the second
predetermined value being greater than the first predeter-
mined value.

The token passing works as follows. Each phone instance
points back to a previous phone, due to the prev_phone_no
field stored in the RAM. During the token passing, the third
token ofa previous phone is grabbed and put into the tmp field
of the current phone.

In other words, if a token is on the third state, and it is not
pruned, it must enter the next state of the next phone. To do
this, the tokens that lie in the third state are moved across to
the tmp field.

For example, phone no. 345 needs to look at phone no. 320
to see if any tokens are in the third state. If yes, it takes these
tokens and puts them in the tmp field.

One field in the CAM is labelled “front”. This indicates
whether the phone is on the wave front. If the phone is not on
the wave front, then another phone will have picked up the
token in the third state. However, if the phone is on the wave
front, then no other phone will have picked up the token on the
third state. Therefore, if there is a token in the third state, and
the phone is on the wavefront, it is necessary to generate a
next phone request.

The current phone number, word lattice identifier and word
end flag are sent to the wave front manager, to request a next
phone. If the word end flag indicates a word end, then the
score is also passed to the wave front manager. The score can
be passed in any case, but it is only required at a word end.

The phone level generates the next phone or phones. A new
phone instance starts, and all of statel, state2 and state3 have
scores pre-set to zero. The old score is provided in the tmp
field.

The old phone is still within the wave, but it is unlikely to
be at the back of the wave at this stage. When it gets to the
back of the wave, it is deleted. Until it gets there, it remains in
the CAM-RAM as before. The third token remains where it
was, since tokens can either stay in the third state or move on.

Note that it is possible to end up with more that one token
in each state. If this occurs, then the token with the poorer
score is deleted. This does not affect the result of the lexical
tree search, because both tokens on the same state have
exactly the same word history.

FIG. 4 shows a block diagram of the wave front manager.
The wave front manager is responsible for maintaining a
record of the set of phone models that exist at the front of the
acoustic search space. This set of phone models is referred to
as the “wave front.” The key requirement for this block as to
minimise the time between receiving a “next phone request”
and generating the appropriate responses. The wave front
manager receives the next phone requests from the PINE
array and generates appropriate responses for the Phone
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Book, Word Engine, Path Merge Unit and Grammar engine
The wave front manager also receives new wave front phone
models from the Phone Book and updates the wave front.

The wave front manager receives the next phone request
from the PINE array, via the phone request arbiter. The next
phone request consists of a phone_no, word_end_flag and
wordlat_node_id. If this phone is at the end of a word, the
word_end_flag will be set.

The wave front manager uses the phone_no as input to the
wave front phone CAM. As each phone_no is unique, it is
guaranteed that only a single match will be generated. The
wave front manager uses the CAM generated address to
access the RAM. It then sends retrieved data from the RAM to
the phone book, grammar engine, Path Merge Unit and word
engine.

The wave front manager removes phone instance from
CAM and RAM by writing 0’s into CAM and RAM, and
increments the empty count by one.

Sometime later, the wave front manager receives new
phone instances from the phone book and place them in a fifo.
The phone instances are taken from the fifo and written into
the CAM and RAM at the next_empty_address. The
empty_count is decremented by one. A match is run on the
“occupy” flag, and the address is placed into next_empty_ad-
dress register.

Both the phone level and the state level make use of a path
merge unit to reduce the number of possible paths, by path
merging. FIG. 5 shows the use of link nodes to permit path
merging. In the present embodiment, all word end phone
instances are linked to word start triphones with a link node.
During each frame the path merge unit looks for word end
tokens that can be recombined. This is done by looking for
word end phones that have the same word_id and word his-
tory. When they are found a link is added using the path merge
unit in the PINE array.

FIG. 6 shows a diagram of the architecture at the Phone
level, showing the path merge unit. The path merge unit
includes a path merge CAM and a path merge RAM. The path
merge CAM stores word_id, word history for two words, and
an “occupy” field. The path merge RAM stores a link_no-
de_id. A CAM RAM occupancy manager keeps track of the
empty addresses in the CAM and RAM. The path merge unit
is only passed information from the wave front manager ifthe
phone is a word end phone. For each frame, there is a check to
see if there is an identical word with the same history, and if
there is, the link_node_id is passed to the path merge unit. If
there isn’t an identical word with the same history, a new
record is written into the Path merge CAM-RAM.

FIG. 7 is a block diagram showing the Phone Book archi-
tecture. The Phone Book is tasked with generating the next
phone models when given a pointer into the lexical tree. The
key requirement for this block as to minimise the time
between receiving a “lexical tree address” and generating the
appropriate responses, in particular the next phone model
instance(s).

The lexical tree is used to build the next triphones based on
the current context.

Current triphone Next triphone comments

discarded

Left context=b
Central context=c¢
Right context = ?

Left context=a
Central context = b
Right context = ¢

next_leftmph_ id stored

in wave front manager
current LT__node__id

stored in wave front manager
must be looked up. Large
(<45) for new word start
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The LT_node_id, next_left_mph_id and prev_phone_no
are received at the phone generator from the wavefront man-
ager. The LT_node_id is then used to address the lexical tree

18

N 0 00 5 14 raw data
store and return the central monophone_id. One or more
. . 5 1 11 8 0 end field
further accesses to memory are performed using the micro-
2 00 0 0

coded instructions, each memory access returning the right
monophone_id.

A two stage lookup is accessed using the three monopho-

ne_ids (giving a triphone), the associated state_ids. The To build the “f” tree, we have:

5 10
phone model is assembled, and returned to the PINE array.
The wavefront manager is then updated by sending it relevant
parts of the phone model. FIVE fayv 6 3 17 0 0 0 0 0
The lexical tree store is a micro-coded ROM with both F(SUR01 iowg . 6hf11 ff 0 ) 00 110 0
instruction and data fields. The lexical tree store holds a 15 Tanch Jorward Iour places as we
. . . 1 00 6 3 as the implied other brach of next (one).
number of lexical trees. Each lexical tree may hold single 5 w0 3 17
words or multiple words. Each lexical tree comprises lexical 311 5 0 all addresses are relative offsets.
tree elements, and each element has three fields. For now, the 4 00 6 11
fields will be integers and will be converted to std_logic_vec- 5 00 11 12
tor later. The following is an example of the lexical tree store, 20 6 11 4 0
with the LT data in word_id order. 7 00 0 0
To build the “n” tree, we have:
ZERO Z iy r oW 19 8 12 11 0 0 0 0 sp 0
ONE wahn 18 210 0 0 0 0 o0sl 1 25
TWO tuw 14 16 0 0 0 0 O 0 ah 2
THREE  thriy 1512 8 0 0 0 0 0ay 3
NINE 10 3 10 0 0 0 0 0
FOUR  fow?r 611 12 0 0 0 0 0eh 4 vooto 30"
FIVE fayv 6 317 0 0 0 0 0e 5 100 310
SIX sihks 3 7 913 0 0 0 0f 6 311 9 0
SEVEN  sechvihn 13 417 7 10 0 0 0i 7 30 300 0 0
EIGHT eyt 514 0 0 0 0 0 0iy 8
NINE nayn 10 310 0 0 0 0 0k 9
OH ow 11 0 0 0 0 0 0 O0Omn 10 ) )
The following shows the LT data in MP (monophone) ow 11 To build the “ow” tree, we have “ow” in both the first and
start order. ro 12 second data fields, as no tree is going to be a single mono-
EIGHT eyt 5140 0 0 0 0 05 13 35 40000
FIVE fayv 6 317 0 0 0 0 0t 14 p 2
FOUR fowr 6 11 12 0 0 0 0 0 th 15
NINE nayn 0 310 0 0 0 0 0 uw 16
OH ow 11 0 0 0 0 0 0 0v 17
SEVEN  sechvihn 13 417 7 10 0 0 0w 18 OH ow 11 0 0 0 0 0 0 0
SIX sihks 13 7 913 0 0 0 0z 19 4 011110
TWO tuw 14 16 0 0 0 0 0 0 100 00
THREE  thriy 1512 8 0 0 0 0 0
ONE wahn 18 210 0 0 0 0 0
ZERO ziyrow 19 8 12 11 0 0 0 0 To build the “s” tree. we have:
, :
. . . 45
The following is an example of the three fields of a lexical
tree element. The first field is an instruction field, and the SEVEN schvihn 3 4 17 7 10000
second and third fields are data fields. SIX sihks 13 7 9 13 0000
001 6 0 branch forward six places.
10013 4
50 200 417
Fields: st 2nd 3rd 388 1; 13
instr data data 5117 0
2b 6b 6b 60013 7
00 MP MP raw data field. 700 7 9
01 br br branch address. 800 913
10 br br branch address. 55 611 6 0
11 word_id double field. 1000 0 0
Note that there might be no difference between “01” and .
1 s & To build the “t” tree, we have:
10 60
To build the “ey” tree, we only have to consider “EIGHT”,
because this is the only word in the lexical tree which starts
with “ey”. EIGHT is represented as “ey t”, with phone_nos 5 Tvg(o)o 14 16t uw 416 0 0 0 0 0 0
1400000 0. The first lexical tree element stores the raw data 111 2 o
specifying the phone_nos, the second lexical tree element is 65 200 0 0

an end field, and the subsequent lexical tree element is set to
Zero.
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To build the “th” tree, we have: -continued
page
THREE thriy 1512 8 0 0 0 0 0 S 00 10 3 00 3 10 11 9 0 00 0 O 8
0001512 ow: 11 11 0 00 0 0 00 0 0 00 0 0 9
10012 8 s 01 6 0 00 13 4 00 4 17 00 17 7 10
211 3 0 00 7 10 11 7 0 00 13 7 00 7 9 11
300 00 00 9 13 11 6 000 0 0 0 0 0 12
t: 00 14 16 11 2 0 00 O 0 00 0 0 13
To build the “w” tree. we have: 10 th: 00 15 12 00 12 8 11 3 0 00 0 0 14
’ w: 00 18 12 00 12 10 11 1 0 00 0 0 15
z: 00 19 8 00 8 12 00 12 11 11 O O 16
ONE wahn 18 2 10 0 0 0 0 0 )
0001812 s Then, the start_lookup header is defined. Each row (page)
1001210 is 8 bytes and hence the header takes 3 rows. The end_lookup
211 1 0 . .
300 0 0 header is two rows. Therefore, the lexical tree store proper
starts at the 6th (#5) page.
To build the “z” tree, we have: 2
sp sil ah ay eh ey f ih MP
01 2 3 4 5 6 7 MP_id
ZERO ziyrow 19 8 12 11 0 0 0 0 3 0 0 0 5 0 6 0 data stored.
00019 8 iy k n ow r s t th
100 812 8 9 10 11 12 13 14 15
2001211 25 0 0 8 9 0 10 13 14
311 0 0 w vow oz
400 0 O 16 17 18 19 . . . .
0 01516 0 0 0 0

Once all of the branches have been built, the next stage is to
concatenate the tree. It appears that four elements make a % The end_lookup header is defined. 20 is out of bounds.
page, and each element is two bytes.

ey f n ow s t th w
35 5 6 10 11 13 14 15 18
00 5 14 11 8 0 00 O O 00 0O O 5 19 20 20 20 20 20 20 20
01 4 0 00 6 3 00 3 17 11 5 0 6
00 6 11 00 11 12 11 4 0 00 0O 0 7

- a

To put the above information all together:

START sp:ih 3 0 0 0 5 0 6 0 0
LOOKUP iy:th 0 0 8 9 0 10 13 14 1
uw: v 0 0 15 16 0 0 0 0 2
END ey:w 5 6 10 11 13 14 15 18 3
LOOKUP =z 19 20 20 20 20 20 20 20 4
LEXICAL ey: 00 5 14 11 8 0 00 O 0 00 0 O 5
TREE f: o1 4 0 00 3 00 3 17 11 5 O 6
STORE 00 6 11 00 11 12 11 4 0 00 0 O 7
n: 00 10 3 00 3 10 11 9 0 00 0 O 8
ow: 11 11 0 00 0 0 00 O 0 00 0 O 9
s 01 6 0O 00 13 4 00 4 17 00 17 7 10
00 7 10 11 7 0 00 13 7 00 7 9 11
0o 9 13 11 6 0 00 O 0 00 0 O 12
t 00 14 16 11 2 0 00 O 0 00 0 O 13
th 00 15 12 00 12 8 11 3 0 00 0 O 14
W 00 18 12 00 12 10 11 1 0 00 0 O 15
z 00 19 8§ 00 8 12 00 12 11 11 O O 16

3 0 0 0 5 0 6 0

0 0 8 9 0 10 13 14

0 0 15 16 0 0 0 0

5 6 10 11 13 14 15 18

19 20 20 20 20 20 20 20

00 5 14 11 8 0 00 O 0 00 0 O

o1 4 0 0 6 3 00 3 17 11 5 0

00 6 11 00 11 12 11 4 0 00 0 O

00 10 3 00 3 10 11 9 0 00 0 O

11 11 0 00 0 0 00 O 0 00 0 O

01 6 0O 00 13 4 00 4 17 00 17 7

00 7 10 11 7 0 00 13 7 00 7 9

0o 9 13 11 6 0 00 O 0 00 0 O

00 14 16 11 2 0 00 O 0 00 0 O
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-continued
00 15 12 00 12 8 11 3 0 00 O
00 18 12 00 12 10 11 1 0 00 O
00 19 8 00 8 12 00 12 11 11 ©

This information is converted to hexidecimal. The first five

are byte fields.
The rest are:

2bit—uCode.

6bit—data.

2bit—anull.

6bit—data

03 00 00 00 05 00 06 00
00 00 08 09 00 0A 0D OE
00 00 OF 10 00 00 00 00
05 06 0A OB 0D OE 0F 12
13 14 4 14 14 14 14 14
05 OF cg 00 00 00 00 00
84 00 06 03 03 11 c5 00
06 OB 0B 0C c4 00 00 00
0A 03 03  0A co 09 00 00
CB 00 00 00 00 00 00 00
86 00 0D 04 04 11 11 07
07  0A c7 00 0D 07 07 09
00 0D c6 00 00 00 00 00
0E 10 c2 00 00 00 00 00
0F oC oc 08 c3 00 00 00
12 oc 0C  0A c1 00 00 00
13 08 08  0C oCc 0B co 00

The above is the micro code for the digit lexical tree. It
allows branching, and it holds the word_id. It knows which
lexical trees it contains and where they are housed. It also
stores the possible end monophone list.

FIG. 8 shows a further example of the Lexical Tree RAM,
giving examples of different types of branching in the lexical
tree, and how these are represented in the RAM.

FIG. 9 is a block diagram showing the data structure that is
supported for the word link record, to enable word n-best
decoding. The word engine maintains a record of the words
that have been currently searched by the PINE array. Itis used
to determine the word history and allow trace back during or
at the end of search. The word history is needed to determine
the language model score and whether particular paths can be
recombined or merged.

FIG. 10 shows a block diagram of the word engine. This is
designed to allow fast access to the word history (thus allow-
ing rapid phone creation at the phone level), and to allow
reasonably fast trace back. The Word Engine is primarily a
memory store that fills incrementally. The decoupling of the
wordlat_node_id and the physical address will allow the pos-
sibility of being able to keep the WLRs for a given word in
contiguous addresses, thus avoiding the need for the pointer
field.

The language model interface is designed to allow the
Phone Book to quickly obtain the appropriate LM factor for
the phone model that it is currently constructing. Based on the
phones in the wave front, all possible next LM factors can be
determined. This will be done in software together with the
language model factor engine. The ARM 9 will maintain its
own record of the wavefront using the same next phone
requests received by the wave front manager and its own copy
of the lexical tree.

FIG. 11 shows the architecture of the LM interface. This
allows the Phone book to quickly access the LM factor for the
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phone that is currently being generated. Prior to the phone
generation phase LM_{factors are computed for all possible
phones that may be generated in the next frame.

The grammar engine is designed to give the Phone Book a
quick response to requests for the next grammar node(s). In
the case of a task grammar where the lexicon may be limited
to a few words (e.g. yes, no), it may be desirable to use the
same lexical tree. In this case it will be necessary for the
grammar, to provide lexical tree pointers such that the phone
generator can jump to the appropriate part of the lexical tree.

For a speech recognition system it is also necessary to
specify the grammar. Again we will use HTK’s Standard
Lattice Format (SLF) to specify the grammar. In practice it
will be convenient to use HTK’s HParse format to specify the
grammar using a high level grammar notation. This can then
be converted into using the HParse tool. Consider having to
specify a grammar for a digit recognition task. The HParse
format for this is as follows:

$digit = one | two | three | four | five | six | seven | eight | nine | zero
$digit_sp = $digit sp

$noise = lipsmack | breath | sil

( [sil] < $digit_sp | $noise > [sil] )

where | denotes alternatives, <> denotes one or more repeti-
tions, { } denotes zero or more repetitions, [ | denotes that
item is optional, and () contains the grammar.

FIG. 12 shows the network that is defined by this grammar.
The network starts and ends with a “sil” phone, representing
silence. Between the start and end, a number of possible
routes correspond to further silence, a breath, a lipsmack
sound, or a detected word.

FIG. 13 shows the grammar engine architecture. When a
next phone request arrives, the next grammar node(s) must be
retrieved from memory. In the case of a task grammar, the
phone book should be given the lexical tree memory
addresses to allow the phone to be determined.

FIG. 14 shows a single frame of the Audio Codec (AC) link
protocol used in some embodiments of the invention. The
Advanced Audio CODEC Interface (AACI) is an ARM
Primecell that provides an interface to off-chip AC97 audio
codecs. AC97 is Intel’s audio codec specification, initially
created for the PC market. The AACI is an AMBA slave block
that connects to the Advanced Peripheral bus (APB). The
AACI connects to the off-chip codec using the AC-link pro-
tocol.

The AC-link protocol is a bi-directional, fixed clock rate,
serial digital stream. AC-link handles multiple input and out-
put PCM audio streams as well as register control accesses. It
employs a time division multiplexed (TDM) scheme that
divides each audio frame into 12 outgoing and 12 incoming
data streams each with up to 20 bit sample resolution. The tag
slots are used to indicate which of the subsequent slots con-
tain valid data. Add and dat are the control register address
and data slots for read and writes. The adc slots contain the
outputs from the analog to digital converters. Assuming that
the ADC sample rate is set to 16 kHz then the AC-link con-
troller will receive 16 bits of data every third codec frame.
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The AACI has 4 channels that can be operated simulta-
neously. They are accessed through DMA.

FIG. 15 shows the system timing. Each frame is divided
into three sections:

Token update (MHD wash)

First pass—inter phone token passing

Second pass—garbage collection, max model pruning

The horizontal direction of the figure indicates elapsing
time, and various subcircuits and processes are indicated
along the vertical direction of the figure. The top part of the
diagram shows frame count, and push to dictate button, and
the lower part of the diagram shows various subcircuits and
processes, within a single time frame, whilst the push to
dictate button is engaged. These subcircuits and processes are
language model interface, word engine, phone book, PINE
array, MHD engine, mean & covar reg, and feature vector reg.

At the start of the time frame, the feature vector is gener-
ated, and the MHD values are calculated. The MHD values
are then passed to the PINE array, which engages in beam
pruning and token score updating. The phone book receives
next phone requests and returns next phone responses. The
word engine adds word link records, and the language model
interface supplies language model factors.

In the second part of the frame, pruning thresholds are
calculated for the PINE array, for the next frame, and the
PINE array engages in token passing. The language model
interface transfers language model factors for the next frame.

Whilst the “push to dictate” button remains activated, the
above process repeats in a sequence of frames.

The embodiments of the invention which are now
described relate to a distance engine for calculation of Mahal-
anobis Distances.

FIG. 16 shows a block diagram of a speech recognition
system according to an embodiment of the invention. The
system includes a microphone 100, which outputs an audio
signal to a combined AGC (automatic gain control) and ADC
(analogue to digital converter) 101. In alternative embodi-
ments, the AGC and ADC may be separate. In this embodi-
ment, the incoming data comes from a microphone, and is
then converted to digital format. However, it is also possible
that the digital audio data may be received from a network, or
may be read from storage means such as a memory, an optical
disk, or a hard disk drive.

The digital audio data output from the ADC is input to an
audio data buffer 102, and may be held here until required.
The data is then output from the audio data buffer 102 to a
front end circuit 103. The incoming audio data is divided into
frames, as described above. In cases where the system is
extremely busy, it is possible to drop some audio frames, to
allow the system to catch up with any backlog.

In the audio front end circuit 103, the audio is split into
spectral components to generate a feature vector, as described
above. For example, the feature vector may have a number of
frequency bands, and an energy band, plus their first and
second derivatives. The feature vector is then output from the
front end 103 to the distance calculation engine 104.

The distance calculation engine 104 converts feature vec-
tors into Mahalanobis distances. The acoustic model may be
chosen from a plurality of acoustic models, e.g. according to
the language used, and may be stored in a storage means 105
such as a memory, a disk drive, etc. The distances calculated
by the distance calculation engine are then transferred to the
search stage 106 of the speech processing circuit, which uses
models such as one or more word models and/or language
models to generate and output recognised text. Such word and
language models may be stored in a separate storage means
107.
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In one embodiment, the distance calculation engine uses
Mabhalanobis Distance (MHD) calculations to determine dis-
tance values for output to the search stage 106. In further
embodiments, different types of distance calculations may be
used, e.g. as described above.

In some embodiments of the invention, the distance calcu-
lation engine is designed as a speech accelerator, to operate as
a loosely bound co-processor for a CPU running speech rec-
ognition software. This has the advantage of reducing com-
putational load on the CPU, and reducing memory bandwidth
load for the CPU.

In some embodiments, the accelerator interface is
memory-mapped. Other types of interface are also possible to
support different system configurations, for example remov-
able accelerator cards with SDIO (secure digital input/out-
put), CardBus, or USB interfaces.

The speech recognition apparatus may also operate with a
CPU and DSP (digital signal processor), where the DSP
implements the “front-end” signal processing to produce a
feature vector, and the CPU implements the search stage,
reading the distance results from the distance calculation
engine.

The system may be implemented in any combination of
hardware or software.

In some embodiments of the invention the search stage 106
provides the distance calculation engine 104 with an active
state list 1XX that indicates the subset of states for which the
search stage requires distances to be calculated by the dis-
tance calculation engine 104. This is an optimization that may
reduce computation time and/or power consumption.

In preferred embodiments of the invention, the front end
103, distance calculation engine 104 and the search stage 106
operate in a pipelined manner. When operating in a pipelined
manner it is unlikely that the search stage 106 will be able to
provide the active state list 1XX early enough for the distance
calculation engine 104 to implement the optimization of com-
puting only the distances that will be required by the search
stage 106. The distance calculation circuit 104 may calculate
the MHD values for every state in the lexicon, per frame,
whether it is subsequently required by the search stage or not.
This allows the accelerator and software system to operate in
a concurrent pipelined manner, which maximizes the system
throughput.

The distance calculation engine 104 may have a plurality of
memory areas for storing feature vectors, to allow a feature
vector for one frame to be transferred to one memory area in
the distance calculation engine 104, while another feature
vector for another frame is being read from a second memory
area, for calculation of a distance. The memory areas used for
reading and writing may alternate with subsequent frames.

FIG. 17 shows a block diagram of a distance calculation
accelerator 200, used in an embodiment of the invention. A
feature vector is received at input 212 of the accelerator 200.
The feature vector is loaded into feature vector (FV) memory
A 208 viaabus 211. Inreality, there may be more than a single
bus, but for simplicity, only one bus 211 is shown in the figure.

The registers 203 are discussed further at the end of this
description. The registers 203 may include, for example, an
accelerator status register, for indicating whether the acoustic
model data is correctly stored in memory, as described in
more detail below.

The FV registers 209 hold the feature vector whose dis-
tances are currently bring computed by the distance calcula-
tion engine 204. If the distance calculation engine 204 is
implemented in software, the FV registers might be imple-
mented as memory attached to the processor running the
software. If the distance calculation engine 204 is imple-
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mented in hardware the FV registers might be implemented as
logic or as a memory block. The FV registers 209 are loaded
from the FV memory 208 when the Distance Calculation
Engine 204 has completed distance calculations for the cur-
rent feature vector and a subsequent feature vector is available
in the FV memory 208. In some embodiments there is an
optional FIFO associated with FV registers 209 so that the
FIFO is loaded from the FV memory 208 when there is a
subsequent feature vector in the FV memory 208 and there is
a space in the FIFO. In these embodiments the FV Registers
209 are loaded from the associated optional FIFO 209 when
the Distance Calculation Engine 204 has completed calcula-
tions for the current feature vector and there is a subsequent
feature vector in the associated optional FIFO 209. The pres-
ence of the FIFO 209 provides for a looser coupling between
the Front End 103 and the accelerator 200 which improves
performance in some system configurations.

Each feature vector is transferred to a distance calculation
engine circuit 204, to obtain distances for each state of the
acoustic model. The acoustic model is stored in an acoustic
model memory 205, which is connected to the bus 211, for
control of reading/writing to the memory. In some embodi-
ments, this also allows acoustic models to be changed or
updated via the bus. The acoustic model may be stored in
compressed form in the acoustic model memory 205. A
decompressor 206 is provided on the data output of the acous-
tic model memory. The decompressor 206 can decompress
the results as they are needed, and thus allows a much smaller
size of acoustic memory to be used, than with uncompressed
data. From the decompressor 206, the decompressed acoustic
model states are sent to the distance calculation engine 204.

The distance calculation engine 204 converts feature vec-
tors and acoustic model states to distances. The accelerator
200 includes two separate results memories for storing these
calculated distances, labelled as “result memory A” 201 and
“result memory B 202.

The control, sequencing, and address generation 210 is
logic, state machines, and/or software programs that provide
overall control of the other elements of the accelerator, taking
inputs from the registers 203, and all the other elements and
interfaces to determine when to start and stop the Distance
Calculation Engine 204. The control 210 also produces
addresses and control signals to control the reading and writ-
ing ofthe memories 201, 202, 205 and 208, to control the flow
of data between the various elements of the accelerator 200,
the operation of the Decompressor 206, CRC check 207 and
Distance Calculation Engine 204, and to control the setting or
clearing or status bits in the Registers 203 and to control
signalling to the front end 103 and search stage 106. The
control 210 is implemented using any of the widely known
and used methods of controlling and sequencing in digital
systems including logic gates, state machines, and embedded
software systems. The control 210 might be a centralized
control, or it might be distributed in some or all of the other
elements of the accelerator 200, or some combination of
these.

Each time a feature vector is loaded into the accelerator, the
accelerator computes the distances for all states for that fea-
ture vector, and stores the results alternately in the A or B
Results Memory. The results are written to one of the two
memories 201, 202, while the other memory is available for
reading. Thus, while the distance calculation engine 204 is
storing the distances calculated for one audio frame, the other
result memory may make available the distances calculated
for an earlier audio frame, to the search stage of the speech
recognition system. For non-real time processing, “earlier”
audio frame may refer to an audio frame that has been pro-
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cessed earlier, rather than being limited to an audio frame that
corresponds to speech at an earlier time.

Thus, the search stage software reads results alternatively
from the A or B result memory, while the accelerator writes
results into the other result memory, allowing concurrent
pipelined operation of the accelerator and the CPU [and the
DSP if present].

In some implementations the A and B results memories
may be exposed to the software interface as separate memo-
ries appearing at different locations in the CPU and/or DSP
memory map. Another implementation is to map each
memory alternatively to the same range of addresses in the
CPU and/or DSP memory map, so that the software always
accesses results at the same location, and the memory con-
taining the set of results the software currently needs to access
is the one mapped there.

The accelerator may autonomously load and decompress
an acoustic model, which is stored in a compressed format in
the acoustic model memory 205. The Acoustic Model may be
loaded into the Acoustic Model Memory by software running
on the CPU prior to the first use of the Accelerator. The
Acoustic Model Memory may be an on-chip memory, to
maximize bandwidth and minimize power consumption of
reading in the entire Acoustic Model every frame, which
means 50 to 100 times per second, depending on the system
design.

The Acoustic Model Memory may be a dedicated memory
attached to, or incorporated within, the accelerator. Alterna-
tively the Acoustic Model Memory may be a shared resource
that is used by other system functions or applications when
speech recognition is not running. To allow detection of situ-
ations where the acoustic model has been overwritten by
another application, a pre-calculated CRC (cyclic redun-
dancy check) signature may be stored with the acoustic
model. Each time the acoustic model is read into the accel-
erator, a CRC may be computed and compared with the
signature. If the comparison fails, an error bit is set in the
accelerator status register.

Some embodiments of the invention relate to speech rec-
ognition systems comprising separate front end 103 and
search stage 106 processors. These separate processors per-
form the front-end and search stages of the recognition pro-
cess, with the accelerator 200 performing the distance calcu-
lations. Typically the front-end processing would be
performed on a DSP and search stage would be performed on
a CPU, although this description holds for any type of pro-
cessors, even dedicated hardware implementations. As shown
in FIG. 17, the front end 103 supplies the distance accelerator
with feature vectors, and the search stage 106 uses distances
calculated by the accelerator.

The accelerator is designed to operate in a concurrent pipe-
lined manner with the other processors, allowing a high level
of parallelism in the system.

FIG. 18 shows how this pipelined operation works in an
embodiment of the invention with ideal data flow, i.e. where
each of the three recognition stages require exactly the same
time to process each data frame, and the processors are never
delayed, stalled, or diverted to other tasks.

The time axis is divided into equal “pipeline step times”. If
the step time is the same as a frame time then the system is
processing audio in real time. If the step time is short than a
frame time, the system is operating faster than real time,
which may be valuable for batch processing of audio data, or
catching up after some type of delay. If the step time is loner
than a frame time, the system is operating slower than real
time, which may be acceptable in some applications, for
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example where the person dictating pauses occasionally
allowing the system to “catch up”.

Once the pipeline has filled (which takes two step times),
the DSP, the Accelerator, and the CPU are all operating in
parallel. In this idealized example, the total time available for
processing a frame is three step times—one step time in the
DSP, one step time in the accelerator, and one step time in the
search stage. There is a latency of three step times from the
time the audio data enters the front end to the completion of
the search stage for that frame, and the processing of one
frame finishes each step time. If the system were not pipe-
lined, then the processing of all stages for one frame would
have to complete in one step time in order to achieve the same
overall throughput of frames per second. Thus pipelining in
this way can achieve three times the throughput with the same
processing elements, compared to a non-pipelined system. A
non-pipelined system would be one in which the processing
of frame n+1 would not start until all stages of the processing
of frame n was already complete.

If, for example, in a system running in real time with a
frame time and step time of 100™ of a second, which is 10 ms,
each of the three processing elements has the entire 10 ms
available to complete the processing of one stage of the rec-
ognition task, giving 30 ms of processing time overall for
each frame. If the system were not pipelined, real time opera-
tion would require that all three processing elements would be
complete in 10 ms, allowing only 3.3 ms for each of the three
processing elements.

At the end of each pipeline step time, the DSP provides a
feature vector to the Accelerator, and the accelerator provides
a set of distance results to the CPU. When the CPU is per-
forming the search stage for frame n, the Accelerator is com-
puting the distances for frame n+1, and the DSP is performing
the front-end stage for frame n+2. During each pipeline step,
the front end processing consumes one frame of digital audio
data (although this is not indicated explicitly on the diagram).

Real world systems are more complex that the idealized
system in many ways. The processing time for a frame is often
highly variable and data dependent, especially in the search
stage, and the processing time for each processing stage is
likely to be quite different. The DSP and CPU are likely from
time to time to be diverted to run other software tasks, either
to service interrupts, or under control of an operating system
scheduling regime. Communications between the processing
elements may be stalled due to competing bus traffic, for
example for DMA transfers.

Recognition software may implement “frame dropping”
and other advanced techniques, and as a result not all frames
are processed through all of the recognition stages. Process-
ing elements cannot respond instantly to the availability of
data from the preceding processing stage, resulting in delays.

Finite buffer space for information storage between stages
means that an earlier stage may be stalled waiting for a space
to store its output data when following processing stages are
“falling behind”.

The accelerator has been carefully designed to mitigate
these problems. FIG. 19 shows a pipelined system with real
world complications added. The following text describes the
interactions shown in the diagram. The time for the process-
ing of various stages has been varied to show difference
examples of buffering of data between stages and stalling of
processing elements. The numbering corresponds to the num-
bered bubbles on the diagram. The text also makes reference
to memories used to pass information into and out of the
accelerator, which are shown in FIG. 17.
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The front end has computed the feature vector for the first
frame, FV1. It is loaded into the accelerator, causing the
accelerator to commence computation of the distances for the
frame.

The feature vector for the second frame, FV2, is passed to
the accelerator. The accelerator is still busy computing the
distances for the first frame, so this feature vector is held in the
accelerators FV memory.

The front end has computed the feature vector for the third
frame, FV3, butit cannot be delivered to the accelerator as the
FV memory is still full, holding FV2. The time period labeled
“stall delivering FV3” is the period between FV3 being com-
puted and when it can first be delivered. Of course the DSP
could be diverted to some other useful task, or it could buffer
FV3 in its own memory and commence computation of FV4.

The arrow labeled “FV3 earliest” shows the earliest time
that the feature vector FV3 can be delivered to the accelerator,
which is immediately after the accelerator loads FV2 into its
internal registers and frees the memory.

The arrow labeled “FV3 latest” shows the latest time that
the feature vector FV3 can be delivered to the accelerator
without causing the accelerator to stall for lack of a feature
vector to work on. This example shows that there is a wide
tolerance in the system to when FV3 can be delivered without
affecting system performance—an entire accelerator frame
processing time. The accelerator provides an interrupt and a
status bit that can be polled to indicate the state of the FV
memory. Regardless of which control method the DSP uses,
the system tolerates long latency without reducing perfor-
mance.

The accelerator signals to the search stage that the dis-
tances for frame 1 are available in result memory A. The
search stage commences processing for frame 1, reading dis-
tances from result memory A.

The search stage has finished its processing for frame 1
before the accelerator has completed computing the distances
for frame 2, so the search stage stalls waiting for the accel-
erator. Of course the CPU could be diverted to other useful
tasks, including any search stage tasks that can be completed
before distances are available. Again, an interrupt and status
bits are provided by the accelerator to control this interaction
between the accelerator and the CPU.

The accelerator completes the distance calculation for
frame 2, and signals to the CPU that it can commence reading
the distances from result memory B.

The accelerator has completed the computation of dis-
tances for frame 3 before the search stage has finished pro-
cessing frame 2. As soon as the search stage signals to the
accelerator that it has completed frame 2 by releasing
memory B, the accelerator signals that the distances for frame
3 are available, allowing the search stage to immediately
move on to processing stage 3.

The accelerator is stalled waiting for feature vector FV4,
due to the long processing time in the front end. In real
systems this may be caused by a number of factors, including
the DSP being diverted to another task for a period of time, or
simply due to the DSP performance being insufficient to keep
up with the accelerator’s throughput.

The accelerator restarts as soon as FV4 is delivered by the
front end.

The search stage is stalled waiting for distances for frame
4, a follow on consequence of the late delivery of FV4 to the
accelerator.

FV5 is delivered to the accelerator while it is still comput-
ing the distances for the previous frame, allowing it to move
onto processing frame 5 without stalling when it completes
frame 4.
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The accelerator signals that the distances for frame 4 are
available and the search stage commences processing frame
4.

FV6 is delivered to the accelerator while it is still comput-
ing the distances for frame 5.

The availability of distances for frame 5 is signaled by the
accelerator to the CPU.

Even though the accelerator has already received FV6, it is
stalled waiting for a free result memory it can write the
distances into.

The search stage releases result memory B at the end of its
processing of frame 4. This allows the accelerator to start
computing distances for frame 6.

The accelerator completes computing distances for frame 6
and signals to the CPU that the results are ready.

Further embodiments of the invention relate to systems
with a Front End and Search Stage on a single processor. This
single processor performs the front-end and search stages of
the recognition process, with the accelerator performing the
distance calculations. This configuration is likely to be the
most common configuration where the accelerator is added to
an embedded system such as a PDA or mobile phone that has
a high-performance embedded application processor (but no
DSP) available to run speech recognition software.

In this configuration the accelerator still operates in a con-
current pipelined manner with the front-end and search
stages; it is just that the front-end and search stages are run-
ning on a single processor.

CPUs in embedded systems are generally relatively simple
compared to desktop PCs and servers. Embedded CPUs in
mobile phones, PDAs, in-car navigation and telematics sys-
tems, and other consumer electronics devices are typically
“simple uni-processors” by which we mean not multi-proces-
sors and not supporting hardware multi-threading support—
i.e. they can only execute a single thread of instructions (al-
though they can be diverted to a different thread under the
control of interrupts, exceptions, or an operating system). For
this discussion, except where explicitly stated otherwise, we
are talking about embedded processors that are “simple uni-
processors”. We are also using the term “CPU” and “proces-
sor” interchangeably.

FIG. 20 shows how the system can be pipelined with a
single embedded processor working with the accelerator, in
an idealized system. In this idealized system, the time taken
for the processor to perform the front-end and search stage
processing is identical to the time the accelerator takes to
perform the distance calculations, and the processor is never
delayed, stalled, or diverted to other tasks.

The time axis is divided into equal “pipeline step” times. If
the step time is the same as a frame time then the system is
processing audio in real time. If the step time is short than a
frame time, the system is operating faster than real time,
which may be valuable for batch processing of audio data, or
catching up after some type of delay. If the step time is loner
than a frame time, the system is operating slower than real
time, which may be acceptable in some applications, for
example where the person dictating pauses occasionally
allowing the system to “catch up”.

The first two pipeline step times are used to fill the pipeline.
By the third pipeline step time, the pipeline is full, and all
three stages of the recognition process are processed every
pipeline step time, with each stage working on the processing
of a different data frame.

During the first pipeline step time, the CPU completes the
front-end processing for frame 1, and the feature vector
passed to the accelerator so that distance calculations can start
in the accelerator.
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During the second pipeline step time, the front-end pro-
cessing for frame 2 is completed by the CPU, in parallel with
the accelerator computing the distances for frame 1.

During the third pipeline step time, the CPU runs the search
stage for frame 1 reading distance results from the accelera-
tor, and then runs the front-end processing for frame 3. The
accelerator runs in parallel computing the distances for frame
2 using the feature vectors computed in the previous pipeline
step.

Each subsequent pipeline step time is similar to the third
pipeline step, with the frame numbers incremented. So for
pipeline step n=4, 5, 6, etc. the CPU runs the search stage for
frame n—-2 and then runs the front-end for frame n. In parallel
the accelerator computes the distances for frame n-1.

Note that with this situation the production of feature vec-
tors and the consumptions of results run in lock step—one
feature vector is produced every time the search stage con-
sumes one frame of distance results. This considerably
reduces the need for elastic buffering between the distance
accelerator and the software system.

Again, real world systems are more complex than the ide-
alized system in many ways. For example, the processing
time for a frame is often highly variable and data dependent,
especially in the search stage, and the processing time for
each processing stage is likely to be quite different. The CPU
is likely from time to time to be diverted to run other software
tasks, either to service interrupts, or under control of an oper-
ating system scheduling regime. Communications between
the CPU and accelerator may be stalled due to competing bus
traffic, for example for DMA transfers.

Recognition software may implement “frame dropping”
and other advanced techniques, and as a result not all frames
are processed through all of the recognition stages. Process-
ing elements cannot respond instantly to the availability of
data from the preceding processing stage, resulting in delays

Finite buffer space for information storage between stages
means that an earlier stage may be stalled waiting for a space
to store its output data when following processing stages are
“falling behind”.

The accelerator has been carefully designed to mitigate
these problems. FIG. 21 shows a pipelined system with real
world complications added. The following text describes the
interactions shown in the diagram. The time for the process-
ing of various stages has been varied to show difference
examples of buffering of data between stages and stalling of
processing elements. The numbering corresponds to the num-
bered bubbles on the diagram. The text also makes reference
to memories used to pass information into and out of the
accelerator, which are shown in FIG. 21.

At the end of front-end processing for frame 1, the CPU
passes the feature vectors for frame 1 to the accelerator,
allowing distance calculations to start.

To fill the pipeline, the CPU immediately performs the
front-end processing for frame 2 and passes the feature vec-
tors to the accelerator. They are stored in the accelerator so
that the accelerator can load them into its internal engine for
processing as soon as the distance calculations for frame 1 are
complete.

The CPU is now ready to start the search stage for frame 1,
however the distance computation in the accelerator has not
completed. The box labeled “Prep search stage 17 indicates a
period where the CPU could do any preparatory search stage
processing that does not require distances. Alternatively the
CPU could be diverted to another task, or it can stall waiting
for the distance results.

The accelerator signals that the distance results for frame 1
are now available. The search stage can commence on the



US 7,979,277 B2

31

CPU, reading distance results from the accelerator’s Result
Memory A. The accelerator automatically starts processing
the feature vector for frame 2 that was delivered earlier.

The accelerator signals to the CPU that it has completed the
distance calculations for frame 2. The CPU is still busy run-
ning the search stage for frame 1, and has still to run the front
end for frame 3, so the completion signal is ignored until the
CPU has need of it, when it starts running the search stage for
frame 2. As the accelerator has not received the feature vector
for frame 3, it has no task it can perform and so it stalls.

The CPU delivers the feature vector for frame 3, restarting
the accelerator, which writes results into Result Memory A.
Note that Result Memory A was previously “released” at the
end of the processing of search stage 1, informing the accel-
erator that it can overwrite the old results held in that memory
with new results. The CPU then runs the search stage for
frame 2, reading distance results from the accelerator’s Result
Memory B.

The accelerator signals to the CPU that the distance results
for frame 3 are complete in Result Memory A. Again, the
CPU ignores this signal until it is ready to commence the
search stage for frame 3, and the accelerator stalls waiting for
the next feature vector. The CPU delivers the feature vector
for frame 4, restarting the accelerator. It them starts search
stage 3 reading distances from the accelerator’s result
memory A.

Search stage 3 and front end 5 were completed quickly, so
that the feature vector for frame 5 is delivered to the accel-
erator while it is still running. The CPU performs all the
preparatory work it can for the search stage, and then stalls
waiting for distances to be available.

The accelerator signals that the distances for frame 4 are
available. The CPU starts search stage 4, reading the distances
from the accelerator’s result memory B. The accelerator auto-
matically starts computing distances for frame 5 using the
feature vector delivered earlier.

Note that with the pipelining scheme just presented which
alternates front-end and search stage processing, the accel-
erator can never stall waiting for a result memory to be
released because the feature vector the accelerator needs as an
inputis not produced until after the memory has been cleared.
The CPU task schedule could be described with the shorthand
F1 F2 S1F3 S2 F4 S3 F5 S4.

It can seen readily from FIG. 21 and the accompanying
description above, that with this CPU task schedule, that the
operation of the CPU and accelerator are tightly coupled and
whenever the processing time for a pipeline step on the CPU
is unequal to the processing time on the accelerator, then it
quickly results in one of them stalling.

In a system where either the CPU or the accelerator is
always (or at least in most instances) slower than the other in
completing its processing task, stalling is inevitable and
throughput may not be improved by adding additional buff-
ering (e.g. additional result memories or FIFO depth on the
feature vector interface). [Unless there are other difficulties to
mitigate such as very low-bandwidth buses linking the CPU
to the accelerator, or competing bus traffic such as DMA
transfers that can significantly reduce performance.

If the processing time for a pipeline step is highly variable
on either the CPU or Accelerator, such that there are regular
changes in which one of them takes the longer time, then
significant enhancements in throughput may be obtained by
adding additional buffering between them. This may have the
disadvantage of adding additional latency through the sys-
tem. This buffering may be implemented by adding additional
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depth to the Feature Vector FIFO, and/or adding additional
Result Memories. Alternatively it may be by implementing
elastic buffers in software.

If the accelerator has sufficient buffering on the feature
vector interface, e.g. by including the optional FIFO shown in
FIG. 21, then increasing the pipeline depth by computing
extra front end frames up front will improve throughput at a
cost of extra latency. This will result in a CPU task schedule
of F1F2F3 S1F4 S2 F5S3 F6 S4or F1 F2 F3 F4 S1 F5S2
F6 S3 F7 S4, etc.

Of course it would also be possible to dynamically sched-
ule whether the CPU should run the front-end or search stage
code based on the availability, or not, of distance results
and/or the space available to store more feature vectors and
distance results. Given the fundamental relationship that one
set of distance results is produced by the accelerator for every
feature vector it consumes, and the restriction stated at the
start of this section that we are discussing single-threaded
CPUs, dynamic scheduling is likely to add little performance
improvement while being complex to implement.

On a CPU supporting multi-threaded operation (which is a
technique for improving performance in the presence of high
memory system latency), or on a multi-processor, the highest
system performance is likely to be achieved by running the
front-end and search stages concurrently as separate threads,
rather than alternating between the front-end and search
stages. The system operation is then very similar to that
described above, if each thread is thought of as a separate
virtual processor. In some embodiments of the invention,
elastic buffers may be used between stages, to accommodate
varying time delays between the processing of frames at each
stage. Elastic buffers in the interfaces between the three rec-
ognition stages may also significantly enhance performance
of such a system.

Operation of the accelerator and the software system is not
constrained to arigid repetitive frame time. Instead the timing
of'the system is controlled dynamically by the availability of
feature vectors into the accelerator, and the consumption of
results out of the accelerator.

This allows the recognition process to fall behind real-time
operation and to “catch up” again. It also allows the system to
be robust in complex systems where interrupts, DMA bus
traffic, memory caches, operating system task switching, and
competing real-time software tasks all make guaranteeing
rigid timing constraints impractical.

Elastic buffers at the major data transfer points between
processing elements maximize system performance by
allowing one element to continue useful processing whenever
it can, regardless of whether other processing elements have
been stalled or diverted to other tasks. Elastic buffers are
useful for the following applications:

(1) For buffering raw audio data arriving in real time from the
microphone(s) The data would typically be moved into the
buffer by a DMA and/or high priority interrupt driven soft-
ware process to ensure that hard real time constraints are met.
(2) For buffering feature vectors output from the front end.
This is especially true if the front-end is implemented on a
DSP or other processing element independent of the search
stage.

(3) For buftfering distance results from the accelerator. Again
this is especially true if the front-end and search stages are
implemented on independent processing elements. This buft-
ering is also especially valuable if the interface between the
search stage processor and the accelerator is very slow, has
high latency, or is subject to competing bus traffic.

The Feature Vector and Results interfaces on the accelera-
tor already provide a level of elasticity that should be suffi-
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cient in systems where the Front End and Search stages are
running on the same CPU, and the accelerator has a high-
bandwidth interface to the CPU with low level of competition
from other bus traffic such as DMA.

Other embodiments may have deeper FIFOs. In one
embodiment, the two result memories are an implementation
of' a FIFO where the implementation is exposed across the
interface. It would be possible to have additional memories
and use them in a round-robin fashion, or to use another
implementation of a FIFO that hides the FIFO depth by only
exposing one result memory at a time to the interface. An
example of this would be to map each memory in turn to a
memory range that is always used to read results, so that at
any one time the “current” result memory is mapped to that
location. This would hide the FIFO depth behind the interface
so that the pipeline depth can be changed without changing
the software (or hardware) that accesses the interface.

Slow or Conflicted Bus Interfaces may occur. In the system
configurations described above, the search stage reads dis-
tances directly from the Accelerator’s Result Memories. The
result memories allow the search stage to randomly access the
distance results, as they are needed. This will only give a high
performance system if the interface or bus between the CPU
and Accelerator provides the CPU with low latency, high
bandwidth access to the Accelerator Result Memories.

In some systems it is not practical to provide such a low
latency, high bandwidth interface between the CPU and the
Accelerator. This may be for many reasons, including:

The interface is a bus shared with other devices and/or
processors that generate bus traffic that keeps the bus
busy such that the CPU access to the accelerator is
delayed waiting for the bus to be free. DMA transfers are
one example of conflicting bus traffic.

The interface is implemented as a serial bus, or narrow
parallel bus, for cost or compatibility reasons, yielding
low bandwidth and high latency

The interface crosses an industry standard interface such as
PCI, USB, SDIO, Cardbus, Firewire, PCIExpress etc.
that introduces protocol overheads and/or latency as
would be the case where the accelerator is in a plug-in
peripheral to a system containing a CPU (or CPU and
DSP).

In these situations it is possible to add another pipeline
stage during which the result data is copied from the Accel-
erator into another memory (which we will call a “buffer
memory”) to which the CPU does have high bandwidth, low
latency access. This copying can be performed by a DMA
controller, or by software running as an interrupt handler, or a
separate software thread on the CPU, or a software thread on
another processor, or by other commonly known means. The
device controlling the transfer may be on the CPU side of the
interface or on the accelerator side of the interface, depending
on the capabilities of the interface. This extra pipeline stage
then allows an entire pipeline step time to copy the data from
the accelerator to the other memory. The data copy can
optionally be performed as a sequential burst, or a number of
sequential bursts, to optimize transfers across the interface
between the Accelerator and the buffer memory. The search
stage, running on the CPU, can then randomly access the
results in the buffer memory with low latency.

Similarly an extra pipeline stage can be added for transfer-
ring the Feature Vectors to the Accelerator, although given
that the feature vectors are a much smaller object than the
distance results, and that they are not accessed randomly
across the interface but delivered once to the Accelerator for
each frame, there are fewer situations where the performance
benefit from this extra pipeline stage is as significant.
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FIGS. 22 and 23 show idealized systems with the two extra
pipeline stages for transfers added. The first shows a system
with a CPU, DSP, and Accelerator with the two extra pipeline
stages. The second shows a system with a CPU and DSP with
the two pipeline stages added.

Other embodiments may add additional pipeline stages so
that the distance computations are performed over two or
more pipeline stages rather than being restricted to a single
pipeline stage. This allows more time for the computation of
the distance results for each frame, while maintaining the
same throughput of distance results. This is similar in concept
to the well-known pipelining techniques used to implement
RISC microprocessors.

The Acoustic Models may occupy many megabytes of
storage space. In embedded systems they will typically held
in a non-volatile memory such as FLASH memory, or other
types of non-volatile memory as is the appropriate currently
economic technology. The Accelerator may read the acoustic
model directly from the non-volatile memory, or more likely
the acoustic model will be copied from the non-volatile
memory into a higher bandwidth RAM memory of some type
(e.g. SRAM or DRAM, SDRAM, etc.). The RAM memory
may be part of the same integrated circuit as the Accelerator
(i.e. “on chip”), or attached to the integrated circuit contain-
ing the Accelerator. (“off chip”). The having the RAM
memory on-chip is particularly advantageous, as this con-
figuration would give the lowest power consumption and
highest bandwidth. An alternative solution would be for the
acoustic model to be stored on a disk drive, or an another
device accessible via a wired or wireless bus or network, and
for the acoustic model to be loaded into the RAM memory
from the disk drive, or over the wired or wireless bus or
network.

On-chip RAM memory is however likely to come at a
cost-premium to off-chip commodity memory devices. Many
embedded systems face extreme cost pressures in the market
place, especially high volume devices supplied by many
manufacturers such as mobile phones. For a speech recog-
nizer to be incorporated into such systems, the overall recog-
nizer solution much be delivered at very low cost. There is
therefore a significant economic benefit from reducing the
cost of the RAM memory and the non-volatile memory. One
way to reduce the cost of these memories is to compress the
acoustic models and store the compressed model in the
memory.

The Accelerator computes all of the distances associated
with each Feature Vector that is delivered to it by the front
end. This means that the accelerator must use the data from
the entire Acoustic Model each time a new Feature Vector is
presented to the Accelerator (with the exception of some
specific optimizations that may determine that some data
values need not be used in the distance computations). It is
therefore possible to arrange for the accelerator to read
through the acoustic data sequentially once for each Feature
Vector, using each data value as it read from the Acoustic
Model.

Reading through the entire Acoustic Model sequentially is
ideally suited to placing a decompressor between the distance
calculation engine and the RAM memory, because many
compression schemes depend on the decompressor reading
sequentially through the compressed data, and do not readily
support random access into the compressed data.

Thus this configuration allows storing compressed data in
the RAM memory (and the non-volatile memory), which can
therefore be smaller and lower cost. There is no requirement
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for a memory that is large enough to hold the entire decom-
pressed acoustic model, as the decompressed data is con-
sumed as it is decompressed.

The decompression scheme could be any combination of:

sign or zero extension or otherwise conversion of narrow or

variable width data to a wider data format.

sign or zero extension or otherwise conversion of narrow or

variable width data to IEEE standard single or double
precision floating point format

codebook decompression of a binary bitstream, where the

codebook is stored as part of the acoustic model data
decompression of a Huffman or Lempel-Ziv compressed
stream

decompression of run length encoded data

decompression of difference encoded data

any well known compression scheme.

Additionally the model size can be reduced by using sub-
space distribution clustering and the decompressor and dis-
tance calculation engine designed to operate with such mod-
els.

The following description provides further information on
the visible registers in some embodiments of the invention.

The register bank is designed to allow simple connection
with an 8-bit data bus. Accesses to the register bank should be
made with byte-read and byte-write accesses. To facilitate
this, only the least significant 8 bits of the data bus are used.

The address decoder should respond so to byte accesses to
byte 0 or byte 3 within the designated word. This way the
same code can be used on an ARM processor regardless of
whether the processor is configured for little endian or big
endian operation.

REGBASE=Base address of register bank

Register 0 Product Version

8-bit Product version ID

This register value is changed when the functionality of the
hardware charges in a way that changes the hardware/soft-
ware interface.

Address=REGBASE (and REGBASE+3 for big endian)
Read only. Reads with value 0x01

Writes ignored

Register 1 Implementation Version

8-bit Implementation version 1D

This register value is changed for each implementation to
facilitate bug tracking and version control.
Address=REGBASE+4 (and REGBASE+4+3 for bigendian)
Read only. Reads with value 0x01

Writes ignored

Register 2 Interrupt Enable

8-bit Interrupt Enable register

Address=REGBASE+4*2 (and REGBASE+4*2+3 for big
endian)

Readable and writeable.

Value following reset is O for bits 0, 1, 2, 3

Bit 0 I 1=Enable FV memory empty interrupt on Int0 output.
Bit 1 J 1=Enable Results complete interrupt on IntO output.
Bit 2 K 1=Enable FV memory empty interrupt on Int1 output.
Bit 3 L. 1=Enable Results complete interrupt on Intl output.
Bit 4 Future use. Read value is not defined. Writes ignored.
Bit 5 Future use. Read value is not defined. Writes ignored.
Bit 6 Future use. Read value is not defined. Writes ignored.
Bit 7 Future use. Read value is not defined. Writes ignored.

Software should use a read-modify-write code sequence
when setting this register so that future use bits are written
with the value read from them.

Register 3 Status
Address=REGBASE+4*3 (and REGBASE+4*3+3 for big
endian)
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Read-only register. Writes are ignored.

Value following reset is O for bits 0, 1, 2, 3

Bit 0 FVMB Feature Vector Memory is Busy

0=0K to write new value to FV memory (FV memory is
empty)
1=Don’t write new value to FV memory (FV memory is
busy)

Bit 1 CRM Current Result Memory

0=Result memory A

1=Result memory B

This bit toggles every time the Release Result Memory
(RRM) command is issued to the accelerator (register 3). It
indicates which memory software should read results from,
and which result memory the RRM command should release
next time it is issued. Note: Software should also check that
results are available in the indicated result memory by check-
ing the value of the MA and MB bits.

Bit 2 MA 1=Results are available is result memory A

The MA bit is set to 1 when the compute engine completes
writing all of the distances for a frame into result memory A.
This value is set to zero when the Release Result Memory
command is issued and CRM=0.

Bit 3 MB 1=Results are available is result memory B

The MB bit is set to 1 when the compute engine completes
writing all of the distances for a frame into result memory B.
This value is set to zero when the Release Result Memory
command is issued and CRM=1.

Bit 4 Dfault 1=Acoustic data CRC fault. Indicates that the
CRC value at the end of the acoustic data did not match the
CRC value computed while the acoustic data was read in.
Bit 5 Future use. Value undefined.

Bit 6 Future use. Value undefined.

Bit 7 Future use. Value undefined.

Register 4 Command

Address=REGBASE+4*4 (and REGBASE+4*4+3 for big
endian)

Write-only register.

Software should perform byte writes to this register with a
single bit set to 1 and all other bits set to zero to issue a
command to the accelerator.

Behaviour is not defined if more than one command is issued
within a single write (i.e. if more than 1 bitisa 1).

Value on read is not defined.

Bit 0 LFV Load Feature Vector from the FV memory.

Tells the accelerator that a new feature vector has been
placed into FV memory ready for use by the accelerator. The
FV will be loaded into the compute engine when the compute
engine completes its current task (or immediately if the com-
pute engine is idle). Computation of distances for this FV will
commence when the FV is loaded AND there is a released
result memory. (At reset, both result memories are released).
The results for the first, third, fifth etc. feature vectors loaded
are written to Result Memory A. The results for the second,
fourth, sixth etc. feature vectors loaded are written to Result
Memory B.

Bit 1 RRM Release Result memory. Indicates that the results
in the current result memory can now be overwritten with new
results. The current result memory is indicated by the CRM
bit in the status register.

Bit 2 CFVI Clear the FV memory empty interrupt

Bit 3 CRI Clear the Results Complete interrupt

Bit 4 Future use—write 0

Bit 5 Future use—write 0

Bit 6 Future use—write 0

Bit 7 Future use—write 0
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The present invention may be included in a mobile phone,
or in another consumer electronics device, a PC, Laptop or
tablet PC, in-car electronics system, or plug-in card for an
electronic device.

The methods and apparatus according to the invention are
not limited to embedded mobile systems, but may be used
with any type of computing device, including PCs, worksta-
tions, laptop computers, notebook computers, handheld com-
puting devices, dictation machines, PDAs (personal digital
assistants), personal organisers, mobile phones, games con-
soles, video players, etc. Embedded computers according to
the present invention may be embedded in a wide range of
apparatus and machinery, such as electronic entertainment
products, domestic appliances, factory machinery, vehicles,
etc.

Embodiments of the present invention may be imple-
mented as an IP core in a System on Chip (SOC) or a discrete
device. Multiple chips or bare die may be connected to pro-
vide a larger vocabulary system.

Although the apparatus may include all or some of an input
for accepting audio input, a circuit for digitising the audio
input, a circuit for dividing the audio input into a plurality of
time-frames, and a circuit for analysing the spectral compo-
nents of each time frame to characterise the audio in that
frame, this is not essential. The apparatus may also include a
circuit for calculating a score indicating the probability or
likelihood that each audio frame corresponds to each of a
plurality of different possible states, but again, this is not
essential. Instead, the apparatus may include an input for
receiving the pre-calculated scores.

In the described embodiments, n-gram language models
are used. For example, the Bigram language model is based
on outputting the probability that a given second word
directly follows a given first word. However, it is possible to
use alternative language models instead. It is possible to use
a mixture of different models. For example, it is possible to
run a word-dependent n-best decode applying a bigram lan-
guage model, and the resulting word link record or word
graph could then be rescored using a trigram language model.

The Viterbi beam search algorithm may be used in embodi-
ments of the invention, to perform the search. A word level
search may be performed. Dummy states may be used for the
start and end of an utterance

The grammar level model may be used to add distance
elements into the likelihood calculation. This is not essential,
but tends to give much better results.

The HMM models described in the embodiments comprise
self connections to each states and single connections to a
neighbouring state. However, the present invention is not
limited to such HMM models, and for example, HMM mod-
els with additional connections between states may also be
used. Alternatively, embodiments of the invention may use
alternative types of acoustic models, rather than HMM mod-
els.

The system may comprise a plurality of language models
(e.g. English, French). A model of words may comprise actual
words, phrases, silence, lipsmack sounds, and/or other
sounds for recognition by the apparatus.

As previously discussed, the phone level has been found to
be the best level for lexical tree searching, rather than the state
level or the word level. However, this invention is not limited
solely to phone level searching.

Pipelining may comprises processing data in different
parts of a circuit at the same time, i.e. parallel processing.

In the following claims, the calculation means may com-
prise the distance calculation engine described above.

20

25

30

35

40

45

50

55

60

65

38

Further embodiments of the invention include the methods
carried out in the accelerator, and the methods carried out in
the speech recognition circuit.

While the invention has been described in terms of what are
at present its preferred embodiments, it will be apparent to
those skilled in the art that various changes can be made to the
preferred embodiments without departing from the scope of
the invention, which is defined by the claims.

The invention claimed is:

1. A speech recognition circuit, comprising:

an audio front end for calculating a feature vector from an
audio signal, wherein the feature vector comprises a
plurality of extracted and/or derived quantities from said
audio signal during a defined audio time frame;

a calculating circuit for calculating distances indicating the
similarity between a feature vector and a plurality of
predetermined acoustic states of an acoustic model; and

a search stage forusing said calculated distances to identify
words within a lexical tree, the lexical tree comprising a
model of words;

wherein said audio front end and said search stage are
implemented using a first processor, and said calculating
circuit is implemented using a second processor, and
wherein data is pipelined from the front end to the cal-
culating circuit to the search stage.

2. A speech recognition circuit as claimed in claim 1,
wherein the pipelining comprises alternating of front end and
search stage processing on the first processor.

3. A speech recognition circuit as claimed in claim 1,
comprising dynamic scheduling whether the first processor
should run the front end or search stage code, based on avail-
ability or unavailability of distance results and/or availability
of space for storing more feature vectors and/or distance
results.

4. A speech recognition circuit as claimed in claim 1,
wherein the first processor supports multi-threaded opera-
tion, and runs the search stage and front ends as separate
threads.

5. A speech recognition circuit as claimed in claim 1,
wherein the said calculating circuit is configured to autono-
mously calculate distances for every acoustic state defined by
the acoustic model.

6. The speech recognition circuit of claim 1, comprising
control means adapted to implement frame dropping, to dis-
card one or more audio time frames.

7. The speech recognition circuit of claim 1, wherein the
feature vector comprises a plurality of spectral components of
an audio signal for a predetermined time frame.

8. The speech recognition circuit of claim 1, wherein the
processor is configured to divert to another task if the data
flow stalls.

9. The speech recognition circuit of claim 1, wherein the
speech accelerator has an interrupt signal to inform the front
end that the accelerator is ready to receive a next feature
vector from the front end.

10. The speech recognition circuit of claim 1, wherein the
accelerator signals to the search stage when the distances for
a new frame are available in a result memory.

11. The speech recognition circuit of claim 1, comprising
increasing the pipeline depth by computing extra front frames
in advance.

12. The speech recognition circuit of claim 1, wherein the
audio front end is configured to input a digital audio signal.

13. A speech recognition circuit of claim 1, wherein said
distance comprises a Mahalanobis distance.
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14. A speech recognition circuit, comprising:
an audio front end for calculating a feature vector from an
audio signal, wherein the feature vector comprises a
plurality of extracted and/or derived quantities from said
audio signal during a defined audio time frame;

calculating means for calculating a distance indicating the
similarity between a feature vector and a predetermined
acoustic state of an acoustic model; and

asearch stage for using said calculated distances to identify
words within a lexical tree, the lexical tree comprising a
model of words;

wherein said audio front end, said calculating means, and
said search stage are connected to each other to enable
pipelined data flow.

15. A speech recognition method, comprising:

calculating a feature vector from an audio signal using an
audio front end, wherein the feature vector comprises a
plurality of extracted and/or derived quantities from said
audio signal during a defined audio time frame;

calculating a distance indicating the similarity between a
feature vector and a predetermined acoustic state of an
acoustic model using a calculating circuit; and

40

using a search stage to identify words within a lexical tree
using said calculated distances, the lexical tree compris-
ing a model of words;

wherein data is pipelined from the front end, to the calcu-

lating circuit, and to the search stage.
16. A non-transitory storage medium storing processor
implementable code for controlling at least one processor to
implement a speech recognition method, the code compris-
ing:
code for controlling the processor to calculate a feature
vector from an audio signal, wherein the feature vector
comprises a plurality of extracted and/or derived quan-
tities from said audio signal during a defined audio time
frame;
code for controlling the processor to calculate a distance
indicating the similarity between a feature vector and a
predetermined acoustic state of an acoustic model; and

code for controlling the processor to identify words within
a lexical tree using said calculated distances, the lexical
tree comprising a model of words,

wherein data is pipelined by the processor pursuant to the

code from the feature calculation, to the distance calcu-
lation, and to the word identification.
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