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(57) ABSTRACT 
An array processor operating in the forced I/O mode 
includes a master controller (12) for generating se 
quenced commands for output to slave address genera 
tors (52) (54) and (62). The slave (52) and (54) operate in 
a data processing and a forced I/O mode. Each of the 
slaves have a set of data instructions and a set of I/O 
instructions therein. The data instructions are se 
quenced through in accordance with the sequenced 
commands generated by the master controller (12) syn 
chronously and in parallel with the other slaves to gen 
erate addresses for memories (76) and (80). The master 
controller (12) initiates the I/O mode with runs inde 
pendent and asychronously with respect to the se 
quenced commands to interface with an external I/O 
device (98). This data is transferred to the associated 
data memory and, when full, the operation alternates 
such that the other slave is in the I/O mode and the 
other data memory is utilized for storing I/O data. 

16 Claims, 7 Drawing Sheets 

I/O 
PORT 

  

Amazon / Zentian Limited 
Exhibit 1068 

Page 1



U.S. Patent May 17, 1988 Sheet 1 of 7 4,745,544 

DATA 
PROCESSOR 

SLAVE SEO 
CODE 

SLAME SEO 
SLAVE 
2A. 

AO 
PORT 

PARAMETER 
REGISTER 
FIUE 

  

  

  

Amazon / Zentian Limited 
Exhibit 1068 

Page 2



Sheet 2 of 7 4,745,544 May 17, 1988 

2 

80SS300&d 
2 L---- 

U.S. Patent 

  

Amazon / Zentian Limited 
Exhibit 1068 

Page 3



U.S. Patent May 17, 1988 Sheet 3 of 7 4,745,544 

CONSTANTS BUS 

V 7 A V 

LOOP 

NE/ CONSTANTS 

CODE ADDR 
CHIP SELECT 

66 INSTISION 
EXTERNAL DISCRETE CONTROL 
DEVICE I/O BUS 
CONTROL INTERFACE NST 

CTRUE 12-1 

  

  

Amazon / Zentian Limited 
Exhibit 1068 

Page 4



U.S. Patent May 17, 1988 Sheet 4 of 7 4,745,544 

CONTROL 
SEQUENCER 

INST 

TEST 
POR 

ALU 
STATUS 

  

Amazon / Zentian Limited 
Exhibit 1068 

Page 5



U.S. Patent May 17, 1988 Sheet 5 of 7 4,745,544 

FIG. 6 22 
DATA REG 

CONNECTIVITY 
REGISTER FILE 

RORYSE 

PRMTR 

CONNECTION REGISTER 

DECODE 

------A-RSMEM PORTS 
254 

  

Amazon / Zentian Limited 
Exhibit 1068 

Page 6



U.S. Patent May 17, 1988 Sheet 6 of 7 4,745,544 

26 PARAMETER 

CONTROL 

of IOID 
WAG A B s 

H 

DATA DATA 
MEM MEM 

8O 
OCS OCS 

78 82 
M2 

288 M M2 

is cross I/O MEN2 OOP 

MPS (DATA) 
I/O 

22' 

ADO WR INT 
EXTERNAL ROY 

98 /O DEVICE ACK 
OCS 

FIG. 8 

  

  

Amazon / Zentian Limited 
Exhibit 1068 

Page 7



U.S. Patent May 17, 1988 Sheet 7 of 7 4,745,544 

8 - 8 

NT WR ADD WR CS ADD D 

DMAREO 
DMAACK 

M 

O BUFFER 
CONTROL 

PROGRAM 
MEMORY 

3 

    

  

  

  

  

Amazon / Zentian Limited 
Exhibit 1068 

Page 8



4,745,544 
1 

MASTER/SLAVE SEQUENCING PROCESSOR 
WTH FORCED I/O 

TECHNICAL FIELD OF THE INVENTION 

The present invention pertains in general to proces 
sors and, more particularly, to increasing the rate of 
instruction flow through an array processor. 

BACKGROUND OF THE INVENTION 

As processing requirements increase, the demand for 
higher throughput, higher density, etc. also increases. 
As the demand for higher throughputs increases beyond 
the capability of the single microprocessor, multiple 
processors have been utilized and interconnected into 
distributed processing systems. In such systems, each of 
the processors perform separate tasks or portions 
thereof to spread the work load equally over the pro 
cessors. Intercommunication between the processors is 
usually done using serial transmission techniques and 
sharing of a common communications bus. 

Present microprocessors contain both hardware and 
software interlocks that provide the capability for a 
multiprocessor system configuration. Such configura 
tions are provided either by satellite processing (i.e., 
using special coprocessors), or by using IAO processors 
that free the CPU from complex tasks that formally 
required considerable CPU time. These external intelli 
gent requestors cooperate (and compete) for mastership 
not only of the common shared bus, but also of other 
shared resources of the system (e.g., memory and I/O 
space, a peripheral, etc.). In such cases, a management 
protocol is required in order to make the relationship 
more equitable than a common master/slave relation 
ship in which the resource-request line is dominated by 
a single system component. In the most general case, 
external intelligent requestors may all be CPUs, and 
thus form a multiprocessor system in which each re 
source requestor has equal importance and capability. 
In this way, functions may be distributed fully among 
those CPUs sharing common system resources. A sys 
ten design can thus partition the problem into the sepa 
rate tasks that each of several processors can handle 
individually and in parallel, increasing the system per 
formance and throughput. In such configurations, these 
complete and self-contained systems innercommunicate 
using parallel transmission techniques, usually via a 
system bus. Appropriate connection links among the 
processors are provided to free the system designer 
from having to define which is the master and which is 
the slave. Furthermore, the system bus allows each 
processor to work asynchronously and, therefore, both 
fast and slow microprocessors can be incorporated into 
the same system. 
Some of the more important considerations in multi 

processor systems are (1) the ability of the processor to 
interact properly without mingling the data; (2) the 
processor should be able to share system resources; and 
(3) synchronization among the processors should be 
ensured. Usually mechanisms for ensuring these requi 
sites are provided by software operating systems, but 
they do require proper hardware support. Present mi 
croprocessors have appropriate control pins and special 
instructions for semaphore signalling, which temporar 
ily renders one CPU, the "system master' that controls 
a certain critical share of resources and excludes all 
other processors from utilizing the resources. Such 
hardware support allows the development of operating 

5 

O 

5 

20 

25 

30 

35 

45 

50 

55 

65 

2 
systems to provide the mechanisms for multiprocessing 
implementations. 
One of the disadvantages with multiprocessing sys 

tems is that each of the processors in the system oper 
ates independent of the other processors to some extent; 
that is, each of the processors possesses internal soft 
ware that operates completely independent of the soft 
ware in the remaining multiprocessors. Each of these 
multiprocessors is task oriented. The software of the 
various multiprocessors is therefore not related or inter 
leved, resulting in an inefficient instruction flow in that 
some of the processors in the systems will have idle time 
and not be performing a task. Therefore, there exists a 
need for a more efficient system that more easily distrib 
utes the processing load and the instruction flow over 
the processors in the system while minimizing the 
amount of idle time of each of the processors of the 
system. This would result in multiple processors cohe 
sively acting together to perform a particular task or 
group of tasks. 

SUMMARY OF THE INVENTION 

The present invention disclosed and claimed herein 
comprises an array processor with parallel forced I/O 
operation. The processor includes a control processor 
acting as a master for generating sequence commands to 
control instruction flow in the array. Slave processors 
are provided at each of a plurality of slave nodes. At 
one of the slave nodes, two slave processors are pro 
vides Each of the slave processors is operable to exe 
cute an internal set of instructions and generate ad 
dresses for output to an associated data memory. At the 
node with two slave processors, a set of I/O instruc 
tions are provided such that one of the slave processors 
can operate in the background I/O mode and the other 
data processor can operate in the foreground data pro 
cessing mode. In the data processing mode, the slave 
processors sequence through their instruction set syn 
chronously with and in response to the sequenced com 
mands. The I/O mode is entered in response to a se 
quenced command from the control processor but the 
instruction flow therein is operated independent of the 
sequence commands. The data memories are interfaced 
with a data processor for processing data and also with 
an I/O port to a switching device. The I/O port only 
interfaces with the two memories on the single node. 
BRIEF DESCRIPTION OF THE DRAWINGS 

For a more complete understanding of the present 
invention and the advantages thereof, reference is now 
made to the following description taken in conjunction 
with the accompanying Drawings in which: 
FIG. l illustrates a schematic block diagram of the 

generalized programmable array processor; 
FIG. 2 illustrates a more detailed block diagram of 

the array processor; 
FIG. 3 illustrates a schematic block diagram of the 

array controller and sequencer; 
FIG. 4 illustrates a schematic block diagram of the 

vector address generator; 
FIG. 5 illustrates a schematic block diagram of a 

vector arithmetic and logic unit utilized as a data pro 
cessing element; 

FIG. 6 illustrates a schematic diagram of the multi 
path switch; 
FIG. 7 illustrates a block diagram of an illustrative 

example of the array processor; 
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FIG. 8 illustrates a schematic block diagram of a 
portion of the array processor utilizing forced I/O oper 
ations; 

FIG. 9 illustrates a schematic diagram of the transfer 
logic for forced I/O operation; and 
FIG. IO illustrates a schematic block diagram of the 

tasking portion of the array processor utilizing cycle 
stealing. 

DETAILED DESCRIPTION OF THE 
INVENTION 

Array Processor 
Referring now to FIG. 1, there is illustrated a block 

diagram of the programmable array processor of the 
present invention. The array processor is generally 
controlled by a data processor 10 (illustrated in the 
dotted lines) which controls a number of array proces 
sors at various nodes, only one of the array processors 
being illustrated in the present invention. The array 
processor is comprised of an array control and se 
quencer (ACS) 12 which operates as the master of the 
array processor and controls the instruction flow 
therein. The ACS 12 has a ROM resident program for 
storing microcode 14 internal thereto or, alternately, 
the microcode can be stored in an external ROM (not 
shown). The master sequencer which is the ACS 12 
generates a sequence of control codes for output on a 
control bus 18. The control bus 8 is interfaced with a 
plurality of slave devices. The slave devices are com 
prised of vector address generators 20a-2On, a multi 
path switch (MPS) 22 and a slave data processor 24. In 
the present embodiment, the slave data processor illus 
trated is a vector arithmetic logic unit (VALU). All of 
the slave devices and the ACS 12 are interfaced with a 
parameter bus 26 and the control bus 18, 

Each of the WAGs 20a-20n are comprised of a slave 
sequencer 28, ROM resident microcode 30 and an ad 
dress generator 32. Each of the WAGs 20a-20n are 
operable to process instructions and generate addresses 
for output to associated data memories 34a-34n. The 
outputs of the data memories 34a-34n are input to the 
MPS 22. 
The slave data processor 24 is also comprised of a 

slave sequencer 36 and a data processing section 38. In 
the present embodiment, the slave data processor 24 is 
interfaced with an external ROM 40 for storing micro 
code. However, it should be understood that the micro 
code can be ROM resident within the slave data proces 
sor 24. 

In operation, the data processor determines the par 
ticular function for the array processor to perform. 
These are referred to as macroprograms or macro calls, 
as illustrated by a block 42. The block 42 represents a 
queue of macro calls which are input to a program 
memory (not shown) in a particular order. The ACS 12 
is operable to fetch the macro calls for execution 
thereof. 
A number of different tasks can be carried out by the 

ACS 12 such as performing a Fast Fourier Transform 
(FFT). A particular task is defined by a command pa 
rameter list (CPL) which defines the parameters for the 
macro call. The ACS 12 performs the task with the 
parameters in the CPL, the parameters being distributed 
through the array processor as necessary. 
The ACS 12 executes a particular task by outputting 

a sequence of control signals onto the control bus 18. 
Each of the VAGs 20a-20n then sequences through a 
set of internal instructions in response to the control 
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4 
signals provided thereto from the ACS 12 and generates 
corresponding addresses for input to the respective data 
memories 34a-34n. In addition, the slave data processor 
24 and MPS 22 are also configured by particular control 
signals from the ACS 12. This operation is synchronous 
such that for each instruction carried out by the WAGs 
20a-2On, a particular switch configuration is provided 
by the MPS 22 for either receiving data from the memo 
ries 34a-34n or inputting data thereto. This data can 
then be output to the slave data processor 24. 
For example, it may be desirable to perform a logical 

OR function on two data words. One data word can be 
stored in data memory 34a and one in data memory 34b. 
In one instruction, both data words can be output from 
the respective data memories 34a and 34b to two inputs 
of the slave data processor 24. Slave data processor 24 
is controlled during this instruction to perform a logical 
OR function and provide the results on the output 
thereof. If desirable, this result can be stored in one of 
the other data memories 34c-34n. Therefore, in one 
instruction, the data has been fetched from memory, 
processed and stored back in memory. A detailed exam 
ple of the actual instruction flow in the ACS 12 and the 
various slave devices 20a-2On will be described herein 
below. 

Referring now to FIG. 2, there is illustrated a more 
detailed schematic block diagram of a particular em 
bodiment of the present invention. In the embodiment 
of FIG. 2, the WAGs 20a-20n are operated in a normal 
mode, a forced I/O mode and a cycle stealing mode. 
The forced I/O mode and the cycle stealing mode will 
be described in more detail hereinbelow. 
The ACS 12 is interfaced with the microcode 14 

stored in an external memory through an address bus 48 
to address a particular microcode instruction. The mi 
crocode instruction is comprised of an op code instruc 
tion for the ACS 12 which is output on a bus 50 to the 
ACS 12 and a control word for output to the control 
bus 18. The op code is twelve bits long and requires bus 
50 to be twelve bits wide. Each of the slave devices 
connected to the control bus 18 is associated with a 
discrete number of bits in the control word. The length 
of the control word therefore depends upon the number 
of slave devices controlled by the ACS 12 and the num 
ber of bits required for control thereof. In the present 
embodiment, the WAGs and slave data processor re 
quire three bit control codes and the MPS 22 requires a 
five bit control code. 
A VAG 52 and a VAG 54 are provided as a com 

bined pair for forced I/O operation and are labeled 
VAG1a and VAG1b, respectively. VAGs 52 and 54 are 
connected to common three bits of the control bus 18 
through an interconnect bus 56. VAG 52 is interfaced 
with a microcode storage ROM 58 and the VAG 54 is 
interfaced with a microcode storage ROM 60. A VAG 
62 labeled "VAG3' is interfaced with the control bus 
18 and also with a microcode storage ROM 64. A VAG 
66 labeled "VAG4a' and a WAG 68 labeled "VAG4b' 
are combined in operation to perform a cycle stealing 
operation and are interfaced with three bits on the con 
trol bus 18 through an interconnect bus 70. VAG 66 is 
interfaced with a microcode storage ROM 72 and WAG 
68 is interfaced with a microcode storage ROM 74. The 
forced I/O operation of the VAGs 52 and 54 will be 
described in more detail hereinbelow. 
VAG 52 generates an address for input to a data 

memory 76, the output of which is interfaced with the 
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MPS 22 through a bus 78. In a similar manner, VAG 54 
generates an address for input to a data memory 80, the 
output of which is interfaced with MPS 22 through a 
bidirectional bus 82. VAG 62 generates the address for 
input to a data memory 84, the output of which is inter 
faced with MPS 22 through a bidirectional bus 86. 
WAGs 66 and 68 are operable to generate addresses 

for output to a common data memory 88, the output of 
which is interfaced with the MPS 22 through a bidirec 
tional bus 90. In addition, the bus 90 is also interfaced 
with the input of an auxiliary display 92. 
The parameter bus 26 is directly interfaced with the 

ACS 12 and the WAGs 62, 66 and 68 and also with the 
MPS switch 22. The parameter bus 26 is indirectly 
interfaced with VAGs 52 and 54 through the MPS 22. 
This is effected by connecting the data bus 78 to the 
parameter bus input of VAG 52 through a bypass bus 94 
and the bidirectional bus 82 with the parameter bus 
input of the VAG 54 to a bypass bus 96. When the MPS 
22 is configured in this mode, the parameter bus 26 is 
effectively input to the WAG 52 and 54 and operates in 
a manner identical to that with respect to the WAGs 62, 
66 and 68. 
An external data input device 98 is interfaced with 

the MPS switch 22 to allow data to be input through the 
array processor. This data, as will be described herein 
below with reference to the forced I/O operation, is for 
input to either the data memory 76 or the data memory 
80. To facilitate transfer of data, a handshake line 100 is 
provided that is interfaced with both the WAG 52 and 
the WAG 54. In a similar manner, the auxiliary display 
92 is interfaced with the VAG 68 through a handshake 
line 102. The slave data processor 24 utilizes a vector 
arithmetic logic unit (VALU), hereinafter referred to as 
WALU 24. 
A task control section 104 is defined with dotted lines 

and is comprised of a VAG 106 labeled “WAG2a" and 
a VAG 108 labeled "VAG2b'. A program memory 110 
is provided for storing the command parameter lists 
(CPL) and a buffer control 112 is provided for interfac 
ing with the data processor 10 and system data through 
a system bus 113. The buffer control 112 provides all of 
the controls necessary to effect data transfer to a data 
bus 114 in response to signals received on control lines 
115. The buffer control stores data in internal first in 
first out registers (FIFO) that are addressable through 
an address bus 116. The address bus 116 is commonly 
connected to the address output of the WAGs 106 and 
108. The data bus 114 provides for data input to both 
the VAGs 106 and 108. The program memory 110 re 
ceives addresses from the WAGs 106 and 108. The con 
trol bus 18 is interfaced with both WAG 106 and 108 
with a three bit interconnect bus 118. WAGs 106 and 
108 are combined to operate in a cycle stealing mode, as 
will be described hereinbelow. 

In operation, the CPL is first loaded into program 
memory 110 by the data processor from the system bus 
113 and arranged in a queue of separate tasks. The ACS 
12 monitors the program memory and sequentially exe 
cutes these tasks. The ACS 12 initiates a given task by 
generating an appropriate control word for the WAG 
106 to address program memory 110 and output data on 
bus 114. Simultaneously, the MPS 22 receives an appro 
priate control word to interconnect the data bus 114 
with the parameter bus 26. This allows the ACS 12 to 
receive the appropriate parameters from the program 
memory 110 defining the first step in the task. The ACS 
12 then initiates operations in the remaining WAGs 52, 

O 

15 

25 

30 

35 

40 

45 

50 

55 

65 

6 
54, 62, 66 and 68 by sending an appropriate initiation 
code on the control bus 18 thereto in order to properly 
initiate and synchronize the operation thereof. Parame 
ters are then loaded from the parameter bus 26 to the 
WAGs 62, 66 and 68 and to the WAGs 52 and 54 
through the MPS 22 and bypass buses 94 and 96. The 
initial parameters are such things as constants that are 
required for normal processing routines. 
Each of the WAGs in the system have internal soft 

ware to run a particular routine with each having the 
same internal software. The ACS 12 initializes the 
VAGs at particular starting addresses internal thereto. 
The ACS 12 then sequences through an internal routine 
which addresses the microcode storage 14 to output 
control words on the control bus 18. These control 
words cause each of the WAGs connected thereto to 
sequence through internal instructions. The instructions 
causes addresses to be generated to address the associ 
ated data memory for output data to the MPS 22 or 
receive data therefron. The MPS 22 would then inter 
face the output of select ones of the data memories to 
the VALU 24 for processing of the data. A detailed 
example of instruction flow will be described hereinbe 
low. 

It is important to understand that the instruction flow 
in the ACS 12 and the instruction flow in the WAGs 52, 
54, 62, 66 and 68 are synchronized, with the ACS 12 
providing sequencing controls to control the instruction 
flow in the WAGs. For example, one instruction code 
may require VAG 52 to address the memory to output 
one data word to one input of VALU 24 with the VAG 
62 addressing the data memory 84 to output a second 
data word for input to a second input of VALU 24. In 
the same clock cycle the WAG 62 is controlled to write 
the result from the output of the VALU24 into the data 
memory 84. Therefore, the instructions of the various 
VAGs are interleved but operate asynchronously as a 
single set of instructions to execute a particular task. 
This is to be distinguished from a distributive system 
wherein background tasks are performed by other pro 
cessor units with each background task being separate 
and distinct from the foreground task. 

Array Controller and Sequencer 
Referring now to FIG. 3, there is illustrated a sche 

matic block diagram of the ACS 12. The parameter bus 
26 is input to a multi-input multiplexer 130, the output of 
which is input an 8X 16 register file 132. The output of 
the multiplexer 130 is also connected to the input of a 
register 134, the output of which is connected to one 
input of a two input multiplexer 136. The output of the 
register file 132 is also input to the multiplexer 136. The 
output of multiplexer 136 is connected to the parameter 
bus through a buffer 138. The register file 132 is opera 
ble to store parameters received from the parameter 
bus, 
The output of register file 132 is input to a three input 

multiplexer 140, the output of which is connected to a 
16X 16 data stack 142. The output of data stack 142 is 
input back to one of the inputs of multiplexer 130 and 
also to one input of a four input multiplexer 144. The 
output of multiplexer 144 is connected to address bus 48 
and also to the input of a program counter (PC) 146. 
The multiplexer 144 has sixteen bits output therefrom, 
eleven of which are input to the PC 146 and all of which 
are output to address bus 48 for input to the external 
microcode memory 14. In addition, multiple microcode 
memories can be utilized with three bits output by the 
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multiplexer 144 being input to a decode circuit 148 for 
a chip select operation. 
The output of the PC 146 is looped back to the input 

of the multiplexer 144 through an incrementing circuit 
150 and also input an internal instruction ROM 152. The 
output of the incrementing circuit 150 is also input to 
one input of the multiplexer 140 for input to the data 
stack 142. The instruction ROM 152 is operable to out 
put both the control word to the control bus 18 and also 
an op code for internal use by the ACS 12. The op code 
is input to a two input multiplexer 154, the output of 
which is input to an instruction register decode circuit 
156. The instruction register decode circuit 156 pro 
vides all the microcode instructions for controlling the 
ACS 12. The multiplexer 154 also receives the op code 
output from the external microcode memory 14 on op 
code bus 50. 
The instruction ROM 152 is an internal instruction 

ROM as opposed to the external microcode instruction 
ROM 14. In one mode, multiplexer 154 is controlled to 
receive only op code information from the external 
memory 14 with the control bus 18 interfaced with the 
external memory. In the second node, the instructions 
are stored in the internal instruction ROM 152 and 
output therefrom to the control bus 18. 

In order to perform some of the miscellaneous pro 
cessing in the ACS 12, other circuitry is provided. A 
logic unit 158 which can be any type of logic, such as an 
arithmetic logic unit (ALU), is provided which receives 
the output of the register file 132 and also a constant. 
The logic unit 158 performs any type of logic desired 
for output back to the input of the multiplexer 130 for 
storage in the register file 132. The output of the regis 
ter file 132 is also input to a loop counter 160 to incre 
ment or decrement a value, the output of which is con 
nected back to the input of the multiplexer 130 for stor 
age in the register file 132. An adder 162 is provided 
with one input thereof connected to the output of the 
register file 132 and the other input thereof connected 
to the output of a multiplexer 164. The multiplexer 164 
selects between various constants. The output of the 
adder 162 is input to both the one input of the multi 
plexer 130 and also one input of the multiplexer 140. 
The multiplexer 144 which both provides the micro 

code address on the bus 48 and also inputs this address 
to the PC 146 has the other inputs thereof connected to 
the output of the register file 132 and the output of the 
adder 162. The miscellaneous circuitry provides for 
such processing techniques as looping and branching. 
An I/O interface 166 is provided for allowing the ACS 
12 to interface with various external devices. This al 
lows the ACS 12 to be interfaced with other devices 
external thereto in order to enhance the operation of the 
array processor. 

Vector Address Generator 

Referring now to FIG. 4, there is illustrated a sche 
matic block diagram of the VAGs 20a-20c. The control 
bus 18 is input to a sequencer 170, the output of which 
is input to one input of a multiplexer 172. The multi 
plexer 172 feeds a program counter (PC) 174, the output 
of which is connected to an instruction ROM 176. In 
addition, the output of PC 174 is input back to se 
quencer 170. The sequencer 170 has a branch file 178 
contained therein which has a predetermined number of 
branch addresses such that the address in the PC 174 
causes a branch address to be output to the mutliplexer 
12. 
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8 
The instruction ROM 176 has the output thereof 

connected to a multiplexer 180, the output of which is 
connected to an instruction register decode circuit 182. 
In operation, the address output of PC 174 selects a 
predetermined instruction from ROM 176 for output to 
decode circuit 182. This provides the microcode in 
struction for execution. Alternatively, the output of the 
sequencer can be output to an external microcode ROM 
(not shown) on a line 184. The instruction code output 
by the ROM is input to the other input of the multi 
plexer 180 on a line 186. In this mode of operation, the 
multiplexer 180 is controlled to select the output from 
the external ROM instead of from internal ROM 176. 
To initiate the operation and provide an initial value 

in the PC 174, the parameter bus 26 is input to the other 
input of the multiplexer 172. An initiating control code 
is provided by ACS 12 on the control bus 18 to input 
twelve bits of this value into PC 174. The remaining 
four bits are input to a mode register (not shown) which 
is utilized for various modes such as I/O, retrieving data 
from program memory, etc. Thereafter, the value can 
be stepped by an appropriate control on the ACS 12, 
branched to a select one of the branch addresses in the 
branch file 178 or other functions as will be described 
hereinbelow. 
The parameter bus 26 is connected through a buffer 

188 to one input of a multiplexer 190, the output of 
which is input to a register 192. The output of register 
192 is input through a buffer 194 to parameter bus 26 
and also to one input of a multi-input multiplexer 196. 
The output of multiplexer 196 is input to one input of an 
ALU 198, the output of which is input to one input of a 
multiplexer 200. The output of multiplexer 200 is input 
to a parameter register file 202 for storing the parame 
ters received from parameter bus 26. The output of 
ALU 198 also goes through a bit reverse circuit 206 and 
then to the input of multiplexer 200. The other input of 
ALU 198 is connected to the output of a multiplexer 
208, both inputs of which are connected to various 
outputs of the register file 202. Adders 210 and 212 are 
also provided having two inputs connected to two sepa 
rate inputs of parameter register file 202 and the outputs 
thereof connected back to two separate inputs of multi 
plexer 200. The multiplexer 196 has three remaining 
inputs, two of which are connected to various outputs 
of the parameter register file 202 and the other of which 
is connected to an output of the parameter register file 
202 through a bit reverse circuit 214. A multiplexer 216 
is provided for receiving two outputs from the parame 
ter register file 202 and outputting the memory address 
to the respective data memories 34a-34n. 

In operation, a particular processing step can be car 
ried out by outputting the appropriate instruction from 
the instruction ROM 176 to the decode circuit 182. 
Various processing operations such as looping, branch 
ing, etc., can be carried out in order to output the appro 
priate address to the data memories 34a-34n. In addi 
tion, an IAO control 218 is provided for outputting the 
appropriate external control signals to control the data 
memory, such as the Read/Write signals. Therefore, the 
VAG provides all necessary operations to generate an 
address to address a particular memory location in the 
associated one of the memories 34a-34n. It is only nec 
essary for the ACS 12 to provide sequence controls to 
have the ACS sequence through a program which is 
stored in the instruction ROM 176. Once the PC 174 is 
initialized at the appropriate starting location for the 
VAG, this program then can be sequenced or stepped 
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through merely by providing a stepping control on the 
control input to the WAG. Each of the WAGs in the 
array processor has identical programming requiring 
only the appropriate initialization address. Once initial 
ized, the entire program in each VAG can be stepped 
through from the starting address merely by providing 
sequencing controls. In addition, select WAGs can be 
reinitialized to other routines as necessary. 

Slave Data Processor 

Referring now to FIG. 5, there is illustrated a sche 
matic diagram of the slave data processor or VALU 24 
showing some of the functional circuits therein. It 
should be understood that the VALU is only one type 
of data processing circuit utilized and other circuits can 
be utilized with the present invention. Some of the func 
tions performed by the VALU 24 illustrated in FIG. 5 
are those of an arithmetic logic unit (ALU), a multiplier 
section and an adder/subtractor section. Each of the 
sections is individually interfaced with the inputs and 
outputs in its various files and registers associated there 
with. The multiplier section is formed from a multiplier 
file 220, a multiplier 222 and a shift/select 224. The 
add/substract section is fabricated from an adder/sub 
tractor circuit 226, an A-input register 228 and a B-input 
register 230 with the output process through a shift 
Mselect circuit 232. The ALU section consists of an 
ALU file 234 and an ALU circuit 236. 
The input ports are labeled A, B and C and consist of 

sixteen bit data buses, the A- and B-ports being selected 
for input and output functions with the C-port selected 
only as an input port. The A-, B- and C-ports are se 
lected as inputs to the A- and B- inputs of the multiplier 
file 220 by a multiplexer 238 and 240, respectively. Mul 
tiplexer 238 selects the inputs from A- port and also the 
output of the ALU 236 and the output of the shift/select 
circuit 232 in the add/subtract section. The multiplexer 
240 selects between the B- and C- input ports and also 
between the output of the ALU 236 and the output of 
the shift/select circuit 224 of the multiplier section. The 
inputs received from multiplexers 238 and 240 are pro 
cessed through multiplier file 220 and multiplier 222 
operates thereon to process the results in the shift/select 
circuit 224 to perform the overall multiplication. The 
multiplication utilizes Booth's algorithm. 
The control bus 18 is input to a sequencer 242, the 

output of which is input to a program counter (PC) 244 
through a multiplexer 246 to output the instruction 
address to the microcontrol ROM 40 (not shown). The 
instructions output from the microcontrol ROM 40 are 
input to an instruction decode and register 248 and also 
back to the PC 244 through multiplexer 246. 
The VALU 24 of FIG.5 performs various arithmetic 

operations under control of both the command pro 
vided on the control bus 18 and the internal software 
stored in the microcontrol ROM 40. In addition, param 
eters can be placed into the VALU 24 from the parame 
ter bus through the MPS 22. The operation of the 
VALU 24 is described in more detail in U.S. patent 
application Ser. No. 677,153, filed Dec. 3, 1984 and 
assigned to Texas Instruments Incorporated. Any type 
of data processor can be utilized which receives data, 
performs a predefined logical operation on the data and 
is operable to return the data to the MPS 22 in accor 
dance with the instruction flow as controlled by the 
slave ACS 12 but, rather, instead of a VALU, a fixed 
combinational logic circuit could be utilized. It is also 
not necessary that the slave data processor 24 be recon 
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10 
figurable or be "slaved" by the ACS 12. The particular 
operation performed by the slave data processor 24 
depends primarily upon the particular application. 
The VALU 24 is illustrated as being interfaced with 

the parameter bus 26. However, the parameter bus 26 is 
actually interfaced indirectly with the VALU 24 
through either the VAG's 52 or 54. Parameters are 
input to bus 78 or 82 through MPS 22 for storage in the 
data memory 76 or 80. The VAG's 52 or 54 are then 
controlled to transfer the parameters to VALU 24 
though the A-data port. There parameters are utilized 
for initialization purposes. 

Multipath Switch 
Referring now to FIG. 6, there is illustrated a sche 

matic block diagram of a portion of the MPS 22. The 
MPS 22 in the preferred embodiment is utilized for 
sixteen bit words and is divided into four portions, one 
for each of four four-bit sections. The MPS 22 has six 
processor ports and six memory ports, the processor 
and memory ports being bidirectional. The four-bit 
portion of the MPS 22 illustrated in FIG. 6 has a con 
nectivity register file 250 for storing a particular con 
nectivity pattern in rows and columns. Six bidirectional 
four-bit lines 252 are interfaced between the memory 
ports and a 6x6 crosspoint switch 254. Six four-bit 
buses 256 are interfaced between the sixth processor 
ports and a 6x6 crosspoint switch 257. Each point in 
the crosspoint switches 254 and 257 is comprised of four 
bits. 
The crosspoint switch 254 is connected to the input of 

a buffer 258, the output of which is connected to the six 
four-bit buses 256 and the crosspoint switch 257 is input 
to a buffer 260, the output of which is connected to the 
six four-bit buses 252. The buffer 260 is enabled by an 
output enable circuit 262 which is connected to six one 
bit output enable lines 264. 
The connectivity register file 250 is arranged such 

that a single row of six four-bit words is output to a 
current connection register 266 for storing a connection 
pattern for a given row in the-register file 250. Each of 
the four bit words is input to a bank of six four-to 
twelve decoders 268 which output six twelve-bit de 
code lines. Three of the twelve decode lines are input to 
crosspoint switch 254 and three of the twelve decode 
lines are input to crosspoint switch 254. The thirty-six 
decode lines input to each of the crosspoint switches 
254 and 257 determine the connection pattern. There 
fore, six four-bit words in a particular row of the regis 
ter file 250 determines the particular connection pat 
ten 
An instruction register and decode circuit 270 is pro 

vided for interfacing with the parameter bus 26 and 
requires five bits of information to determine the partic 
ular operation that is being performed. The MPS 22 
does no processing and merely allows connection pat 
terns to be stored in the register file and output there 
from. Essentially, the commands received from ACS 12 
point to a particular row and column or columns. The 
connection patterns will be discussed in more detail 
hereinbelow. 
The register file 250 is loaded from the parameter bus 

26 through a data register 272 which inputs four bits at 
a time. Since the parameter bus is sixteen bits long, only 
four bits of each of the data words on parameter bus 26 
is loaded into each of the portions illustrated in FIG. 6. 
Alternatively, each of the four bits in each of the col 
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umns in the connectivity register file 250 can be output 
through a multiplexer 274 to the parameter bus 18. 

Instruction Flow Example 
Referring now to FIG. 7, there is illustrated a simpli- 5 

fied block diagram of the array processor of FIG. 1 
illustrating three WAGs 20a-20c and three respective 
data memories 34a -34c. A VALU is utilized for the 
slave data processor 24. The embodiment of FIG. 7 will 
be utilized to describe a simple array processor example 10 
wherein the array processor is utilized to perform a 
vector addition of two eight-word vectors as illustrated 
in Table 1. The two input vector operands are stored in 
data memories 34a and 34c at addresses zero through 
seven. The resultant sum vector is to be written into 15 
memory 34b. The Read and Write operations will be 
controlled by the three VAGs 28a-28c. 

TABLE 1. 
WECTOR ADDITION 2O 

Memory 
Address Men 1 Men 3 Men 2 

O O O O 
l l 2 

2 2 2 4. 
3 3 3 6 25 
4. 4 4. 8 
5 5 s A 
6 6 6 C 
7 7 7 E 

30 
The memories 34a-34c consist of two static RAMs 

(SRAM) which are required for sixteen bits of data. 
Since the VALU 24 contains no onboard control ROM, 
this device utilizes external control memory 40 which 
consists of eight SRAMS to make up the sixty four bit 35 
microinstruction word. The MPS 22 is configured with 
the necessary data path connections by the ACS prior 
to performing these extra additions. The MPS 22 has 
four memory ports M1-M4 and three processor ports 
P4-P6. The parameter bus 26 is input to both a data 40 
input (B) for inputting connection data to the MPS 22 
and also is connected to the M4 input for allowing data 
to be input directly to VALU 24. The VALU 24 has an 
A-, B- and C-port for receiving data. The A- and B 
ports are bidirectional with the C-port being unidirec 
tional. The connection of the parameter bus 26 to the 
M4 port of the MPS 22 allows the VALU 24 to be 
initialized with a macroprogram starting address by its 
data port A. 
The MPS 22 is configured with the necessary data 50 

path connections by loading the connectivity register 
file with four different connections as illustrated in 
Table 2. In Table 2, the connectivity register file has six 
columns and six rows. The first row contains the initial 
ization pattern with M4 connected to P4 to allow the 
WALU 24 to be initialized. In the second row R2, the 
memory ports M1 and M3 are connected to processor 
ports P4 and P6, respectively, to allow connection of 
the memories 34a and 34c to the A- and B-ports of the 
VALU 24. The processor port P5 is connected to mem. 60 
ory port M2 to allow the B-port of VALU 24 to be 
connected to data memory 34b. Table 2 also illustrates 
the command codes required to write the four bit data 
into the register file. 

55 

65 
TABLE 2 

P P2 P3 P4 Ps P6 

R1 X k M4PP4 X X 

12 
TABLE 2-continued 

R2 X x MPP4 P5PM2 M3PP6 
R3 X X X K 

R4 X X X. X X. 

R5 X X X K 
R6 x X X X 

MPS Contro Codes 

CLR clear connectively register file 
PT point to row 1 
WR4,#4 write 0100 to field P4 
PT2 point to row 2 
WR4,#1 write 0001 to field P4 
WR5, #A write 010 to field P5 
WR6,3 write 0011 to field P6 

After the ACS 12 has completed initialization of the 
MPS 22, the VAG accumulator pointers must be initial 
ized. The accumulator pointers correspond to four four 
bit codes of register zero of the parameter register file. 
Each code specifies a file register that serves as either 
accumulator zero (A0) or accumulator one (A1) for 
either foreground or background processing. Table 3 
illustrates the control memory for a given VAG with 
the control memory being identical for each of the three 
VAGs 24a-24c. It consists of three macroprograms, the 
first of which serves to load the hex value 2100 into 
register R0 and hex value 0000 into registers R1 and R2. 
The accumulator AO corresponds to register R2 and 
accumulator A1 corresponds to register R1. The ACS 
12 will issue an initialization code INIT to each of the 
VAG which will initialize the WAG to the macrostart 
ing address, then a sequence of STEP codes which step 
the WAG through the macroprogram, an EXEC code 
and finally a NOOP code, which is a non operation 
code. The EXEC code serves to execute the next to the 
last instruction yet keeps the PC pointing to the last 
instruction which is a STOP/NOOP code. Each VAG 
and macroprogram is padded with a STOP/NOOP 
code at the end so that this instruction will be in the 
VAG instruction register when the macroprogram exe 
cution is completed. 

TABLE 3 
VAG Control Memory 

Hex. Address Microinstruction Comments 

000 STOPNOOP 
OOO-5FF reserved for self test 
SOO. 0-B0 accumulator setup: 
6O1 BO-RO 2100-RO and 
602 B0-R1 initialization: 
603 B0-R2 0000-A0, Al 
604 NEXT LUBI RO #2 
605 RESERVE 
606 STOP NOOP 
607 NEXTA0+ 1-AO READ vector read macro 
608 STOPNOOP 
609 NEXTA0+ 1-AOWRITE vector write macro 
60A STOP NOOP 
RO,R,R2 = parameter file registers 
BO = PC branch file register 
AO = accumulator zero register 

A sequence of NOOP codes are sent to the VAG 
until the next INIT code is sent. When the next INIT 
code is registered in the WAG, the STOP/NOOP code 
will be executed resulting in a NOOP being performed. 
The remaining two VAGs macroprograms are used for 
the vector addition read and write operations. Again, 
the INIT code is used to initialize the VAGs with the 
macroprogram starting address and then a sequence of 
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EXEC codes are sent to execute the first microinstruc 
tion a requisite number of times. 

In Table 3, the hex codes 600 to 606 correspond to the 
accumulator set up. The macroinstruction for reading is 
initialized at address 607 and loops back on itself to 5 

14 
control codes are repeatedly output during each loop. 
The same compression can be achieved as the VAGs 
are stepped through the accumulator set up macropro 
gram. The control memory layout for the ACS 12 is 
illustrated in Table 5. 

TABLES 

Hex Address MPS 
Slave Control Codes 

WAG WAG 2 WAG 3 WALU ACS Microinstr 

000 HALT 
OOL NOOP 
OO2 NOOP 
003 NOOP 
200 CLR 
201 PT 
202 WR4 
203 P 
O4. WR4 
2OS WR5 
206 WR6 
2O7 CN 
208 NOOP 
209 NOOP 
20A NOOP 
2OB NOOP 
20C NOOP 
2OD NOOP 
2OE NOOP 
2OF NOOP 
20 NOOP 
21 NOOP 
212 CN2 
213 NOOP 
24 NOOP 
215 NOOP 
216. NOOP 
217 NOOP 
218 NOOP 
219 NOOP 
21A NOOP 
21B NOOP 
21C NOOP 

HALT 
NOOP 
NOOP 
NOOP 
NOOP 
NOOP 
NOOP 
NOOP 
NOOP 
NOOP 
NOOP 
NOOP 
NOOP 
NOOP 
INIT 
STEP 
EXEC 
NOOP 
NOOP 
INT 
NOOP 
NOOP 
NOOP 
NOOP 
EXEC 
EXEC 
EXEC 
STEP 
EXEC 
NOOP 
NOOP 
NOOP 
NOOP 

HALT 
NOOP 
NOOP 
NOOP 
NOOP 
NOOP 
NOOP 
NOOP 
NOOP 
NOOP 
NOOP 
NOOP 
NOOP 
NOOP 
NOOP 
NOOP 
NOOP 
NOOP 
NOOP 
NOOP 
NOOP 
NOOP 
NOOP 
INT 
NOOP 
EXEC 
EXEC 
EXEC 
EXEC 
EXEC 
SEP 
EXEC 
NOOP 

NOOP 
BL G 200 
RESERVE 
NOOP 
UP 4 

NOOP 
OUP 
DUP A 
DUP 3 
L 4 CO 
RESERVE 
LP 600 
RESERVE 
NOOP 
BGZD CO G 20B 
BGZD CO (a 20B 
LP 607 
RESERVE 
LP 609 
RESERVE 

RESERVE 
L3 CO 
RESERWE 
NOOP 
BGZD CO G 216 
BGZD CO G 216 
NOOP 
NOOP 
NOOP 
NOOP 
BIG 21C 
BIG 21C 

HALT 
NOOP 
NOOP 
NOOP 
NOOP 
NOOP 
NOOP 
NOOP 
NOOP 
NOOP 
NOOP 
NOOP 
NOOP 
NOOP 
INT 
STEP 
EXEC 
NOOP 
NOOP 
INT 
NOOP 
NOOP 
NOOP 
NOOP 
EXEC 
EXEC 
EXEC 
STEP 
EXEC 
NOOP 
NOOP 
NOOP 
NOOP 

HALT 
NOOP 
NOOP 
NOOP 
NOOP 
NOOP 
NOOP 
NOOF 
NOOP 
NOOP 
NOOP 
NOOP 
NOOP 
NOOP 
NIT 
STEP 
EXEC 
NOOP 
NOOP 
NOOP 
NOOP 
INT 
NOOP 
NOOP 
NOOP 
NOOP 
EXEC 
EXEC 
EXEC 
STEP 
EXEC 
NOOP 
NOOP 

branch to 
rain program 

setup MPS 

init WAG 
acc setup 

WAG accur 
setup 

init 
vector 
add 

weco 
add 

ide 

increment the accumulator register 80 to read eight data 
words from the data memory. In a similar manner, ini 
tialization at hex address 609 allows a Write instruction 
to loop back on itself to write a block of eight data 
words to the memory. 
The VALU 24 control memory is illustrated in Table 

4. The memory includes a macroprogram initialized at 
hex address 002 for loading the value on port A the 
ALU file register AO and the value on part C to the 
ALU file register A1. The file registers AO and A1 are 
then added to provide an output result which is output 
through port B. This is a simple vector addition per 
formed by the VALU 24 to comprise the data process 
ing portion of the array processor. 

TABLE 4 

VAG Control Memory 
Hex 
Address Microinstruction Comments 

OOO NOOP 
001 NOOP 
OO2 PTA->AOPTC-A1 AO-A1- vector 

OUTBOUTB-PTB 
003 NOOP add macro 
PTA.PTB, PTC as ports A,B,C 
AO, Al see ALU file registers 
OUTB = output register at port B 

The ACS microprogram code may be compressed by 
identifying consecutive clock cycles during which the 
same control codes are repeatedly output. This is usu 
ally utilized for looping where the ACS 12 addresses 
the same memory locations multiple times wherein 

The initial address of the ACS 12 which is the address 
40 that the ACS 12 resides at when not operating, results in 

45 

50 

55 

65 

slave control codes being output onto the parameter bus 
26 and an op code being input back to the ACS 12 as an 
ACS microinstruction. At the initial address 000, all of 
the slave devices have a HALT control sent thereto 
with a NOOP microinstruction for the ACS 12. Initially 
on power up, slave devices do not respond to the 
HALT command because they are not in a normal 
running mode. They automatically reset themselves to 
the address 0000. The HALT instruction in the normal 
operating mode causes the slave devices to stop pro 
cessing without requiring the internal registers to reside 
at any particular address. The next instruction address 
001 is a branch address to branch to address 200 which 
is where the main program resides. At address 200, the 
MPS 22 is cleared with a CLR command and a DUP 4 
microinstruction is provided to the ACS 12. The DUP 
4 instruction causes the value 4444 to be placed onto the 
parameter bus for writing at hex address 202. This delay 
is due to the pipelining configuration of the ACS 12. In 
hex addresses 201 and 202, the commands PT1 and 
WR4 are sent to the MPS 22 to point to row one and 
write to column 4. Subsequently, a DUP 1, DUPA and 
DUP 3 command are executed to write respective val 
ues on the parameter bus and load them into the second 
row, positions four, five and six. The MPS 22 is set up 
between hex addresses 100 to 206. 
At hex address 207, the accumulator set up for the 

VAGs is initiated by sending a connection command to 

Amazon / Zentian Limited 
Exhibit 1068 

Page 15



4,745,544 
15 

the MPS to provide the connection in row one and the 
value 600 is loaded on to the parameter bus 26. An 
initialization code INIT is sent out to the WAGs at hex 
address 20A and the program looped at hex address 
20A and 20B for a predetermined number of times, as 
defined by the value stored in register CO at hex ad 
dress 205. At hex address 20B, the program counter of 

16 
phase between hex address 217 and 21A and, at hex 
address 21b, goes into an idle loop. 

In order to more fully describe the operation of the 
system, a clock timing diagram is provided in Table 6, 
which illustrates the clock by clock timing of the ACS 
12 in initializing the program and performing the vector 
add operation of the present example. 
TABLE 6 

Registers Outputs Slave Control Codes 
CK PC R1 R2 CO CTRUE PBUS MPS WAG1 WAG2 WAG3 WALU 

1 000 X X X 2. HALT HALT HALT HALT HALT 
2 OO NOOP X X O Z. NOOP NOOP NOOP NOOP NOOP branch 
3 002 BL GR 200 X X 2. NOOP NOOP NOOP NOOP NOOP to main 
4 003 BL GR 200 0200 X O Z NOOP NOOP NOOP NOOP NOOP program 
is 200 NOOP 0200 X O Z CLR NOOP NOOP NOOP NOOP 
6, 201 DUP 4 0200 X O Z PT1 NOOP NOOP NOOP NOOP 
7 202 NOOP OOO X O 4444 WR4 NOOP NOOP NOOP NOOP 
8 203 DUP O2OO X O Z. F2 NOOP NOOP NOOP NOOP configure 
9 204 OUPA O2OO X O 11 WR4 NOOP NOOP NOOP NOOP MPS 
10 2.0S DUP 3 0200 X O AAAA WRS NOOP NOOP NOOP NOOP 

206 LI 4 CO 0200 X O 3333 WR6 NOOP NOOP NOOP NOOP 
12. 207 LI 4 CO O004 X O 2. CN NOOP NOOP NOOP NOOP init WAG 
13 208 LP 600 O004 0004 O Z NOOP NOOP NOOP NOOP NOOP for acc 
4 209 LP 600 O600 0004 O Z NOOP NOOP NOOP NOOP NOOP setup 
15 20A, NOOP O600 0004 O OOO NOOP NT NIT NIT NOOP 
16 20B BZGD CO (a 20B 0600 0004 l 2 NOOP STEP STEP SEP NOOP 
17 20B BZGD CO (a 20B 0600 0003 1 2. NOOP SEP STEP SEP NOOP 
18 20B BZGD CO G 20B 0600 0002 1 Z NOOP STEP STEP STEP NOOP WAG acc 
19 20B BZGD CO (a 20B 0600 0001 1 2. NOOP STEP STEP STEP NOOP setup 
20 20B BZGD CO (a 20B 0600 0000 l 2 NOOP STEP STEP STEP NOOP 
21 20B BZGD CO G2OB 0600 FFFF O 2. NOOP STEP STEP SEP NOOP 
22 20B BZGD CO (a 20B 0600 FFFF O Z NOOP EXEC EXEC EXEC NOOP 
23 200 LP 607 0600 FFFF O Z NOOP NOOP NOOP NOOP NOOP 
24, 20 LP 60 O6O7 FFFF O Z NOOP NOOP NOOP NOOP NOOP 
25 20F LP 609 O60 FFFF O O607 NOCP IN NOOP INT NOOP init 
26 2.0 LP 609 O609 FFFF O Z NOOP NOOP NOOP NOOP NOOP vector 
27 2 LP 2 0609 FFFF O O609 NOOP NOOP INT NOOP NOOP add 
28 22 LP OOO2 FFFF O Z CN2 NOOP NOOP NOOP NOOP 
29 2.3 L 3 CO OOO2 FFFF O OOO2 NOOP NOOP NOOP NOOP NIT 
30 24 L3 CO OOO3 FFFF O Z. NOOP EXEC NOOP EXEC NOOP 
31 25 NOOP OOO3 OOO3 O Z NOOP EXEC NOOP EXEC EXEC 
32 216 BGZD CO G 216 0003 0003 Z NOOP EXEC EXEC EXEC EXEC 
33 26 BGZD CO G 216 0003 0002 2. NOOP EXEC EXEC EXEC EXEC 
34 26 BGZD CO G 216 0003 0001 Z NOOP EXEC EXEC EXEC EXEC vector 
35 216 BGZD CO G 216 0003 0000 Z NOOP EXEC EXEC EXEC EXEC add 
36 216 BGZD CO G 216 0003 FFFF O 2. NOOP EXEC EXEC EXEC EXEC 
37 216 BGZD CO G 216 0003 FFFF O Z NOOP STEP EXEC STEP EXEC 
38 218 NOOP OOO3 FFFF O Z NOOP EXEC EXEC EXEC EXEC 
39 29 NOOP OOO3 FFFF O Z NOOP NOOP STEP NOOP EXEC 
40 2A NOOP OOO3 FFFF O Z NOOP NOOP STEP NOOP EXEC 
41 2B NOOP OOO3 FFFF O 2. NOOP NOOP NOOP NOOP EXEC 
42 21C BIG 21C OOO3 FFFF 2. NOOP NOOP NOOP NOOP NOOP 
43 21C BIG 21C OOO3 FFFF l Z NOOP NOOP NOOP NOOP NOOP ide 
44. 21C BIG 21C OOO3 FFFF 2. NOOP NOOP NOOP NOOP NOOP 

the VAGs is stepped and at hex address 20C, the WAG 
instruction is executed. This provides the VAG accu 
mulator set up. 
After the accumulator set up, the vector add opera 

tion is initialized at hex address 20E by sending the 
INIT command to both WAG 1 and WAG 3 in hex 
address 20F. The INIT command initializes the pro 
gram counter at address 607 which was placed on the 
parameter bus at hex address 20C. VAG 2 is initialized 
at hex address 211 at starting address 609 which was 
loaded on the parameter bus at hex address 20E. The 
connection pattern for row 2 of the register file in MPS 
22 is made at hex address 212 and the VALU is initial 
ized at hex starting address 002 by hex address 213, the 
address loaded on the parameter bus in hex address 210. 

After initialization of the vector add operation, the 
actual addition of vectors is performed by providing an 
EXEC command at hex address 214 to the WAG 1 and 
VAG 2 and then providing a loop at hex address 216. 
The loop value is loaded into register CO of the ACS 12 
at hex address 212. The program goes into a pipe down 

50 

55 

There are two instruction registers IR1 and IR2 in 
ACS 12, one containing the op code and the other con 
taining data values. Register CO contains the loop value 
and there is an additional output CTRUE which pro 
vides branching information. This output is illustrated 
in FIG. 3 as originating from the instruction register 
decode 156. The CTRUE signal indicates a branching 
operation wherein the ACS program is in a loop mode. 
This information is utilized by the VAGs as an indica 
tion that a loop is terminated which allows the VAGs to 
step their internal PC to proceed to the next instruction. 
This further reduces the number of steps required to 
provide an indication that a loop has terminated in the 
ACS 12. 
The program is initiated in the first clock with the hex 

address 000 put in the PC. During clocks 2 to 4, the 
ACS 12 is branched to the main program at hex address 
200, hex address 200 being placed in the PC during 
clock 5. The MPS 22 is configured during between 
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clocks 5 and 11 with the microinstruction DUP 4 placed 
in the register IR1 in clock 6 and the value 4444 placed 
on the parameter bus in clock 7. In clock 6, the com 
mand PT1 is placed onto the control bus for the MPS22 
with the remaining commands and values placed on the 
bus between clocks 8 and 11. At clock 11, the value 4 is 
loaded into the register CO and then the VAGs initiated 
for accumulator set up between clocks 12 and 15 by 
placing the command CN1 on the MPS control bus in 
clock 12 and sending an INIT command in clock 15. In 
clock 15, the starting address 0600 for the VAGs is 

5 

O 

18 
command in clock 39. After the last step in the VAG 
program is executed, the program is stepped to a NOOP 
instruction for execution thereof. At clock 40 and 41, 
the VALU 24 program is stepped and executed to ter 
minate the program. ACS 12 is then placed in an idle 
mode in clocks 42 to 44 by branching about hex address 
21C. 
The WAGs are only operable between clocks 26 and 

43 to perform the vector addition. The status of the 
various registers and slave devices is illustrated in Table 
7. 

TABLE 7 
Mem Men 

WAG 183 Data WALU WAG 2 Data 
CK CREG PC IR ADDR 1&3 CREG PC IR A0 Al OUTB CREG PC ER ADDR 2 

26 INT noop 2. Z NOOP noop X X X NOOP noop 2. Z 
27 NOOP 607 noop Z Z NOOP * noop X X X NOOP " noop 2. 2. 
28 NOOP 607 noop 2. Z NOOP * noop X X X INT noop Z Z. 
29 NOOP 607 noop Z Z NOOP noop X X X NOOP 609 noop Z 2. 
30 NOOP 607 noop Z Z INIT noop X X X NOOP 609 noop Z 2. 
3t EXEC 607 noop Z Z NOOP 002 noop X X X NOOP 609 noop Z Z 
32 EXEC 607 read O Z EXEC 002 noop X X X NOOP 609 noop 2 2. 
33 EXEC 607 read 0 EXEC OO2 add X X X EXEC 609 noop 2. Z 
34 EXEC 607 read 2 EXEC 002 add X X X EXEC 609 write O Z. 
3S EXEC 607 read 3 2 EXEC CO2 add X X X EXEC 609 write O 
36 EXEC 607 read 4 3 EXEC 002 add X X X EXEC 609 write 2 2 
37 EXEC 607 read s 4 EXEC 002 add X X X EXEC 609 write 3 4. 
38 STEP 607 read 6 S EXEC 002 add X X X EXEC 609 write 4 6 
39 EXEC 608 read 7 6 EXEC OO2 add X X X EXEC 609 write 5 8 
40 NOOP 608 noop Z 7 EXEC 002 add 6 6 A STEP 609 write 6 A 
41 NOOP 608 noop 2. Z STEP 002 add 7 7 C EXEC 610 write 7 C 
42 NOOP 608 noop Z 2 EXEC 003 add X X E NOOP 610 write Z E 
43 NOOP 608 noop 2 Z NOOP 003 noop X X X NOOP 610 noop Z Z 

where: 
Z is a tri-stated condition 
X is a don't care condition 
means current value painting to NOOP value 

placed on the parameter bus in accordance with the LP 
0600 command in register R1 in clock 13 and clock 14. 

After initializing the VAGs as starting address 0600, 
the accumulators are set up between clock 16 and clock 
22. This is a branch operation wherein the ACS 12 
branches about the VALU 4 which is loaded in control 
register in clocks 11 and 12 until the VALU is less than 
zero. The program in the VAG is stepped from starting 
address of 0600 through six steps and then an EXEC 
command sent in clock 22 to the three VAGs. 

After setting up the accumulators in the VAG, the 
vector add operation is initialized at starting address 
0607. The value 0607 is loaded onto the parameter bus 
in clock 25 in accordance with an instruction in the 
instruction registers in clocks 23 and 24. In clock 25, the 
INIT command is sent to WAG 1 and WAG 3 to load 
the starting address 0607. The address 0609 is then 
loaded onto the parameter bus in clock 27 and the INIT 
command sent to VAG 2 to load the starting address 
0609 in the associated PC. The connection pattern for 
MPS 22 is performed in clock 28 by sending the appro 
priate command CN2 and then the value 0002 loaded 
onto the parameter bus to allow initialization of the 
VALU 24 with the INIT command in clock 29. 

After the VAGs have been initialized for the vector 
add operation, the vectors are added between clocks 30 
and 41. In clock 30 and 31, addresses are generated by 
WAG 1 and WAG 3 to read data from the memory and 
place it in the pipeline. In clock 31, the WALU 24 is sent 
an EXEC command to output results with the result 
stored by VAG 2 at clock 32 by sending the EXEC 
command to VAG 2. At this point, ACS 12 is looped 
around the hex address 216 to clock 37. At clock 37, the 
PCs in VAG 1 and WAG 3 are stepped to a NOOP 
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At clock 26, the central register (CREG) is initialized 
to load the hex address 607 at clock 27 in VAG 1 and 3. 
WAG 2 is initiated at clock 28 to load the hex starting 
address 0609 in the PC at clock 29. The VALU 24 is 
initialized at clock 30 to input the hex starting address 
002 in the PC at clock 31. An EXEC command is sent 
to WAGs 1 and 3 at clock 31 and a Read operation 
performed in clock 32 at address zero. In clock 32, the 
EXEC command is sent to the VALU 24 with the add 
operation performed at clock 33. An EXEC command 
is sent to the WAG2 in clock 33 with the Write opera 
tion performed in clock 34. The last EXEC command is 
sent to WAGs 1 and 3 at clock 37 with the Read opera 
tion performed until clock 39 due to pipelining in the 
device. At clock 38, the program is stepped to output a 
NOOP instruction from the instruction register at clock 
40. In a similar manner, the VALU 24 is sent a step 
command at clock 41 and the VAG 2 is sent a step 
command at clock 40. 
The microprogram code is compressed by utilizing 

the WAGs 24a-24n and the ACS 12 in accordance with 
the present invention. This is evident between clock 
cycles 33 and 37 wherein the same control codes (i.e., 
the EXEC code) are repeatedly output. The ACS 12 is 
programmed to enter a tight loop where it addresses the 
same memory location in its control memory five times 
from which the EXEC control code is repeatedly out 
put. The same compression occurs when the VAGs are 
stepped through the accumulator set up macroprogram 
between clocks 16 and 21. By utilizing the system of the 
present invention, it is not necessary for the program to 
loop back on itself to repeat an instruction. This would 
require additional instructions and fetching operations 
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which are time consuming and require additional micro 
code. 

Forced I/O 

Referring now to FIG. 8, there is illustrated an ex 
panded block diagram of the WAGs 52 and 54 operating 
in the forced I/O or double buffered transfer mode. In 
this configuration data memories 76 and 80 operate in 
conjunction with WAGs 52 and 54 and share the same 
control codes transferred from the control bus through 
the interconnecting bus 56. Each of the VAGs 52 and 
54 generate addresses for a separate memory 76 and 80, 
respectively. However, one of the WAGs 52 and 54 
operates in the foreground and one in the background 
to perform I/O functions with the external I/O device 
98. Initially, both WAGs 52 and 54 are operating in the 
basic mode and are executing the same program. After 
both are initialized, the ACS 12 sends a forced I/O 
microinstruction to the WAGs 52 and 54. Each of these 
VAGs has an IOID pin which is either connected to a 
plus voltage or ground. This distinguishes the two. The 
forced IAO microinstruction selects one or the other. 
The selected one upon receiving the forced I/O micro 
instruction will enter into a forced I/O mode of opera 
tion during which it ignores all control bus codes except 
the HALT and the RESET commands. This WAG then 
sequences itself through an internal forced I/O routine 
and interfaces with the external I/O device 98 through 
the handshake lines 100 to control transfer of data and 
control signals through the MPS 22. The VAG in the 
forced IAO mode branches to an I/O routine that is 
stored in the PC branch file 178. The other of the WAGs 
52 and 54 in the normal operating mode continues exe 
cuting the original program and processing data. Thus, 
one WAG generates data addresses for computational 
purposes and the other generates data addresses for I/O 
transfers. 
When the transfer of a block of data has been con 

pleted to the data memory associated with the VAG in 
the forced I/O mode, this information is stored in an 
external status register 280, as illustrated in FIG. 2. The 
status register is a sixteen bit wide register which stores 
various status bits that are accessible by the ACS 12 
through a discrete I/O port fed to the I/O interface 166 
in the ACS 12. The ACS 12 then sends a reset code to 
both the WAGs which will terminate the forced I/O 
mode of operation in the WAG operating in that mode. 
An INIT code then follows the RESET code so that 
both VAGs can be brought back into sync with the 
array processor so that both WAGs will be executing 
the same program again. An alternate forced I/O mi 
croinstruction is then transmitted to the WAGs which 
will cause the other of the WAGs 52 and 54 to enter the 
forced I/O mode which heretofore had been executing 
in the foreground. This WAG will then receive data 
from the I/O device 98 and the VAG previously in the 
forced I/O mode will process data. This is essentially a 
"ping pong' operation of the two WAGs 52 and 54 back 
and forth between foreground and background tasks. 
By so configuring the WAGs, processing of data and 
collection of data can occur simultaneously. Since they 
share the same control bus, the two WAGs appear as a 
single unit to the ACS. The ACS 12 need only monitor 
the status register 280 and reinitialize the WAGs associ 
ated with that portion of the control bus upon receiving 
the indication that a block of data has been effectively 
transferred to the data memory. 
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MPS 22 is comprised of a data portion 22' and a con 
trol portion 22". The data from bus 78 in memory 76 
and bus 82 in memory 80 are input to ports M1 and M2 
of the data portion 22". The address and the Write signal 
of VAG 52 is input along a bus 282 to the M1 input of 
control portion 22' with the Write signal and address 
output by VAG 54 being input to the M2 input of con 
trol portion 22" along a bus 284. The address and Write 
signal are output to the external I/O bus 98 from control 
portion 22 on a bus 286. In addition, MPS 22 requires 
both a priority signal and an enable signal from each of 
the WAGs 52 and 54. The VAG 52 generates priority 
signal PPS1 and an enable signal MEN1 from a transfer 
logic circuit 288 and the VAG 54 generates priority 
signal PPS2 and enable signal MEN2 with a transfer 
logic circuit 290. Transfer logic circuits 288 and 290 
utilize the chip select and Write signals from the VAG 
and the I/O chip select signal from the external I/O 
device in addition to a signal from the control bus 18. 
The external I/O device 98 receives data from the 

data portion 22 along an I/O bus 292 and generates 
various handshake signals. The handshake signals are 
interrupt signal INT, a ready signal RDY and an ac 
knowledge signal ACK and the I/O chip select signal 
IOCS. These signals are input to both the WAGs 52 and 
54 along the lines 100. In addition, the I/O device pro 
vides a status register along the IAO bus 292 which is 
routed to the external status register 280 through the 
MPS 22. 
The MPS control portion 22" and the MPS data 

portion 22" both contain the same configuration data. 
The control portion 2" is used to select and route the 
correct control signals to the I/O device 98. Only one 
set of control outputs should be enabled at one time to 
avoid bus collisions. This is controlled by microinstruc 
tion execution. Whenever the VAGs 52 and 54 "ping 
pong", the MPS 22 must be reconfigured by the ACS 12 
so that the correct memory port is connected to the I/O 
port. The transfer logic 288 and 290 controls the prior 
ity and enable inputs of the MPS 22 such that bidirec 
tional data transfers may occur during an I/O transfer 
operation. Rows one through five in the MPS 22 con 
nectivity register file 250 contain I/O to memory con 
nections and Row six contains a memory to IAO con 
nection. Row six connection takes priority and becomes 
effective over the other five rows whenever the priority 
input is activated. This is controlled by the WAG chip 
select and Write signals. A flip-flop is also included in 
the transfer logic 288 and 290 to signal that the associ 
ated VAG 152 or 154 is in the I/O mode of operation. 
This flip-flop must be set by a special chip select se 
quence from the external I/O device 98 which requires 
a transition from a one to a zero and from a zero to a one 
at the beginning of the I/O operation. The flip-flop in 
the transfer logic 288 and 290 is then reset when the I/O 
operation is complete. Thus, the memory outputs are 
enabled whenever the VAG 52 or 54 is in its basic mode 
of operation and enabled only when the I/O data trans 
fer takes place during an I/O operation. Otherwise, the 
memory outputs are disabled such that they are inhib 
ited from clashing with WAG data operations with its 
associated memory. 

Referring now to FIG. 9, there is illustrated a sche 
matic block diagram of the transfer logic circuits 288 
and 290. The control bus inputs three bits to a D-type 
flip-flop. 294 which is input to decode logic 296. The 
output of the decode logic is input to the K-input of a 
JK flip-flop. 298 with the reset signal input to the clock 

Amazon / Zentian Limited 
Exhibit 1068 

Page 18



4,745,544 
21 

input. The J-input is tied to ground. The I/O chip select 
signal is input to the set input of the flip-flop. 298 with 
inverted Q output being input to one input of an OR 
gate 300. The output of the OR gate 300 comprises the 
enable signal. The I/O chip select signal is also input to 
one input of a NAND gate 302, the output of which is 
input to the other input of the OR gate 300. The other 
input of the NAND gate 302 is connected to the ACK 
signal. The priority signal is selected by an OR gate 304, 
the inputs of which are connected to the chip select and 
write signals from the associated WAG 52 or 54. 

Cycle Stealing 
The WAGs 106 and 108 labeled WAG 2a and WAG 

2b respectively, and the VAGs 66 and 68 labeled WAG 
4a and WAG 4b, respectively, are configured in the 
cycle stealing mode. Cycle stealing mode allows data to 
be transferred to the associated memory between pro 
cessing cycles. This corresponds to the time in which a 
NOOP command is transmitted to the respective VAG, 
indicating that no address is being generated to the 
associated program memories. In the cycle steal mode, 
two VAGs are required with one performing the fore 
ground task and one performing the background task of 
storing data in the associated memory. Therefore, both 
share the same memory address bus. One of the WAGs 
operates only in the cycle stealing mode and the other 
operates in the processing mode. When a NOOP code is 
registered by both WAGs, the one in cycle stealing 
mode becomes active and executes its internal I/O pro 
gram to generate memory control addresses. The other 
VAG becomes inactive and tristates its memory bus 
output so that no bus collisions may occur. When non 
NOOP codes are registered, the VAG in the processing 
mode of operation becomes active while the other goes 
inactive. Thus, only one WAG can be active at one time 
and interface with the memory bus. 

Referring now to FIG. 10, there is illustrated an ex 
panded block diagram of the VAGs 106 and 108 and the 
program memory 110 and buffer control 112, wherein 
like numerals refer to like parts in the various figures. 
Each of the WAGs has an IOID output pin which is 
interfaced with the I/O control 218 in the respective 
WAG. The IOID pin in the WAG 108 is connected to a 
high logic level and the IOID pin in WAG 106 is con 
nected to ground. This identifies the VAG 108 as the 
cycle stealing VAG. Each of the WAGs 106 and 108 
have the address output thereof connected to the ad 
dress bus 116, the address bus 116 being connected to 
both the address input of the program memory 110 and 
the address input of the buffer control 112. Although 
the buffer control circuit 112 is not described in detail, 
there are internal registers that are addressable by 
WAGs 106 and 108. WAGs 106 and 108 have their pa 
rameter bus inputs connected to the data bus 114 which 
is also connected to the data ports of both program 
memory 110 and buffer control 112. The data bus 114 
allows data to be transferred from system bus 113 to 
program memory 110 and also allows parameter data to 
be transferred from MPS 22 to WAGs 106 and 108 and 
also allows data to be transferred from other memories 
in the array processor to program memory 110. This 
data can be transferred out to the system through the 
buffer control 112. 

In initializing WAGs 106 and 108 to the operating and 
the cycle stealing mode, two passes are required by the 
ACS 12. The ACS first sends an INIT connand to 
both WAGs 106 and 108 to initialize them to a starting 
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address with both WAGs 106 and 108 powering up in 
the basic operating mode. The starting address is trans 
ferred through MPS 22 and data bus 114 to the parame 
ter bus input thereof. During the first pass, the starting 
address at which the WAGs are initialized results in 
VAG 108 entering a cycle stealing mode since the IOID 
pin is raised high. Once VAG 108 enters the cycle steal 
ing mode, it is only responsive to HALT and RESET 
commands from the ACS 12. Thereafter, a second INIT 
command is sent to WAG 106 along with appropriate 
parameter information on bus 114 to initialize VAG 106 
to a particular operating routine. Once the WAG 108 is 
in the cycle stealing mode, VAG 106 can be controlled 
to manipulate program memory 110 to extract parame 
ters therefrom for use by the array processor or input 
data thereto. As described above, the command param 
eter lists "CPL'p0 are stored in program memory 110. 
The ACS 12 extracts these lists from program memory 
110 to determine the task to be executed. Therefore, 
program memory 110 is operable to store CPLs in a 
queue which is defined as a "task queue". ACS 12 se 
quences through this queue to determine which particu 
lar task to operate. These tasks may range from process 
ing data in accordance with a Fast Fourier Transform 
(FFT) or loading data in the memory for extraction by 
the data processor through the system bus 113. 

Data can either be received from buffer control 12 
and stored in program memory 110 or extracted from 
program memory 110 and transmitted to buffer control 
112. The data in buffer control 112 can either be stored 
external thereto or internally in first-in first-out registers 
(FIFO). When a NOOP command is sent to WAG 106, 
WAG 108 can then be activated to interact with buffer 
control 112 to cause data to be transferred from the 
internal buffers contained therein to a particular address 
in program memory 110. To interface with the buffer 
control, interrupt lines, DMA request lines and DMA 
acknowledge lines 115 are interfaced therebetween to 
provide direct memory access (DMA) control. In addi 
tion, WAG 108 outputs an enable signal MEN to the 
MPS 22 to inhibit the transfer of data from MPS 22 on 
data line 114 in order to avoid any bus collisions. To 
provide chip select for buffer control 112, a decode 
circuit 308 has the input thereof connected to the IOCS 
output signal and also the most significant bit on the 
address bus 116. The output thereof is connected to the 
chip select input of buffer control 112. The address bus 
is input to the buffer control 112 to select one of the 
internal registers therein in which data is to be stored. 
However, buffer control 112 merely acts as a control 
circuit for interfacing data between data processor 10 
and the array processor and, therefore, any type of 
buffer control circuit can be utilized. 
The VAGs 66 and 68 operate similar to WAGs 106 

and 108. VAG 68 operates in background to VAG 66 
and is operable to load data from data memory 88 into 
auxiliary display 92 when a NOOP code is sent to VAG 
66. During normal operation, VAG 66 is operable to 
load data into data memory 88 from MPS 22 for use 
with auxiliary display 92. 

In summary, there has been provided an array proces 
sor which utilizes a master processor and a plurality of 
slave processors. The master processor is operable to 
sequence the slave processors through a sequence of 
parallel interleaved instructions that are synchronously 
executed. The slave processors are operable to generate 
addresses to associated memories for manipulation of 
data therein. The data output of the memories is inter 
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faced through a cross point switch to a data processor 
for processing the data. The master processor sends 
commands to each of the slave processors to initiate an 
internal routine in the slave processors to generate the 
addresses for the data memories. Each step in the inter 
nal routine of the slave processors is sequenced through 
by the master processor. 
Although the preferred embodiment has been de 

scribed in detail, it should be understood that various 
changes, substitutions and alterations can be made 
therein without departing from the spirit and scope of 
the invention as defined by the appended claims. 
What is claimed is: 
1. A processor for processing data, comprising: 
a master processor for generating sequence com 
mands to control instruction flow in the processor; 

first and second slave processors, connected to said 
master processor, having internal instructions 
stored therein, for receiving common ones of said 
sequence commands from said master processor 
and executing internal instructions in response 
thereto, wherein addresses and control signals are 
generated, said first and second processors operat 
ing in either a data processing mode or an I/O 
mode, sequence commands from said master pro 
cessor determining which mode said first and sec 
ond slave processors are in such that one of said 
slave processors operates in the I/O mode and one 
of the slave processors operates in the data process 
ing mode; 

first and second data memories having data ports and 
connected to said first and second slave processors, 
repsectively, for storing data and operating in re 
sponse to addresses and control signals generated 
by the first and second slave processors to either 
receive and store data from, or retrieve and output 
data to, the data ports; 

a data processor, having an input and an output port, 
for receiving data on the input port and processing 
received data in accordance with a predetermined 
data processing function and outputting results on 
the output port; 

a reconfigurable switch for interconnecting the data 
ports of said data memories with both the input and 
output ports of the data processor and an I/O port, 
the I/O port interfaced with an external I/O device 
for generating data for input to the IAO port and 
for receiving data output by the I/O port, said 
switch being configured in accordance with one of 
a plurality of predetermined connectivity patterns 
stored internal thereto and selected in repsonse to 
receiving a sequencing command from said master 
processor; 

status register means connected to said first and sec 
ond memories for containing status information as 
to the status thereof to determine if the memory 
connected to a slave processor operating in the I/O 
mode has completed the I/O mode, said master 
processor means operating in response to comple 
tion of an IAO mode in one of said data memories to 
force the slave processor connected to the other 
data memory into an I/O mode to continue receiv 
ing or transmitting data to the I/O port through 
said switch, wherein said switch reconfigures to 
connect such that other data memory to the I/O 
port. 

2. The processor of claim 1 wherein the connectivity 
patterns stored in said switch are loaded thereto from 
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24 
said master processor, and further comprising a parame 
ter interface for interfacing said master processor to said 
switch. 

3. The processor of claim 2 wherein said parameter 
interface is interfaced with said first and second slave 
processors to allow said master processor to input pa 
rameters to said slave processors for use in executing 
the internal instructions therein. 

4. The processor of claim 1 further comprising hand 
shake means for interfacing between said first and sec 
ond slave processors and said I/O port to receive status 
signals from the external I/O device to determine status 
control information therefron. 

5. The processor of claim 1 wherein said first slave 
processor has an IAO designation input that resides at a 
first logic state and said second slave processor has an 
I/O designation input that resides at a second logic 
state, wherein one of said sequence commands controls 
which of said first and second slave processors is in the 
I/O mode corresponding to the logic state on the desig 
nation input such that said first and second slave proces 
sors can be flip-flopped between the data processing 
mode and the I/O mode. 

6. An array processor for processing data, compris 
ling: 

a control processor for generating sequencing com 
mands to control instruction flow in the array pro 
cessor; 

first, second and third slave address processors con 
nected to said control processor and each having 
internal instructions therein, for receiving the se 
quencing commands to sequence through the inter 
nal instructions in response thereto, the internal 
instructions at each of said slave address processors 
sequencing in parallel and synchronously to gener 
ate addresses and control signals; 

said first slave address processor receiving a separate 
one of the sequencing commands; 

said second and thrid slave address processors both 
receiving a common one of the sequencing con 
mands separate from said first slave address proces 
sor, said first and second slave address processors 
operating in either an 1/O mode or a data process 
ing mode in response to a predetermined sequence 
command such that only one of said second and 
third slave address processors is operating in the 
I/O mode, wherein the processor operating in the 
I/O mode is not responsive to further sequencing 
commands and operates independent of said con 
trol processor; 

first, second and third data memories having data 
input/output ports and connected to each of said 
first, second and third slave address processors, 
respectively, for storing data therein, said data 
memories operating in response to addresses and 
control signals to either output stored data or re 
ceive data for storage therein; 

an array data processor for receiving data on input 
ports and processing received data in accordance 
with a predetermined data processing function for 
output of results on an output port; 

switch means having memory ports interfaced with 
the data input/output ports of said data memories, 
processor ports interfaced with the data input/out 
put ports such that the input/output are interfaced 
with an external I/O device for transfer of data 
therebetween, said switch means for interconnect 
ing said input/output ports to either said array data 
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processor ports or said I/O ports in a predeter 
mined configuration in accordance with a select 
one of a connectivity patterns stored in a connec 
tivity register, said select patterns selected in re 
sponse to the sequencing commands from said con 
trol processor, with only said second and third data 
memories inteconnected with said I/O ports; 

said second and third slave address processors are 
controlled by the sequencing commands to operate 
such that one thereof is forced to the I/O mode of 
operation and the other thereof is in the data pro 
cessing mode and operates on the sequencing com 
mands, the one thereof in the forced IAO mode 
controlling the connected data memory for receiv 
ing data from the external IAO device or transfer 
ring data thereto, wherein completion of an I/O 
operation, wherein data is completely transferred 
from or stored in a data memory changes a status of 
said data memories, said control processor forcing 
the other of said second and third slave address 
processor into the I/O mode when the status 
changes. 

7. The array processor of claim 6 wherein said data 
processor is reconfigurable and has a plurality of data 
processing functions stored therein, said data processor 
means operating to receive sequencing commands from 
said control processor to select one of the data process 
ing functions to perform. 

8. The array processor of claim 6 further comprising 
parameter interface means for interfacing with said 
control processor and said slave address processors for 
allowing said control processor to input parameters to 
said slave address processors. 

9. The array processor of claim 8 wherein said switch 
means operates to receive from said parameter interface 
means connectivity patterns for storage in said Connec 
tivity register for alteration thereof. 

10. The array processor of claim 6 wherein said sec 
ond and third slave address processors have designation 
inputs, said second slave address processor having its 
designation input set at a first logic state and said third 
slave processor having its designation input set at a 
second logic state, said control processor outputting a 
sequencing command having encoded therein either the 
first or the second logic state such that the logic state in 
the sequencing command determines the one of said 
second and third slave processor that operates in the 
IAO mode. 

11. The array processor of claim 6 further comprising 
handshake means for interfacing said second and third 
slave processors with the data processor to synchronize 
the transfer of data therebetween, wherein data transfer 
between the external I/O device and the slave proces 
sor operating in the I/O mode is asynchronous with 
respect to instruction flow in the slave processor operat 
ing in the data processing mode and said first slave 
processor. 

12. A method for processing data and interfacing 
with an external I/O device, comprising: 

storing data processing instructions at a first slave 
node, a first set of data processing instructions at a 
second slave node, and a first set of I/O instruc 
tions at the second slave node; 

generating sequence commands at a master node for 
controlling instruction execution at the slave 
nodes; 

receiving the sequence commands at each of the slave 
nodes to sequence through select one of the in 
structions to generate address and control signals 
for data processing functions in response to execu 
tion of the stored data processing instructions, the 
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instruction sequenced sunchronously with the se 
quence commands; ructions at the 

initiating execution of the I/O instructions at the 
second slave node in response to select ones of the 
sequence commands to generate I/O addresses and 
control signals, execution of the I/O instructions 
being independent of the sequence commands after 
initiation thereof; 

providing data memories at the first and second slave 
nodes and an I/O memory at the second slave 
node; 

addressing the data memories in response to genera 
tion of addresses and control signals at the first and 
second slave nodes and addressing the I/O mem 
ory of the second slave node in response to I/O 
addresses and control signals generated at the sec 
ond slave node, addressing of the data memories 
allowing receipt and storage of data from a data 
port or output of data to the data port; 

interconnecting the data memories with a data pro 
cessor and interfacing the I/O memory with an 
external I/O port for interfacing with the external 
I/O device for data transfer therebetween; 

processing input data received at the data processor 
in accordance with a predetermined data process 
ing function and outputting results therefron for 
storage in one of the data memories; and 

providing status to the master node indicating 
whether an I/O operation is complete at the second 
slave node. 

13. The method of claim 12 further comprising stor 
ing a second set of data instructions at the second slave 
node and a second set of I/O instructions at the second 
slave node, the data memory at the second slave node 
operating as both and I/O memory and a data memory 
and the IAO memory of the second slave node operating 
as both a data memory and an I/O memory and further 
comprising generating sequence commands at the mas 
ter node to initiate execution of the second set of I/O 
instructions for generating I/O addresses and control 
signals for the I/O memory in response to an indication 
that an I/O operation under the first set of I/O instruc 
tions is complete, initiation of the second set of I/O 
instructions also initiating data processing with the sec 
ond set of data processing instructions such that I/O 
instructions and data processing instructions execute 
together. 

14. The method of claim 12 further comprising indi 
cating the status of an I/O operation under the second 
set of I/O instructions and initiating I/O operation of 
the first set of I/O instructions in response to the IAO 
operation under the second set of I/O instructions being 
complete such that I/O operation is alternated between 
the first and second set of IAO instructions and transfer 
of I/O data occurs between one of the data or I/O 
memories and the I/O port, and the other is utilized in 
processing data in accordance with the first or second 
set of data processing instructions. 

15. The method of claim 12 further comprising stor 
ing interconnect data to represent a plurality of inter 
connect patterns, the data memory interconnected with 
the data processor and the I/O port in accordance with 
one of the interconnect patterns and further comprising 
selecting one of the interconnect patterns in response to 
the sequence commands from the master node. 

16. The method of claim 12 further comprising recon 
fuguring a data processing fuction of the data processor 
in accordance with sequence commands received from 
the master node, the data processor having a plurality of 
data processing functions, only one of which is selected 
by the sequence commands from the master node. 
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