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Ser. No. 09/012,329 (TI-25309), and Ser. No. 09/012,326 
(TI-25310); all filed contemporaneously herewith and incor 
porated herein by reference. 

NOTICE 

(C) Copyright 1997 Texas Instruments Incorporated. A 
portion of the disclosure of this patent document contains 
material which is Subject to copyright protection. The copy 
right owner has no objection to the facsimile reproduction 
by anyone of the patent disclosure, as it appears in the Patent 
and Trademark Office patent file or records, but otherwise 
reserves all copyright rights whatsoever. 

This application claims the benefit of U.S. Provisional 
Application No. 60/036,482, filed Jan. 24, 1997. 

This invention relates to data processing devices, elec 
tronic processing and control Systems and methods of their 
manufacture and operation. 

BACKGROUND OF THE INVENTION 

A microprocessor device is a central processing unit or 
CPU for a digital processor which is usually contained in a 
Single Semiconductor integrated circuit or “chip' fabricated 
by MOS/LSI technology, as shown in U.S. Pat. No. 3,757, 
306, issued to Gary W. Boone and assigned to Texas 
Instruments Incorporated. The Boone patent Shows a single 
chip 8-bit CPU including a parallel ALU, registers for data 
and addresses, an instruction register and a control decoder, 
all interconnected using the Von Neumann architecture and 
employing a bidirectional parallel bus for data, address and 
instructions. U.S. Pat. No. 4,074,351, issued to Gary W. 
Boone and Michael J. Cochran, assigned to Texas Instru 
ments Incorporated, shows a single-chip “microcomputer 
type device which contains a 4-bit parallel ALU and its 
control circuitry, with on-chip ROM for program Storage and 
on-chip RAM for data storage, constructed in the Harvard 
architecture. The term microprocessor usually refers to a 
device employing external memory for program and data 
Storage, while the term microcomputer refers to a device 
with on-chip ROM and RAM for program and data storage. 
In describing the instant invention, the term “microcom 
puter” will be used to include both types of devices, and the 
term “microprocessor' will be primarily used to refer to 
microcomputers without on-chip ROM. Since the terms are 
often used interchangeably in the art, however, it should be 
understood that the use of one of the other of these terms in 
this description should not be considered as restrictive as to 
the features of this invention. 
Modem microcomputers can be grouped into two general 

classes, namely general-purpose microprocessors and 
Special-purpose micro-computerS/microprocessors. 
General-purpose microprocessors, such as the M68020 
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2 
manufactured by Motorola, Inc. are designed to be program 
mable by the user to perform any of a wide range of tasks, 
and are therefore often used as the central processing unit in 
equipment Such as personal computers. Such general 
purpose microprocessors, while having good performance 
for a wide range of arithmetic and logical functions, are of 
course not specifically designed for or adapted to any 
particular one of Such functions. In contrast, Special-purpose 
microcomputers are designed to provide performance 
improvement for Specific predetermined arithmetic and logi 
cal functions for which the user intends to use the micro 
computer. By knowing the primary function of the 
microcomputer, the designer can Structure the microcom 
puter in Such a manner that the performance of the Specific 
function by the Special-purpose microcomputer greatly 
exceeds the performance of the same function by the 
general-purpose microprocessor regardless of the program 
created by the user. 
One Such function which can be performed by a special 

purpose microcomputer at a greatly improved rate is digital 
Signal processing, Specifically the computations required for 
the implementation of digital filters and for performing Fast 
Fourier Transforms. Because Such computations consist to a 
large degree of repetitive operations Such as integer 
multiply, multiple-bit shift, and multiply-and-add, a special 
-purpose microcomputer can be constructed Specifically 
adapted to these repetitive functions. Such a special-purpose 
microcomputer is described in U.S. Pat. No. 4,577,282, 
assigned to Texas Instruments Incorporated and incorpo 
rated herein by reference. The Specific design of a micro 
computer for these computations has resulted in Sufficient 
performance improvement over general purpose micropro 
ceSSors to allow the use of Such special-purpose microcom 
puters in real-time applications, Such as Speech and image 
processing. 

Digital Signal processing applications, because of their 
computation intensive nature, also are rather intensive in 
memory acceSS operations. Accordingly, the overall perfor 
mance of the microcomputer in performing a digital Signal 
processing function is not only determined by the number of 
Specific computations performed per unit time, but also by 
the Speed at which the microcomputer can retrieve data 
from, and Store data to, System memory. Prior Special 
purpose microcomputers, Such as the one described in Said 
U.S. Pat. No. 4,577,282, have utilized modified versions of 
a Harvard architecture, So that the access to data memory 
may be made independent from, and Simultaneous with, the 
access of program memory. Such architecture has, of course 
provided for additional performance improvement. 
The increasing demands of technology and the market 

place make desirable even further Structural and proceSS 
improvements in processing devices, application Systems 
and methods of operation and manufacture. 
Among the objects of the present invention are to provide 

improved data processing devices, Systems and methods that 
reduce competition for processor resources between data 
acquisition, or output, functions and intensive computation 
operations, to provide improved data processing devices, 
Systems and methods that reduce housekeeping overhead in 
a processor in high Sample rate digital Signal processing 
applications, to provide improved data processing devices, 
Systems and methods for Streamlining interrupt handling and 
Subroutine calls and returns, and to provide improved data 
processing devices, Systems and methods that increase pro 
ceSSor bandwidth in telecommunications, control Systems 
and other applications. 

SUMMARY OF THE INVENTION 

In general, one form of the invention is an improved data 
processing device that includes an improved very long 
instruction word (VLIW) electronic processor. 
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Generally, another form of the invention is a System of 
Signal processing apparatus including an analog-to-digital 
converter for producing a digital Signal corresponding to an 
analog input by a conversion proceSS and for producing an 
interrupt signal when a conversion is complete. Digital 
processing circuitry having a memory and a processor 
connected to the analog-to-digital converter is responsive to 
the interrupt signal to enter the digital Signal into memory. 
The processor includes registerS Sets, at least one multiplier 
and at least one arithmetic logic unit. 
A microprocessor, comprising a first Set of functional 

units capable of performing parallel data operations, a 
Second Set of functional units capable of performing parallel 
data operations, and a data interconnection path connecting 
the first and Second functional units. A data processing 
System, comprising fetch circuitry for fetching a first plu 
rality of instructions simultaneously, and circuitry capable of 
executing a Second plurality of instructions simultaneously, 
wherein the Second plurality of instructions is less than or 
equal to the first plurality of instructions. A data processing 
System, comprising fetch circuitry for fetching a first plu 
rality of instructions simultaneously, and circuitry capable of 
conditionally executing a Second plurality of instructions 
Simultaneously, wherein the Second plurality of instructions 
is less than or equal to the first plurality of instructions. 

Other device, system and method forms of the invention 
are also disclosed and claimed herein. Other objects of the 
invention are disclosed and Still other objects will be appar 
ent from the disclosure herein. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The novel features believed characteristic of the invention 
are set forth in the appended claims. The preferred embodi 
ments of the invention as well as other features and advan 
tages thereof will be best understood by reference to the 
detailed description which follows, read in conjunction with 
the accompanying drawings, wherein: 

FIG. 1 shows a block diagram for a digital Signal proces 
Sor, 

FIG. 2 shows the CPU data paths; 
FIG. 3 shows the addressing mode register (AMR); 
FIG. 4 shows the control status register (CSR) which 

contains control and Status bits, 
FIG. 5 depicts a general-purpose input register (IN) which 

Supports 32 general-purpose input Signals, 
FIG. 6 depicts a general-purpose output register (OUT) 

which Supports 32 general-purpose output Signals, 
FIG. 7 illustrates the register storage scheme for 40-bit 

data. 

FIGS. 8A, 8B, 8C, 8D, 8E, 8F, 8G, 8H, 8I and 8J, 
together, show the DSP's opcode map; 

FIG. 
FIG. 
FIG. 
FIG. 
FIG. 

FIG. 12 shows the branch instruction phases; 
FIG. 13 shows the operation of the pipeline based on 

clock cycles and fetch packets, 
FIG. 14 depicts fetch packet n, which contains three 

execute packets, shown followed by six fetch packets (n+1 
through n+6), each with one execution packet (containing 8 
parallel instructions); 

9 shows the basic format of a fetch packet; 
10A depicts a fully serial p-bit; 
10B depicts a fully parallel p-bit; 
10C depicts a partially serial p-bit; 
11 shows the phases of the pipeline, 
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FIG. 15 show the interrupt enable register (IER); 
FIG. 16 shows the interrupt flag register (IFR) which 

contains the status of INT4–INT15 and NMI; 
FIG. 17 shows the interrupt set register (ISR), which 

allows to Setting or clearing interrupts manually in the IFR, 
FIG. 18 shows the interrupt clear register (ICR), which 

allows to Setting or clearing interrupts manually in the IFR, 
FIG. 19 shows the relationship of the ISTB to the table 

location; 
FIG. 20 shows the interrupt return pointer (IRP); 
FIG. 21 shows the NMI return pointer (NRP); 
FIG. 22 shows the processing of an interrupt m (INTm). 
FIG. 23 depicts a high level functional diagram of pro 

ceSSor 11, 
FIG. 24 shows that execute packets can vary in size as 

shown by alternating Shading; 
FIG. 25 shows the Memory Map of the DSP; 
FIG. 26 shows the addressing example; 
FIGS. 27 and 28 show the data is byte addressable by the 

CPU with address increasing across the blocks from left to 
right; 

FIG. 29 shows the device configuration pins; 
FIG. 30 depicts the value of 000b of DC(13-11) pins 

during RESET; 
FIG. 31 depicts the value of 001b of DC(31-11) pins 

during RESET; 
FIG. 32 depicts the relationships of the interrupt service 

table with interrupt Service fetch packets, 
FIG. 33 shows the clock mode is controlled by two 

CLKMODE pins; 
FIG. 34 depicts Significant power Savings realized without 

losing data or operational context by preventing Some or all 
of chip's logic from Switching; 

FIG. 35 depicts CLKIN timings; 
FIG. 36 depicts CLKOUT1 timings; 
FIG. 37 depicts CLKOUT2 timings; 
FIG. 38 depicts the EMIF signals; 
FIG. 39 depicts asynchronous memory read cycle tim 

IngS, 
FIG. 40 depicts asynchronous memory write cycle tim 

IngS, 
FIG. 
FIG. 
FIG. 
FIG. 
FIG. 
FIG. 

41 depicts external controller read cycle timings, 
42 depicts external controller write cycle timings, 
43 depicts SBSRAM Read Cycle Timing; 
44 depicts SBSRAM Write Cycle Timing; 
45 depicts SDRAM Read Cycle Timing; 
46 depicts SDRAM Write Cycle Timing; 

FIG. 47 depicts SDRAM Initialization Cycle Timing; 
FIG. 48 depicts SDRAM Refresh Cycle Timing; 
FIG. 49 shows the interrupt service fetch packets start 

execution; 
FIG. 50 shows the tr-stated signals driven again by the 

DSP within 1 clock cycle; 
FIG. 51 shows HOLD/HOLDA cycles tri-state all output 

signals on the EMIF (except HOLDA) and the HPI; 
FIGS. 52 and 53 show read and write cycles via the 16-bit 

Host Port; 
FIG. 54 shows the 16-bit Host Port used in FIGS. 52 and 

53; 
FIG.55 shows the DSP data memory system; 
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FIG. 56 shows the different combinations of conflicting 
acceSSeS, 

FIG. 57 shows the control status register (CSR) for the 
CPU; 

FIG. 58 depicts an external memory interface (EMIF) 
block diagram; 

FIGS. 59 and 60 show the effect of address and endian 
ness on BE and external data (ED); 

FIG. 61 shows the EMIF attached to an asynchronous 
device; 

FIG. 62 shows the signal setup, hold and strobe width 
times, 

FIG. 63 shows the bus timing of an asynchronous writes; 
FIG. 64 shows three consecutive reads; 
FIG. 65 shows read access for 8-bit wide memory; 
FIG. 66 shows read access to 16-bit wide memory; 
FIG. 67 shows the EMIF connected to SBSRAM; 
FIG. 68 shows the EMIF connected to SDRAM; 
FIG. 69 shows the fields in the SDRAM Control Register; 
FIG.70 shows fields in the EMIFSDRAM refresh period 

register; 
FIG. 71 shows a block diagram of the external control 

interface; 
FIG. 72 shows the usage of fields in the EMIF control 

register; 
FIG. 73 shows the interface of the Host Port to a host and 

to the internal data memory; 
FIG. 74 shows the handshake operation for a host to gain 

access to the host port, 
FIG. 75 shows the host port signal diagram for read and 

write operation; 
FIG. 76 shows a DMA operation consisting of a 32-bit 

word transfer to or from any of the three DSP modules; 
FIG. 77 shows the bitfields in that register; 
FIG. 78 depicts in sets the number of data transfers for the 

DMA channel to complete; 
FIG. 79 shows the DMA Channel Source Address Reg 

ister; 
FIG. 80 shows the Destination Address Register; 
FIG. 81 depicts initiating the three power down modes 

and using the three lower bits of the PWRD field in the 
Control Status Register (CSR); 

FIG. 82 is a block diagram of an improved industrial 
proceSS and protective control System; 

FIG. 83 is a partially pictorial, partially block electrical 
diagram of an improved automotive vehicle System; 

FIG. 84 is an electrical block diagram of an improved 
motor control System; 

FIG. 85 is an electrical block diagram of another 
improved motor control System; 

FIG. 86 is an electrical block diagram of yet another 
improved motor control System; 

FIG. 87 is an electrical block diagram of an improved 
robotic control System; 

FIG. 88 is an electrical block diagram of an improved 
Satellite telecommunications System; 

FIG. 89 is an electrical block diagram of an improved 
echo canceling system for the system of FIG. 88; 

FIG. 90 is an electrical block diagram of an improved 
modem transmitter; 

FIG. 91 is an electrical block diagram equally represen 
tative of hardware blocks or process blocks for the improved 
modem transmitter of FIG. 90; 
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FIG. 92 is an electrical block diagram equally represen 

tative of hardware blockS or process blocks for an improved 
modem receiver; 

FIG. 93 is an electrical block diagram of an improved 
System including a host computer and a digital Signal 
processor connected for PCM (pulse code modulation) com 
munications, 

FIG. 94 is an electrical block diagram of an improved 
Video imaging System with multidimensional array process 
Ing, 

FIG. 95 is an electrical block diagram equally represen 
tative of hardware blocks or process blocks for improved 
graphics, image and Video processing; 

FIG. 96 is an electrical block diagram of a system for 
improved graphics, image and Video processing, 

FIG. 97 is an electrical block diagram of an improved 
automatic Speech recognition System; and 

FIG. 98 is an electrical block diagram of an improved 
Vocoder-modem System with encryption. 

Corresponding numerals and other Symbols refer to cor 
responding parts in the various figures of drawing except 
where the context indicates otherwise. 

DETAILED DESCRIPTION 

Referring now to FIG. 1, there may be seen a high level 
functional block diagram of a presently preferred micropro 
ceSSor 11. 

FIG. 1 shows a block diagram for a digital signal proces 
sor (DSP). The DSP is based on a CPU 1, shown in the right 
center portion of FIG. 1. The DSP devices 11 come with 
program memory 2 which may be used as a program cache. 
The devices 11 may also have varying sizes and/or types of 
data memory 3. Peripherals 4 Such as a direct memory 
access (DMA) controller 4a, power-down logic 5, an exter 
nal memory interface (EMIF) 46 preferably come with the 
CPU, and peripherals 6 such as serial ports 6b and host ports 
6a are optionally available. 
The DSP has a 32-bit, byte addressable address space. 

Internal (on-chip) memory is organized in Separate data 3 
and program SpaceS 2. When off-chip memory is used, 
preferably these two spaces are unified into a single memory 
space via the external memory interface (EMIF) 46. 
The DSP has two internal ports 3a,3b to access data 

memory 3, each with 32 bits of data and a 32-bit byte 
address reach. The DSP has a Single port 2a to access 
program memory 2, with an instruction-fetch width of 256 
bits and a 30-bit word (four bytes) address, equivalent to a 
32-bit byte address. 
The following peripheral modules may be Supplied on the 

DSP. serial ports; timers; external memory interface (EMIF) 
that Supports Synchronous and asynchronous SRAM and 
synchronous DRAM; 2-channel auto-bootloading direct 
memory access (DMA) controller; host port; and power 
down logic that can halt CPU activity, peripheral activity, 
and PLL activity to reduce power consumption. 

Continuing to refer to FIG. 1, the CPU contains: a 
program fetch unit 7a; an instruction dispatch unit 7b; an 
instruction decode unit 7c; two data paths 8a,8b, each with 
four functional units L1, S1, M1 and D1 or L2, S2, M2 
and D2); 3232-bit registers 9; control registers 10a; control 
logic 10b, and test 10c, emulation 10d, and interrupt 10e 
logic The program fetch 7a, instruction dispatch 7b, and 
instruction decode 7c units can deliver up to eight 32-bit 
instructions from the program memory 2 to the functional 
units every cycle. Processing occurs in each of the two data 
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paths (8a and 8b). Each data path 8 has four functional units 
(.L, S, M, and D) and a register file 9a or 9b containing 16 
32-bit registers. Each functional unit is controlled by a 32-bit 
instruction. The data paths are covered in more detail later 
herein. A control register file 10a provides the means to 
configure and control various processor operations. How 
instructions are fetched, dispatched, decoded, and executed 
in the data path are described later herein with reference to 
pipeline operations. 

FIG.2 shows the CPU 1 data paths, which consists of: two 
general purpose register files (9a and 9b); eight functional 
units (L1, L2, S1, S2, M1, M2, D1, and D2, ); two 
load-from-memory paths (LD1 and LD2); two store-to 
memory paths (ST1 and ST2); and two register file cross 
paths (1X and 2X). 

There are two general purpose register files (9a and 9b) in 
the data paths. Each of these files contains 1632-bit registers 
(labeled A0-A15 for file A and B0-B15 for file B). The 
general purpose registers can be used for data, data address 
pointers, or as condition registers. 

The eight functional units in the data paths can be divided 
into two groups of 4 (12a1-12a4 and 12b1-12b4), each of 
which is virtually identical for each register file. The func 
tional units are described in Table 1 below. 

TABLE 1. 

Functional Units and Descriptions 

Functional Unit Description 

.L Unit (L1,...L.2) 32/40-bit arithmetic and compare operations 
Left most 1, 0, bit counting for 32 bits 
Normalization count for 32 and 40 bits 
32 bit logical operations 
32-bit arithmetic operations 
32/40 bit shifts and 32-bit bit-field operations 
32 bit logical operations, 
Branching 
Constant generation 
Register transfers to/from the control register file 
16 x 16 bit multiplies 
32-bit add, subtract, linear and circular address 
calculation 

S Unit (S1, S2) 

.M Unit (M1, M2) 

.D Unit (D1, D2) 
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Most data lines in the CPU 1 support 32-bit operands, and 

Some Support long (40-bit) operands. Each functional unit 
has its own 32-bit write port into a general-purpose register 
file. All units ending in 1 (for example, L1) write to register 
file A and all units ending in 2 write to register file B. AS 
depicted in FIG. 2, each functional unit has two 32-bit read 
ports for Source operands Src1 and Src2. Four units (L1, L2, 
S1, S2) have an extra 8-bit wide port for 40-bit long writes 
as well as an 8-bit input for 40-bit long reads. Because each 
unit has its own 32-bit write port, all eight units can be used 
in parallel every cycle. 
AS depicted in FIG. 2, each general-purpose register file 

is connected to the opposite register file's functional units by 
the 1X and 2X paths. These paths allow the .S., M., and, L 
units from each side to access operands from either file. 

Four units (M1, M2, S1, S2), have one 32-bit input mux 
Selectable with either the same side register file (A for units 
ending in a 1 and B for units ending in a 2), or the opposite 
file via the cross paths (1X and 2X). The 32-bit inputs on the 
L1 and L2 units are both multiplexer (“mux”) selectable 
via the croSS paths. 

There are two 32-bit paths for loading data from memory 
to the register file: one (LD.1) for register file A, and one 
(LD2) for register file B. There are also two 32-bit paths, 
ST1 and ST2, for storing register values to memory from 
each register file. The Store paths are shared with the L and 
.S long read paths. 
As depicted in FIG. 2, the data address paths (DA1 and 

DA2) coming out of the .D units allow data addresses 
generated from one register file to Support loads and Stores 
to memory from the other register file. 

As depicted in FIG. 2, one unit (S2) can read from and 
write to the control register file. Table 2 lists the control 
registers contained in the control register file, and briefly 
describes each. The control registers are described more 
fully later herein. Each control register is accessed by the 
MVC instruction; see the MVC instruction description later 
herein. 

TABLE 2 

Control Registers 

Abbreviation Name Description Page No. 

AMR Addressing mode Specifies whether to use linear or circular 2-9 
register addressing for one of eight registers; also contains 

sizes for circular addressing 
CSR Control status register Contains the global interrupt enable bit, cache 2-11 

control bits, and other miscellaneous control and 
status bits 

IFR Interrupt flag register Displays status of interrupts 5-7 
ISR Interrupt set register Allows you to set pending interrupts manually 5-8 
ICR Interrupt clear register Allows you to clear pending interrupts manually 5-8 
IER Interrupt enable register Allows enabling/disabling of individual interrupts 5-6 
ISTP Interrupt service table Points to the beginning of the interrupt service 5-10 

pointer table 
IRP Interrupt return pointer Contains the address to be used to return from a 5-12 

maskable interrupt 
NRP Nonmaskable interrupt Contains the address to be used to return from a 5-12 

return pointer nonmaskable interrupt 
IN General-purpose input Contains 32 input signals 2-12 

register 
OUT General-purpose output Contains 32 output signals 2-12 

register 
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Control Registers 

10 

Abbreviation Name Description Page No. 

PCE1 Program counter Contains the address of the fetch packet that 
contains the execute packet in the E1 pipeline stage 

PDATA O Program data out Contains 12 output signals; used by the STP 
instruction to write to program space 

FIG.3 shows the addressing mode register, (AMR). Eight 
registers (A4-A7, B4-B7) can perform circular addressing. 
For each of these registers, the AMR specifies the addressing 
mode. A 2-bit field for each register is used to Select the 
address modification mode: linear (the default) or circular 
mode. With circular addressing, the field also specifies 
which BK (block size) field to use for a circular buffer. In 
addition, the buffer must be aligned on a byte boundary 
equal to the block size. The mode Select field encoding is 
shown in Table 3. 

TABLE 3 

Addressing Mode Field Encoding 

Mode Description 

OO Linear modification (default at reset) 
O1 Circular addressing using the BKO field 
1O Circular addressing using the BK1 field 
11 Reserved 

The block size fields, BKO and BK1, specify block sizes 
for circular addressing. The five bits in BKO and BK1 
specify the width. The formula for calculating the block size 
width is: 

Block size (in bytes)=2^* 

Bt 
Position 

31-24 
23-16 
15-10 

9 

7-5 
4-2 

Width 

8 
8 
6 
1. 

1. 

Bit Field 
Name 

CPUID 
Rev ID 
PWRD 
SAT 

EN 
PCC 
DCC 
PGIE 

GIE 

where N is the value in BK1 or BKO 

Table 4 shows block size calculations for all 32 possibili 
15 ties. 

TABLE 4 

Block Size Calculations 

2O 
N Block Size N Block Size 

OOOOO 2 OOOO 131072 
OOOO 4 OOO 262,144 
OOO10 8 OO10 524288 

25 OOO1 16 OO1 104.8576 
OO1OO 32 O1OO 2097,152. 
OO1O 64 O1O 41943O4 
OO110 128 O110 838.8608 
OO11 256 O11 16777216 
O1OOO 512 1OOO 33.554432 

3O O1OO 1024 1OO 67.108864 
O1010 2.048 1010 134,217728 
O1O1 4096 101 2684.35.456 
O1100 8.192 11OO 536,870.912 
O110 16384 110 107374.1824 
O1110 32,768 1110 2147483.648 

35 O111 65536 111 4.294.967,296 

The control status register (CSR), shown in FIG. 4, 
contains control and status bits. The function of the bit fields 
in the CSR are shown in Table 5. 

TABLE 5 

Control Status Register: Bit Fields, 
ReadfWrite Status and Function 

Function 

CPUID. Defines which CPU. 
Revision ID. Defines silicon revision of the CPU. 
Control power down modes. The values will always be read as zero. 
The saturate bit, set when any unit performs a saturate, can be cleared only 
by the MVC instruction and can be set only by a functional unit. The set by 
a functional unit has priority over a clear (by the MVC instruction) if they 
occur on the same cycle. The saturate bit gets set one full cycle (1 delay slot) 
after a saturate occurs. 
Endian bit: 1 = little endian, 0 = big endian. 
Program cache control mode 
Data cache control mode 
Previous GIE (global interrupt enable). Saves CIE when an interrupt is 
taken. 
Global interrupt enable. Enables (1) or disables (O) all interrupts except the 
reset interrupt and NMI (nonmaskable interrupt). 

A general-purpose input register (IN) depicted in FIG. 5 
Supports 32 general-purpose input signals, while a general 

65 purpose output register (OUT) depicted in FIG. 6 supports 
32 general-purpose output Signals. The function of these 
Signals is described later herein. 
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TABLE 6 
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Instruction Operation and Execution Notations 

Symbol Meaning 

int 32-bit register value 
long 40-bit register value 
Creg 3-bit field specifying a conditional register 
cStn. n-bit constant 
LSBn in least significant bits 
MSBn in most significant bits 
(R) Assignment 
-- Addition 

Subtraction 
X Multiplication 
--a Perform twos-complement addition using the addressing mode 

defined by the AMR 
-a Perform twos-complement subtraction using the addressing 

mode defined by the AMR 
and Bitwise AND 
O Bitwise OR 
XO Bitwise exclusive OR 
not Bitwise logical complement 
byy.z Selection of bits y through Z of bit string b 
<< Shift left 

>>S Shift right with sign extension 
>>Z. Shift right with a zero fill 
X clear be Clear a field in X, specified by b (beginning bit) and e (ending 

bit) 
X exts lir Extract and sign-extend a field in X, specified by l (shift left 

value) and r (shift right value) 
X extul,r Extract an unsigned field in X, specified by l (shift left value) 

and r (shift right value) 
--S Perform twos-complement addition and saturate the result to 

the result size, if an overflow or underflow occurs 
-S Perform twos-complement subtraction and saturate the result 

to the result size, if an overflow or underflow occurs 
x set be Set field in x, to all 1s specified by b (beginning bit) and e 

(ending bit) 
abs(x) Absolute value of x 
lmb0(x) Leftmost 0 bit search of x 
lmb1(x) Leftmost 1 bit search of x 
norm (x) Leftmost nonredundant sign bit of X 
R Any general purpose register 
cond Check for either creg equal to Zero or creg not equal to Zero 
nop No operation 

Table 7 and Table 8 define the mapping between instruc 
tions and functional units. 

.L. Unit 

ABS 
ADD 
AND 
CMPEO 
CMPGT 
CMPGTU 
CMPLT 
CMPLTU 
LMBD 
MV 
NEG 
NORM 
NOT 
OR 
SADD 
SAT 
SSUB 
SUB 
SUBC 
XOR 
ZERO 

M Unit 

MPY 
SMPY 

TABLE 7 

S Unit 

ADD 
ADDK 
ADD2 
AND 
B disp 
B RP 
B NRP 
B reg 
CLR 
EXT 
EXTU 
MVC 
MV 
MVK 
MVKH 
NEG 
NOT 
OR 
SET 
SHL 
SHR 

Instruction to Functional Unit Mapping 

.D Unit 

ADD 
ADDA 
LD mem 

LD mem (15-bit offset) 
MV 
NEG 
ST mem 

ST mem (15-bit offset) 
SUB 
SUBA 
ZERO 
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TABLE 7-continued 

Instruction to Functional Unit Mapping 

.L. Unit M Unit S Unit .D Unit 

SHRU 
SSHL 
STP 
SUB 
SUB2 
XOR 
ZERO 

TABLE 8 

Functional Unit to Instruction Mapping 

C62xx Functional Units 

Instruction .L. Unit M Unit S Unit .D Unit 

ABS 
ADD 
ADDA 
ADDK 
ADD2 
AND 
B 
BIRP n? 
B NRP n? 
B reg n? 
CLR 
CMPEO 
CMPGT 
CMPGTU 
CMPLT 
CMPLTU 
EXT 
EXTU 
IDLE 
LD mem 

LD mem (15-bit offset) 
LMBD 
MPY 
MVC 
MV 
MVK 
MVKH 
NEG 
NOP 
NORM 
NOT 
OR 
SADD 
SAT 
SET 
SHL 
SHR 
SHRU 
SMPY 
SSHL 
SSUB 
ST mem 

ST mem (15-bit offset) 
STP 
SUB 
SUBA 
SUBC 
SUB2 
SWI 
XOR 
ZERO 

The general-purpose register file Supports 32- and 40-bit 
data. 32-bit data is contained in Single registers. 40-bit data 
is contained acroSS two registers, the 32 LSBS of the data are 
stored in an even register and the 8 MSBs are stored in the 
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8 LSBs of the next register (which is always an odd register). 
There are 16 valid register pairs for 40-bit data as shown in 
Table 9. In assembly language Syntax, the register pairs are 
denoted by a colon in between the register names. The odd 
register is specified first. 

TABLE 9 

Long Register Pairs 

FIG. 7 illustrates the register storage scheme for 40-bit 
data. Operations requiring a long input ignore the 24 MSBS 
of the odd register. Operations producing a long result 
Zero-fill the 24 MSBs of the odd register. The even register 
is encoded in the opcode. 
The DSP's opcode map is shown in FIGS. 8A through 8.J. 

Refer to Table 6 and the instruction descriptions later herein 
for explanations of the field Syntaxes and values. 

All instructions can be conditional. The condition is 
controlled by a 3-bit (creg) field specifying the register 
tested, and a 1-bit field (Z) specifying a test for Zero or 
nonzero. The four MSBs of every opcode are creg and Z. The 
register is tested at the beginning of the E1 pipeline Stage for 
all instructions. The pipeline is described later herein. If Z=1, 
the test is for equality with Zero. If Z=0, the test is for 
nonzero. The case of condition register field (creg)=0 and 
Z=0 is treated as always true to allow instructions to be 
executed unconditionally. The creg register field is encoded 
as shown in Table 10. 

TABLE 10 

Registers That Can Be Tested by Conditional Operations 

Ce Z. 

31 3O 29 28 Register Tested 

O O O O Unconditional. 
O O O 1. Reserved. 
O O 1. Z. BO 
O 1. O Z. B1 
O 1. 1. Z. B2 
1. O O Z. A1 
1. O 1. Z. A2 
1. 1. X X Reserved 

Note: x is don't care for reserved cases. 

Conditional instructions are represented by “ I” Sur 
rounding the condition register. The following execute 
packet contains two ADD instructions in parallel. The first 
ADD is conditional on B0 being non-zero. The second ADD 
is conditional on B0 being Zero. indicates the not of the 
condition. 

BO ADD 
| BOADD 

The above instructions are mutually exclusive. This 
means that only one will execute. 
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If they are Scheduled in parallel, mutually exclusive 

instructions must still follow all resource constraints men 
tioned later herein. 

If mutually exclusive instructions share any resources as 
described later herein, they cannot be Scheduled in parallel 
(put in the same execute packet), even though only one will 
end up executing. 
The execution of instructions can be defined in terms of 

delay slots. Table 11 shows the types of instructions, how 
many delay slots each type instruction has, and the execute 
phases it uses. Delay slots are the number of extra cycles it 
takes before a result is available to be read after the Source 
operands are read. For a single-cycle type instruction (Such 
as ADD), if Source operands are read in cycle i, the result can 
be read in cycle i+1. For a multiply instruction (MPY), if 
Source operands are read in cycle i, the result can be read in 
cycle I+2. 

TABLE 11 

Delay Slot Summary 

Instruction Type Delay Slots Execute Phases Used 

Branch (The cycle when the target 5 E1- branch target E1 
enters E1) 
Load (LD) (Incoming Data) 4 E1-ES 
Load (LD) (Address Modification) O E1 
Multiply 1. E1-E2 
Single-cycle O E1 
Store (ST) (Address modification) O E1 
NOP (no execution pipeline 
operation) 
STP (no CPU internal results 
written) 

Instructions are always fetched eight at a time. This 
constitutes a fetch packet. The basic format of a fetch packet 
is shown in FIG. 9. The execution grouping of the fetch 
packet is Specified by the p-bit, bit Zero, of each instruction. 
Fetch packets are 8-word aligned. 
The p bit controls the parallel execution of instructions. 

The p bits are scanned from left to right (lower to higher 
address). If the p bit of instruction i is 1, then instruction i+1 
is to be executed in parallel with (in the same cycle as) 
instruction i. If the p-bit of instruction i is 0, then instruction 
i+1 is executed in the cycle after instruction i. All instruc 
tions executing in parallel constitute an execute packet. An 
execute packet can contain up to eight instructions. All 
instructions in an execute packet must use a unique func 
tional unit. 
An execute packet cannot cross an 8-word boundary. 

Therefore, the last p bit in a fetch packet is always Set to 0, 
and each fetch packet Starts a new execute packet. The 
following examples illustrate the conversion of a p-bit 
Sequence into a cycle-by-cycle execution Stream of instruc 
tions. There are three types of p-bit patterns for fetch 
packets. These three p-bit patterns result in the following 
execution Sequences for the eight instructions: fully Serial; 
fully parallel; or partially Serial. These three Sequences of 
execution are explained more fully below. 

This fully serial p-bit pattern depicted in FIG. 10A results 
in this execution Sequence: 

Cycle Instructions 

1. A. 
2 B 
3 C 
4 D 
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Cycle Instructions 

5 E 
6 F 
7 G 
8 H 

The eight instructions are executed Sequentially. 
3.7.2 

This fully parallel p-bit pattern depicted in FIG. 10B 
results in this execution Sequence: 

Cycle Instructions 

1. A. B C D E F G H 

All eight instructions are executed in parallel. 
This partially serial p-bit pattern depicted in FIG. 10C 

results in this execution Sequence: 

Cycle Instructions 

1. A. 
2 B 
3 C D E 
4 F G H 

Note that the instructions C, D, and E do not use any of the 
Same functional units, croSS paths, or other data path 
resources. This is also true for instructions F, G, and H. 
The characters signify that an instruction is to execute in 

parallel with the previous instruction. In the previous par 
tially Serial example, the code would be represented as this: 

instruction 
instruction 
instruction 

| instruction 
| instruction 

instruction 
| instruction 
| instruction 

If a branch into the middle of an execution packet occurs, 
all instructions at lower addresses are ignored. In the par 
tially Serial example, if a branch to the address containing 
instruction D occurs, then only D and E will execute. Even 
though instruction C is in the same execute packet, it is 
ignored. Instructions A and B are also ignored because they 
are in earlier execute packets. 
No two instructions within the same execute packet can 

use the same resources. Also, no two instructions can write 
to the same register during the same cycle. The following 
describes each of the resources an instruction can use. 
Two instructions using the same functional unit cannot be 

issued in the same execute packet. 
The following execute packet is invalid: 
ADD S1 AO, A1, A2;\.S1 is used for 
| SHR.S1 A3, 15, A4; /both instructions 
The following execute packet is valid: 
ADD.L1 AO, A1, A2;\Two different functional 
| SHR.S1 A3, 15, A4; /units are used 
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Cross Paths (1X and 2X): one unit (either a S, L, or M) 

per data path, per execute packet, can read a Source operand 
from its opposite register file via the cross paths (1X and 
2X). For example, S1 can read both operands from the A 
register file, or one operand from the B register file using the 
1X cross path. This is denoted by an X following the unit 

C. 

Two instructions using the same X croSS path between 
register files -cannot be issued in the same execute packet 
Since there is only one path from A to B and one path from 
B to A. 
The following execute packet is invalid: 
ADD L1X A0,B1A1, A1X cross path is used 
| MPY.M1X A4.B4A5; /for both instructions 
The following execute packet is valid: 
ADD.L1X AO.B1A1, \Instructions use the 1X and 
| MPY.M2X A4, B4, B2; /2X cross paths 
The operand will come from a register file opposite of the 

destination if the X bit in the instruction field is set (as shown 
in the opcode map). 

Loads and Stores can use an address pointer from one 
register file while loading to or Storing from the other 
register file. Two loads and/or Stores using an address 
pointer from the same register file cannot be issued in the 
Same execute packet. 
The following execute packet is invalid: 
LDW D1 AO.A1; \Address registers from the same 
| LDW D1 * A2, B2; /register file 
The following execute packet is valid: 
LDW D1 AO.A1; \Address registers from different 
| LDW D2 * B0, B2; /register files 
Two loads and/or stores loading to and/or storing from the 

Same register file cannot be issued in the same execute 
packet. 
The following execute packet is invalid: 
LDW D1 * A4A5; \Loading to and storing from the 
| STW D2 A6, B4; /same register file 
The following execute packet is valid: 
LDW D1 * A4, B5; \Loading to, and storing from 
| STW D2 A6, B4; /different register files 
Only one long result may be written per cycle on each Side 

of the register file. Because the S and .L units share a read 
register port for long Source operands and a write register 
port for long results, only one may be issued per Side in an 
execute packet. 
The following execute packet is invalid: 
ADD L1 A5:A4A1A3: A2; \Two long writes 
| SHL S1 A8,A9,A7:A6; ?on A register file 
The following execute packet is valid: 
ADD L1 A5:A4A1A3: A2; \One long write for 
| SHL S2 B8, B9, B7:B6; /each register file 
Because the Land Sunits share their long read port with 

the Store port, operations that read a long value cannot be 
issued on the L and/or .S units in the same execute packet 
aS a Store. 

The following execute packet is invalid: 
ADD L1 A5:A4A1A3:A2; \Long read operation and a 
| STW D1 A8, A9; /store 
The following execute packet is valid: 
ADD L1 A4, A1, A3:A2; \No long read with 
| STW D1 A8, A9; /with the store 
More than four reads of the same register cannot occur on 

the same cycle. Conditional registers are not included in this 
COunt. 
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The following code Sequence is invalid: 
MPY.M1 A1A1A4; five reads of register A1 

| SUB.D1 A1A2, A3 
whereas this code Sequence is valid: 
MPY.M1 A1A1A4; only four reads of A1 

| SUB.D1 A1A2, A3 
Multiple writes to the same register on the same cycle can 

occur if instructions with different latencies writing to the 
Same register are issued on different cycles. For example, an 
MPY issued on cycle i followed by an ADD on cycle i+1 
cannot write to the same register Since both instructions will 
write a result on cycle i+1. Therefore, the following code 
Sequence is invalid: 

Table 12 shows different multiple write conflicts. For 
example, the ADD and SUB in execute packet L1 write to 
the same register. This conflict is easily detectable. 

The MPY in packet L2 and the ADD in packet L3 might 
both write to B2 simultaneously; however, if a branch 
instruction causes the execute packet after L2 to be Some 
thing other than L3, this would not be a conflict. Thus, the 
potential conflict in L2 and L3 might not be detected by the 
assembler. The instructions in L4 do not constitute a write 
conflict because they are mutually exclusive. In contrast, 
because it is not obvious that the instructions in L5 are 
mutually exclusive, the assembler cannot determine a con 
flict. If the pipeline does receive commands to perform 
multiple writes to the same register, the result is undefined. 

TABLE 12 

Examples of the Detectability of 
Write Conflicts by the Assembler 

L1: ADD L2 B5, B6, B7; detectable, conflict 
SUB .52 B8, B9, B7 

L2: MPY M2 B0, B1, B2 : \ not detectable 
L3: ADD L2 B3, B4, B2 i? 
L4: IBO ADD L2 B5, B6, B7 ; detectable, no conflict 

BO SUB S2 B8, B9, B7 

LDW 

Before LDW 

A4 

A1 
XXXXh 

mem 104h 

Note: 

1O 
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TABLE 12-continued 

Examples of the Detectability of 
Write Conflicts by the Assembler 

L5: B1 ADD L2 
|| |BO SUB S2 

B5, 
B8, 

B7 : \ not detectable 
B7 i? 

The addressing modes are linear, circular using BK0, and 
circular using BK1. The mode is Specified by the addressing 
mode register (AMR). 

Eight registers can perform circular addressing. A4-A7 
are used by the D1 unit and B4-B7 are used by the D2 unit. 
No other units can perform circular addressing modes. For 
each of these registers, the AMR specifies the addressing 
mode. 
LD(B)(H)(W), ST(B)(H)(W), ADDA(B)(H)(W), and 

SUBA(B)(H)(W) instructions all use the AMR to determine 
what type of address calculations are performed for these 
registers. All registers can perform linear mode addressing. 
LD/ST Instructions: linear mode simply shifts the offsetR/ 

cst operand to the left by 2, 1, or 0 for word, half-word, or 
byte access respectively and then performs an add or Sub 
tract to baseR., (depending on the operation specified). 
ADDA/SUBA Instructions: linear mode simply shifts 

Src.1/cst operand to the left by 2, 1, or 0 for word, halfword, 
or byte acceSS respectively and then performs an add or 
Subtract, (depending on the operation specified). 
The BKO and BK1 fields in the AMR specify block sizes 

for circular addressing. 
LD/ST Instructions: after shifting offsetR/cst to the left by 

2, 1, or 0 for LDW, LDH, or LDB respectively, an add or 
subtract is performed with the carry/borrow inhibited 
between bits N and N--1. Bits N+1 to 31 of baseR remain 
unchanged. All other carries/borrows propagate as usual. 
Thus, if an offsetR/cst is greater than the circular buffer size, 
29, is specified, the address will be outside of the circular 
buffer. The circular buffer size in the AMR is not scaled; for 
example: a size of 4 is 4 bytes, not 4xsize of (type). So, to 
perform circular addressing on an array of 8 words, a size of 
32 should be specified, or N=4. Table 13 shows an LDW 
performed with register A4 in circular mode, with BKO=4, 
so the buffer size is 32 bytes, 16 halfwords, or 8 words. The 
value put in the AMR for this example is 0004 0001h. 

TABLE 13 

LDW in Circular Mode 

1 cycle after LDW 
A4 OOOOO104h 

5 cycles after LDW 
A4 XXXXXXXX 

A1 XXXXXXXX A1 OOOOO1OOh 

mem 104h XXXX mem 104h XXXX 
XXXXh XXXXh 

9h words is 24h bytes. 24h bytes is 4 bytes beyond the 32 (20h) byte boundary 100h-11Fh, thus it 
is wrapped around to 104h. 
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ADDA/SUBA Instructions: after shifting Src.1/cst to the 
left by 2, 1, or 0 for ADDAW, ADDAH, or ADDAB 
respectively, an add or Subtract is performed with the 
carry/borrow inhibited between bits N and N--1. Bits N+1 to 
31, inclusive, of Src2 remain unchanged. All other carries/ 
borrows propagate as usual. Thus, if Src1 is greater than the 
circular buffer size, 2', is specified, the address will be 
outside of the circular buffer. The circular buffer size in the 
AMR is not scaled, for example: a size of 4 is 4 bytes, not 
4xSize of (type). So, to perform circular addressing on an 
array of 8 words, a size of 32 should be specified, or N=4. 
Table 14 shows an ADDAH performed with register A4 in 
circular mode, with BKO=4, so the buffer size is 32 bytes, 16 
halfwords, or 8 words. The value put in the AMR for this 
example is 0004 0001 h. 

TABLE 1.4 

ADDAH in Circular Mode 

ADDAH D1 A4A1A1 

Before ADDAH 1 cycle after ADDAH 
A4 OOOOO1OOh A OOOOO106h 

4 

A1 OOOOOO13h A XXXXXXXXh 

Note: 
13h halfwords is 26h bytes. 26h bytes is 6 bytes beyond the 32 (20h) byte 
boundary 10Oh-11Fh, thus it is wrapped around to 106h. 

This following provides detailed information on the 
instruction set for the DSP 11. Each instruction presents the 
following information: 

ASSembler Syntax 
Functional units 
Operands 
Opcode 
Description 
Execution 

Instruction type 
Delay slots 
Examples 

Syntax EXAMPLE (unit) Src, 
This is what the syntax looks like for the ADD instruction: 
ADD (unit) src1, Src2, dst 
OR 

ADDU (unit) src1, Src2, dst 
OR 

ADD (unit) src2, Src.1, dst 
unit=.L1, L2, S1, S2, D1, D2 
Src and dst indicate Source and destination respectively. 

The (unit) dictates which functional unit the instruction is 
mapped to (L1, L2, S1, S2, M1, M2, D1, or .D2). 
A table is provided for each instruction that gives the 

opcode map fields, units the instruction is mapped to, 
operands, and the opcode. 

The opcode map breaks down the various bit fields that 
make up each instruction. 
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There are certain instructions that can be executed on 

more than one functional unit. Table 100 shows how this is 
documented for the ADD instruction. This instruction has 

three opcode map fields: Src1, Src2, and dist. In the Seventh 
row, the operands have the types cSt S, long, and long for 
Src1, Src2, and dst, respectively. The ordering of these fields 
implies: cst5+long long, where '+' represents the operation 
being performed by the ADD. This operation can be done on 
the L1 or L2 (since L1 and L2 are specified in the unit 
column). The 'S' in front of each operand Signifies that Src.1 
(scsts), Src2 (Slong), and dst (Slong) are all signed values. 

In the third row, Src1, Src2, and dst are int, int, and long 
respectively. The 'u' in front of each operand Signifies that 
all operands are unsigned. Any operand that begins with X 
can be read from a register file which is different from the 
destination register file. The operand will come from the 
register file opposite of the destination if the X bit in the 
instruction field is set (shown in the opcode map). 
The DSP pipeline has several key features which improve 

performance, decrease cost, and Simplify programming. 
They are: increased pipelining eliminates traditional archi 
tectural bottlenecks in program fetch, data access, and 
multiply operations, control of the pipeline is simplified by 
eliminating pipeline interlocks, the pipeline can dispatch 
eight parallel instructions every cycle, parallel instructions 
proceed simultaneously through the same pipeline phases, 
Sequential instructions proceed with the same relative pipe 
line phase difference, and load and Store addresses appear on 
the CPU boundary during the same pipeline phase, elimi 
nating read-after-write memory conflicts. 
A multi-stage memory pipeline is present for both data 

accesses and program fetches. This allows use of high-Speed 
Synchronous memories both on-chip and off-chip, and 
allows infinitely nestable Zero-Overhead looping with 
branches in parallel with other instructions. 

There are no internal interlocks in the execution cycles of 
the pipeline, So a new execute packet enters execution every 
CPU cycle. Therefore, the number of CPU cycles for a 
particular algorithm with particular input data is fixed. If 
during program execution, there are no memory Stalls, the 
number of CPU cycles equals the number of clock cycles for 
a program to eXecute. 

Performance can be inhibited only by stalls from the 
memory Subsystems or interrupts. The reasons for memory 
stalls are determined by the memory architecture. To fully 
understand how to optimize a program for Speed, the 
Sequence of program fetch, data Store, and data load requests 
the program makes, and how they might stall the CPU 
should be understood. 
The pipeline operation, from a functional point of view, is 

based on CPU cycles. A CPU cycle is the period during 
which a particular execute packet is in a particular pipeline 
Stage. CPU cycle boundaries always occur at clock cycle 
boundaries; however, memory Stalls can cause CPU cycles 
to extend over multiple clock cycles. To understand the 
machine State at CPU cycle boundaries, one must be con 
cerned only with the execution phases (E1-E5) of the 
pipeline. The phases of the pipeline are shown in FIG. 11 
and described in Table 15. 
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TABLE 1.5 

Pipeline Phase Description 

Instruction 
Types 

Pipeline Pipeline Phase Symbol During This Phase Completed 

Program Program. Address PG Address of the fetch packet is determined. 
Fetch Generate 

Program. Address PS Address of fetch packet is sent to memory. 
Send 
Program Wait PW Program memory access is performed. 
Program Data PR Fetch packet is executed at CPU boundary. 
Receive 

Program Dispatch DP Next execute packet in fetch packet determined 
Decode and sent to the appropriate functional unite to 

be decoded. 
Decode DC Instructions are decoded at functional units. 

Execute Execute 1 E1 For all instruction types, conditions for Single-cycle 
instructions are evaluated and operands read. 
Load and store instructions: Address generation 
is computed and address modifications written 
to register file? 
Branch instructions: affects branch fetch packet 
in PG phase 
Single-cycle instructions: results are written to 
a register file' 

Execute 2 E2 Load instructions: address is sent to memory Stores 
Store instructions and STP: address and data STP 
are Sent to memory 
Single-cycle instructions that saturate results Multiplies 
set the SAT bit in the Control Status Register 
(CSR) if saturation occurs. 
Multiply instructions: results are written to a 
register file? 

Execute 3 E3 Data memory accesses are performed. Any 
multiply instruction that saturates results sets 
the SAT bit in the Control Status Register (CSR) 
if saturation occurs. 

Execute 4 E4 Load instructions: data is brought to CPU 
boundary 

Execute 5 E5 Load instructions: data is loaded into register Loads 

This assumes that the conditions for the instructions are evaluated as true. If the condition is evaluated as 
false, the instruction will not write any results or have any pipeline operation after E1. 

The pipeline operation of the instructions can be catego- " the results are written to a register all during E1. These 
rized into seven types shown in Table 16. The delay slots for instructions have no delay Slots. 
each instruction type are listed in the Second column. Multiply instructions complete their operations during the 

E2 phase of the pipeline. In the E1 phase, the operand is read 
TABLE 16 and the multiply begins. In the E2 phase, the multiply 

45 finishes, and the result is written to the destination (dst) 
Delay Slot Summary register. Multiply instructions have 1 delay Slot. 

Load instructions have two results: data loaded from 
Instruction Type Delay Slots Execute Stages Used memory and address pointer modification. 
Branch (The cycle when the target 5 E1 - branch target E1 Data loads complete their operations during the E5 phase 
enters E1) 50 of the pipeline. In the E1 phase, the address of the data is 
Load (LD) (Incoming Data) 4 E1-ES computed. In the E2 phase, the data address is Sent to data 
Load (LD) (Address Modification) O E1 memory. In the E3 phase, a memory read is performed. In 
Maply 1. E1-E2 the E4 stage, the data is received at the CPU core boundary. ingle-cycle O E1 
Store O E1 Finally, in the E5 phase, the data is loaded into a register. 
NOP (no execution pipeline 55 Because data is not written to the register until E5, these 
operation) instructions have 4 delay slots. Because pointer results are 
STP (no CPU internal results written to the register in E1, there are no delay slots 
written) asSociated with the address modification. 

Store instructions complete their operations during the E3 
The execution of instructions can be defined in terms of phase of the pipeline. In the E1 phase, the address of the data 

60 delay slots (Table 16). A delay slot is a CPU cycle that 
occurs after the first execution phase (E1) of an instruction 
in which results from the instruction are not available. For 
example, a multiply instruction has 1 delay slot, this means 
that there is 1 CPU cycle before another instruction can use 
the results from the multiply instruction. 

Single cycle instructions execute during the E1 phase of 
the pipeline. The operand is read, operation is performed and 

65 

is computed. In the E2 phase, the data address is Sent to data 
memory. In the E3 phase, a memory write is performed. The 
address modification is performed in the E1 Stage of the 
pipeline. Even though Stores finish their execution in the E3 
phase of the pipeline, they have no delay slots and follow the 
following rules (i=cycle): 
When a load is executed before a store, the old value is 

loaded and the new value is Stored. 
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LDW 
1 STW 

When a store is executed before a load, the new value is 
Stored and the new value is loaded. 
STW 

When the instructions are in are in parallel, the old value 
is loaded and the new value is Stored. 
STW 

Branch instructions execute during the E1 phase of the 
pipeline five delay slots/CPU cycles after the branch instruc 
tion enters an initial E1 phase of the pipeline. FIG. 12 shows 
the branch instruction phases. FIG. 13 shows the operation 
of the pipeline based on clock cycles and fetch packets. In 
FIG. 13, if a branch is in fetch packet n, then the E1 phase 
of the branch is the PG phase of n+6. In cycle 7 n is in the 
E1 phase and n+6 is in the PG phase. Because the branch 
target is in PG on cycle 7, it will not reach E1 until cycle 13. 
Thus, it appears as if the branch takes six cycles to execute, 
or has five delay slots. 

In FIG. 14, fetch packet n, which contains three execute 
packets, is shown followed by six fetch packets (n+1 
through n+6), each with one execution packet (containing 8 
parallel instructions). The first fetch packet (n) goes through 
the program fetch phases during cycles 1-4. During these 
cycles a program fetch phase is Started for each of the 
following fetch packets. 

In cycle 5, the program dispatch (DP) phase, the CPU 
Scans the p bits and detects that there are three execute 
packets (k through k+2) in fetch packet n. This forces the 
pipeline to stall, which allows the DP phase to start execute 
packets k+1 and k+2 in cycles 6 and 7. Once execute packet 
k+2 is ready to move on to the DC phase (cycle 8) the 
pipeline Stall is released. 

The fetch packets n+1 through n+4 were all stalled so the 
CPU would have time to perform the DP phase for each of 
the three execute packets (k through k+2) in fetch packet n. 
Fetch packet n+5 was also stalled in cycles 6 and 7; it was 
not allowed to enter the PG phase until after the pipeline stall 
was released in cycle 8. The pipeline will continue as shown 
with fetch packets n+5 and n+6 until another fetch packet 
containing multiple execution 

The CPU has 14 interrupts available. These are reset, the 
non-maskable interrupt (NMI), and interrupts 4-15. These 
interrupts correspond to the RESET, NMI, and INT4–INT15 
signals on the CPU boundary. For some embodiments, these 
Signals may be tied directly to pins on the device, may be 
connected to on-chip peripherals, or may be disabled by 
being permanently tied inactive on chip. Generally, RESET 
and NMI are directly connected to pins on the device. 
The priorities of these interrupts are listed in Table 17. A 

low-to-high transition on an interrupt pin Sets the pending 
status of the interrupt within the interrupt flag register (IFR). 
If the interrupt is properly enabled, the CPU begins pro 
cessing the interrupt and redirecting program flow to the 
interrupt Service routine. 

TABLE 1.7 

Interrupt Priorities 

Priority Interrupt Name 

Highest RESET 
NMI 

1O 

15 

25 

35 

40 

45 

50 

55 

60 

65 

24 

TABLE 17-continued 

Interrupt Priorities 

Priority Interrupt Name 

INT4 
INTS 
INT6 
INT7 
INTS 
INT9 
INT10 
INT11 
INT12 
INT13 
INT14 

Lowest Priority INT15 

The CPU cannot be prevented from processing a reset. A 
reset begins to be processed when RESET experiences a 
low-to-high transition. Unlike the other interrupts, the 
RESET signal is labeled active-low. A low value on RESET 
has the effect of Stopping all CPU processing and returning 
all registers to their reset values. 
The non-maskable interrupt (NMI) is the interrupt of 

second-highest priority. Two conditions prevent NMI from 
causing interrupt processing: the CPU is in the delay slots of 
a branch, whether the branch is taken or not; and the 
NMI-enable bit (NMIE) in the interrupt enable register 
(IER) is 0. NMIE is cleared upon reset to prevent interrup 
tion of processor initialization and upon NMI processing to 
prevent reinterruption of an NMI by another NMI. NMI is 
reenabled by setting NMIE or by completing the execution 
of a B NRP instruction. 

If NMIE is 0, INT4–INT15 are disabled. During NMI 
processing the return pointer, which continues previous 
program execution, is Stored in the NMI return pointer 
register (NRP). Thus, the B NRP instruction returns to the 
previous program flow after servicing the NMI. Table 18 
shows how to return from an NMI. 

TABLE 1.8 

Return from NMI 

B S2 
NOP 5 

NPR ; return, sets NMIE 
; delay slots 

The following conditions can prevent INT4-INT15 from 
causing interrupt processing: the CPU is processing code 
which resides in the delay slots of a branch and this includes 
conditional branches that do not complete execution due to 
a false condition; the NMIE bit in the interrupt enable 
register (IER) is 0; the corresponding interrupt enable (IE) 
bit in the IER is 0; or the global interrupt enable bit (GIE) 
bit in the control status register (CSR) is 0. 

During interrupt processing the return pointer, which 
continues previous program execution, is Stored in the 
interrupt return pointer register (IRP). Thus, the B IRP 
instruction returns to the program flow after Servicing the 
interrupt. Table 19 shows how to return from a maskable 
interrupt. 
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Return from a Maskable Interrupt 

5 
IPR ; return, moves PGIE to GIE 

; delay slots 

Abbreviations 

IFR 
ISR 
ICR 
IER 
ISTP 

IRP 

NRP 

26 
The IACK and INUM signals alert hardware, external to 

the device 11, when interupts have taken place. The IACK 
Signals indicates that the CPU has begun processing an 
interrupt. The INUMX signals (INUMO-INUM3) indicate 
the number if the interrupt (bit position in th IFR) that is 
being processed. 

1O 

TABLE 20 

Interrupt Control Registers 

Register 
Name Description Address 

Interrupt flag register Status of interrupts OOO10 
Interrupt set register Allows you to set flags in the IFR manually. OOO10 
Interrupt clear register Allows you to clear flags in the IFR manually. OOO11 
Interrupt enable register Allows you to enable interrupts. OO1OO 
Interrupt service table Pointer to the beginning of the interrupt service OO101 
pointer table. 
Interrupt return pointer Contains the return address used on return from a 00110 

maskable interrupt. This return is accomplished 
via the BIRP instruction. 

Nonmaskable interrupt Contains the return address used on return from a 00111 
return pointer nonmaskable interrupt. This return is 
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accomplished via the B NRP instruction. 

The IFR and the ISR share a register address. The IFR can 
be read from, and the ISR can be written to. The other 
registers have unique addresses. 

The global interrupt enable (GIE) allows enabling or 
disabling maskable interrupts by controlling the value of a 
bit. GIE is bit 0 of the control status register (CSR). 

GIE=1 enables the maskable interrupts so that they are 
processed. 

GIE=0 disables the maskable interrupts so that they are 
not processed. 

Bit 1 of the CSR is PGIE, the previous GIE. During 
processing of a maskable interrupt, PGIE is loaded with the 
GIE and GIE is cleared. The GIE bit is cleared during a 
maskable interrupt to keep another maskable interrupt from 
occurring before the device State has been Saved. Upon 
return from an interrupt, by way of the BIRP instruction, the 
PGIE value is copied back to the GIE (in the CSR) and 
remains unchanged. The purpose of the PGIE is to allow 
proper clearing of the GIE while an interrupt has already 
been detected for processing. 

Suppose the CPU begins processing an interrupt. Just as 
the interrupt is beginning to be processed, the GIE is being 
cleared by writing a 0 to bit 0 of the CSR with the MVC 
instruction. The GIE is cleared by the MVC instruction prior 
to being copied to the PGIE. Upon returning from the 
interrupt the PGIE is copied back to the GIE, resulting in the 
GIE being cleared as directed by the code. 

Table 21 shows how to disable interrupts and Table 22 
shows how to enable interrupts. 
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TABLE 21 

Code Sequence to Disable Interrupts 

MVC 
AND 
MVC 

CSRBO 
-2.B.O.B.O 
BOCSR 

; get CSR 
; get ready to clear GIE 

: clear GIE S2 

TABLE 22 

Code Sequence to Enable Interrupts 

MVC 
OR 

S2 
S2 
S2 

CSRBO 
1.B.O.B.O 
BOCSR 

; get CSR 
; get ready to set GIE 

; set GIE MVC 

An interrupt can trigger interrupt processing only if the 
corresponding bit in the Interrupt Enable Register (IER) is 
Set. Bit 0, corresponding to reset, is not writable and is 
always read as 1. The RESET interrupt is always enabled. 
RESET cannot be disabled. Bits IE4-IE 15 may be written as 
1 or 0, enabling or disabling the associated interrupt, respec 
tively. The IER is shown in FIG. 15. 

The NMIE, if clear, disables all nonreset interrupts, 
preventing interruption of NMI. The NMI enable (NMIE) is 
unaffected by a write of 0 but is set by a write of 1. NMIE 
is initialized to 0 upon reset to prevent any interruption of 
processor initialization until enabled by you. After reset, you 
must Set NMIE to enable NMI and to allow INT15-INT4 to 
be enabled by GIE and the appropriate IE bit. You cannot 
manually clear the NMIE. The NMIE is cleared by the 
occurrence of an NMI. If cleared, NMIE is set only by 
completing a B NRP instruction or by a write of 1 to NMIE. 
The interrupt flag register (IFR) (see FIG.16) contains the 

status of INT4–INT15 and NMI. Table 23 lists the interrupt 
flags and the interrupts they correspond to. If you want to 
check the status of interrupts, use the MVC instruction to 
read the IFR. 

TABLE 23 

Interrupt Flag Bits 

Interrupt Description 

NMF Set by NMI 
IF15-IF4 Set by the respective interrupt (INT15-INT4) 

The interrupt set register (ISR) and the interrupt clear 
register (ICR) (see FIG. 17 and FIG. 18) allow you to set or 
clear interrupts manually in the IFR. Writing a 1 to IS4-IS15 
of the ISR causes the corresponding interrupt flag to be set. 
Similarly, writing a 1 to a bit of the ICR causes the 
corresponding interrupt flag to be cleared. Writing a 0 to any 
bit of either the ISR or the ICR has no effect. Incoming 
interrupts have priority and override any write to the ICR. 
You cannot set or clear reset or NMI. Any write to the ISR 
or ICR (by the MVC instruction) effectively has one delay 
slot because the results cannot be read (by the MVC 
instruction) in the IFR until 2 cycles after the write to the 
ISR or ICR. 
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An interrupt Service fetch package (ISFP) is a fetch packet 

used to Service interrupts. If the eight instructions in the 
ISFP are insufficient, the program must branch out of this 
block for additional interrupt service. If the delay slots of the 
branch do not reside within the ISFP, execution continues 
from execute packets in the next fetch packet. 

The interrupt service table (IST) is 16 contiguous ISFPs, 
most corresponding to an interrupt in the IFR. The IST must 
be aligned on a 256-word boundary (32 fetch packetsx8 
words/fetch packet). Although only 16 interrupts are 
defined, space in the IST is reserved for 32 for possible 
future expansion. The IST resides in memory accessible by 
the program fetch. 

The contents and addresses of the IST are shown in Table 
24. Because each fetch packet contains eight 32 bit instruc 
tion words (or 32 bytes) you will notice that each address in 
the table below is incremented by 32 bytes from the one 
below it. 

TABLE 24 

Interrupt Service Table 

Interrupt ISFPAddress 

RESET OxOOO 
NMI ISTB - OxO20 
Reserved ISTB -- 0x040 
Reserved ISTB - OxO60 
INT4 ISTB - 0x08O 
INTS ISTB - OxOAO 
INT6 ISTB - OxOCO 
INT7 ISTB - OxOEO 
INTS ISTB -- 0x100 
INT9 ISTB -- 0x120 
INT10 ISTB -- 0x140 
INT11 ISTB -- 0x160 
INT12 ISTB -- 0x18O 
INT13 ISTB -- 0x1AO 
INT14 ISTB -- 0x1CO 
INT15 ISTB - Ox1EO 

The RESET fetch packet must be located at address Zero 
but the rest of the Interrupt Service Table can be at any 
program memory location as long as it begins on a 256 word 
boundary. The location of the Interrupt Service Table is 
determined by the Interrupt Service Table Base (ISTB). FIG. 
19 shows the relationship of the ISTB to the table location. 
The ISTB is contained in the upper bit field of the Interrupt 
Service Table Pointer (ISTP) register. This register is not 
only used to point to the Interrupt Service Table but it can 
be used to determine the highest priority pending interrupt 
that is enabled in the Interrupt Enable Register. 

FIG. 19 Shows the bit fields of the ISTP Table 25 

describes the bit fields of the ISTP and how they are used. 
Table 24 is an interrupt service table showing the address of 
each ISFP in the IST. The ISTP is used as the branch target 
for interrupt processing. It can also be used when interrupts 
are disabled to point to the location of the ISFP of the highest 
priority interrupt whose interrupt flag is Set and IE bit is Set. 
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TABLE 25 

ISTP Blt Fields 

Bits Name Description 

Set to 0 because fetch packets must be aligned on 8-word (32-byte) boundaries 
Highest priority IE-enabled interrupt. The number (related bit-position in the IFR) of 
the highest priority interrupt (as defined in Table 5-1) that is enabled by its bit in the 
IER. Thus, the ISTP can be used for manual branches to the highest priority enabled 
interrupt. If no interrupt is pending and enabled, the HPEINT contains the value OOOOb. 
The corresponding interrupt does not have to be enabled by NMIE (unless it is NMI) or by 
GE. 

If the IFR contained OXABCO (10101011 1100 0000b), and the IER contained 0x1230 
(0001 0010 0011 0001b), the value of HPEINT would be 01001 representing bit 9. Thus, 
the ISTP would contain ISTB + 01001 OOOOOb or ISTB + 0x120 
Interrupt service table base. The location of the ISFP in the IST. This value is set to 0 on 
reset. Thus, upon startup the IST must reside at address O. After reset, you can relocate 
the IST by writing a new value to ISTB. If relocated, the first ISFP (corresponding to 
RESET) is never executed via interrupt processing, because reset sets the ISTB to 0. 

HPEINT 

1O-31 STB 

The IFR and IER may be polled to manually detect 2O 
interrupts and then branch to the value held in the ISTP as 
shown below in Table 26. 

TABLE 26 

Manual Interrupt Processing 

MVC 
EXTU 

ISTPB2 
B2,23,27,B1 
B2 

; get related ISFP address 
; extract HPEINT 

B1 B 
(B1) 

MVK 

MVC 
SHL 
MVC 

RET ADR: 

; branch interrupt 
; setup ICR word 

; create return address 
1AO 

RET ADRB2 

(Return Code) 

; save return address 
; create ICR word 

; clear interrupt flag 

After completion of interrupt service, a branch to the IRP 
or NRP registers (using the BIRP or B NRP instructions, 
respectively) continues the previous program flow. The IRP 
contains the 32-bit address of the first execute packet in the 
program flow that was not executed because of a maskable 

40 

In CPU cycle 4 of FIG. 22, an interrupt in need of 
processing is detected. For this interrupt to be processed, the 
following conditions must be valid on the same clock cycle 
and are evaluated every clock cycle: 
IFm is set during CPU cycle 5. (This determination is 45 

interrupt. The NRP contains this packet for an NMI. made in CPU cycle 4 by the interrupt logic.) 
Although a value may be written to this register, any The SE" bit in the IER is set (IEm=1). 
Subsequent interrupt processing may overwrite that value. H SK RENSE 1. 
An NRP distinct from IRP is necessary because an NMI may E. 11 nonreset "ERS th f t 
interrupt a maskable interrupt. FIG. 20 shows the IRP and R t E. t ER s i E. fE. FIG 21 Shows the NRP. 50 E. s n+4) do not contain a branch (even if the 

FIG. 22 shows the processing of interrupt m (INTm). The "If An telected but not taken, during the delay 
following describes this figure and the processing of INTm. 1 fabranch. An di ib ak 
The flag for INTm (IFm) is set in the IFR by the S "El ch y pending stript Will be taken as SOOn 

low-to-high transition of the INTm signal on the CPU S Es ...that p FI G. 22, the followin 
boundary. These transitions are detected on a clock-cycle- 55 interru g Risi OCCUS arars 9. 
by-clock-cycle basis and are not affected by memory Stalls I plp g f b 
that might extend a CPU cycle. In FIG.22, IFm is set during di asp processing of Subsequent nonreset interrupts is 
CPU cycle 5. One could attempt to clear bit IFm by using an Ext execute packets (from n+5 on) are annulled. If 
MYE. &E'S E. Rut an execute packet is annulled during a particular pipeline 
automated write by the interrupt detection logic takes pre 
cedence and IFm remains Set. 

FIG. 22 assumes INTm is the highest priority pending 
interrupt and is enabled by GIE and NMIE as necessary. If 
it is not, IFm remains Set until you either clear it by writing 
a 1 to bit m of the ICR, or when the processing of INTM 
OCCS. 

65 

Stage, it does not modify any CPU State. Annulling also 
forces an instruction to be annulled in future pipeline Stages. 
The address of the first annulled execute packet (n+5) is 

loaded in to the NRP in the case of NMI or into IRP for all 
other interrupts. 
Abranch to the address held in ISTP (a pointer to the ISFP 

for INTm) is forced into the E1 phase of the pipeline during 
cycle 6. 
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During cycle 6, IACK is asserted and the proper INUM 
Signals are asserted to indicate which interrupt has occurred. 
IFm is cleared during cycle 7. 
For all interrupts except NMI, PGIE is set to the value of 

GIE and then GIE is cleared. 
For NMI, NMIE is cleared. 
For reset, CPU registers are returned to their reset values. 

This forces the ISTB in the ISTP to 0 and thus execution 
Starts at address 0. 

The following operations do not affect interrupt process 
ing: 

Branches: branches and interrupt processing do not occur 
Simultaneously, because interrupts are disabled during the 
delay slots of a branch, even if the branch is not taken. 

Code Parallelism: because the Serial or parallel encoding 
of fetch packets does not affect the DC through E5 stages of 
the pipeline, no conflicts with interrupts exist. 

The following operations do affect interrupt processing: 
Multicycle NOPs: multi-cycle NOPs (including IDLE) 

operate the same as other instructions when interrupted 
except for when an interrupt causes any but the first cycle of 
a multi-cycle NOP to be annulled. Then, the address of the 
next execute packet in the pipeline is saved in the NRP or the 
IRP. This prevents returning to an IDLE instruction or a 
multi-cycle NOP which was interrupted. 
Memory Stalls: memory Stalls delay interrupt processing 

by extending the CPU cycles, which would be extended 
during a memory Stall regardless of whether interrupt pro 
cessing was occurring or not. 

Performance in processing interrupts: 
Overhead: overhead for all CPU interrupts is 7 cycles. 

This may be seen from in FIG. 22, where no new instruc 
tions are entering the E1 pipeline phase during CPU cycles 
5 through 11. 

Latency: interrupt latency is 11 cycles. In FIG. 22, 
although the interrupt is active in cycle 1, execution of 
Service code does not begin until cycle 12. 

Frequency: the logic clears the interrupt on cycle 7, with 
any incoming interrupt having priority. Thus, an interrupt 
can be recognized every other cycle. Also, because a low 
to-high transition is necessary, an interrupt can occur only 
every other cycle. However, the frequency of interrupt 
processing depends on the time required for interrupt Service 
and whether you re-enable interrupts during processing, 
thereby allowing nested interrupts. 

Table 27 and Table 28 show the single assignment pro 
gramming method. When Single assignment is used, no 
registers that have pending results are read. If, in Table 27, 
the ADD had been in parallel with the LDW (and an extra 
NOP cycle in the delay slots), the code would obey single 
assignment because the write from the LDW would not yet 
be pending. 

To avoid unpredictable operation, one must employ Single 
assignment in code that can be interrupted. If an interrupt 
occurs, all instructions entering E1 prior to the beginning of 
interrupt processing are allowed to complete execution 
(through E5.) All other instructions are annulled and 
refetched upon return from interrupt. The instructions 
encountered from the return from the interrupt do not 
experience any delay slots from the instructions prior to 
processing the interrupt. Thus, instructions with delay slots 
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32 
can appear to have fewer delay slots than they actually have. 
For example, if an interrupt occurred between the LDW and 
ADD in Table 27, the ADD would read the new value of A1 
loaded by the LDW. 

TABLE 27 

Not Using Single Assignment 

NOP 
MPY M1 A1, A4A5 ; uses new A1 

TABLE 28 

Using Single Assignment 

LDW D1 
ADD L1 

A trap behaves like an interrupt except it is entered under 
Software control. Upon entry interrupts are disabled. Table 
29 and Table 30 show a trap call and return code sequence, 
respectively. This method will allow multiple nested inter 
rupts. The trap condition (TC) can be any one of the 
condition registers A1-A2 or B0-B2. 
The trap handler must save the values of BO because, in 

this code example, it holds the previous GIE and B1 because 
it contains the return address. Note that the Sequence could 
be shortened to 6 cycles rather than 8 if the TRAP handler 
were within the 21-bit offset for a branch using a displace 
ment. 

TABLE 29 

Code Sequence to Invoke a Trap Call 

MVK S2 
MVKH S2 
B S2 
MVC S2 
AND S2 
MVC S2 
MVK S2 
MVKH S2 

(return 

TRAP HANDLERS.B.O ; load 32-bit 

BO 
CSRBO 
-2.B.O.B1 
B1, CSR 
RADRB1 

Note: 
A1 represents the trap condition. 

TABLE 30 

Code Sequence for Trap Return 

B S2 
MVC S2 
NOP 4 

In general when an interrupt Service routine is entered 
interrupts are disabled. The exception is the nonmaskable 
interrupt Since it allows a Second level of interrupt. If the 
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interrupt that occurs is an NMI it is not interrupted by 
another NMI until after processing of the first one is com 
plete. However, an NMI can interrupt any of the other 
interrupts. 

There may be times when one wants to allow an Interrupt 
Service Routine to be interrupted by another (particularly 
higher priority) interrupt. Even though the processor by 
default does not allow interrupt Service routines to be 
interrupted unless the source is an NMI, it is possible to 
allow the nesting of interrupts under Software control. The 
process would involve saving the original IRP (or NRP) and 
IER to memory or a register (either not used or saved if used 
by Subsequent interrupts) and Setting up a new set of 
interrupt enables if desired once the ISR is entered as well 
as saving the CSR. Then the GIE bit could be set which 
would re-enable interrupts inside the interrupt Service rou 
tine. 

The presently preferred microprocessor 11 of the present 
invention is a 32-bit fixed-point digital Signal processor 
(DSP) 11 that is based on a VLIW CPU core. The CPU core 
has eight functional units that operate in parallel using two 
register files, each of the two register files contain sixteen 
32-bit registers. Device 11 executes up to eight instructions 
every clock cycle to achieve 1,600 Mips performance at a 
200 mhz clock rate. Program parallelism is defined at 
compile time by a compiler, Since there is no data depen 
dency checking done in hardware during run time. A one 
Megabit on-chip RAM is split between data and program 
memory. A 256-bit wide portion of the program memory 
may be configured as cache memory and when So 
configured, it fetches eight 32-bit instructions every Single 
cycle. The external memory interface (EMIF) supports a 
variety of Synchronous and asynchronous memories, includ 
ing SBSRAM and SDRAM. The EMIF can release the 
external bus under host control using a hold/hold acknowl 
edge protocol. In addition, a host processor has direct acceSS 
to the processor's data memory via a separate 16-bit host 
port interface. Following power-up the DSP can be booted 
from an 8-, 16- or 32-bit external ROM using one of the two 
DMA channels available on the chip. FIG. 23 depicts a high 
level functional diagram of processor 11. 
The Very Long Instruction Word (VLIW) CPU of the 

present invention uses a 256-bit wide instruction to feed up 
to eight 32-bit instructions to the eight functional units 
during every clock cycle. The VLIW architecture features 
controls by which all eight units do not have to be Supplied 
with instructions if they are not ready to execute. The first bit 
of every 32-bit instruction determines if the next instruction 
belongs to the same execute packet as previous instruction, 
or whether it should be executed in the following clock as a 
part of the next execute packet. While fetch packets are 
always 256-bit wide, the execute packets can vary in size as 
shown by alternating shading on FIG. 24. The variable 
length execute packets are a key memory Saving feature 
distinguishing the CPU from other VLIW architectures. 

The CPU features two sets of functional units. Each 

functional unit contains four units and a register file. The two 
register files each contain Sixteen 32-bit registers each for 
the total of 32 general purpose registers. AS shown in FIG. 
24, the two Sets of functional units, along with two register 
files, comprise sides A and B of the CPU. The four func 
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tional units on each side of the CPU can freely share the 
Sixteen registers belonging to that Side. Additionally, each 
Side features a single data bus connected to all registers on 
the other side, by which the two sets of functional units can 
croSS-exchange data from the register files on opposite sides. 
Register access by functional units on the same Side of the 
CPU as the register file is serviced for all the units in a single 
clock cycle, register acceSS using the register file acroSS the 
CPU is only for one read and one write per cycle. 
Another key feature of the CPU is the load/store 

architecture, where all instructions operate on registers (as 
opposed to data in memory). Two sets of data addressing 
units (D1 and D2) are exclusively responsible for all data 
transferS between the register files and the memory. The data 
address driven by the .D units allow data addresses gener 
ated from one register file to be used in data loads and Stores 
affecting the other register file. The CPU supports a variety 
of indirect addressing modes using either linear or circular 
addressing modes with 5- or 15-bit offsets. All instructions 
are conditional, and most can access any one of the 32 
registers. Some registers, however, are singled out to Support 
Specific addressing or to hold the condition for conditional 
instructions (if the condition is not automatically “true”). 
The two M functional units are dedicated to multiplies. The 
two S and L functional units perform general Set of 
arithmetic, logical and branch functions with results avail 
able at the rate of every clock cycle; however, the latency 
can vary between 1 and 5 cycles due to the multi-stage 
execution pipeline. 
The VLIW processing flow begins when a 256-bit wide 

instruction fetch packet (IFP's) is fetched from the internal 
program memory (that can also be configured as cache). The 
32-bit instructions destined for the individual functional 

units are “linked” together by the first bit in the least 
Significant bit position of each instruction in an instruction 
fetch packet. The instructions that are “chained” together for 
Simultaneous execution (up to eight in total) comprise an 
“execute packet'. A0 in the LSB of an instruction breaks the 
chain, effectively placing the instructions that follow it in the 
next execute packet. If an execute packet crosses the fetch 
packet boundary (256 bits wide), the compiler will place it 
in the next fetch packet, while the remainder of the current 
fetch packet is padded with NOP instructions. The number 
of execute packets within a fetch packet can vary from one 
to eight. Execute packets are dispatched to their respective 
functional units at the rate of one per clock cycle (see FIG. 
24????) and the next 256-bit fetch packet will not be 
fetched until all the execute packets from the current fetch 
packet have been dispatched. After decoding, the instruc 
tions Simultaneously drive all active functional units for a 
maximum execution rate of eight instructions every clock 
cycle. While most results are stored in 32-bit registers, they 
can be stored in memory as bytes or half-words as well, 
effectively making all Stores and loads byte addressable for 
considerable Savings in memory requirements. 
The pin functions of signals in FIG. 23 are as follows: 
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Clock/PLL 

CLKIN Clock Input 

CLKOUT1 1. Full speed 
clock output 

CLKOUT2 1. Half speed 
clock output 

CLKMODE 2 I Clock mode 

select (x4, X2 or 
X1) 

PLLFREO 3 I PLL Frequency 
Range 

RSV2 1. I Reserved (pull 
up with 20KS2) 

PLLV 1. ... PLL filter 
VCCA 

PLLG 1. PLL filter 
GNDA 

PLLF PLL filter 

JTAG Emulation 

TMS 1. I JTAG test port 
mode select 

1. /Z JTAG test port 
data out 

TDI 1. I JTAG test port 
data in 

Emulation pin 0 

Emulation pin 1 

I Reserved (pull 
up with 20KS2) 
Reserved (pull 
up with 20KS2) 
Compatibility 
(pull-up with 

Non-Maskable 
interrupt 

interrupts 4,5,6 

Interrupt 
acknowledge 

interrupt 
identification no. 

Little or Big 
Endian select 

External Memory Interface (EMIF) 
CE 3 O/Z External Memory 

space enables 

EA 23 O/Z External Address 
(word) 

ernal 
introller ready 

Async?External 
Output enable 

AXWE 1. O/Z Async? External 
write enable 

SSADS 1. O/Z, SBSRAM 
address strobe 

SSADV 1. O/Z SBSRAM 
address advance 

SSOE 1. O/Z, SBSRAM 
output enable 

O/Z, SBSRAM 
write enable 

O/Z SDRAM address 
A10 

SDRAS 1. O/Z SDRAM row 
address advance 

OfZ SDRAM column 
addr strobe 

O/Z SDRAM write 
enable 

O/Z SDRAM clock 

Hold request 
from host 

Hold request 
acknowledge 
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-continued 
Host Port Interface (HPI) 

The CPU has a register based load/store architecture 
featuring two general purpose register files A and B. All data 
manipulation instructions operate on data residing in regis 
ters. The data is moved between the registers and memory 
using Separate load and Store instructions. The general 
purpose register files are 32 bits wide, each containing 16 
registers. Side A registers have multiple paths to the four 
Side A functional units, while Side B registers have multiple 
data paths to Side B functional units. There is a Single 
croSS-path between the opposite register files/functional 
units that allows sharing of data, but for optimum data 
throughput, Side A functional units should mostly operate on 

25 

38 

... Analog Signals (PLL Filter) 

data located in Side A registers and Side B units on Side B 
data. All general purpose registers may be used with instruc 
tions that operate on 40-bit data by grouping the registers in 
pairs. While most registers can be used with most 
instructions, Some also have specific uses as shown below. 

In addition to general purpose register files A and B, the 
CPU also features a set of control registers used for con 
trolling interrupts, Program Cache operation, power-down 
modes, data Saturation, Setting linear/circular and endian 
addressing modes, accessing Program Counter, performing 
general purpose I/O and writing to Program Memory. 

registers 
used with 15-bit 
offset addressing 

B13 B12B11. B10 B9Bs 

registers used for registers 
tested 

circular addressing for conditions 

Control Registers 

Addressing mode register Specifies whether to use linear or circular addressing for one of 
eight registers. Also contains block sizes for circular addressing. 

CSR Control status register Contains the global interrupt enable bit, cache control bits, and 
other miscellaneous control and status bits 

PCE1 Program counter Contains the address of the fetch packet that contains the execute 
packet in the E1 pipeline stage 

IN General purpose input Contains 32 input signals 
register 

OUT General purpose output Contains 32 output signals 
register 

ISTP Interrupt service table Points to beginning of the interrupt service routine 
pointer 

IRP Interrupt return pointer Contains the address to be used to return from a maskable 
interrupt 

Contains 32 output signals. Used by the STP instructions to write to 
program space 

Contains the address to be used to return from a non- maskable 
interrupt 

NRP Non-maskable interrupt 
returm pointer 
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- - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - 

31 26, 25 21:20 16:15 14:13 12:11 109 8 7 6 5 4 3 2 1 0. 

reserved block size 1 block size 0 linear or circular addressing mode select 

CSR 

silicon 
identification 

program 
cache Status 
control 

- - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - . 

31 O 

PCE1 

IN 

OUT 

PDATA 

- - - - - - 

12 ; 11 : 10 ; 9 31 ; 15 ; 14 ; 13 

IER 

IFR 

16, 15 14 13 12 11 10 
ISR 

ICRE 

interrupt service table highest priority IE-enabled interrupt intr service packet size 
- - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - 

address of the Interrupt Service Fetch Packet (ISFP) for the highest priority pending interrupt 

Note: only 0's are permitted to be written to reserved fields of the registers. 

Instruction Set Summary 

Functional Units 

.L unit Munit .S unit .D unit 

ABS NOR MPY ADD EXT SET ADD 
ADD M SMPY ADDK EXTU SHL ADDA 
AND NOT ADD2 MVC if SHR LD mem 
CMPEO OR AND MV SHRU LD mem (15-bit offset) i. 
CMPGT SADD B disp MVK SSHL MV 
CMPGTU SAT B IRP MVKH STP if NEG 
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-continued 

Functional Units 

42 

.L unit Munit .S unit .D unit 

CMPLT SSUB B NRP NEG NOT SUB ST mem 
CMPLTU SUB B reg OR SUB2 ST mem (15-bit offset) i. 
LMBD SUBC CLR XOR SUB 
MV XOR ZERO SUBA 
NEG ZERO ZERO 

i.S2 only 
i.D2 only 

Instruction Execute Phases 15 
-continued 

number of 

number of instruction type delay slots execute stages used 
instruction type delay slots execute stages used 2O 

Store O E1 

Branch (from E1 to E1) 5 E1, , , , , E1 STP O E1 
Load (incoming data) 4 E1, E2, E3, E4, E5 NOP (no execution) 
Multiply 1. E1, E2 
Load (address modification) O E1 25 
Single-cycle (ADD, for example) O E1 

Pipeline Description 

Pipeline 
phase pipeline stage symbol during this phase: 

Program Fetch Program. Address Generate PG Address of the Fetch Packet is determined 
Program Address Send PS Address of the Fetch Packet is sent to memory 
Program Wait PW Program memory read is performed 
Program Data Receive PR Fetch packet is expected at CPU boundary 

Program Execute Packet Dispatch DP Next Execute Packet sent to Functional Units 
Decode Decode DC Instructions are decoded in Functional Units 
Execute Execute 1 E1 Instruction conditions evaluated, operands 

read 
Load/Store addresses computed/modified 
Branches affect Fetch Packet in PG stage 
Single-cycle results written to register file 

Execute 2 E2 Load address is sent to memory 
StorefSTP address and data are sent to 
memory 
Single-cycle instructions may set the SAT bit 

Execute 3 ES Multiply results written to the register file 
Load memory reads are continuing 

Execute 4 E4 Multi-cycle instruction may set the SAT bit 
Execute 5 E5 Load data arrives at the CPU boundary 

.L unit 

- - - - - - - - - - - - - - - - - - - - - - - - - - - - 

31 29 28 27 23 22 1817 13 12 11 7 : 6 

.M unit 

Load data is placed in the register 

CPU Instruction Opcode Map 

- - - - - - - - - - - - - - 
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29 28 27 

.S unit 

.S unit 

MOVK and ADDKinstructions 

- - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - 

31 29 28 27 23 22 1817 

.D unit 

29 28 

13 12 

Load/Store with 15 bit offset 

Load/Store 'base R + 'offset Rfcst' 

p parallel instruction condition register (A1, A2, B1, B2, B3, 0000b - always true) 

x cross path op functional unit operation code 

types of load/store (signed, unsigned, half etc.) 
reserved addressing mode (linear, circular) 

FIG.25 shows the Memory Map of the DSP. The memory 
is byte addressable and its total address range is 4G bytes 
(corresponding to 32-bit internal address).The Memory Map 
is divided between the Internal Program Memory, Internal 
Data Memory and 3 External Memory Spaces and Internal 
Peripheral Space. A Section of Internal memory can be 
accessed by the Host Port Interface (HPI). 
The Internal Memory consists of 512K bits of on-chip 

Program/Cache Memory and 512K bits of on-chip data 
memory. The Program Memory, configurable as Cache or 
Program, is organized in 2K of 256-bit Fetch Packets. The 
DSP fetches all instructions one Fetch Packet at a time. The 
packets are processed at the maximum rate of eight 32-bit 
instructions per CPU cycle or at a minimum of one instruc 
tion per cycle. The Internal Data Memory is byte address 
able by the CPU (for reads as well as writes) and supports 
byte, half-word and full word transfers. 

50 

55 

60 

65 

All external data accesses by the CPU or DMA pass 
through the External Memory Interface (EMIF). The Exter 
nal Memory is divided into 3 Spaces-CEO, CE1 and CE2. 
Each has a dedicated chip enable Signal that is asserted 
during data access to or from the corresponding Space. Each 
External Space has assigned a separate internal peripheral 
bus register that determines the shape of the read/write cycle 
when accessing Asynchronous Memory. 

In addition to Asynchronous Memory, CEO and CE2 
Spaces can also interface to other types of memory. 
SBSRAM or SDRAM Memory can be assigned to those two 
Spaces by controlling Signal levels on Signal groups CEO 
TYPE and CE2 TYPE (pins DC2-DC5) during Reset. 

External Memory Space CE1 can only interface to asyn 
chronous memory. However, while spaces CEO and CE2 are 
always 32-bit wide, the CE1 Memory Space can also be 
configured to the width of 8 or 16 bits by controlling signal 
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levels on signal group CE1 WIDTH (pins DC6-DC7). The 
EMIF automatically packs bytes and half-words into words 
during read cycles-feature typically used when booting 
from an 8- or 16-bit EPROM. The CE1 Memory Space can 
be used for ROM interfacing because ROM cycles are 
similar to Asynchronous SRAM read cycles. 

Note, that while the CE1 space is the only External 
Memory Space that allows read cycles from 8- or 16-bit 
wide memory, read cycles from any External Memory Space 
can access byte or half-word sized data from 32-bit wide 
External Memory. The EMIF data write cycles can transfer 
bytes, half-words or words to external memory as well, 
using BE control Signals for byte Selects. Data read cycles 
always latch all 4 bytes (all 4 BE 's active) and the CPU 
then extracts the appropriate bytes internally if the data Size 
is less then 32 bits. Note, that EMIF writes requested by the 
Program Memory Controller or the DMA, are always 
32-bits wide (as opposed to 8-, 16-, or 32-bit transfers 
originated by the Data Memory Controller). 

State of pin DC1 (MAP BOOT signal group) during 
Reset determines whether the Internal Program RAM is 

15 

8OOOOO 

80 OO18 

84 OOOO 

84 OO18 

84 OO40 

84 OOSO 

84 OO58 

84 OO60 

88 OOOO 

COOOOO 

EMIF CE1 Space Timing 

EMIF CEO Space Timing 

EMIF SDRAM Control 

EMIF SDRAM Refresh Period 

T 

- 
DMAO Configuration 

DMAO Source Start Address 

DMAO Destination Start Address 

DMAO Transfer Count (words) 

- 

DMA1 Source Start Address 

DMA1 Transfer Count (words) 

46 
placed in the Memory Map before or after the External 
Memory Spaces CEO and CE1. The type of Memory Map 
mode chosen would typically depend on the Startup proce 
dure used following the device power-up (see the "Startup 
following Reset' section of the Data Sheet). 
The LENDIAN configuration pin determines the order in 

which the individual byte addresses increase within the word 
(the low byte within a word can represent bits 0–7 or bits 
24-31 of the 32-bit word). In the analogous way, the 
LENDIAN pin also determines the order of half-words 
within the word. The LENDIAN pin affects the Internal Data 
Memory as well as External Memory accesses. 
The peripherals on the DSP are accessed and controlled 

via memory mapped control registers. One embodiment 
includes 2 peripherals-External Memory Interface (EMIF) 
and the two-channel Direct Memory Access controller 
(DMA). One of the DMA channels, DMAO, is used by the 
processor during the Bootload Startup procedure to initialize 
the Internal Program Memory after Reset. 
Internal Peripheral Space 

External Memory 
Interface 
(EMIF) 256K 

Direct Memory 
Access 

(DMA) 
channels 1 and O 

256K 4 M 
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Memory Mapped Registers-EMIF 

reserved 

value of AXRDY inputpineserved for revisionA) - 
six:i------------------------------ - 
indicates External Controllecycle acknowledge - 
indicates External Controllecycleinprogress - 
indicated that EMIF has accepted data transferrequest from PMC i 
indicates that EMF is completingansfe between PMC and External Memory 
indicates that EMIF has accepted data transfer request from DMC 
indicates that DMC being services by EMF i 
indicates that EMIF has accepted data transferrequest from DMA - 

--- 
indicates request to EMIF withinvalid address(latched until Reset) - 
indicates request to EMIF withinvalid address(latched until read) - 
indicates PMC as the source of EMFrequest withinvalid address - 
indicates DMC as the source of EMIF request with invalid address - 
indicate DMAScotice of EMIEEE Silisiades. I 
indicates SDRAM in process of being initialized by the DSP - 

assigns CE2 Space to External Controller sysles, overriding normal 
memory type 

assigns CEO Space to External Controller sysles, overriding normal 
memory type 
initializes EMIF to its Reset state 

type of memory assigned to external spaces CEO and CE2 is initially set during Reset by selected DC pins 

- - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - 

CE 31 2O 19 16 15 14 13 8 7 2 : 1 O 

Space 
Timing reserved setup time reserved active strobe reserved hold time after 
Register ; before strobe : width strobe rising 

falling edge edge 
!------------ ------------ ------------ ------------ ------------- ------------- 

i: The smallest value permitted for this field is 1 

- - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - 

used by the 320C6201 used by the SDRAM 
- - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - 

SDRAM 31 25; 24 23 20 19 16 15 12 11 10 9 8 7 : 6 4 3 2 O 

Register : reserved: initialize SDRAM SDRAM SDRAM reserved: write : reserved : read : burst : burst : 
SDRAM TRCD TRP TRC burst latency type length ; 
internal parameter parameter parameter; length ; (rsv) : 

: mode -------- i-------- -------- (rsv) : 
register in CLKOUT2 cycles 

- - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - 

i Bits 0-11 of the SDRAM Control Registerare used to initialize the SDRAM internal mode register 
i: Reserved 

- - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - 

SDRAM 31 12 11 4 3 O 

Refresh 

Period reserved timer high counter timer low counter reload 
Register reload value value 

!------------------------------- --------------------- ---------------------------- 

Note: only 0's are permitted to be written to reserved fields of the registers 
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Memory Mapped Registers-DMA 

- - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - 

DMA 31 26 25 24 23 19 - 18 14 13 8.7 65 43 2 : 1 O 

Control 

Register enables identifies identifies incremenet or ; incremenet shows if : starts, 
: interrupt : : interrupt ; interrupt : : decrement : O DMA is : pauses, 

generation synchronizing synchronizing destination decrement started ; aborts : 
; following the writes the reads address after SOCC O DMA 

transfer (or no sync) (or no sync) each address stopped operation: 
transfer after each 

transfer 
-- - 

- - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -- - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - 

DMA 31 3O 25 24 2 : 1 O 

Source 

Address source addr select: these bits are O to cover these bits are O since 
Register internal data memory or EMIF and internal source word address DMA only supports 

: external data memory/ : program memory spaces : word sized transfers 
internal program memory 
!----------------------- ------------------------ ---------------------- ------------------------ 

- - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -- - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - 

DMA 31 30 25 24 2 : 1 O 

Destination 

Address destination addr select: these bits are O to cover these bits are O since 
Register internal data memory or ; EMIF and internal destination word address ; DMA only supports 

: external data memoryf program memory spaces : word sized transfers 
internal program memory 

DMA 

Transfer 

Count 
Register reserved DMA transfer counter 

the transfer counter is decremented upon the completion of the write portion of each transfer. Note: 
only 0's are permitted to be written to reserved fields of the registers. 

The 512K bits of Internal Data Memory can be accessed 
both from the CPU and through the Host Port Interface 
(HPI). The CPUsees the Internal Data Memory as 64K bytes 
organized in eight columns, each 1 byte wide and 16K rows 
tall. The HPI addresses the same memory across four 
columns, each 1 half-word wide and 16K rows tall (32K 
half-words total). Unlike the 15 CPU, the HPI only has the 
capability to address the Internal Data in a Little Endian 
mode where the address of individual half-words grows in 
the same direction as the addresses of the full words. See 
FIG. 26 for the addressing example. 
To visualize maximum memory access performance, the 

Internal Data Memory of the DSP can be organized in 4 
blocks, each 2 bytes wide and 16K rows tall. As shown in 
FIG.27 and 28, the data is byte addressable by the CPU with 
address increasing across the blocks from left to right (This 
example uses Little Endian addressing mode). In order for 
both sides of the CPU to access data simultaneously during 
the same CPU cycle, none of the bytes of side A data can 
reside in the same memory block as any of the Side B data 
bytes. As shown in FIG. 27, a word of data is loaded to a side 
A register at the same time as another word is Stored from 
a side B register. The two accesses in FIG. 28 (both 8 bits 
wide), however, take two cycles because both bytes reside in 
the same block of the Internal Data Memory. 

Device reset begins immediately following the falling 
signal edge at the RESET pin. During Reset all functional 
blocks of the processor are initialized to a known State as are 
all CPU and Internal Peripheral Bus registers. The External 
Memory Interface output signals (except HOLDA) and all 

40 

45 

50 

55 

60 

65 

Host Port Interface output Signals are tri-Stated immediately 
following the falling edge of RESET . They remain tri 
stated until the RESET 0 signal returns to high level. 
Most of the HPIF address pins have a special function 

during device Reset. They become Device Configuration 
pins as shown on FIG. 29. The lowest bit HPIF address pin 
becomes Memory Map select pin (it will also select Boot 
DMA transfer source address in the future revisions). The 
Selection of low or high State for that pin typically depends 
on the processor startup mode after Reset (pins DC 13 to 11). 

There are two methods by which the DSP can start 
operating following the deassertion of the RESET signal. 
The state of signal DC11 (during Reset) determines if the 
device Starts direct program execution from external address 
Oh or whether it first uses an Internal DMA channel 0 to 
boot-load the Internal Program Memory from an external 
EPROM before commencing program execution from inter 
nal address Oh. 
As depicted in FIG. 30, the value of 000b of DC(13-11) 

pins during RESET causes the DSP to start program execu 
tion directly from memory starting at address Oh (location of 
Reset Service Fetch Packet). Depending on the MAP 
BOOT mode used, address Oh will fall inside or external to 
the chip. Typically MAP BOOT mode 0 (pin DC1 low 
during Reset) is used to start execution from 32-bit external 
EPROM or SRAM that has been properly initialized by the 
Host during Reset. Memory Map 1 mode would most likely 
not be used with some DSPs for direct execution startup, 
because there is no mechanism to initialize the Internal 
Program Memory other then by the DSP itself (Some 
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embodiments may include an enhanced Host Port Interface 
with the capability to access Internal Program Memory via 
one of the DMA channels). 
As depicted in FIG. 31, the value of 001b of DC(13-11) 

pins during Reset causes the DSPDMA channel 0 to transfer 
a block of data from the External Memory Space CE 1 to 
Internal Program Memory starting at Oh. The size of the boot 
block is determined by the state of pins DC(10-8) during 
Reset (see FIG. 29). Internal Program Memory location at 
address Oh of the Memory Map corresponds to the MAP 
BOOT mode 1 (pin DC1 high during Reset).The DSP may 
not support MAP BOOT mode 0 for the bootload startup. 
Upon the completion of the DMA transfer, the processor 
starts executing the Reset Service Fetch Packet from Internal 
Program Memory address Oh. Typically the Reset Packet 
includes a branch instruction to jump over the other Interrupt 
Service Fetch Packets (ISFP's) to the application bootloader 
program. The bootloader will then most likely load the 
internal Data Memory with application initialized data and 
possibly load another program block to Some location in the 
External Memory Space CEO or CE2 before branching to the 
main program loop. 

Before an interrupt can be processed automatically, it's 
corresponding bit has to be set in the Interrupt Enable 
Register (IER) and the Global Interrupt Enable bit (GIE) has 
to be set as well in the Control Status Register (CSR). 
During interrupt processing, the processor Stops current 
program execution and Saves the address of the next instruc 
tion scheduled for execution in the Interrupt Return Pointer 
(IRP). In case of the non-maskable interrupt (NMI), the 
return address is saved in the NRP register. Program execu 
tion is then redirected to one of 16 pre-assigned contiguous 
locations in the Interrupt Service Table (the IST base is 
assigned to address Oh following Reset, but can be relocated 
anywhere on a 1K byte address boundary by changing the 
ISTB field of the ISTP register). The ISFPs consist of 8 
instructions of which one has to be a branch to the IRP 
address (to return from interrupt) or a branch to additional 
code if the Interrupt Service Routine (ISR) is larger then the 
ISFP (see FIG. 32.). The branch has to be executed at least 
5 cycles before the end of the ISFP in order to prevent 
intrusion into ISFPs belonging to other interrupts. This can 
be accomplished either by placing the branch 5 non-parallel 
instructions before the end of the ISFP or by following the 
branch with a NOP5 instruction. 

With the GIE bit disabled, the highest priority active 
interrupt can still be identified in software by polling the 
ISTP register containing the address pointing to the ISFP of 
the next interrupt in line for processing if the GIE were 

15 

25 

35 

40 

45 

52 
enabled. All active interrupts can also be identified by 
polling the Interrupt Flag Register (IFR). Interrupt Set and 
Clear Registers (ISR and ICR) can be used to manually 
Set/clear interrupts in Software. 

During automatic interrupt processing, the IFR bit is 
cleared, and the active interrupt is encoded on the four 
INUM pins, at the beginning of the IACK pulse (see the 
timing section of the Data Sheet). At the same time, the GIE 
bit is copied to PGIE field of CSR, and GIE bit is cleared for 
all interrupts except NMI. The GIE bit is enabled again upon 
return from interrupt via the BIRP or BNRP instructions (at 
the end of the E1 phase). 
The DSP uses an external oscillator to drive the on-chip 

PLL (Phase-Locked Loop) circuit that generates all internal 
and external clocks. The PLL typically multiplies the exter 
nal oscillator frequency by 4 or by 2 and feeds the resulting 
clock to CLKOUT1 output pin. The internal version of 
CLKOUT1 is used by the processor as an instruction cycle 
clock. Most timing parameters of this device are defined 
relative to the CLKOUT1 clock and specifically to it’s rising 
edge. CLKOUT2 is another output clock derived from 
CLKOUT1 at half of its frequency. It is primarily used to 
clock some synchronous memories such as the SDRAM. 

In addition to X2 and X4 mode, the clock circuit can 
operate in multiply by 1 mode, where the input clock 
frequency is the same as the CLKOUT1 output clock 
frequency. The factors to consider in choosing the multiply 
factor include board level noise and clock jitter. The X4 
mode will minimize the board noise, while the X2 mode will 
reduce the jitter. The clock mode is controlled by two 
CLKMODE pins as shown in FIG. 33. 
The amount of time that the PLL needs to synchronize to 

the output frequency depends on the CLKIN and CLKOUT1 
frequencies and is typically in the range of tens of micro 
seconds. See the PLL Component Selection table for the 
exact time. The Synchronization time affects the duration of 
the Reset Signal in that the Reset has to be asserted long 
enough for the PLL to Synchronize to the proper output 
frequency. 

Three PLLFREQ pins identify the range of CLKOUT1 
frequencies that the PLL is expected to synchronize to. The 
PLL also requires 2 bypass capacitors (between PLLV and 
PLLG), external low-pass filter components (R1, C1,C2) 
and an EMI filter (see FIG. 33). The values for R1, C1, C2 
and the filter depend on the CLKIN and CLKOUT1 fre 
quencies. Refer to the PLL Component Selection Table 31 to 
chose correct values for the PLL external components and 
the EMI filter. 

TABLE 31 

PLL Component Selection 

CYCLE EMI LOCK 
TIME CLKIN CLKOUT1 R1 C1 C2 FILTER TIME (US) 
(NS) CLKMODE (MHZ) (MHZ) (S2) (UF) (PF) PART NO. f 
5 X4 50 2OO 16.9 15 27OO TDK #153 59 
5 X2 1OO 2OO 16.9 O68 15OO TDK #153 28 
5.5 X4 45.5 1818 13.7 .18 3900 TDK #153 49 
5.5 X2 90.9 1818 13.7 .08.2 18OO TDK #153 23 
6 X4 41.6 166.7 17.4 .15 33OO TDK #153 68 
6 X2 83.3 166.7 17.4 O82 15OO TDK #153 36 
6.5 X4 38.5 153.8 16.2 18 3900 TDK #153 70 
6.5 X2 76.9 153.8 16.2 .08.2 18OO TDK #153 33 
7 X4 35.7 142.9 15 .22 3900 TDK #153 72 
7 X2 71.4 142.9 15 1. 22OO TDK #153 34 
7.5 X4 33.3 133.3 16.2 .22 3900 TDK #153 84 
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TABLE 31-continued 

PLL Component Selection 

S4 

CYCLE EMI LOCK 
TIME CLKIN CLKOUT1 R1 C1 C2 FILTER TIME (US) 
(NS) CLKMODE (MHZ) (MHZ) (S2) (UF) (PF) PART NO. f 
7.5 X2 66.7 133.3 6.2 .1 22OO TDK #153 40 
8 X4 31.3 125 4 27 47OO TDK #153 77 
8 X2 62.5 125 4 12 27OO TDK #153 36 
8.5 X4 29.4 117.7 1.8 .33 6800 TDK #153 67 
8.5 X2 58.8 117.7 18 15 33OO TDK #153 32 
9 X4 27.7 111.1 1. 39 68OO TDK #153 68 
9 X2 55.6 111.1 1. 18 3900 TDK #153 33 
9.5 X4 26.3 105.3 O.S. 39 82OO TDK #153 65 
9.5 X2 52.6 105.3 O.S .22 3900 TDK #153 35 
1O X4 25 1OO O 47 82OO TDK #153 68 
1O X2 50 1OO O 22 47OO TDK #153 33 

i: Note: For CLKMODE = x1, the PLL is bypassed and the choice of the external component val 
ues is irrelevant and the PLLV. PLLF and PLLG inputs can be unconnected. The PLLFREQ inputs 
should be driven at all times (for CLKMODE = x1 they can be connected to GND). 
Note: Under some operating conditions, the maximum PLL lock time may vary as much as 

150% from the specified typical value. For example if the typical lock time is specified as 100 us, 
its maximum value may be as long as 250 us. 

Most of the operating power of CMOS logic is dissipated 
during circuit Switching from one logic State to another. By 
preventing Some or all of chip's logic from Switching, 
Significant power Savings can be realized without losing any 
data or operational context as depicted in FIG. 34. Power 
down modes idle 1 and idle2 block the internal clock inputs 
at the boundary of the selected blocks of logic, effectively 

31 16 15 14 

WAKE 

R 
E 
S 
E 
R 
V 
E 
D 

25 

ENABLED 
OR NON 
ENABLED 
INTERRUPT 

50 

55 

preventing them from Switching. Idle 1 shuts down the CPU 
and idle2 mode shuts down both the CPU and the on-chip 
peripherals. Additional power Savings are accomplished in 
power-down mode idle3, where the entire on-chip clock tree 
(including multiple buffers) is “disconnected” at the clock 
source that is the clock PLL (see FIG. 34). 

13 12 11 1O 9 

ENABLED IDLE3 IDLE 
INTERRU 2 
PT WAKE 

IDLE1 CSR 

3 2 1. O 

The power-down modes are triggered by Setting bits 0-2 
in the PWRD field of the Control Status Register (CSR). 
Idle3 mode can only be aborted by device Reset, while idlel 
and idle2 modes can also be terminated by an enabled 
interrupt, or any interrupt (enabled or not), as directed by 
bits 3 and 4 of the PWRD field. When writing to CSR, all 
bits of the PWRD field should be set at the same time. When 
more then one logic 1's are written to the PRWD field bits 
0-2, the highest order enable bit determines the power-down 
mode. 

POWER-DOWN WAKE-UP EFFECT ON CHIPS 

MODE TRIGGERACTION METHOD OPERATION 

idle1 write a logic 1 into bit 0 internal interrupt, CPU halted 
of PWRD field of CSR, 
register 

external interrupt (except for the interrupt logic) 
or Reset 
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peripherals halted and CPU halted 
(except for the interrupt logic) 

-continued 

POWER-DOWN WAKE-UP EFFECT ON CHIPS 
MODE TRIGGERACTION METHOD OPERATION 

idle2 write a logic 1 into bit 1 external interrupt 
of PWRD field of CSR or Reset 
register 

idle3 write a logic 1 into bit 2 Reset only 
of PWRD field of CSR 
register 

halted 

PLL operation is halted stopping the 
clock tree from Switching and 
resulting in the entire chip being 

The wake-up from idle2 or idle3 can be triggered by either an enabled interrupt, or any interrupt 
(enabled or not). The first case is selected by writing a logic 1 into bit 3 of the Control Status Register 
PWRD field, and the second case is selected by writing a logic 1 into bit 4 of the same field. When 
both bits 3 and 4 are set to 1 any interrupt (enabled or not) will wake the processor from idle 1 or idle2. 
If power-down mode is terminated by a non-enabled interrupt, the program execution simply returns to 
the instruction following the one that caused the power-down by setting the idle bits in the CSR. Wake 
up by an enabled interrupt executes the corresponding Interrupt Service Routine first, prior to returning 
to the code aborted by the power-down. 

CLKIN Timing Parameters 

ckmode = X4 clkmode = X2 clkmode = X1 

NO min aX min aX min max unit 

1 t(CLKIN) Period of CLKIN 2O 2O 1O 1O 5 S 
2 tw(CLKIN) Pulse duration of CLKIN 9.2 4.6 1.9 S 

high 
3 tw(CLKIN) Pulse duration of CLKIN 6.O 3.0 1.9 S 

low 
4 tr(CLKIN) Transition time of CLKIN 2.4 1.2 O6 S 

FIG. 35 depicts CLKIN timings described above. 
CLKOUT1 Timing Parameters 

NO min aX unit 

1 to CKO1) Period of CLKOUT1 5 S 
2 twQKO1) Pulse duration of CLKOUT1 high 1.9 S 
3 tw(CKO1) Pulse duration of CLKOUT1 low 1.9 S 
4 tr(CKO1) Transition time of CLKOUT1 O.6 S 

FIG. 36 depicts CLKOUT1 timings described above. 
CLKOUT2 Timing Parameters 

NO min aX unit 

1 tecKO2) Period of CLKOUT2 1O S 
2 tw(CKO2) Pulse duration of CLKOUT2 high 3.8 S 
3 tw(CKO2) Pulse duration of CLKOUT2 low 3.8 S 
4 tr(CKO2) Transition time of CLKOUT2 O.6 S 

FIG. 37 depicts CLKOUT2 timings described above. go program or data access uses common 23-bit address bus and 
The External Memory Interface (EMIF) is responsible for 

accessing data that is external to the chip. AS shown in FIG. 
23., EMIF can receive requests for external data acceSS from 
one of 3 functional blocks-Data Memory Controller, 
Program/Cache Controller or DMA Controller. The EMIF 
operation is configurable via memory mapped control reg 
isters accessed by the internal peripheral bus. Every EMIF 

65 

32-bit data bus. 
There are 3 spaces in the Memory Map, each of which is 

represented by one of 3 chip enables-CE2 , CE1 and 
CEO . One of the chip enables has to be asserted when the 
processors reads or writes to any of the 3 Memory Map 
External Spaces 2,1 or 0. Byte enable control Signals, 
BE3 -BE0 , select the individual bytes, half-words or 
words during EMIF write cycles requested by the Data 
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Memory Controller. All Program and DMA requested 
cycles, as well as Data Memory Controller read cycles, are 
32-bit wide-resulting in all 4 BE signals being active. 
Data Memory Controller write cycles access byte or half 
word data using individual BE controls to Select the active 5 
bytes. The addressing of bytes within each word is set by the 
LENDIAN pin to be in the direction of high bits or low bits. 
While CE Spaces 0 and 2 can be programmed to Support 

different types of memory, CE Space 1 is restricted to 
Asynchronous Memory cycles only, including ROM typi- 10 
cally used to boot the system at power-up. While the ROM 
read cycles are identical to CEO and CE2 ASynchronous 
Memory cycles from the control Signal perspective, the 
CE 1 cycles have the flexibility to pack bytes into words if 
the ROM is 8- or 16-bits wide. The External ROM size is 15 
expected to be encoded via pins DC 7-6 during Reset. 

The type of memory assigned to CE Spaces 0 and 2 are 
also encoded via the DC pins during Reset. Pins DC 3-2 
Specify the type of memory for the CEO Space, while pins 
5-4 specify the type of memory for space CE2 . The 
Supported memory types include ASynchronous Memory, 
Synchronous Burst SRAM (SBSRAM) and Synchronous 
DRAM (SDRAM). External Control cycles can be used to 
drive CE spaces 0 and 2 by setting appropriate bits in the as 
EMIF Global Control Register. External Control cycles are 
different from memory cycles in that they use Request/ 
Ready handshaking to Stretch individual bus cycles to 

58 
accommodate longer response times inherent in Slower I/O 
devices. The EMIF provides a separate set of control signals 
for each one of the memory cycles listed above (see FIG. 
23). 
EMIF HOLD and HOLDA signals are used to arbitrate 

the ownership of the EMIF bus between the host and the 
DSP. FIG. 38 depicts the EMIF signals. 
Asynchronous memory read cycles use the AXOE 

control Signal to enable the memory device to place the data 
on the data bus. EMIF control registers define the shape of 
the read cycle and the amount of time that each address is 
valid. The shape of the read cycle in FIG. 39 reflects the 
fastest possible asynchronous read corresponding to 1 cycle 
setup, 1 cycle strobe width and 1 cycle hold fields in the 
EMIFCE External Space Timing Register (one of 3 registers 
defining external spaces CEO, CE1 and CE3). 

Asynchronous memory write cycles use the AXWE 
control Signal to latch the data in the memory device. The 
AXWE Signal shape is programmed by Setting fields in the 
EMIF External Timing Register. The cycles in FIG. 40. 
Correspond to 1 cycle Setup, 1 cycle Strobe width and 1 cycle 
hold time (fastest write possible). Asynchronous Memory 
AXOE and AXWE control signals are also used during 
External Control cycles. 
Timing Parameters for Asynchronous Memory Cycles 

NO min max unit 

1 tacKH-CE) Delay time, CLKOUT1 high to CE valid 1.9 S 
2 tacKH-BE) Delay time, CLKOUT1 high to BE valid 2.2 S 
3 tacKH-A) Delay time, CLKOUT1 high to A valid O 1.7 S 
4 tacKH-D) Delay time, CLKOUT1 high to D valid O 2.0 S 
5 tD-CKH) Setup time, read D before CLKOUT1 high 0.5 S 
6 t (CKH-D) Hold time, read D valid after CLKOUT1 high O S 
7 t (CKH-OE) Delay time, CLKOUT1 high to ASOE valid 1.9 S 
8 t(CKH-WE) Delay time, CLKOUT1 high to ASWE valid 2.0 S 

45 

50 

CE 
Space 

... reserved setup time Timing 
before strobe Register 

: The smallest value permitted for this field is 1 

falling edge 

FIG. 39 depicts asynchronous memory read cycle timings 
described above and FIG. 40 depicts asynchronous memory 
write cycle timings. 

The CE Space Timing Register contains 3 fields that 
determine the shape and duration of the AXWE and 
AXOE control signals. The examples shown in FIGS. 39 
and 40 correspond to value of 1 programmed in Setup, 
Strobe and Hold fields of the CE Space Timing Register (the 
Smallest value permitted). Each read and write also contains 
a 1 cycle internal address latch time which is not program 
mable. Even as the AXOE signal doesn’t come up in 
between the Successive read cycles, the combined effect of 
Setup, Strobe and Hold values determine the total length of 
each read. 

hold time after 
strobe rising width 
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Any External Memory acceSS in CE Space 0 and 2 can be 
converted to an External Controller cycle by Setting appro 
priate bits in the EMIF Global Control Register. All External 
Controller cycles use AXOE and AXWE control signals 
to specify the direction of data transfer. For both reads and 
writes, the DSP drives the XREQ control signal low to 
announce the Start of a read or write cycle. If the External 
Device is ready for the data transfer, it immediately drives 
the AXRDY signal high. AXRDY remains high as long as 
the External Device is ready to transfer data. When the 
External Device is not ready for transfer, it should imme 
diately bring the AXRDY line low to stall the current bus 
cycle until it is once again ready. See FIGS. 6 and 7 for 
External Controller timing waveforms. 
Parameters for External Controller Cycles 

NO 

1 t(CKH-CE) Delay time, CLKOUT1 high to CE valid 
2 t(CKH-BE) Delay time, CLKOUT1 high to BE valid 
3 tacKH-A) Delay time, CLKOUT1 high to A valid 
4 tacKH-D) Delay time, CLKOUT1 high to D valid 
5 tD-CKH) Setup time, read D before CLKOUT1 high 
6 t (CKH-D) Hold time, read D valid after CLKOUT1 high 
7 t (CKH-OE) Delay time, CLKOUT1 high to ASOE valid 
8 t(CKH-WE) Delay time, CLKOUT1 high to ASWE valid 
9 t(CKH-XREQ) Delay time, CLKOUT1 high to XREQ valid 
10 t(XRDY-CKH) Setup time, read XRDY valid before CLKOUT1 high 
11 ticKH-XRDY) Hold time, read XRDY valid after CLKOUT1 high 

FIG. 41 depicts external controller read cycle timings and 
FIG. 42 depicts external controller write cycle timings. 

FIGS. 43 and 44 show read and write cycles transferring 
data between the DSP and SBSRAM. The SBSRAM inter 
face consists of 4 dedicted SBSRAM control signals. The 
address strobe, SSADS , is used to latch the first address of 
the burst transfer into the SBSRAM device. For write cycle 
it is asserted continuously as long as data is being trans 
ferred. Forv read cycles the SSADS signal is only asserted 
for the first word of the burst transfer and for each time when 
the address breaks the Sequence. The burst size (1 to 4 reads) 
is determined by the two lowest order bits of the 
Tuning Parameters for Synchronous Burst SRAM 
(SBSRAM) Cycles 

NO 

1 t(CKH-CE) Delay time, CLKOUT1 high to CE valid 
2 t(CKH-BE) Delay time, CLKOUT1 high to BE valid 
3 tacKH-A) Delay time, CLKOUT1 high to A valid 
4 tacKH-D) Delay time, CLKOUT1 high to D valid 
5 tD-CKH) Setup time, read D before CLKOUT1 high 
6 ticKH-D) Hold time, read D valid after CLKOUT1 high 
7 t (CKH-ADS) Delay time, CLKOUT1 high to SSADS valid 
8 t(CKH-ADV) Delay time, CLKOUT1 high to SSADV valid 
9 t(CKH-SSOE) Delay time, CLKOUT1 high to SSOE valid 
10 t (CKH-SSWE) Delay time, CLKOUT1 high to SSWE valid 

35 

40 

min 

O 
O 
0.5 
2.0 

60 
SDWE control lines. First the ACTV command activates 
one of two SDRAM internal banks. The READ or WRITE 
commands transfer data between the DSP and the SDRAM 
memory. Finally, the DCAB command deactivates both 
banks of the SDRAM (banks A and B). The SDRAM uses 
CLKOUT2 clock to transfer data and to latch commands. In 
case of the read cycle, the data is driven on the bus by the 
SDRAM exactly 2 CLKOUT2 cycles following the rising 
edge of SDCAS . This read LATENCY has been pro 
grammed into the SDRAM by the DSP at the time of 
SDRAM initialization. 
The BE control signals behave differently during 

SDRAM cycles then they do for other types of memory. 
Each BE signal should be connected to the corresponding 
SDRAM DQM input. For reads, the SDQM controls become 

min max unit 

1.9 S 
2.2 S 

O 1.7 S 
O 2.O S 
1.O S 
2.O S 

1.9 S 

2.O S 
1.3 S 

0.5 S 
2.8 S 

Output Enables and for the writes they assume the function 
of Write Masking. (associated with burst operation of 
SDRAM). 

FIG. 47 shows the initialization commands sent to the 
SDRAM following Reset. First, both banks of the SDRAM 
are deactivated with the DCAB command. Next, 8 refresh 
cycled are issued, followed by the MRS (Mode Register Set) 
command that initializes control registers inside the 
SDRAM in accordance with the values stored in the appro 
priate EMIF registers. During the MRS command the 
SDRAM initialization data is actually output on the Address 
Bus instead of Data Bus. 
The SDRAM device must be periodically refreshed. Since 

one of the pins, EA10, is involved in refresh operation, it has 
been duplicated exclusive use of the SDRAM interface as 

max unit 

1.9 
2.2 
1.7 
2.O 

S 

S 

S 

S 

S 

S 

S 

S 

S 

S 

1.5 
18 
2.1 
2.O 

The SSADS signal is pulsed each time the address crosses the modulo 4 boundary (EAO and 
EA1 are 0) and during the first access at the beginning of a burst (see FIG. 8). 

FIG. 43 depicts SBSRAM Read Cycle Timing and FIG. 
44 depicts SBSRAM Write Cycle Timing. 

For the DSP, the SDRAM cycles are limited to non-burst 
operation. Both read and write cycles consist of 3 commands 
sent sequentially to the SDRAM device (see FIGS. 45 and 
46). Each of the commands is encoded by a different mix of 
signal levels on CE , SDA10, SDRAS , SDCAS and 
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SDA10 in order not to interfere with other Memory Cycles 
that may be active during refresh. FIG. 48 shows a SDRAM 
refresh cycle in the middle of Asynchronous Memory read 
sequence. Two commands are issued to the SDRAM during 
a single refresh cycle. The first one deactivates both 
SDRAM banks (DCAB), and the second one performs a 
CAS before RAS refresh. It is evident in the figure that 
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despite the use of Address pin EA10 by the DCAB 
command, the ASynchronous Memory read cycles are pro 
gressing uninterrupted via the duplicate pin SDA10. 
Parameters for Synchronous DRAM (SDRAM) Cycles 

NO 

1 t(CKH-CE) Delay time, CLKOUT1 high to CE valid 
3 tacKH-A) Delay time, CLKOUT1 high to A valid 
4 tacKH-D) Delay time, CLKOUT1 high to D valid 
5 tD-CKH) Setup time, read D before CLKOUT1 high 
6 t (CKH-D) Hold time, read D valid after CLKOUT1 high 
7 t (CKH-SDA10) Delay time, CLKOUT1 high to SDA10 valid 
8 tacKH-SDRAS) Delay time, CLKOUT1 high to SDRAS valid 
9 ticKH-SDCAS) Delay time, CLKOUT1 high to SDCAS valid 
10 t (CKH-SDWE) Delay time, CLKOUT1 high to SDWE valid 
11 t(CKH-SDCKE) Delay time, CLKOUT1 high to SDCKE 

FIG. 45 depicts SDRAM Read Cycle Timing; FIG. 46 
depicts SDRAM Write Cycle Timing; FIG. 47 depicts 
SDRAM Initialization Cycle Timing; and FIG. 48 depicts 
SDRAM Refresh Cycle Timing. 
An external interrupt event is triggered by a high pulse on 

the INTx signal. If on one rising edge of the CLKOUT1 the 
INTx is recognized as low, and on the next CLKOUT1 rising 
edge the INTX is recognized as high, the external interrupt 
is detected. AS early as three cycles later, the IACK Signal 
may pulse for one cycle with the number of the active 
interrupt encoded on the 4 INUM lines. The IACK and 
INUM signals indicate the Start of any interrupt processing, 
not just for external interrupts. The INUM identification 
number reflects the relative bit position of the processed 
interrupt within the IFR (Interrupt Flag Register). Also, one 

NO 

1. t(IACK) 
tw(IDEAD) 

t(ISFP) 

tw(INTR) 
tw(ILOW) 
t(IHIGH-CKH) 
t(CKH-ILOW) 
t(CKH-IACK) 
t(CKH-INUM) 

min 

O 
O 
0.5 
2.0 

25 

35 
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max unit 

1.9 
1.7 
2.O 

S 

S 

S 

S 

S 

S 

S 

S 

S 

S 

1.5 
1.1 
1.3 
1.1 
1.3 

cycle prior to the IACK pulse, all instructions (except branch 
delay slots) that have not reached the execution stage are 
annulled and the address of the annulled instruction closest 

to execution Stage is Saved in the appropriate Interrupt 
Return Pointer (IRP or NRP). The instructions that already 
have begun executing, will complete the remaining execu 
tion stages while the Interrupt Service Fetch Packet is being 
fetched and decoded. During the 7 fetch/decode cycles the 
processor will not start processing any new instructions 
(hence the 7 cycle interrupt overhead). The Interrupt Service 
Fetch Packet starts executing on the 7" cycle following 
IACK (see FIG. 49). 

Timing Parameters for the Interrupt Response Cycle 

min max unit 

Response time, LACK high after INTx high 3 cycles 
Width of the interrupt overhead (no instructions 7 7 cycles 
executed) 
Response time, Interrupt Service Fetch Packet 9 cycles 
execution after INTX high 
Width of the interrupt pulse 1. cycles 
Width of the low state preceding the interrupt pulse 1 cycles 
Setup time, INTx low before CLKOUT1 high O.3 S 
Hold time, INTx low after CLKOUT1 high 3.0 S 
Delay time, CLKOUT1 high to LACK valid 
Delay time, CLKOUT1 high to INUM valid 

55 

60 

65 

S 

S 

The RESET signal is Sampled on every rising edge of 
CLKOUT1. If it is detected active (low), all EMIF output 
signals except HOLDA, as well as all Host Port Interface 
output signals are tri-stated on the following CLKOUT1 
rising edge. After the Reset is deasserted, the tri-Stated 
signals will be driven again by the DSP within 1 clock cycle 
(see FIG. 50). 

Typically, the PLL will lock-up to the specified output 
frequency within Seconds following device power-up. The 
actual time will depend on the perating mode chosen and the 
CLKIN/CLKOUT1 frequency range. 

Note, that HOLD/HOLDA logic is not affected by the 
state of the RESET signal. 
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NO min aX unit 

1 ts(CKH-RESET) Setup time, RESET before CLKOUT1 high 1. S 
2 t(RESET) Width of the RESET pulse (PLL stable) 10: cycles 
3 t(CLKOUT) Valid time, CLKOUT1/2 after RESET low (after 10: cycles 

power-up) 
5 t(CKH-CE) Delay time, CLKOUT1 high to CE tri-stated/driven 5 S 
6 t (CKH-BE) Delay time, CLKOUT1 high to BE tri-stated/driven 5 S 
7 t (CKH-A) Delay time, CLKOUT1 high to A tri-stated/driven O 5 S 
8 t(CKH-D) Delay time, CLKOUT1 high to D tri-stated/driven O 5.1 S 
9 t(CKH-XREQ) Delay time, CLKOUT1 high to XREQ tri- 5 S 

stated/cdriven 
O tacKH-OE) Delay time, CLKOUT1 high to ASOE tri- 5 S 

stated/cdriven 
1 t(CKH-WE) Delay time, CLKOUT1 high to ASWE tri- 5 S 

stated/cdriven 
2 tacKH-ADS) Delay time, CLKOUT1 high to SSADS tri- 5 S 

stated/cdriven 
3 t(CKH-ADV) Delay time, CLKOUT1 high to SSADV tri- 5 S 

stated/cdriven 
4 tcKH-SSOE) Deiay time, CLKOUT1 high to SSOE tri- 5 S 

stated/cdriven 
5 t(CKH-SSWE) Delay time, CLKOUT1 high to SSWE tri- 5 S 

stated/cdriven 
6 ticKH-SDA10) Delay time, CLKOUT1 high to SDA10 tri- 5 S 

stated/cdriven 
7 t (CKH-SDRAS) Delay time, CLKOUT1 high to SDRAS tri- 5 S 

stated/cdriven 
8 t(CKH-SDCAS) Delay time, CLKOUT1 high to SDCAS tri- 5 S 

stated/cdriven 
9 t(CKH-SDWE) Delay time, CLKOUT1 high to SDWE tri- 5 S 

stated/cdriven 
20 t (CKH-SDCKE) Delay time, CLKOUT1 high to SDA10 tri- 5 S 

stated/cdriven 
21 t(CKH-SHD) Delay time, CLKOUT1 high to HD tri-stated/driven O 5 S 
22 t0KH-HACK) Delay time, CLKOUT1 high to HACK low/driven 5 S 
23 t(RESETTRI) Delay time, RESET low to signals tri-stated (or 2 cycles 

driven low - HACK) 
24 t(RESET-DRV) Delay time, RESET high to signals driven 2 cycles 

{The RESET signal is not internally connected to the clock PLL circuit. The PLL, however, may need up 
to 250 us to stabilize following device power-up or after PLL configuration has been changed. During that 
time RESET has to be asserted to assure proper device operation. See the PLL section of the Data Sheet 
for PLL lock times. 

HOLD/HOLDA cycles are used by the host to electrically 
disconnect the DSP from the system in order for the host 
processor to directly access System resources. AS shown on 
FIG. 51., HOLD/HOLDA cycles tri-state all output signals 

HOLDA control signals are high. Once the HOLD signal is 
de-asserted, the DSP responds by bringing the HOLDA 
signal low at which point it resumes driving the EMIF and 

on the EMIF (except HOLDA) and the HPI. To request the 45 HPI outputs. 
bus, the host processor drives the HOLD signal high. When 
the DSP is ready, it will respond by tri-stating the EMIF and Note, that HOLD/HOLDA logic is not affected by the 
HPI busses and asserting the HOLDA signal to announce to state of the RESET signal. 
the Host that the buses are no longer driven. The host has the 
permission to use the buses as long as both HOLD and Parameters for the Hold/Hold Acknowledge Cycle 

NO min max unit 

1 t?CKH-HOLD) Setup time, HOLD valid before CLKOUT1 high 1.5 S 
2 t,(HOLDA) Response time, HOLD high to HOLDA high 3 cycles 
3 tBUS) Delay time, HOLDA low to EMIF bus driven 1.5 cycles 
4 tHOLDA) Delay time, CLKOUT1 high to HOLDA valid 3.1 S 
5 ticKH-CE) Delay time, CLKOUT1 high to CE tri-stated/driven 3.1 S 
6 ticKH-BE) Delay time, CLKOUT1 high to BE tri-stated/driven 3.1 S 
7 tacKH-A) Delay time, CLKOUT1 high to A tri-stated/driven O 3.1 S 
8 tacKH-D) Delay time, CLKOUT1 high to D tri-stated/driven O 4.5 S 
9 ticKH-XREQ) Delay time, CLKOUT1 high to XREQ tri- 3.1 S 

stated, driven 
10 tacKH-OE) Delay time, CLKOUT1 high to ASOE tri- 3.1 S 

stated, driven 
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-continued 

NO 

1 t?CKH-WE) Delay time, CLKOUT1 high to ASWE tri 
stated/cdriven 

2 tacKH-ADS) Delay time, CLKOUT1 high to SSADS tri 
stated/cdriven 

3 ticKH-ADV) Delay time, CLKOUT1 high to SSADV tri 
stated/cdriven 

4 t(CKH-SSOE) Delay time, CLKOUT1 high to SSOE tri 
stated/cdriven 

5 ticKH-SSWE) Delay time, CLKOUT1 high to SSWE tri 
stated/cdriven 

6 t (CKH-SDA10) Delay time, CLKOUT1 high to SDA10 tri 
stated/cdriven 

7 t (CKH-SDRAS) Delay time, CLKOUT1 high to SDRAS tri 
stated/cdriven 

8 t(CKH-SDCAS) Delay time, CLKOUT1 high to SDCAS tri 
stated/cdriven 

9 t(CKH-SDWE) Delay time, CLKOUT1 high to SDWE tri 
stated/cdriven 

20 t (CKH-SDCKE) Delay time, CLKOUT1 high to SDA10 tri 
stated/cdriven 

FIGS. 52 and 53 show read and write cycles via the 16-bit 
Host Port depicted in FIG. 54. The DSP rev AHPI provides 
host access to the internal Data Memory. Before the data 
transfer can proceed, the host has to obtain permission from 
the Data Memory Controller which may take some time to 
respond, depending on the Similar requests for access from 
the CPU or the DMA. In order to request access to Data 
Memory, the host asserts the HREQ control signal. When the 
DMC is ready to grant access to the host, it drives the HACK 
signal high. At that point the host has ownership of the DSP 
internal Data Memory. When data transfer has completed, 
the host deasserts the HREQ signal. After the DSP senses 
change in the state of the HREQ signal, it returns the HACK 
Signal to the low State and regains control of the internal 
Data Memory. Note that, while the timing of the handshak 
ing signals HREQ and HACK is specified relative to the 
rising edge of CLKOUT1, the rest of the Host Port timing 
parameters are specified in CLKOUT1 clock cycles. 
Parameters for the Host Port Cycles 
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min max unit 

3. S 

3. S 

3. S 

3. S 

3. S 

3. S 

3. S 

3. S 

3. S 

3. S 

LD2 and ST1 or ST2 data paths. Similarly, a simultaneous 
internal and external memory access is Supported by the data 
memory System. The data memory System also Supports 
DMA and external host accesses. The operation of the DMA 
and host port are described in other chapters in this book. 
The data memory is organized into four banks of 16-bit 

wide memory. This interleaved memory organization pro 
vides a method for two simultaneous memory accesses. 
Occurring in one cycle, two Simultaneous accesses to two 
different internal memory banks will provide the fastest 
acceSS Speed. Two Simultaneous accesses to the same inter 
nal memory bank will stall the CPU for one cycle, providing 
two accesses in two cycles. For a simultaneous load and 
Store to the same internal memory bank, the load will be 
Serviced before the store. 
A memory bank conflict will occur when two simulta 

neous accesses are made to the same memory bank. The data 
memory controller must stall the CPU, serialize the 
accesses, and perform each acceSS Separately when a bank 

NO min max unit 

1 ts,(HREQ-CKH) Setup time, HREQ valid before CLKOUT1 high 1. S 
2 t(CKH-HACK) Delay time, CLKOUT1 high to HACK valid 1. S 
3 t,(HACK) Response time, HREQ high to HACK high 7 cycles 
4 t(HA-HRW) Setup time, HA valid before HR/HW low 2 cycles 
5 tHA-HRW) Hold time, HA valid after HR/HW high O cycles 
6 tw(HRW) Width of HR and HW pulse 8 cycles 
7 t, HDHIZ-HR) Setup time, HD high impedance (not driven by C6X) O cycles 

before HR low 
8 t(HR-HDHIZ) Delay time, HD high impedance after HR high 1. 2 cycles 
9 t(HRL-HD) Delay time, HR low to HD valid 6 cycles 

10 t (HRH-HD) Valid time, HD after HR high 1. 2 cycles 
11 t(HD-HW) Setup time, HD valid before HW low 2 cycles 
12 thD-HW) Hold time, HD valid after HW high O cycles 
13 thRW) Period between Consecutive Read and Write Cycles 12 cycles 

The data memory system is shown in FIG. 55. The data 
memory System includes a 64K byte memory, Split up into 
four banks, and a data memory controller. The CPU can 
access data memory in 8-bit byte, 16-bit halfword, and 
32-bit word-lengths. The data memory System Supports two 
memory accesses in a cycle. These accesses can be any 
combination of loads and stores from the CPU's LD1 or 
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conflict occurs. Whether two simultaneous accesses will 
conflict depends on the Size of each of the accesses, and the 
address of each access. FIG. 56 shows the different combi 
nations of conflicting accesses if both CPU data paths 
(LD1/ST1 and LD2/ST2) attempt to access internal data 
memory in the same cycle. If only one data path makes an 
access, then no bank conflict will occur. If two simultaneous 
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accesses occur, one to internal data memory and one to 
external memory a bank conflict will not occur, but the data 
memory controller will stall the CPU until the external 
access has completed. 
Data EndianneSS 
Two Standards for data ordering in byte-addressable 

microprocessors exist: 
Little Endian 
Big Endian 
Byte ordering within word and half-word data resident in 
memory is identical for little endian and big endian data. 
Little Endian 

Little endian byte order puts the byte whose address is 
“XXXX XX00” at the least significant position in the word (the 
little end). 

Little endian data is addressed by the byte address of the 
least significant byte. 
Big Endian 

Big endian byte order puts the byte whose address is 
“XXXX XX00” at the most significant position in the word (the 
big end). 

Big endian data is addressed by the byte address of the 
most significant byte. 

The DSP can access either big endian or little endian data 
to have compatible shared data Spaces with other processors. 
The EN bit in the Control Status Register (CSR) determines 
the data endianness of the DSP. The EN bit in the Control 
Status Register latches the value on the Signal which Sets the 
data endianness at CPU reset. The EN bit is read only and 
only affects data which is loaded or stored external to the 
CPU. The CPU places data on the appropriate data lines, and 
activates the proper byte Strobe Signals for either big endian 
or little endian data accesses external to the CPU as specified 
by the EN bit. 

Table 32 shows which bits of a data word in memory are 
loaded into which bits of a destination register for all 
possible data loads from big or little endian data. The data 
in memory is assumed to be the same data that is in the 
register results from the LDW instruction in the first row. 

TABLE 32 

Register Contents After 
Little Endian or Big Endian Data Loads 

Address Bits Big Endian Register Little Endian 
Instruction (1:0) Register Result Register Result 

LDW OO BA987654h BA987654h 
LDH OO FFFFBA98. OOOO7654h 
LDHU OO O6OOBA98. OOOO7654h 
LDH 1O OOOO7654h FFFFBA98. 
LDHU 1O OOOO7654h OOOOBA98. 
LDB OO FFFFFFBAh OOOOOO54h 
LDBU OO OOOOOOBAh OOOOOO54h 
LDB O1 FFFFFF98h OOOOOO76h 
LDBU O1 OOOOOO98h OOOOOO76h 
LDB 1O OOOOOO76h FFFFFF98h 
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PCC Value Program Mode 

OOO 

OO1 Reserved 
O10 Cache Enable 
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TABLE 32-continued 

Register Contents After 
Little Endian or Big Endian Data Loads 

Address Bits Big Endian Register Little Endian 
Instruction (1:0) Register Result Register Result 

LDBU 1O OOOOOO76h OOOOOO98h 
LDB 11 OOOOOO54h FFFFFFBAh 
LDBU 11 OOOOOO54h OOOOOOBAh 

Note: The contents of the word in data memory at location "xxxx xx00 is 
BA987654h. 

Table 33 shows which bits of a register are stored in which 
bits of a destination memory word for all possible data Stores 
from big and little endian data. The data in the Source 
register is assumed to be the same data that is in the memory 
results from the STW instruction in the first row. 

TABLE 33 

Memory Contents After 
Little Endian or Big Endian Data Stores 

Address Big Endian Memory Little Endian Memory 
Instruction Bits (1:0) Result Result 

STW OO BA987654h BA987654h 
STH OO 7654197Oh O1127654h 
STH 1O O1127654h 7654197Oh 
STB OO 5412197Oh O1121954h 
STB O1 O154197Oh O112547Oh 
STB 1O O112547Oh O154197Oh 
STB 11 O1121954h 5412197Oh 

Note: The contents of the word in data memory at location "xxxx xx00 
before the ST instruction executes is 01121970h. The contents of the 
source register is BA987654h. 

Peripheral Bus 
The DSP also controls a peripheral bus which transfers 

data to and from the memory-mapped peripherals on the 
device. These peripherals include the DMA, external 
memory interface, and host port. The addresses accessed 
through the peripheral bus are used to configure these 
peripherals. Peripheral bus accesses can only be word wide 
and must be executed on Data Path B of the CPU. 
The DSP program memory system includes 64K bytes of 

memory and a memory/cache controller. The program 
memory can operate as either a 64K byte internal program 
memory or as a direct mapped program cache. There are four 
modes under which the program memory System operates: 
program memory mode, cache enable mode; cache freeze 
mode; and cache bypass mode. 

FIG. 57 shows the control status register (CSR) for the 
CPU. The mode under which the program memory operates 
is determined by the program cache control (PCC) field (bits 
5–7) in the CSR. 

Table 34 shows which PCC values are supported by the 
TMS320C6201 program memory system. 

TABLE 34 

Program Memory System Control Encoding 

Description 

Program Memory Memory is mapped as program memory space. Cache modes disabled. 
(value at reset) 
Not supported on TM5320C6201. 
Cache accessed and updated on reads. 
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TABLE 34-continued 

Program Memory System Control Encoding 

PCC Value Program Mode Description 

O11 Cache Freeze Cache accessed but not updated on reads. 
1OO Cache Bypass Cache not accessed or updated on reads. 
101 Reserved Not supported on TMS320C6201. 
110 Reserved Not supported on TMS320C6201. 
111 Reserved Not supported on TMS320C6201. 

When the PCC field of the CSR contains the value 000b, 
the program memory is mapped as valid program memory 
Space. The addresses that make up the program memory map 
depend on the value on the MAP BOOT pin on the device. 
Table 35 shows the memory address space for the on-chip 
program memory in program memory mode according to the 
map mode value. 

TABLE 35 

Program Memory Address Map 

MAP BOOT Value Program RAM Byte Addresses 

O 14OOOOOh-14OFFFFh 
1. OOOOOOOh-OOOFFFFh 

Note: Only a MAP BOOT value of 1 can be used for bootloading. 

The DMA can write data into an addressed space of 
program memory. The DMA cannot read from the internal 
program memory in program memory mode. 
At reset, the program memory System is in program 

memory mode. This allows the DMA to bootload code into 
the internal program memory. See the DMA chapter for 
more information on bootloading code. 
A program Store, accomplished by executing a STP 

instruction, in program memory mode will Store the appro 
priate value to the addressed memory location. 
When the PCC field of the CSR contains a cache mode 

value, the program memory is used to cache external pro 
gram data. The memory is no longer in valid memory Space 
and cannot be directly addressed, therefore the DMA cannot 
write or read the internal program memory in any cache 
mode. The caching Scheme implemented in the 
TMS320C6201 program cache is a direct mapping of exter 
nal program memory addresses to cache memory addresses. 
This means that any external address will map to only one 
cache location, and addresses which are 64K bytes apart will 
map to the Same cache location. The program cache is 
organized into 256-bit frames. Thus, each frame holds one 
fetch packet. The cache stores 2048 fetch packets. 
A program Store to external memory in any cache mode 

will first flush the data in the cache frame that is direct 
mapped to the target address. This is done to ensure data 
coherency in the cache. The data is then written to the 
external memory at the addressed location. When that 
address is again accessed a cache miss occurs causing the 
Stored data to be loaded from external memory. 
When the PCC field of the CSR contains the value 010b, 

the program memory is enabled as a cache. On the change 
from program memory mode to cache enabled mode, the 
program cache is flushed. The only method Supported by the 
DSP for flushing the cache is a change from program 
memory mode to cache enabled mode. In cache enabled 
mode, any initial program fetch of an address will cause a 
cache miss to occur. In a cache miss, data is loaded from 
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external program memory, Stored in the internal cache 
memory, and then executed by the CPU. Any Subsequent 
read from a cached address will cause a cache hit and that 
data will be loaded from the internal cache memory. 
When the PCC field of the CSR contains the value 011b, 

the program cache is frozen. During a cache freeze, the 
cache retains it's current State. A program read to a frozen 
cache is identical to a read to an enabled cache with the 
exception that on a cache miss the data read from the 
external memory interface is not stored in the cache. A 
Subsequent read of the Same address will also cause a cache 
miss and the data will again be fetched from external 
memory. Cache freeze mode is useful to ensure that critical 
program data is not overwritten in the cache, but can cause 
less than optimal code performance. 
When the PCC field of the CSR contains the value 101b, 

the program cache is bypassed. When the cache is bypassed, 
any program read will fetch data from external memory. The 
data is not stored in the cache memory. Like cache freeze, in 
cache bypass the cache retains it's State. This mode is useful 
to ensure that external program data is being fetched. 
Performance will be sub-optimal as all program fetches will 
occur from external memory, regardless of whether they 
cause a cache hit. 
The external memory interface (EMIF) makes it possible 

to interface the DSP to multiple types of external memory: 
Synchronous devices-this interface is programmable to 
adapt to a variety of Setup, hold, and Strobe widths, Syn 
chronous burst SRAM (SBSRAM)—SBSRAM supports 
Zero-wait State external access once bursts have begun; 
synchronous DRAM (SDRAM); and 8-bit and 16-bit wide 
memory read capability to support low-cost boot ROM 
memories (FLASH, EEPROM, EPROM, and PROM). 

Additional features of the EMIF include: bus request 
feature for shared control of external memory; and an 
externally controlled I/O timing for I/O devices and external 
memory controllers. 

In all of these types of access, the EMIF Supports 8-bit, 
16-bit, and 32-bit addressability for writes. All reads are 
performed as 32-bit transfers. 
The EMIF can receive three types of requests for access. 

The three types are prioritized for in the order below. 
1) CPU Data Accesses 
2) CPU Program Fetches 
3) DMA Data Accesses 
When available to service another access, the EMIF 

Services the request type of highest priority. For example, 
DMA requests will not be serviced until the CPU ceases 
requesting external data and program fetches. 

FIG. 58 shows a diagram of the external memory signals 
that are common to all interfaces. Table 37 describes each of 
the depicted Signals. Table 36 shows the interfaces Supported 
by each of the three external memory spaces (0–2). Spaces 
0 and 2 are intended for a variety of interfaces. Space 1 is 
intended for asynchronous memories including low-cost 
ROM storage. 
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FIG. 58 depicts an external memory interface (EMIF) 
block diagram. 

TABLE 36 

72 

Interfaces Supported by the External Spaces 

Data Bus 
Width 

Supported Memory Types Size Type 

Enable 32- 16- 8- and Interface Features Supported Configuration Configuration 

Space Signal bit bit bit Async. SBSRAM SDRAM I/O Hold Signals Signals 

O CEO 4? 4 4 4 4 4 none CEO TYPE1:0 
1. CE1 4 4 4 4 4 CE1 WIDTH1:0 none 
2 CE2 4 4 4 4 4 4 none CE2 TYPE1:0 

4 indicates supported. 

TABLE 37 

External Memory Interface Signal 

Signal Name Bits I/O/Z Description 

ED31:O 32 I/Of Z. External data. Receives data from and transmits data to EMIF. 
EA22:0 23 Of Z. External word address. Selects location for read or write 
BE3:O 4 O/Z External interface byte enables for write access. Read accesses are always 32 

bit wide. Active-low. 
CEOf1/2 1. O/Z External space 0/1/2 chip enable. Asserted when memory access address is in 

Space 0/1/2, respectively. Active-low. 
HOLD 1. I External hold bus request. Asserted by external device to allow control of the 

other devices connected to the EMIF. Requesting device must wait for an 
asserted HOLDA before it assumes control. Active-high. 

HOLDA 1. O External hold acknowledge. Signals external device asserting HOLD that 
EMIF signals are no longer driven by DSP. Active-high 

CEO TYPE 2 I External memory space 0/2 type configuration. Selects type of memory used 
CE2 TYPE by accesses to addresses in Space 0/2. 

00 - Asynchronous memory. 
O1 - SBSRAM. 
10 - Reserved. 
11 - SDRAM. 

CE1 WIDTH 2 I External space 1 width configuration. Selects width of devices in Space 1. 
Read accesses to this space are assembled from multiple accesses if dictated 
by the width. External Space 1 is always configured to access asynchronous 
memory (including ROM). 
00 - 8-bit wide. Valid data only on ED7:0 
01 - 16 bit wide. Valid data only on ED15:0 
10 - 32-bit wide. Valid data only on ED31:0 
11 - reserved. 

MAP BOOT 1. I Memory map configuration and boot DMA source address. Note address O is 
the starting point of program execution at reset. 
MAP=0 configures external memory at address O and boot DMA source 
address at 100000h. 
MAP=1 configures internal program memory at address O and boot DMA 
source address at 1400000h. 

LENDIAN 1. I Endianness bit for external memory interface and internal data memory. 
LENDIAN=1 selects little-endian. LENDIAN=0 selects big-endian. 

I = input 
O = output 
Z = high-impedence state 

The DSP is a bi-endian machine. The LENDIAN input pin 
selects little-endian if high and big endian if low. LENDIAN 
effects both the endianneSS of the internal data memory and 
external interface. Internal program memory accesses are 
always greater than 32-bits in width, So the endianneSS has 
no effect. Also, all external read accesses are 32-bit accesses, 
So the endianneSS does not affect read accesses. Instead, the 
CPU or DMA simply selects the portion of the 32-bits it 
needs depending on the address, acceSS type, and the endi 
anness. In contrast, for writes, the endianneSS does effect 
which BE signals are active-low and what values in which 
bit positions of external data (ED). FIG. 59 and FIG. 60 
show the effect of address and endianness on BE and 
external data (ED). 

Table 38 lists the external memory interface (EMIF) 
control registers. These registers are 32-bits wide and are 
expected to be accessed by 32-bit accesses from the CPU. 

55 

60 TABLE 38 

EMIF Control Registers 
Control Registers (32-bit wide, 48-bit addresses) 

EMIF Global Control Register 
65 EMIF Space CE1 Control Register 

EMIF Space CEO Control Register 
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TABLE 38-continued 

EMIF Control Registers 
Control Registers (32-bit wide, 48-bit addresses) 

EMIF Space CE2 Control Register 
EMIF SDRAM Control Register 

EMIF SDRAM Refresh Period Register 

FIG. 61 shows the EMIF attached to an asynchronous 
device such as a SRAM (asynchronous) or a flash EEPROM. 
Table 39 describes EMIF signals specific to the asynchro 
nous interface. Other ROM interfaces work similarly except 
that there is no connection for the AXWE signal. The 
interface is shown as connected to Space CE1 which only 
operates with asynchronous memory types. If either space 0 
or 2 were used, the CEO TYPE and CE2 TYPE signals 
would be set to 00b indicating asynchronous memory. 
CE1 WIDTH=10b at reset, indicating a 32-bit wide device. 

TABLE 39 

ASVnchronous Interface Signal Description 

Signal Name Bits O/Z. Description 

AXWE 1. O/Z Asynchronous device write enable. 
Active-low. 

AXOE 1. O/Z Asynchronous device output enable. 
Active-low. 

O = output 
Z = high-impedence state 

Each memory Space register Sets configuration parameters 
Specific to each of the external memory Spaces. Specifically 
the bitfields in this register as shown in Table 40 and FIG. 

Parameter Value 

tsu (AS) 

th(AS) c X (HOLD+1) 
tw(AS) C X 

(STROBE+1) 
tsuz(AS) cx (SETUP+1) 
tdz(AS) c X (HOLD+1) 

15 

25 

cx (SETUP+1) 
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TABLE 40-continued 

Space Register Bitfield 

Bitfield Description 

STROBE STROBE+1 is the active strobe width in CLKOUT1 clocks. 
Also, applies to the width of valid address on consecutive 
reads. 

HOLD HOLD+1 is the framing signal hold time in CLKOUT1 clocks 
after the rising edge of the active strobe. 

The Setup and hold times apply to framing Signals which 
C. 

Valid ED for a write. 

High impedance ED for a read. 
EA 

CEO/1/2 
BE3:0 
The inactive strobe. The inactive strobe is AXWE for a 

read and AXOE for a write. 
The strobe time applies to the active strobe and the 

address width on consecutive read cycles. The active Strobe 
is AXOE for a read and AXWE for a write. 

FIG. 63 shows the bus timing of an asynchronous writes. 
Table 41 describes the depicted parameters. The SETUP, 
STROBE, and HOLD fields are assumed to be 0011b, 010b, 
and 01b, respectively. These values lead to Setup, Strobe, and 
hold widths of 4, 3, and 2 CLKOUT1 cycles, respectively. 
FIG. 63 is shown for a single write. Multiple writes would 
appear as repeated versions of the diagram with a hold time 
followed by a Setup time between consecutive Strobe peri 
ods. 

TABLE 41 

Asynchronous Interface Signal Parameters 

Description 

Setup time for framing signals before the falling edge of the active 
strobe. 
Hold time for framing signals after the rising edge of the active strobe. 
Width of the active strobe. Also width XADDR on consecutive read 
aCCCSSCS. 

ED out high impedance before the falling edge of AXOE for a read. 
ED in high impedance after the rising edge of AXOE on a read. 

c = the clock cycle time. The times given are rough in terms of clock cycles. 

62 Set the Signal Setup, hold, and Strobe width times for each 
of the various external rages. 

The reset value for space 0 and 2 control registers is 00 for 
no hold time. Asynchronous SRAMS do not generally have 
any Setup time. The reset value is 11 for Space 1 Control 
register to provide maximum hold times for ROM memo 
ries. Space 1 is used by the DMA to automatically load 
bootload code from. 

TABLE 40 

Space Register Bitfield 

Bitfield Description 

SETUP SETUP+1 is the framing signal setup time in CLKOUT1 
clocks before the falling edge of the active strobe 
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FIG. 64 shows three consecutive reads. Table 41 describes 
the depicted parameters. Again, the SETUP, STROBE, and 
HOLD fields are assumed to be 0011b, 010b, and 01b, 
respectively. In contrast to writes, consecutive asynchronous 
reads to the same Space do not lead to periods of inactive 
strobe. These values lead to setup, strobe, and hold widths of 
4, 3, and 2 CLKOUT1 cycles, respectively. This timing 
allows faster consecutive read acceSS. However, if accesses 
transition acroSS space boundaries, an intervening hold and 
Setup time occurs between the consecutive reads, just as in 
consecutive write cycle. 
When using Space 1, the width of the external interface is 

configurable for read access. This feature allows use of 
inexpensive 8-bit wide memories for permanent Storage of 
Static values Such as code to be boot loaded to on-chip 
program memory. Write-accesses are unaffected by this 
feature and the top 24-bits will not get written to 8-bit wide 
memories. Nor will any left shifting of EA occur. 

FIG. 65 shows read access for 8-bit wide memory. 
Normally, EA22:0 contains the 32-bit address. For 8-bit 
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wide memory the logical address is left-shifted by 2 and 
driven on the EA. Four consecutive read accesses are 
completed with EA1:0 incrementing from 00b to 01b to 
10b to 11b. The data is then assembled to form a 32-bit value 
before being presented to the CPU or DMA for further use. 
When using space 1, the width of the external interface is 

configurable for read access. This feature allows use of 
inexpensive 16-bit wide memories for permanent Storage of 
Static values Such as code to be boot loaded to on-chip 
program memory. Write-accesses are unaffected by this 
feature and the top 16-bits will not get written to 16-bit wide 
memories. Neither will any left shifting of EA occur. 

FIG. 66 shows read access to 16-bit wide memory. The 
logical address is left-shifted by 1 and driven on EA. Two 
consecutive accesses are completed with EAO increment 
ing from 0 to 1. The data is assembled to form a 32-bit word 
before being presented to the CPU or DMA for further use. 

FIG. 67 shows the EMIF connected to SBSRAM. Table 
42 describes the EMIF signals specific to the SBSRAM 
interface. The SBSRAM is shown interfaced to space 0. 
Thus, TYPEO=10b at reset. The SBSRAM interface is 
designed to work with SBSRAMs produced by Micron 
(MT58LC32K32) and NEC (uPD431232L). Other manu 
facturer's devices may work with this interface as well. Data 
sheets from these manufactures will provide additional 
timing information. 

After an initial startup time, accesses to SBSRAM will be 
Single-cycle, Zero wait State. For the first access, for encoun 
tering an address discontinuity, or for Switching between 
memory read and write cycles the initial Startup penalty will 
produce wait-states for the CPU in the case of a CPU access. 

TABLE 42 

SBSRAM Interface Signal 

Signal 
Name Bits O/Z Description 

CLKOUT1 1 O Clock output at CPU clock frequency. Rising 
edge used to clock SBSRAM. 

SSOE 1. O/Z SBSRAM burst output enable. Enables 
SBSRAM read cycles. Active-low. 

SSWE 1. Of Z SBSRAM burst write enable. Enables 
SBSRAM write cycles. Active-low. 

SSADV 1. O/Z SBSRAM address burst advance. Signals 
SBSRAM to increment internal address. 
Active-low. 

Bitfield 

BURST LENGTH 

BURST TYPE 
READ LATENCY 

WRITE BURST LENGTH 
TRC 
TRP 
TRCD 
INIT 
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TABLE 42-continued 

SBSRAM Interface Signal 

Signal 
Name Bits O/Z Description 

SSADS 1. O/Z SBSRAM address strobe. Signals SBSRAM 
to latch a new address. Active-low. 

*O = output 
Z = high-impedence state 

FIG. 68 shows the EMIF connected to SDRAM. Table 43 
describes the EMIF signals specific to the SDRAM inter 
face. The SDRAM is shown as being interfaced to space 2. 
Thus, TYPE2=11b. This interface is designed to work with 
TI SDRAMs including the TMS626XXX, TMSC627XXX, and 
TMS664XXX (Data Sheet Numbers SMOS182C, SMOS688, 
and SMOS685). This interface may be enhanced to incor 
porate the burst and other features of the SDRAM. In its 
current form, the SDRAM interface has a 16-cycle CPU stall 
for each CPU access. 

TABLE 43 

SDRAM Interface Signal 

Signal 
Name Bits O/Z. Description 

SDCAS 1. Of Z SDRAM column address strobe. Active-low. 
SDRAS 1. Of Z SDRAM row address strobe. Active-low. 
SDWE 1. Of Z SDRAM write enable. Active-low. 
SDCKE 1. Of Z SDRAM clock enable. Active-low. 
SDA10 1. O/Z SDRAM address 10. This signal is distinct 

from EA10 because it is needed during 
refresh when EA10 may be involved in an 
access to another type of memory. 
Clock output at /2 CPU clock frequency. 
Rising edge used by SDRAM to latch inputs. 

CLKOUT2 1 O 

*O = output 
Z = high-impedence state 

Two EMIF control registers affect SDRAM interfacing: 
The EMIF SDRAM Control Register 
The EMIF SDRAM Refresh Period Register 
FIG. 69 shows and Table 44 describes the fields in the 

SDRAM Control Register. Bits 11:0 correspond to the 
equivalent bits in the mode register internal to the SDRAM 
device. Bits 19:12 set timing parameters that relate CLK 
OUT2 the speed of the SDRAM. Note the reserved named 
fields and values will provide additional functionality in 
future revisions of this interface. 

TABLE 44 

EMIF Register Bitfield Definitions 

Description Value Effect 

Sets the SDRAM Burst Length OOO Burst length of 1 
Other Reserved 

Reserved 
Sets the SDRAM Read Latency OO1 Read Latency of 1 

O10 Read Latency of 2 
O11 Read Latency of 3 
other Reserved 

Reserved 
Value of t SDRAM parameter in terms of CLKOUT2 cycles. 
Value of tip SDRAM parameter in terms of CLKOUT2 cycles. 
Value of t SDRAM parameter in terms of CLKOUT2 cycles. 
Initialize SDRAM. Writes bits 10:0 of SDRAM Control Register to 
SDRAMs internal mode register. Always read as 0. 
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The fields in the EMIF SDRAM refresh period register, 
shown in FIG. 70, drive a two-stage 12-bit refresh counter. 
Upon writing to the SDRAM Period Register, the SDRAM 
Refresh Counter gets loaded with the values written to 
PERIOD 1 and 0. The counter begins decrementing at a rate 
of CLKOUT2. When the 4-LSBs of the counter reach Zero 
the counter decrements the value in the 8 MSBS. The low 
counter is simultaneously reloaded with PERIOD 0. Once 
the 8-MSBs of the refresh counter reach 0, they are reloaded 
with PERIOD 1. If the SDRAM interface has been 
initialized, when the counter gets reloaded indicates when 
the refresh cycles should occur. Whether or not initialization 
has occurred, the reloading of the MSBS generates the 
XSDINT signal to the CPU (which is mapped to INT10). 
Thus, this counter is reusable as a general purpose timer with 
period of (PERIOD1+1)x(PERIOD0+1) CLKOUT2 cycles. 

FIG. 71 shows a block diagram of the external control 
interface. Table 45 describes the Signals specific to that 
interface. Check your data sheet for the external control read 
and write timing diagrams. 

TABLE 45 

External Control Interface Signal Description 

Signal Name Bits O/Z. Description 
XREO 1. O/Z External request for access. Signals external 

logic of access request from DSP. 
Active-low. 

AXRDY 1. I External request ready input. Signal from 
external logic that external request is 
complete. Active-high. 

*O = output 
Z = high-impedence state 

External Memory Interface (EMIF) Global Control Register 
FIG. 72 shows and Table 46 describes the usage of fields 

in the EMIF control register. This external I/O interface is 
used for spaces 0 and 2, when the XCEO an XCE2 fields in 
the EMIF Global Control Register are set, respectively. 

TABLE 46 

EMIF Global Control Register Bitfield Definitions 

Bitfield Description 

RESET Initialize EMIF. Returns EMIF to its reset 
state when written with a 1. A write of O has 
no effect. Always read as 0. 

XCEO Use XCEO Interface timing. When set these 
XCE2 bits force external Space 0 and 2 respectively 

to use the XCE2 timing rather than the 
memory type for which they were initially 
configured. 

SDRAMINIT Indicates that the SDRAM interface is 
initializing. 

DMA/DATA/PROG ACK Indicates that the DMA, CPU Data Memory 
Controller, or CPU Program Memory 
Controller is the access being serviced 
by the EMIF. 
Indicates that the DMA, CPU Data Memory 
Controller, or the CPU Program Memory 
Controller is selected as the highest priority 
pending access. 

DMA/DATAPROG SEL 

HOLDA Inverted value of HOLDA output. 
Active-high. 

HOLD Inverted value of HOLD input. Active-high. 
AXRDY Value of AXRDY input. Active-high. 

Hold Operation 
The HOLD and HOLDA signals provide a handshake for 

an external device to drive values on the EMIF signals. After 
the external device asserts HOLD active-high it must wait 
for the DSP to assert the HOLDA signal active high. This 
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signal indicates that all the EMIF signals with the exception 
of CLKOUT1 and CLKOUT2 have been tri-stated. The 
EMIF must provide the remaining signals on the EMIF (or 
these signals must be pulled-up) to prevent floating control 
inputs to other devices interfaced to the bus. Once the 
external devices relinquishes its request be de-asserting 
HOLD inactive-low, it must wait for the DSP to de-assert 
HOLDA inactive-low before. 
The host port is a 16-bit wide access port through which 

a host (external) processor can read from, and write to, the 
internal data memory. The host port operates as an asyn 
chronous interface and uses handshaking Signals to Synchro 
nize data transferS. 

FIG. 73 shows the interface of the Host Port to a host and 
to the internal data memory. Table 47 describes the external 
Signals for the host port. 

TABLE 47 

Host Port External Signal Description 

Size in 
Name Bits I/O/Z. Description 

HREO 1. I Host internal data memory request. 
Host asserts active high to gain 
control of the internal data memory. 
Active-high. 

HACK 1. O Host internal data memory request 
acknowledge. Host Port asserts 
active-high to indicate GPU is halted 
and that host has control of internal 
memory. Active-high. 

HDATA 15:0 16 I/Of Z Host data. 
HADDR 16:1. 16 I Host address (or device configuration 

during RESET low.) 
HWRITE 1. I Host write strobe. Active-low. 
HREAD 1. I Host read strobe. Active-low. 

*I = input 
O = output 
Z = high-impedence state 

Host Access to Internal Data Memory 
A host processor's access to the internal data memory 

through the Host Port consists of two operations. 
1) The host must gain control over the Host Port by 
performing the request/acknowledge handshake 
through the HREO/HACK signals. 

2) Once access has been granted, the host may perform 
read and write operations to the internal data memory. 

The mapping of host port address to the internal memory 
address is described earlier herein. 
Host Request/Acknowledge Handshake 

FIG. 74 shows the handshake operation for a host to gain 
access to the host port. Table 48 shows the related timing 
parameters 

TABLE 48 

Host Request/Acknowledge Signal Parameters 

Parameter Type Min Max Description 

t(HREQH-HACKH) DSP Value 7 c Delay from HREQ 
high to HACK high. 

t(HREQL-HACKL) DSP Value 7 c. 8 c Delay from HREQ 
low to HACK low. 
Allowable period 
for host data access. 

Note: c = 1 CLKOUT1 period. 'C6xx value refers to values produced by 
the DSP. Values given are approximate figures when measurable in terms 
of clock cycles. 

Cycles 3 to 10-Host Asserting Request: The host 
requests access by asserting the HREQ (host request) input. 
The request will be recognized by the host port controller on 
cycle 4 or 5. 
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Host Receive Acknowledge: ASSuming that the neither the 
DMA nor the CPU is performing any accesses to internal 
data memory, the host port controller will signal that the host 
has access to the host port by asserting the HACK Signal 7 
cycles later (t(REQH-HACKH)). If either the CPU or DMA 
is accessing the internal memory, then the HACK will be 
delayed until all pending accesses are complete and no new 
accesses are arriving. Because of the pipelined interface to 
internal memory, this means that neither the DMA or CPU 
may performany accesses for three consecutive CPU cycles. 

Cycles 11 to i+2-Host Access: From the time it receives 
acknowledge to the time it relinquishes its request, the host 
may perform read and write cycles to the internal data RAM 
(t). There is no upper limit on this period of time. Also, 
during this time the operation of the CPU is frozen. The 
DMA will also be frozen if it begins trying to access internal 
data memory. 

Cycles i-3 to i+9-Host Relinquishes Request: During 
cycle i+2 the host relinquishes its request by deasserting 
HREQ. The host port controller recognizes the event on 
cycle i+3 or i+4. 

Host Received Deasserted Acknowledge: Seven cycles 
later (t(HREQL-HACKL)), the acknowledge is deasserted 
by the host port controller. 

Because of the delays from changes in HREQ to changes 
in HACK, the minimum period between consecutive 
requests (asserted HREQ) is 7 cycles. 
Host Data Access 

FIG. 75 shows the host port signal diagram for read and 
write operation. The figure depicts a host port read followed 
by a host port write. The following constraints exists for both 
read and write operation: 

The HREAD and HWRITE Strobes must be active-low 
for a minimum of 8 clock cycles. 

There must be at least 4 clock cycles between HREAD or 
HWRITE strobe rising to the subsequent HREAD or 
HWRITE falling. 
HADDR must frame the HREAD and HWRITE Strobes 

by 2 clock cycles for read and write access respectively. 
There must be at least 12 clock cycles between the start 

of two consecutive HWRITE or HWRITE strobes falling. 
Thus, the maximum rate of accesses is one every 12 clock 
cycles. 

The Host Port returns the bus to a high impedance no 
more than two cycles after the rising edge of HREAD. The 
host must setup the value to be written on HDATA2 cycles 
prior to HWRITE falling. 

The host begins a write by asserting HWRITE active-low. 
The host must hold the value on HDATA until HWRITE 

rises. 
Reset Considerations 

Once a reset occurs the host port controller is reset. Thus, 
after reset the request/acknowledge handshake must 
re-occur before any transferS can begin. 
DMA Overview 
The two channels of the on-chip Direct Memory Access 

(DMA) controller can read from or write to any location in 
the memory map without interfering with the operation of 
the CPU. This allows interfacing to slow external memories 
and peripherals without reducing the throughput to the CPU. 
The DMA controller contains its own address generators, 
Source and destination registers, and transfer counter. The 
DMA has its own bus for addresses and data. This keeps the 
data transferS between memory and peripherals from con 
flicting with the CPU. ADMA operation consists of a 32-bit 
word transfer to or from any of the three DSP modules (see 
FIG. 76): 
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Internal Data Memory. 
Internal Program Memory that is not configured as cache 

as a destination of a transfer (only writes to program 
memory are Supported). 

EMIF. 
This revision of the DMA Controller can access all 

internal program memory, all internal data memory, and all 
devices mapped to the EMIF. An exception is the DMA 
cannot use the program memory as the Source of a transfer. 
Also, it cannot access memories configured as cache or 
memory-mapped on-chip peripheral registers. 
The DMA controller has the following features: 
Two independent channels. 
Source and destination addresses may be within the same 

or different modules. These addresses are independently 
programmable, and may either remain constant, increment, 
or decrement on each transfer. 
The transfer count is programmable. Once the transfer 

count has completed, the DMA may be enabled to send an 
interrupt to the CPU. 
Operation of the DMA 
The DMA has lowest priority to all modules it accesses. 

To internal data memory and internal program memory it 
must wait until no transferS are being initiated to the memory 
it intends to access. DMA accesses to internal memory 
perform cycle Stealing. Thus, no Subsequent CPU accesses 
of internal memory are hampered by a DMA access. 
However, if the CPU accesses the EMIF while a multi-cycle 
DMA acceSS is in progreSS, it will wait until that access 
completes. 
The DMA Control Registers should be properly pro 

grammed to control the operation of the DMA. Each DMA 
channel has a independent Set of registers as shown in Table 
49. 

These registers are 2-bits wide and are expected to be 
accessed via 32-bit accesses from the CPU. If using C, this 
implies that pointers to these registers must be cast to type 
int. For software compatibility with future revisions of this 
DMA you must write reset values when writing to the 
reserved fields. 

TABLE 49 

DMA Memory Mapped Control Registers 
Control Registers (word wide, 4 byte addresses) 

DMA Channel O Control 
DMA Channel O Source Address 

DMA Channel O Destination Address 
DMA Channel O Transfer Counter 

DMA Channel 1 Control 
DMA Channel 1 Source Address 

DMA Channel 1 Destination Address 
DMA Channel 1 Transfer Counter 

Stopping, Programming, and Starting the DMA 
The DMA Channel Control Register configures the DMA 

operation for the associated channel. FIG. 77 shows and 
Table 50 describes the bitfields in that register. To configure 
the DMA, the DMA channel must be stopped. One can force 
this condition by setting START=00b. Alternatively, this 
condition may be ascertained by waiting for STAT=00b. 
Once Stopped, one programs the DMA Channel Source 
Address, Destination Address, and Transfer Counter to their 
desired values. Then, one writes the DMA Channel Control 
Register with the appropriate values including START=11b 
to Start operation. 
Transferring Data With the DMA Channels 
The DMA only performs word transfers. Any non-zero 

bits written to the two LSBs of the DMA Source and 
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Destination Registers are automatically Set to 0. Also, as 
only 32-bit transfers are enabled, the DMA is unaffected by 
the endianness as set by the LENDIAN input signal. 

The DMA Channel Transfer Counter depicted in FIG. 78 
sets the number of data transfers for the DMA channel to 
complete. Upon the completion of the write portion of each 
transfer the counter is automatically decremented. 

TABLE 50 

DMA Control Register Bitfield Definitions 

Bitfield Description 

START Controls DMA Operation: 
START = 00b, Stop, Abort. Stops DMA after any 
read or write operation in progress. All DMA 
Channel control registers associated with that 
channel are reloaded with their reset values after a 
write of OOb occurs. However, registers may be 
re-written afterwards. 
START = 01b, reserved 
START = 10b, Pause. Stops after DMA after both 
read and write of any operation in progress 
complete. DMA may be restarted after paused. 
START = 11b, Start. Allows DMA operation to 
begin or restart after pause. Although set to 0 at 
reset, after bootload operation field will contain 11. 
Status of DMA Operation: 
STAT = OOb, DMA Channel stopped. 
STAT = 01b, reserved. 
STAT = 10b, reserved. 
STAT = 11b, DMA Channel started. 
Source/Destination Address Direction. DMA 
Source/Destination Address is incremented or 
decremented as indicated after the read/write portion 
of the transfer completes 
SRC/DST DIR = OOb, do NOT increment or 
decrement. 
SRC/DST DIR = 01b, increment. 
SRC/DST DIR = 10b, decrement. 
SRC/DST DIR = 11b, reserved. 

STATUS 

SRC DR DST DIR 

RSYNC Synchronization of Read or Write Transfer. The 
WSYNC read/write portion of the each transfer for the DMA 

Channel does not begin until the appropriate 
synchronization signal is received. 
Synchronization occurs on the rising edge of the 
synchronization signal. 
R/WSYNC = 00000b, no synchronization, complete 
read/write as soon as possible. 
R/WSYNC = 00100b, synchronize on INT4 input 
p1.n. 
R/WSYNC = 00101b, synchronize on INT5 input 
p1.n. 
R/WSYNC = 00110b, synchronize on INT6 input 
p1.n. 
R/WSYNC = 00111b, synchronize on INT7 input 
pin. 
R/WSYNC = other, reserved. 

TCINT Generates interrupt on DMA Interrupt when transfer 
count reaches 0. 

Setting the Source and Destination from Which the DMA 
Reads and Writes Data 
The DMA Channel Source Address Register (FIG. 79) 

and Destination Address Register (FIG. 80) determine the 
Source from which the DMA reads data and the destination 
to which the DMA writes data, respectively. One must 
program these registers to their desired values before Start 
ing the DMA. You may select whether these addresses 
increment, decrement, or be maintained by Setting the SRC 
DIR and DST DIR fields in the DMA Channel Control 
Register. 

Notice the following about the registers: 
The bits 1:0 are 0, implying word-aligned data. 
Bits 30:26 are 0, to cover a 26-bit EMIF byte address 

Space as well as internal program memory. 

5 

15 

25 

35 

40 

45 

50 

55 

60 

65 

82 
Bit 31 can be set to 1 to select internal data memory or set 

to 0 to Select external memory or on-chip program memory. 
Note that if bits 25:2 increment or decrement past a 26-bit 
boundary no carry will ripple to bit 31. 

For software compatibility with future revisions of the 
DMA, you must only write 0 to reserved fields as well as 
assure the address does not increment or decrement past a 
26-bit boundary. 
DMA Interrupts 

If the TCINT bit in the DMA Channel Control Register is 
enabled, an interrupt is generated to the CPU when the 
counter reaches Zero after the write portion of the last 
transfer has completed. The DMA interrupts DMAINTO and 
DMINT1 for channels 0 and 1 are mapped to CPU interrupts 
INT8 and INT9, respectively. 
Bootload Operation 
The DMA boot operation allows the internal program 

memory to be loaded with program Stored in 8-, 16-, or 
32-bit memory mapped in space 1. The CPU is internally 
held in reset while the transfer occurs. After the transfer 
completes, the CPU is released and begins running at 
address 0. 
By setting the MAP BOOT BOOT SRC, and BOOT 

CNT input pins to the appropriate values at reset, you may 
enable the DMA to automatically bootload the internal 
program memory. The CE1 WIDTH pins select the width 
of the memory mapped at Space 1. These pins are shared 
with the HA pins of the host port. You must be drive these 
pins to the appropriate values during reset. 
Configuring the DMA to Bootload the Internal Memory 
You may configure the DMA to bootload the internal 

program memory through DMA Channel 0 by: 
Setting the input pin MAP BOOT=1, mapping internal 

program memory to address 0. See the data sheet for your 
specific device for a full explanation of DSP memory maps. 

Setting the input pin BOOT SRC2:0=001b as shown in 
Table 51. Enables DMA bootload operation. If BOOT SRC 
2:0=000b the DMA is disabled from bootloading, and the 
CPU begins running from address 0. All other values of 
BOOT SRC2:0) are invalid. 

TABLE 51 

BOOT SRC and Enabling of Bootload 

BOOT CNT Words Transferred 

OOOb No DMA Boot 
OO1b DMA Boot from External Space 1 
other Reserved 

Selecting the Number of Words to Bootload 
The number of words to bootload is set by the boot 

transfer count (BOOT CNT2:0) input pins. The number 
of words to bootload is: 
2(BOOT CNT+8) as shown in Table 52. 

TABLE 52 

BOOT CNT and Word Transfer Count 

BOOT CNT Words Transferred 

OOOb 256 
OO1b 512 
O1Ob 1024 
O11b 2048 
1OOb 4096 
101b. 8.192 
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TABLE 52-continued 

BOOT CNT and Word Transfer Count 

BOOT CNT Words Transferred 

11Ob 16384 
111b 32768 

Selecting the Asynchronous Memory Width 1O 
The Source of boot memory is always configured to be in 

external CE1 Space. CE1 Space is expected to contain 
asynchronous memory of 8-, 16, or 32-bits in width. The 
width is selected via the CE1 WIDTH1:0 input pins 
(Table 53). 

15 

TABLE 53 

CE1 WIDTH and Boot Memory Width 

CE1 WIDTH 1:0 Width of Memory in Space 1 

OOb 8-bits 
O1b 16-bits 
1Ob 32-bits 
11b reserved 

25 
Power-Down Control 
The DSP supports three power-down modes: Idle 1; Idle2; 

and Idle3. To initiate the three power down modes, use the 
three lower bits of the PWRD field in the Control Status 
Register (CSR), as depicted in FIG. 81. Setting one of these 
bits initiates the power down mode that the bit corresponds 30 
to. If more than one of these PWRD bits are set, the 
power-down mode Selected by the most significant bit is 
enabled. 
When in a power-down mode, the DSP can be reactivated 

by a RESET, an enabled interrupt, or any interrupt. Bits three 
and four of the PWRD field in the Control Status Register set 35 
the wake up condition. If bits three and four are Set, the 
device can be awakened from a power-down State by an 
enabled interrupt. 

Automotive 

Adaptive ride control 
Antiskid brakes 
Cellular telephones 
Digital radios 
Engine control 
Global positioning 
Navigation 
Vibration analysis 
Voice commands 

General Purpose 

Adaptive filtering 
Convolution 
Correlation 
Digital filtering 
Fast Fourier transforms 
Hilbert transforms 
Waveform generation 
Windowing 

Instrumentation 

Digital filtering 
Function generation 
Pattern matching 

84 
The power-down mode bit (Zero, one, or two) and wake 

up bit (three or four) must be set by the same MVC 
instruction to ensure proper power-own operation. 
Power-Down Modes 

For any of the three power-down modes, the contents of 
the CPU are maintained. This allows operation to continue 
when the power-down mode is terminated. If the power 
down state is terminated by an enable interrupt, the DSP will 
enter the interrupt Service routine on wake-up and then 
return to the instruction after the power-down instruction. If 
the power-down State is terminated by a disabled interrupt, 
the DSP will begin operation (upon wake-up) at the instruc 
tion after the power-down instruction. 
Idle1 Mode 

Writing a one to bit Zero of the PWRD field in the CSR 
places the DSP in the Idlel mode. In this mode, all CPU 
activity is halted. The System clock and peripherals continue 
to operate and the CLKOUT pin remains active. Thus, 
peripherals can take the CPU out of its power-down state by 
generating an interrupt. 
Idle2 Mode 

Writing a one to bit one of the PWRD field in the CSR 
places the DSP in the Idle2 mode. In Idle2 mode, the CPU 
and on-chip peripherals are halted. Because the on-chip 
peripherals are stopped, you cannot use the peripherals to 
generate the interrupt to wake up the DSP. Only an external 
interrupt or RESET can take the DSP out of Idle2 mode. 
Idle3 Mode 

Writing a one to bit two of the PWRD field in the CSR 
places the DSP in the Idle3 mode. In Idle3 mode, the CPU, 
on-chip peripherals, and PLL are inactive. Idle3 is used for 
complete shutdown of the DSP. To come out of the Idle3 
mode, you must reset the device. 

Table 54 lists some typical applications for the DSPs of 
the present invention. These DSPs offer adaptable 
approaches to traditional Signal-processing problems. They 
also Support complex applications that often require multiple 
operations to be performed Simultaneously. 

TABLE 54 

Typical Applications for DSPs 

Consumer Control 

Disk drive control 
Engine control 
Laser printer control 
Motor control 
Robotics control 
Servo control 

Digital radios/TVs 
Educational toys 
Music synthesizers 
Pagers 
Power tools 
Radar detectors 
Solid-state answering machines 

Graphics/Imaging Industrial 

3-D rotation 
Animation/digital maps 
Homomorphic processing 
Image compression/transmission 
Image enhancement 
Pattern recognition 
Robot vision 
Workstations 

Numeric control 
Power-line monitoring 
Robotics 
Security access 

Medical Military 

Diagnostic equipment 
Fetal monitoring 
Hearing aids 

Image processing 
Missile guidance 
Navigation 

Amazon / Zentian Limited 
Exhibit 1039 

Page 99



US 6,182,203 B1 
85 

TABLE 54-continued 

Typical Applications for DSPs 

Phase-locked loops 
Seismic processing 
Spectrum analysis 
Transient analysis 

Patient monitoring 
Prosthetics 
Ultrasound equipment 

Telecommunications 

1200- to 56?600-bps modems 
Adaptive equalizers 
ADPCM transcoders 
Base stations 
Cellular telephones 
Channel multiplexing 
Data encryption 
Digital PBXs 
Digital speech interpolation (DSI) 
DTMF encoding/decoding 
Echo cancellation 

Faxing 
Future terminals 
Line repeaters 
Personal communications 
systems (PCS) 
Personal digital assistants (PDA) 
Speaker phones 
Spread spectrum communications 
Digital subscriber loop (xDSL) 
Video conferencing 
X.25 packet switching 

With a performance of up to 1600 million instructions per 
second (MIPS) and an ultra-efficient C compiler, the digital 
Signal processors (DSPs) of the present invention give 
system architects unlimited possibilities to differentiate their 
products. High performance, ease-of-use, and affordable 
pricing make the DSP the optimum solution for 
multichannel, multifunction applications: 

Pooled modems 
Wireless base stations 

Remote access servers (RAS) 
Digital subscriber loop (DSL) systems 
Cable modems 
Multichannel telephony systems 
The is also the optimum Solution for exciting new appli 

cations like: 
Personalized home security with face and hand/ 

fingerprint recognition 
Ultimate cruise control with GPS navigation and acci 

dent avoidance 
Remote medical diagnostics 

The devices are fixed-point DSPs. These devices feature 
the first DSPs in the industry to adopt an advanced VLIW 
architecture. The architecture makes it the first off-the-shelf 
DSP to use advanced VLIW to achieve high performance 
through increased instruction-level parallelism. A traditional 
VLIW architecture consists of multiple execution units 
running in parallel, performing multiple instructions during 
a single clock cycle. Parallelism is the key to extremely high 
performance, taking these next-generation DSPs well 
beyond the performance capabilities of traditional SuperSca 
lar designs. This DSP is a highly deterministic architecture, 
having few restrictions on how or when instructions are 
fetched, executed, or stored. It is this architectural flexibility 
that is key to the breakthrough efficiency levels of the its 
compiler. Advanced features include: 

Instruction packing 
Conditional branching 
Variable-width instructions 
Prefetched branching 
All of these features eliminate the problems traditionally 

associated with historical implementations of VLIW 
machines. 
At 200 MHz, the devices operate at a 5-ns cycle time, 

executing up to eight 32-bit instructions every cycle. The 
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Radar processing 
Radio frequency modems 
Secure communications 
Sonar processing 

Voice/Speech 

Speaker verification 
Speech enhancement 
Speech recognition 
Speech synthesis 
Speech vocoding 
Text-to-speech 
Voice mail 

device's core CPU consists of 32 general purpose registers 
of 32-bit word length and eight functional units: 
Two multipliers 
Six ALUs 
Features of the DSP include: 
Advanced VLIW CPU with eight functional units 

including two multipliers and Six arithmetic units 
Executes up to eight instructions per cycle for up to ten 

times the performance of typical DSPs 
Allows designers to develop highly effective RISC-like 

code for fast development time 
Instruction packing 
Gives code size equivalence for eight instructions 

executed Serially or in parallel 
Reduces code size, program fetches, and power consump 

tion. 
100% conditional instructions 
Reduce costly branching 
Increase parallelism for higher Sustained performance 
Code executes as programmed on highly independent 

functional units 
Industry's most efficient C compiler on DSP benchmark 

Suite 
Industry's first assembly optimizer for fast development 

time 
8/16/32-bit data Support, providing efficient memory Sup 

port for a variety of applications 
40-bit arithmetic options add extra precision for Vocoders 

and other computationally intensive applications 
Saturation and normalization provide Support for key 

arithmetic operations 
Bit-field manipulation and instruction extract, Set, clear, 

and bit counting Support common operation found in 
control and data manipulation applications 

A variety of memory and peripheral options are available: 
Large on-chip RAM for fast algorithm execution 
32-bit external memory interface supports SDRAM, 
SBSRAM, SRAM for a broad range of external 
memory requirements and maximum system perfor 

CC 

16-bit host port for host-to-access on-chip memory 
Two direct memory access (DMA) channels with boot 

loading capability for efficient access to external 
memory/peripherals with minimized CPU interrupts 
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