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(57) ABSTRACT 

An address triggered DMA controller includes a DMA 
engine for controlling transfer of data between an external 
device and locations in a memory designated by respective 
addresses. Such a DMA controller also includes a DMA 
monitor for monitoring the respective addresses, and if one 
of the respective addresses matches a predetermined value, 
generating a signal to indicate a match. 
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ADDRESS TRIGGERED DMA CONTROLLER 
WITH AN INDICATIV E SIGNAL INCLUDING 

CIRCUITRY FOR CALCULATING A NEW 
TRIGGER ADDRESS VALUE BASED ON THE 

SUM OF THE CURRENT TRIGGER 
ADDRESS AND THE DESCRIPTOR 

REGISTER DATA WITH A TRIGGER 
ADDRESS REGISTER 

FIELD OF THE INVENTION 

The present invention relates to a DMA controller which 
monitors the addresses involved in a DMA transfer, and 
generates a signal when a predetermined address is involved 
in the DMA transfer. 

BACKGROUND OF THE INVENTION 

Present computer systems include one or more main, or 
host, processors, each including associated memory for 
storing programs to be executed and data to be processed. 
Such systems also include one or more input/output (1/0) 
peripheral device controllers. The host processors, memory, 
and peripheral device controllers are all coupled together by 

2 

specifically, the DMA controller conditions the host memory 
to place data on the system bus, by placing a memory 
address on the system bus, conditioning the host memory to 
place data from the addressed location on the system bus, 

5 and simultaneously conditioning the disk drive system to 
store the data from the system bus in it's local memory. 
When this transfer is complete, the address is incremented, 
and the DMA cycle repeated until all the desired data has 
been transferred, all in a known manner. 

10 If the block of data to be written is large, the transfer of 
the data from the host computer system to the disk drive 
controller, and the copying of that data within the disk drive 
controller can take a relatively long time, and the transfer of 
that data to the disk drives themselves does not start until the 

15 data has been completely and successfully received by the 
disk drive controller. However, it is possible that sufficient 
data is received to begin a transfer from the disk drive 
controller to the disk drives within a relatively short period 
of time. It is desirable to begin transfer of data from the 

20 memory in the disk drive controller to the disk drives as soon 
as there is sufficient data to do so to minimize the delay from 
the start of the data transfer from the host computer system 
until the data is safely written onto the disk drives. 

a system bus. Such peripheral device controllers may 
include their own memory and a local processor to control 25 
the operation of the peripheral device controller and the 
peripheral devices to which it is attached. One type of 
peripheral device controller may be coupled to a plurality of 
mass storage devices, such a disk drives. A peripheral device 
controller for a disk drive system includes respective host 

30 

adapters for coupling to the host processors, and one or more 
disk adapters, each coupled to one or more disk drives. 
These adapters are all coupled together via a local bus. 

BRIEF SUMMARY OF THE INVENTION 

In accordance with principles of the present invention an 
address triggered DMA controller includes a DMA engine 
for controlling transfer of data between an external device 
and locations in a memory designated by respective 
addresses. Such a DMA controller also includes a DMA 
monitor for monitoring the respective addresses, and if one 
of the respective addresses matches a predetermined value, 
generating a signal to indicate a match. 

In some such computer systems it is absolutely necessary 
that data be stored in such a manner that it will not be lost 35 

An address triggered DMA controller according to the 
invention monitors the memory addresses of the data being 
transferred via DMA, and when the memory address 
matches a value, a match indicative signal is generated. In 
the above example, the predetermined address may be set to 
the size of a sector, or cluster, or other unitary block of data 

in the event of a failure of a portion of the computer system. 
This is generally accomplished by providing redundant 
hardware and/or storing multiple copies of the data. For 
example, in a disk drive system, a host computer desiring to 
store data on the disk drives transfers a copy of that data 
from its memory to the disk drive controller. The disk drive 
controller stores in its local memory two copies of the data 
in two different places. Only when the two copies of the data 
have been made and their accuracy verified is the host 
processor notified that the data was successfully received by 
the disk drive system. The disk drive controller then trans­
fers the data from the local memory to the disk drives in such 

40 for the disk drive system. When the address corresponding 
to the end of such a block is accessed, a signal is generated, 
indicating that a block of data has been received by the disk 
drive controller and stored in the local memory. In response 
to that signal, the disk drives may be conditioned to initiate 

45 transfer of that block of data from the local memory to the 
disk drives themselves. In the meantime, the transfer of the 
data from the host processor to the disk drive controller may 
continue. The predetermined address may also be adjusted to 
indicate receipt of a second disk drive data block and the 

a manner that it may be recovered, even if a disk drive 
should fail, for example using a RAID arrangement. 

Both of these transfers of data are generally made under 
the control of direct memory access (DMA) controllers in a 
known manner. A DMA data transfer takes place indepen­
dently of the program being executed by the processor 

50 disk drives notified of the receipt of a second data block, and 
so on. In this manner, the latency between receipt of data to 
be stored on disk drives, and the transfer of that data to the 
disk drives may be minimized. 

( either host or local), and can occur at the full burst 
throughput rate of the host system bus. DMA transfers are 55 

generally initiated by providing the DMA controller with: 
(1) a starting address of the location in the host processor
memory containing the data to be sent to the disk drive
system (termed the source address); (2) either the amount of
data to be transferred, or the ending address the data in the 60 

host processor memory (the end address); and (3) the 1/0
address of the disk drive controller to which it is desired to
send the data (the destination address). The DMA controller
then requests the host processor to grant it access to the
system bus. When access is granted, the DMA controller 65 

enables a burst of data of a predetermined size to be
transferred by accessing the host processor memory. More

BRIEF DESCRIPTION OF THE DRAWING 

In the drawing: 

FIG. 1 is a block diagram of a computer system incor­
porating the present invention; 

FIG. 2 is a block diagram of a DMA controller according 
to the present invention; 

FIG. 3 is a block diagram of a DMA monitor illustrated 
in FIG. 2; 

FIG. 4 is a more detailed block diagram of the monitor 
register block illustrated in FIG. 2; 

FIG. 5 is a more detailed block diagram of the DMA 
engine illustrated in FIG. 2; 
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FIG. 6 is a more detailed block diagram of a routing 
circuit which is part of the DMA engine illustrated in FIG.

2; and 
FIGS. 7 and 8 are state diagrams illustrating the operation 

of the monitor state machine illustrated in FIG. 3 and the 5 

DMA state machine illustrated in FIG. 5, respectively. 

DETAILED DESCRIPTION OF IBE 

INVENTION 

4 

DMA controller 70 to transfer the block of data just received 
from the host memory 20 from its location in the memory 46 

to the memory 56 in the disk drive adapter 50. The DMA 

controller 70 is supplied with the address of the starting 
location in the host adapter memory 46 of the data block, the 
address of the ending location of the data block, data 
specifying the external interface 48 as the destination of the 
data, and an address in the memory 56 in the disk drive 
adapter 50 at which this copy of the data block is to be 

FIG. 1 is a block diagram of a computer system incor­
porating the present invention. In FIG. 1, a host central 
processing unit (CPU) 10 and a host memory 20, including 
a DMA controller, are coupled together by a system bus 25.

A disk drive system 30 is also coupled to the system bus 25.

The disk drive system 30 contains a host adapter 40 coupled 
to the system bus 25, and a disk drive adapter 50 coupled to 
disk drives 60. The disk drive system 30, the host adapter 40,

and/or the disk drive adapter 50 may also include a local 
processor (not shown) to control their operation in a known 
manner. 

10 stored. Under control of the DMA controller 70, the memory 
interface 49 retrieves the data from the memory 46, and 
supplies that data to the external interface 48, in a known 
manner. The data from the external interface 48 of the host 
adapter 40 is supplied to the external interface 58 of the disk 

15 drive adapter 50 via the local bus 80. Under control of the 
DMA controller 70, the external interface 58 supplies the 
data it receives to the memory interface 59, which stores it 
in the specified location in the memory 56, in a known 

The system bus 25 is coupled to a memory interface 
controller 42 within the host adapter 40, and specifically to 

20 

manner. 
While the transfer of data from the external interface 58

to the memory 56 is in progress, the DMA controller 70' is 
monitoring the addresses in the memory 56 at which data is 
being stored in a manner to be described in more detail 
below. When the memory 56 address matches a predeter-

an 1/0 interface 44 in the memory interface controller 42.

The 1/0 interface 44 is coupled to an external interface 48,

a memory interface 49 and a DMA controller 70 within the 
memory interface controller 42 via an internal bus 45. The 
memory interface controller 49 is coupled to a local memory 

25 mined value, then a signal is generated to indicate a match. 

46 within the host adapter 40. The external interface 48 is 
coupled to the disk drive adapter 50 via a local bus 80.

The disk drive adapter 50 also includes a memory inter­
face controller 52. The local bus 80 is coupled to the 
memory interface controller 52 in the disk drive adapter 50,

and specifically to an external interface 58 in the memory 
interface controller 52. The external interface 58 is coupled 
to an 1/0 interface 54, a memory interface 59 and a DMA 
controller 70' within the memory interface controller 52 via 

In the illustrated embodiment, the predetermined value is set 
so that a match indicative signal is generated when an 
amount of data equal to a sector, cluster, or other physical or 
logical block size for the disk drives 60 has been received 

30 and stored in the memory 56. The DMA controller 70' 
supplies this signal to the 1/0 interface 54 to indicate that 
there is sufficient data for a transfer to begin from the 
memory 56 to the disk drives 60. The 1/0 interface 54 may 
then be conditioned to begin transferring that data from the 

an internal bus 55. The memory interface 59 is coupled to a 
memory 56 within the disk drive adapter 50. The 1/0 
interface 54 is coupled to a plurality of disk drives 60.

35 memory 56 to the disk drives 60 immediately, while the 
remainder of the data is being transferred from the host 
adapter 40 to the disk drive adapter 50.

A DMA controller 70' operating in this manner, and 
fabricated in the manner described in more detail below can 

� 
, 

minimize the latency of the data storage operation from the In operation, the host CPU 10 executes a program stored 
in the host memory 20 in a known manner. This program 
includes instructions to generate data and store that data on 
the disk drives 60. This data is stored in a block in the host 
memory 20 starting and ending at respective known loca- 45 

tions. The DMA controller in the host memory 20 is con­
ditioned to control the transfer of the data block from the 
host memory 20 to the disk drive system 30. The DMA 
controller in the host memory 20 is supplied with the address 
of the starting location in the host memory 20 of the data 50 

block, the address of the ending location of the data block, 
data specifying the disk drive system 30 as the destination 
for the data, and an address in the host adapter memory 46

which will receive the data block. The DMA controller in the 
host memory 20 then controls the transfer of the data from 55 

the host memory 20 to the disk drive system 30 in a known 
manner. The host adapter 40 in the disk drive controller 30

receives the data from the host memory 20 via the 1/0 
interface 44. The 1/0 interface 44 supplies the data via the 
internal bus 45 to the memory interface 49, which, under 60 

control of the DMA controller in the host memory 20, stores 
that data in the specified location in the memory 46.

When the data has been received, and stored in the 
memory 46 of the host adapter 40, a copy is made in the disk 
drive adapter 50, e.g. for reliability purposes, as described 65 

above. In order to make a copy of the data, the memory 
interface controller 42 in the host adapter 40 conditions the 

time it is initiated by the host CPU 10 until the data is 
actually stored on the disk drives 60.

FIG. 2 is a block diagram of DMA engine 70' in the disk 
drive adapter 50 (of FIG. 1). It is envisioned that all DMA 
controllers in the computer system will be constructed 
identically. In FIG. 2, the DMA controller 70' includes four 
ports. Each of the ports is represented by one of four DMA 
monitors 100. Respective input terminals of the DMA moni-
tors 100 are coupled to internal bus 55, to which memory 56,

and the external interface 58, respectively, are coupled. 
Respective output terminals of the DMA monitors 100 are 
coupled to corresponding input terminals of a multiplexer 
104. An output terminal of the multiplexer 104 is coupled to
an input terminal of a DMA engine 106. An output terminal
of the DMA engine 106 is coupled to the internal bus 55.

Each of the DMA monitors 100 also has a bidirectional 
arbitration terminal. The respective arbitration terminals of 
the DMA monitors 100 are coupled to corresponding ter­
minals of an arbitrator circuit 102. A control output terminal 
of the arbitrator circuit 102 is coupled to a control input 
terminal of the multiplexer 104, and a bidirectional control 
terminal is coupled to a corresponding terminal of the DMA 
engine 106.

In general, a block of data is transferred between the 
memory 56 and the external interface 58 as a series of 
smaller DMA burst transfers. Each DMA burst transfer 
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transfers a predetermined amount of data. DMA burst trans­
fers are repeated until the entire data block has been trans­
ferred. 

In operation, each one of the DMA monitors 100, repre­
senting a respective port of the DMA controller 70', holds 
data representing the current state of the DMA transfer being 
controlled or monitored by that port. In the case where one 
of the DMA monitors 100 desires to control a DMA burst 

6 

to signals from the internal bus 55. Specifically, an address 
terminal, MEM ADDR IN, from the memory 56 (of FIG. l, 
not shown) is coupled to a memory address input terminal, 
MEM ADDR, of the monitor registers block 110. A data 

5 terminal, EXT DATA IN, from the external interface 58 is 
coupled to an external data input terminal of the monitor 
registers block 110. And an external address terminal, EXT 
ADDR IN, also from the external interface 58, is coupled to 

transfer, it sends a DMA request signal to the arbitrator 
circuit 102. The arbitrator circuit 102 selects one of the 10 

respective input terminals of the monitor registers 110 and 
an address decoder 114. 

requesting DMA monitors 100 using known arbitration 
techniques, and sends a DMAgrant signal back to a selected 
one of the DMA monitors 100. The arbitrator circuit 102 
simultaneously sends a control signal to the multiplexer 104 
conditioning it to couple the output terminal of the selected 
one of the DMA monitors 100 to the input terminal of the 
DMA engine 106. That output terminal provides data to the 
DMA engine 106 representing the current state of the DMA 
transfer being monitored by that DMA monitor. This data 
includes the address in the memory 56 of the next location 
in the data block to be transferred, the address in the memory 
56 of the end of the data block to be transferred, and the 
destination of the data, among other data to be described 
below. The arbitrator circuit 102 then sends a GO signal to 
the DMA engine 106. 

In response to the data received from the selected one of 
the DMAmonitors 100 and the GO signal, the DMAengine 
106 performs a DMA burst transfer. For each such DMA 
burst transfer, the DMA engine makes a request to acquire 
control of the portion of the internal bus 55 coupled to the 
appropriate one of the external interface 58 or the memory 
interface 59. When that request is granted, the DMA engine 
106 places a series of memory addresses on the bus, and 
conditions the memory 56 to retrieve the data from the 
addressed location in the memory 56 and supply the 
retrieved data to the external interface 58. This continues for 
the number of memory accesses in the DMA burst transfer. 
When the burst transfer is over, the data in the selected one 
of the DMA monitors 100 is updated to reflect the status of 
the overall DMA transfer at the end of the DMA burst 
transfer. 

In the case of a DMA write operation performed under the 
control of an external DMA controller ( e.g. DMA controller 

The address decoder 114 generates a plurality of register 
load signals in response to the external interface address 
signal in a known manner. Specifically, a load notification 
address signal, a load notification data signal, a load descrip-

15 tor signal, a load source address signal, and a load destina­
tion address signal are all generated in response to the 
external address signal by the address decoder 114. The 
respective load signals are coupled to corresponding input 
terminals of the monitor registers block 110. These load 

20 signals are supplied to load input terminals of respective
registers within the monitor registers block 110, as will be 
described in more detail below, and condition those registers 
to load data. In a preferred embodiment, these address are 
sequential addresses so these registers may all be loaded 

25 with one burst transfer from the external interface 58. 

A DMA grant signal is generated by the arbitrator circuit 
102 of FIG. 2, and is supplied to a DMAgrant input terminal 
of the monitor registers 110. In addition, a next address 
signal (NEXT ADDR), and a DMA done signal are gener-

30 ated by the DMA engine 106 ( of FIG. 2). The next address,
NEXT ADDR, signal is supplied to a corresponding input 
terminal of the monitor registers block 110 via the arbitra­
tion circuit 102. The DMA done signal is supplied to a 
corresponding input terminal of a monitor state machine 112 

35 also via the arbitration circuit 102. 

The monitor registers block 110 generate a notification 
address signal NOTIFY ADDR OUT and a notification data 
signal NOTIFY DATA OUT. These signals are routed to the 

40 external interface 58 (of FIG. 1) or the memory interface 59 
when a memory address in a DMA write operation matches 
a predetermined value, in a manner to be described in more 
detail below. A memory /external signal MEM/EXT indi­
cates whether the interface to be notified is on the external 

45 
interface 58 or the memory interface 59. The read /notify 
signal, READ/NOTIFY, is a bistate signal which indicates 
whether a DMA read operation is in progress, in which case, 
no notification is made; or a DMA write operation is in 
progress (under the control of an external DMA controller), 

70 of the host adapter 40), while the DMA burst transfer is 
underway, a selected one of the DMAmonitors 100 monitors 
the DMA addresses generated by the external DMA con­
troller. If an address matches a predetermined address, the 
selected one of the DMA monitors 100 generates a signal to 
indicate that a match has occurred. This signal is in trans­
mitted in the form of a DMA REQ to the arbitrator circuit 
102. As before, the arbitrator circuit 102, eventually grants
access to the DMA engine 106 to the requesting one of the
DMA monitors, and couples its output terminal to the input
terminal of the DMA engine 106 via the multiplexer 104. 

55 
Then the arbitrator issues a DMA GO signal. 

50 
in which case, notification is made when the DMA memory 
address matches a predetermined address. 

The monitor registers block 110 further generates address 
signals for direct use by the DMA engine 106 ( of FIG. 2) in 
DMA read operations. A first memory address signal F 
ADDR contains the address of the starting memory location 
for the next DMA burst transfer. The end memory address 

The DMAengine 106, in response to the data supplied by 
the selected one of the DMA monitors 100, and the DMA 
GO signal from the arbitrator circuit 102, notifies either the 
external interface 58 or the memory interface 59 of the 
match. This notification may include specific data to be 
transferred to the external interface 58 or memory interface 
59, in a manner to be described in more detail below. The 
external or memory interface may take appropriate action 
based on this data. 

FIG. 3 is a block diagram of a DMA monitor illustrated 
in FIG. 2. In FIG. 3, a monitor registers block 110 is coupled 

signal E ADDR contains the address of the ending memory 
location of the overall DMA transfer, and the destination 
address signal D ADDR contains the address at the desti-

60 nation for the next DMA burst transfer. The DMA engine 
106 uses the values of these signals to perform a DMA burst 
transfer. When the DMA burst transfer is complete, the 
DMA engine 106 conditions the monitor registers 110 to 
update the values of these signals in a manner to be 

65 described in more detail below. 

The monitor registers 110 cooperate with the monitor 
state machine 112 to operate properly. To this end, the 
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monitor registers 110 generate three control signals which 
are coupled to corresponding input terminals of the monitor 
state machine 112. A START signal, a MATCH signal, and 

8 

the size field of the DMA descriptor data, and is coupled to 
a first input terminal of a first adder 136. 

The source address data loaded into the source address 
register 128 contains two fields. A first field contains the 
address of the starting memory location for the DMA 
transfer. This is the starting location in the memory 58 ( of 
FIG. 1) from which data will be retrieved and supplied to the 
external interface 58 (for a DMA read operation) or into 
which data from the external interface 58 will be stored (for 
a DMA write operation). A second field contains the address 
of the ending memory location for the DMA transfer. A first 
address output terminal (F ADDR) of the source address 
register 128 is coupled to a first source address output 
terminal (FIRST SRC ADDR), and to a first data input 

a LAST signal. The monitor state machine 112, in turn, 
generates control signals for the monitor registers block 110. 5 

A load target address signal LD T ADDR, and a FIRST 
signal are coupled to corresponding input terminals of the 
monitor registers block 110. A DMA request signal DMA 
REQ is coupled to the arbitrator circuit 102, and an interrupt 
signal INT provides an indication that the DMA transfer 10 
represented by this monitor is completed. This signal may be 
coupled to the local processor (not shown) in the disk drive 
adapter 50 or in the disk drive system 30, in a known 
manner. The operation of the DMA monitor 100 will be 
described in more detail below. 

FIG. 4 is a more detailed block diagram of the monitor 
register block 110 illustrated in FIG. 2. In monitor register 
block 110 in FIG. 4, there are seven registers which contain 
data specifying the parameters of the DMA operation to be 
performed. Five registers receive values from the external 20 
interface 58 (of FIG. 1). The other two registers receive 
values derived from the values held in the first five registers. 
The external data input terminal EXT DATA IN is coupled 

15 terminal of a first multiplexer 138. An ending address output
terminal (E  ADDR) of the source address register 128 is 
coupled to a first input terminal of a second multiplexer 140, 
a first input terminal of a first comparator 142, and a first 

to respective data input terminals of a notification address 
register (NOTIFY ADDR REG) 122, a notification data 25 

register (NOTIFY DATA REG) 124, a DMA descriptor 
register (DESCR REG) 126, a source address register (SRC 
ADDR REG) 128 and a destination address register (DEST 
ADDR REG) 132. The load notification address register 
input terminal (LD NOTIFY ADDR) is coupled to a load 30 
input terminal of the load notification address register 122. 
The load notification data register input terminal (LD 
NOTIFY DATA) is coupled to a load input terminal of the 
load notification data register 124. A load DMA descriptor 
register input terminal (LD DESCRIPTOR) is coupled to a 35 

load input terminal of the DMA descriptor register 126. A 
load source address register input terminal (LD SRC ADDR) 
is coupled to a load full data input terminal (LD FULL 
DATA) of the source address register 128, and a load 
destination address register input terminal (LD DEST 40 
ADDR) is coupled to a load initial data input terminal (LD 
INIT DATA) of the destination address register 134. 

An output terminal of the notification address register 122 
is coupled to a notification address output terminal (N 
ADDR), and an output terminal of the notification data 45 

register 124 is coupled to a notification data output terminal 
(N DATA). The descriptor word, loaded into the DMA 
descriptor register contains three fields. A first field MEM/ 
EXT contains data specifying whether notification should be 
sent to the memory interface 59 or the external interface 58 50 

when a match occurs between a DMA memory address and 
a predetermined address value. The second field contains 
data specifying whether the DMA operation is a read 
operation, in which case no notification is to be done, or a 
write operation, in which case notification occurs in the 55 

event of a match of a DMA address and a predetermined 
address. The third field contains a size parameter. In the 
illustrated embodiment, this size parameter is used to derive 
the address to be matched to the DMA memory address, in 
a manner to be described in more detail below. A MEM/EXT 60 
output terminal of the DMA descriptor register 126 produces 
the MEM/EXT field of the DMA descriptor data, and is 
coupled to a MEM/EXT output terminal. A READ/NOTIFY 
output terminal of the DMA descriptor register 126 produces 
the READ/NOTIFY field of the DMA descriptor data, and is 65 

coupled to a READ/NOTIFY output terminal. A SIZE 
output terminal of the DMA descriptor register 126 produces 

input terminal of a second comparator 144. 
An output terminal of the first comparator 142 is coupled 

to a control input terminal of the second multiplexer 140. An 
output terminal of the second multiplexer is coupled to a 
data input terminal of a trigger address register 130. The 
trigger register contains the value which is compared to the 
DMA memory address in order to generate a match signal. 
An output terminal of the trigger address register 130 is 
coupled to a second input terminal of the second comparator 
144, a first input terminal of a third comparator 146, a first 
input terminal of a second adder 148, and a data input 
terminal of a last trigger address register 132. A second input 
terminal of the second adder 148 is coupled to a source of 
a signal representing the value '1', and operates as an 
incrementer. An output terminal of the second adder is 
coupled to a second input terminal of the first comparator 
142, and a second data input terminal of the first multiplexer 
138. An output terminal of the first multiplexer is coupled to
a second input terminal of the first adder 136. An output
terminal of the first adder 136 is coupled to a second data
input terminal of the second multiplexer 140. A load trigger
address register input terminal (LD T ADDR) is coupled to
respective input terminals of the trigger address register 130
and the last trigger address register 132. An output terminal
of the second comparator 144 is coupled to a LAST output
terminal. An output terminal of the third comparator 146 is
coupled to a MATCH output terminal, and an output termi­
nal of the last trigger address register 132 is coupled to a
ending source address output terminal (END SRC ADDR).

A NEXT ADDR input terminal is coupled to a first input 
terminal of an AND gate 150, and a DMA GRANT input 
terminal is coupled to a second input terminal of the AND 
gate 150. An output terminal of the AND gate 150 is coupled 
to respective load update data input terminals of the source 
address register 128 and the destination address register 134. 
A memory address input terminal (MEM ADDR IN) is 
coupled to an update data input terminals of the source 
address register 128 and a second input terminal of the third 
comparator 146. An external address input terminal (EXT 
ADDR IN) is coupled to an update data input terminal of the 
destination address register 134. An data output terminal of 
the destination address register 134 is coupled to a destina­
tion address output terminal DEST ADDR, and a start output 
terminal of the destination address register 134 is coupled to 
a start output terminal START. 

The operation of the monitor register block 110 will be 
described below. However, referring to FIG. 2, it should be 
recalled that the multiplexer 104 couples the output termi­
nals of a selected one of the DMA monitors 100 (illustrated 
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in FIGS. 2, 3 and 4) to the input terminals of the DMA 
engine 106. The DMA engine 106 then performs a DMA 
burst transfer as controlled by the data received from the 
selected one of the DMA monitors 100. 

FIG. 5 is a more detailed block diagram of the DMA 
engine 106 illustrated in FIG. 2. In FIG. 5, a destination 
address input terminal (DEST ADDR) from the selected 
monitor register 110 is coupled to a first input terminal of a 
first adder 160. A first source address input terminal (FIRST 
SRC ADDR) is coupled to a first input terminal of a second 
adder 162. A system clock input terminal (SYS CLK) is 
coupled to a clock input terminal of a counter 164. An output 
terminal of the counter 164 is coupled to respective second 
input terminals of the first and second adders, 160 and 162, 
and to a first input terminal of a first comparator 166. An 
output terminal of the first adder 160 is coupled to a DMA 
external address output terminal (DMA EXT ADDR). An 
output terminal of the second adder 162 is coupled to a DMA 
memory address output terminal (DMA MEM ADDR) and 
to a first input terminal of a second comparator 168. 

An ending source address input terminal (END SRC 
ADDR) is coupled to a second input terminal of the second 
comparator 168. A source of a signal representing the size of 
the DMAburst transfer (T SIZE) is coupled to a second input 
terminal of the first comparator 166. An output terminal of 
the first comparator 166 is coupled to a LAST ONE input 
terminal of a DMA state machine 170, and an output 
terminal of the second comparator 168 is coupled to a TOP 
input terminal of the DMA state machine 170. A MEM/EXT 
output terminal and a READ/NOTIFY output terminal from 
the selected one of the DMA monitors 100 is coupled to a 
MEM/EXT input terminal and a READ/NOTIFY input 
terminal, respectively, of the DMA state machine 170. A 
next address output terminal (NEXT ADDR) and a DMA 
done output terminal (DMA DONE) are coupled in common 
to corresponding input terminals of all of the DMA monitors 
100 (of FIG. 2). 

The DMA state machine 170 generates a memory inter­
face bus access request signal at output terminal (M REQ), 
which is coupled to the memory interface 59 (of FIG. 1), and 
an external interface bus access request signal at output 
terminal (E REQ), which is coupled to the external interface 
58, in a known manner. The local processor (not shown) 
controlling these interfaces responds to these respective 
request signals by granting control of the corresponding 
buses to the DMA engine 106, and generating a correspond­
ing memory interface bus access grant signal, M GRANT, 

and external interface bus access grant signal, E GRANT, in 
a known manner. A memory interface bus access grant signal 
input terminal M GRANT and an external interface bus 
access grant signal input terminal E GRANT are coupled to 
corresponding input terminals of the DMA state machine 
170. In addition, a data input strobe signal and a data output
strobe signal are generated whenever data has been moved
into or out of the memory interface controller 52 of the disk
drive adapter 50, respectively, in a known manner. A data
input strobe signal input terminal D IN STROBE and a data
output strobe signal input terminal D OUT STROBE, are
coupled to corresponding input terminals of the DMA state
machine 170.

10 

address and data should be supplied to the memory or 
external interface. The operation of the DMA engine 106 
will be described in more detail below. 

FIG. 6 is a more detailed block diagram of a routing 
5 circuit which is part of the DMA engine 106 illustrated in 

FIG. 2. In FIG. 6, an external interface data input terminal, 
EXT DATA IN, is coupled to receive data from the external 
interface 58 (of FIG. 1) and is coupled to a first data input 
terminal of a first multiplexer 182. A DMA external address 

10 input terminal DMA EXT ADDR is coupled to receive the
DMA external address signal from the first adder 160 (of 
FIG. 5) and is coupled to a first data input terminal of a 
second multiplexer 184. A memory data input terminal 
MEM DATA IN is coupled to receive data from the memory 

15 interface 59 and is coupled to a first input terminal of a third
multiplexer 186. A DMA memory address input terminal 
DMA MEM ADDR is coupled to receive the DMA memory 
address signal from the second adder 162 and is coupled to 
a first data input terminal of a fourth multiplexer 188. 

20 A notification address input terminal N ADDR is coupled 
to receive the notification address signal from the monitor 
registers 110 (of FIG. 3) and is coupled to respective second 
data input terminals of the second and fourth multiplexers, 
184 and 188. A notification data input terminal N DATA is 

25 coupled to receive the notification data signal from the 
monitor registers 110 and is coupled to respective second 
data input terminals of the first and third multiplexers, 182 
and 186. An output terminal of the first multiplexer 182 
generates the data signal for the memory interface 59, and is 

30 coupled to a memory interface data output terminal MEM 
DATA OUT. An output terminal of the second multiplexer 
184 generates the address signal for the memory interface 
59, and is coupled to the memory interface address output 
terminal MEM ADDR OUT. An output terminal of the third 

35 multiplexer 186 generates the data signal for the external 
interface 58, and is coupled to the external interface data 
output terminal EXT DATA OUT. An output terminal of the 
fourth multiplexer 188 generates the address signal for the 
external interface 58, and is coupled to the external interface 

40 address output terminal EXT ADDR OUT. 

A memory/external input terminal MEM/EXT is coupled 
to receive the select signal from the monitor registers 110 ( of 
FIG. 3), and is coupled to a first input terminal of a first AND 
gate 190 and an input terminal of an inverter 192. An output 

45 terminal of the inverter 192 is coupled to a first input 
terminal of a second AND gate 194. A notification signal 
input terminal NOTIFY is coupled to receive the notify 
signal from the DMA state machine 170 (of FIG. 5) and is 
coupled to respective second input terminals of the first and 

50 second AND gates 190 and 194. An output terminal of the 
first AND gate 190 is coupled in common to respective 
control input terminals of the first and second multiplexers 
182 and 184, and an output terminal of the second AND gate 
194 is coupled in common to respective control input 

55 terminals of the third and fourth multiplexers 188. The 
operation of the routing circuitry illustrated in FIG. 6 will be 
described in more detail below. 

The DMA engine described above with reference to 
FIGS. 1 through 6 operates in the manner to be described in 

60 more detail below. There are two basic modes of operation. 
The arbitrator circuit 102 (of FIG. 2) generates a GO 

signal when a DMA monitor 100 which requested DMA 
access has been granted such access ( as described above). 
This GO signal is supplied to the DMA engine 106. A GO 
input terminal is coupled to a corresponding input terminal 65 

of the DMAstate machine 170. The DMAstate machine also 

In a read mode of operation, a DMA transfer reads data from 
the memory 56 and supplies it to the external interface 58. 
In a write mode of operation, an external DMA controller, 
controlling the external interface 58, (for example, the DMA 

controller 70 in the host adapter 40, in FIG. 2) writes data 
into the memory 56 by assuming control of the local bus 55. 

generates a notify signal to indicate that the notification In the write mode of operation, the DMA controller 70' in the 
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ated as described above, is loaded into the trigger address 
register 130 in response to this signal. The address, thus, 
stored in the trigger address register 130 is the first prede­
termined address. When a DMA transfer occurs for this 

disk drive adapter 50 monitors the DMA operation, and 
generates a signal when data is stored to a predetermined 
address in the memory 56. The operation of the monitor state 
machine 112 illustrated in FIG. 3 is illustrated in the state 
diagram illustrated in FIG. 7, and the operation of the DMA 
state machine 170 illustrated in FIG. 5 is illustrated in the 
state diagram illustrated in FIG. 8. 

5 address, a match signal is generated in a manner to be 
described below. 

Referring to FIG. 2, in general, parameters related to a 
DMA transfer are written into the registers in one of the 
DMA monitors 100. Once the DMA parameters are written, 10
if the DMA controller 70' is to read data from the memory 
56, that DMA monitor 100, then, requests DMA burst 
transfers be performed by the DMA engine 106 until the 
entire DMA transfer is completed, otherwise it begins to 
monitor the DMA write operation. Thus, it is the writing of 15
the DMA transfer parameters into the registers in the DMA 
monitor 100 which initiates the operation of the DMA 
controller 70'. Referring to FIG. 4, the information required 
to initiate a DMA transfer is: (1) a description of the DMA 
transfer, which is stored in the DMAdescription register 126 

20 

by writing to the appropriate external interface address, as 
specified by the address decoder 114 (of FIG. 3); (2) the 
memory source addresses (of the starting and ending loca­
tions of the memory block involved in the DMA transfer), 
which is stored in the source address register 128; and (3) the 

25 

external destination address involved in the DMA transfer, 
which is stored in the destination address register 134. 

In the illustrated embodiment, these three registers are 
accessed by sequential external interface addresses, so they 
can be written in one burst access. Because it is envisioned 30 

that these registers will be written in order in one burst, the 
destination address register 134 includes circuitry which 
activates the STAR T signal when it is written into. The start 
signal indicates that all data relating to a DMA transfer has 
been supplied to the DMA monitor registers 110, and is 35 

supplied to the monitor state machine 112, which begins 
operations as illustrated in FIG. 7. 

When the trigger address has been stored in the trigger 
address register 130, the monitor state machine enters the 
trigger state 206. In this state, the FI RST signal is negated. 
Referring to FIG. 4, the second adder 148 adds one to the 
trigger address. In the illustrated embodiment, this produces 
the address of the beginning of the next sector's worth of 
data to be stored in the memory 56. The first multiplexer 138 
is conditioned by the negated FI RST signal to couple this 
signal from the second adder 148 to the first adder 136. The 
SIZE parameter is added to the value to generate the ending 
address of the next sector's worth of data. This value is 
supplied to the second data input terminal of the second 
multiplexer 140. The last address of the full DMA transfer 
is coupled to the first data input terminal of the second 
multiplexer 140. The first comparator 142 compares the 
address produced by the second adder 148 (which is the 
address of the beginning of the next sector's worth of data.) 
to the address of the ending address of the full DMA transfer. 
If the ending address of the full DMA transfer is less than the 
calculated next trigger address, the output of the first com-
parator 142 conditions the second multiplexer 140 to couple 
the last DMA address, from the source address register 128, 
to the input of the trigger address register 130, otherwise, the 
address of the end of the next sector's worth of data, from 
the first adder 136, is coupled to the input of the trigger 
address register 130. 

The DMA transfer, controlled by an external DMA con­
troller (e.g. DMAcontroller 70 in the host adapter 40) stores 
data at sequentially addressed locations in the memory 56 in 
the disk drive adapter 50, and the DMA monitor 100 
monitors this transfer. The monitor state machine 112 
remains in the trigger state 206 so long as a MATCH signal 
is not generated. Referring to FIG. 4, the third comparator 
146 compares the value in the trigger address register 130 
(described above) to the memory address from the memory 
address input terminal ( ME M  ADDR IN). When the 
memory address matches the trigger address, the third 
comparator generates the MATCH signal. Referring to FIG. 
7, when the MATCH signal is generated, the monitor state 
machine 112 enters the request ( REQ) state 208. In the REQ 
state 208, the monitor state machine 112 generates a DMA 
REQ signal requesting a DMA access. Referring to FIG. 2, 
this signal is supplied to the arbitrator circuit 102. The 

Referring to FIG. 7, the monitor state machine 112, when 
quiescent, is in the idle state 202. It remains in this state so 
long as the STAR T signal in not asserted (remains negated), 40 

as indicated by the tilde preceding STAR T. When in the idle 
state, a FI RST signal is asserted. Referring to FIG. 4, the 
FI RST signal generated by the monitor state machine 112 
conditions the first multiplexer 138 to couple the first source 
address signal F ADDR from the source address register 128 45 

to the second input terminal of the first adder 136. This 
address is the address of the first location in the memory 56 
involved in the DMA transfer. The adder 136 adds a size 
parameter to this first address. For a DMA write operation to 
the disk drives, for example, the size parameter is preferably 
the size of a disk drive sector or cluster, although the value 

50 arbitrator circuit 102 eventually grants a DMA access to this 
DMA monitor 100. As described above, a control signal is 
supplied to the multiplexer 104 coupling the F ADDR, E 
ADDR, D ADDR, ME M /EXT and READ/NOTIFY signals 
from the selected monitor register 110 to the DMA engine 

of the size parameter may be different. The address gener­
ated by the first adder 136 is the memory address of the end 
of the first sector's worth of data. When this address is 
generated during the DMA transfer, there is sufficient data in 
the memory 56 for a sector to be written to the disk drive. 
The MATCH signal generated (as described below), 

therefore, ultimately conditions the disk drive 1/0 interface 
54 to begin the transfer of that first sector of data to the disk 
drives 60. The second multiplexer 140 is conditioned to 
couple this trigger address to data input terminal of the 
trigger address register 130. 

When the STAR T signal is asserted at the completion of 
writing the DMA transfer parameters into the appropriate 
monitor registers 110 in the DMA monitor 100, the monitor 
state machine 112 enters the load state 204. In this state, a 
L D  T ADDR signal is asserted. The trigger address, gener-

55 106. The arbitrator circuit 102 further sends a DMA grant 
signal to the selected DMAmonitor 100 and a GO signal the 
DMAengine. 

Referring now to FIG. 8, the DMAstate machine 170 (of 
FIG. 5), when quiescent, is in the I DLE state 222. The DMA 

60 state machine remains in the I DLE state 222 so long as no 
GO signal is received from the arbitrator circuit 102 (of FIG. 
2). When a GO signal is received, the state entered depends 
upon the READ/NOTIFY signal and the ME M /EXT signal. 
If a DMAread operation is in progress, the READ/NOTIFY 

65 signal indicates this, and the M REQ state 224 is entered to 
perform a DMA burst read operation. If a DMA write 
operation is in progress, then the READ/NOTIFY signal 
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the memory interface 59 bus has been granted, is received. 
When an M GNT signal is received the DMA state machine 
enters the SEND state 230. As described above, the DMA 
state machine remains in the SEND state 230 until a data out 

indicates this. In this case, if the MEM/EXT signal indicates 
that the external interface 58 (of FIG. 1) is to be notified, 
state E MAIL 226 is entered. In the E MAIL state 226, the 
NOTIFY signal is asserted, and a request to acquire control 
of the external interface bus, E REQ is generated by the 
DMA state machine 170 (of FIG. 5). 

The DMAstate machine remains in the E MAIL state 226 
so long as no E GNT signal is received. The E GNT signal 
is generated by the controller (not shown) of the external 
interface 58 bus when access to the external interface 58 bus 
has been granted to the DMA engine 106. When the E GNT 
signal is generated, the DMAstate machine enters the SEND 
state 230. In the SEND state 230, the NOTIFY signal and the 
MEM/EXT signal cooperate to properly gate the notification 
data and address to the external interface 58 bus, as 
described with reference to the routing circuitry (FIG. 6) 
above. 

5 signal D OUT is received, indicating that the notification 
data has been written to the notification address on the 
memory interface 59 bus. When the D OUT signal is 
received, then the DONE state 244 is entered, and a DMA 
DONE signal generated. From the DONE state, the IDLE 

10 
state 222 is entered again. In this manner, the appropriate 
one of the external interface 58 or the memory interface 59 
is notified that the predetermined DMA address was 
accessed, and is supplied with a specific address and data. 

If the READ/NOTIFY signal indicates that a DMA read 

15 operation is in progress, the M REQ state 224 is entered, as
described above. In a DMA read operation, a DMA burst of 
data is read from a location in the memory 56 and then that 
burst of data is written to the external interface 58. In the M 
REQ state 224, the M REQ signal is asserted, requesting 

Referring to FIG. 6, in this case, the NOTIFY signal from 
the DMA state machine is asserted. Thus, both the first and 
second AND gates, 190 and 194, are enabled. The MEM/ 
EXT signal is a logic '0' signal, which indicates that the 
external interface 58 bus is to be notified. In this case, the 
first AND gate 190 is disabled by the MEM/EXT signal, and 
the second AND gate 194 is enabled by the inverted MEM/ 
EXT signal from the inverter 192. In response to the signal 

25 
from the second AND gate 194, the third multiplexer 186 is 
conditioned to couple the notification data input terminal, N 
DATA, to the external interface 58 data output bus, and the 
fourth multiplexer 188 is conditioned to couple the notifi­
cation address input terminal, N ADDR, to the external 

30 

interface 58 address bus. 

20 
access to the memory interface 59 bus, as described above. 

When the notification data has been successfully written 
to the notification address on the external bus, a data out 
signal D OUT is generated. The DMA state machine 170 
remains in the SEND state 230 so long as the D OUT signal 

35 

is not received. When the D OUT signal is received, 
indicating reception of the notification data and address, 
then the DMAstate machine 170 enters the DONE state 244. 
In the DONE state 244, the DMA DONE signal is asserted 
by the DMAstate machine 170. This is supplied to the DMA 

40 

monitor state machine 112 (of FIG. 3). From the DONE state 
244, the DMA state machine 170 reenters the IDLE state 
222. 

In a similar manner, if the MEM/EXT signal indicates that 
the memory interface 59 is to be notified, then the M MAIL 4s 
state 228 is entered. In the M MAIL state 228 the NOTIFY 
signal and the MEM/EXT signal cooperate to couple the 
notification data and address to the memory interface 59 bus, 

A CLR signal is also asserted. Referring to FIG. 5, the CLR 
signal clears the counter 164. The DMA state machine 170 
remains in the M REQ state 224 so long as no M GNT signal 
is received. 

When access is granted to the memory interface 59 bus, 
as indicated by the M GNT signal, the DMA state machine 
170 enters the READ INCR state 232. In the READ INCR 
state 232, the INCR signal is asserted. Referring again to 
FIG. 5, the INCR signal causes the counter 164 to increment 
its value, to a value of '1' in this case. This value is added 
the first memory address signal F ADDR and the destination 
address signal D ADDR from the DMA monitor registers 
110 in adders 162 and 160 respectively. The DMA state 
machine 170 then enters the READ state 234. The DMA 
state machine remains in the READ state 234 so long as no 
data in signal, D IN, (described below) is received. 

The output of adder 160 (of FIG. 5) is coupled to the 
external interface 58 address bus and the output of adder 162 
is coupled to the memory interface 59 address bus via the 
routing circuitry illustrated in FIG. 6. Referring now to FIG. 
6, in this case, the NOTIFY signal from the DMA state 
machine remains negated. Consequently, both the first and 
second AND gates 190 an 194 remain disabled. The first 
multiplexer 182, thus, is conditioned to couple the external 
interface 58 data input bus to the memory interface 59 data 
output bus. The second multiplexer 184 is conditioned to 
couple the DMA external address from the DMAengine 106 
(of FIG. 5) to the memory interface 59 address bus. The third 
multiplexer 186 is conditioned to couple the memory inter-as described above. In addition, a request is made to access 

the memory interface bus by asserting the M REQ signal, in 
the manner described above. 

so face 59 data input bus to the external interface 58 data output 
bus. And the fourth multiplexer 188 is conditioned to 
coupled the DMA memory address from the DMA engine 
106 to the external interface 58 address bus. 

Referring again to FIG. 6, in this case, the NOTIFY signal 
from the DMA state machine is asserted, thus, both the first 
and second AND gates 190 an 194 are enabled. The MEM/ 
EXT signal is a logic '1' signal, which indicates that the ss 
memory interface 59 bus is to be notified. In this case, the 
first AND gate 190 is enabled by the MEM/EXT signal, and 
the second AND gate 194 is disabled by the inverted 
MEM/EXT signal from the inverter 192. In response to the 
signal from the first AND gate 190, the first multiplexer 182 60 

is conditioned to couple the notification data input terminal, 
N DATA, to the memory interface 59 data output bus, and 
the second multiplexer 184 is conditioned to couple the 
notification address input terminal, N ADDR, to the memory 
interface 59 address bus. 

The DMAstate machine 170 remains in the M MAIL state 
228 so long as no M GNT signal, indicating that access to 

When data has been successfully read from the specified 
address of the memory 56, a data-in signal D IN is generated 
in a known manner. When the D IN signal is received, the 
DMA state machine 170 leaves the READ state 234. The 
destination depends on the values of a LAST ONE and a 
TOP signal, described below. Referring to FIG. 5, the first 
comparator 166 compares the value at the output of the 
counter 164 to a predetermined value T SIZE, which is the 
size of a DMA burst transfer. The results of this comparison 
is a bistate signal, LAST ONE which, when asserted indi­
cates that the number of DMA transfers in the DMA burst 

65 have occurred, and which remains negated otherwise. The 
second comparator 168 compares the current DMA memory 
address from the second adder 162 to the address of the 
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location in the memory 56 of the end of the data involved in 
the full DMA transfer, E ADDR, from the monitor registers 
110 (of FIG. 3). The results of this comparison is a bistate 
signal, TOP, which, when asserted indicates that the end of 
the full DMA transfer has been reached, and there is no more 5 

data to transfer, and which remains negated otherwise. If 
either of these signals is asserted, there is no more data to 
transfer in the current DMA burst transfer. 

engine 106. The NEXT ADDR signal also conditions the 
destination address register 134 to update its contents with 
the contents of the external interface 58 address bus, EXT 
ADDR IN, supplied from the first adder 160 of the DMA 
engine 106. In this fashion, the selected DMA monitor 100 
is prepared for the next DMA burst transfer to be performed 
by the DMA engine 106. 

Referring again to FIG. 5, if the TOP signal from the 
second comparator 168 is not asserted, indicating that the Referring again to FIG. 8, so long as there remain DMA 

memory read transfers to make during this DMA burst, when 
a memory read is completed in the READ state 234, the 
DMA state machine 170 returns to the READ INCR state 
232, where it increments the counter 164 in preparation for 
transferring the data in the next sequential memory 56 
location. If however, either the memory read portion of this 
DMA burst transfer is completed, indicated by the assertion 
of the LAST ONE signal by the first comparator 166, or the 
full DMA transfer is completed, indicated by the assertion of 
the TOP signal by the second comparator 168, the DMA 
state machine 170 enters the E REQ state 236. 

In the E REQ state 236, the E REQ signal is asserted, 
requesting that the controller (not shown) of the external 
interface 58 bus grant access of that bus to the DMA engine 
106. In addition, the CLR signal is again asserted to clear the
counter 164 (of FIG. 5). The DMA state machine 170
remains in the E REQ state 236 so long as no E GNT signal,
indicating that access the external interface 58 bus has been
granted, is received. When the E GNT signal is received, the
DMA state machine 170 enters the WRITE INCR state 238.

In the WRITE INCR state 238, the INCR signal is 
asserted, incrementing the counter 164 (of FIG. 5). The 
DMA state machine 170 then enters the WRITE state 240. 

10 full DMA transfer is not completed yet, the DMA state
machine 170 reenters the M REQ state 224 to prepare to 
make another DMA burst transfer. If, however, the TOP 
signal is asserted, indicating that the full DMA transfer is 
completed, then the DMA state machine 170 enters the 

15 DONE state 244. In the DONE state 244, the DMA DONE
signal is asserted. This signal is supplied to the monitor state 
machine 112 (of FIG. 3) when the full DMA transfer is 
completed. 

Returning now to FIG. 7, the DMA monitor 100 is 

20 
monitoring a DMA write transfer controlled by an external 
DMA controller. In the TRIG state 206, the monitor state 
machine 112 (of FIG. 3) waits for a MATCH signal from the 
third comparator 146 (of FIG. 4), indicating that the memory 
address matches the trigger address. So long as no MATCH 

25 
signal is received, the monitor state machine 112 remains in 
the TRIG state 206. When a MATCH signal is received, the 
monitor state machine enters the REQ state 208, where a 
DMA REQ signal is sent to the DMA engine 106. In 
response to this signal, the DMA engine 106 sends the 

30 
notification data to the notification address on the designated 
one of the memory interface 59 or external interface 58, as 
described in detail above. 

In the WRITE state 240, the data previously retrieved from 
the memory 56, as described above, is written to the external 
interface 58. When the write to the external interface 58 is 35 

After the DMA REQ signal is generated in the REQ state 
208, the monitor state machine 112 leaves the REQ state. 
The destination of the monitor state machine 112 depends 
upon whether the DMA transfer being monitored is com-
pleted. Referring again to FIG. 4, the second comparator 144 
compares the trigger address from the trigger address reg­
ister 130 to the last address of the full DMA transfer from the 

completed, a data-out signal D OUT is generated, as 
described above. The DMAstate machine 170 remains in the 
WRITE state 240 so long as the D OUT signal is not 
received. When the D OUT signal is received, the DMA 
state machine 170 leaves the WRITE state 240. So long as 
there remain DMA transfers to make during this DMA write 
burst (as indicated by negated LAST ONE and TOP signals, 
described above), the DMA state machine 170 returns to the 
WRITE INCR state 238, where it increments the counter 
164 in preparation for writing the data from the next 
sequential memory 56 location to the external interface 58. 

40 last DMA address field, L ADDR, of the source address 
register 128. If the current trigger address is equal to the last 
address in the full DMA transfer, the second comparator 144 
asserts the LAST signal, otherwise the LAST signal remains 
negated. If the LAST signal is negated, this indicates that 

45 more sectors of DMA data are yet to be received. In this 
case, the monitor state machine 112 reenters the load state 
204, in preparation for monitoring for the end of the next 
sector's worth of DMA data. 

If however, either this DMA write burst transfer is 
completed, indicated by the assertion of the LAST ONE 
signal by the first comparator 166 (of FIG. 5), or the full 
DMA transfer is completed, indicated by the assertion of the 50 

TOP signal by the second comparator 168, the DMA state 
machine enters the UPDATE state 242. 

In the UPDATE state 242, the NEXT ADD, signal is 
asserted. This signal is supplied to all of the DMA monitors 
100 in common. Referring to FIG. 4, the DMA GRANT 55 

signal from the arbitrator circuit 102 (of FIG. 2) is supplied 
to the AND gate 150 of the selected DMA monitor 100. 
Thus, only the DMA monitor 100 which has been granted 
access to the DMA engine 106 will have its AND gate 150 
enabled, and only in the selected DMA monitor 100 will the 60 

NEXT ADDR signal be supplied to the source address 
register 128 and the destination address register 134. In the 
selected DMA monitor 100, the NEXT ADDR signal con­
ditions the source address register 128 to update the first 
source address field, F ADDR, by loading it from the 65 

contents of the memory interface 59 address bus, MEM 
ADDR IN, supplied from the second adder 162 of the DMA 

If the LAST signal is asserted, this indicates that the last 
sector's worth of data is being transferred at this time. In this 
case, the monitor state machine 112 enters the FINAL state 
210. In the FINAL state 210, the load trigger address signal,
LD T ADDR, is asserted. Referring again to FIG. 4, this
causes the contents of the trigger address register 130 to be
loaded into the last address register 132. The monitor state
machine 112 then enters the WAIT state 212. In the WAIT
state 212, the monitor state machine monitors the DMA
DONE signal supplied from the DMA state machine 170
(DONE state 244), as described above. So long as the DMA
DONE signal is not received, the monitor state machine
remains in the WAIT state 212. When the DMA DONE
signal is received, this indicates that the notification data has
been successfully written to the notification address on the
appropriate one of the memory interface 59 or the external
interface 58, as illustrated in FIG. 8 (states 226-230).

When the DMA DONE signal is received, the monitor 
state machine enters the END state 214. In the END state 
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214, the INT signal is asserted to indicate that the DMA 
tr ansfer currently being monitored is complete. 
Simultaneously, the DMA REQ signal, supplied to the 
arbitrator circuit 102 (of FIG. 2), is negated. The INT signal 
may, for example, be coupled to an interrupt mechanism of 5 

the local processor (not shown) of the disk drive adapter 50 
or the disk drive system 30). The monitor state machine 112 
then reenters the IDLE state 202. 

Referring again to FIG. 4, the notification address register 
122 and the notification data register 124 may be loaded at 10 

any time during a DMA transfer via the external interface 58 
data input bus. This provides flexibility in responding to 
notification. For example, for an initial notification, the 
address and data may condition the disk drive 1/0 controller 
54 (of FIG. 1) to begin to transfer the newly received sector 15 

of data from the memory 56 to the disk drives 60. After 
receipt of the first sector's worth of data, the notification 
address and data may be modified to condition the disk drive 
1/0 controller 54 to wait until the first sector has been written 
to the disk drives 60 before attempting to write the second 20 

sector's worth of data to the disk drives. 

The DMA controller described above can minimize the 
latency time between to time of reception of data from a host 
processor and the time that data is stored on the disk drives. 

What is claimed is: 25 

1. An address triggered DMA controller, comprising:

a DMA engine for controlling transfer of data between an
external device and locations in a memory designated 
by respective addresses and comprising a source 

30 
address register, for storing data representing a current 
one of the respective addresses; and 

a DMA monitor for monitoring the respective addresses, 
and if the current one of the respective addresses 
matches a predetermined value, generating a signal to 35 

indicate a match, comprising: 
a trigger address register for storing the predetermined 

value; 

18 

a descriptor register, for storing data indicating a pre­
determined amount of data; and 

calculating circuitry for storing a value in the trigger 
address register having the value of the sum of the 
descriptor register data and the trigger address reg­
ister value and comprising: 
circuitry for calculating a new trigger address value 

having the value of the sum of the current value of 
the trigger address register and the descriptor 
register data, and 

circuitry for storing the new trigger address value in 
the trigger address register when the match indica­
tive signal is generated. 

3. The source address register of claim 2 wherein:

the DMA engine further contains data representing an 
address of an ending location in the memory for the 
transferred data; and 

the calculating circuitry further comprises a comparator 
for comparing the new trigger address value to the 
address of the ending location; and 

circuitry, responsive to the match indicative signal, for 
storing the smaller of the new trigger address value or 
the address of the ending location in the trigger address 
register. 

4. The DMA controller of claim 1 wherein the DMA

controller is embodied in a disk drive system comprising a 
plurality of disk drives, and the predetermined amount of 
data is the amount of data in a sector of one of the plurality 
of disk drives. 

5. The DMA controller of claim 1 wherein the DMA
monitor comprises: 

a notification data register; 

a notification address register; and 

circuitry for producing the contents of the notification 
data register and the notification address register in 
response to the match indicative signal. 

6. The DMA controller of claim 5 wherein the contents of
a descriptor register, for storing data indicating a pre­

determined amount of data; 
the notification data register and the notification address 

40 register are supplied to the external device. 
a comparator coupled to the trigger address register and 

the source address register for generating the match 
indicative signal; and 

calculating circuitry for storing a value in the trigger 
address register having the value of the sum of the 45 
descriptor register data and the trigger address reg­
ister value. 

2. An address triggered DMA controller, comprising:

a DMA engine for controlling transfer of data between an
external device and locations in a memory designated 50 

by respective addresses and comprising a source 
address register, for storing data representing a current 
one of the respective addresses; and 

a DMA monitor for monitoring the respective addresses, 
and if the current one of the respective addresses 55 

matches a predetermined value, generating a signal to 
indicate a match, and comprising: 
a trigger address register for storing the predetermined 

value; 
a comparator coupled to the trigger address register and 60 

the source address register for generating the match 
indicative signal; 

7. The DMA controller of claim 5 wherein the contents of
the notification data register and the notification address 
register are supplied to the memory. 

8. The DMA controller of claim 5 wherein:

the DMA controller further comprises a register for stor­
ing data representing a notification selection signal; and 

the contents of the notification data register and the 
notification address register are selectively supplied to 
one of the external device and the memory in response 
to the notification selection signal. 

9. The DMA controller of claim 1 wherein the match
representative signal is supplied to the external device. 

10. The DMA controller of claim 1 wherein the match
representative signal is supplied to the memory. 

11. The DMA controller of claim 1 wherein:

the DMA monitor comprises a register for storing data
representing a notification selection signal; and 

the match representative signal is selectively supplied to 
one of the external device and the memory in response 
to the notification selection signal. 

* * * * *
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