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(57) ABSTRACT 

A method and apparatus for public key certificate updates is 
accomplished when a user of a Secured communications 
System provides, from time to time, a public key certificate 
update Subscription update to a Server. The public key 
certificate update Subscription information identifies at least 
one Subscriber Subject (i.e., another end-user) that the user 
desires to obtain real time public key updates when they 
occur. In response to the Subscription information, the Server 
monitors public key certificates of the at least one Subscriber 
Subject. When a change occurs to the public key certificate 
of the at least one Subscriber, the Server provides an indi 
cation of the change to the requesting user. AS Such, while 
the user is on-line with the Secured communications System, 
the Server can provide the user with real-time updates of 
Subscriber Subjects encryption public key certificates and/or 
Signature public key certificates. In addition, or as an 
alternative, to providing the Subscription information, the 
user may provide an indication of a local replica of the 
public key certificates that it has Stored to the Server. Upon 
receiving the replica, the Server determines whether the 
user's replica is consistent with the System's most current 
public key certificates of the subscriber subjects. If the user's 
replica is consistent with the current public key certificate, 
the Server provides no response to the user or provides a 
response indicating that the user's list is current. If, however, 
the user's replica is not consistent with the current public 
key certificate, the Server provides an indication of the 
differences to the user. The indication allows the user to 
update its local lists to be consistent with the most current 
public key certificate list. 

27 Claims, 4 Drawing Sheets 
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METHOD AND APPARATUS FOR 
OBTAINING STATUS OF PUBLIC KEY 

CERTIFICATE UPDATES 

TECHNICAL FIELD OF THE INVENTION 

The present invention relates generally to public key 
infrastructure and more particularly to obtaining Status infor 
mation relating to public key management certificate 
updates. 

BACKGROUND OF THE INVENTION 

AS is known, to Securely transmit data from one party to 
another in a Secured communications System, the data needs 
to be encrypted, via an encryption key and an encryption 
algorithm, and/or digitally signed. Such an encryption algo 
rithm may be a Symmetric key algorithm Such as the data 
encryption standard (“DES”) while the encryption key is a 
corresponding Symmetric key. The Sending party encrypts 
the data using the Symmetric key algorithm and transmits the 
encrypted message over a transmission medium to a receiv 
ing party. Upon receiving the encrypted message, the receiv 
ing party decrypts the message using the same Symmetric 
key, which must be transmitted to the receiving party or 
derived by the receiving party by Some appropriate Security 
CS. 

Encrypting data using public key algorithms is Somewhat 
more expensive than using a symmetric key algorithm, but 
the cost, in many circumstances, is justified because of the 
difficulty in Securely providing the Symmetric key to both 
parties. To obtain the cost Saving benefits of Symmetric key 
encryption and the key distribution advantages of public/ 
private key pairs, a wrapped Session key is provided to the 
receiving party along with the data that is encrypted using 
the Symmetric key. The wrapped Session key is the Sym 
metric key that has been encrypted using the public key (of 
the public/private key pair) of the receiving party. When the 
receiving party receives the encrypted message, it decrypts 
the wrapped Session key using its private key to recapture 
the Symmetric key. Having recaptured the Symmetric key, 
the receiving party utilizes it to decrypt the message. 
Typically, Symmetric keys are used for a relatively short 
duration (e.g., a communication, a set number of 
communications, an hour, a day, a few days, etc.), while 
encryption public keys are used for longer durations (e.g., a 
week, a month, a year, or more). 

To further enhance Security of data transmissions in the 
Secured communication System, the Sending party provides 
its digital Signature with messages that it transmits. The 
Signature of the Sending party consists of a tag computed as 
a function of both the data being signed and the Signature 
private key of the Sender. The receiving party, using the 
corresponding Signature Verification public key of the Send 
ing party, which accompanies the message, can validate the 
Signature. The Signature public key certificate includes the 
Signature public key of the Sending party and a signature of 
the certification authority. The receiving party first verifies 
the Signature of the certification authority using a locally 
stored trusted public key of the certification authority. Once 
the Signature of the certification authority has been Verified, 
the receiving party can trust any message that was signed by 
the certification authority. Thus, the Signature public key 
certificate that the receiving party obtained is verified and 
the Signature public key of the Sending party can be trusted 
to Verify the Signature of the Sending party of the message. 
AS one can imagine, in a Secured communication System 

that has Several thousand users, keeping track of encryption 
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2 
keys and Verification public keys of the enduSerS is a 
monumental task. For example, if the Secured communica 
tion System is utilized by a large corporation which has 
100,000 employees, or more, a certification authority needs 
to maintain accurate information regarding the encryption 
public key and the Signature public key of each of the 
100,000, or more, employees of the corporation. As with any 
large corporation, employees leave the company requiring 
their public keys to be deleted from the system, new 
employees are hired requiring new encryption and Signature 
public keys to be issued, and employees lose their private 
keys requiring new keys to be issued. In the public key 
infrastructure environment, it is not uncommon for a certi 
fication authority to have to proceSS Several thousand public 
key updates, issues, and re-issues per day. 
When a change to an end-user's public key occurs, the 

other end-users need to be informed of the change Such that 
the end-user whose public key was changed can participate 
in Secure communications. To inform the other end-users of 
the change, the certification authority issues a certificate 
revocation list and update messages. The certificate revoca 
tion list indicates the public keys that have been revoked, 
while the update messages are between a Subscriber and its 
certification authority regarding the Subscriber's public key 
certificates. Typically, the certification authority will issue 
the update messages and revocation list on a daily basis, or 
even less frequently. 
AS mentioned for a relatively large Secure communication 

System, thousands of public key changes may occur on a 
daily basis. To a typical end-user, however, only a few 
dozen, or less, public key changes will be of interest. Thus, 
even though a particular end-user may only be interested in 
a few dozen public key certificate changes, it receives the 
complete revocation list. To transmit the revocation list to 
tens of thousands of endusers creates a large amount of data 
traffic that degrades the overall efficiency of the overall 
Secured communication System. 

In addition to the large of amount of data that is being 
transmitting, the revocation list include data that is up to 
twenty-four hours old. AS Such, affected end-users are 
unable to receive encrypted messages and Verify signatures 
for almost a day. In many Secured communication Systems, 
Such a lapse of Secure communication Service is unaccept 
able. Therefore, a need exists for a method and apparatus 
that provides an enduser with public key certificate revoca 
tions regarding other end-users of interest without the data 
bandwidth requirements of the above mentioned revocation 
list. 

BRIEF DESCRIPTION OF THE DRAWING 

FIG. 1 illustrates a Schematic block diagram of a Secure 
communication System in accordance with the present 
invention; 

FIG. 2 illustrates a Schematic block diagram of a user and 
Server in accordance with the present invention; 

FIG. 3 illustrates a logic diagram which may be used to 
implement public key certificate updates in accordance with 
the present invention; and 

FIG. 4 illustrates a logic diagram for an alternate method 
of obtaining public key certificate updates in accordance 
with the present invention. 

DETAILED DESCRIPTION OF A PREFERRED 
EMBODIMENT 

Generally, the present invention provides a method and 
apparatus for public key certificate updates. This is generally 
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accomplished when a user of a Secured communications 
System provides, from time to time, a public key certificate 
update Subscription update to a Server. The public key 
certificate update Subscription information identifies at least 
one Subscriber Subject (i.e., another end-user) that the user 
desires to obtain real time public key updates when they 
occur. In response to the Subscription information, the Server 
monitors public key certificates of the at least one Subscriber 
Subject. When a change occurs to the public key certificate 
of the at least one Subscriber, the Server provides an indi 
cation of the change to the requesting user. AS Such, while 
the user is on-line with the Secured communications System, 
the Server can provide the user with real-time updates of 
Subscriber Subjects encryption public key certificates and/or 
Signature public key certificates. 

In addition, or as an alternative, to providing the Sub 
Scription information, the user may provide an indication of 
a local replica of the public key certificates that it has Stored 
to the Server. Upon receiving the replica, the Server deter 
mines whether the user's replica is consistent with the 
System's most current public key certificates of the Sub 
Scriber Subjects. If the user's replica is consistent with the 
current public key certificate, the Server provides no 
response to the user or provides a response indicating that 
the user's list is current. If, however, the user's replica is not 
consistent with the current public key certificate, the Server 
provides an indication of the differences to the user. The 
indication allows the user to update its local lists to be 
consistent with the most current public key certificate list. 
With Such a method and apparatus, the present invention 
provides real-time on-line updating of public key certificates 
of Subscriber Subjects identified in a user's Subscription or 
local replica. AS Such, end-users only receive data relating to 
other end-users that they are interested in and not an entire 
list of thousands of users. By providing real-time data 
limited to the information of interests to a particular user, the 
data bandwidth requirements of a Secured communication 
System is reduced thereby increasing the System's overall 
efficiency. 

The present invention can be more fully described with 
reference to FIGS. 1-4. FIG. 1 illustrates a schematic block 
diagram of a Secured communications System 10 that 
includes a server 12, a plurality of end-users 14-20, a 
directory 22, and a certification authority 24. The server 12 
(which may also be referred to as a certification authority or 
manager, Such as the entrust/manager Software produced by 
Entrust Technologies, Ltd. which is installed on a personal 
computer, workStation, or mainframe computer) provides 
Signature public keys, encryption public keys, and private 
keys to the plurality of endusers 14-20. The private keys are 
provided directly to the end-user in a Secured manner. For 
example, the private keys may be provided in hard copy via 
normal postal Services or a hand-carried to the end-user. The 
public keys are posted for all of the other end-users to use. 
Typically, the encryption public keys of the end-users are 
stored in the directory 22, which may be a database affiliated 
with the server 12 and may be accessed by any of the 
end-users 14-20, the server 12, and the certification author 
ity 24. 

The plurality of end-users 14–20, or clients, are personal 
computers, computers, WorkStations, or mainframes that 
have end-user cryptographic Software installed on the com 
puter. For example, the end-user cryptographic Software 
may be the Entrust/Client software developed and manufac 
tured by Entrust Technologies Limited. The certification 
authority 24 may be a separate device as shown, or may be 
part of the Server 12. In either case, the certification authority 
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24 issues public key certificates (as either signature public 
key certificates or encryption public key certificate) to any of 
the end-users. In addition, the certification authority 24 
establishes policies of the Secured communications System 
10. Such policies indicate which certification authorities the 
end-users can trust, i.e., the certification authority has pro 
Vided its public keys to the end-users, issuing new trusted 
public keys and/or deleting trusted public keys. 

FIG. 1 further illustrates a server replica of current public 
key certificates 26. The current public key certificates 26 
may be stored in the directory 22, or within the server 12. In 
either case, the current public key certificates 26 include a 
field for Subjects, i.e., clients, and their associated public 
key. The public key may be for an encryption public key 
and/or a signature public key. The current public key cer 
tificates 26 are shown to include a changed public key for 
user 1, a deleted public key for user 2, and a new public key 
for user 3. These changes have occurred Subsequent to the 
end-user 14 establishing its replica of current public key 
certificates 28. Note that the certificates in replicas 26 and 28 
may further include croSS-certificates and attribute certifi 
CateS. 

The end-user's replica of the current public key certifi 
cates 28 includes a subject field and a public key field. As 
with the Server replica, the user, or local, replica may include 
Signature public keys and/or encryption public keys. The 
user, or local, replica of current public key certificates 28, 
includes only the public keys for users that the enduser has 
a desire to communicate with. In other words, the end-user 
builds its own list of subjects that it communicates with and 
Stores it in this table of the user replica of current public key 
certificates 28. The user replica of current public key cer 
tificates 28 is not consistent with the server replica of current 
public key certificates 26. In particular, the public key of 
user 1 has changed, user 2 has been deleted, and user 3 has 
been added. 

User 1's public key may have changed because user 1 lost 
its private key and thus had to have a new public/private key 
pair reissued. User 2 may have been deleted from the System 
because the user has left the Secured communications System 
(i.e., is no longer a registered user). User 3 may have been 
added to the Secured communications System as a new 
client. To correct the user's replica of current public key 
certificates 28, the user provides its replica's public key 
certificates 28 or the public key update subscription infor 
mation 30 to the server 12. 

If the user provided the public key update subscription 30, 
the end-user 14 first generates the public key update Sub 
scription information 30 to include identity of subscriber 
Subjects that the end-user is interested in and their associated 
public keys. The subscription information 30 may include a 
request that the end-user 14 receives public keys for any new 
users that are added to the system. The server 12, after 
receiving the public key update Subscription information 30, 
monitors for changes to the Subscriber Subjects identified in 
the Subscription information 30. When a change occurs, the 
server 12 provides updates 32, 34 and 36 to the end-user 14. 
As shown, the first update 32 indicates that user 1's public 

key has changed. Since user 1 has been identified by the 
end-user 14 as a Subject of interest in the Subscription 
information 30, the server 12 provides the updated infor 
mation as Soon as it is available to the end-user 14. The 
end-user 14, providing its on-line with the System, receives 
the first update 32 and updates its user replica of current 
public key certificates 28. The server 12 provides the second 
update 34 and the third update 36 to the end-user 14 once 
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changes are made to the public key of the user 2 and user3 
is added to the System, respectively. 

If the end-user, or client, 14 provides an indication of its 
user replica of the current public key certificates 28 to the 
Server, the end-user transferS a complete copy of the current 
public key certificates 28 to the server 12 or an encoded 
message of the user replica. The Server 12, upon receiving 
the user's replica of current public key certificates 28, 
compares it with its replica of current public key certificates 
26. For each difference between the two certificates 26 and 
28, the server provides an indication of the difference to the 
user. The indication may be the actual change, as shown in 
the updates 32, 34 and 36, or may be an encoded message 
instructing the end-user how to make the appropriate 
changes. In either case, the end-user is provided with 
updates to public keys of Subscriber Subjects that are of 
interest to the end-user 14, not thousands of updates that are 
up to a day old. By limiting the updates to only Subscriber 
Subjects of interest, the data bandwidth requirements of the 
Secure communication System are reduced and the overall 
efficiency of the system 10 is increased. 

FIG. 2 illustrates a Schematic block diagram of an end 
user device 14-20 and the server 12. The user device 14-20 
includes a processing unit 40 and memory 42. The proceSS 
ing unit 40 may be a microprocessor, micro-controller, 
microcomputer, digital signal processor, or any other device 
that manipulates digital information based on programming 
instructions. The memory 42, which Stores programming 
instructions that are read by the processing unit 40, may be 
a read-only memory, RAM, CD ROM, DVD ROM, floppy 
disk, hard drive, or any other means for Storing digital 
information in a retrievable format. 

In operation, the processing unit 40 reads the program 
ming instructions Stored in memory 42 to provide an indi 
cation of the local replica of the public key certificates 44. 
The programming instructions also cause the processing unit 
40 to receive updated public key certificates 46, to provide 
Subscription information 48, and to receive newly updated 
public key certificates 50. The functions performed by the 
processing unit 40 while executing the programming 
instructions Stored in memory 42 will be discussed in greater 
detail with reference to FIGS. 3 and 4. 

The Server 12 includes a processing unit 52 and memory 
54. The processing unit 52 may be a microprocessor, micro 
controller, microcomputer, digital signal processor, portion 
of a central processing unit, or any other device that manipu 
lates digital information based on programming instructions. 
The memory 54, which Stores programming instructions, 
may be a read-only memory, RAM, CD ROM, DVD ROM, 
hard drive, floppy disk, or any other means for Storing digital 
information in a retrievable manner. The processing unit 52, 
while performing the programming instructions Stored in 
memory 54 monitors public keys of Subscribers identified in 
the subscription information 58, after receiving such sub 
Scription information 56. As a result of the monitoring, the 
processing unit 52 provides an indication of changes to a 
user 60. A more detailed discussion of the processing units 
functionality, while performing the programming 
instructions, will be discussed in greater detail with refer 
ence to FIGS. 3 and 4. 

FIG. 3 illustrates a logic diagram of a method for pro 
cessing public key certificate updates. The process begins at 
step 70 where, from time to time, a user provides public key 
certificate update Subscription information to the Server. The 
Subscription information identifies at least one Subscriber 
Subject and includes at least one Subscriber Subject's public 
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6 
key. The public key included in the subscription information 
may be a signature public key certificate of the at least one 
Subscriber Subject or an encryption public key certificate of 
the at least one Subscriber Subject. For the purposes of this 
discussion, the user may be an end-user as shown in FIG. 1, 
or a system administrator (not shown in the previous 
drawings). 
The proceSS proceeds to Step 72 where the Server monitors 

the public key certificates of the at least one Subscriber 
subject. The server monitors this information by pulling the 
public key certificates and/or Status relating to the at least 
one Subscriber from a certification authority. AS Such, when 
the certification authority makes a change to a public key of 
a Subscriber Subject of interests, the Server pulls that infor 
mation from the certificate certification authority. In 
addition, the Server may receive information relating to the 
change of the public key certificate of the at least one 
subscriber from the certification authority. Thus, the server 
may push and/or pull information from the certification 
authority. 
The process then proceeds to Step 74 where a determina 

tion is made as to whether a change has occurred to the 
public key certificate of the subscriber subject of interest. 
Note that the at least one subscriber subject may be one 
subscriber subject or a plurality of subscriber subjects. The 
process waits at Step 74 until a change occurs. Once a change 
occurs, the process proceeds to Step 76 where the Server 
provides an indication of the change to the user. The 
indication of the change may be provided as an encoded 
message identifying the change to the public key certificate. 
Alternatively, the indication may be a copy of the current 
public key certificate Such that the user overwrites its current 
copy relating to the subscriber subject of interest with the 
newly-received current public key certificate of the Subject 
Subscriber. 

Once the Server has provided the indication of the change, 
the proceSS proceeds to Step 78 where a determination is 
made as to whether the user is on-line. If not, the user will 
not receive the information until it is on-line. Once the user 
is on-line, the proceSS proceeds to Step 80 where the user 
receives the indication of the change. The process then 
proceeds to Step 82 where the user determines newly 
updated public key certificates based on the indication. The 
indication of the newly updated public key certificates may 
be received as a new public key certificate for the subscriber 
Subject, a revocation of a public key certificate of the 
Subscriber Subject, or a change to the public key certificate 
of the subscriber subject. Note that the public key certificate 
may be an encryption public key certificate or a signature 
public key certificate. Once the user has determined the 
newly updated public key certificates, the user provides the 
Server with an acknowledgment that it has received the 
indication. 

FIG. 4 illustrates a logic diagram for an alternate method 
of updating public key certificates. The process begins at 
step 90 where the user provides an indication of its local, or 
user, replica of public key certificates to the Server. The 
process then proceeds to Step 92 where the Server compares 
the local replica with its replica of current public key 
certificates. The process then proceeds to Step 94 where a 
determination is made as to whether the local replica is 
consistent with the Server replica. If So, the process reverts 
back to step 90. 

If, however, the local replica and the Server replica are not 
consistent, the process proceeds to step 96. At step 96, the 
server provides the user with an indication of the differences 
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between the local replica and the current public key certifi 
cate. The updated public key certificate, or difference, may 
be provided as an update to the current public key certificate 
or a message regarding updates to the public key certificate. 
The message identifying the differences between the user 
replica and the Server replica may be encoded Such that only 
the addressed end-user may be able to decode the message. 

The process then proceeds to step 98 where the user 
updates its replica of public key certificates based on the 
indication. This may be done by overriding the relevant 
portions of tehr local replica with the updates received or by 
decoding the received message to identify the differences 
between the local replica and the Server replica. In either 
case, once the user has updated its local replica, it has 
current information regarding the public keys of Subscriber 
Subjects of interests to this particular user. 

The preceding discussion has presented a method and 
apparatus for providing public key certificate updates in 
real-time while reducing the data bandwidth requirements 
for Such activities. With the present invention, end-users are 
provided, in real-time, update to public key certificates of 
subscriber subjects of interest to them. Thus, the information 
that an end-user receives is only information that is relevant 
to the end-user. In prior Systems, an end-user would receive 
a certificate revocation list that would include thousands of 
entries wherein only a Small percentage of the list would be 
of interest to the end-user. Further, the certificate revocation 
list was only provided on a daily basis Such that an end-user 
may have data that is twenty-four (24) hours old. 
What is claimed is: 
1. A method for obtaining certificate Status changes, the 

method comprising the Steps of 
a) generating, by an end user, certificates update Subscrip 

tion information that includes at least identity of a 
plurality of Subscriber subjects that the end user is 
interested in and their associated public keys, and 
providing the certificates update Subscription informa 
tion to a Server; 

b) providing an indication of a local replica of current 
certificates for those subscriber subjects that the end 
user has a desire to communicate with to the Server 
while on-line with the server; 

c) receiving an indication of updated certificate for those 
Subscriber Subjects that the end user has a desire to 
communicate with, from the Server when the updated 
certificate is inconsistent with the local replica of the 
current certificates, and 

d) while on-line, receiving an indication of a newly 
updated certificate from the Server, wherein the newly 
updated certificate relates to information of interest as 
identified in the certificates update Subscription infor 
mation. 

2. The method of claim 1 further comprises acknowledg 
ing receipt of the indication of the updated certificate. 

3. The method of claim 1 further comprises providing the 
certificate update Subscription information to include at least 
one of identity of at least one of Subscriber Subject, a public 
key certificate of the at least one Subscriber Subject, an 
attribute certificate of the subscriber subject, identity of a 
certification authority and a cross-certificate. 

4. The method of claim 1 further comprises providing the 
certificate update Subscription information to include at least 
one of Signature public key certificate of at least one 
Subscriber Subject and an encryption public key certificate of 
the at least one Subscriber Subject. 

5. The method of claim 1 further comprises, within step 
(d), receiving, as the indication of the newly updated 
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certificate, at least one of: a new public key certificate for a 
Subscriber Subject, a revocation of a public key certificate of 
the Subscriber Subject, a change to the public key certificate 
of the subscriber subject. 

6. The method of claim 1 further comprises, within step 
(b), providing the indication of the local replica as at least 
one of: a copy of the current certificate and a message 
indicating the current certificate. 

7. The method of claim 1 further comprises, within step 
(c), receiving the updated certificate as at least one of: 
updates to the current certificate and a message regarding 
updates to the current certificate. 

8. A method for providing certificate updates, the method 
comprises the Steps of: 

a) generating, by an end user, certificate update Subscrip 
tion information that includes at least identity of a 
plurality of Subscriber subjects that the end user is 
interested in and their associated public keys and 
receiving the certificate update Subscription informa 
tion from the user, wherein the certificate update Sub 
Scription information includes current certificates for 
those Subscriber Subjects that the end user has a desire 
to communicate with, at least one of identity of at least 
one of Subscriber Subject, a public key certificate of the 
at least one Subscriber Subjects an attribute certificate of 
the Subscriber Subject, identity of a certification author 
ity and a croSS-certificate; 

b) monitoring certificate of the at least one Subscriber 
Subject; 

c) when a change occurs to the certificate, providing an 
indication of the change to the user, 

the method further comprising receiving an indication of 
a user replica of the certificate from the user, when the 
use is on-line; 

determining whether the user replica of the certificate is 
consistent with Server replica of the certificate; and 

when the user replica of the certificate is inconsistent with 
the Server replica of the certificate, providing an indi 
cation of the Server replica of the certificate to the user. 

9. The method of claim 8 further comprises providing the 
indication as at least one of the Server replica of the current 
certificate and an encoded message identifying differences 
between the user replica of the certificate and the Server 
replica of the certificate. 

10. The method of claim 8 further comprises, within step 
(c), providing the indication as an encoded message identi 
fying the change to the certificate of the at least one 
subscriber subject. 

11. The method of claim 8 further comprises, within step 
(b), monitoring the certificate by pulling the certificate and 
Status of the at least one Subscriber Subject from a certifi 
cation authority. 

12. The method of claim 8 further comprises receiving 
information to change the certificate of the at least one 
subscriber subject. 

13. The method of claim 8 further comprises, within step 
(a) receiving from an enduser or System administrator the 
certificate update Subscription information. 

14. A method for obtaining public key certificate updates, 
the method comprising the Steps of 

a) generating, by a user, certificate update Subscription 
information that includes at least identity of at least one 
Subscriber Subject that the end user is interested in and 
their associated public keys, and providing by the user, 
the public key certificate update Subscription informa 
tion to a server, wherein the public key certificate 
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update Subscription information identifies at least one 
Subscriber Subject that the end user is interested in and 
their associated public keys, 

b) monitoring, by the server, public key certificate of the 
at least one Subscriber Subject; 

c) when a change occurs to the public key certificate, 
providing, by the Serverd an indication of the change to 
the user; 

d) while on-line, receiving, by the user, the indication of 
the change; and 

e) determining, by the user, newly updated public key 
certificate based on the indication of the change, 

f) providing, by the user, an indication of a local replica 
of public key certificate to the server while on-line with 
the Server; 

g) determining, by the server, whether the local replica of 
the public keV certificate is inconsistent with current 
public key certificate of the at least one Subscriber 
Subject; and 

h) when the local replica of the public key certificate is 
inconsistent with the current public key certificate, 
providing, by the Server, an indication of a difference 
between the local replica of the public key certificate 
and the current public key certificate. 

15. A user of Secure communication System, wherein the 
user comprises: 

processing unit, and 
memory operably coupled to the processing unit, wherein 

the memory Stores programming instructions that, 
when readby the processing unit, causes the processing 
unit to (a) generate certificate update Subscription infor 
mation that includes at least identity of at least one 
Subscriber subject that the user is interested in and their 
asSociated public keys, and provide the public key 
certificate update Subscription information to a Server; 
(b) provide an indication of a local replica of current 
certificate for those subscriber subjects that the end user 
has a desire to communicate with to the Server while 
on-line with the server; (c) receive updated certificate 
from the Server when the updated certificate is incon 
Sistent with the local replica of the current certificate; 
and (d) while on-line, receive newly updated certificate 
from the Server, wherein the newly updated certificate 
relates to information of interest as identified in the 
certificate update Subscription information. 

16. The user of claim 15 further comprises, within the 
memory, programming instructions that, when read by the 
processing unit, causes the processing unit to acknowledge 
receipt of the indication of the updated certificate. 

17. The user of claim 15 further comprises, within the 
memory, programming instructions that, when read by the 
processing unit, causes the processing unit to provide the 
certificate update Subscription information to include iden 
tity of at least one Subscriber Subject and a public key of the 
at least one Subscriber Subject. 

18. The user of claim 15 further comprises, within the 
memory, programming instructions that, when read by the 
processing unit, causes the processing unit to provide the 
certificate update Subscription information to include at least 
one of Signature public key certificate of at least one 
Subscriber Subject and an encryption public key certificate of 
the at least one Subscriber Subject. 

19. The user of claim 15 further comprises, within the 
memory, programming instructions that, when read by the 
processing unit, causes the processing unit to receive, as the 
indication of the newly updated certificate, at least one of a 
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new public key certificate for a Subscriber Subject, a revo 
cation of a public key certificate of the Subscriber Subject, a 
change to the public key certificate of the Subscriber Subject. 

20. The user of claim 15 further comprises, within the 
memory, programming instructions that, when read by the 
processing unit, causes the processing unit to provide the 
indication of the local replica as at least one of a copy of the 
current public key certificate and a message indicating the 
current public key certificate. 

21. The user of claim 15 further comprises, within the 
memory, programming instructions that, when read by the 
processing unit, causes the processing unit to receive the 
updated certificate as at least one of: updates to the current 
public key certificate and a message regarding updates to the 
current public key certificate. 

22. A Server of Secure communication System, wherein the 
Server comprises: 

processing unit; 
memory operably coupled to the processing unit, wherein 

the memory Stores programming instructions that, 
when read by the processing unit, causes the processing 
unit to (a) generate by a user certificate update Sub 
Scription information that includes at least identity of at 
least one Subscriber Subject that the end user is inter 
ested in and their associated public keys, and receive 
the certificate update Subscription information from the 
user, wherein the certificate update Subscription infor 
mation for those Subscriber Subjects that the end-user 
has a desire to communicate with includes at least one 
of identity of at least one of Subscriber Subject, a public 
key certificate of the at least one Subscriber Subject, an 
attribute certificate of the subscriber subject, identity of 
a certification authority and a cross-certificate; (b) 
monitor certificate of the at least one Subscriber Subject 
and the certification authority; (c) provide an indication 
of a change to the user when the change occurs to the 
certificate; and 
(i) receive an indication of a user replica of the certifi 

cate from the user, when the user is on-line; (ii) 
determine whether the user replica of the certificate 
is consistent with Server replica of the certificate; and 
(iii) provide an indication of the server replica of the 
certificate to the use when the user replica of the 
certificate is inconsistent with the Server replica of 
the certificate. 

23. The server of claim 22 further comprises, within the 
memory, programming instructions that when read by the 
processing unit, causes the processing unit to provide the 
indication as at least one of the Server replica of the current 
certificate and an encoded message identifying differences 
between the user replica of the certificate and the Server 
replica of the certificate. 

24. The server of claim 22 further comprises, within the 
memory, programming instructions that, when read by the 
processing unit, causes the processing unit to provide the 
indication as an encoded message identifying the change to 
the public key certificate of the at least one subscriber 
Subject. 

25. The server of claim 22 further comprises, within the 
memory, programming instructions that, when read by the 
processing unit, causes the processing unit to monitor the 
certificate by pulling a public key certificate and Status of the 
at least one Subscriber Subject from a certification authority. 

26. The server of claim 22 further comprises, within the 
memory, programming instructions that, when read by the 
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processing unit, causes the processing unit to receive infor- processing unit, causes the processing unit to receive from 
mation to change the certificate of the at least one Subscriber an end-user or System administrator the certificate update 
Subject. Subscription information. 

27. The server of claim 22 further comprises, within the 
memory, programming instructions that, when read by the k . . . . 
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