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METHOD TO MODIFY CALIBRATION DATA 
USED TO LOCATE A MOBILE UNIT 

CROSS REFERENCES 

2 
circuitry, such as a processor, for comparing the modified data 
with the calibration data in the database to determine the 
location of the mobile station. 

Yet another embodiment of the present subject matter is a 

The present application is a continuation application of and 
claims the priority benefit ofU.S. application Ser. No. 12/026, 
333 filed Feb. 5, 2008, now U.S. Pat. No. 7,561,104 entitled 
"Method to Modify Calibration data Used to Locate a Mobile 
Unit," which is related to and claims the priority benefit of 
Provisional Application No. 60/899,379 entitled "Mobile 
Location Using Network Measurement Reports" filed on Feb. 
5, 2007, each of which are hereby incorporated by reference 
in their entirety. 

5 method for determining a location of a mobile station. The 
method includes providing a database of previously-gathered 
calibration data for a region in a wireless network which 
includes a serving transmitter. The method collects observed 
network measurement data including a first network charac-

10 teristic from said serving transmitter and modifies the 
observed network measurement data using said first charac­
teristic. The method compares the modified network mea­
surement data with the database of calibration data to thereby 
determine the location of the mobile station. 

15 Still yet another embodiment of the present subject matter 

BACKGROUND 

The use of wireless communication devices such as tele-
phones, pagers, personal digital assistants, laptop computers, 20 
etc., hereinafter referred to collectively as "mobile appli­
ances" or "mobiles stations" has become prevalent in today's 
society. In recent years, at the urging of public safety groups, 
there has been increased interest in technology which can 
determine the geographic position or "geo-locate" a mobile 25 

station in certain circumstances. 
Estimating the location or "geo-locating" a mobile station 

may require one or more types of calibration data associated 
with the mobile station ( e.g., signal strength, round trip time, 
time difference of arrival (TDOA), etc.). Calibration data is 30 

typically collected in an outdoor environment. The primary 
reason for collecting calibration data outdoors is the greater 
ease of performing automated calibration collection proce­
dures or, in some instances, manual collection procedures 
along roads. It is more time-consuming to perform calibration 35 

procedures indoors due to the required access to buildings and 
the inability to utilize automated collection procedures 
designed for outdoor environments. 

When a wireless device is located indoors, the signal 
strengths of signals received from the serving and/or neigh- 40 

boring base stations tend to be lower than the strength of the 
signals received by a wireless device located outdoors. As a 
result of these lower signal strengths, performing compari­
sons between the received signal strengths of the indoor wire­
less device and signal strength data stored in a calibration 45 

database may result in a poor estimated location accuracy. 
Modifying the calibration data obtained outdoors may pro­
vide a way to simulate indoor calibration data characteristics. 
Calibration data collected in areas located adjacent to indoor 
facilities may be altered to increase the accuracy of location 50 

estimates of a mobile station located indoors. 

is a method for determining a location ofa mo bile station. The 
method includes providing a database of previously-gathered 
calibration data for a region in a wireless network including a 
first transmitter and a second transmitter. The method also 
includes collecting observed network measurement data 
including a first and second signal characteristic from the first 
and second transmitters respectively and determining which 
of the first and second signal characteristics has a greater 
magnitude. The observed network measurement data may be 
modified using the greater magnitude signal characteristic, 
and the modified network measurement data may be com-
pared with the database of calibration data to determine the 
location of the mobile station. 

A further embodiment of the present subject matter is a 
method for determining a location of a mobile station. The 
method includes providing a database of previously-gathered 
calibration data for a region in a wireless network and col­
lecting observed network measurement data from a plurality 
of transmitters which includes a signal characteristic from 
each one of said plural transmitters. The method also includes 
determining an average value for the signal characteristics 
and modifying the observed network measurement data using 
the average value. The method may then compare the modi­
fied network measurement data with the database of calibra-
tion data to determine the location of the mobile station. 

Still a further embodiment of the present subject matter 
recognizes that it may be desirable to locate a mobile station 
by obtaining at least one network measurement report repre-
senting at least one first signal characteristic of the mobile 
station's serving base station, and at least one second and 
third signal characteristics of neighboring base stations. The 
method may also compute the difference between the at least 
one first signal characteristic of the mobile station's serving 
base station and the at least one second signal characteristic of 
at least one of the neighboring base stations to determine a 
first solution and determine which neighboring base station 
has the highest signal power level at a particular location. The 
difference between the highest signal power and the power 
levels of the serving base station and the remaining neighbor-

One embodiment of the present subject matter is a method 
for determining a location of a mobile station. The method 
includes providing a database of previously-gathered calibra­
tion data for a predetermined region in a wireless network and 
collecting observed network measurement data. The method 
also includes modifying the observed network measurements 
and then comparing the modified data with the database of 
calibration data to determine the location of the mobile sta­
tion. 

55 ing base stations may be computed to determine a second 
solution. It may also be determined which neighboring base 
station has the lowest signal power level at the particular 
location. The method may also comprise computing an aver­
age signal power level intermediary to the difference between 

Another embodiment of the present subject matter is a 
system for determining a location of a mobile station. The 
system includes a database of previously-gathered calibration 
data for a region in a wireless network and circuitry such as a 
wireless receiver for collecting observed network measure­
ment data. The system includes circuitry, such as a processor, 
for modifying the observed network measurement data; and 

60 the highest signal power level and the lowest signal power 
level to determine a third solution and determining which of 
the three solutions is a most optimal solution based on at least 
one comparison of the three solutions. At least one signal 
characteristic of the network measurement report may be 

65 adjusted based on the most optimal solution and the modified 
network measurement report may be utilized to locate a 
mobile station. 
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Another embodiment of the present subject matter is a 
method for determining a location of a mobile station. The 
method includes providing a database of previously-gathered 
outdoor calibration data for a region in a wireless network, 
collecting network measurement data, and comparing the 5 

network measurement data with the database of calibration 
data to thereby determine several location estimates of the 
mobile station. The method may also include determining a 
confidence measure for each of the plurality oflocation esti­
mates and determining the location of the mobile station 10 

based on the plurality of location estimates and their respec­
tive confidence measures. 

Calibration data may be obtained from data collection 
devices during field test operations, and/or from MSs or other 
communication devices within the general area of the NUG. 
Cross-NUG communications may occur between MSs and/or 
BSs located within communication range of one or more of 
the NUGs. For example, BS 10 may be located outside the 
region (R) and may communicate with one or more devices 
located in the various NUGs 1-3. The different NUGs 1-3 
may be separately defined by a variety of parameters. For 
example, geographical areas ( e.g., mountains, buildings, 
roads) may be a factor in deciding the boundaries of a NUG. 
Additionally, varying concentrations ofMSs may be another 
factor that separates one NUG from another. These and other advantages of the disclosed subject matter 

over the prior art will be readily apparent to one skilled in the 
15 

art to which the disclosure pertains from a perusal of the 
claims, the appended drawings, and the following detailed 
description of the preferred embodiments. 

Network measurement reports (NMRs) may be used to 
represent network characteristics at particular locations 
within a given region (R). Any point located within a NUG 
may have corresponding signal strength levels that represent 
the signal power of the serving and/or neighboring cell (NC) 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 illustrates a wireless communications networking 
environment. 

FIG. 2 illustrates a flow diagram of an exemplary inventive 
concept. 

FIG. 3 illustrates a flow diagram of another exemplary 
inventive concept. 

FIG. 4 illustrates a flow diagram of yet another exemplary 
inventive concept. 

FIG. 5 illustrates a flow diagram of still another exemplary 
inventive concept. 

FIG. 6 illustrates a flow diagram of still yet another exem­
plary inventive concept. 

FIG. 7 illustrates a flow diagram of an embodiment of the 
subject matter. 

FIG. 8 illustrates a flow diagram of another embodiment of 
the subject matter. 

FIG. 9 illustrates a flow diagram of another embodiment of 
the subject matter. 

FIG. 10 illustrates a flow diagram of another embodiment 
of the subject matter. 

DETAILED DESCRIPTION 

Calibration data samples obtained outdoors may be used to 
simulate indoor calibration data to locate a mobile station 
(MS) in an indoor facility. A method of utilizing calibration 
data samples to represent indoor and/or outdoor wireless 
networking environments is described herein. 

20 BSs. An exemplary NMR may be represented by example_ 
data_vector=[Pl, P2, P3, TAl]. Referring to FIG. 1, the 
power level signals (Pl-P3) may represent the power levels of 
the three BSs 10, 20 and 30, as measured at a particular 
location. The timing advance parameter TAl ( or equivalent 

25 parameter) may be used to represent timing information of 
signals transmitted between the MS and one or more BSs. 

The value of the timing advance (TA) parameter corre­
sponds to the length of time a signal from a MS takes to reach 
a particular BS. A MS may be configured to transmit data 

30 signals at specific timeslot intervals depending on the type of 
wireless communication protocol employed (e.g., TDMA, 
GSM, 3GPP etc.). Using the speed oflight (c=3*10'8 mis) as 
a reference velocity for the radio waves, the TA parameter 

35 
may be increased or decreased depending on the distance 
between the MS and the BS. The TA parameter may be 
periodically adjusted as the distance from the MS to the BS 
changes. Of course, a NMR may contain any number and type 
of parameters, and may be used to estimate the location of a 

40 MS. 
For example, NMR(s) may be transmitted from the MS or 

from other wireless communication components to position 
determining equipment (PDE) 50, which processes the 
received NMR information and may attempt to locate the 

45 position of the MS. NMR( s) may be periodically generated by 
MSs or other communication devices to calibrate the NUG. 
The NUG may also be based entirely on information received 
from NMR(s) generated by MSs located in the NUG. 

Reliably locating a mobile station located indoors, even 50 

when the calibration data has been obtained in an outdoor 

The received Network Measurement data (NM data) may 
be compared to predetermined calibration data representing 
one or more NU Gs to estimate the location of a MS. In a case 
where NM data is compared against a NUG, like parameters 
may be compared to estimate if the target MS 18 is within the 
NUG. Similarly, NUG parameters may be computed in 

environment, may simplify a calibration collection proce­
dure. Calibration data obtained outdoors may be modified and 
substituted for indoor calibration data. In addition network 
measurement data may be modified for comparison with the 55 

outdoor calibration data. 
response to a comparison operation, and then compared to the 
NM data. Each NUG may have a series of parameters and/or 

In general, a non-uniform grid point (NUG) may represent 
the signal characteristics and/or calibration data over a given 
region. As illustrated in FIG. 1, a set of NU Gs (NUGl, NUG2 
and NUG3) are shown as being a part of a larger geographical 
region (R), which includes various wireless networking com­
ponents (e.g., (MS 11 and BS 20-NUGl), (MSs 12-15-
NUGZ) and (MSs 16-18 and BS 30-NUG3)). The NUGs 
represent an area of collected calibration data, which may be 
stored in a database for easy retrieval during a calibration data 
comparison operation between the NUG and a received net­
work measurement report (NMR). 

functions characterizing one or more particular locations in 
the NUG. Given a received set of one or more NMR(s) 
obtained from some unknown location, an estimate of that 

60 unknown location may be calculated using the characteriza­
tion of the NUG or uniform grid (UG) over that region. 

It may be desirable to use the original unmodified NM data 
directly without modification when locating a mobile station. 
Assuming the MS is located in an indoor facility, the data 

65 contained in the NMR( s) may be a function of calibration data 
collected outdoors. In some cases, the unmodified outdoor 
calibration data used to represent the indoor facility may 
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provide an accurate representation of the location of the target 
MS 18 (e.g., low distortion structures, open-faced facilities, 
etc.). 

Referring to FIG. 1, the NM data may be sent from the 
target MS 18 to the BS 10, where the PDE 50 processes the 5 

NMR and performs one or more comparison operations 
between the NM data and the calibration data of the NUG(s). 
Once the comparison operation is complete, the location of 
the target MS 18 may be estimated. A direct comparison of the 
original NM data may be made against the corresponding 10 

NUG(s) characteristics. Alternatively, the NM data may not 
be modified even ifNUG(s) are utilized to estimate the loca­
tion of the mobile station. 

NM data may also be modified to adjust the power levels 
15 

received from the serving and/or neighboring cell (NC) base 
stations. For example, differences in parameters between the 
serving cell and the NC may be calculated and the quantities 
used to modify the original NM data. 

If an original NMR received at the PDE 50 had the form 20 

NMRl =[Pl, P2, P3, TAl ], where Pl is the serving BS power 
at a particular location, P2 is a first NC power, P3 is a second 
NC power, and TAl is the timing advance parameter, the 
modified NMR may be represented by: NMR_modified=[0, 
Pl-P2, Pl-P3, TAl]. The resulting data vector maybe used to 25 

calculate new relative power levels of the NC BSs by sub­
tracting or adding the NMR_modified parameters from the 
original NMRl parameters. In this example, the power of the 
serving BS may be used as a basis to obtain relative power 
level modification parameters to modify the NC power level 30 

parameters ofNMR(s). 
The calculated modified parameters (NMR_modified=[0, 

Pl-P2, Pl-P3, TAl]) may also be used to simulate an indoor 
facility by modifying NMR(s) received from an indoor loca­
tion. Alternatively, the modified parameters may be used to 35 

conduct other calculations to obtain a desired set of modified 
results. For example, the modified NMR may be compared to 
one or more of the NUG(s) to provide an estimated location of 
a MS. Of course, the serving BS power level is not a required 
parameter to be used as a basis to obtain relative power level 40 

modification parameters, and many other parameters may be 
used to modify the NM data to simulate an indoor facility. 

6 
NM data may be modified by an amount relative to the 

signal strength of a NC-BS. In this example, the NC-BS 
having the highest signal power may be used as a basis to 
modify the values of the NM data. The differences between 
the NC having the highest cell power and the cell powers of 
the remaining NC-BSs may be calculated and the quantities 
thereof used to modify the original NM data. 

An exemplary NMR may have the form NMR=[Pl, P2, P3, 
P4, TAl ], where Pl is the serving BS signal power, P2 is a NC 
having the highest signal power at the intended location of the 
NMR, P3 and P4 are different NC signal powers, and TAl is 
a timing advance parameter. In this example, P2 has the 
highest signal power level and may be used as the basis for 
modifying the parameters of the NMR. The modified NMR 
may then be represented by NMR_modified2=[P2-Pl, 0, 
P2-P3, P2-P4, TA 1]. The resulting data vector NMR_modi-
fied2 may be used to calculate new power levels of the NC 
base stations by subtracting or adding the NMR_modified2 
parameters to the original NMR parameters. 

The modified NMR may be compared to one or more of the 
NUG(s). In the previous examples, the power of the serving 
BS and the NC with the highest signal power level were used 
to obtain the relative power modification quantities. The sig­
nal power level of the serving BS and/or the NC having the 
highest signal power may be used solely to modify the NMR, 
and may not be included in comparison operations against the 
NUG(s). If the serving BS power level parameter and/or the 
NC having the highest signal power level parameter are 
excluded from the comparison to the NUG(s ), the first and/or 
additional terms of the NMR may be ignored during the 
comparison operation. Of course, any other parameter may be 
utilized and the example above including power level should 
not limit the scope of the claims appended herewith. 

To further illustrate modification of the NMR, consider a 
particular implementation where the variable RxLevNeigh_ 
h_ WD represents the received signal strength of a neighbor­
ing BS's control channel (neighbor A) having the highest 
signal level, as measured by the wireless device. RxLev­
Neigh_h_ WD may be listed first in a measurement report list 
containing signal strengths sorted in descending order (h= 1 ). 
Let RxLevNeigh_i_ WD represent the received signal 
strength of the i th neighbor's control channel measured 
(neighbor i, where i;,h), as by the wireless device, and RxLev­
Neigh_h_DB represent the received signal strength of the 
neighbor (neighbor A) with the highest received signal 
strength, as measured by the wireless device, and which may 
be stored in the PDE 50 database during a calibration process. 
RxLevNeigh_i_DB may be used to represent the received 
signal strength of the i th neighboring BS's control channel 
(neighbor i, where i;,h, and i=l to N, and where N is the 
number of neighbors reported). RxLevNeigh_i_DB may be 
stored in the PDE 50 database during a calibration process. 

In this example, correlation may be conducted over the 
received signal strengths of the NC-BSs relative to the NC-BS 

To further illustrate modification of the NMR, consider a 
particular implementation where the variable RxLevServ­
ing_ WD represents the received signal strength of the serving 45 

base station's control channel measured by the wireless 
device at an unknown location. Let RxLevNeigh_i_ WD rep­
resent the received signal strength of the i th neighbor's control 
channel, RxLevServing_DB represent the average received 
signal strength of the serving station's control channel, stored 50 

in a database of the PDE 50 during the calibration process, 
and RxLevNeigh_i_DB represent the average received signal 
strength of the i th neighbor's control channel stored in the 
database during a calibration process (i= 1 to N, where N is the 
number of neighbor cells reported). 

A comparison operation may be conducted between the 
received signal strengths of the NC-BSs relative to the serving 
BS's received signal strength. For example, a comparison 
may include computing the difference between the param­
eters of the serving base station and the i th neighbor's param- 60 

eters (i.e., (RxLevServing_ WD-RxLevNeigh_i_ WD) and 
(RxLevServing_DB-RxLevNeigh_i_DB)). Once the differ­
ences are calculated, the magnitudes of the differences may 

55 having the highest received signal strength, as observed by 
the wireless device. A comparison may include computing 
the difference between the parameters of the serving BS and 
the i th neighbor's parameters (i.e. (RxLevNeigh_h_ WD-Rx-

be compared to a predetermined threshold value used to dis­
tinguish between an acceptable difference value requiring no 65 

modification to the NM data and a non-acceptable difference 
value invoking further modification efforts. 

LevNeigh_i_ WD) and (RxLevNeigh_h_DB-RxLev­
Neigh_i_DB)). Comparisons may also be conducted for any 
one, combination of or all of the measured parameters of the 
NC-BSs. 

NM data may be modified to adjust the power levels 
received from the serving and/or neighboring cell (NC) base 
stations by an amount relative to the average signal strength of 
one or more NC base stations. Each signal power or parameter 
component of the NMR may also be modified by an average 
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signal power or parameter level based on one or more of the 
measured NC signal power levels. The average received sig­
nal power level may be calculated a number of different ways, 

8 
outdoor and indoor facilities, then it may be best to use the 
average of more than one NC signal power value as the basis 
to modify the NMR(s). 

Regardless of the type of modification algorithm selected for example, the average of the two highest signal powers, the 
three highest powers, the average of all (N) signal powers, or 
an intermediary number between one or more of the mea­
sured NC signal power components. Modifying the original 
NMR components may include subtracting or adding to the 
existing NMR power components by an amount based on the 
calculated average, or other various known functions. 

5 to modify the NM data, a margin of error may still be present 
when attempting to determine the precise location of a mobile 
station. Determining the amount of location error may be 
useful when estimating the likelihood of accurately locating a 
mobile station. A confidence measure may also be used to 

10 represent the accuracy of a mobile station's estimated loca-

To further illustrate modification of the NMR, consider a 
particular implementation where RxLevNeigh_avg_ WD rep­
resents the average received signal strength based upon a 
number of control channel signal powers of neighboring BSs, 

15 
as measured by the wireless device at an unknown location to 
be estimated. Let RxLevNeigh_i_ WD represent the received 
signal strength of the i th neighbor's control channel signal 
power, and RxLevNeigh_avg_DB represent the average 
received signal strength of data stored during calibration, and 20 

computed based on the neighboring BSs, as measured by the 
wireless device and used in computing the average received 
signal strength. The same neighboring BSs may be used to 
represent the average received signal strength of the signal 
power levels received by the wireless device and for the 25 

average received signal strength of calibration data stored in 
the PDE 50 database. Let RxLevNeigh_i_DB represent the 
received signal strength of the i th neighbor's control channel 
stored in the PDE 50 database during the calibration process 
(i=l to N, where N is the number of neighbors reported). 30 

In this example, a comparison may be conducted over the 
received signal strengths of the neighboring BSs relative to 
the average received signal strength computed for all neigh­
boring BSs observed by the wireless device (i.e., compare 

35 
between (RxLevNeigh_avg_ WD-RxLevNeigh_i_ WD)) and 
for all neighbors previously measured by the wireless device 
(i.e., compare between (RxLevNeigh_avg_DB-RxLev­
Neigh_i_DB)). The average signal power level observed 
over all the neighbor signal power levels may be realized in 40 

absolute powers (mW) or in relative powers ( dBm). 
Any combination of the above NMR modification proce­

dures may be performed to increase the accuracy of mobile 
station location estimates. Further, any number of or type of 
parameters may be utilized in any of the aforementioned 45 

procedures and the exemplary parameters of power level, 
signal strength, etc. should not limit the scope of the claims 
appended wherewith. Certain factors impacting the modifi­
cation procedure selection process may include the specific 
type of cellular technology, the geographical terrain and/or 50 

environmental conditions, etc. Further, the present subject 
matter acknowledges that some NMR modification proce­
dures may be best suited for outdoor location estimation, 
while others are better suited for indoor location estimation, 
and some even may be best for mixed (indoor & outdoor) 55 

location estimation. 
For example, if the serving BS for a mobile station is 

known to be in an area where there are no buildings or 
obstructions then it may be prudent to leave the NM data 
unmodified or select the NMR modification procedure where 60 

the serving base station is used as the basis to calculate NMR 
modifications. Further, if the serving cell is in a geographical 
area with known large obstructions (e.g., buildings, moun­
tains etc.) then it may be prudent to use the NMR modification 
procedure that selects the NC base station having the highest 65 

signal power as the basis to calculate NMR modifications. 
Additionally, if the serving cell is in an area containing both 

tion. 
The value of a confidence measure may vary depending on 

the estimated accuracy of the location estimated. If estimated 
locations derived from mapping NM data to a given location, 
whether using a NUG or other form of a data source for 
comparison purposes, agree under any or all combinations, 
the respective confidence measure "C" may be considered 
high. A confidence measure may also be represented as a 
function that increases as the quantity of measured data cor­
rectly matches data associated with a final estimated location. 
An exemplary confidence measure or function may be repre­
sented as a fraction of all locations that are similar to the final 
estimated location, however, such an example should not 
limit the scope of the claims appended herewith. 

After one or more of the data modification procedures have 
been calculated, respective confidence measures may be cal­
culated to represent the likely accuracy of the modification 
procedures. Confidence measures may then be compared and 
the best one selected to represent the appropriate modification 
procedure to implement. 

Certain estimated locations may be assigned weights by 
using a confidence measure as a weight to represent the prob­
ability of locating a mobile station at a given location. For 
example, confidence measures may be based on one or more 
calculated parameters, including, but not limited to: a prob­
ability density function (PDF), a joint PDF, Mahalanobis 
distance, distortion measure, ordered number parameter, tim­
ing advance (TA) parameter, mobile orientation etc. The cal­
culated parameters may be derived from the NUG calibration 
data stored in the PDE 50 database. The parameters may be 
pre-stored in memory or may be calculated during a NMR to 
NUG comparison operation. 

Probability density functions may be calculated based on 
an individual NC base station power level, or a set of multiple 
NC base station power levels. The calculated probability den­
sity function may be compared to the set of available NU Gs 
(i.e., NUGS 1-3 of FIG. 1) to determine a probability that the 
NM data matches a particular NUG location. A joint prob­
ability may also be calculated over a set of probabilities to 
further estimate the location of the mobile station. The results 
of the calculated PDF may be used in a number of estimation 
techniques to locate the mobile station. 

Distortion measures may be determined at a particular 
location may be included in a NMR and used in a comparison 
operation to measure the difference in distortion between 
NUG data and NM data. The distortion measures may be used 
to estimate a location of a mobile station based on the results 
of the comparison. 

A Mahalanobis distance may be an exemplary distortion 
measure and may utilized to assist in identifying and analyz­
ing different patterns in a wireless communications environ­
ment. The Mahalanobis distance may also be useful in deter­
mining similarities between an unknown sample data set and 
a known data set. 

Ordering number lists may also be used to organize param­
eters for comparison purposes. An ordering number list may 
be a list or table of data parameters organized in a particular 
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301). At least one attenuation variable may be applied to the 
calibration data sample to simulate an indoor environment 
(operation 302). The modified network measurement data 
sample may be applied to a mobile station location algorithm 

order. The power levels may be listed in descending order and 
compared to similar parameters associated with a NUG(s ). A 
threshold power level may be used to represent an acceptable 
amount of deviation between a comparison of power levels 
obtained from a NMR(s) and/or a NUG(s). If one or more 
power levels in the NMR(s) and the NUG(s) fall within an 
acceptable range of one another, the location of a mobile 
station may be measured with a corresponding degree of 
accuracy. 

5 ( operation 303). The mobile station may be then located in the 
indoor environment based on the mobile station location 
algorithm implementing the at least one modified calibration 
sample (operation 304). 

Each generated NMR may be used to provide an individual 
estimate of the mobile station's location. The PDE 50 may 
receive a number of NMRs over a period of time, a corre­
sponding number of location estimates may be generated 
based on the number ofNMRs received. These estimates may 

FIG. 4 illustrates a flow diagram 400 of a method to locate 
10 a mobile station. NM data may be obtained to represent at 

least one network characteristic of the mobile station's serv-

be combined in a statistical algorithm and may provide a more 15 

accurate location estimate than the individual NMRs. 
Given a particular NMR or set ofNMR(s) containing data 

collected outdoors, a selection procedure may be conducted 
to select the most appropriate modification procedure to use 
when modifying the NM data. Once one or more of the above 20 

described NMR modification procedures have been calcu­
lated, ( e.g., non-modification, serving cell power level, high-

ing base station and at least one second network characteristic 
ofat least one of the mobile station's neighboring base sta­
tions ( operation 401 ). The difference between the at least one 
first signal characteristic and the at least one second signal 
characteristic may be computed ( operation 402). At least one 
signal characteristic of the NM data may be adjusted based on 
the computed difference (operation 403). The mobile station 
may be then located based on the modified network measure­
ment data (operation 404). 

FIG. 5 illustrates a flow diagram 500 of a method to locate 
a mobile station. NM data may be obtained (operation 501), 
which represents at least one first network characteristic of 
the mobile station's serving base station, and at least one 

est NC power level, average(s) of the NC power levels, etc.) 
one or more of these calculations may be selected as an 
optimal solution to be used to modify the NMR. 25 second and third network characteristic of the mobile sta-

One way to determine the optimal solution that should be 
used to modify the NMR is to calculate a confidence measure 
for each of the calculated modification procedures. Once the 
confidence measures have been calculated, the optimal solu­
tion may be selected as the modification procedure with the 30 

highest confidence measure. Alternatively, a location esti­
mate may be made by weighting the individual solutions by 
the applicable confidence measure and combining the results 
into a single NMR solution. 

Combining multiple NMR( s) may generate a location esti- 35 

mate with increased accuracy. When comparing NM data to a 
NUG, the grid point data that most closely matches the NM 
data may become the estimated location of the mobile station. 

tion's at least two neighboring base stations. It may be then 
determined which base station has the highest signal power at 
a particular location ( operation 502). The difference between 
the highest signal power at the particular location and the 
power levels at the particular location of the serving base 
station and the remaining neighboring base stations may be 
determined ( operation 503). At least one signal characteristic 
of the NM data may be adjusted based on the computed 
differences ( operation 504). The mobile station may then be 
located based on the modified NMR ( operation 505). 

FIG. 6 illustrates a flow diagram 600 of a method to locate 
a mobile station. A NMR may be obtained (operation 601), 
which represents at least one first signal characteristic of the 
mobile station's serving base station, and at least one second 
and third signal characteristics of the mobile station's at least 
two respective neighboring base stations. A difference may be 
computed between the at least one first signal characteristic of 
the mobile station's serving base station and the at least one 
second signal characteristic of at least one of the mobile 
station's neighboring base stations to determine a first solu­
tion (operation 602). It may then be determined which base 
station has the highest signal power level at a particular loca­
tion ( operation 603). The difference between the highest sig­
nal power and the power levels of the serving base station and 

In an alternative arrangement, interpolation may be used for 
determining a location that falls between two grid points to 40 

provide an even more accurate location estimate. Applying 
probabilistic weights, hypotheses and deriving confidence 
measures may increase the accuracy of the location estimates. 
Utilizing exemplary probabilistic measures, the estimated 
location of a mobile station may be determined within a 45 

particular degree of certainty. A similar approach may also be 
applied to select the appropriate NMR modification proce­
dure to accommodate for varying conditions and other opera­
tional variables ( e.g., different air standards, varying environ­
mental circumstances, etc.). 50 the remaining neighboring base stations may be determined 

as a second solution (operation 604). The neighboring base 
station having the lowest signal power level at the particular 
location may be determined ( operation 605). An average sig-

FIG. 2 illustrates a flow diagram 200 of a method to locate 
a mobile station. Observed network measurement data may 
be collected (operation 201). The observed data would typi­
cally be the same or similar to the data in a network measure­
ment report (NMR). The network measurement data repre- 55 

sents at least one network characteristic observed by the 
mobile station operating at a particular location within a 
region. The NM data may be compared to calibration data­
base data, where the calibration database data represents cali­
bration data measured within the geographical area of the 60 

region (operation 202). The location of the mobile station 
may be estimated based on the comparison of the modified 
network measurement data and the calibration database data 
(operation 203). 

FIG. 3 illustrates a flow diagram 300 of a method to locate 65 

a mobile station in an indoor environment. Calibration data 
samples are collected in an outdoor environment ( operation 

nal power level intermediary to the difference between the 
highest signal power level and the lowest signal power level 
may be determined as a third solution ( operation 606). It may 
then be determined which solution is a most optimal solution 
by comparing the three solutions ( operation 607). The signal 
characteristic of the NM data may then be adjusted based on 
the most optimal solution ( operation 608). The mobile station 
may then be located based on the adjusted NM data ( operation 
609). 

FIG. 7 illustrates an embodiment of the present subject 
matter. The method includes providing a database of previ­
ously-gathered calibration data for a predetermined region in 
a wireless network (operation 701). The database may be a 
collection of data from uniform or non-uniform grids that 
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While preferred embodiments of the present invention 
have been described, it is to be understood that the embodi­
ments described are illustrative only and the scope of the 
invention is to be defined solely by the appended claims when 

5 accorded a full range of equivalents, many variations and 
modifications naturally occurring to those skilled in the art 
from a perusal hereof. 

contain network measurements with associated location esti­
mates. Network measurement data may be then observed and 
measured typically by a mobile station or any other wireless 
device ( operation 703). The network measurement data may 
include received base station power and timing advance, as 
well as other network characteristics observable by a mobile 
station. The observed network measurement data may then be 
modified ( operation 705). This modification may include 
applying an attenuation function to some or all of the network 
measurement data or converting absolute values into relative 10 

values. The modification may be performed by a processor, 
microprocessor or ASICS. The modified network measure­
ment data may then be compared to the calibration database in 
order to determine the location of the mobile station (opera-

15 
tion 707). The comparison may be performed by a processor, 
microprocessor or ASICS. 

FIG. 8 is another illustration of an embodiment of the 
present subject matter. A database of previously-gathered 
calibration data for a predetermined region in a wireless net- 20 

work may be provided (operation 801). Observed network 
measurement data may be collected which includes a first 
signal characteristic from the mobile's serving transmitter 
(operation 803). The observed network measurement data 
may be modified as a function of the first signal characteristic 25 

( operation 805), for example the first signal characteristic 
may be received power and the modification may be a func­
tion of the relative value with respect to the received power. 
The modified network measurement data may be compared 
with the database of calibration data to determine the location 30 

of the mobile station (operation 807). 
FIG. 9 is an illustration of an embodiment of the present 

subject matter for determining a location of a mobile station. 
A database of calibration data for a region may be provided 
(901). Network measurement data from transmitters may be 35 

observed and collected including a signal characteristic from 
each of the transmitters ( operation 903). An average value for 
the signal characteristic among the transmitters may be deter­
mined ( operation 905). The average for the signal character­
istic may be a weighted average. The observed network mea- 40 

surement data may be modified using the determined average 
value ( operation 907) and the modified network measurement 
data may be compared with the database of calibration data to 
determine the location of the mobile station (operation 909). 

FIG. 10 is an illustration of an embodiment of the present 45 

subject matter for determining a location of a mobile station. 
A database of previously-gathered outdoor calibration data 
for a predetermined region in a wireless network may be 
provided (operation 1001). Network measurement data may 
be observed and collected (operation 1003). The network 50 

measurement data may be compared with the database of 
calibration data to thereby determine a plurality of location 
estimates for the mobile station (operation 1005). The loca­
tion estimates may be derived using modified, unmodified, 
limited signal characteristics, several signal characteristics, 55 

etc. For each location estimate, a confidence measure may be 
determined ( operation 1007). A location may be determined 
based on the plurality of location estimates and their respec­
tive confidence measures (1009). For example, the location 
may be determined based on a weighted average, where the 60 

weights are directly proportional to the confidence measures. 
The embodiments described above may be used in com­

munication devices, such as, a base station, having varying 
configurations that include, but are not limited to: predeter­
mined calibration data collected over varying terrain, differ- 65 

ent base station configurations, varying cellular communica­
tion protocols, etc. 

What is claimed is: 
1. A method for determining a location of a mobile station, 

comprising: 
providing a database of previously-gathered calibration 

data for a predetermined region in a wireless network; 
collecting observed network measurement data; 
modifying said observed network measurement data; and 
comparing said modified network measurement data with 

said database of calibration data by positioning deter­
mining equipment to thereby determine the location of 
the mobile station. 

2. The method of claim 1 wherein said database comprises 
previously-gathered calibration data at one or more predeter­
mined calibration points within said region. 

3. The method of claim 2 wherein said previously-gathered 
calibration data at one or more predetermined calibration 
points is combined to form previously-gathered calibration 
data for one or more non-uniform grid points within said 
region. 

4. The method of claim 1 wherein said database comprises 
previously-gathered calibration data for one or more non­
uniform grid points within said region. 

5. The method of claim 1 wherein said observed network 
measurement data includes data collected at the mobile sta­
tion. 

6. The method of claim 1 wherein said previously-gathered 
calibration data includes signal strength information mea­
sured at a predetermined calibration point within said region 
for a signal transmitted from a known location within or in 
proximity to said region. 

7. The method of claim 1 wherein said previously-gathered 
calibration data includes signal strength information mea­
sured by a receiver at a known location within or in proximity 
to said region for a signal transmitted from a predetermined 
calibration point within said region. 

8. The method of claim 1 wherein said previously-gathered 
calibration data includes round trip time information for sig­
nals traveling between a predetermined calibration point 
within said region and a known location within or in proxim­
ity to said region. 

9. The method of claim 1 wherein said previously-gathered 
calibration data includes time difference of arrival informa­
tion for a first signal traveling between a first known location 
and a predetermined calibration point within said region and 
a second signal traveling between a second known location 
and said calibration point. 

10. The method of claim 1 wherein said previously-gath­
ered calibration data includes information identifying a serv­
ing cell of a transmitter transmitting a signal received at a 
predetermined calibration point within said region. 

11. The method of claim 1 wherein said previously-gath­
ered calibration data includes information identifying a serv­
ing sector of a transmitter transmitting a signal received at a 
predetermined calibration point within said region. 

12. The method of claim 1 wherein said previously-gath­
ered calibration data includes information regarding a state of 
said wireless network. 

13. The method of claim 1 wherein said previously-gath­
ered calibration data includes calibration data gathered at a 
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predetermined calibration point within said region wherein 
said predetermined calibration point is not located within a 
structure. 

14. The method of claim 13 wherein said observed network 
measurement data is collected at a mobile station located 5 

within a structure. 
15. A system for determining a location ofa mo bile station, 

comprising: 
a database of previously-gathered calibration data for a 

predetermined region in a wireless network; 10 

circuitry for collecting observed network measurement 
data; 

circuitry for modifying said observed network measure­
ment data; and 

circuitry for comparing said modified network measure­
ment data with said database of calibration data to 
thereby determine the location of the mobile station. 

15 

16. The system of claim 15 wherein said database com­
prises previously-gathered calibration data at one or more 20 

predetermined calibration points within said region. 
17. The system of claim 16 further comprising circuitry for 

combining said previously-gathered calibration data at one or 
more predetermined calibration points to thereby form pre­
viously-gathered calibration data for one or more non-uni- 25 

form grid points within said region. 
18. The system of claim 15 wherein said database com­

prises previously-gathered calibration data for one or more 
non-uniform grid points within said region. 

19. The system of claim 15 wherein said mobile station 30 

includes said circuitry for collecting observed network mea­
surement data. 

20. The system of claim 15 further comprising circuitry for 
measuring signal strength at a predetermined calibration 

35 
point within said region for a signal transmitted from a known 
location within or in proximity to said region. 

14 
28. The system of claim 27 wherein said observed network 

measurement data is collected at a mobile station located 
within a structure. 

29. A method for determining a location of a mobile sta­
tion, comprising: 

providing a database of previously-gathered calibration 
data for a predetermined region in a wireless network, 
wherein said network includes a serving transmitter; 

collecting observed network measurement data including a 
first signal characteristic from said serving transmitter; 

modifying said observed network measurement data using 
said first signal characteristic; and 

comparing said modified network measurement data with 
said database of calibration data by positioning deter­
mining equipment to thereby determine the location of 
the mobile station. 

30. The method of claim 29 wherein said database com­
prises previously-gathered calibration data for one or more 
non-uniform grid points within said region. 

31. The method of claim 29 wherein said observed network 
measurement data includes data collected at the mobile sta­
tion. 

32. The method of claim 29 wherein said previously-gath­
ered calibration data includes calibration data gathered at a 
predetermined calibration point within said region wherein 
said predetermined calibration point is not located within a 
structure. 

33. The method of claim 32 wherein said observed network 
measurement data is collected at a mobile station located 
within a structure. 

34. The method of claim 29 wherein said first signal char­
acteristic is signal strength. 

35. The method of claim 34 wherein said collecting 
observed network measurement data further includes collect­
ing a second signal characteristic from a neighboring trans­
mitter wherein said second signal characteristic is signal 
strength. 

36. The method of claim 35 wherein the modifying of said 
calibration data uses a difference between said first and sec­
ond signal characteristics. 

21. The system of claim 15 further comprising circuitry for 
measuring signal strength at a receiver at a known location 
within or in proximity to said region for a signal transmitted 40 

from a predetermined calibration point within said region. 37. The method of claim 29 wherein said first signal char­
acteristic is signal strength of a control channel transmitted by 
said serving transmitter and received by said mobile station. 

38. The method of claim 37 wherein said collecting 
45 observed network measurement data further includes collect-

22. The system of claim 15 further comprising circuitry for 
determining round trip time for signals traveling between a 
predetermined calibration point within said region and a 
known location within or in proximity to said region. 

23. The system of claim 15 further comprising circuitry for 
determining time difference of arrival for a first signal trav­
eling between a first known location and a predetermined 
calibration point within said region and a second signal trav­
eling between a second known location and said calibration 50 

point. 
24. The system of claim 15 further comprising circuitry for 

identifying a serving cell of a transmitter transmitting a signal 
received at a predetermined calibration point within said 
region. 

25. The system of claim 15 further comprising circuitry for 
identifying a serving sector of a transmitter transmitting a 
signal received at a predetermined calibration point within 
said region. 

55 

26. The system of claim 15 wherein said previously-gath- 60 

ered calibration data includes information regarding a state of 
said wireless network. 

27. The system of claim 15 wherein said previously-gath­
ered calibration data includes calibration data gathered at a 
predetermined calibration point within said region wherein 65 

said predetermined calibration point is not located within a 
structure. 

ing a second signal characteristic from a neighboring trans­
mitter wherein said second signal characteristic is signal 
strength of a control channel transmitted by said neighboring 
transmitter and received by said mobile station. 

39. The method of claim 29 wherein said observed network 
measurement data includes a data set comprising: 

[Pi, ... Pm TA] 
where: 
P 1 represents the signal strength of said serving transmitter 

as measured at said mobile station, 
P n represents a signal strength of at a nth neighboring trans­

mitter as measured at said mobile station, and 
TA represents a timing advance parameter; 
and wherein said modified network measurement data 

includes a data set comprising: 
[O, ... P1-Pn-1,P1-Pn, TA] 
where: 
0 represents a difference between P 1 and P 1 , 

P 1 -P n-l represents a difference between P 1 and P n-1' and 
P 1 -P n represents a difference between P 1 and P n· 

40. The method of claim 39 wherein said first neighboring 
transmitter is not a member of said wireless network. 
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41. A method for determining a location of a mobile sta­
tion, comprising: 

16 
48. The method of claim 41 wherein said signal character­

istic is signal strength of a control channel. 
providing a database of previously-gathered calibration 

data for a predetermined region in a wireless network; 
collecting observed network measurement data from each 

of a plurality of transmitters including a signal charac­
teristic from each one of said plural transmitters; 

determining an average value for select ones of said signal 
characteristics; 

49. The method of claim 41, wherein the observed network 
measurement data includes received signal strength of said 

5 transmitters as said mobile station. 

modifying said observed network measurement data using 
10 

said average value; and 
comparing said modified network measurement data with 

said database of calibration data by positioning deter­
mining equipment to thereby determine the location of 
the mobile station. 

42. The method of claim 41 wherein said database com- 15 

prises previously-gathered calibration data for one or more 
non-uniform grid points within said region. 

43. The method of claim 41 wherein said observed network 
measurement data includes data collected at the mobile sta­
tion. 

44. The method of claim 41 wherein said previously-gath­
ered calibration data includes calibration data gathered at a 
predetermined calibration point within said region wherein 
said predetermined calibration point is not located within a 
structure. 

45. The method of claim 41 wherein said observed network 
measurement data is collected at a mobile station located 
within a structure. 

46. The method of claim 41 wherein said signal character-

20 

25 

istic is signal strength. 30 

47. The method of claim 46 wherein the modifying of said 
calibration data uses a difference between said average value 
and said signal characteristic for a first one of said plural 
transmitters. 

50. The method of claim 41 wherein said observed network 
measurement data includes a data set comprising: 

[Pi, P2, P3 , TA] 
where: 
P 1 represents the signal strength of a first one of said plural 

transmitters as measured at said mobile station, 
P 2 represents a signal strength of a second one of said plural 

transmitters as measured at said mobile station wherein 
P2>P1, 

P 3 represents a signal strength of a third one of said plural 
transmitters as measured at said mobile station wherein 
P2>P3 , and 

TA represents a timing advance parameter; 
and wherein said modified network measurement 

includes a data set comprising: 
[P1-PAvG, P2-PAvG, P3-PAvG, TA] 
where: 
P AVG represents an average value of Pi, P2, and P3 , 

P 1 -P AVG represents a difference between P 1 and P AvG, 

P 2-P AVG represents a difference between P 2 and P AvG, 

P 3 -PAvG represents a difference between P3 and PAvG· 

data 

51. The method of claim 50 wherein said first transmitter is 
a serving transmitter for said mobile station and said second 
and third transmitters are neighboring transmitters. 

52. The method of claim 41 wherein at least one of said 
plurality of transmitters is not a member of said wireless 
network. 

* * * * * 




