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[57] ABSTRACT 

A method and system for the adaptive allocation of channels 
within a radio communication system, specifically a cellular 
network, is presented. The allocation method takes advan­
tage of measurements made by the mobile radiotelephone 
and allocates channels based on the carrier to interference 
ratio. Using adaptive power control, consideration is given 
to maintaining an acceptable carrier to interference ratio 
while at the same time minimizing transmit power. Exem­
plary embodiments consider independent allocation of the 
uplink and downlink as well as independent determination 
of the uplink and downlink power levels. Other exemplary 
embodiments also give consideration to an efficient method 
for slot allocation in a TDMA communication system. 
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METHOD AND SYSTEM FOR CHANNEL 
ALLOCATION USING POWER CONTROL 

AND MOBILE-ASSISTED HANDOVER 
MEASUREMENTS 

BACKGROUND 

The present invention relates in general to base radio­
communication systems and, in particular, to channel allo­
cation combined with power control in a mobile radio 
communication system. 

The concept of frequency reuse is at the heart of cellular 
technology. In the conventional sense, frequency reuse is a 
technique whereby groups of frequencies are allocated for 
use in regions of limited geographic coverage known as 
cells. Cells containing equivalent groups of frequencies are 
geographically separated to allow callers in different cells to 
simultaneously use the same frequency without interfering 
with each other. By so doing many thousands of subscribers 
may be served by a system of only several hundred frequen­
cies. The design and operation of such a system is described 
in an article entitled Advanced Mobile Phone Service by 
Blecher, IEEE Transactions on Vehicular Technology, Vol. 
VT29, No. 2, May, 1980, pp. 238-244. Known commonly as 
the AMPS system, this system had allocated to it by the FCC 
a block of the UHF frequency spectrum further subdivided 
into pairs of narrow frequency bands called channels. Pair­
ing results from the frequency duplex arrangement wherein 
the transmit and receive frequencies are offset by 45 MHz. 
At present there are 832, 30 kHz wide, channels allocated to 
cellular mobile communications in the United States. A table 
of the frequencies dedicated to mobile communications in 
the U.S. is shown in FIG. 1. It is worth noting at this point 
that of the 832 available channels, there are 21 control 
channels dedicated each to the A-carrier and the B-carrier. 
These 42 control channels provide system information and 
cannot be used for voice traffic. The remaining 790 channels, 
known as voice or traffic channels, carry the burden of voice 
communication and are equally divided between the A-car­
rier and the B-carrier. A particular user can access at least 
half of the available channels, or 395. With regard to TDMA 
systems, such as specified by the IS-54B standard, these 
channels are further divided into 3 time slots. In this 
instance, a given user can access 3x395, or 1185, "chan­
nels". 

Link quality is the benchmark of any radio communica­
tion system. To provide high quality voice communication 

5 

2 
Frequency planning is the process by which individual 

channels are assigned to cells within the network. Currently, 
most frequency planning is done a priori; that is a fixed 
frequency plan is "hard-wired" in place by each cellular 
system operator. This is known as fixed channel allocation, 
or FCA. However, as interference and traffic load are time 
varying, FCA is not optimal. As shown in FIG. 2(b), 
highways which bisect cellular boundaries may have sig­
nificantly differing traffic patterns depending on location and 

10 time of day. Some roads may have significant automobile 
traffic in the morning and very little in the afternoon. As a 
result, most fixed frequency plans are not very efficient; 
many channels in a fixed frequency plan will have a much 
better link quality than is necessary to achieve high quality 

15 voice communication while many others in the same system 
will suffer from poor link quality which might force them to 
be dropped or blocked. A capacity increase could be 
obtained by some form of channel allocation where all of the 
links have equal quality. Because of the time varying nature 

20 of the interference, an adaptive scheme must be used. 
Adaptive channel allocation, or ACA, is a method of 

dynamically allocating frequencies throughout a cellular 
system to maximize system capacity. Under an ACA 
scheme, more frequencies would be allocated to busy cells 

25 from more lightly loaded cells. In addition, the channels can 
be allocated such that all links have satisfactory quality. 

30 

The concept of ACA is well-known to those skilled in the 
art. Many publications have illustrated the potential for ACA 
yet do not discuss specific strategies. For example, "Capac-
ity Improvement by Adaptive Channel Allocation", by 
Hakan Eriksson, IEEE Global Telecomm. Conf., Nov. 
28-Dec. 1, 1988, pp. 1355-1359, illustrates the capacity 
gains associated with a cellular radio system where all of the 
channels are a common resource shared by all base stations. 

35 In the above-referenced report, the mobile measures the 
signal quality of the downlink and channels are assigned on 
the basis of selecting the channel with the highest C/I level. 

Another approach is described by G. Riva, "Performance 

40 
Analysis of an Improved Dynamic Channel Allocation 
Scheme for Cellular Mobile Radio Systems", 42nd IEEE 
Veh. Tech. Conf., Denver, 1992, pp. 794-797 where the 
channel is selected based on achieving a quality close to or 
little better than a required C/I threshold. Furuya Y. et al., 

45 
"Channel Segregation, A Distributed Adaptive Channel 
Allocation Scheme for Mobile Communications Systems", 
Second Nordic Seminar on Digital Land Mobile Radio 
Communication, Stockholm, Oct. 14-16, 1986, pp. 311-315 
describe an ACA system wherein the recent history of link the desired signal in a cellular system must maintain a 

minimum signal strength above all other interference. The 
ratio of the desired signal to the interference is known as C/I. 
Aside from noise, which is omnipresent, there are funda­
mentally two other types of interference with which a 
designer must contend. The first of these is interference 
arising from users simultaneously operating on the same 
channel. This is known as co-channel interference. The 
second source of interference is from users operating on 
adjacent channels. This is known as adjacent-channel inter­
ference. Adjacent channel interference is controlled by 
selecting the frequencies in a given cell to be separated by 60 

large frequency increments, e.g., 200 kHz, and by using 
sharp cutoff in the channel filters in order to obtain a high 
adjacent-channel suppression. Co-channel interference is 
reduced by use of a frequency reuse pattern which geo­
graphically separates cells with the same frequency group. 65 

An example of an ideal seven cell frequency reuse pattern is 
shown in FIG. 2(a). 

50 
quality is considered as a factor in allocation decisions. In 
addition several hybrid systems have been presented where 
ACA is applied to a small block of frequencies on top of an 
FCA scheme. Such an example is presented in Sallberg, K., 
et al., "Hybrid channel assignment and reuse partitioning in 

55 
a cellular mobile telephone system", Proc. IEEE VTC '87, 
1987, pp. 405-411. 

A common denominator for all of these ACA systems is 
that they allocate a channel out of the set of channels which 
fulfills some predetermined quality criteria. The difference 
in each is how the channel is chosen out of the set. Apart 
from increases in system capacity, adaptive channel alloca­
tion obviates the need for system planning. Planning is 
instead performed by the system itself; this is particularly 
attractive when system changes are implemented or new 
base stations are added. 

Adaptive power control, or APC, is also a known art in 
cellular systems. See, for example, U.S. Pat. No. 4,485,486 
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to Webb et al. With APC, the power of the transmitter is 
varied according to the needs in the receiver. In general, 
there are two types of adaptive power control schemes: the 
C-based and the C/I-based. In the C-based scheme, the 
signal strength level at the receive side is maintained at a 5 

predefined level. As soon as the (average) received signal 
strength deviates from this level, the transmitter is ordered 
by the receiver to increase or decrease its transmit power. 
C-based APC only responds to changes in the path loss 
whereas C/I-based APC tries to maintain a predefined C/I 10 

level at the receiver. In addition to changes in the path losses, 
changes in the interference condition also result in the 
transmit power being adjusted. 

The conventional allocation algorithms described above 
base their decisions on the knowledge of which channels are 15 

used by which base stations and then attempt to optimize the 
quality in each link. However, they do not take advantage of 
the possibilities offered by adaptive power control in the 

4 
found on which the transmit power can be even lower. 
Between channel updates, the APC tries to maintain the 
required C/I level in the receiver. The scheme ensures 
minimizing the transmit power which not only reduces 
interference to other channels, but also serves the laudable 
goal of extending the battery life of handheld mobile radio­
telephones. 

BRIEF DESCRIPTION OF THE DRAWINGS 

These and other objects, features and advantages of the 
present invention will be readily apparent to one skilled in 
the art from the following written description, read in 
conjunction with the drawings, in which: 

FIG. 1 is an illustration of the allocated frequency spec­
trum as per the U.S. standard IS-54B; 

FIG. 2a is an exemplary illustration of a frequency reuse 
pattern as employed in a fixed plan cellular system; 

mobiles and base transmitters. 
In a TDMA environment, the allocation decision includes 

more than just a selection of the base and channel combi­
nation. Since TDMA channels are broken up into time slots, 
the allocation decision should also take this into account. 
U.S. Pat. No. 4,866,710 to Schaeffer, for example, describes 

20 
FIG. 2b is an exemplary illustration of the time dependent 

characteristics of cellular system loading which illustrates 
the need for an adaptive channel allocation according to the 
present invention; 

FIG. 3 is an illustration of uplink and downlink interfer­
ence; 

FIG. 4 is a flow chart illustrating the basic operation of an 
exemplary embodiment of the present invention; 

FIG. 5 is a flowchart illustrating the uplink allocation 
according to an exemplary embodiment of the present 

a method of allocating frequency and timeslots to mobile 25 

stations such that all the timeslots on a given frequency are 
filled before allocating timeslots on another frequency. 
Although seemingly efficient, this scheme does not consider 
the contributions to interference and does not consider the 
possibility of adaptive power control. 30 invention; 

SUMMARY 

It is therefore an object of the present invention to provide 
35 

a method for dynamically allocating channels in a commu­
nication system which maximizes system capacity while 
minimizing the transmitted power of the mobile radiotele­
phones. It is a further object of the present invention to take 
advantage of measurements made by the mobile radiotele-

40 
phones in determining link quality. It is yet another object of 
the present invention to enable battery operated radiotele­
phones to enjoy extended battery life by reducing the 
transmitted power. 

The control scheme presented herein adapts to the current 45 
traffic and interference situation in a communication envi­
ronment in order to optimize the quality of each link and 
maximize the overall system capacity. The status of the 
current traffic and interference condition is derived from 
measurements taken both by the mobile station and the base 50 
station. The channel allocations are periodically updated to 
ensure that, on average, the least amount of transmit power 
is used on the channels. Once a channel has been allocated, 
the adaptive power control scheme tries to maintain a 
satisfactory link quality with the minimum amount of radi- 55 
ated power. Since the adaptive power control and the adap­
tive channel allocation form one integrated process, the term 
adaptive channel allocation and power control, or ACAPC, 
is hereinafter adopted to describe the present invention. The 
present invention is not restricted to a particular type of 60 
access scheme and can therefore be applied equally, for 
example, to FDMA, TDMA, CDMA or hybrid systems. 

In exemplary embodiments of the present invention, 
systems and methods allocate a channel that minimizes the 
average transmit powers. During updates, which are peri- 65 
odically performed, it is checked whether the average trans­
mit power was indeed low, or that another channel can be 

FIG. 6 is a flow chart illustrating the downlink allocation 
according to an exemplary embodiment of the invention; 

FIG. 7 is an illustration of the IS-54B TDMA frame 
structure; 

FIG. 8(a) is a graph illustrating an exemplary power 
spectrum of a transmitted signal; 

FIG. 8(b) is an exemplary filter characteristics of a 
receiver; 

FIG. 8(c) is a graph showing the adjacent channel inter­
ference for the examples of FIGS. 8(a) and S(b); 

FIG. 9 is an exemplary illustration of the downlink 
interference prediction; 

FIG. 10 is a block diagram of an exemplary mobile station 
according to the present invention; 

FIG. 11 is a block diagram of an exemplary base station 
according to the present invention; and 

FIG. 12 is a block diagram of a portion of an exemplary 
base station controller according to the present invention. 

DETAILED DESCRIPTION 

In the following description, for purposes of explanation 
and not limitation, specific details are set forth, such as 
particular circuits, circuit components, techniques, etc. in 
order to provide a thorough understanding of the invention. 
However it will be apparent to one skilled in the art that the 
present invention may be practiced in other embodiments 
that depart from these specific details. In other instances, 
detailed descriptions of well-known methods, devices, and 
circuits are omitted so as not to obscure the description of 
the present invention with un_necessary detail. 

The implementation of the present invention will vary 
depending on the particular requirements of the communi­
cations system to which it is applied. In frequency duplex 
systems (e.g., AMPS, IS-54B), for example, the uplink and 
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RSSI of each individual downlink signal, the mobile station 
averages a plurality of individual RSSI measurements (e.g., 
over 1 second) to smooth out fast fading phenomena. For 
example, a vehicle equipped with a mobile radio operating 

downlink channels are paired, separated by a fixed 45 Mhz 
offset. The assignment of a downlink channel thereby auto­
matically fixes the uplink channel and vice versa. However, 
a more general case occurs when the downlink and the 
uplink can be independently allocated. 

An exemplary embodiment of the present invention will 
therefore first be presented for the case in which the uplink 
and downlink channels can be selected independently, and 
for which the transmit power can be independently con­
trolled on any channel. Later, other exemplary embodiments 
will be described for systems where: the uplink and down­
link channels occur in pairs, for systems with limited mea­
suring capabilities in the mobile, and for systems where the 
APC in the downlink operates on a group of channels as is 
the case in the current TDMA system defined by IS-54B 
standard. As will be discussed, each of the embodiments will 
be influenced, in some degree, by the operating status of the 
mobile station. 

5 at 869 MHz and traveling at 40 MPH should ideally perform 
RSSI measurements at approximately 7 millisecond inter­
vals to have those measurements uncorrelated to Rayleigh 
fading. As a typical radio receiver can tune to a specific 
frequency, perform an RSSI measurement and return to 

10 
within a few hundred Hz of its initial frequency on the order 
of 3 milliseconds, such a requirement is not difficult to 
achieve. To accommodate varying speeds and frequencies, 
many such measurements are performed and then averaged. 

15 

In most cases, the mobile station operates in one of three 
possible modes. The first to be considered occurs when the 20 

mobile station is in active communication (i.e., a call is in 
progress) and where the mobile station maintains active 
knowledge of the radio environment. The second mode to be 
considered is the stand-by mode. When in stand-by mode, 
the mobile station is listening for pages by periodically 25 

scanning the available control channels and therefore has 
some limited knowledge of the radio environment. Last to be 
considered is the power on mode. In this mode the mobile 
station has been completely deactivated and has no a priori 
knowledge of its environment when first turned-on. 30 

The channel allocation scheme described by this inven­
tion makes use of periodic measurements performed both by 
one or more base stations and/or by one or more mobile 
stations to determine the best channel under the current radio 
environment. Note that the term mobile station is used 35 

herein to refer to any remote station, for example vehicular 
radiotelephones and hand-held radiotelephones. In the fol­
lowing description, it is assumed that each base station 
transmits a pilot signal (i.e., a set-up or control channel) at 
a known frequency and of a known power level. 40 

As will be described in greater detail, the allocation 
process according to this exemplary embodiment of the 
present invention can be divided into three general phases. 

The acquisition procedure will be described with regard to 
the typical example of a mobile radio communication 
arrangement illustrated in FIG. 3. It will be appreciated by 
those skilled in the art that a typical system can, and most 
likely will, include many more base stations and many more 
mobile stations than shown in this exemplary illustration. 
However, to avoid obfuscating the present invention, the two 
mobile, three base station arrangement of FIG. 3 is pre­
sented. 

The acquisition operation, indeed operation of the entire 
network, is controlled via the mobile telephone switching 
office (MTSO) 300. The MTSO 300 is connected, either 
directly or indirectly, to each base station controller 310, 
320, and 330. This description will first consider the acqui-
sition procedure when a call is presently in progress. In this 
example, mobile station A (numbered 370) is currently 
connected to base station A (numbered 350). 

As well-described in the IS-54B specification, when a call 
is in progress, the base station may issue instructions to a 
mobile station via the FACCH. The FACCH, or fast asso­
ciated control channel, is a "blank and burst" data transmis­
sion protocol whereby messages may be sent over the voice 
channel. Included in the list of FACCH messages is the 
"Channel Scan Message". This instruction prompts the 
mobile station to perform a series of RSSI measurements on 
a list of frequencies included with the message. Often, this 
list includes the control channel frequencies broadcast from 
surrounding base stations. For specific details of FACCH 
signaling and the Channel Scan Message, the interested 
reader is referred to the IS-54B document. Note that this 
particular method of controlling the mobile station is pre­
sented for the purposes of illustration only. It will be 
appreciated by those skilled in the art that other signaling 
methods and formats could also be used in the execution of 
the present invention. 

In response to instructions generated by the MTSO 300, 
mobile station A monitors the signals transmitted by sur-

As shown in FIG. 4, these are: 1) acquisition 410 of 45 
measurement data reflecting the current conditions of the 
local environment; 2) determination 420 of the most appro­
priate channel consistent with the measurements made dur­
ing acquisition; and 3) channel allocation 430 according to 
predetermined criteria. 50 rounding base stations, including that to which it is currently 

connected. With regard to the situation illustrated in FIG. 3, 
mobile station A is located so that it receives signals not only 
from the base station to which it is connected (i.e., signal 345 
transmitted from base station A) but from several other 

The acquisition phase 410 begins with measurements of 
the signal power of the pilot signals broadcast from sur­
rounding base stations. These measurements are performed 
by the mobile station which, through a procedure to be 
described in greater detail, periodically measures the 
received signal strength (RSSI) of a number of individual 
pilot signals transmitted from surrounding base stations. 

The RSSI of a signal can be measured, for example, as 
described in U.S. Pat. No. 5,048,059 to Paul W. Dent entitled 
"Log-Polar Signal Processing", which is incorporated here 
by reference. The RSSI of a channel is, for this example, 
simply a measure of the amount of signal power contained 
within a 30 Khz bandwidth centered at a particular fre­
quency. In addition to signals intentionally broadcast on the 
channel, the signal power may include co-channel signal 
power, spillover from adjacent channels, noise, and any 
other power which exists in the band. In determining the 

55 surrounding base stations: signal 305 transmitted from base 
station B (numbered 340), and signal 315 transmitted from 
base station C (numbered 360). According to the present 
invention, mobile station A periodically receives a channel 
scan message broadcast from base station A. This message 

60 includes instructions to scan the pilot signals from base 
stations located in the vicinity of base station A. Note that 
the actual base station location and/or identification need not 
be transmitted to the mobile station; the base stations need 
only be identified by the frequency of the pilot signal 

65 broadcast therefrom. 
After making RSSI measurements (as described above) of 

the three downlink signals 305, 315, and 345, mobile station 
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A reports these results to base station controller A (numbered 
320), via the slow associated control channel (SACCH) of 
an uplink traffic channel 335. As with the FACCH, the 
SACCH is a signaling format specified by IS-54B. 

8 
channels, K, at base J are now sent via the base station 
controller of base station J to the base station controller of 
the base station to which the considered mobile station is 
currently connected. For the example shown in FIG. 4, this 

The aforementioned RSSI measurements can now be used 5 means that the values measured on idle channels by base 
stations A, B and C (i.e., Iu/A,K), Iu/B,K), and Iu/C,K), 
respectively) are sent to base station controller 320 of base 
A. Index K, of course, represents the voice channels and can, 

to calculate the path losses between the base stations whose 
signals were measured and the mobile station performing the 
measurements. The RSSI measurement together with the 
base transmit power (which is either fixed, or otherwise 
known by the network 300 and reported to the base station 10 
controller of base station A) provide all the information 
required to calculate the signal path loss (PL) for each 
signal. Path loss, calculated as the RSSI divided by the base 
transmit power, is an expression of the attenuation that a 
signal will experience as it propagates between the base 
station and the mobile station. For example, assume that 15 

mobile station A has measured the RSSI of signal 315 
broadcast from base station C to be -125 dBm. It is also 
known that signal 315 is broadcast at a power level of 0 
dBm. Therefore, the calculation of path loss is straightfor­
ward: 

in this example, be any number from 1 to 395. 

During the acquisition process, the path loss information 
calculated from the pilot signal measurements sent by the 
mobile station and the interference information sent by the 
surrounding base stations provide the base station controller 
with the information necessary to calculate all the power 
levels required on all of the channels that can be allocated. 
The acquisition phase 410 is then completed and the next 
step is the determination of the best channel to allocate. 

The determination phase 420 includes finding the base 
station, J, and channel, K, combination that requires the least 

Known Transmit Power of Base Station C 
Measured RSSl of Base Station C by 

0 dBm 
-125 dBm 

20 amount of mobile station transmit power in order to main­
tain satisfactory quality on the link. For each base station, J, 
and channel, K, the required mobile station transmit power 
PMs,,e/J,K) can be calculated as: 

mobile station 
Path Loss between mobile station A 
and base station C 

25 
125 dB 

In general, the path loss between a base station of arbi­
trary index J and the mobile station performing the mea- 30 

surement will be represented by PL(J). Since the pilot RSSI 
measurements are assumed to be uncorrelated to Rayleigh 
fading, the path loss from the base to the mobile can, by the 
principle of reciprocity, be assumed to be identical to the 
path loss from the mobile station to the base. PL(J) therefore 35 
represents the link path loss irrespective of link direction 
(i.e., uplink or downlink). Thus calculation of the path losses 
between the mobile station and surrounding base stations 
completes the first stage of the acquisition process. 

The second acquisition stage involves the measurement of 40 
RSSI on idle traffic channels (i.e., the potential voice chan­
nels which may be allocated) to obtain an estimate of the 
interference levels. If no restrictions are set on the selection 
of channels, and if the mobile station and the base station 
have the same scanning capabilities, the process according 

45 
to the present invention operates independently for the 
uplink and the downlink channels. First, the uplink routine 
is described. 

Under instructions from the MTSO 300, base station A 
continuously monitors the interference levels on its idle 50 
traffic channels (i.e., voice channels not in use). The base 
station scans through all the idle channels, takes RSSI 
measurement samples and, as before, averages the samples 
(e.g., over a period of 10 seconds) to make the samples 
uncorrelated to Rayleigh fading. Note that as with the pilot 55 
signal measurements, these RSSI measurements include any 
interfering power that falls within the measuring band­
width-irrespective of where the interference comes from. 
The energy can come from, for example: noise (which is 
ubiquitous), co-channel users, the spill-over of users on 60 
adjacent channels, intermodulation products that happen to 
fall into the measuring bandwidth, and from non-cellular 
emissions (both licensed and unlicensed.) With regard to 
FIG. 3, this process is repeated (either sequentially or 
simultaneously) by base station B and base station C. 65 

The average uplink interference level on channel K at 
base J is represented by Iup(J,K). The IuP values of all idle 

P MS,req(l,K)=(CII)a+PL(J)+I up(J,K) dB (1) 

As previously described, all the information required to 
solve equation (1) now resides in base station controller 320. 
(C/I)0 is the target C/I value that the system tries to maintain 
on a link and can be defined by the network operator. For 
example, if it is assumed that the path loss between the 
mobile station in question and a base station J, PL(J), is 
calculated as before to be 125 dB and the uplink interference 
on channel Kat base station J is -150 dBm, and the desired 
C/I is 25 dB, then the required transmit power can be 
calculated to be: 

PMs,re/l,K)=25 dB+l25 dB-150 dBrrr-{) dBm (1.0 m Watts) 

If the desired object is to minimize the transmit power of 
the mobile station then that channel K on base J with the 
lowest P MS,req is chosen as the best base and channel 
combination. Notice that, since the exemplary process 
according the present invention takes interference into 
account, this process does not necessarily choose the stron­
gest base (i.e., geographically closest to the mobile, or 
lowest path loss) as the one with which to establish a link. 
If the interference level of an available voice channel on a 
more distant (i.e., in this context correlating to higher path 
loss) base is significantly lower than the interference levels 
on any of the idle channels of a closer base station, the 
required PMS to connect to the more distant base might 
actually be lower. 

For example, assume the path loss, PL, on downlink 345 
from base A to mobile station A is 80 dB and the path loss 
on downlink 305 from base B to mobile station A is 90 dB. 
Assume further that the lowest interference measured at base 
A is on channel 32 (825.96 MHz) at a level of -100 dBm. 
Assume also that the lowest interference level measured at 
base B occurs on channel 245 (832.35 MHz) at a level of 
-120 dBm. If the target (C/I)0 is 25 dB, then the minimum 
required P Ms for a link to base A on channel 32 is calculated 
according to equation (1) to be: 

PMs,,.q(A,32)=25 dB+S0 dB-100 dBm=+5 dBm 

For a link to base B on channel 245 the minimum required 
transmit power would be: 
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PMs.re/B,245)=25 dB+90 dB-120 dBm=-5 dBm 

If both base stations transmit at the same power level the 
downlink signal received at the mobile station from base B 
is weak.er (i.e., higher path loss and ostensibly further away), 

5 
Assuming reciprocity, the signal received at base station B 
from the mobile station would be weak.er than that received 
at base station A. However, because of the consideration of 
interference, even with an additional 10 dB of path loss, less 
transmit power is required by the mobile station to set up a 
satisfactory link to base station B. Therefore, for the uplink, 10 

the mobile station would be handed-off to channel 245 on 
base station B. This stands in marked contrast to the earlier­
described systems in which the mobile station is handed-off 
to the base station with the strongest signal. 

In addition to the power levels required on potential 15 

channels, the base station controller is provided with the 
prevailing transmit power on the current traffic channel. The 
mobile can, for example, send this information over the 
SACCH to the base to which it is connected. This informa-
tion can then be directed to the base station controller of base 20 

station A. 

10 
sponding base will then download the channel numbers of 
the surrounding bases to be measured into the mobile 
station. From here on, the procedure is as described above. 
A flowchart summarizing the uplink channel allocation 
procedure for all three operational modes is shown in FIG. 
5. 

In FIG. 5, superblock 500 indicates a first general step of 
determining in which of three modes a mobile station is 
currently operating. If the mobile station is operating in the 
power on mode at block 501, the flow proceeds to block 504 
where the mobile station scans the control channels to 
receive scan codes. Otherwise, the mobile station is oper­
ating in the standby mode 502 or the call in progress mode 
503, and the flow proceeds to the acquisition phase at 510. 
The acquisition phase 510 begins with the step of having the 
mobile station make RSSI measurements of pilot signals 
transmitted from surrounding base stations at 511. Next, 
these RSSI measurements are sent back to the base station 
to which the mobile station has an active link at block 512. 
At block 513, the base stations make their own RSSI 
measurements of the idle traffic channels. The following 
steps relate to determining which of the channels should be 
assigned for this link with the mobile station at 520. Thus, 
the flow proceeds to block 521 wherein the base station 

If the best channel and base station combination is not 
identical to the current channel and base station combina­
tion, a re-allocation is considered. However, in order to 
avoid channel hopping and Ping-Pong effects (the mobile 
station being repeatedly re-allocated between channels A 
and B), a hysteresis is built in. The new channel is only 
allocated if the required transmit power on the new channel 

25 controller calculates a path loss between the mobile station 
and each of the base stations whose signals were measured 
at block 511. The base station controller then calculates the 
required transmit power levels for the mobile station for 

is at least x dB smaller than the transmit power on the current 
channel. The hysteresis value, x, is called the hand-over 30 

margin and can be chosen freely. According to exemplary 
embodiments, x typically lies somewhere in the range of 3 

each combination of base station and traffic channel using, 
for example, equation (1) and determines the combination 
which gives the minimum required transmit power for the 
mobile station at block 522. 

Having determined which channel should be allocated for 
this link with the mobile station, the flow then proceeds to 

to 6 dB. If the difference between new and current power 
levels is smaller than the hand-over margin, no re-allocation 
is made, and the current link is maintained. 

The above discussion considers the allocation decision in 
which a call is already in progress and during which MAHO, 
or mobile assisted hand over, measurements are sent over the 
SACCH (or FACCH) of the current traffic channel. In case 

35 the handover phase indicated by superblock 530. At decision 
block 531, it is determined whether or not the mobile station 
currently has a call in progress. If so, the flow moves then 
to block 532 where it is then determined whether or not the 

of a call setup, no traffic channel has been allocated, and the 40 

MAHO measurements are sent over the control/calling 
channel of the base station to which the mobile station is 
locked on. This is because even if a mobile is in stand-by 
(i.e., sleep mode) it still keeps track of the surrounding bases 
during brief periods of wakeup when it performs measure- 45 

ments of pilot signal strength and listens for pages. From this 
information, the preferred channel and base combination can 
be determined as described above, and the required transmit 
power on this new channel is calculated. However, since no 
current link exists, there is no current transmit power to 50 

which a comparison can be made; that is, there is no 
hand-over margin. Instead the P MS,req on the new channel is 
compared with the power control range (set by the minimum 
and maximum power the mobile station can transmit) or 
with a set-up threshold as being the maximum transmit 55 

power allowed at set-up. If the P MS,req of the best channel is 
below the predetermined maximum transmit power allowed, 
this channel can be allocated right a way. If not, the call must 
be blocked. The set-up threshold, which may be lower than 
the maximum available output power, will prevent users that 60 

need a lot of power (and would therefore produce a high 
level of interference) from entering the system at the 
expense of users who would require lower transmit powers. 

In the third operational mode (i.e., power on) no MARO 
measurement data is available at all. At power on, the mobile 65 

station first scans through all the calling/control channels of 
the base stations and locks on to the strongest. The corre-

minimum required transmit power calculated in block 522 
exceeds a current transmit power minus the handover mar­
gin. If the answer to this determination is no, then the flow 
proceeds to block 533 where the handoff to the determined 
channel/base station occurs. Otherwise, the flow loops back 
to the beginning of the acquisition phase 510 and no 
handover occurs at this time. 

Looking back again at decision block 531, if it is deter­
mined, on the other hand, that there is no call in progress, 
then the flow proceeds to block 535 where it is determined 
if the minimum required transmit power exceeds a maxi­
mum allowable power as discussed above. If not, the process 
then moves to block 534 where the call is set up on the 
channel/base station combination determined in block 522. 
If the minimum required transmit power does exceed the 
predetermined maximum allowable power, then the call is 
blocked at 536. 

Assuming that the uplink and downlink channels can be 
independently allocated, the procedure for assigning the 
downlink is similar to that described above for assigning the 
uplink. The path loss values are found the same way as 
before by using the mobile station measurements of the pilot 
RSSis. In fact, these can be made directly without the 
assumption of reciprocity as was necessary with the uplink 
estimate. However, now interference measurements on the 
idle channels at the mobile are made. This assumes that the 
mobile station has the same ability as the base station to scan 
the full range of voice channels. Since no particular base is 
involved, the interference levels only depend on the channel 
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number K: IdownCK). These measurements are sent back to 
the base to which the mobile station is connected, and are 
directed to its base station controller. The required transmit 
power of base station (J) is calculated as: 

12 
The parameter b can be chosen with respect to the system 
conditions and the desires of the operator. For example, if 
attention is placed on maximizing the mobile station battery 
life (i.e., minimizing the transmit power of the mobile), 

(
2

) 5 greater weight should be placed on minimizing P MS,req' so b 
should approach one. However, if for example, capacity is 
limited by the downlink (e.g., when the base applies receive 
diversity with two receive antennas or has other means to 
reduce its C/1 while maintaining satisfactory link quality), 

To reduce the number of computations, only those chan­
nels K on base station J are considered that are idle and free 
to be used. Before the actual re-allocation is made, a 
comparison between the new PBS on the best channel and 
the average PBS on the current channel can be made. If 
smaller than the hand-over margin, then no re-allocation 
should be made. The downlink procedure according to this 
exemplary embodiment will now be described with refer­
ence to FIG. 6. 

In FIG. 6, superblock 600 denotes the step of determining 
the mobile station's current operating mode. If the mobile 
station is in the power on mode 601, the flow then proceeds 
to block 604 where the mobile station scans the detected 
control channels to receive scan codes. Otherwise, in 
standby mode 602 or call in progress mode 603, the flow 
proceeds to block 610 where the acquisition phase occurs. At 
block 611, the mobile station makes RSSI measurements of 
the pilot signals transmitted from surrounding base stations. 
Next, the mobile station at block 612 makes RSSI measure­
ments of the idle traffic channels. These RSSI measurements 
are sent back to the base station with which the mobile 
station has an active link at block 613. The determination 
phase 620 begins with the base station controller calculating 
a path loss between that base station and the mobile station 
at block 621. The base station controller then calculates the 
required transmit power levels for the base station for each 
combination of base station and traffic channel using equa­
tion (2), above, and then determines the minimum required 
transmit power for the base station at block 622. 

Next, during the handover phase 630, there is an initial 
determination as to whether or not the mobile station has a 
call in progress at block 631. If the result of this determi­
nation is affirmative, the flow moves next to decision block 
632 where it is determined whether the transmit power 
calculated at block 622 exceeds a current transmit power 
minus a handover margin. If not, then the handoff can be 
made to the channel base station combination requiring the 
lowest base station transmit power at block 633. Otherwise, 

10 most weight should be placed on PBs,req, so b should 
approach zero. It should be noted that if the interference 
situations in the uplink and downlink are highly correlated, 
then minimizing the sum comes close to minimizing either 
PMs or PBs individually. In all other respects, the path loss, 

15 PL, and interference measurements, Iup, IvowN, which 
affect P Ms or PBS are performed as discussed for the earlier 
described exemplary embodiment. 

In the above, it was assumed that the mobile station had 
the same capacity as the base station for scanning the range 

20 of voice channels. To scan, the mobile locks on a frequency, 
settles, and then performs a measurement. Clearly for a 
cellular systems with over 1000 traffic channels, such as the 
system defined by the IS-54B specification, it is impractical 
for the mobile to monitor every channel. In addition to the 

25 large scanning load in the mobile station, TDMA protocols 
further exacerbate the scanning problem in that it is impos­
sible to determine the downlink interference on each indi­
vidual slot. This is a result of the continuous transmission 
from the base station. As is well-known, a TDMA system 

30 divides the 30 kHz wide channels used in AMPS into time 
slots. IS-54B, for example, divides the channel into three 
time slots resulting in a three-fold increase in traffic capacity. 
For reasons beyond the scope of this disclosure, the base 
station transmits on all three downlink slots even if only one 

35 slot is active. Therefore, even if only one time slot is being 
used, all three time slots on the same carrier carry the same 
transmit power (with filler information on the idle slots). An 
illustration of the IS-54B time slot structure is shown in FIG. 
7. Note that, although six slots are shown, the current system 

40 allocates to each channel two slots per frame (i.e., TSO=TS3, 
TS1=TS4, TS2=TS5). In order to more clearly describe the 
function of the invention in a TDMA system, a pedagogic 
description of the problem of measuring downlink interfer-

no handoff occurs and the flow loops back to the acquisition 
phase 610. Looking back again at block 631, if there is no 45 

call in progress then it is determined at block 635 whether 

ence in a TDMA system is provided. 
With regard to FIG. 7, assume that a base station uses time 

slot TSO on carrier 1 to communicate with user A. The slots 
TSl and TS2 on carrier 1 are assumed to be idle. Now user 
B is also close to this base and is interested in startup, or 
hand-over, of a call on TSl or TS2 on carrier 1, which, as 

or not the minimum required transmit power exceeds a 
predetermined maximum allowable power. If not, then the 
call can be set up at block 634 on the channel/base station 
combination which requires the lowest base station power. 
Otherwise, the call will be blocked at 636 and the flow 
proceeds back to the acquisition phase 610. 

The present invention has been discussed in terms of an 
exemplary embodiment wherein uplink and downlink chan­
nels can be selected independently, and wherein each chan­
nel is provided with its own APC. Another exemplary 
embodiment of the present invention is now presented 
wherein the uplink and downlink channels are paired in such 
a manner that there is a fixed offset (e.g., 45 MHz in the 
IS-54B standard.) In this case, the uplink and downlink 
information is combined. Instead of selecting the best uplink 
or downlink channel, one selects the best channel pair which 
minimizes the transmit power in both the uplink and in the 
downlink. Thus, a method to minimize the weighted sum of 
the PMS,req and the PBS,req is given by: 

min { b(P MS,req)+(l -b )(P BS,req)} 

50 stated, are both available. The mobile station would there­
fore like to determine the downlink interference on TSl. In 
our notation, the downlink interference on base station J, 
channel K, and time slot, TSx, would be written as Ivow~J, 
K,TSx). Therefore the measurement made by the mobile 

55 station of the downlink interference emanating from base 
station A, on channel 1, time slot 1 would be Ivow~A,1, 
TSl) according to this notation. Since base station A does 
not shutdown its power after TSO, but continues to transmit 
(with the same power as used in TSO) on TSl and TS2 as 

60 well, user B measures a large RSSI (which would actually be 
its carrier strength when selecting TSl). This large signal 
completely overwhelms the interference signal which is 
likely much weaker than the carrier. In this case a measure­
ment of the downlink interference strength on TS 1 is irnpos-

65 sible. (Note that the idle power transmitted in TSl would 
only be an interference to user B if it would select TSl on 
carrier 1 on a different base.) Observe that, in the previous 
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exemplary embodiment, downlink interference measure­
ments were made on idle channels. That is, the mobile 
station would only measure the RSSI of downlink channels 
that were currently not being used by the base station to 
which a link was being considered. 5 

14 
For these nearby bases which are included in the measure­
ment list, the path losses can accurately be determined, as 
previously discussed from information contained within the 
base station and measurements made at the mobile station. 

The interfering signals are however more likely to come 
from distantly located base stations. The control channels 
from these base stations cannot be measured directly since 
their signals are overpowered by those base stations in close 
proximity which have already been measured. Therefore 
only a crude prediction of the interference emanating from 
these base stations can be made using known propagation 
loss models and/or geographical data of the local surround­
ings which can be located in a database connected to the 
base station controller. An example of known propagation 
loss models can be found, for example, in Y. Okumura, et al., 
"Field Strength and it Variability in UHF and VHF Land-
Mobile Radio Service", Review of Elec. Comm. Lab., Vol. 
16, September -October 1968, pp. 825-873 and M. Hata, 
"Empirical Formula for Propagation Loss in Land Mobile 

Downlink interference measurements could be avoided 
altogether if one can rely on a high correlation between 
uplink and downlink interference conditions. In this case, by 
choosing the best uplink channel using the method summa­
rized by equation (1), the corresponding downlink channel 

10 
(offset by 45 MHz) will be acceptable as well. Uplink 
interference measurements using TDMA are possible 
because, unlike the base stations, the mobiles transmit on 
only, for example in IS-54B, one slot of three. Measure­
ments made on unoccupied slots would therefore only 
include interference. If the correlation is poor, as it most l5 
often would be, one must make a prediction of the downlink 
interference. Therefore, according to another exemplary 
embodiment of the present invention, a method of predicting 
the downlink interference levels is included to deal with 
situations where direct measurement thereof is impossible. 20 Radio Services", IEEE Trans. on Veh. Tech., vol. VT-29, no. 

3, August 1980, pp. 317-325. These data can be obtained 
during installation using transportable test transmitters at 
proposed base locations, and the use of a specially equipped 
vehicle to measure RSSI in a local area. Once the transmit 

To predict the downlink interference, one should identify 
the base stations in a wide range around the mobile station 
that are transmitting on the same channel. The location of 
these bases and the power levels they are currently using on 
the considered channel, must be directed to the base station 
controller doing the ACAPC processing (e.g., in the example 
of FIG. 3, this is base station controller 320.) This can be 
accomplished, for example, directly through the MTSO 300. 
Adjacent channel interference can also be included if it is 
corrected with the adjacent channel rejection factor. 

25 powers and the path losses are known, the signal received in 
the mobile from each base can be calculated. By adding all 
these power levels together, a prediction of the interference 
level is obtained. Alternatively, the path losses between all 
of the base stations can be measured when the system is 

30 installed and stored within the network database. These data 

Adjacent channel interference results because of the non­
ideal filtering operations in the transmitter and receiver. The 
power spectrum of a transmitted signal is not zero in 
adjacent bands, but instead falls off as a function of the 
frequency offset, see FIG. 8(a). On the other hand, the 35 

receive filter characteristic is not rectangular, and some 
power outside of the receive band is taken in as well, see 
FIG. 8(b). The total adjacent channel interference that user 

can be periodically updated as characteristics of the terrain 
evolve. 

An example of interference prediction will now be 
described with respect to FIG. 9. Therein mobile station A is 
close to base station A and wants to initiate a call over 
channel K on base station A. The network scans the region 
around base station A for other base stations that use channel 
K. It finds three bases L, M, and N. In most cases, these base 
stations are not normally scanned by a mobile station located A introduces to user B can be seen in FIG. 8(c) and is 

determined by, for example: 

(a) the shape of the power spectrum transmitted by user A, 
e.g., the curve in FIG. 8(a); 

(b) the absolute value of the power transmitted by user A, 
e.g., the area under curve of FIG. 8(a); 

(c) the filter characteristic of user B's receiver, e.g., the 
curve in FIG. 8(b); and 

(d) the frequency offset between user and interferer. 
Items (a) and (c) can be derived from the system specifica­
tions (or from the specification of the transmitter and 
receiver equipment). Item (b) is the transmit power used by 
A which information can be passed on to the system and 
item (d) is known as well. The adjacent channel rejection 
factor can be determined using items (a), (c) and (d). 
Together with the absolute transmit power of the adjacent 
interferer, the adjacent channel interference can then be 
determined. If the spectral shape indicated in item (a) and 
the filter characteristic, item (c), are not exactly known, at 
least there exist system specifications which give worst case 
conditions for allowable spectral shape and filter response. 
Using this information, the worst-case adjacent channel 
interference can be calculated. 

Unlike the previous situation where path loss could be 
calculated from pilot signal dam, the path loss from each of 
these bases to the mobile station is predicted. Because of the 
frequency plan adopted for the control channels, only the 
nearest (i.e., the closest 21) base stations can be measured. 

40 near base station A since they are remotely located. The 
mobile usually scans closely located base stations such as B 
through G inclusive). It is known that base stations L, M, and 
Nuse a transmit power on channel K ofO dBm, 10 dBm and 
15 dBm, respectively. In our notation this is: P=(L,K)=O 

45 dBm, P=(M,K)=lO dBm, and Pix(N,K)=15 dBm. 
These numbers are sent to the base station controller of 

base A, together with the location of bases L, M, and N. The 
network knows, a priori, the distances between base station 
A and the L, M, and N base stations. In addition, the network 

50 may have extra information about the terrain between base 
station A and the other base stations (e.g., mountains, hills, 
high buildings). From this information the path loss between 
base station A and the interfering bases can be determined. 
Although the location of the mobile station is not exactly 

55 known (unless the system contains a locating feature which 
can determine the location of the mobile within the cell), if 
the distance is large it can safely be assumed that the path 
losses from the interfering base stations to the mobile station 
does not deviate too much from the path losses to base 

60 station A. 
Alternatively, a so-called beacon may be employed from 

which these path losses may be directly obtained. From the 
total number of voice channels available, one channel may 
be selected for use as a radio beacon. That is, a particular 

65 frequency can be chosen to be transmitted sequentially from 
several distant base stations. To obtain the path losses 
between any given mobile station and a distant base station 
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downlink for this exemplary embodiment will be assumed to 
be limited to variations in carrier power only. If it is assumed 
that the power is controlled with respect to the user with the 
lowest C/I, all other users using the same carrier will then 

the mobile station can be instructed to scan a beacon 
frequency. Each base station then, in turn, can broadcast 
information identifying the particular base station and its 
power level on this frequency. The mobile station can 
measure the RSSI of this signal and demodulate the identi­
fication information according to well-known methods. 
Determination of the path loss can then be obtained as 
previously described. Indeed, the mobile station can simply 
report raw RSSI data back to the base station controller. 
Since only one base station would broadcast the beacon at a 
time, the raw RSSI data can be correlated to an individual 
base station by the network. 

5 have excess quality in the downlink (i.e., a better C/I than is 
necessary). To minimize transmit power, the allocation 
process should also organize slots such that those mobile 
stations needing a similar P BS,req will be placed on the same 
carrier. 

10 
The acquisition phase is the same as before. The path loss 

values are derived from measurements in the mobile station, 
and the downlink interference Ivaw~F) is either measured 
or predicted. Note that in the downlink, the interference 
levels on all slots sharing a carrier F are the same. In the 
previously developed notation:ps 

Assume that the path losses (predicted or measured) from 
base stations L, M, and N to the mobile station are 160 dB, 
155 dB and 170 dB, respectively. Again using our notation 
to express the path loss between the mobile station and base 15 

station J, we have: PL(L)=160 dB, PL(M)=155 dB, and 
PL(N)=l 70 dB. By using the known transmit powers of base 
stations L, M, and N (i.e., Pix(L,K)=0 dBm, Pix(M,K)=lO 
dBm, and P-zx(N,K)=15 dBm) and the path losses, the 
predicted RSSis received in the mobile station are calculated 

Then the required base transmit power PBs,,,q(J,F) on 
base J, carrier F can be calculated using equation (2) 

20 repeated below with the variable K replaced by F. 

as: 

I 00w,/..l,K)=P.,,/J.K)-PL(_l) 

Using this equation with the values selected for this 25 

example, the interference from each base station is: 

P es.,-/1,F)=(C/I)o=PL(l)+l 00w,/..F) dB (3) 

Only those bases, J, are taken into account that are in the 
measurement list, and only those carriers, F, are taken into 
account that have at least one idle time slot. 

100w,/..L,K)--O dBm-160 dB=-160 dBm 

100w,/..M,K)-10 dBm-155 dB=-145 dBm 

100w,/..N,K)-15 dBm-170 dB=-155 dBm 

The total predicted interference Ivow~K) on channel K 
results from the addition of these values which amounts to 
approximately -144.5 dBm. Note that the powers must be 
added since the voltages are uncorrelated. The predicted 
I00~K) can then be used as described before. In this 
manner the interferences can be predicted whenever the 
mobile station, whether due to the signaling format or 
limited scanning capability, is unable to measure these 
values directly. 

The process for the downlink considers first the carriers 
which are already active, but have at least one idle slot. 
These carriers are currently transmitting at a transmit power 
PBS that is controlled by the user with the lowest C/I. In 

30 accordance with this exemplary embodiment of the inven­
tion, all carriers which have all slots idle are inactive and are 
considered at the same time as active carriers with open 
slots. The carrier which is currently used should also be 
included; it is marked inactive if only one slot is occupied 

35 (i.e., by the user under consideration), or otherwise marked 
active (then X other users are sharing this carrier) with X 
slots occupied not including the user under consideration. 
The ACAPC process subsequently calculates the difference 
dP between the required power P BS,req and the actual trans-

40 mit power PBs on the active carriers: 

In all of the embodiments presented so far, it was assumed 
that the APC controlled the power level on each channel 
individually. Not all systems provide this capability. For 
example in the IS-54B system, this is only true in the uplink: 45 

the mobile station only transmits in its own slot on its own 
carrier, and can freely adjust its power level. This is not so 
in the downlink. Because of the absence of guard times in 
the signaling format, power cannot be ramped up or down 
between slots. Therefore, all slots sharing the same carrier 50 

all use the same power level in the downlink. As we have 
seen before, this is even true if a slot is idle. Only if all three 
time slots are idle can the base shutoff the transmit power on 
that channel. It is also clear that to avoid wasting power (and 
to reduce overall interference), idle slots on active carriers 55 

should be avoided. This means that the allocation scheme 

dP(J,F)=P es,,,.(1, F)-P es(J.F) 

From this information three ordered lists are generated: 
one for channels with one slot open, one for channels with 
two slots open and one for inactive carriers. For each list the 
process sorts the dP values from strongest to weakest (most 
positive to most negative). Subsequently the process scans 
the dP values of each list separately starting with the 
strongest (most positive) first, until dP becomes negative 
(i.e., dP<0) for the first time or the last element in the list is 
reached (when all dP>0.) The PBs,req for each of the three 
lists corresponding to the first negative dP value, or to the 
smallest positive dP value are thereby obtained. The corre­
sponding carriers are optimal in the sense that their current 
transmit powers are just sufficient (largest dP<0) or require 
the least amount of increase (smallest dP>0) to satisfy the 
C/I requirements of the user under consideration. The P BS,req 
values of the three lists are identified as P BS,,,/2), P Bs,,,q(I), 

should attempt to maximize the number of calls on as few 
channels as possible. This so-called time slot packing is 
desirable in IS-54B and can be part of the allocation process 
wherein priority can first be given to placing calls on those 
active carriers with idle slots. 

60 P Bs,,,q(0) for channels with one slot open, two slots open, or 
all three slots open respectively. Notice that the nomencla­
ture refers to the number of occupied, rather than open, slots. 
These three values are then compared with regard to the 

An exemplary embodiment of the present invention for a 
system with downlink transmit power restrictions as 
described above is now discussed. To distinguish the carrier 
from its constituent slots (a channel is made up of a carrier 65 

frequency and a time slot) we will represent the carrier 
number by F and the slot number by TS. The APC in the 

absolute power level and occupancy. 
Although, it is generally preferred to allocate a carrier 

with as many occupied slots as possible, this will not occur 
if it results in transmitted power levels being near maximum. 
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To facilitate the decision, hysteresis values are established. 
Specifically, Hys2,l is the required difference, in dB, 
between choosing to allocate the mobile station to a carrier 
with one slot occupied and a carrier with two slots occupied. 
Hysl,0 is then, similarly, the required difference, also in dB, 5 
between choosing to allocate the mobile station to a carrier 
with one slot occupied and an inactive carrier (i.e., zero slots 
occupied) and Hys2,0 is the required difference in dB 
between choosing to allocate the mobile station to a carrier 
with two slots occupied and an inactive carrier. The carrier 

10 
with one slot open is chosen if both of the following 
inequalities, with Hys2,1 less than Hys2,0 are true: 

18 
can be selected independently, the best uplink can be found 
by using equation (1) repeated below with Iup(J,K) replaced 
by lup(J,F,TS) and selecting that channel base/carrier/slot 
combination that gives the lowest P MS,reP ,F,TS). 

P Ms,,,,(l,F,TS)=(Cfl)0+PL(J)+I up(J,F,TS) dB (4) 

When the uplink and downlink channels are paired (e.g., 
with 45 MHz offset), then the uplink should accept the 
base/carrier combination (J,K) found by the downlink pro­
cess as described before (since this is the best combination 
for the downlink which is limiting the performance). If more 
than one idle time slot is present on this base/carrier com­
bination, the uplink can now be optimized by selecting that 
time slot that gives the best uplink performance with the 

P BS.req(2)<P BS.re/ I )+Hys2, 1 

and 

P BS,re/2)<P ns,,,/0)+Hys2,0 

Otherwise, the carrier with two open slots is selected pro­
vided that: 

15 lowest PMs,re/J,F,TS). Exemplary embodiments of a mobile 
unit and a base station in which the foregoing exemplary 
channel allocation schemes can be implemented will now be 
described in conjunction with FIGS. 10 and 11, respectively. 

In FIG. 10, the mobile station 900 has an antenna 902. A 

P BS,re/ 1 )<P ss,,-/0)+Hys 1,0 

If the selection criteria has not yet been satisfied, then the 
inactive carrier with the lowest required transmit power is 
selected. 

20 transmitter 904 is connected to the antenna 902 and is 
controlled by a transmitter control unit 906 which, among 
other functions, is able to effect channel allocation in con­
junction with control logic 916. The transmitter is also 
connected to a signal processing unit 908. A receiver 910 is 

As may be gleaned from the above, the greater the 
hysteresis values, the greater the slot packing. It can also be 
observed that there is a trade-off between maximizing slot­
packing and taking the channels with the lowest required 
transmit power. According to an exemplary embodiment, 
Hys2,l is equal to 3 dB, Hys2,0 is equal to 9 dB, and Hys 
1,0 is equal to 6 dB. In other words, to activate an inactive 
carrier, the required power level must be at least 6 dB lower 
than that required on an active carrier with two slots idle and 
at least 9 dB lower than that required on an active carrier 
with 1 slot idle. Similarly, an active carrier with one slot idle 
is preferred over an active carrier with two slots idle if the 
former does not require a power level which is more than 3 

25 also connected to the antenna and is used in time multiplex 
together with the transmitter 904. The receiver 910 is also 
connected to the signal processing unit 908. Radio equip­
ment for modulating, demodulating and equalizing purposes 
is included in the blocks 904 and 910. The signal processing 

30 unit 908 includes, for example, circuitry for channel coding, 
channel decoding and signal processing of incoming and 
outgoing speech. The signal processing unit 908 is also 
connected to a microphone and speaker in block 914, and to 
control logic 916. In turn, the control logic 916 is connected 

35 to the transmitter control unit 906 and to I/O-block 918 

dB of that required on the carrier with two slots idle. Note 
that these values are offered for the purposes of illustration 40 

and are not meant to be !imitative. 
In the downlink, for this exemplary system, the C/1 ratios 

on all slots sharing a common carrier are the same, thus, it 
is immaterial which slot should be selected if more than one 
is idle. Therefore a random selection could be made, or the 45 

selection can be determined by the uplink characteristics as 
described next. 

Again the base station which is selected is not necessarily 
that with the lowest path loss (i.e., ostensibly closest) since 
another base station with a higher path loss (i.e., ostensibly 50 
further away) may offer better slot packing possibilities. In 
the description above, for the purposes of illustration, the 
number of time slots in the TDMA frame was chosen to be 
three. Those skilled in the art will observe that the present 
invention may be easily extended to other TDMA systems 55 

using more than three (or less than three) slots. For example, 
there will be an equivalent number of ordered lists and time 
slots. 

An exemplary embodiment of the ACAPC process for the 
uplink is as follows. Since the mobile station only transmits 60 

in its own time slot and shuts down the transmission in the 
other slots, the difficulties in determining interference found 
in the downlink are not experienced in the uplink. In 
addition, the mobile station itself determines the APC on the 
uplink. Therefore, the uplink C/I is usually better than that 65 

of the downlink, and the performance of the system is 
limited by the downlink. When the uplink and the downlink 

which processes the I/O signals from a keyboard (not 
shown) and to a display 919. 

FIG. 11 is a block diagram illustrating an exemplary base 
station. Although the block diagram of FIG. 11, is illustrated 
as a single system, those skilled in the art will readily 
appreciate that the hardware shown in FIG. 11 can also be 
distributed over several units, for instance over a base station 
and a base station controller. 

The base station, generally referred to by reference 
numeral 1000, has three antennas, of which two, 1002 and 
1004, are used for receiving signals, whereas only one 
antenna 1006, is used to transmit signals. A transmitter 1008 
is connected to the antenna 1006 and is controlled by a 
transmitter control unit 1010. The transmitter 1008 is also 
connected to the signal processing unit 1012. A receiver 
1014 is also connected to the antennas 1002 and 1004 and 
the signal processing unit 1012. Radio equipment for modu­
lating and demodulating and equalizing purposes is included 
in the blocks 1008 and 1014. The signal processor unit 1012 
provides for channel coding and decoding and processing 
speech in the incoming and outgoing directions. The signal 
processor unit 1012 is also connected to the PCM-link 
adaptor block 1016 and to the control logic 1018. In tum, the 
control logic 1018 is connected to the transmitter control 
unit 1010. 

FIG. 12 is a block diagram which illustrates a portion of 
an exemplary base station controller which handles the 
ACAPC routine according to the present invention. The 
CPU 1100 will receive the measurement data, perform 
averaging, make ordered lists and perform the other deci­
sions described above regarding the allocation of channels. 
The memory 1101, in addition to storing current channel 
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allocation assignments, can contain a database including 
information regarding the geographical characteristics of the 
surrounding area which can be used to make predictions. 
Alternatively, such a database could be located at the MTSO. 
The I/O unit 1102 can connect this base station controllers 5 
to other BSCs, the MTSO and the base station that it 
controls. 

Those skilled in the art will appreciate that the foregoing 
exemplary mobile and base station descriptions are intended 
simply to illustrate apparatuses which can be used to imple-

10 
ment the channel allocation schemes according to the 
present invention and that any other type of base station or 
mobile station can be used. For example, those systems 
disclosed in U.S. Pat. Nos. 5,230,082 entitled "Method and 
Apparatus for Enhancing Signaling Reliability in a Cellular 
Mobile Radio Telephone System" to Ghisler et al. and 15 

5,109,528 entitled "Handover Method for a Mobile Radio 
System" to Uddenfeldt can also be used and the disclosure 
of these patents are incorporated here by reference. 

The above-described exemplary embodiments are 
intended to be illustrative in all respects, rather than restric- 20 
tive, of the present invention. Thus, the present invention is 
capable of many variations in detailed implementation that 
can be derived from the description contained herein by a 
person skilled in the art. All such variations and modifica­
tions are considered to be within the scope and spirit of the 25 
present invention as defined by the following claims. 

What is claimed is: 
1. A method for assigning uplink radio channels in a radio 

communication system comprising the steps of: 
(a) measuring, in a mobile station, received signal 30 

strength indications (RSSls) of control signals broad­
cast from at least one base station; 

(b) determining a path loss between the mobile station and 
the at least one base station using the RSSI measure­
ments; 

(c) measuring, in the at least one base station, an RSSI of 
interference signals on a plurality of available traffic 
channels; 

35 

(d) determining transmit powers required for the mobile 
station to produce a signal on each of the plurality of 4o 
available traffic channels at the at least one base station, 
wherein a strength of said signal is a predetermined 
level above a corresponding RSSI interference level 
measured on a traffic channel taking into consideration 
the path loss; and 45 

(e) assigning one of said plurality of available traffic 
channels as an uplink channel based on said determined 
transmit powers. 

2. The method of claim 1 wherein said radio communi-
cation system includes a plurality of mobile stations and said 50 

assigning step further comprises the step of: 

20 
signal on each of the plurality of available traffic 
channels having a signal strength which is a predeter­
mined level above a corresponding RSSI interference 
level measured on a traffic channel taking into consid­
eration the path loss; and 

( e) assigning one of said plurality of available traffic 
channels as a downlink channel based on said deter­
mined transmit powers. 

4. The method of claim 3 wherein said assigning step 
further comprises the step of: 

assigning, as said downlink channel, said one of said 
plurality of available traffic channels which will mini­
mize transmit power in said at least one base station. 

5. In a radio communication system wherein uplink and 
downlink channels are separated by a predetermined fre­
quency offset, a method for assigning radio channels com­
prising the steps of: 

(a) measuring, in a mobile station, received signal 
strength indications (RSSls) of control signals broad­
cast from at least one base station; 

(b) determining a path loss between the mobile station and 
the at least one base station using the RSSI measure­
ments; 

(c) measuring, in the at least one base station, first RSSis 
of interference signals on a plurality of available traffic 
channels; 

(d) determining transmit powers required for the mobile 
station to produce a signal on each of the plurality of 
available traffic channels at the at least one base station, 
wherein a strength of said produced signal is a prede­
termined level above a corresponding first RSSI inter-
ference level measured on a traffic channel, taking into 
consideration the path loss; 

(e) measuring, in the mobile station, second RSSls of 
interference signals on each of said plurality of avail­
able traffic channels; 

(f) determining transmit powers required of the at least 
one base station to produce, at the mobile station, a 
signal on each of the plurality of available traffic 
channels having a signal strength which is a predeter­
mined level above a corresponding second RSSI inter-
ference level measured on a traffic channel, taking into 
consideration the path loss; and 

(g) assigning a radio channel based on at least one of said 
determined transmit powers required of the mobile 
station and said determined transmit powers required of 
the at least one base station. 

6. The method of claim 5 wherein said assigning step 
further comprises the step of: · 

assigning said radio channel which will minimize a 
weighted sum of said determined transmit powers 
required of the mobile station and said determined 
transmit powers required of the at least one base 
station. 

assigning, as said uplink channel, said one of said plu­
rality of available traffic channels which will minimize 
transmit power in said plurality of mobile stations. 

3. A method for assigning downlink radio channels in a 
radio communication system comprising the steps of: 

7. The method of claim 5 wherein said assigning step 
55 further comprises the step of: 

assigning said radio channel which will minimize uplink 
transmit power. (a) measuring, in a mobile station, received signal 

strength indications (RSSis) of control signals broad­
cast from at least one base station; 

(b) determining a path loss between the mobile station and 
the at least one base station using the RSSI measure­
ments; 

8. The method of claim 5 wherein said assigning step 

60 
further comprises the step of: 

(c) measuring, in the mobile station, an RSSI of interfer­
ence signals on a plurality of available traffic channels; 65 

(d) determining transmit powers required of the at least 
one base station to produce, at the mobile station, a 

assigning said radio channel which will minimize down­
link transmit power. 

9. A method for assigning downlink radio channels in a 
radio communication system comprising the steps of: 

(a) measuring, in a mobile station, received signal 
strength indications (RSSls) of control signals broad­
cast from at least one base station; 
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(b) determining a path loss between the mobile station and 
the at least one base station using the RSSI measure­
ments; 

(c) predicting RSSis of interference signals emanating 
from said at least one base station on each of a plurality 5 
of available traffic channels; 

(d) determining transmit powers required of the at least 
one base station to produce, at the mobile station, a 
signal on each of the plurality of available traffic 
channels having a signal strength which is a predeter- 10 
mined levels above a corresponding RSSI interference 
level measured on that traffic channel, taking into 
consideration the path loss; and 

(e) assigning a channel based on said determined transmit 
powers. 15 

10. The method of claim 9 wherein said assigning step 
further comprises the step of: 

assigning said channel which will minimize transmit 
power. 

11. A method for assigning downlink radio channels in a 20 

radio communication system comprising the steps of: 
(a) measuring, in a mobile station, first received signal 

strength indications (RSSis) of control signals broad­
cast from a first base station; 

(b) determining a first path loss value between the mobile 25 

station and the first base station using the first RSSI 
measurements; 

(c) measuring second RSSis of a beacon signal broadcast 
from a second base station; 

(d) determining a second path loss value between the 30 

mobile station performing the second RSSI measure­
ments and the second base station broadcasting the 
beacon signal using the second RSSI measurements; 

(e) estimating interference levels on each of a plurality of 
35 

traffic channels using the first and second path loss 
values; 

(t) determining transmit powers required for the first base 
station to produce, at the mobile station, a signal on 
each of the plurality of available traffic channels whose 40 
strength is a predetermined level above an interference 
level estimated on that traffic channel taking into con­
sideration the first and second path loss values; and 

(g) assigning a channel based on said determined transmit 
powers. 45 

12. The method of claim 11 wherein said assigning step 
further comprises the step of: 

assigning as said channel a channel which will minimize 
transmit power. 

13. A method for assigning downlink radio channels in a 50 

time division multiple access (TDMA) radio communication 
system comprising the steps of: 

(a) measuring, in a mobile station, received signal 
strength indications (RSSis) of control signals broad-
cast from a first base station; 55 

(b) determining a path loss between the mobile station and 
the first base station using the RSSI measurements; 

(c) predicting RSSis of interference signals emanating 
from a second base station on a plurality of available 60 
traffic channels; 

(d) determining a transmit power, on each carrier having 
one slot open, needed for each base station to produce, 
at the mobile station, a signal on the plurality of 
available traffic channels having a signal strength 65 

which is a predetermined level above a corresponding 
interference level measured on that traffic channel; 

22 
(e) determining a transmit power, on each carrier having 

two slots open, needed for each base station to produce, 
at the mobile station, a signal on the plurality of 
available traffic channels having a signal strength 
which is a predetermined level above the interference 
level measured on that traffic channel; 

(t) determining a transmit power, on each idle carrier, 
needed for each base station to produce, at the mobile 
station, a signal on the plurality of available traffic 
channels having a strength which is a predetermined 
level above a corresponding interference level mea­
sured on that traffic channel; and 

(g) assigning a channel based on said determined transmit 
powers. 

14. The method of claim 13 wherein said assigning step 
further comprise the following steps: 

(a) arranging into lists ordered based on increasing trans­
mit powers, the transmit powers on those carriers with 
one slot open, the transmit powers on those carriers 
with two slots open and the transmit powers on idle 
carriers; 

(b) comparing said lists with a current transmitted power 
level of the first base station to find a carrier with one 
slot open which requires less power than said current 
transmitted power level. 

(c) comparing said lists with the current transmitted 
power level of the first base station to find a carrier with 
two slots open which requires less power than said 
current transmit power level. 

(d) comparing said lists with the current transmitted 
power level of the first base station to find an idle 
carrier which requires the least amount of transmitted 
power; 

(e) selecting said carrier with one slot open which requires 
less power than said carrier with two slots open plus a 
first predetermined level and less power than said idle 
carrier plus a second predetermined level. 

15. The method of claim 14 wherein said step of selecting 
further comprises the step of: 

assigning said first predetermined level a value which is 
less than that of said second predetermined level. 

16. The method of claim 13 wherein said step of assigning 
further comprises the following steps: 

(a) arranging into lists ordered based on increasing trans­
mit power the transmit powers on those carriers with 
one slot open, the transmit powers on those carriers 
with two slots open and the transmit power on the idle 
carriers; 

(b) comparing said lists with a current transmitted power 
level of the first base station to find a carrier with two 
slots open which requires less power than said current 
transmitted power level; 

(c) finding an idle carrier which requires the least amount 
of transmit power; and 

(d) selecting said carrier with two slots open which 
requires less power than said first idle channel plus a 
first predetermined power level. 

17. A radiocommunication system comprising: 
means, disposed in a mobile station, for measuring 

received signal strength indications (RSSis) of control 
signals broadcast from at least one base station; 

means for determining a path loss between the mobile 
station and the at least one base station using the RSSI 
measurements; 

means, disposed in the at least one base station, for 
measuring an RSSI of interference signals on a plural­
ity of available traffic channels; 
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means for determining transmit powers required for the 
mobile station to produce a signal on each of the 
plurality of available traffic channels at the at least one 
base station, wherein a strength of said signal is a 
predetermined level above a corresponding RSSI inter- 5 
ference level measured on an available traffic channel 
taking into consideration the path loss; and 

means for assigning one of said plurality of available 
traffic channels as an uplink channel based on said 
determined transmit powers and a predetermined cri- 10 
teria. 

18. The system of claim 17 wherein said system includes 
a plurality of mobile stations and said means for assigning 
further comprises: 

means for assigning, as said uplink channel, said one of 15 
said plurality of available traffic channels which will 
minimize transmit power in said plurality of mobile 
stations. 

19. A radiocommunication system comprising: 
means, disposed in a mobile station, for measuring 

received signal strength indications (RSSis) of control 
signals broadcast from at least one base station; 

means for determining a path loss between the mobile 
station and the at least one base station using the RSSI 
measurements; 

means, disposed in the mobile station, for measuring an 
RSSI of interference signals on a plurality of available 
traffic channels; 

20 

25 

means for determining transmit powers required of the at 
least one base station to produce, at the mobile station, 30 
a signal on each of the plurality of available traffic 
channels having a signal strength which is a predeter­
mined level above a corresponding RSSI interference 
level measured on the traffic channel taking into con­
sideration the path loss; and 

35 
means for assigning one of said plurality of available 

traffic channels as a downlink channel based on said 
determined transmit powers. 

20. The system of claim 19 wherein said means for 
assigning further comprises: 

means for assigning, as said downlink channel, said one 
of said plurality of available traffic channels which will 
minimize transmit power in said at least one base 
station. 

21. A radio communication system comprising: 
uplink and downlink channels which are separated by a 

predetermined frequency offset; 
means, disposed in a mobile station, for measuring 

received signal strength indications (RSSis) of control 
signals broadcast from at least one base station; 

means for determining a path loss between the mobile 
station and the at least one base station using the RSSI 
measurements; 

40 

45 

50 

means, disposed in the at least one base station, for 
55 

measuring first RSSis of interference signals on a 
plurality of available traffic channels; 

means for determining transmit powers required for the 
mobile station to produce a signal on each of the 
plurality of available traffic channels at the at least one 60 
base station, wherein a strength of said produced signal 
is a predetermined level above a corresponding first 
RSSI interference level measured on that traffic chan­
nel, taking into consideration the path loss; 

means, disposed in the mobile station, for measuring 65 

second RSSis of interference signals on each of said 
plurality of available traffic channels; 

24 
means for determining transmit powers required of the at 

least one base station to produce, at the mobile station, 
a signal on each of the plurality of available traffic 
channels having a signal strength which is a predeter­
mined level above a corresponding second RSSI inter­
ference level measured on that traffic channel, taking 
into consideration the path loss; and 

means for assigning a radio channel based on at least one 
of said determined transmit powers required of the 
mobile station and said determined transmit powers 
required of the at least one base station. 

22. The system of claim 21 wherein said assigning means 
further comprises: 

means for assigning said radio channel which will mini­
mize a weighted sum of said determined transmit 
powers required of the mobile station and said deter­
mined transmit powers required of the at least one base 
station. 

23. The system of claim 21 wherein said assigning means 
further comprises: 

means for assigning said radio channel which will mini-
mize uplink transmit power. 

24. The system of claim 21 wherein said assigning step 
further comprises: 

means for assigning said radio channel which will mini­
mize downlink transmit power. 

25. A radiocommunication system comprising: 
means, disposed in a mobile station, for measuring 

received signal strength indications (RSSls) of control 
signals broadcast from at least one base station; 

means for determining a path loss between the mobile 
station and the at least one using the RSSI measure­
ments; 

means for predicting an RSSI of interference signals 
emanating from said at least one base station on each of 
a plurality of available traffic channels; 

means for determining transmit powers required of the at 
least one base station to produce, at the mobile station, 
a signal on each of the plurality of available traffic 
channels having a signal strength which is a predeter­
mined level above a corresponding RSSI interference 
level measured on that traffic channel, taking into 
consideration the path loss; and 

means for assigning a channel based on said determined 
transmit powers. 

26. The system of claim 25 wherein said means for 
assigning further comprises: 

means for assigning said channel which will minimize 
transmit power. 

27. A radiocommunication system comprising: 
means, disposed in a mobile station, for measuring first 

received signal strength indications (RSSls) of control 
signals broadcast from a first base station; 

means for determining a first path loss value between the 
mobile station and the first base station using the first 
RSSI measurements; 

means for measuring a second RSSI of a beacon signal 
broadcast from a second base station; 

means for determining a second path loss value between 
a mobile station performing the second RSSI measure­
ments and the second base station broadcasting the 
beacon signal using the second RSSI measurement; 

means for estimating interference levels on each of a 
plurality of traffic channels using the first and second 
path loss values; 
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means for determining transmit powers required for the 
first base station to produce, at the mobile station, a 
signal on each of the plurality of available traffic 
channels whose strength is a predetermined level above 
an interference level estimated on that traffic channel 5 

taking into consideration the first and second path loss 
values; and 

means for assigning a channel based on said determined 
transmit powers. 

28. The method of claim 27 wherein said means for 10 

assigning further comprises: 
means for assigning as said channel a channel which will 

minimize transmit power. 
29. A time division multiple access (TDMA) radiocom-

munication system comprising: 15 

means, disposed in a mobile station, for measuring 
received signal strength indications (RSSis) of control 
signals broadcast from a first base station; 

means for determining a path loss between the mobile 20 
station and the first base station using the RSSI mea-
surements; 

26 
means for arranging into lists ordered based on increasing 

transmit powers, the transmit powers on those carriers 
with one slot open, the transmit powers on those 
carriers with two slots open and the transmit powers on 
idle carriers; 

means for comparing said lists with a current transmitted 
power level of the first base station to find a carrier with 
one slot open which requires less power than said 
current transmitted power level; 

means for comparing said lists with the current transmit­
ted power level of the first base station to find a carrier 
with two slots open which requires less power than said 
current transmit power level; 

means for comparing said lists with the current transmit­
ted power level of the first base station to find an idle 
carrier which requires the least amount of transmitted 
power; and 

means for selecting said carrier with one slot open which 
requires less power than said carrier with two slots 
open plus a first predetermined level and less power 
than said idle carrier plus a second predetermined level. means for predicting RSSis of interference signals ema­

nating from a second base station on a plurality of 
available traffic channels; 

31. The system of claim 30 wherein said selecting means 
25 further comprises: 

means for determining a transmit power, on each carrier 
having one slot open, needed for each base station to 
produce, at the mobile station, a signal on the plurality 
of available traffic channels having a signal strength 
which is a predetermined level above a corresponding 30 

interference level measured on that traffic channel; 
means for determining a transmit power, on each carrier 

having two slots open, needed for each base station to 
produce, at the mobile station, a signal on the plurality 
of available traffic channels having a signal strength 35 

which is a predetermined level above the interference 
level measured on that traffic channel; 

means for determining a transmit power, on each idle 
carrier, needed for each base station to produce, at the 

40 
mobile station, a signal on the plurality of available 
traffic channels having a strength which is a predeter­
mined level above a corresponding interference level 
measured on that traffic channel; and 

means for assigning a channel based on said determined 45 
transmit powers. 

30. The system of claim 29 wherein said means for 
assigning further comprises: 

means for providing said first predetermined level with a 
value which is less than a value of said second prede­
termined level. 

32. The method of claim 29 wherein said assigning means 
further comprises: 

means for arranging into lists ordered based on increasing 
transmit power the transmit powers on those carriers 
with one slot open, the transmit powers on those 
carriers with two slots open and the transmit power on 
the idle carriers; 

means for comparing said lists with a current transmitted 
power level of the first base station to find a carrier with 
two slots open which requires less power than said 
current transmitted power level; 

means for finding an idle carrier which requires the least 
amount of transmit power; and 

means for selecting said carrier with two slots open which 
requires less power than said first idle channel plus a 
first predetermined power level. 

* * * * * 


