
(19) United States 
US 20050185752A1 

(12) Patent Application Publication (10) Pub. No.: US 2005/0185752 A1 
Sasaki et al. (43) Pub. Date: Aug. 25, 2005 

(54) SHIFT REGISTER FOR PULSE-CUT CLOCK (30) Foreign Application Priority Data 
SIGNAL 

Apr. 13, 2001 (JP)...................................... 2001-116010 
(75) Inventors: Yasushi Sasaki, Saitama-ken (JP); 

Tetsuo Morita, Saitama-ken (JP) 

Correspondence Address: 
OBLON, SPIVAK, MCCLELLAND, MAIER & 
NEUSTADT, P.C. 
1940 DUKE STREET 
ALEXANDRIA, VA 22314 (US) 

(73) Assignee: KABUSHIKI KAISHA TOSHIBA, 
Tokyo (JP) 

(21) Appl. No.: 11/003,759 

(22) Filed: Dec. 6, 2004 

Related U.S. Application Data 

(62) Division of application No. 10/118,129, filed on Apr. 
9, 2002. 

31-s: 32. 
CKH 
STH 

DATA 
21 

CKVSTV --------------- 

Publication Classification 

(51) Int. Cl." ..................................................... G11C 19/00 
(52) U.S. Cl. ................................................................ 377/64 

(57) ABSTRACT 

When a Voltage level of a pulse-cut first clock signal 
inputted to a first clock terminal is reversed in the State 
where a first transistor is turned on and a Second transistor 
is turned off, an anti-reversal circuit including a Seventh 
transistor and an eighth transistor Supplies a high Voltage 
VDD to a node n2. In this way, a floating state of the node 
n2 is avoided, and the Voltage level of the node n2 is 
prevented from being reversed. Accordingly, the Second 
transistor will not be turned on in the interval, whereby 
electric potential of an output Signal is stably maintained. 
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SHIFT REGISTER FOR PULSE-CUT CLOCK 
SIGNAL 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

0001. This application is based upon and claims the 
benefit of priority from prior Japanese Patent Application 
No. 2001-116010 filed on Apr. 13, 2001; the entire contents 
of which are incorporated by reference herein. 

BACKGROUND OF THE INVENTION 

0002) 1. Field of the Invention 
0003. This invention relates to a shift register in an 
electronic circuit being operated by a pulse-cut clock signal, 
and to a drive circuit, an electrode Substrate and a display 
device that include the shift register. 
0004 2. Description of the Related Art 
0005 Display devices as represented by liquid crystal 
display devices are used in various instruments because of 
their thin profile, light weight and low power consumption. 
In recent years, an active matrix liquid crystal display 
device, in which transistors are disposed for each pixel, has 
become widespread in notebook computers or personal 
digital assistants. Technology for forming polysilicon thin 
film transistors (p-SiTFTs) at a relatively low-temperature 
process has been established. The p-SiTFT's possess higher 
electron mobility in comparison with amorphous Silicon 
thin-film transistors used in conventional liquid crystal dis 
play devices. Accordingly, downsizing of the transistorS has 
been effectuated. This technology has realized the integral 
formation of a pixel unit and a drive circuit on an electrode 
Substrate in the same fabricating process. The pixel unit 
includes transistors disposed in plural on interSections of a 
plurality of Scan lines and a plurality of Signal lines. The 
drive circuit drives each transistor. 

0006 There are two kinds of drive circuit. One is a scan 
line drive circuit for outputting pulses to the Scan lines. The 
other is a signal line drive circuit for outputting pulses to the 
Signal lines. Each of the drive circuits includes a plurality of 
electrically cascaded shift registers. Each shift register Shifts 
a phase of an inputted Signal and then outputs the Signal. The 
Scan line drive circuit outputs horizontal Scan pulses to the 
respective Scan lines while shifting a phase of each pulse by 
one stage. The Signal line drive circuit outputs vertical Scan 
pulses to analog Switches provided in plural on the Signal 
lines while shifting a phase of each pulse by one Stage. 
Image Signals are inputted to the analog Switches from 
outside, and the Signal line drive circuit outputs the image 
Signals to the respective signal lines. 
0007. In order to facilitate manufacturing, there is a case 
in which these shift registers are merely composed of either 
p-channel metal-oxide Semiconductor (p-MOS) transistors 
or n-channel metal-oxide semiconductor (n-MOS) transis 
tors. Literature disclosing Such shift registers includes: U.S. 
Pat. No. 5,222,082; Japanese Unexamined Patent Publica 
tion No. 2000-155550; SID 00 DIGEST, pp 1116-1119; and 
EURO DISPLAY 99 LATE-NEWSPAPER, pp 105-109. 
0008 Incidentally, regarding the horizontal scan pulses 
or the vertical Scan pulses, if temporally adjacent pulses 
overlap each other, Such overlap may incur display uneven 
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neSS because an image Signal may be written into a pixel 
which is not Supposed to receive the Signal, or because the 
image Signal is not adequately written into a pixel which is 
Supposed to receive the Signal. A method for preventing the 
unevenness is so-called “pulse cut”. This method provides 
time intervals between the leading-edge and the trailing 
edge of a plurality of clock signals inputted to the shift 
registers. 
0009. However, if a pulse-cut clock signal is inputted to 
a shift register, time deviation occurs among transistors in 
the shift register. As a result, the transistors constituting an 
output circuit of the shift register may not be turned on and 
off properly, whereby Voltage levels of outputted Signals 
may become unstable. 

SUMMARY OF THE INVENTION 

0010. An object of this invention is to provide a shift 
register capable of outputting an output Signal at a stable 
Voltage level if a pulse-cut clock signal is inputted thereto, 
and to provide a drive circuit, an electrode Substrate, and a 
display device including the shift register. 
0011) A shift register according to one embodiment of 
this invention includes: an output circuit including a first 
transistor having a first conductive path between a first clock 
terminal and an output terminal, and a Second transistor 
having a Second conductive path between the output termi 
nal and a Voltage electrode; an input circuit including a third 
transistor having a third conductive path between an input 
terminal and a control electrode of the first transistor, and a 
fourth transistor having a fourth conductive path between 
the input terminal and a control electrode of the Second 
transistor, a reset circuit including a fifth transistor having a 
fifth conductive path between a Second clock terminal and 
the control electrode of the Second transistor, and a sixth 
transistor having a sixth conductive path between the control 
electrode of the first transistor and the control electrode of 
the Second transistor, and an anti-reversal circuit configured 
to prevent a Voltage level at the control electrode of the 
Second transistor from being reversed, when a Voltage level 
of a first clock Signal inputted to the first clock terminal is 
reversed in the State where the first transistor is turned on 
and the Second transistor is turned off. 

BRIEF DESCRIPTION OF THE DRAWINGS 

0012 FIG. 1 is a circuit diagram of a first embodiment of 
a display device. 
0013 FIG. 2 is a schematic cross-sectional view of the 
display device shown in FIG. 1. 
0014 FIG. 3 is a block diagram of a three-phase shift 
register used for a vertical shift register or a horizontal shift 
register shown in FIG. 1. 
0015 FIG. 4 is a circuit diagram of the first embodiment 
of a shift register shown in FIG. 3. 
0016 FIG. 5 is a timing chart showing relations among 
signals used in the shift register shown in FIG. 4. 
0017 FIG. 6 is a circuit diagram of a second embodiment 
of the shift register shown in FIG. 3. 
0018 FIG. 7 is a circuit diagram of a third embodiment 
of the shift register shown in FIG. 3. Mianyang BOE Ex. 1014 
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0019 FIG. 8 is a circuit diagram of a fourth embodiment 
of the shift register shown in FIG. 3. 
0020 FIG. 9 is a circuit diagram of a fifth embodiment 
of the shift register shown in FIG. 3. 
0021 FIG. 10 is a circuit diagram of a sixth embodiment 
of the shift register shown in FIG. 3. 
0022 FIG. 11 is a timing chart showing relations among 
signals used in the shift register shown in FIG. 10. 
0023 FIG. 12 is a circuit diagram of a modified example 
of the shift register shown in FIG. 3. 
0024 FIG. 13 is a circuit diagram of another modified 
example of the shift register shown in FIG. 3. 
0.025 FIG. 14 is a block diagram of a seventh embodi 
ment of a two-phase shift register used for the vertical shift 
register or the horizontal shift register shown in FIG. 1. 
0026 FIGS. 15A and 15B are circuit diagrams of the 
Seventh embodiment of shift resisters shown in FIG. 14. 

0.027 FIG. 16 is a timing chart of relations among signals 
used in the shift registers shown in FIGS. 15A and 15B. 
0028 FIGS. 17A and 17B are circuit diagrams of an 
eighth embodiment of the shifter registers shown in FIG. 14. 
0029 FIG. 18 is a circuit diagram of a ninth embodiment 
of the shift register shown in FIG. 3. 

DETAILED DESCRIPTION OF EMBODIMENTS 

0030 Various embodiments of the present invention will 
be described with reference to the accompanying drawings. 
It is to be noted that the same or Similar reference numerals 
are applied to the Same or similar parts and elements 
throughout the drawings, and the description of the same or 
Similar parts and elements will be omitted or simplified. 

First Embodiment 

0031. As shown in FIG. 1 and FIG. 2, Aplurality of scan 
lines G1, G2,..., to Gn (hereinafter collectively referred to 
as G) and a plurality of Signal lines S1, S2, . . . , to Sm 
(hereinafter collectively referred to as S) are arranged to 
interSect one another on a pixel unit 11 provided on a first 
electrode substrate 10 inside a display device. On every 
interSection, a pixel transistor 12 and a pixel electrode 13 are 
disposed. The pixel transistor 12 is equivalent to a p-SiTFT, 
for example. A gate of each pixel transistor 12 is connected 
with the Scan line G, a Source thereof is connected with the 
Signal line S and a drain thereof is connected with the pixel 
electrode 13 as well as an auxiliary capacitor. A Scan line 
drive circuit 21 and a signal line drive circuit 31 drive the 
pixel transistors 12. The pixel unit 11, the scan line drive 
circuit 21, and the Signal line drive circuit 31 are integrally 
formed on the first electrode Substrate 10 in the same 
fabricating process. 
0032. An opposite electrode 14 electrically opposing the 
pixel electrodes 13 is formed on a Surface of a Second 
electrode substrate 16, which is opposite to the first electrode 
Substrate 10. Those two electrode Substrates 10 and 16 
Secure a display layer 15 between them. A Sealing member 
17 seals the peripheries of the both electrode substrates. The 
display layer 15 is equivalent to a liquid crystal layer in a 
liquid crystal display device. 
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0033. The scan line drive circuit 21 includes a vertical 
shift register 22, a level shifter, and a buffer circuit. A 
vertical clock signal (CKV) and a vertical start signal (STV) 
synchronized with the CKV are inputted to the vertical shift 
register 22. The vertical shift register 22 generates the 
Vertical Scan pulses by Shifting a phase of the Vertical Start 
Signal by one Stage with respect to each of the Scan lines G. 
The level shifter and the buffer circuit amplify a voltage and 
a current of the vertical Scan pulses, and output them to the 
respective Scan lines G. 
0034. The signal line drive circuit 31 includes a horizon 
tal shift register 32, an image Signal bus 33, and a plurality 
of analog switches 34 provided for the signal lines S. A 
horizontal clock signal (CKH) and a horizontal start signal 
(STH) synchronized with the CKH are inputted to the 
horizontal shift register 32. The horizontal shift register 32 
generates horizontal Scan pulses by shifting a phase of the 
horizontal Start Signal by one stage, and outputs the hori 
Zontal pulses to the respective analog Switches 34. Image 
Signals (DATA) are Supplied to the image signal bus 33 from 
outside. The analog Switches 34 perform Sampling of the 
image Signals in accordance with the horizontal Scan pulses, 
and output the image Signals to the Signal lines S. 
0035 A three-phase shift register shown in FIG. 3 can be 
used for at least any one of the Vertical shift register 22 and 
the horizontal shift register 32. Here, for the sake of con 
Venience, one of the drive circuits using the three-phase shift 
register will be referred to as a first drive circuit, and the 
other will be referred to as a second drive circuit. 

0036) The three-phase shift register includes a plurality of 
electrically cascaded shift registers SR1, SR2, . . . , to SRn 
(hereinafter collectively referred to as SR), clock lines 36, 
and output lines 37. The shift registers SR1, SR2, . . . , to 
SRn correspond to a first Stage, a Second Stage, . . . , to an 
n-th Stage, respectively. The clock lines 36 are for inputting 
any two clock signals of C1, C2 and C3 (CKV or CKH) to 
the respective shift registers SR. The output lines 37 are for 
outputting the output signals from the respective shift reg 
isters SR to the scan lines G or the analog Switches 34. Each 
of the shift registers SR includes two clock terminals 41 and 
42. For example, regarding the shift register SR1, C1 is 
inputted to a first clock terminal 41 as a first clock signal, 
and C3 is inputted to a Second clock terminal 42 as a Second 
clock signal. Regarding the shift register SR2, C3 is inputted 
to the first clock terminal 41 as the first clock Signal, and C2 
is inputted to the Second clock terminal 42 as the Second 
clock signal. 

0037. A start signal STP (STV or STH) is inputted to the 
shift register SR1 as an input signal IN. An output Signal 
from a previous Stage is inputted to each of the shift registers 
SR2 to SRn as the input signal IN. Each of the shift resisters 
SR outputs an output signal OUT, which is generated by 
shifting a phase of the input signal IN Synchronously with 
the two clock signals. The Vertical shift register 22 outputs 
the output signals OUT from the respective shift registers SR 
to the respective Scan lines G as vertical Scan pulses. The 
horizontal shift register 32 outputs the output signals OUT 
from the respective shift registers SR to the respective 
analog Switches 34 as horizontal Scan pulses. 
0038. In the following, a constitution of the shift registers 
SR will be described. As shown in FIG. 4, all eight 
transistors included in each of the shift registers SR are Mianyang BOE Ex. 1014 
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p-MOS transistors, for example. Here, the expression “a 
conductive path” refers to a State where a transistor is 
Sandwiched in between two or three elements So as to 
electrically communicate a signal between the elements, 
regardless of whether or not the elements are physically 
connected to the transistor. 

0039. An output circuit includes a first transistor T1 and 
a second transistor T2. The first transistor T1 has a first 
conductive path between the first clock terminal 41 and an 
output terminal 44. The Second transistor T2 has a Second 
conductive path between the output terminal 44 and a 
voltage electrode 46. More concretely, a drain of the first 
transistor T1 is electrically connected to the first clock 
terminal 41 and a Source thereof is electrically connected to 
the output terminal 44. A source of the second transistor T2 
is electrically connected to the Voltage electrode 46 and a 
drain thereof is electrically connected to the output terminal 
44. Here, the first clock signal C1 is inputted to the first clock 
terminal 41 and a high voltage VDD is supplied to the 
voltage electrode 46. The output circuit outputs the first 
clock signal C1 to the output terminal 44 when the first 
transistor T1 is turned on and the second transistor T2 is 
turned off, and the output circuit outputs the high Voltage 
VDD from the voltage electrode 46 to the output terminal 44 
when the first transistor T1 is turned off and the second 
transistor T2 is turned on. 

0040. An input circuit includes a third transistor T3 and 
a fourth transistor T4. The third transistor T3 has a third 
conductive path between an input terminal 43 and a control 
electrode of the first transistor T1. The fourth transistor T4 
has a fourth conductive path between the input terminal 43 
and a control electrode of the second transistor T2. More 
concretely, a drain and a gate of the third transistor T3 are 
electrically connected to the input terminal 43 and a Source 
thereof is electrically connected to the control electrode of 
the first transistor T1. Meanwhile, a source of the fourth 
transistor T4 is electrically connected to the Voltage elec 
trode 46, a drain thereof is electrically connected to the 
control electrode of the Second transistor T2, and a gate 
thereof is electrically connected to the input terminal 43. The 
input circuit receives the input Signal IN through the input 
terminal 43. Here, a conductive path to the control electrode 
of the first transistor T1 is referred to as a node n1, and a 
conductive path to the control electrode of the Second 
transistor T2 is referred to as a node n2. 

0041. A reset circuit includes a fifth transistor T5 and a 
sixth transistor T6. The fifth transistor T5 has a fifth con 
ductive path between the second clock terminal 42 and the 
control electrode of the second transistor T2. The sixth 
transistor T6 has a sixth conductive path between the control 
electrode of the first transistor T1 and the control electrode 
of the Second transistor T2. More concretely, a drain and a 
gate of the fifth transistor T5 are electrically connected to the 
Second clock terminal 42 and a Source thereof is electrically 
connected to the control electrode of the Second transistor 
T2. Meanwhile, a drain of the sixth transistor T6 is electri 
cally connected to the control electrode of the first transistor 
T1, a gate thereof is electrically connected to the control 
electrode of the Second transistor T2, and a Source thereof is 
electrically connected to the voltage electrode 46. The 
Second clock Signal C3 is inputted to the Second clock 
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terminal 42. The reset circuit turns on any one of the first 
transistor T1 and the second transistor T2, and turns off the 
other. 

0042 An anti-reversal circuit includes a seventh transis 
tor T7 and an eighth transistor T8. The seventh transistor T7 
has a Seventh conductive path between the control electrode 
of the first transistor T1 and the voltage electrode 46. The 
eighth transistor T8 has a eighth conductive path between 
the control electrode of the second transistor T2, the first 
clock terminal 41 and the seventh transistor T7. More 
concretely, a gate of the Seventh transistor T7 is electrically 
connected to the control electrode of the first transistor T1 
and a Source thereof is electrically connected to the Voltage 
electrode 46. Meanwhile, a gate of the eighth transistor T8 
is electrically connected to the first clock terminal 41, a drain 
thereof is electrically connected to the control electrode of 
the Second transistor T2 and a Source thereof is electrically 
connected to a drain of the Seventh transistor T7. Here, the 
conductive path between the drain of the seventh transistor 
T7 and the source of the eighth transistor T8 is referred to 
as node n. The anti-reversal circuit prevents a voltage level 
at the control electrode of the second transistor T2 from 
being reversed, which is attributable to a floating State of the 
control electrode of the second transistor T2, where if a 
voltage level of the first clock signal C1 is reversed in the 
state where the first transistor T1 is turned on and the second 
transistor T2 is turned off. Here, the floating state refers to 
a State where electric potential is easily variable because the 
high voltage VDD is not supplied. 

0043. Next, an operation of the shift register SR1 will be 
described. FIG. 5 is a timing chart of relations between the 
input signal IN, the clock Signals C1 to C3, the nodes n1 and 
n2, and the output signal OUT concerning the shift register 
SR1. The output signal OUT is equivalent to the phase 
shifted input signal IN. The clock signals C1 to C3 are 
pulse-cut respectively. That is, each of the clock signals is 
provided with time intervals. At between leading edges and 
trailing edges thereof Note that the other shift registers SR2 
to SRn operate similarly to the shift register SR1 in accor 
dance with the timing chart shown in FIG. 5. 

0044) At a moment t1, when the input signal IN at a low 
level is inputted to the input terminal 43, the third transistor 
T3 and the fourth transistor T4 are turned on. Since the 
Second clock signal C3 is at a high level, the fifth transistor 
T5 is in an off-state. The node n2 rises to a high level as the 
high voltage VDD is supplied from the fourth transistor T4 
thereto, whereby the second transistor T2 and the sixth 
transistor T6 are turned off. The node n1 is set in the floating 
State as well as at the low level because the input signal IN 
at a low level is supplied from the third transistor T3. The 
first transistor T1 and the seventh transistor T7 are turned on 
accordingly. Then the first clock Signal C1 at a high level is 
supplied from the first transistor T1 to the output terminal 
44, whereby the output signal OUT is maintained at a high 
level. 

0045. At a moment t2, when the electric potential of the 
input signal IN is reversed from a low level to a high level, 
the third transistor T3 and the fourth transistor T4 are turned 
off, and the node n2 is set to the floating State. However, the 
node n2 is not grounded because the fifth transistor T5 is 
turned off, whereby electric potential of the node n2 at a high 
level is retained by a parasitic capacitor of the Second Mianyang BOE Ex. 1014 
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transistor T2. The sixth transistor T6 remains in an off-state 
because the electric potential of the node n2 is maintained at 
the high level, and the electric potential of the node n1 
maintains at the low level in the floating State. Here, if ratioS 
between channel widths and channel lengths (W/L ratios) of 
parts of the first transistor T1 are set sufficiently larger than 
those of the third transistor T3 in advance, it is possible to 
enable the node n1 to be less affected by potential variation 
at the third transistor T3 when it is Switched. 

0046. At a third moment t3, when the electric potential of 
the first clock signal C1 is reversed from a high level to a low 
level, the electric potential of the node n1 in the floating State 
becomes a level (at LL level) which is even lower than the 
low level. This is because a parasitic capacitor exists 
between the gate and the source of the first transistor T1 or 
between the gate and the drain thereof. Accordingly, the 
electric potential of the node n1 varies in line with variation 
in electric potential between the drain and the Source of the 
first transistor T1, unless the high voltage VDD is supplied 
to the gate, that is, to the node n1. Here, a phenomenon 
where the electric potential of a node in a floating State 
varies at the influence of variation in electric potential at a 
connected transistor is referred to as a bootstrap, and the 
node is referred to as a bootstrap node. 
0047. In this event, the seventh transistor T7 and the 
eighth transistor T8 in the anti-reversal circuit are turned on, 
whereby the high voltage VDD is supplied to the node n2 
through the seventh transistor T7 and the eighth transistor 
T8. Accordingly, the node n2 is no longer in the floating 
State, but the node n2 maintains stable electric potential at a 
high level. In this way, the Second transistor T2 is main 
tained in the off-state. Since the first transistor T1 is in the 
on-State and the Second transistor T2 is in the off-State, the 
first clock Signal C1 at the low level is Supplied to the output 
terminal 44, whereby the electric potential of the output 
signal OUT becomes a stable low level. 
0.048 ASSuming that there is no anti-reversal circuit, 
when the electric potential of the first clock signal C1 is 
reversed from the high level to the low level at the moment 
t3, Voltage between the Source and the drain of the Second 
transistor T2 is reduced. Based upon the foregoing, the 
electric potential of the node n2 in the floating State is also 
reduced. Then the Second transistor T2 starts conducting and 
the high voltage VDD is supplied to the output terminal 44 
through the Second transistor T2. Eventually, the Voltage 
level of the output signal OUT increases and the Voltage 
waveform thereof becomes distorted. 

0049. The reason for the node n2 being set to the floating 
state in the interval between the moment t2 and the moment 
t3 is because the pulse-cutting created the interval. If the 
clock signals C1 to C3 are not pulse-cut, the moment t2 and 
the moment t3 become one identical moment. At that 
moment when the first clock signal C1 is reversed from the 
high level to the low level, the node n2 is not in the floating 
state because the fourth transistor T4 is turned on. In this 
case, the electric potential of the node n2 is not reduced even 
if the first clock signal C1 is reversed from the high level to 
the low level. On the other hand, when the clock signals C1 
to C3 are pulse-cut, the electric potential of the node n2 is 
maintained at the high level in the interval between the 
moment t2 and the moment t3 as previously described, 
nevertheless, the node n2 is in the floating State because the 
high voltage VDD is not supplied to the node n2. 
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0050. Accordingly, the anti-reversal circuit is provided in 
this embodiment, in order to avoid the floating state of the 
node n2, by Supplying the high voltage VDD to the node n2 
when the first clock signal C1 is reversed from the high level 
to the low level in the state where the first transistor T1 is 
turned on and the second transistor T2 is turned off, thus 
preventing the electric potential of the node n2 from being 
reversed from the high level to the low level. In this way, the 
Second transistor T2 will not be turned on during an interval 
when the first clock signal C1 is at the low level, whereby 
the electric potential of the output signal OUT will be stably 
maintained at the low level during the interval. 
0051 Moreover, since the electric potential of the node 
n2 is not reduced at the moment t3, the sixth transistor T6 is 
maintained to the off-state. So, the high voltage VDD is not 
supplied from the sixth transistor T6 to the node n1, and the 
first transistor T1 is not turned off. As a result, the output 
signal OUT at the low level without distortion will be 
Supplied to the output terminal 44. 
0052 At a moment tak, when the electric potential of the 

first clock signal C1 is changed to the high level, the eighth 
transistor T8 is turned off, and the first transistor T1 is 
maintained in the on-state. The first clock signal C1 is 
Supplied to the output terminal 44 through the first transistor 
T1, whereby the electric potential of the output signal OUT 
is changed to the high level. 
0053 At a moment t5, when the electric potential of the 
Second clock signal C3 is changed to the low level, the fifth 
transistor T5 is turned on, and the node n2 is changed to the 
low level because the eighth transistor T8 is in the off-state. 
The second transistor T2 and the sixth transistor T6 are 
turned on, whereby the node n1 is changed to the high level 
and the seventh transistor T7 is turned off. Since the first 
transistor T1 is also turned off, the high voltage VDD is 
Supplied to the output terminal 44 through the Second 
transistor T2, whereby the electric potential of the output 
signal OUT is maintained at the high level. 
0054. After the moment t5, the input signal IN is fixed at 
the high level. The node n1 is fixed at the high level, while 
the node n2 is maintained at the low level, and the output 
signal OUT is maintained at the high level. Here, if W/L 
ratioS of parts of the Second transistor T2 are Set Sufficiently 
larger than those of the fifth transistor T5, it is possible to 
hold the node n2 at the low level by reducing the influence 
of coupling between the gate and the drain of the fifth 
transistor T5. In addition, since the seventh transistor T7 is 
in the off-State, a high-level Signal Voltage will not be 
Supplied to the node n2 until the input Signal IN is changed 
to the low level again. 
0055 As described above, the first embodiment provides 
the shift register operated by the pulse-cut clock signals C1 
to C3, in which the anti-reversal circuit Supplies the high 
voltage VDD to the node n2 when the electric potential of 
the first clock signal C1 is reversed from the high level to the 
low level in the state where the first transistor T1 is turned 
on and the second transistor T2 is turned off. In this way, the 
floating State of the node n2 is avoided, whereby the electric 
potential of the node n2 is prevented from being reversed 
from the high level to the low level. Accordingly, conduction 
of the second transistor T2 is prevented, whereby the output 
signal OUT can be outputted at the low level without 
distortion. Mianyang BOE Ex. 1014 
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0056. In a display device using the above-described shift 
register, it is possible to operate the shift register by use of 
the pulse-cut clock signals. So, the display device can 
prevent display unevenneSS attributable to the insufficient 
Writing of an image Signal into pixels, and thus the display 
device can obtain fine display quality. 
0057 Incidentally, as shown in FIG. 5, the anti-reversal 
circuit is Sufficient in terms of the circuit having a consti 
tution to supply the high voltage VDD to the node n2 when 
the first clock signal C1 is reversed at the moment t3. In the 
following, description will be made regarding embodiments 
of various other shift registers. 

Second Embodiment 

0.058 As shown in FIG. 6, an anti-reversal circuit of a 
shift register according to a Second embodiment includes a 
ninth transistor T9, instead of the seventh transistor T7 and 
the eighth transistor T8 shown in FIG. 4. The ninth tran 
sistor T9 has a ninth conductive path between the control 
electrode of the Second transistor T2, the Voltage electrode 
46 and the output terminal 44. The ninth transistor T9 is a 
p-MOS transistor for example. A drain thereof is electrically 
connected to the Second transistor T2 through a node n2, a 
Source thereof is electrically connected to the Voltage elec 
trode 46, and a gate thereof is electrically connected to the 
output terminal 44. 
0059) At the moment t3 shown in FIG. 5, when electric 
potential of the first clock signal C1 is reversed from a high 
level to a low level, electric potential of the output Signal 
OUT is changed to a low level. Since the ninth transistor T9 
is turned on and a high Voltage VDD is Supplied to the node 
n2, the second transistor T2 and a sixth transistor T6 are 
turned off. In this way, it is possible to output the output 
signal OUT at a low level without distortion during the 
interval when the first clock signal C1 is reversed from the 
high level to the low level in the state where the first 
transistor T1 is turned on and the second transistor T2 is 
turned off. 

Third Embodiment 

0060. As shown in FIG. 7, an anti-reversal circuit of a 
shift register according to a third embodiment includes a 
tenth transistor T10 and an eleventh transistor T11, instead 
of the seventh transistor T7 and the eighth transistor T8 
shown in FIG. 4. The tenth transistor T10 has a tenth 
conductive path between the control electrode of the first 
transistor T1 and the input terminal 43. The eleventh tran 
sistor T11 has a eleventh conductive path between the 
control electrode of the second transistor T2, the first clock 
terminal 41 and the tenth transistor T10. The tenth transistor 
T10 and the eleventh transistor T11 are p-MOS transistors 
for example. A source of the tenth transistor T10 is electri 
cally connected to the input terminal 43 and a gate thereof 
is electrically connected to the control electrode of the first 
transistor T1 through a node n1. The eleventh transistor T11 
is electrically connected as Similar to the eighth transistor 
T8. An input signal IN is supplied from a shift register in a 
precedent stage to the source of the tenth transistor T10. 
0061. At a moment t3 shown in FIG. 5, the input signal 
IN at a high level is supplied to a node n2 through the tenth 
transistor T10 and the eleventh transistor T11. So, the second 
transistor T2 and a sixth transistor T6 are turned off. In this 
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way, it is possible to output the output Signal OUT at a low 
level without distortion during the interval when the first 
clock signal C1 is reversed from the high level to the low 
level in the state where the first transistor T1 is turned on and 
the second transistor T2 is turned off. 

Fourth Embodiment 

0062. As shown in FIG. 8, an anti-reversal circuit of a 
shift register according to a fourth embodiment includes a 
twelfth transistor T12 and a thirteenth transistor T13, instead 
of the seventh transistor T7 and the eighth transistor T8 
shown in FIG. 4. The twelfth transistor T12 has a twelfth 
conductive path between the first clock terminal 41 and the 
voltage electrode 46. The thirteenth transistor T13 has a 
thirteenth conductive path between the control electrode of 
the first transistor T1, the control electrode of the second 
transistor T2 and the twelfth transistor T12. 

0063. This anti-reversal circuit has a constitution where 
the connecting destinations of the gates of the Seventh 
transistor T7 and the eighth transistor T8 are interchanged 
with each other. Concretely, a source of the twelfth transistor 
T12 is electrically connected to the voltage electrode 46, and 
a gate thereof is electrically connected to the first clock 
terminal 41. A drain of the thirteenth transistor T13 is 
electrically connected to the control electrode of the Second 
transistor T2 through the node n2, a gate thereof is electri 
cally connected to the control electrode of the first transistor 
T1 through the node n1, and a Source thereof is electrically 
connected to a drain of the twelfth transistor T12. 

0064. At a moment t1 shown in FIG. 5, when an input 
signal IN at a low level is inputted to the input terminal 43 
whereby the node n1 is changed to a low level, the thirteenth 
transistor T13 is turned on. At a moment t3, when electric 
potential of the first clock Signal C1 is changed to a low 
level, the twelfth transistor T12 is turned on. Since both the 
twelfth transistor T12 and the thirteenth transistor T13 are 
turned on and a high voltage VDD is thereby supplied to the 
node n2, the second transistor T2 and a sixth transistor T6 
are turned off. In this way, it is possible to output the output 
signal OUT at a low level without distortion during the 
interval when the first clock signal C1 is reversed from the 
high level to the low level in the state where the first 
transistor T1 is turned on and the second transistor T2 is 
turned off. 

Fifth Embodiment 

0065. As shown in FIG. 9, an anti-reversal circuit of a 
shift register according to a fifth embodiment includes a 
fourteenth transistor T14 and a fifteenth transistor T15, 
instead of the seventh transistor T7 and the eighth transistor 
T8 shown in FIG. 4. The fourteenth transistor T14 has a 
fourteenth conductive path between the first clock terminal 
41 and the input terminal 43. The fifteenth transistor T15 has 
a fifteenth conductive path between the control electrode of 
the second transistor T2, the control electrode of the first 
transistor T1 and the fourteenth transistor T14. This anti 
reversal circuit has a constitution where the Source of the 
twelfth transistor T12 shown in FIG. 8 is electrically con 
nected to the input terminal 43. 
0066. At a moment t3 shown in FIG. 5, the fourteenth 
transistor T14 and the fifteenth transistor T15 are both set to 
an on-State. Since the input signal IN at a high level is Mianyang BOE Ex. 1014 
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supplied to the node n2 through the fourteenth transistor T14 
and the fifteenth transistor T15, the second transistor T2 and 
a sixth transistor T6 are turned off. In this way, it is possible 
to output the output signal OUT at a low level without 
distortion during the interval when the first clock signal C1 
is reversed from the high level to the low level in the state 
where the first transistor T1 is turned on and the second 
transistor T2 is turned off. 

Sixth Embodiment 

0067. In each of the shift registers SR described in the 
first to the fifth embodiments, the electric potential of the 
node n1 becomes the level lower than the low level (the LL 
level) in an interval between the moment t3 and the moment 
t4 shown in FIG. 5. Accordingly, excessive electric potential 
is supplied to the source of the third transistor T3, to the 
drain of the sixth transistor T6, and to the gate of the seventh 
transistor T7. 

0068. As shown in FIG. 10, a shift register according to 
a Sixth embodiment has a constitution where an on-state 
sixteenth transistor T16 is provided on the node n1 of the 
shift register shown in FIG. 4. The sixteenth transistor T16 
is a p-MOS transistor for example. Regarding the Sixteenth 
transistor T16, a Source thereof is electrically connected to 
a node of the Source of the third transistor T3 and the drain 
of the sixth transistor T6, a drain thereof is electrically 
connected to the gate of the first transistor T1, and a gate 
thereof is electrically connected to ground potential GND. A 
conductive path to the source of the sixteenth transistor T16 
is referred to as a node na. A control electrode of the seventh 
transistor T7 is connected to the node na. 

0069 FIG. 11 is a timing chart showing relations 
between the input signal IN, the clock signals C1 to C3, the 
nodes n1 to n2, and the output signal OUT in the shift 
register shown in FIG. 10. 
0070. At a moment t1, when the electric potential of the 
input Signal IN is change to a low level, the third transistor 
T3 is turned on, whereby electric potential of the node na at 
a high level is reduced to the threshold of the third transistor 
T3. For example, if the threshold of the third transistor T3 
is -1 V, the electric potential of the node na is reduced to 1 
V. Moreover, since the sixteenth transistor T16 is in an 
on-State at this time, electric potential of the node n1 is also 
reduced in accordance with reduction of the electric poten 
tial of the node na. For example, if a threshold of the 
sixteenth transistor T16 is -1 V, the electric potential of the 
node n1 is reduced to 1 V. Furthermore, the sixteenth 
transistor T16 approaches to an off-State in accordance with 
reduction of the electric potential of the node na. 
0071 At a moment t2, when the electric potential of the 
input signal IN is changed to a high level, the third transistor 
T3 and the fourth transistor T4 are turned off. As described 
with FIG. 5, the node n1 maintains the low level and the 
node n2 maintains the high level. 
0.072 In the interval between a moment t3 and a moment 
t4, when a first clock Signal C1 is changed to a low level, the 
node n1 is changed to the LL level. When the electric 
potential of the node n-1 is lowered accordingly, a Voltage 
between the gate and the Source of the Sixteenth transistor 
T16 becomes lower than the threshold, whereby the six 
teenth transistor T16 is completely turned off. In this way, 
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the electric potential of the node na will not be reduced to 
lower than the threshold. Accordingly, excessive Voltage 
will not be applied to the third transistor T3, to a sixth 
transistor T6, and to a seventh transistor T7. Therefore, it is 
possible to prevent variations in the characteristics of the 
respective transistors and to realize a shift register with high 
reliability. 
0073. Note that it is satisfactory for the electric potential 
of the gate of the sixteenth transistor T16 to be set to near 
the ground potential GND. A precaution required herein is 
not to Set the electric potential of the gate too much lower 
than GND. In such a case, the excessive voltage will be 
applied between the gate and the Source or the gate and the 
drain of the sixteenth transistor T16 when both electric 
potentials of the node n1 and the node na are at a high level. 
Then, insertion of the sixteenth transistor T16 becomes 
meaningless. Another precaution is not to Set the electrical 
potential of the gate too much higher than GND. In this case, 
it is not possible to change the electric potential of the node 
n1 to the low level in an interval between the moment t1 and 
the moment t2. Accordingly, it will not be able to reduce the 
electric potential of the node n1 to the LL level in the 
interval between the moment t3 and the moment tA. 

0074 Moreover, provision of the sixteenth transistor T16 
on the node n1 is not only applicable to the shift register 
shown in FIG.4, but it is also applicable to the shift registers 
shown in FIG. 6 to FIG. 9. 

0075 Without limitation to the examples shown in FIG. 
4 to FIG. 10, various circuit structures are conceivable for 
a basic constitution of a shift register providing an anti 
reversal circuit. For example, as shown in FIG. 12, it is 
applicable that the gate of the third transistor T3 is electri 
cally connected to the input terminal 43, while a drain 
thereof is electrically connected to ground potential GND. 
Otherwise, as similarly shown in FIG. 12, it is also appli 
cable that the gate of the fifth transistor T5 is electrically 
connected to the Second clock terminal 42, while the drain 
thereof is electrically connected to the ground potential 
GND. Otherwise, as shown in FIG. 13, it is also applicable 
that the source of the sixth transistor T6 is electrically 
connected to the input terminal 43. 

Seventh Embodiment 

0076 A two-phase shift register shown in FIG. 14 
according to a Seventh embodiment can be used for at least 
any one of the vertical shift register 22 and the horizontal 
shift register 32 shown in FIG. 1. Here, for the sake of 
convenience, one of the drive circuits using the two-phase 
shift register will be referred to as a first drive circuit, and 
the other will be referred to as a second drive circuit. 

0077. When this two-phase shift register is used, it is 
possible to curtail the number of clock signals from three to 
two in comparison with the three-phase shift register. That 
is, any one of the clock signals is inputted to the respective 
shift registerSSR. Since the shift registers can be downsized, 
it is possible to realize the downsizing of a frame of a display 
device as well as low power consumption. 
0078 FIG. 15A shows a shift register at an n-th stage of 
the two-phase shift register, and FIG. 15B shows a shift 
register at an (n+1)-th stage thereof. Fundamental constitu 
tions of the shift registers shown in FIGS. 15A and 15B are 
based on the shift register of the sixth embodiment shown in 
FIG 10. Mianyang BOE Ex. 1014 
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0079 At the n-th stage, an output signal OUTn+1 from 
the (n+1)-th stage is inputted to the Second clock terminal 42 
instead of the Second clock signal C3. At the (n+1)-th stage, 
an output signal OUTn+2 from an (n+2)-th stage is inputted 
to the second clock terminal 42. Meanwhile, the first clock 
signal C1 is inputted to the first clock terminal 41 at the n-th 
Stage, and the Second clock signal C2 is inputted to the first 
clock terminal 41 at the (n+1)-th stage. On the other hand, 
when the Second clock signal C2 is inputted to the first clock 
terminal 41 at the n-th Stage, the first clock Signal C1 is 
inputted to the first clock terminal 41 at the (n+1)-th stage. 
0080 FIG. 16 is a timing chart showing relations 
between signals used in the respective shift registers shown 
in FIGS. 15A and 15B. Because of using the two-phase shift 
register, pulse widths of the clock Signals C1 and C2 are 
made shorter than those of the three-phase shift register 
shown in FIG. 5. 

0081. Note that the above-described constitution of Sup 
plying an output signal from a shift register at a Subsequent 
Stage to the Second clock terminal 42 is also applicable to the 
shift registers of all the foregoing embodiments. 

Eighth Embodiment 

0082 FIG. 17A shows a shift register at an n-th stage of 
a two-phase shift register according to an eighth embodi 
ment, and FIG. 17B shows a shift register at an (n+1)-th 
Stage thereof. Fundamental constitutions of the shift regis 
ters shown in FIGS. 17A and 17B are based on the shift 
register of the second embodiment as shown in FIG. 6. 
Similar to the shift registers shown in FIGS. 15A and 15B, 
an output Signal OUT from a shift register at a Subsequent 
Stage is Supplied to the Second clock terminal 42 of each of 
the shift registers shown in FIGS. 17A and 17B. The shift 
registers of FIGS. 17A and 17B are also operated basically 
in accordance with the timing chart shown in FIG. 16. Since 
the shift registers are also downsized in these constitutions, 
it is possible to realize the downsizing of a frame of a display 
device as well as low power consumption. 
0083) Note that the above-described constitution of Sup 
plying an output signal from a shift register at a Subsequent 
Stage to the Second clock terminal 42 is also applicable to the 
shift registers of all the foregoing embodiments. 

Ninth Embodiment 

0084. Heretofore, description has been made throughout 
the first to the eighth embodiments regarding a case where 
the shift register is composed only of the p-MOS transistors 
for shifting the phase of the input signal IN having a concave 
waveform. Alternatively, it is also possible to arrange a shift 
resister composed only of n-MOS transistors for shifting a 
phase of an input Signal IN having a conveX waveform. AS 
shown in FIG. 18, all the transistors in the shift register of 
a ninth embodiment are n-MOS transistors. This shift reg 
ister has a constitution where all the transistors shown in 
FIG. 4 are replaced by n-MOS transistors, and the voltage 
electrode 46 is connected to the ground potential GND. As 
a matter of course, without limitation to the shift register of 
FIG. 4, n-MOS transistors may replace the p-MOS transis 
tors of the shift register in any of the other embodiments. 
0085. In addition, usage of the shift register according to 
any one of the first to ninth embodiments is not limited to the 
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above-mentioned drive circuit, the electrode Substrate and 
the display device, it is generally applicable to various 
electronic circuits. 

0086) Note that the drive circuits such as the scan line 
drive circuit 21 and the signal line drive circuit 31 are not 
always required to be formed integrally with the pixel unit 
11 on the first electrode substrate 10. For example, such 
drive circuits may be those disposed on an external drive 
substrate together with control ICs. 
0087. The present invention may be embodied in other 
Specific forms without departing from the Spirit or essential 
characteristics thereof. The embodiments are therefore to be 
considered in all respects as illustrative and not restrictive, 
the Scope of the present invention being indicated by the 
appended claims rather than by the foregoing description, 
and all changes which come within the meaning and range 
of equivalency of the claims are therefore intended to be 
embraced therein. 

What is claimed is: 
1. A shift register comprising: 

an output circuit including a first transistor having a first 
conductive path between a first clock terminal and an 
output terminal, and a Second transistor having a Sec 
ond conductive path between the output terminal and a 
Voltage electrode, 

an input circuit including a third transistor having a third 
conductive path between an input terminal and a con 
trol electrode of the first transistor, and a fourth tran 
Sistor having a fourth conductive path between the 
input terminal and a control electrode of the Second 
transistor; 

a reset circuit including a fifth transistor having a fifth 
conductive path between a Second clock terminal and 
the control electrode of the Second transistor, and a 
Sixth transistor having a sixth conductive path between 
the control electrode of the first transistor and the 
control electrode of the Second transistor, and 

an anti-reversal circuit configured to prevent a Voltage 
level at the control electrode of the Second transistor 
from being reversed when a Voltage level of a first 
clock Signal inputted to the first clock terminal is 
reversed in the state where the first transistor is turned 
on and the Second transistor is turned off. 

2. The shift register according to claim 1, wherein the 
anti-reversal circuit further includes: 

a Seventh transistor having a Seventh conductive path 
between the control electrode of the first transistor and 
the Voltage electrode; and 

an eighth transistor having a eighth conductive path 
between the control electrode of the Second transistor, 
the first clock terminal and the Seventh transistor. 

3. The shift register according to claim 1, wherein the 
anti-reversal circuits further includes a ninth transistor hav 
ing a ninth conductive path between the control electrode of 
the Second transistor, the Voltage electrode and the output 
terminal. 

4. The shift register according to claim 1, wherein the 
anti-reversal circuit further includes: Mianyang BOE Ex. 1014 
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a tenth transistor having a tenth conductive path between 
the control electrode of the first transistor and the input 
terminal; and 

an eleventh transistor having a eleventh conductive path 
between the control electrode of the Second transistor, 
the first clock terminal and the tenth transistor. 

5. The shift register according to claim 1, wherein the 
anti-reversal circuit further includes: 

a twelfth transistor having a twelfth conductive path 
between the first clock terminal and the Voltage elec 
trode; and 

a thirteenth transistor having a thirteenth conductive path 
between the control electrode of the first transistor, the 
control electrode of the Second transistor and the 
twelfth transistor. 

6. The shift register according to claim 1, wherein the 
anti-reversal circuit further includes: 

a fourteenth transistor having a fourteenth conductive 
path between the first clock terminal and the input 
terminal; and 

a fifteenth transistor having a fifteenth conductive path 
between the control electrode of the first transistor, the 
control electrode of the Second transistor and the four 
teenth transistor. 

7. The shift register according to claim 1, wherein a 
Sixteenth transistor at an on-state is further provided on the 
conductive path to the control electrode of the first transistor. 

8. The shift register according to claim 1, wherein the 
Sixth transistor further has a conductive path to any one of 
the Voltage electrode and the input terminal. 

9. The shift register according to claim 1, wherein all the 
transistors included in the shift register are p-channel metal 
oxide Semiconductor transistors. 

10. The shift register according to claim 1, wherein all the 
transistors included in the shift register are n-channel metal 
oxide Semiconductor transistors. 

11. A drive circuit comprising: 
a plurality of shift registers electrically cascaded in a 
manner whereby an output Signal from an output ter 
minal of each of the shift registerS is inputted to an 
input terminal of another one of the shift registers, each 
of the shift registers including 

an output circuit having a first transistor having a first 
conductive path between a first clock terminal and an 
output terminal, and a Second transistor having a Sec 
ond conductive path between the output terminal and a 
Voltage electrode, 

an input circuit having a third transistor having a third 
conductive path between an input terminal and a con 
trol electrode of the first transistor, and a fourth tran 
Sistor having a fourth conductive path between the 
input terminal and a control electrode of the Second 
transistor, 

a reset circuit having a fifth transistor having a fifth 
conductive path between a Second clock terminal and 
the control electrode of the Second transistor, and a 
Sixth transistor having a sixth conductive path between 
the control electrode of the first transistor and the 
control electrode of the Second transistor, and 
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an anti-reversal circuit configured to prevent a Voltage 
level at the control electrode of the Second transistor 
from being reversed when a Voltage level of a first 
clock Signal inputted to the first clock terminal is 
reversed in the state where the first transistor is turned 
on and the Second transistor is turned off, and 

a plurality of output lines to output the output signals to 
the exterior of the shift registers. 

12. The drive circuit according to claim 11, 
wherein a phase-shifted clock Signal is inputted to each of 

the first clock terminals of the shift registers as a first 
clock signal, and 

a Second clock signal that is a phase-shifted Signal with 
respect to the first clock signal is inputted to each of the 
Second clock terminals of the shift registers. 

13. The drive circuit according to claim 11, 
wherein a phase-shifted clock Signal is inputted to each of 

the first clock terminals of the shift registers as a first 
clock signal, and 

an output Signal of a shift register at a Subsequent Stage 
with respect to each of the shift registerS is inputted to 
each of the second clock terminals of each of the shift 
registers. 

14. An electrode Substrate comprising: 
two drive circuits, 

a plurality of pixel transistors provided on intersections of 
output lines from one of the drive circuits and output 
lines of the other drive circuit; and 

a plurality of pixel electrodes provided on each of the 
pixel transistors, 

wherein at least any one of the two drive circuits is a first 
drive circuit that includes: 

a plurality of shift registers electrically cascaded in a 
manner whereby an output Signal from an output ter 
minal of each of the shift registerS is inputted to an 
input terminal of another one of the shift registers, each 
of the shift registers having 

an output circuit having a first transistor having a first 
conductive path between a first clock terminal and an 
output terminal, and a Second transistor having a Sec 
ond conductive path between the output terminal and a 
Voltage electrode, 

an input circuit having a third transistor having a third 
conductive path between an input terminal and a con 
trol electrode of the first transistor, and a fourth tran 
Sistor having a fourth conductive path between the 
input terminal and a control electrode of the Second 
transistor, 

a reset circuit having a fifth transistor having a fifth 
conductive path between a Second clock terminal and 
the control electrode of the Second transistor, and a 
Sixth transistor having a sixth conductive path between 
the control electrode of the first transistor and the 
control electrode of the Second transistor, and 

an anti-reversal circuit configured to prevent a Voltage 
level at the control electrode of the Second transistor 
from being reversed when a Voltage level of a first Mianyang BOE Ex. 1014 
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clock Signal inputted to the first clock terminal is 
reversed in the state where the first transistor is turned 
on and the Second transistor is turned off, and 

a plurality of output lines to output the output signals to 
the exterior of the shift registers. 

15. The electrode substrate according to claim 14, 
wherein the first drive circuits is a Scan line drive circuit 

of a display device, and outputs an output Signal from 
each of the shift registers to each of the pixel transistors 
through each of the output lines. 

16. The electrode Substrate according to claim 14, 
wherein the first drive circuit is a signal line drive circuit 

of a display device, and includes a plurality of analog 
Switches provided on the output lines, 

the first drive circuit outputs the output signal from each 
of the shift registers with respect to each of the analog 
Switches, and outputs an image Signal to each of the 
pixel transistors through each of the analog Switches. 

17. A display device comprising: 
a first electrode Substrate including 
two drive circuits, 
a plurality of pixel transistors provided on interSections of 

output lines from one of the drive circuits and output 
lines of the other drive circuit, and 

a plurality of pixel electrodes provided on each of the 
pixel transistors, 

a Second electrode Substrate on which an opposite elec 
trode electrically opposing to the pixel electrodes is 
formed; and 

a display layer retained between the first electrode Sub 
Strate and the Second electrode Substrate, 

wherein at least any one of the two drive circuits is a first 
drive circuit that has: 
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a plurality of shift registers electrically cascaded in a 
manner whereby an output Signal from an output ter 
minal of each of the shift registerS is inputted to an 
input terminal of another one of the shift registers, each 
of the shift registers having 

an output circuit having a first transistor having a first 
conductive path between a first clock terminal and an 
output terminal, and a Second transistor having a Sec 
ond conductive path between the output terminal and a 
Voltage electrode, 

an input circuit having a third transistor having a third 
conductive path between an input terminal and a con 
trol electrode of the first transistor, and a fourth tran 
Sistor having a fourth conductive path between the 
input terminal and a control electrode of the Second 
transistor, 

a reset circuit having a fifth transistor having a fifth 
conductive path between a Second clock terminal and 
the control electrode of the Second transistor, and a 
Sixth transistor having a sixth conductive path between 
the control electrode of the first transistor and the 
control electrode of the Second transistor, and 

an anti-reversal circuit configured to prevent a Voltage 
level at the control electrode of the Second transistor 
from being reversed when a Voltage level of a first 
clock signal inputted to the first clock terminal is 
reversed in the state where the first transistor is turned 
on and the Second transistor is turned off, and 

a plurality of output lines to output the output signals to 
the exterior of the shift registers. 

18. The display device according to claim 17, wherein the 
display layer is a liquid crystal layer. 
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