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1. 

CHARGE PUMP FOR GENERATION OF 
MULTIPLE OUTPUT VOLTAGE LEVELS 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
The present invention relates to integrated circuit technol 

ogy. More specifically, the present invention relates to charge 
pumps and to a charge pump for generation of multiple out 
put-voltage levels. 

2. The Prior Art 
Charge pumps are Switched-capacitor circuits employed to 

obtain either an output voltage higher than that of the power 
Supply (V) or a negative voltage in an electronic system. 
Charge pumps are widely used in the integrated circuit indus 
try in many applications such as power ICs, filters, memories, 
etc. Flash memory devices are among these applications since 
high Voltage levels are needed to perform flash memory 
operations such as program and erase. Moreover, due to the 
trend of increasingly lower Voltage Supply requirements, a 
Voltage level higher than V, is also needed for flash memory 
read operation. 
As shown in FIG. 1, conventional charge pump circuits 10 

comprise a series of pumping stages 12, the number of which 
depends on the Voltage gain required, and usually an output 
stage 14. As will be appreciated by persons of ordinary skill in 
the art, each pumping stage includes capacitors, Switches and 
drivers and is controlled by one or more clock signals. Voltage 
multiplication is obtained by properly charging and Switching 
the pumping stage capacitors. Different ways to obtain Volt 
age multiplication are possible by changing the topology of 
the pump stage, Switching order, etc. For example, different 
charge pumps can be obtained by cascading Dickson stages or 
Voltage doublers. 

Whatever the principle of operation of the charge pump, it 
is often necessary to regulate the output Voltage. In Such 
instances, a regulator circuit 16 is required as is shown in FIG. 
2 to ensure that the output voltage does not exceed a maxi 
mum value and does not drop below a minimum value. 

Voltage regulation can be divided in two different types: 
pulse-skip regulation and linear regulation. Pulse-skip regu 
lation operates by enabling the pump clocks only when the 
output pump Voltage is lower thana given value and Suppress 
ing clock signals when the output pump Voltage exceeds this 
value. Linear regulation operates by controlling the output 
Voltage by means of a closed-loop error amplifier and a pass 
device. Both of these techniques are known in the art. 

FIG. 3A is a block diagram showing a high-voltage gen 
erator with a pulse-skip regulation. The charge pump circuit 
10 is Supplied by V (the external Supply Voltage) at refer 
ence numeral 18 and delivers electric charge to the load 20 
(C) connected to the output. The regulation is accom 
plished by a comparator 22 whose non-inverting input is 
coupled to a fraction V, of the output voltage divided by 
resistors 24 and 26 and whose inverting input is coupled to a 
fixed voltage BGAP from a source such as a bandgap refer 
ence. If VeBGAP, the signal STOP at the output of compara 
tor 22 is high and the output of the pump clock signal gen 
erator 28 is inhibited. On the other hand, if V-BGAP, signal 
STOP is low and clock signal generator 28 provides clock 
signals to the charge pump 10 therefore enabling the charge of 
the capacitance 20 at the output line V. 

FIG. 3B is a block diagram illustrating a high-voltage 
generator with linear regulation. Again the charge pump is 
identified by reference numeral 10. In this configuration, 
clock generator 28 is always enabled. The linear regulation is 
implemented by an amplifier 30, a pass transistor 32 and a 
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2 
resistor network including resistors 24 and 26 in a closed-loop 
configuration. In both pulse-skip and linear regulation, the 
regulated output is given by: 

wherer (R+R)/R. Resistors 24 and 26 are configurable 
to allow the user to select a specific output Voltage. 

In many applications, more than one high-voltage level is 
needed. For example in flash memories different high voltage 
levels are required for program, erase and read operation. 
Moreover, in some flash memory architectures all drivers that 
are employed are fabricated as n-channel transistors in order 
to improve memory performances and/or limit the driver 
silicon area. In these cases a first Voltage to be passed by the 
driver is required and a second Voltage, higher than the first, is 
required to bias the driver itself. It is worth noting that the use 
of the same voltage for the both tasks would lead to a loss in 
the output Voltage that is equal to the n-channel transistor 
threshold voltage 

This is illustrated in FIGS. 4A and 4B, in which an example 
of an all n-channel word-line driver for a flash memory is 
shown employing transistors 40 and 42. The driver illustrated 
in FIGS. 4A and 4B switches between two values: 0 and V. 
(for example 0 for unselected word-line, V for the selected 
word-line). FIG. 4A illustrates a correct driver biasing for the 
pull-up transistor 40 of the driver with a voltage V suffi 
ciently high to pass V to the word-line without Voltage loss, 
while FIG. 4B illustrates a non-optimal biasing leading to a 
drop in the word-line voltage equal to the threshold of tran 
sistor 40. 

In Such applications in which several high Voltage levels 
are needed inside the chip, a plurality of charge pumps 10 are 
employed to generate the Voltages V, V, and V, required as 
shown in FIG. 5A. Alternatively, as shown in FIG. 5B, a 
single charge pump 10 can be used to obtain the highest 
Voltage required (V) and other Voltages V and V can be 
obtained from linear regulators 16 such as shown in FIG.3B 
coupled to the charge pump output. In the latter case (use of 
multiple linear regulators) a drop in efficiency is expected 
since each linear regulator draws current from the pump out 
put Voltage. 

BRIEF DESCRIPTION OF THE INVENTION 

According to one aspect of the present invention, a charge 
pump architecture has n pump stages and multiple output 
Voltage levels. A first output voltage V is obtained from V, 
by the multiplication of the first m pump stages and a first 
output stage, while a second Voltage V is obtained from V, 
by the multiplication of all the n pump stages and a second 
output stage. Additional output levels may be provided by 
coupling additional output stages to selected ones of the 
pump stages. Accordingly, a charge pump circuit for gener 
ating a plurality of Voltages in excess of a Supply Voltage 
includes a first group of cascaded charge-pump stages, the 
input of a first charge pump stage in the first group being 
driven from the Supply Voltage. A first output stage has an 
input driven from the output of a last charge pump stage of the 
first group and an output coupled to a first Voltage node. A 
second group of cascaded charge-pump stages is provided, 
the input of the first charge pump stage of the second group 
being driven from the output of the last charge pump stage of 
the first group. A second output stage has an input driven from 
the output of the last charge pump stage in the second group 
and an output coupled to a second Voltage node. 

According to another aspect of the present invention, a 
charge pump architecture has n pump stages and multiple 
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output Voltage levels. A first output Voltage V is obtained 
from V, by the multiplication of the first m pump stages and 
a first output stage, while a second Voltage V is obtained from 
V, by the multiplication of all the n pump stages and a 
second output stage. Each output Voltage may be controlled 
by an independent pulse-skip regulator or linear regulator. 
Additional output levels may be provided by coupling addi 
tional output stages to selected ones of the pump stages. The 
in charge pump stages may all be controlled by a single set of 
clock signals or from multiple sets of clock signals. 

BRIEF DESCRIPTION OF THE DRAWING 
FIGURES 

FIG. 1 is a block diagram of a typical prior-art charge pump 
circuit. 

FIG. 2 is a block diagram of a typical prior-art regulated 
Voltage generator. 

FIG. 3A is a diagram illustrating a typical prior-art charge 
pump with a pulse-skip regulator. 

FIG. 3B is a diagram illustrating a typical prior-art charge 
pump with a linear regulator. 

FIG. 4A and FIG. 4B are schematic diagrams illustrating a 
prior-art all-NMOS word-line driver under optimal bias and 
with non-optimal bias conditions. 

FIG. 5A and FIG. 5B are block diagrams illustrating, 
respectively, prior-art solutions formultiple high Voltage gen 
eration inside the chip using multiple charge pumps, and a 
single charge pump with multiple linear regulators. 

FIG. 6 is a block diagram of an illustrative charge pump 
architecture according to the present invention having two 
output Voltage levels. 

FIG. 7 is a block diagram of an illustrative charge pump 
architecture according to the present invention having two 
independent pulse-skip regulators. 

FIG. 8A a block diagram of an illustrative charge pump 
architecture according to the present invention having two 
output Voltage levels and a single set of pump clock signals 
having output stages controlled by comparators. 

FIG.8B is a block diagram of an illustrative charge pump 
architecture according to the present invention having output 
stages controlled by pump clock signals and output Voltages 
switched by additional switches controlled by comparators. 

FIG. 9 is a block diagram of an illustrative charge pump 
architecture according to the present invention for an all 
NMOS memory driver application. 

DETAILED DESCRIPTION OF THE PRESENT 
INVENTION 

Persons of ordinary skill in the art will realize that the 
following description of the present invention is illustrative 
only and not in any way limiting. Other embodiments of the 
invention will readily Suggest themselves to Such skilled per 
SOS, 

Both prior-art methods used to generate a plurality of high 
Voltage values require a considerable amount of silicon area 
and complexity, because they replicate charge pumps or lin 
ear regulators for each Voltage level to be generated. The 
present invention aims to overcome these requirements. 
The present invention provides for multiple output volt 

ages in a single charge pump and employs different regulator 
methods for each output Voltage, as needed. The present 
invention will be described in more details using an illustra 
tive example in which two positive voltage levels V and V. 
are needed. However, persons of ordinary skill in the art will 
appreciate that the present invention is not limited to the 
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4 
exemplary embodiment and that other numbers of output 
Voltages may be provided according to the principles dis 
closed herein. 

Referring now to FIG. 6, a block diagram shows an illus 
trative charge pump architecture 50 according to the present 
invention having two output voltage levels. The first output 
Voltage V is obtained from V, by the multiplication of the 
first m pump stages, while the second Voltage V is obtained 
from V, by the multiplication of all then pump stages. Thus, 
pump stage 52 uses V, as an input voltage. The output of 
pump stage 52 drives the input of pump stage 54. The output 
of pump stage 54 drives successive pump stages (not shown), 
the output of the last of which drives the input of pump stage 
56. The output of pump stage 56 drives output stage 58. 
The output of pump stage 58 also drives the input of pump 

stage 60. The output of pump stage 60 drives successive pump 
stages (not shown), the output of the last of which drives the 
input of pump stage 62. The output of pump stage 62 drives 
the input of pump stage 64.The output of pump stage 64 
drives output stage 66. Pump stages 52,54, 56,60, 62, and 64, 
and output stages 58 and 66 can be driven by the same clock 
signals or different clock signals as is known in the art. 
As is well known in the art, in the case of the use of a 

common four-phase Dickson charge pump circuit, the two 
output Voltages are limited by: 

Different methods are available to regulate the two output 
Voltages to desired levels in accordance with the present 
invention. Referring now to FIG. 7, it may be seen that one 
example of a method that may be used in accordance with the 
present invention is pulse-skip regulation to control both V 
and V. Elements in FIG. 7 performing the same function as 
like elements in FIG. 6 will be designated by the same refer 
ence numerals used in FIG. 6. 
As in the embodiment of FIG. 6, the first output voltage V 

is obtained from V, by the multiplication of the first m pump 
stages, while the second Voltage V is obtained from V, by 
the multiplication of all the n pump stages. Thus, pump stage 
52 uses V, as an input voltage. The output of pump stage 52 
drives the input of pump stage 54. The output of pump stage 
54 drives successive pump stages (not shown), the output of 
the last of which drives the input of pump stage 56. The output 
of pump stage 56 drives output stage 58. 
The output of pump stage 58 also drives the input of pump 

stage 60. The output of pump stage 60 drives successive pump 
stages (not shown), the output of the last of which drives the 
input of pump stage 64. The output of pump stage 64drives 
output stage 66. Pump stages 52, 54, 56, 60, and 64, and 
output stages 58 and 66 are driven by the same clock signals 
as is known in the art. 

In the embodiment shown in FIG. 7, two sets of clock 
signals are independently controlled by the comparators of 
the two pulse-skip regulators. The output of output stage 58 is 
presented to the non-inverting input of comparator 68 through 
a voltage divider formed from resistors 70 and 72. The invert 
ing input of comparator 68 is driven by a reference Voltage 
Such as a bandgap reference as is known in the art. The output 
of comparator 68 is a STOP1 signal that, when at a logic 
“one' level, inhibits a first clock generator circuit 74 whose 
output drives pump stages 52,54, and 56, and output stage 58. 
Similarly, the output of output stage 66 is presented to the 
non-inverting input of comparator 76 through a Voltage 
divider formed from resistors 78 and 80. The inverting input 
of comparator 76 is driven by a reference voltage such as a 
bandgap reference as is known in the art. The output of 
comparator 76 is a STOP2 signal that, when at a logic “one' 
level, inhibits a second clock generator circuit 82 whose 
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output drives pump stages 60 and 64, and output stage 66. 
Persons of ordinary skill in the art will appreciate that, 
although comparators for skip-pulse regulators are repre 
sented as Voltage comparators in FIG. 7 and following fig 
ures, they could be implemented as current comparators as 
well with proper changes in the topology of the electrical 
circuit. The detailed description hereinassumes for simplicity 
that the comparators are Voltage comparators but the inven 
tion is not intended to be limited to the use of voltage com 
parators. 

If both V and V are below their respective targets, both 
signals STOP1 and STOP2 are low thus enabling the pump 
ing of all stages of the charge pump circuit. On the other hand 
if only one output is below target, only one of the two STOP 
signals is low, thus enabling the pumping of the first group of 
stages only or the pumping of the second group of stages only 
depending on which of the two output voltages is below 
target. 
One alternative solution is depicted in FIG. 8A. Elements 

in FIG. 8A performing the same function as like elements in 
FIGS. 6 and 7 will be designated by the same reference 
numerals used in those figures. 
The charge pump portion of the circuit of FIG. 8A operates 

in the manner described with respect to the circuits of FIGS. 
6 and 7. In the circuit shown in FIG. 8A, the two voltage 
regulators control concurrently the same set of clock signals 
from clock generator 84. The clock signals are routed to pump 
stages 52, 54, and 56, and output stage 58 through AND gate 
86, where the STOP1 output of comparator 68 controls the 
other input of AND gate 86. Similarly, the clock signals are 
routed to pump stages 60 and 64, and output stage 66 through 
AND gate 88, where the STOP2 output of comparator 76 
controls the other input of AND gate 88. In the circuit of FIG. 
8A, if one of the two outputs V or V is low, then the clock 
signals are enabled through AND gates 84 and 86 and all the 
stages of the pump are active. Output stage 58 is enabled only 
if signal STOP1 is low, i.e. only if V is below target, and 
output stage 66 is enabled only if signal STOP2 is low, i.e. 
only if V is below target. Otherwise the clock signals are 
disabled. 

Output load capacitances of nodes V and V2 are usually 
much higher than that of internal pump nodes. This avoids V 
and V rising appreciably above the regulated value when 
their respective output stages are turned on. However, addi 
tional circuits can be added as is known in the art to recover 
small overshoots, if needed. The circuit of FIG. 8A avoids the 
die area that would otherwise be used if two different sets of 
clock signal generators and drivers were employed. 

Referring now to FIG. 8B, an alternative to the circuit 
presented in FIG. 8A is shown. The charge pump portion of 
the circuit of FIG. 8B also operates in the manner described 
with respect to the circuits of FIGS. 6 and 7. 

The circuit shown in FIG. 8B employs a switch 88 con 
nected between output stage 58 and VP2 and high voltage line 
V and a switch 90 connected between output stage 66 and 
high Voltage line V. In this case, output stages 58 and 66 are 
controlled by clock signals from clock generator 84 but 
switch 88 connects V with output stage 58 only when 
STOP1=1 and switch SW2 connects V, with output stage 58 
only when STOP2=0. If both STOP1 and STOP2 are true, the 
clock generator 84 is disabled by AND gate. Variations of this 
invention are also possible. 

In some applications, only one of the two high Voltages 
(e.g., V) needs to be finely regulated while the other (e.g., V) 
must be above a certain value V+AV but must not exceed a 
maximum value V. This is a typical situation in flash 
memory devices featuring an all-NMOS driver circuit. 
An exemplary charge pump according to the present inven 

tion for performing this function is shown in FIG. 9. The 
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6 
charge pump portion of the circuit of FIG.9 also operates in 
the manner described with respect to the circuits of FIGS. 6 
and 7. 

In the circuit depicted in FIG.9, the high voltage line V is 
connected to output stage 58 through a pass transistor 94. 
Comparator 68 and resistive divider network 70 and 72 are 
connected to form a conventional pulse-skip regulator. Com 
parator 76 senses voltage V, and compares it with V+AV. 

If signal STOP2 is low (i.e. V-V+AV), the output of 
AND gate 92 is low and the clock signals are activated to 
enable pumping on all stages irrespective of the value of 
signal STOP1. In this case, if STOP1 is low, i.e. if V is below 
target, then pass transistor 94 is turned on by the inverted 
input of OR gate 96 and V is connected to the output of 
output stage 58. On the other hand, if STOP1 is high, i.e. V. 
is above target, then pass transistor 94 is off by the inverted 
input of OR gate 96 and high voltage line V is disconnected 
from the output of output stage 58. If signal STOP2 is high, 
then the pass transistor 94 is turned on by the non-inverted 
input of OR gate 96 and the signals are controlled by STOP1 
via AND gate 92. To ensure that the voltage V does not 
exceed a maximum value Vit is enough to choose a num 
ber of stages that satisfies the relationship: 

AV<(n-m) V<V-V 

As will be appreciated by persons of ordinary skill in the 
art, additional circuits can be added to all the circuits shown 
herein to recover the Small overshooting generated on high 
Voltage lines due to Switching activities, if needed. 
The present invention avoids the need to replicate charge 

pump circuits or linear regulator circuits that would lead to an 
increase of the occupied silicon area. The present invention 
allows more than one output for a single charge pump circuit. 
The different output can be regulated with pulse-skip regula 
tors each controlling a different group of pump stages. Alter 
native implementations use a single set of clock signals, 
hence enabling all pump stages at the same time. 

While embodiments and applications of this invention 
have been shown and described, it would be apparent to those 
skilled in the art that many more modifications than men 
tioned above are possible without departing from the inven 
tive concepts herein. The invention, therefore, is not to be 
restricted except in the spirit of the appended claims. 
What is claimed is: 
1. A charge pump circuit for generating a plurality of Volt 

ages in excess of a Supply Voltage and including: 
a first group of cascaded charge-pump stages each having 

an input and an output, the input of a first one of the first 
group of cascaded charge pump stages being driven 
from the Supply Voltage, the input of each Successive one 
of the first group of cascaded charge pump stages being 
driven from the output of the preceding stage of the first 
group of cascaded charge pump stages: 

a first output stage having an input driven from the output 
of a last one of the first group of cascaded charge pump 
stages and an output coupled to a first voltage node: 

a second group of cascaded charge-pump stages each hav 
ing an input and an output, the input of a first one of the 
second group of cascaded charge pump stages being 
driven from the output of the last one of the first group of 
cascaded charge pump stages, the input of each Succes 
sive one of the second group of cascaded charge-pump 
stages being driven from the output of the preceding 
stage of the second group of cascaded charge-pump 
Stages; 

a second output stage having an input driven from the 
output of a last one of the second group of cascaded 
charge pump stages and an output coupled to a second 
Voltage node, 
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a clock generator coupling a single set of clock signals to 
the charge pump stages in the first and second groups, 
and the first and second output stages, the clock genera 
tor having a disable input; 

a first switch coupled between the first output stage and the 
first output node and having a control element; 

a second Switch coupled between the second output stage 
and the second output node and having a control ele 
ment; 

a first comparator coupled to a reference Voltage and to the 
first output node through a Voltage divider, the first com 
parator having an output coupled to the control element 
of the first switch; 

a second comparator coupled to a reference Voltage and to 
the second output node through a Voltage divider, the 
second comparator having an output coupled to the con 
trol element of the second switch; and 

an AND gate having a first input coupled to the output of 
the first comparator, a second input coupled to the output 
of the second comparator, and an output coupled to the 
disable input of the clock generator. 

2. A charge pump circuit for generating a plurality of Volt 
ages in excess of a Supply Voltage and including: 

a first group of cascaded charge-pump stages each having 
an input and an output, the input of a first one of the first 
group of cascaded charge pump stages being driven 
from the Supply Voltage, the input of each Successive one 
of the first group of cascaded charge pump stages being 
driven from the output of the preceding stage of the first 
group of cascaded charge pump stages: 

a first output stage having an input driven from the output 
of a last one of the first group of cascaded charge pump 
Stages and an output coupled to a first Voltage node. 

a second group of cascaded charge-pump stages each hav 
ing an input and an output, the input of a first one of the 
second group of cascaded charge pump stages being 
driven from the output of the last one of the first group of 
cascaded charge pump stages, the input of each Succes 
sive one of the second group of cascaded charge-pump 
stages being driven from the output of the preceding 
stage of the second group of cascaded charge-pump 
Stages; 

a second output stage having an input driven from the 
output of a last one of the second group of cascaded 
charge pump stages and an output coupled to a second 
Voltage node, 

a clock generator coupling a single set of clock signals to 
the charge pump stages in the first and second groups, 
and the first and second output stages, the clock genera 
tor having a disable input; 

a switch coupled between the first output stage and the first 
output node and having a control element; 

a first comparator coupled to a first reference Voltage and to 
the first output node through a voltage divider, the first 
comparator having an output; 

a second comparator coupled to a second reference Voltage 
and to the second output node, the second comparator 
having an output; 

an AND gate having a first input coupled to the output of 
the first comparator, a second input coupled to the output 
of the second comparator, and an output coupled to the 
disable input of the clock generator, and 

an OR gate having a non-inverted input coupled to the 
output of the first comparator, an inverted input coupled 
to the output of the second comparator, and an output 
coupled to the control element of the switch. 

3. A charge pump circuit for generating a plurality of Volt 
ages in excess of a Supply Voltage and including: 
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8 
a first group of cascaded charge-pump stages each having 

an input and an output, the input of a first one of the first 
group of cascaded charge pump stages being driven 
from the Supply Voltage, the input of each Successive one 
of the first group of cascaded charge pump stages being 
driven from the output of the preceding stage of the first 
group of cascaded charge pump stages: 

a first output stage having an input driven from the output 
of a last one of the first group of cascaded charge pump 
stages and an output coupled to a first voltage node: 

a second group of cascaded charge-pump stages each hav 
ing an input and an output, the input of a first one of the 
second group of cascaded charge pump stages being 
driven from the output of the last one of the first group of 
cascaded charge pump stages, the input of each Succes 
sive one of the second group of cascaded charge-pump 
stages being driven from the output of the preceding 
stage of the second group of cascaded charge-pump 
Stages; 

a second output stage having an input driven from the 
output of a last one of the second group of cascaded 
charge pump stages and an output coupled to a second 
Voltage node; and 

a clock generator coupling a single set of clock signals to 
the charge pump stages in the first and second groups, 
and the first and second output stages, the clock genera 
tor having a disable input; 

a first switch coupled between the first output stage and the 
first output node and having a control element; 

a second Switch coupled between the second output stage 
and the second output node and having a control ele 
ment; and 

a first comparator coupled to a first reference Voltage and to 
the first output node through a voltage divider, the first 
comparator having an output. 

4. The charge pump circuit of claim 3, comprising: 
a second comparator coupled to a reference Voltage and to 

the second output node through a Voltage divider, the 
second comparator having an output coupled to the con 
trol element of the second switch. 

5. The charge pump circuit of claim3, wherein at least one 
of the first and second Voltage nodes is coupled to its output 
stage using a pulse-skip Voltage regulator. 

6. The charge pump circuit of claim3, wherein at least one 
of the first and second Voltage nodes is coupled to its output 
stage using a linear Voltage regulator. 

7. The charge pump circuit of claim 3, wherein a set of 
clock signals for operating the charge pump stages in the first 
group are controlled by a pulse-skip Voltage regulator. 

8. The charge pump circuit of claim 3, wherein a set of 
clock signals for operating the charge pump stages in the 
second group are controlled by a pulse-skip Voltage regulator. 

9. The charge pump circuit of claim 3, wherein: 
a single set of clock signals operates the charge pump 

stages in the first and second groups; and 
a pulse-skip Voltage regulator coupled to the output of the 

first output stage controls the provision of the set of 
clock pulses to the first output stage. 

10. The charge pump circuit of claim 3, wherein: 
a single set of clock signals operates the charge pump 

stages in the first and second groups; and 
a pulse-skip Voltage regulator coupled to the output of the 

second output stage controls the provision of the set of 
clock pulses to the second output stage. 
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It is certified that error appears in the above-identified patent and that said Letters Patent is hereby corrected as shown below: 

In column 2, line 19, after voltage insert -- . --. 

In column 4 line 18, delete 64.The and insert -- 64. The -- therefor. 

In column 5, line 57, delete STOP1=1 and insert -- STOP=0 -- therefor. 
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