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METHOD FOR ALLOCATING HARQ 
CHANNEL NUMBER FOR INDICATING 
STATE INFORMATION IN AN HSDPA 

COMMUNICATION SYSTEM 

PRIORITY 

This application claims priority to an application entitled 
“Method for Allocating HARQ Channel Number for Indi 
cating State Information in an HSDPA Communication 
System” ?led in the Korean Industrial Property Of?ce on 
Aug. 23, 2001 and assigned Serial No. 2001-50949, the 
contents of Which are hereby incorporated by reference. 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
The present invention relates generally to an HSDPA 

(High-Speed DoWnlink Packet Access) communication sys 
tem, and in particular, to a method for allocating HARQ 
(Hybrid Automatic Retransmission Request) channel iden 
ti?ers using an n-channel SAW HARQ technique. 

2. Description of the Related Art 
In general, HSDPA (High-Speed DoWnlink Packet 

Access) refers to a technique for transmitting data including 
control channels related to a high-speed doWnlink shared 
channel (HS-DSCH) for supporting high-speed packet trans 
mission in an UMTS (Universal Mobile Telecommunica 
tions System) communication system Which has been devel 
oped centering on Europe. In order to support the HSDPA, 
AMC (Adaptive Modulation and Coding), HARQ (Hybrid 
Automatic Retransmission Request), and FCS (Fast Cell 
Select) have been proposed. With reference to FIG. 1, the 
AMC, the HARQ and the FCS Will be described herein 
beloW in conjunction With the UMTS communication sys 
tem. 

FIG. 1 schematically illustrates a structure of a general 
UMTS communication system. Referring to FIG. 1, the 
UMTS communication system includes a core netWork (CN) 
100, a plurality of radio netWork subsystems (RNSs) 110 and 
120, and a user equipment (UE) 130. The RNSs 110 and 120 
each include a radio network controller (RNC) (111, 121) 
and a plurality of Node Bs, also knoWn as “cells.” For 
example, the RNC 110 includes an RNC 111 and a plurality 
of Node Bs 113, 115 and 123, 125. The RNC is classi?ed 
into a Serving RNC (SRNC), a Drift RNC (DRNC) and a 
Controlling RNC (CRNC) according to its role. The SRNC 
and the DRNC are classi?ed according to their roles for each 
UE, and an RNC managing information on the UE and 
controlling data exchange With a core netWork becomes an 
SRNC of the UE. When data from a UE is transmitted to the 
SRNC via another RNC except an SRNC, the corresponding 
RNC becomes a DRNC of the UE. The CRNC represents an 
RNC controlling each Node B. For example, in FIG. 1, if 
information on the UE 130 is managed by the RNC 111, the 
RNC 111 becomes an SRNC. If data from the UE 130 is 
transmitted through the RNC 121 due to a movement of the 
UE 130, then the RNC 121 becomes a DRNC. Further, the 
RNC 111 controlling the Node B 113 becomes a CRNC of 
the Node B 113. 

First, the AMC is a data transmission technique for 
adaptively determining a modulation technique and a coding 
technique of different data channels according to a channel 
condition betWeen the Node B 123 and the UE 130 of FIG. 
1, thereby to increase the overall utiliZation ef?ciency of the 
cell. Therefore, the AMC involves a plurality of modulation 
techniques and a plurality of coding techniques, and modu 
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2 
lates and codes data channels by combining the modulation 
techniques and the coding techniques. Generally, each of 
combinations of the modulation techniques and the coding 
techniques is called “MCS (Modulation and Coding 
Scheme)”, and a plurality of MCS levels can be de?ned 
according to the number of combinations of the modulation 
techniques and the coding techniques. In other Words, the 
AMC adaptively determines an MCS level according to a 
channel condition betWeen the UE 130 and the Node B 123 
currently Wirelessly connected to the UE 130, thereby 
increasing the overall system ef?ciency. 

Next, the FCS is a technique for rapidly selecting a cell 
having a good channel condition among a plurality of cells, 
When a UE supporting the HSDPA enters a cell-overlapping 
region, or a soft handover region. To be speci?c, if the UE 
130 supporting the HSDPA enters a cell-overlapping region 
betWeen the Node B 123 and a Node B 125, then the UE 130 
establishes radio links to a plurality of the cells, i.e., a 
plurality of Node Bs. A set of the cells, to Which the radio 
links are established by the UE, is called an “active set.” The 
FCS receives HSDPA packet data from only the cell main 
taining the best channel condition among the cells included 
in the active set, thereby to reduce the overall interference. 
Herein, a cell transmitting the HSDPA packet data for its 
best channel condition among the cells in the active set is 
called a “best cell.” The UE periodically checks the channel 
conditions With the cells belonging to the active set. Upon 
detecting a cell having a channel condition better than that 
of the current best cell, the UE transmits a best cell indicator 
to all of the cells in the active set in order to exchange the 
best cell. The best cell indicator includes an identi?er of the 
selected neW best cell. Upon receiving the best cell indicator, 
the cells belonging to the active set analyZe the cell identi?er 
included in the received best cell indicator to determine 
Whether the received best cell indicator is destined for them. 
The selected best cell transmits packet data to the corre 
sponding UE using a high-speed doWnlink shared channel 
(HS-DSCH). 

Finally, the n-channel SAW HARQ (n-channel Stop And 
Wait HARQ), Will be described. In order to increase effi 
ciency of the existing ARQ (Automatic Retransmission 
Request), the n-channel SAW HARQ has introduced tWo 
plans; one is soft combining and another is HARQ. 

Soft Combining 
The soft combing is a technique for temporarily storing 

defective data at a receiver and then combining the stored 
defective data With a retransmitted part of the corresponding 
data, thus to decrease an error rate. The soft combing 
technique is divided into a Chase Combining (CC) technique 
and an Incremental Redundancy (IR) technique. 

In the CC, a transmitter uses the same format at initial 
transmission and retransmission. If m symbols Were trans 
mitted over one coded block at initial transmission, the same 
m symbols are transmitted even at retransmission. Here, the 
“coded block” represents user data transmitted for one TTI 
(Transmission Time Interval). That is, the same coding rate 
is applied to the initial transmission and the retransmission. 
A receiver then combines the initially transmitted coded 
block With the retransmitted coded block, and performs a 
CRC (Cyclic Redundancy Check) operation on the com 
bined coded block to determine Whether an error occurs. 

In the IR, a transmitter uses different formats at initial 
transmission and retransmission. If n-bit user data Was 
generated into m symbols through channel coding, the 
transmitter transmits a part of the m symbols at initial 
transmission, and sequentially transmits the remaining parts 
at retransmission. That is, a coding rate for initial transmis 
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sion is different from a coding rate for retransmission. A 
receiver then assembles a coded block With a high coding 
rate by attaching the retransmitted parts to the tail of the 
initially transmitted coded block, and performs error cor 
rection on the assembled coded block. In the IR, the initial 
transmission and each retransmission are identi?ed by a 
version number. The initial transmission has a version 
number 1, a ?rst retransmission has a version number 2, and 
a second retransmission has a version number 3. The 
receiver can correctly combine the initially transmitted 
coded block With the retransmitted coded block using the 
version number. 

HARQ 
In the SAW HARQ, the Node B does not transmit the next 

packet data until ACK (Acknowledgement) for the previ 
ously transmitted packet data is received. Therefore, in some 
cases, the Node B must aWait ACK, though it can presently 
transmit packet data. The n-channel SAW HARQ increases 
utiliZation e?iciency of a radio link by continuously trans 
mitting a plurality of data packets before receiving the ACK 
for the previously transmitted packet data. That is, in the 
n-channel SAW HARQ, n logical channels are established 
betWeen a UE and a Node B and identi?ed by time or 
channel numbers, so that the UE, upon receipt of packet data 
at a certain time point, can determine the logical channel that 
transmitted the packet data. Thus the UE can rearrange 
packet data in the right reception order or soft-combine the 
packet data. 
NoW, an operation of the n-channel SAW HARQ Will be 

described in detail With reference to FIG. 1. First; it Will be 
assumed that the n-channel SAW HARQ, particularly 
4-channel SAW HARQ is performed betWeen the UE 130 
and the Node B 123, and the 4 channels are assigned unique 
logical identi?ers #1 to #4. Physical layers of the UE 130 
and the Node B 123 have HARQ processors associated With 
the respective channels. The Node B 123 assigns a channel 
identi?er #1 to an initially transmitted coded block before 
transmission to the UE 130. Here, the channel identi?er can 
be assigned either speci?cally or implicitly. When the coded 
block assigned the channel identi?er #1 has a transmission 
error, the UE 130 delivers the defective coded block to an 
HARQ processor #1 associated With the channel identi?er 
#1, and transmits a NACK (Negative Acknowledgement) 
signal for a channel #1 to the Node B 123. The Node B 123 
can transmit the next coded block over a channel #2 regard 
less of Whether ACK for the coded block on the channel #1 
is received or not. If the next coded block also has an error, 
the Node B 123 delivers the next coded block to the 
corresponding HARQ processor. Upon receiving NACK for 
the coded block on the channel #1 from the UE 130, the 
Node B 123 retransmits the corresponding coded block over 
the channel #1, and the UE 130 recogniZes retransmission of 
the coded block previously transmitted over the channel #1 
by analyZing the channel identi?er of the retransmitted 
coded block, and delivers the retransmitted coded block to 
the HARQ processor #1. Upon receiving the retransmitted 
coded block, the HARQ processor #1 soft-combines the 
initially transmitted coded block stored therein With the 
retransmitted coded block. In this Way, the n-channel SAW 
HARQ matches the channel identi?ers With the HARQ 
processors on a one-to-one basis, thereby properly matching 
initial transmission With retransmission Without a delay in 
transmitting user data until ACK is received. 

Next, a structure of a transmitter for supporting the 
n-channel SAW HARQ Will be described With reference to 
FIG. 2. FIG. 2 is a block diagram illustrating a structure of 
a general transmitter supporting the n-channel SAW HARQ. 

20 

25 

30 

35 

40 

45 

50 

55 

60 

65 

4 
Referring to FIG. 2, a transmitter for supporting the 

n-channel SAW HARQ includes a receiver 260, a transmis 
sion buffer 210, a CRC operator 220, a turbo encoder 230, 
a scheduler 270, a plurality of HARQ channel retransmis 
sion bulfers (i.e., ?rst HARQ channel retransmission buffer 
240 to nth HARQ channel retransmission buffer 243), an 
HARQ channel controller 280, and a transmitter 250. 

The receiver 260 receives control information transmitted 
by a UE through Uu interface, i.e., a radio link, performs 
such channel reception processing as de-channeliZation on 
the received control information, and provides HARQ 
related feedback information included in the de-channeliZed 
information to the transmission buffer 210 and the HARQ 
channel controller 280. Here, the control information trans 
mitted from the UE may include channel quality information 
(CQI) and ACK/NACK information, and the receiver 260 
provides the ACK/NACK information included in the con 
trol information to the transmission buffer 210 and the 
HARQ channel controller 280. In addition, the scheduler 
270 schedules an initial transmission point and a retrans 
mission point of the user data. 

The transmission buffer 210 buffers user data transmitted 
from an upper layer, receives the feedback information 
output from the receiver 260 and information on the user 
data transmission point output from the scheduler 270, and 
provides the bu?fered user data to the CRC operator 220. If 
the feedback information is ACK, the transmission buffer 
210 outputs bu?fered neW user data, i.e., initially transmitted 
user data. If the feedback information is NACK, the trans 
mission bulfer 210 does not output the bu?fered neW data. 

The CRC operator 220 performs a CRC operation on the 
user data output from the transmission buffer 210, inserts the 
CRC operation result in the user data (CRC insertion), and 
provides the CRC-inserted user data to the turbo encoder 
230. Although the CRC operator 220 is interposed betWeen 
the transmission buffer 210 and the turbo encoder 230 in 
FIG. 2, the CRC operator 220 may be connected to a 
previous stage of the transmission buffer 210. The turbo 
encoder 230 encodes the CRC-inserted user data output 
from the CRC operator 220 according to a preset encoding 
technique, and provides the coded user data to the HARQ 
channel controller 280 and the HARQ channel retransmis 
sion bulfers (i.e., ?rst HARQ channel retransmission buffer 
240 to n HARQ channel retransmission buffer 243. Here, a 
signal output from the turbo encoder 230 is a coded block, 
and the turbo encoder 230 provides the coded block to an 
HARQ channel retransmission bulfer associated With a 
channel over Which the coded block is to be transmitted. For 
example, if the coded block encoded by the turbo encoder 
230 is a coded block targeting a ?rst channel, the turbo 
encoder 230 provides the coded block to the ?rst HARQ 
channel retransmission buffer 240. The HARQ channel 
controller 280 inserts a channel number in the coded block 
by receiving feedback information output from the receiver 
260, or provides the received coded blocks to the transmitter 
250 at associated transmission points, using the transmission 
points of the respective channels. The transmitter 250 per 
forms such channel transmission processing as modulation 
and OVSF (Orthogonal Variable Spreading Factor) encod 
ing on the coded blocks output from the HARQ channel 
controller 280, and transmits the processed coded blocks to 
a corresponding UE through Uu interface, i.e., a radio link, 
at transmission points of the corresponding channels. If the 
coded blocks are transmitted through a plurality of OVSF 
codes, the transmitter 250 further performs demultiplexing 
to distribute the coded blocks according to the OVSF codes. 
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Next, With reference to FIG. 3, a structure of a receiver 
supporting the n-channel SAW HARQ Will be described. 
FIG. 3 illustrates a structure of a general receiver supporting 
the n-channel SAW HARQ. Referring to FIG. 3, a receiver 
supporting the n-channel SAW HARQ includes a receiver 
350, a transmitter 360, a turbo decoder 330, a plurality of 
HARQ channel buffers (i.e., ?rst HARQ channel buffer 340 
to nth HARQ channel buffer 343), a CRC operator 320, and 
a reception buffer 310. 

The receiver 350 receives a signal through Uu interface, 
i.e., a radio link, generates a coded block by performing such 
received signal processing as demodulation and de-channel 
iZation on the received signal, and provides the generated 
coded block to the turbo decoder 330 and an HARQ channel 
buffer associated With a channel over Which the correspond 
ing coded block is received. For example, if the coded block 
is received over a ?rst channel, the receiver 350 provides the 
corresponding coded block to the ?rst HARQ channel buffer 
340. The turbo decoder 330 decodes the coded block output 
from the receiver 350, and provides the decoded coded block 
to the CRC operator 320. The CRC operator 320 performs 
a CRC operation on a signal received from the turbo decoder 
330, and provides a CRC operation result signal, i.e., ACK 
or NACK, to a corresponding HARQ channel buffer and the 
transmitter 360. If the signal output from the turbo decoder 
330 has no CRC error, the CRC operator 320 provides ACK 
to the transmitter 360 and the corresponding HARQ channel 
buffer. Upon receiving the ACK from the CRC operator 320, 
the transmitter 360 transmits the ACK to a UE over a 
corresponding channel on a radio link. In addition, the 
transmitter 360 discards the coded block stored in the 
corresponding HARQ channel buffer that received the ACK 
from the CRC operator 320. Further, the CRC operator 320 
provides error-free user data to the reception buffer 310. In 
contrast, if the signal output from the turbo decoder 330 has 
a CRC error, the CRC operator 320 provides NACK to the 
transmitter 360, but does not provide the NACK to the 
corresponding HARQ channel buffer. That is, a coded block 
on a channel corresponding to the NACK is continuously 
stored in the corresponding HARQ channel buffer. Further, 
the CRC operator 320 discards the defective user data. The 
reception buffer 310 buffers (temporarily stores) the user 
data output from the CRC operator 320 and transmits the 
buffered user data to an upper layer at a proper time point. 
Here, the reception buffer 310 transmits the buffered user 
data to the upper layer either sequentially or in the order of 
reception. 

Thereafter, upon receiving a coded block through a radio 
link, the receiver 350 identi?es a channel over Which the 
coded block is received, and determines Whether a coded 
block has been stored in an HARQ channel buffer associated 
With the identi?ed channel. If no coded block has been 
stored in the corresponding HARQ channel buffer, the 
receiver 350 provides the received coded block to both the 
turbo decoder 330 and the HARQ channel buffer associated 
With the corresponding channel. HoWever, if a coded block 
has already been stored in the HARQ channel buffer asso 
ciated With the channel of the received coded block, the 
receiver 350 provides the received coded block only to the 
corresponding HARQ channel buffer and does not provide 
the received coded block to the turbo decoder 330. The 
corresponding HARQ channel buffer soft-combines the 
received coded block provided from the receiver 350 With 
the previously received coded block that Was buffered due to 
an error, and provides the soft-combined coded block to the 
turbo decoder 330. The turbo decoder 330 decodes the coded 
block received from the corresponding HARQ channel 
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6 
buffer, and provides the decoded coded block to the CRC 
operator 320. The CRC operator 320 performs a CRC 
operation on the signal output from the turbo decoder 330. 
If no CRC operation error occurs, the soft-combined coded 
block is buffered in the reception buffer 310 and transmitted 
to the upper layer at a proper time point. 

As described above, in the n-channel SAW HARQ, a 
channel plays a role of informing the receiver of an HARQ 
channel buffer, a coded block stored in Which should be 
soft-combined With the received coded block. That is, in 
FIG. 3, the receiver 350 analyZes a channel identi?er of the 
received coded block to determine Whether a coded block 
has already been buffered in an HARQ channel buffer 
associated With a channel of the received coded block. If a 
coded block has already been buffered in the corresponding 
HARQ channel buffer, the receiver 350 soft combines the 
received coded block With the buffered coded block. 

As described in conjunction With FIG. 2, the transmitter 
can transmit a channel identi?er to the receiver along With 
a coded block. This is called asynchronous n-channel SAW 
HARQ. Alternatively, the transmitter transmits a coded 
block by matching a speci?c channel to a speci?c time point, 
and the receiver can determine a channel number using a 
reception point of the coded block. This is called synchro 
nous n-channel SAW HARQ. In the folloWing description, 
only the asynchronous n-channel SAW HARQ Will be taken 
into consideration. Therefore, in the folloWing description, 
“n-channel SAW HARQ” refers to the asynchronous 
n-channel SAW HARQ. 
When using the CC, the transmitter should inform the 

receiver of information indicating Whether the coded block 
Was initially transmitted or retransmitted, as Well as a 
channel number of the transmitted coded block. The infor 
mation indicating Whether the corresponding coded block is 
an initially transmitted coded block or a retransmitted coded 
block is comprised of one bit and transmitted along With the 
coded block. If this information is “0,” it indicates that the 
corresponding coded block is an initially transmitted coded 
block. If the information is “1”, it means that the corre 
sponding coded block is a retransmitted coded block. The 
information indicating Whether the corresponding coded 
block is an initially transmitted coded block or a retrans 
mitted coded block Will be referred to as a “NeW/Continue 

(N/C) ?ag.” 
When using the IR, the transmitter can inform the receiver 

of version information of the coded block as Well as a 
channel number of the transmitted coded block. Here, the 
version information has a siZe, Which depends upon the 
number of versions permitted by the system. 

In the folloWing description, only the case Where the CC 
is used Will be taken into consideration. 

In the n-channel SAW HARQ using the CC, the reason 
that the transmitter transmits an N/ C ?ag as Well as a channel 
number along With a coded block is to prevent a possible 
random communication error occurring betWeen the trans 
mitter and the receiver. 

Next, a communication error occurring in an HSDPA 
communication system Will be described With reference to 
FIGS. 4A to 4C. 

FIG. 4A illustrates a communication error occurring When 
a Node B supporting the HARQ mistakes ACK from a UE 
for NACK in an HSDPA communication system. FIG. 4B 
illustrates a communication error occurring When a Node B 
supporting the HARQ mistakes NACK from a UE for ACK 
in an HSDPA communication system. FIG. 4C illustrates a 
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communication error occurring When a Node B supporting 
the HARQ fails to receive a coded block in an HSDPA 
communication system. 

Referring to FIG. 4A, a transmitter transmits an initially 
transmitted coded block #1 With an N/C ?ag set to NeW, over 
a channel #1 at a time point 401. Areceiver then receives the 
coded block #1 With an N/C ?ag set to NeW at a time point 
402 over the channel #1 transmitted by the transmitter at the 
point 401, and performs turbo decoding and CRC operation 
on the coded block #1 to determine Whether an error has 
occurred in the coded block #1. As a result of the CRC 
operation on the coded block #1, if no error has occurred in 
the coded block #1, the receiver transmits ACK to the 
transmitter at a point 403. 

HoWever, if an error occurs in the ACK due to a bad radio 
channel environment on a radio link, the transmitter may 
mistake the ACK transmitted by the receiver for NACK at 
a point 404. Then the transmitter decides that the coded 
block #1 is transmission-failed, and retransmits the coded 
block #1 With the N/C ?ag set to Continue indicating 
retransmission of the coded block over the channel #1 at a 
point 405. The receiver then receives the coded block #1 
With the N/C ?ag set to Continue over the channel #1 at a 
point 406. HoWever, since the receiver has already success 
fully received the coded block #1 at the point 402, the 
receiver expects that the coded block received at the point 
406 is the initially transmitted coded block With the N/C ?ag 
set to NeW. HoWever, since an N/C ?ag of the coded block 
received at the point 406 is set to Continue, the receiver can 
recogniZe that a communication error has occurred. 

Here, if the transmitter does not use the N/C ?ag, the 
receiver cannot recognize the fact that a communication 
error has occurred. Therefore, the receiver mistakes the 
coded block received at the point 406 for the initially 
transmitted coded block. 

Referring to FIG. 4B, a transmitter transmits a coded 
block #1 With an N/C ?ag set to NeW over a channel #1 at 
a point 407. Areceiver then receives the coded block #1 over 
the channel #1 at a point 408, and performs turbo decoding 
and CRC operation on the coded block #1 at a point 409, to 
determine Whether an error has occurred in the coded block 
#1. As a result, if an error has occurred in the coded block 
#1, the receiver transmits NACK to the transmitter at the 
point 409. HoWever, if an error occurs in the NACK due to 
a bad radio channel environment on a radio link, the 
transmitter may mistake the NACK transmitted by the 
receiver for ACK at the point 410. Upon receiving the ACK, 
the transmitter transmits a neW coded block With an N/C ?ag 
set to NeW to the receiver over the channel #1 at a point 411. 
The receiver expects to receive a coded block #1 over the 
channel #1 at a point 412, after transmitting the NACK at the 
point 409. HoWever, since an N/C ?ag of the coded block 
received from the transmitter at the point 412 is set NeW, the 
receiver can recogniZe that a communication error has 
occurred. 

LikeWise, if the transmitter does not use the N/ C ?ag, the 
receiver cannot recogniZe the fact that a communication 
error has occurred. Therefore, the receiver mistakes the 
coded block received at the point 412 for the retransmitted 
coded block, and soft-combines the coded block received at 
the point 408 With the coded block received at the point 412. 
As a result, the soft-combining is performed betWeen dif 
ferent coded blocks, causing another error. 

Referring to FIG. 4C, occurrence of an error can be 
checked by analyZing continuity of channel numbers instead 
of the N/C ?ag. Speci?cally, a transmitter transmits coded 
blocks With sequential channel identi?ers over four channels 
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8 
at a point 413, a point 415, a point 417 and a point 418. That 
is, the transmitter transmits a coded block With an N/C ?ag 
set to NeW over a channel #1 at the point 413. Similarly, the 
transmitter transmits coded blocks With an N/C ?ag set to 
NeW over a channel #2, a channel #3 and a channel #4 at the 
point 415, the point 417 and the point 418, respectively. A 
receiver then receives the coded blocks from the correspond 
ing channels at a point 414, a point 416 and a point 419, and 
analyZes channel identi?ers. HoWever, since the coded block 
for the channel identi?er #3 among the sequential channel 
identi?ers is not received, the receiver can recogniZe that a 
communication error has occurred. In the description of 
FIGS. 4A to 4C, the transmitter is a Node B and the receiver 
is a UE. 

For the communication errors described in conjunction 
With FIGS. 4A to 4C, the folloWing error overcoming 
operations are generally performed. 

First, if the communication error of FIG. 4A has occurred, 
i.e., if the transmitter determines that the receiver transmit 
ted NACK although the receiver transmitted ACK, then the 
receiver discards the coded block received at the point 406 
since the coded block received at the point 406 is identical 
to the coded block received at the point 402. 

Second, if the communication error of FIG. 4B has 
occurred, i.e., if the transmitter determines that the receiver 
transmitted ACK although the receiver transmitted NACK, 
then the receiver stores the coded blocks received at the 
points 408 and 412 in the reception buffer 310 and transmits 
the stored coded block to the upper layer later on, since the 
coded block received at the point 412 is not identical to the 
coded block received at the point 408. As a result, a coded 
block bu?fered in the ?rst HARQ channel buffer 340 asso 
ciated With the channel #1, i.e., the coded block received at 
the point 408 Will never be retransmitted, so the coded block 
can be discarded from the ?rst HARQ channel buffer 340. 

Alternatively, if searching an error overcoming process 
suitable to every circumstance inevitably increases system 
complexity, the receiver can be reset as soon as a commu 

nication error occurs. 

As described above, When the n-channel SAW HARQ 
uses an N/C ?ag, the receiver can recogniZe occurrence of 
a communication error. HoWever, When the N/C ?ag is used, 
physical bit resources for transmitting the N/C ?ag are 
required resulting in a reduction in system resources. In 
particular, if the asynchronous n-channel SAW HARQ is 
taken into consideration, the physical bit resources of (log 
2(n)+l) bits should be additionally allocated for the channel 
numbers and the N/C ?ags, causing a further reduction in 
ef?ciency of the resources. 

SUMMARY OF THE INVENTION 

It is, therefore, an object of the present invention to 
provide a method for allocating an HARQ channel number 
for transmitting packet data using n-channel SAW HARQ in 
an HSDPA communication system. 

It is another object of the present invention to provide a 
method for detecting a state and a channel number of a 
coded block received using n-channel SAW HARQ in an 
HSDPA communication system. 

It is further another object of the present invention to 
provide a method for allocating a channel number for 
indicating a state of a coded block transmitted using n-chan 
nel SAW HARQ in an HSDPA communication system. 

It is yet another object of the present invention to provide 
a method for detecting a communication error by allocating 
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a channel number for indicating a state of a coded block 
transmitted using n-channel SAW HARQ in an HSDPA 
communication system. 

To achieve the above and other objects, there is provided 
a method for allocating channel numbers to channel signals 
by a Node B, Which repeatedly transmits a stream of n 
channel signals to a UE (User Equipment), each of the 
channel signals including a channel number and transmis 
sion data, the n channel signals having (n+1) different 
channel numbers, each channel having a given transmission 
time interval (TTI). The method comprises storing channel 
numbers of the n channel signals in a transmission WindoW, 
and updating channel numbers such that n channel numbers 
are stored each time channel signals are transmitted; and 
allocating the same channel number as a channel number 
used for initial transmission to a channel signal to be 
transmitted if the channel signal to be transmitted is a 
retransmission channel signal, and allocating a channel 
number not belonging to the transmission WindoW among 
the (n+1) channel numbers to a channel signal to be trans 
mitted if the channel signal to be transmitted is an initial 
transmission channel signal. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The above and other objects, features and advantages of 
the present invention Will become more apparent from the 
folloWing detailed description When taken in conjunction 
With the accompanying draWings in Which: 

FIG. 1 schematically illustrates a structure of a general 
UMTS communication system; 

FIG. 2 is a block diagram illustrating a structure of a 
general transmitter supporting the n-channel SAW HARQ; 

FIG. 3 illustrates a structure of a general receiver sup 
porting the n-channel SAW HARQ; 

FIG. 4A illustrates a communication error occurring When 
a Node B supporting the HARQ mistakes ACK from a UE 
for NACK in an HSDPA communication system; 

FIG. 4B illustrates a communication error occurring When 
a Node B supporting the HARQ mistakes NACK from a UE 
for ACK in an HSDPA communication system; 

FIG. 4C illustrates a communication error occurring When 
a Node B supporting the HARQ fails to receive a coded 
block in an HSDPA communication system; 

FIG. 5 illustrates a process of allocating an HARQ 
channel number during transmission of a coded block by a 
Node B according to an embodiment of the present inven 
tion; 

FIG. 6 illustrates a process of updating a reception Win 
doW and a retransmission WindoW by a UE according to an 
embodiment of the present invention; 

FIG. 7 illustrates a process of detecting a communication 
error using HARQ channel numbers of received coded 
blocks by a UE according to an embodiment of the present 
invention; 

FIG. 8 illustrates an exemplary method of allocating 
HARQ channel numbers in the case Where no communica 
tion error has occurred, according to an embodiment of the 
present invention; and 

FIG. 9 illustrates an exemplary method of allocating 
HARQ channel numbers in the case Where a communication 
error has occurred, according to an embodiment of the 
present invention. 
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10 
DETAILED DESCRIPTION OF THE 

PREFERRED EMBODIMENT 

A preferred embodiment of the present invention Will be 
described herein beloW With reference to the accompanying 
draWings. In the folloWing description, Well-knoWn func 
tions or constructions are not described in detail since they 
Would obscure the invention in unnecessary detail. 
The asynchronous n-channel SAW HARQ (n-channel 

Stop And Wait Hybrid Automatic Retransmission Request) 
according to the present invention uses (n+1) HARQ chan 
nel identi?ers. Therefore, using only the physical resources 
of (log2 n+1) bits, the present invention can detect a com 
munication error like the n-channel SAW HARQ that uses 
an N/C (NeW/Continue) ?ag, i.e., the physical resources of 
(log2 n+1) bits. 

First, a description Will be made of a method of allocating 
a channel identi?er to a coded block by a Node B using the 
n-channel SAW HARQ at a certain point. 
When transmitting a coded block data using the n-channel 

SAW HARQ, the Node B de?nes a transmission WindoW 
having a maximum of n elements. The number of elements 
belonging to the transmission WindoW is de?ned as “trans 
mission WindoW siZe.” The transmission WindoW means a 
set of sequentially arranged HARQ channel numbers used at 
from a certain point to a previous nth point, and the trans 
mission WidoW siZe is sequentially increased from 0 to n 
after call setup, and then ?xed to n. In addition, the trans 
mission WindoW is updated at a point Where the Node B has 
completely transmitted a certain coded block data. 
The Node B applies the folloWing rules in determining an 

HARQ channel number of a coded block to be transmitted. 
First, if a coded block data to be transmitted is a neW 

coded block data or a coded block data for initial transmis 
sion (hereinafter, referred to as initial-transmission coded 
block data), an HARQ channel number having the loWest 
frequency of use among HARQ channel numbers not 
belonging to the transmission WindoW is allocated to the 
coded block data to be transmitted. If n different HARQ 
channel numbers exist in the transmission WindoW, there 
remains only one HARQ channel number except the n 
HARQ channel numbers, so the remaining one HARQ 
channel number is allocated to the initial-transmission coded 
block data. 

In addition, if there are a plurality of channel numbers 
having the same frequency of use, the smallest channel 
number among the plurality of the channel numbers is 
allocated as an HARQ channel number of the initial-trans 
mission coded block. 

Second, if a coded block to be transmitted is a coded block 
for retransmission (hereinafter, referred to as retransmission 
coded block), an HARQ channel number corresponding to 
the retransmission coded block is allocated to the coded 
block. That is, if the retransmission coded block is retrans 
mitted for a coded block previously transmitted over an 
HARQ channel #1, the HARQ channel number #1 Will be 
allocated to the retransmission coded block. 

Meanwhile, the retransmission coded block has a valid 
retransmission period, and the retransmission must be per 
formed Within the valid retransmission period. 

If a Node B allocates HS-DSCH (High-Speed DoWnlink 
Shared Channel) transmission resources to different UEs 
(User Equipments) and a valid retransmission period for a 
coded block retransmitted in a state Where a speci?c UE is 
call-dropped, has expired, then the retransmission coded 
block is ?rst transmitted at a point Where a call With the 
speci?c UE is resumed. If there are a plurality of coded 
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blocks to be retransmitted (or retransmission coded block), 
the Node B transmits the retransmission coded blocks in 
accordance With the order of initially transmitted coded 
blocks. 

That is, the Node B ?rst transmits the retransmission 
coded block. To be speci?c, if the Node B has completely 
prepared to perform retransmission on coded blocks at a 
certain point, it should ?rst transmit the retransmission 
coded block for the next TTI (Transmission Time Interval). 
A process of allocating an HARQ channel number to a 

coded block to be transmitted by a Node B Will be described 
With reference to FIG. 5. 

FIG. 5 illustrates a process of allocating an HARQ 
channel number during transmission of a coded block by a 
Node B according to an embodiment of the present inven 
tion. 

Before a description of FIG. 5, it Will be assumed that a 
transmitter such as a Node B and a receiver such as a UE 
have the same hardWare structures as those illustrated in 
FIGS. 2 and 3, respectively. HoWever, in the structure of the 
Node B, an operation of allocating HARQ channel numbers 
to coded blocks to be transmitted by the HARQ channel 
controller 280 is different. Further, in the structure of the UE, 
a process of receiving a coded block and determining a state 
of the received coded block is different. 

Referring to FIG. 5, if there is a coded block to be 
transmitted, the Node B allocates an HARQ channel number 
to the coded block data to be transmitted and transmits the 
coded block data over an HARQ channel corresponding to 
the allocated HARQ channel number, in step 501, and then 
proceeds to step 502. At ?rst, there exists no HARQ channel 
number in a transmission Window, so the Node B allocates 
the smallest HARQ channel number among (n+1) HARQ 
channel numbers to the coded block data. Of course, if it is 
not an initial transmission of a coded block data, a maximum 
of n HARQ channel numbers exist in the transmission 
WindoW. In step 502, the Node B updates the transmission 
WindoW after completion of transmitting the coded block 
data, and then proceeds to step 503. In the transmission 
WindoW updating process, the Node B deletes the oldest 
HARQ channel number of the transmission WindoW, i.e., 
deletes the ?rst allocated HARQ channel number among the 
HARQ channel numbers existing in the transmission Win 
doW, and adds the HARQ channel number allocated to the 
transmitted coded block data. In step 503, the Node B 
determines Whether a coded block data to be transmitted for 
the next TTI is an initial-transmission coded block data (or 
neW coded block). Whether a coded block data to be 
transmitted for the next TTI is a neW coded block is 
determined by determining Whether a coded block data to be 
transmitted for the next TTI is a coded block data received 
from an HARQ channel retransmission buffer or a coded 
block received from a turbo encoder. If a coded block data 
to be transmitted for the next TTI is a coded block data 
received from the HARQ channel retransmission buffer, it is 
determined that the coded block data is a retransmission 
coded block data. If a coded block data to be transmitted for 
the next TTI is a coded block data received from the turbo 
encoder, it is determined that the coded block data is an 
initial-transmission coded block data. As a result of the 
determination, if a coded block data to be transmitted for the 
next TTI is not an initial-transmission coded block data but 
a retransmission coded block data, the Node B proceeds to 
step 504. In step 504, the Node B allocates an HARQ 
channel number corresponding to the retransmission coded 
block data. Here, the “HARQ channel number correspond 
ing to the retransmission coded block data” means an HARQ 
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12 
channel number, Which Was allocated to transmit the initial 
transmission coded block, for the retransmission coded 
block data. For example, if an error occurs in an initially 
transmitted coded block data allocated an HARQ channel 
number #x and thus the coded block data must be retrans 
mitted, the coded block data is retransmitted through the 
HARQ channel number #x. 

HoWever, if a coded block data to be transmitted for the 
next TTI is an initial-transmission coded block data in step 
503, the Node B proceeds to step 505. In step 505, the Node 
B detects HARQ channel numbers not belonging to the 
current transmission WindoW, and then proceeds to step 506. 
In step 506, the Node B determines Whether there exists only 
one HARQ channel number With the loWest frequency of 
use among the detected HARQ channel numbers not belong 
ing to the transmission WindoW. If there does not exist only 
one HARQ channel number With the loWest frequency of 
use among the HARQ channel numbers not belonging to the 
transmission WindoW, i.e., if there exist a plurality of HARQ 
channel numbers With the loWest use frequency, the Node B 
proceeds to step 507. In step 507, the Node B selects the 
smallest HARQ channel number among the HARQ channel 
numbers With the loWest use frequency, allocates the 
selected HARQ channel number to a coded block data to be 
transmitted for the next TTI, and transmits an initial-trans 
mission coded block data to a UE for the next TTI over an 
HARQ channel corresponding to the allocated HARQ chan 
nel number. 

Otherwise, if it is determined in step 506 that there exists 
only one HARQ channel number With the loWest frequency 
of use among the detected HARQ channel numbers not 
belonging to the transmission WindoW, the Node B proceeds 
to step 508. In step 508, the Node B allocates the HARQ 
channel number With the loWest use frequency to a coded 
block data to be transmitted for the next TTI, and transmits 
an initial-transmission coded block data to the UE for the 
next TTI over an HARQ channel corresponding to the 
allocated HARQ channel number. 

Next, a description Will be made of a process of receiving 
a coded block data transmitted by the Node B using the 
n-channel SAW HARQ, and analyZing a channel identi?er 
or an HARQ channel number allocated to the coded block 
data to determine a state of the corresponding coded block 
data, i.e., determines Whether the corresponding coded block 
data is an initially transmitted coded block data or a retrans 
mitted coded block data. The process is performed by the 
UE. 

First, the UE de?nes a reception WindoW having a maxi 
mum of nelements having (n+1) channel numbers about n 
HARQ channel, as the Node B transmits coded block data 
using the n-channel SAW HARQ. Further, the number of 
elements belonging to the reception WindoW is de?ned as 
“reception WindoW siZe.” 
The reception WindoW means a set of sequentially 

arranged HARQ channel numbers received from a certain 
point to a previous nth point. The reception WidoW siZe is 
sequentially increased from 0 to n after call setup, and then 
?xed to n. In addition, the reception WindoW is updated at a 
point Where the UE has completely received a certain coded 
block data. 

In addition, if the Node B transmits coded block data 
using the n-channel SAW HARQ, the UE de?nes a retrans 
mission WindoW comprised of HARQ channel numbers 
corresponding to defective coded block data among the 
received coded block data, i.e., corresponding to the coded 
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block data over Which the UE transmitted NACK to the 
Node B due to an error occurred in the received coded block 
data. 

Since the retransmission WindoW is comprised of the 
HARQ channel numbers corresponding to the coded block 
data over Which NACK Was transmitted, i.e., corresponding 
to the defective coded block data, it can theoretically include 
a maximum n elements having (n+1) HARQ channel num 
bers about n HARQ channel. However, HARQ channel 
numbers corresponding to the defective coded block data 
With a valid retransmission period expired are deleted from 
the retransmission WindoW at a point Where the valid 
retransmission period expires. Further, addition of a HARQ 
channel number to the retransmission WindoW is performed 
at a point Where transmission of NACK for the correspond 
ing coded block is completed. 

MeanWhile, deletion of an HARQ channel number stored 
in the retransmission WindoW is performed at a point Where 
the valid retransmission period expires. If the valid retrans 
mission period has not expire yet, the deletion is performed 
When a coded block data having the same HARQ channel 
number as the corresponding HARQ channel number in the 
retransmission WindoW is received Within the valid retrans 
mission period. 

If an HARQ channel number of a coded block data 
received at a certain point is identical to a “next retransmis 
sion HARQ channel number” or a “next initial-transmission 
HARQ channel number,” the UE determines that no com 
munication error has occurred at the corresponding point. 

Here, the next retransmission HARQ channel number 
means an HARQ channel number ?rst and foremost updated 
in the retransmission Window at a certain point. In addition, 
the next initial-transmission HARQ channel number means 
an HARQ channel number having the loWest use frequency 
and the smallest channel number among the HARQ channel 
numbers not belonging to the reception WindoW. A process 
of determining the next initial-transmission HARQ channel 
number is identical to the above-described process of deter 
mining the HARQ channel number to be allocated to the 
coded block data initially transmitted by the Node B, so a 
detailed description thereof Will not be provided. 

MeanWhile, if an HARQ channel number of a coded block 
data received at a certain point is identical to a next 
retransmission HARQ channel number, the UE determines 
that the corresponding coded block data is a retransmitted 
coded block data. HoWever, if an HARQ channel number of 
a coded block data received at a certain point is identical to 
a next initial-transmission HARQ channel number, the UE 
determines that the corresponding coded block is an initially 
transmitted coded block data. 

In an interval Where a valid retransmission period for a 
next retransmission HARQ channel number has expired, i.e., 
after a lapse of a valid retransmission period for a coded 
block data received through a speci?c HARQ channel 
number, the UE determines that a communication error has 
occurred before a coded block data having an HARQ 
channel number identical to a corresponding next retrans 
mission HARQ channel number is received. The valid 
retransmission period-expired interval Will be described 
later on. 

Next, a process of updating a reception WindoW and a 
retransmission WindoW by a UE Will be described With 
reference to FIG. 6. 

FIG. 6 illustrates a process of updating a reception Win 
doW and a retransmission WindoW by a UE according to an 
embodiment of the present invention. Referring to FIG. 6, 
the UE receives a coded block data transmitted by the Node 
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B in step 601, and then proceeds to step 602. In step 602, the 
UE updates a reception WindoW, as reception of the coded 
block data from the Node B is completed, and then proceeds 
to step 603. The reception WindoW is updated by deleting the 
oldest channel number from the reception WindoW and 
adding an HARQ channel number of the coded block data 
received in step 601 as a neW element. For example, in a 
system using 5-channel SAW HARQ, the UE having a 
reception WindoWsiZe is 5 and the reception WindoW can 
have HARQ channel numbers [a, b, c, d, e, f]. The current 
reception WindoW can have HARQ channel numbers [a, b, 
c, d, e]. In the reception WindoW, the rightmost element is an 
HARQ channel number for the last received coded block 
data, and the leftmost element is an HARQ channel number 
for the oldest received coded block data. When the UE has 
received a coded block data With an HARQ channel number 
#f at a certain point, the UE updates the reception WindoW 
by deleting the oldest channel number “a” from the recep 
tion WindoW, and inserting HARQ channel number “f” in the 
rightmost position. As a result, the reception WindoW is 
updated to [b, c, d, e, f]. In step 603, the UE performs a CRC 
operation on the received coded block data, and then deter 
mines Whether the CRC operation result represents NACK. 
If the CRC operation result does not indicate NACK, i.e., 
indicates ACK, the UE transmits ACK to the Node B and 
then ends the process. HoWever, if the CRC operation result 
indicates NACK, the UE proceeds to step 604. In step 604, 
the UE adds an HARQ channel number of the received 
coded block data to the retransmission WindoW, and sets a 
valid retransmission period. Here, a process of deleting an 
HARQ channel number With an expired valid retransmission 
period from the retransmission Window is not illustrated in 
FIG. 6. The reason is because expiration of the valid 
retransmission period is irrelevant to reception of a coded 
block data or transmission of ACK/NACK. 

Next, a method of detecting a communication error by a 
UE Will be described With reference to FIG. 7. 

FIG. 7 illustrates a process of detecting a communication 
error using HARQ channel numbers of received coded block 
data by a UE according to an embodiment of the present 
invention. Referring to FIG. 7, the UE receives a coded 
block data transmitted by the Node B in step 701, and then 
proceeds to step 702. Upon receiving the coded block, the 
UE identi?es an HARQ channel number of the received 
coded block data as described in conjunction With FIG. 6, 
and then determines in step 702 Whether an HARQ channel 
number of the received coded block data is identical to a 
next retransmission HARQ channel number. If the HARQ 
channel number of the received coded block data is identical 
to a next retransmission HARQ channel number, the UE 
proceeds to step 703. In step 703, the UE determines that the 
received coded block data is a retransmitted coded block 
data, and then proceeds to step 704. In step 704, the UE 
delivers the received coded block data to a corresponding 
HARQ channel buffer as described in conjunction With FIG. 
3, to soft-combine the received coded block With a previ 
ously bu?fered coded block, and then ends the process. 
HoWever, if it is determined in step 702 that an HARQ 
channel number of the received coded block is not identical 
to a next retransmission HARQ channel number in the 
retransmission WindoW, the UE proceeds to step 705. In step 
705, the UE determines Whether an HARQ channel number 
of the received coded block data is identical to a next 
initial-transmitted HARQ channel number. If an HARQ 
channel number of the received coded block data is identical 
to a next initial-transmitted HARQ channel number, the UE 
proceeds to step 706. In step 706, the UE determines that the 
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received coded block data is an initially transmitted coded 
block data, and then proceeds to step 707. In step 707, the 
UE delivers the received coded block to the reception buffer 
310 as described in conjunction With FIG. 3, to transmit the 
received coded block data to an upper layer. Of course, the 
UE receives a coded block data in steps 702 and 705 on the 
assumption that no communication error occurs. 

HoWever, if it is determined in step 705 that an HARQ 
channel number of the received coded block is not identical 
to a next initial-transmission HARQ channel number, the 
UE proceeds to step 709. In step 709, the UE determines 
Whether there exists an element With an expired valid 
transmission period among the elements of the retransmis 
sion WindoW. If there exists an element With an expired valid 
transmission period among the elements of the retransmis 
sion WindoW, the UE proceeds to step 710. In step 710, the 
UE determines that a communication error has occurred, and 
then proceeds to step 711. In step 711, the UE deletes a 
coded block buffered in a HARQ channel buffer correspond 
ing to the HARQ channel number of the received coded 
block data, and deletes a corresponding HARQ channel 
number from the retransmission WindoW, and then ends the 
process. Here, that an HARQ channel number is deleted 
from the retransmission WindoW due to expiration of its 
valid retransmission period means that a retransmitted part 
to be soft-combined With the coded block buffered in the 
corresponding HARQ channel buffer is not received Within 
the valid retransmission period. This phenomenon may 
occur When the Node B mistakes NACK transmitted by the 
UE for ACK as described in conjunction With FIG. 4B. In 
this case, since the Node B has already deleted the corre 
sponding coded block data from the corresponding HARQ 
channel retransmission buffer, the Node B cannot retransmit 
the corresponding coded block data. Therefore, the UE 
cannot perform soft combining on the received coded block 
data. As a result, the UE discards the corresponding coded 
block data from the corresponding HARQ channel buffer. 

If it is determined in step 709 that there exists no HARQ 
channel number With an expired valid transmission period 
among the channel numbers of the retransmission WindoW, 
the UE proceeds to step 713. In step 713, the UE determines 
that a communication error has occurred in the received 
coded block, and then proceeds to step 715. 

Here, the communication error of step 713 may occur 
When although a UE transmitted ACK upon receipt of a 
coded block data A, a Node B mistakes the ACK for NACK 
as described in conjunction With FIG. 4A. In step 715, the 
UE performs a communication error overcoming process, as 
the communication error is detected. For example, the UE 
performs a communication error overcoming process of 
discarding the repeatedly transmitted coded block. That is, 
since the UE has already processed the coded block data A, 
it is preferable to discard the neWly transmitted coded block 
data A. Alternatively, the communication error of step 713 
may occur When there is a gap betWeen HARQ channel 
numbers in the reception buffer since a UE fails to receive 
a coded block data, as described in conjunction With FIG. 
4C. In this case, the UE may simply recogniZe occurrence of 
a communication error in step 715, and then normally 
operate. In this case, the UE cannot cope With the commu 
nication error. That is, since the UE cannot send a retrans 
mission request for the reception-failed coded block, it is 
preferably to normally process the received coded block 
regardless of a communication error. 
As described above, the communication error occurring 

When the Node B mistakes ACK transmitted by the UE for 
NACK, can be detected through the retransmission WindoW 
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16 
and the reception WindoW. If an HARQ channel number 
(hereinafter, referred to as a “reception HARQ channel 
number”) of a coded block received at a certain point does 
not belong to the retransmission WindoW but TTI of the 
reception point is identical to a quasi valid period-expired 
interval of the HARQ channel, it can be considered that a 
communication error has occurred. In this case, the received 
coded block data is discarded Without being processed. 
Here, the quasi valid period-expired interval Will be 
described later on. 

Next, reference Will be made to a valid retransmission 
period used for a retransmission coded block by the Node B 
and the UE. A valid retransmission period for an arbitrary 
retransmission coded block data refers to a critical time 
point Where the Node B can retransmit a corresponding 
coded block data, and a critical time point Where the UE 
expects that a retransmitted part of the corresponding coded 
block data Will arrive. That is, if a valid retransmission 
period for an arbitrary retransmission coded block data is set 
to “x,” a Node B must complete retransmission of the 
corresponding coded block data at from an initial transmis 
sion point t(0) to a point t(0+x), and a UE expects that the 
corresponding coded block Will arrive at from an initial 
reception point t(1) to a point t(1+x). In other Words, the UE 
recogniZes a coded block data having the same HARQ 
channel number as a coded block data initially received at 
betWeen t(1) and t(1+x) as retransmission of the correspond 
ing coded block data. 
The valid retransmission period is not a value calculated 

by an absolute criterion, and is set to a proper value 
considering capability and buffer capacity of the UE and the 
Node B performing HSDPA communication. If the valid 
retransmission period is set to an excessively short value, the 
valid retransmission period may expire before the Node B 
prepares retransmission, due to a scheduling problem of 
other coded block data. In contrast, if the valid retransmis 
sion period is set to an excessively long value, it is not 
possible to properly cope With a communication error. In 
addition, the valid retransmission period-expired interval 
means a TTI Where the valid retransmission period expires. 
For example, if a valid retransmission period has x TTIs, the 
valid retransmission period-expired interval means a TTI 
that is received after x TTIs from the TTI Where the 
initial-transmission coded block is transmitted, i.e., means 
an (x+l)’h TTI. 
As mentioned above, the valid retransmission period does 

not have a universal value that can be applied to all com 
munication situations. HoWever, if the Node B grants pri 
ority to retransmission against initial transmission, each call 
can have a speci?ed value. That is, if priority is given to 
retransmission against initial transmission, the Node B ini 
tiates retransmission as soon as it prepares retransmission on 

an arbitrary coded block data, since a time needed to prepare 
for retransmission is ?xed unless a call drop occurs. Here, 
the “call drop” means a situation Where an arbitrary UE is 
successively diminished (or disconnected) While a plurality 
of UEs share HS-DSCH. That is, the time required to 
prepare for retransmission is calculated by the sum of (i) a 
time required in transmitting a coded block data, (ii) a time 
required in processing the corresponding coded block data 
by the UE, (iii) a time required in transmitting feedback 
information (FBI), and (iv) a time required in preparing for 
retransmission by the Node B, on the basis of a time point 
Where the corresponding coded block data is transmitted. 
The time required to prepare for retransmission is closely 
related to a value determined by multiplying the number n 
of channels by TTI in a system employing the n-channel 
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SAW HARQ. That is, in the n-channel SAW HARQ, the 
value n TTI must be larger than the time required to prepare 
for retransmission. Therefore, When the n-channel SAW 
HARQ is used, the present invention sets the valid retrans 
mission period to n TTIs. In this case, advantageously, the 
Node B and the UE can use a common valid retransmission 
period Without a separate mutual agreement on the valid 
retransmission period. Further, the TTI is a time unit, a basic 
unit of transmitting/receiving a coded block and transmit 
ting/receiving corresponding ACK/NACK information in 
the HSDPA communication system. Next, a description Will 
be made of exceptive rules applied When setting a valid 
retransmission period to n TTIs and deleting elements With 
the expired valid retransmission period from the retransmis 
sion WindoW in the communication system using the n-chan 
nel SAW HARQ. 

(1) First Exceptional Regulation: If a valid retransmission 
period for a retransmission coded block data has expired in 
a situation Where a call to a certain UE has been dropped 
since a Node B allocates HS-DSCH transmission resources 
to other UEs, the valid retransmission period shall be 
extended until a call to the corresponding UE is resumed. 
Under First Exception Regulation, if n channel numbers 
exist in the retransmission WindoW, valid retransmission 
periods of the respective channel numbers are extended by 
l TTI, 2 TTIs, . . . , n TTIs from a call resumption point in 

accordance With the order of additions to the retransmission 
WindoW. 

(2) Second Exceptional Regulation: If a call drop occurs 
again in the above state, First Exceptional Regulation shall 
be applied When a call is resumed later on, considering that 
valid retransmission periods of the HARQ channel numbers 
remaining in the retransmission WindoW in the call dropped 
state have expired again. The reason for applying First 
Exceptional Regulation and Second Exceptional Regulation 
is to cope With a call drop situation occurring due to sharing 
of transmission resources by several UEs, since the several 
UEs share the transmission resources in receiving HSDPA 
service data in the HSDPA communication system. In addi 
tion to First Exceptional Regulation and Second Exceptional 
Regulation, the folloWing regulation can also be applied. 

(3) Third Exceptional Regulation: If a call drop occurs, 
expiration of the valid retransmission period shall be 
extended by the call drop duration. 

Although any of First to Third Exceptional Regulations is 
applied, initial transmission and retransmission according to 
the present invention Will be normally performed. HoWever, 
When First Exceptional Regulation is applied, the retrans 
mission can be performed more rapidly. 

Next, an exemplary method of allocating HARQ channel 
numbers in the case Where no communication error has 
occurred Will be described With reference to FIG. 8. 

FIG. 8 illustrates an exemplary method of allocating 
HARQ channel numbers in the case Where no communica 
tion error has occurred, according to an embodiment of the 
present invention. Referring to FIG. 8, it Will be assumed 
that the HSDPA communication system uses a 5-channel 
SAW HARQ technique. When transmission channel num 
bers 801 indicate the passage of time from the left to the 
right, i.e., When the transmission channel numbers 801 are 
de?ned as a time axis, the transmission channel numbers 801 
represent HARQ channel numbers allocated to coded block 
data transmitted for each TTI by a Node B. That is, from the 
vieWpoint of the axis of the transmission channel numbers 
801, the Node B has transmitted a coded block data over an 
HARQ channel #1 at ?rst, and then sequentially transmitted 
coded block data over HARQ channels #2, #3, #5, #6, #2, 
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and #3. Further, since a valid retransmission period is 5 TTIs 
as stated above, if an error occurs in the coded block data 
transmitted over the HARQ channel #2, a retransmitted part 
for the coded block data transmitted over the HARQ channel 
#2 should be received Within a next 5-TTI period 810. 

In addition, for the sake of convenience, TTI numbers 802 
are assigned to respective TTIs in the order of the passage 
of time. As illustrated in FIG. 8, a number of a ?rst 
transmitted TTI is de?ned as TTI #1, and in this manner, the 
TTI numbers 802 are sequentially assigned With the passage 
of time. A transmission WindoW 803 shoWs the HARQ 
channel numbers of the transmission WindoW updated for 
each TTI. HARQ channel numbers in the transmission 
WindoW are updated at a point Where transmission of a 
corresponding coded block data is completed. For example, 
in the case of TTI #1, an element #1 is added to the 
transmission WindoW at a point Where transmission of a 
coded block data #1 is completed. For the sake of conve 
nience, a coded block data transmitted over an HARQ 
channel #n Will be referred to as a “coded block #n.” 
Reception channel numbers 804 represent HARQ channel 
numbers of coded block data received by a UE for each TTI. 
Areception WindoW 805 shoWs the HARQ channel numbers 
of the reception WindoW updated for each TTI. HARQ 
channel numbers in the reception WindoW 805 are updated 
at a point Where reception of a corresponding coded block 
data is completed. Therefore, unless an error occurs in the 
HARQ channel numbers, the transmission WindoW 803 is 
constantly synchronized With the reception WindoW 805 
While maintaining a propagation delay 809. A retransmission 
WindoW 806 is updated after the UE ?nishes transmission of 
NACK. In FIG. 8, it is assumed that the UE ?nishes 
transmission of NACK, 3 TTIs after it completes reception 
of a coded block data. As illustrated in FIG. 8, since the UE 
transmits NACK signal, 3 TTIs after it received a coded 
block #2 for a TTI #2, the UE adds an HARQ channel 
number for the coded block #2 to the retransmission WindoW 
806 for a TTI #5. As stated above, it is assumed that the UE 
?nishes transmission of NACK, 3 TTIs after it completes 
reception of a coded block data. The UE receives coded 
block data of channel number #2 in the TTI #2, but that is 
error. The UE transmits NACK signal after 3 TTI (that is, 
TTI #5). Further, it is assumed in FIG. 8 that retransmissions 
have occurred at the dotted TTI numbers TTI #2, TTI #3, 
TTI #8 and TTI #10. 
NoW, an operation of a Node B and a UE Will be described 

With reference to FIGS. 5, 6 and 8. In describing the 
operation of a Node B and a UE, the TTI numbers 802 Will 
be used as a time reference. Although the TTI numbers 802 
are shoWn from the vieWpoint of only the Node B in FIG. 8, 
it Will be assumed that the same TTI numbers exist even in 
the UE While maintaining the propagation delay 809. That is, 
from the vieWpoint of the UE, TTI #1 means an interval 
having the same siZe as the TTI #1 of FIG. 8 While 
maintaining the propagation delay 809. 

First, the Node B allocates an HARQ channel number #1 
to a coded block data #1 in step 501 of FIG. 5, and then 
updates the transmission WindoW by adding the HARQ 
channel number #1 to the transmission WindoW in step 502 
(TTI #1). Thereafter, if a coded block data to be transmitted 
for the next TTI is an initial-transmission coded block data 
(or neW coded block data ) in step 503, the Node B 
determines an HARQ channel number to be allocated to the 
initial-transmission coded block data. Here, in the process of 
determining the HARQ channel number, since only an 
HARQ channel number #1 exists in the transmission Win 
doW at a point Where a coded block data #2 is transmitted, 
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