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BICYCLE FORK CARTRIDGE ASSEMBLY 

BACKGROUND AND SUMMARY OF THE 
INVENTION 

1. Field of the Invention 
The present invention is generally related to vehicle 

Suspension assemblies. More particularly, the present inven 
tion is related to a front Suspension fork for use on an 
off-road bicycle. 

2. Description of the Related Art 
Suspension fork assemblies are often utilized on off-road 

bicycles, or mountain bikes, to absorb energy imparted to the 
front wheel by the terrain on which the bicycle is being 
ridden. The use of a Suspension fork allows a rider to 
traverse rougher terrain, at a greater Speed and with leSS 
fatigue in comparison to riding a bicycle equipped with a 
rigid fork. Due to the fact that bicycle riders vary greatly in 
both weight and riding ability, it is highly desirable that 
certain performance aspects of the Suspension fork, Such as 
compression and rebound damping characteristics, be 
capable of adjustment to Suit a particular individual. 

To avoid the need to disassemble the fork in order to 
adjust the Suspension Settings, it is preferable to locate the 
adjustment controls Such that they are externally accessible. 
Furthermore, an individual rider is likely to ride in wide 
variety of terrain conditions, often during the course of a 
Single ride or race. Accordingly, adjustment of the damping 
characteristics while riding is greatly facilitated by locating 
the adjustment controls on an upper portion of the Suspen 
Sion fork. 

Ideally, the adjustment controls would be disposed on a 
damper cap assembly at the top of one of the fork legs and 
include a compression lock-out for Substantially preventing 
compression of the fork. The compression lock-out feature 
is desirable So that the Suspension fork may selectively 
behave Substantially as a rigid fork while riding on Smooth 
terrain, to enhance both handling and power transfer to the 
rear wheel of the bicycle. However, prior art mountain bike 
Suspension forks have failed to provide both a compression 
lock-out feature and external damping adjustment controls 
that are easily accessible while riding. Further, existing 
mechanisms for providing external damping adjustment and 
compression lock-out require undue complexity. Thus, an 
improved mountain bike Suspension fork is desirable. 

SUMMARY OF PREFERRED EMBODIMENTS 

Preferred embodiments of the present Suspension fork 
include a damping assembly having a damping control 
assembly located at an upper portion of the fork. A hollow 
shaft connects a piston to the control assembly. On com 
pression of the fork, damping fluid flows upward through the 
central passage of the shaft to the damping control assembly. 
With Such a fluid flow arrangement, a simplified arrange 
ment of externally accessible controls may be disposed on 
the control assembly. This arrangement permits compression 
damping, rebound damping and compression lock-out con 
trols to be collectively located So as to be accessible to a 
rider of a bicycle, while the bicycle is being ridden. 

In addition, a reservoir is preferably disposed in a lower 
portion of the fork Such that fluid exiting the damping 
control assembly travels in a downward direction due to 
gravity, Substantially the entire length of the fork. This 
arrangement advantageously allows the damping fluid to 
also lubricate certain internal components of the fork, 
including bushings, Seals and a Suspension coil spring, if 
provided. 
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2 
A preferred embodiment comprises a bicycle front fork 

including an upper tube having a top portion, a bottom 
portion and an intermediate portion. A lower tube having a 
top portion, a bottom portion and an intermediate portion is 
telescopingly movable with respect to the upper tube. An 
upper control assembly is positioned at the top portion of the 
upper tube. A damping cartridge is positioned at least partly 
within the lower tube and defines a top portion, a bottom 
portion and an intermediate portion. At least a Section of the 
lower tube Surrounding the cartridge, at least partially 
defines a reservoir. A shaft extends from the top portion of 
the upper tube into the damping cartridge. A main damping 
piston is connected to the Shaft and positioned in the 
cartridge. At least the bottom portion of the cartridge defines 
a lower internal chamber located below the piston. The 
piston, the shaft and the control assembly cooperate to define 
a flow channel from the chamber through the piston, the 
shaft and the control assembly to the reservoir. 
A preferred embodiment comprises a bicycle front fork 

including an upper tube having a top portion, a bottom 
portion and an intermediate portion. A lower tube having a 
top portion, a bottom portion and an intermediate portion is 
telescopingly movable with respect to the upper tube. An 
upper control assembly is positioned at the top portion of the 
upper tube. A damping cartridge is positioned at least partly 
within the lower tube and defines a top portion, a bottom 
portion and an intermediate portion. At least a Section of the 
lower tube Surrounding the cartridge, at least partially 
defines a reservoir. The bottom portion of the damping 
cartridge defines a lower control assembly which operates to 
permit fluid to enter the cartridge from the reservoir through 
the lower control assembly, but prevents fluid from exiting 
the cartridge at low preSSure levels. A shaft extends from the 
top portion of the upper tube into the damping cartridge. A 
main damping piston is connected to the shaft and posi 
tioned in the cartridge. At least the bottom portion of the 
cartridge defines a lower internal chamber located below the 
piston. The piston, the shaft and the control assembly 
cooperate to define a flow channel from the chamber through 
the piston, the shaft and the control assembly to the reser 
voir. The upper control assembly includes a one-way valve 
which prevents the flow of fluid from the reservoir through 
the control assembly when the shaft and the piston move 
upward away from the bottom portion of the damping 
cartridge. 
A preferred embodiment comprises a bicycle front fork 

including an upper tube having a top portion, a bottom 
portion and an intermediate portion. A lower tube having a 
top portion, a bottom portion and an intermediate portion is 
telescopingly movable with respect to the upper tube. An 
upper control assembly is positioned at the top portion of the 
upper tube. A damping cartridge is positioned at least partly 
within the lower tube and defines a top portion, a bottom 
portion and an intermediate portion. At least a Section of the 
lower tube Surrounding the cartridge, at least partially 
defines a reservoir. A shaft extends from the top portion of 
the upper tube into the damping cartridge. A main damping 
piston is connected to the Shaft and positioned in the 
cartridge. At least the bottom portion of the cartridge defines 
a lower internal chamber located below the piston. The 
piston, the shaft and the control assembly cooperate to define 
a flow channel from the chamber through the piston, the 
shaft and the control assembly to the reservoir. The upper 
control assembly also includes a lock-out valve which 
selectively prevents the flow of fluid from the shaft through 
the assembly and to the reservoir. 
A preferred embodiment comprises a bicycle front fork 

including an upper tube having a top portion, a bottom 
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portion and an intermediate portion. A lower tube having a 
top portion, a bottom portion and an intermediate portion is 
telescopingly movable with respect to the upper tube. An 
upper control assembly is positioned at the top portion of the 
upper tube. A damping cartridge is positioned at least partly 
within the lower tube and defines a top portion, a bottom 
portion and an intermediate portion. At least a Section of the 
lower tube Surrounding the cartridge, at least partially 
defines a reservoir. A shaft extends from the top portion of 
the upper tube into the damping cartridge. A main damping 
piston is connected to the Shaft and positioned in the 
cartridge. At least the bottom portion of the cartridge defines 
a lower internal chamber located below the piston. The 
piston, the shaft and the control assembly cooperate to define 
a flow channel from the chamber through the piston, the 
shaft and the control assembly to the reservoir. A blow-off 
Valve is positioned at the bottom portion of the cartridge to 
permit flow through the blow-off valve and into the reservoir 
in response to a threshold blow-off pressure. 
A preferred embodiment comprises a bicycle front fork 

including an upper tube having a top portion, a bottom 
portion and an intermediate portion. A lower tube having a 
top portion, a bottom portion and an intermediate portion is 
telescopingly movable with respect to the upper tube. Ashaft 
extends axially from the top portion of the upper tube. A 
main damping piston is connected to the shaft and at least 
partially defines a damping chamber. The fork defines a low 
Speed compression circuit and a rebound circuit. A control 
assembly located at the top portion of the upper tube 
includes a first control connected to the low speed compres 
Sion circuit and is manually adjustable, external of the fork. 
In a first position, fluid is able to flow through the low speed 
compression circuit and, in a Second position, flow through 
Said low Speed compression circuit is prevented. A Second 
control is connected to the rebound circuit and is manually 
adjustable, from external of the fork. In a first position, a first 
rate of flow through the rebound circuit is permitted and, in 
a Second position, a Second rate of flow through the rebound 
circuit is permitted. The first rate of flow is higher than said 
Second rate of flow. The control assembly also comprises a 
third control connected to a restrictor, which communicates 
with the low speed compression circuit. The restrictor is 
manually movable from external of the fork between at least 
a first position, wherein the restrictor provides at least a first 
amount of resistance to flow through the low speed com 
pression circuit, and a Second position, wherein the restrictor 
provides a Second amount of resistance to flow through the 
low speed compression circuit. 
A preferred embodiment comprises a bicycle front fork 

including an upper tube having a top portion, a bottom 
portion and an intermediate portion. A lower tube having a 
top portion, a bottom portion and an intermediate portion is 
telescopingly movable with respect to the upper tube. Ashaft 
extends axially from the top portion of the upper tube. A 
main damping piston is connected to the shaft and at least 
partially defines a damping chamber. The fork defines a low 
Speed compression circuit. A control assembly located at the 
top portion of the upper tube includes a first control con 
nected to the low Speed compression circuit and is manually 
adjustable, external of the fork. In a first position, fluid is 
able to flow through the low Speed compression circuit and, 
in a Second position, flow through Said low Speed compres 
Sion circuit is prevented. The control assembly also com 
prises a Second control connected to a restrictor, which 
communicates with the low Speed compression circuit. The 
restrictor is manually movable from external of the fork 
between at least a first position, wherein the restrictor 
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4 
provides at least a first amount of resistance to flow through 
the low Speed compression circuit, and a Second position, 
wherein the restrictor provides a Second amount of resis 
tance to flow through the low Speed compression circuit. 
A preferred embodiment comprises a shock absorber 

including an upper tube having a top portion, a bottom 
portion and an intermediate portion. A lower tube having a 
top portion, a bottom portion and an intermediate portion is 
telescopingly movable with respect to the upper tube. An 
upper control assembly is positioned at the top portion of the 
upper tube. A damping cartridge is positioned at least partly 
within the lower tube and defines a top portion, a bottom 
portion and an intermediate portion. At least a Section of the 
lower tube Surrounding the cartridge, at least partially 
defines a reservoir. A shaft extends from the top portion of 
the upper tube into the damping cartridge. A main damping 
piston is connected to the Shaft and positioned in the 
cartridge. At least the bottom portion of the cartridge defines 
a lower internal chamber located below the piston. The 
piston, the shaft and the control assembly cooperate to define 
a flow channel from the chamber through the piston, the 
shaft and the control assembly to the reservoir. 
A preferred embodiment comprises a bicycle having a 

front fork. The front fork includes an upper tube having a top 
portion, a bottom portion and an intermediate portion. A 
lower tube having a top portion, a bottom portion and an 
intermediate portion is telescopingly movable with respect 
to the upper tube. An upper control assembly is positioned 
at the top portion of the upper tube. A damping cartridge is 
positioned at least partly within the lower tube and defines 
a top portion, a bottom portion and an intermediate portion. 
At least a Section of the lower tube Surrounding the 
cartridge, at least partially, defines a reservoir. A shaft 
extends from the top portion of the upper tube into the 
damping cartridge. A main damping piston is connected to 
the shaft and positioned in the cartridge. At least the bottom 
portion of the cartridge defines a lower internal chamber 
located below the piston. The piston, the shaft and the 
control assembly cooperate to define a flow channel from the 
chamber through the piston, the Shaft and the control assem 
bly to the reservoir. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The above mentioned and other features will now be 
described with reference to the drawings of preferred 
embodiments of the present Suspension fork. The illustrated 
embodiments of the Suspension fork are intended to 
illustrate, but not to limit the invention. The drawings 
contain the following figures: 

FIG. 1 is a perspective View of a bicycle having a 
preferred embodiment of a front wheel Suspension fork; 

FIG. 2 is a perspective view of the suspension fork of FIG. 
1, which is illustrated as removed from the bicycle; 

FIG. 3 is a cross-section of the suspension fork of FIG. 1, 
thus illustrating the internal components of the fork; 

FIG. 4 is an enlarged cross-section illustrating the 
rebound damping circuit of the suspension fork of FIG. 1; 

FIG. 5 is an enlarged cross-section of a rebound adjust 
ment cap assembly of the suspension fork of FIG. 1; 

FIG. 6 is a croSS-Section of the cap assembly taken along 
the line 6–6 in FIG. 5; 

FIG. 7 is an enlarged cross-section of a base valve 
assembly of the suspension fork of FIG. 1; 

FIG. 8 is an enlarged cross-section of a rebound adjust 
ment and lock-out cap assembly of a Second embodiment of 
a Suspension fork; 
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FIG. 9 is a cross-section of the cap assembly of FIG. 8, 
taken along the line 9-9 in FIG. 8; 

FIG. 10 is a cross-section of a base valve assembly of the 
Second embodiment; 

FIG. 11 is a cross-section of a rebound adjustment, low 
Speed compression adjustment and lock-out cap assembly of 
a third embodiment of a Suspension fork, 

FIG. 12 is a top view of a low-speed compression 
adjustment knob of the cap assembly of FIG. 11; 

FIG. 13 is a cross-section of the low-speed compression 
adjustment knob of FIG. 12, taken along the line 13-13 of 
FIG. 12; 

FIG. 14 is a cross-section of a blow-off adjustment base 
valve assembly of the third embodiment; 

FIG. 15 is a cross-section of a coil-sprung embodiment 
having a coil spring in each leg for providing an expansion 
force on the fork; 

FIG. 16 is a cross-section of the coil-sprung fork of FIG. 
15 in a shortened travel position. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENT 

FIG. 1 illustrates an off-road bicycle, or mountain bike 20, 
including a frame 22 which is comprised of a main frame 
portion 24 and a Swing arm portion 26. The Swing arm 
portion 26 is pivotally attached to the main frame portion 24. 
The bicycle 20 includes front and rear wheels 28, 30 
connected to the main frame 24. A Seat 32 is connected to the 
main frame 24 in order to support a rider of the bicycle 20. 
The front wheel 28 is supported by a preferred embodi 

ment of a Suspension fork 34 which, in turn, is Secured to the 
main frame 24 by a handlebar assembly 36. The rear wheel 
30 is connected to the Swing arm portion 26 of the frame 22. 
A rear shock 38 is positioned between the Swing arm 26 and 
the frame 22 to provide resistance to the pivoting motion of 
the Swing arm 26. Thus, the illustrated bicycle 20 includes 
suspension members between the front and rear wheels 28, 
30 and the frame 22 which operate to substantially reduce 
wheel impact forces from being transmitted to the rider of 
the bicycle 20. 

FIG. 2 illustrates the Suspension fork 34 detached from 
the bicycle 20 of FIG. 1. The suspension fork 34 includes 
right and left legs 40, 42, as referenced by a perSon in a 
riding position on the bicycle 20. The right leg 40 includes 
a right upper tube 44 telescopingly received in a right lower 
tube 46. Similarly, the left leg 42 includes a left upper tube 
48 telescopingly received in a left lower tube 50. A crown 52 
connects the right upper tube 44 to the left upper tube 48 
thereby connecting the right leg 40 to the left leg 42 of the 
Suspension fork 34. In addition, the crown Supports a steerer 
tube 54, which passes through, and is rotatably Supported by, 
the frame 22 of the bicycle 20. The steerer tube 54 provides 
a means for connection of the handlebar assembly 36 to the 
suspension fork 34, as illustrated in FIG. 1. 

Each of the right lower tube 46 and left lower tube 50 
includes a drop out 56 for connecting the front wheel 28 to 
the fork 34. An arch 58 connects the right lower tube 46 and 
the left lower tube 50 to provide strength and minimize 
twisting thereof. Preferably, the right lower tube 46, left 
lower tube 50 and the arch 58 are formed as a unitary piece, 
however, the tubes 46, 50 and arch 58 may be separate 
pieces and connected by a Suitable fastening method. 

The suspension fork 34 also includes a pair of rim brake 
bosses 60 to which a standard rim brake may be mounted. 
In addition, the fork 34 may include a pair of disc brake 
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6 
bosses 62 to which a disc brake may be mounted. Of course, 
the Suspension fork 34 may include only one or the other of 
the rim brake bosses 60 and disc brake bosses 62, depending 
on the type of brake System desired. 

FIG. 3 is a cross-section view of the suspension fork 34 
of FIG. 2 having the front portion cutaway to illustrate 
various internal components of the fork 34. As described 
previously, each of the upper tubes 44, 48 is capable of 
telescopic motion relative to its respective lower tube 46, 50. 
Each of the fork legs 40, 42 includes an upper bushing 64 
and a lower bushing 66 positioned between the respective 
upper tubes 44, 48 and the lower tubes 46, 50. The bushings 
64, 66 inhibit wear of the upper tubes 44, 48 and the lower 
tubes 46, 50 by preventing direct contact between the tubes. 
Preferably, the bushings 64, 66 are fixed to the respective 
lower tubes 46, 50 and are made from a self-lubricating and 
wear resistant material, as is known in the art. However, the 
bushings 64, 66 may be similarly fixed to the upper tubes 44, 
48. Preferably, the bushings 64, 66 include grooves (not 
shown) which allow hydraulic fluid to pass between the 
bushings 64, 66 and the upper fork tubes 44, 48. 

Each of the lower tubes 46, 50 have a closed lower end 
and an open upper end. Each of the upper tubes 44, 48 is 
received into a respective lower tube 46, 50 through its open 
upper end. A Sealing arrangement is provided on each leg 40, 
42 at the location where the upper tubes 44, 48 enter the 
open end of the lower tubes 46, 50. The sealing arrangement 
comprises a main Seal 68, preferably disposed above a foam 
ring 70. The main seals 68 are supported by the lower tubes 
46, 50 and are in Sealing engagement with the upper tubes 
44, 48 to Substantially prevent oil from exiting, or foreign 
material from entering, the fork legs 40, 42 between the open 
end of the lower tubes 46, 50 and the upper tubes 44, 48. The 
foam rings 70 are supported by the lower tubes 46, 50 and 
are in engagement with the upper tubes 44, 48 to capture 
hydraulic fluid which passes upward between the upper 
bushings 64 and upper fork tubes 44, 48. The foam rings 70 
then distribute the hydraulic fluid evenly onto the upper 
tubes 44, 48 which, in turn, lubricate the main Seals 68. 

Each of the fork legs 40, 42 includes a bottom-out bumper 
72 disposed at the closed lower end of the lower tubes 46, 
50. The bottom-out bumpers 72 serve to prevent direct 
contact between the upper tubes 44, 48 and the lower tubes 
46, 50 when the fork 34 is in a fully compressed position. 
Accordingly, the bottom-out bumpers 72 are preferably 
made of an energy absorbing material, Such as an elastomer 
or rubber. 

The illustrated suspension fork 34 includes both a sus 
pension spring assembly 74 and a damper assembly 76. The 
Suspension Spring assembly 74 provides resistance to com 
pression of the fork 34 and releases energy Stored during 
compression to cause the fork 34 to extend, or rebound. The 
damper assembly 76 provides a damping force which resists 
both compression and rebound motion, to slow the motion 
of the Suspension fork 34 in either direction, as is known. 
Preferably, the damper assembly 76 is contained within the 
right leg 40 of the suspension fork 34, while the Suspension 
spring assembly 74 is contained within the left leg 42. 
The Suspension Spring assembly 74 comprises a Spring 

cap assembly 80 which closes the upper end of the left upper 
tube 48. A seal 81 provides a preferably air and fluid-tight 
seal between the cap assembly 80 and the inner surface of 
the left upper tube 48. A spring piston rod 84 extends 
vertically upward from the closed lower end of the lower left 
fork tube 50 and supports a spring piston 86. The piston 86 
includes a radial through-hole 85 which corresponds with a 
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through-hole 87 in the piston rod 84. A pin 89 is press fit into 
the through-holes Such that it engages the piston 86 on both 
sides of the piston rod 84 to secure the piston 86 thereto. The 
spring cap assembly 80 is fixed for movement with the left 
upper tube 48 and the spring piston 86 is fixed for movement 
with the left lower tube 50. 

The Spring piston 86 is in Sealing engagement with the 
inner surface of the left upper tube 48. The cap assembly 80 
and piston 86 define a positive air spring chamber 88 
between them. A positive air valve 90 allows communica 
tion with the positive air spring chamber 88. A standard high 
pressure pump may be attached to the positive air valve 90 
in order to pressurize the positive air Spring chamber 88. 
Thus, when pressurized, the positive air spring chamber 88 
acts as a Suspension Spring and exerts an extension force on 
the suspension fork assembly 34. A cap 91 is preferably 
threaded onto the valve 90 to provide protection from 
damage and keep foreign matter away from the valve 90. 
A lower spring plate 92 is held within a counter bore of 

the upper fork tube 48 by a Snap ring 93. An upper Spring 
Stop 95 is fixed in an axial position on the Spring piston rod 
84 by a pin 97, in a manner similar to the piston 86, as 
described above. A negative spring chamber 94 is defined 
between the lower spring plate 92 and upper spring stop 95. 
An outer negative Spring 96 and an inner negative Spring 98 
are placed within the negative Spring chamber 94. 
Preferably, the outer spring 96 and inner spring 98 are 
coil-type springs arranged concentrically with each other 
and with the spring piston rod 84. A pair of spring guides 99 
assist in keeping the springs 96, 98 concentric with the 
piston rod 84 and from contacting the inner Surface of upper 
tube 48 when compressed. 

The spring plate 92 includes an central aperture 101 
which provides clearance for the Spring piston rod 84 to pass 
through. A Small amount of lubricating fluid, preferably 
approximately 30 ccs of a Suitable hydraulic damping fluid, 
is provided in the left fork leg 42 to lubricate the seal 68, 
bushings 64, 66, negative Springs 96, 98 and Spring guides 
99. 

Desirably, the outer negative Spring 96 is of a greater 
length than the inner negative spring 98. Preferably, the 
Spring rates of the outer and inner negative Springs 96, 98 are 
Selected Such that the inner negative Spring 98 is near its 
free-length when the Suspension fork 34 is compressed by 
substantially only the weight of a rider of the bicycle 20. 
Although the illustrated negative Spring assembly comprises 
a dual coil Spring arrangement, a Single negative Spring may 
also be used. In addition, an air Spring arrangement Similar 
to the positive air spring chamber 88 may also be used in 
place of the coil-type negative Spring arrangement. 
As described above, the damper assembly 76 is preferably 

housed within the right leg 40 of the suspension fork 34. The 
damper assembly 76 is preferably an open-bath, cartridge 
type damper having a cartridge tube 100 fixed to the closed 
lower end of the right lower tube 46 and extending vertically 
upward. A damper shaft 102 extends vertically downward 
from a damper cap assembly 104 and Supports a rebound 
damping assembly 106 on its lower end. Thus, the rebound 
damping assembly 106 is fixed for movement with the right 
upper tube 44 while the cartridge tube 100 is fixed for 
movement with the right lower tube 46. 
The rebound damping assembly 106 is positioned within 

the cartridge tube 100 and is in telescoping engagement with 
the inner surface of the cartridge tube 100. A cartridge tube 
cap 108 closes the upper end of the cartridge tube and is in 
Sealing engagement with the damper shaft 102. Thus, the 

15 

25 

35 

40 

45 

50 

55 

60 

65 

8 
cartridge tube defines a Substantially Sealed internal 
chamber, which contains the rebound damping assembly 
106. 

The rebound damping assembly 106 divides the interior 
of the cartridge tube 100 into a rebound chamber 110 above 
the rebound damping assembly 106 and a compression 
chamber 112 below the rebound damping assembly 106. A 
reservoir 114 is defined between the outer Surface of the 
cartridge tube 100 and the inner Surfaces of the right upper 
and lower tubes 44, 46. A base valve assembly 116 allows 
Selective communication between the compression chamber 
112 and the reservoir 114. 

The damper assembly 76 also includes a rebound adjust 
rod 118 which extends vertically downward from the 
damper cap assembly 104 within the central passage of the 
damper Shaft 102. An upper compression passage 120 is 
defined between the rebound adjust rod 118 and the inner 
surface of the damper shaft 102. The upper compression 
passage 120 allows communication between the compres 
sion chamber 112 and the damper cap assembly 104, as will 
be described in detail below. 

FIG. 4 is an enlarged cross-section of the rebound damp 
ing assembly 106. AS described above, a cartridge tube cap 
108 closes the cap end of the cartridge tube 100. An outer 
seal 122 creates a seal between the cartridge tube cap 108 
and the cartridge tube 100 while an inner seal 124 creates a 
seal between the cartridge tube cap 108 and the damper shaft 
102. Accordingly, extension and retraction of the damper 
shaft 102 is permitted while maintaining the rebound cham 
ber 110 in a substantially sealed condition. The seals referred 
to herein may comprise O-rings or other Suitable Seals 
known to those of skill in the art. In addition, a bushing 125 
is press fit into the cartridge tube cap 108 to prevent direct 
contact between the cap 108 and damper shaft 102. 
A rebound piston Support shaft 126 is fixed within the 

lower opening of the damper Shaft 102 and includes a Seal 
128 to prevent fluid from passing therebetween. Preferably, 
the rebound piston support shaft 126 and the damper shaft 
102 are connected by a roll-crimping method. Specifically, 
an annular receSS 127 is provided on the outer Surface of the 
support shaft 126. The damper shaft 102 is substantially 
cylindrical and is positioned on the Support shaft 126 Such 
that it overlaps the annular receSS 127. A roll-crimping 
machine rotates the damper shaft 102 and support shaft 126 
assembly while it mechanically deforms the damper shaft 
102 material into the recess 127 (as illustrated in FIG. 4), 
thereby Securing the Support shaft 126 to the damper shaft 
102. AS roll-crimping is known in the art, further description 
is not deemed necessary in order to practice the invention. 
While a roll-crimping proceSS is preferred, other Suitable 
methods may also be used to join the Support shaft 126 to the 
damper shaft 102. 
A tubular piston rod extension 130 is fixed to the rebound 

adjust rod 118 by a threaded fastener 132. A lower portion 
of the piston rod extension 130 includes external threads 
which mate with internal threads of the rebound piston 
support shaft 126. Rotation of the rebound adjust rod 118 
also rotates the piston rod extension 13(0 and results in axial 
movement of the piston rod extension 130 relative to the 
rebound piston Support shaft 126. Upward axial movement 
of the damper shaft 102 uncovers a bleed port 134, which 
extends radially through the rebound piston Support Shaft 
126, while downward axial movement of the damper shaft 
102 covers the bleed port 134. 
A rebound piston 136 is fixed to the lowermost end of the 

rebound piston support shaft 126 by a hollow piston bolt 
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138. The hollow passage of the piston bolt 138, along with 
the hollow passage of the piston rod extension 130 define a 
lower compression passage 140, which is in fluid commu 
nication with the compression chamber 112. The upper end 
of the piston rod extension 130 includes an aperture, or 
transfer port 142, which allows fluid communication 
between the upper compression passage 120 and the lower 
compression passage 140, as indicated by the arrow F in 
FIG. 4. Thus, fluid is able to flow from the compression 
chamber 112, through the lower compression passage 140 
and upper compression passage 120, to the damper cap 
assembly 104. 
A lower end of the rebound piston Support shaft 126 

includes a shoulder 144 which provides a support Surface for 
a spacer 146. The spacer 146 engages the piston 136 to 
distance the piston 136 away from the shoulder 144. A 
rebound piston seal 148 creates a seal between the rebound 
piston 136 and the inner surface of the cartridge tube 100, 
thereby defining the rebound chamber 110 above the piston 
136 and the compression chamber 112 below the rebound 
piston 136. The rebound piston 136 includes a compression 
port 150 and a rebound port 152 extending substantially 
axially through the radially outer portion of the rebound 
piston 136. 
A check valve assembly 156 is arranged on the upper 

surface of the rebound piston 136 to selectively allow fluid 
communication from the compression chamber 112 to the 
rebound chamber 110 through the compression port 150. 
The check valve 156 includes a check plate 158 biased into 
an engagement with the upper Surface of the piston 136 by 
a check spring 160. The check plate 158 is substantially 
annular in shape and capable of Sliding axially with respect 
to the spacer 146. The check spring 160 is preferably a flat 
helical Spring having a relatively low Spring constant Such 
that the spring 160 biases the check plate 158 into contact 
with the upper Surface of the piston 136 to seal the com 
pression port 150 during rebound motion, but easily com 
presses such that the check plate 158 moves away from the 
piston 136 to allow fluid flow through the compression port 
150 in response to compression motion of the Suspension 
fork 34. 
A rebound shim stack 162 is secured to the lower Surface 

of the rebound piston 136 by the piston bolt 138. The 
rebound Shim Stack 162 may a single shim, or a Stack 
comprised of multiple Shims, which are Substantially annu 
lar in Shape and made from a flexible Spring Steel, as is 
known in the art. The rebound shim stack 162 selectively 
allows fluid communication between the rebound chamber 
110 and the compression chamber 112 through the rebound 
port 152. During compression motion of the Suspension port 
assembly 34, the rebound shim stack 162 is engaged with the 
lower surface of the piston 136 to prevent fluid from flowing 
through the rebound port 152. During rebound motion of the 
suspension fork assembly 34, the rebound shim stack 162 
acts as a diaphragm Spring and flexes in response to a 
sufficient force of fluid pressure in the rebound chamber 110, 
to allow fluid flow through the rebound port 152 and into the 
compression chamber 112. 
A bleed port 163 extends axially through the cartridge 

tube cap 108 between the seal 124 and the bushing 125. The 
bleed port 163 is sized such that air bubbles within the 
hydraulic fluid of the rebound chamber 110 can escape, 
without allowing an appreciable amount of fluid to pass 
therethrough. Advantageously, this construction prevents a 
loss of incompressibility of the fluid within the rebound 
chamber 110. 

FIG. 5 is an enlarged cross-section of the upper control 
assembly, or damper cap assembly 104. The Suspension fork 
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34 of FIGS. 1-7 utilizes a damper cap assembly 104 
including a rebound adjustment control, as will be described 
in detail below. 
The rebound adjust rod 118 and damper shaft 102 extend 

downward from the damper cap assembly 104 and define the 
upper compression passage 120 between them. AS also 
described above, the damper cap assembly 104 closes the 
upper end of the right upper tube 44. A cap Seal 164 creates 
a seal between the damper cap assembly 104 and the inner 
surface of the right upper tube 44. The rebound adjust rod 
118 extends upward through the center of the damper cap 
assembly 104 and is fixed for rotation with a rebound 
adjustment knob 166 by a threaded fastener 168. A rod seal 
170 creates a seal between the rebound adjust rod 118 and 
a central passage of the damper cap assembly 104. 
The damper cap assembly 104 is comprised primarily of 

a cap body 172 and a shaft support 174. The damper shaft 
102 is roll-crimped to the shaft support 174 with a seal 176 
preventing fluid flow therebetween. External threads on the 
upper portion of the shaft support 174 mate with internal 
threads of an internal channel of the cap body 172 and secure 
a compression piston 178 and compression shim stack 180 
therebetween. 
The Shim Stacks disclosed herein are preferably com 

prised of one or more annular Shims, preferably made from 
thin Steel, as is known to those of skill in the art. Each 
individual shim acts as a diaphragm Spring which possesses 
an inherent Spring rate when deflected about its central axis. 
AS is known, a plurality of Shims may be used to achieve a 
desired Spring rate. The Shims making up a Single Shim Stack 
may vary in diameter, preferably with the largest diameter 
Shim being located immediately adjacent the Surface defin 
ing the ports through which the Shim Stack is controlling 
flow. For example, if a Shim Stack utilizing multiple diameter 
Shims is used with the above-described damper cap assem 
bly 104, preferably the largest diameter shim is located 
immediately adjacent lower Surface of the compression 
piston 178. 

The compression piston 178 is axially spaced from the 
cap body 172 by a shoulder 182 to create a compression 
chamber 184 between the upper surface of the piston 178 
and the lower surface of the cap body 172. Preferably the 
shoulder 182 is integral with the cap body 172. A seal is 
created between the Outer radial Surface of the compression 
piston 178 and the cap body 172 by a piston seal 186. 
With reference to FIGS. 5 and 6, the shaft support 174 

includes radially extending ports 188 which allow fluid 
communication between the upper compression passage 120 
and an annular transfer chamber 189 defined between the 
shaft support 174 and the shoulder 182. Radial passages in 
the shoulder 182 allow fluid communication between the 
transfer chamber 189 and the compression chamber 184. 
Thus, the radial ports 188 and radial passages 190 cooperate 
with the transfer chamber 189 to allow fluid communication 
between the upper compression passage 120 and the com 
pression chamber 184. Advantageously, the transfer cham 
ber 189 allows fluid communication between the radial ports 
188 and radial passages 190 despite their relative angular 
positions. Thus, as illustrated in FIG. 6, it is not necessary 
that the radial ports 188 and radial passages 190 be aligned, 
because the transfer chamber 189 permits fluid flow to be 
directed therebetween. This feature enhances manufactur 
ability and reduces cost because a threaded connection 
between the cap body 172 and shaft support 174 may be 
used. 

The compression piston 178 includes a low speed com 
pression port 192 and a plurality of mid-Speed compression 
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ports 194 passing axially therethrough. As illustrated in FIG. 
6, the mid-speed compression ports 194 are disposed at a 
first radial distance D1 from a center axis A of the piston 178 
while the low-speed compression ports are located a Second 
radial distance D2 from the axis A. Preferably, the distance 
D1 is less than the distance D2. As a result, fluid flowing 
through the low Speed compression port 192 has more 
leverage on the compression Shim Stack 180 in comparison 
to fluid flowing through the mid-speed compression port 194 
and, accordingly, fluid flow is allowed through the low Speed 
compression port 192 at a lower fluid pressure than is 
required to open the mid-speed compression ports 194. 
Advantageously, this arrangement provides Separate low and 
mid-speed damping circuits, while remaining compact and 
without adding undesired weight. 
One or more high-speed compression ports 195 

(illustrated in phantom) may be provided and be of a Smaller 
diameter or located a smaller radial distance D3 from the 
axis A, or a combination thereof, than the mid-speed com 
pression ports 194. Such a construction would allow the 
high-Speed compression ports to be relatively inactive at low 
and mid-speed Shaft motion, while providing the primary 
damping force at high-speed shaft motion. Thus, it will be 
appreciated by one of skill in the art, that a plurality of port 
diameters and radial locations from the axis. A may be used 
to achieve desired damping forces at Specific shaft Speeds. 
Also, as illustrated, a combination of ports may be used to 
provide varying damping forces over a range of Shaft Speeds. 

With reference to FIG. 5, the damper cap assembly 104 
also includes a ball detent assembly 196. The ball detent 
assembly 196 comprises a spring 198 placed between a set 
screw 200 and a ball bearing 202 to bias the ball bearing 202 
into engagement with one of a plurality of recesses, or 
detents 204, formed on the rebound adjust rod 118. The 
Spring rate of the Spring 198 is Selected Such that the biasing 
force of the spring 198 may be easily overcome so that the 
rebound adjustment knob 166 may be turned by hand, while 
also providing positive feedback as to the relative position of 
the rebound adjust rod 118. Preferably, four (4) detents 204 
are equally Spaced around the circumference of the rebound 
adjust rod 118. Also, the rebound adjust rod 118 is desirably 
capable of rotating approximately three (3) revolutions 
between its upper position and its lower position. 
Accordingly, twelve (12) distinct rebound damping posi 
tions are defined by the rebound adjust rod 118 and the ball 
detent assembly 196. 

FIG. 7 is an enlarged cross-section of the lower control 
assembly, or base valve assembly 116. The base valve 
assembly 116 allows selective communication between the 
reservoir 114 and the compression chamber 112. The base 
valve assembly 116 generally comprises a valve body 206, 
a shim bolt 208 and a checkshim 210. A lower portion of the 
shim bolt 208 includes external threads which mate with 
internal threads of the base valve body 206. The shim bolt 
208 includes a shaft portion 212 which centers the Substan 
tially annular check shim 210 with respect thereto. The shim 
bolt 208 also includes a shoulder portion 214 of larger 
diameter than the shaft portion 212 Such that the checkshim 
210 is capable of limited axial movement between the upper 
surface of the base valve body 206 and a shoulder portion 
214 of the shim bolt 208. 

A check spring 213 biases the check shim 210 into 
engagement with the top surface of the base valve body 206. 
Preferably, the Spring 213 is a conical coil spring having a 
low Spring rate and Small wire diameter So that it allows the 
check shim 210 to move easily away from the top surface of 
the base valve body 206. The small end of the spring 213 
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engages the base valve body 206 while the large end engages 
the check shim 210. Alternatively, a low axial travel shim 
without a Spring may be used. 
The radial outer portion of base valve body 206 also 

includes a plurality of refill ports 216 which pass axially 
therethrough. When the fluid pressure in the compression 
chamber 112 is greater than the fluid pressure in the reservoir 
114, the check Spring 213 keeps the check Shim 210 engaged 
with the top surface of the base valve body 206, thus closing 
off the axial refill ports 216 and effectively preventing the 
flow of fluid therethrough. However, when the fluid pressure 
in the reservoir 114 is greater than the fluid pressure in the 
compression chamber 112, the check shim 210 moves away 
from the base valve body 206, against the small biasing 
force of the spring 213, to allow fluid flow from the reservoir 
114 to the compression chamber 112, through the refill ports 
216. Advantageously, the configuration and Spring rate of 
the check spring 213 allows the check shim 210 to move 
easily away from the top surface of the base valve body 206 
in order to prevent flow restriction which could result in 
cavitation, but also returns the check shim 210 quickly into 
engagement with the base valve body on compression 
movement of the fork 34. 

The suspension fork assembly 34 described in relation to 
FIGS. 1-7 is capable of both compression, where the upper 
tubes 44, 48 and the lower tubes 46, 50 move closer together 
relative to each other and rebound, wherein the upper tubes 
44, 48 and the lower tubes 46, 50 move farther apart in 
relation to each other. A fully compressed position is defined 
wherein the Suspension fork 34 is compressed Such that the 
lower-most surfaces of the upper tubes 44, 48 come to rest 
against the pair of bottom-out bumpers 72. A filly extended 
position is defined when the upper tubes 44, 48 are retracted 
from the lower tubes 46, 50 Such that the outer and inner 
negative springs 96, 98 are fully compressed between the 
negative Spring chamber Seal 92 and the Spring piston 86. 
A ride height of the suspension fork assembly 34 is 

defined as the relative position between the upper tubes 44, 
48 and the lower tubes 46, 50 when the suspension fork 34 
is bearing the weight of a rider of the bicycle 20, with 
Substantially no other external forces being present. AS 
mentioned above, the ride height is preferably Such that the 
inner negative Spring 98 is Substantially near its free length, 
or its uncompressed length, when no other external force is 
exerted on the Spring. The ride height can be adjusted to Suit 
riders of different weights by tuning the positive air Spring 
chamber 88 and/or the outer and inner negative springs 96, 
98. Air can be added or removed from the positive air spring 
chamber 88 to adjust the pressure therein. The free length 
and/or Spring rate of the outer and inner negative Springs 96, 
98 may also be selected to achieve the desired ride height. 
When the Suspension fork 34 is in compression, Such as 

when the front wheel 28 of the bicycle 20 encounters a 
bump, the air within the positive air spring chamber 88 
functions as an air Spring to progressively resist compression 
of the upper tubes 44, 48 into the lower tubes 46, 50. The 
outer and inner negative Springs 96, 98 exert a compressive 
force on the suspension fork 34 and thereby assist the initial 
compressive motion between the upper tubes 44, 48 and the 
lower tubes 46, 50. Advantageously, with such a 
construction, the negative springs 96, 98 help to overcome 
any Static friction present in the Suspension fork 34, due to 
the bushings and various Seals, in order to allow initial 
compression with a minimal force input. 
With reference to FIGS. 3-7, the above-described damper 

assembly 76 includes various flow paths which provide 
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damping to the motion of the Suspension fork 34 in both a 
compression and a rebound direction. The various flow paths 
can be generally categorized into compression circuits and 
rebound circuits. Of course, Some passages may be utilized 
for both compression and rebound fluid flow. Desirably, the 
damper assembly 76 includes a sufficient volume of a 
Suitable damping fluid Such that at least the entire cartridge 
tube 100, upper and lower compression passages 120, 140 
and damper cap assembly 104 may be filled, and enough 
damping fluid remains in the reservoir 114 to cover the refill 
ports 216 of the base valve assembly 116. 

During compression motion of the Suspension fork 34, the 
rebound piston 136 moves downward in relation to the 
cartridge tube 100 and, as a result, the fluid pressure within 
the compression chamber 112 increases. In response to the 
increased pressure in the compression chamber 112, hydrau 
lic fluid contained therein passes through the check valve 
assembly 156 of the rebound piston 136 to the rebound 
chamber 110. As described above, the check spring 160 that 
biases the check plate 158 against the top surface of the 
rebound piston 136 desirably has a low Spring rate and 
therefore offers little resistance to fluid flow through the 
compression ports 150. Thus, fluid flow from the compres 
sion chamber 112 to the rebound chamber 110 through the 
check valve 156 serves primarily to fill the rebound chamber 
110 and, desirably, provides little damping force. 

Also in response to the increased pressure in the com 
pression chamber 112, fluid flows in an upward direction 
from the compression chamber 112 into the lower compres 
sion passage 140. A portion of the fluid flows from the lower 
compression passage 140 through the bleed port 134 and 
into the rebound chamber 110. As with the flow of fluid 
through the check valve 156, the flow of fluid through the 
bleed port 134 serves primarily to fill the rebound chamber 
110 and, preferably, does not provide a Substantial damping 
force. 

The remainder of the fluid continues to flow upward in the 
lower compression passage 140 and into the upper com 
pression passage 120 through the transfer port 142. With 
reference to FIG. 5, the flow of fluid continues to travel 
upward through the upper compression passage 120 and into 
the damper cap assembly 104. The flow of fluid then travels 
through both the radial port 188 of the shaft support 174 and 
the radial passage 190 of the piston shoulder 182 and into the 
compression chamber 184, thus increasing the fluid pressure 
therein. 
AS described above, because the low Speed compression 

port 192 is positioned further radially outward in compari 
Son to the plurality of mid-Speed compression ports 194, the 
compression shim stack 180 is deflected from the lower 
surface of the compression piston 178 at lower fluid pres 
Sures than is necessary to deflect the shim stack 180 to open 
the mid-speed compression ports 194. Thus, the primary 
damping force is provided by the flow through the low speed 
compression port 192 which is resisted by the compression 
shim stack 180 at low fluid pressures which correspond with 
low speed compressive motion. 
AS the compressive motion Speed increases and therefore, 

fluid pressure within the compression chamber 184 
increases, Sufficient fluid pressure is created to deflect the 
compression shim stack 180 such that fluid is able to flow 
through the mid-speed compression ports 194. At these 
compression Speeds, the primary damping force as provided 
by the fluid flow through the mid-speed compression ports 
194 which is resisted by the compression shim stack 180. 

Hydraulic fluid that exits through either the low speed or 
mid-speed compression ports 192,194 flows downward, due 
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to gravity, to fill the lower portion of the reservoir 114. In 
addition, because the damper assembly 76 is an open bath 
system, hydraulic fluid within the reservoir 114 is also able 
to move throughout the reservoir 114 and, advantageously, 
provides lubrication for the bushings 64, 66 and various 
seals within the damper assembly 76. 
On rebound motion of the suspension fork 34, the rebound 

piston 136 moves in an upward direction with respect to the 
cartridge tube 100, thereby increasing the pressure in the 
rebound chamber 110. In response to the increase in fluid 
pressure within the rebound chamber 110, fluid flows 
through the bleed port 134 and downward through the lower 
compression passage 140 and then to the compression 
chamber 112. As described above, the rebound adjustment 
knob 166 may be rotated to in turn rotate the rebound adjust 
rod 118 and cause the piston rod extension 130 to increase 
or decrease the exposed portion of the bleed port 134. In this 
manner, the damping force provided by the restricted flow of 
fluid through the bleed port 134 may be adjusted. 
Advantageously, because the rebound adjustment knob 166 
is disposed on the damper cap assembly 104, it may be easily 
manually adjusted by the rider of the bicycle 20, even while 
riding. In addition, no tools are necessary to change the 
damping rate and Such adjustment may be made externally, 
without requiring disassembly of the Suspension fork 34. 

Also in response to the increased pressure with the 
rebound chamber 110, fluid flows through the rebound port 
152 and, if the fluid pressure is greater than a predetermined 
threshold, deflects the rebound shim stack 162 away from 
the bottom surface of the rebound piston 136 to allow fluid 
to flow from the rebound chamber 110 to the compression 
chamber 112. Rebound damping force is provided by the 
rebound shim stack 162 against the flow of fluid through the 
rebound port 152. 
The Suspension fork 34 additionally includes a refill 

feature which operates to refill the compression chamber 112 
during rebound motion. During rebound, the compression 
shim stack 180 within the damper cap assembly 104 creates 
a Substantially air-tight Seal with the lower Surface of the 
compression piston 178. As a result, the low preSSure 
condition in the compression chamber 112 is not able to 
Suction fluid from within the upper compression passage 
120. This ensures that the upper compression passage 120 
and damper cap assembly 104 remain filled with fluid. 
Advantageously, the upper compression passage 120 and 
compression chamber 184 do not have to be refilled upon 
Subsequent compression motion of the Suspension fork 34 
before producing a damping force. In addition, upon exten 
Sion and, therefore, upward movement of the rebound piston 
136 relative the cartridge tube 100, the seal between the 
compression shim stack 180 and the compression piston 178 
serves to draw fluid from the reservoir 114 and into the 
compression chamber 112 through the base valve assembly 
116. 

FIGS. 8-10 illustrate relevant portions of an alternative 
embodiment of a Suspension fork, generally indicated by the 
reference character 34'. Suspension fork 34, in addition to 
having an adjustable rebound damping circuit, features a 
high-speed compression circuit (or blow-off) and a low/mid 
Speed compression lock-out. In most other respects, Suspen 
Sion fork 34 is similar in both construction and function to 
the suspension fork 34 of FIGS. 1-7. Accordingly, like 
components will be indicated with like reference numerals, 
except that a () will be added. 
With reference to FIG. 8, the central passage of the cap 

body 172' is increased in diameter to accommodate a lock 
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out cylinder 218 positioned between the cap body 172' and 
the rebound adjust rod 118'. A seal 220 provides a substan 
tially fluid and air-tight Seal between the lock-out cylinder 
218 and the inner Surface of the central passage of the cap 
body 172". Additionally, cap seal 164' provides a seal 
between the rebound adjust rod 118' and the inner surface of 
a central passage of the lock-out cylinder 218, rather than 
between the rebound adjust rod 118 and the cap body 172, 
as in the previous embodiment. 
The lock-out cylinder 218 includes a externally threaded 

portion 222 which mates with the internal threads of the cap 
body 172". Accordingly, rotation of the lock-out cylinder 218 
results in corresponding axial movement of the lock-out 
cylinder 218 with respect to the cap body 172". Preferably, 
the mating threads of the cap body 172 and the lock-out 
cylinder 218 are 10 mm diameter by 1 mm pitch, double 
Start threads. With Such a construction, relatively large axial 
motion is achieved with a relatively Small degree of rotation 
of the lock-out cylinder 218. 
A blocking Sleeve 224 extends in a downward direction 

from, and is preferably unitary with, the lock-out cylinder 
218. The blocking sleeve 224 is configured to selectively 
allow fluid to pass, or substantially prevent fluid from 
passing, from the upper compression passage 120' to the 
compression chamber 184'. The lower end of the blocking 
sleeve 224 is configured to mate with a blocking Sleeve Seat 
226 of the shaft support 174'. 
An upper-most, or “open”, position of the lock-out cyl 

inder 218 is defined when the blocking sleeve 224 is 
retracted such that the radial ports 188' of the shaft support 
174 and the radial passages 190" of the piston shoulder 182 
are substantially fully open, thereby allowing fluid to flow 
from the upper compression passage 120' to the compression 
chamber 184' (reference FIG. 6). Conversely, a lower-most, 
or “closed”, position of the lock-out cylinder 218 is defined 
when the blocking sleeve 224 is advanced such that the 
radial ports 188" and radial passages 190" are substantially 
fully closed, thereby substantially prohibiting the flow of 
fluid from the upper compression passage 120' to the com 
pression chamber 184'. Desirably, the lock-out cylinder 218 
moves between its open and closed positions with less than 
one revolution, preferably, with less than one-half revolution 
and, most preferably, with less than one-third revolution. 
The lock-out can be actuated more quickly and easily by the 
rider when the amount of rotation between the open and 
closed position is relatively Small. 

With reference to FIGS. 8 and 9, a lock-out knob. 228 is 
engaged with the upper portion of the lock-out cylinder 218 
and is supported for rotation on the cap body 172 by a ball 
bearing arrangement 230. A plurality of ball bearings 232 
travel within an annular recess 234 (FIG. 8) defined by the 
cap body 172' and are secured in recess 234 by a plurality of 
set screws 236. The set screws 236 each have a substantially 
cone-shaped lower end 238 which engages one of the 
plurality of ball bearings 232. Thus, the lock-out knob. 228 
is Secured in an axial position with respect to the cap body 
172 while being capable of rotation with respect thereto. 
AS described above, the lock-out cylinder 218 engages the 

upper portion of the lock-out knob. 228. As illustrated in FIG. 
9, the mating portions of the lock-out cylinder 218 and the 
lock-out knob. 228 each have a heX-shaped cross-section 
thereby fixing the lock-out cylinder 218 for rotation with the 
lock-out knob. 228. Simultaneously, the lock-out cylinder 
218 is able to move axially with respect to the lock-out knob 
228 by sliding motion between the hexshaped cross 
Sections. 
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The lock-out knob. 228 also includes a lever portion 240 

which provides a convenient Surface for a rider of the 
bicycle 20 (FIG. 1) to grasp in order to rotate the lock-out 
knob. 228. The lever portion 240 also provides a leverage 
advantage to increase the ease with which the lock-out knob 
228 may be rotated. 

With reference to FIG. 10, a preferred base valve assem 
bly 116" for use in conjunction with the damper cap assem 
bly 104 described immediately above. In addition to the 
refill function of the base valve assembly 116 of the Sus 
pension fork 34 of FIGS. 1-7, the present base valve 
assembly 116' includes a blow-off circuit 242. The blow-off 
circuit 242 selectively allows fluid flow from the compres 
sion chamber 112' to the reservoir 114 at high compressive 
fluid pressures or shaft speeds. Preferably, the blow-off 
circuit 242 remains closed at compressive fluid pressures 
below the threshold necessary to open the low and mid 
Speed compression circuits of the Suspension fork 34. 
The blow-off compression circuit 242 generally com 

prises a valve opening 244, a blow-off piston 246 and a 
blow-offspring 248. The valve opening 244 is defined by a 
central passage of the shim bolt 208" and includes a blow-off 
piston seat 250. The blow-offspring 248 is supported on a 
spring Support shaft 252 and biases the blow-off piston into 
engagement with the blow-off piston seat 250 to substan 
tially prevent fluid from passing through the valve opening 
244 at fluid pressures below a predetermined threshold. This 
threshold is determined by a combination of the Spring rate 
of the blow-offspring 248, the preload on the spring 248 and 
the area of the blow-off piston 246 that is subject to fluid 
pressure from the compression chamber 112. When fluid 
preSSure in the compression chamber 112' is above the 
predetermined threshold, the piston 246 is forced away from 
the piston seat 250 and allows fluid to flow through the valve 
opening 244 and through radial ports 254 in the base valve 
body 206"into the reservoir 114", thus lowering the pressure 
within the compression chamber 112. 
When the lock-out knob. 228 is positioned such that the 

lock-out cylinder 218 is at closed position, the flow of 
hydraulic fluid is prevented through the low, mid and 
high-speed compression circuits and the Suspension fork 34 
is in a locked-out State, where Substantially no relative 
motion is permitted between the upper fork tubes 44, 48 and 
the lower fork tubes 46, 50 (FIG. 2). Advantageously, this 
prevents rider pedal energy from being absorbed by the 
Suspension fork 34 thereby allowing Such energy to instead 
promote forward motion of the bicycle 20 (FIG. 1). If a large 
bump is encountered, Such that the preSSure within the 
compression chamber rises above the threshold necessary to 
open the blow-off valve 242, the valve 242 operates to allow 
fluid flow from the compression chamber 112' to the reser 
voir 114. Advantageously, this prevents damage to the 
various Seals of the Suspension fork 34' and prevents the 
entire force of the bump from being transferred to the rider. 
The placement of the lock-out knob. 228 on the damper 

cap assembly 104" allows easy access to the rider of the 
bicycle 20 (FIG. 1), even while riding. This is advantageous 
because a wide variety of terrain may be encountered in a 
single ride such that “on-the-fly” (while riding) actuation of 
the lock-out knob. 228 is highly desirable. Furthermore, 
because the low, mid and high-speed compression circuits 
are locked-out within the damper cap assembly 104", the 
lock-out cylinder 218 remains mechanically simple and 
compact, thereby decreasing the likelihood of failure, Saving 
weight and reducing the cost of manufacture in comparison 
to lock-out assemblies located in the middle or lower region 
of the fork leg, which often require complex actuation 
mechanisms. 
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FIGS. 11-14 illustrate relevant portions of another 
embodiment of a Suspension fork, generally indicated by the 
reference character 34". Suspension fork 34", in addition to 
having an adjustable rebound damping circuit, a blow-off 
circuit and a low/mid-speed compression lock-Out of the 
previously described Suspension forkS 34, 34", respectively, 
includes adjustable low-speed compression damping and 
blow-off pressure. In most other respects, Suspension fork 
34" is similar in both construction and function to the 
suspension fork 34 and 34 of FIGS. 1-7 and 8-10, respec 
tively. Accordingly, like components will be indicated with 
like reference numerals, except that a (") will be added. 

The damper cap assembly 104" includes a low-speed 
compression damping adjustment assembly 256, which gen 
erally comprises a low-speed compression adjustment knob 
258, an adjustment needle 260 and a needle spring 262. The 
adjustment needle 260 is supported for axial movement 
within a needle aperture 264, which extends axially through 
the cap body 172", and above the low speed compression 
port 192". A seal 266 provides a seal between the adjustment 
needle 260 and the cap body 172". 
The adjustment needle 260 includes an annular flange, or 

needle stop 268, which interferes with the cap body 172" to 
define the upper most position of the adjustment needle 260 
with respect to the compression piston 178". In its upper 
most position, a lower tapered end 270 of the adjustment 
needle 260 preferably does not substantially interfere with 
fluid flow through the low-speed compression port 192". 
The needle Stop 268 also functions as an engagement Surface 
for the needle spring 262, which is positioned between the 
needle Stop 268 and the upper Surface of the compression 
piston 178" to bias the adjustment needle 260 into its 
uppermost position. A lowermost position of the adjustment 
needle 260 is defined when the needle 260 is force in a 
downward direction, overcoming the biasing force of the 
needle spring 262, by the low-speed compression knob. 258, 
as will be described below. In its lowermost position, the 
tapered end 270 of the needle 260 is positioned within the 
low-speed compression port 192" to substantially inhibit 
fluid flow therethrough. In this manner, the damping force at 
low shaft speeds is increased. If desired, the needle 260 may 
be configured to Seat with the lowSpeed compression port 
192" in its lowermost position, thereby effectively prevent 
ing fluid flow through the low-speed compression port 192". 

The low speed compression adjustment knob. 258 is 
positioned between the lock-out knob. 228" and the cap body 
172" for rotation with respect to the cap body 172". The 
adjustment knob. 258 engages the adjustment needle 260 to 
move the needle 260 between its uppermost and lowermost 
positions. The adjustment knob. 258 includes an arcuate 
needle adjustment channel 272 (FIGS. 12 and 13), which 
extends radially about a central axis of the adjustment knob 
258 for a specified angle 0. Desirably, the angle is between 
90 and 180 Preferably, the angle is approximately 144. 
This range provides a desirable amount of adjustment while 
keeping the rotation of the adjustment knob. 258 small 
enough to be comfortable to actuate while riding. 

The upper surface of the channel 272 defines a needle 
ramp Surface 274, which is inclined relative to the upper 
Surface of the compression piston 178". An engagement 
surface 276 (FIG. 11), defined by the upper portion of the 
adjustment needle 260, engages the ramp Surface 274 of the 
adjustment knob. 258 Such that rotation of the adjustment 
knob. 258 moves the adjustment needle 260 substantially 
between its uppermost and lowermost positions. Each end of 
the channel 272 defines a stop surface 278, which interferes 
with the upper end of the adjustment needle 260 to define the 

15 

25 

35 

40 

45 

50 

55 

60 

65 

18 
limits of the range of motion for rotation of the adjustment 
knob 258. Preferably, a vertical distance V (FIG. 13) 
between the shallowest end of the ramp surface 274 and the 
deepest end of the ramp surface 274 is approximately 0.10 
inches. Accordingly, the height of the tapered end 270 of the 
adjustment needle 260 varies by 0.10 inches with respect to 
the upper surface of the compression piston 178" when the 
adjustment knob. 258 is rotated through its fall range of 
motion. 
The adjustment knob. 258 additionally includes a ball 

detent mechanism 280, which is similar in both structure and 
operation to the detent mechanism 196" associated with the 
rebound adjust rod 118". The ball detent mechanism 280 
includes a ball bearing 282 which is biased into engagement 
with one of a plurality of detents 284, defined by the 
adjustment knob. 258, by a spring 286. Both the ball bearing 
282 and the Spring 286 are contained within a Spring pocket 
288, which is defined by the cap body 172". Preferably, nine 
(9) detents are provided throughout the range of motion of 
the adjustment knob. 258, thereby providing nine (9) positive 
reference positions, which define individual Settings of the 
low-speed compression adjustment assembly 256. 
The adjustment knob. 258 also includes an annular flange 

which defines a finger grip portion 290. The outer peripheral 
surface of the finger grip portion 290 includes a plurality of 
recesses 292, which preferably extend entirely around the 
finger grip portion 290. The recesses 292 provide an inter 
rupted surface, which permits the adjustment knob. 258 to be 
easily rotated, even in muddy or wet conditions. 

Advantageously, the construction of the damper cap 
assembly 104" allows the level of low-speed compression 
damping to be adjusted externally, without necessitating 
disassembly of the suspension fork 34". In addition, the level 
of low-speed compression damping may be adjusted on-the 
fly. This provides an important advantage if the terrain 
conditions change over the course of a ride, or race, or if it 
turns out that the initial Setting was less than desirable. 
With reference to FIG. 14, a preferred base valve assem 

bly 116" is illustrated for use in conjunction with the damper 
cap assembly 104" described immediately above. In addition 
to the refill function and the blow-off circuit 242, the present 
base valve assembly 116" of FIG. 14 includes a blow-off 
adjustment assembly 294. 
To provide the capability of adjusting the blow-off circuit, 

the blow-offspring support shaft 262" extends through an 
open end 296 of the base valve body 206". The Support shaft 
262" includes an externally threaded portion 298, which 
mates with internal threads 300 of the base valve body 206". 
With this construction, rotation of the blow-offspring Sup 
port shaft 262" is converted to axial movement of the 
support shaft 262" in relation to the base valve body 206". 
Axial movement of the Support shaft 262" varies the relaxed 
length of the blow-offspring 248", and thereby varies the 
preload on the spring 248". The preload of the blow-off 
spring 248" influences the threshold fluid pressure within the 
compression chamber 112" which is necessary to open the 
blow-off valve 242". More preload raises the threshold 
preSSure, while leSS preload decreases the threshold pres 
SUC. 

A blow-off adjustment knob 302 is secured to the lower, 
exposed end of the support shaft 262" by a set screw 3.04. 
The adjustment knob 302 allows the support shaft to be 
rotated easily by hand. A seal 305 creates a seal between the 
support shaft 262" and the base valve body 206" to substan 
tially inhibit fluid from passing therebetween. 
The blow-off adjustment assembly 294 also includes a 

ball detent assembly 306, which is similar to the ball detent 

SRAM_FOX_CO_000226

SRAM EXHIBIT 1116, PAGE 25 OF 30



US 6,592,136 B2 
19 

assemblies described above. The ball detent assembly 306 
includes a ball bearing 308 biased into engagement with a 
detent 310 defined by the Support shaft 262" by a spring 312. 
The ball bearing 308 and spring 312 are secured within a 
cavity 314 by a set screw 316. Preferably, four (4) detents 
310 are provided and the support shaft 262" is capable of 
making three (3) revolutions, thereby defining twelve (12) 
blow-off damping adjustment positions. 

Advantageously, the Suspension fork 34" described 
immediately above provides a wide range of both compres 
Sion and rebound adjustment. Low-Speed compression, 
rebound damping, blow-off pressure, as well as a compres 
Sion lock-out feature, may all be accessed, and adjusted, 
externally and without the use of any tools. In addition, the 
low-speed compression and rebound damping circuits, and 
lock-out, controls are conveniently located on the upper 
portion of the Suspension fork 34". As a result, “on-the-fly” 
access to the abovementioned controls is provided, thereby 
permitting damping adjustment and actuation of the lock-out 
feature while the bicycle 20 (FIG. 1) is being ridden. Such 
a construction provides a distinct advantage by allowing 
initial damping Settings to be adjusted, and the lock-out 
feature actuated, during the course of a ride or race. 

FIGS. 15 and 16 illustrate a coil-sprung embodiment of 
the Suspension fork, indicated generally by the reference 
character 34". Suspension fork 34" is similar in both 
construction and flinction to the previously described SuS 
pension forks 34, 34' and 34". Accordingly, like components 
will be indicated with like reference numerals, except that a 
(") will be added. 

The coil-sprung fork 34" utilizes a pair of positive coil 
Springs to provide an expansion force on the fork 34". A first 
spring 320 is located in the right fork leg 40", along with the 
damper assembly 76", while a second spring 322 is located 
in the left leg 42", in place of the air Spring arrangement of 
the previous embodiments. When Suspension action is of 
primary concern, rather than the Overall weight of the fork 
assembly, a pair of coil Springs may be advantageous. With 
a coil spring 320, 322 located in each of the fork legs 40", 
42", respectively, the expansion force on the fork 34" is 
more equally balanced between the fork legs 40", 42". This 
enhances the coaxial telescopic motion of the upper legs 
44", 48" relative to the lower legs 46", 50" during com 
pression and rebound for Smooth motion with reduced 
binding. 

The first spring 320 is positioned in the right leg 40" 
between the damper cap assembly 104" and the cartridge 
tube cap 108". A pair of spacers, including a first spacer 324 
and a Second Spacer 326, are interposed between the damper 
cap assembly 104" and the first spring 320. The spacers 324, 
326 are preferably substantially C-shaped so that they may 
be easily removed from the damper shaft 102" in a radial 
direction. Desirably, the spacers 324, 326 are configured to 
engage the damper shaft 102" in a Snap fit arrangement. 
A spring guide 328 is positioned between the spring 320 

and the Spacer immediately adjacent the Spring 320 (spacer 
326 in the illustrated embodiment) to assist in keeping the 
spring 320 concentric with the damper shaft 102". The 
cartridge tube cap 108" functions as a Spring guide for the 
lower end of the first Spring 320. However, a separate Spring 
guide member may also be provided. 

The second spring 322 is positioned in the left leg 42" 
between the Spring cap assembly 80" and the upper Spring 
stop 95". A first spacer 324 and a second spacer 326 are 
positioned between the spring cap assembly 80" and the 
spring 322. Desirably, the first and second spacers 324, 326 
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are Substantially identical to the Spacers described above in 
relation to the first spring 320. 
A preload adjuster assembly 330 is desirably provided to 

allow adjustment of the preload on the Second Spring 322. 
The preload adjuster assembly 330 generally comprises an 
adjuster cap 332, an adjuster shaft 334, a barrel 336 and an 
adjuster knob 338. The cap 332 is sealingly engaged with 
upper open end of the upper tube 48". The cap 332 includes 
a central aperture which allows the adjuster shaft 334 to pass 
through, preferably in a Sealed arrangement. The adjuster 
knob 338 is fixed to the adjuster shaft 334 by fastener 340 
such that rotation of the adjuster knob 338 results in rotation 
of the adjuster shaft 334. A ball detent assembly 341, 
substantially similar to those described above, may be 
provided between the cap 332 and the adjuster knob 338 to 
define a plurality of preload adjustment positions. 
The barrel 336 is threadably engaged with the adjuster 

shaft 334 and engages the upper most spacer 326. In 
addition, the barrel 336 includes a ball pocket for holding a 
ball bearing 342, which rides within an axial groove 344 
defined by the adjuster cap 332. This arrangement prevents 
the barrel 336 from rotating relative to the adjuster cap 332. 
Accordingly, rotation of the adjuster shaft 334, via the 
adjuster knob 338, results in translation of the barrel 336 
relative to the adjuster cap 332. A change in the axial 
position of the barrel 336 alters the preload force on the 
Spring 322. 
The upper Spring Stop 95" is roll-crimped to a plunger rod 

346 which extends upward from the closed end of the lower 
fork tube 50". The upper stop 95" includes an o-ring 348 
which Serves as a Spring guide for the lower end of the Spring 
322. The o-ring 348 is preferred because it’s compressibility 
allows a single Size of o-ring to accommodate a number of 
different Spring inner diameters. The inner diameter of a 
Spring may vary with different Spring rates, therefore, the 
O-ring 348 allows a number of SpringS 322 having varying 
Spring rates to be used with the fork 34". A negative Spring 
chamber 94" is defined between the upper spring stop 95" 
and the lower spring stop 92". A single negative spring 96" 
is provided, rather than the dual negative coil Spring arrange 
ment of previous embodiments. 
The fork assembly 34" of FIGS. 15 and 16 is capable of 

being adjusted for varying amounts of travel, or total dis 
tance between its fully compressed and fully extended 
positions. With reference to FIG. 16, the fork 34" has been 
configured to have less travel than the fork 34" as config 
ured in FIG. 15. To accomplish this, the spacers 324, 326 of 
the left leg 42" were moved from their position between the 
upper end of the spring 322 and the spring cap assembly 80" 
to a position below the plunger rod 346. Specifically, the 
upper spring guide 99" is slid downward on the plunger rod 
346 and the spacers 324, 326 are positioned between the 
upper spring guide 99" and the upper spring stop 95". This 
lowers the upper tubes 44", 48" relative to the lower tubes 
46", 50" and shortens the travel of the fork 34" by the 
combined length of the spacers 324, 326. In order to 
accommodate the shorter travel configuration without alter 
ing the preload on the first compression Spring 320, the 
spacers 324, 326 (FIG. 15) are removed from the right fork 
leg 40. 

Preferably, the first spacer 324 is approximately 20 mm in 
length and the Second Spacer 326 is approximately 25 mm in 
length. The travel of the fork 34" as configured in FIG. 15 
is approximately 125 mm. As configured in FIG. 16, the 
travel is reduced to 80 mm. Alternatively, only one of the 
Spacers 324, 326 may be positioned below the upper Spring 
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stop 95" while the other spacer remains positioned above 
the spring 324. With this configuration, the fork travel would 
be shortened by the length of the spacer positioned below the 
upper spring stop 95", either 20 mm or 25 mm. The 
corresponding spacer 324, 326 would be removed from the 
right fork leg 40, to maintain the desired preload on the 
Spring 320, as described above. Additionally, varying Spacer 
configurations could be used. For example, the Spacers 324, 
326 could be replaced by a single Spacer. Also, Spacers of 
other lengths may be used, as can readily be determined by 
one of skill in the art. 

Although this invention has been described in terms of 
certain embodiments, other embodiments apparent to those 
of ordinary skill in the art are also within the scope of this 
invention. Thus, various changes and modifications may be 
made without departing from the Spirit and Scope of this 
invention. In addition, various combinations of the preferred 
embodiments are possible. For example, any of the base 
Valve assemblies may be used in conjunction with any of the 
damper cap assemblies, if desired. 

Additionally, various arrangements of the damper and 
Suspension Spring elements may be used. For example, the 
damper assembly and Spring assembly may be contained 
within a Single leg of the fork, with the other leg being 
Substantially empty. Further, the fork could configured to 
have a single fork leg, with both the damper and Suspension 
Spring elements being arranged within the Single leg. Also, 
the fork may be configured for use with other vehicles, Such 
as a road bicycle or motorcycle, for example. Accordingly, 
the scope of the invention is intended to be defined only by 
the appended claims. 
What is claimed is: 
1. A bicycle front fork, comprising: 
an upper tube having a top portion, a bottom portion and 

an intermediate portion; 
a lower tube having a top portion, a bottom portion and an 

intermediate portion, Said upper tube and Said lower 
tube being telescopingly movable with respect to one 
another, 

an upper control assembly positioned at Said top portion 
of Said upper tube, 

a damping cartridge positioned at least partly within Said 
lower tube, Said damping cartridge defining a top 
portion, a bottom portion and an intermediate portion, 
at least a Section of Said lower tube Surrounding Said 
cartridge at least partially defining a reservoir; 

a shaft extending from Said top portion of Said upper tube 
into Said damping cartridge; 

a main damping piston connected to Said Shaft and 
positioned in Said cartridge, at least Said bottom portion 
of Said cartridge defining a lower internal chamber 
located below Said piston, Said piston, Said Shaft and 
Said control assembly cooperating to define a flow 
channel from Said chamber through Said piston, Said 
shaft and Said control assembly to Said reservoir. 

2. The fork of claim 1, wherein said bottom portion of said 
damping cartridge defines a lower control assembly permit 
ting fluid to enter Said cartridge from Said reservoir through 
Said lower control assembly, but preventing fluid from 
exiting Said cartridge at low pressure levels. 

3. The fork of claim 2, wherein said upper control 
assembly comprises a one-way valve which prevents the 
flow of fluid from said reservoir through said control assem 
bly when Said shaft and Said piston move upward away from 
Said bottom portion of Said damping cartridge. 

4. The fork of claim 3, wherein said upper control 
assembly comprises compression damping force by means 
of a shim Stack. 
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5. The fork of claim 3, wherein said upper control 

assembly further comprises a lock-out valve which Selec 
tively prevents the flow of fluid from said shaft through said 
assembly and to Said reservoir. 

6. The fork of claim 5, further comprising a lever for 
operating Said lock-out valve positioned at the top portion of 
Said upper tube. 

7. The fork of claim 6, further comprising a control rod 
extending through Said shaft, wherein movement of Said 
control rod adjusts flow through a rebound circuit positioned 
within Said cartridge. 

8. The fork of claim 7, further comprising a control knob 
connected to Said control rod, wherein moving Said control 
knob results in movement of Said control rod. 

9. The fork of claim 7, further comprising a blow off valve 
positioned at Said bottom portion of Said cartridge to permit 
flow through said blow off valve and into said reservoir in 
response to a threshold blow off preSSure. 

10. The fork of claim 9, wherein said blow off valve is 
adjustable to permit said threshold blow off pressure to be 
changed. 

11. A bicycle front fork, comprising: 
an upper tube having a top portion, a bottom portion and 

an intermediate portion; 
a lower tube having a top portion, a bottom portion and an 

intermediate portion, Said upper tube and Said lower 
tube being telescopingly moveable with respect to one 
another, 

an upper control assembly positioned at Said top portion 
of Said upper tube, 

a damping cartridge positioned at least partly within Said 
lower tube, Said damping cartridge defining an upper 
portion, a bottom portion and an intermediate portion, 
at least a Section of Said lower tube Surrounding Said 
cartridge defining a reservoir, Said bottom portion of 
Said damping cartridge defining a lower control assem 
bly permitting fluid to enter Said cartridge from Said 
reservoir through Said lower control assembly, but 
preventing fluid from exiting Said cartridge at low 
preSSure levels; 

a shaft extending from Said top portion of Said upper tube 
into Said damping cartridge; 

a main damping piston connected to Said shaft and 
positioned in Said cartridge, at least Said bottom portion 
of Said cartridge defining a lower internal chamber 
located below Said piston, Said shaft and Said upper 
control assembly cooperating to define a flow channel 
from Said chamber through Said shaft and Said upper 
control assembly to Said reservoir, wherein Said upper 
control assembly comprises a one-way valve which 
prevents the flow of fluid from said reservoir through 
Said control assembly when said shaft and Said piston 
move upward away from Said bottom portion of Said 
damping cartridge. 

12. The fork of claim 11, wherein said upper control 
assembly comprises compression damping force by means 
of a shim Stack. 

13. The fork of claim 12, wherein said upper control 
assembly further comprises a lock-out valve which Selec 
tively prevents the flow of fluid from said shaft through said 
assembly and to Said reservoir. 

14. The fork of claim 13, further comprising a lever for 
operating Said lock-out valve positioned at the top portion of 
Said upper tube. 

15. The fork of claim 13, further comprising a control rod 
extending through Said shaft, wherein movement of Said 
control rod adjusts flow through a rebound circuit positioned 
within Said cartridge. 
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16. The fork of claim 15, further comprising a control 
knob connected to Said control rod, wherein moving Said 
control knob results in movement of Said control rod. 

17. The fork of claim 15, further comprising a blow off 
Valve positioned at Said bottom portion of Said cartridge to 
permit flow through said blow off valve and into said 
reservoir in response to a threshold blow off pressure. 

18. The fork of claim 17, wherein said blow off valve is 
adjustable to permit said threshold blow out pressure to be 
changed. 

19. The fork of claim 13, further comprising a blow off 
Valve positioned at Said bottom portion of Said cartridge to 
permit flow through said blow off valve and into said 
reservoir in response to a threshold blow off pressure. 

20. The fork of claim 13, wherein said blow off valve is 
adjustable to permit said threshold blow out pressure to be 
changed. 

21. A bicycle front fork, comprising: 
an upper tube having a top portion, a bottom portion and 

an intermediate portion; 
a lower tube having a top portion, a bottom portion and an 

intermediate portion, Said upper tube and Said lower 
tube being telescopingly moveable with respect to one 
another, 

an upper control assembly positioned at Said top portion 
of Said upper tube, 

a damping cartridge positioned at least partly within Said 
lower tube, Said damping cartridge defining an upper 
portion, a bottom portion and an intermediate portion, 
at least a Section of Said lower tube Surrounding Said 
cartridge defining a reservoir; 

a shaft extending from Said top portion of Said upper tube 
into Said damping cartridge; 

a main damping piston connected to said shaft and 
positioned in Said cartridge, at least Said bottom portion 
of Said cartridge defining a lower internal chamber 
located below Said piston, Said piston, Said Shaft and 
Said control assembly cooperating to define a flow 
channel from Said chamber through Said shaft and Said 
control assembly to Said reservoir, wherein Said upper 
control assembly further comprises a lock-out valve 
which selectively prevents the flow of fluid from said 
shaft through said assembly and to Said reservoir. 

22. The fork of claim 21, further comprising a lever for 
operating Said lock-out valve positioned at the top portion of 
Said upper tube. 

23. The fork of claim 22, further comprising a Spring 
located in Said upper tube above Said cartridge and below 
Said control assembly. 

24. The fork of claim 23, wherein said bottom portion of 
Said damping cartridge defines a lower control assembly 
permitting fluid to enter Said cartridge from Said reservoir 
through Said lower control assembly, but preventing fluid 
from exiting Said cartridge at low pressure levels. 

25. The fork of claim 24, wherein said upper control 
assembly comprises a one-way valve which prevents the 
flow of fluid from said reservoir through said control assem 
bly when Said shaft and Said piston move upward away from 
Said bottom portion of Said damping cartridge. 

26. The fork of claim 25, further comprising a control rod 
extending through Said shaft, wherein movement of Said 
control rod adjusts flow through a rebound circuit positioned 
within Said cartridge. 

27. The fork of claim 26, further comprising a control 
knob connected to Said control rod, wherein moving Said 
control knob results in movement of Said control rod. 

28. The fork of claim 26, further comprising a blow off 
Valve positioned at Said bottom portion of Said cartridge to 
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permit flow through said blow off valve and into said 
reservoir in response to a threshold blow off preSSure. 

29. The fork of claim 28, wherein said blow off valve is 
adjustable to permit said threshold blow off pressure to be 
changed. 

30. The fork of claim 21, further comprising a blow off 
Valve positioned at Said bottom portion of Said cartridge to 
permit flow through said blow off valve and into said 
reservoir in response to a threshold blow off preSSure. 

31. The fork of claim 30, wherein said blow off valve is 
adjustable to permit said threshold blow off pressure to be 
changed. 

32. The fork of claim 21, wherein said bottom portion of 
Said damping cartridge defines a lower control assembly 
permitting fluid to enter Said cartridge from Said reservoir 
through Said lower control assembly, but preventing fluid 
from exiting Said cartridge at low pressure levels. 

33. The fork of claim 21, wherein said upper control 
assembly comprises a one-way valve which prevents the 
flow of fluid from said reservoir through said control assem 
bly when said shaft and Said piston move upward away from 
Said bottom portion of Said damping cartridge. 

34. The fork of claim 21, further comprising a control rod 
extending through Said shaft, wherein movement of Said 
control rod adjusts flow through a rebound circuit positioned 
within Said cartridge. 

35. A bicycle front fork, comprising: 
an upper tube having a top portion, a bottom portion and 

an intermediate portion; 
a lower tube having a top portion, a bottom portion and an 

intermediate portion, Said upper tube and Said lower 
tube being telescopingly moveable with respect to one 
another, 

an upper control assembly positioned at Said top portion 
of Said upper tube, 

a damping cartridge positioned at least partly within Said 
lower tube, Said damping cartridge defining an upper 
portion, a bottom portion and an intermediate portion, 
at least a Section of Said lower tube Surrounding Said 
cartridge defining a reservoir; 

a shaft extending from Said top portion of Said upper tube 
into Said damping cartridge; 

a main damping piston connected to Said shaft and 
positioned in Said cartridge, at least Said bottom portion 
of Said cartridge defining a lower internal chamber 
located below Said piston, Said piston, Said Shaft and 
Said control assembly cooperating to define a flow 
channel from Said chamber through Said shaft and Said 
control assembly to Said reservoir, further comprising a 
blow off valve positioned at said bottom portion of said 
cartridge to permit flow through said blow off valve and 
into said reservoir in response to a threshold blow off 
preSSure. 

36. The fork of claim 35, wherein said blow off valve is 
adjustable to permit said threshold blow off pressure to be 
changed. 

37. The fork of claim 36, further comprising a spring 
located in Said upper tube above Said cartridge and below 
Said control assembly. 

38. The fork of claim 37, wherein said upper control 
assembly further comprises a lock-out valve which Selec 
tively prevents the flow of fluid from said shaft through said 
assembly and to Said reservoir. 

39. The fork of claim 38, further comprising a lever for 
operating Said lock-out valve positioned at the top portion of 
Said upper tube. 

40. The fork of claim 39, further comprising a control rod 
extending through Said shaft, wherein movement of Said 
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control rod adjusts flow through a rebound circuit positioned 
within Said cartridge. 

41. The fork of claim 40, further comprising a control 
knob connected to Said control rod, wherein moving Said 
control knob results in movement of Said control rod. 

42. The fork of claim 35, further comprising a spring 
located in Said upper tube above Said cartridge and below 
Said control assembly. 

43. The fork of claim 35, wherein said upper control 
assembly further comprises a lock-out valve which Selec 
tively prevents the flow of fluid from said shaft through said 
assembly and to Said reservoir. 

44. The fork of claim 35, further comprising a control rod 
extending through Said shaft, wherein movement of Said 
control rod adjusts flow through a rebound circuit positioned 
within Said cartridge. 

45. A bicycle front fork, comprising: 
an upper tube having a top portion, a bottom portion and 

an intermediate portion; 
a lower tube having a top portion, a bottom portion and an 

intermediate portion, Said upper tube and Said lower 
tube being telescopingly moveable with respect to one 
another, 

a shaft extending axially from Said top portion of Said 
upper tube; 

a main damping piston connected to Said shaft, Said piston 
at least partially defining a damping chamber, 

Said fork defining a low Speed compression circuit and a 
rebound circuit; 

a control assembly located at Said top portion of Said 
upper tube, Said control assembly including a first 
control connected to Said low Speed compression cir 
cuit manually adjustable from external Said assembly 
between at least a first position wherein fluid is able to 
flow through Said low Speed compression circuit and a 
Second position wherein flow through Said low Speed 
compression circuit is prevented, Said control assembly 
further including a Second control connected to Said 
rebound circuit manually adjustable from external Said 
assembly between at least a first position wherein a first 
rate of flow through Said rebound circuit is permitted 
and a Second position wherein a Second rate of flow 
through said rebound circuit is permitted, wherein Said 
first rate of flow is higher than said second rate of flow, 
Said control assembly further comprising a third control 
connected to a restrictor communicating with Said low 
Speed compression circuit, Said restrictor manually 
movable from external said assembly between at least 
a first position wherein Said restrictor provides at least 
a first amount of resistance to flow through said low 
Speed compression circuit and a Second position 
wherein Said restrictor provides a Second amount of 
resistance to flow through Said low speed compression 
circuit. 

46. The fork of claim 45, wherein said low speed circuit 
extends through Said control assembly. 

47. The fork of claim 45, wherein said rebound circuit 
extends through Said control assembly. 

48. A shock absorber, comprising: 
an upper tube having a top portion, a bottom portion and 

an intermediate portion; 
a lower tube having a top portion, a bottom portion and an 

intermediate portion, Said upper tube and Said lower 
tube being telescopingly movable with respect to one 
another, 

an upper control assembly positioned at Said top portion 
of Said upper tube, 

a damping cartridge positioned at least partly within Said 
lower tube, Said damping cartridge defining a top 
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portion, a bottom portion and an intermediate portion, 
at least a Section of Said lower tube Surrounding Said 
cartridge at least partially defining a reservoir; 

a shaft extending from Said top portion of Said upper tube 
into Said damping cartridge; 

a main damping piston connected to Said shaft and 
positioned in Said cartridge, at least Said bottom portion 
of Said cartridge defining a lower internal chamber 
located below Said piston, Said piston, Said Shaft and 
Said control assembly cooperating to define a flow 
channel from Said chamber through Said piston, Said 
shaft and Said control assembly to Said reservoir. 

49. The shock absorber of claim 48, wherein said bottom 
portion of Said damping cartridge defines a lower control 
assembly permitting fluid to enter Said cartridge from Said 
reservoir through Said lower control assembly, but prevent 
ing fluid from exiting Said cartridge at low pressure levels. 

50. The shock absorber of claim 49, wherein said upper 
control assembly comprises a one-way valve which prevents 
the flow of fluid from said reservoir through said control 
assembly when Said Shaft and Said piston move upward 
away from Said bottom portion of Said damping cartridge. 

51. The shock absorber of claim 50, wherein said upper 
control assembly further comprises a lock-out valve which 
selectively prevents the flow of fluid from said shaft through 
Said assembly and to Said reservoir. 

52. The shock absorber of claim 51, further comprising a 
control rod extending through Said Shaft, wherein movement 
of Said control rod adjusts flow through a rebound circuit 
positioned within Said cartridge. 

53. The shock absorber of claim 52, further comprising a 
blow off valve positioned at said bottom portion of said 
cartridge to permit flow through said blow off valve and into 
Said reservoir in response to a threshold blow off pressure. 

54. The shock absorber of claim 48, wherein said upper 
control assembly comprises a one-way valve which prevents 
the flow of fluid from said reservoir through said control 
assembly when Said Shaft and Said piston move upward 
away from Said bottom portion of Said damping cartridge. 

55. A bicycle, comprising: 
a frame; 
a Suspension fork connected to Said frame and compris 

Ing: 
an upper tube having a top portion, a bottom portion 

and an intermediate portion; 
a lower tube having a top portion, a bottom portion and 

an intermediate portion, Said upper tube and Said 
lower tube being telescopingly movable with respect 
to one another; 

an upper control assembly positioned at Said top por 
tion of Said upper tube, 

a damping cartridge positioned at least partly within 
Said lower tube, Said damping cartridge defining a 
top portion, a bottom portion and an intermediate 
portion, at least a Section of Said lower tube Sur 
rounding Said cartridge at least partially defining a 
reservoir; 

a shaft extending from Said top portion of Said upper 
tube into Said damping cartridge; 

a main damping piston connected to Said shaft and 
positioned in Said cartridge, at least Said bottom 
portion of Said cartridge defining a lower internal 
chamber located below Said piston, Said piston, Said 
shaft and Said control assembly cooperating to define 
a flow channel from Said chamber through Said 
piston, Said shaft and Said control assembly to Said 
reservoir. 
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56. The bicycle of claim 55, wherein said bottom portion 
of Said damping cartridge defines a lower control assembly 
permitting fluid to enter Said cartridge from Said reservoir 
through Said lower control assembly, but preventing fluid 
from exiting Said cartridge at low pressure levels. 

57. The bicycle of claim 56, wherein said upper control 
assembly comprises a one-way valve which prevents the 
flow of fluid from said reservoir through said control assem 
bly when Said shaft and Said piston move upward away from 
Said bottom portion of Said damping cartridge. 

58. The bicycle of claim 57, wherein said upper control 
assembly further comprises a lock-out valve which Selec 
tively prevents the flow of fluid from said shaft through said 
assembly and to Said reservoir. 

59. The bicycle of claim 58, further comprising a control 
rod extending through Said shaft, wherein movement of Said 
control rod adjusts flow through a rebound circuit positioned 
within Said cartridge. 

60. The bicycle of claim 59, further comprising a blow off 
Valve positioned at Said bottom portion of Said cartridge to 
permit flow through said blow off valve and into said 
reservoir in response to a threshold blow off pressure. 

61. A vehicle front fork, comprising: 
an upper tube having a top portion, a bottom portion and 

an intermediate portion; 
a lower tube having a top portion, a bottom portion and an 

intermediate portion, Said upper tube and Said lower 
tube being telescopingly movable with respect to one 
another, 

an upper control assembly positioned at Said top portion 
of Said upper tube, 

a damping cartridge positioned at least partly within Said 
lower tube, Said damping cartridge defining a top 
portion, a bottom portion and an intermediate portion, 
at least a Section of Said lower tube Surrounding Said 
cartridge at least partially defining a reservoir; 

a shaft extending from Said top portion of Said upper tube 
into Said damping cartridge; 

a main damping piston connected to Said Shaft and 
positioned in Said cartridge, at least Said bottom portion 
of Said cartridge defining a lower internal chamber 
located below Said piston, Said piston, Said Shaft and 
Said control assembly cooperating to define a flow 
channel from Said chamber through Said piston, Said 
shaft and Said control assembly to Said reservoir. 

62. A vehicle front fork, comprising: 
an upper tube having a top portion, a bottom portion and 

an intermediate portion; 
a lower tube having a top portion, a bottom portion and an 

intermediate portion, Said upper tube and Said lower 
tube being telescopingly moveable with respect to one 
another, 

an upper control assembly positioned at Said top portion 
of Said upper tube, 

a damping cartridge positioned at least partly within Said 
lower tube, Said damping cartridge defining an upper 
portion, a bottom portion and an intermediate portion, 
at least a Section of Said lower tube Surrounding Said 
cartridge defining a reservoir, Said bottom portion of 
Said damping cartridge defining a lower control assem 
bly permitting fluid to enter Said cartridge from Said 
reservoir through Said lower control assembly, but 
preventing fluid from exiting Said cartridge at low 
preSSure levels; 

a shaft extending from Said top portion of Said upper tube 
into Said damping cartridge; 
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28 
a main damping piston connected to Said shaft and 

positioned in Said cartridge, at least Said bottom portion 
of Said cartridge defining a lower internal chamber 
located below Said piston, Said shaft and Said upper 
control assembly cooperating to define a flow channel 
from Said chamber through Said shaft and Said upper 
control assembly to Said reservoir, wherein Said upper 
control assembly comprises a one-way valve which 
prevents the flow of fluid from said reservoir through 
Said control assembly when said shaft and Said piston 
move upward away from Said bottom portion of Said 
damping cartridge. 

63. A vehicle front fork, comprising: 
an upper tube having a top portion, a bottom portion and 

an intermediate portion; 
a lower tube having a top portion, a bottom portion and an 

intermediate portion, Said upper tube and Said lower 
tube being telescopingly moveable with respect to one 
another, 

an upper control assembly positioned at Said top portion 
of Said upper tube, 

a damping cartridge positioned at least partly within Said 
lower tube, Said damping cartridge defining an upper 
portion, a bottom portion and an intermediate portion, 
at least a Section of Said lower tube Surrounding Said 
cartridge defining a reservoir; 

a shaft extending from Said top portion of Said upper tube 
into Said damping cartridge; 

a main damping piston connected to Said shaft and 
positioned in Said cartridge, at least Said bottom portion 
of Said cartridge defining a lower internal chamber 
located below Said piston, Said piston, Said Shaft and 
Said control assembly cooperating to define a flow 
channel from Said chamber through Said shaft and Said 
control assembly to Said reservoir, wherein Said upper 
control assembly further comprises a lock-out valve 
which selectively prevents the flow of fluid from said 
shaft through Said assembly and to Said reservoir. 

64. A vehicle front fork, comprising: 
an upper tube having a top portion, a bottom portion and 

an intermediate portion; 
a lower tube having a top portion, a bottom portion and an 

intermediate portion, Said upper tube and Said lower 
tube being telescopingly moveable with respect to one 
another, 

an upper control assembly positioned at Said top portion 
of Said upper tube, 

a damping cartridge positioned at least partly within Said 
lower tube, Said damping cartridge defining an upper 
portion, a bottom portion and an intermediate portion, 
at least a Section of Said lower tube Surrounding Said 
cartridge defining a reservoir; 

a shaft extending from Said top portion of Said upper tube 
into Said damping cartridge; 

a main damping piston connected to Said shaft and 
positioned in Said cartridge, at least Said bottom portion 
of Said cartridge defining a lower internal chamber 
located below Said piston, Said piston, Said Shaft and 
Said control assembly cooperating to define a flow 
channel from Said chamber through Said shaft and Said 
control assembly to Said reservoir, further comprising a 
blow off valve positioned at said bottom portion of said 
cartridge to permit flow through said blow off valve and 
into said reservoir in response to a threshold blow off 
preSSure. 
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