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(57) ABSTRACT 

A liquid crystal display having a wide color reproduction 
range is provided. A liquid crystal display includes a liquid 
crystal panel driven based on image Signals, a light Source 
emitting light for illuminating the liquid crystal panel, and a 
light Selective transmission filter, which has wavelength (21) Appl. No.: 11/217,479 Selective transmission characteristics corresponding to Spec 

(22) Filed: Sep. 2, 2005 tral characteristics of the light Source, Selectively transmits 
9 light generated from the light Source in the Specific wave 

(30) Foreign Application Priority Data length regions based on the wavelength Selective transmis 
Sion characteristics, and guides the transmitted light to the 

Sep. 6, 2004 (JP).................................... P2004-258831 liquid crystal panel. 
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LIQUID CRYSTAL DISPLAY 

CROSS REFERENCES TO RELATED 
APPLICATIONS 

0001. The present invention contains subject matter 
related to Japanese Patent Application JP 2004-258831 filed 
in the Japanese Patent Office on Sep. 6, 2005, the entire 
contents of which being incorporated herein by reference. 

BACKGROUND OF THE INVENTION 

0002) 1. Field of the Invention 
0003. The present invention relates to a liquid crystal 
display displaying images by utilizing a light Source 
arranged behind a liquid crystal panel. 

0004 2. Description of the Related Art 
0005. In these years, the cathode ray tube (CRT), which 
has been traditionally a mainstream of displayS has been 
replaced by the liquid crystal display, Since the liquid crystal 
display has advantages Such as low power consumption, 
Space-Saving feature, and low cost. 
0006 There are several types of liquid crystal displays 
when categorized by, for example, illumination methods in 
displaying images. As a representative example, a transmis 
Sive liquid crystal display, which displays images by utiliz 
ing a light Source arranged behind a liquid crystal panel can 
be cited. 

0007 FIG. 1 shows a cross sectional structure of a 
traditional transmissive liquid crystal display. A liquid crys 
tal display 91 mainly includes a liquid crystal panel 92, a 
luminaire 94 (so-called backlight) arranged behind the liquid 
crystal panel 92 (that is, opposite side of the observer side), 
and a diffusion sheet 931 arranged therebetween. 
0008. The liquid crystal panel 92 mainly includes a 
polarizing plate 920, a glass substrate 921, a color filter 922, 
a transparent electrode 923, an orientation film 924, a liquid 
crystal layer 925, an orientation film 926, a transparent pixel 
electrode 927, a glass substrate 928, and a polarizing plate 
929 in this order from the observer side. 

0009 Here, in the color filter 922, color filters for respec 
tively color-separating light emitted from the luminaire 94 
into, for example, three primary colors of red (R), green (G), 
and blue (B) are arranged. FIG. 2 shows transmission 
characteristics of a general color filter. In FIG. 2, the 
horizontal axis represents wavelengths (nm) of incident 
light, and the Vertical axis represents normalized transmit 
tance. Reference symbols B9, G9, and R9 represent trans 
mission characteristics of the color filter to blue light, green 
light, and red light, respectively. 

0.010 For the luminaire 94, a cold-cathode fluorescent 
lamp 943 called CCFL is generally used as a light source. In 
addition, the luminaire 94 mainly includes a prism sheet 
941, a diffusion sheet 942, a lamp reflector 944, a light guide 
plate 945, and a reflective sheet 946. FIG. 3 shows a light 
Source Spectrum of a general cold-cathode fluorescent lamp. 
In FIG. 3, the horizontal axis represents wavelengths (nm) 
of emitted light, and the vertical axis represents normalized 
spectral intensity. Reference symbols B10, G10, and R10 
respectively represent peaks of blue light, green light, and 
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red light. In addition, as a light Source, a light emitting diode 
(LED) or the like may be used. 
0011 Here, light emitted from the cold-cathode fluores 
cent lamp 943 is reflected by the lamp reflector 944 and the 
reflective sheet 946, directed in the direction of the liquid 
crystal panel 92, spread over the whole area of the liquid 
crystal panel 92 by the light guide plate 945, evenly diffused 
by the diffusion sheets 942 and 931, oriented by the prism 
sheet 941, and emitted to the liquid crystal panel 92. 
0012. The light enters the liquid crystal panel 92, light 
with a light Volume according to the Voltage applied by an 
unshown driving circuit is transmitted to the observer Side 
for every pixel. In general, the color filter having transmis 
sion characteristics as shown in FIG. 2 is used to perform 
color display. 
0013 For example, in Japanese Unexamined Patent 
Application Publication No. 2003-279988, a transmissive 
liquid crystal display capable of Securing visibility to a 
certain degree even when used in the light environment by 
using a CCFL or an LED as a light Source is disclosed. 

SUMMARY OF THE INVENTION 

0014. However, in the traditional transmissive liquid 
crystal display as above, there has been a disadvantage that 
color reproduction ability is inferior compared to in the CRT. 
0015 That is, for example, in the case where the CCFL 
having the light source spectrum as shown in FIG. 3 is used 
as a light source, light emitted from the CCFL includes not 
only the red light peak R10, the green light peak G10, and 
the blue light peak B10, but also extra peaks 95 and 96. 
Therefore, when the emitted light having Such a light Source 
Spectrum is color-Separated by using the color filter having 
the transmission characteristics as shown in FIG. 2, the 
color filter shows the transmission characteristics with the 
wide wavelength band as shown in the reference Symbols 
R9, G9, and B9 in the figure, and therefore it is difficult to 
Selectively transmit only the Specific narrow wavelength 
band, in which the red light peak R10, the green light peak 
G10, and the blue light peak B10 exist, that is, it is difficult 
to remove the extra peaks 95, 96 and the like. As a result, the 
color purity is not able to be improved, and the color 
reproduction range is narrow. AS one of the indices showing 
color reproducibility in displays, NTSC (National Television 
System Committee) ratio can be cited. NTSC ratio shows an 
area of a triangle made of color coordinates belonging to the 
display as a ratio to an area of a triangle made by NTSC 
color coordinates. The NTSC ratio in a general transmissive 
liquid crystal display is about from 60 to 70%, which is not 
Sufficient. 

0016. As above, in the traditional technique, in which 
color Separation is performed for light emitted from the light 
Source by only the color filter having transmission charac 
teristics with a wide wavelength band, it has been difficult to 
obtain a liquid crystal display having a wide color repro 
duction range. 
0017. In view of the foregoing, in the present invention, 

it is desirable to provide a liquid crystal display having a 
wide color reproduction range. 
0018. According to an embodiment of the present inven 
tion, there is provided a first liquid crystal display including: 
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a liquid crystal panel driven based on image Signals, a light 
Source emitting light for illuminating the liquid crystal 
panel; and a light Selective transmission filter, which has 
wavelength Selective transmission characteristics corre 
sponding to Spectral characteristics of the light Source, 
Selectively transmits light generated from the light Source in 
the Specific wavelength regions based on the wavelength 
Selective transmission characteristics, and guides the trans 
mitted light to the liquid crystal panel. In this case, it is 
preferable that the light Source has respective intensity peaks 
at least in a red region, a green region, and a blue region, 
light transmittance in the red region, the green region, and 
the blue region of the light Selective transmission filter is 
80% or more, and the rest of the red, green, and blue region 
has wavelength regions whose light transmittance is 10% or 
less adjacent to the green region. 

0.019 Here, “red region,”“green region,” and “blue 
region' respectively mean wavelength regions of red light, 
green light, and blue light. For example, the red region, the 
green region, and the blue region respectively represent a 
region centering on 625 nm being 90 nm wide, a region 
centering on 545 nm being 50 nm wide, and a region 
centering on 435 nm being 40 nm wide. However, the 
wavelength region is not limited thereto, and can be varied 
according to the light Source. 

0020) Further, when the light selective transmission filter 
has a Substrate and a light Selective transmission layer, 
which is layered on the substrate, it is preferable that the 
light Selective transmission layer has a structure in which 
higher refractive indeX layers and lower refractive indeX 
layers are alternately layered, and the bottom layer and the 
top layer of the light Selective transmission layer are the 
higher refractive index layers. Further, it is preferable that 
the film thickness distribution of the light selective trans 
mission layer is within t2% to a given target value. Here, 
“higher refractive indeX layer” means a layer having a 
refractive index higher than of “lower refractive index 
layer.' On the contrary, “lower refractive index layer” means 
a layer having a refractive indeX lower than of “higher 
refractive index layer.” Further, “film thickness distribution” 
means film thickness variation among individuals of the 
light Selective transmission layer, and in addition, means 
film thickness variation according to positions in the light 
Selective transmission layer formed to have a certain exten 
sity. Further, "given target value” means a target value 
previously Set in manufacturing. The given target value 
includes, for example, a design value. 

0021 According to an embodiment of the present inven 
tion, there is provided a Second liquid crystal display includ 
ing: a liquid crystal panel driven based on image Signals, a 
light Source emitting light for illuminating the liquid crystal 
panel; and a light Selective reflection filter, which has 
wavelength Selective reflection characteristics correspond 
ing to spectral characteristics of the light Source, Selectively 
reflects light generated from the light Source in the Specific 
wavelength regions based on the wavelength Selective 
reflection characteristics, and guides the reflected light to the 
liquid crystal panel. In this case, it is preferable that the light 
Source has respective intensity peaks at least in a red region, 
a green region, and a blue region, light reflectance in the red 
region, the green region, and the blue region of the light 
Selective reflection filter is 80% or more, and the rest of the 
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red, green and blue region has wavelength regions whose 
light reflectance is 10% or less adjacent to the green region. 
0022. In the first liquid crystal display according to the 
embodiment of the present invention, in the light Selective 
transmission filter, only the light in the Specific wavelength 
regions based on the wavelength transmission characteris 
tics among the light generated from the light Source is 
Selectively transmitted and guided to the liquid crystal panel. 
That is, harmful wavelength light included in the light 
generated from the light Source (that is, light in the regions 
other than the specific wavelength regions) is removed. 
0023. In the second liquid crystal display according to the 
embodiment of the present invention, in the light Selective 
reflection filter, only the light in the Specific wavelength 
regions based on the wavelength reflection characteristics 
among the light generated from the light Source is Selec 
tively reflected and guided to the liquid crystal panel. That 
is, harmful wavelength light included in the light generated 
from the light Source (that is, light in the regions other than 
the Specific wavelength regions) is removed. 
0024. According to the liquid crystal display of the 
embodiment of the present invention, only the light in the 
Specific wavelength regions among the light generated from 
the light Source is Selectively guided to the liquid crystal 
panel by using the light Selective transmission filter or the 
light Selective reflection filter having wavelength Selective 
characteristics corresponding to spectral characteristics of 
the light source. Therefore, the color purity of illumination 
light can be improved. Thereby, the NTSC ratio can be 
improved, and the wide color reproduction range can be 
Secured. 

0025. In particular, when the light selective transmission 
filter, in which light transmittance in the red region, the 
green region, and the blue region is 80% or more, and the 
rest of the red, green and blue region has wavelength regions 
whose light transmittance is 10% or less adjacent to the 
green region is used, the light Selective transmission filter is 
better adapted to the light Source generating light having a 
intensity peaks at least in one of the red region, the green 
region, and the blue region, and the color purity of the 
illumination light can be Sufficiently improved. 

0026 Further, when the prism sheet is provided between 
the light Source and the liquid crystal panel, and the light 
Selective transmission filter is provided between the prism 
sheet and the liquid crystal panel, light from the light Source 
is oriented in the direction of the liquid crystal panel by the 
prism sheet, and then transmitted through the light Selective 
transmission filter. Therefore, incident angles of light to the 
light Selective transmission filter can be Small all together. In 
the result, variation of wavelength shift amounts in trans 
mission light through the light Selective transmission filter 
caused by variation of incident angles can be inhibited. 
0027) Further, in the case, in which the light selective 
reflection filter is formed by using a light Selective reflection 
layer, when incident angles of light to the light Selective 
reflection layer vary according to the incident positions, 
variation of wavelength shift amounts when light is reflected 
by the light selective reflection layer can be inhibited by 
forming the light Selective reflection layer So that the light 
Selective reflection layer has a film thickness according to 
incident angles in each incident position and So that varia 
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tion of wavelength of reflected light according to the posi 
tion where light is reflected is inhibited. 
0028. Other and further objects, features and advantages 
of the invention will appear more fully from the following 
description. 

BRIEF DESCRIPTION OF THE DRAWINGS 

0029 FIG. 1 is a cross section showing an example of a 
configuration of a traditional transmissive liquid crystal 
display; 

0030 FIG. 2 is a characteristics view showing transmis 
Sion characteristics of a general color filter; 

0.031 FIG. 3 is a characteristics view showing a light 
Source Spectrum of a general cold-cathode fluorescent lamp; 

0.032 FIG. 4 is a cross section showing an example of a 
configuration of a liquid crystal display according to a first 
embodiment of the present invention; 

0.033 FIG. 5 is a cross section showing an example of a 
configuration of a light Selective transmission filter shown in 
FIG. 4; 

0034 FIG. 6 is a characteristics view showing transmis 
Sion characteristics of the light Selective transmission filter 
shown in FIG. 4; 

0035 FIG. 7 is a characteristics view showing spectral 
intensity of illumination light transmitted through the light 
Selective transmission filter shown in FIG. 4; 

0.036 FIG. 8 is a characteristics view showing a color 
reproduction range of the liquid crystal display according to 
the first embodiment; 

0037 FIG. 9 is a characteristics view showing a relation 
between a film thickness distribution and NTSC ratios of a 
light Selective transmission layer; 

0.038 FIG. 10 is a cross section showing an example of 
a configuration of a liquid crystal display according to a first 
modification; 

0.039 FIG. 11 is a cross section showing an example of 
a configuration of a liquid crystal display according to a 
Second modification; 

0040 FIG. 12 is a cross section-showing another 
example of the configuration of the liquid crystal display 
according to the Second modification; 

0041 FIG. 13 is a cross section showing an example of 
a configuration of a liquid crystal display according to a 
Second embodiment of the present invention; 

0.042 FIG. 14 is a cross section showing an example of 
a configuration of a light Selective reflection filter shown in 
FIG. 13; 

0.043 FIG. 15 is a characteristics view showing reflec 
tion characteristics of the light Selective reflection filter 
shown in FIG. 13; and 

0044 FIG. 16 is a characteristics view for explaining 
wavelength change when light is reflected by the light 
Selective reflection filter shown in FIG. 13. 
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DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENTS 

0045 Best modes for carrying out the present invention 
(hereinafter simply referred to as embodiment) will be 
hereinafter described in detail with reference to the draw 
ings. 

First Embodiment 

0046 FIG. 4 shows a cross sectional structure of a liquid 
crystal display according to a first embodiment of the 
present invention. A liquid crystal display 1 is used as a 
transmissive liquid crystal display and an active matrix 
liquid crystal display. The liquid crystal display 1 includes a 
liquid crystal panel 2, a luminaire 4 including a light Source 
arranged behind the liquid crystal panel 2, and a diffusion 
sheet 31 and a light Selective transmission filter 32 arranged 
between the liquid crystal panel 2 and the luminaire 4. 
0047 The liquid crystal panel 2 has a laminated structure 
having a liquid crystal layer 25 between a glass Substrate 21 
on the observer Side and a glass Substrate 28 on the luminaire 
4 Side. Specifically, the liquid crystal panel 2 has a polarizing 
plate 20, the glass Substrate 21, a color filter 22, a transparent 
electrode 23, an orientation film 24, the liquid crystal layer 
25, an orientation film 26, a transparent pixel electrode 27, 
the glass Substrate 28, and a polarizing plate 29 in this order 
from the observer side. 

0048. The polarizing plates 20 and 29 are a kind of 
optical shutter, and lets through only light (polarization) in 
a specific oscillation direction. The polarizing plates 20 and 
29 are respectively arranged So that the polarization axes are 
different from each other by 90°. Thereby, light emitted from 
the luminaire 4 is transmitted or blocked through the liquid 
crystal layer 25. 
0049. The glass substrates 21 and 28 are generally trans 
parent Substrates transparent to visible light. Therefore, the 
material thereof is not limited to glass as long as the material 
is transparent to visible light. Though not shown, on the 
glass Substrate 28 on the luminaire 4 side, an active driving 
circuit including a TFT (Thin Film Transistor) as a driving 
device electrically connected to the transparent pixel elec 
trode 27, wiring and the like is formed. 
0050. In the color filter 22, color filters for respectively 
color-Separating light emitted from the luminaire 4 into three 
primary colors of red (R), green (G), and blue (B) are 
arranged. AS described later, in the liquid crystal display 1 of 
this embodiment, color Separation for light emitted from the 
luminaire 4 is performed by the light Selective transmission 
filter 32 in addition to the color filter 22. 

0051. The transparent electrode 23 is made of, for 
example, ITO (Indium Tin Oxide), and functions as a 
common opposed electrode. 
0052 The orientation films 24 and 26 are made of, for 
example, a polymeric material Such as polyimide, and 
perform orientation for the liquid crystal. 
0053. The liquid crystal layer 25 is made of, for example, 
TN (Twisted Nematic) mode liquid crystal or STN (Super 
Twisted Nematic) mode liquid crystal. The liquid crystal 
layer 25 has a function to transmit or block light emitted 
from the luminaire 4 for every pixel by the Voltage applied 
from an unshown driving circuit. 
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0.054 The transparent pixel electrode 27 is made of, for 
example, ITO, and functions as an electrode for every pixel. 

0.055 The luminaire 4 has a laminated structure in which 
a prism sheet 41, a diffusion sheet 42, a light guide plate 45, 
and a reflective sheet 46 are layered, a cold-cathode fluo 
rescent lamp 43 as a light Source arranged on the Side face 
of the laminated Structure, and a lamp-reflector 44 arranged 
around the cold-cathode fluorescent lamp 43. Part of the 
lamp reflector 44 is opened toward the foregoing laminated 
Structure. AS above, the luminaire 4 has a So-called edge 
light type Structure. 

0056. The cold-cathode fluorescent lamp 43 is a so-called 
CCFL, and a kind of fluorescent lamp. As shown in FIG. 3 
described above, the light Source Spectrum of a general 
cold-cathode fluorescent lamp has a wide range of wave 
lengths from 400 to 700 nm. In the example shown in the 
figure, specifically, the blue light peak B10(=435 nm), the 
green light peak G10 (=545 nm), and the red light peak R10 
(=625 mm) exist, in addition, the extra peak 95 (=490 nm) 
and the extra peak 96 (580 nm) exist. 
0057 The lamp reflector 44 has a function to reflect part 
of light emitted from the cold-cathode fluorescent lamp 43 
in the direction of the light guide plate 45. Thereby, light 
emitted from the cold-cathode fluorescent lamp 43 can be 
effectively utilized. 
0.058. The light guide plate 45 has a function to totally 
reflect and concurrently propagate light emitted from the 
cold-cathode fluorescent lamp 43, and to Spread the light 
over the whole area of the liquid crystal panel 2. Thereby, 
light emitted from the cold-cathode fluorescent lamp 43 can 
be flat light. 

0059) The reflective sheet 46 has a function to reflect 
light to be leaked from the light guide plate 45 toward inside 
of the light guide plate 45. Thereby, as in the foregoing lamp 
reflector 44, light emitted from the cold-cathode fluorescent 
lamp 43 can be effectively utilized. 

0060. The diffusion sheet 42 has a function to diffuse flat 
light spread over the whole area of the liquid crystal panel 
2 by the light guide plate 45 and to reduce brightness 
unevenness. Thereby, the whole area of the liquid crystal 
panel 2 is irradiated with light with uniform brightness. 
0061 The prism sheet 41 has a function to orient light 
whose brightness is uniformalized on the whole area of the 
liquid crystal panel 2 by the diffusion sheet 42 all together 
in the direction of the liquid crystal panel 2. Therefore, in the 
case where the light Selective transmission filter 32 is 
provided between the prism sheet 41 and the liquid crystal 
panel 2 as in the liquid crystal display 1 of this embodiment, 
light emitted from the cold-cathode fluorescent lamp 43 is 
oriented in the direction of the liquid crystal panel 2 by the 
prism sheet 41, and then is transmitted through the light 
Selective transmission filter 32. Therefore, variation of 
wavelength shift amounts in light transmitted through the 
light selective transmission filter 32 caused by variation of 
incident angles can be inhibited. 
0062) A diffusion sheet 31 has a function to diffuse light 
emitted from the luminaire 4 and selectively transmitted 
through the after-mentioned light Selective transmission 
filter and to reduce brightness unevenneSS as the diffusion 
sheet 42. 
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0063 As shown in after-mentioned FIG. 6, for example, 
the light Selective transmission filter 32 has wavelength 
Selective transmission characteristics corresponding to Spec 
tral characteristics of the cold-cathode fluorescent lamp 43 
as a light source (for example, FIG. 3). In FIG. 6, the 
horizontal axis represents wavelengths (nm) of incident 
light, and the vertical axis represents transmittance (%). 
Reference symbols B1, G1, and R1 represent a blue region 
(440-20 nm), a green region (525-25 nm), and a red region 
(665+45 nm), respectively. As above, the light selective 
transmission filter 32 has a function to Selectively transmit 
light emitted from the cold-cathode fluorescent lamp 43 (for 
example, three primary color regions including the red light 
peak R10, the green light peak G10, and the blue light peak 
B10 in FIG. 3) in the specific wavelength regions based on 
the wavelength Selective transmission characteristics and to 
guide the transmitted light to the liquid crystal panel 2. For 
the details of the wavelength Selective transmission charac 
teristics of the light Selective transmission filter 32, descrip 
tions will be given later. By providing the light Selective 
transmission filter 32, the color purity of illumination light 
can be improved. In the result, as described later, the NTSC 
ratio can be improved, and the color reproduction range can 
be expanded. 

0064 FIG. 5 shows a cross sectional structure of the light 
selective transmission filter 32. In the light selective trans 
mission filter 32, a light Selective transmission layer 322 is 
formed on a transparent Substrate 321. Further, the light 
Selective transmission layer 322 is composed of an optical 
thin film, in which higher refractive index layers 322H1 to 
322H4 and lower refractive index layers 322L1 to 322L3 are 
alternately layered. The bottom layer and the top layer of the 
light Selective transmission layer 322 are made of the higher 
refractive index layers (in FIG.5, the higher refractive index 
layers 322H1 and 322H4). 
0065. The transparent substrate 321 is a section becoming 
a Support of the light Selective transmission layer 322. For 
example, the transparent Substrate 321 is made of a poly 
meric material containing polycarbonate (PC), polyethylene 
telephthalate (PET), polyethylene naphthalate (PEN), poly 
ether sulfone (PES), or polyolefin (PO). 
0066. The light selective transmission layer 322 is a 
Section playing a core role of the light Selective transmission 
filter 32. As described above, the light selective transmission 
layer 322 has a function to Selectively transmit light emitted 
from the cold-cathode fluorescent lamp 43 in the specific 
wavelength region based on the wavelength Selective trans 
mission characteristics and to guide the transmitted light to 
the liquid crystal panel 2. 

0067. As described later, the light selective transmission 
layer 322 can be formed by dry proceSS or wet process. In 
the case of the dry process, the foregoing higher refractive 
index layers 322H1 to 322H4 include layers made of, for 
example, a titanium oxide Such as TiO2 (refractive index: 
2.38), a niobium oxide such as NbOs (refractive index: 
2.28), or a tantalum oxide Such as Ta-Os (refractive index: 
2.10), and the foregoing lower refractive index layers 322L1 
to 322L3 include layerS made of, for example, a Silicon 
oxide Such as SiO2 (refractive index: 1.46) or magnesium 
fluoride such as MgF2 (refractive index: 1.38). Meanwhile, 
in the case of the wet process, the higher refractive index 
layers 322H1 to 322H4 and the lower refractive index layers 
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322L1 to 322L3 are made of a solvent material or a 
non-Solvent material Such as a thermosetting resin and a 
photocurable resin (for example, ultraViolet curable resin). 
In this case, Specifically, as a higher refractive indeX layer, 
for example, Opster of JSR (JN7102, refractive index: 1.68) 
can be used, and as a lower refractive indeX layer, for 
example, Opster of JSR (JN7215, refractive index: 1.41) can 
be used. 

0068 The structure of the light selective transmission 
layer 322 is not limited to the Seven-layer Structure as shown 
in FIG. 5. It is enough that the light selective transmission 
layer 322 has an odd-numbered layer Structure Such as a 
five-layer Structure and a nine-layer Structure, and the bot 
tom layer and the top layer are the higher refractive indeX 
layerS as described above. 
0069. An example of the whole structure of the light 
Selective transmission filter 32 and film thicknesses of the 
optical multilayer film is as follows. The transparent Sub 
strate 321 is made of PET, the higher refractive index layer 
is made of NbOs (referred to as H), and the lower refractive 
index layer is made of SiO (referred to as L). In the light 
selective transmission filter 32, PET/H (film thickness: 457 
nm)/L (film thickness 94 nm)/H (film thickness: 457 nm)/L 
(film thickness 94 nm)/H (film thickness: 457 nm)/L (film 
thickness 94 nm)/H (film thickness: 457 nm) are layered in 
this order from the transparent substrate 321 side. 
0070 Next, descriptions will be given of an example of 
a method of forming the light selective transmission filter 32 
having the foregoing Structure. AS described above, Since the 
light selective transmission filter 32 can be formed by the 
dry process or the wet process, descriptions will be given of 
both the dry process and the wet process. 
0071 First, the transparent substrate 321 made of the 
foregoing polymeric material is prepared. Next, by Sputter 
ing method or the like in the case of the dry process, or by 
Spin coating method, dip coating method or the like in the 
case of the wet process, the higher refractive indeX layers 
322H and the lower refractive index layers 322L respec 
tively made of the foregoing material are alternately layered 
on the transparent Substrate 321. Then, as described above, 
the bottom layer and the top layer are formed from the 
higher refractive indeX layers. Consequently, the light Selec 
tive transmission filter 32 is formed. 

0.072 By arranging the light selective transmission filter 
32 formed as above between the luminaire 4 and the 
diffusion sheet 31 shown in FIG. 4, the liquid crystal display 
1 of this embodiment can be manufactured. 

0.073 Next, basic operations when images are displayed 
in the liquid crystal display 1 manufactured as above will be 
hereinafter described. 

0.074 First, in the luminaire 4, light emitted from the 
cold-cathode florescent lamp 43 is reflected by the lamp 
reflector 44 and the reflective sheet 46, directed in the 
direction of the liquid crystal panel 2, Spread over the whole 
area of the liquid crystal panel 2 by the light guide plate 45, 
evenly diffused by the diffusion sheet 42, oriented by the 
prism sheet 41, and emitted. 
0075) Next, among the light emitted from the luminaire 4, 
light in the Specific wavelength regions based on the wave 
length Selective transmission characteristics is Selectively 
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transmitted and emitted to the liquid crystal panel 2 by the 
light selective transmission filter 32. 
0076. The selectively transmitted light enters the liquid 
crystal panel 2, light having a light Volume based on the 
Voltage applied for every pixel between the transparent pixel 
electrode 27 and the transparent electrode 23 as an opposed 
electrode is transmitted and color-Separated by using the 
color filter 22, and thereby color images are displayed. 
0077 Next, optical characteristics of the liquid crystal 
display 1 of this embodiment will be described by compari 
son with of the traditional liquid crystal display 91 shown in 
FIG. 1. 

0078 Here, as an example of the light selective trans 
mission filter 32, as described above, the light selective 
transmission filter 32 having Seven-layer Structure in which 
the transparent substrate 321 is made of PET, the higher 
refractive index layer is made of NbOs (referred to as H), 
and the lower refractive index layer is made of SiO, 
(referred to as L), and PET/H (film thickness: 457 nm)/L 
(film thickness 94 nm)/H (film thickness: 457 nm)/L (film 
thickness 94 nm)/H (film thickness: 457 nm)/L (film thick 
ness 94 nm)/H (film thickness: 457 nm) are layered in this 
order from the transparent substrate 321 side is used. 

007.9 FIG. 6 shows transmission characteristics of the 
light selective transmission filter 32. 
0080. As shown in the figure, the light selective trans 
mission filter 32 shows wavelength Selective transmission 
characteristics to Selectively transmit light in the Specific 
wavelength regions corresponding to the light Source Spec 
trum of the cold-cathode fluorescent lamp 43 (for example, 
three primary color regions including the red light peak R10, 
the green light peak G10, and the blue light peak B10 in 
FIG. 3). Specifically, the specific wavelength regions are, 
for example, the red region R1, the green region G1, and the 
red region R1 in the figure. The transmittance in Such 
regions is 80% or more. The rest of the red, green and blue 
region has wavelength regions having transmittance of 10% 
or less (specifically, wavelength regions of about from 470 
to 485 nm and about from 575 to 595 nm) adjacent to the 
green region (specifically, wavelength regions W1 and W2). 
Therefore, different from the general color filter shown in 
FIG. 2, transmission characteristics of a narrow wavelength 
band are shown. Consequently, when light emitted from the 
cold-cathode fluorescent lamp 43 is previously filtered by 
using the light Selective transmission filter 32 in addition to 
the color filter, the color purity of illumination light of the 
liquid crystal panel 2 can be improved. 

0081. When light emitted from a general cold-cathode 
fluorescent lamp having the light Source spectrum as shown 
in FIG.3 was actually transmitted through the light selective 
transmission filter 32 in addition to the color filter 22 having 
the general transmission characteristics as shown in FIG. 2 
(that is, configuration of the liquid crystal display 1 of FIG. 
4), it was found that the illumination light spectrum as 
shown in FIG. 7 was obtained. That is, since the extra peaks 
95 and 96 in FIG.3 were removed, only a red light peak R2, 
a green light peak G2, and a blue light peak B2 in FIG. 7 
existed, and intensity of light other than light in the Specific 
wavelength regions became very Small. AS above, it was 
found that the color purity of illumination light could be 
actually improved by using the light Selective transmission 
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filter 32 having wavelength Selective transmission charac 
teristics, which adapt to light Source Spectral characteristics 
of the cold-cathode fluorescent lamp 43. 
0082 FIG. 8 shows a color reproduction range of the 
liquid crystal display 1 including the light Selective trans 
mission filter 32 having Such wavelength Selective transmis 
sion characteristics, which is shown in NTSC color space. In 
the figure, reference Symbol 51 represents the color repro 
duction range by NTSC color coordinates, reference symbol 
52 represents the color reproduction range by the traditional 
liquid crystal display 91 as shown in FIG. 1 (that is, the 
display performing color Separation for light emitted from 
the cold-cathode fluorescent lamp 943 only by the color 
filter 922), reference symbol 53 represents the color repro 
duction range by the liquid crystal display 1 of this embodi 
ment (that is, the display performing color separation for 
light emitted from the cold-cathode fluorescent lamp 43 by 
the light selective transmission filter 32 in addition to the 
color filter 22), and reference symbols R3, G3, and B3 
represent regions of color coordinates of red light, green 
light, and blue light, respectively. 
0.083 AS above, it was found that in the color reproduc 
tion range 53 by the liquid crystal display of this embodi 
ment, the color reproduction range was expanded compared 
to the color reproduction range 52 by the traditional liquid 
crystal display, and in particular, Significant effects could be 
obtained in the green light region G3. Further, when the 
NTSC ratios were compared, the NTSC ratio in the tradi 
tional liquid crystal display was 70.7%, meanwhile the 
NTSC ratio in the liquid crystal display of this embodiment 
was 88.0%, which was a very high value. As above, by using 
the light selective transmission filter 32 adapted to the light 
Source Spectral characteristics of the cold-cathode fluores 
cent lamp 43, the NTSC ratio can be improved and the color 
reproduction range can be expanded. 
0084 As shown in FIG. 9, when a relation between the 
film thickness distribution of the light selective transmission 
layer 322 (film thickness of the whole optical multilayer 
film) and NTSC ratios was examined, it was found that as 
long as the film thickness distribution was within +2% to a 
given target value X (point where the film thickness distri 
bution is 0%), apparently high NTSC ratios (about 80% or 
more) were shown compared to the NTSC ratio Y (70.7%) 
of the traditional liquid crystal display. It is not particularly 
difficult to set the film thickness distribution of the light 
Selective transmission layer 322 within t2% to a given target 
value in mass production. Therefore, by using Such an 
optical selective transmissive filter 32, the NTSC ratio of the 
liquid crystal display can be Surely improved at a high yield 
ratio in mass production as well. 
0085. As above, in this embodiment, the light selective 
transmission filter 32 having wavelength Selective transmis 
Sion characteristics corresponding to spectral characteristics 
of the light source is provided between the cold-cathode 
fluorescent lamp 43 as a light Source and the liquid crystal 
panel 2, light emitted from the cold-cathode fluorescent 
lamp 43 in the Specific wavelength regions based on the 
wavelength Selective transmission characteristics is Selec 
tively transmitted and guided to the liquid crystal panel 2. 
Therefore, the color purity of illumination light of the liquid 
crystal panel 2 can be improved. In the result, the NTSC 
ratio can be improved and the color reproduction range can 
be expanded. 
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0086. In particular, the light selective transmission filter 
32 in which transmittance in the red region R1 (665+45 nm), 
the green region G1 (525+25 nm), and the blue region B1 
(440+20 nm) is 80% or more, and the rest of the red, green 
and blue region has wavelength regions whose light trans 
mittance is 10% or less adjacent to the green region G1 is 
used. Therefore, the light selective transmission filter 32 is 
better adapted to the cold-cathode fluorescent lamp 43 
generating light having intensity peaks in Such red region 
R1, green region G1, and blue region B1 (for example, the 
red light peak R10, the green light peak G10, and the blue 
light peak B10), and color purity of illumination light can be 
sufficiently improved. 

0087 Further, the light selective transmission filter 32 is 
provided between the prism sheet 41 and the liquid crystal 
panel 2. Therefore, variation of wavelength shift amounts in 
the light transmitted through the light Selective transmission 
filter 32 caused by variation of incident angles can be 
inhibited. In the result, the color purity of illumination light 
can be further improved. 

0088. Further, the light guide plate 45 is provided in the 
luminaire 4 to obtain the edge light type structure. Therefore, 
the whole area of the liquid crystal panel 2 can be irradiated 
with light emitted from the Single light Source (cold-cathode 
fluorescent lamp 43), and the liquid crystal display 1 can be 
thinned. 

0089. Further, when the film thickness distribution of the 
light selective transmission filter 32 is within +2% to a given 
target value, the NTSC ratio of the liquid crystal display can 
be Surely improved. Therefore, the liquid crystal display can 
be easily formed at a high yield ratio in mass production. 

0090. In the liquid crystal display 1 of this embodiment, 
the case, in which the light Selective transmission filter 32 is 
provided between the prism sheet 41 and the liquid crystal 
panel 2 has been described. However, arrangement of the 
light selective transmission filter 32 is not limited thereto. 
The light selective transmission filter 32 is preferably 
arranged between the cold-cathode fluorescent lamp 43 as a 
light Source and the liquid crystal panel 2. 

0091) Descriptions will be given of Modification 1 of the 
first embodiment. 

Modification 1 
0092. In this modification, the light selective transmis 
Sion filter is arranged on the Surface of the cold-cathode 
fluorescent lamp 43 as a light Source in the first embodiment. 

0093 FIG. 10 shows a cross sectional structure of a 
liquid crystal display according to this modification. Aliquid 
crystal display 11 of this modification includes the liquid 
crystal panel 2, the luminaire 4 arranged behind the liquid 
crystal panel 2, and the diffusion sheet 31 arranged therebe 
tween. The point different from the liquid crystal display 1 
in the first embodiment is that a light Selective transmission 
filter 33 is arranged on the surface of the cold-cathode 
fluorescent lamp 43 as a light Source as described above. The 
light selective transmission filter 33 is not always directly 
arranged on the Surface of the cold-cathode fluorescent lamp 
43, but other layer may be sandwiched inbetween. Other 
respective components are Similar to of the first embodi 
ment, and therefore descriptions thereof are omitted. 
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0094) When the light selective transmission filter 33 is 
arranged on the Surface of the cold-cathode fluorescent lamp 
43 as a light Source as above, light emitted from the 
cold-cathode fluorescent lamp 43 in the Specific wavelength 
regions can be Selectively transmitted and guided to the 
liquid crystal panel 2, and effects similar to of the first 
embodiment can be obtained as well. 

0.095 As a method of arranging the light selective trans 
mission filter 33 of this modification on the Surface of the 
cold-cathode fluorescent lamp 43, a method of directly 
forming the light Selective transmission layer 322 by the 
foregoing dry process or the foregoing wet process, or a 
method of bonding the light selective transmission filter 32 
formed by the method described in the first embodiment on 
the surface of the cold-cathode fluorescent lamp 43 by, for 
example, an adhesive tape. 
0096) Next, descriptions will be given of Modification 2 
of the first embodiment. 

Modification 2 
0097. This modification relates to a so-called underlay 
luminaire, in which the cold-cathode fluorescent lamp 43 as 
a light Source is arranged directly under the liquid crystal 
panel 2 in the first embodiment. 
0.098 FIG. 11 shows a cross sectional structure of a 
liquid crystal display according to this modification. Aliquid 
crystal display 12 of this modification includes the liquid 
crystal panel 2, the luminaire 4 arranged behind the liquid 
crystal panel 2, the diffusion sheet 31 and the light selective 
transmission filter 32, which are arranged between the liquid 
crystal panel 2 and the luminaire 4. The point different from 
the liquid crystal display 1 in the first embodiment is that the 
luminaire 4 has a underlay configuration. That is, the lumi 
naire 4 has a structure in which a plurality of cold-cathode 
fluorescent lamps 43 as a light Source (in this modification, 
the case, in which four cold-cathode fluorescent lamps 43 
are arranged is shown) and the lamp reflectors 44, which are 
arranged around the plurality of cold-cathode fluorescent 
lamps 43, are arranged directly under a multilayer film 
having a laminated Structure including the prism sheet 41 
and the diffusion sheet 42 in this order from the observer 
Side. Since the cold-cathode fluorescent lamp 43 is arranged 
directly under the liquid crystal panel 2, the light guide plate 
45 is not necessary, and the plurality of cold-cathode fluo 
rescent lamps 43 can be arranged. Other components are 
similar to of the first embodiment, and therefore descriptions 
thereof are omitted. 

0099. By making the luminaire 4 having the underlay 
Structure as above, the light guide plate 45 is not necessary. 
AS a result, in addition to the effects in the first embodiment, 
the Structure can be simplified, and the number of parts can 
be decreased. Therefore, the cost can be thereby reduced. 
Further, Since the plurality of cold-cathode fluorescent lamps 
43 can be arranged, brightness of the liquid crystal display 
12 can be improved. 
0100. As shown in FIG. 12, in the underlay luminaire 4, 
as in the foregoing modification 1, it is also possible to 
arrange a light Selective transmission filter 34 including 
components indicated by reference symbols 341 to 344 on 
the Surface of the respective cold-cathode fluorescent lamp 
43. In this case, the effects similar to of Fig. 11 can be 
obtained. 
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Second Embodiment 

0101 Next, descriptions will be given of a second 
embodiment of the present invention. 
0102) In the foregoing first embodiment, the liquid crys 
tal display, in which the color reproduction range is 
expanded by providing the light Selective transmission filter 
has been described. In this embodiment, a liquid crystal 
display capable of expanding the color reproduction range 
by providing a light selective reflection filter will be 
described. 

0.103 FIG. 13 shows a cross sectional structure of the 
liquid crystal display according to the Second embodiment 
of the present invention. A liquid crystal display 6 of this 
embodiment includes the liquid crystal panel 2, the lumi 
naire 4 arranged behind the liquid crystal panel 2, and the 
diffusion sheet 31 arranged therebetween. The point differ 
ent from the liquid crystal display 1 in the first embodiment 
is that, as described above, instead of the light Selective 
transmission filter, a light selective reflection filter 36 is 
provided between a slope K of the light guide plate 45, that 
is, the light guide plate 45 and the reflective sheet 46. In 
other words, the luminaire 4 has a laminated Structure 
including the prism sheet 41, the diffusion sheet 42, the light 
guide plate 45, the light selective reflection filter 36, and the 
reflective sheet 46 from the observer side, the cold-cathode 
fluorescent lamp 43 as a light Source arranged on the Side 
face of the laminated Structure, and the lamp reflector 44 
arranged around the cold-cathode fluorescent lamp 43. Part 
of the lamp reflector 44 is opened toward the foregoing 
laminated structure as in the first embodiment. The light 
Selective reflection filter 36 also has a function as a reflective 
sheet, and therefore the reflective sheet 46 is not necessarily 
provided. Further, other components are Similar to of the 
first embodiment, and therefore descriptions thereof are 
omitted. 

0104 For example, as shown in FIG. 15, which will be 
described later, the light selective reflection filter 36 has 
wavelength Selective reflection characteristics correspond 
ing to spectral characteristics of the cold-cathode fluorescent 
lamp 43 as a light source (for example, FIG.3). In FIG. 15, 
the horizontal axis represents wavelengths (nm) of incident 
light, and the vertical axis represents reflectance (%), and 
reference symbols B4, G4, and R4 represent a blue light 
region (460+10 nm), a green light region (535+10 nm), and 
a red light region (660-10 nm), respectively. AS above, the 
light selective reflection filter 36 has a function to selectively 
reflect light emitted from the cold-cathode fluorescent lamp 
43 (for example, three primary color regions including the 
red light peak R10, the green light peak G10, and the blue 
light peak B10 in FIG.3) in the specific wavelength regions 
based on the wavelength Selective reflection characteristics 
and to guide the reflected light to the liquid crystal panel 2. 
The details of the wavelength selective reflection character 
istics of the light selective reflection filter 36 will be 
described later. By providing the light selective reflection 
filter 36, the color purity of illumination light can be 
improved. In the result, as described later, the NTSC ratio 
can be improved, and the color reproduction range can be 
expanded. 

0105 Though details will be described later, the light 
selective reflection filter 36 has a slope film structure whose 
film thickness corresponds to incident angles as the light 
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selective reflection filter 36 is arranged on the slope KSo that 
the incident angles of incident light emitted from the cold 
cathode fluorescent lamp 43 vary according to incident 
positions. Thereby, variation of wavelength shift amounts 
when light emitted from the light source is reflected by the 
light selective reflection filter 36 can be inhibited. 
0106 FIG. 14 shows a cross sectional structure of the 
light selective reflection filter 36 shown in FIG. 13. In the 
light selective reflection filter 36, a light selective reflection 
layer 362 is formed on a metal Substrate 361. The light 
selective reflection layer 362 includes an optical thin film, in 
which metal layers 362M1 and 362M2 and dielectric layers 
362D1 and 362D2 are alternately layered. 
0107 The metal substrate 361 is a section becoming a 
support for the light selective reflection layer 362, and is 
made of, for example, a metal material Such as aluminum 
(Al). 
0108. The light selective reflection layer 362 is a section 
playing a core role of the light selective reflection filter 36. 
As described above, the light selective reflection layer 362 
has a function to selectively reflect light emitted from the 
cold-cathode fluorescent lamp 43 in the Specific wavelength 
regions corresponding to the wavelength Selective reflection 
characteristics and to guide the reflected light to the liquid 
crystal panel 2. 

0109 AS described later, the light selective reflection 
layer 362 can be formed by the dry process. Further, the 
foregoing metal layers 362M1 and 362M2 include a layer 
made of, for example, niobium (Nb), aluminum (Al), gold 
(Au), or silver (Ag). The foregoing dielectric layer 362D1 
and 362D2 include, for example, a titanium oxide Such as 
TiO2, a niobium oxide Such as NbOs, or a tantalum oxide 
Such as Ta-Os. 
0110. Next, descriptions will be given of an example of 
a method of forming the light selective reflection filter 36 
with Such a structure. AS described above, the light Selective 
transmission filter 32 can be formed by the dry process. 
0111 First, the metal Substrate 361 made of the foregoing 
metal material is prepared. Next, for example, by Sputtering 
method, on the metal substrate 361, the metal layers 362M 
and the dielectric layerS 362D made of the foregoing respec 
tive materials are alternately layered. Consequently, the light 
Selective reflection filter 36 is formed. 

0112 The light selective reflection filter 36 formed as 
above is arranged between the slope K of the light guide 
plate 45 shown in FIG. 13, that is, the light guide plate 45 
and the reflective sheet 46, thereby manufacturing the liquid 
crystal display 6 of this embodiment. However, as described 
above, when the light selective reflection filter 36 also has a 
function as the reflective sheet 46 and the reflective sheet 46 
is not formed, the light selective reflection filter 36 may be 
directly formed over the whole area of the light guide plate 
45. 

0113. Next, basic operations when images are displayed 
in the liquid crystal display 6 manufactured as above will be 
hereinafter described. 

0114 First, in the luminaire 4, light emitted from the 
cold-cathode florescent lamp 43 is reflected by the lamp 
reflector 44, and the reflected light is emitted to the light 
selective reflection filter 36. Next, among the light emitted 
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from the luminaire 4, light in the Specific wavelength regions 
based on the wavelength Selective reflection characteristics 
is selectively reflected and emitted in the direction of the 
liquid crystal panel 2 by the light Selective reflection filter 
36. Next, the selectively reflected light is spread over the 
whole area of the liquid crystal panel 2 by the light guide 
plate 45, evenly diffused by the diffusion sheet 42, oriented 
by the prism sheet 41, and thereby emitted to the liquid 
crystal panel 2. 
0115 The selectively transmitted and emitted light in the 
luminaire 4 enters the liquid crystal panel 2, light having a 
light Volume based on the Voltage applied for every pixel 
between the transparent pixel electrode 27 and the transpar 
ent electrode 23 as an opposed electrode is transmitted and 
color-Separated by using the color filter 22, and thereby 
color images are displayed. 
0.116) Next, optical characteristics of the liquid crystal 
display 6 of this embodiment will be described by compari 
Son with of the traditional liquid crystal display shown in 
FIG. 1. 

0117 FIG. 15 shows reflection characteristics of the light 
Selective reflection filter 36. 

0118. As shown in the figure, the light selective reflection 
filter 36 shows wavelength selective reflection characteris 
tics to Selectively reflect light in the Specific wavelength 
regions corresponding to the light Source Spectrum of the 
cold-cathode fluorescent lamp 43 (for example, three pri 
mary color regions including the red light peak R10, the 
green light peak G10, and the blue light peak B10 in FIG. 
3). Specifically, the specific wavelength regions are, for 
example, the red region R4, the green region G4, and the red 
region R4 in the figure. The reflectance in Such regions is 
80% or more. The rest of the red, green and blue region has 
wavelength regions having reflectance of 10% or less (spe 
cifically, wavelength regions of about from 475 to 510 m and 
about from 560 to 615 nm) adjacent to the green region G4 
(for example, from the blue region B4 to the red region R4 
in the figure). Therefore, different from the transmission 
characteristics of a general color filter shown in FIG. 2, 
reflection characteristics of a narrow wavelength band are 
shown. Consequently, when light emitted from the cold 
cathode fluorescent lamp 43 is previously filtered by using 
the light selective transmission filter 32 in addition to the 
color filter, the color purity of illumination light of the liquid 
crystal panel 2 can be improved. Thereby, as in the first 
embodiment, the NTSC ratio can be improved, and the color 
reproduction range can be expanded. 
0119 Further, FIG. 16 shows wavelength change when 
light is reflected by the light selective reflection filter 36. 
reference symbols 71 to 74 in the figure respectively repre 
Sent reflection characteristics when the incident angles are 
0°, 15, 30°, and 40°. 
0120 AS above, it was found that as the incident angle 
was increased from 0 to 40, a blue light peak B5, a green 
light peak G5, and a red light peak R5 are shifted to the short 
wavelength Side with the intensity unchanged, that is, it was 
found that when light is reflected by the light selective 
reflection filter 36, wavelength is changed according to 
incident angles. 
0121 Therefore, as described above, the light selective 
reflection filter 36 of this embodiment has a slope film 
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Structure whose film thickness corresponds to incident 
angles, considering that the light Selective reflection filter 36 
is arranged on the slope K So that the incident angles of 
incident light emitted from the cold-cathode fluorescent 
lamp 43 vary according to the incident positions as 
described above. Thereby, variation of wavelengths of 
reflected light according to the position where light is 
reflected can be inhibited, and variation of wavelength shift 
amounts when light emitted from the light Source is reflected 
by the light selective reflection filter 36 can be inhibited. 
0.122 AS above, in this embodiment, the light selective 
reflection filter 36 having wavelength selective reflection 
characteristics corresponding to the Spectral characteristics 
of the cold-cathode fluorescent lamp 43 as a light Source is 
provided between the slope K of the light guide plate 45, that 
is, the light guide plate 45 and the reflective sheet 46. Among 
the light emitted from the cold-cathode fluorescent lamp 43, 
light in the Specific wavelength regions based on the wave 
length Selective reflection characteristics is Selectively 
reflected, and guided to the liquid crystal panel 2. Therefore, 
as in the first embodiment, by improving the color purity of 
illumination light of the liquid crystal panel 2, the NTSC 
ratio is improved and the color reproduction range can be 
expanded. 

0123. In particular, the light selective reflection filter 36 
in which reflectance in the red region R4 (660+10 nm), the 
green region G4 (535+10 nm), and the blue region B4 
(460+10 nm) is 80% or more, and the rest of the red, green 
and blue region has wavelength regions whose light reflec 
tance is 10% or less adjacent to the green region G4 is used. 
Therefore, the light selective reflection filter 36 is better 
adapted to the cold-cathode fluorescent lamp 43 emitting 
light having the intensity peaks in Such red region R4, green 
region G4, and blue region B4 (for example, the red light 
peak R10, the green light peak G10, and the blue light peak 
B10), and the color purity of illumination light can be 
sufficiently improved. 

0.124. Further, the light selective reflection filter 36 has a 
Slope film Structure whose film thickness corresponds to 
incident angles of light emitted from the cold-cathode fluo 
rescent lamp 43. Therefore, variation of wavelengths of 
reflected light according to the position where light is 
reflected can be inhibited, and variation of wavelength shift 
amounts when light emitted from the light Source is reflected 
by the light selective reflection filter 36 can be inhibited. In 
the result, the color purity of illumination light can be further 
improved. 

0125 While the invention has been described with ref 
erence to the first and the Second embodiments and the 
modifications, the invention is not limited to the foregoing 
embodiments and the like, and various modifications may be 
made. 

0.126 For example, in the foregoing embodiments and 
the like, the case, in which the cold-cathode fluorescent 
lamp, which is he CCFL, is used as a light Source of the 
luminaire has been described. However, the luminaire can be 
composed by using other light Source Such as an LED. 

0127. Further, materials, thicknesses, deposition meth 
ods, and deposition conditions of the respective layers are 
not limited to the materials, thicknesses, deposition meth 
ods, and deposition conditions of the respective layers, 
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which have been described in the foregoing embodiments 
and the like. Other materials, thicknesses, deposition meth 
ods, and deposition conditions may be applied. 
0128. Further, in the foregoing embodiments and the like, 
the configurations of the liquid crystal display have been 
described with reference to the Specific examples. However, 
it is not necessary to provide all layers, or it is possible to 
provide other layer. 
0129. Further, in the foregoing embodiments and the like, 
the case of the active matrix liquid crystal display has been 
described. However, the present invention can be applied to 
the case of a simple matrix driving liquid crystal display as 
well. 

0.130. It should be understood by those skilled in the art 
that various modifications, combinations, Sub-combinations 
and alterations may occur depending on design requirements 
and other factors insofar as they are within the Scope of the 
appended claims or the equivalents thereof. 

What is claimed is: 
1. A liquid crystal display comprising: 

a liquid crystal panel driven based on image Signals, 
a light Source emitting light for illuminating the liquid 

crystal panel; and 

a light selective transmission filter, which has wavelength 
Selective transmission characteristics corresponding to 
Spectral characteristics of the light Source, Selectively 
transmits light generated from the light Source in the 
Specific wavelength regions based on the wavelength 
Selective transmission characteristics, and guides the 
transmitted light to the liquid crystal panel. 

2. A liquid crystal display according to claim 1, wherein 
light from the light Source has respective intensity peaks at 
least in a red region, a green region, and a blue region, light 
transmittance in the red region, the green region, and the 
blue region of the light selective transmission filter is 80% 
or more, and the rest of the red, green and blue region has 
wavelength regions whose light transmittance is 10% or leSS 
adjacent to the green region. 

3. A liquid crystal display according to claim 1, wherein 
the light Selective transmission filter has: 

a Substrate; and 

a light Selective transmission layer which is layered on the 
Substrate. 

4. A liquid crystal display according to claim 3, wherein 
the light Selective transmission layer has a structure in which 
higher refractive indeX layers and lower refractive indeX 
layers are alternately layered, and the bottom layer and the 
top layer of the light Selective transmission layer are the 
higher refractive indeX layers. 

5. A liquid crystal display according to claim 4, wherein 
a film thickness distribution of the light selective transmis 
Sion layer is within t2% to a given target value. 

6. A liquid crystal display according to claim 4, wherein 
the higher refractive indeX layers include a layer made of a 
titanium oxide, a niobium oxide, or a tantalum oxide, and the 
lower refractive indeX layers include a layer made of a 
Silicon oxide or magnesium fluoride. 
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7. A liquid crystal display according to claim 4, wherein 
the higher refractive index layer and the lower refractive 
indeX layer are made of a thermosetting resin or a photo 
curable resin. 

8. A liquid crystal display according to claim 3, wherein 
the Substrate is made of a polymeric material containing 
polycarbonate, polyethylene telephthalate, polyethylene 
naphthalate, polyether Sulfone, or polyolefin. 

9. A liquid crystal display according to claim 1, further 
comprising: 

a prism sheet between the light Source and the liquid 
crystal panel, the prism sheet orienting diverged light 
from the light Source in the direction toward the liquid 
crystal panel, 

wherein the light Selective transmission filter is provided 
between the prism sheet and the liquid crystal panel. 

10. A liquid crystal display according to claim 1, wherein 
the light Selective transmission filter is formed on the Surface 
of the light Source. 

11. A liquid crystal display according to claim 1, wherein 
the light Source is formed of a cold-cathode tube. 

12. A liquid crystal display comprising: 
a liquid crystal panel driven based on image Signals, 
a light Source emitting light for illuminating the liquid 

crystal panel; and 
a light Selective reflection filter, which has wavelength 

Selective reflection characteristics corresponding to 
Spectral characteristics of the light Source, Selectively 
reflects light generated from the light Source in the 
Specific wavelength regions based on the wavelength 
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Selective reflection characteristics, and guides the 
reflected light to the liquid crystal panel. 

13. Aliquid crystal display according to claim 12, wherein 
the light Source has respective intensity peaks at least in a 
red region, a green region, and a blue region, light reflec 
tance in the red region, the green region, and the blue region 
of the light selective reflection filter is 80% or more, and the 
rest of the red, green and blue region has wavelength regions 
whose light reflectance is 10% or less adjacent to the green 
region. 

14. A liquid crystal display according to claim 12, further 
comprising a light guide plate which propagates light gen 
erated from the light Source, the light guide plate having a 
Slope Slanted to the direction of propagation of the light, and 
the light selective reflection filter is provided on the slope. 

15. Aliquid crystal display according to claim 12, wherein 
the light Selective reflection filter is formed by using a light 
Selective reflection layer having a structure in which dielec 
tric layerS and metal layers are alternately layered. 

16. Aliquid crystal display according to claim 15, wherein 
the light Selective reflection layer is arranged So that incident 
angles of incident light vary according to the incident 
positions, having a film thickness according to the incident 
angle, and wavelengths of reflected light are almost fixed 
irrespective of the position where the incident light is 
reflected. 

17. Aliquid crystal display according to claim 15, wherein 
the dielectric layers include a layer made of a titanium oxide, 
a niobium oxide, or a tantalum oxide, and the metal layers 
include a layer made of niobium, aluminum, gold, or Silver. 

k k k k k 
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