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BACKGROUND MODELING FROM A FREE-MOVING CAMERA BY MULTI-LAYER
HOMOGRAPHY ALGORITHM

Yuxin Jin, Linmi Tao, Huijun Di, Naveed I Rao, Guangyou Xu

Department of Computer Science, Tsinghua University
jyx05 @mails.tsinghua.edu.cn

ABSTRACT

This paper proposes a novel Multi-layer Homography Algo-
rithm for background modeling from a free-moving camera.
Background is composed of many planes. Different planes
satisfy with different homographies which can be found by
our algorithm. Each pixel except for the moving pixel defi-
nitely belongs to some plane. Rectified by the corresponding
homography, each static pixel in the shared view can find its
match in the previous frame. Thus, frames can be rectified
to a specific viewpoint for background modeling. Experiment
shows it is effective. Our approach can be used in motion
detection from a free-moving camera.

Index Terms— Multi-layer Homography, free-moving
camera, background model

1. INTRODUCTION

Detecting moving objects is one main task in computer vi-
sion. Many high-level understanding is based on the motion
detection. In order to achieve it, a stable background model
is necessary. Many previous works [1][2][3] use background
model to find the motion region. However, they assume the
scene is captured by fixed camera. For moving camera, [4]
presents a method for modeling in a panoramic view which
is based on some literatures on image mosaic techniques for
constructing panoramic views (e.g., [5]). But, they all have
an assumption that the camera movement only contains rota-
tion about its optical center which can guarantee no signifi-
cant parallax.

Approach in [6] estimates the motion in video by tracking
particles selected in the video. It does not construct an explicit
background model. Our previous work [7] can handle the
background modeling from free-moving camera (both trans-
fer and rotation occurs) by finding pixel correspondences. But
it cannot handle the problem with large depth disparity where
the static pixels close to the camera cannot find correspon-
dences. [8] solves the problem by implementing multiview
geometric constraints after homography and epipolar filter.
However, it suffers from some degenerate cases.
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Based on our previous work, this paper proposes Multi-
Layer Homography Algorithm to constructing the back-
ground model for motion detection in presence of large depth
disparity from a moving camera. By this algorithm, any static
pixels can find correspondences regardless of their different
depth. The experiment result shows the superiority of our
approach.

This paper is organized as follows. Section 2 proposes
the Multi-layer Homography Algorithm. Section 3 describes
how to find pixel correspondences under multi-layer scheme.
Section 4 introduces a method to construct a panorama back-
ground for a video sequence. Section 5 shows the experiment
results.

2. MULTI-LAYER HOMOGRAPHY ALGORITHM

In our previous work [7] and Yuan’s approach [8], Current
frame is initially registered into the viewpoint of previous
frame or panorama background by homography. It is applica-
ble if the scene can be roughly viewed as one plane (such as
the aerial video) or the depth disparity is relatively low com-
pared with the distance from the camera. In two frames with
strong parallax and large depth disparity (shown in Fig.1), our
previous method is incapable and Yuan’s approach need one
more frame and may fail when degenerate case exists.

(a) frame 1

(b) frame 2

Fig. 1. Two frames with strong parallax and large depth disparity

Observing the open problem, it is logical to propose a
new algorithm - Multi-layer Homography Algorithm which
can find different planes in one scene. Each pixel in the scene
definitely belongs to some plane. In two frames with paral-
lax captured by a free-moving camera, the pixels in the same
plane satisfy with one homography induced by the plane. Our
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approach’s goal is to compute several homography induced
by different planes on which every static pixel lies. Hence,
those pixels can find their accurate correspondences in an-
other frame after transformed by proper homography.

To find homography, feature points are necessary. Harris
algorithm is used to find the corners in two frames. There-
after, KLT tracker [9] is performed to find putative correspon-
dences of these feature points. Denote n putative matched
feature points set as {pgl)} = {(xgl),yfl), 1)} for first frame
and {pZ@)} {(xz(-z),yf),l)} for second frame, where
t = 1,2,...,n (all 2D pixels are represented in homoge-
neous form). Assuming there exist m layers homography
H;,j = 1,2,...,m induced by m planes in the scene, denote
the correspondences satisfying with jth layer homography
H; as (p527p§2), k; = 1,2,...,n; where k; is the number
of the correspondences induced by jth homography. We have

M _ Hoo®
P, = Hjpjy -

Our algorithm is quite straightforward. Firstly, a subset of
the putative correspondences is computed by RANSAC fitting
one specific homography. Secondly, after excluding the pre-
viously calculated subset, we perform RANSAC again to find
the next layer of homography for the residual feature points.
After m iteration or no enough correspondences remained, al-
gorithm terminates and m or less layers of homography can
be found.

(a) 1st layer

(b) 2nd layer (c) 3rd layer

Fig. 2. Three layer homography

Frame 2 in Fig.1 is rectified and registered into frame 1.
Fig.2 superimposes frame 2 onto frame 1 and shows three set
of correspondences satisfying with different layers of homog-
raphy induced by three main planes: wall, computer screen
and desk. In order to build background model, a dense match
for all pixels is required. A new approach to achieve dense
match is introduced in the next section.

3. DENSE PIXEL CORRESPONDENCE

In our previous work [7], likelihood and smoothness con-
straints are introduced for optimizing matching problem and
are formulated as energy function. The correspondences are
found between the panorama background and the current
frame rectified by main homography. But it only suits the sit-
uation where only one main plain exists in the scene. Under
new Multi-layer Homography scheme, some new function
should be introduced to decide which layer each pixel lies in.
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In this section, we discuss how to rectify one frame so as to
register it into another frame’s viewpoint.

We let the rectified pixel in the second frame be fc§2) =
H; 1x(®) according to jth layer. Our task is to assign layer
label I, € 1,2,...,m to each pixel in the overlap area. Here
the overlap area means the same area shared with the first
frame and the rectified second frame.

In the first frame, we search for the most similar pixel to
the pixel x(?) in the neighbor of location %x(?) (jth layer). The
neighbor D = {(z,y)| —a <z < a,—b <y < b}.

AX§2) = arg min{I(l)(ﬁ§»2) + Ax) — I (x@)}
AxeD )
1=12..m

I (x) is the intensity of the pixel x in the ith frame. Ax§2)

is the displacement.The best layer for one pixel in the second
frame let the rectified pixel coincides with its correspondence
in the first frame. Intensity is used to measure the match.
Then, the layer label for each overlap pixel is

lp = arg min{]u)(f(f) + AX;”) - 1P(x®)} (@)
J

The difference of intensity for one correspondence is
AI(x®) = IV + AxP) - 1D(x®)  3)

For each pixel outside overlap area, the layer label is also
necessary. Most non-overlap pixels stay in the smooth seg-
ment shared with some overlap pixels. In [7], MST (minimal
span tree) is used to represent the scene smoothness. Here,
we use it to decide which segment these pixels belong to. The
tree can be trimmed if the weight of edge (u, v) is higher than
some threshold. The trimmed part can be regarded as one
smooth segment. For those non-overlap pixels in the smooth
segment, the layer label is assigned to them same as the label
of majority of overlap pixels in this segment.

In this way, each overlap pixel x(?) in the second frame
can find its correspondence fcl(:) + Axl(:) in the first frame
and each non-overlap pixel can be properly rectified. Unlike
[6], our approach is for dense match.

Based on our dense correspondences, background model-
ing for video sequence is feasible which is to be introduced in
the next section.

4. VIDEO BACKGROUND MODELING AND
FOREGROUND SEGMENTATION

With the help of Multi-layer Homography Algorithm and
dense pixel correspondence, background model can be con-
structed for video captured by a free-moving camera. We
adopt the same background modeling approach as [2]. Each
pixel’s values are modeled as a mixture of Gaussians.

The first frame of the video is used for the initialization
of the panorama. Then, each following frame in the video
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is rectified to the viewpoint of the first frame’s viewpoint by

our approach. In frame ¢, the pixel x(*) is rectified to Xz(:) =

fcl(z) + Axl(fz). Then the MoG parameter at location xl(z) in
the background panorama will be updated according to the
strategy in [2]. The frame may contain some pixels outside
the panorama background, rectify them to proper location ac-
cording to the method introduced in Section 3, and initialize
the background model at this location.

With the background model, the probability for this pixel
to be background is calculated as

K
PUDCD) =3 GO,
i=1

) (t t) o (t
e Gep)) 5 ()
where K is the number of Gaussian. For the pixel at location

Xl( Z) in the panorama background, wgt) is the occupancy prob-

ability for the 7th Gaussian, ugt) and th) are the mean value
and covariance matrix at this location (for simplicity, super-
script (¢) will be omitted). 7 is the Gaussian density function

1 —1I-w)T'S(I—p
We s(I—p)" S(I-p) 5)

Unlike many approach for motion detection based on
background modeling, we label the pixel as background or
foreground under global restriction firstly given in our previ-
ous work [7] and modified under the new scheme.

In [7], the global constraints are used not only to decide
whether the pixels belong to background, but also find dis-
placement for alignment. In this paper, the displacement for
pixels is found during the process of finding correspondences
in Section 3 (equation 1 and 2). More searching for the dis-
placement is redundant in this stage and cannot yield much
profit compared with its high computational cost. Thus, the
pixels are only labeled as background or foreground.

The likelihood function for each pixel can be written as

(I, p ) =

P(I(x)),
1= P(I(x)),

where [(-) is the label, I(-) = 0 for background, I(-) = 1
for foreground. Similar to [7], MST is used for smoothness
constraint. Assuming it has the set of nodes V' and edges F,
the smoothness function can be formulated as

S(l(u),l(v)) = { 553 i iEZ;

where the w(u,v) is the edge weight in the MST, a small
value stands for v and v are in the same smooth area while a
large value means they may in different segments. « is some
constant value. To label each pixel is equivalent to minimize
the following energy function

Epin = min(Y_ logf(l(u)) + D S(Uu),l(v))) (®)

ueVv (u,v)EE

I(x)=0

I(x)=1 ©

L(x)[I(x)) = {

—w(u,v
ale ( 7)’

azefl/w(u,v),

(7
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The global optimal label corresponding to the above mini-
mal energy function can be attained by dynamic programming
on a tree. Then, the foreground pixel can be segmented.

5. EXPERIEMENTS

(a) Rectified Frame 2
with 4 homography layers

(b) Disparity from Frame 1

(c) Rectified Frame 2
with 1 homography layer

(d) Disparity from Frame 1

Fig. 3. Comparison between proposed approach and previous ap-
proach in [7] on data set 1

Some parameters are adaptively or manually selected.
The number of layers is adaptively decided. When the
remained feature points used for finding homography by
RANSAC are fewer than some quantity (10-16 is proper),
the algorithm will automatically stop. The neighbor size
for finding displacement is (—3,—3) — (+3,43). We let
o = max 1/(e=*(®?) and iy = max 1/(e~ /@),

Our Algorithm is tested on several data sets. The first data
set (shown in Fig.3) comes from http://www.csse.uwa.edu.
au/"pk/Research/MatlabFns/index.html. Fig.3 compares the
new algorithm with previous algorithm [7]. Without multi-
layer homography, the second frame cannot be correctly rec-
tified to the first viewpoint. As a result, [7] approach fails.

The second data set is the same as that in [7] (24 frames).
The proposed approach attains similar result shown in Fig.4
as that reported in [7]. It is because that the depth disparity of
the scene is relatively small compared with the distance from
the camera and only minor movement of camera exists.

The third data set is from [6] containing 200 frames. The
result is shown in Fig.5. The fourth data set is captured by
hand-held camera roughly moving along the same direction
as the cars (degenerate case in [8]). Moreover, the distance
from the building is not very far.

Worth to mention, in the last several frames, the corre-
spondences of feature points are hard to find due to the great
parallax (large rotation) between the panorama and the cur-
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(d) Frame 24

(e) Panorama for Frame 24 (f) Foreground for Frame 24

Fig. 4. Our result on data set 2

(b) Frame 42 (c) Frame 193

(d) Rectified
Frame 42

(e) Foreground
for Frame 42

(f) Rectified
Frame 193

(g) Foreground
for Frame 193

Fig. 5. Our result on data set 3

(d) Panorama for Frame 90

Fig. 6. Our result on data set 4

rent frame which will cause KLT tracker inapplicable. To
solve the problem, a more robust tracker may be used such
as SIFT. Additionally, misalignment still exists and cumula-
tive error cannot be totally eliminated by our approach.

6. CONCLUSION

This paper proposes a novel Multi-layer Homography Algo-
rithm to construct background model for scene captured by
a free-moving camera. It is based on our previous work [7]
on this challenging problem. Better performance of our ap-
proach should be ascribed to its effective algorithm to find
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several homography layers induced by different plains in the
scene. With this important improvement, only some minor
modifications are made on the background model establish-
ment and energy function for foreground segmentation.

We still notice some deficiency in our algorithm. Firstly,
cumulative error still exists. Secondly, when it occurs large
parallax between the current frame and the panorama es-
pecially caused by rotation, the putative matches of feature
points cannot be reliably found. Our future work will focus
on these problems.
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