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(57) ABSTRACT 

In one embodiment, the present invention includes a proces 
Sor having multiple domains including at least a core domain 
and a non-core domain that is transparent to an operating 
system (OS). The non-core domain can be controlled by a 
driver. In turn, the processor further includes a memory inter 
connect to interconnect the core domain and the non-core 
domain to a memory coupled to the processor. Still further, a 
power controller, which may be within the processor, can 
control a frequency of the memory interconnect based on 
memory boundedness of a workload being executed on the 
non-core domain. Other embodiments are described and 
claimed. 
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1. 

ENABLING ANON-CORE DOMAN TO 
CONTROL MEMORY BANDWIDTH INA 

PROCESSOR 

This application is a continuation of U.S. patent applica 
tion Ser. No. 13/282,896, filed Oct. 27, 2011, the content of 
which is hereby incorporated by reference. 

BACKGROUND 

As technology advances in the semiconductor field, 
devices such as processors incorporate ever-increasing 
amounts of circuitry. Over time, processor designs have 
evolved from a collection of independent integrated circuits 
(ICs), to a single integrated circuit, to multicore processors 
that include multiple processor cores within a single IC pack 
age. As time goes on, ever greater numbers of cores and 
related circuitry are being incorporated into processors and 
other semiconductors. 

Multicore processors are being extended to include addi 
tional functionality by incorporation of other functional units 
within the processor. One issue that arises is that the different 
circuitry can have differing needs with regard to frequency of 
operation based on their workloads. However, suitable 
mechanisms to ensure that these different units operate at an 
appropriate frequency are not available. Further, the different 
units can have a shared interface to access a shared cache or 
system memory. Typically, this interface to the cache and 
system memory is either operated at a constant fixed fre 
quency or is tied to the frequency of the processor cores. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is high level flow diagram of a method in accordance 
with an embodiment of the present invention. 

FIG. 2 is a flow diagram of a method for updating a map 
ping table in accordance with an embodiment of the present 
invention. 

FIG.3 is a block diagram of a processor in accordance with 
an embodiment of the present invention. 

FIG. 4 is a block diagram of a multi-domain processor in 
accordance with another embodiment of the present inven 
tion. 

FIG. 5 is a block diagram of a system in accordance with 
one embodiment of the present invention. 

DETAILED DESCRIPTION 

A multi-domain processor including multiple domains 
Such as a core domain, a non-core domain and a system agent 
domain can enable the non-core domain to control memory 
bandwidth available to it. As will be described herein, in 
various embodiments this memory bandwidth can be realized 
by an interconnect structure, namely a ring interconnect that 
is part of the core domain. However, although described 
herein as being part of the core domain, understand that in 
other implementations a multi-domain processor can include 
an independent interconnect domain. By allowing a non-core 
domain to have control over an interconnect frequency and 
thus bandwidth, memory bandwidth used by non-core 
domain can be more efficient. 
As will be discussed further below, in a multi-domain 

processor, a non-core domain can be coupled to a shared 
memory Such as a last level cache and system main memory 
via an interconnect structure. By default, the interconnect 
frequency can be at the maximum frequency of all active 
cores of the core domain. If however the processor is power 
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2 
and/or thermally limited, the interconnect frequency drops 
along with the cores frequency. Since the interconnect fre 
quency impacts the effective memory bandwidth available to 
the non-core domain, the interconnect frequency has a sig 
nificant impact on non-core domain performance. However, 
higher interconnect frequency comes at a cost of higher 
power consumption in the core domain. Embodiments may 
use a mailbox interface to dynamically optimize power/per 
formance for a workload executing on a non-core domain. 

In the particular implementation described herein, the non 
core domain can be a graphics domain that includes one or 
more graphics engines. By enabling this domain to control its 
memory bandwidth via an interconnect to a memory hierar 
chy, performance of this domain can be improved, since par 
ticularly for a graphics workload performance is a strong 
function of bandwidth available to it. Although different man 
ners of providing this control to the graphics domain are 
possible, embodiments described herein enable this ability by 
a mechanism that maps non-core domain frequency to a cor 
responding interconnect frequency. This mapping can be 
maintained in a table, which may be located in a power 
controller of the processor Such as a power control unit 
(PCU). As will be described herein, this table can be config 
ured during initialization by the non-core domain and further 
more, the table can be dynamically updated based on a work 
load being executed by the non-core domain. In this way, a 
close association between the workload being handled in the 
non-core domain and the bandwidth of the path to the 
memory Subsystem can be achieved. 

Referring now to FIG. 1, shown is high level flow diagram 
of a method in accordance with an embodiment of the present 
invention. As shown in FIG. 1, method 100 can be performed 
by logic of the PCU, which can be the owner of the mapping 
table that associates non-core domain operating frequencies 
and corresponding interconnect operating frequencies. 
Namely, the table can map non-core domain frequency to a 
minimum interconnect frequency. However, the table data 
and initiation of table configuration and updates may be from 
another entity, Such as a driver for the non-core domain. As 
seen, method 100 begins by receiving a configuration mes 
sage from the non-core domain to configure a mapping table 
(block 110). This message may be received from a core of the 
core domain, as this driver may execute on a core. The receipt 
of information can be by way of a mailbox interface. This 
interface thus provides a mechanism for the driver to 
exchange parameters with the PCU. In one embodiment, a 
dedicated bus can be provided for communication between 
the driver and the PCU. In turn, the PCU can include a 
temporary storage area to store the incoming communica 
tions, and provide an interface to a mapping table in accor 
dance with an embodiment of the present invention. In one 
embodiment this mailbox interface may enable the commu 
nication of table entries in serial fashion to thus populate the 
mapping table, which can be stored in a lookup table Such as 
present in a memory of the PCU, e.g., random access memory 
(RAM). Next, at block 120 the mapping table can be config 
ured using the mapping information received from the non 
core domain. At this point the table entries have been written, 
and the PCU is now in position to control interconnect fre 
quency based on the frequency at which the non-core domain 
is operating. 

Accordingly, during normal operation control passes to 
block 130 where the interconnect frequency can be controlled 
using the mapping table. More specifically, responsive to the 
non-core domain operating frequency, which the PCU itself 
configures, a corresponding interconnect frequency is also 
configured. For example, when a graphics frequency 
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changes, the PCU can use the updated graphics frequency 
value as an index into the table to access a table entry that 
includes a corresponding interconnect frequency for that 
graphics domain frequency. Accordingly, the PCU can take 
appropriate action to cause that interconnect frequency to be 
provided. As an example, the interconnect frequency can be 
changed by the same mechanism used to change core domain 
frequency, namely requesting core and non-core domains to 
pause generating cache bound or memory bound requests, 
draining the interconnect domain of all outstanding requests, 
effecting a frequency change and enabling the core and non 
core domains to resume generating cache or memory traffic. 

In the particular implementation described herein, note 
that the interconnect structure can be within the core domain 
and thus the core domain frequency itself is controlled. Note 
also that the frequency thus read from the table is a minimum 
frequency at which the interconnect is to operate and accord 
ingly if the core domain is operating at a higher frequency 
than this value, the update to the interconnect frequency does 
not occur. And, when the processor is power/thermally lim 
ited, this frequency is not guaranteed. Further understand that 
in embodiments in which the interconnect frequency is also 
the operating frequency of the core domain, the PCU may 
select a maximum of the interconnect frequency from the 
appropriate mapping table entry and the core operating fre 
quency requested by the operating system. Although shown at 
this high level in the embodiment of FIG. 1, understand the 
Scope of the present invention is not limited in this regard. 
As discussed above, the actual values stored in the mapping 

table can originate with the driver for the non-core domain. In 
one embodiment, this driver may include different tables, 
each associated with a particular type of workload to be 
executed on the non-core domain. These tables may include a 
base table that can be written to the mapping table in the PCU 
upon system initialization. However, due to changes in the 
workload, the table can be updated dynamically. This update 
may be to one or more values the table, or a complete update 
of the table to a new set of values can occur. Note that these 
different table configurations can be stored in connection 
with the driver, and each can be based on characterization 
testing of different workloads executing on the non-core 
domain. In a graphics domain example, different workload 
types can be different graphics resolution modes, 3D mode, 
multiple monitor configurations, and so forth. Also, different 
table entries may be provided depending on whetheragaming 
workload is performed (e.g., increasing interconnect fre 
quency) or whether video playback on a portable device is 
executing (e.g., decreasing interconnect frequency) to reduce 
battery consumption. 

Referring now to FIG. 2, shown is a flow diagram of a 
method for updating a mapping table in accordance with an 
embodiment of the present invention. This method can be 
performed at least in part by a non-core domain driver or other 
Software/firmware/logic that can be used to cause a mapping 
table to be set up for use in connection with interconnect 
frequency control. In the implementation described herein 
where the non-core domain is a graphics domain, the driver 
for the graphics domain may operate on a core of the core 
domain. As shown in FIG. 2, more generally method 200 may 
be performed by a driver for the non-core domain, along with 
logic of the PCU. In general, the flow of method 200 can be 
performing at a predetermined interval, e.g., approximately 
every 10 to 500 milliseconds (ms). 
As seen, method 200 begins by determining whether a 

characteristic of a workload executing on the non-core 
domain has changed (diamond 210). If not, the remainder of 
the flow does not proceed for this iteration. Note that the 
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4 
analysis of the workload change may be based on a video 
mode being executed, e.g., video resolution, the presence of 
multiple monitors, a 3D mode, a type of media being played 
back, or so forth. 

If instead it is determined at diamond 210 that the workload 
characteristic has changed, control passes to block 220. 
There, a determination may be made as to the memory bound 
edness of the workload (block 220). Although the scope of the 
present invention is not limited in this regard, in one embodi 
ment the determination of memory boundedness can be based 
on statistics gathered for a given time interval as to the status 
of certain operations of the workload. For example, in one 
embodiment memory boundedness can be determined based 
on a number of misses from low level caches (e.g., of the 
non-core domain) that require access to a last level cache 
(LLC) or system memory. In other implementations, memory 
boundedness can be determined as a ratio with regard to the 
residency of outstanding loads from memory of instructions 
in an order buffer such as a memory order buffer (MOB) as 
compared to time spent in an active (e.g., a CO) state. Or the 
boundedness can be determined by a ratio of non-core 
domain read and write transactions on the memory intercon 
nect to the total transactions. Memory boundedness can also 
be inferred by analyzing the number of memory read/write or 
commands being sent out to each of the memory modules. 

This determination of memory boundedness can thus take 
Some amount of time to obtain. Upon its completion, the 
driver can send an update for the mapping table to the PCU 
(block 230). In one embodiment, the driver can use the mail 
box interface to update the mapping table. As discussed, this 
update can be to one or more (up to all) entries of the mapping 
table. For example, assume that the workload is memory 
bounded, the driver can cause updated values to be sent to the 
PCU to thus enable the table to be updated with increased 
interconnect frequency values for the same corresponding 
non-core domain frequency values. Accordingly, control 
passes to block 240, where the PCU can then use this updated 
mapping table to select an appropriate interconnect frequency 
for the corresponding non-core domain frequency. While 
described with this particular implementation in the embodi 
ment of FIG. 2, understand the scope of the present invention 
is not limited in this regard. 
As seen in the example of Table 1, the mapping table can 

include a plurality of entries each having two parameters 
namely non-core domain frequency and corresponding mini 
mum interconnect frequency, which in the Table 1 embodi 
ment may be in terms of megahertz (MHz). However in other 
embodiments the table can store entries that associate fre 
quencies by ratios, offsets or so forth. In an embodiment, the 
non-core domain driver during run time can use the mailbox 
interface to set up this table in PCU memory. This configu 
ration may be via specification of pairwise entries to identify 
a target interconnect frequency for a corresponding non-core 
domain frequency. Then after configuration, the PCU can 
access the table based on a frequency at which the non-core 
domain is operating to obtain the corresponding target inter 
connect frequency, and in turn control the core domain to 
operate at this frequency (assuming it is higher than the cur 
rent operating frequency of the core domain). Note that when 
the core domain is operating at an increased frequency due to 
the non-core domain control, and the non-core domain there 
after enters into a sleep state, the PCU can update the core 
domain frequency to a lower, OS-requested level to reduce 
power consumption. 
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TABLE 1. 

Minimum Interconnect 
Table Entry Non-Core Frequency Frequency 

1 300 800 
2 350 800 
3 400 800 
4 450 800 
5 500 800 
6 550 800 
7 600 800 
8 6SO 1SOO 
9 700 1SOO 

11 750 1SOO 
12 800 1SOO 
13 850 1SOO 
14 900 1800 
15 950 1900 
16 1OOO 2OOO 
17 1 OSO 2100 
18 1100 2200 
19 11SO 2300 
2O 1200 2400 
21 12SO 2SOO 
22 1300 2600 

Referring now to FIG. 3, shown is a block diagram of a 
processor in accordance with an embodiment of the present 
invention. As shown in FIG. 3, processor 300 may be a mul 
ticore processor including a plurality of cores 310-310. In 
one embodiment, each Such core may be of an independent 
power domain and can be configured to operate at an inde 
pendent Voltage and/or frequency, and to enter turbo mode 
when available headroom exists. The various cores may be 
coupled via an interconnect 315 to a system agent or uncore 
320 that includes various components. As seen, the uncore 
320 may include a shared cache 330 which may be a last level 
cache. In addition, the uncore may include an integrated 
memory controller 340, various interfaces 350 and a power 
control unit 355. 

In various embodiments, power control unit 355 may 
include a frequency control logic 359, which may be a logic 
to perform dynamic control of interconnect frequency 
responsive to a request of a given domain (which can be one 
of the core domains or a non-core domain). In the embodi 
ment of FIG. 3, assuming that each core is of an independent 
power domain, logic 359 can control an interconnect fre 
quency (where the interconnect can be of one of core 
domains) responsive to a request of a given domain, e.g., with 
reference to a mapping table 357. In some embodiments, each 
domain can have at least one mapping table with entries to 
associate a given domain frequency and a corresponding 
minimum interconnect frequency. In turn, each Such domain 
can write its mapping table to mapping table 357, which may 
thus include multiple tables each associated with a given 
domain. Although shown at this location in the embodiment 
of FIG.3, understand that the scope of the present invention is 
not limited in this regard and the storage of this information 
can be in other locations, such as configuration registers, 
non-volatile storage or the like. 

With further reference to FIG. 3, processor 300 may com 
municate with a system memory 360, e.g., via a memory bus. 
In addition, by interfaces 350, connection can be made to 
various off-chip components such as peripheral devices, mass 
storage and so forth. While shown with this particular imple 
mentation in the embodiment of FIG. 3, the scope of the 
present invention is not limited in this regard. 

Referring now to FIG. 4, shown is a block diagram of a 
multi-domain processor in accordance with another embodi 
ment of the present invention. As shown in the embodiment of 
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6 
FIG. 4, processor 400 includes multiple domains. Specifi 
cally, a core domain 410 can include a plurality of cores 
410-410n, a graphics domain 420 can include one or more 
graphics engines, and a system agent domain 450 may further 
be present. In various embodiments, system agent domain 
450 may execute at a fixed frequency and may remain pow 
ered on at all times to handle power control events and power 
management such that domains 410 and 420 can be con 
trolled to dynamically enter into and exit low power states. 
Each of domains 410 and 420 may operate at different voltage 
and/or power. 

Note that while only shown with three domains, under 
stand the scope of the present invention is not limited in this 
regard and additional domains can be present in other 
embodiments. For example, multiple core domains may be 
present each including at least one core. 

In general, each core 410 may further include low level 
caches in addition to various execution units and additional 
processing elements. In turn, the various cores may be 
coupled to each other and to a shared cache memory formed 
ofa plurality of units of a last level cache (LLC) 440-440. In 
various embodiments, LLC 450 may be shared amongst the 
cores and the graphics engine, as well as various media pro 
cessing circuitry. As seen, a ring interconnect 430 thus 
couples the cores together, and provides interconnection 
between the cores, graphics domain 420 and system agent 
circuitry 450. In one embodiment, interconnect 430 can be 
part of the core domain. However in other embodiments the 
ring interconnect can be of its own domain. In any event, the 
interconnect frequency can be controlled via system agent 
circuitry as described herein. 

In the embodiment of FIG. 4, system agent domain 450 
may include display controller 452 which may provide con 
trol of and an interface to an associated display. As further 
seen, system agent domain 450 may include a power control 
unit 455 which can include a frequency control logic 459 in 
accordance with an embodiment of the present invention to 
dynamically update the frequency of interconnect 430. In 
various embodiments, this logic may execute at least part of 
the algorithms shown in FIGS. 1 and 2 to dynamically control 
interconnect frequency. To this end, PCU455 can be coupled 
to a mapping table 457, which may be a table configured as 
above to provide for association between a domains fre 
quency and a corresponding minimum interconnect fre 
quency. Although the above embodiment of Table 1 shows 
table entries associating non-core domain frequency and 
minimum interconnect frequency, understand that multiple 
mapping tables may be present, each associated with a given 
domain of the processor and a corresponding minimum inter 
connect frequency. 
To enable configuration of such table, which can be in a 

RAM of system agent domain 450, a mailbox interface 456 
can be present. In general, interface 456 can include a first 
register 456a and a second register 456b. Such registers pro 
vide an interface for handshake-based communications 
between the PCU and other domains. In one embodiment, 
first register 456a can include a flag field to store a flag, a 
command field to store a command, and an address field to 
store an address, e.g., of an entry within mapping table 457. 
Second register 456b may be a data storage register. In one 
embodiment, graphics domain 420 can write an entry into a 
corresponding location within mapping table 457 by setting 
the flag field of first register 456a high, providing a write 
command for the command field, and providing an address 
corresponding to the entry in the table to be written to the 
address field, and further providing the data to be written to 
second register 456b. In turn, responsive to the active flag 
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field, PCU 455 can thus write the data to the corresponding 
entry and reset the flag field to indicate to the graphics domain 
that it can write the next entry. While described with this 
particular protocol in the embodiment of FIG. 4, understand 
the scope of the present invention is not limited in this regard. 
As further seen in FIG.4, processor 400 can further include 

an integrated memory controller (IMC) 470 that can provide 
for an interface to a system memory, such as a dynamic 
random access memory (DRAM). Multiple interfaces 480 
480, may be present to enable interconnection between the 
processor and other circuitry. For example, in one embodi 
ment at least one direct media interface (DMI) interface may 
be provided as well as one or more Peripheral Component 
Interconnect Express (PCI ExpressTM (PCIeTM)) interfaces. 
Still further, to provide for communications between other 
agents such as additional processors or other circuitry, one or 
more interfaces in accordance with an Intel(R) Quick Path 
Interconnect (QPI) protocol may also be provided. Although 
shown at this high level in the embodiment of FIG. 4, under 
stand the scope of the present invention is not limited in this 
regard. 

Embodiments may be implemented in many different sys 
tem types. Referring now to FIG. 5, shown is a block diagram 
of a system in accordance with an embodiment of the present 
invention. As shown in FIG. 5, multiprocessor system 500 is 
a point-to-point interconnect system, and includes a first pro 
cessor 570 and a second processor 580 coupled via a point 
to-point interconnect 550. As shown in FIG. 5, each of pro 
cessors 570 and 580 may be multicore processors, including 
first and second processor cores (i.e., processor cores 574a 
and 574b and processor cores 584a and 584b), although 
potentially many more cores may be present in the proces 
sors. Each of the processors can include a PCU or other logic 
to perform dynamic control of an on-chip memory intercon 
nect based on a non-core domain request, as described herein. 

Still referring to FIG.5, first processor 570 further includes 
a memory controller hub (MCH)572 and point-to-point (P-P) 
interfaces 576 and 578. Similarly, second processor 580 
includes a MCH 582 and P-P interfaces 586 and 588. As 
shown in FIG. 5, MCH's 572 and 582 couple the processors 
to respective memories, namely a memory 532 and a memory 
534, which may be portions of system memory (e.g., DRAM) 
locally attached to the respective processors. First processor 
570 and second processor 580 may be coupled to a chipset 
590 via P-P interconnects 552 and 554, respectively. As 
shown in FIG. 5, chipset 590 includes P-P interfaces 594 and 
598. 

Furthermore, chipset 590 includes an interface 592 to 
couple chipset 590 with a high performance graphics engine 
538, by a P-P interconnect 539. In turn, chipset 590 may be 
coupled to a first bus 516 via an interface 596. As shown in 
FIG. 5, various input/output (I/O) devices 514 may be 
coupled to first bus 516, along with a bus bridge 518 which 
couples first bus 516 to a second bus 520. Various devices may 
be coupled to second bus 520 including, for example, a key 
board/mouse 522, communication devices 526 and a data 
storage unit 528 Such as a disk drive or other mass storage 
device which may include code 530, in one embodiment. 
Further, an audio I/O 524 may be coupled to second bus 520. 
Embodiments can be incorporated into other types of systems 
including mobile devices Such as a Smart cellular telephone, 
tablet computer, netbook, ultrabook, or so forth. 

Embodiments may be implemented in code and may be 
stored on a non-transitory storage medium having stored 
thereon instructions which can be used to program a system to 
perform the instructions. The storage medium may include, 
but is not limited to, any type of disk including floppy disks, 
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optical disks, solid state drives (SSDs), compact disk read 
only memories (CD-ROMs), compact disk rewritables (CD 
RWs), and magneto-optical disks, semiconductor devices 
Such as read-only memories (ROMs), random access memo 
ries (RAMS) Such as dynamic random access memories 
(DRAMs), static random access memories (SRAMs), eras 
able programmable read-only memories (EPROMs), flash 
memories, electrically erasable programmable read-only 
memories (EEPROMs), magnetic or optical cards, or any 
other type of media Suitable for storing electronic instruc 
tions. 

While the present invention has been described with 
respect to a limited number of embodiments, those skilled in 
the art will appreciate numerous modifications and variations 
therefrom. It is intended that the appended claims cover all 
such modifications and variations as fall within the true spirit 
and scope of this present invention. 
What is claimed is: 
1. A processor comprising: 
a first domain including at least one core to execute instruc 

tions; 
a second domain including at least one execution unit to 

execute instructions transparent to an operating system 
(OS), wherein a driver of the second domain is to control 
execution on the second domain; 

an interconnect to interconnect the first domain and the 
second domain to a memory coupled to the processor, 
and 

a power controller to control a frequency of the intercon 
nect based on memory boundedness of a workload 
executed on the second domain. 

2. The processor of claim 1, wherein the driver of the 
second domain is to request the power controllerto update the 
interconnect frequency based on the memory boundedness. 

3. The processor of claim 1, wherein the driver of the 
second domain is to determine the memory boundedness 
based on statistics collected during execution of the workload 
on the second domain. 

4. The processor of claim 1, wherein the power controller 
includes a mapping table to map a frequency of the second 
domain to a minimum interconnect frequency. 

5. The processor of claim 1, wherein the at least one execu 
tion unit comprises a plurality of graphics engines. 

6. The processor of claim 1, wherein the power controller is 
to control the first domain and the second domain to operate 
at different voltage levels. 

7. The processor of claim 1, wherein the power controller is 
to control the first and second domains to dynamically enter 
into and exit one or more low power states. 

8. The processor of claim 1, further comprising a ring 
interconnect to couple the first domain and the second 
domain. 

9. The processor of claim 2, wherein the interconnect is of 
the first domain, and the power controller is to update a 
frequency of the first domain responsive to the second domain 
driver request. 

10. The processor of claim 4, wherein the driver of the 
second domain is to provide a first set of entries for the 
mapping table when the processor is enabled, and to update at 
least some of the first set of entries based on a change to a 
workload of the second domain. 

11. The processor of claim 2, wherein the power controller 
is to control the interconnect frequency to be a maximum of a 
frequency requested by the driver of the second domain and a 
first domain frequency requested by the OS, and to reduce the 
interconnect frequency to the first domain frequency when 
the second domain enters a low power mode. 
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12. The processor of claim 6, further comprising a third 
domain including the power controller, wherein the third 
domain is to operate at a fixed frequency. 

13. A machine-readable medium having stored thereon 
instructions, which if performed by a machine cause the 
machine to perform a method comprising: 

receiving a message from a first domain of a multi-domain 
processor, in a controller of the multi-domain processor, 
the message including a request to configure a mapping 
table to store a mapping between a frequency of the first 
domain and a minimum frequency of an interconnect 
that couples the first domain to a cache memory of the 
multi-domain processor, 

writing a plurality of entries of the mapping table, each 
entry including a mapping between a first domain fre 
quency and a minimum interconnect frequency; and 

controlling a frequency of the interconnect using the map 
ping table, responsive to a frequency at which the first 
domain is operating. 

14. The machine-readable medium of claim 13, wherein 
each of the plurality of entries includes a ratio between a first 
domain frequency and an interconnect frequency. 

15. The machine-readable medium of claim 13, wherein 
each of the plurality of entries includes a first domain fre 
quency and a corresponding interconnect minimum fre 
quency. 

16. The machine-readable medium of claim 13, wherein 
the method further comprises gathering statistics on memory 
boundedness of a workload executing on the first domain. 

17. The machine-readable medium of claim 13, wherein 
the method further comprises limiting the interconnect fre 
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quency to less than the minimum interconnect frequency for 
a corresponding frequency at which the first domain is oper 
ating when a second domain of the multi-domain processor is 
thermally or power limited. 

18. A system comprising: 
a multi-domain processor including a first domain having 

at least one core and an interconnect, a second domain 
including at least one execution unit to execute instruc 
tions transparently to an operating system, and a third 
domain, the third domain including a mapping table to 
map a frequency of the second domain to a minimum 
frequency of the interconnect, wherein the second 
domain is to send a request to the third domain to cause 
an update to the interconnect frequency based at least in 
part on a workload executed on the second domain; and 

a dynamic random access memory (DRAM) coupled to the 
multi-domain processor. 

19. The system of claim 18, wherein a driver of the second 
domain is to write an indicator and an address into a first 
register of a mailbox interface of the third domain and to write 
data into a second register of the mailbox interface, and 
responsive to the indicator the third domain is to write the data 
into an entry of the mapping table addressed by the address in 
the first register. 

20. The system of claim 18, wherein the third domain is to 
control the interconnect frequency to be a maximum of a 
frequency requested by the driver of the second domain and a 
first domain frequency requested by the operating system. 

k k k k k 
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