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(57) ABSTRACT 

A nitride based heterojunction transistor includes a Substrate 
and a first Group III nitride layer, such as an AlGaN based 
layer, on the substrate. The first Group III-nitride based layer 
has an associated first Strain. A Second Group III-nitride 
based layer, Such as a GaN based layer, is on the first Group 
III-nitride based layer. The second Group III-nitride based 
layer has a bandgap that is less than a bandgap of the first 
Group III-nitride based layer and has an associated Second 
Strain. The Second Strain has a magnitude that is greater than 
a magnitude of the first strain. A third Group III-nitride 
based layer, such as an AlGaN or AlN layer, is on the GaN 
layer. The third Group III-nitride based layer has a bandgap 
that is greater than the bandgap of the Second Group 
III-nitride based layer and has an associated third strain. The 
third Strain is of opposite Strain type to the Second Strain. A 
Source contact, a drain contact and a gate contact may be 
provided on the third Group III-nitride based layer. Nitride 
based heterojunction transistors having an AlGaN based 
bottom confinement layer, a GaN based channel layer on the 
bottom confinement layer and an AlGaN based barrier layer 
on the channel layer, the barrier layer having a higher 
concentration of aluminum than the bottom confinement 
layer, are also provided. Methods of fabricating Such tran 
Sistor are also provided. 
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STRAIN BALANCED NITRIDE 
HETEROJUNCTION TRANSISTORS AND 
METHODS OF FABRICATING STRAIN 

BALANCED NITRIDE HETEROJUNCTION 
TRANSISTORS 

RELATED APPLICATIONS 

0001. The present application is related to and claims 
priority from U.S. Provisional Application Serial No. 
60/337,687, filed Dec. 3, 2001 and entitled “Strain Balanced 
Nitride Heterojunction Transistor” the disclosure of which is 
incorporated herein as if set forth fully herein. 

FIELD OF THE INVENTION 

0002 The present invention relates to high frequency 
transistors and in particular relates to a high electron mobil 
ity transistor (HEMT) that incorporates nitride-based active 
layers. 

BACKGROUND 

0003. The present invention relates to transistors formed 
of Semiconductor materials that can make them Suitable for 
high power, high temperature, and/or high frequency appli 
cations. Materials such as Silicon (Si) and gallium arsenide 
(GaAs) have found wide application in Semiconductor 
devices for lower power and (in the case of Si) lower 
frequency applications. These, more familiar, Semiconduc 
tor materials may not be well Suited for higher power and/or 
high frequency applications, however, because of their rela 
tively small bandgaps (e.g., 1.12 eV for Si and 1.42 for GaAs 
at room temperature) and/or relatively Small breakdown 
Voltages. 
0004. In light of the difficulties presented by Si and 
GaAS, interest in high power, high temperature and/or high 
frequency applications and devices has turned to wide 
bandgap Semiconductor materials Such as Silicon carbide 
(2.996 eV for alpha SiC at room temperature) and the Group 
III nitrides (e.g., 3.36 eV for GaN at room temperature). 
These materials, typically, have higher electric field break 
down Strengths and higher electron Saturation Velocities as 
compared to gallium arsenide and Silicon. 
0005. A device of particular interest for high power 
and/or high frequency applications is the high electron 
mobility transistor (HEMT), which is also known as a 
modulation doped field effect transistor (MODFET). These 
devices may offer operational advantages under a number of 
circumstances because a two-dimensional electron gas 
(2DEG) is formed at the heterojunction of two semiconduc 
tor materials with different bandgap energies, and where the 
Smaller bandgap material has a higher electron affinity. The 
2DEG is an accumulation layer in the undoped, Smaller 
bandgap material and can contain a very high sheet electron 
concentration in excess of, for example, 10" carriers/cm. 
Additionally, electrons that originate in the wider-bandgap 
Semiconductor transfer to the 2DEG, allowing a high elec 
tron mobility due to reduced ionized impurity Scattering. 
0006. This combination of high carrier concentration and 
high carrier mobility can give the HEMT a very large 
transconductance and may provide a strong performance 
advantage over metal-Semiconductor field effect transistors 
(MESFETs) for high-frequency applications. 
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0007 High electron mobility transistors fabricated in the 
gallium nitride/aluminum gallium nitride (GaN/AlGaN) 
material System have the potential to generate large amounts 
of RF power because of the combination of material char 
acteristics that includes the aforementioned high breakdown 
fields, their wide bandgaps, large conduction band offset, 
and/or high Saturated electron drift Velocity. A major portion 
of the electrons in the 2DEG is attributed to polarization in 
the AlGaN. 

0008 HEMTs in the GaN/AlGaN system have already 
been demonstrated. U.S. Pat. Nos. 5,192,987 and 5,296,395 
describe AlGaN/GaN HEMT structures and methods of 
manufacture. U.S. Pat. No. 6,316,793, to Sheppard et al., 
which is commonly assigned and is incorporated herein by 
reference, describes a HEMT device having a semi-insulat 
ing Silicon carbide Substrate, an aluminum nitride buffer 
layer on the Substrate, an insulating gallium nitride layer on 
the buffer layer, an aluminum gallium nitride barrier layer on 
the gallium nitride layer, and a passivation layer on the 
aluminum gallium nitride active Structure. 
0009. One limiting factor in the design of nitride-based 
HEMTs may be the aluminum concentration and thickness 
of the AlGaN barrier layer. In order to increase or maximize 
carrier concentration in the channel layer, it is desirable to 
have a relatively thick AlGaN barrier layer having a rela 
tively high aluminum content. AS described above, the 
AlGaN barrier layer is the source of carriers in the two 
dimensional electron gas. Accordingly a thicker barrier layer 
can Supply more carriers to the channel. In addition, thicker 
AlGaN layers with higher aluminum compositions arc 
capable of producing larger piezoelectric fields and more 
Spontaneous charge, that contribute to the formation of the 
two dimensional electron gas with high carrier concentra 
tion. However, thick AlGaN layers with high aluminum 
content tend to crack either during growth or after cooling, 
which destroys the device. 

SUMMARY OF THE INVENTION 

0010 Embodiments of the present invention provide a 
nitride based heterojunction transistor including a Substrate 
and a first AlGaN based layer on the substrate. The first 
AlGaN based layer has an associated first Strain energy. A 
GaN based layer is on the first AlGaN based layer. The GaN 
based layer has a bandgap that is less than a bandgap of the 
first AlGaN based layer and has an associated Second Strain 
energy. The Second Strain energy has a magnitude that is 
greater than a magnitude of the first Strain energy. A Second 
AlGaN based layer is on the GaN layer. The second AlGaN 
based layer has a bandgap that is greater than the bandgap 
of the GaN based layer and has an associated third strain 
energy. The third Strain energy is of opposite Strain type to 
the Second Strain energy. A Source contact, a drain contact 
and a gate contact may also be provided on the Second 
AlGaN based layer. 
0011. In additional embodiments of the present invention, 
an AlN layer is provided on the GaN based layer and 
disposed between the GaN based layer and the second 
AlGaN based layer. In certain embodiments, the first AlGaN 
based layer is a short period Super-lattice of AlN based 
layers and GaN based layers. In such embodiments, the AIN 
based layers and the GaN based layers of the short period 
Super-lattice may be AlN layerS and GaN layerS respectively. 
The second AlGaN based layer may also be an AlGaN 
layer, where 0<xs 1. 
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0012. In further embodiments of the present invention, 
the first AlGaN based layer is a bottom confinement layer, 
the GaN layer is a channel layer and the second AlGaN 
based layer is a barrier layer. In further embodiments, the 
bottom confinement layer has a first aluminum concentration 
and the barrier layer has a Second aluminum concentration 
different from the first aluminum concentration. The second 
aluminum concentration may be greater than the first alu 
minum concentration. 

0013 In additional embodiments of the present inven 
tion, the Second AlGaN based layer has a thickness and 
aluminum concentration large enough to induce formation 
of a 2D electron gas at the interface with the GaN based 
layer, but leSS than a thickness at which cracking or defect 
formation occurs. In particular embodiments of the present 
invention, the Second AlGaN layer has a thickness of at least 
about 10 nm. 

0.014. In other embodiments of the present invention, the 
total strain energy in the first AlGaN based layer, the GaN 
based layer and the second AlGaN based layer at a growth 
temperature is approximately Zero. 
0.015. In still further embodiments of the present inven 
tion, the first AlGaN based layer, the GaN layer and the 
second AlGaN based layer are substantially coherently 
strained in the “a” crystal lattice direction. 
0016. In additional embodiments of the present inven 
tion, a buffer layer is provided between the Substrate and the 
first AlGaN based layer. The buffer layer may be an AlN 
layer. 
0.017. In other embodiments of the present invention, the 
GaN based layer is directly on the first AlGaN based layer. 
The second AlGaN based layer may also be directly on the 
GaN based layer. The first AlGaN based layer may be a 
graded AlGaN based layer. The first AlGaN based layer may 
also be an AlGaN layer. Alternatively, the first AlGaN based 
layer may be an AlInGaN layer. 
0.018. In certain embodiments of the present invention, 
the first AlGaN based layer has an aluminum percentage of 
greater than about 10%. The second AlGaN based layer may 
also have an aluminum percentage of greater than about 
20%. The first AlGaN based layer may have a thickness of 
at least about 1000 nm. The GaN based layer may have a 
thickness of from about 30 A to about 300 A. Alternatively, 
the GaN based layer may have a thickness of greater than 
about 500 A. Furthermore, in certain embodiments, the 
Substrate may be a Silicon carbide Substrate, a Sapphire 
Substrate, an AlN Substrate and/or a Silicon Substrate. 

0019. In further embodiments of the present invention, a 
method of fabricating a nitride based heterojunction tran 
Sistor is provided by forming a Substantially unstrained 
AlGaN based layer on a Substrate, forming a compressive 
strained GaN based layer on the substantially unstrained 
AlGaN based layer and forming a tensile strained AlGaN 
based layer on the compressive Strained GaN based layer. 
The tensile strained AlGaN based layer may be formed 
having a predefined tensile Strain on the compressive 
strained GaN based layer. The predefined tensile strain may 
provide a tensile Strain Such that a total Strain energy of the 
compressive Strained GaN based layer and the tensile 
strained AlGaN based layer is about zero. The predefined 
tensile Strain may be provided by adjusting the thickness of 
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the tensile strained AlGaN based layer, a composition of the 
substantially unstrained AlGaN based layer and/or an alu 
minum concentration in the tensile Strained AlGaN based 
layer to provide the predefined tensile Strain. 

0020. In additional embodiments of the present inven 
tion, the Substantially unstrained AlGaN based layer is 
formed by forming three dimensional islands of AlGaN 
based material on the Substrate and growing the AlGaN 
based material So that the AlGaN based material coalesces 
between the three dimensional islands to provide the Sub 
stantially unstrained AlGaN based layer. The substantially 
unstrained AlGaN based layer may be a substantially 
unstrained AlGaN layer. Alternatively, the substantially 
unstrained AlGaN based layer may be a substantially 
unstrained AlInGaN layer. The tensile strained AlGaN based 
layer may be a tensile Strained AlGaN layer. Alternatively, 
the tensile strained AlGaN based layer may be a tensile 
strained AlInGaN layer. Furthermore, the tensile strained 
AlGaN based layer may have a thickness of at least 10 nm. 
The compressive Strained GaN based layer may have a 
thickness of from about 30 A to about 300 A. Alternatively, 
the compressive Strained GaN based layer may have a 
thickness of greater than about 500 A. 

0021. In still further embodiments of the present inven 
tion, the Substantially unstrained AlGaN based layer is 
formed by forming a substantially unstrained AlGaN based 
layer having a first aluminum concentration and the tensile 
strained AlGaN based layer is formed by forming a tensile 
Strained AlGaN based layer having a Second aluminum 
concentration different from the first aluminum concentra 
tion. In particular embodiments, the Second aluminum con 
centration is greater than the first aluminum concentration. 
Furthermore, the tensile strained AlGaN based layer may be 
provided by forming a tensile strained AlGaN based layer 
having a thickness and aluminum concentration large 
enough to induce formation of a 2D electron gas at the 
interface with the compressive strained GaN based layer, but 
less than a thickness at which cracking or defect formation 
OCCS. 

0022. In additional embodiments of the present inven 
tion, a nitride based heterojunction transistor includes an 
AlGaN based bottom confinement layer, a GaN based chan 
nel layer on the bottom confinement layer and an AlGaN 
based barrier layer on the channel layer. The barrier layer has 
a higher concentration of aluminum than the bottom con 
finement layer. The channel layer may have a thickness of 
from about 30 A to about 300 A. The barrier layer may have 
a thickness of at least about 10 nm. The bottom confinement 
layer may be provided, for example, on a Silicon carbide 
Substrate, a Sapphire Substrate, an AlN Substrate and/or a 
silicon substrate. An AlN buffer layer between the silicon 
carbide Substrate and the bottom confinement layer may also 
be provided. The bottom confinement layer may also be a 
graded AlGaN based layer. A GaN based contact layer may 
be provided on the barrier layer. The bottom confinement 
layer and the barrier layer may each have an aluminum 
concentration of greater than about 10%. Methods of fab 
ricating Such transistors are also provided. 

0023. In still further embodiments of the present inven 
tion, a Group III-nitride based heterojunction transistor 
Structure is provided having a Substrate and a first Group 
III-nitride based layer on the substrate, the first Group 
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III-nitride based layer having a first Strain associated there 
with. A second Group III-nitride based layer is on the first 
Group III-nitride based layer. The second Group III-nitride 
based layer has a bandgap that is less than a bandgap of the 
first Group III-nitride based layer and has a Second Strain 
asSociated therewith. The Second Strain has a magnitude that 
is greater than a magnitude of the first Strain. A third Group 
III-nitride based layer is on the second Group III-nitride 
based layer opposite the first Group III-nitride based layer. 
The third Group III-nitride based layer has a bandgap that is 
greater than the bandgap of the Second Group III-nitride 
based layer and has a third Strain associated therewith, the 
third Strain being of opposite Strain type to the Second Strain. 
In additional embodiments of the present invention, the first 
Group III-nitride based layer is an AlGa layer, where 
0<xs 1. The second Group III-nitride based layer may be a 
GaN layer. The third Group III-nitride base layer may be an 
AlN layer. Methods of fabricating such transistors are also 
provided. 

DESCRIPTION OF THE DRAWINGS 

0024 FIG. 1 is a schematic drawing showing a transistor 
according to embodiments of the present invention. 
0.025 FIG. 2 is a diagram of the band energy of an 
embodiment of the present invention. 
0026 
0.027 FIG. 4 is a schematic drawing showing a transistor 
according to further embodiments of the present invention. 

FIG. 3 is a diagram of a prior art HEMT structure. 

DETAILED DESCRIPTION 

0028. The present invention now will be described more 
fully hereinafter with reference to the accompanying draw 
ings, in which preferred embodiments of the invention are 
shown. This invention may, however, be embodied in many 
different forms and should not be construed as limited to the 
embodiments Set forth herein; rather, these embodiments are 
provided So that this disclosure will be thorough and com 
plete, and will fully convey the Scope of the invention to 
those skilled in the art. Like numbers refer to like elements 
throughout. Furthermore, the various layers and regions 
illustrated in the figures are illustrated Schematically. 
Accordingly, the present invention is not limited to the 
relative size and spacing illustrated in the accompanying 
figures. AS will also be appreciated by those of skill in the 
art, references herein to a layer formed “on” a Substrate or 
other layer may refer to the layer formed directly on the 
Substrate or other layer or on an intervening layer or layers 
formed on the Substrate or other layer. 
0029 Embodiments of the present invention are sche 
matically illustrated as a high electron mobility transistor 
(HEMT) 10 in the cross-sectional view of FIG. 1. The 
transistor 10 includes a semi-insulating silicon carbide (SiC) 
Substrate 12 that may be, for example, 4H polytype of silicon 
carbide. Other Silicon carbide candidate polytypes include 
the 3C, 6H, and 15R polytypes. The term “semi-insulating” 
is used descriptively rather than in an absolute Sense. In 
particular embodiments of the present invention, the Silicon 
carbide bulk crystal has a resistivity equal to or higher than 
about 1x10 S2-cm at room temperature. 
0.030. An optional aluminum nitride buffer layer 14 is on 
the Substrate 12 and provides an appropriate crystal Structure 
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transition between the silicon carbide Substrate and the 
remainder of the device. Silicon carbide has a much closer 
crystal lattice match to Group III nitrides than does Sapphire 
(Al2O), which is a very common Substrate material for 
Group III nitride devices. The closer lattice match may result 
in Group III nitride films of higher quality than those 
generally available on Sapphire. Silicon carbide also has a 
very high thermal conductivity So that the total output power 
of Group III nitride devices on Silicon carbide is, typically, 
not as limited by thermal dissipation of the Substrate as in the 
case of the same devices formed on Sapphire. Also, the 
availability of Semi-insulating Silicon carbide Substrates may 
provide for device isolation and reduced parasitic capaci 
tance. 

0031. Although silicon carbide is the preferred substrate 
material, embodiments of the present invention may utilize 
any Suitable Substrate, Such as Sapphire, aluminum nitride, 
aluminum gallium nitride, gallium nitride, Silicon, GaAS, 
LGO, ZnO, LAO, InP and the like. In Some embodiments, 
an appropriate buffer layer also may be formed. 

0032. As used herein, the term “Group III nitride” refers 
to those Semiconducting compounds formed between nitro 
gen and the elements in Group III of the periodic table, 
usually aluminum (Al), gallium (Ga), and/or indium (In). 
The term also refers to ternary and quaternary compounds 
such as AlGaN and AlInGaN. As is well understood by those 
in this art, the Group III elements can combine with nitrogen 
to form binary (e.g., GaN), ternary (e.g., AlGaN, AlInN), 
and quaternary (e.g., AlInGaN) compounds. These com 
pounds all have empirical formulas in which one mole of 
nitrogen is combined with a total of one mole of the Group 
III elements. Accordingly, formulas Such as AlGaN 
where 0sXs 1 are often used to describe them. 

0033) Appropriate SiC substrates are manufactured by, 
for example, Cree, Inc., of Durham, N. C., the assignee of 
the present invention, and the methods for producing are 
described, for example, U.S. Pat. Nos. Re. 34,861; 4,946, 
547, 5,200,022; and 6,218,680, the contents of which are 
incorporated herein by reference in their entirety. Similarly, 
techniques for epitaxial growth of Group III nitrides have 
been described in, for example, U.S. Pat. Nos. 5,210,051; 
5,393,993; 5,523,589; and 5,292,501, the contents of which 
are also incorporated herein by reference in their entirety. 
Suitable structures for GaN-based HEMTs are described, for 
example, in commonly assigned U.S. Pat. No. 6,316,793 and 
U.S. application Ser. No. 09/904,333 filed Jul. 12.2001 for 
*ALUMINUM GALLIUM NITRIDE/GALLIUM 
NITRIDE HIGH ELECTRON MOBILITY TRANSIS 
TORS HAVING A GATE CONTACT ON A GALLIUM 
NITRIDE BASED CAP SEGMENT AND METHODS OF 
FABRICATING SAME,” U.S. provisional application serial 
No. 60/290,195 filed May 11, 2001 for “GROUP III 
NITRIDE BASED HIGHELECTRON MOBILITY TRAN 
SISTOR (HEMT) WITH BARRIER/SPACER LAYER" and 
U.S. patent application Ser. No. 10/102,272, to Smorchkova 
et al., entitled “GROUP-III NITRIDE BASED HIGH 
ELECTRON MOBILITY TRANSISTOR (HEMT) WITH 
BARRIER/SPACER LAYER the disclosures of which are 
hereby incorporated herein by reference in their entirety. 

0034 Returning to FIG. 1, the transistor 10 includes a 
bottom confinement layer 16 and a channel layer 18. The 
bottom confinement layer 16 has a bandgap larger than that 
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of channel layer 18. In certain embodiments of the present 
invention, the bottom confinement layer 16 has a Substan 
tially lower strain energy than that of the channel layer 18 
and may be Substantially relaxed (i.e. Substantially 
unstrained). For example, the bottom confinement layer may 
have a Strain that is about 0 or may have a Strain that is from 
about 0 to about 100% the strain of the channel layer 18. In 
certain embodiments of the present invention, the bottom 
confinement layer 16 has a stress of less than about 1 GPa. 
In Some embodiments of the present invention, the bottom 
confinement layer 16 may comprise a Group III-nitride, Such 
as AlGaN or AlInGaN and the AlGaN and AlInGaN may be 
substantially free of dopants, such as Si and Mg. The bottom 
confinement layer 16 may be at least about 1000 nm thick, 
but is not So thick as to cause cracking or defect formation 
therein. The bottom confinement layer 16 may be semi 
insulating. In certain embodiments, the bottom confinement 
layer 16 is AlGaN with a substantially uniform aluminum 
concentration between about 1% and 100%, and preferably 
greater than 10%. Alternatively, the bottom confinement 
layer 16 may be graded with an increasing, decreasing 
and/or increasing and decreasing aluminum concentration to 
better match the lattice constant of the channel layer 18. The 
bottom confinement layer 16 may also be a short period 
Super-lattice of alternating layers of AlN and GaN. The term 
AlGaN based layer may also refer to a super-lattice of AlN 
and GaN and/or AlGaN and AlN and/or GaN. 

0035) The bottom confinement layer 16 may be fabri 
cated as a Substantially relaxed layer by forming three 
dimensional islands on the substrate 12 or the buffer layer 14 
and growing the bottom confinement layer 16 Such that the 
AlGaN based material coalesces between the islands. Such 
growth can provide an AlGaN based layer that is Substan 
tially relaxed and does not take on the lattice constant of the 
underlying Substrate. Formation of larger islands may be 
beneficial in reducing tensile Strain. 
0.036 For example, in certain embodiments of the present 
invention a Semi-insulating AlN layer is deposited at high 
temperature (>1000 C.) on a semi-insulating SiC substrate 
as a nucleation/buffer layer. Next, a semi-insulating AlGa. 
xN layer (X-0.1-0.2) is deposited at high temperature 
(>1000 C.) on the AlN layer. The growth conditions (such 
as temperature, pressure, V/III ratio, growth rate, thickness, 
etc.) are adjusted to ensure that the AlGaN is not coherently 
strained to the AlN layer. Preferably, the AlGaN will initially 
begin growth in a three-dimensional mode with a relatively 
low density of nuclei (<10 cm’). As would be appreciated 
by those of skill in the art in light of the present disclosure, 
the detailed growth conditions may differ depending on 
reactor geometry and, therefore, may be adjusted accord 
ingly to achieve AlGaN with these properties. 
0037. In further embodiments, the AlGaN layer is 
graded with composition X decreasing during the growth. 
Furthermore, the layerS may be grown as described above, 
but without the AlN layer, such that the AlGaN is grown 
directly on the SiC substrate in a substantially relaxed 
manner as described above. 

0.038. In addition to the optional buffer layer 14, the 
bottom confinement layer 16 may be formed on or above one 
or more optional intervening layers (not shown). If Such is 
the case, the Strain energy that Such intervening layers 
impart to the overall Structure should be taken into account 
as described below. 
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0039. In some embodiments of the present invention, the 
channel layer 18 is a Group III-nitride, Such as AlGaN 
where 0s X-1, provided that the bandgap of the channel 
layer 18 is less than the bandgap of the bottom confinement 
layer 16. In certain embodiments of the present invention, 
x=0, indicating that the channel layer 18 is GaN. The 
channel layer 18 may be undoped and may be grown to a 
thickness of between about 30 and about 300 A. Thus, the 
channel layer 18 may be thinner than those in conventional 
GaN HEMT devices, which are typically greater than 500 A 
in thickness. Because of the confinement provided by the 
bottom confinement layer 16, there may be less “tailing” of 
carriers into the GaN layer. Thus, the resulting devices may 
exhibit more linearity than devices found in the prior art. 
Alternatively, if Strain control is a consideration and addi 
tional confinement is less of a consideration, the GaN 
channel layer 18 may be grown thicker than 500 A and the 
aluminum percentage in the bottom confinement layer 16 
may be reduced. 
0040. Furthermore, the interface between the bottom 
confinement layer 16 and the channel layer 18 may be doped 
n-type. For example, the portion of the bottom confinement 
layer 16 adjacent the channel layer may be doped to about 
3x10' cm'. Such a doping at the interface may counteract 
the positive charge at the interface. The channel layer 18, or 
portions thereof adjacent the bottom confinement layer 16, 
may also be doped n-type. 

0041 Abarrier layer 20 is provided on the channel layer 
18. Like the bottom confinement layer 16, the barrier layer 
20 may be a Group III-nitride and has a bandgap larger than 
that of the channel layer 18 and may be tensile strained as 
described below. Accordingly, the barrier layer 20 may be 
AlGaN, AlInGaN and/or AIN. The barrier layer 20 may be 
at least about 10 nm thick, but is not So thick as to cause 
cracking or defect formation therein. Preferably, the barrier 
layer 20 is undoped or doped with a concentration less than 
about 10' cm. In some embodiments of the present 
invention, the barrier layer 20 is AlGaN where 0<xs 1. 
In certain embodiments of the present invention, the barrier 
layer 20 comprises AlGaN with an aluminum concentration 
of between about 5% and about 100%. In specific embodi 
ments of the present invention, the aluminum concentration 
is greater than about 10%. Furthermore, the aluminum 
concentration in the barrier layer 20 may be greater than the 
aluminum concentration in the bottom confinement layer 16. 
0042. The barrier layer may also be provided with mul 
tiple layers as described in U.S. patent application Serial No. 
10/102,272, to Smorchkova et al., entitled “GROUP-III 
NITRIDE BASED HIGHELECTRON MOBILITY TRAN 
SISTOR (HEMT) WITH BARRIER/SPACER LAYER" the 
disclosure of which is incorporated herein by reference as if 
set forth fully herein. Thus, embodiments of the present 
invention should not be construed as limiting the barrier 
layer to a single layer but may include, for example, barrier 
layers having combinations of GaN, AlGaN and/or AlN 
layers. For example, a GaN, AlN structure may be utilized 
to reduce or prevent contamination of the GaN layers by 
contact material that may result in alloy Scattering. An 
example of a structure according to further embodiments of 
the present invention is illustrated in FIG. 4, where an AlN 
nitride barrier layer 20' is provided on the GaN based layer 
18 and an AlGaN layer 22, where 0SXS1, is provided on 
the AlN barrier layer 20'. Thus, the AIN barrier layer 20' is 
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provided on the GaN based layer 18 and disposed between 
the GaN based layer 18 and the AlGaN based layer 22. 

0043 An optional GaN contact layer or cap layer (not 
shown) may be provided on the barrier layer 20 to facilitate 
the formation of contacts of the transistor 10. An example of 
Such a cap layer is disclosed in U.S. application Ser. No. 
09/904,333 filed Jul. 12.2001 for “ALUMINUM GALLIUM 
NITRIDE/GALLIUM NITRIDE HIGH ELECTRON 
MOBILITY TRANSISTORS HAVING A GATE CON 
TACT ON A GALLIUM NITRIDE BASED CAP SEG 
MENT AND METHODS OF FABRICATING SAME,” 
which is referenced above. In addition, there may be a 
compositionally graded transition layer (not shown) 
between the barrier layer 20 and the contact or cap layer. The 
Source contact 35, the drain contact 37 and the gate contact 
36 may be fabricated as described in U.S. Pat. No. 6,316, 
793. 

0044 FIG. 2 illustrates the conduction band E in the 
transistor 10 versus height (x). Because of the presence of 
aluminum in the crystal lattice, AlGaN has a wider bandgap 
than GaN. Thus, the interface between the channel layer 18 
and the barrier layer 20 forms a heterostructure in which the 
conduction and Valence bands E and E in the barrier layer 
20 are offset. Charge is induced due to the piezoelectric 
effect and Spontaneous doping. The conduction band E. dips 
below the Fermi level Ef in the area of the channel layer 18 
that is immediately adjacent to the barrier layer 20. Conse 
quently, a two dimensional electron gas (2DEG) sheet 
charge region 15 is induced at the heterojunction between 
the channel layer 16 and the barrier layer 20, while layer 20 
is depleted of mobile carriers due to the shape of the 
conduction band. However, because of the bandgap lineup 
and arrangement of piezoelectric charge, a similar sheet 
charge region is not induced at the interface between the 
channel layer 18 and the bottom confinement layer 16. 
Instead, the bottom confinement layer 16 acts to confine 
mobile carriers in the channel layer 18, thereby increasing 
the carrier concentration in the channel layer 18. Further 
more, by doping a portion of the bottom confinement layer 
16 and/or the channel layer 18, charge at the interface 
between the bottom confinement layer 16 and the channel 
layer 18 may be reduced, thereby reducing or eliminating a 
2DHG (2D hole gas) region that may form at the interface 
between the bottom confinement layer 16 and the channel 
layer 18. 

0.045 Electrons in the 2DEG sheet charge region 15 
demonstrate high carrier mobility. The conductivity of this 
region is modulated by applying a Voltage to the gate 
electrode 36. When a reverse voltage is applied, the con 
duction band in the vicinity of conduction layer 15 is 
elevated above the Fermi level, and a portion of the con 
duction layer 15 is depleted of carriers, thereby preventing 
the flow of current from the Source 35 to the drain 37. 

0046. As discussed above, one shortcoming with conven 
tional HEMT strictures is cracking in the AlGaN barrier 
layer when the layer is grown above a certain critical 
thickness (which, typically, depends on device geometry, 
layer structure, growth conditions and other factors). It is 
desirable to have a thick, high Al-composition AlGaN bar 
rier to increase or maximize carrier density in the 2DEG 
region 15. One cause of cracking in the barrier layer is 
accumulated Strain energy in the Structure. Accordingly, 
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embodiments of the present invention may reduce the over 
all Strain energy in the device by balancing the Strain energy 
components contributed by various layers in the device. 
0047. In semiconductor crystal structures, typically, 
Strain effects are present if two different materials are 
adjacent to one another. As a result, the preferred thickneSS 
for an epitaxial layer is a thickness that is appropriate for the 
other performance parameters of the device, but less than a 
critical thickness. The critical thickness is, typically, the 
maximum thickness that the layer can be grown in Strained 
fashion before dislocations or cracks begin to propagate. 
0.048. The strain (“e”) between two layers is often 
expressed as the difference in the crystal lattice parameters 
between the two layers (Aa) divided by the lattice parameter 
of one of the layers. The higher this strain value, the thinner 
the layer that can be grown between the two materials. 
Furthermore, in a multilayer Structure Such as illustrated in 
FIG. 1, the overall strain energy (“X”) is a function or 
Summation of the individual layer Strains, and is referred to 
as the “effective strain.” The overall strain energy or total 
Strain energy may be a linear combination of the Strain 
values or may be a weighted combination of Strain energies. 
For example, the total Strain energy may be a weighted Sum 
of the Squares of the Strain values. Thus, the total Strain 
energy may be proportional to 

X tie 
i 

0049 where t is the thickness of a layer i. 
0050 Strain is generally described as being one of two 
modes, namely tensile or compressive. Compressive Strain 
of a crystal lattice indicates that the crystal lattice is being 
compressed into a Smaller than usual space, while tensile 
Strain indicates that the crystal lattice is being Stretched into 
a larger than usual Space. A crystal lattice can withstand only 
a certain amount of Strain, either compressive or tensile, 
before the lattice bonds begin to fail and cracks appear in the 
crystal. 

0051. In some embodiments of the present invention, the 
bottom confinement layer 16 acts as a relaxed or nearly 
relaxed template to define the strain contributed to the 
device by the channel layer 18 and barrier layer 20. Stated 
differently, the bottom confinement layer 16 is nearly 
relaxed; thus, the Subsequent epitaxial layers of the transis 
tor 10 inherit the lattice constant of bottom confinement 
layer 16, and are, therefore, "pseudomoiphically Strained to 
the extent their lattice constant differs from that of the 
bottom confinement layer 16. The channel layer 18 is 
compressively strained, while the barrier layer 20 is tensile 
Strained, which tends to balance the average or effective 
Strain in the device. 

0052 Furthermore, the specific tensile strain and/or com 
pressive strain of the barrier layer 20 and the channel layer 
18 may be controlled by, for example, controlling the 
aluminum concentration in the respective layers. 

0053 As described above, the lattice constants of the 
bottom confinement layer 16, the channel layer 18 and the 
barrier layer 20 are substantially the same in the “a” direc 
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tion (i.e. horizontally across the page in FIG. 1). However, 
in the “c” direction (i.e. vertically or the thickness or growth 
direction) the lattice constants differ. Thus, Strain is induced 
into the channel layer 18 and the barrier layer 20. In 
particular, the unstrained “a” lattice constant of the channel 
layer 18 is larger than that of the bottom confinement layer 
16 and thus, compressive Strain is induced in the channel 
layer 18 as the channel layer 18 attempts to conform to the 
Smaller lattice constant bottom confinement layer 16 on 
which it is grown. Similarly, the unstrained “a” lattice 
constant of the channel layer 18 is also larger than that of the 
barrier layer 20 and thus, tensile strain is induced in the 
barrier layer 20 as the barrier layer 20 attempts to conform 
to the larger lattice constant channel layer 18 on which it is 
grown. While the embodiments illustrated in FIG. 1 are 
described with regard to particular directions of growth, the 
present invention should not be construed as limited to Such 
embodiments but may be applied to layers that are coher 
ently Strained Such that all have the same Strained in-plane 
lattice constant. 

0054. In certain embodiments of the present invention, 
the total Strain energy of the transistor 10 is approximately 
equal to Zero. AS described above, the total Strain energy 
may be weight average, a non-weighted average, a Sum of 
Squares or other Such combination of Strain energies. Fur 
thermore, the total Strain energy may be determined at room 
temperature. In Some embodiments, a non-Zero magnitude 
total Strain energy may be provided at a growth temperature 
Such that the total Strain energy at room temperature is about 
Zero. Thus, the barrier layer 20 can be grown to a greater 
thickness than would otherwise be possible for a given 
amount of Strain. AS used herein, in Some embodiments, the 
term “approximately Zero' total Strain energy means a total 
Strain energy of less than a corresponding two layer Structure 
with a lattice mismatch of about 0.1% while in other 
embodiments, “approximately Zero” may mean an total 
Strain energy of less than a corresponding two layer Structure 
with a lattice mismatch of about 1%. 

0055. In particular embodiments of the present invention, 
the bottom confinement layer 16 may be AlGaN, the 
channel layer 18 may be a GaN layer with a thickness of 
t, and the barrier layer 20 may be AlGaN having a 
thickness of ty. In Such embodiments, the values of x, y and 
the thicknesses to N and ty may satisfy the equation for linear 
weighting of Strains: 

ty toaw 1 + toaN 
X a ; or 

0056 for weighting of the squares of strains: 

X a 

1 + - 

0057 Thus, for example, in such embodiments, if the 
barrier layer 20 and the channel layer 18 have the same 
thickness then X may be about 2y. 
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0058 For example, two SiC wafers were used to grow 
two different bottom layers, one of the present invention 
containing an Al GaN layer (X-0.1-0.2) and the other 
using a conventional GaN layer. Upon both of these layers 
a GaN layer was deposited followed by a high aluminum 
AlGaN layer (x>0.4) with a thickness of 25 nm. For the 
layers grown on GaN layers, the AlGaN was cracked with a 
crack spacing on the order of only ~1 um preventing any 
measurement of sheet resistivity. For the layerS grown on 
AlGaN, the AlGaN layer was not cracked, and the sheet 
resistivity was only 300 S2/D. This illustrates that the tensile 
stress in the top AlGaN layer can be effectively reduced to 
prevent cracking. 

0059. In contrast to certain embodiments of the present 
invention, prior art HEMT structures incorporate a thick 
relaxed GaN layer as the bottom layer of the device, which 
then acts as the lattice template for the remaining layers of 
the device. In Such devices, growing a thick, high aluminum 
percentage AlGaN barrier layer tends to impart too much 
Strain energy to the Structure, which can ultimately cause 
unwanted cracking to occur. An example of a prior art 
HEMT structure 40 is illustrated in FIG. 3. HEMT structure 
40 includes a substrate 42, a buffer layer 44, a GaN channel 
layer 46 and an AlGaN barrier layer 48 to which source, 
drain and gate contacts are made. Because the GaN channel 
layer 46 serves as the lattice template, the AlGaN barrier 
layer 48 is tensile strained. As the AlGaN barrier layer 48 is 
made thicker or the aluminum percentage is increased, the 
strain energy imparted to the device by the AlGaN barrier 
layer 48 tends to increase, which can cause cracking as 
discussed above. Therefore, the thickness of the AlGaN 
barrier layer 48 may be limited, which in turn limits the 
achievable carrier density in the channel of the transistor 40. 
0060 Returning to the discussion of the transistor 10 of 
FIG. 1, through the use of Strain control techniques accord 
ing to Some embodiments of the present invention, the 
transistor 10 is designed Such that, as the layers of the device 
are being epitaxially deposited, the total Strain energy in the 
Structure at no time exceeds a critical level that would cause 
cracking in the crystal Structure. Thus, the Strain in the GaN 
based channel layer 18 is of opposite type to that of the strain 
in the AlGaN based barrier layer 20 such that the strains 
Substantially offset each other and provide a Substantially 
Strain balanced device, thus keeping the Strain below a 
critical threshold where damage occurs to the device. The 
resulting total Strain energy of the device may be compres 
Sive or tensile. 

0061. In the drawings and specification, there have been 
disclosed typical embodiments of the invention, and, 
although specific terms have been employed, they have been 
used in a generic and descriptive Sense only and not for 
purposes of limitation, the Scope of the invention being Set 
forth in the following claims. 
That which is claimed is: 

1. A nitride based heterojunction transistor Structure, 
comprising: 

a Substrate; 
a first AlGaN based layer on the substrate, the first AlGaN 

based layer having a first Strain associated therewith; 
a GaN based layer on the first AlGaN based layer, the 
GaN based layer having a bandgap that is less than a 

Page 10 of 13



US 2003/0102482 A1 

bandgap of the first AlGaN based layer and having a 
Second Strain associated there with, the Second Strain 
having a magnitude that is greater than a magnitude of 
the first Strain; and 

a second AlGaN based layer on the GaN layer opposite 
the first AlGaN based layer, the second AlGaN based 
layer having a bandgap that is greater than the bandgap 
of the GaN based layer and having a third strain 
asSociated there with, the third Strain being of opposite 
Strain type to the Second Strain. 

2. The nitride based heterojunction transistor Structure 
according to claim 1, further comprising a Source contact, a 
drain contact and a gate contact on the Second AlGaN based 
layer. 

3. The nitride based heterojunction transistor structure 
according to claim 1, further comprising an AlN layer on the 
GaN based layer and disposed between the GaN based layer 
and the second AlGaN based layer. 

4. The nitride based heterojunction transistor Structure 
according to claim 1, wherein the first AlGaN based layer 
comprises a short period Super-lattice of AlN based layers 
and GaN based layers. 

5. The nitride based heterojunction transistor structure of 
claim 4, wherein the AlN based layers and the GaN based 
layers of the short period Super-lattice comprise AlN layers 
and GaN layerS respectively. 

6. The nitride based heterojunction transistor structure of 
claim 1, wherein the Second AlGaN based layer comprises 
an Al GaN layer, where 0<XS1. 

7. The nitride based heterojunction transistor structure of 
claim 1, wherein the first AlGaN based layer comprises a 
bottom confinement layer, the GaN layer comprises a chan 
nel layer and the Second AlGaN based layer comprises a 
barrier layer. 

8. The nitride based heterojunction transistor structure of 
claim 7, wherein the bottom confinement layer has a first 
aluminum concentration and the barrier layer has a Second 
aluminum concentration different from the first aluminum 
concentration. 

9. The nitride based heterojunction transistor structure of 
claim 8, wherein the Second aluminum concentration is 
greater than the first aluminum concentration. 

10. The nitride based heterojunction transistor structure of 
claim 1, wherein the second AlGaN based layer has a 
thickneSS and aluminum concentration large enough to 
induce formation of a 2D electron gas at the interface with 
the GaN based layer, but less than a thickness at which 
cracking or defect formation occurs. 

11. The nitride based heterojunction transistor structure of 
claim 1, wherein the second AlGaN layer has a thickness of 
at least about 10 nm. 

12. The nitride based heterojunction transistor structure of 
claim 1, wherein a total Strain energy in the first AlGaN 
based layer, the GaN based layer and the second AlGaN 
based layer is about Zero. 

13. The nitride based heterojunction transistor structure of 
claim 12, wherein the total Strain energy comprises a 
weighted Sum of Strains of layers of the heterojunction 
transistor. 

14. The nitride based heterojunction transistor structure of 
claim 1, wherein a total Strain energy in the first AlGaN 
based layer, the GaN based layer and the second AlGaN 
based layer at room temperature is approximately Zero. 
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15. The nitride based heterojunction transistor structure of 
claim 14, wherein a magnitude of the total Strain energy is 
greater than approximately Zero at a growth temperature. 

16. The nitride based heterojunction transistor structure of 
claim 1, wherein the first AlGaN based layer, the GaN layer 
and the second AlGaN based layer are coherently strained 
Such that all have the same Strained in-plane lattice constant. 

17. The nitride based heterojunction transistor structure of 
claim 1, further comprising a buffer layer between the 
substrate and the first AlGaN based layer. 

18. The nitride based heterojunction transistor structure of 
claim 17, wherein the buffer layer comprises an AlN layer. 

19. The nitride based heterojunction transistor structure of 
claim 1, wherein the GaN based layer is directly on the first 
AlGaN based layer. 

20. The nitride based heterojunction transistor structure of 
claim 19, wherein the second AlGaN based layer is directly 
on the GaN based layer. 

21. The nitride based heterojunction transistor structure of 
claim 1, wherein the first AlGaN based layer is a graded 
AlGaN based layer. 

22. The nitride based heterojunction transistor structure of 
claim 1, wherein the first AlGaN based layer is an AlGaN 
layer. 

23. The nitride based heterojunction transistor structure of 
claim 1, wherein the first AlGaN based layer is an AlInGaN 
layer. 

24. The nitride based heterojunction transistor structure of 
claim 1, wherein the first AlGaN based layer has an alumi 
num percentage of greater than about 10%. 

25. The nitride based heterojunction transistor structure of 
claim 1, wherein the second AlGaN based layer has an 
aluminum percentage of greater than about 20%. 

26. The nitride based heterojunction transistor structure of 
claim 1, wherein the first AlGaN based layer has thickness 
of at least about 1000 nm. 

27. The nitride based heterojunction transistor structure of 
claim 1, wherein the GaN based layer has a thickness of 
from about 30 A to about 300 A. 

28. The nitride based heterojunction transistor structure of 
claim 1, wherein the GaN based layer has a thickness of 
greater than about 500 A. 

29. The nitride based heterojunction transistor structure of 
claim 1, wherein the Substrate comprises a Silicon carbide 
Substrate. 

30. A method of fabricating a nitride based heterojunction 
transistor Structure, comprising: 

forming a Substantially unstrained AlGaN based layer on 
a Substrate; 

forming a compressive Strained GaN based layer on the 
Substantially unstrained AlGaN based layer; and 

forming a tensile strained AlGaN based layer on the 
compressive Strained GaN based layer. 

31. The method of claim 30, wherein the step of forming 
a tensile Strained AlGaN based layer comprises the Step of 
forming a tensile Strained AlGaN based layer having a 
predefined tensile Strain on the compressive Strained GaN 
based layer, the predefined tensile Strain providing a tensile 
Strain Such that an total Strain energy of the compressive 
strained GaN based layer and the tensile strained AlGaN 
based layer is about Zero. 
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32. The method of claim 31, wherein the predefined 
tensile Strain is provided by adjusting at least one of a 
thickness of the tensile strained AlGaN based layer, a 
composition of the substantially unstrained AlGaN based 
layer and/or an aluminum concentration in the tensile 
strained AlGaN based layer to provide the predefined tensile 
Strain. 

33. The method of claim 31, wherein the total strain 
energy comprises a linear Summation of Strain energies. 

34. The method of claim 31, wherein the total strain 
energy comprises a weighted Summation of Strain energies. 

35. The method of claim 31, wherein the total strain 
energy comprises a weighted Sum of Squares of the Strain 
energy. 

36. The method of claim 30, wherein the step of forming 
a Substantially unstrained AlGaN based layer comprises the 
Steps of: 

forming three dimensional islands of AlGaN based mate 
rial on the Substrate, and 

growing the AlGaN based material so that the AlGaN 
based material coalesces between the three dimensional 
islands to provide the substantially unstrained AlGaN 
based layer. 

37. The method of claim 30, wherein the step of forming 
a Substantially unstrained AlGaN based layer comprises 
forming a Substantially unstrained AlGaN layer. 

38. The method of claim 30, wherein the step of forming 
a Substantially unstrained AlGaN based layer comprises 
forming a Substantially unstrained short period Super-lattice 
of AlN and GaN based layers. 

39. The method of claim 30, wherein the step of forming 
a Substantially unstrained AlGaN based layer comprises 
forming a Substantially unstrained short period Super-lattice 
of AlN and GaN layers. 

40. The method of claim 30, wherein the step of forming 
a Substantially unstrained AlGaN based layer comprises 
forming a substantially unstrained AlInGaN layer. 

41. The method of claim 30, further comprising the step 
of forming a tensile strained AlN layer on the GaN based 
layer and disposed between the GaN based layer and the 
tensile strained AlGaN based layer. 

42. The method of claim 30, wherein the step of forming 
a tensile Strained AlGaN based layer comprises forming a 
tensile strained AlGaN layer. 

43. The method of claim 30, wherein the step of forming 
a tensile Strained AlGaN based layer comprises forming a 
tensile strained AlInGaN layer. 

44. The method of claim 30, wherein the step of forming 
a tensile Strained AlGaN based layer comprises forming a 
tensile Strained AlGaN based layer having a thickness of at 
least 10 nm. 

45. The method of claim 30, wherein the step of forming 
a compressive Strained GaN based layer comprises forming 
a compressive Strained GaN based layer having a thickneSS 
of from about 30 A to about 300 A. 

46. The method of claim 30, wherein the step of forming 
a compressive Strained GaN based layer comprises forming 
a compressive Strained GaN based layer having a thickneSS 
of greater than about 500 A. 

47. The method of claim 30, wherein the step of forming 
a Substantially unstrained AlGaN based layer comprises 
forming a substantially unstrained AlGaN based layer hav 
ing a first aluminum concentration and the Step of forming 
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a tensile Strained AlGaN based layer comprises forming a 
tensile Strained AlGaN based layer having a Second alumi 
num concentration different from the first aluminum con 
centration. 

48. The method of claim 47, wherein the second alumi 
num concentration is greater than the first aluminum con 
centration. 

49. The method of claim 30, wherein the step of forming 
a tensile Strained AlGaN based layer comprises forming a 
tensile Strained AlGaN based layer having a thickneSS and 
aluminum concentration large enough to induce formation 
of a 2D electron gas at the interface with the compressive 
strained GaN based layer, but less than a thickness at which 
cracking or defect formation occurs. 

50. A nitride based heterojunction transistor, comprising: 

an AlGaN based bottom confinement layer; 
a GaN based channel layer on the bottom confinement 

layer; and 

an AlGaN based barrier layer on the channel layer oppo 
Site the bottom confinement layer, the barrier layer 
having a higher concentration of aluminum than the 
bottom confinement layer. 

51. The nitride based heterojunction transistor of claim 
50, wherein the channel layer has a thickness of from about 
30 A to about 300 A. 

52. The nitride based heterojunction transistor of claim 
50, wherein the barrier layer has a thickness of at least about 
10 nm. 

53. The nitride based heterojunction transistor of claim 
50, wherein the bottom confinement layer is on a silicon 
carbide Substrate. 

54. The nitride based heterojunction transistor of claim 
53, further comprising an AlN buffer layer between the 
Silicon carbide Substrate and the bottom confinement layer. 

55. The nitride based heterojunction transistor of claim 
50, wherein the bottom confinement layer is a graded AlGaN 
based layer. 

56. The nitride based heterojunction transistor of claim 50 
further comprising a GaN based contact layer on the barrier 
layer. 

57. The nitride based heterojunction transistor of claim 
50, wherein the bottom confinement layer has an aluminum 
concentration of greater than about 10%. 

58. The nitride based heterojunction transistor of claim 
50, wherein the barrier layer has an aluminum concentration 
of greater than about 20%. 

59. The nitride based heterojuntion transistor of claim 50, 
further comprising an AlN based layer on the GaN based 
layer and disposed between the GaN based channel layer 
and the AlGaN based barrier layer. 

60. A method of fabricating a nitride based heterojunction 
transistor, comprising: 

forming an AlGaN based bottom confinement layer on a 
Substrate; 

forming a GaN based channel layer on the bottom con 
finement layer, and 

forming an AlGaN based barrier layer on the channel 
layer, the barrier layer having a higher concentration of 
aluminum than the bottom confinement layer. 
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61. The method of claim 60, wherein the channel layer is 
formed to a thickness of from about 30 A to about 300 A. 

62. The method of claim 60, wherein the barrier layer is 
formed to a thickness of at least about 10 nm. 

63. The method of claim 60, wherein the step of forming 
an AlGaN based bottom confinement layer comprises form 
ing an AlGaN based bottom confinement layer on a Silicon 
carbide Substrate. 

64. The method of claim 63, further comprising forming 
an AlN buffer layer on the silicon carbide substrate and 
wherein the step of forming an AlGaN based bottom con 
finement layer comprises forming an AlGaN based bottom 
confinement layer on the buffer layer. 

65. The method of claim 60, wherein the step of forming 
an AlGaN based bottom confinement layer comprises form 
ing a graded AlGaN based layer. 

66. The method of claim 60 further comprising forming a 
GaN based contact layer on the barrier layer. 

67. The method of claim 60, wherein the bottom confine 
ment layer has an aluminum concentration of greater than 
about 10%. 

68. The method of claim 60, wherein the barrier layer has 
an aluminum concentration of greater than about 20%. 

69. The method of claim 60, further comprising the step 
of forming an AlN layer on the GaN based layer and 
disposed between the GaN based channel layer and the 
AlGaN based barrier layer. 

70. A Group III-nitride based heterojunction transistor 
Structure, comprising: 

a Substrate; 
a first Group III-nitride based layer on the Substrate, the 

first Group III-nitride based layer having a first strain 
asSociated there with; 

a second Group III-nitride based layer on the first Group 
III-nitride based layer, the second Group III-nitride 
based layer having a bandgap that is less than a 
bandgap of the first Group III-nitride based layer and 
having a Second Strain associated there with, the Second 
Strain having a magnitude that is greater than a mag 
nitude of the first strain; and 

a third Group III-nitride based layer on the second Group 
III-nitride based layer opposite the first Group III 
nitride based layer, the third Group III-nitride based 
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layer having a bandgap that is greater than the bandgap 
of the second Group III-nitride based layer and having 
a third Strain associated there with, the third Strain being 
of opposite Strain type to the Second Strain. 

71. The Group III nitride based heterojunction transistor 
Structure according to claim 70, wherein the first Group 
III-nitride based layer comprises an Al GaN layer, where 
0<x<1. 

72. The Group III nitride based heterojunction transistor 
Structure according to claim 71, wherein the Second Group 
III-nitride based layer comprise a GaN layer. 

73. The Group III nitride based heterojunction transistor 
Structure according to claim 72, wherein the third Group 
III-nitride base layer comprises an AlN layer. 

74. A method of fabricating a Group III-nitride based 
heterojunction transistor Structure, comprising: 

forming a first Group III-nitride based layer on a Sub 
Strate, the first Group III-nitride based layer having a 
first Strain associated there with; 

forming a second Group III-nitride based layer on the first 
Group III-nitride based layer, the second Group III 
nitride based layer having a bandgap that is less than a 
bandgap of the first Group III-nitride based layer and 
having a Second Strain associated therewith, the Second 
Strain having a magnitude that is greater than a mag 
nitude of the first strain; and 

forming a third Group III-nitride based layer on the 
second Group III-nitride based layer opposite the first 
Group III-nitride based layer, the third Group III-nitride 
based layer having a bandgap that is greater than the 
bandgap of the Second Group III-nitride based layer 
and having a third Strain associated there with, the third 
Strain being of opposite Strain type to the Second Strain. 

75. The method of claim 74, wherein the step of forming 
a first Group III-nitride based layer comprises forming an 
AlGaN layer, where 0<x<1. 

76. The method of claim 75, wherein the step of forming 
a Second Group III-nitride based layer comprises forming a 
GaN layer. 

77. The method of claim 76, wherein the step of forming 
a third Group III-nitride based layer comprises forming an 
AlN layer. 
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