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I. INTRODUCTION 

In accordance with 37 C.F.R. § 42.107, Patent Owner Efficient Power 

Conversion Corporation (“EPC” or “Patent Owner”) submits this preliminary 

response to the Petition (the “Petition” or “Pet.”) filed by Petitioner Innoscience 

(Zhuhai) Technology Company, Ltd., and Innoscience America, Inc. (“Petitioner”) 

for Inter Partes Review of claims 1-3 of U.S. Patent No. 9,748,347 (the ‘347 

patent”).  Patent Owner respectfully requests that the Board deny the Petition for at 

least the reasons set forth below. 

The ’347 Patent relates to the manufacturing of an enhancement mode GaN 

MISFET with ledges comprised of p-type gate material having side surfaces that 

extend horizontally towards the source and drain contacts, respectively.  As 

explained below, these ledges, in conjunction with side surfaces of the p-type gate 

material that extend horizontally towards the source and drain contacts, provide the 

advantageous effect of reducing gate leakage current during operation.  

Moreover, none of the prior art references cited in the Petition teach or 

disclose a method for manufacturing ledges and horizontally extending side 

surfaces to form an enhancement mode device.  Indeed, it is this combination of 

features that provide the benefits described in the ’347 Patent and innovate over 

preexisting designs at the time of the invention. 
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Accordingly, Petitioner has not established that there is a reasonable 

likelihood that at least one of the challenged claims of the ‘347 patent is 

unpatentable, and the Petition should be denied.  

II. BACKGROUND 

A. The ‘347 Patent 

The ’347 Patent issued on August 29, 2017, from an application filed on July 

30, 2014.  The ’347 Patent claims priority to a United States provisional 

application filed on August 1, 2013, as well as claims priority through U.S. Patent 

No. 8,890,168 to a United States provisional patent application filed on April 8, 

2009, which also led to U.S. Pat. No. 8,404,508 (“the ’508 Patent”). 

The ‘347 Patent describes and claims a method for forming an enhancement 

mode GaN (Gallium Nitride) MISFET (Metal Insulator Semiconductor Field 

Effect Transistor) with a self-aligned ledge.  GaN transistor devices may be 

categorized into two different categories: (1) depletion-mode FETs and (2) 

enhancement-mode FETs.  See ’347 Patent at 1:45-58.  Depletion-mode FETs 

maintain an “ON” state at zero gate-source voltage (normally ON), while 

enhancement mode FETs maintain an “OFF” state at zero gate source voltage 

(normally OFF).  See id.  Depletion-mode FETs deplete the 2DEG located near the 

junction of two layers having different band gaps.  See id.  In the depletion-mode 

FETs, an electron channel that exists at zero gate voltage is depleted by applying a 
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negative gate voltage, thereby turning the FET OFF.  See id.  Conversely, 

enhancement-mode FETs have no electron channel at zero gate voltage, but an 

electron channel can be induced by applying a positive gate voltage, thereby 

turning the FET ON.  See id. 

The ’347 patent explains that a gate leakage current in GaN high electron 

mobility transistors occurs between the gate contact above gate material 101 and 

the 2DEG region 102 below and adjacent to the gate material along gate leakage 

current paths 201 (along the sidewalls of gate material 101) and 202 (through the 

bulk of gate material 101).  See id. at FIG. 2 (reproduced below), 1:64-2:3.  It was 

further identified that the gate leakage current of the prior art structure occurs 

predominantly along gate leakage current path 201, e.g., along the edge of the gate 

material.  See id. at FIGs. 3A, 3B, and 4 (demonstrating that an increased number 

of gate p-type semiconductor sidewall edges increases the gate leakage current).  

 

 
’347 Patent at Fig. 2 
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GaN FETs are known for their ability to carry greater current and withstand 

higher voltages than their silicon counterparts.  In particular, the ’347 Patent, as 

shown below, innovatively teaches a gate structure with an elongated surface 

length that reduces the gate leakage from the device.  Due to the enhanced surface 

length of the elongated ledges and sidewalls of the device, there is a lower gate 

leakage during operation.  The gate leakage current can be reduced by lengthening 

the gate leakage current path at the edges of the gate p-type semiconductor material 

by including a pair of ledges that extend horizontally towards the source and drain 

contacts, as shown in Fig. 5 (reproduced below).  The ’347 Patent describes the 

ledges as self-aligned.  See id. at 2:41-43. 

 
’347 Patent at FIG. 5. 

  

In FIG. 5 above, the gate p-type semiconductor material 503 is positioned 

below the gate metal 504 and above barrier layer 502.  In some embodiments, the 

barrier layer is formed of AlGaN.  See id. at 3:41-43.  Gate p-type semiconductor 

material 503 includes ledges 506 on each side of gate metal 504.  The sidewalls of 

gate metal 504 define a width of the gate metal which is narrower than the width of 
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the narrowest portion of gate p-type material 503.  The width of gate metal 504 

being narrower than gate p-type material 503 effectively forms a pair of horizontal 

ledges 506 at the top of gate p-type material 503.  The sidewalls, or edges, of the 

gate p-type material, which track reference number 505, extend respectively 

towards the source and drain material.  In this embodiment, the narrowest portion 

of gate material 503 is at the top of the gate p-type material, from where the 

sidewalls of the gate p-type material descend towards the barrier layer, and the 

width of the gate p-type material increases. 

B. Grounds of challenge 

The petitioner challenges the patentability of the claims of the ’347 patent on 

five grounds: 

Ground 1:  Claims 1-3 are challenged as being obvious over Saxler in view 

of Beach and Shenoy. 

Ground 2:  Claims 1-3 are challenged as being obvious over Saxler in view 

of Yoshida, Beach, and Shenoy. 

Ground 3:  Claims 1-3 are challenged as being obvious over Saxler in view 

of Ahn. 

Ground 4:  Claims 1-3 are challenged as being obvious over Yoshida in view 

of Saxler, Beach, and Shenoy. 
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Ground 5:  Claims 1-3 are challenged as being obvious over Yoshida in view 

of Ahn. 

III. CLAIM CONSTRUCTION 

Claims must be construed only to the extent necessary to resolve a 

controversy.  Nidec Motor Corp. v. Zhongshan Broad Ocean Motor Co., 868 F.3d 

1013, 1017 (Fed. Cir. 2017).  Without waiving its right to submit proposed claim 

constructions in a Patent Owner Response, Patent Owner submits that the Board 

need not engage in any pre-institution claim construction.  However, Patent Owner 

notes the following errors in Petitioner’s proposed claim constructions. 

Petitioner incorrectly contends that the limitation, “forming side surfaces of 

the p-type gate material that extend horizontally towards the source and drain 

contacts, respectively, and contact the barrier layer,” in claim 1 of the ’347 Patent, 

should be construed such that the bottom of the p-type gate material must be “more 

than 10% wider than the top of the material, leading to sloped side surfaces.”  

Petition at p. 20. 

The intrinsic evidence fails to mandate the additional restrictions Petitioner’s 

proposed construction would seek to import into the claims.  First, the only 

intrinsic support for Petitioner’s proposed construction that the bottom of the p-

type gate material must be “more than 10% wider than the top of the material” 

comes from one embodiment (the fourth) described in the specification.  See ’508 
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Patent at 5:23-28.1   The claims at issue do not recite any numerical degree of 

horizontal extension for the claimed side surfaces or threshold values for the p-type 

gate material width compared to the top.  And no such values are required by any 

intrinsic evidence.  Simply put, there is no intrinsic evidence defining the 

horizontal extension of the side surfaces to have a minimum threshold value or 

unequivocally disavowing from the scope of the claims p-type gate materials 

where the side surfaces extend horizontally towards the source and drain contacts 

but where the bottom of those materials is less than 10% wider than the top.  

Thorner v. Sony Computer Entm’t Am. LLC, 669 F.3d 1362, 1365 (Fed. Cir. 2012); 

Pacing Techs., LLC v. Garmin Int’l, Inc., 778 F.3d 1021, 1024 (Fed. Cir. 2015) 

(“The standards for finding lexicography and disavowal are exacting.” (quotations 

omitted)).  Accordingly, Petitioner’s proposed additional restriction that the bottom 

of the p-type gate material must be “more than 10% wider than the top of the 

material” improperly seeks to import a limitation from the specification into the 

claim and should therefore be rejected.  Phillips v. AWH Corp., 415 F.3d 1303, 

1323 (Fed. Cir. 2005). 

Second, there is no intrinsic support for Petitioner’s proposed additional 

restriction that the claimed side surfaces must be “sloped.”  A sloped side surface 

 
1 The ’508 Patent is incorporated by reference and the ’347 Patent claims priority 
to the ‘508 Patent.  
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is only one example of the type of side surface structure subsumed within the plain 

meaning of “side surfaces extending horizontally to the source and drain contacts.”  

For example, side surfaces can be stepped towards the source and drain contacts, 

not sloped. 

Limiting the claimed side surfaces to those that are “sloped” would read out 

embodiments from the ’508 patent, which the ’347 Patent incorporates by 

reference.  As depicted below, Figure 12 of the ’508 patent depicts a p-type gate 

material (15, annotated in red) where the bottom is wider than the top but where 

the side surfaces are stepped, not sloped.   

 

‘508 Patent, Fig. 12 (annotated) 

Accordingly, Petitioner’s proposal to limit the scope of the claims only to 

“sloped” side surfaces must be rejected. 
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Third, there is no intrinsic support for Petitioner’s additional restriction that 

the sloped portion of the claimed “side surfaces” must contact the barrier layer.  As 

discussed above, the claimed “side surfaces” need not be sloped, but can 

alternatively be stepped towards the source and drain contacts.  In such a 

configuration -- even if the stepped side surface overall could be considered  

sloped -- the portion of the side surface that contacts the barrier layer can be 

entirely vertical (i.e., have no slope), as shown in Figure 12 of the ’508 patent 

above.  Accordingly, Petitioner’s proposal to limit the nature of the claimed barrier 

layer contact only to the portion of the side surface that is “sloped” must be 

rejected. 

IV. OVERVIEW OF THE REFERENCES RELIED UPON BY 

PETITIONER 
 

A. Saxler 

Saxler describes a HEMT that includes a gallium nitride channel layer, also 

known as a buffer layer, and an aluminum gallium nitride barrier layer.  See Saxler 

at ¶¶ [0058] - [0059].  Saxler further includes cap layer 34, 34’, which is described 

as moving the top (outer) surface of the device physically away from the channel 

layer, which may reduce electrical effects of the surface.  See id. at ¶ [0061], 

[0069].  The cap layer 34, 34’ is shown as two distinct embodiments - one with a 

recessed gate structure (right) and one with a non-recessed gate structure (left).  As 

can be seen, Saxler shows the recessed gate structure as two distinct regions on 
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either side of the gate with slanted sidewalls and shows the non-recessed gate 

structure as a rectangle.  Saxler does not describe any benefits of either gate 

structure or that its figures are representative of an intended device. 

   
Saxler at FIG. 2A.    Saxler at FIG. 2B. 

 

As can be seen from Figures 2A and 2B, Saxler describes a HEMT transistor 

having substrate 10 formed of a silicon carbide (SiC) substrate.  See id. at ¶ [0053].  

The channel layer 20 is positioned above substrate 10 and can be a gallium nitride 

(GaN) layer.  See id. at ¶ [0053].  Adjacent and above the GaN channel layer is 

barrier layer 22, which can be preferably AlN, AlInN, AlGaN, or AlInGaN.  Id. at 

¶ [0059].  As known in the art at the time, the interaction between the barrier layer 

22 and channel layer 20 induces carrier concentration at the interface.  Id.  As seen 

in the above figures, the source and drain ohmic contacts 30 are located on 

opposite sides of the gate structure and graphically depicted as above the barrier 

layer. 

Saxler describes its gate structure as including gate contact 32, made of 

nickel (Ni), platinum (Pt), nickel silicide (NiSix), copper (Cu), palladium (Pd), 
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chromium (Cr), tungsten (W), and/or tungsten silicon nitride (WSiN).  See id. at ¶ 

[0066].  The gate structure further includes cap layer 34, 34’, which, in a particular 

embodiment, can be magnesium (Mg) doped GaN and/or a Mg-doped AlGaN.  Id. 

at ¶ [0069].  In describing the cap layer, the alleged focus of Saxler is on doping 

the cap layer with p-type, n-type, or deep-level dopants.  Saxler states: 

In further embodiments of the present invention, the outer surface of 
the cap layer of a nitride-based HEMT is doped with p-type, n-type or 
deep-level dopants such that the cap layer has a higher concentration of 

dopants at a surface of the cap layer that is remote from the barrier layer 
than at other regions of the cap layer.  The cap layer may be a GaN 
based cap layer.  The dopants at the outer surface of the device may 
segregate to dislocations in the cap layer and, thereby, reduce gate 
leakage along the dislocations.  The dopant may have different 
characteristics when at a dislocation than when in the bulk crystal.  For 
example a shallow dopant in the bulk crystal may have characteristics 
of a deep level when at a dislocation.   

 
Id. at ¶ [0049]. 

The above-referenced paragraph, among others, explains the purpose of 

doping the cap layer in Saxler: “The dopants at the outer surface of the device may 

segregate to dislocations in the cap layer and, thereby, reduce gate leakage along 

the dislocations.”  See id.  A person skilled in the art would have recognized that 

this purpose is unrelated and distinct from creating an enhancement mode 

transistor.  Indeed, after reviewing the disclosure of Saxler, it is clear that Saxler 

does not claim to make an enhancement-mode transistor.  Instead, Saxler 
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purportedly advances the art to show that the intended interaction of the dopants is 

to segregate to dislocations to “reduce gate leakage along the dislocations.” 

Saxler does not explicitly disclose a process to fabricate its gate structure 

beyond a general description of a potassium hydroxide (KOH) etching step that 

makes regions for source and drain contacts.  Saxler describes that the cap layer 

may be provided by conventional epitaxial growth techniques and that the gate 

contact may be added using “conventional fabrication techniques.  Id. at ¶¶ [0063], 

[0066].  Saxler describes the general knowledge in the field of “gate-last” 

processes in which the source and drain contacts are formed first followed by the 

gate contact.  See e.g., Saxler ¶¶ [0064]-[0066].  Because Saxler teaches the use of 

multiple photo masks, it does not disclose a self-aligned (single photo mask) 

process for gate formation.  Saxler does not disclose or suggest how to etch its cap 

layer or intended structural designs or configurations for its cap layer.  However, 

with respect to forming the ohmic contacts 30, Saxler describes a “patterned mask 

and etch process may be used to expose the underlying barrier layer.”  Id. at 

¶ [0064].  Saxler does not disclose whether a dry or wet etching or patterning 

process is used. 

B. Yoshida 

Yoshida discloses an enhancement mode GaN HEMT, with a p-GaN layer 

under the gate contact. 
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Yoshida Fig. 1 

The enhancement mode GaN HEMT of Yoshida is comprised of a semi-

insulating substrate (1), a buffer (GaN) layer (2), an i-type semiconductor (GaN) 

layer (3), an n-type semiconductor (InGaN) layer (4), and a p-type GaN layer (5).  

Yoshida at p. 7.  As shown in Yoshida’s FIG. 1 above, the p-type GaN layer has 

vertical sidewalls.   

The enhancement mode GaN HEMT of Yoshida is made by a process in 

which the gate structure is formed after forming the source and drain contacts (e.g., 

a “gate-last” process).  Specifically, Yoshida discloses the following process:  

1. grow layers 2-5 over the substrate 1; 

2. etch away the p-GaN layer 5 except where the gate electrode is to be 

loaded; 

3. deposit a dielectric layer (SiO2) to cover the entire surface, including 

the p-GaN layer 5; 
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4. apply photo resist/mask, open areas in the dielectric layer for the 

source S and drain D  electrodes; 

5. deposit Al in the openings to form the source S and drain D electrodes 

on the AlGaN barrier layer; 

6. remove the mask and open the SiO2 film over the gate p-GaN 

material 5, leaving the source S and drain D electrodes masked. 

7.  deposit Au in the opening to form the gate electrode G  and form the 
gate contact above the p-GaN layer to produce an enhancement mode 
GaN transistor. 

Yoshida at ¶¶ [0019]-[0023]. 

C. Beach 

Beach describes an alleged III-Nitride enhancement-mode semiconductor 

device, including a gate barrier layer under the gate.  Beach at Abs., Title.  Beach 

describes a transistor (image below) including substrate 10, bonding layer 12, first 

III-N buffer body 14, first III-N semiconductor body 16, second III-N 

semiconductor body 18, first and second power electrodes 20, 22, gate barrier 26, 

and gate arrangement 24.  See id. at ¶¶ [0031]-[0032].  In a preferred embodiment, 

gate barrier 26 is an AlInGaN alloy, which can be, for example, AlGaN.  Id. at ¶ 

[0032].  In preferred embodiments, first III-N semiconductor body 16 is AlGaN 

and second III-N semiconductor body 18 is GaN.  Id.  Beach describes the 

equivalent of a 2DEG region formed at the heterojunction of first III-N 
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semiconductor body 16 and second III-N semiconductor body 18, as identified in 

the below figure. 

 
Beach at FIG. 1. 

Beach further describes the formation of its gate structure.  The gate 

structure of gate arrangement 24 and gate barrier 26 are patterned and etched using 

a single photo mask and result in a self-aligned gate arrangement.  Id. at ¶ [0040].  

Beach describes fabricating the gate structure before the ohmic contacts 20, 22 are 

formed on the device.  See, e.g., id. 

D. Shenoy  

Shenoy is an article exploring the theoretical shape evolution that occurs in 

through-mask electrochemical micromachining (EMM) through mathematical 

modeling.  Shenoy at Abstract.  Shenoy is not directed to the formation of GaN 

based semiconductors and/or HEMTs.  Shenoy further does not disclose or suggest 
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methods of manufacturing an enhancement-mode GaN transistor.  Shenoy further 

does not address self-aligned structures. 

Instead, Shenoy theoretically explores how deviations in photoresist mask 

wall angle affect the directionality of the subsequent etching process.  Further, 

because Shenoy is based on a mathematical model, its disclosure relies upon 

theoretical assumptions that would not necessarily be applicable in practice, or true 

with respect to enhancement-mode GaN transistors and their applicable materials.  

See, e.g., id. at 544-45.  Particularly, Shenoy describes the shape of an ideal 

evolving EEM etching cavity but does not explicitly or implicitly instruct a POSA 

how to etch a GaN-based layer, any particular desired patterning designs, or 

methods or desires to achieve particular sidewall designs.  Instead, Shenoy is 

entirely ambivalent to any desired design.  Further, Shenoy does not disclose or 

suggest that its etching methods or theoretical mathematical results would be 

applicable to GaN based materials. 

E. Ahn 

Ahn describes an alleged thin film transistor for liquid crystal displays.  Ahn 

at 1:5-10.  Ahn does not disclose the manufacture of any type of GaN transistor. 

Instead, Ahn’s depiction in FIG. 4C (reproduced below) is limited to the formation 

of a thin film LCD transistor.  Id. at 5:38-41.  In the thin film device depicted in 

FIG. 4C, Ahn shows a first metal layer 43 on top of a second metal layer 45.  Id. at 
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5:21-25.  The first metal layer 43 is formed from a “metal such at Al, Cu, or 

Au….” while the “second metal layer 45 is formed from Mo, Ta, or Co….”  Id. at 

5:41-47.  Ahn thus does not teach or disclose the use of any p-doping in its gate 

material.     

 

Ahn, Fig. 4C  

 Ahn’s lack of relevance to GaN transistors is further apparent from its 

discussion of the formation of a pixel electrode 65, “which is electrically connected 

to the drain electrode 59 through the contact hole 63.”  Id. at 7:4-6.  That pixel 

electrode – not a feature of GaN transistors – is present because Ahn is directed to 

transistors that are used in vastly different applications, relating to liquid crystal 

displays.  Id. at 1:5-10.  
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V. THE BOARD SHOULD DENY INSTITUTION OF GROUND 1 
(SAXLER IN VIEW OF BEACH AND SHENOY) 

 

In Ground 1, Petitioner asserts that Saxler in view of Beach and Shenoy 

renders obvious claims 1-3 of the ’347 Patent.  Petition, p. 24.  Initially, Petitioner 

misinterprets and misrepresents the teachings of Saxler.  Furthermore, as explained 

below, neither Beach nor Shenoy rectify the deficiencies of Saxler. 

A. Saxler does not Teach or Disclose a Method for Manufacturing an 

Operational Enhancement-Mode Transistor 

Saxler describes two different embodiments of its cap layer, a bifurcated 

recessed cap layer where the gate contact intersects and divides the cap layer (FIG. 

1A), and an alternative non-recessed gate contact positioned higher than the cap 

layer (FIG. 1B), as shown below. 

   

Although the specification does not describe with any specificity the 

configuration of the cap layer and its sidewalls, in the bifurcated recessed 

embodiment, the cap layer is generally depicted in the figures as having slanted 

sidewalls.  In the non-recessed cap layer embodiment, however, the cap layer is 
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depicted exclusively as a rectangular layer between the source and drain contacts.  

Saxler does not describe that these two embodiments can be combined or how to 

manufacture an alleged combined embodiment. 

Petitioner acknowledges that independent claim 1 of the ’347 Patent recites 

“[a]n enhancement-mode GaN transistor…”  Petition at pp. 1, 8.  Petitioner further 

acknowledges that Saxler does not disclose an enhancement-mode device.  See id. 

at p. 55 (requiring modification to “turn Saxler’s device into an enhancement mode 

device…”)  Because Saxler does not disclose manufacturing an enhancement-

mode device, Petitioner proposes that the below structure can be formed as a 

purported enhancement-mode device.  That structure, represented by a hypothetical 

diagram below, has been designed solely based on hindsight by the Petitioner and 

does not appear anywhere in Saxler.  Further, this hypothetical device would not 

function as an enhancement-mode device.  Instead, if attempting to function as an 

enhancement-mode device, it would be non-operational due to its inability to 

induce a 2DEG between the ohmic contacts. 
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Petition at p. 25. 

The “p-type cap layer” (green, above) in the device created and proposed by 

Petitioner, and not described in Saxler, reaches all the way from source to drain, 

including the so-called access regions between the source and gate, and between 

gate and drain.  See above.  Indeed, even assuming that Saxler disclosed such a 

device (and it does not), the lower endpoint of the sloped side coincides with the 

edge of the ohmic contact (30) (indicating the two are aligned).  An enhancement-

mode device operates by depleting the 2DEG below the gate contact for a certain 

portion of the distance between the source and drain.  In Petitioner’s hypothetical 

embodiment, the depletion of both access regions (between the gate contact and 

each of the ohmic contacts) will result in the complete absence of the 2DEG all the 

way from source to drain.  When applying a voltage, the gate contact could only 

induce a 2DEG substantially under the gate, that is, in the middle.  Thus, to the 
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extent that the transistor is intended to operate as an enhancement-mode transistor, 

the transistor would always lack a 2DEG in the access regions (between source and 

gate and between gate and drain).  Furthermore, the 2DEG could not be induced in 

the access regions.  Without a 2DEG, such a transistor will not work properly and 

could not be switched to its ON state, thereby rendering the hypothetical device 

non-functional as an enhancement-mode device, as recited in independent claim 1. 

B. Saxler does not Teach or Disclose Forming Side Surfaces 

Extending Horizontally Towards the Source and Drain Contacts, 
Respectively, and Contacting the Barrier Layer 

Saxler describes two distinct embodiments of a recessed and non-recessed 

gate contacts, and only based on impermissible hindsight would a POSA be 

motivated to modify the two distinct embodiments identified by Petitioner.  Saxler 

describes either a recessed gate with a bifurcated cap layer having sloped 

sidewalls, due to forming the gate recess, or a rectangular cap layer without sloped 

sidewalls  See id.   
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There is no motivation for a POSA to modify Saxler to achieve a singular p-

type gate material with sidewalls extending towards both the source and drain 

contacts in the manner suggested by Petitioner in its hypothetical device.  

Therefore, neither Saxler’s bifurcated embodiment nor its unibody embodiment 

can teach or suggest “forming side surfaces of the p-type gate material that extend 

horizontally towards the source and drain contacts, respectively, and contact the 

barrier layer,” as recited in independent claim 1 of the ’347 Patent. 

Although sloped sidewalls may have existed in the prior art, forming sloped 

sidewalls together with top surface ledges was not known as of the priority date of 

the ’347 Patent.  Indeed, Petitioner has not cited to any evidence teaching benefits 

to elongated surface ledges prior to the priority date of the ’347 Patent for 

enhancement mode gallium nitride transistors including a p-type gallium-nitride 

based gate semiconductor material. 

Furthermore, as discussed above, the KOH etching process described in 

Saxler does not necessarily apply to the formation of its cap layer.  In addition, as 

Saxler does not teach or describe a benefit of sloped walls, a POSA seeking to use 

a non-recessed gate contact would not understand Saxler as teaching a unibody 

gate material with sloped sidewalls, as shown in Petitioner’s hypothetical diagram.  

Saxler chose to depict its non-recessed embodiment without sloped sidewalls, and 

therefore a POSA may have understood that forming the opening for the recessed 
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gate – if anything – also formed the sloped sidewalls on the gate structure.  

Petitioner’s hypothetical modifications to Saxler, combining a non-recessed gate 

with ledges and sloping sidewalls, are therefore nothing more than hindsight. 

C. A POSA would not have Found it Obvious to Combine Saxler, 
Beach, and Shenoy 

None of Saxler, Beach, and Shenoy teach or disclose “forming side surfaces 

of the p-type gate material that extend horizontally towards the source and drain 

contacts, respectively, and contact the barrier layer,” as recited in independent 

claim 1, at least because it is not obvious to combine those references, absent 

impermissible hindsight.   

Beach cannot be applied to Saxler’s deficiencies because Beach discloses a 

“gate-first” fabrication process, which is incompatible with Saxler, which discloses 

a “gate-last” fabrication process.  Saxler describes fabricating the gate structure 

after its cap layer is already fabricated.  See Saxler at ¶¶ [0064]-[0066].  Therefore, 

a POSA would not have found it obvious to pattern Saxler’s gate contact and cap 

layer using a self-aligned process as Saxler has already described patterning the 

cap layer, and therefore, could not rely upon a self-aligned process after the 

patterning has already been completed.  Moreover, Saxler describes patterning and 

depositing the ohmic metals prior to the gate contact (“gate-last process”).  See 

Saxler ¶¶ [0064]-[0066].  A POSA would also have not sought to incorporate 

Beach’s self-aligned “gate-first” process, into Saxler.    
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Second, a POSA would not have sought to incorporate Beach’s self-aligned 

“gate-first” process into Saxler because of the different structures between Saxler 

and Beach.  As shown below, a POSA would have known that Beach describes a 

substantially different layer sequence and device structure, and the teachings would 

not have been adapted into Saxler.  Beach describes the specific use GaN of N-

polar (nitrogen polar) orientation, which is different from Saxler.  Beach at ¶¶ 

[0033], [0065].  Due to the N-polar orientation of Beach, a POSA would not have 

used Beach as guidance to modify the teachings of Saxler.  Further, the devices 

described in each reference are substantially different, and the teachings of Beach 

would not have been incorporated by a POSA into the structure and method of 

manufacture described in Saxler. 

Although self-aligned structures, in general, were largely known as of the 

priority date of the ’347 Patent, this fact alone would not have suggested 

combining the teachings of Saxler and Beach.  Saxler describes a transistor having 

either a recessed or non-recessed gate structure.  See, e.g., Saxler at FIGs. 2A, 2B.  

Saxler further describes etching regions for gate and source contact deposition 

prior to depositing the gate contact.  See id. at ¶¶ [0064]-[0066].  It would not have 

been obvious to a POSA to modify Saxler to incorporate Beach’s self-aligned 

process, because the different structure and methods of manufacture involved 

could not be effectively combined. 
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As discussed above, Saxler describes a patterning step of the cap layer prior 

to deposition of the gate contact.  Beach teaches the opposite – forming the gate 

contact first.  While Saxler requires such patterning to deposit the ohmic metals, 

Beach does not address this issue prior to forming the structure (as shown below in 

Figure 2F of Beach illustrating a gate structure formed without source and drain 

contacts).  That is, the Saxler process is a gate-last process, whereas the Beach is a 

gate-first process.  A POSA would have only sought to modify Saxler to 

incorporate a self-aligned process if relying upon hindsight based on the teachings 

of the ’347 Patent.  The processes and structures are substantially different, and 

there is no justification for a POSA to have sought to incorporate the self-aligned 

process of Beach into Saxler.  Indeed, a POSA would not look at a structure in the 

abstract, but rather in the context of a manufacturing process.  Moreover, a POSA, 

would restrict himself / herself to structures that can actually be made.  In that 

context, Beach cannot be combined with Saxler to arrive at the claimed invention. 

 
Beach at FIG. 2F 
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There are significant differences in the process of Saxler and Beach which 

would lead a POSA to not view the self-aligned process taught by Beach as 

applicable to the gate design disclosed by Saxler or to Petitioner’s hypothetical 

gate design based on Saxler.  Specifically, Beach does not include the illustrated 

ledges of Saxler in either of its disclosed embodiments.  Petitioner attempts to 

overcome this deficiency by asserting Shenoy’s isotropic etching technique would 

have been an obvious substitution, but Petitioner does not identify any motivation 

based on any of Saxler, Beach, or Shenoy to apply Shenoy’s technique after a self-

aligned process.  Further, Petitioner does not address how a POSA would have 

proceeded to manufacture the ledges depicted in Saxler using the process described 

in Shenoy after a self-aligned etching process has already occurred, and in 

particular whether this would require an additional photo mask.  Based on Saxler 

and Beach, a POSA would not have realized that ledges could be achieved through 

a self-aligned process. 

Additionally, as explained above, a POSA would not have considered the 

teachings of Shenoy applicable to Saxler or the subject matter of the ’347 Patent.  

Petitioner asserts a POSA would have found it obvious to use Shenoy’s isotropic 

etching technique, but does not address the differences in structures or teachings of 

the references.  Even if a POSA would have considered Shenoy, Shenoy does not 

address subsequent etching of a previously etched device or provide guidance to a 
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POSA to deposit a new photo mask on an etched material to perform the isotropic 

etching.  A POSA therefore would not have found it obvious to combine Shenoy 

with Saxler and Beach as proposed by Petitioner. 

D. Shenoy is Non-Analogous Art and May Not be Combined with 
Saxler or Beach 

Shenoy involves electrochemical etching – etching with an applied voltage, 

an applied electric field, and an electrical current flowing.  However, because 

Saxler does not describe the conductivity of its materials, a POSA would not have 

considered Shenoy to modify the teachings of Saxler, because Shenoy describes 

electrochemical etching, a highly specialized etching method with little relevance 

to the process described in either the ’347 Patent or Saxler.  Indeed, 

electrochemical etching can only be used in conjunction with conductive materials, 

and therefore would not have been considered based upon the KOH etching 

described in Saxler. 

Although Shenoy generally describes an isotropic etching process, a POSA 

would not have considered the materials used and the structure etched in Shenoy to 

be related to either Saxler or Beach.  First, Shenoy does not address self-alignment 

or how to etch a material below a hard mask.  Instead, Shenoy solely addresses the 

verticality of the photoresist during etching and its effect on the resulting EEM 

etching process.  Second, Shenoy does not address materials relevant to Saxler or 

the ’347 Patent and therefore any etching process would have been significantly 
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different from the etching process proposed by Saxler and not considered as a 

substitution.  Indeed, a POSA would have recognized that an unduly significant 

amount of experimentation would be required to attempt Shenoy’s etching process 

in Saxler (with no expectation of success) and for this reason a POSA would not 

have sought to apply the EEM process of Shenoy to Saxler.  Therefore, although 

Shenoy describes isotropic etching, its technology and the application are 

substantially different from Saxler and would not have been considered by a 

POSA. 

For at least those reasons, Saxler in view of Beach and Shenoy does not 

render obvious claims 1-3 of the ’347 Patent.   

VI. THE BOARD SHOULD DENY INSTITUTION OF GROUND 2 

(SAXLER IN VIEW OF YOSHIDA, BEACH, AND SHENOY) 

In Ground 2, Petitioner asserts that Saxler in view of Yoshida, Beach, and 

Shenoy renders obvious claims 1-3 of the ’347 Patent.  Petition, pp. 29.  As 

explained above, Petitioner misinterprets and misrepresents the teachings of 

Saxler.  Furthermore, as explained below, Yoshida does not rectify the deficiencies 

of Saxler. 

A. Yoshida Does Not Teach or Disclose Forming Side Surfaces that 
Extend Horizontally Toward the Source and Drain Contact   

For at least the reasons in Section V, neither Saxler, Beach, nor Shenoy 

teaches or discloses “forming side surfaces of the p-type gate material that extend 
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horizontally towards the source and drain contacts, respectively, and contact the 

barrier layer,” as recited in independent claim 1.  Yoshida does not remedy this 

deficiency. 

As shown in annotated FIG. 5 of the ’347 Patent below, the p-type gate 

material’s side surfaces (circled in red), as recited in independent claims 1 and 5, 

are such that the bottom of the p-type gate material is wider at the bottom than at 

the top.  The ’347 Patent notes:  

As indicated by the arrows (denoted by reference numbers 505) 
shown on ledges 506 and the side surfaces of the p-type gate 
material 503, when a positive voltage Vg is applied to the gate 
metal 504, the gate current path 505 first travels horizontally along the 
upper edge of the p-type gate material 503 and, once it reaches 
the ledges 506, the current path 505 follows the diagonal path along 
the edge of the p-type gate material 503. This structure results in 

reduced gate leakage current as discussed below with respect to FIG. 
8.     

 
’347 Patent at 3:65-4:7 (emphasis added). 

 

’347 Patent, Fig. 5 (annotated) 

 That interpretation is further supported by the disclosure of the ‘508 Patent, 

which is incorporated by reference and to which the ’347 Patent claims priority.  
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The ’508 Patent identifies a number of embodiments in which the side surfaces 

extend horizontally, including FIG. 10 (showing sloped side surfaces) and FIG. 12 

(showing stepped side surfaces).  ’508 Patent at FIGs. 10, 12; 5:52-60; 6:15-23.  In 

those embodiments, the side surfaces of the p-type gate material are such that the 

bottom of the material is wider than the top of the material, a fact that Petitioner 

concedes, as well.2  Petition at pp. 19-21.  

Yoshida does not teach or disclose formation of the side surfaces, as claimed 

in the ’347 Patent.  As shown in FIG. 1 of Yoshida below, the p-type GaN layer (5) 

does not form side surfaces that extend horizontally towards the source and drain 

contact, respectively, as required by independent claim 1, because the p-type GaN 

layer (5) of Yoshida is rectangular, such that its side surfaces (circled in red below) 

do not extend horizontally.  

 
2 Petitioner, however, improperly imports a limitation from a single embodiment 

into the claim, arbitrarily requiring that the bottom be 10% wider than the top of 
the p-type gate material. 
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Yoshida Fig. 1 (annotated) 

As shown, the side surfaces of the p-type GaN of Yoshida are vertical, such 

that they cannot extend horizontally.  Therefore, they cannot teach or disclose the 

formation of side surfaces that extend horizontally towards the source and drain 

contact, as recited in independent claim 1.    

B. There is No Motivation to Combine Saxler with Yoshida, Beach, 
or Shenoy 

For at least the reasons listed in Sections V.C and V.D above, there is no 

motivation to combine Saxler with Beach or Shenoy.  In addition, there is no 

motivation to combine Saxler with Yoshida. 

Saxler, as explained above, is directed to manufacturing a device that is 

inoperable in enhancement mode.  By contrast, Yoshida is directed to forming an 

enhancement mode device.  Petitioner provides no motivation as to why a POSA 

would choose to incorporate features from a device that cannot operate in 
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enhancement mode (Saxler) into a preexisting, operable enhancement mode device 

(Yoshida).  As explained above, enhancement mode devices are structurally and 

functionally different from depletion mode devices.  A POSA would therefore find 

no motivation to combine features from one with the other, as what is favorable to 

enhancement mode operation could be detrimental to depletion mode, and vice 

versa.       

Petitioner also provides no motivation as to why a POSA would incorporate 

elements from the depletion mode, recessed gate transistor of Saxler into the 

enhancement mode, non-recessed gate transistor of Yoshida, as those devices are, 

again, substantially different.  A POSA would not select features from Saxler’s 

recessed gate device to incorporate into Yoshida’s non-recessed gate device, absent 

impermissible hindsight. 

For at least those reasons, Saxler in view of Yoshida, Beach, and Shenoy 

does not render obvious claims 1-3 of the ’347 Patent.   

VII. THE BOARD SHOULD DENY INSTITUTION OF GROUND 3 

(SAXLER IN VIEW OF AHN) 
 

In Ground 3, Petitioner asserts that Saxler in view of Ahn renders obvious 

claims 1-3 of the ’347 Patent.  Petition, pp. 60.  As explained above, Petitioner 

misinterprets and misrepresents the teachings of Saxler.  Furthermore, as explained 

below, Ahn does not rectify the deficiencies of Saxler. 
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A. Ahn Does Not Teach or Disclose Forming Side Surfaces Extending 
Horizontally Towards the Source and Drain Contacts, 
Respectively, and Contacting the Barrier Layer 

For at least the reasons in Section V.B, Saxler does not teach or disclose 

“forming side surfaces of the p-type gate material that extend horizontally towards 

the source and drain contacts, respectively, and contact the barrier layer,” as recited 

in claim 1.  Petitioner instead relies upon Ahn as purportedly disclosing, in general, 

“masking and etching the gate contact or self-aligned etching….”  Petition at p. 60.  

But Ahn does not teach or disclose the limitation that is actually recited in claim 1. 

As explained in the ’347 Patent: 

As further shown, the gate contact includes a p-type gate 
material 503 formed on the barrier layer 502 and 
includes ledges 506 that are created by a self-aligned process at the 
top corners of the p-type gate material 503 as will be discussed in 

detail below. A gate metal 504 is disposed over the p-type gate 
material 503. As shown, the gate metal 504 has a smaller width (i.e., 
the width between sidewalls of the gate metal 504) than the width of 
the p-type gate material 503 (i.e., the width between side surfaces of 
the p-type gate material 503), effectively forming the pair 
of horizontal ledges 506 on each side of the gate metal 504. The pair 
of ledges 506 that extend past sidewalls of the gate metal 504 have 
equal or substantially equal widths, i.e., the respective ledges are 

symmetric from the respective sidewalls of the gate metal to the side 
surfaces of the p-type gate material, which is due to the self-aligned 
manufacturing process. 

 

’347 Patent at 3:44-59 (emphasis added). 
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’347 Patent, Fig. 5 

While the ’347 Patent and claim 1 make clear that it is a p-type gate material 

that is being etched, Ahn does not disclose any p-type gate material.  Instead, as 

shown in FIG. 4C of Ahn below, the first metal layer 43 is formed from a “metal 

such at Al, Cu, or Au….” while the “second metal layer 45 is formed from Mo, Ta, 

or Co….”  Ahn at 5:41-47.  None of the materials identified by Ahn are p-type 

materials, but rather undoped metals. 

 

Ahn, Fig. 4C  
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As a result, Ahn cannot teach or disclose “forming side surfaces of the p-

type gate material that extend horizontally towards the source and drain contacts, 

respectively, and contact the barrier layer,” as recited in claim 1, because it does 

not teach or disclose any p-type gate material at all.   

B. Ahn is Non-Analogous Art and May Not be Combined with Saxler  

Ahn “relates to a thin-film transistor of a liquid crystal display and, more 

particularly, to a thin-film transistor having a gate including a double-layered metal 

structure and a method of making such a double-layered metal gate.”  Id. at 1:5-10.  

Liquid crystal displays require the formation of a pixel electrode 65, “which is 

electrically connected to the drain electrode 59 through the contact hole 63.”  Id. at 

7:4-6.  Moreover, the gate material in Ahn is formed from “a double metal layer” 

that is covered by “a later formed gate oxide layer.”  Id. at 3:27-29. 

Ahn is thus directed to an entirely different technology (thin film transistors) 

and application (liquid crystal displays) than claim 1 of the ’347 Patent, which 

relates to enhancement mode GaN transistors that are “aimed at high power/high 

frequency applications.”  ’347 Patent at 1:27-29.  Moreover, Ahn’s gate, formed 

from a double metal layer, substantially differs from the gate material of the ’347 

Patent, which is comprised of a metal gate contact and a p-type material.  Id. at 

3:44-59.  As a result, Ahn is non-analogous art that cannot properly be combined 

with Saxler.          
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Furthermore, Petitioner has not established any reason why a POSA would 

apply a metal etching technique used in the formation of thin film transistors for 

liquid crystal displays to a gate structure comprised of a metal and p-type material 

in an enhancement mode GaN transistor, absent impermissible hindsight.  Etching 

techniques vary based on the materials to be etched due to differing chemical and 

structural properties, such that a POSA would not simply apply a technique for 

etching two metals to a structure comprised of a metal and a p-type material. 

For at least those reasons, Saxler in view of Ahn does no render obvious 

claims 1-3 of the ’347 Patent.   

VIII. THE BOARD SHOULD DENY INSTITUTION OF GROUND 4 
(YOSHIDA IN VIEW OF SAXLER, BEACH, AND SHENOY) 

In Ground 5, Petitioner asserts that Yoshida in view of Saxler, Beach, and 

Shenoy renders obvious claims 1-3 of the ’347 Patent.  Petition at p. 72.  As 

explained above, Petitioner misinterprets and misrepresents the teachings of 

Yoshida.  Furthermore, none of Saxler, Beach, nor Shenoy rectify the deficiencies 

of Yoshida. 

As explained above in Section VI, Yoshida does not teach or disclose 

“forming side surfaces of the p-type gate material that extend horizontally towards 

the source and drain contacts, respectively, and contact the barrier layer,” as recited 

in independent claim 1 of the ’347 Patent. 
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Relying solely on hindsight, Petitioner attempts to shoehorn the recessed 

gate embodiment of Saxler (FIG. 1A), which is not an enhancement-mode device, 

into the enhancement-mode device of Yoshida (FIG. 1).  Petition at pp. 73-74.  

Such a combination is not merited.  Petitioner does not establish why a POSA 

would choose to incorporate features from a device that cannot operate in 

enhancement mode (Saxler) to modify the formation of a preexisting, operable 

enhancement mode device (Yoshida).  As explained above, enhancement mode 

devices are structurally and functionally different from depletion mode devices.  A 

POSA would therefore find no motivation to combine features from one with the 

other, as what is favorable to enhancement mode operation could be detrimental to 

depletion mode, and vice versa. 

Petitioner also does not establish why a POSA would incorporate elements 

from the depletion mode, recessed gate transistor of Saxler into the enhancement 

mode, non-recessed gate transistor of Yoshida, as those devices are, again, 

substantially different.  A POSA would not select features from Saxler’s recessed 

gate device to incorporate into Yoshida’s non-recessed gate device, absent 

impermissible hindsight.   

Furthermore, as explained in Section V.C, Beach discloses a “gate-first” 

process, which cannot be combined with Saxler’s “gate-last” process.  Yoshida 

similarly describes such a “gate-last” process, in which “Au was deposited in the 
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opening portions [of the source and drain electrodes]” and then “gate electrode D 

were loaded above the p-type GaN layer 5 to fabricate the HEMT shown in FIG. 

1.”  Yoshida at ¶ [0023].  Therefore, for the same reasons as Saxler, Yoshida cannot 

be combined with Beach.   

Finally, as explained in Section V.D, Shenoy discloses electrochemical 

etching, a process that is non-analogous art to the method of the ’347 Patent.  As 

such, a POSA would not choose to combine its teachings with any of Saxler, 

Yoshida, or Beach.  

For at least those reasons, Yoshida in view of Saxler, Beach, and Shenoy do 

not render obvious claims 1-3 of the ’347 Patent. 

IX. THE BOARD SHOULD DENY INSTITUTION OF GROUND 5 

(YOSHIDA IN VIEW OF AHN) 

In Ground 5, Petitioner asserts that Yoshida in view of Ahn renders obvious 

claims 1-3 of the ’347 Patent.  Petition at p. 95.  As explained above, Petitioner 

misinterprets and misrepresents the teachings of Yoshida.  Furthermore, as 

explained below, Ahn does not rectify the deficiencies of Yoshida. 

As explained above in Section VI, Yoshida does not teach or disclose 

“forming side surfaces of the p-type gate material that extend horizontally towards 

the source and drain contacts, respectively, and contact the barrier layer,” as recited 

in independent claim 1 of the ’347 Patent. 
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Furthermore, Ahn, as explained in Section VI, also does not disclose 

“forming side surfaces of the p-type gate material that extend horizontally towards 

the source and drain contacts, respectively, and contact the barrier layer,” as recited 

in claim 1.  In fact, Ahn is directed to thin film transistors for liquid crystal displays 

and discloses etching of a gate consisting of a double metal layer.  Ahn at 1:5-10; 

3:27-29.  As a result, Ahn does not teach or disclose a p-type material or its etching 

to form the side surfaces recited in claim 1 of the ’347 Patent.  Moreover, Ahn is 

directed to non-analogous art, thin film transistors for liquid crystal displays, and 

may not be combined with Yoshida, which is directed to enhancement mode 

transistors. 

For at least those reasons, Yoshida in view of Ahn does not render obvious 

claims 1-3 of the ’347 Patent. 

X. RESERVATION OF RIGHTS 

Patent Owner does not concede the legitimacy of any arguments in the 

Petition that are not specifically addressed herein, and expressly reserves the right 

to rebut any such arguments in its Patent Owner Response if IPR is instituted.  

Similarly, Patent Owner does not concede any underlying contentions in the 

Petition and reserves the right to rebut any such contention later.  Further, Patent 

Owner is not limited to the arguments presented in this Preliminary Response, but 
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expressly reserves the right to raise further arguments, including claim construction 

arguments, not presented herein.   

XI. CONCLUSION 

For the foregoing reasons, Petitioner’s challenge is deficient and no inter 

partes review should be instituted.   

 

Dated: December 28, 2023  Respectfully submitted, 

/s/ Walter D. Davis, Jr.            
Walter D. Davis, Jr. (Reg. No. 45,137) 
walter.davis@blankrome.com 
Blank Rome LLP 
1825 Eye St NW 

Washington, DC 20006 
Tel: 202-420-2200 
Fax: 202-420-2201 
 
Counsel for Patent Owner 
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