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57 ABSTRACT 

A large amount of user information is transmitted with good 
efficiency by means of a high-speed downlink by making 
transmission rates of an uplink circuit and a downlink 
asymmetrical. The radio communication System includes a 
plurality of base Stations, a plurality of terminals, an uplink 
established between each of the base stations and each of the 
terminals for the purpose of radio transmission of prescribed 
information from a terminal to a base Station, and a down 
link circuit established between each of the terminals and 
each of the base Station for the purpose of radio transmission 
of prescribed data from a base Station to a terminal. This 
radio communication System has a low-Speed transmitting 
means, provided at the terminal, which transmits a radio 
Signal at a relatively low transmission rate to an above-noted 
base Station via the above-noted uplink, a low-speed receiv 
ing means, provided at the base Station, which receives a 
radio signal Sent at a relatively low transmission rate from 
the terminal Via the uplink, a high-Speed transmitting means, 
provided at the base Station, which transmits a radio signal 
at a relatively high transmission rate to an above-noted 
terminal via the above-noted downlink, and a high-speed 
receiving means, provided at the terminal, which receives a 
radio Sent at a relatively high transmission rate from the base 
station via the downlink. 

1 Claim, 53 Drawing Sheets 

BASE STATION 

OW-SPEED RECEWING MEANS 

6 
3 5 

(LOW FREQUENCY) 

DOWNLNK CRCUIT LOW-SPEEO TRANSMTNG MEANS 

(HGH FREQUENCY) 

DOWNLNK CRCU 

TRASMT | NG/RECEIWNG 
SECTION 

HGH-SPEED RANSMTNG MEANS 

  

TP-Link Ex. 1006 
Page 1



U.S. Patent Apr. 11, 2000 Sheet 1 of 53 6,049,721 

BANDW DTH ALLOCATED BANDY DTH ALLOCATED 
TO DOWNLINK TO UPINK 
--- H - - 

to K-826 glo 956 FREQUENCY 
s (MHz) 

BANDW DTH ALLOCAED 
TO ONE USER (30kHz) 

F. G. 1 PR OR ART 

REFERENCE 
OSC LLATOR FREOUENCY 

DIVIDER 
1/m 

PHASE 
.COMPARATOR 

FREOUENCY 
2O2 DWIDER 2 

F. G. 2 PR OR ART 

  

  

  

    
  

  

  

TP-Link Ex. 1006 
Page 2



TP-Link Ex. 1006 
Page 3



6,049,721 

N 

U.S. Patent 

9 

NO | 1 Y 1S ZÎN 

  

TP-Link Ex. 1006 
Page 4



6,049,721 Sheet 4 of 53 Apr. 11, 2000 U.S. Patent 

NO I 193S ON I SS30088 TWN9||S 

- — - \ — - — - — ---- - - - - - - --| 

N0 | 103S 
ON | A | EOSNÝ81 

| 2 

- - - - - - - - - - - - - - - - - - - - - - - - 

* ETgVO TVO11.GO H38|}}0S80S 
* }}}}OM 13N AIVO 

    

  

  

  

  

  

TP-Link Ex. 1006 
Page 5



U.S. Patent Apr. 11, 2000 Sheet 5 of 53 6,049,721 

OPTICAL CABLE 
COACT AL CABLE 

N 
RELAY BASE 
STATION 

ELECTRONC --ELECTRIC 
UT LITY APPARATUS 

POLE 

  

    

  

TP-Link Ex. 1006 
Page 6



TP-Link Ex. 1006 
Page 7



6,049,721 Sheet 7 of 53 Apr. 11, 2000 U.S. Patent 

9 (9) | – 

TP-Link Ex. 1006 
Page 8



6,049,721 Sheet 8 of 53 Apr. 11, 2000 U.S. Patent 

6 º €) | — 

  

TP-Link Ex. 1006 
Page 9



TP-Link Ex. 1006 
Page 10



U.S. Patent Apr. 11, 2000 Sheet 10 0f 53 6,049,721 

4 2 4 3 
NFORMATION 
PROVIDING 4 

O -z- STATION A 
4 

MEMORY 
STATION 

NFORMATION 
PROVIDING 4 

NFORMAON FOW STATION B 

F G. 1 1 

4 6 NEW 
NFORMA ON DSCARDED 

4 5 
MEMORY AREA 

4 
ACCESS FREOUENCY 

LOW 

4, 8 HGH 

F G. 1 2 

  

    

  

  

  

  

TP-Link Ex. 1006 
Page 11



U.S. Patent Apr. 11, 2000 Sheet 11 0f 53 6,049,721 

NFORMATION FLOY 
<--> NFORMATION 

PROW DING 
STATION A 

4 

NFORMATION FLOW 

NFORMATON 
PROW DING 
STATION B 

4 

EASE 

STATION 

4. 9 

    

  

  

  

    

    

  

  

  

TP-Link Ex. 1006 
Page 12



TP-Link Ex. 1006 
Page 13



U.S. Patent Apr. 11, 2000 Sheet 13 of 53 6,049,721 

/ / (4 

N 

t 
) 
O2 

F. G. 15 

R2 R 
-> - — 

O f2 f 

800-MHz BAND 60-GHz EAND 

F. G. 16 

TP-Link Ex. 1006 
Page 14



U.S. Patent Apr. 11, 2000 Sheet 14 of 53 6,049,721 

s OOC 
301 s le 

f2, R2 ) 
3O2 

f1, R 

S. V 
\ 

sy 

F. G. 17 

- - -> <- - 

O f 2 f'2 f 

800 MHz BAND 60 GHz. BAND 

F. G. 18 

TP-Link Ex. 1006 
Page 15



U.S. Patent Apr. 11, 2000 Sheet 15 0f 53 6,049,721 

  

TP-Link Ex. 1006 
Page 16



U.S. Patent Apr. 11, 2000 Sheet 16 of 53 6,049,721 

R2 R 
-> <- a-ee-usa-sas 

O f2f"2 f"2 f f' f' 

2. 4 GHz BAND 60 GHz. BAND 

F. G. 20 

F. G. 21 

TP-Link Ex. 1006 
Page 17



U.S. Patent Apr. 11, 2000 Sheet 17 of 53 6,049,721 

f1, R 

RECEIVING 
APPARATUS 

TRANSMTNG 
APPARATUS 

903 / 
904 

CONTROL PPARATus FADO 905 APPARATUS 

  

  

    

  

  

  

  

TP-Link Ex. 1006 
Page 18



U.S. Patent Apr. 11, 2000 Sheet 18 of 53 6,049,721 

f1, R1 

RECEWING 

O O APPARATUS 1 

RECE WING 
NTERFACE 

APPARA US 2 

TRANSMTTNG 

APPARATUS 2 

1 O O 8 CONTROL APPARATUS RADO 
APPARATUS 

F G. 2 4 

TRANSMTNG 

St GNAL APPARATUS 

PROCESSING NTERFACE 

SECTION RECEWING 

APPARATUS 

CONTROL SECTION 

F G. 2 5 

  

  

  

  

  

  

    

  

  

  

  

TP-Link Ex. 1006 
Page 19



U.S. Patent Apr. 11, 2000 Sheet 19 of 53 6,049,721 

TRANSMITTING 

APPARATUS 

SGNAL f2, R2 
TRANSMTTING 

PROCESSING INTERFACE us 
APPARATUS 2 s 

SECTION f2, R2 

RECEWING 

APPARATUS 

CONTROL SECTION 

F G. 26 

NFRARED NFRARED 

TRANSTTER NFRARED R RECEIVER 
SIGNAL SIGNAL 

PROCESSING N PROCESSING 
f2, R2 

SECTION SECTION 
RECEIVER TRANSN TER 

BASE STATION TERN NAL 

3 0 3 0 2 

F G. 27 

  

  

  

  

  

    

  

  

  

  

  

    

  

    

  

    

  

  

    

  

  

  

    

  

TP-Link Ex. 1006 
Page 20



U.S. Patent Apr. 11, 2000 Sheet 20 of 53 6,049,721 

TRANSNTING 
APPARATUS 
METHOD 1 
FREQUENCY fi 
TRANSNSSION 
RATE R 

RECEWING 
APPARATUS 

METHOD 1 
FREQUENCY f 
TRANSNSS ON 
RATE R1 

METHOD 1.f.R. 

RECE WING 
APPARATUS 

METHOD 2 
FREQUENCY f 
TRANSNSSION 
RATE R. 

TRANSMTNG 
APPARATUS 

METHOD 2 
FREQUENCY f 
TRANSNSS ON 
RATE R. 

METHOD 2. f.R. 

BASE STATION TERMINAL 

1 4 0 1 1 4 0 2 

f : R METHOD 

V A 
TERMINAL us 

A f2. R METHOD 2 U S. V 
1 5 O 2 TERMINAL 

V7 C 

TERMINAL 5 O 2 
5 O 2 

B 

F G. 2 9 

    

    

  

  

    

  

  

    

  

  

  

    

  

    

  

  

TP-Link Ex. 1006 
Page 21



U.S. Patent Apr. 11, 2000 Sheet 21 of 53 6,049,721 

g 6 O 3 

TRANSMTT NG 
APPARATUS 
METHOD 
FREOUENCY f 
TRANSMISSION 
RATE R 

- e. RECE WING 
APPARATUS 

METHOD 1 f : R METHOD 1 
FREQUENCY f 
TRANSMSS ON 
RATE R1 

g 6 O 4 

TRANSTING 
APPARATUS 
METHOD 2 
FREQUENCY f 
TRANSMSS ON 
RATE R2 

TRANSMTNG 
APPARAUS 
METHOD 2 

METHOD 2 f2. R. FREQUENCY f 
V7 s \7 TRANSMSS ON 

RATE R2 
N 

METHOD 2. f. R. 

RECEW NG 
APPARATUS 
METHOD 2 
FREQUENCY f 
TRANSMSS ON 
RATE R. 

RECEWING 
APPARATUS 

METHOD 2 
FREOUENCY f2 
TRANSMSSION 
RATE R2 

CONTROL CONTROL 

APPARATUS BASE 
STATION 

APPARATUS 
TERMINAL 

6 O 6 O 2 

F G. 3 O 

  

    

    

    

    

  

  

    

    

  

    

    

  

  

  

  

  

  

TP-Link Ex. 1006 
Page 22



U.S. Patent Apr. 11, 2000 Sheet 22 of 53 6,049,721 

1701 

S V S 
s 8. y- BASE 

& - a STATION N Sl- N N & A N \ 

V s as N y 
s V 

a 

F. G. 31 

TP-Link Ex. 1006 
Page 23



U.S. Patent Apr. 11, 2000 Sheet 23 of 53 6,049,721 

SOL-Net 

ANTENNA 

PORTABLE ELECTRONIC APPARATUS 

F G. 32 

UPLINK 
DGITAL CRCUIT calist SECTION 

RF APLF ER 

1 / n O f CARRIER SIGNAL GENERATOR 

FREQUENCY 
DW DER CLOCK GENERATOR 

O- 7m 
N7 

B PF D X DIGITAL SECTION 
DOWNLK -1 
CRCUIT L. N. A 
ANTENNA 

f2 CARRIER SIGNAL GENERATOR 

F G 3 3 

  

TP-Link Ex. 1006 
Page 24



U.S. Patent Apr. 11, 2000 Sheet 24 of 53 6,049,721 

BASE-n COUNTER 

1 2 3.... n-n 1 2 3 4 

UUUUUL.UUUUUUU DOWNLINK CIRCUIT clock 

UPLINK CIRCUIT CLOCK 

AMOUNT OF 
PHASE SHFT 

F. G. 35 

  

TP-Link Ex. 1006 
Page 25



U.S. Patent Apr. 11, 2000 Sheet 25 of 53 6,049,721 

NFORMATION SERVCE EASE SATON 
PHS BASE 
STATION 

ANTENNA HIGH-SPEED DOWNLINK CIRCUIT BASE STATION 

PHS SERVICE AREA 

HIGH-SPEED DOWNLINK CIRCUIT SERVICE 
AREA 

PORTABLE ELECTRONIC APPARATUS 

F G. 36 

CONTROL SECTION 

AND MEMORY 
HIGH-SPEED DOWNLNK 
CIRCUIT RECE WING SECTION 

RADIO SECTION AND MODEM SECTION 

F G. 3 7 

  

  

  

TP-Link Ex. 1006 
Page 26



U.S. Patent Apr. 11, 2000 Sheet 26 of 53 6,049,721 

ANTENNA MULTIPLER 

TMMG 
REGENERATING 
CIRCUIT AMPL FER 

CARRIER 
REGENERATING 
CIRCUIT 

TMING CLOCK EXTRACTION 

NN BASEBAND SIGNAL 

TMMG 
REGENERATING 
CRCUT 

RF 
- TMNG 
CLOCK AMPL FER 

RF S: GNAL 

CARRIER REGENERATING CIRCUIT 

NN, BASEBAND SIGNAL 2 

TMMG 
REGENERATG 
CRCUT 2 

- TMNG 
CLOCK 2 AMPFER 

RF SIGNAL 2 < 

CARRIER REGENERATING CIRCU 

F G. 39 

  

  

  

  

  

  

  

  

    

  

TP-Link Ex. 1006 
Page 27



U.S. Patent Apr. 11, 2000 Sheet 27 0f 53 6,049,721 

RF SIGNAL 
T -O- REGENERATED CARRIER 

RF SGNAL 2 
T -OH- REGENERATED CARRIER 2 

BASEBAND SIGNAL 
T -O- TNG CLOCK 

BASEBAND SIGNAL 2 
-O- TMNG CLOCK 2 

F G. A. O 

RF SIGNAL / a REGENERATED 

for CARRIER 
R. S. GNAL 2 / b PHASE SHIFTER REGENERATED 

CARRIER 2 

BASEBAND SIGNAL TMNG CLOCK PHASE SHIFTER 

BASEBAND S GNAL 2 / d PHASE SHIFTER MNG CLOCK 2 

F G. 4 1 

  

TP-Link Ex. 1006 
Page 28



U.S. Patent Apr. 11, 2000 Sheet 28 of 53 6,049,721 

DEMODULATED CORRELATOR 
BT STREAM 

> FRAME. T. M. NG CLOCK 

BT TIMING CLOCK 

F G. 4 2 

CORRELATOR PHASE 

FRAME TIMING 
CLOCK 

DEMODULATED 1 / m 
BT STREAM 1 COMPARATOR 

BIT TMNG LOOP WOLTAGE-CONTROLLED 
CLOCK WARIABLE FREQUENCY 

FILTER OSC LLATOR 

PHASE SHIFTER - FRAME TMNG 
CLOCK 2 

CORRELATOR 
DEMODULATED 
BT STREAM 2 2 

BT TMNG 
CLOCK 2 

F G. 4 3 

  

  

    

      

  

  

  

    

  

TP-Link Ex. 1006 
Page 29



U.S. Patent Apr. 11, 2000 Sheet 29 of 53 6,049,721 

S GNA CLOCK O 

SGNAL 2 PHASE SHIFTER CLOCK 

SGNAL 3 PHASE SHIFTER 2 CLOCK 2 

th S GNAL PHASE SHIFTER k CLOCK k 

F G. 4 4 

  

TP-Link Ex. 1006 
Page 30



U.S. Patent Apr. 11, 2000 Sheet 30 0f 53 6,049,721 

NETWORK 
- 

REFERENCE 

- s ULATOR 

SYNCHRONIZATION 
CRCUT 

SYNCHRONIZATION 
CRCUT 

PHS BASE 
SATON SOL BASE 

STATION 

PORTABLE ELECTRONIC 
APPARATUS 

F. G. 45 

  

TP-Link Ex. 1006 
Page 31



U.S. Patent Apr. 11, 2000 Sheet 31 of 53 6,049,721 

(Y 

SDL-NET 
SERVICE AREA 

are 

N PHS SERVICE AREA 

F. G. 46 

TP-Link Ex. 1006 
Page 32



6,049,721 Sheet 32 of 53 Apr. 11, 2000 U.S. Patent 

ESWE 0 | (JW8 

| 9Z G 

| 9 

  

  

  

  

  

  

  

  

TP-Link Ex. 1006 
Page 33



U.S. Patent Apr. 11, 2000 Sheet 33 0f 53 6,049,721 

5 6 

DATA 

SERVER 

F G. A. 8 

  

TP-Link Ex. 1006 
Page 34



U.S. Patent Apr. 11, 2000 Sheet 34 0f 53 6,049,721 

DATA 

SERVER 

F G. A. 9 

  

TP-Link Ex. 1006 
Page 35



U.S. Patent Apr. 11, 2000 Sheet 35 0f 53 6,049,721 

F. G. 5OD F. G. 5OE 

  

TP-Link Ex. 1006 
Page 36



U.S. Patent Apr. 11, 2000 Sheet 36 of 53 6,049,721 

NTERPRET WIDEBAND RADIO BASE 
STATION SU TABLE FOR CONNECTION 

ST 

NOTFY SERVER W A NARROYBAND 
RADIO BASE STATION OF WIDEBAND 
RADIO BASE STATION SU TABLE FOR 
CONNECT ON 

START SERVICE WA Y DEBAND RADO 
BASE STAON 

END (SERVICE IN PROGRESS) 

S T 2 

S T 3 

F G. 5 1 

  

  

  

  

TP-Link Ex. 1006 
Page 37



U.S. Patent Apr. 11, 2000 Sheet 37 of 53 6,049,721 

S A R T 

SELECT WIDEBAND BASE STATION 
SUTABLE FOR CONNECTION 

S T 

HAS SERVICE 
REQUES BEEN RECE WED 

FROM USER2 

S T 3 

YES RECEIVE SERVICE 
WA WDEBAND RADIO BASE 

STATION? 

NO 

NOTFY SERVER WA 
NARROYBAND RADIO BASE 
SAT ON OF WIDEBAND 
RADIO BASE STATION FOR 
CONNECTION 

NOTFY SERVER WA 
NARROYBAND RADiO BASE 
STATION THAT SERVICE WL 
BE RECEIVED W A NARROYBAND 
RADIO BASE STATION 

START SERVICE WA WIDEBAND 
RADIO BASE STATION 

START SERVICE W A WDEEAND 
RAD O BASE STATION 

    

  

  

    

    

  

    

  

  

  

  

  

  

  

  

  

  

  

TP-Link Ex. 1006 
Page 38



W DEBAND 
RADO BASE DATA 

SERVER 

  

TP-Link Ex. 1006 
Page 39



U.S. Patent Apr. 11, 2000 Sheet 39 of 53 6,049,721 

NTERPRET THAT CONNECTION IS NOT 
POSSIBLE TO WIDEBAND RADiO BASE 
STATION 

S T 2 

NOTFY SERVER W A NARROYBAND S T 2 2 
RADIO BASE STATION THAT SERVICE 
S TO BE RECEIVED WA NARROYBAND 
RADiO BASE STATION 

S T 2 3 START SERVCE W A NARROWBAND 
RADIO BASE STATION 

END (SERVICE IN PROGRESS) 

F G. 5 4 

  

  

  

  

    

  

    

  

TP-Link Ex. 1006 
Page 40



U.S. Patent Apr. 11, 2000 Sheet 40 of 53 6,049,721 

S T A R T 

NTERPRET THAT CONNECTION TO 
WDEBAND RADIO BASE STATION 
IS NOT POSSIBLE 

RECEIVE 
SERVICE W A NARROYBAND RADIO BASE 

STATION? 

Y ES 

NOTFY SERVER W A NARROYBAND S T 3 3 
RADIO BASE STATION THAT SERVICE 
S TO BE RECEIVED WA NARROYBAND 
RADIO BASE STATION 

START SERVICE W A NARROYBAND S T 3 4. 
RADIO BASE STATION 

END (SERVICE IN PROGRESS) 

F G. 55 

    

  

  

  

    

  

TP-Link Ex. 1006 
Page 41



U.S. Patent Apr. 11, 2000 Sheet 41 of 53 6,049,721 

NARROYBAND WDEBAND 
MOBILE RADIO RADIO EASE RADO BASE DATA 
STATION SATCN SATON SERVER 

SGNAL 541 FOR DENTIFICATION OF W DEBAND 
RADIO BASE STATION ----- 

DALUP 540 

AFTER 
ESTABLISH NG 
COMMUN CAON 
CRCU 

NFORMATION REOUEST 542 
AND MESSAGE 543 NOT FY ING 
SUTABLITY FOR CONNECT ON 

NFORMAT ON 544 

F G. 5 6 

  

  

    

  

TP-Link Ex. 1006 
Page 42



U.S. Patent Apr. 11, 2000 Sheet 42 of 53 6,049,721 

S T A R T (SERVICE IN PROGRESS) 

NTERPRET W DEBAND RADIO BASE S T 4 
STATION SUITABLE FOR CONNECTION 
AS DESTINATION FOR SATCH ING 
CIRCUIT CONNECTION 

NOT FY SERVER W A NARROYBAND S T 4. 2 
RADIO BASE STATION WITH REGARD 
TO WIDEBAND RADiO BASE STATION 
SUTABLE FOR CONNECT ON AS 
DESTINATION FOR SWITCH ING 
CIRCUIT CONNECTION 

CONTINUE SERVICE WA DESTINATION S T 4 3 
WDEBAND RADiO BASE STATION FOR 
CONNECT ON SYTCH ING 

E NO (SERVICE IN PROGRESS) 

F G. 57 

  

  

TP-Link Ex. 1006 
Page 43



U.S. Patent Apr. 11, 2000 Sheet 43 0f 53 6,049,721 

NARRGEAND FRST WDEEAND SECONO WDEEAND 
WOBE RADO RAD 10 BASE RADIO BASE RADIO BASE 
STATION STATCN STATCN STACN DATA SERVER 

SGA. SS FOR DENTIFICATION OF FIRST 
WDEE.A.D RADIO BASE STATION 

AFTER 
ESTABLISHING NFORMATION 
COMMUN CATION REQUEST MESSAGE 
CRC 562 

MESSAGE 563 NOT FYNG SU ABLITY OF 
FIRST W DEBAND RADIO EASE STATION FOR 

CONNECTION 

NFORMATION 564 

- 
e 

OF SECOND WIDEBAND RADO 
BASE STATION 

HANDOWER REOUEST 
MESSAGE 567 

MESSAGE 563 NOT FYNG SUTABILITY OF 
SECOND DEBAND RADIO EASE STATION FOR 

CONNECTCN 

ESABSH CRCU 
569 

NFORMATIC 570 

F G. 58 

    

  

  

    

    

  

    

  

  

TP-Link Ex. 1006 
Page 44



U.S. Patent Apr. 11, 2000 Sheet 44 of 53 6,049,721 

S T A R T (SERVICE IN PROGRESS) 

NTERPRET THAT CONNECTION TO 
WDEBAND BASE STATION IS NOT 
POSSIBLE 

S T 5 

NOTFY SERVER W A NARROYBAND 
RADIO BASE STATION THAT SERVICE 
S TO BE RECEIVED WA NARROYBAND 
RADIO BASE STATION 

CONTINUE SERVICE W A NARROYBAND 
RADIO BASE STATION 

E NO (SERVICE IN PROGRESS) 

S T 5 2 

S T 53 

  

    

  

    

  

  

  

TP-Link Ex. 1006 
Page 45



U.S. Patent Apr. 11, 2000 Sheet 45 of 53 6,049,721 

NARROYBAND FIRST WIDEEAND SECOND WIDEEAND 
MOBILE RADIO RADiO EASE RADIO EASE RADIO EASE 
STATION STATCN SATCN STATION DATA SERVER 

SiGNAL 531. FCR DENTIFICATION OF 
FIRST W DEBAND RADiO BASE STATION 

DALUP 530 

Y 
FORMAON REQUES MESSAGE 582 AND 
ESSAGE 583 NOTFYNG SUTABILITY OF FIRST WDEEANO 

RADIO EASE STATCN FOR CCNNSCON 

AFTER 
ESTABLISHING 
COMUN CATION 
CRCT 

NFORATION 584 

NFORMATCN 585 
d 

- a e. a - 

SGNAL 586 FOR DENTIFICATION OF 
SECOND RADIO BASE STATON 

er 
- or 

HANDOWER REQUEST MESSAGE 537 AN 
WESSAGE 588 NOT FYNG HANDOVER TO 
NARROYEAND RADIO EASE SAON 

NFORMATICN 590 

F G. 6 O 

  

    

  

  

  

    

    

  

    

  

  

  

TP-Link Ex. 1006 
Page 46



U.S. Patent Apr. 11, 2000 Sheet 46 of 53 6,049,721 

S T A R T (SERVICE IN PROGRESS) 

NTERPRET THAT CONNECT ON TO 
WDEBAND RADIO BASE STATION IS 
NOT POSSIBLE 

S T 6 

NOTFY SERVER WA NARROWBAND 
RADIO BASE STATION OF STOPPAGE 
OF SERVICE 

S T 6 2 

S T 6 3 
END (SERVICE STOPPED) 

F G. 6 1 

  

  

  

  

  

  

  

  

TP-Link Ex. 1006 
Page 47



U.S. Patent Apr. 11, 2000 Sheet 47 of 53 6,049,721 

NARROWEAD FRST | DEEAND SECOND WIDEEAND 
MOBILE RADIO RADIO EASE RADIO BASE RADIO EASE 
STATION STATCN STATION STATION DATA SERVER 

SIGNAL 601 FOR DENFE CATION OF FIRST 
WDEEAND RADIO BASE SATCN 

DALUP 600 O AFTER 
ESTABLISH NG INFORMATION 
COMMUNI CATION REQUEST MESSAGE 
CIRCUIT 602 

MESSAGE 603 NOTFYING SU ABLY OF 
FIRST Y| DEEANO RADIO BASE STATION FOR 

CONNECTION 

r p 
a 

SECOND RADiO BASE STATION - 
r" e a a 

o 

- - - 

CIRCUIT CIOFF 
REGUES MESSAGE 
607 

CRCUT CUTOFF 
MESSAGE 608 

F G. 6 2 

  

  

  

  

  

TP-Link Ex. 1006 
Page 48



U.S. Patent Apr. 11, 2000 Sheet 48 of 53 6,049,721 

S T A R T (SERVICE IN PROGRESS) 

NTERPRET W DEBAND RADIO BASE S T 7 
STATION SU TABLE FOR CONNECTION 

NOTFY SERVER W A NARROYBAND S T 7 2 
RADIO BASE STATION WITH REGARD 
TO W DEBAND RADIO BASE STATION 
SUTABLE FOR CONNECTION 

CONTINUE SERVICE WA WDEBAND S T 7 3 
RADIO BASE STATION 

E NO (SERVICE IN PROGRESS) 

F G. 6 3 

  

TP-Link Ex. 1006 
Page 49



U.S. Patent Apr. 11, 2000 Sheet 49 of 53 6,049,721 

NARROYBAND WDEBAND 
MOBILE RADO RADIO EASE RADIO BASE DATA 
STATION SATON STAON SERVER 

SGNAL 62 FOR DENTFYING W DEBAND 
RADiO BASE STATION ----- 

AFTER 
ESTABLISHING 
COMMUN CAON 
CRCUT 

DALUP 620 

NFORMATION REOUEST 622 AND 
MESSAGE 623 WITH REGARD TO 
SUTABLY OF NARROYBAND 
RADIO BASE STATION FOR CCNNECON 

NFORMATION 624 N. 

SGNA 625 FOR DENT FY NG NARROYBAND 
RADIO BASE STATION 

HANDOWER REOUES 626 AND MESSAGE 
62 WTH REGARD O SUT ABU TY OF 
WDEBAND RADO STAON FOR CONNECTION 

CHANNEL CRCUT 
CUT OFF MESSAGE 628 

NFORMATION 629 

    

  

  

      

  

  

    

  

  

  

  

TP-Link Ex. 1006 
Page 50



U.S. Patent Apr. 11, 2000 Sheet 50 0f 53 6,049,721 

U : 

  

  

  

  

  

  

TP-Link Ex. 1006 
Page 51



TP-Link Ex. 1006 
Page 52



U.S. Patent Apr. 11, 2000 Sheet 52 0f 53 6,049,721 

NEWORK 
- 

PHS BASE 
STATION SDL BASE 

STATION 

s N 
s / SYNCHRONIZATION 
s K. CIRCUIT 

p Y PORTABLE ELECTRONIC 
APPARATUS 

F. G. 68 

  

TP-Link Ex. 1006 
Page 53



U.S. Patent Apr. 11, 2000 Sheet 53 0f 53 6,049,721 

DATABASE 
  

TP-Link Ex. 1006 
Page 54



6,049,721 
1 

RADIO COMMUNICATION SYSTEM 
INCLUDING SDL HAVING TRANSMISSION 
RATE OF RELATIVELY HIGH SPEED 

This application is a continuation, of application Ser. No. 
08/492,728, filed Jun. 20, 1995 now U.S. Pat. No. 5,754,961. 

BACKGROUND OF THE INVENTION 

The present invention relates to a radio communication 
System, and more specifically to a radio communication 
System for the purpose of performing Super highspeed 
downlink (abbreviated SDL, this abbreviation used 
hereinafter), which has a relatively high transmission rate on 
the downlink, which is the radio transmission path from the 
base Station to the terminal, in comparison with the trans 
mission rate on the uplink, which is the radio transmission 
path from the terminal to the base Station. 

In recent years, with advances in communications and 
information processing technologies, a variety of types of 
radio communication Systems. Such as a personal-use por 
table telephone (Personal Handyphone System (PHS)) and 
systems which make use of the above-noted SDL have been 
proposed. 

Radio communication Systems. Such as PHS or local area 
networks (LANs) which use radio are experiencing increas 
ing demand, by Virtue of advancements in various informa 
tion media, and along with this increased demand comes an 
increasing necessity to perform radio communication over a 
variety of networks. In View of this type of necessity, a 
broadening of the transmission frequency bandwidth is 
desired in radio communication Systems as it is in cable 
communication Systems. In radio communication Systems of 
the past, the uplink for Sending a radio Signal from the 
terminal to the base Station and the downlink for Sending a 
radio signal from the base Station to the terminal had 
transmission Speeds which were matched for bi-directional 
radio communication. However, the actual situation is that 
the amount of transmission on the downlink, over which 
user information requested by the user is Sent to the terminal 
is considerably larger than the amount of transmission on the 
uplink over which only control information or the like is 
Sent. 

This is a problem not only with mobile communication, 
but also with radio LANs and a variety of other radio 
Services. However, because the frequency Spectrum 
resources for radio are limited, it is difficult to widen the 
frequency bands for currently implemented Services, making 
it desirable that higher, unused frequencies (such as Sub 
millimeter and millimeter bands) be developed. 

FIG. 1 shows an example of the frequency placement in 
the past. This is the example of the Japanese digital System 
mobile telephone system RCR STD-27B (Research Center 
of Radio System STanDard 27B). In this system, the down 
link and the uplink have the same transmission rate, there 
being systems that operate in the 800-MHz band and the 
1.5-GHz band. In either of these frequency bands, the uplink 
and the downlink are in the same frequency band. In the 
800-MHz band, the downlink is located in the range 810 
MHz to 826 MHz, and the uplink is located in the range 940 
MHz to 956 MHz. In previous systems, because an uplink 
and a downlink operating at the same transmission rate were 
assumed, transmission is performed in the same frequency 
band. However, problems arise with application to the SDL 
System. 

In the SDL system, because a wideband downlink is 
assumed, in a low frequency band such as the 800-MHz 
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band, it becomes difficult to assign this wide band and to 
achieve effective frequency usage. For example, in the case 
of trying to perform transmission at 100 MHz or so, it is 
obvious that it is impossible for the bandwidth to be found 
to allow one user 100 MHz bandwidth in the 800-MHz band. 
For this reason, it is necessary to perform transmission in the 
Sub-millimeter band of Several gigahertz, or in the millime 
ter band of Several tens of gigahertz. 
The US mobile telephone system can be cited as an 

example of a radio communication System of the past which 
had differing transmission rates. In this System, at the point 
at which a Switch was being made from analog to digital, the 
mobile telephone handset was made to include both an 
analog and a digital mobile telephone, thereby enabling 
calling and receiving of calls in both areas. In this System, 
two completely different communication Systems-analog 
and digital-are used, the handsets having few circuits in 
common, So that there were one each of the analog mobile 
telephone and the digital mobile telephone. For this reason, 
a problem existed in that the circuit was of a large Scale. 

Next, the previous method of Synchronizing the Signal 
Source used as a reference will be described, using FIG. 2. 
FIG.2 shows the configuration of a phase-locked loop (PLL) 
for the purpose of obtaining a frequency that is n/m times 
that of the oscillation frequency of a reference oscillator. A 
Signal having the oscillation frequency X is frequency 
divided to 1/m by a frequency divider 201, and input to a 
phase comparator. A signal from a Voltagecontrolled oscil 
lator (the oscillator frequency of which, y, is controlled by 
a voltage) is frequency divided to 1/n by a frequency divider 
202, and input to the phase comparator. At the phase 
comparator, a Voltage value is output which is responsive to 
the phase difference of these two signals. The phase com 
parator output is input to a loop filter which establishes the 
frequency tracking characteristics of the PLL. The loop filter 
output is input to the voltage-controlled oscillator. The PLL 
is controlled so that the phase difference between the two 
Signals at the input of the phase comparator is Zero. 
Therefore, the following equation (1) obtains. 

(1) 

Therefore, the outputy of the voltage-controlled oscillator 
is as follows. 

(2) 

From the above, by means of the frequency divider 201 
and the frequency divider 202, the frequency becomes n/m 
times and is Synchronized to the reference oscillator. 
By using a PLL in this manner, it is possible to obtain a 

Signal of n/m times the frequency of and Synchronized to the 
reference Signal Source. However, the method of using a 
PLL requires a VCO (voltage-controlled oscillator), thereby 
requiring a separate Oscillator. 
While control data and user data has been transmitted on 

the same radio frequency, the amount of user data was much 
greater than the amount of control data. In addition, user data 
and control data are transmitted and received separately. 

It was inefficient and uneconomical to Send a Small 
amount of data over a wide transmission path. And large 
amounts of data require a wide transmission path. 

Unless a high transmission frequency is used, it is not 
possible to establish a wide transmission path, and if a Small 
amount of data is Sent over a wide transmission path, it is 
difficult to form a transmission path, because of jitter and the 
like, which is caused by frequency. 
AS described above, to handle the transmission of diverse 

and large amounts of information such as in the PHS and 
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LANs, if the transmission speeds of the uplink from the 
terminal to the base station and the downlink from the base 
Station to the terminal are the Same, it was not possible to 
make effective use of the radio circuit. 

In a millimeter band Such as the 60-GHz band, because of 
the high frequency, the electromagnetic propagation loSS 
becomes extremely high. For this reason, when performing 
communication over Somewhat of a distance, the transmit 
ting power must be made large. The portable terminal of the 
type used in the SDL system is used in the proximity of the 
human body, making it unsafe from a health Standpoint to 
transmit with high power from the terminal. A portable 
terminal usually is powered by a battery, and transmission 
with a high power leads to the problem of a shortening of the 
period of use before recharging or replacement of the 
battery. 

In addition, millimeter-band devices are extremely 
expensive, and the requirement to use millimeter-band trans 
mitting devices in a terminal makes it difficult to meet 
requirements for reduction in price. From the Standpoint of 
Volume as well, the use of millimeter-band transmitting 
devices makes it difficult to reduce size. 

The ideal method of modulation will differ, depending 
upon what items of the transmitting bandwidth 
(transmission rate), the frequency band, the size of the 
transmitting/receiving circuit, the devices Selected, and fre 
quency utilization efficiency is to be given priority. For 
example, in narrow band communication Such as in a mobile 
telephone, if frequency utilization efficiency is to be given 
priority, L/4DQPSK or QAM is used. However, in the case 
of wideband radio communication, these types of linear 
modulation require radio components that operate linearly 
over a wide bandwidth, making reduction of Size and 
reduction of power consumption difficult. 

In the SDL system, in which the uplink and downlink 
clearly have different transmission rates, if the same modu 
lation method or methods which are similar in characteris 
tics are used, there is no choice but to either adjust to one of 
the modulation methods or to use a compromise method for 
both the uplink and the downlink, even if performance 
drops. 

In addition, in radio communication Systems of the past, 
the transmission of a variety of quality information was 
made possible by providing radio communication Systems 
having different transmission methods. That is, by housing 
two transceivers for different transmission methods in the 
Same case, it is possible to implement diversified transmis 
Sion quality. For this reason, there was the problem of the 
increase in size of the constitution of the transceiver. 

SUMMARY OF THE INVENTION 

The present invention has an object to provide a radio 
communication System which, by making the downlink 
transmission rate relatively fast in comparison with the 
uplink, enables the high-Speed transmission of information 
to the terminal via the downlink, and which further has high 
frequency utilization efficiency. 

Another object of the present invention is to provide radio 
communication System capable of an increase in the fre 
quency bandwidth used to a bandwidth equivalent to that 
used in cable communication Systems. 

Yet another object of the present invention is to provide a 
radio communication System having a signal transmission 
rate reference oscillator with a simplified configuration, and 
which enables a simplification of a portable telephone 
apparatus for use in multimedia Service. 
To achieve the above-noted objects, a radio communica 

tion System according to the present invention has the 
following essential constitutional features. 
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A radio communication System according to the present 

invention is a radio communication System which includes 
a plurality of base Stations, a plurality of terminals, an uplink 
circuit established between each of the base Stations and 
each of the terminals for the purpose of radio transmission 
of prescribed information from a terminal to a base Station, 
and a downlink circuit established between each of the 
terminals and each of the base Station for the purpose of 
radio transmission of prescribed data from a base Station to 
a terminal, this radio communication System comprising a 
low-speed transmitting means, provided at an above-noted 
terminal, which transmits a radio Signal at a relatively low 
transmission rate to an above-noted base Station via the 
above-noted uplink circuit, a low-Speed receiving means, 
provided at an above-noted base Station, which receives a 
radio signal Sent at a relatively low transmission rate from an 
above-noted terminal via the above-noted uplink circuit, a 
high-speed transmitting means, provided at an above-noted 
base Station, which transmits a radio signal at a relatively 
high transmission rate to an above-noted terminal via the 
above-noted downlink circuit, and a high-Speed receiving 
means, provided at an above-noted terminal, which receives 
a radio Sent at a relatively high transmission rate from an 
above-noted base station via the above-noted downlink 
circuit. 
A radio communication System according to the present 

invention has at least one each of the above-noted uplink 
circuit and downlink circuit, each of these circuits having at 
least two types of radio signal transmission rates, there being 
at least one pair of Such the circuits in which the transmis 
Sion rate of one circuit is an integral multiple of the 
transition rate of the other. 
A radio communication system according to the present 

invention is a radio communication System which includes 
a plurality of base Stations, a plurality of terminals, an uplink 
circuit established between each of the base Stations and 
each of the terminals for the purpose of radio transmission 
of prescribed information from a terminal to a base Station, 
and a downlink circuit established between each of the 
terminals and each of the base Station for the purpose of 
radio transmission of prescribed data from a base Station to 
a terminal, this radio communication System comprising a 
low-speed transmitting means, provided at an above-noted 
terminal, which transmits a radio signal having a radio 
frequency in a relatively low frequency band at a relatively 
low transmission rate to an above-noted base Station via the 
above-noted uplink, a low-Speed receiving means, provided 
at an above-noted base Station, which receives a radio signal 
of a relatively low frequency Sent at a low transmission rate 
from an above-noted terminal via the above-noted uplink 
circuit, a high-Speed transmitting means, provided at an 
above-noted base Station, which transmits a radio signal 
having a radio frequency in a relatively high frequency band 
at a relatively high transmission rate to an above-noted 
terminal via the above-noted downlink circuit, and a high 
Speed receiving means, provided at an above-noted terminal, 
which receives a radio signal of a relatively high frequency 
Sent at a high transmission rate from an above-noted base 
Station via the above-noted downlink circuit. 

In addition, in a radio communication System according to 
the present invention the above-noted high-speed transmit 
ting means transmits a large amount of user information 
from an above-noted base Station to an above-noted terminal 
via the above-noted downlink circuit by means of a high 
frequency-band radio signal, and the above-noted low-speed 
transmitting means transmits a Small amount of control 
information from an above-noted terminal to an above-noted 
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base Station via the above-noted uplink circuit by means of 
a low-frequency-band radio signal. 

In addition, the present invention has an optimum con 
nection Station interpreting means which receives a signal 
for the purpose of identifying the above-noted wideband 
radio base Station, notification of which is made from the 
above-noted wideband radio base Station via a radio circuit, 
and which interprets from this signal the wideband radio 
base Station that is Suitable for connection, an optimum base 
Station notification means which gives notification to the 
above-noted server of an above-noted specific wideband 
radio base Station that is Suitable for connection to an 
above-noted mobile radio Station, via the above-noted nar 
rowband radio base Station, and a Service Starting means 
which starts the above-noted prescribed service via the 
above-noted Specific wideband radio base Station which is 
judged to be Suitable for connection with respect to the 
above-noted mobile radio Station. 

In the case in which handover must be performed, in 
addition to the above-noted means, a radio communication 
System according to the present invention has a means 
which, when the above-noted mobile radio station receives 
the above-noted Service via an above-noted Specific wide 
band radio base Station, receives a signal for the purpose of 
identifying the above-noted wideband radio base Station, 
notification of which is given via a radio circuit from a 
wideband radio base station which is different from the 
above-noted Specific wideband radio Station, and which 
interprets from this received signal to which wideband radio 
base Station should Switching be made, a means by which 
the above-noted mobile radio station notifies the above 
noted server via the above-noted narrowband radio base 
Station of a wideband radio base Station which is Suitable as 
a Switching destination, and a means by which the above 
noted Server Switches a connection with respect to the 
above-noted mobile radio Station, that connection is made 
via the above-noted Specified wideband radio base Station, 
which is judged to be Suitable as a Switching destination for 
connection, thereby providing the above-noted prescribed 
Service. 

By virtue of adopting the above-noted constitution, the 
present invention is proposed based on the above-described 
goal, in which it was Stated that it makes Sense for the 
transmission capacity of the uplink circuit of a terminal to be 
Smaller than the transmission capacity of the downlink 
circuit of the base Station. Specifically, because the trans 
mission rate at which the terminal transmits information to 
the user is much higher than the transmission rate at which 
information is transmitted from the terminal to the base 
Station, in View of this significant difference in transmission 
capacities, these respective transmitting/receiving means are 
constituted So as to provide appropriate transmission capaci 
ties for the uplink circuit and the downlink circuit. It is 
Sensible to have the transmission capacity of a personal-use 
portable telephone be Smaller than the receiving capacity. In 
addition, the user of a personal-use portable telephone 
receives the output thereof, and sends the response thereto to 
the personal-use portable telephone. Therefore, it is Suffi 
cient for a personal-use portable telephone to be capable of 
transmitting information to a base Station at a transmission 
rate which is lower than the transmission rate when infor 
mation is being transmitted to the user of the personal-use 
portable telephone. 

That is, a personal-use portable telephone receives infor 
mation from a base Station at a higher transmission rate that 
is higher than when information is transmitted to the user of 
the personal-use portable telephone, making it reasonable 
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that the personal-use portable telephone transmit informa 
tion at a rate that is lower than the receiving rate. 

This is highly desirable as well because of the limited 
battery capacity in a personal-use portable telephone. That 
is, the transmitting power of a personal-use portable tele 
phone is limited by the battery capacity, and the transmission 
bandwidth is severely limited by this transmitting power. 
Specifically, it is desirable that a personal-use portable 
telephone not perform wideband transmission, because of 
this limited battery capacity. 
AS described above in detail, in a radio communication 

System according to the present invention, because the 
uplink circuit radio signal transmission rate is made rela 
tively low, and the downlink circuit radio signal transmis 
Sion rate is made relatively high, it is possible to Send a large 
amount of user information from the base Station to the 
terminal at high Speed, thereby Sufficiently meeting user 
requirements, while making effective use of the frequency 
Spectrum. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a drawing which shows the configuration of a 
PLL in the past. 

FIG. 2 is a drawing which shows the frequency placement 
in a radio communication System in the past. 

FIG. 3 is a block diagram which shows the basic principle 
of the present invention. 

FIG. 4 is a block diagram which shows a radio commu 
nication System according to the first embodiment of the 
present invention. 

FIG. 5 is a block diagram which shows a radio commu 
nication System according to the Second embodiment of the 
present invention. 

FIG. 6 is a drawing which illustrates a radio communi 
cation System according to the third embodiment of the 
present invention. 

FIG. 7 is a block diagram which shows a radio commu 
nication System according to the fourth embodiment of the 
present invention. 

FIG. 8 is a drawing which shows an example of the usual 
form of communication. 

FIG. 9 is a drawing which shows an example of a different 
form of communication. 

FIG.10 is a block diagram which shows an example of the 
basic configuration of a radio communication System 
according to the present invention. 

FIG. 11 is a block diagram which shows the configuration 
of the eleventh embodiment of the present invention. 

FIG. 12 is a drawing which shows the utilization condi 
tion of memory space in the embodiment of FIG. 11. 

FIG. 13 is a block diagram which shows an example of an 
SDL System to which the present invention is not applied. 

FIG. 14 is a drawing which shows the frequency place 
ment of a radio communication System. 

FIG. 15 is a conceptual drawing which shows a radio 
communication System according to the thirteenth embodi 
ment of the present invention. 

FIG. 16 is a drawing which shows the frequency place 
ment in the thirteenth embodiment of the present invention. 

FIG. 17 is a conceptual drawing which shows a radio 
communication System according to the fourteenth embodi 
ment of the present invention. 

FIG. 18 is a drawing which shows the frequency place 
ment in the fourteenth embodiment of the present invention. 
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FIG. 19 is a conceptual drawing which shows a radio 
communication System according to the fifteenth embodi 
ment of the present invention. 

FIG. 20 is a drawing which shows the frequency place 
ment in the fifteenth embodiment of the present invention. 

FIG. 21 is a conceptual drawing which shows a radio 
communication System according to the Sixteenth embodi 
ment of the present invention. 

FIG. 22 is a drawing which shows the frequency place 
ment in the Sixteenth embodiment of the present invention. 

FIG. 23 is a block diagram which shows a radio apparatus 
according to the Seventeenth embodiment of the present 
invention. 

FIG. 24 is a block diagram which shows a radio apparatus 
according to the eighteenth embodiment of the present 
invention. 

FIG. 25 is a block diagram which shows a base station 
radio apparatus according to the nineteenth embodiment of 
the present invention. 

FIG. 26 is a block diagram which shows a base station 
radio apparatus according to the twentieth embodiment of 
the present invention. 

FIG. 27 is a block diagram which shows a radio commu 
nication System according to the twenty-first embodiment of 
the present invention. 

FIG. 28 is a block diagram which shows a radio commu 
nication System according to the twenty-Second embodiment 
of the present invention. 

FIG. 29 is a block diagram which shows a radio commu 
nication System according to the twenty-third embodiment 
of the present invention. 

FIG. 30 is a block diagram which shows a radio commu 
nication System according to the twenty-fourth embodiment 
of the present invention. 

FIG. 31 is a block diagram which shows a radio commu 
nication System according to the twenty-fourth embodiment 
of the present invention. 

FIG. 32 is a drawing which shows the service area of a 
radio communication System related to the twenty-fifth 
embodiment of the present invention. 

FIG.33 is a drawing which shows the action of a portable 
electronic apparatus which is used in a radio communication 
system related to the twenty-fifth embodiment of the present 
invention. 

FIG. 34 is a drawing which shows the configuration of a 
frequency divider related to the twenty-fifth embodiment of 
the present invention. 

FIG. 35 is drawing which shows the configuration of a 
portable electronic apparatus used in a radio communication 
system related to the twenty-sixth embodiment of the 
present invention. 

FIG. 36 is a drawing which shows the service area of a 
radio communication System related to the twenty-sixth 
embodiment of the present invention. 

FIG. 37 is a drawing which shows the configuration of a 
receiver for the purpose of forming a timing generation 
circuit. 

FIG. 38 is a drawing which shows the configuration of a 
receiver for the purpose of forming a timing clock generat 
ing circuit related to the twenty-sixth embodiment of the 
present invention. 

FIG. 39 is a drawing which shows the input and output 
Signals of the carrier generating circuit and timing circuit 
related to the twenty-seventh embodiment of the present 
invention. 
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FIG. 40 is a drawing which shows the input and output 

Signals of the reference Signal generating circuit related to 
the twenty-seventh embodiment of the present invention. 

FIG. 41 is a drawing which shows the configuration of a 
frame timing clock generating circuit. 

FIG. 42 is a block diagram which shows the configuration 
of the frame timing clock generating circuit related to the 
twenty-eighth embodiment of the present invention. 

FIG. 43 is a drawing which shows the configuration of a 
clock generating circuit. 

FIG. 44 is a drawing which shows the configuration of a 
clock Synchronization System. 

FIG. 45 is a drawing which shows the system configura 
tion related to the thirtieth embodiment of the present 
invention. 

FIG. 46 is a drawing which shows the configuration of a 
clockSynchronization System related to the thirtieth embodi 
ment of the present invention. 

FIG. 47 is a block diagram which shows the overall 
concept of a radio communication System related to the 
thirty-first through thirty-ninth embodiments of the present 
invention. 

FIG. 48 is a drawing which shows the overall configura 
tion of a radio communication System related to the thirty 
first through thirty-ninth embodiments of the present inven 
tion. 

FIG. 49 is drawing which shows the overall configuration 
of a different radio communication System related to the 
thirty-first through thirty-ninth embodiments of the present 
invention. 

FIGS. 50A-50E are drawings which show the movement 
of a mobile radio Stations in radio communication System 
related to the thirty-first through the thirty-sixth embodi 
ments of the present invention. 

FIG. 51 is a flowchart which shows the processing steps 
in a radio communication System related to the thirty-first 
embodiment of the present invention. 

FIG. 52 is a flowchart which shows the processing steps 
of Starting Service in a radio communication System related 
to the thirty-first embodiment of the present invention. 

FIG. 53 is a Sequence diagram which shows communi 
cations Starting protocol in a radio communication System 
related to the thirty-first embodiment of the present inven 
tion. 

FIG. 54 is a flowchart which shows the processing steps 
in a radio communication System related to the thirty-Second 
embodiment of the present invention. 

FIG. 55 is a flowchart which shows the processing steps 
of Starting Service in a radio communication System related 
to the thirty-Second embodiment of the present invention. 

FIG. 56 is a Sequence diagram which shows communi 
cation Starting protocol in a radio communication System 
related to the thirty-second embodiment of the present 
invention. 

FIG. 57 is a flowchart which shows the processing steps 
in a radio communication System related to the thirty-third 
embodiment of the present invention. 

FIG. 58 is a sequence diagram which shows communi 
cation Starting protocol in a radio communication System 
related to the thirty-third embodiment of the present inven 
tion. 

FIG. 59 is a flowchart which shows the processing steps 
of Starting Service in a radio communication System related 
to the thirty-third embodiment of the present invention. 
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FIG. 60 is a Sequence diagram which shows communi 
cation Starting protocol in a radio communication System 
related to the thirty-fourth embodiment of the present inven 
tion. 

FIG. 61 is a flowchart which shows the processing steps 
in a radio communication System related to the thirty-fifth 
embodiment of the present invention. 

FIG. 62 is a Sequence diagram which shows communi 
cation Starting protocol in a radio communication System 
related to the thirty-fifth embodiment of the present inven 
tion. 

FIG. 63 is a flowchart which shows the processing steps 
in a radio communication System related to the thirty-sixth 
embodiment of the present invention. 

FIG. 64 is a Sequence diagram which shows communi 
cation Starting protocol in a radio communication System 
related to the thirty-sixth embodiment of the present inven 
tion. 

FIG. 65A and FIG. 65B are plan views of the mobile radio 
Stations used in radio communication Systems related to the 
thirty-seventh embodiment of the present invention. FIG. 66 
is a plan View of a mobile radio Station used in a System 
related to the thirty-eighth embodiment of the present inven 
tion. 

FIG. 67A and FIG. 67B are plan views of mobile radio 
Stations used in a radio communication System related to the 
thirty-ninth embodiment of the present invention. 

FIG. 68 is a drawing which shows the configuration of a 
radio communication System related to fortieth embodiment 
of the present invention. 

FIG. 69 is a drawing which shows the configuration of a 
radio communication system related to the forty-first 
embodiment of the present invention. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENTS 

A number of preferred embodiments of a radio commu 
nication System according to the present invention will be 
described in detail below, with reference being made to the 
accompanying drawings. 

Before the description of the preferred embodiments, the 
basic principle of the present invention will be described, 
using the block diagram of FIG. 3. 
A radio communication System related to the present 

invention has a plurality of base Stations which are assigned 
their respective parts of a prescribed Service area, a plurality 
of terminals which can move around within the above-noted 
prescribed service area and, as shown in FIG. 3, it further has 
an uplink circuit 4 which is provided between individual 
terminals 1 and individual base stations 5 for the purpose of 
performing radio transmission of information from a termi 
nal 1 to a base station 5, and a downlink circuit 8 which is 
provided between individual terminals 1 and individual base 
Stations 5 for the purpose of performing radio transmission 
of information from a base station 5 to a terminal 1. 

The above-noted terminal 1 has a low-speed transmitting 
means 2 which transmits a radio signal to the above-noted 
base Station 5 at a relatively low transmission rate via the 
above-noted uplink circuit 4, and a high-Speed receiving 
means 3 which receives a radio Signal Sent at a relatively 
high transmission rate via the above-noted uplink circuit 8 
from the base station 5. 

The above-noted base station 5 has a low-speed transmit 
ting means 6 which receives a radio signal at a relatively low 
transmission rate from the above-noted terminal 1 via the 
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above-noted downlink circuit 1, a high-speed receiving 
means 7 which transmits a radio Signal at a relatively high 
transmission rate to the above-noted terminal 1 via the 
above-noted downlink 8. Furthermore, the reference 
numeral 9 denotes a terminal-Side transceiving Section, 
which includes a low-Speed transmitting means 2 and a 
high-speed receiving means 3. 

Next the individual embodiments of the present invention 
will be described in sequence. First, in the first embodiment 
in communication with a personal-use portable telephone 
held by an individual, the communication System used is one 
in which a wideband signal is transmitted from a (relay) base 
Station to an electronic apparatus via a downlink, and a 
narrowband Signal is transmitted from the electronic appa 
ratus. to the relay base Station via an uplink. A wideband 
downlink is used for communication which includes images, 
Voice, file editing, information distribution, advertising, 
broadcasting, and the like, in which case the uplink is used 
for information to control the downlink, channel Selection, 
and, in the case of multimedia, media Selection control 
signals, voice, and the like. FIG. 4 shows the first embodi 
ment. 

In FIG. 4, the personal-use portable telephone 1 performs 
transmission and receiving with the base Station 5 via the 
circuits 4 and 8, this having a transceiving Section 9, a signal 
processing Section 10 which processes data received by and 
to be transmitted by the transceiving Section 9, an input 
Section 13 which inputs a transmitting control Signal, and an 
output Section which outputs data which has been trans 
ferred in. The Signal processing Section 10 is formed by a 
processor 11 which performs, among other things, A-D 
conversion and coding of Signals to be transmitted and D-A 
conversion and decoding of received data, and a memory 12 
which temporarily Stores data which is to be processed. The 
input section 13 has a keyboard 14 with numeric keys and 
the like for the purpose of inputting control information, and 
a microphone for inputting a Voice, while the output Section 
16 has a Speaker which outputs the Voice which is related to 
the transferred in data, and a display 18 which displayS 
character information and the like. 

A radio communication System related to the Second 
embodiment of the present invention is applied to the case 
of multiple-recipient communications, which is a blending 
of broadcasting and communications. In this case, even an 
electronic apparatus held by an individual is capable of 
receiving a broadcast Signal. In Such cases, one broadcast 
Signal Selected from a plurality of broadcast Signals is sent 
to the electronic apparatus 1 by the relay base Station 5 in 
response to a request from the user of the electronic appa 
ratus. In the future, the electronic apparatuS 1 will be usable 
to freely process and use the information taken from a 
broadcast. When doing this, it is possible to store this 
information in the relay base Station in response to a request 
from the electronic apparatus, and to process it, as will be 
described later. FIG. 5 shows one of the second embodi 
mentS. 

The relay base station 5 in the above-noted type of radio 
communication System, as shown in FIG. 5. has a transceiv 
ing Section 20 which performs transmission and receiving of 
data with the electronic apparatuS 1 via the circuits 4 and 8, 
a signal processing Section 25 which performs signal pro 
cessing for the purpose of processing and using the data 
which is received from a broadcast or the like, and a cable 
network terminator apparatus 28 which accepts an informa 
tion signal which is transferred in via cable network Such as 
CATV, Subscriber optical fiber cable, ATM, or the like. The 
transceiving Section 20 includes a sharer 21 which accepts a 
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control Signal which is Sent in from the electronic apparatus 
1 and which outputs data to be sent to the electronic 
apparatus 1 via an antenna, a receiving Section (RX) 22 
which converts a received radio frequency (RF) signal to a 
prescribed-frequency signal, and a transmitting Section (Tx) 
23 which converts data to be sent to an RF signal. The signal 
processing Section 25 has a processor 26 which Selects a 
channel from channels of data, in response to user requests 
from various electronic apparatuses 1 which are input via the 
cable network terminator apparatus 28, and which performs 
Signal processing for the purpose of Sending the Selected 
desired data to an electronic apparatus 1, and a memory 27 
which Stores the desired data in response to the above-noted 
request of a user. 

In the Second embodiment, the electronic apparatus need 
not be for personal use. That is, it can be used by a number 
of perSons, Such as the case in which it is for family use. In 
particular as shown in FIG. 6, the relay base station 5 is 
mounted to electrical utility poles or the like, with optical 
cable or coaxial cable, or the like use to transfer information 
to that point. It is also possible for an electronic apparatuS 1 
which is mounted at home or in a vehicle to have a base 
Station of a cordless telephone used at home, a VCR, or a 
home-use WorkStation or the like connected to it. In Such a 
case, the electronic apparatus 1 transmits to the relay base 
station 5 information and information as to whether or not 
the information requested is to be Stored, in accordance with 
a request from Such home equipment. In accordance with 
this, the relay base Station 5 Selects information, and in Some 
cases transferS it to the electronic apparatus 1 as it stores it. 

The third embodiment is applied in the case in which the 
apparent amount of information generated by a human is 
large, the received information being processed and further 
retransmitted. 

That is, there are cases in which a file A is received, this 
is processed or added to convert to the form C(A)+B and 
then retransmitted. In this case, C(A)+f appears to be a large 
amount of information. However, there are the operation of 
conversion to the amount of information C(X) that a human 
generates and the added information f3. The amount of 
information required to express the conversion operation 
C(X) and the added information B are information that a 
human generates, the Speed of generation thereof not 
exceeding the Speed at which the human brain and body can 
generate information. That is, it does a given Speed. 
Specifically, it is low in comparison with the Speed at which 
Speed at which a human can receive information. In Such 
cases, instead of transmitting C(A)+B, it is acceptable to 
transmit only the conversion operation C(X) and f, these 
being used at the base Station to generate C(A)+B, the result 
Sent to the far end party. 

Operations Such as file editing can all be implemented 
with these types of operations. That is, the original file is 
transmitted to the portable terminal via a wideband 
downlink, which is then looked at and edited by the user. 
The Screens that are looked at and edited by the user are 
updated in accordance with the editing performed. Along 
with this, the editing information is Sent to the base Station, 
where the original file is edited based on this editing 
information. By doing this, editing is possible with an 
extremely Small amount of transmission from the portable 
terminal to the base Station. 

By means of the above-noted operations, it is possible to 
reduce the radio transmission bandwidth, to reduce the radio 
transmitting power, and to perform efficient information 
transmission with a rechargeable battery. 
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This type of processing can be applied to examples other 

than the file operation noted above. Specifically, assume that 
A is the data for the face and the Voice of a user of a 
personal-use portable telephone, and that these are Stored at 
a base Station or relay Station. The personal-use portable 
telephone then transmits to the base Station only the content 
of the Speech and parameters for intonation different from 
the usual. Or else only expressions that are differ greatly 
from the user's normal facial expression or other emotional 
expression parameters are Sent by radio. At the base Station, 
these are Synthesized to reSynthesize the original voice or 
the original Screen transmission. By doing this, it is possible 
to reduce the radio transmitting power, and to perform 
efficient information transmission with a rechargeable bat 
tery. 

In addition, a relay base Station which performs Such 
processing as C(A)+(3 can be in the same position as the 
radio transceiving apparatus, but can also be at a remote 
location which is connected to a communication network 
inside, for example, the electronic apparatus's user computer 
or inside equipment at the far-end party. 
The third embodiment is shown in FIG. 7. The relay base 

Station 5, information amount expanding Server 30, com 
munication far-end Server 31, information generating Source 
database 32, and the like are connected, for example, in a 
network Such as a LAN, MAN, or ATM network. The 
information generating Source database 32 transmits infor 
mation A to the electronic apparatus 1 via the relay base 
Station 5. Along with this, the information A generates the 
processing operator C(X) and added information f3. The 
electronic apparatuS 1 transmits these processing operator 
C(X) and added information f3 to the information amount 
expanding server 30, via the relay base station 5. The 
amount of information this operator and added information 
have is the amount of information that is generated by the 
human who is the user of the electronic apparatus 1, this 
capacity being Small. At the information amount expanding 
Server 30, information A is processed by the processing 
operator C.(a) and the added information B, C(A)+B is 
generated, this being Sent to the Server 31. The information 
amount expanding Server 30 Send the processed information 
C(A)+f to the electronic apparatus 1A via the relay base 
station 5A, and this can be displayed on the display 18 of the 
electronic apparatus 1A, or C(A)+B can be made at the 
electronic apparatus 1 and displayed on the display 18. 

There are cases in which the apparent amount of infor 
mation generated by a human is large. This is the case in 
which the received data is processed and then retransmitted. 
That is, it is the case in which the original information A is 
received at a portable electronic apparatus, this being pro 
cessed or added to, converting it to the form C(A)+(B), and 
retransmitting it. In this case, the C(A)+B can appear to be 
data of great quantity. There are many cases in which there 
is a large amount of the original data A. However, there are 
the operation of conversion to the amount of information 
CCX) that a human generates and the added information f3. 
The amount of information required to express the conver 
Sion operation (X) and, the added information f3 are infor 
mation that a human generates, the Speed of generation 
thereof not exceeding the Speed at which the human brain 
and body can generate information. That is, it does not 
exceed a certain Speed. Specifically, it is low in comparison 
with the Speed at which Speed at which a human can receive 
information. In Such cases, instead of transmitting C(A)+3, 
only the conversion operation C(X) and B are transmitted, 
these being used at the receiving side to generate C(A)+3, 
the result being the same. 
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That is, the relay base Station Sends A to the electronic 
apparatus, and along with that A is Stored at the relay base 
Station. Then, the electronic apparatus looks at A, while 
transmitting only the information C(X) and the conversion 
operator B to the relay base Station. Simultaneously with 
this, at the electronic apparatus C(A)+f is made and 
displayed, while the relay base Station also makes C(A)+f 
and sends this to the far end. By means of the above, it is 
possible to implement Service which requires the transmis 
Sion of large amounts of data, without using excessive 
frequency resources and by means of low-capacity battery 
power. 

Furthermore, a communication System Such as described 
above, in which wideband Signal transmission is performed 
via a downlink from a relay base Station or base Station to an 
electronic apparatus or a personal-use portable electronic 
apparatus and in which narrowband Signal transmission is 
performed via an uplink from an electronic apparatus to a 
relay base Station is implemented in the fourth embodiment, 
which is shown in FIG. 4. 

In the fourth and fifth embodiments, there are two modes 
of communication with an electronic apparatus held by an 
individual, one in which wideband Signal transmission is 
performed via a downlink from a relay base Station to the 
electronic apparatus, and in which narrowband Signal trans 
mission is performed via an uplink from the electronic 
apparatus to the base Station, and another in which narrow 
band Signal transmission is performed in both directions. A 
wideband downlink is used for communication which 
includes images, voice, file editing, information distribution, 
advertising, broadcasting, and the like, in which case the 
uplink is used for control Signals or the above-noted con 
version operators. The communication mode in which nar 
rowband Signal transmission done in both directions is used 
when both Sides are transmitting voice or low-speed data. 
That is, it is very desirable that there be one narrowband 
uplink and two downlinks, one narrowband and one wide 
band. The fifth embodiment is shown in FIG. 9. In FIG. 9, 
the reference numeral 34 is the narrowband downlink circuit 
used for low frequencies. In addition, it is desirable that 
which of these two is to be used is established by a request 
from an electronic apparatus. That is, when there is a call 
from an electronic apparatus, if it is a voice Signal the 
narrowband downlink is requested, but if it is an image 
transmission request, the wideband downlink is requested. 

FIG. 10 shows a radio communication system related to 
this fifth embodiment. The configuration shown in FIG. 5 
differs from the configuration shown in FIG. 3 in the 
low-speed transmitting means 35 provided at the base Sta 
tion 5, the low-speed receiving means 36 provided at the 
terminal 1, and the above-noted downlink circuit 34 between 
this low-Speed transmitting means 35 and low-speed receiv 
ing means 36. 

In the case in which communication is Started from the 
electronic apparatus, first it is reasonable that the narrow 
band link of FIG. 10 is used to transmit to the base station 
or relay base Station what kind of communication it is, a 
Selection of one of the two downlinks being made based on 
the transmitted Signal, the links in both directions being then 
opened. When a transmission intended for the electronic 
apparatus reaches the relay base Station, in the case in which 
both a narrowband and a wideband downlink are provided, 
first the narrowband downlink is used to inform the elec 
tronic apparatus that a call for it has been received, where 
upon the electronic apparatus informs the base Station 
whether or not it can use that link to the call to receive it, and 
a corresponding link is assigned. 
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In this case, the narrowband link itself can also be a 

narrowband bi-directional transmission means which oper 
ates independently. For example, it is possible to use the 
TDMA/TDD (time division multiple access/time division 
duplex) form of transmission. 
The sixth embodiment is applied to the case in which 

frequency placement problems exist when the bandwidths of 
the uplink and the downlink differ greatly. Specifically, in 
the case in which this is to be implemented using FDMA/ 
FDD (frequency division multiple access/frequency division 
duplex), if the specifications of the sharers of the terminals 
are all made the Same, it is desirable that the frequency 
spacing of the uplink frequency and the downlink frequency 
be the same. When this is done, on the narrowband uplink, 
the frequency difference between adjacent channels 
becomes much greater than the uplink bandwidth, leaving 
much of the frequency band unused, quite an undesirable 
condition. Therefore, a pseudorandom Signal Series is used 
to achieve bandwidth dispersion on the uplink, So that 
transmission is done with almost the same bandwidth as the 
downlink. If the dispersion ratio is large, the uplink fre 
quency can be made the same as other Systems. 
The Seventh and eight embodiments are applications to 

the case in which long-distant transmission is not possible 
because of the tendency of the high-speed downlink to be 
influenced by multipath. There is also a desire to perform 
long-distance transmission, even if the bandwidth is narrow. 
In Such cases, a signal to be transmitted a long distance is 
dispersed using a pseudorandom Series having a long period 
and then transmitted, and a short-distant large capacity 
Signal is dispersed using a pseudorandom Series having a 
Short period and then transmitted, thereby enabling Satisfac 
tion of both requirements. In addition, because it is possible 
to Select the transmission rate freely by Selecting the Series, 
in response to the position at which the electronic apparatus 
exists, it is possible to perform communication with high 
flexibility in the case in which there is a mixture of Signals 
with various bandwidths. It is also possible, in the case in 
which there are radio circuits with differing original data 
rates, to use pseudorandom Series of the appropriate length 
So each of the circuits has approximately the same band 
width after dispersion, thereby enabling the provision of a 
radio communication System which is flexible and which 
enables effective use of frequency bandwidth. 

In addition, in the case in which this kind of bandwidth 
dispersion is used, because it is possible to use the same 
frequency band for a plurality of links, it is easy to achieve 
a reduction to a Small size and weight, for facilities in the 
base Station or relay base Station, and also for the personal 
use portable electronic apparatus or electronic apparatus. 

The ninth embodiment is applied in the case in which the 
timing of transceiving is different between transmitting and 
receiving, these not being performed Simultaneously, 
thereby enabling free selection of the uplink and downlink 
frequency, enabling even more effective use of frequencies. 
The tenth embodiment is applied to accommodate the 

case in which to accommodate a radio LAN or the like, if the 
uplink is randomly accessed, access to a Server or database 
connected to the network can be performed by a simple 
protocol. 
The eleventh and twelfth embodiments will be described 

using FIG. 11 through FIG. 13. 
FIG. 11 is a block diagram of the eleventh embodiment, 

which shows the configuration of an SDL system to which 
the present invention has been applied. AS illustrated therein, 
a memory 42 is provided between an information providing 
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station 41 and a base station 5, information which is 
obtained via a communication circuit 43 being Stored in the 
memory. The portable electronic apparatus 1 accesses the 
base Station by radio communication, almost all the infor 
mation that many electronic apparatuses desire being Stored 
in the memory, enabling the passage of much information to 
be executed merely via the connecting line 44. 

While this functions for a radio communication post and 
memory as well, a different embodiment of the present 
invention enables connections between one memory and a 
plurality of radio communication posts. 

FIG. 12 is a drawing for the purpose of describing the 
condition of memory in the system of the eleventh embodi 
ment of the present invention. The information 47 and 48, 
which is obtained from the information providing Station, is 
placed in the memory. The frequency of access of this 
information is differentiated into levels, and when there is a 
new information access, the Stored contents are discarded, 
Starting from information 23, which has a low access 
frequency, with new information 46 being written into 
memory area 45. 
AS another embodiment, in the case in which the memory 

area is Sufficiently large with respect to the amount of 
information, it is possible to write all of the information into 
memory beforehand. 
AS yet another embodiment, in the case in which there is 

an effective period of time for the information, Such as in the 
case of a newspaper or a magazine, it is possible when the 
time limit has come, to erase the information from the 
memory, or to overwrite it with new information. 

FIG. 13 is a drawing which shows the information pro 
Viding Service according to an SDL System related to the 
twelfth embodiment. The information providing station 32 
provide information Such as newspapers, magazines, 
images, avoice, traffic, or personal information. The infor 
mation providing Station is connected to the base Station 5 by 
means of a communication circuit 49. The base Station is 
installed at a transport Station, a structure, or on a road, and 
Sends information in response to a request from a portable 
electronic apparatus 1, or information is sent continuously 
from the base Station. 

A radio communication System in accordance with the 
above-described first through twelfth embodiments, is 
related to the SDL system, the principle of which is shown 
in FIG. 4. The radio circuit is formed by a wideband 
downlink from the base Station to a personal-use portable 
electronic apparatus, and a narrowband uplink from a ter 
minal to a base Station. In these embodiments, on the case in 
which the transmission rates of the uplink and the downlink 
are asymmetrical is proposed, nothing being Said about 
frequency placement or method of modulation. 
A frequency placement example of the past is shown in 

FIG.1. This is the Japanese RCR STD-27B digital automo 
bile telephone System. In this System, the downlink and the 
uplink have the same transmission rate, the 800-MHz and 
1.5-GHz bands being used as the radio frequency bands. In 
the 800-MHz band, the downlink is located in the range 810 
MHz to 826 MHz, and the uplink is located in the range 940 
MHz to 956 MHz. In a system of the past, because an uplink 
and a downlink operating at the same transmission rate were 
assumed, transmission is performed in the same frequency 
band. However, problems arise when considering applica 
tion to the SDL system. 

In the SDL system, because a wideband downlink is 
assumed, in a low frequency band such as the 800-MHz 
band, it becomes difficult to assign this wide band and to 
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achieve effective frequency usage. For example, in the case 
of trying to perform transmission at 100 MHz or so, it is 
obvious that it is impossible for the bandwidth to be found 
to allow one user 100 MHz bandwidth in the 800-MHz band. 
For this reason, it is necessary to perform transmission in the 
Sub-millimeter band of Several gigahertz, or in the millime 
ter band of Several tens of gigahertz. 
An example of the frequency placement in the case in 

which a radio communication System related to the present 
invention is configured using a 60-GHz-band SDL system is 
shown in FIG. 14. 

The amount of information that a human being is capable 
of generating has an upper limit due to the capability of a 
human being. In contrast, the amount of information that a 
human can perceive is much greater than the amount of 
information that a human can generate. The information that 
a human can generate is limited, even if we add together 
Voice, input from a keyboard or a mouse, facial expressions, 
and all other information. The amount of information in the 
human voice falls far short of 64 kbps. Even if various 
means of transferring data between the human and a 
machine, Such as a keyboard or a mouse, are used, none of 
these can Surpass the amount of information that can be 
generated by the human mind or parts of the body, and in 
total the amount of information that a human being can 
generate is thought of as not exceeding 100 kbps. 

In contrast to this, the amount of information that a human 
being can receive is extremely large. The human being 
receives a plurality of Sensory media, Such as Voice, images, 
atmosphere, tactile Senses, and Smells, and the like, using 
perception organs that operate independently. In addition, 
the brain and the organs of a human being process the 
information they receive, extracting and processing only 
information which can be processed by the brain and the 
bodily organs, in response to the individual human's history 
and processing priority. In normal everyday life, much more 
information than can be generated by a human being is 
received. And feedback is applied to an information receiv 
ing means which Selects which information is to be 
accepted, based on the received information. The manner in 
which this feedback is applied differs from individual to 
individual. Therefore, even if a large number of humans 
receive the Same information, the method of processing it 
will differ greatly. That is, it is possible for a human to 
receive a great amount more information than it is possible 
for the human mind or bodily organs to process. 

This can also be understood from the difference in sizes 
between the part of the human brain which governs the 
receiving of information and the part of the human brain 
which governs the generation of information. The auditory/ 
Visual part of the brain is extremely large. In contrast to this, 
the part related to the generation of language is not So large. 
Nerves a Strung throughout all parts of the body, and a 
variety of information is collected in the brain and the Spinal 
cord. In contrast to the very large amount of information, the 
information that the brain generates is limited to the Voice 
and a few gestures. In terms also of the thickness of the 
nerves that are used as information transmission paths 
within the body, the thickest of these is the optic nerve, 
which governs the reception of information. 

This fact can be understood from engineering applications 
as well. Specifically, in the case of generating image infor 
mation that a human being will receive, to make image 
information that the human being will Sense as being natural, 
Several megabits per Second of information are generally 
required. In images made will leSS than this amount of 
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information, a human will easily be able to detect unnatu 
ralness of shape and movement. And a human is not capable 
of generating this amount of image information. The amount 
of information in a human facial expression is extremely 
Small compared with the amount of image information the 
human eye generally perceives. The analog of this is the very 
high compression ratio when an image is bandwidth com 
pressed to capture a human facial expression. Bandwidth 
compression of an image including a human facial expres 
sion has be researched in detail by Prof. Harashima et al., of 
University of Tokyo, from which this extremely high com 
pression ratio is known. That is, the amount of information 
in the human facial expression is extremely Small. Virtually 
the same is true of the Voice. Using current bandwidth 
compression technology, Voice information can be com 
pressed to approximately 4 kilobits per Second. That is, the 
amount of information is Small. 

In the case in which music from an musical instrument, 
rather than a voice, is to be used to generate information, the 
amount of information is Small. Consider the amount of 
information from a piano performance. A piano has 88 keys 
and, therefore, when one is pressed data less than 7 bits is 
generated. If it is possible for a fast person to preSS ten keys 
in one Second, there are ten fingers, and additionally, if there 
are 1000 sound levels (10 bits) which the sound can take, 
this is 7*10*10*10=7000, which is no more than 7 kilobits 
per Second. This does not change with the model and the 
tone of the piano. When recording a piano performance, the 
required information speed is generally no more than 1000 
bits per Second. While it appears that a large amount of 
information is generated by a musical instrument when it is 
played, the amount of information generated by the musical 
instrument only appears to be large because the information 
of the tone and individuality of the musical instrument is 
modulated by information that is generated by a human 
being. 
On the other hand, in the case of receiving information, a 

human being is capable of receiving and processing a very 
large amount of information. With an orchestra of 150 
people generating information, if even one performer makes 
a mistake, it can be easily detected. Additionally, a human 
being is constantly distinguishing Sound from the extremely 
large amount of information generated by the performers 
modulation of the characteristic information generated by 
the instruments, and perceiving and extracting characteris 
tics therefrom. 

Consider the case of five people having a Serious discus 
Sion. Each perSon is receiving information from the other 
four people, who are making all efforts to express their 
opinions to the other person. While all of the information 
from the other four people is not processed in the receiving 
perSon's brain, it is at least received via the perSon's Sensory 
organs. Even after the meeting, the participants have a 
general grasp of who said what. This is possible because, of 
the information received from the other four perSons, the 
required parts were processed by the brain. With regard to 
information generation, it is generally not possible for one 
person to generate an amount of information that exceeds 
the total of the average information generated by the other 
four perSons. 

That is, there is a large difference in the amount of 
information that a human being can generate and receive. 
Specifically, the amount of information that a human being 
generates is extremely Small compared to the amount of 
information that can be received by a human. 

The amount of information transmitted in a personal-use 
electronic apparatus of the past was Small compared to the 
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amount of information that a single human being can 
generate. That is, it was no more than as much as a voice 
transmission. Therefore, this human being clearly generated 
less information that the human being was intrinsically 
capable of generating. However, when wider bandwidth 
radio communication becomes possible in the future, it will 
be possible to perform radio transmission at a transmission 
rate that is lower than the information receiving rate of a 
human being and greater than the information generating 
rate of a human being. When this is done, it will not be 
possible as in the past to make effective use of frequencies 
with the same rate for both transmitting and receiving. 

In the past, the Same modulation method was used in the 
uplink and the downlink. For example, in a narrowband 
digital automobile telephone system using the TDMA of 
Japan and the US, L/4DWPSK was used on both the 
downlink and the uplink. A proposal to use different modu 
lation methods on the uplink and downlink was made in the 
US digital automobile telephone standards (IS-95) which 
uses OQPSK. In this, the uplink uses OQPSK (Offset 
Quadrature Phase Shift Keying-4) and the downlink uses 
QPSK (Quadrature Phase Shift Keying-4). However, the 
information transmission rates are the same, this clearly 
differing from the SDL system. Also, because the same PSK 
modulation is used, the characteristics are extremely similar. 
There are no examples of using modulation methods of 
completely different natures and with completely different 
transmission rates. 

The thirteenth embodiment of the present invention is 
shown in FIG. 15. Communication is performed by a radio 
communication terminal 101, which is connected to a cable 
network, and a portable radio terminal 102. The relationship 
between the frequency band used for this communication 
and the transmission rate is shown in FIG. 16. 

Transmission from the radio communication terminal 101 
to the portable terminal 102 is performed via a radio circuit 
(downlink) at a transmission rate of R1 at a radio frequency 
of f1 in the 60-GHz band. In this embodiment, because 
BSPK, which is a two-state modulation method, is used, the 
transmission rate and the used bandwidth are noted as the 
same. R1 is the 100-Mbps transmission rate, it is possible to 
achieve a 100-MHz bandwidth by using the 60-GHz band, 
and it is possible to implement wideband transmission. 

Transmission from the portable terminal 102 to the radio 
communication terminal 101 is performed via a radio circuit 
(uplink) at a transmission rate R1, which is lower than R1, 
at a frequency of f2 in the 800-MHz band. Because the 
information that is generated at the portable terminal 102 
can be thought of as being mainly input from keys and Voice, 
Sufficient information transmission can be performed with a 
transmission rate of Several tens of kilobits per Second. In 
this embodiment, this was made 30 kbps. If this is 30 kbps, 
because Sufficient bandwidth can be achieved even in the 
800-MHz band, transmission is possible at this bandwidth. 

Because the radio frequency band at the terminal is low, 
there is little propagation loSS in the air, So that the power 
need not be made that large. Also, because the transmitted 
bandwidth is small, the total power is also small. For this 
reason, it is possible to reduce the power consumption, 
enabling a lengthening of the period of continuous use 
before recharging or replacement of the battery. 

In addition, devices for the 800-MHz band are widely 
used in automobile telephones, and inexpensive devices are 
readily available. Reduction of the size of devices is also 
being achieved. By placing the uplink in the 800-MHz band, 
it is possible to reduce the cost and the Size of the terminal. 
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The fourteenth embodiment of the present invention is 
shown in FIG. 17. 

Communication is performed between a radio communi 
cation terminal 301, which is connected to a cable network 
and a portable radio terminal 202. In doing this, the rela 
tionship of the radio frequency placement and the transmis 
Sion rate is as shown in FIG. 18. 

Transmission from the radio communications terminal 
301 to the portable terminal 302 is performed via a radio 
circuit (downlink) at a transmission rate of R1 at a radio 
frequency of f1 in the 60-GHz band. R1 is a high-speed 
circuit of, for example, 100 Mbps. Along with this, another 
Single downlink is provided for transmission at a rate of R2 
(for example, 30 kbps) at f2' in the 800-MHz band. Trans 
mission from the portable terminal 302 to the radio com 
munication terminal 301 is performed via a radio circuit 
(uplink) at a transmission rate of R2 at a radio frequency of 
f2 in the 800-MHz band. 

The difference in this in comparison with the thirteenth 
embodiment is the provision of on more downlink, at f2 and 
R2. The 60-GHz-band downlink, because of the character 
istics of that frequency band, is Susceptible to the influence 
of obstructing objects. Because of Shadowing caused by 
obstructing objects, cutoff of the communication circuit 
occurs. In this embodiment, by providing a link by the 
additional one downlink at f2', it is possible to prevent the 
total cutoff of the downlink. Compared to the radio fre 
quency f1 in the 60-GHz band, the radio frequency f2 in the 
800-MHz band has less propagation loSS and is leSS Suscep 
tible to Shadowing, thereby reducing the possibility of 
circuit cutoff. For example, by assigning a control channel to 
this f2/R2 downlink, even in the event that the f1/R1 
downlink is cut off, there is no complete cutoff, the link 
between the radio terminal 301 and the portable terminal 
302 being maintained by executing Such protocols as the 
completion protocol, the upper State protocol, and the cutoff 
protocol Via the control channel. In this case, although the 
portable radio terminal 302 an additional f2/R2 receiving 
apparatus, compared to the 60-GHz-band receiving 
apparatus, the added part has negligible Small current 
consumption, Volume, and cost. By adopting the radio 
frequency bands and transmission rate configuration of this 
embodiment, it is possible to implement a high-performance 
portable terminal which is Small, has low power 
consumption, and which is low cost. 

The fifteenth embodiment of the present invention is 
shown in FIG. 19. 

Communication is performed between a radio base Station 
501, which is connected to a cable network, and a plurality 
of portable radio terminals 502. The relationship between 
the radio frequency band and the transmission rates in this 
embodiment is shown in FIG. 20. From the radio base 
station 501 to each of the portable terminals 502 (downlink) 
transmission is made on frequencies f1, f1, f1" in the 
60-GHz band at a transmission rate of R1. From each of the 
portable terminals 502 to the radio base station 501 (uplink) 
transmission is made on frequencies f2, f2', and f2" in the 
2.4-GHz band at a transmission rate of R2. R1 is 100 MHz, 
and R2 is 2 MHz. In doing this, one base station and a 
plurality of terminals perform wideband transmission over a 
millimeter downlink and relatively narrowband transmission 
over a 2.4-GHz-band uplink. The frequency placement at 
each of the terminals, as shown in FIG. 8, is configured Such 
that f2 follows and corresponds to f1 and such that f2' 
follows and corresponds to f1". In this embodiment, while 
frequency multiplexing is used on both the uplink and the 

15 

25 

35 

40 

45 

50 

55 

60 

65 

20 
downlink, it is also possible to employ multiplexing by 
time-division multiplexing, coding-division multiplexing, or 
the ALOHA system or the like. In this embodiment, because 
the uplink transmission rate is a relatively high 2 MHz, the 
2.4-GHz band is used. Compared with the 800-MHz band, 
the 2.4-GHz band has higher propagation loss, but compared 
with the 60-GHz band it has much lower propagation loss, 
so that, compared to the case in which the same 60-GHz 
band is used for the uplink and the downlink, it is possible 
to limit the terminal power to a low power. It is possible to 
make the influence of the terminal on a human being Small, 
and to have a configuration which has low power 
consumption, Small size, and low cost. 
The sixteenth embodiment of the present invention is 

shown in FIG. 21. 
Communication is performed between a radio base Station 

701, which is connected to a cable network, and a plurality 
of portable terminals 702. The relationship of the radio 
frequency placement and the transmission rate in this 
embodiment is shown in FIG. 22. The downlink performs 
communication at a transmission rate of R1 at a frequency 
of f1 in the 19-GHz band. In this case, R1 is 50 Mbps. 
Another downlink is provided, this performing communi 
cation at a transmission rate of R2 (for example, 2 kbps) at 
a frequency off3 in the 400-MHz band. The uplink performs 
communication at a transmission rate of R2 at a frequency 
of f2 in the 400-MHz band. The frequency placement, as 
shown in FIG. 10, is configured such that the frequency 
sequence is f1, f2, f3 for the terminal 1 and f1, f2', f3' for 
the terminal 2. If this type of frequency placement is used, 
it is possible to have uniformly spaced radio frequencies in 
the narrowband 400-MHz-band uplink and downlink, mak 
ing it easy to establish Synchronization of the terminal 
frequency. By placing the f1 in the 19-GHz band, a wide 
band downlink is established, and by placing the downlink 
and uplink in the 400-MHz band, the possibility of complete 
cutoff is reduced, thereby enabling Stable control. Because 
the receiver for the downlink in the 400-MHz band can have 
a simple configuration, it can be implemented without much 
influence on the overall size of the terminal. By configuring 
the uplink with a low transmission rate on the low 400-MHz 
band, it is possible to provide a simple portable terminal. 
The seventeenth embodiment of the present invention is 

shown in FIG. 23. This relates to the radio section (radio 
apparatus) of a portable radio terminal applied to the radio 
communication system of the thirteenth and fifteenth 
embodiments of the present invention. The radio apparatus 
of the seventeenth embodiment is formed by an antenna 901 
and receiver for the purpose of receiving a f1/R1 radio 
Signal, an antenna 903 and transmitter for the purpose of 
transmitting a f2/R2 radio signal, an interface 906 between 
the receiver, the portable terminal and other parts, and a 
control apparatus 906. In this case, f1 is in a high-frequency 
band (for example, in the 60-GHz band), R1 is wideband 
(for example, 100 Mbps), f2 is in a low-frequency band (for 
example, 800-MHz band), and R2 is narrowband (for 
example, 30 kbps). Because the frequency bands and band 
widths differ between receiving and transmitting, indepen 
dent antennas are used for receiving and transmitting. The 
receiver includes a frequency converting apparatus and 
demodulating apparatus for the purpose of converting the 
RF-band frequency radio signal to a digital Signal. The 
transmitter includes a digital modulator and frequency con 
verting apparatus to convert a digital signal to an RF (radio 
frequency). The control apparatus has functions which 
establish the timing of the transmitting and receiving with 
Synchronized frequency and transmission rate. 
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By providing a portable terminal with a radio apparatus of 
this type of configuration, it is possible to configure a 
portable terminal which can be applied to the radio com 
munication system of the thirteenth and fifteenth embodi 
mentS. 

The eighteenth embodiment of the present invention is 
shown in FIG. 24. This embodiment is related to a radio 
Section (radio apparatus) of a portable radio terminal which 
is applied to a radio communication System of the twelfth 
and fourteenth embodiments. The difference in this with 
respect to the fifteenth embodiment is a receiving apparatus 
1004 which receives a narrowband (for example, 30 kbps) 
Signal at a frequency of f2 in a low-frequency band (for 
example, in the 800-MHz band), and a transmitting/ 
receiving sharer (duplexer) which includes both the f2 
transmitting Signal and the received signal in a Single 
antenna. A 800-MHz-band transmitting apparatus 1005 and 
the receiving apparatus 1004 are inexpensive in comparison 
to a 60-GHz-band receiving apparatus, and facilitate a 
reduction in size. Also, because transmission is done at a low 
frequency and narrow bandwidth, the transmitting power 
can be made Small. This enables the implementation of a 
portable radio terminal which has little influence on the 
human body. 

By providing a portable terminal with a radio apparatus of 
this type of configuration, it is possible to configure a 
portable terminal which can be applied to the radio com 
munication system of the twelfth and fourteenth embodi 
mentS. 

The nineteenth embodiment of the present invention is 
shown in FIG. 25. This embodiment relates to a radio 
apparatus and radio base Station which are applied to a radio 
communication system of the thirteenth and fifteenth 
embodiment. This embodiment will be described using the 
example of a radio base Station. The base Station has a 
transmitting apparatus 1101, which performs transmission at 
a transmission rate of R1 (for example, 100Mbps) at a radio 
frequency of f1 in a millimeter band (for example, 60-GHz 
band), and a receiving apparatus which performs receiving 
of at a transmission rate of R2 which is lower than R2 (for 
example, 30 kbps) at a radio frequency of f2 in a low 
frequency band (for example, 800-MHz band). In addition, 
there is control Section, and a signal processing Section and 
interface Section which perform connections to a cable 
network. 

By providing a receiving apparatus and a transmitting 
apparatus which have different frequency bands and trans 
mission rates, it is possible to configure a radio apparatus 
and a radio base Station which can be applied to the radio 
communication System of the Second embodiment and the 
fourth embodiment. 

The twenty-first embodiment of the present invention is 
shown in FIG. 27. The twenty-first embodiment is a radio 
communication System made up of a base Station 1301 and 
a terminal 1302. The base station is formed by a transmitter 
1303 which performs transmission by infrared rays at a 
transmission rate of R1, a receiver 1304 which performs 
receiving of at a transmission rate of R2 on a radio frequency 
off2, and a signal processing Section which performs control 
and performs interfacing with a cable network. The terminal 
is formed by an infrared receiver 1305, a radio transmitter 
1306, and a signal processing Section which performs inter 
face with other parts and control. Transmission from the 
base station to a terminal (downlink) is performed using 
infrared at a transmission rate of R1. Transmission from a 
terminal to the base Station (uplink) is performed using radio 
at a transmission rate of R1. 
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In the case in which the downlink is implemented as a 

radio circuit using radio waves, it is necessary to have a 
bandwidth which corresponds to the transmission rate. In the 
case in which high-speed transmission is performed, it is 
necessary to achieve a wide bandwidth, and it is necessary 
to develop a high frequency band that is yet unused, Such as 
a millimeter band. However, in this embodiment, by using 
infrared waves on the downlink which requires a wide 
bandwidth, it is possible to configuration the System without 
a limitation imposed by radio frequency bandwidths. 
Additionally, millimeter-band devices are high in cost and 
physically large, whereas infrared devices are low-cost and 
physically Small, enabling the implementation of a terminal 
and base Station that are Small and low-cost. 
The twenty-second embodiment of the present invention 

is shown in FIG. 28. The base station radio apparatus 1401 
is formed by a transmitting apparatus which performs trans 
mission at a high transmission rate of R1 (100 Mbps) at a 
frequency f1 in a first radio frequency band (for example, 60 
GHz) and a receiving apparatus which performs receiving of 
a signal at a transmission rate R2 (for example, 30 kbps) 
which is lower than R1 at a frequency f2 in a radio frequency 
band that is lower than f1 (for example 800 MHz). The radio 
apparatus of the terminal is formed by a receiving apparatus 
which performs receiving of a f1/R1 Signal and a transmit 
ting apparatus which performs transmission of an f2/R2 
Signal. 

In this system, the f1/R1 signal and the f2/R2 signal have 
different modulation methods. 
The frequency f1 is in a millimeter band, and R1 is 

approximately 100 Mbps. It is difficult to obtain a device 
which operates linearly over such a wide bandwidth in a 
millimeter band. Therefore, on the downlink it is desirable 
to use a non-linear modulation method. The radio propaga 
tion characteristics in a millimeter band are Such that there 
is a large propagation loSS, and because the distance being 
traveled by the radio waves is short, frequency usage can be 
effectively improved by means of Zone design. Because 
millimeter waves provide a relative amount of Spectrum 
bandwidth margin, the utilization efficiency on the fre 
quency axis is not as Severe as with previous microwaves. 
For this reason, a method of modulation is allowed which 
has a relatively wide bandwidth in comparison with the 
transmission rate. Because of both of these aspects FSK, 
which is a non-linear modulation System, having a modu 
lation index of 0.5 or greater, thereby requiring Some 
bandwidth, is a candidate. 
On the other hand, because the frequency of the uplink is 

microwave (f2), and the transmission rate (R2) is several 
tens of kbps, it is easy to obtain low-cost, compact linear 
components, thereby eliminating problems of linearity. 
However, because the bandwidths allocated in this fre 
quency band are Small, it is necessary to make efficient use 
of the frequency axis. For this reason, a method of modu 
lation having Superior frequency utilization efficiency is 
desired. Although they are linear modulation, the 
JL/4DOPSK and QPSK modulation methods, which have 
Superior frequency utilization efficiency, and GMSK, which 
has a slightly inferior efficiency are candidates. 
From another viewpoint, on the high-speed downlink, 

because of the speed of the transmission rate, QAM, which 
enables the transmission of much information with a single 
Symbol, is a candidate. On the uplink, the transmission rate 
is slow, but because the associated information is important 
control information and the like, BPSK and the like, which 
are more immune to errors than QAM (Quadrature Ampli 
tude Modulation-4) are candidates. 
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AS described above, in an SDL System, because the uplink 
and downlink transmission rates and transmission frequency 
bands differ, by selecting different modulation systems for 
each, it is possible to obtain a high-quality circuit on each. 

The twenty-third embodiment of the present invention is 
shown in FIG. 29. The base station and terminal shown in 
this embodiment are those shown in FIG. 28. Transmission 
on the downlink from the base station 1501 to each terminal 
1502 is done at a transmission rate of R1 (100 Mbps) at a 
frequency f1 in the 60-GHz band, using a modulation 
method 1 (code division multiplexing, CDM), and transmis 
Sion on the uplink from each terminal to the base Station is 
done at a transmission rate of R2 (8 kbps) at a frequency of 
f2 in the 800-MHz band, using a modulation method 2 
(GMSK). By changing the transmission rates, transmitting 
frequency bands, and modulation methods of the uplink and 
downlink, it is possible to achieve a high-quality circuit on 
both, while enabling reduction in size and power consump 
tion of the terminal. 

The twenty-fourth embodiment of the present invention is 
shown in FIG. 30. The base station 1601 has a transmitting 
apparatus 1603 for transmission at a transmission rate of R1 
at a radio frequency of f1 in a sub-millimeter band (19 GHz). 
The transmission rate R1 is not fixed, but can be varied in 
the transmission rate range of 1 Mbps to 15 Mbps. The 
modulation method 1 is 4-value FSK. At the terminal, in the 
Same manner, a receiving apparatus 1606 is provided for 
receiving at a transmission rate of R1, using a modulation 
method 1, at a frequency of f1. On this wideband downlink, 
mainly transmission of data Such as images, which requires 
a wide bandwidth, is performed. The base station and 
terminal have, separate from this downlink, a L/4DQPSK 
transceiver for a transmission rate of R2 (384 kbps) on a 
frequency of f2 (1.9 GHz). Because transmission on the 
frequency of f2 is don by time-division multiple access/ 
time-division multiplexing (TDMA/TDD), transmission is 
done on the same frequency. FIG.31 is a conceptual drawing 
of the System configuration which uses the base Station and 
terminal of FIG. 30. The base station 1701 has a f1/R1, 
modulation method 1 downlink, and a modulation method 1, 
f2/R2 uplink and downlink. By using this type of 
configuration, it possible to obtain a high-quality circuit on 
each, and further possible to configure a System that has few 
instantaneous dropouts caused by Shadowing. 

In this twenty-fourth embodiment, the f2 uplink and 
downlink use the same transmission rate of R2. Having an 
uplink with a transmission rate of R2 and a downlink with 
a transmission rate of R2 can also be envisioned. While the 
f2 uplink and downlink are mainly used for transmission of 
control information, in addition to simple control informa 
tion the uplink also performs data transmission of 
re-transmitted control, in the case in which an error occurs 
in f1 downlink data, and uplink data transmission. Because 
downlink data transmission is performed on a high-speed 
downlink at f1, the f2 downlink only performs transmission 
of control data. Therefore, even on the f2 uplink and 
downlink, there occurs an Symmetry in the amount of 
information. Radio communication Systems of the past did 
not consider asymmetry of information, assigning the same 
bandwidth to the uplink and the downlink. On the f2 circuit, 
which mainly transmits control information, by considering 
an uplink and a downlink with differing transmission rates, 
it is possible to achieve a more efficient utilization of 
frequencies. 

The twenty-fifth embodiment of the present invention will 
be described below, with reference made to the drawings. 

First, the digital radio communication System related to 
the twenty-fifth embodiment of the present invention will be 
explained in accordance with FIG. 32. 
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There is a base Station and a plurality of portable elec 

tronic apparatuses, an downlink circuit transmission of 
information from the base Station to a portable electronic 
apparatus, and an uplink circuit for transmission information 
from a portable electronic apparatus to a base Station. The 
downlink circuit and the uplink circuit can be, for example, 
an SDL-Net as shown in the first through the twelfth 
embodiments. With an SDL-Net, the area covered by a 
high-speed downlink circuit is made narrow, and the area 
covered by a low-speed uplink circuit is made wide. In 
addition, the Signal transmission rate of the uplink circuit is 
made slower than the Signal transmission rate of the down 
link circuit, to give consideration to the reduction in size of 
the portable electronic apparatus. 

FIG. 33 shows an example of the configuration of a 
portable electronic apparatus used in an SDL-Net. A digital 
Signal transmitted from a portable electronic apparatus to a 
base Station undergoes error-correcting encoding, and is 
waveshaped and modulated in a digital Section, is converted 
to an analog signal by means of a D-A converter (DAC) and 
an interpolating filter (LPF), and is input to a mixer. At the 
mixer, the signal which is output from the DAC is multiplied 
by a signal which is output from a carrier Signal generator 
(oscillation frequency f1), the output of the mixer undergo 
ing Suppression of images after the multiplication by means 
of a bandpass filer (BPF), and amplification by means of an 
RF amplifier, after which it is output by means of an antenna. 
The downlink Signal transmitted from the base Station is 
received by an antenna and bandlimited by means of a 
bandpass filter (BPF), after which it is amplified by an LNA 
(low-noise amplifier). The output of the LNA is input to a 
mixer, by which it is multiplied by a signal which is output 
from a carrier Signal generator (oscillator frequency f2), 
thereby converting the frequency. The output of the mixer 
undergoes Suppression of images after multiplication, by 
means of the LPF, after which an A-D converter (ADC) 
converts it to a digital signal. The ADC output (digital 
Signal) is demodulated at the digital Section. 

In an SDL-Net, the uplink Signal transmission rate and the 
downlink signal transmission rate differ (the downlink signal 
transmission rate having a high Speed than that of the 
uplink). That is, the timing clocks for the uplink and the 
downlink differ. According to the present invention, a clock 
which is Supplied to a digital Section of the uplink is merely 
connected from the clock for the downlink via a 1/n fre 
quency divider, enabling simplification of the circuit cf. 
The frequency divider is, as shown in FIG. 34, made up 

of a base-n counter and a phase shifter. By means of this, the 
Signal transmission rate of the uplink and the downlink 
differ, and in a System in which the uplink Signal transmis 
Sion rate is . . . than the downlink Signal transmission rate, 
it is possible to use a common System clock generator, 
thereby enabling Simplification of the circuit configuration. 
Also, by adopting the circuit configuration shown in FIG. 
34, it is possible to generate the clock for the uplink circuit 
with an arbitrary phase. This operation will be described by 
means of FIG. 35. The downlink circuit clock is frequency 
divided by a base-n counter, and phase shifted by an 
arbitrary timing by the phase shifter. By adopting the above 
noted configuration it is possible to Synchronize the Signals 
transmitted on the uplink an the downlink. 

Next, a digital radio communication method related to the 
twenty-sixth embodiment will be described, using FIG. 36. 

In the radio communication method related to the twenty 
sixth embodiment there is a PHS circuit and a high-speed 
downlink circuit, the method being made up of a information 
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Service base Station which is connected to a cable network, 
a PHS base station which is connected to the above-noted 
information Service base Station, and a high-speed downlink 
circuit base Station. Signal transmission from the informa 
tion Service base Station to a portable electronic apparatus is 
performed by either the PHS circuit or a high-speed down 
link. Signal transmission from the portable electronic appa 
ratus to the information Service base Station is performed by 
means of the PHS circuit. 

FIG. 37 shows the configuration of the radio section and 
the modem Section of the portable electronic apparatus 
which is used in the radio communication system of FIG. 36. 
Because of one type of uplink circuit and two types of 
downlink circuits, each of the transmitting Sections and 
receiving Sections are housed together. A received radio 
Signal is demodulated by the radio Section and modem 
Section, and Sent to the control Section and memory Section. 
A digital Signal output from the control Section and the 
memory Section is Sent to the radio Section and the modem 
Section and transmitted as a radio signal. 
When a radio signal is demodulated, the carrier and 

timing clock must be regenerated from the received signal. 
FIG. 38 shows the configuration of the receiver when 
performing regeneration the carrier and the timing clock. 
The radio Signal received by the antenna is amplified by the 
RF amplifier (the RF amplifier output being hereinafter 
referred to as the RF signal). At the carrier regeneration 
circuit, the reference carrier is regenerated from the RF 
Signal. The regenerated reference carrier is input to a mul 
tiplier. Simultaneously with this, the RF signal is input to a 
mixer, by which its frequency is converted. The multiplier 
output is input to a lowpass filter (LPF) for the purpose of 
eliminating image signals caused by the frequency conver 
sion (the output of the LPF being hereinafter referred to as 
the baseband signal). At the timing regeneration circuit, the 
timing clock is regenerated from the baseband Signal. 
Therefore, in a portable electronic apparatus used in the 
radio communication system shown in FIG. 36, because 
radio signals are received at two different Signal transmis 
Sion rates, two timing regeneration circuits Such as shown in 
FIG. 38 are required (FIG. 39). That is, it is necessary to 
have a timing regeneration circuit 1 to regenerate the timing 
clock from the baseband Signal 1, and a timing regeneration 
circuit 2 to regenerate the timing clock from the baseband 
Signal 2. 

According to the present invention, it is possible to 
replace the slower Speed of the two timing regeneration 
circuits with the divider and phase shifter shown in FIG. 34, 
thereby simplifying the circuit cf. In addition, it is possible 
to Synchronize the transmission timing of the high-speed 
downlink circuit and the PHS circuit. 

In the twenty-sixth embodiment, although PHS was given 
as the example given of a radio communication System in 
which the Signal transmission rates were equal, this can also 
be a different kind of radio communication System, Such as 
an automobile telephone. 

Next, a digital radio communication method related to the 
twenty-seventh embodiment will be described. 

With the configuration of the portable electronic appara 
tus shown in FIG. 39, it is necessary to have two types of 
carrier regeneration circuits and clock regeneration circuits. 
This is shown in a simple manner in FIG. 40. The RF signal 
1 and the RF signal 2, the baseband Signal 1, and the 
baseband Signal 2 are each used to perform regeneration of 
carriers and timing. AS shown in FIG. 33, according to the 
present invention, it is possible to replace the other clock 
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generating circuit by a frequency divider and a phase shifter, 
thereby enabling simplification of the circuit cf. In addition, 
the present invention can be applied no only to the clock 
regeneration circuit, but to the carrier regeneration circuit as 
well. FIG. 41 shows an example of the present invention 
applied to a carrier regeneration circuit. 
The reference Signal generating circuit shown in FIG. 41 

generates and outputs carriers and timing clocks with respect 
to the RF signal 1 and RF signal 2, and the baseband Signal 
1 and the baseband Signal 2 which are input to it. 
At the carrier regeneration circuit or the timing clock 

regeneration circuit, by extracting the carrier component or 
the clock component from the input Signal by means of a 
highly Selective (high Q) circuit, Such as a PLL, it is possible 
to regenerate the carrier or the timing clock. That is, by 
eliminating from the input Signal the error component, using 
a filter, regeneration is made of either the carrier or the 
timing clock. 
While in the carrier regeneration circuit or clock regen 

eration circuit shown in FIG. 41, regeneration of the carrier 
or of the timing clock is performed from a signal of each, 
with the reference Signal regenerating circuit shown in FIG. 
42, because it is possible to perform regeneration of the 
carrier or timing clock from a plurality of input Signals, it is 
possible to obtain a plurality of error information. For this 
reason, the regenerated carrier or timing clock frequency 
accuracy can be improved. 

Next, a digital radio communication method related to the 
twenty-eight embodiment will be described. In the radio 
communication method shown in FIG. 32 or FIG. 36, when 
transmitting information from the base Station to a portable 
electronic apparatus or from a portable electronic apparatus 
to a base Station, transmission is done in units of frames, a 
frame being made up of a plurality of continuous bits. By 
treating the transmitted Signal in units of frames, it is 
possible to easily apply error correction or ARQ. FIG. 43 
shows a block diagram of a frame timing detecting circuit 
which performs frame timing clock regeneration from a 
demodulated bit data Stream. Let us assume a receiver 
configuration as shown in FIG. 44. A digital bit stream which 
was demodulated by the above-noted digital Section is input 
to a correlator along with the a bit timing clock. The 
correlatar is formed from cascaded D-type flip-flops (a shift 
register) and a comparator. The comparator has input to it the 
output of the shift register, which is delayed by the bit timing 
clock, and a known signal which is inserted beforehand for 
the purpose of frame detection. The correlator output is input 
to a PLL, and the frame timing clock is generated. In a radio 
communication method in which there are two or more 
communication Systems having differing Signal transmission 
rates and frame timings, two or more frame timing detecting 
circuits as shown in FIG. 42 are required. 

According Lo the present invention as described above, it 
is possible to replace a Signal Source with a frequency 
divider and phase shifter. Therefore, it is possible to have a 
Single PLL replace two or more types of frame Synchroni 
Zation circuits, thereby enabling Simplification of the circuit 
cf. It is possible to implement a frame timing detecting 
circuit with a frequency divider and a phase shifter. FIG. 43 
shows an example of a frame timing detecting circuit 
implemented with a frequency divider and a phase shifter. 
The demodulated bit stream 1 and the bit timing clock 1 

are input to a correlator 1, and the trigger Signal of the frame 
timing is detected. The output of the correlator 1 is input to 
a phase-locked loop which is formed by a phase comparator, 
a loop filter, a Voltage-controlled oscillator, and a base-m 
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counter. One output of the Voltage-controlled oscillator is 
input to the frequency divider shown in FIG.34. The amount 
phase shift of the phase shifter is controlled by the output of 
the correlator 2. 

In addition, because the frame timing can be generated by 
frequency dividing the bit timing clock, it is possible to have 
a common circuit Serve as the bit timing clock regeneration 
circuit and the frame timing regeneration circuit. FIG. 44 
shows a clock signal generating circuit. The error Signal is 
detected from a plurality of inputs Such as a clock signal 
(number of inputs i) and the Voltage-controlled oscillator is 
controlled, it being possible to derive the desired clock 
(output signal k) by means of base-nk counter and a phase 
shifter. By using the above-noted configuration, it is possible 
to Simplify the circuit cf. 

Next, a radio communication System related to the 
twenty-ninth embodiment will be described in accordance 
with FIG. 45. FIG. 45 shows the configuration, which is 
made up of a PHS base station and cable network, and an 
SDL-Net. The SDL-Net has a downlink which has a high 
speed compared to the PHS, this being mainly used for data 
transmission. In the PHS circuit, position recording is per 
formed. 

AS described above, in a System in which two or more 
different types of transmission System exist, it is possible to 
Simplify the circuit configuration by replacing one of the 
clock regeneration circuits by a frequency divider and phase 
shifter. However, in doing this, it is necessary to have the 
clocks of the differing transmission methods Synchronized. 
FIG. 45 shows a method of synchronizing, via the network, 
a PHS circuit and an SDL-Net circuit. The network side has 
a reference Signal generator. At the PHS base Station a signal 
which is Synchronized to a reference Signal on the network 
Side is generated by a Synchronizing circuit. When perform 
ing communication between with a portable electronic 
apparatus, the Signal is transmitted based on this reference 
Signal. At the SDL-Net base Station, in the same manner, a 
Signal which is Synchronized to a reference Signal on the 
network Side is generated by a Synchronizing circuit, infor 
mation being transmitted to a portable electronic apparatus 
based on this reference Signal. The Synchronizing circuit is 
formed by a clock generating circuit Such as a PLL and, as 
described above, this can be implemented by a frequency 
divider and a phase shifter. 

Next, a radio communication System related to the thir 
tieth embodiment of the invention will be described. AS in 
the case of the above-described FIG. 45, in a system made 
up of a PHS base station, a cable network, and an SDL-Net 
base station, the case in which the service areas of the PHS 
and the SDL-Net is assumed. That is, as shown in FIG. 46, 
the SDL-Net Services areas are included within the PHS 
service area. The existence of a plurality of SDL-Net service 
area is envisioned. 

In the above-described SDL system, there are systems 
existing which have a narrowband uplink radio channel and 
a wideband downlink radio channel, and Systems which 
have a narrowband radio channel for both uplink and 
downlink. Because the System for which the present inven 
tion is intended is the latter type of System, hereinafter the 
term SDL system shall be used to refer to this latter type of 
System. In an SDL System, to achieve a high transmission 
rate on the downlink radio channel, a high frequency is used 
at the wideband radio base Station, but because attenuator at 
high frequencies is high, it is difficult to achieve a wide 
Service area. Also, because the wider the bandwidth is made, 
the more the transmission distortion increases and the 
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greater is the influence of noise, a wideband radio base 
Station Service area is narrower than a narrowband radio 
base Station Service area. For this reason, the areas of a 
wideband radio base Station Service and a narrowband radio 
base Station Service area have different makeups. Therefore, 
in an SDL System, accompanying the movement of a mobile 
radio Station, with the same connectable narrowband base 
Station, there are cases in which the connectable wideband 
base Station will change, So that a mobile radio Station must 
be aware of both the connectable narrowband base station 
and the connectable wideband base station. With regard to 
the method of recognizing in the Service area of what 
narrowband base Station a mobile radio Station is located, 
because both up and down radio channels are provided 
between a narrowband base station and the mobile radio 
Station, it is possible to use the same protocol as has been 
used in previous portable telephone Services. The protocol 
that is used in a portable telephone Service consists of 
notification by the radio base station, via the downlink 
channel, of itself by means of an identifying Signal, this 
Signal being received by the mobile Station, which Sends to 
that base Station an identifying Signal which indicates its 
identity, via the uplink channel. By doing this, the mobile 
radio Station can determine in the Service area of what radio 
base station it is located. With regard to the method of 
recognizing in the Service area of what wideband base 
Station a mobile radio Station is located, the above descrip 
tion did not provide an explicit method. Therefore, in a 
System for which the present invention is intended, there was 
no method with regard to recognizing in the Service area of 
what wideband base Station a mobile radio Station is located. 
AS a result of there being no method in existence for 
recognizing in the Service area of what wideband base 
Station a mobile radio Station is located, this being essential 
to Starting the provision of communication Service, in a 
System which included as a constituent element a mobile 
radio Station not having a wideband uplink radio channel, it 
was not possible to Start communication. In addition, even 
when in the condition of providing Service, it was not 
possible to maintain Service when the mobile radio Station 
moves into the Service area of a different radio base Station, 
that is, handover was not possible. 

In a radio communication System related to the thirty-first 
through the thirty-ninth embodiment, as shown in the con 
ceptual drawing of FIG. 47 the above-noted mobile radio 
Station 51 has an optimum connection Station interpreting 
means 61 which receives a signal for the purpose of iden 
tifying the above-noted wideband radio base station 52, 
notification of which is made from the above-noted wide 
band radio base station 52 via a radio circuit, and which 
interprets from this signal the wideband radio base Station 
that is Suitable for connection, an optimum base Station 
notification means 62, which gives notification to the above 
noted server 56 of an above-noted specific wideband radio 
base station 52 that is Suitable for connection to an above 
noted mobile radio station, via the above-noted narrowband 
radio base Station 53, and a Service Starting means 63, which 
starts the above-noted prescribed service via the above 
noted specific wideband radio base station 52 which is 
judged to be Suitable for connection with respect to the 
above-noted mobile radio Station. 

In the case in which handover must be performed, in 
addition to the above-noted means, a radio communication 
system related to the thirty-first through the thirty-ninth 
embodiment of the present invention has a means which, 
when the above-noted mobile radio station receives the 
above-noted Service via an above-noted Specific wideband 
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radio base Station, receives a Signal for the purpose of 
identifying the above-noted wideband radio base Station, 
notification of which is given via a radio circuit from a 
wideband radio base station which is different from the 
above-noted Specific wideband radio Station, and which 
interprets from this received signal to which wideband radio 
base Station should Switching be made, a means by which 
the above-noted mobile radio station notifies the above 
noted server via the above-noted narrowband radio base 
Station of a wideband radio base Station which is Suitable as 
a Switching destination, and a means by which the above 
noted Server Switches a connection with respect to the 
above-noted mobile radio Station, that connection is made 
via the above-noted Specified wideband radio base Station, 
which is judged to be Suitable as a Switching destination for 
connection, thereby providing the above-noted prescribed 
Service. 

By virtue of adopting the above-noted constitution, a 
mobile radio Station that receives a Signal for the purpose of 
identifying a wideband radio base Station, notification of 
which is given from a wideband radio base Station, can, by 
interpreting the received signal, determine a wideband radio 
base station which is Suitable for connection. The mobile 
radio Station uses the uplink radio channel from the mobile 
radio circuit to the narrowband radio base station to tell the 
narrowband radio base station to what wideband radio base 
Station it is connected. Because the narrowband radio base 
Station and Server are connected via the network, it is 
possible the narrowband radio base Station can notify the 
Server, via the network, as to what wideband radio base 
Station the mobile radio Station is connected. By doing this, 
even if there is no uplink radio channel from the mobile 
radio station to the wideband radio base station, it is possible 
for the mobile radio Station to have the Server recognize to 
what wideband radio base Station connection is Suitable, and 
the server is able to start the provision of service to the 
mobile radio station via the wideband radio base station that 
is judged Suitable for connection. 

In the condition of providing the prescribed Service via 
one of the wideband radio base Stations, with regard to 
maintaining the Service in the case in which the mobile radio 
station moves to the service area of a different wideband 
radio base Station, according to the present invention, a 
Signal for the purpose of identifying a wideband radio base 
Station, notification of which is given via a radio circuit from 
a wideband radio base Station, and interpreting that received 
Signal, a judgment is made as to what wideband radio base 
Station Suitable for connection Switching should be made. 
The mobile radio station notifies the server via the narrow 
band radio base station of to what wideband radio base 
Station Suitable for connection Switching should be made. 
By doing this, because it is possible to cause the Server to 
recognize to what wideband radio base Station Suitable for 
connection Switching should be made, it is possible for the 
Server to continuing providing Service by Switching via the 
wideband radio base station which was judged to be uitable 
for connection. 

First, a radio communication System for which the thirty 
first through the thirty-ninth embodiments were intended 
will be described. FIG. 48 is a conceptual drawing which 
shows the configuration of a System related to the present 
invention. In FIG. 48, the numeral 51 denotes a mobile radio 
station, 52 and 53 are radio base stations, 56 is a server, and 
57 is a network. The radio base station 52 (this hereinafter 
being referred to as the wideband radio base station 52) has 
a transmitting means for the purpose of wideband informa 
tion transmission. With respect to this, the radio base Station 
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53 (hereinafter referred to as the narrowband radio base 
Station 53) has a transmitting/receiving means for the pur 
pose of narrowband information transmission. The mobile 
radio station 51 is a terminal which performs information 
transmission with the wideband radio base station 52 or the 
narrowband radio base station 53. The radio channel 
between the wideband radio base station 52 and the mobile 
radio station 51 is called the wideband radio channel, and the 
radio channel between the narrowband radio base station 53 
and the mobile radio station 51 is called the narrowband 
radio channel. 
While in FIG. 48, as a convenience, a distinction is made 

between the wideband radio base station 52 and the narrow 
band radio base station 53, as shown in FIG. 49, it is also 
acceptable for a single radio base station 58 to have both a 
transceiving means for the purpose of narrowband informa 
tion transmission and a transmission means for the purpose 
of wideband information transmission. In this case, although 
the cost of the relay base station 58 becomes high, the total 
number of radio base Stations in the System is reduced. If 
there is a need to perform control between the transceiving 
means for the purpose of narrowband information transmis 
Sion and the transmitting means for the purpose of wideband 
information transmission, this control is made easy. What 
follows is a description, using FIG. 48, of the thirty-first 
through thirty-ninth embodiments of the present invention 
which, in which the wideband relay base station 52 and the 
narrowband relay base Station 53 are Separate radio base 
Stations. 
The thirty-first embodiment: The procedure for starting 

communication will be described for the thirty-first embodi 
ment for the case in which the mobile radio station 51 is in 
the area shown in FIG. 50A, that is, the case in which the 
mobile radio station 51 can connect to the wideband radio 
base station 52. FIG. 51 is the most basic flowchart related 
to the thirty-first embodiment. At step ST1, the mobile radio 
station 51 interprets in what wideband relay base station 
52's service area it is located. At step ST2, the information 
interpreted at step ST1 is passed to the server 56 via the 
narrowband relay base station 53. By doing this, the server 
56 can recognize in which wideband relay base station 52's 
Service area the mobile radio Station 51 is located. At Step 
ST3, service is started to be provided with respect to the 
mobile radio station 51, via the wideband relay base station 
52 which was interpreted at step ST1. In actuality, when 
Service is started to be provided, a variety of procedures can 
be envisioned, based on the above-described basic flow 
chart. FIG. 52 is one example. At step ST11, the mobile 
radio station 51 interprets in what wideband relay base 
station 52's service area it is located. At step ST12, a 
judgment is made as to whether a user has made a Service 
request. In the case in which there is a Service request from 
a user, flow proceeds to Step ST13, but if there is no request, 
step ST11 is repeated. At step ST13, selection is made as to 
whether the wideband downlink radio channel is to be used 
to receive service. If the wideband downlink radio channel 
is to be used to receive service, flow proceeds to step ST14, 
but if not, flow proceeds to step ST16. At step ST14, the 
information interpreted at step ST11 is passed to the server 
56 via the narrowband relay base station 53. At step ST15, 
the provision of service to the mobile radio station 51 is 
Started, via the wideband relay base Station interpreted at 
step ST11. If, however, at step ST13 the selection was not to 
use the wideband downlink radio channel to receive Service, 
that is, if the Selection was made to use the narrowband 
downlink radio channel to receive service, at step ST16 the 
fact that the mobile radio station 51 will use the narrowband 

TP-Link Ex. 1006 
Page 69



6,049,721 
31 

downlink radio channel to receive Service is reported to the 
server 56. At step ST17, service is begun to be provided to 
the mobile radio station 51 via the narrowband radio base 
Station 53. 

In the above-noted thirty-first embodiment, although the 
example shown is that in which at step ST13 the service is 
to be received via the wideband radio channel, this being 
executed at step ST14, if step ST14 is after step ST11, it is 
acceptable to execute this, regardless of the existence or 
non-existence of a Service request. That is, even if there is 
no Service request from a user, the information interpreted at 
step ST11 may be passed to the server 56 via the narrowband 
radio base station 53. In this case, regardless of whether 
there is a Service request from a user, the Server 56 is able 
to tell which wideband radio base station 52 service area the 
mobile radio Station 51 is located. There is a Sequence in 
which only if step ST12 is executed before step ST11, that 
is, only in the case in which there is a Service request from 
a user. In this case, if there is no request from a user, because 
the mobile radio station 51 does not need to interpret in 
which wideband relay base station 52 service area it is 
located, there is a reduction of power consumption. For a 
further reduction in power consumption, it is possible to 
Switch off the power to the receiving means for receiving 
wideband information. 

Next the Sequence diagram for the communication start 
ing procedure related to the first invention will be described, 
using FIG. 53. The mobile radio station 51 receives from the 
wideband radio base station 52 a signal 511 for the purpose 
of identifying the radio base Station, and from this signal is 
able to judge which relay base Station 52 Service area it is 
located in. In this condition, if a Service request occurs, the 
user performs a dialup 511 of the specific telephone number 
of the Server 56, and a communication circuit is Secured 
from the mobile radio station 51 to the server 56, via the 
narrowband relay base Station 53. After Securing the com 
munication circuit from the mobile radio station 51 to the 
server 56, the mobile radio station 51 sends to the server 56 
a data transmission request message 512 and a signal 513 for 
the purpose of identifying a wideband relay base Station 52 
to which it can be connected. The server 56 interprets the 
data request message 512 and the signal 513 sent from the 
user, and sends information 514 which the user has 
requested, via the wideband relay base station 52 which is 
specified by the signal 513. 

The thirty-second embodiment: The procedure for start 
ing communication will be described for the thirty-first 
embodiment for the case in which the mobile radio station 
51 is in the area shown in FIG. 50B, that is, the case in which 
the mobile radio station 51 cannot connect to the wideband 
relay base station 52. FIG. 54 is the most basic flowchart 
related to the thirty-second embodiment. At step ST21, the 
mobile radio station 51 interprets that it is not located in a 
wideband radio base station 52 service area. At step ST22, 
the information that the base station 51 will use the narrow 
band downlink radio channel is passed to the server 56 via 
the narrowband relay base station 53. The provision of 
Service to the mobile radio station 51 is started, via the 
narrowband relay base station 53. When the service is 
Started, a variety of procedures can be envisioned, based on 
the above-described basic flowchart. 

FIG. 55 is one example. At step ST31, the mobile radio 
station 51 interprets that it is not in a wideband radio base 
Station 52 Service area, that is, that it cannot connect to the 
wideband radio base station 52. At step ST32, a judgment is 
made as to whether there is a Service request which used the 
narrowband downlink radio channel. In the case in which 
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there is a Service request from a user, flow proceeds to Step 
ST33, and if there is no service request, step ST31 is 
repeated. At step ST33, the mobile radio station 51 passes 
the fact that it will use the narrowband radio base station 53 
to the server 56, via the narrowband radio base station 53. At 
step ST34, the provision of service to the mobile radio 
station 51 is started, via the narrowband radio base station 
53. Although in the above-described embodiment, after an 
interpretation is made that the mobile radio station 51 cannot 
connect to the wideband radio base station 52, that is, after 
a determination is made as to whether or not connection to 
the wideband radio base Station 52 can be made, the example 
shown is that of making a judgment at step ST32 of whether 
there is a Service request from a user, it is possible, as shown 
in the thirty-first embodiment, to execute the step ST31 after 
determining whether there is a request from a user. 

NeXt the Sequence diagram for the communication start 
ing procedure related to the Second invention will be 
described, using FIG. 56. The mobile radio station 51 cannot 
receive from the wideband radio base station 52 a signal 541 
for the purpose of identifying the radio base Station. Even if 
it could receive it, the Signal Strength is not great enough for 
the purpose of receiving the Service. Therefore, the mobile 
radio Station 51 interprets this as meaning that it is outside 
the Service area of the wideband radio base Station. That is, 
the mobile radio Station 51 recognizes that it can only 
receive the service via the narrowband downlink radio 
channel. In Such a case as this, the user Selects whether or not 
to receive the service via the narrowband downlink radio 
channel. If the service is to be received via the narrowband 
downlink radio channel, the user performs a dialup 540 of 
the specific telephone number of the server 56, and a 
communication circuit is Secured via the narrowband radio 
base Station. After Securing the communication circuit from 
the mobile radio station 51 to the server 56, the mobile radio 
Station 51 sends a data transmission request message 542 
and a signal 543, for the purpose of identifying the a 
narrowband radio base station 53 to which connection can 
be made, to the Server. Usually, because the narrowband 
radio base station 53 used as the downlink radio channel is 
the same narrowband radio base station 53 used as the uplink 
radio channel, the signal 543 may merely be only the 
information to inform the server 56 that the wideband 
downlink radio channel cannot be used. The server 56 
interprets the data transmission request message 542 and the 
signal 543 sent from the user, and sends the information 544 
requested by the user either via the narrowband radio base 
station 53 which is specified by the signal 543, or via the 
uplink radio channel. 

Next, the procedure with regard to handover in each of the 
thirty-third to thirty-sixth embodiments will be described. 
The handover which is handled by these embodiments is 

limited to a handover that occurs in the case in which the 
mobile radio station 51 moves within the service area of a 
specific narrowband radio base station 53. The reason for 
this is that, because the narrowband radio base station 53 has 
uplink and downlink radio channels, handover between 
narrowband radio base Stations can be adequately performed 
using the procedure of the past. Because the procedure when 
Starting communication was shown for the thirty-first and 
thirty-second embodiments, the handover procedure will be 
described from the condition of already providing Service in 
the thirty-third to thirty-six embodiments. 

Thirty-third embodiment: The handover procedure will be 
described for the case in which the mobile radio station 51 
moves as shown in FIG. 50C, that is, in the case in which the 
mobile radio station 51 is receiving service in the service 
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area of the wideband radio base station 52, and moves into 
the service area of a different wideband radio base station 52. 

FIG. 57 is the most basic flowchart related to this embodi 
ment. At Step ST41, a judgment is made as to whether or not 
the mobile radio Station 51 can receive the a signal Sent from 
a wideband radio base station 52 different from the one from 
which Service is being provided. In the case in which 
receiving is possible, the mobile radio Station 51 interprets 
the destination wideband radio base station 52 for handover, 
based on the results of a comparison of the received signal 
field strength with the received signal field strength of the 
signal sent from the wideband radio base station 52 which is 
currently providing Service. Therefore, in the case in which 
the field strength of the signal being sent by the wideband 
radio base Station 52 which is currently providing Service is 
Sufficient, Service continues and Switching of the radio 
Station is not performed. The criterion for Selecting whether 
or not Switching of the connection is to be done varies 
depending upon the communication quality required by the 
Service being provided. For example, in the case of Voice 
communication Service, because the required communica 
tion quality is not that high, even if movement of the mobile 
radio Station 51 is accompanied by a slight deterioration in 
communication quality, However, in the case of data com 
munication Service, because the required communication 
quality is higher than in the case of Voice communication 
Service, Switching of the radio base Station is done to assure 
the best possible communication quality. At Step ST42, the 
information interpreted at step ST41 is passed to the server 
56 via the narrowband radio base station 53. By doing this, 
the server 56 is able to recognize the destination wideband 
radio base station 52 for handover. At step ST43, Switching 
of the connection is performed So that Service is provided via 
the wideband radio base station which was judged to be the 
destination of the handover. 

Next, the handover Sequence diagram will be described, 
using FIG. 58. In the case in which the mobile radio station 
51 moves as shown in FIG. 50C, because the signal strength 
when receiving the information data 565 transmitted from 
the wideband radio base station 52 deteriorates, it becomes 
impossible to receive it properly. Because the mobile radio 
station moves into the service area of a different wideband 
radio base station, it can now receive the signal 566 for the 
purpose of identifying a radio base Station notified from the 
other wideband radio base station, and it is possible for it to 
make a judgment, from that received signal, of what wide 
band radio base station 52 service area it has moved into. 
The mobile radio station 51 makes a judgment of whether or 
not handover should be done, based on the relationship of 
the received field strengths of the information signal 565 and 
the signal 566. If there is no need to perform handover, 
receiving of the information data 565 continues as is. 

In the case in which the need to perform handover arises, 
the mobile radio Station 51 sends a handover request mes 
Sage and a signal 558, for the purpose of identifying the 
handover destination wideband radio base station 52, to the 
server 56. When the server 56 interprets the handover 
request message and the Signal 568, it sends a circuit cutoff 
request message 569 to the wideband radio base station 
which is current performing communication. After the cir 
cuit is cut off, the server sends the information data 570 via 
the wideband radio base station 52 which was specified by 
the signal 568. By doing this, even in the case in which the 
Service area changes because of movement of the user, it is 
possible for the user to continue receiving the Service. 

Thirty-fourth embodiment: The handover procedure for 
the thirty-fourth embodiment will be described for the case 
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in which the mobile radio station 51 moves as shown in FIG. 
50D, that is, for the case in which the mobile radio station 
51 is receiving Service in the Service area of a wideband 
radio base Station 52, and moves outside the Service area of 
the wideband radio base station 52. Because the mobile 
radio Station 51 moves outside the Service area, the received 
Signal Strength of the Signal Sent from the wideband radio 
base Station 52 which is currently providing Service dete 
riorates. Also, it is not possible for it to receive a signal Sent 
from a wideband radio base station 52 different from the 
wideband radio base station 52 providing service. Therefore, 
at step ST51, the mobile radio station 51 interprets that it 
cannot connect to the wideband radio base Station 52. At Step 
ST52, the mobile radio station 51 informs the server 56 via 
the narrowband radio base station 53 that it cannot connect 
to the wideband radio base station 52, that is, that it will use 
the narrowband radio base station 53 for downlink channel 
transmission. At step ST53, the server 56 switches the 
connection So that Service in continued via the narrowband 
radio base station 53. 

In the above-described embodiment, the example pro 
Vided was that of the case in which the assumption was made 
that the mobile radio station 51 could no longer connect to 
a wideband radio base Station 52 and Switching is made to 
connect via a narrowband radio base Station, it is possible to 
add a step after step ST51 which selects either continued 
provision of Service using the narrowband downlink radio 
channel or Stoppage of the provision of Service. In the case 
in which the Selection of continued Service is made, the flow 
proceeds to step ST52. The case in which the service is to be 
stopped is described in detail with regard to the thirty-fifth 
embodiment. 

Next, the sequence diagram for handover with relation to 
the thirty-fourth embodiment will be described, using FIG. 
60. In the case in which the mobile radio station 51 moves 
as shown in FIG. 50D, because there is a deterioration in the 
received field strength of the information data signal 585 
which is sent from the wideband radio base station, it is no 
longer possible to properly receive the information. Because 
the mobile radio station 51 moves outside the service area of 
the wideband radio base station 52, it is not possible for it 
to receive the signal 586 which is for the purpose of 
identifying a radio base station sent from different wideband 
radio base station 52. Even it could receive it, it is not 
possible to obtain a signal Strength Sufficient for the provi 
Sion of Service. Therefore, the mobile radio station 51 
interprets that it is located outside the wideband radio base 
Station 52 Service area. That is, it recognizes that it cannot 
receive Service via a narrowband downlink radio channel. 
For this reason, Switching is made to connect to a narrow 
band downlink radio channel to continue the provision of 
Service. The mobile radio station 51 sends to the server 56 
a handover request message 587 and a signal 588 for the 
purpose of identifying the handover destination narrowband 
radio base station 53. 

Normally, because the narrowband radio base station 53 
which is used as the downlink radio channel is the same as 
the narrowband radio base station 53 used as the uplink radio 
channel, the signal 588 may merely be only the information 
to inform the server 56 that the wideband downlink radio 
channel cannot be used. When the server 56 interprets the 
handover request message, 587 and the signal 588, it sends 
a circuit cutoff request message 589 to the wideband radio 
base Station 52 which is currently performing communica 
tion. After the circuit is cut off, the server 56 sends the 
information 590 requested by the user, either via the nar 
rowband radio base station 53 which was specified by the 
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signal 588, or via the narrowband radio base station 53 used 
on the uplink radio channel. By doing this, even in the case 
in which the Service area changes because of movement of 
the user, it is possible for the user to continue receiving the 
Service. 

Thirty-fifth embodiment: The circuit service stopping 
procedure, that is, the circuit cutoff procedure will be 
described, using FIG. 61, for the case in which the mobile 
radio station 51 moves as shown in FIG. 50E, that is, in the 
case in which the mobile radio Station 52 is receiving Service 
inside the service area of a wideband radio base station 52, 
and moves outside the Service area of the wideband radio 
base station 52. 

Because the mobile radio station 51 moves outside the 
Service area of the wideband radio base station 52, there is 
a deterioration of the received field Strength of the Signal 
sent from the wideband radio base station 52 currently 
providing Service. It is also impossible to receive the Signal 
sent from a wideband radio base station other than the 
wideband radio base Station currently providing Service. 
Therefore, at step ST61, the mobile radio station interprets 
that it cannot connect to a wideband radio base Station. At 
step ST62, the mobile radio station 51 informs the server 56 
via the narrowband radio base Station, that it cannot connect 
to a wideband radio base station 52, that is, that the provision 
of service is to be stopped. At step ST63, the server 56 
performs a stoppage of the Service being provided, and cuts 
off the communication circuit from the wideband radio base 
station to the mobile radio station 51. In the case in which, 
as in the thirty-fourth embodiment, a step is added which 
Selects either continued provision of Service using the nar 
rowband downlink radio channel or Stoppage of the provi 
Sion of Service, this Step follows Step ST61, and if Stoppage 
of the Service is selected at this step, flow proceeds to Step 
ST62. 

Next, the Sequence diagram for handover in the thirty 
fifth embodiment will be described, using FIG. 62. In the 
case in which the mobile radio station 51 moves as shown 
in FIG. 50E, because the signal strength when receiving the 
information data signal 605 sent from the wideband radio 
base Station 52 deteriorates, it is no longer possible to 
receive it properly. Because the mobile radio station 51 
moves outside the Service area of the wideband radio base 
station 52, it cannot receive the signal 606 from another 
wideband radio base station which is for the purpose of 
identifying the radio base Station. Even it could receive it, it 
is not possible to obtain a Signal Strength Sufficient for the 
provision of service. Therefore, the mobile radio station 51 
interprets that it is located outside the wideband radio base 
Station 52 Service area. That is, it recognizes that it cannot 
receive service via a wideband downlink radio channel. For 
this reason, the Stoppage of the provision of Service is 
executed. The mobile radio Station 51 sends a communica 
tion cutoff request message 607 to the server 56. When the 
Server interprets the communication cutoff request message 
607, it sends a circuit cutoff message 608 to the mobile radio 
station 51, via the wideband radio base station 52 which is 
currently performing communication. By doing this, it is 
possible to quickly Stop the Service being provided, in 
accordance with the wish of the user. 

Thirty-sixth embodiment: The handover procedure will 
be explained using FIG. 63, for the case in which the mobile 
radio station 51 moves as shown in FIG. 50E, that is, in the 
case in which the mobile radio station 51 is outside the 
Service area of a wideband radio base station 52 and is 
receiving Service using a narrowband downlink radio chan 
nel and then moves into the Service area of a wideband radio 
base station 52. 
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Accompanying the movement of the mobile radio Station 

51, it becomes possible to receive the signal from the 
wideband radio base station 52 for the purpose of identifying 
the radio base station. At step ST71, the mobile radio station 
51 interprets that it has moved to inside a Service area of a 
wideband radio base station 52. At step ST72, the informa 
tion interpreted at step ST71 is passed to the server 56, via 
the narrowband radio base station 53. By doing this, it is 
possible for the Server to recognize that the mobile radio 
station 51 has moved to inside a service area of a wideband 
radio base station 52. At step ST73, the connection is 
Switched So that it passes through the wideband radio base 
station 52 interpreted at step ST71, and the provision of 
Service is continued. Even in the case in which the mobile 
radio Station 51 is using the narrowband radio channel, it 
must always be waiting to receive the Signal which is Sent by 
a wideband radio base station 52. The reason for this is that, 
when the service area of a wideband radio base station 52 is 
entered, even if Signal reception via the narrowband radio 
base Station is good, there are cases in which handover is 
performed. 
While in the above-noted embodiment, the example 

described is that in which at step ST71, when the mobile 
radio Station 51 interprets that it has entered a Service area 
of a wideband radio base station 52, a handover is performed 
immediately, it is also possible to add a step by which the 
user selects whether or not to perform a handover. The 
reason for this is that, as mentioned above, in the case in 
which the receiving condition of the Signal via the narrow 
band radio base station 53 is not necessarily bad, for a 
Service Such as voice communication which does not require 
high-speed transmission, it is not necessary to perform 
handover. There are three places this step can be added, each 
having the following characteristics. First, if the above 
noted step is added following step ST72, regardless of 
whether or not a handover is performed, the server 56 can 
recognize in which wideband radio base Station 52 Service 
area the mobile radio station 51 is located. Next, in the case 
in which the above-noted step is added following step ST71, 
when handover is not performed, because the mobile radio 
station 51 does not tell the server in which wideband radio 
base Station 52 Service area it is located, there is a reduction 
in the amount of traffic between the mobile radio station 51 
and the server 56. Finally, if the above-noted step is added 
before step ST71, because it is not necessary for the mobile 
radio station 51 to interpret in which wideband radio base 
Station 52 Service area it is located, there is a reduction in 
power consumption. In this case, if the power Supply to the 
receiving means for wideband information transmission is 
Switched off, there is a further reduction in power consump 
tion. 

Next, the handover Sequence diagram for the System of 
the thirty-sixth embodiment will be described, using FIG. 
64. In the case in which the mobile radio station 51 moves 
as shown in FIG. 50E, the mobile radio station 51 becomes 
capable of receiving the signal 625 from a wideband radio 
base station 52 for the purpose of identifying the radio base 
Station, and can make a judgment, based on that received 
Signal, at to what wideband radio base Station 52 Service area 
it has moved into. At this time, as described above, the Signal 
strength of the information data 624 signal received by the 
mobile radio station 51 is not necessarily bad. Therefore, 
whether or not a handover is performed depends on the 
wishes of the user. It is also possible to establish beforehand 
whether or not a handover is to be performed when entering 
the service area of a wideband radio base station 52. If the 
Setting is made So that a handover is not performed, the 
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mobile radio station 51 may switch the power supply to the 
receiver for the purpose of receiving the wideband informa 
tion transmission to off. If a handover is not to be performed 
when the mobile radio Station enters the Service area of a 
wideband radio base station 52, reception of the information 
data signal 624 via the narrowband radio base station 52 is 
continued as is. 

In the case of performing a handover, the mobile radio 
Station 51 sends to the Server 56 a handover request message 
626 and a signal 627 for identifying the handover destination 
wideband radio base station 52. When the server 56 inter 
prets the handover request message 626 and the Signal 627, 
it sends a downlink radio channel circuit cutoff message 628 
to the narrowband radio base station 52. After the circuit is 
cut off, the server 56 sends the information data 629 via the 
wideband radio base station 52 which was specified by the 
signal 627. By doing this, even in the case in which the 
Service area changes because of movement of the user, it is 
possible for the user to continue receiving the Service. 

Thirty-Seventh embodiment: A characteristic logical num 
ber is allocated to the server 56. When a plurality of servers 
exist in a network, a common number is allocated to all 
servers. When a user wishes to receive service, the server 56 
is called. The methods of calling are the method of direct 
dialup by the user of the logical number (FIG. 65A) and the 
method of the user selecting an SDL service item which is 
displayed at the mobile radio station 51. The SDL service is 
a Service provided using an SDL System. In the case of this 
method, a correspondence is established between SDL ser 
Vice items and logical numbers, So that when a user Selects 
an SDL service item dialup is automatically performed. With 
either method, when the call is made to the server 56, the 
first thing done is the establishment of a communication 
circuit from the mobile radio station 51 to the narrowband 
radio base station 53. 

Next, the narrowband radio base station 53 makes a 
connection to the server 56. In the case in which the network 
has only one Server 56, a communication circuit is estab 
lished from the narrowband radio base station 53 to the 
server 56. In the case in which the network has a plurality 
of servers 56, selection is made of the server to which the 
narrowband radio base station 53 is to be connected. There 
are four methods of making this Selection. 
The first method is that in which the narrrowband radio 

base station 53 recognizes beforehand which server 56 it is 
to be connected to, this Server 56 always being Selected. 
Normally, the connected Server is a Server neighboring the 
narrrowband radio base station 53. The second method is 
that in which a server 56 having a light load is selected. In 
this method, the narrrowband radio base station 53 monitors 
the load of the servers 56 and selects a server 56 having a 
light load. The third method is that in which the server 56 is 
selected which has a light network load. This method 
attempts to use a communication path on which there is little 
traffic as the path between the narrrowband radio base 
station 53 and the server 56. The fourth method is that of 
combining at least two of the above three methods. One 
example of doing this is for the narrrowband radio base 
station 53 to monitor the server 56 loads, and to select from 
Servers 56 having a load lower than a given load the closest 
neighboring server 56 to the narrrowband radio base station 
53. After the server 56 is selected by means an above-noted 
method, the communication circuit from the narrrowband 
radio base station 53 to the server 56 is established, this 
being used to establish a communication circuit from the 
mobile radio station 51 to the server 56. 
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Thirty-eighth embodiment: As shown in FIG. 66, a spe 

cific logical number is allocated to each Service. The user 
make a call using the logical number of the desired Service. 
The methods of calling are the method of direct dialup by the 
user of the logical number and the method of the user 
Selecting a Service item which is displayed at the mobile 
radio station 51. This method will be described as the system 
related to the thirty-eighth embodiment. In the case of this 
method, when the user Selects the Service, automatic dialup 
is performed with respect to the corresponding logical 
number. With either of the methods, when a call is made to 
the Server 56, the first thing that happens is that a commu 
nication circuit is established from the mobile radio Station 
51 to the narrrowband radio base station 53. 

Next, the narrowband radio base station 53 makes a 
connection to the server 56. In the case in which the network 
has only one Server 56, a communication circuit is estab 
lished from the narrowband radio base station 53 to the 
server 56. In the case in which the network has a plurality 
of servers 56, selection is made of the server to which the 
narrowband radio base station 53 is to be connected. Since 
the methods of selection are the same as for the thirty-ninth 
embodiment, they will not be included here. When the server 
56 Selection is performed, the communication circuit from 
the narrrowband radio base station 53 to the server is 
established, this being used to establish a communication 
circuit from the mobile radio station 51 to the server 56. 

Thirty-ninth embodiment: The mobile radio station 51 
displays whether it is possible to communicate with a radio 
base Station. Specifically, it displays both whether it can 
connect to a narrrowband radio base station 53 and whether 
it can connect to a wideband radio base station 52. The 
method of display includes the method of displaying in Step 
manner the Signal strength each of the base stations (FIG. 
67A) and the method of displaying a two-value state of 
communication possible or not possible (FIG. 67B). For the 
purpose of the above-noted display, the mobile radio Station 
51 has both a means of measuring the received field Strength 
when receiving a signal transmitted from a wideband radio 
base Station 52 and displaying the results of this measure 
ment in a form which a human can recognize, and a means 
of measuring the received field Strength when receiving a 
signal transmitted from a narrowband radio base station 53 
and displaying the results of this measurement in a form 
which a human can recognize. 

According to the thirty-ninth embodiment, it is possible to 
recognize what kind of Service the user is receiving. That is, 
the user receives Service via a narrowband downlink radio 
channel, and the user can recognize the condition in which 
it is not possible to receive Service via a wideband downlink 
radio channel, the condition in which it is possible to receive 
Service via a wideband downlink radio channel, and the like. 
Therefore, in the case, for example, in which the user is 
located in a wideband radio base Station 52 Service area, it 
is possible for the user to Select, based on his or her wishes, 
whether to not receive Service at this point, but to receive 
high-speed radio transmission Service which uses a wide 
band downlink radio channel after moving into a wideband 
radio base Station 52 Service area, or to receive low-speed 
radio transmission Service via a narrowband downlink radio 
channel at this point. The two Steps related to the Signal 
transmitted from the wideband radio base station 52 (when 
the mobile radio station 51 receives a first signal from a 
wideband radio base Station 52 Via a radio circuit, the Step 
of measuring the receive field Strength of the first Signal, and 
the Step of displaying the received field Strength of the first 
Signal in a form recognizable by a human being) and the two 
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StepS related to the Signal transmitted from the narrrowband 
radio base station 53 (when the mobile radio station 51 
receives a Second Signal from a narrowband radio base 
Station 53 via a radio circuit, the Step of measuring the 
receive field Strength of the Second Signal, and the Step of 
displaying the received field strength of the Second Signal in 
a form recognizable by a human being) are each individual 
Steps. Therefore, a method can be envisioned in which, in the 
case in which the fact that the user is not to receive 
high-Speed transmission Service via the wideband radio base 
station 52 is set beforehand, the two steps related to the 
signal transmitted from the wideband radio base station 52 
are not performed. In this case, it is possible to reduce the 
power consumption of the mobile radio station 51. 
AS described above, according to the thirty-first to the 

thirty-ninth embodiments of the present invention, even in a 
System which included as a constituent element a mobile 
radio Station not having a wideband uplink radio, Such as in 
an SDL System, it is possible for the Server to recognize to 
which wideband radio base Station connection is possible, 
and to provide Service. Even if, accompanying movement of 
a mobile radio Station, it becomes necessary to perform a 
handover, it is possible for the Server to recognize the 
destination wideband radio base Station for the handover, 
thereby enabling continued provision of Service. 

FIG. 68 shows, in the same manner as FIG. 45, a radio 
communication System of the fortieth embodiment, this 
being formed by a PHS base station, a cable network, and an 
SDL-Net. It differs with respect to FIG. 45 in that fact that 
there is no PHS receiver provided in the SDL-Net base 
Station, and also in that there is no reference oscillator in the 
network. As in FIG. 46, the SDL-Net base station exists 
within the PHS service area. For this reason, by inputting the 
signal received by the PHS receiver to a synchronization 
circuit, it is possible to establish Synchronization between 
the PHS and the SDL-Net clock. 

FIG. 69 shows the overall configuration of the forty-first 
embodiment, in which a radio communication System 
related to the present invention is applied. A plurality of base 
Stations BS which have prescribed Service areas and a 
plurality of databases and communication Satellites CS are 
connected via a network. 

5 

15 

25 

35 

40 

40 
What is claimed is: 
1. A radio communication System including at least one 

base Station, and a plurality of terminals, Said radio com 
munication System comprising: 

an uplink which performs radio transmission of data at a 
first transmission rate; 

a low-speed down link which performs radio transmission 
of the data at a first transmission rate, 

a high-Speed downlink which performs radio transmission 
of the data at a Second transmission rate which is higher 
than the first transmission rate; 

a first low-speed transmitter, provided at Said terminal, 
which transmits a first radio signal at the first trans 
mission rate to Said base Station via Said uplink, 

a first low-speed receiver, provided at the base Station, 
which receives the first radio signal, which Sent at the 
first transmission rate, from Said terminal via Said 
uplink, 

a high-speed transmitter, provided at Said base Station, 
which transmits a Second radio Signal at the Second 
transmission rate to Said terminal via Said high-Speed 
downlink; 

a high-Speed receiver, provided at Said terminal, which 
receives the Second radio Signal at the Second trans 
mission rate from Said base Station via Said high-Speed 
downlink; 

a Second low-Speed transmitter, provided at Said base 
Station, which transmits a third radio signal at the first 
transmission rate to Said terminal via Said low-Speed 
downlink, and 

a Second low-speed receiver, provided at Said terminal, 
which receives the third radio signal at the first trans 
mission rate from Said base Station via Said low-Speed 
downlink; 

wherein Said uplink and Said low-Speed downlink estab 
lish radio transmission at a first freguency, and Said 
high-speed down link establishes radio transmission at 
a Second frequency which is higher than Said first 
frequency. 
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