IN THE UNITED STATES PATENT AND TRADEMARK OFFICE

BEFORE THE PATENT TRIAL AND APPEAL BOARD

Hisense USA Corporation
Petitioner
V.
Brightplus Ventures LLC

Patent Owner

Case IPR2023-01401
U.S. Patent No. 8,941,331

PATENT OWNER’S PRELIMINARY RESPONSE



Patent Owner’s Preliminary Response IPR2023-01401

IL.

I1I.

IV.

Patent No. 8,941,331
TABLE OF CONTENTS

INTRODUCTION ................................................................................................. 1

THE ’331 PATENT DISCLOSES IMPROVING SOLID STATE LIGHTING TILES
AND/OR PANELS. . ettt tttee e e e et eee e eteeeeetaeeeaaaeseaeaeseseaasaseesessassesassssnassenaessnnnns 2

EXPERT TESTIMONY, LEVEL OF SKILL IN THE ART, AND CLAIM

CONSTRUCTION .ttt ettt e e e e e ee e e eeeee e et e e e aeaeeetaes et aaeeeaasesnnaseennaseennaeeennaeeenns 4
A. DECLARATION EVIDENCE ..ottt ettt eee e e e eaeeeeeeeaeeseneesanessnaseenaeens 4
B. PERSON OF ORDINARY SKILL IN THE ART .uuevuntieneeeeeeeeeeeeeeneeeeneeseeesenasens 4

C. PETITIONER OMITS ITS OWN PROPOSED CLAIM CONSTRUCTION FROM

THE DISTRICT COURT .....coooieitiiiiiieeeeeeeeeeeecitteee e e e e eeeeeanneeeeeeeeeeeeennnns 5
I “A FIRST LIGHT AND A SECOND LIGHT (CLAIM 17)..cccccviiiiiiieeeiieeeieens 5
PRIOR ART CITED BY PETITIONER. .......ccooiiiriiiieeeee et eeeeeeevvvaeee e 7
A LY S 7
B.  MUELLER ....oviiiiiiiiieececeeeeee ettt eeeetaae e e e e e e e e e eaaaaaaaeaaaeeeas 8
C. (€ 3200701 N 27 10
D, XU 11
E. BLUM oot 11

GROUND 1 — LYS AND GROOTES IN VIEW OF A POSITA FAILS TO RENDER
OBVIOUS CLAIM 17 et et e e e e e 12

A. A POSITA WoULD NOT BE MOTIVATED TO COMBINE LYS AND
GROOTES ettt ettt e e et e e e e e e e e e e e et e e e e e e e e e aeeeaaeseeaeeeannaseannaaeanns 12

B. COMBINING MULTIPLE EMBODIMENTS OF LYS AND GROOTES LEADS TO
OTHER PROBLEMS. .. eetitee ettt e et ee e eeeeeeeeeeeaeeaeeeneesanasenaeeaesenaeeanns 16

C.  LyS AND GROOTES FAIL TO DISCLOSE [CLAIM 17B] “AT LEAST FIRST
AND SECOND CURRENT SUPPLY CIRCUITS COUPLED TO THE AT LEAST



Patent Owner’s Preliminary Response IPR2023-01401

VL

Patent No. 8,941,331

FIRST AND SECOND STRINGS OF SOLID STATE LIGHTING DEVICES,
RESPECTIVELY, AND CONFIGURED TO SUPPLY AN ON-STATE DRIVE
CURRENT TO A RESPECTIVE ONE OF THE FIRST AND SECOND STRINGS OF
SOLID STATE LIGHTING DEVICES.” ...euiiiiiiiiiiiieiiieeeeeeeeeeeeeeaieeeeeeeeeeens 20

LYs AND GROOTES FAIL TO DISCLOSE [CLAIM 17C] “A PULSE WIDTH
MODULATION (PWM) CONTROLLER THAT IS COUPLED TO THE FIRST
CURRENT SUPPLY CIRCUIT AND THE SECOND SUPPLY CIRCUIT AND THAT
IS CONFIGURED TO GENERATE, FOR EACH OF THE FIRST CURRENT SUPPLY
CIRCUIT AND THE SECOND CURRENT SUPPLY CIRCUIT, A FIRST PWM
CONTROL SIGNAL AND SECOND PWM CONTROL SIGNAL THAT ARE
SUPPLIED TO EACH OF THE AT LEAST FIRST AND SECOND STRINGS.” .....21

GROUND 2 - PETITIONER’S LYS, GROOTES, AND XU IN VIEW OF A POSITA

FAIL TO RENDER OBVIOUS DEPENDENT CLAIMS 18-20 AND 22-25. ............... 27
A. A POSITA WoULD NOT BE MOTIVATED TO COMBINE LYS, GROOTES,
AND XU, ooiiiiiieee ettt ettt eeee e e et aeeee e ettt aeeeeetaaaaeseeeaaaaesestaneeesesnnnnseeenans 27
B. DEPENDENT CLAIM 18, ..ot 31
I. THERE IS NO MOTIVATION TO COMBINED LYS, GROOTES AND XU TO
ACHIEVE THE ELEMENTS OF DEPENDENT CLAIM 18 ....covvvviiiiiiiieneenne, 31
1. LYS, GROOTES AND XU DO NOT TEACH A “FIRST AND SECOND CURRENT
SUPPLY CIRCUITS THAT COMPRISE A VARIABLE VOLTAGE BOOST”’ OF
L) 07N 1LY B T 32
C. DEPENDENT CLAIM 19 .ottt 33

IL.

1.

THERE IS NO MOTIVATION TO COMBINED LYS, GROOTES AND XU TO
ACHIEVE THE ELEMENTS OF DEPENDENT CLAIM 19 ..oivvniiiiiieeeieeeaann, 33

LYsS, GROOTES AND XU FAIL TO RENDER OBVIOUS DEPENDENT CLAIM
[19A] “A TEMPERATURE SENSOR THAT IS CONFIGURED TO GENERATE A
SENSOR OUTPUT SIGNAL THAT THE PWM CONTROLLER USES TO
GENERATE THE FIRST PWM SIGNAL OR THE SECOND PWM SIGNAL” ...34

LYs, GROOTES AND XU FAIL TO RENDER OBVIOUS DEPENDENT CLAIM
[19B] “A SENSE RESISTOR THAT IS COUPLED TO AN OUTPUT TERMINAL

11



Patent Owner’s Preliminary Response IPR2023-01401

Patent No. 8,941,331
OF THE CURRENT SUPPLY CIRCUIT AND THAT IS CONFIGURED TO PROVIDE

A FEEDBACK SIGNAL TO THE PWM CONTROLLER™ ........cccovvveeeeeeeeeennnnns 36
D.  DEPENDENT CLAIM 20.....cuuuiiiiieiiiiieeeeeerieee et e e earae e e e 36
E. DEPENDENT CLAIM 23 .ttt e e e e e eavvaeee e e e e e e e e enanns 37
F. DEPENDENT CLAIM 25, iiiiiiiieeeiiieee ettt e e e vae e e e 37
VII. GROUND 3 - PETITIONER’S COMBINATION OF LYS, GROOTES, XU, AND BLUM
FAIL TO RENDER OBVIOUS DEPENDENT CLAIM 21. ..ot 37
A. A POSITA wOULD NOT BE MOTIVATED TO COMBINE COMBINATION OF

LYs, GROOTES, XU, AND BLUM TO RENDER DEPENDENT CLAIM 25
OBVIOUS. ...ttt ettt eeeeeetae e e e e e e e e eeeaaaaeaeeeeeeeeeeenssaneeees 37

DEPENDENT CLAIM 21 1S NOT RENDERED OBVIOUS AS CLAIMS 20 AND
17 ARE NOT RENDERED OBVIOUS. .evunttetieeeteeeeeeeeeeseneeeeeseneseeesennssenns 38

VIII. GROUND 4 — THE COMBINATION OF MUELLER AND GROOTES IN VIEW OF A
POSITA FAILS TO RENDER OBVIOUS CLAIM 17..eeieeeeieee e 38

A.

A POSITA WouLD NOT BE MOTIVATED TO COMBINED MUELLER AND
GROOTES. - ettt e e e e e e et e e et e e e e e e e e e eee e e eaaeeeaaeeeans 38

MUELLER AND GROOTES FAIL TO DISCLOSE [FROM CLAIM 17B] “AT
LEAST FIRST AND SECOND CURRENT SUPPLY CIRCUITS COUPLED TO THE
AT LEAST FIRST AND SECOND STRINGS OF SOLID STATE LIGHTING
DEVICES, RESPECTIVELY, AND CONFIGURED TO SUPPLY AN ON-STATE
DRIVE CURRENT TO A RESPECTIVE ONE OF THE FIRST AND SECOND
STRINGS OF SOLID STATE LIGHTING DEVICES.” .....ccceovviiieeeriieeeeeveeennnn 42

MUELLER AND GROOTES FAIL TO DISCLOSE [FROM CLAIM 17C] “A
PULSE WIDTH MODULATION (PWM) CONTROLLER THAT IS COUPLED TO
THE FIRST CURRENT SUPPLY CIRCUIT AND THE SECOND SUPPLY CIRCUIT
AND THAT IS CONFIGURED TO GENERATE, FOR EACH OF THE FIRST
CURRENT SUPPLY CICUIT AND THE SECOND CURRENT SUPPLY CIRCUIT, A
FIRST PWM CONTROL SIGNAL AND SECOND PWM CONTROL SIGNAL
THAT ARE SUPPLIED TO EACH OF THE AT LEAST FIRST AND SECOND
STRINGS.” . .ttteeiteeeeieeeestteeeetteeestteeessseeesareesansseeeansnessnnsaeesanseeesnseanns 48

111



Patent Owner’s Preliminary Response IPR2023-01401

IX.

XI.

Patent No. 8,941,331

GROUND 5 — THE COMBINATION OF MUELLER, GROOTES AND XU IN VIEW OF
A POSITA WouULD NOT RENDER OBVIOUS DEPENDENT CLAIMS 18 & 20.....52

A. A POSITA WouLD NOT BE MOTIVATED TO COMBINED MUELLER,
GROOTES AND XU. .coiieiiiiiiiiiieeeeeeeeeeecinrreeeeeeeeeeeeeaaranereeaeeeeeeeeasnneeees 52

B. CLAIM 18 1S NOT RENDERED OBVIOUS BY THE COMBINATION OF
MUELLER, GROOTES AND XU. ..uuuieiiiiiiiiiiiiiiieeeeeeeeeeeeessnneeeeeeseeeeesnnnnns 55

C. CLAIM 20 1S NOT RENDERED OBVIOUS BY THE COMBINATION OF
MUELLER, GROOTES AND XU. ..uuuieiiteiitiiiiiiieeeeeeeeeertmnennseeeeeeseessmmnnnns 56

GROUND 6 - PETITIONER’S COMBINATION OF MUELLER, GROOTES, XU, AND
BLUM FAIL TO RENDER OBVIOUS DEPENDENT CLAIM 21....ccovviiiiiieeeeeeenns 58

A. A POSITA WOULD NOT BE MOTIVATED TO COMBINE COMBINATION OF
MUELLER, GROOTES, XU, AND BLUM TO RENDER DEPENDENT CLAIM 25
O BVIOUS ettt et e e et e e e e e e e e e s e aeeeaeeaeseaaaeseenaeeenaeeannaeeanns 58

CONCLUSION . .ttt tte et et e e e e etee e eeeeaaeeeaaeeeeeaaseanesseseanssenseanssanasesnesenassanesenanes 58

v



Patent Owner’s Preliminary Response IPR2023-01401

Patent No. 8,941,331

Exhibit List
Exhibit Description
2001 | Declaration of William K. Bohannon (“Bohannon Decl.”)
2002 | Curriculum vitae of William K. Bohannon
2001 | Joint Claim Construction Statement
2004 | Brightplus Ventures LLC’s Opening Claim Construction Brief
2005 | Hisense’ Opening Claim Construction Brief




Patent Owner’s Preliminary Response IPR2023-01401
Patent No. 8,941,331

EE R

USE OF EMPHASIS IN QUOTATIONS

All emphases in quotations and exhibit citations have been added, unless

otherwise indicated.
APPLICABLE STATUTES

References to 35 U.S.C. §§ 102 and 103 are to the AIA versions applicable to

the ’331 Patent.

vi



Patent Owner’s Preliminary Response IPR2023-01401
Patent No. 8,941,331

1. INTRODUCTION

Brightplus Ventures LLC (“Patent Owner” or “Brightplus”) submits this
preliminary response showing that each of the 6 grounds set forth by Hisense USA
Corporation (“Petitioner” or “Hisense”) fails to render obvious challenged claims
17-25 of U.S. Patent No. 8,941,331 (“the *331 Patent”)

As to Ground 1, a POSITA would not be motivated to combine Lys and
Grootes as Lys is directed to an entirely different purpose and a combination would
lead to functional problems. Furthermore, even if the references could be combined,
a number of elements are not disclosed by the combination.

As to Ground 2, a POSITA would not be motivated to combine Lys, Grootes
and Xu, given that a POSITA would not combine Lys with Xu nor Grootes.
Furthermore, the three references do not disclose elements of the dependent claims.

As to Ground 3 and claim 21, because claim 21 depends from claim 20 which
further depends from independent claim 17, the same reasons why Grounds 1 and 2
fail are applicable.

As to Ground 4, a POSITA would not be motivated to combine Mueller and
Grootes as Mueller is directed to different purposes than Grootes. Furthermore, even
if the references could be combined a number of elements of claim 17 are not

disclosed by the combination.
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As to Ground 5, POSITA would not be motivated to combine Mueller,
Grootes and Xu, given that a POSITA would not combine Mueller with Xu nor
Grootes. Furthermore, the three references do not disclose elements of the
dependent claims.

As to Ground 6 and claim 21, because claim 21 depends from claim 20 which
further depends from independent claim 17, the same reasons why Grounds 1 and 2
fail are applicable.

Accordingly, Patent Owner respectfully requests that the Board deny the
petition for inter partes review of claims 17-25 of the *331 Patent on the merits.

I1. THE 331 PATENT DISCLOSES IMPROVING SOLID STATE LIGHTING TILES
AND/OR PANELS.

The ‘331 Patent was filed on May 17, 2013, and claims priority to Provisional
Application No. 60/738,305 filed on November 18, 2005.

The ‘331 Patent discloses an improved solid state lighting panel system.
Specifically, the ‘331 Patent is directed to a lighting system, including a lighting
panel with strings of solid state lighting devices and current supply circuits that
supply on-state drive currents in response to control signals.

At the time of the invention, the prior art did not provide good coloring
rendering index. ’331 Patent, 2:5-7. Further, there were not adequate solid-state
lighting solutions for larger LCD television displays. See *331 Patent, 1:51-53. As

such, there existed a need for lighting systems with better LED control methods,
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such as being able to alter the intensities of different lighting sources in a backlight
unit. 331 Patent, 2:27-29.

The invention of the 331 Patent improved over the prior art by providing for
controllable current supply circuits that correspond to LED strings. The 331 Patent
teaches solutions related to brightness uniformity and LED output change, as well

as describes methods to provide “consistent, controllable light output characteristics

for a light panel.” *331 Patent, 9:27-33; 9:43-48.

342 320A
/_ /— 30

> 400A | > 23A

-_-I 400B }
CONTROLLER

230 ,{ 4o0c |

Y

23C

Y

23D

|
238 ‘
|
|

»{ 400D |

A J

FIGURE 8
As shown in Fig. 8, “one current supply circuit 400A-400D for each LED string
23A-23D [...] Operation of the current supply circuits 400A-400B may be
controlled by control signals 342 from the controller 230.” *331 Patent, 12:40-44.
Further in discussion of Fig. 9, “a current supply 400 may have a variable boost
converter configuration including PWM controller 410, a charging inductor 420, a
diode 430, an output capacitor 440, first and second transistors 450, 460 and a sense
resistor 470.” Id., 12:47-51. Additionally, the current supply circuit receives a pulse

modulation signal PWM from the controller 230. /d., 12:53-54.
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III. EXPERT TESTIMONY, LEVEL OF SKILL IN THE ART, AND CLAIM
CONSTRUCTION

A. Declaration Evidence

This Preliminary Response is supported by the declaration of William K.
Bohannon, an expert with long-standing experience in the industry. Ex. 2001. Mr.
Bohannon has (30) years of commercial industrial electronics experience including
experience in the areas of LCD, Plasma, CRT and Large Screen Display Equipment:
LCD manufacturing, substrates, drivers, and other related components for rear
screen displays including avionics and cockpit displays Ex. 2001, 998-15.

B.  Person of Ordinary SKkill in the Art

On or before November 18, 2005, a POSITA relating to the technology of the
’331 Patent would have (a) a Bachelor's of Science degree in a technical field and at
least four years of experience in the field of design and/or manufacture of display
systems; (b) a Master's of Science degree in a technical field and at least two years
of experience in the field of design and/or manufacture of display systems; or (¢) a
PhD in a technical field relating to the design and/or manufacture of display systems.
Additional graduate education could substitute for professional experience, or

significant experience in the field could substitute for formal education. Ex. 2001,

9 36-39.
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C.  Petitioner Omits its Own Proposed Claim Construction from the

District Court

Although Petitioner asserts that no terms in the *331 Patent need construction,

it has proposed a construction for a term in the *331 Patent in the parallel litigation.

i. “a first light and a second light (claim 17)

Patent Owner Brightplus’ Proposed
Construction 1:22-cv-02774

Petitioner Hisense’s Construction
1:22-¢cv-02774

Plain and ordinary meaning.

In the alternative, “at least a first
string of solid state lighting devices
configured to emit a first light, and a
second string of solid state lighting
devices configured to emit a second
light”

First and second light have different
wavelengths.

In this claim term, the words “first” and “second” are used to describe

different instances of the same factor—*light”—rather than requiring light having

different wavelengths. As the Federal Circuit has explained:

The use of the terms “first” and “second” is a common patent-law
convention to distinguish between repeated instances of an element or
limitation. See, e.g., Anchor Wall Sys., Inc. v. Rockwood Retaining
Walls, Inc., 340 F.3d 1298, 1304 (Fed. Cir. 2003) (“first and second
sidewall surfaces™); Springs Window Fashions LP v. Novo Indus., L.P.,
323 F.3d 989, 992 (Fed. Cir. 2003) (“first and second opposed ends”)

3M Innovative Propv. v. Avery Dennison C's., 350 F.3d 1365, 1371.

Unlike Petitioner’s proposed construction, where the inventors of the 331 Patent

wanted to attribute a wavelength to “light” they did so. For example, in contrast to

claim 17, which simply requires a “first” light and a “second” light, other claims
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actually assign specific wavelengths to the first and second light. See dependent
claim 22 (*. .. emit the first light that includes a combined light including a dominant
wavelength corresponding to a blue color and a dominant wavelength corresponding
to a yellow color” and “emit the second light that includes a dominant wavelength
corresponding to a red color.”). Thus, not only did the inventors demonstrate a desire
to not require wavelengths as part of claim 17, but “[t]he concept of claim
differentiation ‘normally means that limitations stated in dependent claims are not
to be read into the independent claim from which they depend.”” Nazomi Communs.,
Inc. v. ARM Holdings, PLC, 403 F.3d 1364, 1370 (Fed. Cir. 2005). Accordingly, this
claim requires no additional construction.

As significantly, the specification provides examples where the “at least first
and second strings of solid state lighting devices” of claim 17 emit light having the
same wavelength. For example, in one embodiment, “[t]he LED chips 16A-16D may
include at least ared LED 16A, a green LED 16B and a blue LED 16C.” ’331 Patent,
7:12-14. As such, to the extent the Board construes this term, Patent Owner’s

construction should be adopted.



Patent Owner’s Preliminary Response IPR2023-01401
Patent No. 8,941,331

IV. PRIOR ART CITED BY PETITIONER.

A. Lys

International Application WO 2005/089293 (Ex. 1005 — “Lys™!) was filed on
March 15, 2005, and published on September 29, 2005. Petitioner relies on Lys as
the primary reference for Grounds 1-3.

Lys primarily relates to networked lighting systems, “The methods disclosed
herein include a method of determining an identifier of a networked lighting device
among a group of networked lighting devices... delivering a plurality of signals to
the lighting devices, observing a condition of the network in response to each one of
the plurality of signals, and inferring an identifier of at least one of the plurality of
lighting devices based on the condition of the network.” Lys, 1:11-17 (Background).
Lys further describes a variety of lighting embodiments, for example “[t]he lighting
system may include an architectural lighting fixture. The lighting system may
include a theatrical lighting system. The lighting system may include a lighting
system for a transportation environment. The lighting system may include a general
illumination lighting system for a venue. The venue may include an entertainment

venue. The venue may include a restaurant...” Lys, 26: 2-6.

! Page number citations for Lys is based on the original page numbering and not

the Bates numbering added by Petitioner.
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Lys further describes a variety of high voltage systems. Lys describes “high
output linear lighting systems for various environments” and “power systems for
driving light sources in high-voltage environments.” Id. at Abstract. In an
embodiment described in Fig. 17, Lys details a single stage power factor
correction/DC to DC converter facility 1908. Id. 60:18-20. The converter facility
takes in high voltage and converts it into a suitable voltage for the lighting units 102.
Further, the embodiment of Fig. 17 allows “lighting units 102 to be configured in
long strings over very large geometries [...] Accordingly, it i1s one preferred
embodiment of a power supply for disposing lighting units 102 on building exteriors
and other large environments.” Id. 60:25-61:4.

Unlike the ’331 Patent which is directed to back lighting LCDs with low
voltage LEDs, Lys is directed primarily to power systems for driving light sources
in high-voltage environments.

B. Mueller

U.S. Application 2005/0047134 (Ex. 1009 — “Mueller”) was filed on
September 3, 2004, and published on March 3, 2005. Petitioner relies on Mueller as
the primary reference for Grounds 4-6.

Mueller relates to a networked lighting system for lighting displays for use in
various applications. The networked lighting elements of Mueller may comprise

different systems or be in many disparate locations, “[t]he lighting units can be used
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on the interior ceiling 2714 or along the floor 2712, such as being used as directional
lights 2704. The lights can be used to light the seating environment 2710...The
lighting units 100 can thus be used to provide aesthetic lighting, alarm lighting,
safety lighting, lighting entertainment, indication of conditions or data, or many
other purposes... Lighting units 100 can be disposed along the ceiling 2802, above
seats 2808, or along the aisle 2804, to provide a variety of illumination effects,
ranging from white light illumination or varying color temperatures to colored
lighting for aesthetic, indication, safety, data, warning, entertainment or other
purposes.” Mueller at [0248-49].

Additionally, Mueller teaches the use of lighting unit controllers (“LUCs”)
that communicate control signals to lighting units. Mueller teaches that “the LUCs
and the central controller may be coupled together in a variety of configurations
using a variety of different communication media and protocols to form the
networked lighting system 200...central controller 202 shown in FIG. 2 may be
configured to implement Ethernet-based communications with the LUCs, and in turn
the LUCs may be configured to implement an industrial, DMX-based
communications with the lighting units 100. In particular, in one aspect of this
embodiment, each LUC may be configured as an addressable Ethernet-based
controller and accordingly may be identifiable to the central controller 202 via a

particular unique address (or a unique group of addresses) using an Ethernet-based
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protocol.” Id., at [0190-91]. Mueller further teaches that the LUCs and lighting units
need not be in electrical connection with one another or with the central controller:
“FIG. 48 shows a system 4800 for controlling a plurality of lighting units 100 in a
home network. A home network controller 4802 delivers control signals through a
network 4804 (which may be a conventional network, a wire, a power line, a wireless
network or other data facility). Each lighting unit 100 is responsive to a lighting unit
controller 208A, 208B, 208C, 208D to provide illumination changes in response to
signals from the home network controller 4802.” Id., at [0271].

C. Grootes

U.S. Application 2007/0046485 (Ex. 1006 — “Grootes”) was filed on August
26, 2005, and published on March 1, 2007. Petitioner relies on Grootes as the
secondary reference for Grounds 1-6.

Grootes discloses methods for setting voltages and currents for LEDs. An
exemplary embodiment describes that “the transistors are each controlled by a
separate PWM controller... a separate set of PWM controllers is provided for each
LED color.” Grootes at [0017]. Further, another embodiment teaches that “[t]he
amount of current through an LED controls the brightness. The most straightforward
way to control the current of an LED driver, as shown in Fig. 1, is to measure the

voltage across a current sense resistor 6 in series with the LEDs 8.” Id., at [0005].

10



Patent Owner’s Preliminary Response IPR2023-01401
Patent No. 8,941,331

D. Xu

Chinese Application 1588523 (Exhibits 1007, 1008 — “Xu”) was filed on
August 12, 2004, and published on March 2, 2005. Petitioner relies on Xu as a
secondary reference for Grounds 2-3, and 5-6.

Xu teaches a driving device for LEDs in series and to make the light-emitting
diode series to be quickly lit or extinguished. See Xu at pg. 5; Summary of the
Invention. Xu primarily discloses methods that use a switch in order for the LEDs
to be quickly lit, for example, “When the switch is turned on, the light emitting diode
series is driven by a direct current voltage, and a direct-current flows through the
light-emitting diode series... when the switch is turned on, the light emitting diode
series is quickly lit to a predetermined brightness,” Xu, Abstract.

E. Blum

U.S. Patent No. 5,663,667 (Ex. 1010 — “Blum”) was filed on August 19, 1996,
and published on September 2, 1997. Petitioner relies on Blum as a secondary
reference for Grounds 3 and 6.

Blum discloses switching regulator controller circuits, in particular methods
that reduce leading edge current spikes. As stated by Blum, “[s]witching regulator
controllers operate by monitoring the amount of current flowing into a switching

device such as a transistor driving a transformer” Blum, 1:9-16.

11
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V. GROUND 1 — LYS AND GROOTES IN VIEW OF A POSITA FAILS TO RENDER
OBVvIOUS CLAIM 17.

Petitioner relies on Lys in view of Grootes for Ground 1. But Petitioner fails
to demonstrate that a POSITA would be motivated to combine the references nor
that the combination of Lys and Grootes would render obvious Claim 17. Ex. 2001,
919 60-74.

Claim 17 recites:?

[Preamble] A lighting system, comprising:

[17A] a lighting panel including at least first and second strings of
solid state lighting devices that are respectively configured to emit at
least a first light and a second light, respectively;

[17B] at least first and second current supply circuits coupled to the at
least first and second strings of solid state lighting devices,
respectively, and configured to supply an on-state drive current to a
respective one of the first and second strings of solid state lighting
devices; and

[17C] a pulse width modulation (PWM) controller that is coupled to
the first current supply circuit and the second current supply circuit
and that is configured to generate, for each of the first current supply
circuit and the second current supply circuit, a first PWM control
signal and a second PWM control signal that are supplied to the each
of the at least first and second strings.

’331 Patent, Claim 17.

A. A POSITA Would Not be Motivated to Combine Lys and Grootes

The invention of Lys is directed towards a completely different purpose than

that of the ’331 patent and as such employs a number of components that are

2 The elements in Claim 17 are numbered to match Petitioner’s numbering.

12
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extraneous to the purpose of the ’331 patent. For example, Lys summarize its
invention as: “high output linear lighting systems for various environments” and
“power systems for driving light sources in high-voltage environments.” Lys,
Abstract (emphasis added).

More specifically, Lys describes a variety of lighting embodiments:

“The lighting system may include an architectural lighting fixture. The
lighting system may include a theatrical lighting system. The lighting
system may include a lighting system for a transportation environment.
The lighting system may include a general illumination lighting system
for a venue. The venue may include an entertainment venue. The venue
may include a restaurant...”

Lys, 26:2-6.

“The methods discloses herein include a method of determining an
identifier of a networked lighting device among a group of networked
lighting devices... delivery a plurality of signals to the lighting devices,
observing a condition of the network in response to each one of the
plurality of signals, and inferring an identifier of at least one of the
plurality of lighting devices based on the condition of the network."

Lys, 1:11-17
None of these embodiments in Lys relates to the purpose of the 331 Patent, which
is for backlighting an LCD display:

“Solid state lighting panels are commonly used as backlights for small
liquid crystal display (LCD) display screens, such as LCD display
screens used in portable electronic devices. In addition, there has been
increased interest in the use of solid state lighting panels as backlights
for larger displays, such as LCD television displays.”

13
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’331 Patent, 1:48-53.

Despite Lys being unrelated to the technology, Petitioner makes mere
conclusory statements regarding the combination of Lys and Grootes. For example,
Petitioner argues “First, both Lys and Grootes are in the same field of endeavor, i.e.,
setting the voltages and currents for LED strings™ Petition at 18. However, this
statement 1s reductive at best. While Grootes relates to LED backlighting for LCD
panels, Lys concerns an unrelated high voltage, high output lighting system. The
electrical design and circuitry for the systems of Lys and Grootes vary greatly.

For example, this contrast is apparent in the starch difference between Fig. 24a

and Fig. 17 of Lys and Fig 4 of Grootes.
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Fig 17 of Lys shows a high voltage system in which a DC to DC conversion
circuit supplies lower voltage to a lighting unit, that lighting unit comprises a
microprocessor and drive circuitry to supply the LEDs. Whereas Grootes shows
multiple voltage sources and current supply sources connected directly to the LEDs.
See Groot Fig. 4. A POSITA would know that such systems have little in common
in terms of operation, specifically the method of current control and supply to the
LEDs. Ex. 2001 at 964. Thus, a POSITA would not be motivated to combine Lys
and Grootes because there would be no improvement of either invention. Ex. 2001
at 964

Petitioner argues secondly, that modifying Lys to include a current source for
each string of LEDs, as disclosed by Grootes would meet, “the goal of providing “a
pulse current with a constant level to achieve color and brightness uniformity”
Petition at 18. It would be impractical if not impossible to modify Lys to include
Grootes’ independent current source for each string of LEDs. Ex. 2001 at 9 65. First,
the way in which the invention of Lys is arranged precludes an independent current
source. Ex. 2001 at 9 65. In Petitioner’s arguments in Ground 1 regarding claim
element 17B, relating to the current supply circuit of the *331 patent, Petitioner states
that the PFC/DC to DC converters of Lys are analogous to the current supply circuits
of the 331 patent. Petition at 22-23. Therefore, Petitioner would need to either

modify the converter to include a current supply circuit or place the current supply
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circuit after the converter and before the lighting unit. Ex. 2001 at 466. Either
configuration is unworkable as PFC/DC to DC converters are only used on AC line
voltage sources which need to be isolated from low voltage LED drive systems in
consumer electronics. See Ex. 2001 at 9§ 66. As such, a POSITA would not be
motivated to combine Lys and Grootes.

B. Combining Multiple Embodiments of Lys and Grootes Leads to
Other Problems.

In Petitioner’s discussions regarding Lys and claim elements 17A and 17B,
Petitioner refers to the multiple strings described in Fig. 25a and combines those
strings with the embodiment in Fig. 17 to argue that the combination discloses claim
elements 17A and 17B. Petition at 21. However, Fig. 25a is a light fixture

comprising multiple microprocessor-controlled LED lights. Ex. 2001 at 967.

2502

Lys Fig. 17 L‘/\, Lys Fig. 25a

Controller otetral rad
ACLNE 2504
—‘ 1910 \[ I ]
{ Drive transistor
| High Voltage 3 wire poweridata bus / PWM —on-off
"C+ DI P Ic - g"‘ﬂ EDEC 3300
vertor

Fig. 25a ‘ |

™~ 1004 1908

Block Diagram of a new Color Kinetics High

Lys does not specify the connection between Fig. 25a and the lighting system
102, so presumably, there are two possible implementations of the combined system.
The system either has each light string as a separate lighting unit 102 or has multiple

strings built into one lighting unit 102. In the first implementation the
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microprocessor or controller 3600 would supply current control signals (2502 and
2504) to the drive transistor, which would supply the LEDs. This circuit would then
be replicated multiple times, and each would by connected to a separate converter
1908. This combination of embodiments is not equivalent to claims 17A or 17B,
since the converter 1908 would be supplying an on-state drive to the first or second
string of lighting devices. Additionally, the PWM controller in the first embodiment
wouldn’t be coupled to the first and second current supply circuits. In the second
implementation, many different microprocessor-controlled lighting strips would be
implemented into one lighting unit 102. In this embodiment even if the converter
1908 was a current supply circuit, which it is not, there would only be one converter
1908 coupled to the microprocessors controlling each string. Therefore, there would
not be a first and second current supply for a first and second string. In both potential
embodiments, Lys does not describe a first and second current supply circuit coupled
to, and supplying an on-state drive current to, the first and second light strings

respectively.

17



Patent Owner’s Preliminary Response IPR2023-01401
Patent No. 8,941,331

=L <

\ mw.:ugea mr: poweridata bus
I

IlJ !IJ 1T
] / Einglo Stage | Kingle Stage ingte Stage
C+ DC-DC #G‘DG-DC PFC+ DC-DC
Data converter Canveriar

Duta input
L T 1004 e [ ll [
Block Diagram of & new Color Kinetics High Violtage sytem for LED Power/Data supply
MLEOMB /

102

Lyes Fig. 17
Fig. 17
2502
3600
/ T -
7 / PWM —current
Controller control o
[ -
\ Drive transistor

Lys Fig. 25a

Fig. 25a | !

Fig. 25a
A POSITA would not be motivated to combine the embodiment found in Fig.
17 with Grootes. Combining a compact backlight in an LCD panel to modify a large-
scale lighting system is impractical. Ex. 2001 467.

“the configuration of Fig. 17 and other alternative embodiments that
supply power factor correction and voltage conversion on board allow
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units 102 to be configured in longs strings over very large geometries,
without the need to install separate power supplies for each lighting unit.
Accordingly, it is one preferred embodiment of a power supply for
disposing lighting units 102 on building exteriors and other larger
environments where it is inconvenient to install of maintain many
separate power supplies.” Lys, 60:29 — 61:4.

With respect to element 17B, Petitioner states that a “POSITA would be motivated
to combine Lys and Grootes to modify the current supply circuit(s) describe in Lys
with the individually controllable current sources for each LED string described in
Grootes to achieve the desired white point.” Petition at 24. This is a gross
misrepresentation of both Lys and Grootes. Ex. 2001 967. As stated above,
Petitioner has pointed to Lys’s PFC/DC to DC converters, which are intended to
convert high voltage input into voltage suitable for lighting systems. However,
Grootes describes the following, “The voltage dropped across the current source
should be less than 2 volts.” Grootes at [0038]. Applying the high voltage in Lys
would cause a breakdown in the lighting system supply voltage and would cause the
current sources of Grootes to stop functioning. Thus, it would be impracticable and
incorrect to implement the low voltage current supply in Grootes with the high
voltage DC to DC converters in Lys. See Ex. 2001 §67. (This would ignore safety
and isolation from high voltage AC in consumer electronics design). Further, the
controllable current sources 40, 41, and 42 in Grootes are connected to the cathode
of each string and adjust the current to each LED. The PFC/DC to DC converter in

Lys does not connect to the anode or cathode of each string. Instead, they connect to
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control circuitry which then controls the LED. Thus, the combination of such
embodiments would be inconceivable to a POSITA, as it would result in an entirely
unusable system that would not control current of LEDs. Ex. 2001 67.

C. Lys and Grootes Fail to Disclose [Claim 17B] “at least first and
second current supply circuits coupled to the at least first and
second strings of solid state lighting devices, respectively, and
configured to supply an on-state drive current to a respective one
of the first and second strings of solid state lighting devices.”

Even assuming arguendo that Lys and Grootes could be combined, the
combination fails to show each and every element of claim 17.

For example, the power supplies of the 331 Patent are current supply circuits
configured to supply an on-state drive current. See *331 Patent, Abstract. More
specifically, the current supply circuit of the 331 Patent performs the following:

“may include a charging inductor coupled to the voltage input terminal
and an output capacitor coupled to the first output terminal...may be
configured to operate in continuous conduction mode in which a varying
or constant current continuously flows through the charging inductor
while the on-state drive current is supplied to the string of solid state light
emitting devices...may include a rectifier having an anode coupled to the
charging inductor and a cathode coupled to the storage capacitor, a
controller having a control input and first and second control outputs, and
a first control transistor coupled to the anode of the rectifier and having
a control terminal coupled to the first control output of the
controller...may be a variable voltage boost current supply circuit.”

’331 Patent, 1:48-2:31.
None of the above elements are present in Lys. Ex. 2001 at 4 68. More importantly,

none of the power supplies in Lys, such as the PFC/DC to DC converter 1908, supply
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an on-state drive current to the first and second LED strings. Ex. 2001 at 4 68. The
purpose of the converter 1908, as stated in Lys, is to “output voltages suitable for
light sources 300 such as LEDs occurs at the lighting units in 102.” Lys, 60:24-25.
Lys does not mention or disclose supplying an on-state drive current to the strings.
Ex. 2001 at 9 69. Petitioner appears to recognize this lack of disclosure and falls
back to the argument: “Lys discloses or at least implies the user of a single power
supply circuit for each string of LEDs.” Petition at 23. However, the disclosed
generic power supply circuit does not teach or render obvious the improved supply
circuit described in the 331 Patent. Ex. 2001 at 469.

D. Lys and Grootes Fail to Disclose [Claim 17C] “a pulse width
modulation (PWM) controller that is coupled to the first current
supply circuit and the second supply circuit and that is configured
to generate, for each of the first current supply circuit and the
second current supply circuit, a first PWM control signal and

second PWM control signal that are supplied to each of the at least
first and second strings.”

With regard to Claim element 17C, Petitioner mischaracterizes Lys and
provides conclusory statements not supported by Lys. Petition at 25-28. As stated
above, Petitioner improperly combined multiple Lys embodiments to satisfy claims
17A, 17B, and 17C. With respect to this element, Petitioner attempts to
unexplainedly combine the embodiment in Fig. 17 with embodiments 24a, 24b, 24c

and 25a. See Lys, Figs. 17, 24a, 24b, 24c and 25a.
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As an initial matter, Petitioner cited many different instances where Lys
taught Pulse-Width Modulation (“PWM?”). Petition at 25-28. In every example,
except for one, the PWM signals are transmitted by the Control facility 3500 to a
drive facility 3800 or processor 3600. /d., citing Lys. In one example, which is
unclear, states that “the control facility 3500 can switch between a current-control
mode 2502 (which itself could be controlled by a PWM stream) and a separate PWM
mode 2504.” Lys, 83:17-18. A proper interpretation of this portion of Lys is that
the current control mode 2502 is controlled by a PWM stream, not that the control
facility is controlled by a PWM stream. Ex. 2001 at 470. This interpretation is
supported by fig. 25a of Lys, which shows the current control mode 2502 to be a
PWM controlled mode. Ex. 2001, at §70.

It is important to highlight that Lys intended for PWM signals to be
transmitted in one orientation. Ex. 2001 at §71. In contrast, Petitioner argues that
the converter facility 1908 discloses current supply circuit of the ’331 Patent.
Petition at 28. This argument incorrectly assumes that the PWM signal sent from
the control facility 3500 is transmitted to the converter 1908. Ex. 2001 at471. This
argument deviates entirely from Fig. 17 and Lys, since the converter 1908 only takes
input from the AC line and the data converter. There is no purpose or teaching in
Lys of the lighting unit generating and sending a PWM control signal to the

converter 1908, indeed this would likely cause issues with the system. Ex. 2001 at
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q71; see Lys, 60:18-24. Also, even if a PWM signal is sent to the converter 1908,
it would not then be supplied to the first and second strings. Ex. 2001 at 71.
Petitioner further claims argues “[Lys] expressly discloses controlling
multiple LED strings, with each LED string receiving two PWM control signals (one
for current control to adjust the wavelength, and the other for on-off control to adjust
the output intensity)” Petition at 26. This again misrepresents and misunderstands
the teachings of Lys. Lys instead states “Fig. 25a shows a schematic diagram with
one possible embodiment for creating the two control signals from a controller, such
as a microprocessor to control one or more LEDs in a string. Multiple such strings
can be used to create a light fixture...” Lys at 83:20-24 (emphasis added). The figure

is reproduced below:
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Based on the specification and figures, the system in Lys explicitly describes that
each light string would have its own microprocessor, and therefore each string
would have its own PWM controller. Ex. 2001, §72. As such, Lys only describes
one PWM controller generating a signal for one string, not one PWM controller for
multiple strings. Ex. 2001, 472. This embodiment is entirely different from claim
17 of the 331 Patent and element 17C, which recites “a PWM controller configured
to generate a first PWM control signal and second PWM control signal that are
supplied to each of the at least first and second strings.”

The control system 3600 functions as a current controller with a modulating
PWM controller which can switch between ““a current control mode...and a separate

PWM mode.” Thus, while petitioner states that each LED string receives two PWM
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control signals, it is just one signal that may be modulated by the PWM controller.
This is not the same as two distinct signals. Ex. 2001 973. This is apparent by
examining the diagram of Figure 25a. The two signals are linked, the signal is passed
between the drive circuitry 3800 to control one LED string.

After exhausting its arguments, Petitioner also alleges that a POSITA would
combine the PWM arrangement of Lys with the current sources of Grootes. Figure

4 of Grootes is reproduced below.
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Petitioner contends that:

“Current sources 40, 41 and 42 are mounted on a singled printed circuit board
(PCB) 30, and the cathode of each string is 'connected to its own current source
40, 41, and 42... a POSITA would recognize that Lys's PWM control signals
could be used to drive each of the current sources 40, 41, and 42...including a
separate current source for each string of LEDs controlled by an individual
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PWM signals as taught by Lys would achieve a better ‘balance (white point)
between the three colors.”

Petition at 28.

However, inserting a PWM between the cathode of the LED and the linear
current supplies of Grootes would introduce a potential fault point in the system. In
lighting applications such as the ones currently discussed, it would be common to
employ a MOSFET PWM. Ex. 2001, 474. (toggling the current source enable pin is
not practical and would result in surges and current spikes). Employing an output
side series switch as Petitioner contends would cause an instantaneous high voltage
spike across the LED at the time of switch on which would cause damage to the
LEDs. Ex. 2001, 974.

More importantly, Petitioner’s mishmash system would then include a
“current source for each string...controlled by an individual PWM.” Petition at 28.
This does not comport to disclose or teach Claim 17. The ’331 Patent teaches a
PWM controller coupled to at least two current supply circuits; Petitioner’s
mishmash system would have a PWM controller for each current supply circuit.
Petitioner has posited a system that would perform poorly if at all and still does not
anticipate the invention of the 331 patent. Ex. 2001, 474.

In conclusion, Petitioner has failed to demonstrate an effective way to
combine the PWM signals of Lys with the linear current supply of Grootes. Ex. 2001,

974. Further, Petitioner has failed to demonstrate that a PWM controller of Lys
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generate “a first PWM control signal and a second PWM control signal.” Petitioner

has also failed to demonstrate that the combination of Lys and Grootes supplies a

first and second PWM control signal “to each of the at least first and second strings.”
As such, Petitioner’s Ground 1 fails to render claim 17 obvious.

VI. GROUND 2 - PETITIONER’S LYS, GROOTES, AND XU IN VIEW OF A POSITA
FAIL TO RENDER OBVIOUS DEPENDENT CLAIMS 18-20 AND 22-25.

Just as Lys and Grootes in view of a POSITA does not render Independent
Claim 17 obvious, Petitioner cannot demonstrate that the addition of Xu renders
obvious dependent claims 18-20 and 22-25. Ex. 2001, 99 75-83.

A. A POSITA Would Not be Motivated to Combine Lys, Grootes,
and Xu.

Petitioner contends that “a POSITA would be motivated to combine Xu to the
Lys-Grootes combination in order to provide greater control of the overall light
output, especially the constant color temperature.” Petition at 33. However,
combining these systems would result in a non-functional system. Ex. 2001 975.
For example, the feedback circuit in Xu is connected to the boost converter circuit
208, the cathode of the LED string 202, and Vref. See Xu, pg. 11; Fig. 4. To
implement Xu into Grootes, the feedback circuit 206 and current converter circuit
208 would need to be connected between the cathode of LEDs 32 to the Vb line and

the voltage source 44, as seen below:
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This combination of Grootes and Xu would introduce a number of faults. Ex. 2001
q75. First, the boost converter circuit 208 would be connected to the anode of LEDs
32 in Grootes. Consequently, this would mean that the stable DC voltage output of
circuit 208 in Xu would be connected in series with the output voltage of the voltage
source 44 in Grootes. The effect of this could cause the voltage across LEDs 32 to
be greater than intended, thus likely causing the diodes to operate at higher voltage
than intended. Ex. 2001 §75. Worse yet, the voltage outputs would interfere with
either the feedback circuit 206, the boost converter 208, the PWM control/voltage
source 44 in Grootes, or any combination of those circuits. Ex. 2001 975.

Another problem with this proposed combination is that the feedback signal

in Grootes would interfere with the feedback loop of Xu. Ex. 2001 976. Essentially,
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the feedback signal would have to be connected in parallel with the two different
circuits causing interference. Ex. 2001 476. Consequently, there would be two
separate voltage supply circuits to the same LED strips. Ex. 2001 476. These two
voltage supply circuits would operate independently but would have the outputs
connected in series. This would likely cause the diodes to not operate correctly, or
to breakdown due to over supplying voltage. Ex. 2001 976. Further, the combination
would totally neglect the current control/PWM control methods described in each
patent and cause more undue complexity.

In summary, Petitioner has overlooked the fact each of Lys, Xu, and Grootes
have a specific method and completed circuit design to control the LEDs which are
not easily combinable without. Ex. 2001 477. Lys, Xu and Grootes each describe
unique PWM control systems. See Lys, Fig. 25a; Grootes at [0017], [0038], [0043];
Xu, [Embodiments 1 and 2]. If combined, there is a high possibility of a signal
mismatch between the three PWM signals and control methodologies that would
result in disaster. Ex. 2001 9[77.

Furthermore, Petitioner has not offered any reasonable argument as to why a
POSITA would want to add more PWM control methods, or other circuitry
(feedback resistor, boost converter, etc.) such as those in Xu, to Lys or Grootes. Ex.
2001 978. Indeed, Petitioner merely relies on the statement that “it was well within

the technical ability of a POSITA at the time to incorporate Xu’s improvements to
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an LED driving circuit into the lighting system disclosed by Lys and Grootes as all
of the references employ or use well known electrical techniques in electronic
circuitry” without addressing the issues in combining those systems or the lack of
improvement to the overall system. Petition at 29. A POSITA would not be
motivated to combine them since they would not want to add additional and unstable
complexity and would not find the combination to be an improvement over any one
of the individual systems (e.g., the individual systems described by Xu, Grootes and
Lys). Ex. 2001 978.

As a further example, Lys describes supplying a constant current to the LEDs
for ideal color temperature control: “Pulse width modulation (PWM) involves
supplying a substantially constant current to the LEDs... and each color is driven
with PWM to vary its apparent intensity” Lys, 77:9-10. Petitioner argues that “a
primary motivation of one of ordinary skill in the art would have been to provide a
turn-on current with a constant level and achieve a constant color temperature” by
adding Xu. Petition at 29. However, this is illogical why Petitioner believes that a
POSITA would be motivated by this reasoning to combine Lys with Xu to add
additional redundant circuity, given that Lys already includes this feature (i.e. the
PWM supplying constant current to the LEDs).

In summary, numerous reasons exist why a POSITA would not combine Xu

with Lys and Grootes and these reasons are completely ignored by Petitioner.
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B. Dependent Claim 18

i There is no motivation to combined Lys, Grootes and Xu to
achieve the elements of dependent Claim 18

With specific reference to claim 18, the 331 Patent states:
“The lighting system according to claim 17,

wherein each of the first and second current supply circuits comprises
a variable voltage boost, constant current power supply circuit
configured to operate in continuous current mode.

’331 Patent, claim 18.

“The current supply circuit may act as a voltage boost converter to
provide the high voltage that may be required to drive and LED string
24... Furthermore, the constant current may be supplied with a variable
voltage boost to account for differences in average forward voltage
from string to string.”

ld., 12:59-65.

The PFC/DC to DC converter 1908 of Lys reduces the high AC voltage to suitable
level for the lighting unit 102. The PFC/DC to DC converter 1908 does not require
a boost converter, as it does not need a voltage boost nor be constant with PFC. Ex.
2001, 9 80. A POSITA would not combine the boost converter of Xu with the high
voltage PFC/DC to DC converter of Lys, as it would likely destroy the lighting unit
102. Ex. 2001, 9 80. Xu, Lys, and Grootes in combination or separately do not
disclose a current supply circuit comprising a variable voltage boost, constant cur-

rent power supply circuit configured to operate in constant current mode.
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il. Lys, Grootes and Xu Do Not Teach a “first and second
current supply circuits that comprise a variable voltage
boost” of Claim 18.

Petitioner states that “Lys describes multiple color LEDs driven by PWM and
that the power supply may supply ‘a substantially constant current.”” Petition, at 31-
32. However, this is a misrepresentation of Lys and contradicts Petitioner’s prior
position in Claim 17C. First, Petitioner has conflated the PWM controller and the
current supply circuit in its argument. Lys states only that the PWM supplies a
constant current to LED (e.g. “Pulse width modulation (PWM) involves supplying
a substantially constant current to the LEDs for particular periods of time.),” not that
the power supply does so in combination with the PWM. Lys at [0035]. Petitioner
fails to explain which element in Lys corresponds to the “power supply” in its
arguments for this element. However, based on Petitioner’s arguments for Claim
17C, it may be assumed that Petitioner intended the power supply would be
represented by the PFC/DC to DC converter 1908. In that regards, Petitioner has
not provided any evidence that the PFC/DC to DC converter is a constant current
power supply circuit. Further, the PFC/DC to DC converter does not use a PWM
signal, nor does it supply a PWM signal to the LEDs. Therefore, Lys does not
disclose that the power supply is a constant current power supply. Further, as
previously noted, a PFC/DC to DC converter is not equivalent to the current supply

circuit.
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Petitioner has not provided any reasoning as to how Xu would be combined
with Grootes. As described above (see motivation to combine arguments), Xu and
Grootes are incompatible, since adding a boost converter as taught by Xu to the
cathode of the LED string in Grootes would interfere with the voltage power supplies
and circuitry in Grootes. The resulting system would be non-operational.
Additionally, Grootes already discloses a “constant current source.” Grootes at
[0061]. A POSITA would not see any benefit or improvement to Grootes by adding
a variable voltage boost or constant current power supply. Lastly, Grootes does not
teach that its current supply sources comprise a “variable voltage boost” as required
by the ’331 Patent. Thus, Grootes, nor the combination of Xu and Grootes satisfies
all elements of Claim 18.

C. Dependent Claim 19

i. There is no motivation to combined Lys, Grootes and Xu to
achieve the elements of dependent Claim 19

In Lys the output voltage of the PFC/DC to DC converter goes to the lighting
unit 102. See Lys, Fig. 17 . A POSITA would not add another switch, sense resistor
and a feedback loop with a voltage reference and a comparator as shown in Xu’s
figure 2 to Lys’s PFC/DC to DC converter. Ex. 2001 9 81. The referenced circuitry
in Lys 1s dedicated to high voltage conversion. Adding unnecessary circuitry, such
as what is disclosed in Xu, would not improve the control of the lighting unit 102.

Furthermore, in the combined system, the feedback output would not be provided to
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the PWM. Ex. 2001 at q 81. This combined system would not result in a better
method of controlling the LEDs. Ex. 2001 at 9 81.
ii. Lys, Grootes and Xu Fail to Render Obvious Dependent
Claim [19A] “a temperature sensor that is configured to
generate a sensor output signal that the PWM controller
uses to generate the first PWM signal or the second PWM
signal”

As stated in Patent Owner’s argument for Claim 18. Petitioner equates the
“first and second current supply circuits” in the 331 Patent to the power supplies
such as the PFC/DC to DC converter 1908 in Lys. Claim 19 requires the first and
second supply circuits to comprise a “temperature sensor” that is configured to
generate a sensor output signal to the PWM controller. ’331 Patent, Claim 19.
Petitioner fails to show that a signal source 8400 or temperature sensor is
implemented in the PFC/DC to DC converter 1908 of Lys.

Petitioner relies on Fig. 2 of Lys and a variety of embodiments showing signal
source 8400, but those embodiments do not include the power supply or the PFC/DC
to DC conversion elements. Additionally, Lys doesn’t teach that the PFC/DC to DC
conversion elements utilize a temperature sensor to send a temperature signal to the
lighting unit or a PWM controller.

A POSITA would not be motivated to include a temperature sensor in the high

voltage PFC/DC to DC conversion unit for a multitude of reasons. First, the

temperature sensor value would be incorrect when surrounded by high voltage
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circuits. Ex. 2001 at 9 82. Second, the temperature sensor signal would interfere
with, or be degraded by, the high voltage circuitry. Ex. 2001 at 9 82. Lastly, the
PCF/DC to DC conversion unit is to convert high voltage to the lower voltage for
the lighting unit — its purpose is not to supply signals such as temperature signals.
Ex. 2001 at q 82.

Petitioner also claims, “Lys describes the use of one or more temperature
sensors, as one example of a signal source 8400.” Petition at 33-34. However, this
1s misrepresentation of Lys. Rather, Lys discloses only the following, “a fan 2702 or
other convection facility 2700 can be under control of a processor 3600, and a
temperature sensor such as a thermostat to provide cooling when necessary...” Lys,
61:16-18. This is the only discussion in Lys of a temperature sensor, but it is referred
to as a thermostat to supply cooling. In summary, Lys mentions a temperature sensor
that is used in an unrelated function to controlling the LEDs. Petitioner’s arguments
require that signal source 8400 of Lys include a temperature sensor. However, Lys
does not describe the signal source 8400 as comprising a temperature sensor.

Lastly, Petitioner makes the claim, “[a] temperature sensor, ‘which gives a
good indication of the temperature at which the LEDs are running,” enables precise
prediction... of the running temperature of the LEDs.” Petition at 35. However, the
portion of Lys cited by Petitioner actually states, “a feedback system can use a

[current measurement] sensor to measure the forward voltage of the LEDs.” Lys at
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134:27-28. Lys is merely discussing a current measurement sensor, which is not a
temperature sensor that is configured to generate a sensor output signal that the
PWM controller uses to generate the first PWM or second PWM signals.
As such, this element is not disclosed.
iii. Lys, Grootes and Xu Fail to Render Obvious Dependent
Claim [19B] “a sense resistor that is coupled to an output

terminal of the current supply circuit and that is configured
to provide a feedback signal to the PWM controller”

Patent Owner reiterates its arguments against the Petitioner’s motivation to
combine and the arguments presented in Claims 18 and 19A, namely that Petitioner
claimed the power supply circuits, such as the PFC/ DC to DC in Lys as the “current
supply circuits” in the *331 Patent.

Claim 19B requires “a sense resistor that is coupled to an output terminal of
the current supply circuit and that is configured to provide a feedback signal to the
PWM controller.” 331 Patent, Claim 19. Lys does not teach that the PFC/DC to
DC conversion unit utilizes a sense resistor, or any type of feedback signal sent to
the microprocessor in Fig. 25a. See Discussion of Claim 17B above.

D. Dependent Claim 20

See Discussion regarding Motivation to Combine above.
Claim 20 adds the additional limitation of requiring each current supply
circuit to comprise a sense resistor coupled to the output of the circuit and to the

feedback input. However, the power supplies, such as the PFC/DC to DC converter
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1908 in Lys do not disclose any feedback control. Ex. 2001, § 83. Further, Petitioner
has not presented any support as to how Lys teaches or describes a method of
feedback in the PFC/DC to DC converter 1908.

Additionally, Xu does not teach first and second current supply circuits
coupled to the feedback input. Ex. 2001, 9 83. Xu only describes one feedback loop.
Ex. 2001, 9 83. Xu does not describe a sense resistor coupled to the output of a
current control supply, but a sense resistor coupled to the cathode side of the LEDs.
Ex. 2001, 9 83  As such, none of the references cited by Petitioner discloses or
teaches the elements of claim 20.

E. Dependent Claim 23
See discussion in Claim 17B.
F. Dependent Claim 25

See discussion in claims 17B and 23.

VII. GROUND 3 - PETITIONER’S COMBINATION OF LYS, GROOTES, XU, AND
BLUM FAIL TO RENDER OBVIOUS DEPENDENT CLAIM 21.

A. A POSITA would not be motivated to combine Combination of
Lys, Grootes, Xu, and Blum to render Dependent Claim 25
Obvious.

As discussed above, a POSITA would not be motivated to combine Lys and

Grootes, nor would a POSITA be motivated to combined Lys-Grootes and Xu. As

such, a POSITA would not be motivated to add Blum to that combination.
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B. Dependent Claim 21 is not Rendered Obvious as Claims 20 and 17
are Not Rendered Obvious.

Claim 21 depends from Claim 20, and since the combination of Lys, Grootes,
Xu does not render claim 20 obvious, the combination of Lys, Grootes, Xu and Blum
do not render claim 21 obvious. Furthermore, claim 20 depends from claim 17, and
since the combination of Lys and Grootes does not render claim 17 obvious, claims
20 and 21 are not rendered obvious by a combination that is requires Lys and
Grootes.

VIII. GROUND 4 — THE COMBINATION OF MUELLER AND GROOTES IN VIEW OF A
POSITA FAILS TO RENDER OBVIOUS CLAIM 17.

A. A POSITA Would Not Be Motivated to Combined Mueller and
Grootes.

The invention of Mueller is directed towards a completely different purpose
than that of the *331 patent and as such employs a number of components that are
extraneous to the purpose of the *331 patent. Tellingly, Petitioner lists all of the
applications to which Mueller is directed:

“The lighting units can be used on the interior ceiling 2714 or along the
floor 2712, such as being used as directional lights 2704. The lights can
be used to light the seating environment 2710...The lighting units 100
can thus be used to provide aesthetic lighting, alarm lighting, safety
lighting, lighting entertainment, indication of conditions or data, or many
other purposes... Lighting units 100 can be disposed along the ceiling
2802, above seats 2808, or along the aisle 2804, to provide a variety of
illumination effects, ranging from white light illumination or varying
color temperatures to colored lighting for aesthetic, indication, safety,
data, warning, entertainment or other purposes.”
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Petition at 49-50. None of these applications are for backlighting an LCD display
as per the 331 patent:
"Solid state lighting panels are commonly used as backlights for small
liquid crystal display (LCD) display screens, such as LCD display
screens used in portable electronic devices. In addition, there has been

increased interest in the use of solid state lighting panels as backlights
for larger displays, such as LCD television displays."

’331 Patent, 1:48-53.

Instead, Petitioner makes a series of conclusory statements regarding the
combination of Mueller and Grootes. Petitioner claims, “[f]irst each of Mueller and
Grootes are in the same field of endeavor, namely setting the voltages and currents
for LED strings.” Petition at 45 (emphasis in original). This statement is a reductive
view of the references. Mueller relates to a networked lighting system for lighting
displays in a variety of applications (none of which is backlighting an LCD panel).
Ex. 2001, 9 84. Grootes, on the other hand, relates to LED backlighting for LCD
panels. Ex. 2001, 9 84. As described above the networked lighting elements of
Mueller may be in many disparate locations such as “along the ceiling, above the
seats or along the aisle to provide a variety of illumination effects” as opposed to
within a compact spatial area such as an LCD panel. In fact, Mueller states that the
LUCs and lighting units need not be in electrical connection with one another or
with the central controller. (“FIG. 48 shows a system 4800 for controlling a plurality

of lighting units 100 in a home network. A home network controller 4802 delivers
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control signals through a network 4804 (which may be a conventional network, a
wire, a power line, a wireless network or other data facility). Each lighting unit 100
is responsive to a lighting unit controller 208A, 208B, 208C, 208D to provide
illumination changes in response to signals from the home network controller

4802.”) Mueller at [0271].
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208C—_ — —100
LIGHTING
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CONTROLLER

Mueller F|G. 48 (notation added)

The arrangement of components in Mueller is directed towards accomplishing
the goal of creating a networked lighting display. Ex. 2001, 4 85. The Petition does
not explain why a POSITA would look to a compact backlight from an LCD panel

to modify a networked lighting system for lighting displays, as the two have no

relation. Ex. 2001, q 85.
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Second, Petitioner contends that “[m]odifying Mueller to include a current
source for each string of LEDs, as disclosed by Grootes would meet” the goal of
providing “a pulse current with a constant level to achieve color and brightness
uniformity.” However, it would be impractical if not impossible to modify Mueller
to include Grootes' independent current source for each string of LEDs. Ex. 2001, 4
86. First, the way in which the invention of Mueller is arranged precludes an
independent current source. Ex. 2001, 4 86. Additionally, in Petitioner’s arguments
in Ground 4 regarding claim element 17B (relating to the current supply circuit of
the *331 Patent), Petitioner states that the LUCs of Mueller are analogous to the
current supply circuits of the *331 patent. Therefore, a POSITA would need to either
modify the LUCs to include a current supply circuit or place the current supply
circuit after the LUC and before the lighting unit. Ex. 2001, 9 86. Either
configuration is unworkable, especially given that Mueller states that processor is
used to control the lamp’s drive electronics. Ex. 2001, 4 86; See Mueller at [0156]

“As shown in FIG. 1, the lighting unit 100 also may include a processor

102 that is configured to output one or more control signals to drive the

light sources 104A, 104B, 104C and 104D so as to generate various

intensities of light from the light sources. For example, in one

implementation, the processor 102 may be configured to output at least

one control signal for each light source so as to independently control

the intensity of light generated by each light source. Some examples of

control signals that may be generated by the processor to control the

light sources include, but are not limited to, pulse modulated signals,

pulse width modulated signals (PWM), pulse amplitude modulated
signals (PAM), pulse displacement modulated signals, analog control
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signals (e.g., current control signals, voltage control signals),
combinations and/or modulations of the foregoing signals)”

Mueller at [0156]
Based on at least these facts, a POSITA would not be motivated to combine
Mueller with Grootes to arrive at the results of claim 17.
B. Mueller and Grootes Fail to Disclose [from Claim 17B] “at least
first and second current supply circuits coupled to the at least first
and second strings of solid state lighting devices, respectively, and

configured to supply an on-state drive current to a respective one
of the first and second strings of solid state lighting devices.”

Even assuming arguendo that Meuller and Grootes could be combined, this
element is not taught by the combination. Ex. 2001 at § 87

With respect to this element, Petitioner analogizes the lighting unit controllers
(LUCs) of Mueller to the current supply circuits configured to supply an on-state
drive current of the 331 patent. However, this argument fails and can be easily

demonstrated, Figure 2 of Mueller is reproduced below:
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Petitioner, citing Mueller, states that the “LUCs...shown in FIG.2 may be
configured to be ‘intelligent’ in that the central controller may be configured to
communicate higher level commands to the LUCs that need to be interpreted by the
LUCs before lighting control information can be forwarded to the lighting units
100.” Petition at 51. Petitioner then concludes that a “POSITA would recognize
that this discloses or at least suggests that each lighting unit includes its own power
supply.” Id. However, it is unclear how a POSITA one could draw such an inference
from the above information. Ex. 2001, q 88. The referenced section of Mueller in
no way states that the LUCs provide power to the lighting units. In describing FIG.

2, Mueller states:
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“In the system of FIG. 2, each LUC in turn may be coupled to a central

controller 202 that is configured to communicate with one or more
LUC:s...the LUCs and the central controller may be coupled together in
a variety of configurations using a variety of different communication
media and protocols to form the networked lighting system 200...central
controller 202 shown in FIG. 2 may by configured to implement
Ethernet-based communications with the LUCs, and in turn the
LUCs may be configured to implement DMX-based communications
with the lighting units 100. In particular, in one aspect of this
embodiment, each LUC may be configured as an addressable Ethernet-
based controller and accordingly may be identifiable to the central
controller 202 via a particular unique address (or a unique group of
addresses) using an Ethernet-based protocol”

Mueller at [0190] (emphasis added). Contrary to Petitioner’s contention, Mueller
does not characterize the LUCs as current supply circuits, rather the LUCs of
Mueller are akin to routing nodes in a network that passage information from a
central controller to the lighting units. Ex. 2001, 989. The “DMX-based
communications” referenced above are described as “a lighting command protocol
conventionally employed in the lighting industry for some programmable lighting
applications.” Mueller at [0183]; Ex. 2001, 9 89.

The only reference to current control that relates to a discrete element in
Mueller is as follows: “[s]dditional examples of a signal source 124 include various
metering/detection devices that monitor electrical signals or characteristics (e.g.
voltage, current, power, resistance, capacitance, inductance, etc.)” Mueller at [0178].
However, referenced signal source 124 is not a part of the LUCs of Mueller. Ex.

2001, 9 90. Rather, as shown below in figure 1, communication 120, which is the
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communication from the LUCs to the lighting units, is separate from signal source

124 and signal 122.
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Had Petitioner fully disclosed the specification of Mueller, it would’ve been
apparent that the lighting units of Mueller are not strings of solid state lighting
devices. Ex. 2001, 4 91. Lighting units 100 referenced in Fig. 2 of Mueller refers to
the whole apparatus of Fig. 1. Mueller includes multiple components between the
LUCs and the light sources 104 that are not claimed or required by the’331 patent
but Mueller does not disclose or describe a current supply circuit anywhere in the
specification. Because LCD display backlight systems are stand-alone systems,
unlike the system of Mueller, some of these components from Mueller would be

extraneous in an LCD display backlight while others of these components from
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Mueller would be detrimental to the performance of an LCD backlight. Ex. 2001 §
91.

Returning to Petitioner’s assertion that a “POSITA would recognize that this
discloses or at least suggests that each lighting unit includes its own power supply,”
a mere power supply is not the same as a current supply circuit configured to supply
an on-state drive current as claimed in the 331 patent. The current supply circuit of
the *331 patent includes among other things:

“may include a charging inductor coupled to the voltage input terminal
and an output capacitor coupled to the first output terminal...may be
configured to operate in continuous conduction mode in which a varying
or constant current continuously flows through the charging inductor
while the on-state drive current is supplied to the string of solid state light
emitting devices...may include a rectifier having an anode coupled to the
charging inductor and a cathode coupled to the storage capacitor, a
controller having a control input and first and second control outputs, and
a first control transistor coupled to the anode of the rectifier and having

a control terminal coupled to the first control output of the
controller...may be a variable voltage boost current supply circuit.”

’331 Patent, 2:55-3:31

None of this is present in Mueller. Most importantly, the LUC of Mueller does not
provide an on-state drive current. Ex. 2001, § 92. The way in which the LUCs are
described in Mueller and depicted in the figures, they cannot provide an on state
drive current. Ex. 2001, 992. The LUCs are on the other side of connection 120 from

the power supply 108. The invention of Mueller is arranged in a completely different
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manner than that of the *331 patent and in a way that precludes the LUCs from
providing an on-state drive current. Ex. 2001, 9 92.

Petitioner next argues that “it would have been obvious to modify Mueller to
include Grootes’ individual current source control for each string to achieve the
desired benefit better color and brightness uniformity.” Petition at 52. Combining
Mueller with Grootes does not overcome the issues described above. Ex. 2001, § 93.
Petitioner does not explain at all how Mueller would be combined with Grootes to
satisfy this element because such a combination would be impractical, if not
impossible. Ex. 2001, q 93. Presumably, Petitioner intended the LUCs to be
modified so as to provide individual current control for each string. However,

Petitioner does not state this or explain how this would be achieved. Ex. 2001, q 93.
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As shown in Figure 2, the lighting units of Mueller include power sources

108. Thus, placing the current circuit in the LUC would have the on state drive
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current being transmitted over communication facility 120 which is expressly not an
electrical connection but rather a data transmission line (‘“Thus, the lighting unit 100
can receive data, such as from a network. By allowing connection of the lighting unit
100 to a communications facility 120, the system allows a lighting designer or
installer to send data to a plurality of lighting units 100”). Mueller at [0280]. Ex.
2001 at 9 94. Further, placing the current supply circuit before the power supply,
that is in the LUC, is not workable. Ex. 2001, 9 94.

Petitioner has failed to demonstrate that the LUCs of Mueller are operable to
“supply an on state drive current to” a first and second string of LEDs. Petitioner
has also failed to demonstrate that the combination of Mueller with Grootes wherein
the on state drive current would be delivered over a communications channel would
be workable. Thus, Petitioner has failed to demonstrate that Mueller and Grootes
alone or in combination teaches this element of claim 17.

C.  Mueller and Grootes Fail to Disclose [from Claim 17C] “a pulse
width modulation (PWM) controller that is coupled to the first
current supply circuit and the second supply circuit and that is
configured to generate, for each of the first current supply circuit
and the second current supply circuit, a first PWM control signal

and second PWM control signal that are supplied to each of the at
least first and second strings.”

Mueller in combination with Grootes fail to disclose the limitation in 17C.

In its arguments, Petitioner relies on Fig. 69 of Mueller. Petitioner, quoting

(193

Mueller in part states that “‘the control facility 6902 can switch between a current
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control mode 6904 (which itself can be controlled by a PWM stream) and a separate
PWM mode 6908...Multiple such strings can be used to create a light fixture that
can vary in color (HSB) and spectrum based on the current and on-off control.” This
expressly discloses controlling multiple LED strings, with each LED string receiving
two PWM control signals.” Petition at 54 citing Mueller [0315]. Petitioner either
grossly misunderstands Fig. 69 of Mueller or is intentionally misrepresenting the

reference. Figure 69 of Mueller is reproduced below.
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In Mueller, the control system 6900 functions as a current controller with a modu-
lating PWM controller which can switch between “a current control mode...and a

separate PWM mode.” Mueller at [0315] (emphasis added). Thus, while petitioner

49



Patent Owner’s Preliminary Response IPR2023-01401

Patent No. 8,941,331
states that each LED string receives two PWM control signals, it is really just one

signal that may be modulated by the PWM controller. Ex. 2001, § 95. This is not the
same as two distinct signals and cannot drive two separate strings of LEDs. Ex. 2001,
9 95. This is further apparent by examining the diagram of Figure 69. The two blocks
are linked, the signal is passed between current controller 6904 and PWM controller
6908. Ex. 2001, 9 95.

Failing this, Petitioner next alleges that a POSITA would combine the PWM
arrangement of Mueller with the current sources of Grootes. Petition at 55. Figure

4 of Grootes is reproduced below.
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Petitioner states that:
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“current sources 40, 41 and 42 are mounted on a singled printed circuit
board (PCB) 30, and the cathode of each string is ‘connected to its own
current source 40, 41, and 42... a POSITA would recognize that
Mueller's PWM control signals could be used to drive each of the current
sources 40, 41, and 42...including a separate current source for each
string of LEDs controlled by an individual PWM signals (sic) as taught
by Mueller would achieve a better 'balance (white point) between the
three colors.’”

Petition at 55.

However, inserting a PWM between the cathode of the LED and the linear current
supplies of Grootes would introduce a potential fault point in the system. Ex. 2001,
9 96. In lighting applications such as the ones currently discussed, it would be
common to employ a MOSFET PWM. Ex. 2001, 9 96. Employing an output side
series switch as Petitioner would have it would cause as instantaneous high voltage
spike across the LED at the time of switch on which would cause damage to the
LEDs. Ex. 2001, 9 96. This is further explained in Patent Owner’s response to
Ground 2.

More importantly, Petitioner’s patched up system includes a “current source
for each string...controlled by an individual PWM.” Petition at 55. Whereas the
claim 17 recites “a pulse width modulation (PWM) controller that is coupled to the
first current supply circuit and the second current supply circuit.” That is,
Petitioner’s patched up system does not teach a PWM controller coupled to at least

two current supply circuits. Rather, Petitioner’s system has a PWM controller for
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each current supply circuit. This is a functionally distinct invention. Petitioner has
posited a system that would perform poorly if at all and still does not anticipate the
invention of the *331 patent.

In summary, Petitioner has failed to demonstrate an effective way to combine
the PWM signals of Mueller with the linear current supply of Grootes. Further,
Petitioner has failed to demonstrate that the PWM controllers of Mueller generate “a
first PWM control signal and a second PWM control signal.” Petitioner has failed
to demonstrate that the combination of Mueller and Grootes supplies a first and
second PWM control signal “to each of the at least first and second strings.” Thus,
Petitioner has failed to demonstrate that Mueller and Grootes alone or in
combination render obvious claim 17.

IX. GROUND 5 - THE COMBINATION OF MUELLER, GROOTES AND XU IN VIEW

OF A POSITA WouLD NOT RENDER OBVIOUS DEPENDENT CLAIMS 18 &
20.

A. A POSITA Would Not Be Motivated to Combined Mueller,
Grootes and Xu.

A POSITA would not be motivated to combine Mueller and Xu. As
discussed above in Ground 4:

“Mueller does not characterize the LUCs as current supply circuits, rather
the LUCs of Mueller are akin to routing nodes in a network that passage
information from a central controller to the lighting units. The "DMX-based

communications” referenced above are described as ““a lighting command protocol
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conventionally employed in the lighting industry for some programmable lighting
applications.” See Ground 4 - 17B.

“The way in which the LUCs are described in Mueller and depicted in the
figures, they can’t provide an on state drive current. They are on the other side of
connection 120 from the power supply 108. The invention of Mueller is arranged in
a completely different manner than that of the 331 patent and in a way that precludes
the LUCs from providing an on-state drive current.” See Ground 4- 17C.

In combining with Xu, Petitioner argues that “a primary motivation of one of
ordinary skill in the art would have been to provide a turn-on current with a constant
level and achieve a constant temperature... modifying the Mueller-Grootes
combination to include the constant on current and the current-voltage converter...
as disclosed by Xu would meet this goal.” Petition at 57.

Petitioner (in Ground 4 — claim 17B above) argued that the LUCs are the
current supply circuits. So, based on Petitioner’s arguments, the constant on current
and current voltage current from Xu would be implemented in the LUCs of Mueller.
This combination is inoperable and would not result in an improved lighting system.
Ex. 2001, 9 97. First, the LUCs don’t supply current to the LEDs. Therefore,
implementing Xu into the LUCs of Mueller would not do anything to improve the
operation or color temperature control of the LEDs. The LUCs of Mueller primarily

route information to the lighting unit 100; implementing Xu into the LUC would
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result in either a degradation of the control information or a system malfunction. Ex.
2001 at 9 97.

Second, the LUCs in Mueller don’t operate using feedback controls. The
LUCs do not send feedback signals into any feedback input. Implementing the
feedback circuit from Xu into the LUCs of Mueller would override Mueller’s control
method and cause system issues. Ex. 2001, 9 98. For the reasons described above a
POSITA would not view the Xu — Mueller combination as improvement, but as
unnecessary complexity.

Additionally, similar to Ground 2 with respect to Lys, a POSITA would have
to add more than simply a sense resistor to implement Xu's version of constant
current control in Mueller. Ex. 2001, 9 99. A POSITA would know that another
switch, along with the sense resistor and a feedback loop with a voltage reference
and a comparator (partially obscured) as shown in Xu’s Fig. 2 are needed to make
the combination. Ex. 2001, 9 99. Alternatively, Fig. 2 of Xu would need to have
Mueller's figure 69 inserted as shown below. Ex. 2001, 999. Additionally, some
kind of 3-way control logic would need to be developed, all of which would make a
POSITA realize the combination is overly burdensome and likely not functional.

Ex. 2001, at 9 99.

54



Patent Owner’s Preliminary Response IPR2023-01401
Patent No. 8,941,331

| Pulse '
l L\L ., 5900\ :I 6904\
! - ~N s Ko 6902\ —-. [”'U’”‘l

| |PWM — CURRENT |
—' | CONTROL i
- CONTROLLER S, B

DRIVE |
TRANSISTOR|

e —— il e Mueller FIG. 69

Annotations added by Patent Owner
Additionally, a POSITA would not be motivated to combine Xu and Grootes.
See arguments for Ground 2

B. Claim 18 is Not Rendered Obvious by the Combination of
Mueller, Grootes and Xu.

As discussed above, Petitioner has failed to demonstrate that the LUCs of
Mueller are operable to “supply an on state drive current to” a first and second string
of LEDs. See Ground 4. Petitioner has also failed to demonstrate that the
combination of Mueller with Grootes wherein the on state drive current would be
delivered over a communications channel would be workable. Thus, Petitioner has
failed to demonstrate that Mueller, Grootes and Xu alone or in combination render

obvious this claim.

55



Patent Owner’s Preliminary Response IPR2023-01401
Patent No. 8,941,331

Petitioner has failed to demonstrate an effective way to combine the PWM
signals of Mueller with the linear current supply of Grootes. Further, Petitioner has
failed to demonstrate that the PWM controllers of Mueller generate “a first PWM
control signal and a second PWM control signal” as claimed in the *331 Patent.
Petitioner has failed to demonstrate that the combination of Mueller and Grootes
supplies a first and second PWM control signal “to each of the at least first and
second strings.”

Petitioner further argues that “Mueller expressly discloses using PWM to
supply ‘substantially constant current to the LEDs> Mueller, [0158]” (IPR pg. 59).
Petitioner equated the LUCs of Mueller to the current supply circuits of the ‘331.
Petitioner did not demonstrate that the LUCs of Muller operate based on PMW.
Indeed, the PWM signal is only sent by the controller in Mueller. Further, Mueller
does not teach the LUCs to comprise “constant current power supply circuits
configured to operate in continuous mode.”

Further, as discussed in Ground 2 — Claim 18, Xu does not disclose “first and
second current supply circuits.” Thus, Xu does not teach the elements of claim 18 of
the *331.

C. Claim 20 is Not Rendered Obvious by the Combination of
Mueller, Grootes and Xu.

The feedback sensor and feedback loop in Mueller is only within the lighting

unit 100. Mueller states, “the processor 102 is in operative connection to a signal

56



Patent Owner’s Preliminary Response IPR2023-01401
Patent No. 8,941,331

source 124, so that the processor 102 can receive input from the signal source 124
(and, optionally, operate in a feedback loop with the signal source 124).” Mueller at
[0216]. The lighting unit 100 in Mueller is not a current supply circuit.

Claim 20 requires that “each of the first and second current supply circuits
comprises a sense resistor coupled to the output terminal... and that is coupled to a
feedback input to provide the feedback signal.” Since the lighting unit 102 is not a
current supply circuit, Mueller does not teach claim 20 of the *331 Patent.

Petitioner argues that the LUCs in Mueller are equivalent to the current
supply circuits. Petition at 60. However, Mueller never teaches or describes a
feedback sensor or feedback loop in the LUCs. Indeed, this design is opposite to
Mueller’s invention, in that the LUCs (Lighting Unit Controllers) are tasked with
providing control information to the lighting units. Ex. 2001, 4 100. The LUCs of
Mueller are not coupled to the feedback input in the lighting units. Additionally,
Mueller does not disclose a sense resistor couple to the output of the LUCs.
Therefore, Mueller does not teach the elements of claim 20.

Regarding Xu, see argument made in Ground 2 and claim 20..
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X.  GROUND 6 - PETITIONER’S COMBINATION OF MUELLER, GROOTES, XU,
AND BLUM FAIL TO RENDER OBVIOUS DEPENDENT CLAIM 21.

A. A POSITA would not be motivated to combine Combination of
Mueller, Grootes, Xu, and Blum to render Dependent Claim 25
Obvious.-

Claim 21 depends from Claim 20, and since the combination of Mueller,
Grootes, Xu does not render claim 20 obvious, the combination of Mueller, Grootes,
Xu and Blum do not render claim 21 obvious. Furthermore, claim 20 depends from
of claim 17, and since the combination of Mueller and Grootes does not render claim
17 obvious, claims 20 and 21 are not rendered obvious by a combination that is in
view of Mueller and Grootes.

XI. CONCLUSION

The Board should exercise its discretion to deny the petition on each of

Grounds 1 thru 6 for the reasons above.

Respectfully submitted,

/Hao Ni/
Hao Ni
Counsel for Petitioner
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