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LIGHT DETECTION AND RANGING In a further embodiment of the invention , the receiver 
( LIDAR ) SYSTEM AND METHOD optics includes a mask defining a plurality of transparent 

apertures arranged according to the two dimensional array , 
The present application claims priority from U.S. provi the plurality of transparent apertures limiting visibility by 

sional application Ser . No. 62 / 470,706 , filed Mar. 13 , 2017 , 5 each optical detection site to a single corresponding light 
which is hereby incorporated herein by reference in its spot in the two dimensional array . 

A method embodiment of the invention involves activat entirety . ing a light from a light source and projecting the light 
through an arrayed micro - optic to produce the two dimen 

TECHNICAL FIELD sional array of light spots . Reflected light from the array of 
light spots is received in one - to - one correspondence at an 

The present invention relates to range detection systems , array of optical detection sites . The two dimensional array of 
and more particularly to light detection and ranging ( Li light spots are scanned to complete a scan of the scene in 
DAR ) systems . such a manner that the spots traverse the scene in the first 

dimensional direction and in the second dimensional direc 
BACKGROUND ART 15 tion without substantially overlapping points in the scene 

already scanned by other spots in the array . By completing 
Range detection systems , such as LiDAR , can be used to a scan without requiring the scanner to swivel the beams any 

collect three dimensional images of a scene . A scene , as used more than the distance between adjacent spots , the perfor 
mance burden on the scanning mechanics is significantly herein , is a contiguous portion of a physical space accessible 20 lessened . to being viewed . Typically , a laser beam or multiple beams 

are scanned across the scene in a raster scan fashion . Optical BRIEF DESCRIPTION OF THE DRAWINGS 
pulses are transmitted at timed intervals . A collector of 
backscattered light reflected off of objects in the scene The foregoing features of embodiments will be more 
focuses the light onto a photosensitive detector . The signal 25 readily understood by reference to the following detailed 
produce by the detector is analyzed to determine time of description , taken with reference to the accompanying draw 
arrival so that the distance can be calculated based on the ings , in which : 
total round trip time of the pulse . The raster scan repeatedly FIG . 1 is a schematic diagram of a LiDAR system suitable 

for the present invention . repositions the scan back and forth across the scene so as to FIG . 2A is a front view of a lens array for use as the produce a three dimensional mapping of the scene . The 30 arrayed micro - optic in an embodiment of the present inven mapping is a representation of the geometric shape of the tion . 
scene in spherical coordinates originating at the sensor . FIG . 2B is a side cross - sectional view of FIG . 2A with 
Trigonometric functions can be used to convert the image to light paths shown in dashed lines . 
Cartesian coordinates . FIG . 3A is a front view of a diffractive optical element for 

The mechanics required to rapidly scan back and forth 35 use as the arrayed micro - optic in an embodiment of the 
across the scene can be complex , expensive and subject to present invention . 
performance degrading wear and tear . A variety of mechani FIG . 3B is a side cross - sectional view of FIG . 3A with 
cal options have been developed for laser scanning . These light paths shown in dashed lines . 
include mechanically operated translational stages , adjust FIG . 4A is a front view of an aperture array for use in an 
able prisms and adjustable mirrors . 40 arrayed micro - optic in an embodiment of the present inven 

tion . 
SUMMARY OF THE EMBODIMENTS FIG . 4B is a side cross - sectional view of FIG . 4A with 

light paths shown in dashed lines . 
In accordance with one embodiment of the invention , a FIG . 5A is a schematic drawing of a voice - coil driven 

LiDAR system includes an arrayed micro - optic configured flexure stage for use as the scanner in a LiDAR system of the 
to receive light from a light source so as to produce and present invention . 
project a two dimensional array of light spots on a scene . FIG . 5B is a schematic drawing of a piezo actuator driven 

flexure stage for use as a scanner in a LiDAR system of the Receiver optics include an array of optical detection sites for present invention . establishing a one - to - one correspondence between light FIG . 6 is a schematic drawing of Risley prisms for use as spots in the two dimensional array and the optical detection 50 a scanner in a LiDAR system of the present invention . sites . At least one scanner synchronously scans the light FIG . 7 is a schematic drawing of Galvo mirrors for use as spots and the receiver optics so as to maintain the one - to - one a scanner in a LiDAR system of the present invention . 
correspondence . Given a first dimensional direction , such as FIGS . 8A and 8B are a schematic drawings of a com 
horizontal , and a second dimensional direction , such as pound lens in which one of the lens is moved from its 
vertical , the scan is controlled so as to move the array of 55 position as shown in FIG . 8A to a position as shown in FIG . 
light spots back and forth so as to complete a scan of the 8B . 
scene wherein , the spots traverse the scene in the first FIG . 9 is a schematic drawing of a raster scan performed 
dimensional direction and in the second dimensional direc with a two dimensional array of light spots in accordance 
tion no more than 150 % , or more preferably 125 % or still with the scanning control of the present invention . 
more preferably 110 % , of the distance between adjacent 60 FIGS . 10A and 10B are flow charts corresponding to 
spots in the first dimensional direction and in the second methods of the present invention . 
dimensional direction , respectively . Most preferably , the 
spots traverse the scene in the first dimensional direction and DETAILED DESCRIPTION OF SPECIFIC 
in the second dimensional direction no more than the EMBODIMENTS 
distance between adjacent spots in the first dimensional 65 
direction and in the second dimensional direction , respec FIG . 1 illustrates a LiDAR system 10 , in accordance with 
tively . the invention , specially adapted for scanning a scene in the 

45 
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manner shown on FIG . 9. In order to project a two dimen physically oscillating the arrayed micro - optic or by scanning 
sional array of light spots on a scene , a single light source the projected light ( with mirrors or prisms ) after the lens . 
12 transmits light through an arrayed micro - optic 14. While According to one embodiment , the array of projected light 
any of a variety of light sources may be employed within the beams and the array of received light beams are arranged 
scope of the present invention , a preferred light source is a co - axially for passing through a beam splitter . In a simple 
laser . In using a single light source , the system only needs to such arrangement , the receiver optics may be arranged on 
generate light pulses from the single source and monitor the scanner 22 orthogonal to the arrayed micro - optic 14. In 
timing only with respect to those generated light pulses . other embodiments , the arrayed micro - optic 14 and receiver 
Complications and extra components associated with mul optics 16 are spaced apart on at least one scanner as shown 
tiple light sources is avoided . The arrayed micro - optic 14 is 10 in FIG . 1. In this approach , there may be a certain amount 
configured to receive light from the light source 12 so as to of distortion due to the parallax problem . To accommodate 
project multiple light spots . The arrayed micro - optic may this effect , one can oversize the optical detection sites 
use methods such as a diffractive optic , a lens array or a preferably only in the relevant dimension . Another accom 
simple aperture array . modation could involve making the receiver optics well 

Referring now to FIGS . 2A - 4B , examples of arrayed 15 focused at long distances . At nearer distances , the loss of 
micro - optics are illustrated . A lens array is shown in FIGS . signal strength due to defocusing may be overcome by the 
2A - 2B . The array includes a plurality of lenses 14a each increased light strength of light reflected from near objects . 
receiving light and projecting a light spot as shown in FIG . The arrayed micro - optic 14 and receiver optics 16 may be 
2B . An example of a lens array may be a microlens , such as mounted on the same scanner and oriented with a slight 
one of the many microlens arrays sold by SÜSS Micro Op- 20 angle toward each other so that they both point at the same 
tics SA of Hauterive , Switzerland . place in the distance . The position of the receiver optics 

Referring to FIGS . 3A - 3B , a diffractive optical element relative to the arrayed micro - optic can be chosen to give the 
array may similarly be chosen as the arrayed micro - optic . In best performance at all ranges of interest , which may not 
particular , each diffractive optical element 14b may be a necessarily be when the projected spots and receiver optics 
Fresnel zone plate . Light received by each diffractive optical 25 are both aligned at infinity . In an alternative , separate 
element is projected to form a light spot as shown in FIG . synchronously controlled scanners may be used for each of 
3B . the arrayed micro - optic 14 and receiver optics 16 . 

Referring to FIGS . 4A - 4B , an aperture array may config FIGS . 5A and 5B illustrate one option for scanner 22. The 
ured in the system as the arrayed micro - optic . The array of scanner 22 may include a miniature x - y stage 24. The x - y 
apertures 14c may focus received light to project an array of 30 stage may be driven by any suitable actuator . In FIG . 5A , 
light spots as shown in FIG . 4B . voice coil actuators 25 are shown . In FIG . 5B , a piezo 

In accordance with embodiments of the present invention , actuator is shown for use with the x - y stage 24. Another 
an array of optical detection sites are formed in receiver scanning option is shown in FIG . 6. Prisms 26 may be 
optics 16. The optical detection sites are configured for arranged after the arrayed micro - optic . For example , Risley 
establishing a one - to - one correspondence between the light 35 prisms may be used . Oscillation of the prisms by the scanner 
spots in the two dimensional array and the optical detection achieves the desired scanning of the two dimensional array 
sites . The individual optical detection sites help minimize of light spots . A beam splitter may be inserted between the 
cross - talk among the reflected light from the spots . The prisms 26 and the lens to redirect received light to the 
receiver optics 16 function much like the arrayed micro receiver optics 16. Alternatively , the receiver optics 16 can 
optic 14 with the spots being focused on the individual 40 be separately configured with its own set of prisms . Instead 
optical detection sites . The receiver optics may include of prisms 25 , mirrors 28 may be used and oscillated by the 
multiple detectors each located at one of the optical detec scanner 22 as shown in FIG . 7. For example , a set of Galvo 
tion sites . A pixelated optical sensor array 20 may work mirrors may be used . Furthermore , the scanner may be 
alone or in conjunction with an aperture array 18 for defining accomplished with a compound lens in which controlled 
the optical detection sites on the sensor array . For example , 45 movement of one or more of the lens elements moves the 
Princeton Lightwave , Inc. of Cranbury , N.J. makes a variety array of light spots along the scanning path or , in the case of 
of pixelated optical sensor arrays , including for example the the receiver optics , maintains the one - to - one correspondence 
Merlin 32x32 free - running LiDAR camera , which may be between the optical detection sites and their corresponding 
used to perform the functions of the detector array 20. For light spots . FIGS . 8A and 8B show a compound lens in 
an optical sensor array in which the detectors are much 50 which the position of one of the lens elements has been 
smaller than the spacing between the detectors ( fill factors moved to redirect the array of light spots when used with the 
less than 10 % ) , such as in the Princeton Lightwave camera , arrayed micro - optic . In the case of the receiver optics , the 
the individual optical detection sites for correspondence compound lens reorients the focus of the optical detection 
with individual light spots are defined by the array itself . For sites to maintain the one - to - one correspondence . 
detectors with a large fill factor , an aperture array may be 55 Referring back to FIG . 1 , a scan controller 30 operates to 
beneficial to establish the individual optical detection sites . cause the scanner 22 to move the array of light spots back 
As such , the receiver optics will include a mask 18 defining and forth so as to complete a scan of the scene . In particular , 
a plurality of transparent apertures arranged according to the as illustrated in FIG . 9 , the spots traverse the scene in a first 
two dimensional array . The plurality of transparent apertures dimensional direction , such as horizontally , and in a second 
limits visibility by each optical detection site to a single 60 dimensional direction , such as vertically . The spots traverse 
corresponding light spot in the two dimensional array . the scene in the first dimensional direction and in the second 

The arrayed micro - optic 14 and the receiver optics 16 are dimensional direction no more than 150 % , or more prefer 
synchronously scanned so that correspondence is main ably 125 % or still more preferably 110 % , of the distance 
tained between the spots in the two dimensional array and between adjacent spots in the first dimensional direction and 
the optical detection sites . At least one scanner 22 is 65 in the second dimensional direction , respectively . While 
arranged with respect to the arrayed micro - optic 14 and the overlapping points already scanned by other spots in the 
receiver optics 16 so that the scanning can be done by array can be permitted , there is no need to do so . Thus , it is 

Hesai Exhibit 1010, page 16



US 10,473,766 B2 
5 6 

most preferable that the spots traverse the scene in the first can be moved anywhere in the range detection loop because 
dimensional direction and in the second dimensional direc the laser pulsing is so much faster than the scanner move 
tion by no more than the distance between adjacent spots in ment , that the scanner movement between pulses is negli 
the first dimensional direction and in the second dimensional gible . The distance , i.e. , the range , for each spot and the 
direction , respectively . Typically , the first dimensional direc- 5 position of the spot as determined by the orientation of the 
tion and the second dimensional direction are perpendicular . scanner and the location of the spot in the array are stored 
As shown in FIG . 9 , a preferred scan follows a raster path . 250 in memory . This range detection loop can be immedi By using a two dimensional array of light spots over a wide ately repeated . When the scene has been scanned , a three field of view and by limiting the movement in each direction dimensional reconstruction 160 of the scene can be com to the distance between spots ( or with some overlap ) , the 10 pleted . mechanical movement of the scanner 22 is minimized and By making use of a two dimensional array of isolated light yet a complete scan of the scene is accomplished . spots and individual optical detection sites in one - to - one The components for accomplishing range detection with 
respect to any given beam of light are known in the art . A correspondence with those spots , cross - talk and multipath 
clock signal 32 provides a basis for the timing in the system . 15 signal are advantageously reduced . Moreover , a much 
A LiDAR controller 34 may be a programmed processor for smaller scanning motion is required , thereby permitting the 
determining the time - of - flight of a pulse of light activated by use of smaller and / or simpler and less expensive scanning 
a pulse generator 36 and received in the receiver optics 16 . mechanisms . To complete a scan of the scene , the arrayed 
The receive signal from the optics is provided to a range micro - optic and the receiver optics only have to be scanned 
finder timer 38. The LiDAR controller 34 can calculate 20 the distance between illumination spots . 
distance from the time - of - flight of the light beam from its The embodiments of the invention described above are 
generation to its receipt . Scanning data may be stored by the intended to be merely exemplary ; numerous variations and 
controller 34 in memory 40 . modifications will be apparent to those skilled in the art . All 

Referring now to FIG . 10A , a method of performing an such variations and modifications are intended to be within 
embodiment of the invention is described . In this embodi- 25 the scope of the present invention as defined in any 
ment , a single control loop operates the movement of the appended claims . 
scanner along with the ranged detection functions . Control 
begins with initialization of the scan 100. The scanner is set What is claimed is : 
to a desired position 110 to orient the two dimensional array 1. A light detection and ranging ( LiDAR ) system com 
of light spots toward the scene of interest . The light source 30 prising : 
is activated to send a pulse of light 120. The light is passed a light source ; 
through the arrayed micro - optic to project the two dimen an arrayed micro - optic configured to receive light from 
sional array of light spots 130. The light from the array of the light source so as to produce and project a two 
light spots is received in one - to - one correspondence to the dimensional array of light spots on a scene , wherein the 
array of optical detection sites . For each of the optical 35 two dimensions of the array includes a first dimensional 
detection sites , the return time is measured 140 and thus the direction and a second dimensional direction ; 
time - of - flight is determined individually for each of the receiver optics having an array of optical detection sites 
spots in the array . From the time - of - flight , the distance to configured so as to be suitable for establishing a 
each spot in the array is calculated . The distance , i.e. , the one - to - one correspondence between light spots in the 
range , for each spot and the position of the spot as deter- 40 two dimensional array and optical detection sites in the 
mined by the orientation of the scanner and the location of receiver optics ; 
the spot in the array are stored 150 in memory . To repeat this a scanner configured to physically oscillate the arrayed 
loop , the scanner is repositioned so as to move the two micro - optic and the receiver optics synchronously to 
dimensional array of light spots along a scanning path , scan : ( a ) the two dimensional array of light spots and 
typically a raster path . When the scene has been scanned , a 45 ( b ) the receiver optics so as to maintain the one - to - one 
three - dimensional reconstruction 160 of the scene can be correspondence ; and 
completed . a scan controller operable to cause the scanner to move 

In another embodiment of the method , FIG . 10B shows the array of light spots back and forth so as to complete 
two control loops running somewhat independently . One a scan of the scene wherein the spots traverse the scene 
loop controls the scanner oscillation . The other loop per- 50 in the first dimensional direction and in the second 
forms the range detection . We show the control loops dimensional direction no more than 150 % of the dis 
beginning with initialization of the scan 200. A waveform tance between adjacent spots in the first dimensional 
generation loop is activated to control the scanner oscillation direction and in the second dimensional direction , 
210. The movement produced by the scanner causes the two respectively . 
dimensional array to follow a scanning path , typically a 55 2. The LiDAR system according to claim 1 wherein the 
raster path . Contemporaneously , the range detection loop scan controller is operable to cause the scanner to move the 
proceeds . The light source is activated to send a pulse of array of light spots back and forth so as to complete a scan 
light 220. The light is passed through the arrayed micro of the scene wherein the spots traverse the scene in the first 
optic to project the two dimensional array of light spots 230 . dimensional direction and in the second dimensional direc 
The light from the array of light spots is received in 60 tion no more than 110 % of the distance between adjacent 
one - to - one correspondence to the array of optical detection spots in the first dimensional direction and in the second 
sites . For each of the optical detection sites , the return time dimensional direction , respectively . 
is measured 240 and thus the time - of - flight is determined 3. The LiDAR system according to claim 1 wherein the 
individually for each of the spots in the array . From the scan controller is operable to cause the scanner to move the 
time - of - flight , the distance to each spot in the array is 65 array of light spots back and forth so as to complete a scan 
calculated . Polling 245 of the scanner takes place to deter of the scene wherein the spots traverse the scene in the first 
mine the current position of the light spots . The polling 245 dimensional direction and in the second dimensional direc 
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tion no more than the distance between adjacent spots in the than 110 % of the distance between adjacent spots in the first 
first dimensional direction and in the second dimensional dimensional direction and in the second dimensional direc 
direction , respectively . tion , respectively . 

4. The LiDAR system according to claim 1 wherein the 16. The scanning method according to claim 14 wherein 
back and forth movement of the array of light spots com 5 the physically oscillating completes a scan of the scene 
prises a raster path . wherein the spots traverse the scene in the first dimensional 5. The LiDAR system according to claim 1 wherein the direction and in the second dimensional direction no more receiver optics includes a mask defining a plurality of than the distance between adjacent spots in the first dimen transparent apertures arranged according to the two dimen sional direction and in the second dimensional direction , sional array , the plurality of transparent apertures limiting 10 respectively . visibility by each optical detection site to a single corre 17. The scanning method according to claim 14 , further sponding light spot in the two dimensional array . 

6. The LiDAR system according to claim 1 wherein the comprising calculating distance to the light spots on the 
first dimensional direction is horizontal and the second scene from time - of - flight of light received at the receiver 
dimensional direction is vertical . optics . 

7. The LiDAR system according to claim 1 , wherein the 18. A light detection and ranging ( LiDAR ) system com 
scanner comprises an x - y stage . prising : 

8. The LiDAR system according to claim 1 , wherein the a light source ; 
scanner comprises a compound lens . means for receiving light from the light source and for 
9. The LiDAR system according to claim 1 , wherein the 20 projecting a two dimensional array of light spots on a 

receiver optics comprises a pixelated optical sensor array . scene , wherein the two dimensions of the array 
includes a first dimensional direction and a second 10. The LiDAR system according to claim 1 , wherein the 

arrayed micro - optic comprises a diffractive optic . dimensional direction ; 
11. The LiDAR system according to claim 1 , wherein the receiver optics having an array of optical detection sites 

arrayed micro - optic comprises a lens array . configured so as to be suitable for establishing a 
12. The LiDAR system according to claim 1 , wherein the one - to - one correspondence between light spots in the 

two dimensional arrayed micro - optic comprises an aperture array . array and optical detection sites in the 
receiver optics ; 13. The LiDAR system according to claim 1 , further 

comprising a LiDAR controller for calculating distance to oscillating means for physically oscillating the receiver 
the light spots on the scene from time - of - flight of light 30 optics and the means for receiving and projecting to 
received at the receiver optics . synchronously scan the two dimensional array of light 

14. A method for scanning with a light detection and spots and the receiver optics so as to maintain the 
ranging ( LiDAR ) system comprising : one - to - one correspondence ; and 

activating a light from a light source ; a scan controller operable to cause the oscillating means 
projecting the light through an arrayed micro - optic to 35 to move the array of light spots back and forth so as to 

produce and project a two dimensional array of light complete a scan of the scene wherein the spots traverse 
the scene in the first dimensional direction and in the spots on a scene , the two dimensions of the array second dimensional direction no more than 110 % of the including a first dimensional direction and a second 

dimensional direction ; distance between adjacent spots in the first dimensional 
direction and in the second dimensional direction , receiving light from the array of light spots in one - to - one 40 

correspondence to an array of optical detection sites in respectively . 
receiver optics ; 19. The LiDAR system according to claim 18 , wherein the 

physically oscillating the arrayed micro - optic and the means for receiving and projecting comprises a diffractive 
optic . receiver optics synchronously to scan the two dimen 

sional array of light spots and the receiver optics so as 45 20. The LiDAR system according to claim 18 , wherein the 
to maintain the one - to - one correspondence and to com means for receiving and projecting comprises a lens array . 
plete a scan of the scene wherein the spots traverse the 21. The LiDAR system according to claim 18 , wherein the 
scene in the first dimensional direction and in the means for receiving and projecting comprises an aperture 
second dimensional direction no more than 150 % of the array . 

distance between adjacent spots in the first dimensional 50 22. The LiDAR system according to claim 18 , wherein the 
direction and in the second dimensional direction , oscillating means comprises an x - y stage . 
respectively . 23. The LiDAR system according to claim 18 , further 

15. The scanning method according to claim 14 wherein comprising a LiDAR controller for calculating distance to 
the physically oscillating completes a scan of the scene the light spots on the scene from time - of - flight of light 

received at the receiver optics . wherein the spots traverse the scene in the first dimensional 55 
direction and in the second dimensional direction no more 
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