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Privacy Act Statement

The Privacy Act of 1974 (P.L. 93-579) requires that you be given certain information in
connection with your submission of the attached form related to a patent application or patent.
Accordingly, pursuant to the requirements of the Act, please be advised that: (1) the general
authority for the collection of this information is 35 U.S.C. 2(b)(2); (2) furnishing of the
information solicited is voluntary; and (3) the principal purpose for which the information is used
by the U.S. Patent and Trademark Office is to process and/or examine your submission related
to a patent application or patent. If you do not furnish the requested information, the U.S. Patent
and Trademark Office may not be able to process and/or examine your submission, which may
result in termination of proceedings or abandonment of the application or expiration of the
patent.

The information provided by you in this form will be subject to the following routine uses:

1. The information on this form will be treated confidentially to the extent allowed under the
Freedom of Information Act (5 U.S.C. 552) and the Privacy Act (5 U.S.C. 552a). Records
from this system of records may be disclosed to the Department of Justice to determine
whether the Freedom of Information Act requires disclosure of these records.

2. Arecord from this system of records may be disclosed, as a routine use, in the course of
presenting evidence to a court, magistrate, or administrative tribunal, including
disclosures to opposing counsel in the course of settlement negotiations.

3. Arecord in this system of records may be disclosed, as a routine use, to a Member of
Congress submitting a request involving an individual, to whom the record pertains,
when the individual has requested assistance from the Member with respect to the
subject matter of the record.

4. Arecord in this system of records may be disclosed, as a routine use, to a contractor of
the Agency having need for the information in order to perform a contract. Recipients of
information shall be required to comply with the requirements of the Privacy Act of 1974,
as amended, pursuant to 5 U.S.C. 552a(m).

5. Arecord related to an International Application filed under the Patent Cooperation Treaty
in this system of records may be disclosed, as a routine use, to the International Bureau
of the World Intellectual Property Organization, pursuant to the Patent Cooperation
Treaty.

6. Arecord in this system of records may be disclosed, as a routine use, to another federal
agency for purposes of National Security review (35 U.S.C. 181) and for review pursuant
to the Atomic Energy Act (42 U.S.C. 218(c)).

7. Arecord from this system of records may be disclosed, as a routine use, to the
Administrator, General Services, or his/her designee, during an inspection of records
conducted by GSA as part of that agency's responsibility to recommend improvements in
records management practices and programs, under authority of 44 U.S.C. 2904 and
2906. Such disclosure shall be made in accordance with the GSA regulations governing
inspection of records for this purpose, and any other relevant (i.e., GSA or Commerce)
directive. Such disclosure shall not be used to make determinations about individuals.

8. Arecord from this system of records may be disclosed, as a routine use, to the public
after either publication of the application pursuant to 35 U.S.C. 122(b) or issuance of a
patent pursuant to 35 U.S.C. 151. Further, a record may be disclosed, subject to the
limitations of 37 CFR 1.14, as a routine use, to the public if the record was filed in an
application which became abandoned or in which the proceedings were terminated and
which application is referenced by either a published application, an application open to
public inspections or an issued patent.

9. A record from this system of records may be disclosed, as a routine use, to a Federal,
State, or local law enforcement agency, if the USPTO becomes aware of a violation or
potential violation of law or regulation.
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Attorney Docket No. JAC023-587198

MULTI-START CLOSURES FOR OPEN IMPLANTS
CROSS-REFERENCE TO RELATED APPLICATIONS

[0001] The present application is a continuation of U.S. Patent Application No. 15/469,076,
filed March 24, 2017, which is a continuation of U.S. Patent Application No. 14/566,356, filed
December 10, 2014, now U.S. Patent No. 9,636,146, which is a continuation of U.S. Patent
Application No. 13/694,849, filed January 10, 2013, now U.S. Patent No. 8,911,479, issued
December 16, 2014, which claims the benefit of U.S. Provisional Application No. 61/631,746,
filed January 10, 2012 and U.S. Provisional Application No. 61/634,361, filed February 28,

2012, all of which are incorporated by reference herein for all purposes.
BACKGROUND OF THE INVENTION

[0002] The present invention is directed to structure for joining together parts of a medical
implant, in particular to closure mechanisms for use with open bone anchors in spinal surgery,

and in some embodiments thereof, for use with spinal bone anchors such as polyaxial screws.

[0003] Bone anchors, such as bone screws and hooks are utilized in many types of spinal
surgery in order to secure various implants to vertebrae along the spinal column for the purpose
of stabilizing and/or adjusting spinal alignment. For example, the most common mechanism for
providing vertebral support is to implant bone screws into certain bones which then in turn
support a rod or are supported by the rod. Although both closed-ended and open-ended bone
anchors are known, open-ended anchors are particularly well suited for connections to
longitudinal connecting members such as hard, soft or deformable rods, dynamic or elastic
connectors and connector arms, because such rods or other connector members do not need to be
passed through a closed bore, but rather can be laid or urged into an open channel within a
receiver or head of such a bone anchor. Generally, the anchors must be inserted into the bone as
an integral unit or a preassembled unit, in the form of a shank or hook and connected pivotal
receiver. In some instances, a portion of such a preassembled unit, such as a shank of a polyaxial
bone screw assembly, may be independently implanted into bone, followed by push- or pop-on

assembly of a receiver portion of the unit.
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[0004] Typical open-ended bone screws include a threaded shank with a head or receiver
having a pair of parallel projecting branches or arms which form a yoke with a U-shaped slot or
channel to receive a rod or other longitudinal connecting member. Hooks and other types of
connectors, as are used in spinal fixation techniques, may also include similar open ends for
receiving rods or portions of other fixation and stabilization structure. The open-ended head or
rod receiver portion of such implants typically includes a pair of spaced arms forming a channel
closed by a closure member after the rod or other longitudinal connecting member is placed in
the channel. Known closures include slide-on types, twist-on varieties that are rotated ninety
degrees to a locked in position, and a variety of single start helically wound guide and
advancement structures including, for example, thread forms having v-thread, reverse-angle
buttress or square thread forms, to name a few, as well as other non-threadlike helically wound
forms. Sometimes threaded plugs are utilized with outer threaded nuts to prevent splaying of the

receiver arms.

[0005] As indicated above, the force required to press a closure structure down onto a rod or
other connector located between arms of an open implant is considerable. Even though a head or
receiver portion of an open polyaxial bone anchor may be pivoted in a direction to make it easier
for the arms of the open implant to receive a rod or other connector, spinal misalignments,
irregularities and the placement of other surgical tools make it difficult to place the rod or other
connector between the arms of the implant while a closure structure is mated with the open
implant as well as used to push the rod or other connector downwardly into the implant. For
example, when the closure is a cylindrical plug having a single start helically wound guide and
advancement structure, such structure must be aligned with mating structure on one of the
implant arms and then rotated until a portion of the structure is captured by mating guide and
advancement structure on both arms of the implant, all the while the closure is being pressed
down on the rod while other forces are pushing and pulling the rod back out of the implant.
Integral or mono-axial open implants that cannot be pivoted to receive the rod are even more
difficult to manipulate during the initial placement of the rod and initial mating rotation of a
closure plug between the spaced, open arms of the implant. Therefore, extraordinary forces are
placed on the implant and closure plug while the surgeon either pushes down on the rod or pulls
up on the bone to get the rod in position between the implant arms and to initially push down

upon the rod with the closure plug.
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SUMMARY OF THE INVENTION

[0006] A closure structure, top or plug of the invention for insertion between spaced arms of
an open medical implant includes one or more helically wound guide and advancement features,
each feature having a start surface or structure located at or near a bottom surface of the closure
plug, each start structure simultaneously engaging and being captured by each of the spaced arms
of the open implant upon initial rotation of the closure structure with respect to the open implant
arms. According to an aspect of the invention, a double-start closure is disclosed having two
helically wound forms thereon, each form having a start structure for simultaneously engaging a
mating helical form on a respective open implant arm. Each time the illustrated duel- or double-
start closure plug is rotated one turn (three hundred sixty degrees) between the implant arms, the
closure plug advances axially into the implant and toward the rod by a width of two helical
forms. The helically wound forms of the multi-start closure spiral around a cylindrical plug body
thereof to an extent that the closure rotates over ninety degrees to fully or substantially receive
the entire closure plug between the arms of the open implant. The illustrated closure is sized for
at least one complete rotation (three hundred sixty degrees) of the plug with respect to the open
implant to substantially receive the plug between the implant arms. Multi-start closures of the
invention may have two or more coarse or fine helical forms, resulting in fewer or greater forms
per axial distance spiraling about the closure plug body and thus resulting in plugs that rotate less
(when more coarse) or more (when thin or fine) than one complete rotation to be fully received

between the implant arms, typically, at least a ninety-one degree rotation is preferred.

[0007] An illustrated multi-start closure and mating open implant is in the form of non-
threaded, interlocking flange forms. Also disclosed are multi-start closure structures provided
with helically wound forms of other geometry, including, but not limited to helically wound
threads such as reverse angle, buttress, square and v-threads. The multi-start closure may be

cannulated for minimally invasive surgical applications.

[0008] Another illustrated multi-start closure embodiment of the invention is shown with a
bone screw assembly having an open receiver with a pair of opposed arms, each arm having
guide and advancement structure for simultaneous mating engagement with a start of the

helically wound multi-start closure. A further embodiment according to the invention includes an
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open bone anchor receiver having integral upwardly extending break-off tabs that also have the
guide and advancement structure for mating with the multi-start closure. A further embodiment
includes an attachable/detachable guide tool cooperating with such a multi-start open receiver,
the tool having inner guide and advancement structures located near a bottom thereof for
rotatably and matingly receiving the multi-start closure and being synchronized with the receiver
guide and advancement structure for rotating and driving the multi-start closure downward from

the guide tool to the receiver.

[0009] Objects of the invention further include providing apparatus and methods that are
easy to use and especially adapted for the intended use thereof and wherein the tools are
comparatively inexpensive to produce. Other objects and advantages of this invention will
become apparent from the following description taken in conjunction with the accompanying
drawings wherein are set forth, by way of illustration and example, certain embodiments of this

invention.

[0010] The drawings constitute a part of this specification and include exemplary

embodiments of the present invention and illustrate various objects and features thereof.
BRIEF DESCRIPTION OF THE DRAWINGS

[0011] FIG. 1 is a perspective view of an embodiment of a multi-start closure according to

the invention.
[0012]  FIG. 2 is another perspective view of the multi-start closure of FIG. 1.

[0013] FIG. 3 is a front elevational view of the closure of FIG. 1 shown with a portion of a
receiver of a polyaxial bone screw according to FIG. 8, the receiver shown in partial front
elevation with portions broken away to show the detail thereof, and further showing a rod being
pressed upon by the closure, the rod also in partial front elevation with portions broken away to

show the detail thereof.
[0014] FIG. 4 is a reduced top plan view of the closure of FIG. 1.

[0015] FIG. 5 is a reduced bottom plan view of the closure of FIG. 1.
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[0016] FIG. 6 is an enlarged front elevational view of the closure of FIG. 1 with portions

broken away to show the detail thereof.
[0017] FIG. 7 is a reduced cross-sectional view taken along the line 7-7 of FIG. 6.

[0018] FIG. 8 a partial front elevational view of an open bone screw assembly, with portions
broken away to show the detail thereof, including a receiver, a shank, a compression insert and
also shown in engagement with the closure top of FIG. 1 (in reduced view) and a longitudinal

connecting member in the form of a hard rod.

[0019] FIG. 9 is a front elevational view of an alternative closure of an embodiment of the
invention, similar to the closure of FIG. 1, but including a break-off head, the alternative closure
shown with a portion of a receiver of the polyaxial bone screw of FIG. 8 shown in enlarged and
partial front elevation with portions broken away to show the detail thereof, and further showing
a rod being pressed upon by the alternative closure, the rod also in partial front elevation with

portions broken away to show the detail thereof.

[0020] FIG. 10 is another front elevational view of the closure of FIG. 9 with portions

broken away to show the detail thereof.

[0021] FIG. 11 is a front elevational view of an alternative square-thread closure of an
embodiment of the invention with portions broken away to show the detail thereof, the closure
shown with a portion of a receiver of the polyaxial bone screw of FIG. 8 shown in enlarged and
partial front elevation with portions broken away to show the detail thereof, and further showing
a rod being pressed upon by the alternative closure, the rod also in partial front elevation with

portions broken away to show the detail thereof.

[0022] FIG. 12 is a front elevational view of an alternative reverse angle closure of an
embodiment of the invention with portions broken away to show the detail thereof, the closure
shown with a portion of a receiver of the polyaxial bone screw of FIG. 8 shown in enlarged and
partial front elevation with portions broken away to show the detail thereof, and further showing
a rod being pressed upon by the alternative closure, the rod also in partial front elevation with

portions broken away to show the detail thereof.
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[0023] FIG. 13 is a front elevational view of an alternative v-thread closure embodiment of
the invention with portions broken away to show the detail thereof, the closure shown with a
portion of a receiver of the polyaxial bone screw of FIG. 8 shown in enlarged and partial front
elevation with portions broken away to show the detail thereof, and further showing a rod being
pressed upon by the alternative closure, the rod also in partial front elevation with portions

broken away to show the detail thereof.

[0024] FIG. 14 is a front elevational view of an alternative buttress-thread closure
embodiment of the invention with portions broken away to show the detail thereof, the closure
shown with a portion of a receiver of the polyaxial bone screw of FIG. 8 shown in enlarged and
partial front elevation with portions broken away to show the detail thereof, and further showing
a rod being pressed upon by the alternative closure, the rod also in partial front elevation with

portions broken away to show the detail thereof.

[0025] FIG. 15 is a partial front elevational view of an embodiment of a multi-start open
bone anchor receiver of an embodiment of the invention with portions broken away to show the

detail thereof, the receiver including break-off tabs.

[0026]  FIG. 16 is an enlarged and partial front elevational view of the receiver of FIG. 15

with portions broken away to show the detail thereof.

[0027] FIG. 17 is a partial front elevational view of an embodiment of a bone anchor receiver
having a guide and advancement structure that matingly cooperates with the multi-start closure
of FIG. 1, also shown in front elevation, the receiver having portions broken away to show the
detail thereof, and further shown with a guide tool, shown in phantom, the guide tool having a
multi-start guide and advancement structure receiving inner surface synchronized with the bone

anchor receiver guide and advancement structure.
DETAILED DESCRIPTION OF THE INVENTION

[0028] As required, detailed embodiments of the present invention are disclosed herein;
however, it is to be understood that the disclosed embodiments are merely exemplary of the
invention, which may be embodied in various forms. Therefore, specific structural and functional

details disclosed herein are not to be interpreted as limiting, but merely as a basis for the claims

6
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and as a representative basis for teaching one skilled in the art to variously employ the present
invention in virtually any appropriately detailed structure. It is also noted that any reference to
the words top, bottom, up and down, and the like, in this application refers to the alignment
shown in the various drawings, as well as the normal connotations applied to such devices, and is

not intended to restrict positioning of the bone attachment structures in actual use.

[0029] Furthermore, the terms lead, pitch and start, as such terms are used to describe
helically wound guide and advancement structures, are to be understood as follows: Lead is a
distance along the axis of a closure plug that is covered by one complete rotation (360 degrees)
of the closure plug with respect to a mating open implant. Pitch is the distance from a crest (or
outer point or location) of one guide and advancement structure form to the next. For example in
a single-start thread-form, such as a single start, helically wound v-thread closure plug, lead and
pitch are the same. Single start means that there is only one ridge or helically wound form
wrapped around a cylindrical core, or in the case of the present invention, wrapped around a
cylindrical closure plug body and thus there is only one start structure or surface at a base or
forward end of the closure body that initially engages a mating structure on the open implant.
Each time a single start closure rotates one turn (360 degrees), the closure has advanced axially
by a width of one ridge or one helical form. Double-start means that there are two ridges or
forms wrapped around a core body and thus there are two starting surfaces or structures on the
closure plug. Therefore, each time a double-start body rotates one turn (360 degrees), such a
body has advanced axially by a width of two ridges or forms. Multi-start means that there are at

least two and may be up to three or more of such ridges or forms wrapped around a core body.

[0030] With reference to FIGS. 1-8, and in particular to FIG. 8, the reference number 1
generally represents an open implant in the form of a polyaxial bone screw apparatus or
assembly that cooperates with an illustrated closure structure 18 embodiment of the invention.
The bone screw assembly 1 is described in detail in U.S. Provisional Patent Application No.
61/631,746 filed Jan. 10, 2012 and incorporated by reference herein (hereafter the '746
application) and therefore will not be described in great detail herein. The description set forth in
the '746 application includes a more detailed explanation of all the components referenced in
FIG. 8. It is noted that multi-start closure embodiments of the invention, such as the closure 18

may be used with a variety of open implants including, but not limited to a wide variety of
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polyaxial screws, mono-axial or fixed screws, hooks and other types of open implants requiring a
plug or closure mechanism to fix a rod or other implant member to a vertebra or other bone.
Thus, the assembly 1 is only one example of how multi-start closures of the invention may be

used.

[0031] Briefly, the illustrated assembly 1 includes a shank 4 with an upwardly extending
upper portion or capture structure 8; an open receiver 10; a retaining structure or retainer (not
shown) that pivots with the shank 4, a compression or pressure insert 14 and the multi-start
closure structure or plug 18 in the form of a cylindrical plug having a double-start helically
wound flange-form. The closure structure 18 presses against and captures a longitudinal
connecting member, for example, a rod 21 which in turn engages the compression insert 14 that
presses against the shank upper portion 8 that is attached to the retaining structure that in turn
presses against an inner surface of the receiver 10, so as to capture and fix the longitudinal
connecting member 21 within the receiver 10 and thus fix the member 21 relative to a vertebra
(not shown). The illustrated receiver 10 and the shank 4 cooperate in such a manner that the
receiver 10 and the shank 4 can be secured at any of a plurality of angles, articulations or
rotational alignments relative to one another and within a selected range of angles both from side
to side and from front to rear, to enable flexible or articulated engagement of the receiver 10 with
the shank 4 until both are locked or fixed relative to each other near the end of an implantation

procedure.

[0032] The illustrated rod 21 is hard, stiff, non-elastic and cylindrical, having an outer
cylindrical surface 22. However, in other embodiments, the rod 21 may be elastic, deformable
and/or of a different cross-sectional geometry. The rod 21 may be made from a variety of metals,
metal alloys and deformable and less compressible plastics, including, but not limited to rods
made of elastomeric, polyetheretherketone (PEEK) and other types of materials, such as
polycarbonate urethanes (PCU) and polyethylenes. Furthermore, in lieu of a rod, longitudinal
connecting members for use with the assembly 1 may take a variety of shapes, and/or may
include a tensioned cord as described in greater detail in the '746 application that is incorporated

by reference herein.
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[0033] It is noted that the receiver 10 includes guide and advancement structures 168 that are
shown as interlocking flange forms described in greater detail in applicant's U.S. Pat. No.
6,726,689, also incorporated by reference herein. Alternately, when the closure structure includes
a different helical form, the receiver cooperating structures (e.g., 168) must also be of a
cooperating, mating geometry, such as a square-shaped thread receiving form, a buttress thread
receiving form, a reverse angle thread receiving form or other thread-like or non-thread-like
helically wound discontinuous advancement structure receiving forms for operably guiding
under rotation and advancing a multi-start closure structure downward between the receiver arms
160, as well as eventual torquing when the closure structure abuts against the rod 21 or other

connecting member.

[0034] With particular reference to FIGS. 1-7, the illustrated multi-start closure structure 18
is a double start closure having a substantially cylindrical plug body 40 having an axis of rotation
that is the same as that of the receiver 10 and including a helically wound guide and
advancement structure in the form of a pair of helically wound forms 42 and 43, each illustrated
as an interlocking flange form that operably joins with mating flange form guide and
advancement structures 168 disposed on the arms of the receiver 10. The form 42 includes a start
surface or structure 46 and the form 43 includes a start surface or structure 47. Each helically
wound form 42 and 43 may take a variety of forms and geometries, including those described in
Applicant's U.S. Pat. No. 6,726,689, which is incorporated by reference herein. It is noted (and
also described in greater detail subsequently herein) that each of the closure structure guide and
advancement structures or forms 42 and 43 could alternatively be in the form of a buttress
thread, a square thread, a reverse angle thread, a v-thread or other thread like or non-thread like
helically wound advancement structures, for operably guiding under rotation and advancing the
closure structure downward between the arms of the receive 10 and preferably having such a
nature as to resist splaying of the receiver arms when the closure structure 18 is advanced into
the receiver channel. The specific flange forms 42 and 43 illustrated in FIGS. 1-7, as well as
acceptable alternative locking forms, are described in detail in Applicant's U.S. Pat. No.
6,726,689, incorporated by reference herein, and thus shall not be discussed further herein. Such
interlocking flange forms are preferred as the added strength provided thereby beneficially
cooperate with and counter any reduction in strength caused by the any reduced profile of the

receiver 10 that may more advantageously engage longitudinal connecting member components.
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[0035] The illustrated closure structure 18 also includes a top surface 54 with an internal
drive 56 in the form of an aperture that is illustrated as a star-shaped internal drive such as that
sold under the trademark TORX, or may be, for example, a hex drive, or other internal drives
such as slotted, tri-wing, spanner, two or more apertures of various shapes, and the like. A
driving tool (not shown) sized and shaped for engagement with the internal drive 56 is used for
both rotatable engagement and, if needed, disengagement of the closure 18 from the receiver 10
at arms 160. A base or bottom surface 58 of the closure is planar and further includes a rim 60
for engagement and penetration into the surface 22 of the rod 21 in certain embodiments of the
invention. The closure top 18 further includes a cannulation through bore 62 extending along a
central axis thereof and through a drive base surface 63 and the bottom surface 58 thereof. Such
a through bore provides a passage through the closure 18 interior for a length of wire (not
shown) inserted therein to provide a guide for insertion of the closure top into the receiver arms

160.

[0036] The closure structure 18 helically wound flange form start structures 46 and 47 of the
respective forms 42 and 43 are located on opposite sides of the closure plug body 40 and are both
located adjacent the bottom surface 58. As illustrated in FIG. 3, for example, when the closure
structure 18 is rotated into the receiver 10 between receiver arms 160, each having a guide and
advancement structure 168, the start 46 engages mating guide and advancement structure 168 on
one arm 160 and the start 47 simultaneously engages guide and advancement structure 168 on
the opposing arm 160, both forms 42 and 43 being simultaneously captured by the mating forms
168 on the opposed arms 160. As the structure 18 is rotated, the structure advances axially
downwardly between the arms 160 and presses evenly down upon the captured rod 21. Each time
the illustrated duel- or double-start closure plug 18 is rotated one complete turn or pass (three
hundred sixty degrees) between the implant arms, the closure plug 18 advances axially into the
implant and toward the rod by a width of two helical flange forms. The illustrated closure 18 is
sized for at least one complete rotation (three hundred sixty degree) of the plug 18 with respect
to the receiver 10 open arms 160 to substantially receive the plug between the implant arms.
Multi-start closures of the invention may have two or more coarse or fine helical forms, resulting
in fewer or greater forms per axial distance spiraling about the closure plug body and thus
resulting in plugs that rotate less or more than one complete rotation to be fully received between

the implant arms. Preferably, helically wound forms of the multi-start closure of the invention

10

Zimvie_Zimmer Biomet v. Jackson
IPR2023-01431; Petitioners’ EX1002
Page 13 of 347



are sized so as to spiral around a cylindrical plug body thereof to an extent that the closure
rotates at least ninety-one degrees to fully or substantially receive the closure plug between the
arms of the bone screw receiver or other open implant. Particularly preferred guide and
advancement structures are sized for at least one complete turn or pass (three-hundred sixty
degree) of the closure between the receiver 10 arms and as many as two to three rotations to be

fully received between implant arms.

[0037] In use, the receiver 10, the retainer 12 and the compression insert 14 are assembled
with the shank 4 either before or after the shank is implanted into a vertebra, and the resulting
assembly 1 is ultimately attached to the rod 21 or other longitudinal connecting member as
described in the '746 application incorporated by reference herein. It is noted that the shank 4 and
other bone screw assembly parts, the rod 21 (also having a central lumen in some embodiments)
and the closure top 18 having the central bore 62 can be inserted in a percutaneous or minimally
invasive surgical manner, utilizing guide wires. After the rod 21 or other longitudinal connecting
member is positioned in an open or percutaneous manner in cooperation with the at least two
bone screw assemblies 1 (or other open implants), the closure structure 18 is then inserted into
and advanced between the arms 160 of each of the receiver 10. The closure structure 18 is
rotated, using a tool engaged with the inner drive 56 until a selected pressure is reached at which
point the rod 21 engages a U-shaped seating surface of the compression insert 14, further
pressing the insert against the shank upper portion 8 and attached retainer into locked frictional
engagement with the receiver 10. Prior to locking the insert 14 against the shank head 8, the
shank 4 may be pivoted to a plurality of potentially desirable positions with respect to the
receiver 10, followed by locking of the polyaxial mechanism by fully mating the multi-start
closure top 18 with the receiver 10. Different angular or articulated positions of the shank 4 with

respect to the receiver 10 are shown in the '746 application incorporated by reference herein.

[0038] With specific reference to FIGS. 3 and 8, as the multi-start closure structure 18 rotates
and moves downwardly into the respective receiver 10, the rim 60 engages and penetrates the rod
surface 22, the closure structure 18 pressing downwardly against and biasing the rod 21 into
compressive engagement with the insert 14 that urges the shank upper portion 8 and attached
retainer into locking engagement with the receiver, the retainer outer surface frictionally abutting

an inner spherical seating surface of the receiver 10. For example, about 80 to about 120 inch
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pounds of torque on the closure top may be applied for fixing the bone screw shank 6 with
respect to the receiver 10. Also, for example, when the shank 4 is disposed at an angle with
respect to the receiver 10, a part of the shank upper portion 8 may also be in frictional

engagement with a portion of the receiver spherical seating surface.

[0039] If removal of the rod 21 from any of the bone screw assemblies 1 is necessary, or if it
is desired to release the rod 21 at a particular location, disassembly is accomplished by using the
driving tool (not shown) that mates with the internal drive 56 on the closure structure 18 to rotate
and remove such closure structure from the cooperating receiver 10. Disassembly is then

accomplished in reverse order to the procedure described previously herein for assembly.

[0040] With reference to FIGS. 9 and 10, an alternative closure top 18' is shown that is
almost identical to the closure top 18. However, the top 18' differs from the top 18 in that the top
18" includes a break-off head 70' that further includes a top surface 72' having tooling notches
73', an outer faceted driving surface 74', illustrated as having a hex-shaped profile, and an inner
bore 76'. Otherwise, the closure top 18' includes a body 40', a first helical form 42', a second
helical form 43', a body top surface 54', a body internal drive 56', a base 58', arim 60', a
cannulation bore 62' and a drive base surface 63' that is the same or substantially similar to the
respective body 40, first helical form 42, second helical form 43, body top surface 54, internal
drive 56, base 58, rim 60, cannulation bore 62 and drive base surface 63 previously described
herein with respect to the closure top 18. The break-off head 70' is integral with the body 40' at
the body top surface 54'. The inner bore 76' communicates with the inner drive 56' and the
cannulation bore 62'. The break-off head 70' is designed to allow such head 70' to break from the
body 40' at or near the top surface 54' at a preselected torque, for example, 70 to 140 inch
pounds, when a hex-shaped tool (not shown) engages the outer surfaces 74' and drives the
closure structure 18' into the receiver 10 as shown in FIG. 9. The inner drive 56' is used for

disassembly or loosening of the closure 18' from the receiver 10, and re-tightening, if needed.

[0041] With reference to FIG. 11, another alternative multi-start closure top 318 is shown
that is almost identical to the closure top 18 with the exception that the two flange forms 42 and
43 with respective starts 46 and 47 have been replaced with square threads 342 and 343 with
respective starts 346 (not shown) and 347. Otherwise, the dual or double start closure top 318
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includes a body 340, a body top surface 354, a body internal drive 356, a base 358, a rim 360', a
cannulation bore 362 and a drive base surface 363 that is the same or substantially similar to the
respective body 40, body top surface 54, internal drive 56, base 58, rim 60, cannulation bore 62
and drive base surface 63 previously described herein with respect to the closure top 18. In FIG.
11, the closure top 318 is shown partially wound into a polyaxial bone screw receiver 310 having
opposed arms 360 with inner surfaces equipped with guide and advancement structures 368 that
are sized and shaped to simultaneously closely receive and mate with the square threads 342 and
343 of the double closure structure 318. Otherwise, the receiver 310 is identical or substantially
similar to the receiver 10 described in detail in the 746 application incorporated by reference

herein.

[0042] With reference to FIG. 12, an alternative multi-start closure top 418 is shown that is
almost identical to the closure top 18 with the exception that the two flange forms 42 and 43 with
respective starts 46 and 47 have been replaced with reverse angle threads 442 and 443 with
respective starts 446 (not shown) and 447. Otherwise, the dual or double start closure top 418
includes a body 440, a body top surface 454, a body internal drive 456, a base 458, a rim 460', a
cannulation bore 462 and a drive base surface 463 that is the same or substantially similar to the
respective body 40, body top surface 54, internal drive 56, base 58, rim 60, cannulation bore 62
and drive base surface 63 previously described herein with respect to the closure top 18. The
closure top 418 is shown partially wound into a polyaxial bone screw receiver 410 having
opposed arms 460 with inner surfaces equipped with guide and advancement structures 468 that
are sized and shaped to simultaneously closely receive and mate with the reverse angle threads
442 and 443 of the double start closure structure 418. Otherwise, the receiver 410 is identical or
substantially similar to the receiver 10 described in detail in the '746 application incorporated by

reference herein.

[0043] With reference to FIG. 13, another alternative multi-start closure top 518 is shown
that is almost identical to the closure top 18 with the exception that the two flange forms 42 and
43 with respective starts 46 and 47 have been replaced with v-threads 542 and 543 with
respective starts 546 (not shown) and 547. Otherwise, the dual or double start closure top 518
includes a body 540, a body top surface 554, a body internal drive 556, a base 558, a rim 560', a

cannulation bore 562 and a drive base surface 563 that is the same or substantially similar to the
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respective body 40, body top surface 54, internal drive 56, base 58, rim 60, cannulation bore 62
and drive base surface 63 previously described herein with respect to the closure top 18. The
closure top 518 is shown partially wound into a polyaxial bone screw receiver 510 having
opposed arms 560 with inner surfaces equipped with guide and advancement structures 568 that
are sized and shaped to simultaneously closely receive and mate with the threads 542 and 543 of
the double start closure structure 518. Otherwise, the receiver 510 is identical or substantially
similar to the receiver 10 described in detail in the '746 application incorporated by reference

herein.

[0044] With reference to FIG. 14, another alternative multi-start closure top 618 is shown
that is almost identical to the closure top 18 with the exception that the two flange forms 42 and
43 with respective starts 46 and 47 have been replaced with buttress threads 642 and 643 with
respective starts 446 and 447 (not shown). Otherwise, the dual or double start closure top 618
includes a body 640, a body top surface 654, a body internal drive 656, a base 658, a rim 660', a
cannulation bore 662 and a drive base surface 663 that is the same or substantially similar to the
respective body 40, body top surface 54, internal drive 56, base 58, rim 60, cannulation bore 62
and drive base surface 63 previously described herein with respect to the closure top 18. The
closure top 618 is shown partially wound into a polyaxial bone screw receiver 610 having
opposed arms 660 with inner surfaces equipped with guide and advancement structures 668 that
are sized and shaped to simultaneously closely receive and mate with the buttress threads 642
and 643 of the double start closure structure 618. Otherwise, the receiver 610 is identical or
substantially similar to the receiver 10 described in detail in the '746 application incorporated by

reference herein.

[0045] With reference to FIGS. 15 and 16, an open receiver 710 is illustrated that is
substantially similar to the receiver 10 previously described herein with the exception that the
receiver 710 includes opposed arms 760, each having an integral upstanding break-off extension
761. Each receiver arm 760 and integral extension 761 has an inner helically wound guide and
advancement structure 768 that is sized and shaped to mate with the flange forms 42 and 43 of
the dual start closure 18 previously described herein. The break-off extensions 761 are initially
integral with the respective arms 760 and are then broken off by a user after the closure 18 has

been rotatingly advanced along the arm extensions 761 and into the channel located between the
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receiver arms 760. In the illustrated embodiment, in addition to an outer groove or notch 770
located at or near a top surface 769 of each of the arms 760 where the extensions 761 break off
from the receiver arms, illustrated inner arm surfaces include a recess or cut 771, best shown in
FIG. 16, that runs substantially horizontally. Each recess 771 is curved and elongate and
disposed somewhat cross-wise or transverse to the respective flange form 768. For example, with
reference to the arm 760 shown in FIG. 16, the recess 771 cuts into a weakened region, generally
780, where the arm 760 joins with the respective attached adjacent extension 761, the curved and
elongate recess 771 beginning at a lower portion or location 781 of the flange form recess or
segment and terminating at an opposed upper end location of the flange form segment, while
otherwise leaving the flange form 768 intact. Stated in another way, the substantially
horizontally extending recess 771 cuts into both a lead portion and a trailing portion of each of
the flange form segments located near and directly above the opposed arms 760 and substantially
opposite the notch 770, thus further weakening the region where the extension and the arm
attach, without destroying the flange form path, so that the closure 18 is not derailed by the
recess 771 or otherwise prohibited from moving downwardly into the receiver channel formed

between the receiver arms 760.

[0046] With reference to FIG. 17, the multi-start closure 18 is shown cooperating with a
spinal implant receiver, such as a bone screw receiver 10' and a discrete, detachable guide tool
801. The elongate guide tool 801, only partially shown in FIG. 17, is typically sized for
extending from the bone screw receiver 10' upwardly to a location outside of a patient, the tool
providing a guide channel for operably guiding the rod 21 or other longitudinal connecting
member from a position exterior of the bone screw receiver 10' toward and into the bone screw
receiver 10'. The illustrated guide tool has opposed arms 805, each arm having a helical guide
and advancement structure 810 thereon that is illustrated as a square thread form, but may be of
other geometry, including a flange form the same or similar to the flange forms 168' of the
receiver 10' that mates with the flange forms 42 and 43 of the closure structure 18. Thus, the
illustrated structures 810 are sized and shaped for receiving and rotating engagement with a dual
start closure. The closure 18 is shown partially wound into the receiver 10’ that is identical or
substantially similar to the receiver 10 with the exception of certain outer arm surface features
(not shown). Thus, the receiver 10" includes opposed arms 160' with inner surfaces having guide

and advancement structures 168' that are sized and shaped to simultaneously closely receive and
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mate with the flange forms 42 and 43 of the dual start closure structure 18. The guide tool 801
includes attachment structure for detachable attachment to the receiver 10'(not shown), that may
take a variety of forms and methods, including, but not limited to a slide-on, slide-off
attachment, a snap-on, rotate off attachment, a rotate-on and rotate-off attachment, to name a
few. For example, cooperating attachment structure for both the tool and the receiver may be
used that is disclosed in U.S. Pat. No. 7,470,279 and incorporated by reference herein. Returning
to the inner helically wound guide and advancement structure 810 formed on each arm 804 of the
guide tool 801, the structure 810 is sized and shaped for being aligned with the receiver arms
160' during removable attachment of the tool 801 with the respective bone screw receiver 10' so
as to continue the helical pathway for the closure 18, the structures 810 being synchronized with
the flange forms 168" to allow for the rotation and driving transfer of the closure 18 from the tool

801 into the receiver 10'.

[0047] It is to be understood that while certain forms of the present invention have been
illustrated and described herein, it is not to be limited to the specific forms or arrangement of

parts described and shown.
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CLAIMS

1. A medical implant assembly comprising:

a receiver having a first arm and a second arm, the first arm and the second arm each
having a top side surface;

a channel formed by the first arm and the second arm and opening between a front outer
face and a second outer face of the receiver, the channel adapted to receive a longitudinal
connecting member, the channel closeable with a closure having an axis of rotation and a bottom
surface that is closed and flat;

a first interior surface of the first arm opposite the first side outer face;

a second interior surface of the second arm opposite the second side outer face;

a first discontinuous helically wound structure on the first interior surface of the first arm,
the first discontinuously helically wound structure engageable to a first start of a first
continuously helically wound form disposed on the closure; and

a second discontinuous helically wound structure on the second interior surface of the
second arm, the second discontinuous helically wound structure engageable to a second start of a
second continuous helically wound form disposed on the closure, a rotation of the closure about
the axis of rotation between the first arm and the second arm causing a simultaneous mating of
the first start with the first discontinuous helically wound structure and the second start with the
second discontinuous helically wound structure, the closure rotationally advanceable within the
channel until the bottom surface engages and locks the longitudinal connecting member within

the channel.

2. The medical implant assembly of claim 1, further comprising:

a guide tool having a first guide arm and a second guide arm detachably attached to the
receiver;

a third discontinuous helically wound structure on the first guide arm; and

a fourth discontinuous helically wound structure on the second guide arm, the first start
being mated with the third discontinuous helically wound structure simultaneously with the
second start being mated with the fourth discontinuous helically wound structure when the

closure is rotated between the first guide arm and the second guide arm, the third discontinuous
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helically wound structure and the fourth discontinuous helically wound structure adapted to

transfer the closure between the guide tool and the receiver.

3. The medical implant assembly of claim 1, wherein the first continuous helically wound

form and the second continuous helically wound form are each flange forms.

4. The medical implant assembly of claim 1, wherein the first continuous helically wound
form and the second continuous helically wound form are each one of: v-threads, square threads,

reverse angle threads, or buttress threads.

5. The medical implant assembly of claim 1, wherein the first start is disposed at a

diametrically opposed location on the closure from the second start.

6. The medical implant assembly of claim 1, wherein each of the first start and the second
start is disposed at a top of the closure, the first helically wound form and the second helically

wound form each extending along an outer surface of the closure to a bottom of the closure.

7. A medical implant assembly comprising:

a receiver having a first arm and a second arm, the first arm and the second arm each
having a top side surface;

a channel formed by the first arm and the second arm, the channel closeable with a
closure having an axis of rotation;

a first interior surface of the first arm;

a second interior surface of the second arm;

a first discontinuous helically wound structure on the first interior surface of the first arm,
the first discontinuously helically wound structure engageable to a first start of a first
continuously helically wound form disposed on the closure; and

a second discontinuous helically wound structure on the second interior surface of the
second arm, the second discontinuous helically wound structure engageable to a second start of a
second continuous helically wound form disposed on the closure, a rotation of the closure about
the axis of rotation between the first arm and the second arm causing a simultaneous mating of

the first start with the first discontinuous helically wound structure and the second start with the
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second discontinuous helically wound structure, the closure rotationally advanceable within the

channel until locked within the channel.

8. The medical implant assembly of claim 7, wherein the closure has a bottom surface that
is closed.

9. The medical implant assembly of claim 8, wherein the bottom surface is flat.

10.  The medical implant assembly of claim 7, wherein the first continuous helically wound

form and the second continuous helically wound form are each one of: v-threads, square threads,

reverse angle threads, or buttress threads.

11.  The medical implant assembly of claim 7, wherein the first continuous helically wound

form and the second continuous helically wound form are each flange forms.

12. A medical implant assembly comprising:

a receiver having a first arm and a second arm, the first arm having a first inwardly facing
surface and the second arm having a second inwardly facing surface;

a first discontinuous helically wound guide and advancement structure disposed on the
first inwardly facing surface; and

a second discontinuous helically wound guide and advancement structure disposed on the
second inwardly facing surface, each of the first discontinuous helically wound guide and
advancement structure and the second discontinuous helically wound guide and advancement
structure adapted to mate with at least one closure helically wound guide and advancement

structure having a plurality of starts.

11.  The medical implant assembly of claim 12, wherein the plurality of starts includes a first

start and a second start.

12.  The medical implant assembly of claim 12, wherein the first start is disposed at a

diametrically opposed location from the second start.
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ABSTRACT

An open implant closure structure includes a helically wound guide and advancement
structure having at least two helically wound forms thereon providing a multi-start closing
mechanism for use between spaced arms of a cooperating open medical implant having mating
helically wound structure thereon. Illustrated structures include interlocking flange forms, v-

threads, square threads, reverse angle threads and buttress threads and receivers with break-off

extensions and cooperating tooling.
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national security, and the date shown on this Acknowledgement Receipt will establish the international filing date of
the application.
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PTO/AIA/14
U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE

.. Attorney Docket Number JAC023-587198
Application Data Sheet37 CFR 1.76

Application Number

Title of Invention MULTI-START CLOSURES FOR OPEN IMPLANTS

The application data sheet is part of the provisional or nonprovisional application for which it is being submitted. The following form contains the
bibliographic data arranged in a format specified by the United States Patent and Trademark Office as outlined in 37 CFR 1.76.

This document may be completed electronically and submitted to the Office in electronic format using the Electronic Filing System (EFS) or the document
may be printed and included in a paper filed application.

Secrecy Order 37 CFR 5.2:

Portions or all of the application associated with this Application Data Sheet may fall under a Secrecy Order pursuant to 37
[ CFR 5.2 (Paper filers only. Applications that fall under Secrecy Order may not be filed electronically.)

Inventor Information:

Inventor 1

Legal Name
Prefix| Given Name Middle Name Family Name Suffix
Roger P. Jackson
Residence Information (Select One) (® US Residency (O Non US Residency (O Active US Military Service
City | Prairie Village ‘ State/Province | Ks ‘ Country of Residence | | us

Mailing Address of Inventor:

Address 1 4706 W. 86th Street

Address 2

City | Prairie Village | State/Province ‘ KS
Postal Code 66207 Country i us

Inventor 2

Legal Name

Prefix| Given Name Middle Name Family Name Suffix
James L. Surber

Residence Information (Select One) (®) US Residency (O Non US Residency (O Active US Military Service

City | KansasCity ‘ State/Province | KS ‘ Country of Residence i us

Mailing Address of Inventor:

Address 1 1434 S. 88th Street

Address 2

City Kansas City | State/Province l KS
Postal Code | 66111 ‘ Country i us

All Inventors Must Be Listed - Additional Inventor Information blocks may be generated

within this form by selecting the Add button.

Correspondence Information:

WEB ADS 1.0
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PTO/AIA/14 (08-15)
Approved for use through 04/30/2017. OMB 0651-0032
U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE

Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it contains a valid OMB control number.

Attorney Docket Number

JAC023-587198

Application Data Sheet37 CFR 1.76
Application Number

Title of Invention MULTI-START CLOSURES FOR OPEN IMPLANTS

Enter either Customer Number or complete the Correspondence Information section below.

For further information see 37 CFR 1.33(a).

[] An Addressis being provided for the correspondence Information of this application.

Customer Number 24030

Email Address

| [ AddEmail | [ Remove Email

Application Information:

Title of the Invention MULTI-START CLOSURES FOR OPEN IMPLANTS

Attorney Docket Number | JAC023-587198 Small Entity Status Claimed ]
Application Type Nonprovisional

Subject Matter Utility

Total Number of Drawing Sheets (if any) 7 Suggested Figure for Publication (if any)

Filing By Reference:

Only complete this section when filing an application by reference under 35 U.S.C. 111{c} and 37 CFR 1.57(a). Do not complete this section if
application papers including a specification and any drawings are being filed. Any domestic benefit or foreign priority information must be
provided in the appropriate section(s) below (i.e., "Domestic Benefit/National Stage Information” and “Foreign Priority Information”).

For the purposes of a filing date under 37 CFR 1.53(b), the description and any drawings of the present application are replaced by this

reference to the previously filed application, subject to conditions and requirements of 37 CFR 1.57(a).

Application number of the previously Filing date (YYYY-MM-DD)

filed application

Intellectual Property Authority or Country

Publication Information:

[ ] RequestEarly Publication (Fee required at time of Request 37 CFR 1.219)

Request Not to Publish. | hereby request that the attached application not be published under
122(b) and certify that the invention disclosed in the attached application has not and will not be the subject of an
application filed in another country, or under a multilateral international agreement, that requires publication at eighteen

O

months after filing.

35US.C.

Representative Information:

Representative information should be provided for all practitioners having a

power of attorney in the application. Providing

this information in the Application Data Sheet does not constitute a power of attorney in the application (see 37 CFR 1.32).
Either enter Customer Number or complete the Representative Name section below. If both sections are completed the customer Number

will be used for the Representative Information during processing.

Please Select One: @ Customer Number

| O US Patent Practitioner

’ O Limited Recognition (37 CFR 11.9)

Customer Number 24030

WEB ADS 1.0
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U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE
Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it contains a valid OMB control number.

Application Data Sheet37 CFR 1.76

Attorney Docket Number

JAC023-587198

Application Number

Title of Invention

MULTI-START CLOSURES FOR OPEN IMPLANTS

Prefix Given Name Middle Name Family Name Suffix
Registration Number
Prefix Given Name Middle Name Family Name Suffix

Registration Number

selecting the Add button.

Additional Representative Information blocks may be generated within this form by

Domestic Benefit/National Stage Information:

This section allows for the applicant to either claim benefit under 35 U.S.C. 119(e), 120, 121, 365(c), or 386(c) or indicate National
Stage entry from a PCT application. Providing benefit claim information in the Application Data Sheet constitutes the specific

reference required by 35 U.S.C. 119(e) or 120, and 37 CFR 1.78.
When referring to the current application, please leave the “Application Number” field blank.

Prior Application Status | Pending
Filing or 371(c) Date
Application Number Continuity Type Prior Application Number (YYYY-MM-DD)
Continuation of 15469076 2017-03-24
Prior Application Status | Patented
Application _ Prior Application Filing Date Issue Date
Number Continuity Type Number (YYYY-MM-DD) Patent Number (YYYY-MM-DD)
15469076 Continuation of 14566356 2014-12-10 9636146 2017-05-02
Prior Application Status | Patented
Application . Prior Application Filing Date Issue Date
Number Continuity Type Number (YYYY-MM-DD) Patent Number (YYYY-MM-DD)
14566356 Continuation of 13694849 2013-01-10 8911479 2014-12-16
Prior Application Status | Expired
Filing or 371(c) Date
Application Number Continuity Type Prior Application Number (YYYY-MM-DD)
13694849 Claims benefit of provisional 61631746 2012-01-10
Prior Application Status | Expired
Filing or 371(c) Date
Application Number Continuity Type Prior Application Number (YYYY-MM-DD)
13694849 Claims benefit of provisional 61634361 2012-02-28
WEB ADS 1.0
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U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE
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L. Attorney Docket Number JAC023-587198
Application Data Sheet37 CFR 1.76

Application Number

Title of Invention MULTI-START CLOSURES FOR OPEN IMPLANTS

Additional Domestic Benefit/National Stage Data may be generated within this form by
selecting the Add button.

Foreign Priority Information:

This section allows for the applicant to claim priority to a foreign application. Providing this information in the application data sheet
constitutes the claim for priority as required by 35 U.S.C. 119(b) and 37 CFR 1.55. When priority is claimed to a foreign application that is eligible
for retrieval under the priority document exchange program (PDX) the information will be used by the Office to automatically attempt retrieval
pursuant to 37 CFR 1.55(i)(1) and (2). Under the PDX program, applicant bears the ultimate responsibility for ensuring that a copy of the foreign
application is received by the Office from the participating foreign intellectual property office, or a certified copy of the foreign priority
application is filed, within the time period specified in 37 CFR 1.55(g)(1).

Application Number CountryI Filing Date (YYYY-MM-DD) Access Codei(if applicable)

Additional Foreign Priority Data may be generated within this form by selecting the Add
button.

Statement under 37 CFR 1.55 or 1.78 for AlA (First Inventor to File) Transition
Applications

This application (1) claims priority to or the benefit of an application filed before March 16, 2013 and (2) also

contains, or contained at any time, a claim to a claimed invention that has an effective filing date on or after March
[] 16,2013.

NOTE: By providing this statement under 37 CFR 1.55 or 1.78, this application, with a filing date on or after March

16, 2013, will be examined under the first inventor to file provisions of the AlA.
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PTO/AIA/14 (08-15)
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U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE

Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it contains a valid OMB control number.

L. Attorney Docket Number JAC023-587198
Application Data Sheet37 CFR 1.76

Application Number

Title of Invention MULTI-START CLOSURES FOR OPEN IMPLANTS

Authorization or Opt-Out of Authorization to Permit Access:

When this Application Data Sheet is properly signed and filed with the application, applicant has provided written authority to
permit a participating foreign intellectual property (IP) office access to the instant application-as-filed (see paragraph A in
subsection 1 below) and the European Patent Office (EPO) access to any search results from the instant application (see
paragraph B in subsection 1 below).

Should applicant choose not to provide an authorization identified in subsection 1 below, applicant must opt-out of the
authorization by checking the corresponding box A or B or both in subsection 2 below.

NOTE: This section of the Application Data Sheet is ONLY reviewed and processed with the INITIAL filing of an application.
After the initial filing of an application, an Application Data Sheet cannot be used to provide or rescind authorization for access
by a foreign IP office(s). Instead, Form PTO/SB/39 or PTO/SB/69 must be used as appropriate.

1. Authorization to Permit Access by a Foreign Intellectual Property Office(s)

A. Priority Document Exchange (PDX} - Unless box A in subsection 2 {opt-out of authorization) is checked, the undersigned
hereby grants the USPTO authority to provide the European Patent Office (EPO), the Japan Patent Office (JPO), the Korean
Intellectual Property Office {(KIPO), the State Intellectual Property Office of the People’s Republic of China (SIPO), the World
Intellectual Property Organization (WIPQ), and any other foreign intellectual property office participating with the USPTQO in a
bilateral or multilateral priority document exchange agreement in which a foreign application claiming priority to the instant
patent application is filed, access to: (1) the instant patent application-as-filed and its related bibliographic data, (2) any foreign
or domestic application to which priority or benefit is claimed by the instant application and its related bibliographic data, and
(3) the date of filing of this Authorization. See 37 CFR 1.14(h)(1).

B. Search Results from U.S. Application to EPO - Unless box B in subsection 2 (opt-out of authorization) is checked, the
undersigned hereby grants the USPTO authority to provide the EPO access to the bibliographic data and search results from
the instant patent application when a European patent application claiming priority to the instant patent application is filed. See
37 CFR 1.14(h)(2).

The applicant is reminded that the EPO’s Rule 141(1) EPC (European Patent Convention) requires applicants to submit a copy of
search results from the instant application without delay in a European patent application that claims priority to the instant
application.

2. Opt-Out of Authorizations to Permit Access by a Foreign Intellectual Property Office(s)

A. Applicant DOES NOT authorize the USPTO to permit a participating foreign IP office access to the instant
[] application-as-filed. If this box is checked, the USPTO will not be providing a participating foreign IP office with any
documents and information identified in subsection 1A above.

n B. Applicant DOES NOT authorize the USPTO to transmit to the EPO any search results from the instant patent
application. If this box is checked, the USPTO will not be providing the EPO with search results from the instant application.

NOTE: Once the application has published or is otherwise publicly available, the USPTO may provide access to the application in
accordance with 37 CFR 1.14.
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Attorney Docket Number JAC023-587198

Application Data Sheet37 CFR 1.76

Application Number

Title of Invention MULTI-START CLOSURES FOR OPEN IMPLANTS

Applicant Information:

Providing assignment information in this section does not substitute for compliance with any requirement of part 3 of Title 37 of CFR to have
an assignment recorded by the Office.

Applicant 1

If the applicant is the inventor (or the remaining joint inventor or inventors under 37 CFR 1.45), this section should not be completed. The
information to be provided in this section is the name and address of the legal representative who is the applicant under 37 CFR 1.43; or the
name and address of the assignee, person to whom the inventor is under an obligation to assign the invention, or person who otherwise shows
sufficient proprietary interest in the matter who is the applicant under 37 CFR 1.46. If the applicant is an applicant under 37 CFR 1.46 (assignee,
person to whom the inventor is obligated to assign, or person who otherwise shows sufficient proprietary interest) together with one or more
joint inventors, then the joint inventor or inventors who are also the applicant should be identified in this section.

(®) Assignee (O Legal Representative under 35U.S.C. 117 (O JointInventor

O Person to whom the inventor is obligated to assign. O Person who shows sufficient proprietary interest

If applicant is the legal representative, indicate the authority to file the patent application, the inventor is:

Name of the Deceased or Legally Incapacitated Inventor:

If the Applicant is an Organization check here. ]
Prefix Given Name Middle Name Family Name Suffix
Roger P. Jackson

Mailing Address Information For Applicant:

Address 1 4706 W. 86th Street

Address 2

City Prairie Village State/Province KS
Country' us Postal Code 66207
Phone Number Fax Number

Email Address

Additional Applicant Data may be generated within this form by selecting the Add button.
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. . Attorney Docket Number JAC023-587198
Application Data Sheet37 CFR 1.76

Application Number

Title of Invention MULTI-START CLOSURES FOR OPEN IMPLANTS

Assignee Information including Non-Applicant Assignee Information:

Providing assignment information in this section does not substitute for compliance with any requirement of part 3 of Title 37 of
CFR to have an assignment recorded by the Office.

Assignee 1
Complete this section if assignee information, including non-applicant assignee information, is desired to be included on the patent application
publication. An assignee-applicant identified in the "Applicant Information" section will appear on the patent application publication as an
applicant. For an assignee-applicant, complete this section only if identification as an assignee is also desired on the patent application
publication.

If the Assignee or Non-Applicant Assignee is an Organization check here. ]
Prefix Given Name Middle Name Family Name Suffix
Roger P. Jackson

Mailing Address Information For Assignee including Non-Applicant Assignee:

Address 1 4706 W. 86th Street

Address 2

City Prairie Village State/Province KS
Country i us Postal Code 66207
Phone Number Fax Number

Email Address

Additional Assignee or Non-Applicant Assignee Data may be generated within this form by
selecting the Add button.
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Attorney Docket Number JAC023-587198

Application Data Sheet37 CFR 1.76

Application Number

Title of Invention MULTI-START CLOSURES FOR OPEN IMPLANTS

Signature:

NOTE: This Application Data Sheet must be signed in accordance with 37 CFR 1.33(b). However, if this Application Data Sheet
is submitted with the INITIAL filing of the application and either box A or B is not checked in subsection 2 of the
“Authorization or Opt-Out of Authorization to Permit Access” section, then this form must also be signed in accordance
with 37 CFR 1.14{c).

This Application Data Sheet must be signed by a patent practitioner if one or more of the applicants is a juristic entity (e.
g., corporation or association). If the applicant is two or more joint inventors, this form must be signed by a patent practitioner,
all joint inventors who are the applicant, or one or more joint inventor-applicants who have been given power of attorney (e.g.,
see USPTO Form PTO/AIA/81) on behalf of all joint inventor-applicants.

See 37 CFR 1.4(d) for the manner of making signatures and certifications.

Signature |/Taryn A. Elliott/ Date (YYYY-MM-DD)

First Name Taryn Last Name Elliott Registration Number 66984

Additional Signature may be generated within this form by selecting the Add button.
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DECLARATION (37 CFR 1.63) FOR UTILITY OR DESIGN APPLICATION USING AN
APPLICATION DATA SHEET (37 CFR 1.76)

Title of | MULTI-START CLOSURES FOR OPEN IMPLANTS

Invention

As the betow named inventor, | hereby declare that:

This declaration ceat
is directed to: The attached application, or

D Uniled States application or PCT international application number

fited on

The above-identified application was made or authorized to be made by me.

| helieve that | am the original inventor or an original joint inventor of a claimed invention in the application.

| hereby acknowledge that any willful false statement made in this declaration is punishable under 18 U.S.C. 1001
by fine or imprisonment of not more than five (5) years, or both.

WARNING:

Petitionerfapplicant is cautioned to avoid submitting personal information in documents filed in a patent application that may
confribute to identity theft. Personal information such as sacial security numbers, bank account numbers, or credit card numbers
(other than a check or credit card authorization form PTO-2038 submitted for payment purposes) is never required by the USPTO
to suppeort a petition or an application. [f this type of personal information is included in documents submitted to the USPTO,
petitionersfapplicants should consider redacting such personal information from the documents before submitting them to the
USPTO. Petitionerfapplicant is advised that the record of a patent application is available to the public after publication of the
application (unless a non-publication request in compliance with 37 CFR 1.213(a) is made in the application} or issuance of a
palent. Furthermore, the record from an abandoned application may also be available to the public if the application is
referenced in a published application or an issued patent (see 37 CFR 1.14). Checks and credit card authorization forms
PTO-2038 submitted for payment purposes are not retained in the application file and therefore are not publicly available.

LEGAL NAME OF INVENTOR

Inventor: ROge%' JaCksonA f Date (Optional) :

Signature: 7/&?{9'»/ f ,\%}/«4/[/4/04-“

Note: An application data sheet (PTOISB/K or equivalent), including naming the entire inveniive enfity, must accompany this form or must have
been previously filed. Use an additional PTO/AIAf01 form for each addilional inventor.

This callection of information is required by 35 U.S.C. 115 and 37 CFR 1.63. The information is required lo obtain or retain a benefit by the public which is to fite (and
by the USPTO to process) an apptication. Confidentiality is governed by 35 U.5.C. 122 and 37 CFR 1.11 and 1.14. This ¢collection is estimated to {ake 1 minute lo
complele, including gathering, preparing, and submitting the completed application form to the USPTQ. Time will vary depending upon the individual case. Any
comments on the amount of time you require to complele this form andfor suggestions for reducing this burden, should be sent o the Chief Information Officer, U.S.
Patent and Teademark Office, U.S. Department of Commerce, P.O. Box 1450, Alexandria, VA 22313-1450. DO NOT SEND FEES OR COMPLETED FORMS TO

THIS ADCRESS. SEND TO: Commissioner for Patents, P.O. Box 1450, Alexandria, VA 22313-1450.
If you need assistance in completing the form, call 1.800-PTQ-9199 and select option 2.
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DECLARATION (37 CFR 1.63) FOR UTILITY OR DESIGN APPLICATION USING AN
APPLICATION DATA SHEET (37 CFR 1.76)

Title of | MULTI-START CLOSURES FOR OPEN IMPLANTS

Invention

As the below named inventor, | hereby declare that;

This declaration et
is directed to: The attached application, or

D United States application or PCT international application number

filed on

The above-identified application was made or authorized {o be made by me.

| believe that | am the original inventor or an original joint inventor of a claimed invention in the application.

t hereby acknowledge that any willful false statement made in this dectaration is punishable under 18 U.8.C. 1001
by fine or imprisonment of not mere than five (5) years, or botit.

WARNING:

Petitioner/applicant is cautioned to avoid submitting personal information in documents filed in a patent application that may
contribute to identity theft. Personal information such as social security numbers, bank accouni numbers, or credit card numbers
(other than a check or credit card authorization form PTO-2038 submitted for payment purposes) is never required by the USPTO
to support a petition or an application. If this type of personal information is included in documents submitted to the USPTO,
petitioners/applicants should consider redacting such personal information from the documents before submitting them to the
USPTO. Petitioner/applicant is advised that the record of a patent application is available to the public after publication of the
application {unless a non-publication request in compliance with 37 CFR 1.213(a) is made in the application) or issuance of a
patent. Furthermore, the record from an abandoned application may also be available to the public if the application is
referenced in a published application or an issued patent (see 37 CFR 1.14). Checks and credit card authorization forms
PTO-2038 submitted for payment purposes are not retained in the application file and therefore are not publicly available.

LEGAL NAME OF INVENTOR

Inventor: James L. Surber Date (Optional} :
Signature: \’A\Wi—\

Note: An application data sheet (PTO/SB/14 or equivalent}, including naming Ihe entire invenlive entity, must accompany this form or must have
been previously fited. Use an additional PTO/AIA/01 form for each additional inventor.

This collection of information is required by 35 U.S.C. 115 and 37 CFR 1.63, The information is required to oblain or retain a benefit by the public which Is Lo fils (and
by the USE‘TO to process) an application. Confidentiality is governed by 35 U.S.C. 122 and 37 CFR 1.11 and 1.14. This collection is estimaled to take 1 minute to
complele, including gathering, preparing, and submitting the completed application form to the USPTO. Time will vary depending upon the individual case. Any
comments on the amaunt of {ime you require to complete this form andfor suggestions for reducing this burden, should be sent to the Chief Information Officer, U.S.
Patent and Trademark Office, U.S. Department of Cemmerce, P.O. Box 1450, Alexandria, VA 22313-1450. DO NOT SEND FEES OR COMPLETED £ORMS TO

THIS ADDRESS. SEND TO: Commissloner for Patents, P,0, Box 1450, Alexandria, VA 22313-1450.
1f you need assistance in compleling the form, calf 1-800-PT0O-9199 and select option 2.
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UNITED STATES PATENT AND TRADEMARK OFFICE

UNTTED STATES DEPARTMENT OF COMMERCE
United States Patent and Trademark Office
Address: COMMISS%ONER FOR PATENTS

Q. Box

Alexandria, Virginia 22313-1450
WWW.uspto.gov

APll\jﬂlel\ig}TnIiON I 3511%£\IDGA?IEE I Gl?IN?TRT I FIL FEE REC'D I ATTY.DOCKET.NO ITOT CLA]MSIIND CLAIMSl
15/964,502 04/27/2018 3733 1720 JAC023-587198 14 3
CONFIRMATION NO. 5939
24030 FILING RECEIPT
POLSINELLI PC
00 West 48th Place LA
Suite 900

KANSAS CITY, MO 64112-1895
Date Mailed: 05/22/2018

Receipt is acknowledged of this non-provisional patent application. The application will be taken up for examination
in due course. Applicant will be notified as to the results of the examination. Any correspondence concerning the
application must include the following identification information: the U.S. APPLICATION NUMBER, FILING DATE,
NAME OF APPLICANT, and TITLE OF INVENTION. Fees transmitted by check or draft are subject to collection.
Please verify the accuracy of the data presented on this receipt. If an error is noted on this Filing Receipt, please
submit a written request for a Filing Receipt Correction. Please provide a copy of this Filing Receipt with the
changes noted thereon. If you received a "Notice to File Missing Parts" for this application, please submit
any corrections to this Filing Receipt with your reply to the Notice. When the USPTO processes the reply
to the Notice, the USPTO will generate another Filing Receipt incorporating the requested corrections

Inventor(s)

Roger P. Jackson, Prairie Village, KS;

James L. Surber, Kansas City, KS;
Applicant(s)

Roger P. Jackson, Prairie Village, KS;
Assignment For Published Patent Application

Roger P. Jackson, Prairie Village, KS

Power of Attorney: The patent practitioners associated with Customer Number 24030

Domestic Priority data as claimed by applicant
This application is a CON of 15/469,076 03/24/2017 PAT 9956004
which is a CON of 14/566,356 12/10/2014 PAT 9636146
which is a CON of 13/694,849 01/10/2013 PAT 8911479
which claims benefit of 61/631,746 01/10/2012
and claims benefit of 61/634,361 02/28/2012

Foreign Applications for which priority is claimed (You may be eligible to benefit from the Patent Prosecution
Highway program at the USPTO. Please see http://www.uspto.gov for more information.) - None.

Foreign application information must be provided in an Application Data Sheet in order to constitute a claim to
foreign priority. See 37 CFR 1.55 and 1.76.

Permission to Access Application via Priority Document Exchange: Yes

Permission to Access Search Results: Yes
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Applicant may provide or rescind an authorization for access using Form PTO/SB/39 or Form PTO/SB/69 as
appropriate.

If Required, Foreign Filing License Granted: 05/18/2018

The country code and number of your priority application, to be used for filing abroad under the Paris Convention,
is US 15/964,502

Projected Publication Date: 08/30/2018
Non-Publication Request: No

Early Publication Request: No
Title

MULTI-START CLOSURES FOR OPEN IMPLANTS
Preliminary Class
606
Statement under 37 CFR 1.55 or 1.78 for AIA (First Inventor to File) Transition Applications: No

PROTECTING YOUR INVENTION OUTSIDE THE UNITED STATES

Since the rights granted by a U.S. patent extend only throughout the territory of the United States and have no
effect in a foreign country, an inventor who wishes patent protection in another country must apply for a patent
in a specific country or in regional patent offices. Applicants may wish to consider the filing of an international
application under the Patent Cooperation Treaty (PCT). An international (PCT) application generally has the same
effect as a regular national patent application in each PCT-member country. The PCT process simplifies the filing
of patent applications on the same invention in member countries, but does not result in a grant of "an international
patent" and does not eliminate the need of applicants to file additional documents and fees in countries where patent
protection is desired.

Almost every country has its own patent law, and a person desiring a patent in a particular country must make an
application for patent in that country in accordance with its particular laws. Since the laws of many countries differ
in various respects from the patent law of the United States, applicants are advised to seek guidance from specific
foreign countries to ensure that patent rights are not lost prematurely.

Applicants also are advised that in the case of inventions made in the United States, the Director of the USPTO must
issue a license before applicants can apply for a patent in a foreign country. The filing of a U.S. patent application
serves as a request for a foreign filing license. The application's filing receipt contains further information and
guidance as to the status of applicant's license for foreign filing.

Applicants may wish to consult the USPTO booklet, "General Information Concerning Patents” (specifically, the
section entitled "Treaties and Foreign Patents") for more information on timeframes and deadlines for filing foreign
patent applications. The guide is available either by contacting the USPTO Contact Center at 800-786-9199, or it
can be viewed on the USPTO website at http://www.uspto.gov/web/offices/pac/doc/general/index.html.

For information on preventing theft of your intellectual property (patents, trademarks and copyrights), you may wish

to consult the U.S. Government website, http://www.stopfakes.gov. Part of a Department of Commerce initiative,

this website includes self-help "toolkits" giving innovators guidance on how to protect intellectual property in specific
page 2 of 4
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countries such as China, Korea and Mexico. For questions regarding patent enforcement issues, applicants may
call the U.S. Government hotline at 1-866-999-HALT (1-866-999-4258).

LICENSE FOR FOREIGN FILING UNDER
Title 35, United States Code, Section 184

Title 37, Code of Federal Regulations, 5.11 & 5.15
GRANTED

The applicant has been granted a license under 35 U.S.C. 184, if the phrase "IF REQUIRED, FOREIGN FILING
LICENSE GRANTED" followed by a date appears on this form. Such licenses are issued in all applications where
the conditions for issuance of a license have been met, regardless of whether or not a license may be required as
set forth in 37 CFR 5.15. The scope and limitations of this license are set forth in 37 CFR 5.15(a) unless an earlier
license has been issued under 37 CFR 5.15(b). The license is subject to revocation upon written notification. The
date indicated is the effective date of the license, unless an earlier license of similar scope has been granted under
37 CFR 5.13 or 5.14.

This license is to be retained by the licensee and may be used at any time on or after the effective date thereof unless
it is revoked. This license is automatically transferred to any related applications(s) filed under 37 CFR 1.53(d). This
license is not retroactive.

The grant of a license does not in any way lessen the responsibility of a licensee for the security of the subject matter
as imposed by any Government contract or the provisions of existing laws relating to espionage and the national
security or the export of technical data. Licensees should apprise themselves of current regulations especially with
respect to certain countries, of other agencies, particularly the Office of Defense Trade Controls, Department of
State (with respect to Arms, Munitions and Implements of War (22 CFR 121-128)); the Bureau of Industry and
Security, Department of Commerce (15 CFR parts 730-774); the Office of Foreign AssetsControl, Department of
Treasury (31 CFR Parts 500+) and the Department of Energy.

NOT GRANTED

No license under 35 U.S.C. 184 has been granted at this time, if the phrase "IF REQUIRED, FOREIGN FILING
LICENSE GRANTED" DOES NOT appear on this form. Applicant may still petition for a license under 37 CFR 5.12,
if a license is desired before the expiration of 6 months from the filing date of the application. If 6 months has lapsed
from the filing date of this application and the licensee has not received any indication of a secrecy order under 35
U.S.C. 181, the licensee may foreign file the application pursuant to 37 CFR 5.15(b).

SelectUSA

The United States represents the largest, most dynamic marketplace in the world and is an unparalleled location for
business investment, innovation, and commercialization of new technologies. The U.S. offers tremendous resources
and advantages for those who invest and manufacture goods here. Through SelectUSA, our nation works to
promote and facilitate business investment. SelectUSA provides information assistance to the international investor
community; serves as an ombudsman for existing and potential investors; advocates on behalf of U.S. cities, states,
and regions competing for global investment; and counsels U.S. economic development organizations on investment
attraction best practices. To learn more about why the United States is the best country in the world to develop
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technology, manufacture products, deliver services, and grow your business, visit http://www.SelectUSA.gov or call
+1-202-482-6800.

page 4 of 4
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PATENT APPLICATION FEE DETERMINATION RECORD

Application or Docket Number

Substitute for Form PTO-875 15/964,502
APPLICATION AS FILED - PART | OTHER THAN
(Column 1) (Column 2) SMALL ENTITY OR SMALL ENTITY
FOR NUMBER FILED NUMBER EXTRA RATE($) FEE($) RATE(S) FEE($)
BASIC FEE
e T o0 N/A N/A N/A N/A 300
SEARCH FEE
(37 CFR 1.16(K), (), or (m)) N/A N/A N/A N/A 660
EXAMINATION FEE
A TIONFEE N/A N/A N/A N/A 760
TOTAL CLAIMS
(37 CFR 1.16(i)) 14 minus 20~ OR [x 100 0.00
INDEPENDENT CLAIMS '
(37 CFR 1.16(h)) 3 minus 3 = x 460 0.00
If the specification and drawings exceed 100
APPLICATION SIZE | sheets of paper, the application size fee due is
FEE $310 ($155 for small entity) for each additional 0.00
(837 CFR 1.16(s)) 50 sheets or fraction thereof. See 35 U.S.C.
41(a)(1)(G) and 37 CFR 1.16(s).
MULTIPLE DEPENDENT CLAIM PRESENT (37 CFR 1.16(j)) 0.00
* If the difference in column 1 is less than zero, enter "0" in column 2 TOTAL TOTAL 1720
APPLICATION AS AMENDED - PART I
OTHER THAN
(Column 1) (Column 2) (Column 3) SMALL ENTITY OR SMALL ENTITY
CLAIMS HIGHEST
REMAINING NUMBER PRESENT ADDITIONAL ADDITIONAL
< AFTER PREVIOUSLY EXTRA RATE(S) FEE(S) RATE®) FEE($)
E AMENDMENT PAID FOR
| Total . " -
> (37 CFgHa 16(i)) Minus X = OR X
% Independent * Minus | *** =
] (37 CFR 1.16(h)) X = OR |«x
z Application Size Fee (37 CFR 1.16(s))
FIRST PRESENTATION OF MULTIPLE DEPENDENT CLAIM (37 CFR 1.16(j)) OR
TOTAL OR TOTAL
ADD'L FEE ADD'L FEE
(Column 1) (Column 2) (Column 3)
CLAIMS HIGHEST
REMAINING NUMBER PRESENT ADDITIONAL ADDITIONAL
m AFTER PREVIOUSLY EXTRA RATE(S) FEE(S) RATE®) FEE(S)
E AMENDMENT PAID FOR
L Total * Minus | ** = =
= (37 CFgIa 16(i)) * OR |x
% Independent Minus = M _ OR M
w (37 CFR 1.16(h)) -
3 Application Size Fee (37 CFR 1.16(s))
OR
FIRST PRESENTATION OF MULTIPLE DEPENDENT CLAIM (37 CFR 1.16(j))
TOTAL OR TOTAL
ADD'L FEE ADD'L FEE

* If the entry in column 1 is less than the entry in column 2, write "0" in column 3.
** |f the "Highest Number Previously Paid For” IN THIS SPACE is less than 20, enter "20".
*** |f the "Highest Number Previously Paid For" IN THIS SPACE is less than 3, enter "3".
The "Highest Number Previously Paid For" (Total or Independent) is the highest found in the appropriate box in column 1
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UNITED STATES PATENT AND TRADEMARK OFFICE

UNITED STATES DEPARTMENT OF COMMERCE
United States Patent and Trademark Office
Address: COMMISSIONER FOR PATENTS

P.0O. Box 1450

Alexandria, Virginia 22313-1450

WWW .uSpto.gov

APPLICATION NO. FILING DATE FIRST NAMED INVENTOR I ATTORNEY DOCKET NO. | CONFIRMATION NO.
15/964,502 04/27/2018 Roger P. Jackson JAC023-587198 5939
24030 7590 06/04/2018
EXAMINER
POLSINELLI PC I
900 West 48th Place COMSTOCK, DAVID C
Suite 900
KANSAS CITY, MO 64112-1895 I ART UNIT | PAPER NUMBER I
3733
I NOTIFICATION DATE | DELIVERY MODE I
06/04/2018 ELECTRONIC

Please find below and/or attached an Office communication concerning this application or proceeding.
The time period for reply, if any, is set in the attached communication.
Notice of the Office communication was sent electronically on above-indicated "Notification Date" to the

following e-mail address(es):

uspt@polsinelli.com

PTOL-90A (Rev. 04/07)
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Application No. Applicant(s)
15/964,502 JACKSON ET AL.

Office Action Summary Examiner Art Unit ATA (First Inventor to File)
DAVID C. COMSTOCK 3733 SN'Z‘“S

-- The MAILING DATE of this communication appears on the cover sheet with the correspondence address --
Period for Reply

A SHORTENED STATUTORY PERIOD FOR REPLY IS SET TO EXPIRE 3 MONTHS FROM THE MAILING DATE OF
THIS COMMUNICATION.

Extensions of time may be available under the provisions of 37 CFR 1.136(a). In no event, however, may a reply be timely filed

after SIX (6) MONTHS from the mailing date of this communication.
- If NO period for reply is specified above, the maximum statutory period will apply and will expire SIX (6) MONTHS from the mailing date of this communication.
- Failure to reply within the set or extended period for reply will, by statute, cause the application to become ABANDONED (35 U.S.C. § 133).

Any reply received by the Office later than three months after the mailing date of this communication, even if timely filed, may reduce any

earned patent term adjustment. See 37 CFR 1.704(b).

Status
1)X Responsive to communication(s) filed on 27 April 2018.
[ A declaration(s)/affidavit(s) under 37 CFR 1.130(b) was/were filedon ____.
2a)[X] This action is FINAL. 2b)[X] This action is non-final.
3)O An election was made by the applicant in response to a restriction requirement set forth during the interview on
; the restriction requirement and election have been incorporated into this action.
4)[] Since this application is in condition for allowance except for formal matters, prosecution as to the merits is
closed in accordance with the practice under Ex parte Quayle, 1935 C.D. 11, 453 O.G. 213.

Disposition of Claims*
5)[X] Claim(s) 1-14 is/are pending in the application.

ba) Of the above claim(s) is/are withdrawn from consideration.
6)[] Claim(s) is/are allowed.
7)X Claim(s) 1-14 is/are rejected.
8)[] Claim(s) is/are objected to.
9)[] Claim(s) are subject to restriction and/or election requirement.

* If any claims have been determined allowable, you may be eligible to benefit from the Patent Prosecution Highway program at a
participating intellectual property office for the corresponding application. For more information, please see
hitp/raww. usplo. aov/patenis/init_events/peh/indax.jsp or send an inquiry to PPHiesdback@uspio.qov.

Application Papers
10)[] The specification is objected to by the Examiner.
11)X] The drawing(s) filed on 27 April 2018 is/are: a)[X] accepted or b)[T] objected to by the Examiner.
Applicant may not request that any objection to the drawing(s) be held in abeyance. See 37 CFR 1.85(a).
Replacement drawing sheet(s) including the correction is required if the drawing(s) is objected to. See 37 CFR 1.121(d).

Priority under 35 U.S.C. § 119
12)[J Acknowledgment is made of a claim for foreign priority under 35 U.S.C. § 119(a)-(d) or (f).
Certified copies:
a)J Al b)[] Some** ¢)[] None of the:
1.[] Certified copies of the priority documents have been received.
2. Certified copies of the priority documents have been received in Application No.
3.0 Copies of the certified copies of the priority documents have been received in this National Stage
application from the International Bureau (PCT Rule 17.2(a)).
** See the attached detailed Office action for a list of the certified copies not received.

Attachment(s)
1) & Notice of References Cited (PTO-892) 3) |:] Interview Summary (PTO-413)
. . Paper No(s)/Mail Date. .
2) D Information Disclosure Statement(s) (PTO/SB/08a and/or PTO/SB/08b) 4 I:] Other-
Paper No(s)/Mail Date . ) ther: .
U.S. Patent and Trademark Office
PTOL-326 (Rev. 11-13) Office Action Summary Part of Paper No./Mail Date 20180528
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Application/Control Number: 15/964,502 Page 2
Art Unit: 3733

DETAILED ACTION
Notice of Pre-AlA or AlIA Status

The present application is being examined under the pre-AlA first to invent provisions.

Claim Rejections - 35 USC § 112
The following is a quotation of 35 U.S.C. 112(b):
(b) CONCLUSION.—The specification shall conclude with one or more claims particularly
pointing out and distinctly claiming the subject matter which the inventor or a joint inventor
regards as the invention.

The following is a quotation of 35 U.S.C. 112 (pre-AlA), second paragraph:

The specification shall conclude with one or more claims particularly pointing out and distinctly
claiming the subject matter which the applicant regards as his invention.

Claims “11” (second instance; following actual claim 12) and “12” (second instance; following
actual claim 12) are rejected under 35 U.S.C. 112(b) or 35 U.S.C. 112 (pre-AlA), second paragraph, as
being indefinite for failing to particularly point out and distinctly claim the subject matter which the inventor
or a joint inventor, or for pre-AlA the applicant regards as the invention.

These claims are misnumbered as they both depend from actual claim 12. For examination
purposes they will be treated as having been canceled and replaced with properly numbered claims 13

and 14, respectively. Appropriate correction is required.

Claim Rejections - 35 USC § 103

In the event the determination of the status of the application as subject to AIA 35 U.S.C. 102 and
103 (or as subject to pre-AlA 35 U.S.C. 102 and 103) is incorrect, any correction of the statutory basis for
the rejection will not be considered a new ground of rejection if the prior art relied upon, and the rationale
supporting the rejection, would be the same under either status.

The following is a quotation of pre-AlA 35 U.S.C. 103(a) which forms the basis for all obviousness
rejections set forth in this Office action:

(a) A patent may not be obtained though the invention is not identically disclosed or described

as set forth in section 102, if the differences between the subject matter sought to be patented
and the prior art are such that the subject matter as a whole would have been obvious at the
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Application/Control Number: 15/964,502 Page 3
Art Unit: 3733

time the invention was made to a person having ordinary skill in the art to which said subject
matter pertains. Patentability shall not be negatived by the manner in which the invention was
made.

Claims 1-14 (note claim numbering issue, as set forth above) are rejected under pre-AlA 35
U.S.C. 103(a) as being unpatentable over Jackson (2005/0182410) in view of Bagby (6,010,502).

Jackson discloses the claimed invention including a medical implant assembly comprising a
receiver (3) having first and second arms (66) defining a channel (30) for receiving a longitudinal
connecting rod (35). See, e.g. Fig. 1. The bottom of the channel is closed and flat (id.). Discontinuous
helically wound structure on the interior surface of each arm engages a helically wound structure on a
closure member (1). The helically wound structure comprises a flange form having one of v-threads,
square threads, reverse angle threads, or buttress threads (see, e.g. Figs. 3, 16 and 18). A detachable
guide tool portion comprises arms (2) with discontinuous helically wound structure on an interior surface
thereof. The closure is advanceable through the interior surface of the arms of the guide tool and
continuing into the channel until it engages with and locks the longitudinal connecting rod within the
channel. Jackson discloses the claimed invention except for explicitly reciting dual-start threads. Bagby
discloses a threaded medical implant having a dual start thread configuration to balance rotational forces
and tend to help the threads rotate into a threaded hole in a balanced and stable manner (see, e.g. col.
13, lines 35-41). It would have been obvious to a person having ordinary skill in the art at the time of the
invention to have simply provided the closure of Jackson with a dual start thread configuration, in view of
Bagby, in order to balance rotational forces and to help the threads tend to advance in a balanced and

stable manner.

Conclusion
The prior art made of record and not relied upon is considered pertinent to applicant's disclosure.
Any inquiry concerning this communication or earlier communications from the examiner should
be directed to David Comstock whose telephone number is (571) 272-4710. The examiner can normally

be reached Monday-Friday, 9 a.m. - 6 p.m.
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Application/Control Number: 15/964,502 Page 4
Art Unit: 3733

If attempts to reach the examiner by telephone are unsuccessful, please contact the examiner’s
supervisor, SPE, at (571) 272-4760. The fax phone number for the organization where this application
or proceeding is assigned is 571-273-8300.

Information regarding the status of an application may be obtained from the Patent Application
Information Retrieval (PAIR) system. Status information for published applications may be obtained from
either Private PAIR or Public PAIR. Status information for unpublished applications is available through
Private PAIR only. For more information about the PAIR system, see http://pair-direct.uspto.gov. Should
you have questions on access to the Private PAIR system, contact the Electronic Business Center (EBC)
at 866-217-9197 (toll-free). If you would like assistance from a USPTO Customer Service Representative
or access to the automated information system, call 800-786-9199 (IN USA OR CANADA) or 571-272-

1000.

/DAVID C COMSTOCK/
Examiner, Art Unit 3733
/PEDRO PHILOGENE/

Primary Examiner, Art Unit 3733
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Application/Control No.

Applicant(s)/

Patent Under

Reexamination

15/964,502 JACKSON ET AL.
Examiner Art Unit
DAVID C. COMSTOCK 3733 Page 1 of1

U.S. PATENT DOCUMENTS

Coumg%i;r;‘_i”u‘m'i‘;;”}z:; code | Moy Name CPC Classification US Classification

A | US-2005/0182410 A1 08-2005 Jackson, Roger P. A61B17/7032 606/278
B | US-6,010,502 A 01-2000 Bagby; George A61F2/44 606/247
c | US-8,998,956 B2 04-2015 George; Milan A61B17/0642 606/250
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NON-PATENT DOCUMENTS
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UNITED STATES PATENT AND TRADEMARK OFFICE

Page 1 of 1

BIB DATA SHEET

UNITED STATES DEPARTMENT OF COMMERCE
United States Patent and Trademark Office
Address: COMMISSIONER FOR PATENTS

P.0. Box 1450

Alexandria, Virginia 22313-1450

WWW.USpto.gov

CONFIRMATION NO. 5939

FEES: Authority has been given in Paper

FILING FEE
RECEIVED |[No. to charge/credit DEPOSIT ACCOUNT
1720 No. for following:

SERIAL NUMBER FILINgAt_)I_rE 371(c) CLASS GROUP ART UNIT ATTORNE(\)( DOCKET
15/964,502 04/27/2018 606 3733 JAC023-587198
RULE
APPLICANTS
Roger P. Jackson, Prairie Village, KS;
INVENTORS
Roger P. Jackson, Prairie Village, KS;
James L. Surber, Kansas City, KS;
*k CONTINUING DATA dedkededededede kededkdek hdkkdk dkkdhkkhkk
This application is a CON of 15/469,076 03/24/2017 PAT 9956004
which is a CON of 14/566,356 12/10/2014 PAT 9636146
which is a CON of 13/694,849 01/10/2013 PAT 8911479
which claims benefit of 61/631,746 01/10/2012
and claims benefit of 61/634,361 02/28/2012
*k FOREIGN APPLICATIONS dedededede dedededede dedededede ke dedede ok ke ek
** IF REQUIRED, FOREIGN FILING LICENSE GRANTED **
05/18/2018
Foreign Priority claimed U ves Mno STATEOR | SHEETS TOTAL |INDEPENDENT
35 USC 119(a-d) conditions met [ Yes b No Q Wetafter COUNTRY |DRAWINGS | CLAIMS CLAIMS
Verified and /(?C?l\\;g'gcw KS 7 14 3
Acknowledged “Examiner’s Signature Thitials.
ADDRESS
POLSINELLI PC
900 West 48th Place
Suite 900
KANSAS CITY, MO 64112-1895
UNITED STATES
TITLE
MULTI-START CLOSURES FOR OPEN IMPLANTS
U All Fees |

U 1.16 Fees (Filing)

U 1.17 Fees (Processing Ext. of time)

U 1.18 Fees (Issue)
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0 Credit

BIB (Rev. 05/07).
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UNITED STATES PATENT AND TRADEMARK OFFICE

UNTTED STATES DEPARTMENT OF COMMERCE
United States Patent and Trademark Office
Address: COMMISSIONER FOR PATENTS

PO. Box 1450

Alexandria, Virginia 22313-1450
WWW.uspto.gov

[ APPLICATION NUMBER | FILING OR 371(C) DATE | FIRST NAMED APPLICANT | ATTY. DOCKET NO./TITLE |
15/964,502 04/27/2018 Roger P. Jackson JAC023-587198
CONFIRMATION NO. 5939
24030 PUBLICATION NOTICE

POLSINELLI PC

900 West 48th Place {ll |II|||||II|||IIH|(LI1II\HI ||II|I||LI||I||I| ||I|I|I|ﬂ||| HUETH
Suite 900 0000

KANSAS CITY, MO 64112-1895

Title:MULTI-START CLOSURES FOR OPEN IMPLANTS

Publication No.US-2018-0243013-A1
Publication Date:08/30/2018

NOTICE OF PUBLICATION OF APPLICATION

The above-identified application will be electronically published as a patent application publication pursuant to 37
CFR 1.211, et seq. The patent application publication number and publication date are set forth above.

The publication may be accessed through the USPTO's publically available Searchable Databases via the
Internet at www.uspto.gov. The direct link to access the publication is currently http://www.uspto.gov/patft/.

The publication process established by the Office does not provide for mailing a copy of the publication to
applicant. A copy of the publication may be obtained from the Office upon payment of the appropriate fee set
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Attorney Docket No. JAC023-587198

IN THE UNITED STATES PATENT AND TRADEMARK OFFICE
In re Application of:

Inventor(s): Roger P. Jackson

App. No..  15/964,502 Con. No: 5939

Filed: 04/27/2018 Art Unit: 3733
Title: MULT-STARTCLOSURES Examiner: David C. Comstock
EOR OREN-IMPLANTS

MEDICAL IMPLANT
CLOSURE TOPS HAVING
DUAL LEAD THREAD
FORMS WITH MULTIPLE
START STRUCTURES

AMENDMENT AND RESPONSE TO NON-FINAL OFFICE ACTION

MAIL STOP AMENDMENT
Commissioner for Patents
P.O. Box 1450

Alexandria, VA 22313-1450

Dear Commissioner:

In response to the non-final Office action dated June 4, 2018, please consider the
following remarks and amend the above-identified application as follows:

Amendments to the Specification begin on page 2 of this paper.

Amendments to the Claims begin on page 4 of this paper.

Remarks begin on page 10 of this paper.
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AMENDMENTS TO THE SPECIFICATION

Please amend the title of the application as follows, marked to show changes:

MULT-START CLOSURES FOR ORENIMPLANTS Medical Implant Closure Tops Having Dual
Lead Thread Forms with Multiple Start Structures

Please replace paragraph [0036] of the as-filed specification, with the following paragraph,

marked to show changes:

[0036] The closure structure 18 helically wound flange form start structures 46 and 47 of the
respective forms 42 and 43 are located on opposite sides of the closure plug body 40 and are
both located adjacent the bottom surface 58. As illustrated in FIG. 3, for example, when the
closure structure 18 is rotated into the receiver 10 between receiver arms 160, each having a
guide and advancement structure 168, the start 46 engages mating guide and advancement
structure 168 on one arm 160 and the start 47 simultaneously engages guide and advancement
structure 168 on the opposing arm 160, both forms 42 and 43 being simultaneously captured by
the mating forms 168 on the opposed arms 160. As the structure 18 is rotated, the structure
advances axially downwardly between the arms 160 and presses evenly down upon the
captured rod 21. Each time the illustrated duel- or double-start closure plug 18 is rotated one
complete turn or pass (three hundred sixty degrees) between the implant arms, the closure plug
18 advances axially into the implant and toward the rod by a width of two helical flange forms.
The illustrated closure 18 is sized for at least one complete rotation (three hundred sixty degree)
of the plug 18 with respect to the receiver 10 open arms 160 to substantially receive the plug

between the implant arms. Each of the start structures 46 and 47 includes a leading face having

at least one curvate surface. The at least one curvate surface includes at least one radius of

curvature. In one embodiment, the at least one curvate surface is both concave and convex.

Multi-start closures of the invention may have two or more coarse or fine helical forms, resulting
in fewer or greater forms per axial distance spiraling about the closure plug body and thus
resulting in plugs that rotate less or more than one complete rotation to be fully received
between the implant arms. Preferably, helically wound forms of the multi-start closure of the
invention are sized so as to spiral around a cylindrical plug body thereof to an extent that the
closure rotates at least ninety-one degrees to fully or substantially receive the closure plug

between the arms of the bone screw receiver or other open implant. Particularly preferred guide
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and advancement structures are sized for at least one complete turn or pass (three-hundred
sixty degree) of the closure between the receiver 10 arms and as many as two to three rotations

to be fully received between implant arms.
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AMENDMENTS TO THE CLAIMS

This listing of claims will replace all prior versions, and listings, of claims in the application:

1. (Currently Amended) A medical implant assembly comprising:
a receiver having a first arm and a second arm, the first arm and the second arm each
having a top side surface;

a closure having a first continuously helically wound thread form and a second

continuously helically wound thread form, the first continuously helically wound thread form

having a first start structure, the second continuously helically wound thread form having a

second start structure, each of the first start structure and the second start structure having a

leading face including at least one curvate surface;

a channel formed by the first arm and the second arm and opening_onto the top side

surface betw , the channel adapted
to receive a longitudinal connecting member, the channel closeable with [[a]] the closure having
an axis of rotation-and-a-bettom-surface-thatis-closed-andflat;

a first interior surface of the first arm opposite-the first side-outerface,

a second interior surface of the second arm opposite-the-second-side-ocuterface;

a first discontinuous helically wound_thread form structure on the first interior surface of
the first arm, the first discontindously- discontinuous helically wound_thread form structure
engageable to [[a]] the first start_structure of-a-first-continuoush-helically-wound-form-disposed
on-theclosure; and

a second discontinuous helically wound_thread form structure on the second interior
surface of the second arm, the second discontinuous helically wound_thread form structure
engageable to [[a]] the second start_structure efa-second-continuous-helicathy-wound-form
dispesed-on-the-closure, a rotation of the closure about the axis of rotation between the first arm
and the second arm causing a simultaneous mating of the first start_structure with the first
discontinuous helically wound_thread form strueture and the second start structure with the
second discontinuous helically wound_thread form struetdre, the closure rotationally

advanceable within the channel until the_closure bettom-surface-engages-and locks the

longitudinal connecting member within the channel.

2. (Currently Amended) The medical implant assembly of claim 1, further comprising:
a guide tool having a first guide arm and a second guide arm detachably attached to the

receiver;

65475627.5

Zimvie_Zimmer Biomet v. Jackson
IPR2023-01431; Petitioners’ EX1002
Page 67 of 347



Attorney Docket No. JAC023-587198

a third discontinuous helically wound_thread form structure on the first guide arm; and

a fourth discontinuous helically wound thread form strueture on the second guide arm,
the first start_structure being mated with the third discontinuous helically wound thread form
structure simultaneously with the second start_structure being mated with the fourth
discontinuous helically wound thread form structure when the closure is rotated between the
first guide arm and the second guide arm, the third discontinuous helically wound thread form
structure and the fourth discontinuous helically wound thread form structure adapted to transfer

the closure between the guide tool and the receiver.

3. (Currently Amended) The medical implant assembly of claim 1, wherein the first

continuously sentinbuous helically wound_thread form and the second continuously centinucus

helically wound_thread form are each flange forms.

4, (Currently Amended) The medical implant assembly of claim 1, wherein the first
continuously eentinbteds helically wound thread form and the second continuously eentirteds
helically wound_thread form are each one of: v-threads, square threads, reverse angle threads,

or buttress threads.

5. (Currently Amended) The medical implant assembly of claim 1, wherein the first start
structure is disposed at a diametrically_opposite epposed location on the closure from the
second start_structure.

6. (Currently Amended) The medical implant assembly of claim 1, wherein each of the
continuously first start-and the second_helically wound thread form start is disposed at a top of

the closure, the first helically wound thread form and the second helically wound thread form
each extending along an outer surface of the closure to a bottom of the closure_and ending at

the first and the second start structure, respectively.

7. (Currently Amended) A medical implant assembly comprising:
a receiver having a first arm and a second arm, the first arm and the second arm each
having a top side surface;

a closure having a first continuously helically wound thread form and a second

continuously helically wound thread form, the first continuously helically wound thread form

having a first start structure, the second continuously helically wound thread form having a

second start structure, each of the first start structure and the second start structure having a

leading face including at least a partial concave surface;
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a channel formed by the first arm and the second arm, the channel closeable with [[a]]
the closure having an axis of rotation;

a first interior surface of the first arm;

a second interior surface of the second arm;

a first discontinuous helically wound thread form structure on the first interior surface of
the first arm, the first discontinuous discentinucushy-helically wound thread form structure
engageable to [[a]] the first start structure on the efafirst continuously helically wound thread
form disposed on the closure; and

a second discontinuous helically wound structure on the second interior surface of the
second arm, the second discontinuous helically wound structure engageable to [[a]] the second
start of a second continuous helically wound form disposed on the closure, a rotation of the
closure about the axis of rotation between the first arm and the second arm causing a
simultaneous mating of the first start with the first discontinuous helically wound structure and
the second start with the second discontinuous helically wound structure, the closure rotationally

advanceable within the channel until locked within the channel.

8. (Original) The medical implant assembly of claim 7, wherein the closure has a bottom

surface that is closed.
9. (Original) The medical implant assembly of claim 8, wherein the bottom surface is flat.

10. (Currently Amended) The medical implant assembly of claim 7, wherein the first
continuously centinuous helically wound_thread form and the second continuously centinuous
helically wound thread form are each one of: v-threads, square threads, reverse angle threads,

or buttress threads.

11. (Currently Amended) The medical implant assembly of claim 7, wherein the first
continuous helically wound form and the second continuous helically wound form are each

flange forms.

12. (Currently Amended) A medical implant assembly comprising:
a receiver having a first arm and a second arm, the first arm having a first inwardly
facing surface and the second arm having a second inwardly facing surface;

a closure having at least one closure helically wound guide and advancement structure

having a plurality of starts, each of the plurality of starts having a leading face including at least

one curvate surface;
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a first discontinuous helically wound guide and advancement structure disposed on the
first inwardly facing surface; and

a second discontinuous helically wound guide and advancement structure disposed on
the second inwardly facing surface, each of the first discontinuous helically wound guide and
advancement structure and the second discontinuous helically wound guide and advancement

structure adapted to mate with_the at least one closure helically wound guide and advancement

structure having-a-pharality-of-starts.

[[44]1 13. (Currently Amended) The medical implant assembly of claim 12, wherein the

plurality of starts includes a first start_structure and a second start _structure, each start structure

having the leading face.

[[4=21] 14. (Currently Amended) The medical implant assembly of claim 12, wherein the
first start is disposed at a diametrically opposite eppesed location from the second start.

15. (New) The medical implant assembly of claim 1, wherein the at least one curvate
surface of both the first start structure and the second start structure is defined by at least one
radius of curvature, the at least one radius of curvature being greater than a radius of curvature

for an outer surface on a crest of the first continuously helically wound thread form.

16. (New) The medical implant assembly of claim 1, wherein the at least one curvate
surface of both the first start structure and the second start structure is defined by at least one
radius of curvature, the at least one radius of curvature being less than a radius of curvature for

an outer surface on a crest of the first continuously helically wound thread form.

17. (New) The medical implant assembly of claim 1, wherein the at least one curvate

surface includes both a convex surface and concave surface.

18. (New) The medical implant assembly claim of 17, wherein both of the concave surface
and the convex surface of the first start structure are positioned between a root and a crest of
the first continuously helically wound thread form, and wherein both of the concave surface and
the convex surface of the second start structure are positioned between a root and a crest of the

second continuously helically wound thread form.

19. (New) The medical implant assembly of claim 17, wherein a radius of curvature of the

convex surface is substantially equal to a radius of curvature of the concave surface.
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20. (New) The medical implant assembly of claim 17, wherein each of the first start

structure and the second start structure includes a bottom beveled surface.

21. (New) The medical implant assembly of claim 18, wherein the concave surface is
adjacent the root and the convex surface is adjacent the crest of the first and second start

structures for the first and second continuously helically wound thread form, respectively.

22. (New) The medical implant assembly of claim 1, wherein the at least one curvate
surface on each of the first and second start structures has a concave shape that extends
entirely across the leading face of at least one of the start structures from a root to a crest of the

at least one of the first and second continuously helically wound thread forms.

23. (New) A medical implant assembly comprising:

a receiver having a first arm and a second arm, the first arm and the second arm each
having a top side surface;

a closure having a first continuously helically wound thread form and a second
continuously helically wound thread form, each of the first continuously helically wound thread
form and the second continuously helically wound thread form being a reverse angle thread, the
first continuously helically wound thread form having a first start structure, the second
continuously helically wound thread form having a second start structure, each of the first start
structure and the second start structure having a leading face including at least a partial
concave surface and a partial convex surface;

a channel formed by the first arm and the second arm and opening onto the top side
surface, the channel adapted to receive a longitudinal connecting member, the channel
closeable with the closure having an axis of rotation;

a first interior surface of the first arm;

a second interior surface of the second arm;

a first discontinuous helically wound thread form on the first interior surface of the first
arm, the first discontinuous helically wound thread form being a reverse angle thread, the first
discontinuous helically wound thread form engageable to the first start structure; and

a second discontinuous helically wound thread form on the second interior surface of the
second arm, the second discontinuous helically wound thread form being a reverse angle
thread, the second discontinuous helically wound thread form engageable to the second start
structure, a rotation of the closure about the axis of rotation between the first arm and the

second arm causing a simultaneous mating of the first start structure with the first discontinuous
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helically wound thread form and the second start structure with the second discontinuous
helically wound thread form, the closure rotationally advanceable within the channel until the

closure locks the longitudinal connecting member within the channel.

24, (New) The medical implant assembly of claim 23, wherein the concave surface is
adjacent a root and the convex surface is adjacent a crest for each of the first and second

continuously helically wound thread forms.

25. (New) The medical implant assembly of claim 23, wherein the first start structure is

disposed at a diametrically opposite location on the closure from the second start structure.
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REMARKS

This paper is submitted in response to the Office action mailed on June 4, 2018. Claims
1-14 are pending in this application. The Applicant has amended claims 1-7 and 10-12,
renumbered the second occurrence of claims 11 and 12 as claims 13 and 14, and has added
new claims 15-25, support for which can be found in the specification and claims. No new
matter has been added. Support for these amendments may be found through the
specification, figures and claims as originally filed, e.g., Figs. 3 and 5, paras. [0007] and [0022],
etc. Accordingly, after entry of this Amendment and Response, claims 1-25 will be pending.

Reconsideration and allowance are requested in view of the following remarks.

Specification

The Applicant hereby amends the title for clarity regarding the claimed technology. No
new matter is added. As such, the Applicant respectfully requests that the amendment be

entered.

The Applicant hereby amends the specification for clarity regarding the claimed
technology. Support for the amendment can be found in Fig. 5 and, in particular, the start
structures that correspond to reference numbers “46” and “47” in Fig. 5. No new matter has

been added. As such, the Applicant respectfully requests that the amendments be entered.

Claim Rejections Under 35 U.S.C. § 112

Claims 11 and 12 (second occurrence) have been rejected under 35 U.S.C. § 112(b) or
35 U.S.C. § 112 (pre-AlA), second paragraph, as being indefinite for failing to particularly point
out and distinctly claim the subject matter which the inventor or a joint inventor, or for pre-AlA
the applicant regards as the invention. More specifically, the Office Action purports that Claims
11 and 12 (second occurrence) are misnumbered as they both depend from actual claim 12. To
obviate the rejection, the second occurrence of claims 11 and 12 has been renumbered as
claims 13 and 14. As such, the rejection is moot. The Applicant respectfully request that the

amendments are entered.

Claim Rejections Under 35 U.S.C. § 103

Claims 1-14 have been rejected under pre-AlIA 35 US.C. § 103(a) as being
unpatentable over US 2005/0182410 to Jackson (hereinafter, “Jackson”) in view of US
6,010,502 to Bagby (hereinafter, “Bagby”). The Applicant respectfully traverses the rejection for

at least the following reasons.

10
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As amended, claim 1 recites, inter alia, a closure that includes “a first continuously
helically wound thread form and a second continuously helically wound thread form, the first
continuously helically wound thread form having a first start structure, the second continuously
helically wound thread form having a second start structure, each of the first start structure and
the second start structure having a leading face including at least one curvate surface.” Claim 7
likewise recites “a closure having a first continuously helically wound thread form and a second
continuously helically wound thread form, the first continuously helically wound thread form
having a first start, the second continuously helically wound thread form having a second start,
each of the first start structure and the second start structure having a leading face including at
least a partial concave surface.” And Claim 12 recites “a closure having at least one closure
helically wound guide and advancement structure having a plurality of starts, each of the
plurality of starts having a leading face including at least one curvate surface.” Support for
these amendments can be found in the specification, e.g., in the start structures that correspond

to reference numbers “46” and “47” in Fig. 5.

The Applicant submits that Jackson and Bagby, separately or in combination, fail to
disclose the claimed first start structure and the second start structure each having a leading
face including at least one curvate surface, as recited in claim 1. Jackson teaches a spinal
fixation device having an open-headed anchor member having spaced apart arms that receives
a closure member. Jackson, Abstract. The spaced apart arms include an outer flange and the
closure includes an inner flange and each of the outer flange and inner flange include anti-splay
contours which cooperate to prevent splaying tendencies of the spaced apart arms. /d, at para.
[0051]. However, whatever else Jackson does teach, it does not teach or suggest a closure that
includes a first start structure and a second start structure each having a leading face including

at least one curvate surface.

Bagby does not cure the deficiencies of Jackson. Bagby teaches a bone joining implant
having self-cutting threads. Bagby, Col. 10, Ins. 26-30. The implant can have a dual thread
construction. /d. at col. 13, Ins. 34-39. Neither Jackson nor Bagby teach a closure that includes
a first start structure and a second start structure each having a leading face including at least
one curvate surface. Even assuming, arguendo, that Jackson and Bagby were combined, the
combination does not teach a closure that includes a first start structure and a second start

structure each having a leading face including at least one curvate surface.

Further, there is no motivation to combine the thread construction of Bagby with the

inner flange of the closure of Jackson. The implant of Bagby is targeted to produce immediate

11
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fixation between bone bodies following insertion. Bagby. at col. 2, Ins. 62-64. More specifically,
the self-cutting threads include an undercut portion that engages with a bone bed in each of the
bone bodies to provide instantaneous fixation. Bagby, Abstract, col. 6, Ins. 22-24. One skilled
in the art would not be motivated to use a self-tapping thread specific to joining bone bodies in a
closure received in a receiver. Thus, there is no motivation to combine the thread of Bagby with

the inner flange of the closure of Jackson.

In light of the foregoing, the Applicant submits that claim 1 is not unpatentable under
Jackson in view of Bagby. The Applicant also submits that dependent claims 2-6, and 8-11, and
13-14 are also patentable over Jackson in view of Bagby at least because of their dependency
from their independent claim. The Applicant also submits that new claims 15-22, which depend
from claim 1, are also patentable over Jackson in view of Bagby at least because of their

dependency from claim 1.

Accordingly, the Applicant respectfully requests withdrawal of the current rejection of the

claims and submits that the same are in condition for allowance.
New Claims 23-25

The Applicant further submits that new claims 23-25 are also not unpatentable under
Jackson in view of Bagby at least because independent claim 23’s recites the limitation, “a
closure having a first continuously helically wound thread form and a second continuously
helically wound thread form . . . the first continuously helically wound thread form having a first
start structure, the second continuously helically wound thread form having a second start
structure, each of the first start structure and the second start structure including at least a
partial concave surface and a partial convex surface.” As such, independent claim 23 is
allowable for at least the same reasons as independent claim 1 and claims 24-25 are allowable

at least because of their dependency from claim 23.
Conclusion

In accordance with the amendments and arguments set forth herein, Applicant
respectfully submits that the application and all claims are in a condition for allowance, and
request prompt allowance. This Amendment and Response is filed with the fee for a three-
month extension of time. Applicant believes no additional fees or petitions are due with this
filing. However, should any such fees or petitions be required, please consider this a request

therefor and authorization to charge Deposit Account No. 50-1662, as necessary.

12
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If the Examiner should require any additional information or amendment, please contact

the undersigned attorney.

65475627.5

Dated: 11/27/2018

Respectfully submitted,

/Stephanie T. Vu/

Stephanie T. Vu, Registration No. 73,063
Milan M. Vinnola, Registration No. 45,979
Attorney for Applicant

USPTO Customer No. 24030

Polsinelli PC

900 W. 48™ Place, Suite 900
Kansas City, MO 64112
uspt@polsinelli.com

Tel: 720-931-1166

Fax: 816-753-1536
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Commissioner for Patents

United States Patent and Trademark Office
P.O. Box 1450

Alexandria, VA 22313-1450
www.uspto.gov

In re Application of
Roger P. Jackson

15964502 :DECISION ON PETITION TO MAKE SPECIAL

Application No. “UNDER 37 CFR 1.102(0)(1)

Filed: April 27,2018

Attorney Docket No.  JAC023-587198

This is a decision on the electronic petition under 37 CFR 1.102 (c)(1), filed 27-NOV-2018 to make the above-identified
application special based on applicant's age as set forth in MPEP § 708.02, Section Il

The petition is GRANTED.

A grantable petition to make an application special under 37 CFR 1.102(c)(1), MPEP § 708.02, Section Il : Applicant’'s Age must
include a statement by applicant or a registered practitioner having evidence that applicant is at least 65 years of age. No fee is
required.

Accordingly, the above-identified application has been accorded “special” status and will be taken up for action by the examiner

upon the completion of all pre-examination processing.

Telephone inquiries concerning this electronic decision should be directed to the Electronic Business Center at 866-217-9197.

All other inquiries concerning either the examination or status of the application should be directed to the Technology Center.
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Attorney Docket No. JAC023-587198

IN THE UNITED STATES PATENT AND TRADEMARK OFFICE
In re Application of:

Inventor(s): Roger P. Jackson

App. No.:  15/964,502
Con. No.: 5939

Filed: 04/27/2018
Art Unit; 3733
Title: MULT-START CLOSURES Examiner: David C. Comstock
EOR OREN-IMPLANTS

MEDICAL IMPLANT
CLOSURE TOPS HAVING
DUAL LEAD THREAD
FORMS WITH MULTIPLE
START STRUCTURES

SUPPLEMENTAL AMENDMENT AND RESPONSE TO
NON-FINAL OFFICE ACTION DATED JUNE 4, 2018

MAIL STOP AMENDMENT
Commissioner for Patents
P.O. Box 1450

Alexandria, VA 22313-1450

Dear Commissioner:

Supplementing and replacing the Amendment and Response that was filed on
November 27, 2018 in response to the non-final Office action dated June 4, 2018, please
consider the following remarks and amend the above-identified application as follows:

Amendments to the Specification begin on page 2 of this paper.

Amendments to the Claims begin on page 4 of this paper.

Remarks begin on page 10 of this paper.
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AMENDMENTS TO THE SPECIFICATION

Please amend the title of the application as follows, marked to show changes:

MULH-STARTCLOSURES FOR-OPENIMPLANTS MEDICAL IMPLANT CLOSURE TOPS
HAVING DUAL LEAD THREAD FORMS WITH MULTIPLE START STRUCTURES

Please replace paragraph [0036] of the as-filed specification, with the following paragraph,

marked to show changes:

[0036] The closure structure 18 helically wound flange form start structures 46 and 47 of the
respective forms 42 and 43 are located on opposite sides of the closure plug body 40 and are
both located adjacent the bottom surface 58. As illustrated in FIG. 3, for example, when the
closure structure 18 is rotated into the receiver 10 between receiver arms 160, each having a
guide and advancement structure 168, the start 46 engages mating guide and advancement
structure 168 on one arm 160 and the start 47 simultaneously engages guide and advancement
structure 168 on the opposing arm 160, both forms 42 and 43 being simultaneously captured by
the mating forms 168 on the opposed arms 160. As the structure 18 is rotated, the structure
advances axially downwardly between the arms 160 and presses evenly down upon the
captured rod 21. Each time the illustrated duel- or double-start closure plug 18 is rotated one
complete turn or pass (three hundred sixty degrees) between the implant arms, the closure plug
18 advances axially into the implant and toward the rod by a width of two helical flange forms.
The illustrated closure 18 is sized for at least one complete rotation (three hundred sixty degree)
of the plug 18 with respect to the receiver 10 open arms 160 to substantially receive the plug

between the implant arms. Each of the start structures 46 and 47 includes a leading face having

at least one curvate surface. The at least one curvate surface includes at least one radius of

curvature. In one embodiment, the at least one curvate surface is both concave and convex.

Multi-start closures of the invention may have two or more coarse or fine helical forms, resulting
in fewer or greater forms per axial distance spiraling about the closure plug body and thus
resulting in plugs that rotate less or more than one complete rotation to be fully received
between the implant arms. Preferably, helically wound forms of the multi-start closure of the
invention are sized so as to spiral around a cylindrical plug body thereof to an extent that the
closure rotates at least ninety-one degrees to fully or substantially receive the closure plug

between the arms of the bone screw receiver or other open implant. Particularly preferred guide
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and advancement structures are sized for at least one complete turn or pass (three-hundred
sixty degree) of the closure between the receiver 10 arms and as many as two to three rotations

to be fully received between implant arms.
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AMENDMENTS TO THE CLAIMS

This listing of claims will replace all prior versions, and listings, of claims in the application:

1. (Currently Amended) A medical implant assembly comprising:
a receiver having a first arm and a second arm, the first arm and the second arm each
having a top side surface;

a closure having a first continuously helically wound thread form and a second

continuously helically wound thread form, the first continuously helically wound thread form

having a first start structure, the second continuously helically wound thread form having a

second start structure, each of the first start structure and the second start structure having a

leading face including at least one curvate surface;

a channel formed by the first arm and the second arm and opening_onto the top side

surface betw , the channel adapted
to receive a longitudinal connecting member, the channel closeable with [[a]] the closure having
an axis of rotation-and-a-bettom-surface-thatis-closed-andflat;

a first interior surface of the first arm opposite-the first side-outerface,

a second interior surface of the second arm opposite-the-second-side-ocuterface;

a first discontinuous helically wound_thread form structure on the first interior surface of
the first arm, the first discontindously- discontinuous helically wound_thread form structure
engageable to [[a]] the first start_structure of-a-first-continuoush-helically-wound-form-disposed
on-theclosure; and

a second discontinuous helically wound_thread form structure on the second interior
surface of the second arm, the second discontinuous helically wound_thread form structure
engageable to [[a]] the second start_structure efa-second-continuous-helicathy-wound-form
dispesed-on-the-closure, a rotation of the closure about the axis of rotation between the first arm
and the second arm causing a simultaneous mating of the first start_structure with the first
discontinuous helically wound_thread form strueture and the second start structure with the
second discontinuous helically wound_thread form struetdre, the closure rotationally

advanceable within the channel until the_closure bettom-surface-engages-and locks the

longitudinal connecting member within the channel.

2. (Currently Amended) The medical implant assembly of claim 1, further comprising:
a guide tool having a first guide arm and a second guide arm detachably attached to the

receiver;
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a third discontinuous helically wound_thread form structure on the first guide arm; and

a fourth discontinuous helically wound thread form strueture on the second guide arm,
the first start_structure being mated with the third discontinuous helically wound thread form
structure simultaneously with the second start_structure being mated with the fourth
discontinuous helically wound thread form structure when the closure is rotated between the
first guide arm and the second guide arm, the third discontinuous helically wound thread form
structure and the fourth discontinuous helically wound thread form structure adapted to transfer

the closure between the guide tool and the receiver.

3. (Currently Amended) The medical implant assembly of claim 1, wherein the first

continuously sentinbuous helically wound_thread form and the second continuously centinucus

helically wound_thread form are each flange forms.

4, (Currently Amended) The medical implant assembly of claim 1, wherein the first
continuously eentinbteds helically wound thread form and the second continuously eentirteds
helically wound_thread form are each one of: v-threads, square threads, reverse angle threads,

or buttress threads.

5. (Currently Amended) The medical implant assembly of claim 1, wherein the first start
structure is disposed at a diametrically_opposite epposed location on the closure from the
second start_structure.

6. (Currently Amended) The medical implant assembly of claim 1, wherein each of the
continuously first start-and the second_helically wound thread form start is disposed at a top of

the closure, the first helically wound thread form and the second helically wound thread form
each extending along an outer surface of the closure to a bottom of the closure_and ending at

the first and the second start structure, respectively.

7. (Currently Amended) A medical implant assembly comprising:
a receiver having a first arm and a second arm, the first arm and the second arm each
having a top side surface;

a closure having a first continuously helically wound thread form and a second

continuously helically wound thread form, the first continuously helically wound thread form

having a first start structure, the second continuously helically wound thread form having a

second start structure, each of the first start structure and the second start structure having a

leading face including at least a partial concave surface;
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a channel formed by the first arm and the second arm, the channel closeable with [[a]]
the closure having an axis of rotation;

a first interior surface of the first arm;

a second interior surface of the second arm;

a first discontinuous helically wound thread form structure on the first interior surface of
the first arm, the first discontinuous discentinucushy-helically wound thread form structure
engageable to [[a]] the first start structure on the efafirst continuously helically wound thread
form disposed on the closure; and

a second discontinuous helically wound structure on the second interior surface of the
second arm, the second discontinuous helically wound structure engageable to [[a]] the second
start of a second continuous helically wound form disposed on the closure, a rotation of the
closure about the axis of rotation between the first arm and the second arm causing a
simultaneous mating of the first start with the first discontinuous helically wound structure and
the second start with the second discontinuous helically wound structure, the closure rotationally

advanceable within the channel until locked within the channel.

8. (Original) The medical implant assembly of claim 7, wherein the closure has a bottom

surface that is closed.
9. (Original) The medical implant assembly of claim 8, wherein the bottom surface is flat.

10. (Currently Amended) The medical implant assembly of claim 7, wherein the first
continuously centinuous helically wound_thread form and the second continuously centinuous
helically wound thread form are each one of: v-threads, square threads, reverse angle threads,

or buttress threads.

11. (Currently Amended) The medical implant assembly of claim 7, wherein the first
continuous helically wound form and the second continuous helically wound form are each

flange forms.

12. (Currently Amended) A medical implant assembly comprising:
a receiver having a first arm and a second arm, the first arm having a first inwardly
facing surface and the second arm having a second inwardly facing surface;

a closure having at least one closure helically wound guide and advancement structure

including at least one start, the at least one start having a leading face including at least one

curvate surface;
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a first discontinuous helically wound guide and advancement structure disposed on the
first inwardly facing surface; and

a second discontinuous helically wound guide and advancement structure disposed on
the second inwardly facing surface, each of the first discontinuous helically wound guide and
advancement structure and the second discontinuous helically wound guide and advancement

structure adapted to mate with_the at least one closure helically wound guide and advancement

structure having-a-pharality-of-starts.

[[44]1 13. (Currently Amended) The medical implant assembly of claim 12, wherein the at

least one start includes a plurality of starts, wherein the plurality of starts includes a first start

structure and a second start_structure, each start structure having the leading face.

[[4=21] 14. (Currently Amended) The medical implant assembly of claim 13 [[12]], wherein
the first start is disposed at a diametrically opposite eppesed location from the second start.

15. (New) The medical implant assembly of claim 1, wherein the at least one curvate
surface of both the first start structure and the second start structure is defined by at least one
radius of curvature, the at least one radius of curvature being greater than a radius of curvature

for an outer surface on a crest of the first continuously helically wound thread form.

16. (New) The medical implant assembly of claim 1, wherein the at least one curvate
surface of both the first start structure and the second start structure is defined by at least one
radius of curvature, the at least one radius of curvature being less than a radius of curvature for

an outer surface on a crest of the first continuously helically wound thread form.

17. (New) The medical implant assembly of claim 1, wherein the at least one curvate

surface includes both a convex surface and concave surface.

18. (New) The medical implant assembly claim of 17, wherein both of the concave surface
and the convex surface of the first start structure are positioned between a root and a crest of
the first continuously helically wound thread form, and wherein both of the concave surface and
the convex surface of the second start structure are positioned between a root and a crest of the

second continuously helically wound thread form.

19. (New) The medical implant assembly of claim 17, wherein a radius of curvature of the

convex surface is substantially equal to a radius of curvature of the concave surface.
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20. (New) The medical implant assembly of claim 17, wherein each of the first start

structure and the second start structure includes a bottom beveled surface.

21. (New) The medical implant assembly of claim 18, wherein the concave surface is
adjacent the root and the convex surface is adjacent the crest of the first and second start

structures for the first and second continuously helically wound thread form, respectively.

22. (New) The medical implant assembly of claim 1, wherein the at least one curvate
surface on each of the first and second start structures has a concave shape that extends
entirely across the leading face of at least one of the start structures from a root to a crest of the

at least one of the first and second continuously helically wound thread forms.

23. (New) A medical implant assembly comprising:

a receiver having a first arm and a second arm, the first arm and the second arm each
having a top side surface;

a closure having a first continuously helically wound thread form and a second
continuously helically wound thread form, each of the first continuously helically wound thread
form and the second continuously helically wound thread form being a reverse angle thread, the
first continuously helically wound thread form having a first start structure, the second
continuously helically wound thread form having a second start structure, each of the first start
structure and the second start structure having a leading face including at least a partial
concave surface and a partial convex surface;

a channel formed by the first arm and the second arm and opening onto the top side
surface, the channel adapted to receive a longitudinal connecting member, the channel
closeable with the closure having an axis of rotation;

a first interior surface of the first arm;

a second interior surface of the second arm;

a first discontinuous helically wound thread form on the first interior surface of the first
arm, the first discontinuous helically wound thread form being a reverse angle thread, the first
discontinuous helically wound thread form engageable to the first start structure; and

a second discontinuous helically wound thread form on the second interior surface of the
second arm, the second discontinuous helically wound thread form being a reverse angle
thread, the second discontinuous helically wound thread form engageable to the second start
structure, a rotation of the closure about the axis of rotation between the first arm and the

second arm causing a simultaneous mating of the first start structure with the first discontinuous
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helically wound thread form and the second start structure with the second discontinuous
helically wound thread form, the closure rotationally advanceable within the channel until the

closure locks the longitudinal connecting member within the channel.

24, (New) The medical implant assembly of claim 23, wherein the concave surface is
adjacent a root and the convex surface is adjacent a crest for each of the first and second

continuously helically wound thread forms.

25. (New) The medical implant assembly of claim 23, wherein the first start structure is

disposed at a diametrically opposite location on the closure from the second start structure.

26. (New) A spinal fixation assembly comprising:

a receiver having a set of arms, each of the set of arms having an inner surface;

a channel defined by the set of arms;

a closure top rotationally receivable and advanceable downwardly into the channel;

a closure top flange extending continuously and helically about the closure top, the
closure flange top having a closure top load flank surface and at least one start structure with a
leading face having at least one curvate surface on at least a portion of the leading face; and

a receiver flange extending discontinuously and helically along the inner surface of each

of the set of arms, the receiver flange having a receiver load flank surface.

27. (New) The spinal fixation assembly of claim 26, wherein the closure top flange has a
first flange with a first start structure and a second flange with a second start structure, the first
start structure and the second start structure being diametrically opposite each other and

located at a bottom of the closure top.

28. (New) The spinal fixation assembly of claim 26, wherein the at least one curvate surface

on the leading face is one of being convex and concave in shape.

29. (New) The spinal fixation assembly of claim 26, wherein the concave surface is adjacent

a root and the convex surface is adjacent a crest for each of the first and second flange.

30. (New) The spinal fixation assembly of claim 26, wherein the first flange and the second

flange are each one of: v-threads, square threads, reverse angle threads, or buttress threads.
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REMARKS

This paper is supplemental to and replaces the Amendment and Response filed on
November 27, 2018 in response to the Office action dated June 4, 2018. Claims 1-14 are
pending in this application. The Applicant has amended claims 1-7 and 10-12, renumbered the
second occurrence of claims 11 and 12 as claims 13 and 14, and has added new claims 15-30,
support for which can be found in the specification and claims. No new matter has been added.
Support for these amendments may be found through the specification, figures and claims as
originally filed, e.g., Figs. 3 and 5, paras. [0007] and [0022], etc. Accordingly, after entry of this
Amendment and Response, claims 1-30 will be pending. Reconsideration and allowance are

requested in view of the following remarks.

Specification

The Applicant hereby amends the title for clarity regarding the claimed technology. No
new matter is added. As such, the Applicant respectfully requests that the amendment be

entered.

The Applicant hereby amends the specification for clarity regarding the claimed
technology. Support for the amendment can be found in Fig. 5 and, in particular, the start
structures that correspond to reference numbers “46” and “47” in Fig. 5. No new matter has

been added. As such, the Applicant respectfully requests that the amendments be entered.

Claim Rejections Under 35 U.S.C. § 112

Claims 11 and 12 (second occurrence) have been rejected under 35 U.S.C. § 112(b) or
35 U.S.C. § 112 (pre-AlA), second paragraph, as being indefinite for failing to particularly point
out and distinctly claim the subject matter which the inventor or a joint inventor, or for pre-AlA
the applicant regards as the invention. More specifically, the Office Action purports that Claims
11 and 12 (second occurrence) are misnumbered as they both depend from actual claim 12. To
obviate the rejection, the second occurrence of claims 11 and 12 has been renumbered as
claims 13 and 14. As such, the rejection is moot. The Applicant respectfully request that the

amendments are entered.

Claim Rejections Under 35 U.S.C. § 103

Claims 1-14 have been rejected under pre-AlIA 35 U.S.C. § 103(a) as being
unpatentable over US 2005/0182410 to Jackson (hereinafter, “Jackson”) in view of US

10
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6,010,502 to Bagby (hereinafter, “Bagby”). The Applicant respectfully traverses the rejection for

at least the following reasons.

As amended, the independent claims recite a closure that includes at least one helically
wound thread form or guide and advancement structure having at least one start or start
structure, and the at least one start or start structure having a leading face including at least one
curvate surface. Support for these amendments can be found in the specification, e.g., in the

start structures that correspond to reference numbers “46” and “47” in Fig. 5.

The Applicant submits that Jackson and Bagby, separately or in combination, fail to
disclose the claimed at least one start or start structure having a leading face including at least
one curvate surface. Jackson teaches a spinal fixation device having an open-headed anchor
member having spaced apart arms that receives a closure member. Jackson, Abstract. The
spaced apart arms include an outer flange and the closure includes an inner flange and each of
the outer flange and inner flange include anti-splay contours which cooperate to prevent
splaying tendencies of the spaced apart arms. /d, at para. [0051]. However, whatever else
Jackson does teach, it does not teach or suggest a closure that includes at least one start

having a leading face including at least one curvate surface.

Bagby does not cure the deficiencies of Jackson. Bagby teaches a bone joining implant
having self-cutting threads. Bagby, Col. 10, Ins. 26-30. The implant can have a dual thread
construction. /d. at col. 13, Ins. 34-39. Neither Jackson nor Bagby teach a closure that includes
at least one start having a leading face including at least one curvate surface. Even assuming,
arguendo, that Jackson and Bagby were combined, the combination does not teach a closure

that includes at least one start having a leading face including at least one curvate surface

Further, there is no motivation to combine the thread construction of Bagby with the
inner flange of the closure of Jackson. The implant of Bagby is targeted to produce immediate
fixation between bone bodies following insertion. Bagby. at col. 2, Ins. 62-64. More specifically,
the self-cutting threads include an undercut portion that engages with a bone bed in each of the
bone bodies to provide instantaneous fixation. Bagby, Abstract, col. 6, Ins. 22-24. One skilled
in the art would not be motivated to use a self-tapping thread specific to joining bone bodies in a
closure received in a receiver. Thus, there is no motivation to combine the thread of Bagby with

the inner flange of the closure of Jackson.

In light of the foregoing, the Applicant submits that the independent claims are

patentable over Jackson in view of Bagby. The Applicant also submits that dependent claims 2-

11
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6, and 8-11, and 13-14 are also patentable over Jackson in view of Bagby at least because of
their dependency from their independent claim. The Applicant also submits that new claims 15-
23, which depend from claim 1, are also patentable over Jackson in view of Bagby at least

because of their dependency from claim 1.

Accordingly, the Applicant respectfully requests withdrawal of the current rejection of the

claims and submits that the same are in condition for allowance.

New Claims 23-30

The Applicant further submits that new claims 23-30 are also patentable over Jackson in
view of Bagby at least because independent claim 23’s recites the limitation, “a closure having a
first continuously helically wound thread form and a second continuously helically wound thread
form . . . the first continuously helically wound thread form having a first start structure, the
second continuously helically wound thread form having a second start structure, each of the
first start structure and the second start structure including at least a partial concave surface
and a partial convex surface” and independent claim 30’s recites the limitation “the closure
flange top having . . . at least one start structure with a leading face having at least one curvate
surface on at least a portion of the leading face.” As such, independent claims 23 and 30 are
allowable for at least the same reasons as the independent claims discussed above and claims
24-25 and 26-29 are allowable at least because of their dependency from claims 23 and 30,

respectively.
Conclusion

In accordance with the amendments and arguments set forth herein, Applicant
respectfully submits that the application and all claims are in a condition for allowance, and
request prompt allowance. A three month extension of time was previously submitted, and any
necessary additional claims fees are submitted herewith. As such, Applicant believes no
additional fees or petitions are due with this filing. However, should any such fees or petitions be
required, please consider this a request therefor and authorization to charge Deposit Account

No. 50-1662, as necessary.

12
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If the Examiner should require any additional information or amendment, please contact

the undersigned attorney.

66345503.1

Dated: 12/3/2018

Respectfully submitted,

/Stephanie T. Vu/

Stephanie T. Vu, Registration No. 73,063
Milan M. Vinnola, Registration No. 45,979
Attorney for Applicant

USPTO Customer No. 24030

Polsinelli PC

900 W. 48™ Place, Suite 900
Kansas City, MO 64112
uspt@polsinelli.com

Tel: 720-931-1166

Fax: 816-753-1536
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IN THE UNITED STATES PATENT AND TRADEMARK OFFICE

Application No. 1 15/964,502 Confirmation No. : 5939

First Applicant . Roger P. Jackson Art Unit : 3733

Filed : 04/27/2018 Examiner :  David C. Comstock
Title MULH-START-CLOSURESFOR-OREN-HVRLANTS MEDICAL IMPLANT CLOSURE

TOPS HAVING DUAL LEAD THREAD FORMS WITH MULTIPLE START STRUCTURES

Docket No. : JAC023-587198

INFORMATION DISCLOSURE STATEMENT
PURSUANT TO 37 C.F.R. §§ 1.56, 1.97, AND 1.98

Commissioner:

The Examiner is respectfully requested to consider the patents, patent applications,
publications, or other information cataloged on the enclosed Form PTO/SB/08A during examination of
the above-identified patent application. The order of presentation of the references should not be
construed as an indication of importance. These references are submitted for the Examiner’s
consideration and are submitted pursuant to an Applicant’s duty of disclosure under 37 C.F.R. § 1.56.

Copies of all of the cited documents

|:| are enclosed unless otherwise indicated on the enclosed Form PTO/SB/08a.
|:| have been previously furnished to the Office in prior application No.
filed , which the present application relies upon for an earlier effective filing date under

35 U.S.C. § 120. Therefore, no copies of the cited documents are included herewith pursuant to
37 C.F.R. § 1.98(d); MPEP & 609(II1)(A)(2).

@ are enclosed unless they are U.S. patents or U.S. patent application publications
pursuant to 37 C.F.R. § 1.98(a).
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|
BASIS

This information disclosure statement is filed pursuant to

[

37 C.F.R. § 1.97(b).

This information disclosure statement is filed either (1) within three months of the filing
date of a national application other than a continued prosecution application under

37 C.F.R. § 1.53(d); (2) within three months of the date of entry of the national stage as
set forth in 37 C.F.R. § 1.491 in an international application; (3) before the mailing date
of a first Office action on the merits; or (4) before the mailing of a first Office action
after the filing of a request for continued examination under 37 C.F.R. § 1.114,
whichever event occurs last.

Accordingly, this information disclosure statement requires no fee and no certification.

37 C.F.R. § 1.97(c).

This information disclosure statement is filed after the period specified in 37 C.F.R.

§ 1.97(b), but before the mailing date of any of (1) a final action under 37 C.F.R. § 1.113;
(2) a notice of allowance under 37 C.F.R. § 1.311; or (3) an action that otherwise closes
prosecution in the application.

Accordingly, this information disclosure statement requires either the fee specified in
37 C.F.R. § 1.17(p) for submission of an information disclosure statement under
37 C.F.R. § 1.97(c), or a statement under 37 C.F.R. § 1.97(e).

37 C.F.R. § 1.97(d).

This information disclosure statement is filed after the period specified in 37 C.F.R.
§ 1.97(c) since a

[] final action under 37 C.F.R. § 1.113

] notice of allowance under 37 C.F.R. § 1.311

was mailed to the Applicant(s) on . The issue fee has not been paid
herein.

Accordingly, this information disclosure statement requires the fee set forth in 37 C.F.R.
§ 1.17(p) to consider an information disclosure statement under 37 C.F.R. § 1.97(d), and
a statement under 37 C.F.R. § 1.97(e).

If this statement crosses in the mail with an Office action, or is otherwise not in the indicated

66360667.1

category of 37 C.F.R. § 1.97, it is respectfully requested that this statement be treated in the next
appropriate category and made of record. To the extent required, please treat this paper as a
conditional petition for acceptance of the information disclosure statement.
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Il
FEES

Any required fee is being paid as indicated below by an enclosed check or our deposit account.
No fee is due.

The fee specified in 37 C.F.R. § 1.17(p) for submission of an information disclosure
statement under 37 C.F.R. § 1.97(c) or (d) is due.

A check is enclosed for the required fee.
Payment by credit card is submitted simultaneously herewith for the required fee.

Please charge the required fee to our deposit account no. 50-1662.

X X OO X O

The Commissioner is hereby authorized to charge any additional required fees or credit
any overpayments associated with this information disclosure statement to our deposit
account no. 50-1662.

1]
CERTIFICATION

Pursuant to 37 C.F.R. § 1.97(e), | state as follows:
X No statement is necessary.

|:| Each item of information contained in this information disclosure statement was first
cited in any communication from a foreign patent office in a counterpart foreign
application not more than three months prior to the filing of this information disclosure
statement. 37 C.F.R. § 1.97(e)(1).

|:| No item of information contained in this information disclosure statement was cited in a
communication from a foreign patent office in a counterpart foreign application, and, to
my knowledge after making reasonable inquiry, no item of information contained in this
information disclosure statement was known to any individual designated in 37 C.F.R.

§ 1.56(c) more than three months prior to the filing of this information disclosure
statement. 37 C.F.R. § 1.97(e)(2).

Pursuant to 37 C.F.R. § 1.704(d), | state as follows:

[] Each item of information contained in this information disclosure statement was first
cited in any communication from a foreign patent office in a counterpart application,
and this communication was not received by any individual designated in 37 C.F.R.
§ 1.56(c) more than thirty days prior to the filing of this information disclosure
statement.
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v
FOREIGN LANGUAGE REFERENCES

Pursuant to 37 C.F.R. § 1.98(a)(3)(i), any information disclosure statement filed under 37 C.F.R.
§ 1.97 shall include a concise explanation of the relevance, as it is presently understood by the individual
designated in § 1.56(c) most knowledgeable about the content of the information, of each patent,
publication, or other information listed that is not in the English language. The concise explanation may
be either separate from the specification or incorporated therein. In compliance with the rules, the
Applicant states as follows:

X

[l
[l
]

66360667.1

No concise explanation is required since all cited references are in English.

A concise explanation of the relevance of one or more foreign language references is
attached.

No English language version was available for one or more foreign language references.

According to the procedural policy adopted by the PTO with regard to disclosure
requirements, the Applicant is satisfying the disclosure requirement pursuant to MPEP
§ 609.04(a)(Ill) by submitting herewith the following:

|:| An English language version of one or more non-English language documents.

|:| An English language equivalent application or patent of one or more non-English
language applications or patents.

|:| An English language version of one or more search reports or other actions by
one or more foreign patent offices in one or more counterpart foreign
applications, which indicate the degree of relevance found by the foreign
office(s).

|:| An English language abstract of one or more non-English language references.

The Applicant has not analyzed these documents and, therefore, declines to comment
on their relevance at this time.

\'
REMARKS

Pursuant to the doctrines established by the Court of Appeals for the Federal Circuit in
McKesson Information Solutions, Inc. v. Bridge Medical, inc., 487 F.3d 897 (Fed. Cir.
2007) and Dayco Products, Inc. v. Total Containment, Inc., 329 F.3d 1358 (Fed. Cir.
2003), Applicant(s) submit documents herewith reflecting the prosecution history of
applications that Applicant(s) believe may be considered related to the present
application.

In satisfaction of the duty of disclosure under 37 C.F.R. § 1.56, and as required by
M.P.E.P. § 2001.06(b), the Examiner is requested to consider the pending U.S. patent
applications listed in “Attachment A,” which are owned by the Assignee of the present
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application. The pending patent applications may include subject matter similar to that
of the present application.

It is respectfully requested that

(1) the Examiner sign the enclosed Form PTO/SB/08a to evidence that the cited information
has been fully considered by the Patent and Trademark Office during the examination of
this application; and

(2) the citations for the cited information be printed on any patent that issues from this
application.

The submission of this information disclosure statement by the Applicant(s) shall not be
construed as a representation that a search has been performed or that no other material information
under 37 C.F.R. § 1.56 exists. See 37 C.F.R. § 1.97(g).

The submission of this information disclosure statement by the Applicant(s) shall not be
construed as an admission that any information cited or referred to herein is, or is considered to be,
material to the patentability of one or more of the pending claims in this application pursuant to
37 C.F.R. § 1.56(b), unless specifically designated by the Applicant(s) as such. See 37 C.F.R. § 1.97(h).

The submission of this information disclosure statement by the Applicant(s) shall not be
construed as an admission that any information cited or referred to herein is, or is considered to be, or
even qualifies as “prior art” under 35 U.S.C. § 102 with respect to this invention, unless specifically
designated by the Applicant(s) as such.

Notwithstanding any statements by the Applicant(s), the Examiner is urged to form his or her
own conclusion regarding the relevance of the cited information.

Vi
CONCLUSION

The Examiner is encouraged to contact the undersigned attorney to discuss any questions
concerning this information disclosure statement or any of the information cited or referred to herein.

Respectfully submitted 12/03/2018

/Stephanie T. Vu/
Stephanie T. Vu, Reg. No. 73,063
Milan Vinnola, Reg. No. 45,979
Attorney for Applicant
USPTO Customer No. 24030
Polsinelli PC
1401 Lawrence Street, Suite 2300
Denver, CO 80202
Phone: (303) 583-8253
Fax: (720) 294-0187
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ATTACHMENT A
APPLN. NO. 15/964,502
INFORMATION DISCLOSURE STATEMENT
FOR
STATEMENT UNDER MPEP § 2001.06(b)

9,636,146 5/02/2017 Jackson et al.
9,717,533 8/01/2017 Jackson et al.
9,743,957 8/29/2014 Jackson
9,861,394 1/09/2018 Jackson
10,004,541 6/26/2018 Jackson

2014/0214097 7/31/2014 Jackson et al.
2015/0119942 4/30/2015 Jackson et al.
2015/0148846 5/28/2015 Jackson
2015/0164558 6/18/2015 Jackson et al.
2016/0038188 2/11/2016 Jackson et al.
2016/0242818 8/25/2016 Jackson
2017/0189073 7/06/2017 Jackson et al.
2017/0333083 11/23/2017 Jackson et al.
2017/0354443 12/14/2017 Jackson
2017/0354441 12/14/2017 Jackson et al.
2018/0132901 05/17/2018 Jackson et al.
2018/0296249 10/18/2018 Jackson
EXAMINER DATE CONSIDERED

EXAMINER: Initial if citation considered, whether or not citation is in conformance with MPEP 609; Draw line through
citation if not in conformance and not considered. Include copy of this form with next communication to applicant.
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PTO/SB/08A (08-03)
U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE
Substitute for Form 1449A/PTO

INFORMATION DISCLOSURE
STATEMENT BY APPLICANT

(Use as many sheets as necessary)

APPLICATION NO.: FILING DATE:
15/964,502 04/27/2018
INVENTOR(S): ART UNIT:

Roger P. Jackson 3733

EXAMINER NAME: ATTY. DOCKET NO.:

David C. Comstock

JAC023-587198

U.S. PATENT DOCUMENTS

EXAMINER Cite PATENT ISSUE Name of Patentee or Pages, Columns, Lines,
INITIALS* No.! NUMBER DATE Applicant of cited Where Relevant Passages
T T DO Document or Relevant Figures Appear
(if known)
2,005,348 06-1935 Michell
2,833,325 05-1958 Laisy
4,600,225 07-1986 Blose
5,067,955 11-1991 Cotrel
5,092,635 03-1992 Delange et al.
5,234,430 08-1993 Huebner
5,334,203 08-1994 Wagner
5,605,458 02-1997 Bailey et al.
5,607,304 03-1997 Bailey et al.
5,672,176 09-1997 Biedermann et al.
5,797,911 08-1998 Sherman et al.
6,006,930 12-1999 Dreyer et al.
6,063,090 05-2000 Schlapfer
6,077,262 06-2000 Schlapfer et al.
6,077,267 06-2000 Huene
6,254,146 07-2001 Church
6,296,642 10-2001 Morrison et al.
6,412,831 07-2002 Noel et al.
6,554,834 04-2003 Crozet et al.
6,730,089 05-2004 Jackson
6,835,196 12-2004 Biedermann et al.
6,997,927 02-2006 Jackson
7,204,838 04-2007 Jackson
7,717,942 05-2010 Schumacher
7,591,839 09-2009 Biedermann et al.
7,794,477 09-2010 Melkent et al.
7,972,364 07-2011 Biedermann et al.
8,382,809 02-2013 Kaufman et al.
8,814,913 08-2014 Jackson
8,911,479 12-2014 Jackson et al.
9,068,587 06-2015 Sage et al.
9,445,847 09-2016 Biedermann et al.
7,250,052 07-2007 Landry et al.
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[0006]

Walther m Walther & Hinz Heimradstr.

2 34130 Kassel, DE

Anchoring element for fastening a rod of a

[0007]

Device for setting up a human or animal spine on a vertebral bone

[0008]
The present invention relates to an anchoring element for fixing a rod of a device for establishing a
human or animal spine on a vertebral bone, comprising a substantially U-shaped and two
substantially parallel holding webs comprehensive holder, in which a receiving slot for receiving
the rod is, and with a counter to the received in the receiving slot rod securing element.

[0009]

f?

XKi"

[0010]

From DE 94 02 839 a pedicle screw is known, which is anchored with its threaded shaft in a
vertebral body and having at its protruding from the vertebral bone end of a U-shaped holder with
two parallel aligned holding webs.

In this case, a receiving slot for receiving a distraction or compression rod is formed between the
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retaining webs, which can be secured and fixed by means of a fastened to the free ends of the
retaining webs securing element.

This securing element is composed in a first embodiment of a hexagonal, annular element with a
locking screw inserted therein, wherein the entire securing element can be inserted into a
corresponding groove in the retaining webs. The securing element spans the receiving slot, so that
the locking screw acts directly on the rod to fix it.

[0011]

In another embodiment, the securing element consists of a sleeve enclosing the retaining element
with internal thread, wherein the shell can be screwed onto a corresponding, provided on the outer
sides of the retaining webs thread, so that provided on the end face of the shell locking screw can

engage in the receiving slot to fix the rod.

[0012]

In such a device, therefore, the pedicle screw must first be anchored in the vertebral body, in order
to then insert the rod in the receiving slot.

Thereafter, the securing element is either inserted into the grooves or screwed onto the holder
before the vortex or the rod is brought by tightening the locking screw in the desired position. This
has proven to be very difficult in practice, since either the insertion of the fuse element into the
grooves or the screwing of the fuse element on the holder requires a lot of tact, while at the same
time must be taken to ensure that

[0013]
Vertebral body and / or the rod meanwhile does not slip.

[0014]

From DE 297 10 484 an anchoring element is known in which a sawtooth thread for receiving the
locking screw is provided on the inner sides of the holding webs.
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This ensures that the forces acting radially on the retaining webs in a normal thread accounts and
attack only axially acting forces on the retaining web. As a result, a bending apart of the holding
webs is prevented, so that even the holding webs comprehensive ring element can be omitted.
Again, it has proven in practice to be very tedious to screw the respective locking screw in the
corresponding sawtooth while keeping the spine and / or the rod as long in the desired position
until the locking screw holds the rod independently.

[0015]

Based on this, the present invention seeks to provide an anchoring element, wherein the securing
element reliably absorbs the forces occurring and in which the securing element is easy and quick
to install.

[0016]

As a technical solution to this problem is proposed according to the invention, the above-
mentioned anchoring element in that the securing element comprises a locking element and a ring
member, wherein the ring member is attachable by means of a Renkverbindung at the free end of
the holding webs.

[0017]

A trained according to this technical teaching anchoring element has the advantage that the ring
element only needs to be placed axially on the free end of the holding webs and can be brought by
a slight pivoting in its final, secured position.

Such a secured ring element holds in the receiving slot

[0018]
already located provisionally in the desired position, so that the operating doctor can now screw in
the locking element in order to adjust the rod and fix.

[0019]
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It has proven to be advantageous to form the Renkverbindung as a bayonet lock, with a radially
projecting gripper and a slot or groove-like recording, wherein the gripper engages in the
receptacle to fix the ring member of the holding webs.

Such a bayonet closure is inexpensive to implement and allows a quick and easy attachment of
the ring member to the holder of the anchoring element.

[0020]
The configuration of the receptacle with an axial introduction and a radial holding element has the
advantage that the gripper can be brought into the introduction in a simple manner and passes by
rotation in the holding element to remain there and form a positive bayonet closure.

[0021]
It is understood that the rod may be formed, for example, as a distraction, compression or
connecting rod.

[0022]

In a preferred embodiment, the ring element is insertable into the receiving slot and attachable
between the retaining webs, wherein the gripper is mounted externally on the ring member, while
the receptacle is arranged in the retaining webs.

This has the advantage that hereby the ring element is also integrated in the receiving slot, so that
the entire anchoring element can be made very small.

[0023]

In another preferred embodiment, the ring element surrounds the retaining webs, wherein the
receptacle is arranged in the ring element, while the gripper is attached to the retaining webs.

This has the
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[0024]
Advantage that also by this the radial forces emanating from the locking element are absorbed by
the ring member, without causing the holding webs are pressed in an undesirable manner.

[0025]

In yet another preferred embodiment, the insertion is V-shaped.

This has the advantage that the introduced into this introduction gripper need only be placed
roughly on the introduction and then properly performed by the V-shaped configuration to the
transversely oriented support member to be subsequently introduced by pivoting the ring member
in this.

As a result, the placement of the ring element on the retaining webs is further simplified.

[0026]

In a further preferred embodiment, the Halteelemet is formed rising upward, whereby the ring
member must perform not only a rotating, but in addition an axial movement in order to be solved.
By such a Zusatzerfordenis when loosening the ring element unintentional release of the ring
element is difficult. Anloges applies to a broadening of the end of the retaining element.

[0027]

In yet another preferred embodiment of the gripper is designed as a pin edge. The flank
advantageously rests against the holding element with a larger area, so that unintentional
detachment of the ring element is tempered by the correspondingly higher friction.

[0028]
In yet another preferred embodiment, the gripper extends through and out of the receptacle and is
curved or inclined, preferably in the direction of the forces on the securing element, such that the
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retaining strut faces inwards

[0029]

is pressed.

Hierdruch the holding webs are pressed inward due to the effective holding forces of the anchoring
elements and it is ensured that the ring member is reliably held in the retaining webs. A jumping
out of the fuse element due to bending retaining webs is prevented.

[0030]

In a preferred embodiment, a thread for receiving the locking element is provided in the ring
element. In addition to the above-mentioned advantage that thereby a small size is achieved, this
also has the advantage that the radial forces emanating from the locking element are completely
absorbed by the ring element, without deformations occur as in the prior art.

[0031]

Further advantages of the anchoring element according to the invention will become apparent
from the accompanying drawings and the embodiments described below. Likewise, according to
the invention, the features mentioned above and those which are still further can be used
individually or in any desired combinations with one another. The mentioned embodiments are not
to be understood as exhaustive enumeration, but rather have exemplary character. Show it:

[0032]
Fig. 1 is an exploded view of a first Ausfilhrngsform an anchoring element according to the
invention with a rod;

[0033]
FIG. 2 shows a plan view of the ring element according to FIG. 1; FIG. 3 shows a partially
sectioned side view of the anchoring element according to FIG. 1, cut along line IM-IM in FIG. 1;
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[0034]
4 shows an exploded view of a second embodiment of an anchoring element according to the
invention with a rod;

[0035]
Fig. 5 is a plan view of the ring member of FIG. 4; Fig. 6 is a side view of the anchoring element of
FIG. 4; 7 is an exploded view of a third embodiment of a

[0036]

anchoring element according to the invention with a rod;

[0037]

FIG. 8 shows a plan view of the ring element according to FIG. 7; FIG.

[0038]

9 shows a partially sectioned side view of the anchoring element according to FIG. 7, cut along
line IX-1Xin FIG. 7; 10 is an exploded view of a fourth embodiment of an anchoring element
according to the invention with a rod;

[0039]

11 shows a plan view of the ring element according to FIG. 10; FIG. 12 shows a side view of the
anchoring element according to FIG. 10; FIG. 13 is an exploded view of a fifth embodiment of an
anchoring element according to the invention with a rod; FIG. 14 shows a plan view of the ring
element according to FIG. 13; FIG. FIG. 15 shows a side view of the anchoring element according
to FIG. 13; FIG. 16 shows an exploded view of a sixth embodiment of an anchoring element
according to the invention with a rod; 17 shows a plan view of the ring element according to FIG.
16;

[0040]

FIG. 18 is a partially sectioned side view of the anchoring element according to FIG. 16, cut along
line XVII-XVIIIl in FIG. 16; FIG.
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[0041]

19 is an exploded view of a seventh embodiment of an anchoring element according to the
invention; FIG. 20 shows a plan view of the ring element according to FIG. 19; FIG. Fig. 21 is a
side view of the anchoring element according to Flg.

19.

[0042]

FIGS. 1 to 3 show a first embodiment of an anchoring element embodied as a pedicle screw,
wherein the anchoring element for insertion into the vertebral bone has a threaded shaft 10 and a
U-shaped holder 12 with two retaining struts 14, 16, substantially parallel, a ring element 18 and
designed as a grub screw locking element 20 includes.

In this case, a receiving slot 22 for receiving a rod 24 is provided in the holder 12, which over
which from the locking element

[0043]
and the ring member 18 composed fuse element is fixed.

[0044]

In this embodiment, two bayonet pins 26, 28 are radially projecting on the ring member 18 on
opposite sides, which in a entssprechende, formed on the inside of the holding webs 14, 16
insertion 30 and a holding member 32 are used.

In this case, the ring member 18 is inserted with its two pins 26, 28 from above into the upwardly
open insertion 30, and brought to the bottom of the introduction 30 before the ring member 18 is
pivoted by a few degrees, so that the pins 26, 28th be performed to the end of the holding element
32.
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Arrived in this position, the ring member 18 is released and remains reliably in this position.

[0045]
As can be clearly seen in FIG. 3, the insertion 30 is V-shaped to form a large catching area for
insertion of the pins 26, 28.

[0046]

In the ring member 18, an internal thread 34 is provided for receiving the locking screw 20 formed
as a locking element.

In this case, the locking member 20 is screwed in so far into the ring member 18 that the locking
member 20 presses on the rod 24 and fixes it in the desired position.

[0047]

FIGS. 4 to 6 show a second embodiment of an anchoring element according to the invention, also
embodied as a pedicle screw.

Again, the anchoring element is composed of a threaded shaft 40 for attachment of the anchoring
element in the vertebral bone, a U-shaped bracket 42 with two substantially parallel retaining webs
44, 46, a ring member 48 and a lock screw desighed as a Madame 50th

[0048]

together.

In this embodiment, on the respective inner sides of the holding webs 44, 46, an internal thread 52
is formed for receiving the locking element designed as a set screws 50.
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In order that in this embodiment the radial forces acting on the holding webs 44, 46 do not lead to
a bending of the holding webs 44, 46, in this case the ring element 48 is placed around the holding
webs 44, 46 on the outside.

[0049]
Also in this embodiment, a receiving slot 54 of a rod 24 is formed in the holder 42, which is
determined by the locking element 50 in the desired position.

[0050]

On the outwardly facing sides of the holding webs 44, 46 each have a radially projecting pin 56, 58
is provided, which are inserted into corresponding, provided on the inside ring element 48 leads
61, which also here at the introduction 60, 61 correspondingly perpendicular corresponding
holding elements 62, 63 connect.

Again, the introducers 60, 61 are V-shaped to realize a large catch area.

[0051]

FIGS. 7 to 9 show a third embodiment of an anchoring element according to the invention, also
designed as a pedicle screw.

This third embodiment differs from the first embodiment according to FIGS. 1 to 3 in that on the
inside of the holding webs 14, 16, then a slightly upwardly rising support member 66 is formed on
the introduction 30, at the end of a widening 68 is provided is.

The broadening 68 is designed substantially circular.

In this holding element 66 of the pin 26, 28 can be inserted and clamped at a corresponding
rotation of the ring member 18 in the upwardly extending support member 66, so that in this way a
clamping protection is achieved. In this case, the holding element 66 increases in the direction of

03-12-2018 11

Zimvie_Zimmer Biomet v. Jackson
IPR2023-01431; Petitioners’ EX1002
Page 120 of 347



the forces acting on the securing element.

[0052]

The broadening 68 at the end of the holding element 66 also causes that during rotation of the ring
member 18 between pin 26, 28, and Ring member 18 on the one hand and the holding webs 14,
16 on the other hand built-up voltage is at least partially degraded again, since the widening 68
extends partially in the direction of the holding force and thus partially abolishes the pressure
between the fuse element and rod 24. At the same time thereby a reliable and permanent securing
of the ring member 18 is achieved, since to release the ring member 18 just this pressure must be
rebuilt, which is not possible without external, targeted force. This means that the ring member 18
can not solve by itself.

[0053]

FIGS. 10 to 12 show a fourth embodiment of an anchoring element according to the invention,
also embodied as a pedicle screw. This fourth embodiment differs from the second embodiment
according to FIGS. 4 to 6 in that on the inside of the ring element 48, a slightly upwardly rising
holding element 70 is then formed on the introduction 61. In this holding element 70, the pin 56, 58
can be inserted and clamped at a corresponding rotation of the ring member 48 in the upwardly
extending support member 70, so that in this way a clamping protection is achieved.

[0054]

In an embodiment not shown here, the end of the holding element 70, analogous to the holding
element 66 of FIG. 9, widened.

[0055]

A fifth embodiment of an anchoring element according to the invention, also designed as a pedicle
screw, is shown in FIGS. 13 to 15.

This fifth embodiment differs from the second embodiment according to FIGS. 4 to 6 in that here
the gripper
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[0056]
- & Idigr;

[0057]

As a bayonet edge 72, 74 is formed, which is insertable into a corresponding insertion 76, 77 and
retaining element 78 on the ring member 48.

By the broad edge 72, 74 creates a large contact surface between the ring member 48 and
retaining web 44, 46, which leads to a large friction as soon as the ring member 48 is placed
properly. This friction, in turn, hinders the unintentional release of the ring element 48, so that in
this way a safeguard against unintentional release of the ring element 48 is achieved.

[0058]

FIGS. 16 to 18 show a sixth embodiment of an anchoring element according to the invention, also
designed as a pedicle screw. This sixth embodiment differs from the first embodiment according to
FIGS. 1 to 3 in that here too the pins have been replaced by flanks 80, 82, which engage in a
corresponding insertion 84 and retaining element 86. Otherwise the same applies to the fifth
embodiment.

[0059]

The illustrated in FIGS. 19 to 21 seventh embodiment of an anchoring element according to the
invention substantially corresponds to the first embodiment shown in FIGS. 1 to 3, only the gripper
of the bayonet closure is formed differently here. As can be seen from FIG. 19, the gripper of the
bayonet closure is desighed as a radially projecting, upwardly inclined pin 90, 92. This pin 90, 92
is longer than the comparable pin 26, 28 in FIG. 1.

[0060]
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After the rod 24 has been inserted into the receiving slot 22, the ring member 18 is also inserted
into the receiving slot 22 in the axial direction. The pins 90, 92 are alighed so that they reach the
introduction 30. Now, the operating surgeon must press the ring member 18 with appropriate force
on the rod 24, so that the latter is pushed deeper into the receiving slot 22, and so

[0061]

that the pins 90, 92 reach the bottom of the introduction 30. Arrived in this position, the ring
member 18 can be pivoted by an angular width, so that the pins 90, 92 reach the holding member
32. Since the rod 24 is biased in this case, the latter presses permanently on the ring member
18th That is, as shown in FIGS. 19 to 21, the ring member 18 is pushed upward. The pins 90, 92
are now made so long that they protrude from the support member 32 and are also inclined
according to the force acting on the ring member 18 force upwards. Due to this inclination of the
pins 90, 92, the forces acting on the pins 90, 92 by the rod 24 are decomposed into an axial and a
radial component. The radial component causes the retaining webs 14, 16 are pressed inwards.
This ensures that the ring member 18 is reliably fixed in the holding webs 14, 16 even with large,
occurring forces.

[0062]
In another embodiment, not shown here, the pins are curved, also to push the holding webs
inwards.

[0063]
It goes without saying that the flank 80, 82 according to FIGS. 60 to 80 can also be inclined or
curved.

[0064]

The rod 24 may be formed, for example, as a connection, distraction or compression rod
depending on the purpose.

[0065]
LIST OF REFERENCE NUMBERS
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[0066]
10 threaded shaft

[0067]
12 holder

[0068]
14 holding web

[0069]
16 holding web

[0070]

18 ring element

[0071]

20 Fixing element

[0072]
22 receiving slot

[0073]
24 Rod

[0074]
26 pen

[0075]
28 pen

[0076]
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30 introduction

[0077]

32 retaining element

[0078]

34 inner thread

[0079]
40 threaded shaft

[0080]
42 holder

[0081]
44 holding web

[0082]
46 holding web

[0083]

48 rings element

[0084]
50 Fixing element

[0085]

52 inner thread

[0086]

54 receiving slot
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[0087]
56 pen

[0088]
58 pen

[0089]

61 introduction

[0090]

62 retaining element

[0091]
63 Holding element 66 holding element 68 widening 70 holding element 72 flank

[0092]
74 flank

[0093]

76 introduction

[0094]

77 introduction

[0095]
78 Retaining element 80 flank

[0096]
82 flank
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[0097]
84 introduction

[0098]

86 retaining element

[0099]
90 pen

[0100]
92 pen
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Die vorliegende Erfindung betrifft ein Verankerungselement zur Befestigung
eines Stabes einer Vorrichtung zum Einrichten einer menschlichen oder
tierischen Wirbelsaule an einem Wirbelknochen, mit einern im wesentlichen
U-formig ausgebildeten und zwei im wesentlichen parallel angeordnete
Haltestege umfassenden Halterung, in dem ein Aufnahmeschlitz zur
Aufnahme des Stabes ausgebildet ist, und mit einem gegen den im
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Aus dem DE 94 02 839 ist eine Pedikelschraube bekannt, die mit ihrem
Gewindeschaft in einem Wirbelk&rper verankerbar ist und die an ihrem aus
dem Wirbelknochen herausragenden Ende eine U-férmig gebildete Halterung
mit zwei parallel ausgerichteten Haltestegen aufweist. Dabei ist zwischen
den Haltestegen ein Aufnahmeschlitz zur Aufnahme eines Distraktions- oder
Kompressionsstabes ausgebildet, der mittels einem an den freien Enden der
Haltestege befestigbaren Sicherungselement gesichert und fixiert werden
kann. Dieses Sicherungselement setzt sich in einer ersten Ausfiihrungs-
form aus einem sechseckigen, ringférmigen Element mit einer darin
eingelassenen Feststellschraube zusammen, wobei das gesamte
Sicherungselement in eine entsprechende Nut in den Haltestegen einschieb-
bar ist. Das Sicherungselement Uberspannt den Aufnahmeschlitz, so dass

die Feststellschraube direkt auf den Stab wirkt, um diesen zu fixieren.

in einer anderen Ausfihrungsform setzt sich das Sicherungselement aus
einem das Halteelement umschlielBenden Hille mit Innengewinde zu-
sammen, wobei die Hille auf ein entsprechendes, auf den AufRenseiten der
Haltestege vorgesehenes Gewinde aufschraubbar ist, so dass die auf der
Stirnseite der Hiille vorgesehene Feststellschraube in den Aufnahmeschlitz

eingreifen kann, um den Stab zu fixieren.

Bei einer derartigen Vorrichtung muss also zunachst einmal die Pedikel-
schraube im Wirbelkérper verankert werden, um anschlieRend den Stab in
den Aufnahmeschlitz einzulegen. Danach wird das Sicherungselement
entweder in die Nuten eingefiihrt oder aber auf die Halterung
aufgeschraubt, bevor der Wirbel bzw. der Stab durch Anziehen der
Feststellschraube in die gewiinschte Position gebracht wird. Dies hat sich
in der Praxis als sehr schwierig herausgestellt, da entweder das Einfihren
des Sicherungselementes in die Nuten oder das Aufschrauben des
Sicherungselementes auf die Halterung sehr viel Fingerspitzengefuhl

erfordert, wobei gleichzeitig darauf geachtet werden muss, dass der
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Wirbelkdrper und/oder der Stab wahrenddessen nicht verrutscht.

Aus dem DE 297 10 484 ist ein Verankerungselement bekannt, bei dem an
den Innenseiten der Haltestege ein Sdgezahngewinde zur Aufnahme der
Feststellschraube vorgesehen ist. Hierdurch wird erreicht, dass die bei
einem normalen Gewinde radial auf die Haltestege wirkenden Krafte
entfallen und lediglich axial wirkende Krafte am Haltesteg angreifen.
Hierdurch wird ein Auseinanderbiegen der Haltestege verhindert, so dass
auch das die Haltestege umfassende Ringelement entfallen kann. Auch hier
hat es sich in der Praxis als sehr miihsam herausgestellt, die jeweilige
Feststellschraube in das entsprechende Sagezahngewinde einzuschrauben
und dabei gleichzeitig die Wirbelsaule und/oder den Stab so lange in der
gewlinschten Position zu halten, bis die Feststellschraube den Stab

selbstandig halt.

Davon ausgehend liegt der vorliegenden Erfindung die Aufgabe zugrunde,
ein Verankerungselement zu schaffen, bei dem das Sicherungselement die
auftretenden Krafte zuverldssig aufnimmt und bei dem das Sicherungs-

element einfach und schnell anzubringen ist.

Als technische Losung dieser Aufgabe wird erfindungsgeman vorge-
schlagen, das eingangs genannte Verankerungselement dadurch weiterzu-
bilden, dass das Sicherungselement ein Feststellelement und ein
Ringelement umfasst, wobei das Ringelement mittels einer Renkverbindung

am freien Ende der Haltestege anbringbar ist.

Ein nach dieser technischen Lehre ausgebildetes Verankerungselement hat
den Vorteil, dass das Ringelement lediglich axial auf die freien Ende der
Haltestege aufgesetzt werden braucht und durch ein leichtes
Verschwenken in seine endgtiltige, gesicherte Position gebracht werden

kann. Ein derart gesichertes Ringelement halt den im Aufnahmeschlitz
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befindlichen Stab bereits provisorisch in der gewiinschten Position, so dass

der operierende Arzt nun in Ruhe das Feststellelement einschrauben kann,

um den Stab zu justieren und zu fixieren.

Dabei hat es sich als vorteilhaft erwiesen, die Renkverbindung als

Bajonettverschluss, mit einem radial abstehenden Greifer und einer schlitz-

oder nutartigen Aufnahme auszubilden, wobei der Greifer in die Aufnahme

eingreift, um das Ringelement der Haltestege zu fixieren. Ein solcher

Bajonettverschluss ist kostenglnstig realisierbar und erfaubt eine schnelle

und einfache Anbringung des Ringelementes an der Halterung des

Verankerungselementes.

Die Ausgestaltung der Aufnahme mit einer axialen Einfihrung und einem

radialen Halteelement hat den Vorteil, dass der Greifer in einfacher Weise in

die Einfihrung gebracht werden kann und durch Verdrehen in das

Halteelement gelangt, um dort zu verharren und einen formschlissigen

Bajonettverschluss zu bilden.

Es versteht sich, dass der Stab beispielsweise als Distraktions-,

Kompressions- oder Verbindungsstab ausgebildet sein kann.

In einer bevorzugten Ausfihrungsform ist das Ringelement in den

Aufnahmeschlitz einfihrbar und zwischen den Haltestegen anbringbar,

wobei der Greifer aufen am Ringelement angebracht ist, wahrend die

Aufnahme in den Haltestegen angeordnet ist. Dies hat den Vorteil, dass

hiermit das Ringelement ebenfalls im Aufnahmeschlitz integriert ist, so dass

das gesamte Verankerungselement sehr klein ausgefiihrt werden kann.

In einer anderen, bevorzugten Ausfliihrungsform umgreift das Ringelement

die Haltestege, wobei die Aufnahme im Ringelement angeordnet ist,

wahrend der Greifer an den Haltestegen angebracht ist.
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Vorteil, dass auch hierdurch die vom Feststellelement ausgehenden radialen
Krafte vom Ringelement aufgenommen werden, ohne dass dabei die

Haltestege in unerwiinschter Weise auseinandergedriickt werden.

In noch einer anderen, bevorzugten Ausfihrungsform ist die Einfihrung V-
formig ausgebildet. Dies hat den Vorteil, dass der in diese Einflhrung
einzufUhrende Greifer lediglich grob auf die Einfuhrung aufgesetzt werden
braucht und anschlieBend durch die V-formige Ausgestaltung dennoch
korrekt bis zum quer ausgerichteten Halteelement gefiihrt wird, um
anschlieRend durch Verschwenken des Ringelementes in dieses eingefihrt
zu werden. Hierdurch wird das Aufsetzen des Ringelementes auf die

Haltestege weiter vereinfacht.

In einer weiteren bevorzugten Ausflihrungsform ist das Halteelemet nach
oben ansteigend ausgebildet, wodurch das Ringelement nicht nur eine
drehende, sondern zusatzlich eine axiale Bewegung vollziehen muf3, um
gelost zu werden. Durch solch ein Zusatzerfordenis beim Lésen des
Ringelementes wird ein unbeabsichtigtes Lésen des Ringelementes
erschwert. Anloges gilt fir eine Verbreiterung des Endes des

Halteelementes.

In wieder einer anderen, bevorzugten AusfUhrungsform ist der Greifer als
Stift als Flanke ausgebildet. Die Flanke liegt vorteilhafterweise mit einer
gréReren Flache an dem Halteelement an, so dass (ber die dem-
entsprechend hohere Reibung ein unbeabsichtigte Losen des Ringelementes

erwschwert wird.

In noch einer anderen bevorzugten Ausfihrungsform reicht der Greifer
durch die Aufnahme hindurch und aus dieser heraus und ist derart
gekrimmt oder geneigt, vorzugsweise in Richtung der auf das

Sicherungselement weilenden Krafte, so dass den Haltesteg nach innen
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gedrickt wird. Hierdruch werden die Haltestege aufgrund der wirkenden
Haltekrafte des Verankerungselementees nach innen gedrickt und es ist
gewabhrleistet, dass das Ringelement zuverlassig in den Haltestegen
gehalten wird. Ein Herausspringen des Sicherungselementes aufgrund sich

aufbiegenden Haltestegen wird so verhindert.

In einer bevorzugten Weiterbildung ist im Ringelement ein Gewinde zur
Aufnahme des Feststellelementes vorgesehen. Neben dem oben genannten
Vorteil, dass hierdurch eine geringe Baugré3e erreicht wird, hat dies
weiterhin den Vorteil, dass die vom Feststellelement ausgehenden radialen
Krafte vollstandig vom Ringelement aufgenommen werden, ohne dass

hierbei Verformungen wie im Stand der Technik auftreten.

Weitere Vorteile des erfindungsgemaRen Verankerungselementes ergeben
sich aus der beigefligten Zeichnung und den nachfolgend beschriebenen
Ausfuhrungsformen. Ebenso kénnen die vorstehend genannten und die
noch weiter ausgefiihrten Merkmale erfindungsgemafR jeweils einzeln oder
in beliebigen Kombinationen miteinander verwendet werden. Die
erwahnten Ausfihrungsformen sind nicht als abschlielRende Aufzéhlung zu

verstehen, sondern haben vielmehr beispielhaften Charakter. Es zeigen:

Fig. 1 eine Explosionsdarstellung einer ersten Ausfiihrngsform eines
erfindungsgemaRen Verankerungselementes mit einem Stab;

Fig. 2 eine Draufsicht auf das Ringelement gemaR Fig. 1;

Fig. 3 eine teilweise geschnittene Seitenansicht des Verankerungsele-
mentes gemaRl Fig. 1, geschnitten entlang Linie Il - Il in Fig. 1;
Fig. 4 eine Explosionsdarstellung einer zweiten Ausfihrungsform eines

erfindungsgemaRen Verankerungselementes mit einem Stab;
Fig. 5 eine Draufsicht auf das Ringelement gemaf Fig. 4;
Fig. 6 eine Seitenansicht des Verankerungselementes geman Fig. 4;

Fig. 7 eine Explosionsdarstellung einer dritten Ausfihrungsform eines
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erfindungsgemaRen Verankerungselementes mit einem Stab;

Fig. 8 eine Draufsicht auf das Ringelement geméaR Fig. 7;

Fig. 9 eine teilweise geschnittene Seitenansicht des Verankerungsele-
mentes gemal Fig. 7, geschnitten entlang Linie IX - IX in Fig. 7;

Fig. 10  eine Explosionsdarstellung einer vierten Ausflihrungsform eines
erfindungsgemafien Verankerungselementes mit einem Stab;

Fig. 11  eine Draufsicht auf das Ringelement gemaf Fig. 10;

Fig. 12  eine Seitenansicht des Verankerungselementes gemaR Fig. 10;

Fig. 13 eine Explosionsdarstellung einer finften Ausfihrungsform eines
erfindungsgemafien Verankerungselementes mit einem Stab;

Fig. 14  eine Draufsicht auf das Ringelement gemaR Fig. 13;

Fig. 15 eine Seitenansicht des Verankerungselementes gemal Fig. 13;

Fig. 16  eine Explosionsdarstellung einer sechsten Ausfihrungsform eines
erfindungsgemaRen Verankerungselementes mit einem Stab;

Fig. 17  eine Draufsicht auf das Ringelement gemaR Fig. 16;

Fig. 18 eine teilweise geschnittene Seitenansicht des Verankerungsele-
mentes gemal Fig. 16, geschnitten entlang Linie XVIil - XVIIl in
Fig. 16;

Fig. 19 einer Explosionsdarstellung einer siebten Ausfihrungsform eines
erfindungsgemaRen Verankerungselementes;

Fig. 20 eine Draufsicht auf das Ringelement gemaR Fig. 19;

Fig. 21  eine Seitenansicht des Verankerungselementes gemaR Flg. 19.

In den Figuren 1 bis 3 ist eine erste Ausfihrungsform eines als Pedikel-
schraube ausgebildeten Verankerungselementes dargestellt, wobei das
Verankerungselement zur Einbringung in den Wirbelknochen einen
Gewindeschaft 10, sowie eine U-férmig ausgebildete Halterung 12 mit zwei
im Wesentlichen parallel angeordneten Haltestegen 14, 16, ein Ringelement
18 und ein als Madenschraube ausgefiihrtes Feststellelement 20 umfasst.
Dabei ist in der Halterung 12 ein Aufnahmeschlitz 22 zur Aufnahme eines

Stabes 24 vorgesehen, welcher Uber das sich aus dem Feststellelement 20

e os .o .o ee sose s sese o
. .
.

. .
o see o
. (3
. .

sevee
secee

. .
een sese ov seee e . es cee .o e -

Zimvie_Zimmer Biomet v. Jackson
IPR2023-01431; Petitioners’ EX1002
Page 135 of 347



15

20

25

30

und dem Ringelement 18 zusammensetzenden Sicherungselement fixiert

wird.

In dieser Ausfuhrungform sind am Ringelement 18 an sich gegeniberliegen-
den Seiten zwei Bajonett-Stifte 26, 28 radial abstehend ausgebildet, welche
in eine entssprechende, an der Innenseite der Haltestege 14, 16
ausgebildete Einfihrung 30 und ein Halteelement 32 einsetzbar sind. Dabei
wird das Ringelement 18 mit seinen beiden Stiften 26, 28 von oben in die
nach oben offene Einfihrung 30 eingeflihrt, und bis an den Grund der
EinfGhrung 30 gebracht, bevor das Ringelement 18 um einige Winkelgrade
verschwenkt wird, so dass die Stifte 26, 28 bis ans Ende des
Halteelementes 32 geflihrt werden. In dieser Position angekommen, wird

das Ringelement 18 losgelassen und verbleibt zuverlassig in dieser Position.

Wie aus Figur 3 gut ersichtlich ist, ist die Einfihrung 30 V-férmig
ausgebildet, um einen grofien Fangbereich zum Einflihren der Stifte 26, 28

zu bilden.

Im Ringelement 18 ist ein innengewinde 34 zur Aufnahme des als Maden-
schraube ausgebildeten Feststellelementes 20 vorgesehen. Dabei wird das
Feststellelement 20 so weit in das Ringelement 18 hereingeschraubt, dass
das Feststellelement 20 auf den Stab 24 drickt und diesen in der

gewilnschten Position fixiert.

In den Fig. 4 bis 6 ist eine zweite Ausfihrungsform eines erfindungsge-
maéafen, ebenfalls als Pedikelschraube ausgefihrten Verankerungselementes
dargestellt. Auch hier setzt sich das Verankerungselement aus einem
Gewindeschaft 40 zur Anbringung des Verankerungselementes im
Wirbelknochen, einer U-férmig ausgebildeten Halterung 42 mit zwei im
Wesentlichen parallel angeordneten Haltestegen 44, 46, einem Ringelement

48 und einem als Madeschraube ausgefiihrten Feststellelement 50
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zusammen. In dieser Ausfliihrungsform ist an den jeweiligen Innenseiten
der Haltestege 44, 46 ein Innengewinde 52 zur Aufnahme des als Maden-
schrauben ausgebildeten Feststellelementes 50 ausgebildet. Damit in
dieser Ausflihrungsform die auf die Haltestege 44, 46 wirkenden, radialen
Krafte nicht zu einem Aufbiegen der Haltestege 44, 46 fuhren, wird hierbei

das Ringelement 48 aufRen um die Haltestege 44, 46 herumgelegt.

Auch in dieser Ausflihrungsform ist in der Halterung 42 ein Aufnahme-
schlitz 54 eines Stabes 24 ausgebildet, welcher durch das Feststellelement

50 in der gewlinschten Position festgestellt wird.

An den nach aufRen weisenden Seiten der Haltestege 44, 46 ist jeweils ein
radial abstehender Stift 56, 58 vorgesehen, die in entsprechende,
innenseitig am Ringelement 48 vorgesehene Einfihrungen 61 einfihrbar
sind, wobei sich auch hier an die Einfihrung 60, 61 quasi rechtwinklig
entsprechende Halteelemente 62, 63 anschlieBen. Auch hier sind die Ein-
fihrungen 60, 61 V-férmig ausgefiihrt, um einen groRen Fangbereich zu

realisieren.

In den Fig. 7 bis 9 ist eine dritte Ausfihrungsform eines erfindungsge-
maRen, ebenfalls als Pedikelschraube ausgefiihrten Verankerungselementes
dargestellt. Diese dritte Ausfihrungsform unterscheidet sich von der ersten
Ausfihrungsform gemal3 Fig. 1 bis 3 dadurch, dass an der Innenseite der
Haltestege 14, 16, sich an die Einfiihrung 30 anschlieBend eine leicht nach
oben ansteigendes Halteelement 66 ausgebildet ist, an dessen Ende eine
Verbreiterung 68 vorgesehen ist. Dabei ist die Verbreiterung 68 im
Wesentlichen kreisférmig gestaltet. In dieser Halteelement 66 ist der Stift
26, 28 einfuhrbar und verklemmt sich bei entsprechendem Verdrehen des
Ringelementes 18 in dem nach oben laufenden Halteelement 66, so dass
hierdurch eine Klemmsicherung erreicht wird. Dabei steigt das Halteelement

66 in Richtung der auf das Sicherungselement wirkenden Krafte.
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10

Die Verbreiterung 68 am Ende des Halteelementes 66 bewirkt auch, dass
die beim Verdrehen des Ringelementes 18 zwischen Stift 26, 28, bzw.
Ringelement 18 einerseits und den Haltestegen 14, 16 andererseits
aufgebaute Spannung zumindest teilweise wieder abgebaut wird, da die
Verbreiterung 68 teilweise in Richtung der Haltekraft erstreckt und somit
den Druck zwischen Sicherungselement und Stab 24 zumimdest teilweise
aufhebt. Gleichzeitig wird hierdurch eine zuverlassige und dauerhafte
Sicherung des Ringelementes 18 erreicht, da zum Ldsen des Ringelementes
18 eben dieser Druck wieder aufgebaut werden muf3, was ohne externe,
gezielte Krafteinwirkung nicht moglich ist. Dies bedeutet, dass sich das

Ringelement 18 nicht von alleine I6sen kann.

In den Fig. 10 bis 12 ist eine vierte Ausfihrungsform eines erfindungsge-
mafen, ebenfalls als Pedikelschraube ausgefihrten Verankerungselementes
dargestellt. Diese vierte Ausfithrungsform unterscheidet sich von der
zweiten Ausfuhrungsform gemaR Fig. 4 bis 6 dadurch, dass an der Innen-
seite des Ringelementes 48, sich an die Einfihrung 61 anschlieRend eine
leicht nach oben ansteigendes Halteelement 70 ausgebildet ist. In dieses
Halteelement 70 ist der Stift 56, 58 einfihrbar und verklemmt sich bei
entsprechendem Verdrehen des Ringelementes 48 in dem nach oben
laufenden Halteelement 70, so dass hierdurch eine Klemmsicherung erreicht

wird.

In einer hier nicht dargestellten Ausfihrungsform ist das Ende des
Halteelementes 70, analog zum Halteelement 66 gemalR Fig. 9, verbreitert

ausgebildet.

In den Fig. 13 bis 15 ist eine flnfte Ausfihrungsform eines erfindungsge-
maRen, ebenfalls als Pedikelschraube ausgefiihrten Verankerungselementes
dargestellt. Diese funfte Ausfihrungsform unterscheidet sich von der

zweiten Ausfihrungsform gemaR Fig. 4 bis 6 dadurch, dass hier der Greifer
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als Bajonett-Flanke 72, 74 ausgebildet ist, die in eine entsprechende
Einfihrung 76, 77 und Halteelement 78 am Ringelement 48 einflhrbar ist.
Durch die breite Flanke 72, 74 entsteht eine groRe Anlageflache zwischen
Ringelement 48 und Haltesteg 44, 46, was zu einer grofRen Reibung fihrt,
sobald das Ringelement 48 vorschriftsmaflig aufgesetzt ist. Diese Reibung
widerum erschwert das unbeabsichtigte Losen des Ringelementes 48, so
dass hierdurch eine Sicherung gegen unbeabsichtigtes Losen des

Ringelementes 48 erreicht wird.

In den Fig. 16 bis 18 ist eine sechste Ausfihrungsform eines erfindungsge-
maRen, ebenfalls als Pedikelschraube ausgefihrten Verankerungselementes
dargestellt. Diese sechste Ausfihrungsform unterscheidet sich von der
ersten Ausfihrungsform gemal Fig. 1 bis 3 dadurch, dass auch hier die
Stifte durch Flanken 80, 82 ersetzt wurden, die in eine entsprechende
Einfihrung 84 und Halteelement 86 eingreifen. Im Ubrigen gilt das zur

funften Ausfihrungsform gesagte analog.

Die in den Fig. 19 bis 21 dargestellte siebte Ausfilhrungsform eines
erfindungsgemaRen Verankerungselementes entspricht im wesentlichen der
in den Fig. 1 bis 3 gezeigten ersten Ausfliihrungsform, einzig der Greifer des
Bajonettverschlusses ist hier anders ausgebildet. Wie Fig. 19 zu entnehmen
ist, ist der Greifer des Bajonettverschlusses als ein radial abstehender, nach
oben geneigter Stift 30, 92 ausgebildet. Dieser Stift 90, 92 ist langer als
der vergleichbare Stift 26, 28 in Fig. 1.

Nachdem der Stab 24 in den Aufnahmeschlitz 22 eingelegt wurde, wird das
Ringelement 18 ebenfalls in axialer Richtung in den Aufnahmeschlitz 22
eingefihrt. Dabei sind die Stifte 90, 92 so ausgerichtet, dass sie in die
Einfihrung 30 gelangen. Nun muss der operierende Chirurg das
Ringelement 18 mit angemessener Kraft auf den Stab 24 aufdriicken, so

das letzterer tiefer in den Aufnahmeschlitz 22 hineingedriickt wird, und so
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dass die Stifte 90, 92 bis auf den Grund der EInfiihrung 30 gelangen. In
dieser Position angekommen, kann das Ringelement 18 um eine
Winkelbreite verschwenkt werden, so dass die Stifte 90, 92 in das
Halteelement 32 gelangen. Da der Stab 24 hierbei vorgespannt wird, drickt
letzterer dauerhaft auf das Ringelement 18. Das heil3t gemaR den Fig. 19
bis 21 wird das Ringelement 18 nach oben gedriickt. Die Stifte 90, 92 sind
nun so lang ausgefihrt, dass diese aus dem Halteelement 32 herausragen
und entsprechend der auf das Ringelement 18 wirkenden Kraft ebenfalls
nach oben geneigt sind. Durch diese Neigung der Stifte 30, 92 werden die
durch den Stab 24 auf die Stifte 90, 92 wirkenden Krafte in einer Axial-
und einer Radialkomponente zerlegt. Dabei bewirkt die Radialkomponente,
dass die Haltestege 14, 16 nach innen gedrickt werden. Hierdurch wird
gewéhrleistet, dass das Ringelement 18 auch bei groRen, auftretenden

Kraften zuverlassig in den Haltestegen 14, 16 fixiert wird.

In einer anderen, hier nicht dargestellten Ausfuhrungsform sind die Stifte

gekrimmt ausgebildet, ebenfalls um die Haltestege nach innen zu dricken.

Es versteht sich, dass die Flanke 80, 82 gemaR Fig. 60 bis 80 ebenfalls

geneigt oder gekrimmt ausgebildet sein kann.

Der Stab 24 kann je nach Verwendungszweck beispielsweise als

Verbindungs-, Distraktions- oder Kompressionsstab ausgebildet sein.
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Bezugszeichenliste:

Gewindeschaft 61 Einflihrung
Halterung 62 Halteelement
Haltesteg 63 Halteelement
Haltesteg 66 Halteelement
Ringelement 68 Verbreiterung
Feststellelement 70 Halteelement
Aufnahmeschlitz 72 Flanke

Stab 74 Flanke

Stift 76 Einfuhrung
Stift 77 Einfuhrung
EinfGhrung 78 Haltelement
Halteelement 80 Flanke
Innengewinde 82 Flanke
Gewindeschaft 84 Einflihrung
Halterung 86 Halteelement
Haltesteg 90 Stift
Haltesteg 92 Stift

Ringeelement
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Innengewinde
Aufnahmeschlitz
Stift

Stift
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Anspruiche:

Verankerungselemente zur Befestigung eines Stabes einer Vorrichtung
zum Einrichten einer menschlichen oder tierischen Wirbels&ule an
einem Wirbelknochen, mit einer im wesentlichen U-férmig
ausgebildeten und zwei im wesentlichen parallel angeordnete
Haltestege (14, 16, 44, 46) umfassenden Halterung (12, 42), in dem
ein Aufnahmeschlitz (22, 54) zur Aufnahme des Stabes (24}
ausgebildet ist, und mit einem gegen den im Aufnahmeschlitz (22, 54)
aufgenommenen Stab (22) wirkenden Sicherungselement,
dadurch gekennzeichnet,

dass das Sicherungselement ein Feststellelement (20, 50) und ein
Ringelement (18, 48) umfasst, wobei das Ringelement (18, 48} mittels
einer Renkverbindung am freien Ende der Haltestege (14, 16, 44, 46)

anbringbar ist.

Verankerungselement nach Anspruch 1,
dadurch gekennzeichnet,
dass die Renkverbindung als Bajonettverschluf3 ausgebildet ist, wobei
der Bajonettverschlul® eine schlitz- oder nutartige Aufnahme und einen

in die Aufnahme eingreifenden Greifer umfasst.

Verankerungselement nach Anspruch 2,
dadurch gekennzeichnet,
dass die Aufnahme eine axiale EinfGhrung (30, 61, 76, 77, 84) und
ein tangentiales Halteelement (32, 62,63, 66, 70, 78, 86) umfasst.
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Verankerungselement nach wenigstens einem der Anspriiche 2 oder 3,
dadurch gekennzeichnet,

dass das Ringelement (18) axial in den Aufnahmeschlitz {22)
einfGhrbar und zwischen den Haltestegen (14, 16) anbringbar ist,
wobei der Bajonettgreifer aussen am Ringelement (18) angebracht ist,

wiéhrend die Aufnahme in den Haltestegen (14, 16) angeordnet ist.

Verankerungselement nach wenigstens einem der Anspriiche 2 oder 3,
dadurch gekennzeichnet,

dass das Ringelement (48) die Haltestege (44, 46) umgreift, wobei die
Aufnahme im Ringelement {48) angeordnet ist, wahrend der Greifer an

den Haltestegen (44, 46) angebracht ist.

Verankerungselement nach wenigstens einem der Anspriiche 3 bis 5,
dadurch gekennzeichnet,

dass die Einfihrung (30, 81, 76, 77, 84) V-férmig ausgebildet ist.

Verankerungselement nach wenigstens einem der Anspriiche 3 bis 6,
dadurch gekennzeichnet,
dass das Halteelement (66, 70) leicht nach oben steigend ausgebildet

ist.

Verankerungselement nach wenigstens einem der Anspriiche 3 bis 7,
dadurch gekennzeichnet,

dass sich das Halteelement (66) am Ende verbreitert.

Verankerungselement nach wenigstens einem der Ansprliche 2 bis 8,
dadurch gekennzeichnet,

dass der Greifer als Stift (26, 28, 56, 58, 90, 92) oder Flanke {72,
74, 80, 82) ausgebildet ist.

.
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20

10.

11.

12.

Verankerungselement nach wenigstens einem der Anspriche 2 bis 9,
dadurch gekennzeichnet,

dass der im wesentlichen radial abstehende Greifer durch die
Aufnahme hindurch und aus dieser heraus reicht, wobei der Greifer
derart gekrimmt oder geneigt ist, dass der im Bereich des
Halteelementes (32) am Haltesteg (14, 16) zur Anlage kommende

Greifer diesen nach Innen drickt.

Verankerungselement nach Anspruch 10,
dadurch gekennzeichnet,
dass der Greifer in Richtung der auf das Sicherungselement wirkenden

Krafte gekrimmt oder geneigt ist.

Verankerungselement nach einem der vorangehenden Anspriiche,
dadurch gekennzeichnet,
dass im Ringelement (18, 48) ein Gewinde (34, 52) zur Aufnahme des

Feststellelementes (20, 50) vorgesehen ist.
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Beschreibung Fig. 3: eine Schnittansicht einer zweiten Ausfih-
rungsform;
[0001] Die Erfindung betrifft eine in der Wirbelséulen-
bzw. Unfallchirurgie zu verwendende VerschluBeinrich- Fig. 4: eine Schnittansicht einer dritten Ausfih-
tung zum Sichern eines stabférmigen Elementsin einem 5 rungsform;
mit einem Schaft verbundenen Halteelement. Ferner be-
trifft die Erfindung ein Element mit einem Schaft und ei- Fig. 5: eine Schnittansichteines Details einervierten
nem damit verbundenen Halteelement zum Verbinden Ausfihrungsform;
mit einem Stab mit einer derartigen VerschluBeinrich-
tung. 10 Fig. 6: eine Schnittansicht eines Details einer fliinf-
[0002] Aus der WO 95/01132 und der US 6,224,598 ten Ausfihrungsform;
B1 ist jeweils ein Wirbels&ulenimplantat mit einem Auf-
nahmeteil mit einer U-férmigen Ausnehmung zur Auf- Fig. 7: eine Schnittansicht eines Details einer sech-
nahme eines Stabes bekannt, wobei die durch die U- sten Ausflihrungsform; und
férmige Ausnehmung gebildeten freien Schenkel ein In- 75
nengewinde aufweisen. Zur Fixierung des Stabes ist ein Fig. 8: eine Schnittansicht eines Details einer sieb-
zwischen die Schenkel einschraubbares VerschluBele- ten Ausfiihrungsform.
mentmit einem AuBengewinde, einer zentralen Bohrung
mit Innengewinde und eine in das VerschluBelement ein- [0007] DaserfindungsgeméaBe Elementistinderin der
schraubbare Innenschraube vorgesehen. Bei der aus 20 in den Figuren Fig. 1 dargestellten Ausfiihrungsform als
der WO 95/01132 bekannten Vorrichtung wird zum Ver- Monoaxial-Knochenschraube ausgebildet. Diese weist
meiden des Aufspreizens der Schenkel eine die Schen- einen Schaft 1 mit einem Knochengewindeabschnitt und
kel von auBen umfassende Sicherheitshiilse verwendet. ein damit starr verbundenes Aufnahmeteit 2 zur Aufnah-
[0003] Aufgabe der Erfindung ist es, eine me eines die Knochenschraube mit weiteren Knochen-
VerschluBeinrichtung der eingangs beschriebenen Art 25 schrauben verbindenden Stabes 100 auf. Hierzu ist das
zu schaffen, welche eine verbesserte Sicherung gegen Aufnahmeteil mit einer Ausnehmung 3 mit einem U-for-
Lockerung oder Lésen der VerschluBelemente gewéahr- migen Querschnitt versehen, die gerade so gro3 bemes-
leistet und gleichzeitig kompakt gebaut und einfach her- sen ist, daB der Stab 100 einlegbar ist und in den Grund
zustellen ist. der Ausnehmung passt. Durch die U-férmige Ausneh-
[0004] Diese Aufgabe wird durch die in Patentan- 30 mung 3 sind zwei freie Schenkel 4, 5 mit jeweils einem
spruch 1 gekennzeichnete VerschluBeinrichtung bzw. freien Ende 6 gebildet, welches den oberen Rand des
durch das in Patentanspruch 5 gekennzeichnete Ele- Aufnahmeteils 2 bildet. Angrenzend an das freie Ende 6
ment geldst. Weiterbildungen der Erfindung sind in den weisen die Schenkel 4, 5 ein Innengewinde 7 auf.
Unteranspriichen gegeben. [0008] Zum VerschlieBen des Stabes 100 in der Aus-
[0005] Die Erfindung ist sowohl fir monoaxiale als 3> nehmung 3 ist ein zwischen die Schenkel 4, 5 ein-
auch flr polyaxiale Knochenschrauben geeignet, da sie schraubbares muffen- bzw. mutterartiges VerschlufBele-
es erlaubt, daf3 die Fixierung des Stabes bzw. des Stabes ment 8 mit einem mit dem Innengewinde 7 der Schenkel
und des Kopfes der Knochenschraube im endgdltigen zusammenwirkenden AuBengewinde 9 und einem In-
Zustand so zusammenwirken, daf3 ein sicheres Verblok- nengewinde 10 vorgesehen. Das VerschluBelement 8
ken gegen Lockern oder Lédsen des VerschluBmechanis- 40 weist ein erstes stirnseitiges Ende 11 und diesem ge-
mus besteht. geniiberliegend ein zweites Ende 12 auf. Zum Ineingriff-
[0006] Weitere Merkmale und ZweckmaBigkeiten der bringen mit einem Einschraubwerkzeug sind an dem er-
Erfindung ergeben sich aus der Beschreibung von Aus- sten stirnseitigen Ende 11 radial verlaufende Einschnitte
flihrungsbeispielen anhand der Figuren. Von den Figu- 13 vorgesehen. Einer der Einschnitte erstreckt sich durch
ren zeigen: 45 dasgesamte VerschiuBelement8in axialer Richtungund
bildet somit einen Schlitz 14 derart, daB das
Fig. 1: eine erste AusfUhrungsform in perspektivi- VerschluBelement nach Art eines Spannrings eine ge-
scher Explosionsdarstellung; wisse Elastizitat aufweist. Die LAnge des VerschluBBele-
ments 8 in axialer Richtung ist derartbemessen, daB das
Fig. 2a:  eine schematische Darstellung der auf das 50 VerschluBelement vollstandig zwischen die Schenkel 4,
VerschluBelementvon Fig. 1 wirkenden Kraf- § einschraubbar ist.
te vor dem Einschrauben der Innenschraube; [0009] Ferner ist eine in das VerschluBelement ein-
schraubbare Innenschraube bzw. Klemm- oder Setz-
Fig. 2b:  eine schematische Darstellung der auf das schraube 15 vorgesehen, deren AuBengewinde 16 mit
VerschluBelementvon Fig. 1 wirkenden Kréf- 55 dem Innengewinde 10 des VerschluBelements 8 zusam-
te nach dem Einschrauben der Innenschrau- menwirkt. Die Innenschraube 15 weist an ihrem einen
be; Ende eine Ausnehmung 17 zum Ineingrifforingen mit ei-
nem Schraubwerkzeug auf.
2

Zimvie_Zimmer Biomet v. Jackson
IPR2023-01431; Petitioners’ EX1002
Page 153 of 347



3 EP 1 316 294 B1 4

[0010] Bei der in Fig. 1 gezeigten Ausfihrungsform
sind das Innengewinde 7 der Schenkel, daB AuBenge-
winde 9 des VerschluBelements, sowie das Innengewin-
de 10 des VerschluBelements und das AuBengewinde

reichangrenzendan das freie Ende 28 weisen die Schen-
kel 26, 27 ein Innengewinde 29 auf.

[0013] Esistferner ein Druckelement 30 vorgesehen,
das so ausgebildet ist, daf es an seiner dem Kopf 20

16 der Innenschraube 15 als metrische Gewinde ausge- 5 zugewandten Seite eine sphérische Ansenkung 31 auf-
bildet. weist, deren Radius im wesentlichen gleich dem Radius
[0011] Im Betrieb wird die Knochenschraube zuerstin des kugelsegmentfdrmigen Abschnitts des Kopfes 20 ist.
den Knochen eingeschraubt und anschlieBend der Stab Der AuBendurchmesser des Druckelements ist so ge-
100 eingelegt. Dann wird das VerschluBelement 8 mit wahlt, daB3 das Druckelement in dem Aufnahmeteil 21
bereits eingeschraubter, aber noch nicht mitihrer Unter- 70 eine Gleitbewegung durchfiihren kann, also zu dem Kopf
seite den Stab berlihrender Innenschraube 15 einge- 20 hin verschiebbar ist. Das Druckelement weist ferner
schraubt, wodurch der Stab zun&chst nur am Herauskip- eine koaxiale Bohrung 32 fir den Zugriff auf eine Aus-
pengehindert wird, aber noch verschiebbarist. Beim Ein- nehmung 33 in dem Schraubenkopf 20 zum Ineingriff-
schrauben des VerschluBelements 8 kommt es aufgrund bringen mit einem Eindrehwerkzeug auf.
der geschlitzten und damit elastischen Ausbildung des- 75 [0014] Die Ausbildung des VerschiuBelements 8 und
selben nicht zu einem Aufspreizen der Schenkel 4, 5, derinnenschraube 15istwie beider ersten Ausfihrungs-
sondern, wie in Fig. 2a gezeigt ist, setzen die Schenkel form.
dem geschlitzten VerschiuBelement einen Widerstand Im Betrieb wird das Schraubenelement nach Einsetzen
entgegen, der es versucht zusammenzudriicken, was in das Aufnahmeteil 21 in den Knochen eingeschraubt.
durch die nach innen gerichteten Pfeile veranschaulicht 20 Dann werden nacheinander das Druckelement 30 und
ist. AnschlieBend wird die Innenschraube 15 so einge- der Stab 100 eingesetzt. In diesem Stadium ist der
schraubt bis sie mit ihrer Unterseite auf den Stab drlickt Schraubenkopf 20 noch verschwenkbar. Durch Ein-
und diesen fixiert. Durch das Festziehen der Innen- schrauben des VerschluBelements 8 und der Innen-
schraube 15 wirkt auf das VerschluBelement 8 wie in Fig. schraube 15 in derselben Weise wie bei der ersten Aus-
2b durch die Pfeile dargestelit ist, eine nach radial nach 25 flihrungsform werden das Schraubenelement und das
auBen gerichtete Kraftkomponente, wodurch das Au- Aufnahmeteil 21 zueinander und damit auch der Stab
Bengewinde 9 des VerschluBelements in das Innenge- 100 fixiert.
winde 7 der Schenkel gedriickt wird und sich dort ver- [0015] Diein Fig. 4 dargestellte dritte Ausfihrungsform
blockt. Damit ist ein gegen Lockerung gesicherter Ver- zeigt ebenfalls eine Polyaxial-Knochenschraube. Der
schlu3 gewahrieistet. 30 zweiten Ausfihrungsform entsprechende Teile sind mit
[0012] In derin Fig. 3 gezeigten Ausflhrungsform ist denselben Bezugszeichen versehen. Die dritte Ausflih-
das erfindungsgemafe Element als Polyaxialschraube rungsform unterscheidet sich von der zweiten Ausfiih-
ausgebildet, die ein Schraubenelement mit einem Ge- rungsform im wesentlichen durch die Ausbildung des
windeschaft 1 mit einem Knochengewinde und einem Druckelements 40.
kugelsegmentformigen Kopf 20 aufweist, der mit einem 35 [0016] Das Druckelement 40 dieser Ausfihrungsform
Aufnahmeteil 21 verbunden ist Das Aufnahmeteil 21 hat istimwesentlichen zylindrisch ausgebildet mit einem Au-
an seinem einen Ende eine axialsymmetrisch ausgerich- Bendurchmesser, der so gewahit ist, dass das Druckele-
tete erste Bohrung 22, deren Durchmesser groBer als ment 40 in der zweiten Bohrung 23 des Aufnahmeteils
der des Gewindeabschnitts des Schafts 1 und kleinerals 21’ gleiten kann. An seinem einen Ende ist eine sich zu
der des Kopfs 20 ist. Ferner weist das Aufnahmeteil 21 40 dem Ende hin erweiternde kugelsegmentférmige Aus-
eine koaxiale zweite Bohrung 23 auf, die auf dem der nehmung 41 vorgesehen, deren Kugelradius so gewéahlt
ersten Bohrung 22 gegeniberliegenden Ende offen ist ist, dass er in einem in das Aufnahmeteil eingesetzten
und deren Durchmesser so groB ist, daB das Schrau- Zustand den Kopf 20 des Schraubenelements teilweise
benelement durch das offene Ende mit seinem Gewin- umfasst. Ein wesentlicher Unterschied zu dem Druckele-
deabschnitt durch die erste Bohrung 22 hindurchundmit 45 ment 30 der zweiten Ausfihrungsform besteht darin ,
dem Kepf 20 bis zum Grund der zweiten Bohrung 23 daB das Druckelement40 der dritten Ausfithrungsformin
flhrbarist. Zwischen derersten und der zweiten Bohrung Richtung des freien Endes 28 der Schenkel verlangert
ist ein kleiner koaxialer Abschnitt 24 vorgesehen, der un- ist. Dazu weist es an seinem der kugelsegmentférmigen
mittelbar an die erste Bohrung 22 angrenzt und zum of- Ausnehmung 41 gegenuberliegenden Ende eine U-fér-
fenen Ende hin sphérisch ausgebildet ist, wobei der Ra- 50 mige Ausnehmung 42 auf, wobei die Abmessungen der
dius im wesentlichen gleich dem kugelsegmentférmigen U-férmigen Ausnehmungen des Druckelements so be-
Abschnitts des Kopfs 20 ist. Das Aufnahmeteil 21 weist messen sind, dass in den dadurch gebildeten Kanal der
ebenso wie das Aufnahmeteil 2 der ersten Ausflihrungs- Stab 100 eingelegt werden kann. Die in Richtung der
form eine zur Mitte des Teiles symmetrisch angeordnete Zylinderachse des Aufnahmeteils 21’ gesehene Tiefe der
U-férmige Ausnehmung 25 auf, deren Grund zur ersten 55 U-férmigen Ausnehmung 42 ist gréBer als der Durch-
Bohrung 22 hin gerichtet ist und durch die zwei freie messer des aufzunehmenden Stabs 100, sc dass das
Schenkel 26, 27 gebildet sind, deren freies Ende 28 den Druckelement 40 mit seitlichen Schenkein 43 {ber den
oberen Rand des Aufnahmeteils 21 bilden. in einem Be- eingelegten Stab 100 nach oben hervorsteht. Das Druk-
3
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kelement 40 weist ferner eine zentrale Bohrung 44 auf,
die sich durch dieses hindurch erstreckt. Der Durchmes-
ser der zentralen Bohrung 44 ist gerade so grof3 bemes-
sen, dass ein Schraubwerkzeug zum Ineingrifforingen

scheidet sich von der in Fig. 5 gezeigten Ausflhrungs-
form durch die Ausbildung der Gewinde 29, 9 als Sagen-
gewinde mit einer horizontal zur Mittenachse M bzw.
Schraubenachse S verlaufenden Lastflanke 29a bzw.

mit der in dem Kopf 20 vorgesehenen Ausnehmung 33 5 18b. Auch damit ist die erfindungsgemaBe Funktion des
hindurchfuhrbar ist. VerschluBelements gegeben.
[0017] Die Ausbildung des VerschluBelements 8 und [0023] Die in Fig. 7 gezeigte Ausfihrungsform unter-
der Innenschraube 15 ist wie bei der ersten und zweiten scheidet sich von der in Fig. 5 bzw. 6 gezeigten Ausflh-
Ausflhrungsform. rungsform dadurch, daR das Innengewinde 29 der
[0018] Im Betrieb unterscheidet sich die in Fig. 4 ge- 70 Schenkel und das AuBengewinde 9 des VerschluBele-
zelgte dritte Ausflihrungsform von der in Fig. 3 gezeigten ments als Flachgewinde ausgebildet sind. Dieses weist
zweiten Ausfihrungsform darin, daiB {ber das Ver- zwei horizontal zur Mittenachse M bzw. Schraubenachse
schluBelement 8 zuerst der Kopf 20 in seiner Stellung S verlaufende Flanken 29a, 29b bzw. 9a, 9b auf. Der
blockiert wird, in dem das VerschluBelement 8 auf die Gewindequerschnitt ist im wesentlichen rechteckig aus-
verlangerten Schenkel 43 des Druckelements 40 driickt 75 gebildet. Auch damit ist die erfindungsgeméaBe Funktion
und damit auf den Kopf 20. Durch Festziehen der innen- des VerschiuBBelements gegeben.
schraube 15 wird dann der Stab 100 unabhé&ngig von [0024] Auch bei den in Fig. 6 und 7 gezeigten Gewin-
dem Kopf 20 fixiert. Die VerschlieBwirkung durch das deformen ist ein Flankenspiel derart vorgesehen, daf3
Zusammenwirken von VerschiuBelement 8 und Innen- dasVerblocken des VerschluBelements nach Einschrau-
schraube 15istim lbrigen wie beider ersten undzweiten 20 ben der Innenschraube méglich ist.
Ausfiihrungsform. [0025] In der in Fig. 8 gezeigten Ausflihrungsform ist
[0019] Die in den Figuren 5 bis 7 gezeigten Ausfih- das VerschluBelement 80 mit einem ringférmigen Ansatz
rungsformen unterscheiden sich von derin Fig. 4 gezeig- 81 an seinem stirnseitigen, die Einschnitte 13 aufweisen-
ten dritten AusfUhrungsform durch die Art des Innenge- den Ende versehen. Der Schlitz 14 erstrecki sich in die-
windes 7 der Schenkel 26, 27 des Aufnahmeteils 21’ und 25 sem Fall wie bei dem VerschiuBelement 8 wenigstens
das entsprechende AuBengewinde 9 des VerschluBele- durch den axialen Abschnitt, in dem das AuBengewinde
ments 8. Das Innengewinde 10 des VerschluBelements 9 vorgesehen ist, jedoch nicht durch den Ansatz 81. Der
8 und das AuBengewinde 16 der Innenschraube sind bei Schlitz 14 ist femer in Umfangsrichtung so angeordnet,
diesen AusflUhrungsformen jeweils als metrische Gewin- daf3 er sich in einen der Einschnitte 13 erstreckt.
de ausgebildet. 30 [0026] ImBetrieb bildet der Ansatz 81 beim Einschrau-
[0020] In derin Fig. 5 gezeigten Ausflhrungsform ist ben des VerschluBelements einen Anschlag, der die
das Innengewinde 29 der Schenkel 26, 27 so ausgebil- Kraft auf das Druckelement auf einen vorbestimmten
det, daB die dem freien Ende abgewandte Flanke 29a Wert begrenzt.
mit einer zur Mittenachse M des Aufnahmeteils senkrecht [0027] Weitere Ausflihrungsformen der Erfindung er-
verlaufenden Ebene einen negativen Winkel a ein- 35 geben sich durch das Vorsehen der Gewindearten ge-
schlieBt. Entsprechend schlieBt die in eingeschraubtem man den Ausfiihrungsformen nach Fig. 5 bis 6 und/oder
Zustand dem freien Ende abgewandte Flanke 9b des des VerschluBelements nach Fig. 8 bei einer Monoaxi-
AuBengewindes 9 des VerschluBelements 8 mit einer alschraube gemal der ersten Ausfihrungsform nach
zur Schraubenachse S horizontal verlaufenden Ebene Fig. 1 oder der Polyaxialschraube gemaR der zweiten
einen negativen Winkel ein. Die MaBe von Innengewinde 40 Ausflihrungsform nach Fig. 3.
der Schenkel und AuBengewinde des VerschluBele- [0028] Anstelle der oben beschriebenen Ausfiihrun-
ments sind derart, daB in unbelastetem Zustand zwi- gen, bei denen der das Aufnahmeteil mit einer Knochen-
schen den genannten Flanken 29a und 18b ein Zwi- schraube verbundenist, kann das Aufnahmeteil auch mit
schenraum ist. einem Haken verbunden sein, wie er in der Wirbelsau-
[0021] Im Betrieb erfahren die Schenkel 26, 27 durch 45 lenchirurgie zum Einhaken hinter Knochenvorspriingen
den negativen Flankenwinkel beim Festziehen des Ver- der Wirbelsaule verwendet wird.
schluBelements 8 wobei, daB die Flanken 29a und 10b [0029] In einer weiteren Abwandlung der polyaxialen
aufeinandergelangen eine radial nach innen gerichtete Ausflhrungsformen ist anstelle des Gewindeschaftes 1
Kraftkomponente, so daB die Schenkel etwas zusam- oder des Hakens eine Stange oder ein stabférmiges Ele-
mengezogen werden. Damit erfolgt eine zuverldssige 50 mentvorgesehen, das anbeiden Enden einenkugelseg-
Blockierung des Kopfes 20 Uber das Druckelement 40. mentférmigen Kopf hat, der mit einem Aufnahmeteil der
Beim Einschrauben der Innenschraube spreizt sich das beschriebenen Art verbunden ist. Damitkann ein solches
VerschluBelement 8 aufgrund der dann radial nach au- Element als Verbindungselement zwischen zwei Staben
Ben wirkenden Kraftkomponente und wirkt somit der 100 verwendet werden.
Kraft, die die Schenkel zusammenzieht entgegen. Der 55
Stab wird fixiert und gleichzeitig erfolgt ein gegeneinan-
der Blockieren von VerschluBelelement 8 und Schenkel.
[0022] Die in Fig. 6 gezeigte Ausfihrungsform unter-
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Patentanspriiche (15) als metrische Gewinde ausgebildet sind.

1. VerschluBeinrichtung zum Sichern eines stabférmi- 8. ElementnacheinemderAnspriiche5bis7, dadurch
gen Elements in einem mit einem Schaft (1) verbun- gekennzeichnet, daB das Innengewinde (7) der
denen Halteelement (2; 21; 21°) zum Einsatz inder 5 Schenkel (4, 5; 26, 27) als metrisches Gewinde aus-
Wirbels@ulen- oder Unfallchirurgie, mit einem Ver- gebildet sind.
schluBelement (8; 80) mit einer im wesentlichen
hohlzylindrischen Form mit einer Rotationsachse, ei- 9. ElementnacheinemderAnspriiche 5bis7, dadurch
nem AuBengewinde (9) und einem Innengewinde gekennzeichnet, daB das Innengewinde (7) der
(10) 10 Schenkel (4, 5; 26,a b) als Gewinde mit einem ne-
gekennzeichnet durch einen sich in axialer Rich- gativen Flankenwinkel der Lastflanke ausgebildet
tung durch das VerschluBelement (8) erstrecken- ist.
den Schlitz (14).

10. ElementnacheinemderAnspriiche 5bis7, dadurch

2. VerschiuBeinrichtung nach Anspruch 1, gekenn- 75 gekennzeichnet, daB das Innengewinde (7) der
zeichnet durch eine in das VerschluBelement (8; Schenkel (4, 5; 26, 27) als S&gengewinde mit einem
80) einschraubbare Innenschraube (15). im wesentlichen horizontalen Winkel der Lastflanke

(29a) ausgebildet ist.

3. VerschiuBeinrichtung nach Anspruch 1 oder 2, da-
durch gekennzeichnet, daB das Innengewinde 20 11. ElementnacheinemderAnspriiche5bis7, dadurch
(10) als metrisches Gewinde ausgebildet ist. gekennzeichnet, daB das Innengewinde (7) der

Schenkel (4, 5; 26, 27) als Flachgewinde zwei hori-

4. VerschiuBeeinrichtung nach einem der Anspriiche zontale Flanken (29a, 29b) ausgebildet ist.

1 bis 3,
dadurch gekennzeichnet, daB das AuBengewinde 25 12. Element nach einem der Anspriiche 5 bis 11, da-
(9) als metrisches Gewinde oder als Gewinde mit durch gekennzeichnet, daB das AuBengewinde
horizontalem oder negativem Winkel der Lastflanke (9) des VerschluBelements (8, 80) miteinem zu dem
oder als Flachgewinde mit zwei horizontalen Flan- Innengewinde (7; 29) der Schenkel (4, 5; 26, 27)
ken ausgebildet ist. passenden Gewindetyp ausgebildet ist.

30

5. Element mit einem Schaft (1) und einem damit ver- 13. Element nach einem der Anspriiche 5 bis 12, da-
bundenen Halteelement (2; 21; 21’) zum Verbinden durch gekennzeichnet, daB das VerschluBele-
mit einem Stab (100), wobei das Halteelement (2; ment (80) einen Anschlag (81} aufweist.

21; 21’) eine einen U-férmigen Querschnitt aufwei-

sende Ausnehmung zur Aufnahme des Stabes mit 35 14. Element nach einem der Anspriiche 5 bis 13, da-
zwei an einem Ende (6; 28) freien Schenkein (4, 5; durch gekennzeichnet, daB der Schaft (1) und das
26, 27) und einem Innengewinde (7; 29) an den frei- Halteelement (2) monoaxial verbunden sind.

en Schenkeln aufweist und mit einem VerschluBBele-

ment (8; 80) mit einem AuBBengewinde (9) in wenig- 15. Element nach einem der Anspriiche 5 bis 13, da-
stens einem Abschnitt seiner AuBenwand, wobei 40 durch gekennzeichnet, daB der Schaft (1) und das
das AuBengewinde (9) mit dem Innengewinde (7; Halteelement (21; 21’) polyaxial verbunden sind.
29) der Schenkel zusammenwirkt und wobei das

VerschluBelement eine zentrale Bohrung aufweist, 16. Elementnach Anspruch 15, dadurch gekennzeich-
dadurch gekennzeichnet, daB das VerschluBele- net, daB ein in dem Halteelement (21°) vorgesehe-
ment (8, 80) einen sich im wesentlichen in axialer 45 nes Druckelement (40) vorgesehen ist, auf welches
Richtung durch seine AuBenwand erstreckenden das VerschluBelement (8, 80) zum Fixieren der Win-
Schlitz (14) aufweist. kelstellung des Schafts (1) einwirkt.

6. Element nach Anspruch 5, dadurch gekennzeich- 17. Element nach Anspruch 16, dadurch gekennzeich-
net, daB das VerschluBelement (8, 80) ein Innenge- 50 net daB die Winkelstellung des Schafts liber das
winde (10) aufweist und eine Innenschraube (15) VerschluBelement (8, 80) und der Stab Uber die In-
zum Einschrauben in das VerschluBelement vorge- nenschraube (15) fixierbar sind.
sehen ist.

7. Elementnach Anspruch 5 oder 6, dadurch gekenn- 55 Claims
zeichnet, daB das Innengewinde (10) des Ver-
schiuBelements (8; 80) und das damit zusammen- 1. Fastener assembly for securing a rod-shaped ele-
wirkende AuBengewinde (18) der Innenschraube ment in a retaining element (2; 21; 21’) connected

5
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to a shaft (1), for use in spinal surgery or accident
and emergency surgery, with a fastener element (8;
80) of substantially hollow cylindrical shape with a
rotation axis, an outerthread (9) and an inner thread
(10), characterized by a slit (14) extending in the
axial direction through the fastener element (8).

Fastener assembly according to Claim 1, charac-
terized by an inner screw (15) that can be screwed
into the fastener element (8; 80).

Fastener assembly according to Claim 1 or 2, char-
acterized in that the inner thread (10) is designed
as a metric thread.

Fastener assembly according to one of Claims 1 to
3, characterized in that the outer thread (9) is de-
signed as a metric thread or as a thread with a hor-
izontal or negative angle of the load-bearing flank or
as a flat thread with two horizontal flanks.

Elementwith ashaft (1), and with a retaining element
{(2; 21; 21"y which is connected to the latter and which
serves for connection to a rod (100), the retaining
element (2; 21; 21”) having a recess with a U-shaped
cross section for receiving the rod and with two free
legs (4, 5; 26, 27) at one end (6; 28) and an inner
thread (7; 29) on the free legs, and with a fastener
element (8; 80) which has an inner thread (9) in at
least one portion of its outer wall, the cuter thread
(9) cooperating with the inner thread (7; 29) of the
legs, and the fastener element havinga central bore,
characterized in that the fastener element (8, 80)
has a slit (14) extending substantially in an axial di-
rection through its outer wall.

Elementaccordingto Claim 5, characterized in that
the fastener element (8, 80) has aninnerthread (10),
and aninnerscrew (15)forscrewing into the fastener
element is provided.

Element according to Claim 5 or 6, characterized
in that the inner thread (10) of the fastener element
(8; 80) and the outer thread (186) of the inner screw
(15) cooperating therewith are designed as metric
threads.

Element according to one of Claims 5 to 7, charac-
terized in that the inner thread (7) of the legs (4, 5;
26, 27) is designed as a metric thread.

Element according to one of Claims 5 to 7, charac-
terized in that the inner thread (7) of the legs (4, 5;
26,a b) is designed as a thread with a negative flank
angle of the load-bearing flank.

Element according to one of Claims 5 te 7, charac-
terized in that the inner thread (7) of the legs (4, 5;
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11.

12.

13.

14.

15.

16.

17.

26, 27) is designed as a buttress thread with a sub-
stantially horizontal angle of the load-bearing flank
(29a).

Element according to one of Claims 5 to 7, charac-
terized in that the inner thread (7) of the legs (4, 5;
26, 27) isdesigned as aflat thread with two horizontal
flanks (29a, 29b).

Element according to one of Claims 5 to 11, char-
acterized in that the outer thread (9) of the fastener
element (8, 80) is designed with a thread type cor-
responding to the innerthread (7; 29) of the legs (4,
5; 26, 27).

Element according to one of Claims 5 to 12, char-
acterized in that the fastener element (80) has a
limit stop (81).

Element according to one of Claims 5 to 13, char-
acterized in that the shaft (1) and the retaining el-
ement (2) are connected monoaxially.

Element according to one of Claims 5 to 13, char-
acterized in that the shaft (1) and the retaining el-
ement (21; 21’) are connected multiaxially.

Element according to Claim 15, characterized in
that a pressure element (40) provided in the retain-
ing element (21°) is provided, on which the fastener
element (8, 80) acts in order to fix the angle position
of the shaft (1).

Element according to Claim 16, characterized in
that the angle position of the shaft can be fixed via
the fastenerelement (8, 80), and the rod viathe inner
screw (15).

Revendications

Dispositif de fixation pour sécuriser un élément en
forme de barre dans un élément de retenue (2 ; 21 ;
21’) relié & une tige (1), pour utilisation dans la chi-
rurgie de la colonne vertébrale ou des accidents,
avec un élément de fixation (8 ; 80) ayant une forme
sensiblement cylindrique creuse, avec un axe de ro-
tation, un filetage extérieur (9) et un filetage intérieur
(10),

caractérisé par une fente (14) s’étendant en direc-
tion axiale & travers I’élément de fixation.

Dispositif de fixation selon la revendication 1,
caractérisé par une vis intérieure (15) susceptible
d’étre vissée dans I'élément de fixation (8 ; 80).

Dispositif de fixation selon la revendication 1 ou 2,
caractérisé en ce que le filetage intérieur (10) est
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réalisé sous la forme de filetage métrique.

Dispositif de fixation selon Pune des revendications
1 a3, caractérisé en ce que le filetage extérieur (9)
est réalisé sous la forme de filetage métrique ou de
filetage aangle horizontal ou négatif du flanc de char-
ge, ou sous forme de filetage plat avec deux flancs
horizontaux.

Elément avec une tige (1) et un élément de retenue
(2; 21 ; 27) lui étant relié, pour assurer la liaison &
une barre (100), 'élément de retenue (2 ; 21 ; 21°)
présentant un évidement a section transversale en
forme de U pour recevoir la barre, avec deux bran-
ches (4, 5; 26, 27) libres, a une extrémité (6 ; 28),
etun filetage intérieur (7 ; 29) surles branches libres;
et avec un élément de fixation (8 ; 80) ayant un file-
tage extérieur (9) en au moins un trongon de sa paroi
extérieure, le filetage extérieur (9) coopérant avec
le filetage intérieur (7 ; 29) des branches, et'élément
de fixation présentant un pergage central, caracté-
risé en ce que I'élément de fixation (8, 80) présente
une fente (14) s’étendant sensiblement en direction
axiale a travers sa paroi extérieure.

Elément selon la revendication 5, caractérisé ence
que I'élément de fixation (8 ; 80) présente un filetage
intérieur (10) et une vis intérieure (15), pour vissage
dans I'élément de fixation.

Elément selon la revendication 5 ou 8, caractérisé
en ce que le filetage intérieur (10) de I'élément de
fixation (8 ; 80) et le filetage extérieur (16}, coopérant
avec lui, de la vis intérieure (15) sont réalisés sous
forme de filetage métrique.

Elément selon Pune des revendications 5 & 7, ca-
ractérisé en ce que le filetage intérieur (7) des bran-
ches (4, 5; 26, 27) est réalisé sous la forme de file-
tage métrique.

Elément selon I'une des revendications 5 & 7, ca-
ractérisé en ce que le filetage intérieur (7) desbran-
ches (4, 5; 26, a b) est réalisé sous la forme de
filetage, avec un angle de flanc négatif du flanc de
charge.

Elément selon Fune des revendications 5 & 7, ca-
ractérisé en ce que le filetage intérieur (7) desbran-
ches (4, 5; 26, 27) est réalisé sous la forme de file-
tage en dents de scie, avec un angle sensiblement
horizontal du flanc de charge (29a).

Elément selon 'une des revendications 5 & 7, ca-
ractérisé en ce que le filetage intérieur (7) des bran-
ches (4,5 ; 26, 27) est réalisé sous forme de filetage
plat a deux flancs horizontaux (29a, 29b).

10

20

25

30

40

45

50

12.

13.

14.

15.

16.

17.

12

Elément selon I'une des revendications 5 a 11,
caractérisé en ce que le filetage extérieur (9) de
I'élément de fixation (8. 80) est réalisé avec un type
de filetage s’ajustant au filetage intérieur (7 ; 29) des
branches (4, 5; 26, 27).

Elément selon I'une des revendications 5 4 12, ca-
ractérisé en ce que I'élément de fixation (80) pré-
sente une butée (81).

Elément selon I'une des revendications 5 a 13, ca-
ractérisé en ce que la tige (1) et 'élément de rete-
nue (2) sont reliés de fagon monoaxiale.

Elément selon I'une des revendications 5 a 13, ca-
ractérisé en ce que la tige (1) et 'élément de rete-
nue (21 ; 21’) sont reliés de fagon polyaxiale.

Elément selon la revendication 15, caractérisé en
ce qu’un élément de pressage (40) prévu dans 'élé-
ment de retenue (21°) est prévu sur lequel I'élément
de fixation (8, 80) agit pour la fixation de la position
angulaire de la tige (1).

Elément selon la revendication 16, caractérisé en
ce que la position angulaire de la tige est susceptible
d’étre fixée par l'intermédiaire de 'élément de fixa-
tion (8, 80). et la barre est susceptible d’étre fixée
par lintermédiaire de la vis intérieure (15).
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FIG. 1
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FIG. 2a
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Beschreibung

[0001] Die Erfindung betrifft ein Knochenveranke-
rungselement zur VYerankerung in einem Knochen oder

schraube mit einem Schraubenelement und einem Auf-
nahmeteil zur Verbindung mit einem Stab bekannt, bei
der das im Knochen zu verankernde Schraubenelement
mit dem Aufnahmeteil derart verbunden ist, daf3

einem Wirbel und eine Stabilisierungseinrichtung mitei- 5 Schwenkbewegungen zwischen dem Schraubenele-
nem solchen Knochenverankerungselement. ment und dem Aufnahmeteil méglich sind. Die beschrie-
[0002] Zur Fixierung von Knochenfrakturen oder zur bene Ldsung erlaubtjedoch keine Stabilisierungder Kno-
Stabilisierung der Wirbelsaule sind Fixations- und Stabi- chenteile untereinander mit einer kontrollierten Teilbe-
lisierungseinrichtungen bekannt, die aus wenigstens wegung.
zwei im Knochen bzw. Wirbel verankerten und Ubereine 70 [0008] Es ist Aufgabe der Erfindung ein Knochenver-
Platte oder einen Stab verbundenen Knochenschrauben ankerungselement und eine Stabilisierungseinrichtung
bestehen. Derartige starre Systeme erlauben keine Be- fir Knochen bzw. Wirbel mit einem solchen Knochenver-
wegung der relativ zueinander fixierten Knochenteile ankerungselement bereitzustelien, das bzw. die eine
oder Wirbel. kontrollierte Teilbewegung der zu stabilisierenden Kno-
[0003] Furbestimmte Indikationen ist jedoch eine dy- 75 chenteile oder Wirbel bei gleichzeitig hoher Sicherheit
namische Stabilisierung wiinschenswert, bei der die zu derVerankerung erlaubt und dabei optimal positionierbar
stabilisierenden Knochenteile oder Wirbel eine kontrol- ist.
lierte begrenzte Bewegung zueinander ausflhren kén- [0009] Die Aufgabe wird geldst durch ein Knochenver-
nen. Eine Realisierungsmdglichkeit fiir eine dynamische ankerungselement zur Verankerung in einem Knochen
Stabilisierungseinrichtung besteht inder Verwendungei- 20 oder in einem Wirbel nach Patentanspruch 1 und durch
nes beweglichen Elements anstelle eines die Knochen- eine Stabilisierungseinrichtung mit einem solchen Kno-
verankerungselemente verbindenden starren Stabes, chenverankerungselement nach Patentanspruch 15.
wie es beispielsweise in der EP 0 669 109 B1 oderin der [0010] Weiterbildungen der Erfindung sind in den Un-
US 2003/0109880 A1 beschrieben ist. teransprichen angegeben.
[0004] Beidiesen bekannten Systemen kann haufiger 25 [0011] Die Erfindung weist den Vorteil auf, daB3 das
das Problem auftreten, dass eine Ubertragung der aus Knochenverankerungselement aufgrund seiner elasti-
der Bewegung resultierenden Momente auf den im Kno- schen Verbindung von erstem und zweitem Kopfteil axia-
chen oder Wirbel verankerten Schaft der Verankerungs- le Krafte in Richtung seiner Schaftachse, Biegekréfte und
elemente stattfindet, was aufgrund der dauernden zykli- Torsionskrafte aufnimmt. Damit wird eine durch die rlick-
schen Teilbelastung des Knochenverankerungsele- 30 treibende Kraft begrenzte Bewegung des Knochenteils
ments zur Lockerung des Schafts in dem umgebenden oder Wirbels, in dem es verankett ist, erlaubt und die bei
Knochenmaterial und damitzum Ldsen der Verankerung der Bewegung auf den Schaft wirkenden Momente wer-
fihren kann. den reduziert, so dass ein Lésen der Verbindung durch
[0005] Esbesteht daher das Bedirfnis, die Bewegung dauernde zyklische Teilbelastung der Verankerung un-
der Knochen bzw. Wirbel von der Schaftverankerung 35 terbleibt.
weitgehend abzukoppeln, um der Forderung gerecht zu [0012] Die Erfindung weist weiterhin den Vorteil auf,
werden, dass das Implantat oft ein Leben lang sicher im dass eine gewinschte Ruhewinkelstellung zwischen
Korperdes Patienten verankert bieiben muss. Fernersoll dem Schaft und dem Aufnahmeteil wie bei einer her-
aber bei einer Entkopplung der Bewegung der Knochen kémmlichen Polyaxialschraube justierbar ist.
bzw. Wirbel von der Schaftverankerung trotzdem die 40 [0013] Die elastischen Eigenschaften des Knochen-
Méglichkeit bestehen, das Verankerungselement relativ verankerungselements kénnen bei der Herstellung auf
zu einem mehrere solcher Elemente verbindenden Stab einfache Art durch Andern der Dimensionen von erstem
oder zu einer solchen Platte optimal positionieren zukén- Kopfteil, zweitem Kopfteil und elastischem Druckelement
nen, wie es z.B. von den herkdmmlichen Polyaxial- und/oder des verwendeten Materials flir das elastische
schrauben bekannt ist. 45 Druckelement verwirklicht werden. Das Knochenveran-
[0006] Die US 6,022,350 offenbart eine Knochenbefe- kerungselement ist mit den bekannten Verbindungsele-
stigungsverrichtung mit einem langlichen Verbindungs- menten wie Platten und Stében verwendbar. Somit kann
mittel, das eine durch eine Offnungin dem Verbindungs- eine dynamische Stabilisierungseinrichtung miteiner ge-
mittel hindurch gefilhrte Knochenbefestigungsschraube wiinschten Bewegungsbegrenzung durch Auswahl von
aufnimmt. In dem Boden des Verbindungsmittelsisteine 50 Knochenverankerungselementen mit geeigneten elasti-
Lagerungsflache mit im Wesentlichen kreisférmigem schen Eigenschaften unter Verwendung von herkémm-
Querschnitt vorgesehen und der Kopf der Schraube be- lichen Platten oder Staben bereitgestellt werden.
inhaltet eine im Wesentlichen kugelférmige Oberflache, [0014] Woeitere Merkmale und ZweckmaBigkeiten der
die sich an der Lagerungsfiache abstiitzt. Bei einer Aus- Erfindung ergeben sich aus der Beschreibung von Aus-
flihrungsform sind in der Offnung in dem Verbindungs- 55 fiihrungsbeispielen anhand der Figuren.
mittel ferner zwei O-Ringe aus z.B. Silikon vorgesehen. [0015] Von den Figuren zeigen:
[0007] Aus der US 5,474,555 ist ferner ein Knochen-
verankerungselement in Form einer Polyaxial-Knochen- Fig. 1 eine teilgeschnittene Darstellung eines
2
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Knochenverankerungselements nach
einer ersten Ausfihrungsform;

undzweigegeniiberliegenden ebenen Enden 12, 13aus-
gebildet. Von dem einen Ende 12 erstreckt sich eine ko-
axiale erste Bohrung 15 mit einem Durchmesser, der gré-

Fig. 2 eine teilgeschnittene Explosionsdar- Ber ist als der AuBendurchmesser des verbreiterten
stellung des Knochenverankerungs- 5 Randsé6 des Schraubenelementes 1. Angrenzendan die
elements der ersten Ausflihrungsform; erste Bohrung 15 erstreckt sich eine koaxiale zweite Boh-

rung 16 deren Durchmesser angrenzend an das zweite

Fig. 3abis 3¢  teilgeschnittene Darstellungen, die ei- Ende 13 kleiner ist als der Kugeldurchmesser des ersten
ne elastische Auslenkung des Kno- Kopfteils 4 aber gréBer als der Durchmesser des Schafts
chenverankerungselements derersten 70 2, so daf3 dieser hindurchgefliihrt werden kann. Die zwei-
Ausflihrungsform aus der Ruhewinkel- te Bohrung 16 erweitert sich ferner ausgehend vom zwei-
stellung schematisch darstelien. ten Ende 13 bis zur ersten Bohrung 15 hin sphérisch mit

einem Kugelradius, der so bemessen ist, daB3 das zweite

Fig. 4 eine teilgeschnittene Darstellung eines Kopfteil 4 daran anliegt. Angrenzend an die erste Boh-
Knochenverankerungselements nach 75 rung15istder Durchmesserderzweiten Bohrung kieiner
einer zweiten Ausflhrungsform; als der Kugeiradius des Kopfteils 4.

[0020] Das Schraubenelement 1 ist derartin das zwei-

Fig. 5 eine teilgeschnittene Darstellung eines te Kopfteil 10 eingesetzt, dass der Schaft 2 durch das
Knochenverankerungselements nach Ende 13 angrenzend an die Behrung 16 hindurchgefiihrt
einer dritten Ausfiihrungsform; und 20 jst und der kugelsegmentférmige Abschnitt 5 des ersten

Kopfteils 4 in der zweiten Bohrung 16 des zweiten Kopf-

Fig. 6 eine teilgeschnittene Darstellung eines teils 10 gehalten ist.

Knochenverankerungselements nach [0021] Auf der von dem verbreiterten Rand 6 des er-
einer vierten Ausfihrungsform. sten Kopfteils 4 gebildeten Flache 7 ist ein elastisches
25 erstes Druckelement 20 angeordnet, das bevorzugt aus

Erste Ausfiihrungsform einem Elastomer ausgebildet ist. Das erste Druckele-

ment 20 weist die Form einer Scheibe mit kreisférmigem

[0016] Ein Knochenverankerungselement nach derin Querschnitt und einer vorbestimmten Dicke auf und be-

den Fig. 1 und 2 gezeigten ersten Ausfihrungsform ist sitzt eine koaxiale Bohrung 21, die ein Hindurchgreifen

als Polyaxial-Knochenschraube zum Verbinden mit ei- 30 mit dem Schraubwerkzeug in die Ausnehmung 8 dervon
nem Stab 100 ausgebildet. Die Polyaxial-Knochen- dem verbreiterten Rand 6 gebildeten Flache 7 ermdg-
schraube weist ein im Knochen zu verankerndes Schrau- licht. Der AuBendurchmesser des ersten Druckelements
benelement 1 mit einem Schaft 2 mit einem Knochenge- 20 ist so gewahlt, dass es in die erste Bohrung 15 des
winde 3 und mit einem mit dem Schaft 2 in diesem Aus- zweiten Kopfteils 10 einfliihrbar ist. Vorzugsweise ist zwi-
flhrungsbeispiel einstlickig verbundenen ersten Kopfteil 35 schen Druckelement 20 und der Seitenwand der Boh-

4 auf. Desweiteren weist die Polyaxial-Kncchenschrau- rung ein Freiraum 22 vorgesehen, so dass das Druckele-

be ein hilsenférmiges zweites Kopfteil 10 zur Aufnahme ment bei elastischer Deformation ausweichen kann.

des ersten Kopfteils 4 und ein Aufnahmeteil 40 zur Auf- [0022] Auf der dem Rand 6 des ersten Kopfteils 4 ab-
nahme des zweiten Kopfteiles 10, eines auf dieses ein- gewandten Seite des ersten Druckelements 20 ist eine
wirkenden zweiten Druckelements 50 und des Stabes 40 starre Befestigungskappe 30 angeordnet. Die Befesti-

100, sowie eine erste und eine zweite Sicherungsschrau- gungskappe 30 weist die Form einer kreisférmigen

be 60, 70 auf. Scheibe mit einer koaxialen Bohrung 31 auf, die ein Hin-

[0017] Das erste Kopfteil 4 des Schraubenelements 1 durchgreifen mit dem oben genannten Schraubwerk-

weist angrenzend an den Schaft 2 einen kugelsegment- zeug ermdglicht.

férmigen Abschnitt 5 mit einem Durchmesser auf, der 45 [0023] Der AuBendurchmesser der Befestigungskap-

gréBeristals der Schaftdurchmesser. Auf der dem Schaft pe 30 entspricht in einem dem ersten Druckelement 20

3 abgewandten Seite ist ein verbreiterter Rand 6 bzw. zugewandten Abschnitt 32 dem Innendurchmesser der

Kragen vorgesehen, wodurch eine kreisfdrmige Flache ersten Bohrung 15 in dem zweiten Kopfteil 10 bzw. ist

7 gebildet ist, die im Wesentlichen glattist und in der sich um soviel kleiner, dass ein Einsetzen und Fixieren z.B.

koaxial zur Schaftachse eine Ausnehmung 8 zum Ein- 50 mit Presspassung in dem zweiten Kopfteil 10 erméglicht

greifen mit einem Schraubwerkzeug befindet. In Fig.1 ist ist.

eine sechskantférmige Ausnehmung 8 flr einen Inbus- [0024] In einem in eingesetztem Zustand dem ersten

schliissel dargestellt. Druckelement 20 abgewandten Abschnitt 33 weist die

[0018] Es ist jedoch auch eine andere Ausnehmung, Befestigungskappe 30 einen verbreiterten AuB3endurch-

wie z.B. ein Kreuzschlitz, zum Eingreifen mit einem Ein- 55 messer auf, der beim Einsetzen in das zweite Kopfteil 10

schraubwerkzeug méglich. durch Zusammenwirken mit dem ersten Ende 12 des

[0019] Das hiilsenférmige zweite Kopfteil 10 ist kugel- zweiten Kopfteils 10 einen Anschiag bildet. Die AuBen-

segmentférmig mit einer sphérischen AuBenflache 11 flache des Abschnitts 33 ist derart sphéarisch ausgebildet,

3
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dass sie im eingesetzten Zustand der Befestigungskap-
pe 30 eine FertfUihrung der sphérischen AuBenflache 11
des zweiten Kopfteils 10 bildet.

[0025] Die Dicke des ersten Druckelements 20 ist so

Schraubwerkzeug auf.

[0030] In Richtung der Zylinderachse des Aufnahme-
teils 40 ist die Héhe des zweiten Druckelements 50 ge-
rade so gewahlt, dass durch Anziehen der ersten Siche-

gewahlt, dass es, wenn die Befestigungskappe 30indas 5 rungsschraube 60 derart Druck auf das zweite Druckele-
zweite Kopfteil eingesetztist, unter Vorspannung gesetzt ment 50 ausgelibt werden kann, dass das zweite Kopfteil
ist und Druck auf die von dem verbreiterten Rand 6 des 10 in dem Aufnahmeteil 40 in einer zu dem Zeitpunkt des
ersten Kepfteils 4 gebildete Flache 7 auslibt, so dass das Anziehens der Sicherungsschraube 60 eingesteliten
erste Kopfteil 4 gegen die zweite Bohrung 16 des zweiten Winkelstellung vorfixierbar ist, die nachfolgend als Ruhe-
Kopfteils 10 gedriickt wird und das Schraubenelement1 70 winkelstellung bezeichnet ist.
elastisch in dem zweiten Kopfteil 10 gehalten ist. Vorteil- [0031] Mit dieser Anordnung wird erreicht, dass das
hafterweise ist die Lagerung des ersten Kopfteils 4 in der zweite Kopfteil 10 relativ zu dem Aufnahmeteil 40 aus-
zweiten Bohrung 16 durch Einbringen einer speziellen gerichtet und anschlie-Bend in dieser Ausrichtung vorfi-
Gleitbeschichtung, einer Gleitfolie oder eines Gleitringes Xiert werden kann.
im Hinblick auf minimale zwischen dem kugelsegment- 75 [0032] Die erste Sicherungsschraube 60 weist eine
férmigen Abschnitt 5 und der zweiten Bohrung 16 wir- Bohrung 62 auf, die mit einem Innengewinde 63 verse-
kende Reibungskrafte optimiert. hen ist, das mit einem AuBengewinde 71 der zweiten
[0026] Das Aufnahmeteil 40 ist im Wesentlichen zylin- Sicherungsschraube 70 zusammenwirkt. Desweiteren
drisch ausgebildet. Ausgehend von seinem ersten Ende weist die Sicherungsschraube 60 auf ihrer dem Druk-
41 ist in dem Aufnahmeteil 40 eine koaxiale erste Boh- 20 kelement 50 abgewandten Seite nicht dargestelite Aus-
rung 48 vorgesehen, deren Durchmesser gréBer ist, als nehmungen zum Eingreifen mit einem Schraubwerkzeug
der AuBendurchmesser des zweiten Kopfteils 10. An- auf.
grenzend an das andere Ende 49 des Aufnahmeteils 40 [0033] Die zweite Sicherungsschraube 70 weistan ih-
ist eine koaxiale zweite Bohrung 47 vorgesehen, deren rer Oberseite eine Ausnehmung 72 zum Eingreifen mit
Durchmesser sichvom Durchmesser derersten Bohrung 25 einem Schraubwerkzeug auf. In Fig.1 ist eine sechskant-
48 gegen das zweite Ende 49 hin sphérisch verjungt. fédrmige Ausnehmung 72 flir einen Inbusschlissel dar-
Dadurch ist das zweite Kopfteil 10 in dem Aufnahmeteil gestelit. Es ist jedoch auch eine andere Ausnehmung,
40 gehalten und um einen vorbestimmten Winkelbereich wie z.B. ein Kreuzschlitz, zum Eingreifen mit einem Ein-
schwenkbar. schraubwerkzeug moglich.
[0027] Ausgehend von seinem einen ersten Ende 41 30 [0034] Durch Anziehen der zweiten Sicherungs-
ist ferner eine Ausnehmung 42 mit einem U-férmigen schraube 70 wird der Stab 100 gegen den Grund 53 der
Querschnitt vorgesehen, die gerade so grof3 bemessen Ausnehmung 52 gedriickt und damit Druck auf das zwei-
ist, dass der Stab 100 einlegbar ist. Durch die U-férmige te Druckelement 50 und damit auf das zweite Kopfteil 10
Ausnehmung42 sind zweifreie Schenkel 44, 45 gebildet, ausgelbt, um ein optimales Fixieren der Ruhewinkelstel-
die angrenzend an ihr freies Ende ein Innengewinde 46 35 lung zu erzielen. Der Stab 100 wird dabeidurch die zweite
aufweisen, welches mit einem entsprechenden AuBen- Sicherungsschraube 70 und den Grund 53 in der U-for-
gewinde 61 der zwischen die Schenkel 44, 45 einzu- migen Ausnehmung 42 des Aufnahmeteils fixiert.
schraubenden ersten Sicherungsschraube 60 zusam- [0035] ImBetrieb wird das Schraubenelement 1 zuerst
menwirkt. mit dem Schaft 2 durch die Bohrungen 15, 16 in dem
[0028] Auf der der zweiten Bohrung 47 abgewandten 40 zweiten Kopfteil 10 hindurchgeflhrt, scdass das erste
Seite befindet sich in dem Aufnahmeteil 40 ein auf das Kopfteil 4 in der zweiten Bohrung 16 gehalten wird. An-
zweite Kopftell 10 einwirkendes zweites Druckelement schlieBend wird das erste Druckelement 20 in das zweite
50. Das zweite Druckelement 50 ist im Wesentlichen zy- Kopfteil 10 eingeflhrt und durch Einsetzen der Befesti-
lindersymmetrisch mit einem AufBendurchmesser, der gungskappe 30 in das zweite Kopfteil 10 gegen die Fla-
kleinerist, als der Innendurchmesser derersten Bohrung 45 che 7 des ersten Kopfteils 4 gedrickt und in diesem vor-
48, dass das Druckelement in die erste Bohrung 48 ein- gespannten Zustand Uber die eingesetzte Befestigungs-
setzbar ist. Die dem zweiten Kopfteil 10 zugewandte kappe 30 gehalten. Dann wird das aus Schraube 1 und
Stirnseite 51 des zweiten Druckelements 50 ist konkav zweitem Kopfteil 10 gebildete Element in das Aufnahme-
sphaérisch ausgebildet, wobei der Radius dem Radius der teil 40 eingebracht und anschlieBend das zweite Druk-
sphérischen AuBenflache 11 des zweiten Kopfteils 10 50 kelement 50 in das Aufnahmeteil 40 eingesetzt. Dann
und der daran befestigten Befestigungskappe 30 ent- wird das Schraubenelement 1 durch Hindurchgreifen
spricht. Auf der dem zweiten Kopfteil 10 abgewandten durch die koaxialen Bohrungen des zweiten Druckele-
Seite weist das zweite Druckelement 50 eine Ausneh- ments 50, der Befestigungskappe 30 und des ersten
mung 52 mit U-férmigem Querschnitt auf, deren Grund Druckelements 20 und Eingreifen in die Ausnehmung 8
53 einen Radius aufweist, der etwas groBer als der Ra- 55 des Schraubenelements mit einem Schraubendreher in
dius des Stabes 100 ist und in die der Stab 100 eingreift. den Knochen oder Wirbel eingeschraubt. AnschlieBend
[0029] Das zweite Druckelement 50 weist ferner eine wird der Stab eingelegt, wobei die Stellung des Aufnah-
koaxiale Bohrung zum Hindurchgreifen mit einem meteils 40 relativ zu dem zweiten Kopfteil 10 justiert wird.
4
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Diese Stellung, die die gewlinschte Ruhewinkelstellung
ist, wird durch die erste Sicherungsschraube 60, die auf
das zweite Druckelement 50 driickt, vorfixiert.

[0036] Bei dem Vortfixieren der Ruhewinkelstellung

von Schrauben 1 mit unterschiedlich breiten Randern 6,
die in ein zweites Kopfteil mit vorgegebenen Innendurch-
messer der Bohrung 15 einsetzbar sind, somit Veranke-
rungselemente mit unterschiedlicher Auslenkbarkeit be-

wird die Befestigungskappe 30 durch Zusammenwirken 5  reitgestellt werden.
ihrer sphéarischen AuBenflache mit der sphérischen Aus- [0043] Ein besonderer Vorteil dieser Ausbildung eines
nehmung der Stirnseite 51 des zweiten Druckelements Knochenverankerungselements ist die Entkopplung der
50 gegen das erste Druckelement 20 gedriickt und somit elastischen Auslenkung des Schraubenelements 1 von
gegen Ldsen gesichert. der Einstellméglichkeit der Ruhewinkelstellung, was
[0037] Der Stab 100 wird anschlieBend durch Ein- 70 durch die Kombination von erstem Koepfteil 4, zweitem
schrauben der zweiten Sicherungsschraube 70 gegen Kopfteil 10 und Aufnahmeteil 40 erreicht wird.
den Grund 53 gedriickt und dadurch fixiert. Gleichzeitig [0044] Eine erfindungsgemaBe Stabilisierungsein-
wird durch das Anziehen der zweiten Sicherungsschrau- richtung umfasst wenigstens ein Knochenverankerungs-
be 70 Uber den Stab 100 auf das zweite Druckelement element wie cben beschrieben in Kombination mit einem
50 und damit auf das zweite Kopfteil 10 Druck ausgelibt, 75 Stab und ein zweites Knochenverankerungselement,
sodass damit eine zusétzliche Fixierung der Ruhewin- das bevorzugt ebenfalls wie oben beschrieben ausgebil-
kelstellung erzielt wird. det ist.
[0038] Das Vorsehen der beiden Sicherungsschrau- [0045] Bei einer Bewegung des Knochens bzw. Wir-
ben 60, 70 fihrt dazu, dass das zweite Kopfteil 10 und bels aus der zu stabilisierenden Ruhelage heraus wird
der Stab 100 unabhangig voneinander fixierbar sind. 20 Uberdas elastische erste Druckelement 20 eine riicktrei-
[0039] In den Fig. 3a bis 3c ist schematisch die Aus- bende Kraft auf den Knochen bzw. Wirbel ausgelibt, die
lenkbarkeit des Schraubenelementes 1 relativ zu dem ihn wieder in die Ruhelage bringt und somit die Bewe-
zweiten Kopfteil 10 dargestellt. In Fig. 3a ist eine vorein- gung limitiert. Dadurch wird ein Uber die Bewegung des
gestellte Ruhewinkelstellung gezeigt, die Fig. 3b und 3¢ Knochens oder des Wirbels auf den Schraubenschaft
zeigen jeweils eine Auslenkung aus dieser Ruhewinkel- 25 wirkendes Biegemoment abgefangen und es kommt
stellung in unterschiedliche Richtungen, wobei der Pfeil nicht zu einer Lockerung der Knochenverankerung.
die Auslenkungsrichtung bezeichnet.
[0040] Wie in Fig. 3a gezeigt ist, weist das erste Druk- Zweite Ausflihrungsform
kelement 20 in der Ruhewinkelstellung eine gleichmai-
ge Dicke auf. In Fig. 3b ist schematisch dargestellt, dass 30 [0046] Bei einem Knochenverankerungselement der
ein Auslenken des Schraubenelements dazu flhrt, dass zweiten Ausflihrungsform, die in Fig. 4 dargestellt ist, ist
eine Seite 22 des Druckelements komprimiert wird, wo- das Knochenverankerungselement derart ausgebildet,
hingegen die gegeniberliegende Seite 23 entspannt dass nicht das Befestigen eines Stabes, sondern einer
wird. Das Verformen des elastischen ersten Druckele- Platte vorgesehen ist. Bei dieser Ausfiihrungsform ent-
mentes 20 fihrt zum Aufbauinternen Spannungenindie- 35 spricht der Aufbau von erstem Schraubenelement 1, er-
sem, die eine der Auslenkung entgegenwirkende riick- stem Druckelement 20, Befestigungskappe 30 und zwei-
treibende Kraft ausiiben, sodass das Schraubenelement tem Kopfteil 10 dem Aufbau der ersten Ausfiihrungsform,
1 in die Ruhewinkelstellung zurlickgedrangt wird. weshalb fir diese Komponenten dieselben Bezugszei-
[0041] Die GroBe der riickireibenden Kraft kann dabei chen verwendet werden und eine erneute Beschreibung
zum Einen durch die Dicke des ersten Druckelements 40 unterbleibt.
20 beeinflusst werden, die die Vorspannung des ersten [0047] Der wesentliche Unterschied der zweiten Aus-
Druckelements 20 im eingebauten Zustand bestimmt. flhrungsform gegenilber der ersten Ausfihrungsform
Desweiteren kann die Grof3e der riicktreibenden Kraft besteht darin, dass das Aufnahmeteil durch die zu befe-
auch durch die Materialwah! fir das erste Druckelement stigende Platte 200 gebildet wird.
20, wobei unterschiedlichste Elastizitdten und Kompres- 45 [0048] Die Platte 200 welist eine erste Bohrung 248
sibilitdten méglich sind, und durch die genaue Formge- auf, die von einer ersten Seite der Platte in die Platte
bung des ersten Druckelements 20 eingestellt werden, hineinreicht und deren Durchmesser gréBer ist, als der
so dass eine gewlinschte Steifigkeit des Knochenveran- AuBendurchmesser des zweiten Kopfteils 10. Die erste
kerungselements gegeniber axialen Kraften, Biegekraf- Bohrung 248 weist in dem der ersten Seite der Platte
ten und Torsionskraften erzielt werden kann. 50 zugewandten Bereich desweiteren ein Innengewinde
[0042] Bei der Auslenkung aus der Ruhewinkelstel- 246 auf. Angrenzend an die andere Seite 249 der Platte
lung begrenzt das Verhélinis des Durchmessers des ist koaxial zur ersten Bohrung 248 und verbunden mit
Rands 6 des Schraubenelementes 1 zu dem Durchmes- dieser eine zweite Bohrung 247 vorgesehen, deren
ser der ersten Bohrung 15 in dem zweiten Kopfteil 10 die Durchmesser sich vom Durchmesser der ersten Bohrung
Auslenkbarkeit. Durch unterschiedliche GréBenverhélt- 55 248 gegen die zweite Seite 249 hin sphérisch verjungt.
nisse zwischen dem Durchmesser des Randes 6 und Dadurch ist das zweite Kopfteil 10 in der Platte 200 ge-
dem Innendurchmesser der Bohrung 15 kann somit die halten und um einen vorbestimmten Winkelbereich
Auslenkbarkeit variiert werden. Z.B. kénnen durch Wahi schwenkbar, wie bei der ersten Ausfithrungsform.
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[0049] Aufder derzweiten Bohrung 247 abgewandten
Seite befindet sich in der ersten Bohrung 248 ein auf das
zweite Kopftell 10 einwirkendes zweites Druckelement
250. Das zweite Druckelement 250 ist im Wesentlichen

dritten Ausflihrungsform, das in Fig. 5 dargestelltist, un-
terscheidet sich das Knochenverankerungselement nur
dadurch von der zweiten Ausflihrungsform, dass das
zweite Druckelement und die Sicherungsschraube ein-

zylindersymmetrisch mit einem AuBendurchmesser,der 5  stiickig in Form einer Sicherungsschraube 280 ausge-
kleinerist, als der Innendurchmesser der ersten Bohrung bildet sind.
248, sodass das Druckelement in die erste Bohrung 248 [0057] Beidieser Ausflihrungsform entspricht der Auf-
einsetzbar ist. Die dem zweiten Kopfteil 10 zugewandte bau von erstem Schraubenelement 1, erstem Druckele-
Stirnseite 251 des zweiten Druckelements 250 ist konkav ment 20, Befestigungskappe 30, zweitem Kopfteil 10 und
sphéarisch ausgebildet, wobeider Radius dem Radiusder 70 Platte 200 dem Aufbau der zweiten Ausfiihrungsform,
sphérischen AuBenflache 11 des zweiten Kopfteils 10 weshalb fUr diese Komponenten dieselben Bezugszei-
und der daran befestigten Befestigungskappe 30 ent- chen verwendet werden und eine erneute Beschreibung
spricht. Das zweite Druckelement 250 weist ferner eine unterbleibt.
koaxiale Bohrung zum Hindurchgreifen mit einem [0058] Die Sicherungsschraube 280 weist einen er-
Schraubwerkzeug auf. 15 sten Abschnitt 281 auf, der mit einem Au3engewinde 281
[0050] In Richtung der Bohrung in der Platte ist die zum Einschrauben in das Innengewinde 246 der Boh-
Hoéhe des zweiten Druckelements 250 gerade so ge- rung 248 versehen ist. Angrenzend an den ersten Ab-
wahlt, dass durch Anziehen einer Sicherungsschraube schnitt 281 weist die Sicherungsschraube 280 auf der
260, die in das Innengewinde 246 der Bohrung 248 ein- Seite, die der zweiten Bohrung 247 zugewandt ist, einen
schraubbar ist, derart Druck auf das zweite Druckele- 20 zweiten Abschnitt 282 auf. Der zweite Abschnitt 282 ist
ment 250 ausgelibt werden kann, dass das zweite Kopf- im Wesentlichen zylindersymmetrisch mit einem AuBen-
teil 10 in der Platte in einer zu dem Zeitpunkt des Anzie- durchmesser, der kleiner ist, als der Innendurchmesser
hens der Sicherungsschraube 260 eingestellten Winkel- derersten Bohrung 248, sodass die Sicherungsschraube
stellungfixierbarist, die nachfolgend als Ruhewinkelstel- 280 in die erste Bohrung 248 einschraubbar ist.
lung bezeichnet ist, und die Platte dabei gleichzeitigmit 25 [0059] Die dem zweiten Kopfteil 10 zugewandte Stirn-
dem Schraubenelement 1 verbunden wird. seite 283 der Sicherungsschraube 280 ist konkav spha-
[0051] Mit dieser Anordnung wird erreicht, dass das risch ausgebildet, wobei der Radius dem Radius der
zweite Kopfteil 10 relativ zu der Platte 200 ausgerichtet sphérischen AuBenflache 11 des zweiten Kopfteils 10
und anschlieBendin dieser Ausrichtung vorfixiert werden und der daran befestigten Befestigungskappe 30 ent-
kann. 30 spricht.
[0052] Die Sicherungsschraube 260 weist eine koaxia- [0060] In Richtung der Bohrung in der Platte ist die
le Bohrung 262 zum Eingreifen mit einem Schraubwerk- Héhe der Sicherungsschraube 280 gerade so gewéhit,
zeug auf. In Fig. 4 ist eine sechskantférmige Bohrung dass durch Anziehen die Stirnflache 283 derart Druck
262 fur einen Inbusschliissel dargestelit. Es ist jedoch auf das zweite Kopfteil 10 ausiibt, dass es in der Platte
auch eine andere Formgebung zum Eingreifenmiteinem 35 ineiner zu dem Zeitpunktdes Anziehens der Sicherungs-
Einschraubwerkzeug méglich. schraube 280 eingestellten Winkelstellung fixierbar ist,
[0053] Die koaxiale Bohrung 262 weist einen solchen die nachfolgend als Ruhewinkelstellung bezeichnet ist.
Querschnitt auf, dass ein Hindurchgreifen mit dem Die Platte 200 wird dabei gleichzeitig mit dem Schrau-
Schraubwerkzeug, fiir das die Ausnehmung 8 des ersten benelement 1 verbunden.
Kopfteils vorgesehen ist, ermdglicht ist. 40 [0061] Mit dieser Anordnung wird erreicht, dass das
[0054] Diese Ausfllhrungsform weist den besonderen zweite Kopfteil 10 relativ zu der Platte 200 ausgerichtet
Vorteil auf, dass der gesamte Aufbau vormontiert werden und anschlieBend in dieser Ausrichtung fixiert werden
kann. Im Betrieb ist zuerst nur die Sicherungsschraube kann.
260 nicht angezogen. Das Schraubenelement kann in [0062] Die Sicherungsschraube 280 weist eine koaxia-
dem vormontierten Zustand in den Knochen oder Wirbel 45 |e Bohrung 285 auf, die ein Eingreifen mit einem Schraub-
eingeschraubt werden, indem mit dem Schraubwerk- werkzeug ermdglicht. In Fig. 5 ist eine sechskantférmige
zeug durch die konzentrischen Bohrungen in dem ersten Bohrung 285 flir einen Inbusschlissel dargestellt. Es ist
Druckelement 20, der Befestigungskappe 30, des zwel- jedoch auch eine andere Formgebung zum Eingreifen
ten Druckelements 250 und der Sicherungsschraube mit einem Einschraubwerkzeug méglich.
260in die Ausnehmung 8 des Schraubenelements 1ein- 50 [0063] Die koaxiale Bohrung 285 weist einen solchen
gegriffen wird. AnschlieBend kann die Winkelstellung der Querschnitt auf, dass ein Hindurchgreifen mit dem
Platte 200 zum Schaft 2 eingestellt werden und durch Schraubwerkzeug, flir das die Ausnehmung 8 des ersten
Anziehen der Sicherungsschraube 260 Druck auf das Kopfteils vorgesehen ist, erméglicht ist.
zweite Druckelement 250 und damit auf das zweite Kopf- [0064] Diese Ausflihrungsform weist den besonderen
teil 10 ausgelibt werden, um ein Fixieren der Ruhewin- 55 Vorteil auf, dass der gesamte Aufbau vormontiert werden
kelstellung zu erzielen. kann. Im Betrieb ist zuerst nur die Sicherungsschraube
[0055] Diritte Ausflihrungsform 280 nicht angezogen. Das Schraubenelement kann in
[0056] Bei einem Knochenverankerungselement der dem vormontierten Zustand in den Knochen oder Wirbel
6
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eingeschraubt werden, indem mit dem Schraubwerk-
zeug durch die konzentrischen Bohrungen in dem ersten
Druckelement 20, der Befestigungskappe 30 und der Si-
cherungsschraube 280 in die Ausnehmung 8 des

schnitts 9 kénnen durch eine geeignete Wahl der Feder-
kraft und der Vorspannung verschieden starke Rucktrei-
bekréfte realisiert werden, was zu einer groBBen Variabi-
Iitdt des Knochenverankerungselementes fUhrt.

Schraubenelements 1 eingegriffen wird. AnschlieBend 5 [0069] Weiterhin ist auch eine Kombination der Merk-
kann die Winkelstellung der Platte 200 zum Schaft 2 ein- male der vierten Ausflhrungsfiihrungsform mit denen
gestellt und mit der Sicherungsschraube 280 fixiert wer- der anderen Ausfiihrungsformen méglich, insbesondere
den. kann der beschriebene Aufbau auch in einer Platte wie

bei der zweiten und dritten Ausflhrungsform Verwen-
Vierte AusfUhrungsform 10 dung finden.
[0065] Die in Fig. 6 dargestellte vierte Ausfihrungs- Weitere Ausfiihrungsformen und Abwandlungen
form der vorliegenden Erfindung unterscheidet sich von
derersten bevorzugten Ausflihrung im Wesentlichen nur [0070] Das erste Kopfteil 4 und die zweite Bohrung 16
in der Ausbildung des ersten Kopfteiles und des elasti- 75 in dem zweiten Kopfteil 10 mlissen nicht kugelsegment-
schen ersten Druckelementes und gleiche oder ahnliche férmig bzw. hohlkugelsegmentférmig ausgebildet sein,
Elemente werden mit denselben Bezugszeichen be- sondern kénnen eine andere Form aufweisen, solange
zeichnet. die gewahrleistetist, daB das erste Kopfteil 4 indem zwei-
[0066] Bei der vierten Ausflihrungsform schlieBt sich ten Kopfteil schwenkbar gehalten ist.
im Gegensatz zu der ersten Ausflihrungsform an den 20 [0071] Ebenfalls miissen das zweite Kopfteil 10 und
verbreiterten Rand 6 auf der dem Schaft 2 abgewandten der das zweite Kopfteil haltende Bereich des Aufnahme-
Seite ein indieser Ausfiihrungsform mit dem ersten Kopf- teils nicht kugelsegmentférmig bzw. hohlkugelsegment-
teil 4’ einstlickig verbundener zylinderférmiger Abschnitt férmig sein, sondern missen ebenfalls eine Schwenk-
9 an, der als elastisches erstes Druckelement dient. Der barkeit des zweiten Kopfteils 10 in dem Aufnahmeteil und
zylinderférmige Abschnitt 9 erstreckt sich im Wesentli- 25 bei Fixierung in der gewlinschten Ruhewinkelstellung ei-
chen in Form eines Hohlzylinders koaxial zu der Achse ne ausreichende Haltekraft ermdglichen.
des Schaftes 2 in Richtung des zweiten Druckelementes [0072] Das Halten der Befestigungskappe 30 in dem
50. In Richtung des zweiten Druckelements 50 weist der zweiten Kopfteil 10 kann auch durch ein auf dem Ab-
zylinderférmige Abschnitt 9 einen Bereich 9b mit einem schnitt 32 vorgesehenes AuBengewinde realisiert sein,
verbreiterten AuBendurchmesser auf, der in der ersten 30 das mit einem Innengewinde der Bohrung 15 in einem
Bohrung 15 des zweiten Kopfteils 10 gehalten ist. Die an das erste Ende 12 angrenzenden Bereich zusammen-
dem zweiten Druckelement 50 zugewandte Stirnflache wirkt.
des zylinderférmigen Abschnitts 9 ist derart sphéarisch [0073] Das erste Druckelement 20 muss nicht unbe-
ausgebildet, dass sie im zusammengebauten Zustand dingt aus einem Elastomer bestehen, sondern kann bei-
des Knochenverankerungselementes eine Fortfllhrung 35 spielsweise auch durch entsprechend angeordnete Fe-
des der sphéarischen AuBenflache 11 des zweiten Kopf- dern realisiert werden, die die Rickstellkraft austben.
teiles 10 bildet. Der Zylindermantel des zylinderférmigen [0074] Esist ebenfalls denkbar, zum Fixieren des Sta-
Abschnittes 9 weist umlaufende Ausnehmungen 9a der- bes 100 und zum Fixieren der Ruheposition nur eine in-
art auf, dass der zylinderférmige Abschnitt 9 eine parallel nenschraube zu verwenden, die Uber den Stab 100
zu der Schaftachse verlaufende Spiralfeder bildet. 40 Druck auf das zweite Druckelement 50 und damit auch
[0067] Im Betrieb wird prinzipiell wie bei der ersten auf das zweite Kopfteil 10 auslbt.
Ausfuhrungsform verfahren und das zweite Kopfteil 10 [0075] Der Schaft 2 und das erste Kopfteil 4 sind ein-
durch den von dem zweiten Druckelement 50 ausgelb- stlickig ausgebildet gezeigt, jedoch ist auch eine mehr-
ten Druck in dem Aufnahmeteil 40 in einer gewlinschten stlickige Ausbildung méglich, bei der zum Beispiel Schaft
Ruhewinkelstellung fixiert. In diesem Zustand istwieder- 45 2 und erstes Kopfteil 4 mittels einer Schraubverbindung,
um, wie beiderersten Ausfihrungsform eine Auslenkung Passsitz oder dhnlichem verbunden sind.
des Schaftes 2 relativ zu dem zweiten Kopfteil 10 aus [0076] Weitere Abwandlungen der vorher beschriebe-
der Ruhewinkelstellungméglich. Beider Auslenkung aus nen Ausflhrungsformen sind méglich. Insbesondere
der Ruhewinkelstellung wird die Spiralfeder des zylinder- kénnen Elemente einer Ausflihrungsform mit den Ele-
fdrmigen Abschnitts 9 elastisch deformiert und es wirkt 50 menten einer anderen Ausfiihrungsform kombiniert wer-
folglich auf das erste Kopfteil 4’ eine in die Ruhewinkel- den.
stellung riicktreibende Kraft, wobeibei dieser Ausbildung [0077] Es k&nnen zwei oder mehr erfindungsgemaBe
in Form einer einstlickig mit dem ersten Kopfteil 4 aus- Knochenverankerungselemente in Kombination mit ei-
gebildeten Schraubenfeder eine Druck- und eine Zug- nem Stab oder mit einer Platte verwendet werden, eben-
seite zu der Rickstellung beitragen, da bei einer Auslen- 55 so kénnen erfindungsgemaBe Knochenverankerungs-
kung eine Seite komprimiert und die gegenliberliegende elemente mit bekannten Knochenverankerungselemen-
Seite gedehnt wird. ten, insbesondere mit Knochenschrauben oder Haken,
[0068] Durch die Spiralfeder des zylinderférmigen Ab- kombiniert werden.

7
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[0078] Die Erfindungist nicht auf die konkret beschrie-
benen Beispiele eines polyaxialen Knochenveranke-
rungselementsbeschrénkt. Eskénnen auch andere Aus-
bildungen desselben, insbesondere der Aufnahmeteile
und der Befestigungseinrichtungen méglich sein. Ent-
scheidend ist, dass der Schaft elastisch aus einer Ruhe-
winkelstellung auslenkbar ist und dass die Einstellung
der Ruhewinkelstellung von der elastischen Auslenkbar-
keit entkoppelt ist.

[0079] Bei allen vorgenannten AusfUhrungsformen
besteht ferner der Vorteil, daB die begrenzte Bewe-
gungsmébglichkeit der Knochenteile bzw. Wirbel zu einer
erhdhten zyklischen Teilbelastung fihrt, die das Kno-
chenwachstum anregt. Gleichzeitig bleibt die Sicherheit
der Verankerung im Knochen gewéhrleistet.

Patentanspriiche

1. Knochenverankerungselement mit
einem Element (1) mit einem Schaft (2) zur Veran-
kerung in einem Knochen oder einem Wirbel undmit
einem mit dem Schaft (2) verbundenen ersten Kopf-
teil (4),
einem mit dem Element (1) verbindbaren zweiten
Kopfteil (10), in dem das erste Kopfteil schwenkbar
gehalten ist,
einem Aufnahmeteil (40, 200), in dem das zweite
Kopfteil (10) aufgenommen ist, und
einer Fixiervorrichtung (60; 260; 280) zum Fixieren
des zweiten Kopfteils (10) in dem Aufnahmeteil (40;
200)
dadurch gekennzeichnet, dass
das zweite Kopfteil (10) hiilsenférmig zum Aufneh-
men des ersten Kopfteils (4) ausgebildet und in dem
Aufnahmeteil (40, 200) schwenkbar gehalten ist,
die Fixiervorrichtung das zweite Kopfteil (10) in dem
Aufnahmeteil (40, 200) in einer Stellung fixiert, die
eine Ruhewinkelstellung des Schaftes (2) relativ zu
dem Aufnahmeteil bestimmt, und
das erste und das zweite Kopfteil derart miteinander
elastisch verbunden sind, dass der Schaft (2) relativ
zu dem zweiten Kopfteil (10) aus der Ruhewinkel-
stellung auslenkbar ist und dabei auf das erste Kopf-
teil (4) eine in die Ruhewinkelstellung riicktreibende
Kraft wirkt.

2. Knochenverankerungselement nach Anspruch 1,
dadurch gekennzeichnet, dass die Auslenkung
des Schaftes (2) aus der Ruhewinkelstellung von
dem Fixieren der Ruhewinkelstellung entkoppelt ist.

3. Knochenverankerungselement nach Anspruch 1
oder 2, die derart ausgebildet ist, dass ein elasti-
sches Druckelement (20, 9) vorgesehen ist, das auf
das erste Kopfteil (4) einwirkt.

4. Knochenverankerungselement nach Anspruch 3,
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dadurch gekennzeichnet, dass das elastische
Druckelement (20) aus einem Elastomer ausgebil-
det ist.

Knochenverankerungselement nach Anspruch 3,
dadurch gekennzeichnet, dass das elastische
Druckelement (9) einstlickig mit dem ersten Kopfteil
(4) ausgebildet ist.

Knochenverankerungselement nach einem der An-
spriiche 1 bis 5, dadurch gekennzeichnet, dass
das zweite Kopfteil (10) eine im Wesentlichen kugel-
segmentférmige AuBenfidche aufweist.

Knochenverankerungselement nach einem der An-
spriiche 1 bis 6, dadurch gekennzeichnet, dass
das erste Kopfteil (4) eine im Wesentlichen kugel-
segmentférmige Form aufweist.

Knochenverankerungselement nach einem der An-
spriiche 1 bis 7, dadurch gekennzeichnet, dass
der Innendurchmesser des hillsenférmigen zweiten
Kopfteils (10) in einem ersten Bereich (15) gréBer
ist als der Durchmesser des ersten Kopfteils (4) und
in einem zweiten Bereich (16) kleiner ist, so dass
das erste Kopfteil (4) darin einflihrbar und schwenk-
bar gehaiten ist.

Knochenverankerungselement nach einem der An-
spriiche 1 bis 8, dadurch gekennzeichnet, dass
das erste Kopfteil (4) an seiner dem Schaft (2) ab-
gewandten Seite einen verbreiterten Rand (6) auf-
weist.

Knochenverankerungselement nach Anspruch 9,
dadurch gekennzeichnet, dass der verbreiterte
Rand (6) die Auslenkbarkeit des ersten Kopfteils (4)
aus der Ruhewinkelstellung beschrankt.

Knochenverankerungselement nach einem der An-
spriiche 3 bis 10, dadurch gekennzeichnet, dass
das elastische Druckelement (20, 9) unter Yorspan-
nungzwischen dem ersten Kopfteil (4) und einerdas
zweite Kopfteil (10) bedeckenden Kappe (30) befe-
stigt ist.

Knochenverankerungselement nach einem der An-
spriiche 1 bis 11, dadurch gekennzeichnet, dass
ein zweites Druckelement (50; 250; 280) vorgese-
hen ist, das zum Fixieren der Ruhewinkelstellung
auf das zweite Kopfteil einwirkt.

Knochenverankerungselement nach einem der An-
spriche 1 bis 12, dadurch gekennzeichnet, dass
das Aufnahmeteil (40) im wesentlichen hohlzylinder-
férmig ausgebildet ist und an einem Ende einen Be-
reich (47) mit einem verjlingten Innendurchmesser
zum Halten des zweiten Kopfteils (10) aufweist.
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Knochenverankerungselement nach einem der An-
spriiche 1 bis 12, dadurch gekennzeichnet, dass
das Aufnahmeteil als eine Platte (200) mit einer im
wesentlichen hohlzylinderférmigen Bohrung (248;
247)ausgebildet ist und an einem Ende der Bohrung
einen Bereich (247) mit einem verjlingten Innen-
durchmesser zum Halten des zweiten Kopfteils (10)
aufweist.

Stabilisierungseinrichtung mit einem ersten Kno-
chenverankerungselement und einem zweiten Kno-
chenverankerungselement und einem diese verbin-
denden Stab (100) oder einer Platte {(200), dadurch
gekennzeichnet, dass wenigstens eines der Kno-
chenverankerungselemente nach einem der An-
spriche 1 bis 14 ausgebildet ist.

Claims

Bone anchoring element with

an element (1) having a shaft (2) for anchoring in a
bone or vertebra, and having a first head part (4)
connected to the shaft (2),

a second head part {10) connectable to the element
(1), in which the first head part is pivotably held,

a receiving part (40; 200) in which the second head
part (10) is received, and

a fixation device (60; 260; 280) for fixing the second
head part (10) in the receiving part (40; 200),
characterized in that

the second head part (10) is formed as sleeve-
shaped for receiving the first head part (4) and is
pivotably held in the receiving part (40, 200),

the fixing device fixes the second head part (10) in
the receiving part (40, 200) in a position which de-
termines a resting angular position of the shaft (2)
relative to the receiving part, and

the first and second head parts are elastically con-
nected to each other such that the shaft (2) is de-
flectable from the resting angular position relative to
the second head part (10) and, in doing so, a force
restoring to the resting angular position acts on the
first head part (4).

Bone anchoring element according to Claim 1, char-
acterized in that the deflection of the shaft (2) from
the resting angular position is decoupled from the
fixation of the resting angular position.

Bone anchoering element according to Claim 1 or 2,
being formed such that an elastic pressure element
(20, 9) acting on the first head part (4) is provided.

Bone anchoring element according to Claim 3, char-
acterized in that the elastic pressure element (20)
is made from an elastomer.
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Bone anchoring element accordingto Claim 3, char-
acterized in that the elastic pressure element (9) is
formed in one piece with the first head part (4).

Bone anchoring element according to any one of
Claims 1 to 5, characterized in that the second
head part (10) comprises an outer surface essential-
ly shaped as a segment of a sphere.

Bone anchoring element according to any one of
Claims 1 to 6, characterized in that the first head
part (4) essentially has a shape as a segment of a
sphere.

Bone anchoring element according to any one of
Claims 1to 7, characterized in that, in a first region
(15), the innerdiameter ofthe sleeve-shaped second
head part (10) is larger than the diameter of the first
headpart (4) and, in a second region (16), is smaller,
such that the first head part (4) is insertable therein
and pivotably held.

Bone anchoring element according to any one of
Claims 1 to 8, characterized in that the first head
part (4) comprises a widened edge (6) at its side
facing away from the shaft (2).

Bone anchoring element accordingto Claim 9, char-
acterized in that the widened edge (6) limits the
capability of deflection of the first head part (4) from
the resting angular position.

Bone anchoring element according to any one of
Claims 3 to 10, characterized in that the elastic
pressure element (20, 9) is attached under pre-load
between the first head part (4) and a cap (30) cov-
ering the second head part (10).

Bone anchoring element according to any one of
Claims 1to 11, characterized in that a secondpres-
sure element (50; 250; 280) is provided which, for
fixingthe restingangular position, acts onthe second
head part.

Bone anchoring element according to any one of
Claims 1 to 12, characterized in that the receiving
part (40) is provided to be essentially hollow cylin-
drical in shape and, at one end, comprises a region
(47) with a tapered inner diameter for holding the
second head part (10).

Bone anchoring element according to any one of
Claims 1 to 12, characterized in that the receiving
part is provided as a plate (200) with an essentially
hollow cylindrical bore (248; 247) and, at one end of
the bore, comprises a region (247) with a tapered
inner diameter for holding the second head part (10).
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15. Stabilization device with a first bone anchoring ele-

ment and a second bone anchoring element and a
rod (100) or a plate (200) connecting these, charac-
terized in that at least one of the bone anchoring
elements is provided according to any one of Claims
1to 14.

Revendications

Elément d'ancrage osseux, comprenant :

un élément (1) avec une tige (2), pour ancrage
dans un os ou une vertébre, et avec une pre-
miére partie de téte (4) reliée a la tige (2),

une deuxiéme partie de téte (10), susceptible
d’étre reliée a 'élément (1) et dans laquelle Ia
premiére partie de téte est maintenue de fagon
a pouvoir pivoter,

une partie de logement (40, 200) dans laquelle
la deuxiéme partie de téte (10) est logée, et
un dispositif de fixation (60; 260; 280) pour fixa-
tion de la deuxiéme partie de téte (10) dans la
partie de logement (40 ; 200),

caractérisé en ce que

la deuxiéme partie de téte (10) est réalisée en forme
de douille pour recevoir la premiére partie de téte (4)
et est maintenue a pivotement dans la partie de lo-
gement (40 ; 200),

le dispositif de fixation fixe la deuxiéme partie de téte
(10) dans la partie de logement (40 ; 200), en une
position déterminant une position angulaire de repos
de la tige (2) par rapport a la partie de logement, et
lapremiére et la deuxieme partie de téte étantreliées
ensemble de fagon élastique, de maniére que latige
(2) puisse étre déviée par rapport a la deuxieme par-
tie de téte (10) en partant d’'une position angulaire
de repos, et qu’une force, ramenant la premiére par-
tie de téte (4) ala position angulaire de repos, agisse.

Elément d’ancrage osseux selon la revendication 1,
caractérisé en ce que le débattement de la tige (2)
depuis la position de repos, est désaccouplé de la
fixation de la position angulaire de repos.

Elément d’ancrage osseux selon la revendication 1
ou 2, réalisé de maniére qu'un élément de pressage
(20, 9) élastique soit prévu, agissant sur la premigre
partie de téte (4).

Elément d’ancrage osseux selon la revendication 3,
caractérisé en ce que 'élément de pressage (20)
élastique est réalisé en un élastomére.

Elément d’ancrage osseux selon la revendication 3,
caractérisé en ce que I'élément de pressage (9)
élastique est réalisé d’une seule piéce avec la pre-
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miére partie de téte (4).

Elément d'ancrage osseux selon I'une des revendi-
cations 1 a 5, caractérisé en ce que la deuxiéme
partie de téte (10) présente une surface extérieure
sensiblement en forme de segment de sphere.

Elément d'ancrage osseux selon I'une des revendi-
cations 1 & 6, caractérisé en ce que la premiére
partie de téte (4) présente une forme sensiblement
en forme de segment de sphére.

Elément d'ancrage osseux selon 'une des revendi-
cations 1 & 7, caractérisé en ce que le diamétre
intérieur de la deuxiéme partie de téte (10) enforme
de douille, dans une premiére zone (15), est plus
grand que le diamétre de la premiére partie de téte
(4) et, dans une deuxiéme zone (16), est plus petit,
de maniére que la premiére partie de téte (4) puisse
y étre introduite et y étre maintenue a pivotement.

Elément d’ancrage osseux selon I'une des revendi-
cations 1 & 8, caractérisé en ce que la premiére
partie de téte (4) présente sur sa face opposée a la
tige (2) un bord (6) élargi.

Elément d’ancrage osseux selon la revendication 9,
caractérisé en ce que le bord (6) élargi limite la
possibilité de débattement de la premiére partie de
téte (4) depuis la position angulaire de repos.

Elément d’ancrage osseux selon 'une des revendi-
cations 3 & 10, caractérisé en ce que I'élément de
pressage (20, 9) élastique estfixé sous précontrainte
entre la premiére partie de téte (4) et un capuchon
(30) couvrant la deuxiéme partie de téte (10).

Elément d’ancrage osseux selon I'une des revendi-
cations 1 a 11, caractérisé en ce qu’un deuxiéme
élémentde pressage (50 ; 250 ; 280} est prévy, agis-
sant pour fixer la position angulaire de repos sur la
deuxiéme partie de téte.

Elément d’ancrage osseux selon I'une des revendi-
cations 1 & 12, caractérisé en ce que la partie de
logement (40) est réalisée sensiblement avec une
forme de cylindre creux, et présente & une extrémité
une zone (47) ayant un diameétre intérieur effilé pour
maintenir la deuxieéme partie de téte (10).

Elément d'ancrage osseux selon 'une des revendi-
cations 1 & 12, caractérisé en ce que la partie de
logement est réalisée sous la forme d'une plaque
(200) ayant un percage (248 247) sensiblement en
forme de cylindre creux, et présente sur une extré-
mité du percage une zone (247) ayant un diamétre
intérieur effilé, pour assure le maintien de la deuxié-
me partie de téte (10).
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15. Dispositif de stabilisation comprenant un premier
élément d’ancrage osseux et un deuxiéme élément
d’ancrage osseux, et une barre (100) ou une plaque
(200) reliantceux-ci, caractérisé en ce qu’au moins
Pun des éléments d’ancrage osseux estréalisé selon
F'une des revendications 1 a 14.
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(57) Abstract: An anchor element with a screw (12), comprising a threaded section
(13) and a head (15), in the form of a segment of a sphere and a housing piece (1), for

connecting the screw (12) to a bar (19) is disclosed. The housing piece (1) comprises
a first end (2) and an opposing second end (3), with a longitudinal axis (4) running
through both ends (2, 3). The housing piece further comprises a drilling (5) coaxial
to the longitudinal axis (4), a first region adjacent to the first end (2), having an es-
sentially U-shaped cross-section (18), with two tree sides (8, 9), comprising a thread
for housing the bar (19) to be fitted, a region adjacent to the other end (3) for housing
the head (15) and an element for exerting pressure on the bar (19) and the head (15).
The threaded section (13) and the head (15) are embodied as separate pieces, such
that the screw may be used in situations with varying lengths.

(57) Zusammenfassung: Es wird ein Verankerungselement mit einer einen Gewin-
deabschnitt (13) und einen als kugelsegmentférmigen Abschnitt ausgebildeten Kopf
(15) aufweisenden Schraube (12) und einem Aufnahmeteil (1) zum Verbinden der
Schraube (12) mit einem Stab (19) geschaffen. Das Aufnahmeteil (1) weist ein ers-
tes Ende (2) und ein diesem gegeniiberliegendes zweites Ende (3) und eine durch
die beiden Enden (2, 3) gehende Lingsachse (4) koaxiale Bohrung (5), einen in ei-
nem an das erste Ende (2) angrenzenden ersten Bereich mit einem im wesentlichen
U-férmigen Querschnitt (18) mit zwei freien, ein Gewinde aufweisenden Schenkeln
(8, 9) zur Aufnahme des einzusetzenden Stabes (19), einen an das andere Ende (3)
angrenzenden Bereich zur Aufnahme des Kopfes (15) und ein auf den Stab (19) bzw.
den Kopf (15) Druck ausiibendes Element auf. Damit die Schrauben vor Ort fiir ver-
schiedenste Liangen verwendbar sind, sind der Gewindeabschnitt (13) und der Kopf
(15) als separate Teile ausgebildet.
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Verankerungselement

Die Erfindung betrifft ein Verankerungselement mit einer
einen Gewindeabschnitt und einen als kugelsegmentfdrmigen
Abschnitt ausgebildeten Kopf aufweisenden Schraube und einem
Aufnahmeteil zum Verbinden der Schraube mit einem Stab nach
dem Oberbegriff des Patentanspruches 1. Ein derartiges Veran-
kerungselement wird insbesondere in der Wirbels&ulenchirur-
gie, aber auch in der Unfallchirurgie bei anderen Knochen

eingesetzt.

Ein solches Verankerungselement ist beispielsweise aus der
DE 43 07 576 Cl bekannt. Bei derartigen bekannten Veranke-
rungselementen und Schrauben sind der Gewindeabschnitt der
Schraube und ihr Kopf einstlckig ausgebildet. Da der Chirurg
verschiedenste Langen der Schrauben bendtigt, muff er immer
verschiedene Satze solcher Schrauben vorrdtig haben. Das
macht ein erhebliches Vorratslager notwendig mit der Folge

erheblicher Kosten.

Aufgabe der Erfindung ist es, diesen Nachteil zu beseitigen.
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Diese Aufgabe wird durch das in Patentanspruch 1 gekennzeich-
nete Verankerungselement geldst. Dadurch wird es mdglich, daRR
der Chirurg bei der Anwendung den Gewindeabschnitt wvor oder
nach dem Implantieren auf eine gewlnschte L&nge klirzt und
dann diesen mit dem Kopf und dem Aufnahmeteil wverbindet. Auf
diese Weise wird die Vorratshaltung wesentlich verkleinert,
und gleichzeitig erhdhen sich die Mégiichkeiten fir den Chir-
urgen, feinere Justierungen vorzunehmen, da die Schrauben auf

jedes Langenmafi klirzbar sind.

Weiterbildungen der Erfindung sind in den Unteransprlchen ge-

kennzeichnet.

Weitere Merkmale und ZweckmdfRigkeiten der Erfindung ergeben
sich aus der Beschreibung von Ausfihrungsbeispielen anhand
der Figuren.

Von den Figuren zeigen:

Fig. 1 eine Seitenansicht einer ersten Ausfihrungsform in

geschnittener Darstellung;

Fig. 2 die in Fig. 1 gezeigte Ausfihrungsform in Explosions-

darstellung;

Fig. 3 eine entsprechende Explosionsdarstellung einer zwei-

ten Ausfihrungsform;

Fig. 4 eine Seitenansicht der ersten in den beiden Ausfih-

rungsformen verwendeten Knochenschraube;

Fig. 5 eine Draufsicht auf die Knochenschraube in Fig. 4;
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Fig. 6 eine Seitenansicht einer zweiten Ausfihrungsform der
in den ersten beiden Ausfihrungsbeispielen verwende-

ten Knochenschraube;

Fig. 7 eine Draufsicht auf die in Fig. 6 gezeigte Knochen-

schraube;

Fig. 8 eine Seitenansicht einer dritten Ausfihrungsform
einer in den ersten beiden Ausfihrungsbeispielen ge-

zeigten Knochenschraube;

Fig. 9 eine Seitenansicht einer weiteren Ausfihrungsform in

Schnittdarstellung;

Fig. 10 eine Seitenansicht einer weiteren Ausfihrungsform

in Schnittdarstellung; und

Fig. 11 eine vergrdferte Darstellung des Details X von Fig.

10.

Bei der in den Fig. 1 und 2 gezeigten ersten Ausfihrungsform
welst das Verankerungselement ein zylindrisch ausgebildetes
Aufnahmeteil 1 mit einem ersten Ende 2 und einem gegeniber-
liegenden zweiten Ende 3 auf. Die beiden Enden erstrecken
sich senkrecht zu einer Symmetrie- bzw. Langsachse 4. Koaxial
zu der Langsachse 4 ist eine von dem ersten Ende 2 aus sich
erstreckende erste koaxiale Bohrung 5 vorgesehen, die sich
bis zu einem vorbestimmten Abstand von dem zweiten Ende 3 hin
erstreckt. An dem zweiten Ende 3 ist eine zweite Bohrung vor-
gesehen, deren Durchmesser kleiner als der Durchmesser der
ersten Bohrung ist. In dem gezeigten Ausflhrungsbeispiel ist

die zweite Bohrung als eine Offnung ausgebildet, deren Rand
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4

als hohlkugelsegementfdrmiger Abschnitt geformt ist, dessen

Mittelpunkt zum ersten Ende 2 hin gerichtet ist.

Das Aufnahmeteil 1 weist ausgehend von dem ersten Ende 2 eine
sich senkrecht zur Langsachse 3 erstreckende U-férmige Aus-
nehmung 7 auf mit zwei zum ersten Ende 2 hin endenden freien
Schenkeln 8, 9. Angrenzend an das erste Ende 2 weisen die
Schenkel ein Innengewinde 10 auf. Der Grund der U-fdrmigen
Ausnehmung erstreckt sich bis zu einem vorgegebenen Abstand
von dem zweiten Ende 3 hin. Angrenzend an das erste Ende 2
weisen die Schenkel 8, 9 aufien einen Abschnitt 11 auf, dessen
AufRendurchmesser kleiner ist als der Auflendurchmesser des an-

grenzenden Abschnittes des Aufnahmeteiles.

Die mit dem Aufnahmeteil 1 zusammenwirkende Schraube 12 weist
einen als Knochenschraube ausgebildeten Gewindeabschnitt 13
und einen in der in Fig. 1 gezeigten montierten Darstellung
damit verbundenen kugelsegmentfdrmigen Kopf 15 auf. Der Kopf
weist einen Radius auf, der so bemessen ist, daf’? der Kopf bei
der in Fig. 1 gezeigten Aufnahme des Kopfes 15 in der zweiten
Bohrung 6 zu einem dort gebildeten hohlkugelsegementfdrmigen
Wandabschnitt pafRt, wobei der hohlkugelsegmentfdrmige Ab-
schnitt so ausgebildet ist, daf? der Mittelpunkt 16 der Kugel
g0 weit zum ersten Ende 2 hin versetzt ist, daf der Abschnitt
ein Widerlager bildet und die Kugel bzw. der Kopf 15 in dem
hohlkugelsegmentfdrmigen Abschnitt der zweiten Bohrung 6 ge-

halten wird.

Es igt ferner ein Druckelement 17 vorgesehen, welches zylin-
drisch ausgebildet ist und einen Aufendurchmesser aufweist,
der gerade so grofd ist, daR das Druckelement in die erste
Bohrung 5 einfihrbar und in dieser in Axialrichtung hin- und

herbewegbar ist. Auf seiner, dem zweiten Ende 3 zugewandten
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Unterseite weist das Druckelement 17 einen zur Langsachse 4
symmetrisch ausgebildeten hohlkugelsegmentfbrmigen Abschnitt
auf, dessen Radius dem Radius des Kopfes 5 entspricht. Das
Druckelement weist eine sich quer zur Langsachse 4 er-
streckende U-f&6rmige Ausnehmung 18 auf, deren freie Schenkel
sich zum ersten Ende 2 hin erstrecken. Der seitliche Durch-
messer dieser U-fdrmigen Ausnehmung ist so gewahlt, daff ein
aufzunehmender Stab 19 in die Ausnehmung einsetzbar ist und
in dieser seitlich gefihrt ist. Die Tiefe der hohlkugelseg-
ment £&rmigen Ausnehmung ist so gewdhlt, daf? sie in einem Ab-
stand von dem zweiten Ende 3 endet, der grdfler ist als der
dem Radius des Kopfes 15 entsprechenden Abstandes von dem
Mittelpunkt 16 zum ersten Ende 2 hin gesehen. Am Grund der U-
férmigen Ausnehmung 18 schliefdt sich eine koaxiale Bohrung 20
an, deren Durchmesser kleiner als der Durchmesser des aufzu-

nehmenden Stabes 19 ist.

Wie aus Fig. 1 ersichtlich ist, weist die U-fdrmige Ausneh-
mung 18 an ihrem zum ersten Ende 2 hin gerichteten Ende einen
Abschnitt 21 auf, dessen innere Weite gréfer als der Durch-

messer der U-fdérmigen Ausnehmung 18 ist.

Auf der dem ersten Ende 2 zugewandten Seite schliefft sich an
das Druckelement 17 eine Mutter 22 an, die ein zu dem Innen-
gewinde 10 passendes Aufiengewinde 23 und zusatzlich ein In-
nengewinde 24 aufweist. Die Innenabmessung der Mutter 22 ist
so gewdhlt, daf die innere Weite kleiner als der Durchmesgser
des Abschnittes 21 ist und gréffer als der Durchmesser des
Stabes 19 und damit der U-fdérmigen Ausnehmung 18 ist. Ferner
ist eine Innenmutter 25 mit einem zum Innengewinde 24 passen-
den Aufengewinde vorgesehen. Schliefflich ist eine das freie

Ende angrenzend an das erste Ende 2 umfassende Hilse 26 vor-
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gesehen, die im zusammengesetzten Zustand auf dem ringfdrmi-

gen Abschnitt 11 aufsitzt, wie dieser in Fig. 1 gezeigt ist.

Wie am besten aus Fig. 2 zu ersehen ist, weist die Mutter 22
einen Schlitz und die Innenmutter 25 eine Sechskantdffnung

zum jeweiligen getrennten Angreifen von Schraubendrehern auf.

Wie am besten aus Fig. 2 zu ersehen ist, ist der Kopf 15 als
eine an ihrem dem ersten Ende 2 zuzuwendenden Ende abge-
flachte Kugel ausgebildet und weist eine zu der La&ngsachse 4
koaxiale Bohrung 27 auf. Der Durchmesser der Bohrung 27 ist
gleich dem Auflendurchmesser des Schaftes 14 und so ausgebil-
det, daff der Schaft in die Bohrung reibschlissig einschiebbar
ist. Wie aus Fig. 2 ersichtlich ist, ist das so geformte
hohlkugelsegmentfdrmige Element auf seiner dem abgeflachten
Ende gegenlberliegenden Seite mit in Umfangsrichtung einen
Abstand zueinander aufweisenden und sich parallel zur Langs-
achse 4 erstreckenden und bis zu dem der abgeflachten Seite
gegenuberliegenden Ende reichenden Ausschnitten 28, 29 verse-
hen. Dadurch wird erreicht, dafd der dem ersten Ende 2 abge-
wandte Rand 30 zum Einfihren des Schaftes 14 federnd nach

aufden nachgebbar ausgebildet ist.

Im Betrieb wird zunéchst die Schraube 12 in den Knochen bzw.
den Wirbel eingeschraubt. Zu diesem Zweck weist der Schaft 14
bekannte Eingriffsmdglichkeiten wie etwa einen Innensechskant
auf. Dann kirzt der Operateur den Schaft 14 auf die ge-
winschte Lange und setzt zundchst das Aufnahmeteil mit der
zweiten Bohrung auf den Schaft 14 und fihrt dann den Kopf von
dem ersten Ende 2 her auf den Schaft 14, so daf® der Schaft 14
vom federnd nachgebenden Rand 30 her in die Bohrung 27 einge-
fihrt wird und der Kopf den Schaft in der in Fig. 1 gezeigten
Weise einschliefdt. Der Kopf 15 und der Schaft 14 sind reib-
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schllissig miteinander verbunden. Anschliefiend wird das
Druckelement 17 eingesetzt und durch Einschrauben der Mutter
22 so auf den Kopf 15 gedrltckt, daf® dieser eine gewlnschte
Drehstabilisierung erfdhrt. Die Hiilse 26 wird aufgebracht und
dann wird mit Hilfe der Innenmutter 25 der Stab 19 fixiert.
Der Stab 19 Ubt Uber das Druckelement 17 einen zusatzlichen

Druck auf den Kopf 15 aus.

Durch den vom ersten Ende 2 her gesehen ausgelbten Druck auf
den Kopf 15 wird der geschlitzte Kopf 15 einerseits mit dem
Schaft 14 bewegungsfest verbunden bzw. verklemmt, gleichzei-

tig wird der Kopf in seiner Drehstellung arretiert.

Die in Fig. 3 gezeigte zweite Ausfiihrungsform unterscheidet
sich von der zuvor beschriebenen Ausfihrungsform durch einen
abgewandelten Kopf 31. Dieser weist wie bei der ersten Aus-
fihrungsform in Umfangsrichtung zueinander versetzte Aus-
schnitte 28 auf, die an dem dem ersten Ende abgewandten Rand
34 frei enden und einen Abstand von dem dem ersten Ende 2 zu-
gewandten Rand 32 aufweisen. Es ist jedoch ein Ausschnitt 33
vorgesehen, der sich vollstandig von dem Rand 32 bis zum ge-
genuberliegenden Rand 34 erstreckt, mit der Folge, daf? das so
gebildete Kugelsegment um ein durch die Breite des Ausschnit-
tes 33 bestimmtes Ausmafl zusammendrlickbar ist. Die Breite des
so gebildeten Schlitzes 33 ist so gewahlt, daf der Kopf 31
zundchst so weit zusammendrlckbar ist, daf er in der in Fig.
3 gezeigten Richtung vom zweiten Ende 2 her in die erste Boh-
rung 5 hineindrickbar ist und daff dann der Schaft 14 in den
Kopf in der gleichen Weise wie oben beschrieben einschiebbar
ist und auf die gleiche Weige in verklemmter Position gehal-

ten wird.
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Der Schaft 14 der Schraube hat vorzugsweise die in den Fig. 4
und 5 gezeigte zylindrische Form oder auch eine in den Fig. 6
und 7 gezeigte mehreckige Form. In letzterer ist der Quer-
schnitt achteckig ausgebildet. Eine weitere bevorzugte Aus-
fihrungsform ist in Fig. 8 gezeigt. Der Schaft ist hier zy-
lindrisch ausgebildet und weist eine rauhe Oberfl&ache auf,
die das Ineingriffbringen zwischen Kugel 15 und Schaft er-

leichtert.

Die in Fig. 9 gezeigte weitere Ausfihrungsform stimmt in al-
len Merkmalen, die das Aufnahmeteil 1, das Druckelement 17,
den Stab 19 und die Schrauben 22 und 25 betreffen, mit den
vorhergehenden Ausfihrungsbeispielen Uberein. Der einzige Un-
terschied besteht darin, daff der Kopf 15 als ein Kugelsegment
ausgebildet ist, welches in seinen &aufferen Abmessungen den
beiden vorhergehenden Kugelsegmenten entspricht, jedoch keine
Ausschnitte 28 oder 33 aufweist. Statt dessen weist das Ku-
gelsegment auf der Innenseite seiner Bohrung 27 ein Innenge-
winde auf. Anstelle des Schaftes 14 ist ein Schaft 35 mit
einem Gewinde vorgesehen, welches zu dem Innengewinde des
Kopfes passend ausgebildet ist. Die Bohrung ist als eine
Sackbohrung ausgebildet, die an dem dem freien Ende 2 zuge-
wandten Ende endet oder dort einen Anschlag aufweist, so daf’
die Schraube nur so weit in die gezeigte Stellung einschraub-
bar ist, in der sie nicht aus dem Kugelsegment an dessen ab-
geflachter Seite heraussteht. Wie in Fig. 9 gezeigt ist, sind
das Innengewinde des Kopfes 15 und das entsprechende Auffenge-
winde des Schaftes 35 in der Richtung vorzugsweise entgegen-
gesetzt zur Richtung des Gewindes des Gewindeabschnittes 13

der Knochenschraube ausgebildet.

Der Betrieb erfolgt in gleicher Weise wie bei dem zuerst be-

schriebenen Ausfihrungsbeispiel, wobei nach dem Kirzen des
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Schaftes 35 der Kopf 15 vom ersten Ende 2 des Aufnahmeteils 1
her in die Bohrung 5 eingefihrt und auf den vom zweiten Ende

3 her eingeflhrten Schaft 35 aufgeschraubt wird.

Die in den Figuren 10 und 11 gezeigte weitere Aufiihrungsform
stimmt in allen Merkmalen, die das Aufnahmeteil 1, das
Druckelement 17, den Stab 19 und die Schrauben 22 und 25
betreffen, mit den vorhergehenden Ausflihrungsbeispielen
Ulberein. Anstelle des Schafts 35 und des Kopfes 15 der
Ausfiihrungsform nach Fig. 9, welche die zusammenwirkenden
Gewinde aufweist, ist bei dieser Ausfihrungsform der Schaft
37 in einem Abschnitt angrenzend an das dem
Knochengewindeabschnitt gegeniiberliegenden Ende als
Wellenstab ausgebildet. Die Aufflenfliche des Schaftes weist in
Umfangsrichtung verlaufende Wellentaler 38 und
dazwischenliegende Wellenkdmme 39 auf. Die Wellentdler 38
haben in Umfangsrichtung gesehen einen kreisabschnittfdrmigen
Querschnitt und ihr Durchmesser auf halber Hbhe bzw. Tiefe
ist deutlich grdéfler als der entsprechende Durchmesser des
Wellenbergs 39, so dass die Wellenberge 39 spitz sind im
Verh&ltnis zu dem Grund der Wellentiler 38. Der Kopf 15 ist
als ein Kugelsegment ausgebildet, welches in seinen aufferen
Abmessungen den zuvor genannten Kugelsegmenten entspricht,
das jedoch keine Ausschnitte 28 oder 33 aufweist. Auf der
Innenseite seiner Bohrung 27 weist das Kugelsegment des
Kopfes 15 in Umfangsrichtung verlaufende Wellen mit
Wellentdlern 40 und Wellenkdmmen 41 auf, die jeweils den
Wellenk&mmen 39 bzw. den Wellentélern 38 des Schaftes 37
entsprechen. Zwischen den Wellentdlern 38 und den
Wellenkd&mmen 39 des Schaftes einerseits und den
entsprechenden Wellenk&mmen 40 und Wellentalern 41
andererseits ist ein kleiner Zwischenraum, so dafd der Schaft

in das Kugelsegment einfihrbar ist.
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Der Betrieb erfolgt in &hnlicher Weise wie bei dem
Ausfihrungsbeispiel gemdfs Fig. 9. Das Kirzen des gewellten
Schaftes 37 ist jedoch bei dieser Ausfihrungsform einfacher
als das KOrzen des Schaftes 35 mit dem Gewinde gemaff Fig. 9,
da die Wellentaler 38 ein leichtes Abschneiden ermdglichen,
wahrend bei dem Schaft 35 mit dem Gewinde gemafs Fig. S darauf
geachtet werden muf3, daff das Gewinde nicht zerstdrt wird.
Nach dem Kirzen des Schaftes 37 wird der Kopf 15 von dem
ersten Ende 2 des Aufnahmeteils 1 in die Bohrung 5 eingefihrt
und auf den Schaft 37 aufgedriickt. Dabei wirken die Wellen
des Schaftes 37 und die entsprechenden der Bohrung 27 des

Kopfes 15 zusammen, so daf’l der Schaft gehalten wird.

In den oben beschriebenen Ausfihrungsbeispielen wird der Kopf
15 jeweils durch einen mit dem Aufnahmeteil 1 einstickig aus-
gebildeten Rand gehalten. Ein solches Widerlager kann auch
auf andere Weise gebildet werden, beispielsweise ist es mdg-
lich, die erste Bohrung 5 vollstandig durch das Aufnahmeteil
1 hindurch zu bohren und dann angrenzend an das zweite Ende

ein den Kopf 15 aufnehmendes Halteelement einzuspannen.

In den oben beschriebenen Ausfiihrungsbeispielen weist das
Aufnahmeteil stets die Mutter 22 und eine Innenmutter 25 so-
wie eine HuUlse 26 auf. Diese Fixierung kann in bekannter Wei-
se auch anders ausgebildet sein. Insbesondere kann gegebe-

nenfalls auch lediglich eine Innenmutter vorgesehen sein.

Bei dem oben unter Bezugnahme auf Fig. 9 beschriebenen Aus-
fidhrungsbeisgpiel weist der Kopf 15 keine Ausschnitte 28, 33
auf. In einer weiteren Ausfihrungsform weisen Kopf 15 und

Schaft 35 wie bei der in Fig. 9 gezeigten Darstellung zuein-

ander passende Gewinde auf. Der Kopf 15 weist jedoch zusatz-
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lich den sich Uber die gesamte Lange erstreckenden Ausschnitt
33, so daf? wie bei der in Fig. 3 gezeigten Ausfihrungsform
der Kopf ohne eingeschraubten Schaft von dem Rand 3 aus durch
Zusammendricken in das Aufnahmeteil einschiebbar ist und dann
auf den ebenfalls vom Ende 3 her einflhrbaren Schaft 35 durch
Einschrauben aufnimmt und mit diesem verbunden wird. Der
Schlitz fihrt beim Aufsetzen der Druckelemente bzw. beim Aus-
Uben des Druckes auf den Kopf 15 dazu, daf gleichzeitig der
Kopf und der Schaft 35 fester zusammengedrickt werden als

ohne einen solchen Schlitz.

In einer weiteren Ausflhrungsform k&nnen zusltzlich noch Aus-
schnitte 28 in der in Fig. 3 gezeigten Weise vorgesehen sein,
um so ein noch stérkeres Anpressen an den Gewindeschaft 35 zu

bewirken.
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Patentanspriiche

1. Verankerungselement mit einer einen Gewindeabschnitt
(13) und einen als kugelsegmentfdrmiger Abschnitt ausgebilde-
ten Kopf (15) aufweisenden Schraube (12) und einem Aufnahme-
teil (1) zum Verbinden der Schraube (12) mit einem Stab (19},
wobei das Aufnahmeteil (1)

ein erstes Ende (2) und ein diesem gegenuberliegendes zweites
Ende (3), eine durch die beiden Enden (2, 3) gehende Langs-
achse (4),

eine zur Langsachse (4) koaxiale Bohrung (5), einen in einem
an das erste Ende (2) angrenzenden ersten Bereich mit einem
im wesentlichen U-f&rmigen Querschnitt (7) mit zwei freien
ein Gewinde aufweisenden Schenkeln (8, 9) zur Aufnahme des
einzusetzenden Stabes (19), einen an das andere Ende (3) an-
grenzenden Bereich zur Aufnahme des Kopfes (15) und

ein auf den Stab (19) bzw. auf den Kopf (15) Druck ausibendes
Element (22, 17) aufweist,

dadurch gekennzeichnet, daf

der Gewindeabschnitt (13) und der Kopf (15) als separate

Teile ausgebildet sind.

2. Verankerungselement nach Anspruch 1, dadurch gekenn-
zeichnet, daf? der Gewindeabschnitt (13) an dem kopfseitigen

Ende einen Schaft (14) aufweist.

3. Verankerungselement nach Anspruch 1 oder 2, dadurch
gekennzeichnet, daff der Kopf (15) auf seiner dem Gewindeab-
schnitt (13) =zugewandten Seite einen federnd nachgebenden

Rand aufweist.
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4. Verankerungselement nach einem der Anspriche 1 bis 3,
dadurch gekennzeichnet, daf der dem Gewindeabschnitt zuge-
wandte Rand (34) eine oder mehrere zur Symmetrieachse (4)
parallel gerichtete und umfangsmdfig verteilte Durchbrechun-

gen bzw. Ausnehmungen (28, 29, 33) aufweist.

5. Verankerungselement nach Anspruch 4, dadurch gekenn-
zeichnet, daf eine Durchbrechung (33) sich in Richtung paral-
lel zur Symmetrieachse (4) gesehen Uber die gesamte Wandlange

erstreckt.

6. Verankerungselement nach einem der Ansprliiche 1 bis 5,
dadurch gekennzeichnet, daf? der Kopf (15) eine zur Symmetrie-

achse koaxiale Bohrung (27) aufweist.

7. Verankerungselement nach Anspruch 6, dadurch gekenn-

zeichnet, daff die Bohrung (27) zylindrisch ausgebildet ist.

8. Verankerungselement nach einem der Anspruche 2 bis 7,
dadurch gekennzeichnet, daff der Schaft (14) eine rauhe Ober-

flache aufweist.

o. Verankerungselement nach einem der Anspriche 2 bis 8,
dadurch gekennzeichnet, daff der Schaft (14) mehreckig ausge-

bildet ist.

10. Verankerungselement nach einem der Anspriiche 1 bis 6,
dadurch gekennzeichnet, daff der Kopf (15) in der Bohrung ein
Innengewinde und der Schaft (35) ein dazu passendes Auflenge-

winde aufweist.
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11. Verankerungselement nach einem der Anspriiche 1 bis 6,
dadurch gekennzeichnet, dafd der Kopf (15) in der Bohrung in

Umfangsrichtung gewellt ausgebildet ist und der Schaft (37)

an seiner Auflenseite eine entsprechende Wellung aufweist.
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(57) Abstract

A spinal implant assembly is provided having a top loading anchor
(11) which is fixed to a spinal member by a hook (14). The anchor {11)
includes a seat member (12) having a channel (22) to receive a stabilizer rod
(20) and a sliding interconnecting closure member (16) which slides in a
longitudinal direction relative to the seat member (12) to form an integral
closed implant assembly. The closure member (16) includes retaining
flanges (41) which dovetail relative to undercut retaining flanges (28) of
the seat member (12) so as to prohibit the sliding closure member (16) from
being dislodged from the seat channel (22), as well as inhibit the splaying
of the seat member (12) in response to forces which may be imposed upon
the seat member (12) during de-rotation of the spine. In addition, the seat
member (12) includes a set screw (18) for locking the rod (20) in position
relative to the anchor (11). An instrument (78) is provided which has a
spring loaded ball plunger (89) for holding the closure member (16) during
assembly to the seat member (12).
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ROD ANCHOR SEAT HAVING SLIDING CLOSURE MEMBER

FIELD OF INVENTION
This invention relates to orthopedic implants,

and more particularly to a bone interface anchor for
holding a stabilization rod. The anchor can be adjusted
after implantation to receive a stabilizer, and is locked
into position after assembly.

BACKGROUND
As surgical techniques have advanced, it has

become increasingly common for surgeons to use specially

designed hardware for the internal fixation of bones. A
particular area of concentration for the recent
development of this technology has been the spine.
Internal fixation is used most frequently in the spine in
conjunction with vertebral fusion, and alsc for the
manipulation of the spine to correct spinal deformities
such as scoliosis.

There are several important criteria for a
hardware system which is used for internal fixation:

1. The implant should provide rigidity as is

- indicated, generally along the long axis of the patient’s

spine.
2. The system should be able to accommodate a
broad variation in the size and shape of the spinal member

.with which it is used. For example, the surgeon may wish

to use the implant on a variety of individuals. In
addition, the difference in the area and size of the point
of fixation is compounded by the change in the shape of
the vertebrae over the length of the full spinal column.
Since it is an advantage to allow the surgeon to master
impianting a particular type of aswembly, it is preferable
if the same or similar anchoring means can be used for a
variety of locations. This advantage results in cost
efficiency of inventory as well as efficiencies with
respect to minimizing the operating time.

3. The hardware must be able to apply and
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oppose considerable stresses and strains. Thus, the
anchor means must be securely fixed to the bone, and the
stabilizer must be securely fixed with regard to the
anchor means. Moreover, it is desirable to have the
integrity to resist breaking.

4. The system should be designed for ease of
implantation and removal. Implant hardware is relatively
small and therefore somewhat difficult to manipulate. Any
difficulty with assembly is compounded by the fact that
the assembly occurs during surgery and in a living being.
Therefore, it is critical that the hardware is designed
with the surgeon’s convenience in mind, i.e., to limit the
time required and the stress required to implant an
assembly. Consequently, a fixation system should be
designed to the extent possible for easy assembly while
maintaining the option of removal where necessary.

SUMMARY OF THE INVENTION
The present invention relates to a top- loading

rod anchor which has an interlocking sliding member to
close the anchor about the rod. The anchor assembly in
the present invention includes an anchor having a center
slot to allow insertion of the sliding member from the
center. The slot includes a lateral undercut which mates
with the flanges on the sliding member.

Accordingly, it is an object of the present
invention to provide a vertebral anchor means which is
top-loading, but which converts to a two-piece closed
anchor for derotation of the spine. Closed anchor refers
to an anchor which at 1least substantially partially
includes the rod so that the anchor means will withstand
hoop stresses introduced by manipulating the rod within
the anchor. It is a further object of the invention to
provide a sliding interconnecting member which cooperates
an said anchor seat means by an axially sliding and which
has a positive stop which removably locks said sliding

menber into cooperation with said anchor means.
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BRIEF DESCRIPTION OF DRAWINGS

Figure 1 is an exploded side view of the implant
assembly in accordance with the present invention;

Figure 2 is an exploded front view of the
implant assembly in accordance with the present invention;

Figure 3 is a cross-section of the assembled
components of Figure 1 taken along line 3-3 of Figure 2;

Figure 4 is a cross-section of the assembled
components taken along line 4-4 of Figure 1;

Figure 5 1is a top view of the sliding
interlocking seat closure member as shown in Figure 1;

Figure 6 is a cross-section of the closure
member taken along line 6-6 of Figure 5;

Figure 7 is a cross-section of the sliding
member taken along line 7-7 of Figure 5; and

Figure 8 is a top plan view of the anchor used
with the implant assembly of Figure 1;

Figure 9 is a side cross-sectional view taken
along line 9-9 of the anchor of Figure 8;

Figure 10 is a front cross-sectional view taken
along line 10-10 of the anchor of Figure 8; and

Figure 11 is an instrument for the alignment and
implantation of the sliding interconnecting rod closure
member as shown in Figures 1-4.

DETATILED DESCRIPTION OF THE INVENTION

Figure 1 illustrates an exploded side view of
the spinal implant assembly of the present invention. The
implant assembly 10 comprises a stabilization means, i.e.,
rod 20, and an implant anchor 11. The anchor includes a
seat 12 which is fixed to the spine by fixation means, in
this case, a hook 14. However, the invention could also
be practiced with other fixation means such as a bone
screw. The seat 12 includes a recess 23 which receives
the rod about its longitudinal axis and which is loaded
from the top of the seat. The seat is closed by a sliding
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interconnecting closure member 16 which has a sliding
interlocking engagement with seat member 12. More
specifically, the closure member 16 is dropped into an
engagement on the rod 20 and slid in a direction along the
rods’ longitudinal axis so as to form an interlocking
engagement with the seat 12. A set screw 18 cooperates
with the closure member to apply a compressive force on
the rod and secure the rod relative to the seat member.

The seat 12 includes a channel 22 which has in
its bottom a rod recess 23 which is contoured to accept
the rod 20. Optionally, the rod recess 23 may include a
surface interface so as to increase the compressive
interface between the rod 20 and the seat, such as
interrupted serrations.

The channel 22 includes in its upper portion a
recess 26 which is formed on the inside of a seat shoulder
27. In addition, the flange members 28 which form the
seat shoulder 27 include a slight protuberance 29 which
mates with grooves 30 on the closure member 16 to bias the
closure member 16 intoc position with regard to the seat
member 12. The seat member includes a cutouts 43 in the
flange members 28 which enables the sliding closure member
16 to be loaded into the seat 12 from a central position
with a small sliding movement, in contrast to sliding the
closure member along the entire length of the channel 22
from either direction.

The anchor 11 also includes a closure member 16
which acts with the seat 12 to present a closed anchor 11
which facilitates the manipulation and specifically, the
derotation of the spine. Since the closure member has a
dove-tailed relationship with the seat member 12 to allow
a sliding interlocking engagement. The seat member 12 may
be loaded from the top with the rod 20 and subsequently
closed with the closure member 16 so as to fix the rod
relative to the fixation means, but to allow rotation of
the rod about its longitudinal axis. The closure member
16 includes projecting flanges 41 which have include a
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recess 39 on their upper surface, and a sliding shoulder
40 outward from the recess 39. The shoulders 40 of the
closure member 16 form a dove-tailed cooperation with the
shoulders 27 of the seat member, which cooperation
inhibits the sliding closure member from being pulled out
of the channel 22 of the seat member 12, and further which
inhibits the sides 53, 54 of the seat member which form
the channel 22 from splaying in response to a rotational
force applied to the rod and cap member, respectively.

The closure member further includes a curved or
arched rod interface surface 37 which mates with the top
surface of the rod 20. The closure member 16 includes a
hole 33 which is threaded with internal threads 34 to
receive a set screw 18 having external threads 19. Thus,
thebset screw 18 can be screwed down relative to the
closure member 16 to form a compressive interface with the
rod 20. It is a further advantage that the set screw 18
includes a bevel 47 having serrations 48 and a countersink
49 to inhibit the stripping of the set screw and seat
threads, as well as improve the compressive grip of the
set screw on the rod 20.

In addition, the sliding member has opposing
cutout sections 42 corresponding to the cutout section 43
of the seat member to facilitate an intermediate loading
of the sliding closure member 16 relative to the seat 12.
The seat member 12 has multiple grooves 30 which receive
the protuberance 29 of the seat to cause a friction lock
between the closure member and the seat member, which lock
can be overcome by sliding the closure member along the
longitudinal axis of the rod. The closure member has
opposing retaining dimples on its front and rear surface
which facilitate the assembly of the closure member
relative to the seat using an instrument 78 shown in
Figure 8 of the present application. In addition, the set
screw has a hex opening 46 to allow the set screw to be
driven into engagement with the rod 20 using a hex driver.

An instrument 78 is shown for assembly of the
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closure member relative to the seat member and includes a
handle 80 an 82 shaft of a length appropriate to allow the
surgeon access to the implant, and a pronged instrument
head 84. The head 84 includes an opening 86 of a size
5 appropriate to receive -the closure member 16, which
opening 86 is defined first and second arms 85. The
first and second arms respectively include a boss 88 and
a spring loaded plunger ball 89. The ball is held in
engagement relative to the closure member 16 by biasing
10 means 90.

While in accordance with the Patent Statutes,
the best mode and preferred embodiment has been set forth,
the scope of the invention is not limited thereto, but
rather by the scope of the attached claims.
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WHAT TS CIATMED IS:

1. A retaining member for use with an elongated
stabilizer for a spine, said holding means comprising:

a seat having a channel, said channel having an
axis in a first direction, said channel receiving said
elongated stabilizer so that the longitudinal axis of said
stabilizer is aligned in said first direction, and a
sliding closure member, said closure member having a
sliding cooperation with said seat whereby said closure
member may be slid in the first direction to engage said
seat, and said seat including means to retain said closure
member from disengagement from said channel.

2. A retaining member as set forth in claim 1,
wherein said anchor closure member includes a rod
interface surface which cooperates with less than all of
the circumference of said rod.

3. An member as set forth in claim 2, wherein
said closure member has a rod interface surface which
extends through a range of less than about 270 degrees.

4. A member as set forth in claim 1, wherein
said closure member has a dove-tailed cooperation with
said seat.

5. A member as set forth in claim 4, wherein
said seat includes first and second seat mating shoulders
and said dove tail includes first and second mating
shoulder members which mate with the seat mating shoulders
inhibit the splaying of said seat means.

6. A member as set forth in claim 1, wherein
said seat means includes a central opening to allow said
sliding closure means to be engaged with said seat by
loading said closure member through said opening and
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sliding it into a locked engagement.

7. An anchor member as set forth in claim 1,
wherein said retaining means includes an interlocking
biasing friction fit.

8. An anchor means for use with a stabilizer
rod comprising a seat having a channel, said channel
having a rod receiving recess and being open outwardly of
said recess, said channel including a first sidewall and
a second sidewall, said first and said second sidewalls
terminating in opposing flanges; and

a sliding slide closure member having a rod
receiving arch and including flanges which mate with said
seat flanges to form a closed rod receiving channel.

9. An anchor means as set forth in claim 8,
wherein said closure member includes a threaded bore
substantially perpendicular to the longitudinal axis of
said channel and said anchor means further includes at
least one set screw received in said bore.

10. An anchor as set forth in claim 9, wherein
said set screw includes a rod contacting terminus having
a high friction surface.

11. An anchor as set forth in claim 8, wherein
said mating flanges include means to inhibit splaying of
said first and said second sidewalls.

12. An instrument for use with an anchor
member, said anchor member securing an elongated
stabilizer relative to a spine, and said anchor member
having a channel to receive said stabilizer and a sliding
closure means having a sliding cooperation with said seat
means whereby said sliding closure means may be slid in
the direction of the longitudinal axis of said stabilizer
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to engage said seat means, said instrument comprising a
handle portion, a shaft portion, and a head portion, said
head portion receiving said closure means and having a
biased releasable engagement with said closure means.

13. An instrument as set forth in claim 9,
wherein said biased releasable engagement is provided by
a spring loaded ball plunger. ‘
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Attorney Docket No. JAC023-587198

IN THE UNITED STATES PATENT AND TRADEMARK OFFICE

In re Application of:
Inventor(s): Roger P. Jackson

App. No.:  15/964,502
Con. No.: 5939

Filed: 04/27/2018
Art Unit; 3733
Title: MULT-START CLOSURES Examiner: David C. Comstock
EOR OREN-IMPLANTS

MEDICAL IMPLANT
CLOSURE TOPS HAVING
DUAL LEAD THREAD
FORMS WITH START
STRUCTURES

SECOND SUPPLEMENTAL AMENDMENT AND RESPONSE TO
NON-FINAL OFFICE ACTION DATED JUNE 4, 2018

MAIL STOP AMENDMENT
Commissioner for Patents
P.O. Box 1450

Alexandria, VA 22313-1450

Dear Commissioner:

A second Supplemental Amendment supplementing the Supplemental Amendment that
was filed on December 3, 2018 to supplement and replace the Amendment and Response that
was filed on November 27, 2018 in response to the non-final Office action dated June 4, 2018 is
provided herein. The second Supplemental Amendment amends the Title and corrects
typographical errors found on pg. 12 of the Supplemental Amendment. As such, please
consider the following remarks and amend the above-identified application as follows:

Amendments to the Specification begin on page 2 of this paper.

Remarks begin on page 3 of this paper.

66364004.1
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AMENDMENTS TO THE SPECIFICATION

Please amend the title of the application as follows, marked to show changes:

MULH-STARTCLOSURES FOR-OPENIMPLANTS MEDICAL IMPLANT CLOSURE TOPS
HAVING DUAL LEAD THREAD FORMS WITH START STRUCTURES

66364004.1
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REMARKS

This paper is supplemental to the Supplemental Amendment filed December 3, 2018,
which was supplemental to and replaced the Amendment and Response filed on November 27,
2018 in response to the Office action dated June 4, 2018. This second Supplemental
Amendment amends the Title and corrects typographical errors concerning claim identifiers in

the paragraph reproduced below, which is found on pg. 12 of the Supplemental Amendment.

New Claims 23-30

The Applicant further submits that new claims 23-30 are also patentable over Jackson in
view of Bagby at least because independent claim 23 recites the limitation, “a closure having a
first continuously helically wound thread form and a second continuously helically wound thread
form . . . the first continuously helically wound thread form having a first start structure, the
second continuously helically wound thread form having a second start structure, each of the
first start structure and the second start structure including at least a partial concave surface
and a partial convex surface” and independent claim 26 recites the limitation “the closure flange
top having . . . at least one start structure with a leading face having at least one curvate surface
on at least a portion of the leading face.” As such, independent claims 23 and 26 are allowable
for at least the same reasons as the independent claims discussed above and claims 24-25 and

27-30 are allowable at least because of their dependency from claims 23 and 26, respectively.

If the Examiner should require any additional information or amendment, please contact

the undersigned attorney.

Dated: 12/4/2018 Respectfully submitted,

/Stephanie T. Vu/

Stephanie T. Vu, Registration No. 73,063
Milan M. Vinnola, Registration No. 45,979
Attorney for Applicant

USPTO Customer No. 24030
Polsinelli PC

900 W. 48™ Place, Suite 900
Kansas City, MO 64112
uspt@polsinelli.com

Tel: 720-931-1166

Fax: 816-753-1536
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- Failure to reply within the set or extended period for reply will, by statute, cause the application to become ABANDONED (35 U.S.C. § 133).
Any reply received by the Office later than three months after the mailing date of this communication, even if timely filed, may reduce any earned patent term
adjustment. See 37 CFR 1.704(b).

Status
1) Responsive to communication(s) filed on 04 December 2018.
[J A declaration(s)/affidavit(s) under 37 CFR 1.130(b) was/were filedon
2a)lv] This action is FINAL. 2b) (J This action is non-final.

3)(J An election was made by the applicant in response to a restriction requirement set forth during the interview on
______;therestriction requirement and election have been incorporated into this action.

4)(J Since this application is in condition for allowance except for formal matters, prosecution as to the merits is
closed in accordance with the practice under £x parte Quayle, 1935 C.D. 11, 453 O.G. 213.

Disposition of Claims*
5) Claim(s)  1-30 is/are pending in the application.

5a) Of the above claim(s) _____is/are withdrawn from consideration.
6) [J Claim(s) ___is/are allowed.
7) Claim(s) 1-30 is/are rejected.
8) [0 Claim(s) ____is/are objected to.
9) [0 Claim(s) ____are subject to restriction and/or election requirement
* If any claims have been determined allowable, you may be eligible to benefit from the Patent Prosecution Highway program at a

participating intellectual property office for the corresponding application. For more information, please see
http://www.uspto.gov/patents/init_events/pph/index.jsp or send an inquiry to PPHfeedback@uspto.gov.

Application Papers
10)() The specification is objected to by the Examiner.
11)@ The drawing(s) filed on 27 April 2018 is/are: a)¥] accepted or b)[J objected to by the Examiner.
Applicant may not request that any objection to the drawing(s) be held in abeyance. See 37 CFR 1.85(a).
Replacement drawing sheet(s) including the correction is required if the drawing(s) is objected to. See 37 CFR 1.121(d).

Priority under 35 U.S.C. § 119
12)[(J Acknowledgment is made of a claim for foreign priority under 35 U.S.C. § 119(a)-(d) or (f).
Certified copies:

a)lJ All b)(J Some** ¢)J None of the:
1.0 Certified copies of the priority documents have been received.
2.0 Certified copies of the priority documents have been received in Application No.

3.0 Copies of the certified copies of the priority documents have been received in this National Stage
application from the International Bureau (PCT Rule 17.2(a)).

** See the attached detailed Office action for a list of the certified copies not received.

Attachment(s)
1) [T Notice of References Cited (PTO-892) 3) [ Interview Summary (PTO-413)
. . Paper No(s)/Mail Date
2) Information Disclosure Statement(s) (PTO/SB/08a and/or PTO/SB/08b) 4) [ Other:
Paper No(s)/Mail Date 03 DEC 2018. :
U.S. Patent and Trademark Office
PTOL-326 (Rev. 11-13) Office Action Summary Part of Paper No./Mail Date 20181229
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Application/Control Number: 15/964,502 Page 2
Art Unit: 3773

DETAILED ACTION
Notice of Pre-AlA or AlA Status

The present application is being examined under the pre-AlA first to invent provisions.

Claim Rejections - 35 USC § 103
In the event the determination of the status of the application as subject to AIA 35
U.S.C. 102 and 103 (or as subject to pre-AlA 35 U.S.C. 102 and 103) is incorrect, any correction
of the statutory basis for the rejection will not be considered a new ground of rejection if the
prior art relied upon, and the rationale supporting the rejection, would be the same under
either status.
The following is a quotation of pre-AlA 35 U.S.C. 103(a) which forms the basis for all

obviousness rejections set forth in this Office action:

(a) A patent may not be obtained though the invention is not identically disclosed or described as set
forth in section 102, if the differences between the subject matter sought to be patented and the
prior art are such that the subject matter as a whole would have been obvious at the time the
invention was made to a person having ordinary skill in the art to which said subject matter pertains.
Patentability shall not be negatived by the manner in which the invention was made.

Claims 1-30 are rejected under pre-AIA 35 U.S.C. 103(a) as being unpatentable over
Jackson (2005/0182410) in view of Bagby (6,010,502).

Jackson discloses the claimed invention including a medical implant assembly
comprising a receiver (3) having first and second arms (66) defining a channel (30) for receiving
a longitudinal connecting rod (35). See, e.g. Fig. 1. The bottom of the channel is closed and flat
(id.). Discontinuous helically wound structure on the interior surface of each arm engages a
helically wound structure on a closure member (1). The helically wound structure comprises a

flange form having one of v-threads, square threads, reverse angle threads, or buttress threads
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(see, e.g. Figs. 3, 16 and 18). A detachable guide tool portion comprises arms (2) with
discontinuous helically wound structure on an interior surface thereof. The closure is
advanceable through the interior surface of the arms of the guide tool and continuing into the
channel until it engages with and locks the longitudinal connecting rod within the channel.
Jackson discloses the claimed invention except for explicitly reciting dual-start threads. Bagby
discloses a threaded medical implant having a dual start thread configuration to balance
rotational forces and tend to help the threads rotate into a threaded hole in a balanced and
stable manner (see, e.g. col. 13, lines 35-41). The starts are diametrically opposed to each
other. It would have been obvious to a person having ordinary skill in the art at the time of the
invention to have simply provided the closure of Jackson with a dual start thread configuration,
in view of Bagby, in order to balance rotational forces and to help the threads tend to advance
in a balanced and stable manner. It is noted that the dual start threads of the combination of
Jackson and Bagby encompass a leading face with a curvate surface including at least a concave
and convex portion, e.g. the concave and convex portions of the projected profile resulting
from the termination of the curvate threadforms at the leading face of the closure of Figs, 8, 16

and 18).

Response to Arguments
Applicant's arguments filed 04 December 2018 have been fully considered but they are
not persuasive.
First, it is noted that the references are properly combinable because Bagby and Jackson

are both in the same field of endeavor, namely, that of fasteners for orthopedic surgery. The
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teachings of Bagby would be both known and of value to a person having ordinary skill in the
art at the time of the invention already in possession of the teachings of Jackson, for the
reasons set forth in the rejection, which it is particularly noted, are independent of the thread
engagement medium. In addition, the dual start threads of the combination of Jackson and
Bagby encompass a leading face with a curvate surface including at least a concave and convex
portion at each start, e.g. the concave and convex portions of the projected profile resulting
from the termination of the curvate threadforms at the leading face of the closure of Figs, 8, 16
and 18). For the simplest example, the curvate portions of the threadform of Fig. 6 describe a
profile at the leading face comprising both concave and convex portions as they gradually
terminate at different radial and angular positions at the face. The leading face profile
encompasses a concave portion near the root and a convex portion near the crest for each

start. Accordingly, the current grounds of rejection are maintained.

Conclusion

THIS ACTION IS MADE FINAL. Applicant is reminded of the extension of time policy as
set forth in 37 CFR 1.136(a).

A shortened statutory period for reply to this final action is set to expire THREE MONTHS
from the mailing date of this action. In the event a first reply is filed within TWO MONTHS of
the mailing date of this final action and the advisory action is not mailed until after the end of
the THREE-MONTH shortened statutory period, then the shortened statutory period will expire
on the date the advisory action is mailed, and any extension fee pursuant to 37 CFR 1.136(a)

will be calculated from the mailing date of the advisory action. In no event, however, will the
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statutory period for reply expire later than SIX MONTHS from the mailing date of this final
action.

Any inquiry concerning this communication or earlier communications from the
examiner should be directed to David Comstock whose telephone number is (571) 272-4710.
The examiner can normally be reached Monday-Friday, 9a.m. -6 p.m.

If attempts to reach the examiner by telephone are unsuccessful, please contact the
examiner’s supervisor, SPE, at (571) 272-4760. The fax phone number for the organization
where this application or proceeding is assigned is 571-273-8300.

Information regarding the status of an application may be obtained from the Patent
Application Information Retrieval (PAIR) system. Status information for published applications
may be obtained from either Private PAIR or Public PAIR. Status information for unpublished
applications is available through Private PAIR only. For more information about the PAIR
system, see http://pair-direct.uspto.gov. Should you have questions on access to the Private
PAIR system, contact the Electronic Business Center (EBC) at 866-217-9197 (toll-free). If you
would like assistance from a USPTO Customer Service Representative or access to the
automated information system, call 800-786-9199 (IN USA OR CANADA) or 571-272-1000.
/DAVID C COMSTOCK/

Examiner, Art Unit 3773

/KEVIN T TRUONG/
Supervisory Patent Examiner, Art Unit 3775
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ATTACHMENT A
APPLN. NO. 15/964,502
INFORMATION DISCLOSURE STATEMENT
FOR
STATEMENT UNDER MPEP § 2001.06(b)

9,636,146 5/02/2017 Jackson et al.
9,717,533 8/01/2017 Jackson et al.
9,743,957 8/29/2014 Jackson
9,861,394 1/09/2018 Jackson
10,004,541 6/26/2018 Jackson

2014/0214097 7/31/2014 Jackson et al.
2015/0119942 4/30/2015 Jackson et al.
2015/0148846 5/28/2015 Jackson
2015/0164558 6/18/2015 Jackson et al.
2016/0038188 2/11/2016 Jackson et al.
2016/0242818 8/25/2016 Jackson
2017/0189073 7/06/2017 Jackson et al.
2017/0333083 11/23/2017 Jackson et al.
2017/0354443 12/14/2017 Jackson
2017/0354441 12/14/2017 Jackson et al.
2018/0132901 05/17/2018 Jackson et al.
2018/0296249 10/18/2018 Jackson
EXAMINER DATE CONSIDERED

/DAVID C COMSTOCK/ 12/29/2018

EXAMINER: Initial if citation considered, whether or not citation is in conformance with MPEP 609; Draw line through
citation if not in conformance and not considered. Include copy of this form with next communication to applicant.

1

66360653.1
ALY REFERENCES CONSIDERED EXCEPT WHERE LINED THROUGH. /DC/
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PTO/SB/08A (08-03)
U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE
Substitute for Form 1449A/PTO

INFORMATION DISCLOSURE
STATEMENT BY APPLICANT

(Use as many sheets as necessary)

APPLICATION NO.: FILING DATE:
15/964,502 04/27/2018
INVENTOR(S): ART UNIT:

Roger P. Jackson 3733

EXAMINER NAME: ATTY. DOCKET NO.:

David C. Comstock

JAC023-587198

U.S. PATENT DOCUMENTS

EXAMINER Cite PATENT ISSUE Name of Patentee or Pages, Columns, Lines,
INITIALS* No.! NUMBER DATE Applicant of cited Where Relevant Passages
T T DO Document or Relevant Figures Appear
(if known)
2,005,348 06-1935 Michell
2,833,325 05-1958 Laisy
4,600,225 07-1986 Blose
5,067,955 11-1991 Cotrel
5,092,635 03-1992 Delange et al.
5,234,430 08-1993 Huebner
5,334,203 08-1994 Wagner
5,605,458 02-1997 Bailey et al.
5,607,304 03-1997 Bailey et al.
5,672,176 09-1997 Biedermann et al.
5,797,911 08-1998 Sherman et al.
6,006,930 12-1999 Dreyer et al.
6,063,090 05-2000 Schlapfer
6,077,262 06-2000 Schlapfer et al.
6,077,267 06-2000 Huene
6,254,146 07-2001 Church
6,296,642 10-2001 Morrison et al.
6,412,831 07-2002 Noel et al.
6,554,834 04-2003 Crozet et al.
6,730,089 05-2004 Jackson
6,835,196 12-2004 Biedermann et al.
6,997,927 02-2006 Jackson
7,204,838 04-2007 Jackson
7,717,942 05-2010 Schumacher
7,591,839 09-2009 Biedermann et al.
7,794,477 09-2010 Melkent et al.
7,972,364 07-2011 Biedermann et al.
8,382,809 02-2013 Kaufman et al.
8,814,913 08-2014 Jackson
8,911,479 12-2014 Jackson et al.
9,068,587 06-2015 Sage et al.
9,445,847 09-2016 Biedermann et al.
7,250,052 07-2007 Landry et al.
7,766,945 08-2010 Nilsson et al.
8,162,989 04-2012 Khalili
ALL REFERENCES CONSIDERED EXCEPT WHERE LINED THROUGH. /DC/
66360032.1
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U.S. PATENT DOCUMENTS

EXAMINER Cite PATENT ISSUE Name of Patentee or Pages, Columns, Lines,
INITIALS* No.! NUMBER DATE Applicant of cited Where Relevant Passages
Nomber —Kind Code VDDNYYY Document or Relevant Figures Appear
(if known)
8,828,060 09-2014 Biedermann et al.
U.S. PUBLICATION DOCUMENTS
EXAMINER Cite PUBLICATION PUBLICATION Name of Patentee or Pages, Columns, Lines,
INITIALS* No.! NUMBER DATE Applicant of cited Where Relevant Passages
NomBer—Knd Code VDDV Document or Relevant Figures Appear
(if known)

2002/0143341 10-2002 Biedermann et al.

2003/0023243 01-2003 Biedermann et al.

2003/0100904 05-2003 Biedermann

2003/0149431 08-2003 Varieur et al.

2004/0049196 03-2004 Jackson

2004/0039383 02-2004 Jackson

2004/0138662 07-2004 Landry et al.

2004/0143265 07-2004 Landry

2004/0147929 07-2004 Biedermann et al.

2004/0167524 08-2004 Jackson

2004/0167525 08-2004 Jackson

2004/0172032 09-2004 Jackson

2004/0186474 09-2004 Matthis et al.

2005/0216003 09-2005 Biedermann et al.

2005/0277928 12-2005 Boschert

2006/0009773 01-2006 Jackson

2006/0083603 04-2006 Jackson

2007/0208344 09-2007 Young

2008/0215100 09-2008 Matthis et al.

2008/0269809 10-2008 Garamszegi

2008/0292429 11-2008 Hasenbohler et al.

2013/0013003 01-2013 Carbone et al.

2014/0081334 03-2014 Jackson

2014/0142633 05-2014 Jackson et al.

66360032.1

ALY REFERENCES CONSIDERED EXCEPT WHERE LINED THROUGH. /DC/
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FOREIGN PATENT DOCUMENTS
EXAMINER Cite DOCUMENT PUBLICATION Name of Patentee or Pages, Columns,
INITIALS No.! NUMBER DATE Applicant of Cited Lines, Where Relevant T
Country Code® — MM-DD-YYYY Document Passages or Relevant
Number® - Kind Code® (if Figures Appear
known)
WO 95/13755 5/26/1995 Cross Medical Products, Inc.
WO 02/076314 10/3/2002 Biedermann Motech GMBH
DE 20207850 U1l 10/10/2002 Metz-Stavenhagen
EP 1316294 A2 6/4/2003 Biedermann Motech GMBH
EP 1570796 A1 9/7/2005 Biedermann Motech GMBH

OTHER PRIOR ART - NON PATENT LITERATURE DOCUMENTS

EXAMINEB Cite Include name of Author, title of the article (when appropriate), title of the item (book, magazine,
INITIALS No.' journal, serial, symposium, catalog, etc.), volume-issue number(s), publisher, page(s) and date. T
EXAMINER DATE CONSIDERED
/DAVID C COMSTOCK/ 12/29/2018

EXAMINER: Initial if citation considered, whether or not citation is in conformance with MPEP 609; Draw line through citation if not
in conformance and not considered. Include copy of this form with next communication to applicant.

N
EXAMINER: Initial if citation considered, whether or not citation is in conformance with MPEP 609. Draw line through citation if not in conformance and not considered. Include copy of this form with next
communication to applicant.

! Applicant’s unique citation number (optional). > See Kinds Codes of USPTO Patent Documents at www.uspto.gov or MPEP 901.04. * Enter Office that issued the document, by the two-letter code (WIPQ
Standard ST.3). * For Japanese patent documents, the indication of the year of the reign of the Emperor must precede the serial number of the patent document. > Kind of document by the appropriate symbols as
indicated on the document under WIPO Standard ST.16 if possible. © Applicant is to place a check mark here if English language Translation is attached.

ALY REFERENCES CONSIDERED EXCEPT WHERE LINED THROUGH. /DC/
66360032.1
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PTO/SB/06 (09-11)

Approved for use through 1/31/2014. OMB 0651-0032

U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE

Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it di_splays a valid OMB control number

Application or Docket Number Filing Date
PATENT APPLICé;l’ggil\::fEFFcBE'EglgyglATloN RECORD 151964 602 0422018 (o be Mailed

ENTITY: LARGE [ smaLL (J micro

APPLICATION AS FILED - PART |

(Column 1) (Column 2)
FOR NUMBER FILED NUMBER EXTRA RATE ($) FEE ($)
L Basic FEE N/A N/A N/A
(37 CFR 1.16(a), Sbg or (c))
) seaRcH FEE
(37 CFR 1.16(k), (i), or (m)) N/A N/A N/A
D EXAMINATION FEE
(37 CFR 1.16(0). (). or (q)) N/A it i
TOTAL CLAIMS . .
(37 GFR 1.16(i)) minus 20 = x $100 -
INDEPENDENT CLAIMS ) *
(37 CFR 1.16(h)) minus 3 = x $460 =
If the specification and drawings exceed 100 sheets
of paper, the application size fee due is $310 ($155
Déi'g"f’?g(o;\; SIZE FEE (37 for small entity) for each additional 50 sheets or
1ets fraction thereof. See 35 U.S.C. 41(a)(1)(G) and 37
CFR 1.16(s).
[J MULTIPLE DEPENDENT CLAIM PRESENT (37 CFR 1.16(j))
* If the difference in column 1 is less than zero, enter "0" in column 2. TOTAL
APPLICATION AS AMENDED - PART Il
(Column 1) (Column 2) (Column 3)
CLAIMS HIGHEST
- 04/09/2019 EgyEAF'{N'NG ggg&éﬁsw PRESENT EXTRA RATE ($) ADDITIONAL FEE ($)
E AMENDMENT PAID FOR
Total * " *% - -
E (SgcaFRW.IB’i)) 35 Minus 30 =5 x $100 = 500
E !;dg&ef]cé?hr;)t “5 Minus | *** 4 =1 x $460 - 460
< (] Application Size Fee (37 CFR 1.16(s))
D FIRST PRESENTATION OF MULTIPLE DEPENDENT CLAIM (37 CFR
1.16(j))
TOTAL ADD'L FEE 960
(Column 1) (Column 2) (Column 3)
CLAIMS HIGHEST
REXAF/'}'E'L‘NG PHNEL\J/'Y'C?UESLY PRESENT EXTRA RATE ($) ADDITIONAL FEE ($)
E AMENDMENT PAID FOR
L | Total * i xx = -
= (SgcaFR 1.16(0)) Minus - X $ 0 -
2 ['Independent . ; -
E D Application Size Fee (37 CFR 1.16(s))
U FIRST PRESENTATION OF MULTIPLE DEPENDENT GLAIM (37 CFR
1.16())
TOTAL ADD'L FEE
* If the entry in column 1 is less than the entry in column 2, write "0" in column 3. LIE
“ |f the "Highest Number Previously Paid For" IN THIS SPACE is less than 20, enter "20". /MARCUS D MONROE/
*** If the "Highest Number Previously Paid For" IN THIS SPACE is less than 3, enter "3".

The "Highest Number Previously Paid For" (Total or Independent) is the highest number found in the appropriate box in column 1.

This collection of information is required by 37 CFR 1.16. The information is required to obtain or retain a benefit by the public which is to file (and by the USPTO to
process) an application. Confidentiality is governed by 35 U.S.C. 122 and 37 CFR 1.14. This collection is estimated to take 12 minutes to complete, including gathering,
preparing, and submitting the completed application form to the USPTO. Time will vary depending upon the individual case. Any comments on the amount of time you
require to complete this form and/or suggestions for reducing this burden, should be sent to the Chief Information Officer, U.S. Patent and Trademark Office, U.S.
Department of Commerce, P.O. Box 1450, Alexandria, VA 22313-1450. DO NOT SEND FEES OR COMPLETED FORMS TO THIS
ADDRESS. SEND TO: Commissioner for Patents, P.O. Box 1450, Alexandria, VA 22313-1450.

If you need assistance in completing the form, call 1-800-PT0O-9199 and select option 2.
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PTO/SB/30 (11-17
Approved for use through 11/30/2020. OMB 0651-003

U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE

Under the Paperwork Reduction Act of 1995_no persons are reguired to respond to g collection of information unless it contains a valid OMB control number.
/ Request Application Number 15/964,502 \

for
i i i Filing Date 04/27/2018
Continued Examination (RCE) 4
Transmittal First Named Inventor Roger P. Jackson
Address to: ) 3773
Mail Stop RCE Art Unit
Commissioner for Patents . David C. Comstock
P.O. Box 1450 Examiner Name
Alexandria, VA 22313-1450 Attorney Docket Number JAC023-587198

This is a Request for Continued Examination (RCE) under 37 CFR 1.114 of the above-identified application.
Request for Continued Examination (RCE) practice under 37 CFR 1.114 does not apply to any utility or plant application filed prior to June 8,
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Attorney Docket No. JAC023-587198

IN THE UNITED STATES PATENT AND TRADEMARK OFFICE
In re Application of:

Inventor(s): Roger P. Jackson

App. No.:  15/964,502
Con. No.: 5939

Filed: 04/27/2018
Art Unit; 3733
Title: MULT-START CLOSURES Examiner: David C. Comstock
EOR OREN-IMPLANTS

MEDICAL IMPLANT
CLOSURE TOPS HAVING
DUAL LEAD THREAD
FORMS WITH EACH WITH A
START STRUCTURE

RESPONSE TO FINAL OFFICE ACTION

MAIL STOP RCE
Commissioner for Patents
P.O. Box 1450

Alexandria, VA 22313-1450

Dear Commissioner:

In response to the final Office action dated January 9, 2019, and in consideration of the
Request for Continued Examination filed herewith, please consider the following remarks and
amend the above-identified application as follows:

Amendments to the Specification begin on page 2 of this paper.

Amendments to the Claims begin on page 3 of this paper.

Remarks begin on page 11 of this paper.
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AMENDMENTS TO THE SPECIFICATION
Please amend the title of the application as follows, marked to show changes:
MULH-START CLOSURES FOR-ORENIMRLANTS MEDICAL IMPLANT CLOSURE TOPS
HAVING DUAL LEAD THREAD FORMS EACH WITH A START STRUCTURE
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AMENDMENTS TO THE CLAIMS

This listing of claims will replace all prior versions, and listings, of claims in the application:

1. (Currently Amended) A medical implant assembly comprising:
a receiver having a first arm and a second arm, the first arm and the second arm each
having a top side surface;

a closure having a longitudinal axis with an outer surface having a first continuously

helically wound thread form and a second continuously helically wound thread form, the first

continuously helically wound thread form having a first start structure with a leading face surface

extending below a first upper loading surface disposed between a root and a crest of the first

continuously helically wound thread form, the second continuously helically wound thread form

having a second start structure_ with a leading face surface extending below a second upper

loading surface disposed between a root and a crest of the second continuously helically wound

thread form, the leading face surface on each of the first start structure and the second start

structure having-aleadingface including at least one curvate surface;
a channel formed by the first arm and the second arm and opening onto the top side

surface, the channel adapted to receive a longitudinal connecting member, the channel
closeable with the closure having an axis of rotation;

a first interior surface of the first arm;

a second interior surface of the second arm;

a first discontinuous discontinuously helically wound thread form on the first interior
surface of the first arm,_the first discontinuously helically wound thread form having a first lower

loading surface, the first start structure being rotatably advanceable under the first

discontinuous discontinuously helically wound thread form engageable-to-thefirst start-structure
and the first lower loading surface being mateable with the first upper loading surface; and

a second diseentinbeus discontinuously helically wound thread form on the second

interior surface of the second arm_the second discontinuously helically wound thread form

having a second lower loading surface, the second start structure being rotatably advanceable
under the second discontinuous discontinuously helically wound thread form engageable-to-the
second-start-structure and the second lower loading surface being mateable with the second

upper loading surface, a rotation of the closure about the axis of rotation between the first arm

and the second arm causing a simultaneous advancement mating of the first start structure

[[with]] under the first discontinuous discontinuously helically wound thread form and the second

start structure [[with]] under the second discontinuous discontinuously helically wound thread

3
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form_and a mating of the first and second lower loading surface with the first and second upper

loading surface, respectively, the closure rotationally advanceable within the channel until the

closure locks the longitudinal connecting member within the channel.

2. (Currently Amended) The medical implant assembly of claim 1, further comprising:

a guide tool having a first guide arm and a second guide arm detachably attached to the
receiver;

a third discontindeus discontinuously helically wound thread form on the first guide arm;
and

a fourth diseontindous discontinuously helically wound thread form on the second guide
arm, the first start structure being-mated threadably engageable with the third discontinucus
discontinuously helically wound thread form simultaneously with the second start structure being

mated- threadably engageable with the fourth discentinueous discontinuously helically wound

thread form when the closure is rotated between the first guide arm and the second guide arm,
the third diseentinbeus discontinuously helically wound thread form and the fourth diseentirueus
discontinuously helically wound thread form adapted to transfer the closure between the guide
tool and the receiver.

3. (Previously Presented) The medical implant assembly of claim 1, wherein the first
continuously helically wound thread form and the second continuously helically wound thread

form are each flange forms.

4. (Previously Presented) The medical implant assembly of claim 1, wherein the first
continuously helically wound thread form and the second continuously helically wound thread

form are each one of: v-threads, square threads, reverse angle threads, or buttress threads.

5. (Previously Presented) The medical implant assembly of claim 1, wherein the first start
structure is disposed at a diametrically opposite location on the closure from the second start

structure.

6. (Currently Amended) The medical implant assembly of claim 1, wherein each of the

continuously first and the second helically wound thread form is disposed at a top of the closure,
the first helically wound thread form and the second helically wound thread form each extending
along [[an]] the outer surface of the closure to a bottom of the closure and ending at the first and

the second start structure, respectively.
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7. (Currently Amended) A medical implant assembly comprising:

a receiver having a first arm and a second arm, the first arm and the second arm each
having a top side surface;

a closure having a first continuously helically wound thread form and a second
continuously helically wound thread form, the first continuously helically wound thread form

having a first start structure_and a first loading surface extending between a root and a crest of

the first continuously helically wound thread form, the second continuously helically wound

thread form having a second start structure_and a second loading surface extending between a

root and a crest of the second continuously helically wound thread form, each of the first start

structure and the second start structure having a leading face_surface extending below each

closure loading surface and including at least a partial concave surface;

a channel formed by the first arm and the second arm, the channel closeable with the
closure having an axis of rotation;

a first interior surface of the first arm;

a second interior surface of the second arm;

a first discontinbous discontinuously helically wound thread form on the first interior
surface of the first arm__the first discontinuously helically wound thread form having a first

discontinuous loading surface, the first start structure rotatable under the first discontinuous
dlscontlnuously hehcally wound thread form engageable%e%heﬂ#st—staﬁ—strustu#euen%heﬁpst

e and the first discontinuous

loading surface mateable with the closure first loading surface; and

a second discontinuous discontinuously helically wound_thread form structure on the

second interior surface of the second arm_the second discontinuously helically wound thread

form having a second discontinuous loading surface, the second start structure rotatable under
the second discontinuous dlscontmuously hellcaIIy wound thread form structure engageable-to

second discontinuous loading surface mateable with the closure second loading surface, a

rotation of the closure about the axis of rotation between the first arm and the second arm

causing a-simulaneocus-mating-of-the first start and the second start structures to
simultaneously rotatably advance under with the first discontindous discontinuously helically

wound thread form strusture and the-second-starbwith the second discentinuous
discontinuously helically wound thread form, respectively struetdre, the closure rotationally

advanceable within the channel until locked within the channel.
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8. (Original) The medical implant assembly of claim 7, wherein the closure has a bottom

surface that is closed.
9. (Original) The medical implant assembly of claim 8, wherein the bottom surface is flat.

10. (Previously Presented) The medical implant assembly of claim 7, wherein the first
continuously helically wound thread form and the second continuously helically wound thread

form are each one of: v-threads, square threads, reverse angle threads, or buttress threads.

11. (Currently Amended) The medical implant assembly of claim 7, wherein the first
contindous continuously helically wound thread form and the second continuously centindeus

helically wound thread form are each flange forms.

12. (Currently Amended) A medical implant assembly comprising:

a receiver having a first arm and a second arm, the first arm having a first inwardly
facing surface and the second arm having a second inwardly facing surface;

a closure having at least one closure helically wound guide and advancement structure

including at least one start_and at least one upper loading surface disposed between a root and

a crest of the at least one closure helically wound guide and advancement structure, the at least

one start having a leading face surface extending below the at least one upper loading surface,

the leading face surface including at least one curvate surface;

a first discontinuous discontinuously helically wound guide and advancement structure
disposed on the first inwardly facing surface, the first discontinuously helically wound guide and

advancement structure having a first lower loading surface; and

a second discontinuous discontinuously helically wound guide and advancement
structure disposed on the second inwardly facing surface, the second discontinuously helically

wound guide and advancement structure having a second lower loading surface, each of the

first discontindous discontinuously helically wound guide and advancement structure and the
second discentindous discontinuously helically wound guide and advancement structure
adapted to threadably mate with the at least one closure helically wound guide and
advancement structure, each of the first lower loading surface and the second lower loading

surface engageable with the at least one upper loading surface.

13. (Currently Amended) The medical implant assembly of claim 12, wherein the at least
one start includes a plurality of starts, wherein the plurality of starts includes a first start

structure and a second start structure, each start structure having the leading face surface.

6
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14. (Currently Amended) The medical implant assembly of claim 13, wherein the first start

structure is disposed at a diametrically opposite location from the second start structure.

15. (Currently Amended) The medical implant assembly of claim 1, wherein the at least one
curvate surface of both the first start structure and the second start structure is defined by at
least one radius of curvature, the at least one radius of curvature being_less greaterthan a
radius of curvature for an outer surface on the [[a]] crest of the first continuously helically wound

thread form.

16. (Currently Amended) The medical implant assembly of claim 1, wherein the at least one
curvate surface of both the first start structure and the second start structure is defined by at
least one radius of curvature, the at least one radius of curvature being less than a radius of

curvature for an outer surface on the [[a]] crest of the second first continuously helically wound

thread form.

17. (Previously Presented) The medical implant assembly of claim 1, wherein the at least

one curvate surface includes both a convex surface and concave surface.

18. (Currently Amended) The medical implant assembly claim of 17, wherein both of the
concave surface and the convex surface of the first start structure are positioned between the
[[a]] root and the [[a]] crest of the first continuously helically wound thread form, and wherein
both of the concave surface and the convex surface of the second start structure are positioned

between the [[a]lroot and the [[a]] crest of the second continuously helically wound thread form.

19. (Previously Presented) The medical implant assembly of claim 17, wherein a radius of
curvature of the convex surface is substantially equal to a radius of curvature of the concave

surface.

20. (Previously Presented) The medical implant assembly of claim 17, wherein each of the

first start structure and the second start structure includes a bottom beveled surface.

21. (Previously Presented) The medical implant assembly of claim 18, wherein the concave
surface is adjacent the root and the convex surface is adjacent the crest of the first and second

start structures for the first and second continuously helically wound thread form, respectively.

22. (Currently Amended) The medical implant assembly of claim 1, wherein the atleastone
curvate-surface-on-each-of the first and second start_structure leading face surfaces are at least
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partially planar surfaces parallel with respect to each other structures-has-a-concave-shape-that

23. (Currently Amended) A medical implant assembly comprising:

a receiver having a first arm and a second arm, the first arm and the second arm each
having a top side surface;

a closure having a first continuously helically wound thread form and a second
continuously helically wound thread form, each of the first continuously helically wound thread
form and the second continuously helically wound thread form being a reverse angle thread, the

first continuously helically wound thread form having a first start structure_and a first upper

loading surface extending between a root and a crest of the first continuously helically wound

thread form, the second continuously helically wound thread form having a second start

structure_and a second upper loading surface extending between a root and a crest of the

second continuously helically wound thread form, each of the first start structure and the second

start structure having a leading face extending below their respective upper loading surfaces,

each leading face including at least a partial concave surface and a partial convex surface;

a channel formed by the first arm and the second arm and opening onto the top side
surface, the channel adapted to receive a longitudinal connecting member, the channel
closeable with the closure having an axis of rotation;

a first interior surface of the first arm;

a second interior surface of the second arm;

a first discontinuous discontinuously helically wound thread form on the first interior
surface of the first arm, the first discontinuous discontinuously helically wound thread form being
a reverse angle thread_having a first lower loading surface, the first start structure rotatable
under the first discontinuous discontinuously helically wound thread form engageable-to-the first
start-structure and the first lower loading surface threadably engageable to the first upper

loading surface; and
a second discontinuous discontinuously helically wound thread form on the second

interior surface of the second arm, the second discentinuous discontinuously helically wound

thread form being a reverse angle thread_having a second lower loading surface, the second

start structure rotatable under the second discentinueus discontinuously helically wound thread
form engageable-to-the-second-startstructure and the second lower loading surface threadably

engageable to the second upper loading surface, a rotation of the closure about the axis of
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rotation between the first arm and the second arm causing a simultaneous mating of the first
continuously helically wound thread form start-structure with the first discontinuous

discontinuously helically wound thread form and the second continuously helically wound thread

form_start-structure with the second discontinuous discontinuously helically wound thread form,
the closure rotationally advanceable within the channel until the closure locks the longitudinal

connecting member within the channel.

24, (Currently Amended) The medical implant assembly of claim 23, wherein the concave
surface is adjacent [[a]] the root and the convex surface is adjacent [[a]] the crest for each of the

first and second continuously helically wound thread forms.

25. (Previously Presented) The medical implant assembly of claim 23, wherein the first start
structure is disposed at a diametrically opposite location on the closure from the second start

structure.

26. (Currently Amended) A spinal fixation assembly comprising:

a receiver having a set of arms, each of the set of arms having an inner surface;

a channel defined by the set of arms;

a closure top rotationally receivable and advanceable downwardly into the channel;

a closure top flange extending continuously and helically about the closure top, the
closure_top flange [[top]] having a closure top load flank surface and at least one start structure
with a leading face having at least one curvate surface on at least a portion of the leading face;
and

a receiver flange extending discontinuously and helically along the inner surface of each

of the set of arms, the receiver flange having a receiver load flank surface_mateable with the

closure top load flank surface.

27. (Currently Amended) The spinal fixation assembly of claim 26, wherein the closure top
flange has a first flange with a first start structure and a second flange with a second start
structure, the first start structure and the second start structure being diametrically opposite
each other and located adjacent to [[at]] a bottom of the closure top.

28. (Previously Presented) The spinal fixation assembly of claim 26, wherein the at least

one curvate surface on the leading face is one of being convex and concave in shape.
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29.  (Currently Amended) The spinal fixation assembly of claim 28 [[26]], wherein the
concave surface is adjacent a root and the convex surface is adjacent a crest for each of the

first and second flange.
30. (Cancelled)

31. (New) The medical implant assembly of claim 1, wherein each of the at least one

curvate surfaces is substantially parallel to the closure longitudinal axis.

32. (New) The medical implant assembly of claim 1, wherein each of the at least one

curvates surface includes both a convex surface and concave surface.

33. (New) The medical implant assembly of claim 1, wherein each of the at least one

curvate surfaces is a concave surface.

34. (New) The medical implant assembly of claim 1, wherein the closure first continuously
helically wound thread form includes a first lower surface disposed between the root and the
crest and the closure second continuously helically wound thread form includes a second lower
surface disposed between the root and the crest, and wherein the leading face surface of the
first start structure extends between the first upper surface and the first lower surface and the
leading face surface of the second start structure extends between the second upper surface

and the second lower surface.

35. (New) The medical implant assembly of claim 34, wherein each of the leading face
surfaces of the first start structure and the second start structure include at least a partial planar

surface.

36. (New) The medical implant assembly of claim 1, wherein the receiver first arm and the
second arm top side surface each include a breakoff extension with an interior sruface having a
discontinuously helically wound thread form, the first arm breakoff extension thread form being
continuous with the first discontinuously helically wound thread form on the first interior surface
of the first arm and the second arm breakoff extension thread form being continuous with the
second discontinuously helically wound thread form on the second interior surface of the second

arm.

10
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REMARKS

This paper is submitted in response to the final Office action dated January 9, 2019.
Claims 1-30 are pending in this application. The Applicant has amended claims 1, 2, 6, 7, 11-
13-15, 16, 18, 22-24, cancelled claim 30, and added claims 31-36, support for which can be
found in the specification and claims. No new matter has been added. Support for these
amendments may be found through the specification, figures and claims as originally filed, e.g.,
FIGS. 1-3, 5-6, and 15. Accordingly, after entry of this Amendment and Response, claims 1-29
and 31-36 will be pending. Reconsideration and allowance are requested in view of the

following remarks.

Specification

The Applicant hereby amends the title for clarity regarding the claimed technology. No
new matter is added. As such, the Applicant respectfully requests that the amendment be

entered.

Claim Rejections Under 35 U.S.C. § 103

Claims 1-30 have been rejected under pre-AlIA 35 U.S.C. § 103(a) as being
unpatentable over US 2005/0182410 to Jackson (hereinafter, “Jackson”) in view of US
6,010,502 to Bagby (hereinafter, “Bagby”).

As amended, claim 1 recites, inter alia, a closure that includes “a first continuously
helically wound thread form and a second continuously helically wound thread form, the first
continuously helically wound thread form having a first start structure with a leading face surface
extending below a first upper loading surface disposed between a root and a crest of the first
continuously helically wound thread form, the second continuously helically wound thread form
having a second start structure with a leading face surface extending below a second upper
loading surface disposed between a root and a crest of the second continuously helically wound
thread form, the leading face surface on each of the first start structure and the second start
structure including at least one curvate surface.” Claim 7 likewise recites “a closure having a
first continuously helically wound thread form and a second continuously helically wound thread
form, the first continuously helically wound thread form having a first start structure and a first
loading surface extending between a root and a crest of the first continuously helically wound
thread form, the second continuously helically wound thread form having a second start
structure and a second loading surface extending between a root and a crest of the second

continuously helically wound thread form, each of the first start structure and the second start
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structure having a leading face surface extending below each closure loading surface and
including at least a partial concave surface.” Claim 12 similarly recites “a closure having at least
one closure helically wound guide and advancement structure including at least one start and at
least one upper loading surface disposed between a root and a crest of the at least one closure
helically wound guide and advancement structure, the at least one start having a leading face
surface extending below the at least one upper loading surface, the leading face surface
including at least one curvate surface.” Likewise, Claim 23 recites “a closure having a first
continuously helically wound thread form and a second continuously helically wound thread
form ... the first continuously helically wound thread form having a first start structure and a first
upper loading surface extending between a root and a crest of the first continuously helically
wound thread form, the second continuously helically wound thread form having a second start
structure and a second upper loading surface extending between a root and a crest of the
second continuously helically wound thread form, each of the first start structure and the second
start structure having a leading face extending below their respective upper loading surfaces.”
And Claim 27 recites “a closure top flange extending continuously and helically about the
closure top, the closure top flange having a closure top load flank surface and at least one start
structure with a leading face having at least one curvate surface on at least a portion of the
leading face and a receiver flange extending discontinuously and helically along the inner
surface of each of the set of arms, the receiver flange having a receiver load flank surface
mateable with the closure top load flank surface.” Support for these amendments can be found
in the specification, e.g., paras. [0007] and [0036] and in the start structures that correspond to
reference numbers “46” and “47” in Fig. 5.

The Applicant submits that Jackson and Bagby, separately or in combination, fail to
disclose the claimed first start structure and the second start structure each having a leading
face surface extending below a first and second upper loading surface, respectively, disposed
between a root and a crest of their respective helically wound thread forms. The Examiner
alleges that a “leading face” of the closure shown in Jackson in FIGS. 8, 16, and 18 include at
least a concave and convex portion. Office Action, 3. However, such alleged leading face in
fact corresponds to a load flank of reference number “39” in FIG. 3, reproduced below, which
can be positively engageable and axially loadable with a load flank “46” of an outer member
“11.” Jackson, para. [0051].

12
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As such, whatever else Jackson does teach, it does not teach or suggest a closure that
includes a first start structure and a second start structure each having a leading face that
extends below a first and a second upper loading surface, respectively, the first and the second
upper loading surfaces disposed between a root and a crest of their respective helically wound

thread forms.

Bagby does not cure the deficiencies of Jackson. Bagby teaches a bone joining implant
having self-cutting threads. Bagby, Col. 10, Ins. 26-30 and FIG. 1. The implant can have a dual
thread construction. /d. at col. 13, Ins. 34-39. Neither Jackson nor Bagby teach a closure that
includes a first start structure and a second start structure each having a leading face that
extends below a first and a second upper loading surface, respectively, the first and the second
upper loading surfaces disposed between a root and a crest of their respective helically wound
thread forms. Even assuming, arguendo, that Jackson and Bagby were combined, the
combination does not teach a closure that includes a first start structure and a second start
structure each having a leading face that extends below a first and a second upper loading
surface, respectively, the first and the second upper loading surfaces disposed between a root

and a crest of their respective helically wound thread forms.

Further, there is no motivation to combine the thread construction of Bagby with the
inner flange of the closure of Jackson. The implant of Bagby is targeted to produce immediate
fixation between bone bodies following insertion. Bagby. at col. 2, Ins. 62-64. More specifically,

the self-cutting threads include an undercut portion that engages with a bone bed in each of the
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bone bodies to provide instantaneous fixation. Bagby, Abstract, col. 6, Ins. 22-24. One skilled
in the art would not be motivated to use a bone self-tapping thread specific to joining bone
bodies on a closure for closing an open receiver. Thus, there is no motivation to combine the

thread of Bagby with the inner flange of the closure of Jackson.

In light of the foregoing, the Applicant submits that claims 1, 7, 12, 23 and 26 are
patentable over Jackson in view of Bagby. The Applicant also submits that dependent claims 2-
6 and 15-22, and 8-11, and 13-14, and 24-25, and 27-29 are also patentable over Jackson in
view of Bagby at least because of their dependency from their independent claim. The
Applicant also submits that new claims 31-36, which depend from claim 1, are also patentable

over Jackson in view of Bagby at least because of their dependency from claim 1.

Accordingly, the Applicant respectfully requests withdrawal of the current rejection of the

claims and submits that the same are in condition for allowance.

14
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In accordance with the amendments and arguments set forth herein, Applicant

respectfully submits that the application and all claims are in a condition for allowance, and

request prompt allowance.

A Request for Continued Examination and requisite fee are

submitted herewith. Applicant believes no additional fees or petitions are due with this filing.

However, should any such fees or petitions be required, please consider this a request therefor

and authorization to charge Deposit Account No. 50-1662, as necessary.

If the Examiner should require any additional information or amendment, please contact

the undersigned attorney.

Dated: 04/09/2019

67597393

Respectfully submitted,

/Stephanie T. Vu/

Stephanie T. Vu, Registration No. 73,063
Milan M. Vinnola, Registration No. 45,979
Attorney for Applicant

USPTO Customer No. 24030

Polsinelli PC

900 W. 48" Place, Suite 900
Kansas City, MO 64112
uspt@oolsingil com

Tel: 720-931-1166
Fax: 816-753-1536
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application from the International Bureau (PCT Rule 17.2(a)).
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DETAILED ACTION
Notice of Pre-AlA or AlA Status

The present application is being examined under the pre-AlA first to invent provisions.

Continued Examination Under 37 CFR 1.114

A request for continued examination under 37 CFR 1.114, including the fee set forth in
37 CFR 1.17(e), was filed in this application after final rejection. Since this application is eligible
for continued examination under 37 CFR 1.114, and the fee set forth in 37 CFR 1.17(e) has been
timely paid, the finality of the previous Office action has been withdrawn pursuant to 37 CFR

1.114. Applicant's submission filed on 09 April 2019 has been entered.

Claim Objections
Claim 36 is objected to because of the following informalities: line 2, “sruface” should be

corrected.

Claim Rejections - 35 USC § 112

The following is a quotation of 35 U.S.C. 112(b):

(b) CONCLUSION.—The specification shall conclude with one or more claims particularly pointing out
and distinctly claiming the subject matter which the inventor or a joint inventor regards as the
invention.

The following is a quotation of 35 U.S.C. 112 (pre-AlA), second paragraph:

The specification shall conclude with one or more claims particularly pointing out and distinctly
claiming the subject matter which the applicant regards as his invention.
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Claim 29 is rejected under 35 U.S.C. 112(b) or 35 U.S.C. 112 (pre-AlA), second paragraph,
as being indefinite for failing to particularly point out and distinctly claim the subject matter
which the inventor or a joint inventor, or for pre-AlA the applicant regards as the invention.

Claim 29 refers to “each of the first and second flange”; however, neither claim 28 nor
26, from which claim 29 depends, recites a first and second flange. Appropriate correction and

clarification are required.

Claim Rejections - 35 USC § 102
In the event the determination of the status of the application as subject to AIA 35
U.S.C. 102 and 103 (or as subject to pre-AlIA 35 U.S.C. 102 and 103) is incorrect, any correction
of the statutory basis for the rejection will not be considered a new ground of rejection if the
prior art relied upon, and the rationale supporting the rejection, would be the same under
either status.
The following is a quotation of the appropriate paragraphs of pre-AlA 35 U.S.C. 102 that

form the basis for the rejections under this section made in this Office action:

A person shall be entitled to a patent unless —

(b) the invention was patented or described in a printed publication in this or a foreign country or in
public use or on sale in this country, more than one year prior to the date of application for patentin
the United States.

Claims 12, 26, 28 and 29, as best understood, are rejected under pre-AIA 35 U.S.C.
102(b) as being anticipated by Jackson (2005/0182410; or record).
Jackson discloses the claimed invention including a medical implant assembly

comprising a receiver (3) having first and second arms (66) defining a channel (30) for
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receiving a longitudinal connecting rod (35). See, e.g. Fig. 1. The bottom of the channel is closed
and flat (id.). Discontinuous helically wound structure on the interior surface of each arm
engages a helically wound structure on a closure member (1). The helically wound structure
comprises a flange form having one of v-threads, square threads, reverse angle threads, or
buttress threads (see, e.g. Figs. 3,16 and 18). A detachable guide tool portion comprises arms
(2) with discontinuous helically wound structure on an interior surface thereof. The closure

is advanceable through the interior surface of the arms of the guide tool and continuing into
the channel until it engages with and locks the longitudinal connecting rod within the

channel. The closure comprises an upper loading surface (i.e. a top load flank surface) disposed
between a root and a crest and a start having a leading face surface extending below at least
one upper loading surface, and the leading face including a curvate convex surface (i.e., the

rounded edges are included in the boundary of the leading face) (see, e.g., Figs. 4, 6, 16, 18).

Response to Arguments
Applicant's arguments filed 09 April 2019 have been considered but they are not fully
persuasive. Upon further consideration, Examiner agrees that there is not relevant motivation
to combine the teachings of Bagby with that of Jackson. However, it is noted that the rejected
claims do not require the teachings of Bagby, as they do not positively recite a dual-start thread
configuration. That the Jackson reference utilizes different terminology to describe similar
features to applicant’s present application is not relevant. The structure described in the

rejected claims is disclosed in the figures of the Jackson reference.
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Conclusion

Any inquiry concerning this communication or earlier communications from the
examiner should be directed to David Comstock whose telephone number is (571) 272-4710.
The examiner can normally be reached Monday-Friday, 9a.m. - 6 p.m.

If attempts to reach the examiner by telephone are unsuccessful, please contact the
examiner’s supervisor, SPE, at (571) 272-4760. The fax phone number for the organization
where this application or proceeding is assigned is 571-273-8300.

Information regarding the status of an application may be obtained from the Patent
Application Information Retrieval (PAIR) system. Status information for published applications
may be obtained from either Private PAIR or Public PAIR. Status information for unpublished
applications is available through Private PAIR only. For more information about the PAIR
system, see http://pair-direct.uspto.gov. Should you have questions on access to the Private
PAIR system, contact the Electronic Business Center (EBC) at 866-217-9197 (toll-free). If you
would like assistance from a USPTO Customer Service Representative or access to the
automated information system, call 800-786-9199 (IN USA OR CANADA) or 571-272-1000.
/DAVID C COMSTOCK/

Examiner, Art Unit 3773

/PEDRO PHILOGENE/
Primary Examiner, Art Unit 3773
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process) an application. Confidentiality is governed by 35 U.S.C. 122 and 37 CFR 1.14. This collection is estimated to take 12 minutes to complete, including gathering,
preparing, and submitting the completed application form to the USPTO. Time will vary depending upon the individual case. Any comments on the amount of time you
require to complete this form and/or suggestions for reducing this burden, should be sent to the Chief Information Officer, U.S. Patent and Trademark Office, U.S.
Department of Commerce, P.O. Box 1450, Alexandria, VA 22313-1450. DO NOT SEND FEES OR COMPLETED FORMS TO THIS
ADDRESS. SEND TO: Commissioner for Patents, P.O. Box 1450, Alexandria, VA 22313-1450.
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IN THE UNITED STATES PATENT AND TRADEMARK OFFICE

In re Application of:

Inventor(s): Roger P. Jackson

App. No.:
Filed:

Title:

15/964,502 Conf. No.: 5939
04/27/2018 Art Unit: 3733
MEDICAL IMPLANT RECEIVERS Examiner: David C. Comstock

CLOSURETFORS HAVING DUAL LEAD IN
CLOSURE MATING THREAD FORMS
FHREAB-FORMSWITFH-EACH WTH-A
STARTFSTRUGCTURE

RESPONSE TO NON-FINAL OFFICE ACTION

MAIL STOP AMENDMENT
Commissioner for Patents
P.O. Box 1450

Alexandria, VA 22313-1450

Dear Commissioner:

In response to the non-final Office action dated May 31, 2019, please consider the

following remarks and amend the above-identified application as follows:

Amendments to the Specification begin on page 2 of this paper.
Amendments to the Claims begin on page 3 of this paper.

Remarks begin on page 10 of this paper.
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AMENDMENTS TO THE SPECIFICATION

Please amend the title of the application as follows, marked to show changes:

MEDICAL IMPLANT RECEIVERS SLOSUREFORS HAVING DUAL LEAD IN CLOSURE
MATING THREAD FORMS FHREABD-FORMS-WITFH-EACH WITH-A-START-STRUGCTURE
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AMENDMENTS TO THE CLAIMS

This listing of claims will replace all prior versions, and listings, of claims in the application:

1. (Currently Amended) A medical implant assembly comprising:

a receiver having a first arm and a second arm spaced apart from each other by a rod-

receiving channel, the first arm and the second arm each having a top [[side]] surface_and an

inner surface having a first thread on the first arm and a second thread on the second arm

comprising discontinuously helically wound threads being symmetrically and diametrically

opposed to each other and extending up to the top surface on each arm, the opposed

discontinuously helically wound threads forming a dual lead in closure starting arrangement for

the receiver;

a closure having a longitudinal axis with an outer surface having a first continuously
helically wound thread form and a second continuously helically wound thread form, the first
continuously helically wound thread form having a first start structure with a leading face surface
extending below a first upper loading surface disposed between a root and a crest of the first
continuously helically wound thread form, the second continuously helically wound thread form
having a second start structure with a leading face surface extending below a second upper
loading surface disposed between a root and a crest of the second continuously helically wound
thread form, the leading face surface on each of the first start structure and the second start
structure including at least one curvate surface;

a channel formed by the first arm and the second arm and opening onto the top side
surface, the channel adapted to receive a longitudinal connecting member, the channel
closeable with the closure having an axis of rotation;

a first interior surface of the first arm;

a second interior surface of the second arm;

a first discontinuously helically wound thread form on the first interior surface of the first
arm, the first discontinuously helically wound thread form having a first lower loading surface,
the first start structure being rotatably advanceable under the first discontinuously helically
wound thread form and the first lower loading surface being mateable with the first upper
loading surface; and

a second discontinuously helically wound thread form on the second interior surface of
the second arm, the second discontinuously helically wound thread form having a second lower
loading surface, the second start structure being rotatably advanceable under the second

discontinuously helically wound thread form and the second lower loading surface being

3
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mateable with the second upper loading surface, a rotation of the closure about the axis of
rotation between the first arm and the second arm causing a simultaneous advancement of the
first start structure under the first discontinuously helically wound thread form and the second
start structure under the second discontinuously helically wound thread form and a mating of the
first and second lower loading surface with the first and second upper loading surface,
respectively, the closure rotationally advanceable within the channel until the closure locks the

longitudinal connecting member within the channel.

2. (Previously Presented) The medical implant assembly of claim 1, further comprising:

a guide tool having a first guide arm and a second guide arm detachably attached to the
receiver;

a third discontinuously helically wound thread form on the first guide arm; and

a fourth discontinuously helically wound thread form on the second guide arm, the first
start structure threadably engageable with the third discontinuously helically wound thread form
simultaneously with the second start structure threadably engageable with the fourth
discontinuously helically wound thread form when the closure is rotated between the first guide
arm and the second guide arm, the third discontinuously helically wound thread form and the
fourth discontinuously helically wound thread form adapted to transfer the closure between the

guide tool and the receiver.

3. (Previously Presented) The medical implant assembly of claim 1, wherein the first
continuously helically wound thread form and the second continuously helically wound thread

form are each flange forms.

4, (Previously Presented) The medical implant assembly of claim 1, wherein the first
continuously helically wound thread form and the second continuously helically wound thread

form are each one of: v-threads, square threads, reverse angle threads, or buttress threads.

5. (Previously Presented) The medical implant assembly of claim 1, wherein the first start
structure is disposed at a diametrically opposite location on the closure from the second start

structure.

6. (Previously Presented) The medical implant assembly of claim 1, wherein each of the
continuously first and the second helically wound thread form is disposed at a top of the closure,

the first helically wound thread form and the second helically wound thread form each extending
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along the outer surface of the closure to a bottom of the closure and ending at the first and the

second start structure, respectively.

7. (Currently Amended) A medical implant assembly comprising:

a receiver having a first arm and a second arm spaced apart from each other by a rod-

receiving channel, the first arm and the second arm each having a top [[side]] surface_and an

inner surface having a first thread on the first arm and a second thread on the second arm

comprising discontinuously helically wound threads being symmetrically and diametrically

opposed to each other and extending up to the top surface on each arm, the opposed

discontinuously helically wound threads forming a dual lead in closure starting arrangement for

the receiver;

a closure having a first continuously helically wound thread form and a second
continuously helically wound thread form, the first continuously helically wound thread form
having a first start structure and a first loading surface extending between a root and a crest of
the first continuously helically wound thread form, the second continuously helically wound
thread form having a second start structure and a second loading surface extending between a
root and a crest of the second continuously helically wound thread form, each of the first start
structure and the second start structure having a leading face surface extending below each
closure loading surface and including at least a partial concave surface;

a channel formed by the first arm and the second arm, the channel closeable with the
closure having an axis of rotation;

a first interior surface of the first arm;

a second interior surface of the second arm;

a first discontinuously helically wound thread form on the first interior surface of the first
arm, the first discontinuously helically wound thread form having a first discontinuous loading
surface, the first start structure rotatable under the first discontinuously helically wound thread
form and the first discontinuous loading surface mateable with the closure first loading surface;
and

a second discontinuously helically wound thread form on the second interior surface of
the second arm, the second discontinuously helically wound thread form having a second
discontinuous loading surface, the second start structure rotatable under the second
discontinuously helically wound thread form and the second discontinuous loading surface
mateable with the closure second loading surface, a rotation of the closure about the axis of

rotation between the first arm and the second arm causing the first start and the second start
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structures to simultaneously rotatably advance under the first discontinuously helically wound
thread form and the second discontinuously helically wound thread form, respectively, the

closure rotationally advanceable within the channel until locked within the channel.

8. (Original) The medical implant assembly of claim 7, wherein the closure has a bottom

surface that is closed.
9. (Original) The medical implant assembly of claim 8, wherein the bottom surface is flat.

10. (Previously Presented) The medical implant assembly of claim 7, wherein the first
continuously helically wound thread form and the second continuously helically wound thread

form are each one of: v-threads, square threads, reverse angle threads, or buttress threads.

11. (Previously Presented) The medical implant assembly of claim 7, wherein the first
continuously helically wound thread form and the second continuously helically wound thread

form are each flange forms.

12. — 14. (Cancelled)

15. (Previously Presented) The medical implant assembly of claim 1, wherein the at least
one curvate surface of both the first start structure and the second start structure is defined by
at least one radius of curvature, the at least one radius of curvature being less than a radius of

curvature for an outer surface on the crest of the first continuously helically wound thread form.

16. (Previously Presented) The medical implant assembly of claim 1, wherein the at least
one curvate surface of both the first start structure and the second start structure is defined by
at least one radius of curvature, the at least one radius of curvature being less than a radius of
curvature for an outer surface on the crest of the second continuously helically wound thread

form.

17. (Previously Presented) The medical implant assembly of claim 1, wherein the at least

one curvate surface includes both a convex surface and concave surface.

18. (Previously Presented) The medical implant assembly claim of 17, wherein both of the
concave surface and the convex surface of the first start structure are positioned between the

root and the crest of the first continuously helically wound thread form, and wherein both of the
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concave surface and the convex surface of the second start structure are positioned between

the root and the crest of the second continuously helically wound thread form.

19. (Previously Presented) The medical implant assembly of claim 17, wherein a radius of
curvature of the convex surface is substantially equal to a radius of curvature of the concave

surface.

20. (Previously Presented) The medical implant assembly of claim 17, wherein each of the

first start structure and the second start structure includes a bottom beveled surface.

21. (Previously Presented) The medical implant assembly of claim 18, wherein the concave
surface is adjacent the root and the convex surface is adjacent the crest of the first and second

start structures for the first and second continuously helically wound thread form, respectively.

22. (Previously Presented) The medical implant assembly of claim 1, wherein the first and
second start structure leading face surfaces are at least partially planar surfaces parallel with

respect to each other.

23. (Currently Amended) A medical implant assembly comprising:

a receiver having a first arm and a second arm spaced apart from each other by a rod-

receiving channel, the first arm and the second arm each having a top [[side]] surface_and an

inner surface having a first thread on the first arm and a second thread on the second arm

comprising discontinuously helically wound threads being symmetrically and diametrically

opposed to each other and extending up to the top surface on each arm, the opposed

discontinuously helically wound threads forming a dual lead in closure starting arrangement for

the receiver;

a closure having a first continuously helically wound thread form and a second
continuously helically wound thread form, each of the first continuously helically wound thread
form and the second continuously helically wound thread form being a reverse angle thread, the
first continuously helically wound thread form having a first start structure and a first upper
loading surface extending between a root and a crest of the first continuously helically wound
thread form, the second continuously helically wound thread form having a second start
structure and a second upper loading surface extending between a root and a crest of the
second continuously helically wound thread form, each of the first start structure and the second
start structure having a leading face extending below their respective upper loading surfaces,

each leading face including at least a partial concave surface and a partial convex surface;
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a channel formed by the first arm and the second arm and opening onto the top side
surface, the channel adapted to receive a longitudinal connecting member, the channel
closeable with the closure having an axis of rotation;

a first interior surface of the first arm;

a second interior surface of the second arm;

a first discontinuously helically wound thread form on the first interior surface of the first
arm, the first discontinuously helically wound thread form being a reverse angle thread having a
first lower loading surface, the first start structure rotatable under the first discontinuously
helically wound thread form and the first lower loading surface threadably engageable to the first
upper loading surface; and

a second discontinuously helically wound thread form on the second interior surface of
the second arm, the second discontinuously helically wound thread form being a reverse angle
thread having a second lower loading surface, the second start structure rotatable under the
second discontinuously helically wound thread form and the second lower loading surface
threadably engageable to the second upper loading surface, a rotation of the closure about the
axis of rotation between the first arm and the second arm causing a simultaneous mating of the
first continuously helically wound thread form with the first discontinuously helically wound
thread form and the second continuously helically wound thread form with the second
discontinuously helically wound thread form, the closure rotationally advanceable within the

channel until the closure locks the longitudinal connecting member within the channel.

24, (Previously Presented) The medical implant assembly of claim 23, wherein the concave
surface is adjacent the root and the convex surface is adjacent the crest for each of the first and

second continuously helically wound thread forms.

25. (Previously Presented) The medical implant assembly of claim 23, wherein the first start
structure is disposed at a diametrically opposite location on the closure from the second start

structure.
26. — 30. (Cancelled)

31. (Previously Presented) The medical implant assembly of claim 1, wherein each of the at

least one curvate surfaces is substantially parallel to the closure longitudinal axis.

32. (Previously Presented) The medical implant assembly of claim 1, wherein each of the at

least one curvates surface includes both a convex surface and concave surface.
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33. (Previously Presented) The medical implant assembly of claim 1, wherein each of the at

least one curvate surfaces is a concave surface.

34. (Previously Presented) The medical implant assembly of claim 1, wherein the closure
first continuously helically wound thread form includes a first lower surface disposed between
the root and the crest and the closure second continuously helically wound thread form includes
a second lower surface disposed between the root and the crest, and wherein the leading face
surface of the first start structure extends between the first upper surface and the first lower
surface and the leading face surface of the second start structure extends between the second

upper surface and the second lower surface.

35. (Previously Presented) The medical implant assembly of claim 34, wherein each of the
leading face surfaces of the first start structure and the second start structure include at least a

partial planar surface.

36. (Currently Amended) The medical implant assembly of claim 1, wherein the receiver
first arm and the second arm top side surface each include a breakoff extension with an interior
surface srafase having a discontinuously helically wound thread form, the first arm breakoff
extension thread form being continuous with the first discontinuously helically wound thread
form on the first interior surface of the first arm and the second arm breakoff extension thread
form being continuous with the second discontinuously helically wound thread form on the

second interior surface of the second arm.
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REMARKS

This paper is submitted in response to the non-final Office action dated May 31, 2019.
Claims 1-29 and 31-36 are pending in this application. The Applicant has amended claims 1, 7,
23, and 36 and cancelled claims 12-14 and 26-29 without prejudice or disclaimer of the
underlying subject matter. Support for these amendments may be found throughout the
specification, figures, and claims as originally filed, e.g., para. [0033]. Accordingly, after entry of
this Amendment and Response, claims 1-11, 15-25 and 31-36 will be pending. Reconsideration

and allowance are requested in view of the following remarks.

Specification Amendment

The Applicant hereby amends the title for clarity regarding the claimed technology. No

new matter is added. As such, the Applicant respectfully request the amendments are entered.

Claim Objection

Claim 36 has been objected to for informality. Claim 36 has been amended accordingly,

and as such, this objection is now moot. Withdrawal is therefore respectfully requested.

Claim Rejections Under 35 U.S.C. § 112

Claim 29 has been rejected under pre-AlA 35 U.S.C. § 112, second paragraph, as being
indefinite. Solely to facilitate prosecution, Claim 29 has been cancelled, rendering the rejection

moot. Withdraw of this rejection is therefore respectfully requested.

Claim Rejections Under 35 U.S.C. § 102

Claims 12, 26, 28, and 29 have been rejected under pre-AlA 35 U.S.C. § 10(b) as being
anticipated by US 2005/0182410 to Jackson (hereinafter, “Jackson”). The Applicant respectfully

disagrees.

Claim 12 recites, inter alia, a closure having at least one start structure with “a leading
face surface extending below the at least one upper loading surface, the leading face surface
including at least one curvate surface.” Claim 26 similarly recites a closure top having at least
one start structure with “a leading face having at least one curvate surface on at least a portion
of the leading face.” Whatever else Jackson may disclose, it does not teach or suggest the
claimed closure that includes a leading face surface extending below the at least one upper
loading surface, the leading face surface including at least one curvate surface or a leading face

having at least one curvate surface on at least a portion of the leading face.

10
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Nonetheless, without agreeing with the rejection and solely to facilitate prosecution,
claims 12-14 and 26-29 have been cancelled without prejudice or disclaimer, rendering the

rejection moot. Withdraw of this rejection is therefore respectfully requested.

Allowed Claims

Applicant notes, with appreciation, the allowance of claims 1-11, 15,-25, and 31-36.
Applicant has addressed all claim objections and rejections and respectfully requests allowance
of the application.

Conclusion

In accordance with the amendments and arguments set forth herein, Applicant
respectfully submits that the application and all claims are in a condition for allowance, and
request prompt allowance. Applicant believes no fees or petitions are due with this filing.
However, should any such fees or petitions be required, please consider this a request therefor

and authorization to charge Deposit Account No. 50-1662, as necessary.

If the Examiner should require any additional information or amendment, please contact

the undersigned attorney.
Dated: 08/30/2019

Respectfully submitted,

[Stephanie T. Vu/

Stephanie T. Vu, Registration No. 73,063
Milan M. Vinnola, Registration No. 45,979
Attorney for Applicant

USPTO Customer No. 24030

Polsinelli PC

900 W. 48™ Place, Suite 900
Kansas City, MO 64112
uspi@polsinelli.com

Tel: 720-931-1166

Fax: 816-753-1536
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IN THE UNITED STATES PATENT AND TRADEMARK OFFICE

Application No. 1 15/964,502 Confirmation No. : 5939

First Applicant . Roger P. Jackson Art Unit . 3773

Filed : 4/27/2018 Examiner :  David C. Comstock

Title MEDICAL IMPLANT RECEIVERS €0SUREFORS HAVING DUAL LEAD IN CLOSURE
MATING THREAD FORMS FHREAD-FORMSWHFH-EACH WHFH-A-STARTF
SFRUCTFURE

Docket No. : JAC023-597108

INFORMATION DISCLOSURE STATEMENT
PURSUANT TO 37 C.F.R. §§ 1.56, 1.97, AND 1.98

Commissioner:

The Examiner is respectfully requested to consider the patents, patent applications,
publications, or other information cataloged on the enclosed Form PTO/SB/08A during examination of
the above-identified patent application. The order of presentation of the references should not be
construed as an indication of importance. These references are submitted for the Examiner’s
consideration and are submitted pursuant to an Applicant’s duty of disclosure under 37 C.F.R. § 1.56.

Copies of all of the cited documents

D are enclosed unless otherwise indicated on the enclosed Form PTO/SB/08a.
|:| have been previously furnished to the Office in prior application No.
filed , which the present application relies upon for an earlier effective filing date under

35 U.S.C. § 120. Therefore, no copies of the cited documents are included herewith pursuant to
37 C.F.R. § 1.98(d); MPEP & 609(II1)(A)(2).

& are enclosed unless they are U.S. patents or U.S. patent application publications
pursuant to 37 C.F.R. § 1.98(a).
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BASIS

This information disclosure statement is filed pursuant to

[

37 C.F.R. § 1.97(b).

This information disclosure statement is filed either (1) within three months of the filing
date of a national application other than a continued prosecution application under

37 C.F.R. § 1.53(d); (2) within three months of the date of entry of the national stage as
set forth in 37 C.F.R. § 1.491 in an international application; (3) before the mailing date
of a first Office action on the merits; or (4) before the mailing of a first Office action
after the filing of a request for continued examination under 37 C.F.R. § 1.114,
whichever event occurs last.

Accordingly, this information disclosure statement requires no fee and no certification.

37 C.F.R. § 1.97(c).

This information disclosure statement is filed after the period specified in 37 C.F.R.

§ 1.97(b), but before the mailing date of any of (1) a final action under 37 C.F.R. § 1.113;
(2) a notice of allowance under 37 C.F.R. § 1.311; or (3) an action that otherwise closes
prosecution in the application.

Accordingly, this information disclosure statement requires either the fee specified in
37 C.F.R. § 1.17(p) for submission of an information disclosure statement under
37 C.F.R. § 1.97(c), or a statement under 37 C.F.R. § 1.97(e).

37 C.F.R. § 1.97(d).

This information disclosure statement is filed after the period specified in 37 C.F.R.
§ 1.97(c) since a

[] final action under 37 C.F.R. § 1.113

] notice of allowance under 37 C.F.R. § 1.311

was mailed to the Applicant(s) on . The issue fee has not been paid
herein.

Accordingly, this information disclosure statement requires the fee set forth in 37 C.F.R.
§ 1.17(p) to consider an information disclosure statement under 37 C.F.R. § 1.97(d), and
a statement under 37 C.F.R. § 1.97(e).

If this statement crosses in the mail with an Office action, or is otherwise not in the indicated

70245089.1

category of 37 C.F.R. § 1.97, it is respectfully requested that this statement be treated in the next
appropriate category and made of record. To the extent required, please treat this paper as a
conditional petition for acceptance of the information disclosure statement.
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FEES

Any required fee is being paid as indicated below by an enclosed check or our deposit account.
No fee is due.

The fee specified in 37 C.F.R. § 1.17(p) for submission of an information disclosure
statement under 37 C.F.R. § 1.97(c) or (d) is due.

A check is enclosed for the required fee.
Payment by credit card is submitted simultaneously herewith for the required fee.

Please charge the required fee to our deposit account no. 50-1662.

X X OO X O

The Commissioner is hereby authorized to charge any additional required fees or credit
any overpayments associated with this information disclosure statement to our deposit
account no. 50-1662.

1]
CERTIFICATION

Pursuant to 37 C.F.R. § 1.97(e), | state as follows:
X No statement is necessary.

|:| Each item of information contained in this information disclosure statement was first
cited in any communication from a foreign patent office in a counterpart foreign
application not more than three months prior to the filing of this information disclosure
statement. 37 C.F.R. § 1.97(e)(1).

|:| No item of information contained in this information disclosure statement was cited in a
communication from a foreign patent office in a counterpart foreign application, and, to
my knowledge after making reasonable inquiry, no item of information contained in this
information disclosure statement was known to any individual designated in 37 C.F.R.

§ 1.56(c) more than three months prior to the filing of this information disclosure
statement. 37 C.F.R. § 1.97(e)(2).

Pursuant to 37 C.F.R. § 1.704(d), | state as follows:

[] Each item of information contained in this information disclosure statement was first
cited in any communication from a foreign patent office in a counterpart application,
and this communication was not received by any individual designated in 37 C.F.R.
§ 1.56(c) more than thirty days prior to the filing of this information disclosure
statement.

Page 3 of 5
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FOREIGN LANGUAGE REFERENCES

Pursuant to 37 C.F.R. § 1.98(a)(3)(i), any information disclosure statement filed under 37 C.F.R.
§ 1.97 shall include a concise explanation of the relevance, as it is presently understood by the individual
designated in § 1.56(c) most knowledgeable about the content of the information, of each patent,
publication, or other information listed that is not in the English language. The concise explanation may
be either separate from the specification or incorporated therein. In compliance with the rules, the
Applicant states as follows:

X

[l
[l
]

70245089.1

No concise explanation is required since all cited references are in English.

A concise explanation of the relevance of one or more foreign language references is
attached.

No English language version was available for one or more foreign language references.

According to the procedural policy adopted by the PTO with regard to disclosure
requirements, the Applicant is satisfying the disclosure requirement pursuant to MPEP
§ 609.04(a)(Ill) by submitting herewith the following:

|:| An English language version of one or more non-English language documents.

|:| An English language equivalent application or patent of one or more non-English
language applications or patents.

|:| An English language version of one or more search reports or other actions by
one or more foreign patent offices in one or more counterpart foreign
applications, which indicate the degree of relevance found by the foreign
office(s).

|:| An English language abstract of one or more non-English language references.

The Applicant has not analyzed these documents and, therefore, declines to comment
on their relevance at this time.

\'
REMARKS

Pursuant to the doctrines established by the Court of Appeals for the Federal Circuit in
McKesson Information Solutions, Inc. v. Bridge Medical, inc., 487 F.3d 897 (Fed. Cir.
2007) and Dayco Products, Inc. v. Total Containment, Inc., 329 F.3d 1358 (Fed. Cir.
2003), Applicant(s) submit documents herewith reflecting the prosecution history of
applications that Applicant(s) believe may be considered related to the present
application.

In satisfaction of the duty of disclosure under 37 C.F.R. § 1.56, and as required by
M.P.E.P. § 2001.06(b), the Examiner is requested to consider the pending U.S. patent
applications listed in “Attachment A,” which are owned by the Assignee of the present
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application. The pending patent applications may include subject matter similar to that
of the present application.

It is respectfully requested that

(1) the Examiner sign the enclosed Form PTO/SB/08a to evidence that the cited information
has been fully considered by the Patent and Trademark Office during the examination of
this application; and

(2) the citations for the cited information be printed on any patent that issues from this
application.

The submission of this information disclosure statement by the Applicant(s) shall not be
construed as a representation that a search has been performed or that no other material information
under 37 C.F.R. § 1.56 exists. See 37 C.F.R. § 1.97(g).

The submission of this information disclosure statement by the Applicant(s) shall not be
construed as an admission that any information cited or referred to herein is, or is considered to be,
material to the patentability of one or more of the pending claims in this application pursuant to
37 C.F.R. § 1.56(b), unless specifically designated by the Applicant(s) as such. See 37 C.F.R. § 1.97(h).

The submission of this information disclosure statement by the Applicant(s) shall not be
construed as an admission that any information cited or referred to herein is, or is considered to be, or
even qualifies as “prior art” under 35 U.S.C. § 102 with respect to this invention, unless specifically
designated by the Applicant(s) as such.

Notwithstanding any statements by the Applicant(s), the Examiner is urged to form his or her
own conclusion regarding the relevance of the cited information.

Vi
CONCLUSION

The Examiner is encouraged to contact the undersigned attorney to discuss any questions
concerning this information disclosure statement or any of the information cited or referred to herein.

Respectfully submitted 08/30/2019

/Stephanie T. Vu/
Stephanie T. Vu, Reg. No. 73,063
Milan Vinnola, Reg. No. 45,979
Attorney for Applicant
USPTO Customer No. 24030
Polsinelli PC
1401 Lawrence Street, Suite 2300
Denver, CO 80202
Phone: (303) 583-8253
Fax: (720) 294-0187

Page 5 of 5
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ATTACHMENT A
APPLN. NO. 15/964,502
INFORMATION DISCLOSURE STATEMENT
FOR
STATEMENT UNDER MPEP § 2001.06(b)

2019/0231400 08/01/2019 Jackson et al.

16/391,049 04/22/2019 Jackson et al.

EXAMINER DATE CONSIDERED

EXAMINER: Initial if citation considered, whether or not citation is in conformance with MPEP 609; Draw line through
citation if not in conformance and not considered. Include copy of this form with next communication to applicant.

70245014.1
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Sheet 1 of 2

PTO/SB/08A (08-03)
U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE
Substitute for Form 1449A/PTO

INFORMATION DISCLOSURE
STATEMENT BY APPLICANT

(Use as many sheets as necessary)

APPLICATION NO.: FILING DATE:
15/964,502 04/27/2018
INVENTOR(S): ART UNIT:

Roger P. Jackson 3773

EXAMINER NAME: ATTY. DOCKET NO.:

David C. Comstock

JAC023-587198

U.S. PATENT DOCUMENTS

EXAMINER Cite PATENT ISSUE Name of Patentee or Pages, Columns, Lines,
INITIALS* No.! NUMBER DATE Applicant of cited Where Relevant Passages
T T DO Document or Relevant Figures Appear
(if known)
Al 3,963,322 06-1976 Gryctko
A2 6,520,962 02-2003 Taylor et al.
A3 4,528,874 07-1985 Dunn
A4 5,171,279 12-1992 Mathews
AS 2,244,046 06-1941 Bradshaw
A6 6,443,953 09-2002 Perra et al.
A7 5,961,517 10-1999 Biedermann et al.
A8 6,485,491 11-2002 Farris et al.
A9 5,217,497 06-1993 Mehdian
Al0 7,857,834 12-2010 Boschert
All 8,092,494 01-2012 Butler et al.
U.S. PUBLICATION DOCUMENTS
EXAMINER Cite PUBLICATION PUBLICATION Name of Patentee or Pages, Columns, Lines,
INITIALS* No.! NUMBER DATE Applicant of cited Where Relevant Passages
Number - Kind Code’ MM-DD-YYYY Document or Relevant Figures Appear
(if known)
B1 2011/0152947 06-2011 Kirschman
B2 2011/0270321 11-2011 Prevost et al.
70243816.1

Zimvie_Zimmer Biomet v. Jackson
IPR2023-01431; Petitioners’ EX1002

Page 303 of 347



Sheet 2 of 2

FOREIGN PATENT DOCUMENTS

EXAMINER Cite DOCUMENT PUBLICATION Name of Patentee or Pages, Columns,
INITIALS No.! NUMBER DATE Applicant of Cited Lines, Where Relevant T
Country Code™ — MM-DD-YYYY Document Passages or Relevant
Number® - Kind Code® (if Figures Appear
known)

OTHER PRIOR ART - NON PATENT LITERATURE DOCUMENTS

EXAMINEB Cite Include name of Author, title of the article (when appropriate), title of the item (book, magazine,
INITIALS No.' journal, serial, symposium, catalog, etc.), volume-issue number(s), publisher, page(s) and date. T
EXAMINER DATE CONSIDERED

EXAMINER: Initial if citation considered, whether or not citation is in conformance with MPEP 609; Draw line through citation if not
in conformance and not considered. Include copy of this form with next communication to applicant.

N
EXAMINER: Initial if citation considered, whether or not citation is in conformance with MPEP 609. Draw line through citation if not in conformance and not considered. Include copy of this form with next
communication to applicant.

! Applicant’s unique citation number (optional). > See Kinds Codes of USPTO Patent Documents at www.uspto.gov or MPEP 901.04. * Enter Office that issued the document, by the two-letter code (WIPQ
Standard ST.3). * For Japanese patent documents, the indication of the year of the reign of the Emperor must precede the serial number of the patent document. > Kind of document by the appropriate symbols as
indicated on the document under WIPO Standard ST.16 if possible. © Applicant is to place a check mark here if English language Translation is attached.

70243816.1
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Electronic Patent Application Fee Transmittal

Application Number: 15964502

Filing Date: 27-Apr-2018

Title of Invention: MULTI-START CLOSURES FOR OPEN IMPLANTS
First Named Inventor/Applicant Name: Roger P. Jackson

Filer: Stephanie Thien Vu/Danielle Casteel
Attorney Docket Number: JAC023-587198

Filed as Large Entity

Filing Fees for Utility under 35 USC 111(a)

Description Fee Code | Quantity Amount Sul:;;l’;(t;)l in
Basic Filing:
Pages:
Claims:

Miscellaneous-Filing:

Petition:

Patent-Appeals-and-Interference:

Post-Allowance-and-Post-Issuance:

Extension-of-Time:
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Description Fee Code Quantity Amount Sul:j—;l‘;(t:)l in
Miscellaneous:
SUBMISSION- INFORMATION DISCLOSURE STMT 1806 1 240 240
Total in USD ($) 240
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Electronic Acknowledgement Receipt

EFS ID: 37037921
Application Number: 15964502
International Application Number:
Confirmation Number: 5939

Title of Invention:

MULTI-START CLOSURES FOR OPEN IMPLANTS

First Named Inventor/Applicant Name:

Roger P. Jackson

Customer Number:

24030

Filer:

Stephanie Thien Vu/Danielle Casteel

Filer Authorized By:

Stephanie Thien Vu

Attorney Docket Number:

JAC023-587198

Receipt Date: 30-AUG-2019
Filing Date: 27-APR-2018
Time Stamp: 17:55:02

Application Type:

Utility under 35 USC 111(a)

Payment information:

Submitted with Payment yes

Payment Type DA

Payment was successfully received in RAM $240

RAM confirmation Number E20198TH55223443
Deposit Account 501662

Authorized User

Danielle Casteel

The Director of the USPTO is hereby authorized to charge indicated fees and credit any overpayment as follows:

37 CFR 1.16 (National application filing, search, and examination fees)

37 CFR 1.17 (Patent application and reexamination processing fees)
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37 CFR 1.19 (Document supply fees)
37 CFR 1.20 (Post Issuance fees)

37 CFR 1.21 (Miscellaneous fees and charges)

File Listing:
Document s e . File Size(Bytes Multi Pages
Document Description File Name ( yt )V . . 9
Number Message Digest | Part/.zip| (ifappl.)
137932
1 JAC023-587198_Response.pdf yes 11
30d473063e925d35f5fc390fc244c7809923
a%6
Multipart Description/PDF files in .zip description
Document Description Start End
Amendment/Req. Reconsideration-After Non-Final Reject 1 1
Specification 2 2
Claims 3 9
Applicant Arguments/Remarks Made in an Amendment 10 1
Warnings:
Information:
135676
. JAC023-587198_IDSTransmittal
2 Transmittal Letter . no 5
p 3038dcb45a2869babda0d71681527ad 140b
acaal3
Warnings:
Information:
90392
3 Information DFlscIosuSrézosstatement (IDS) JAC023-587198_SOR pdf no 1
orm ( ) aa102048829a38a47b787179819d49a8385|
aa833
Warnings:
Information:
This is not an USPTO supplied IDS fillable form
173261
4 Information Disclosure Statement (IDS) JAC023-587198_SBO8.pdf no 2
Form (SB08)
3bc645fc1dc7e43ba2369372626a3ac9df9|
57cc
Warnings:
Information:

Zimvie_Zimmer Biomet v. Jackson
IPR2023-01431; Petitioners’ EX1002
Page 308 of 347




This is not an USPTO supplied IDS fillable form

30505
5 Fee Worksheet (SB06) fee-info.pdf no 2
1b7d0a7cdeebd3b40390eed00as508c4bS)
aa29ce
Warnings:
Information:
Total Files Size (in bytes)1 567766

This Acknowledgement Receipt evidences receipt on the noted date by the USPTO of the indicated documents,
characterized by the applicant, and including page counts, where applicable. It serves as evidence of receipt similar to a
Post Card, as described in MPEP 503.

New Applications Under 35 U.S.C. 111

If a new application is being filed and the application includes the necessary components for a filing date (see 37 CFR
1.53(b)-(d) and MPEP 506), a Filing Receipt (37 CFR 1.54) will be issued in due course and the date shown on this
Acknowledgement Receipt will establish the filing date of the application.

National Stage of an International Application under 35 U.S.C. 371

If a timely submission to enter the national stage of an international application is compliant with the conditions of 35
U.S.C. 371 and other applicable requirements a Form PCT/DO/EO/903 indicating acceptance of the application as a
national stage submission under 35 U.S.C. 371 will be issued in addition to the Filing Receipt, in due course.

New International Application Filed with the USPTO as a Receiving Office

If a new international application is being filed and the international application includes the necessary components for
an international filing date (see PCT Article 11 and MPEP 1810), a Notification of the International Application Number
and of the International Filing Date (Form PCT/RO/105) will be issued in due course, subject to prescriptions concerning
national security, and the date shown on this Acknowledgement Receipt will establish the international filing date of
the application.
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UNITED STATES PATENT AND TRADEMARK OFFICE

UNITED STATES DEPARTMENT OF COMMERCE
United States Patent and Trademark Office
Address: COMMISSIONER FOR PATENTS

P.O. Box 1450

Alexandria, Virginia 22313-1450

Www.uspto.gov

NOTICE OF ALLOWANCE AND FEE(S) DUE

| EXAMINER |
24030 7590 09/25/2019
POLSINELLI PC COMSTOCK, DAVID C
900 WEST 48TH PLACE
SUITE 900 | ART UNIT PAPER NUMBER |
KANSAS CITY, MO 64112-1895 3773
DATE MAILED: 09/25/2019
APPLICATION NO. FILING DATE FIRST NAMED INVENTOR ATTORNEY DOCKET NO. |  CONFIRMATION NO.
15/964,502 04/27/2018 Roger P. Jackson JAC023-587198 5939

TITLE OF INVENTION: MEDICAL IMPLANT RECEIVERS HAVING DUAL LEAD IN CLOSURE MATING THREAD FORMS

APPLN. TYPE ENTITY STATUS ISSUE FEE DUE PUBLICATION FEE DUE | PREV. PAID ISSUE FEE TOTAL FEE(S) DUE DATE DUE

nonprovisional UNDISCOUNTED $1000 $0.00 $0.00 $1000 12/26/2019

THE APPLICATION IDENTIFIED ABOVE HAS BEEN EXAMINED AND IS ALLOWED FOR ISSUANCE AS A PATENT.
PROSECUTION ON THE MERITS IS CLOSED. THIS NOTICE OF ALLOWANCE IS NOT A GRANT OF PATENT RIGHTS.
THIS APPLICATION IS SUBJECT TO WITHDRAWAL FROM ISSUE AT THE INITIATIVE OF THE OFFICE OR UPON
PETITION BY THE APPLICANT. SEE 37 CFR 1.313 AND MPEP 1308.

THE ISSUE FEE AND PUBLICATION FEE (IF REQUIRED) MUST BE PAID WITHIN THREE MONTHS FROM THE MAILING
DATE OF THIS NOTICE OR THIS APPLICATION SHALL BE REGARDED AS ABANDONED. THIS STATUTORY PERIOD
CANNOT BE EXTENDED. SEE 35 U.S.C. 151. THE ISSUE FEE DUE INDICATED ABOVE DOES NOT REFLECT A CREDIT
FOR ANY PREVIOUSLY PAID ISSUE FEE IN THIS APPLICATION. IF AN ISSUE FEE HAS PREVIOUSLY BEEN PAID IN
THIS APPLICATION (AS SHOWN ABOVE), THE RETURN OF PART B OF THIS FORM WILL BE CONSIDERED A REQUEST
TO REAPPLY THE PREVIOUSLY PAID ISSUE FEE TOWARD THE ISSUE FEE NOW DUE.

HOW TO REPLY TO THIS NOTICE:

I. Review the ENTITY STATUS shown above. If the ENTITY STATUS is shown as SMALL or MICRO, verify whether entitlement to that
entity status still applies.

If the ENTITY STATUS is the same as shown above, pay the TOTAL FEE(S) DUE shown above.

If the ENTITY STATUS is changed from that shown above, on PART B - FEE(S) TRANSMITTAL, complete section number 5 titled
"Change in Entity Status (from status indicated above)".

For purposes of this notice, small entity fees are 1/2 the amount of undiscounted fees, and micro entity fees are 1/2 the amount of small entity
fees.

II. PART B - FEE(S) TRANSMITTAL, or its equivalent, must be completed and returned to the United States Patent and Trademark Office
(USPTO) with your ISSUE FEE and PUBLICATION FEE (if required). If you are charging the fee(s) to your deposit account, section "4b"
of Part B - Fee(s) Transmittal should be completed and an extra copy of the form should be submitted. If an equivalent of Part B is filed, a
request to reapply a previously paid issue fee must be clearly made, and delays in processing may occur due to the difficulty in recognizing
the paper as an equivalent of Part B.

III. All communications regarding this application must give the application number. Please direct all communications prior to issuance to Mail
Stop ISSUE FEE unless advised to the contrary.

IMPORTANT REMINDER: Maintenance fees are due in utility patents issuing on applications filed on or after Dec. 12, 1980.
It is patentee's responsibility to ensure timely payment of maintenance fees when due. More information is available at

www.uspto.gov/PatentMaintenanceFees.
Page 1 of 3
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PART B - FEE(S) TRANSMITTAL
Complete and send this form, together with applicable fee(s), by mail or fax, or via EFS-Web.

By mail, send to: Mail Stop ISSUE FEE By fax, send to:  (571)-273-2885
Commissioner for Patents
P.O. Box 1450
Alexandria, Virginia 22313-1450

INSTRUCTIONS: This form should be used for transmitting the ISSUE FEE and PUBLICATION FEE (if required). Blocks 1 through 5 should be completed where appropriate. All
further correspondence including the Patent, advance orders and notification of maintenance fees will be mailed to the current correspondence address as indicated unless corrected
below or directed otherwise in Block 1, by (a) specifying a new correspondence address; and/or (b) indicating a separate "FEE ADDRESS" for maintenance fee notifications.
Note: A certificate of mailing can only be used for domestic mailings of the
Fee(s) Transmittal. This certificate cannot be used for any other accompanying
papers. Each additional paper, such as an assignment or formal drawing, must
have its own certificate of mailing or transmission.

CURRENT CORRESPONDENCE ADDRESS (Note: Use Block 1 for any change of address)

24030 7590 09/25/2019 Certificate of Mailing or Transmission
POLSINELLI PC 1 hereby certify that this Fee(s) Transmittal is being deposited with the United
States Postal Service with sufficient postage for first class mail in an envelope
900 WEST 48TH PLACE addressed to the Mail Stop ISSUE FEE address above, or being transmitted to
SUITE 900 the USPTO via EFS-Web or by facsimile to (571) 273-288S5, on the date below.
KANSAS CITY, MO 64112-1895 (Tped or primed name)
(Signature)|
(Date)
I APPLICATION NO. I FILING DATE | FIRST NAMED INVENTOR | ATTORNEY DOCKET NO. | CONFIRMATION NO. |
15/964,502 04/27/2018 Roger P. Jackson JAC023-587198 5939
TITLE OF INVENTION: MEDICAL IMPLANT RECEIVERS HAVING DUAL LEAD IN CLOSURE MATING THREAD FORMS
I APPLN. TYPE | ENTITY STATUS | ISSUE FEE DUE | PUBLICATION FEE DUE | PREV. PAID ISSUE FEE | TOTAL FEE(S) DUE | DATE DUE |
nonprovisional UNDISCOUNTED $1000 $0.00 $0.00 $1000 12/26/2019

I EXAMINER | ART UNIT | CLASS-SUBCLASS |
COMSTOCK, DAVID C 3773 606-278000
1. Change of correspondence address or indication of "Fee Address" (37 2. For printing on the patent front page, list
CFR 1.363). (1) The names of up to 3 registered patent attorneys
or agents OR, alternatively, 1

| Change of correspondence address (or Change of Correspondence

Address form PTO/SB/122) attached (2) The name of a single firm (having as a member a

registered attorney or agent) and the names of up to

Q- W . N L 2 registered patent attorneys or agents. If no name is
Fee Address" indication (or "Fee Address" Indication form PTO/ listed, no name will be printed.

SB/47; Rev 03-09 or more recent) attached. Use of a Customer
Number is required.

. ASSIGNEE NAME AND RESIDENCE DATA TO BE PRINTED ON THE PATENT (print or type)

(3}

o8]

PLEASE NOTE: Unless an assignee is identified below, no assignee data will appear on the patent. If an assignee is identified below, the document must have been previously
recorded, or filed for recordation, as set forth in 37 CFR 3.11 and 37 CFR 3.81(a). Completion of this form is NOT a substitute for filing an assignment.

(A) NAME OF ASSIGNEE (B) RESIDENCE: (CITY and STATE OR COUNTRY)

Please check the appropriate assignee category or categories (will not be printed on the patent) : () Individual [ Corporation or other private group entity [ Government

4a. Fees submitted: (Jissue Fee (IPublication Fee (if required) [JAdvance Order - # of Copies
4b. Method of Payment: (Please first reapply any previously paid fee shown above)

[ Blectronic Payment via EFS-Web [ Enclosed check (L) Non-electronic payment by credit card (Attach form PTO-2038)

[ The Director is hereby authorized to charge the required fee(s), any deficiency, or credit any overpayment to Deposit Account No.

5. Change in Entity Status (from status indicated above)

NOTE: Absent a valid certification of Micro Entity Status (see forms PTO/SB/15A and 15B), issue
fee payment in the micro entity amount will not be accepted at the risk of application abandonment.
NOTE: If the application was previously under micro entity status, checking this box will be taken
to be a notification of loss of entitlement to micro entity status.

NOTE: Checking this box will be taken to be a notification of loss of entitlement to small or micro
entity status, as applicable.

M| Applicant certifying micro entity status. See 37 CFR 1.29
| Applicant asserting small entity status. See 37 CFR 1.27

| Applicant changing to regular undiscounted fee status.

NOTE: This form must be signed in accordance with 37 CFR 1.31 and 1.33. See 37 CFR 1.4 for signature requirements and certifications.

Authorized Signature Date
Typed or printed name Registration No.
Page 2 of 3
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UNITED STATES PATENT AND TRADEMARK OFFICE

UNITED STATES DEPARTMENT OF COMMERCE
United States Patent and Trademark Office
Address: COMMISSIONER FOR PATENTS

P.O. Box 1450

Alexandria, Virginia 22313-1450

Www.uspto.gov

| APPLICATION NO. I FILING DATE FIRST NAMED INVENTOR | ATTORNEY DOCKET NO. |  CONFIRMATION NO. |
15/964.502 04/27/2018 Roger P. Jackson JAC023-587198 5939
| EXAMINER |
24030 7590 09/25/2019
POLSINELLI PC COMSTOCK, DAVID C
900 WEST 48TH PLACE
SUITE 900 | ART UNIT PAPER NUMBER |
KANSAS CITY, MO 64112-1895 3773

DATE MAILED: 09/25/2019

Determination of Patent Term Adjustment under 35 U.S.C. 154 (b)
(Applications filed on or after May 29, 2000)

The Office has discontinued providing a Patent Term Adjustment (PTA) calculation with the Notice of Allowance.

Section 1(h)(2) of the AIA Technical Corrections Act amended 35 U.S.C. 154(b)(3)(B)(i) to eliminate the requirement
that the Office provide a patent term adjustment determination with the notice of allowance. See Revisions to Patent
Term Adjustment, 78 Fed. Reg. 19416, 19417 (Apr. 1, 2013). Therefore, the Office is no longer providing an initial
patent term adjustment determination with the notice of allowance. The Office will continue to provide a patent term
adjustment determination with the Issue Notification Letter that is mailed to applicant approximately three weeks prior
to the issue date of the patent, and will include the patent term adjustment on the patent. Any request for reconsideration

of the patent term adjustment determination (or reinstatement of patent term adjustment) should follow the process
outlined in 37 CFR 1.705.

Any questions regarding the Patent Term Extension or Adjustment determination should be directed to the Office of
Patent Legal Administration at (571)-272-7702. Questions relating to issue and publication fee payments should be
directed to the Customer Service Center of the Office of Patent Publication at 1-(888)-786-0101 or (571)-272-4200.
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OMB Clearance and PRA Burden Statement for PTOL-85 Part B

The Paperwork Reduction Act (PRA) of 1995 requires Federal agencies to obtain Office of Management and Budget
approval before requesting most types of information from the public. When OMB approves an agency request to
collect information from the public, OMB (i) provides a valid OMB Control Number and expiration date for the
agency to display on the instrument that will be used to collect the information and (ii) requires the agency to inform
the public about the OMB Control Number’s legal significance in accordance with 5 CFR 1320.5(b).

The information collected by PTOL-85 Part B is required by 37 CFR 1.311. The information is required to obtain
or retain a benefit by the public which is to file (and by the USPTO to process) an application. Confidentiality is
governed by 35 U.S.C. 122 and 37 CFR 1.14. This collection is estimated to take 30 minutes to complete, including
gathering, preparing, and submitting the completed application form to the USPTO. Time will vary depending upon
the individual case. Any comments on the amount of time you require to complete this form and/or suggestions
for reducing this burden, should be sent to the Chief Information Officer, U.S. Patent and Trademark Office,
U.S. Department of Commerce, P.O. Box 1450, Alexandria, Virginia 22313-1450. DO NOT SEND FEES OR
COMPLETED FORMS TO THIS ADDRESS. SEND TO: Commissioner for Patents, P.O. Box 1450, Alexandria,
Virginia 22313-1450. Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection
of information unless it displays a valid OMB control number.

Privacy Act Statement

The Privacy Act of 1974 (P.L. 93-579) requires that you be given certain information in connection with your
submission of the attached form related to a patent application or patent. Accordingly, pursuant to the requirements
of the Act, please be advised that: (1) the general authority for the collection of this information is 35 U.S.C. 2(b)
(2); (2) furnishing of the information solicited is voluntary; and (3) the principal purpose for which the information
is used by the U.S. Patent and Trademark Office is to process and/or examine your submission related to a patent
application or patent. If you do not furnish the requested information, the U.S. Patent and Trademark Office may not
be able to process and/or examine your submission, which may result in termination of proceedings or abandonment
of the application or expiration of the patent.

The information provided by you in this form will be subject to the following routine uses:

1. The information on this form will be treated confidentially to the extent allowed under the Freedom of
Information Act (5 U.S.C. 552) and the Privacy Act (5 U.S.C 552a). Records from this system of records may
be disclosed to the Department of Justice to determine whether disclosure of these records is required by the
Freedom of Information Act.

2. A record from this system of records may be disclosed, as a routine use, in the course of presenting evidence
to a court, magistrate, or administrative tribunal, including disclosures to opposing counsel in the course of
settlement negotiations.

3. A record in this system of records may be disclosed, as a routine use, to a Member of Congress submitting
a request involving an individual, to whom the record pertains, when the individual has requested assistance
from the Member with respect to the subject matter of the record.

4. A record in this system of records may be disclosed, as a routine use, to a contractor of the Agency having
need for the information in order to perform a contract. Recipients of information shall be required to comply
with the requirements of the Privacy Act of 1974, as amended, pursuant to 5 U.S.C. 552a(m).

5. A record related to an International Application filed under the Patent Cooperation Treaty in this system of
records may be disclosed, as a routine use, to the International Bureau of the World Intellectual Property
Organization, pursuant to the Patent Cooperation Treaty.

6. A record in this system of records may be disclosed, as a routine use, to another federal agency for purposes of
National Security review (35 U.S.C. 181) and for review pursuant to the Atomic Energy Act (42 U.S.C. 218(c)).

7. Arecord from this system of records may be disclosed, as a routine use, to the Administrator, General Services,
or his/her designee, during an inspection of records conducted by GSA as part of that agency's responsibility
to recommend improvements in records management practices and programs, under authority of 44 U.S.C.
2904 and 2906. Such disclosure shall be made in accordance with the GSA regulations governing inspection
of records for this purpose, and any other relevant (i.e., GSA or Commerce) directive. Such disclosure shall
not be used to make determinations about individuals.

8. A record from this system of records may be disclosed, as a routine use, to the public after either publication of
the application pursuant to 35 U.S.C. 122(b) or issuance of a patent pursuant to 35 U.S.C. 151. Further, a record
may be disclosed, subject to the limitations of 37 CFR 1.14, as a routine use, to the public if the record was filed
in an application which became abandoned or in which the proceedings were terminated and which application
is referenced by either a published application, an application open to public inspection or an issued patent.

9. A record from this system of records may be disclosed, as a routine use, to a Federal, State, or local law
enforcement agency, if the USPTO becomes aware of a violation or potential violation of law or regulation.
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Attorney Docket No. JAC023-587198

IN THE UNITED STATES PATENT AND TRADEMARK OFFICE

In re Application of:
Inventor(s): Roger P. Jackson
App. No.:  15/964,502

Filed: 04/27/2018

Title: MEDICAL IMPLANT RECEIVERS
HAVING DUAL LEAD IN CLOSURE

MATING THREAD FORMS

Conf. No.: 5939

Art Unit: 3773

Examiner: David C. Comstock

AMENDMENT AFTER ALLOWANCE UNDER 37 C.F.R. § 1.312

MAIL STOP AF
Commissioner for Patents
P.O. Box 1450

Alexandria, VA 22313-1450

Sir/Madam:

In response to the Notice of Allowance dated September 25, 2019, please amend the

above-identified application as follows:

Amendments to the Claims begin on page 2 of this paper.

Remarks begin on page 6 of this paper.

Zimvie_Zimmer Biomet v. Jackson
IPR2023-01431; Petitioners’ EX1002
Page 327 of 347



Electronic Acknowledgement Receipt

EFS ID: 37543157
Application Number: 15964502
International Application Number:
Confirmation Number: 5939

Title of Invention:

MEDICAL IMPLANT RECEIVERS HAVING DUAL LEAD IN CLOSURE MATING
THREAD FORMS

First Named Inventor/Applicant Name:

Roger P. Jackson

Customer Number:

24030

Filer:

Stephanie Thien Vu/Danielle Casteel

Filer Authorized By:

Stephanie Thien Vu

Attorney Docket Number:

JAC023-587198

Receipt Date: 23-0CT-2019
Filing Date: 27-APR-2018
Time Stamp: 17:28:40

Application Type:

Utility under 35 USC 111(a)

Payment information:

Submitted with Payment no
File Listing:
Document .. . File Size(Bytes)/ Multi Pages
Number Document Description File Name Message Digest | Part/.zip| (if appl.)

113350

JAC023-587198_312-

9
Amendment.pdf yes

329bbc56494be454c8801092c060dc1 1aad]
663c

Zimvie_Zimmer Biomet v. Jackson
IPR2023-01431; Petitioners’ EX1002
Page 328 of 347




Multipart Description/PDF files in .zip description
Document Description Start End
Applicant Arguments/Remarks Made in an Amendment 9 9
Claims 2 8
Amendment after Notice of Allowance (Rule 312) 1 1
Warnings:
Information:
Total Files Size (in bytes)1 113350

This Acknowledgement Receipt evidences receipt on the noted date by the USPTO of the indicated documents,
characterized by the applicant, and including page counts, where applicable. It serves as evidence of receipt similar to a
Post Card, as described in MPEP 503.

New Applications Under 35 U.S.C. 111

If a new application is being filed and the application includes the necessary components for a filing date (see 37 CFR
1.53(b)-(d) and MPEP 506), a Filing Receipt (37 CFR 1.54) will be issued in due course and the date shown on this
Acknowledgement Receipt will establish the filing date of the application.

National Stage of an International Application under 35 U.S.C. 371

If a timely submission to enter the national stage of an international application is compliant with the conditions of 35
U.S.C. 371 and other applicable requirements a Form PCT/DO/EO/903 indicating acceptance of the application as a
national stage submission under 35 U.S.C. 371 will be issued in addition to the Filing Receipt, in due course.

New International Application Filed with the USPTO as a Receiving Office

If a new international application is being filed and the international application includes the necessary components for
an international filing date (see PCT Article 11 and MPEP 1810), a Notification of the International Application Number
and of the International Filing Date (Form PCT/RO/105) will be issued in due course, subject to prescriptions concerning
national security, and the date shown on this Acknowledgement Receipt will establish the international filing date of
the application.

Zimvie_Zimmer Biomet v. Jackson
IPR2023-01431; Petitioners’ EX1002
Page 329 of 347




Attorney Docket No. JAC023-587198

REMARKS

This Amendment is submitted under 37 CFR § 1.312 after the September 25, 2019,
mailing date of the Notice of Allowance and prior to the payment of the issue fee. Consideration
of the foregoing amendments and the following remarks, and entry of this paper, is respectfully

requested.

Claims 1-11, 15-25 and 31-36 were pending and have been allowed. Claims 1, 7, 23, 32

and 36 have been amended.

The present amendment is submitted under 37 CFR § 1.312 in order to make minor
clarifying amendments to certain language in the claims. Such amendments do not broaden the
scope of the claims, nor do they require further search or consideration. The Applicant
respectfully submits that the entering of the amendments does not require a substantial amount
of additional work on the part of the Office and requires no more than a cursory review. As such,

entry of the amendment is respectfully requested.

If the Examiner feels that any further discussions about this case would be beneficial,
the Examiner is invited to contact the undersigned. It is believed that no fees are due in
connection with this filing. However, the Commissioner is authorized to charge any additional

fees, including claims fees or other relief which may be required, to Deposit Account 50-1662.

Respectfully submitted,

Dated: _10/23/2019 /Stephanie T. Vu/
Stephanie T. Vu, Registration No. 73,063
Milan M. Vinnola, Registration No. 45,979
Attorney for Applicant
USPTO Customer No. 24030
POLSINELLI PC
900 W. 48™ P!, Suite 900
Kansas City, Missouri 64112
uspi@polsingii com
Tel: 720-931-8134
Fax: 816-753-1536

70910895
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AMENDMENTS TO THE CLAIMS

The listing of claims will replace all prior versions, and listings, of claims in the

application:

1. (Currently Amended) A medical implant assembly comprising:

a receiver having a first arm and a second arm spaced apart from each other by a rod-
receiving channel, the first arm and the second arm each having a top surface and an inner
surface having a first thread on the first arm and a second thread on the second arm comprising
discontinuously helically wound threads being symmetrically and diametrically opposed to each
other and extending up to the top surface on each arm, the opposed discontinuously helically
wound threads forming a dual lead in closure starting arrangement for the receiver,

a closure having a longitudinal axis with an outer surface having a first continuously
helically wound thread form and a second continuously helically wound thread form, the first
continuously helically wound thread form having a first start structure with a leading face surface
extending below a first upper loading surface disposed between a root and a crest of the first
continuously helically wound thread form, the second continuously helically wound thread form
having a second start structure with a leading face surface extending below a second upper
loading surface disposed between a root and a crest of the second continuously helically wound
thread form, the leading face surface on each of the first start structure and the second start
structure including at least one curvate surface;

[[a]] the channel fermed-by positioned between the first arm and the second arm and
opening onto the top [[side]] surface, the channel adapted to receive a longitudinal connecting
member, the channel closeable with the closure having an axis of rotation;

first interd : : q ;
a-second-interior surface-of-the-second-arm;

[[a]] the first discontinuously helically wound thread form on the firstinterior inner surface
of the first arm;-the-first discontinuoushy-helically wound-thread form having a first lower loading
surface, the first start structure being rotatably advanceable under the first discontinuously
helically wound thread form and the first lower loading surface being mateable with the first
upper loading surface; and

[[a]] the second discontinuously helically wound thread form on the secend-nterior inner
surface of the second arm-the-second-discontindoushy-helicathwound-thread-form having a

second lower loading surface, the second start structure being rotatably advanceable under the
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second discontinuously helically wound thread form and the second lower loading surface being
mateable with the second upper loading surface, a rotation of the closure about the axis of
rotation between the first arm and the second arm causing a simultaneous advancement of the
first start structure under the first discontinuously helically wound thread form and the second
start structure under the second discontinuously helically wound thread form and a mating of the
first and second lower loading surface with the first and second upper loading surface,
respectively, the closure rotationally advanceable within the channel until the closure locks the

longitudinal connecting member within the channel.

2. (Previously Presented) The medical implant assembly of claim 1, further comprising:

a guide tool having a first guide arm and a second guide arm detachably attached to the
receiver;

a third discontinuously helically wound thread form on the first guide arm; and

a fourth discontinuously helically wound thread form on the second guide arm, the first
start structure threadably engageable with the third discontinuously helically wound thread form
simultaneously with the second start structure threadably engageable with the fourth
discontinuously helically wound thread form when the closure is rotated between the first guide
arm and the second guide arm, the third discontinuously helically wound thread form and the
fourth discontinuously helically wound thread form adapted to transfer the closure between the

guide tool and the receiver.

3. (Previously Presented) The medical implant assembly of claim 1, wherein the first
continuously helically wound thread form and the second continuously helically wound thread

form are each flange forms.

4, (Previously Presented) The medical implant assembly of claim 1, wherein the first
continuously helically wound thread form and the second continuously helically wound thread

form are each one of: v-threads, square threads, reverse angle threads, or buttress threads.

5. (Previously Presented) The medical implant assembly of claim 1, wherein the first start
structure is disposed at a diametrically opposite location on the closure from the second start

structure.

6. (Previously Presented) The medical implant assembly of claim 1, wherein each of the
continuously first and the second helically wound thread form is disposed at a top of the closure,

the first helically wound thread form and the second helically wound thread form each extending

3
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along the outer surface of the closure to a bottom of the closure and ending at the first and the

second start structure, respectively.

7. (Currently Amended) A medical implant assembly comprising:

a receiver having a first arm and a second arm spaced apart from each other by a rod-
receiving channel, the first arm and the second arm each having a top surface and an inner
surface having a first thread on the first arm and a second thread on the second arm comprising
first and second discontinuously helically wound threads, respectively, being symmetrically and
diametrically opposed to each other and extending up to the top surface on each arm, the
opposed discontinuously helically wound threads forming a dual lead in closure starting
arrangement for the receiver;

a closure having a first continuously helically wound thread form and a second
continuously helically wound thread form, the first continuously helically wound thread form
having a first start structure and a first loading surface extending between a root and a crest of
the first continuously helically wound thread form, the second continuously helically wound
thread form having a second start structure and a second loading surface extending between a
root and a crest of the second continuously helically wound thread form, each of the first start
structure and the second start structure having a leading face surface extending below each
closure loading surface and including at least a partial concave surface;

[[a]] the channel being formed by the first arm and the second arm, the channel
closeable with the closure having an axis of rotation;

a-secondHnteriorsurface-of-the-second-arm;

[[a]] the first discontinuously helically wound thread form on the firstinterior inner surface
of the first arm;-the-first discontinuoushy-helically wound-thread-form having a first discontinuous
loading surface, the first start structure rotatable under the first discontinuously helically wound
thread form and the first discontinuous loading surface mateable with the closure first loading
surface; and

[[a]] the second discontinuously helically wound thread form on the second-interior inner
surface of the second arm-the-second-discontindously-helicallywound-thread-form having a
second discontinuous loading surface, the second start structure rotatable under the second
discontinuously helically wound thread form and the second discontinuous loading surface
mateable with the closure second loading surface, a rotation of the closure about the axis of

rotation between the first arm and the second arm causing the first start and the second start
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structures to simultaneously rotatably advance under the first discontinuously helically wound
thread form and the second discontinuously helically wound thread form, respectively, the
closure rotationally advanceable within the channel until a rod positioned lecked within the
channel s locked therein.

8. (Original) The medical implant assembly of claim 7, wherein the closure has a bottom

surface that is closed.
9. (Original) The medical implant assembly of claim 8, wherein the bottom surface is flat.

10. (Previously Presented) The medical implant assembly of claim 7, wherein the first
continuously helically wound thread form and the second continuously helically wound thread

form are each one of: v-threads, square threads, reverse angle threads, or buttress threads.

11. (Previously Presented) The medical implant assembly of claim 7, wherein the first
continuously helically wound thread form and the second continuously helically wound thread

form are each flange forms.

12. — 14. (Cancelled)

15. (Previously Presented) The medical implant assembly of claim 1, wherein the at least
one curvate surface of both the first start structure and the second start structure is defined by
at least one radius of curvature, the at least one radius of curvature being less than a radius of

curvature for an outer surface on the crest of the first continuously helically wound thread form.

16. (Previously Presented) The medical implant assembly of claim 1, wherein the at least
one curvate surface of both the first start structure and the second start structure is defined by
at least one radius of curvature, the at least one radius of curvature being less than a radius of
curvature for an outer surface on the crest of the second continuously helically wound thread

form.

17. (Previously Presented) The medical implant assembly of claim 1, wherein the at least

one curvate surface includes both a convex surface and concave surface.

18. (Previously Presented) The medical implant assembly claim of 17, wherein both of the
concave surface and the convex surface of the first start structure are positioned between the

root and the crest of the first continuously helically wound thread form, and wherein both of the

5
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concave surface and the convex surface of the second start structure are positioned between

the root and the crest of the second continuously helically wound thread form.

19. (Previously Presented) The medical implant assembly of claim 17, wherein a radius of
curvature of the convex surface is substantially equal to a radius of curvature of the concave

surface.

20. (Previously Presented) The medical implant assembly of claim 17, wherein each of the

first start structure and the second start structure includes a bottom beveled surface.

21. (Previously Presented) The medical implant assembly of claim 18, wherein the concave
surface is adjacent the root and the convex surface is adjacent the crest of the first and second

start structures for the first and second continuously helically wound thread form, respectively.

22. (Previously Presented) The medical implant assembly of claim 1, wherein the first and
second start structure leading face surfaces are at least partially planar surfaces parallel with

respect to each other.

23. (Currently Amended) A medical implant assembly comprising:

a receiver having a first arm and a second arm spaced apart from each other by a rod-
receiving channel, the first arm and the second arm each having a top surface and an inner
surface having a first thread on the first arm and a second thread on the second arm comprising
first and second discontinuously helically wound threads, respectively, being symmetrically and
diametrically opposed to each other and extending up to the top surface on each arm, the
opposed discontinuously helically wound threads forming a dual lead in closure starting
arrangement for the receiver;

a closure having a first continuously helically wound thread form and a second
continuously helically wound thread form, each of the first continuously helically wound thread
form and the second continuously helically wound thread form being a reverse angle thread, the
first continuously helically wound thread form having a first start structure and a first upper
loading surface extending between a root and a crest of the first continuously helically wound
thread form, the second continuously helically wound thread form having a second start
structure and a second upper loading surface extending between a root and a crest of the
second continuously helically wound thread form, each of the first start structure and the second
start structure having a leading face extending below their respective upper loading surfaces,

each leading face including at least a partial concave surface and a partial convex surface;

6
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[[a]] the channel being formed by the first arm and the second arm [[and]] opening onto
the top [[side]] surface, the channel adapted to receive a rod lengitudinal-connesting-member,
the channel closeable with the closure having an axis of rotation;

first intor : : . ;
a-second-interior surface-of-the-second-arm;

[[a]] the first discontinuously helically wound thread form on the firstinterior inner surface
of the first armthe-first-discontinuoushy-helicaly-wound-thread-form being a reverse angle
thread having a first lower loading surface, the first start structure rotatable under the first
discontinuously helically wound thread form and the first lower loading surface threadably
engageable to the first upper loading surface; and

[[a]] the second discontinuously helically wound thread form on the secend-interior inner
surface of the second arm-the-second-discontindoush-helicallywound-thread-form being a
reverse angle thread having a second lower loading surface, the second start structure rotatable
under the second discontinuously helically wound thread form and the second lower loading
surface threadably engageable to the second upper loading surface, a rotation of the closure
about the axis of rotation between the first arm and the second arm causing a simultaneous
mating of the first continuously helically wound thread form with the first discontinuously helically
wound thread form and the second continuously helically wound thread form with the second
discontinuously helically wound thread form, the closure rotationally advanceable within the

channel until the closure locks the rod received longitudinal-connesting-member within the

channel.

24, (Previously Presented) The medical implant assembly of claim 23, wherein the concave
surface is adjacent the root and the convex surface is adjacent the crest for each of the first and

second continuously helically wound thread forms.

25. (Previously Presented) The medical implant assembly of claim 23, wherein the first start
structure is disposed at a diametrically opposite location on the closure from the second start

structure.
26. — 30. (Cancelled)

31. (Previously Presented) The medical implant assembly of claim 1, wherein each of the at

least one curvate surfaces is substantially parallel to the closure longitudinal axis.
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32. (Currently Amended) The medical implant assembly of claim 1, wherein each of the at

least one eurvates curvate surface includes both a convex surface and concave surface.

33. (Previously Presented) The medical implant assembly of claim 1, wherein each of the at

least one curvate surfaces is a concave surface.

34. (Previously Presented) The medical implant assembly of claim 1, wherein the closure
first continuously helically wound thread form includes a first lower surface disposed between
the root and the crest and the closure second continuously helically wound thread form includes
a second lower surface disposed between the root and the crest, and wherein the leading face
surface of the first start structure extends between the first upper surface and the first lower
surface and the leading face surface of the second start structure extends between the second

upper surface and the second lower surface.

35. (Previously Presented) The medical implant assembly of claim 34, wherein each of the
leading face surfaces of the first start structure and the second start structure include at least a

partial planar surface.

36. (Currently Amended) The medical implant assembly of claim 1, wherein the receiver
first arm and the second arm top [[side]] surface each include a breakoff extension with an
terior inner surface having a discontinuously helically wound thread form, the first arm breakoff
extension thread form being continuous with the first discontinuously helically wound thread
form on the firstinterior inner surface of the first arm and the second arm breakoff extension
thread form being continuous with the second discontinuously helically wound thread form on
the second-interior inner surface of the second arm.
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