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Foreword 

The Interdepartmental Screw Thread Committee (ISTC) was established to promote uniformity in 
screw-thread standards in the Department of Defense (including the Departments of the Army, Navy, and 
Air Force) and the Department of Commerce. The organization and functions of the ISTC are shown in its 
charter. 

The ISTC shall be responsible for (1) recommending to appropriate activities research and development 
efforts relating to screw threads; (2) developing standards for screw threads; (3) participating in the develop-
ment of standards for gages, dies, taps, and other items associated with the manufacture and use of inter-
changeable threaded parts employed by Government agencies; and (4) providing advisory services on science, 
technology, and standards of practice as these relate to screw threads. 

The standards developed by the ISTC, on approval by the participating Departments and Agencies, 
are published in Handbook H28. The standards in Handbook H28 are revised as deemed necessary by the 
ISTC. 

This 1969 issue of Part I is being published essentially to incorporate the changes in Part I made by the 
1963 Supplement and to revise the sections on Nomenclature, and Gages and Gaging to be in general agreement 
with USA Bl.7-1965 and USA Bl.2-1966. 

Handbook H28 is issued in 3 parts. This Part, Part I, contains information on Unified and Unified mini-
ature screw threads. Part II contains information on pipe threads, including dryseal pipe threads; gas cylinder 
valve threads; hose coupling, including fire-hose coupling threads; and hose connections for welding and 
cutting equipment. Part III contains information on Acme, Stub-Acme, Buttress, and miscellaneous threads. 

At this time, the latest issues of Parts II and III are those of 1957 identified by a block on the cover 
stating "Reprinted December 1966 with corrections". These two parts include the changes to the respective 
parts listed in the 1963 Supplement to H28. 

In this 1969 issue of Part I, sections are being designated by arabic instead of roman numerals. Ap-
pendixes are designated by an arabic number preceded by A. To allow insertion of section 4 on UNJ threads, 
section I, Introduction, of the 1957 issue is included but without a section designation. Former sections II, 
III, and IV have been renumbered as sections 1, 2, and 3. 

In this 1969 issue of Part I, when designating tables and figures, a number is only used once. For example, 
if a figure is designated figure 2.1, there will be no table 2. 1. 

In 1966, the American Standards Association (ASA) changed its name to the United States of America 
Standards Institute (USASI). In October 1969, USASI changed its name to the American National Standardl:) 
Institute (ANSI). 

All references to USASI herein will apply to the American National Standards Institute (ANSI). Prepara-
tion for printing of Handbook H28 has progressed too far to make the changes in name throughout the Hand-
book. 

ARTHUR G. STRANG, Chairman, 
Interdepartmental Screw Thread Committee 

iii 
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llrrlaration of accord 
\\lith rtsptct to tht 

'llnification of £,crcl\1 ~hrcads 

Jt is hcrtb)! dtclartd that tht undtrsigntd, rcpre,smtatincs of thcir <Boncrnmrnt 
and Jndustr)! )Sodiu, chargtd \\lith the dt\ltlopmmt of standards for scrt\\1 
thrrads, £1.grtt that tht standards for the iinifitd ~crc\\1 1:hrtads gi\ltn in tht 
publications of tht <rommitttts of the )British ~tandards Jnstitntion, <ranadian 
£,tandards £1.s.sociation, £1.mmnm ~tandards £1.s.sociation and of tht Jntcrdt~ 
partmmtal £,crt\\11:hrtad ctommitttt fulfill all of the basic rrquirrmmts for 
gtncral intcrchangtability of threaded products made in accordanct \\lith an)! of 
the.st .standards. 

1!:ht )Bodies noted abo\lt \\Jill maintain continuous cooperation in the 
fnrthcr dtntlopmcnt and rxtmsion of these standards. 

£,igncd in ~ashingtQn, B. er., thiS 1sth da!! of llloncmbcr, 191s, at tht 
Rational )Surtau of £,tandards of the iinittd ~tatt.s. 

fflini.Stry of 1tradt and (tommttct, 3Bominion of O:anada 
(tanadian ~tandards 9.s.sociation 
fflini.Stry of ~upply, tinittd 1liingdom 
~riti.sh ~tandards .1n.stitution 
1Rtprtsmtati\lt of ~riti.sh .1ndu.stry 
Jlational ~nrcau of ~tandllrds 
ti. ~- 3Brpartmmt of (tommttct . 
.1ntttdtpartmmtal ~crt\\l 1thm1d (tommitttt 
2lmttican ~tandards 21.s.sociation 
1tht 2lmttican ~ocitt)! of ffltchanical £nginw.s 
~ocitty of 2lutomoti\lt £nginttt.s 
~pon.sor.s (touncil of tinittd ~tatts and ilnittd 
1liingdom on the tlnification of ~crt\\l 1thrtads 

Zimvie_Zimmer Biomet v. Jackson 
IPR2023-01432; Petitioners’ EX1024 

Page 5 of 44



APPROVAL BY 

THE DEPARTMENTS OF DEFENSE AND COMMERCE 

The accompanying Handbook H28 (1969), Part I, on Screw-Thread 

Standards for Federal Services , submitted by the Interdepartmental 

Screw Thread Connnittee, is hereby approved for use by the 

Departments of Defense and Commerce . 

FOR THE DEPARTMENT OF DEFENSE: 

q(~0~~:1. USAF 
Director for Standardization 
Department of Defense 

FOR THE DEPARTMENT OF COMMERCE: 

LEWIS M. BRANSCOMB 
Director 
National Bureau of Standards 
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INTRODUCTION 
The purpose of Handbook H28 is to present com-

plete dimensional data for the threads on the 
threaded products procured by the Federal Services. 
So far as practicable, these data are intended to 
conform to generally accepted commercial practice, 
although certain special requirements of the Federal 
Services necessitate the inclusion of some standards 
not generally applicable outside of the Government. 
References are cited throughout the text to the 
standards promulgated by the United States of 
America Standards Institute (USASI) and to such 
other published standards as are in agreement with 
the specifications herein. 

The personnel of the Interdepartmental Screw 
Thread Committee is as follows: 
Representing the Department of Defense: 

MR. M. A. FORD, Office of the Assistant Secretary of De-
fense (Installations and Logistics), 6th Floor, Lynn 
Building, 1111 North 19th Street, Arlington, Virginia 
22209 

Representing the Department of the Army: 
MR. M. L. FRUECHTENIClIT, Metrology Engineering 

Division, Army Metrology and Calibration Center, 
Redstone Arsenal, Alabama 35809 

MR. IRWIN S. ROSEN, U.S. Army Mobility Equipment 
Command, SMEFB-RDE-KM, Fort Belvoir, Virginia 
22060 

Alternate: 
MR. J. WILLIAM P. BEAVER, U.S. Army Mobility Equip-
ment Command, SMEFB-RDE-KC, Fort Belvoir, 
Virginia 22060 

Representing the Devartment of the N auy: 
MR. GARLAND NORMAN, Code: AIR-530323, Naval Air 

Systems Command, Department of the Navy, Wash-
ington, D.C. 20360 

MR. JAMES E. WALTER, Code: AIH.~52021C, Naval Air 
Systems Command, Department of the Navy, Washing-
ton, D.C. 20360 

Alternate: 
MR. HARRY L. BREUCKER, Weapons Engit1eering Stand-

ardization Office, Naval Air Engineering Center (X-22), 
Department of the Navy, Philadelphia, Pennsylvania 
19112 

Representing the Department of the Air Force: 
MR. F. L. CALKINS, ASD (ASNPS-30), Wright-Patterson 

AFB, Ohio 45433 
MR. FRANK A. HANNON, ASD (ASNFS-:30), Wright-

Patterson AFB, Ohio 45433 
Representing the Department of Commerce: . -, 

MR. A.G. STRANG, Chairman of ISTC, Chief, Engineering 
Metrology Section, National Bureau of Standards, Rm. 
Al07, MET Bldg., Washington, D.C. 20234 

MR. J. R. REES, Secretary of ISTC, Engineering Metrology 
Section, National Bureau of Standards, Rm. A107, ME'l' 
Bldg., Washington, D.C. 20234 

Liaison Representatives of Standards Committees Organized 
Under the Procedures of the United States o.f America 
Standards Institute ( U SAS/) and Sponsored by The American 
Society of Mechanical Engineers, the Society of Automotive 
Engineers, and the American Gas Association: 

(The membership of the Industry Liaison H.epresent,atives 
on the USA Standards Committees closely allied wit,h 
Screw Thread Standardization is shown following the 
representative's name and address. The titles of these 

USA Standards Committees are: 
Bl on the Standardization and Unification of Screw 

Threads 
B2 on the Standardizat.ion of Pipe and Hose Coupling 

Threads 
BIS on the Standardization of Bolts, Nut-s, Rivets, 

Screws, and Similar Fasteners. 
B47 on the Standardization of Gage Blanks 
B87 on Decimalized Measure 
B89 on Dimensional Metrology.) 

i\1R. C. T. APPLETON, Causeway Street, Jefferson, Massa-
chusetts 0li522 (Member of USASI Committees Bl and 
B47) 

MR. T. C. B1WMGARTN)<]R, Manager, Engineering, Standard 
Pressed Steel Co., Jenkintown, Pennsylvania 19046 (Mem-
ber of USASI Committee Bl) 

MR. RICHARD B. BELFORD, Technical Director, Industrial 
Fasteners Institute, 1505 East Ohio Building, 1717 East 
9th Street, Cleveland, Ohio 44114 (Member of USASI 
Committees Bl and BIS) 

MR. A. H.. BREED, Technical Director, The Lamson 
& Sessions Co., 5000 Tiedeman Road, Cleveland, Ohio 
44144 (Member of USASI Committees Bl8 and B87) 

MR. JOHN F. CRAMER, Chief, Standards and Specifications, 
The Boeing Company, P.O. Box 3999, Seattle, Washing-
ton 98124; Representing the National Aerospace Stand-
ards Committee of the Aerospace Industrie.5 Association 
of America, Inc. (Member of USASI Committees Bl 
and BIS) 

MR. D. J. EMANUEL-LI, Greenfield Tap & Die, a United-
Greenfield Division of TRW, Inc., Greenfield, Massachu-
setts 01301 (Member of USASI Committee Bl) 

l\1R. J. K. EMERY, The Van KeurenCompany, 176 Waltham 
Street, Watertown, Massachusetts 02172 (Member of 
USASI Committee B89) 

MR. W. E. HAY, The Pipe Machinery Company, 29100 
Lakeland Boulevard, Wickliffe, Ohio 44092 (Member of 
USASI Committees Bl, B2, B47, and B89) 

MR. ERNEST J. HELDMANN, Chief Engineer and Director, 
H.. & D., The Holo-Krome Company, P.O. Box 98, 
Elmwood Branch, Hartford, Connecticut 06110 (Member 
of USASI Committees Bl and BIS) 

l\1R. S'l'ANLEY G. JOHNSON, The Johnson Gage Company, 
534 Cottage Grove Road, Bloomfield, Connecticut 06002 
(Member of USASI Committees Bl and B47) 

MR. S. I. KANTER, Chief Engineer and Research Director, 
The Hanson-Whitney Company, Hartford, Connecticut 
06101 {Member of USASI Committees Bl and B47) 

MR. D. H. SECORD, Pratt and Whitney Aircraft Division, 
Engineering Building 3NW, East Hartford, Connecticut 
06108; Representing the Air Breathing Propulsion Com-
mittee of the Aerospace Industries Association of Amer-
ica, Inc. (Member of USASI Committee Bl) 

MR, F. P. TrncH, Executive Engineer, Voi--Shan, a Division 
of VSI Corporation, P.O. Box 512, Culver City, Cali-
fornia 90231 (Member of USASI Committees Bl and 
B18) 

MR. IL P. TROWBRIDGE, Director, Engineering Standards 
Hection, Engineering Staff, General Motors Corporation, 
General Motors Technical Center, Warren, Michigan 
48090 ( Member of USASI Committees B 1 and Bl8) 

MR. J.E. WATSON, Pratt,&Whitney, CuttingToolandGage 
Division of Colt Industries, West Hartford, Connecticut 
06101 (Member of USASI Committees Bl, B2, B47, and 
B89) 

xi 
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UNITED STATES DEPARTMENT OF COMMERCE 
NATIONAL BUREAU OF STANDARDS 

HANDBOOK H28 

SCREW-THREAD STANDARDS 

FOR FEDERAL SERVICES 

SECTION 1 

1969 
NOMENCLATURE, DEFINITIONS, AND 

LETTER SYMBOLS FOR SCREW THREADS 
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This section is in general agreement with United 
States of America Standards Institute Standard 
USA Bl.7, Nomenclature, Definitions, and Letter 
Symbols for Screw Threads, published by The Amer-
ican Society of Mechanical Engineers, United Engi-
neering Center, 345 East 47th Street, New York, 
N.Y. 10017. The latest revision should be consulted 
when referring to this USA standard. As of date of 
issue of this section, USA Bl.7-1965 is the latest 
revision. For further related definitions, see USA 
Bl8.12, Glossary of Terms for Mechanical Fasteners. 

l. GENERAL 
1. 1. The purpose of this section is to establish 

uniform practices with regard to: (1) Screw-thread 
nomenclature, and (2) letter symbols for designating 
dimensions of screw threads for use on drawings, in 
tables of dimensions which set forth dimensional 
standards, and- in other records, and for expressing 
mathematical relationships. 

1.2. This section consists of a glossary of terms, 
tables of screw-thread dimensional symbols, illus-
trations showing the application of dimensional 
symbols, tables of thread series and dimensional 
designations, and an index. 

1.3. Typography.-In accordance with the usual 
practice in published text, letter symbols and letter 
subscripts, whether upper or lower case, should be 
printed in italic type. An exception is Greek letters; 
Greek capital letters are always vertical, and lower 
case always resembles italics. In manuscripts this is 
indicated by underlining each symbol to be italicized. 
Coefficients, numeral subscripts, and exponents 
should be printed in vertical Arabic numerals. 
Standard mathematical notation should be followed. 

2. DEFINITIONS OF TERMS 
2.1. The terms commonly applied to screw threads 

may be classified in four general groups, namely, 
those relating to: (1) types of screw threads, (2) 
size and fit of mechanical parts in general, (3) geo-
metrical elements of both straight and taper screw 
threads, and (4) dimensions of screw threads. 

The definitions presented herein apply generally 
to theoretically correct leads and thread forms but 
also reflect practical considerations relative to pro-
duction, gaging, and measurement of threads. With 
a few obvious exceptions the definitions appli gener-
ally to all forms of thread. 

3. TERMS RELATING TO TYPES OF 
SCREW THREADS 

3.1. Screw threads and the terms generally ap-
plied to designate the types of screw threads, are 
defined as follows: 

3.2. ScREW THREAD.-A screw thread (herein-
after referred to as a thread), is a ridge, usually 
of uniform section and produced by forming a 
groove in the form of a helix on the external or 
internal surface of a cylinder, or in the form of 
a conical spiral on the external or internal surface 

of a cone or frustum of a cone. A screw thread 
formed on a cylinder is known as a straight or parallel 
thread, to distinguish it from a taper thread which 
is formed on a cone or frustum of a cone. 

3.3. THREAD.-A thread is a portion of a screw 
thread encompassed by one pitch. On a single-start 
thread it is equal to one turn. (See par. 6.5 Threads 
per Inch and par. 6.6 Turns per Inch.) 

3.4. SINGLE-START THREAD.-A single-start thread 
is one having the lead equal to the pitch. (See par. 
6.2 Pitch and par. 6.3 Lead.) · 

3.5. MULTIPLE-START THREAD.-A multiple-start 
thread is one in which the lead is an integral multiple 
(other than one) of the pitch. 

3.6. EXTERNAL THREAD.-An external thread 1s 
one on a cylindrical or conical external surface. 

3.7. INTERNAL THREAD.-An internal thread is 
one on a cylindrical or conical internal surface. 

3.8. RIGHT-HAND THREAD.-A thread is a right-
hand thread if, when viewed axially, it winds in a 
clockwise and receding direction. A thread is con-
sidered to be right-hand unless specifically indicated 
otherwise. 

3.9. LEFT-HAND THREAD.-A thread is a left-hand 
thread if, when viewed axially, it winds in a counter-
clockwise and receding direction. All left-hand 
threads are designated LH. 

3.10. COMPLETE THREAD.-The complete or full 
form thread is that cross section of a threaded 
length having full form at crest and root. (See par. 
3.14 Effective Thread, par. 6.26 Length of Complete 
Thread.) 
NOTE: Formerly in pipe thread terminology this was referred 
to as "the perfect thread" but that is no longer considered 
desirable. 

3.11. INcOMPLE'l'E THREAD.-An incomplete 
thread is a threaded profile having either crests or 
roots, or both crests and roots, not fully formed, 
resulting from their intersection with the cylindrical 
or end surface of the work or the vanish cone. It 
may occur at either end of the thread. 
NOTE: Formerly in pipe thread terminology this was referred 
to as "the imperfect thread" but that is no longer considered 
desirable. 

3.12. LEAD-THREAD.-The lead-thread is that por-
tion of the incomplete thread that is fully formed 
at root but not fully formed at crest which occurs 
at the entering end of either external or internal 
threads. (See note at par. 6.26.) 

3.13. VANISH THREAD.-(Partial Thread, Wash-
out Thread, or Thread Run-out.) A vanish thread 
is that portion of the incomplete thread which is 
not fully formed at root or at crest and ·root. It is 
produced by the chamfer at the starting end of the 
thread forming tool. (See par. 5.28 Vanish Cone.) 
NOTE: Threads produced employing a cam actuated single 
tool process (frequently referred to as the Cridan process) or 
by a process employing similar type equipm1mt, may have 
fully formed roots which .run out on a vanish cone which is 
formed by the tool withdrawal pattern. 

3.14. EFFECTIVE THREAD.-The effective (or use- -
ful) thread includes the complete thread, and those 
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portions 9f the incomplete thread· which are fully 
formed at the root but not at the crest (in taper 
pipe threads this includes the so-called black crest 
threads); thus excluding the vanish thread. 

3,.1-5. TOTAL THREAD.~The total thread includes 
~he co~plete and. all of the incomplete thread; thus 
mcluding the vamsh thread. 

3.16. CLASSES oF THREADs.-Classes of threads 
are distinguished from each other by the amounts 
of tolerance or tolerance and allowance specified. 

3.17. THREAD SERIEs.~Thread series are groups 
of diameter/pitch combinations distinguished from 
each other by the number of threads per inch applied 
to specific diameters. · 

3.18. STRUCTURAL Tl:IREAD,-A structural thread 
is intended to develop a significant amount of the 
core strength of the· externally threaded member 
before breaking the core of that member or stripping 
the external or internal threads ofa threaded con-
nection. A structural thread is not intended for, 
but may be used for attaching purposes. (UNG and 
UNF thread series are examples of Structural 
Threads with tolerance calculations based on a length 
of engagement equal to one diameter.) 

3.19. ATTACHlNG-PURPOSE THREAD (also some-
times · referred to as constructional or retaining 
threads).-An attaching-purpose thread is not in-
t1mded to develop a significant·· amount of ·core 
strength of the • externally or internally·· threaded 
member of a threaded connection. An attaching-
purpose thread is not normally intended for struc--
tural purposes. (12 UN and 16 UN uniform pitch 
thread series are. examples of Attaching-Purpose 
Threads with tolerance calculations based on' a 
length of engagement equal to nine pitches.) 

4. TERMS RELATING TO SIZE· 
. AND FIT 

('l'hese ate· definitions applying to.mechanical .parts, generally.) 

4.1. Terms relating to the size and fit •Of parts, 
which are generally applicable to mechanical parts, 
in.eluding threads, are defined as follows: 

4.2., DIMENSION.-A dimension is a geom~trical 
characteristic such as diameter, length, angle, or 
center distance. · 

4.3. Srz:m.-Size is a designation of magnitude. 
When a value is assigned to a dimensi:on itis referred 
to hereinafter as the size of that qimehsion. 

NOTE: lt is recognized that the words ,"dimensio;1'', and 
"size" ar,e both used at times to. convey .the, m!Jµ,ning of 
mag!)itude. · · 

4;4. NOMINAL StzE.-The nominal size is the 
designatfon which is used for the purpose of general 
identificiition. · 

4,.5. BA,src SrzE.-'{he basic size is that sizefrom 
which the limits of size. are derived by the appli-
cation of aHowances and tolerances. 

4.6. REFERE:l'-rCE S1zE',.c:_A reference size is a size 
without tolerance used only for information purposes 
and does not govern manufacturing or inspection 
operations. · 

1.0l 

4.7. DESIGN SizE.-The design size is the basic 
size with allowance applied, from· which the limits 
of size are derived· by the application of tolerances. 
If there is no allowance the dl:isign size is the same 
as the basic size. 

4.8. AcTUAL SIZE.-An actual size is a measured 
s.ize. 

4.9. LIMITS OF S1zE.-The limits of. size are the 
applicable maximum and· minimum sizes• .. {See ·par. 
4.14.) 

4.10. MAXIMUM-MATERIAL-LIMit~A maxirnum-
material-limit is that limit of size that provides 
the maximum amount of material for the part. 
N orn1ally it is the maximum limit of size of an 
external dimension or the minimurn limit of size of 
an internal dimension. 
· 4.IL MrntMUM-MA'i'ERIAL-LIMIT."'-A ininimum-

material-limit is that lirnit of size' that provides · 
the minim.um amount of material Jor · the part. 
Normally jt is the minimum· limit 'of size of• an 
external dimension or the maximum limit of size 
of an internal dimension. 

NOTE: Examples of exceptfons·are; an exterior corner radius 
where the maximum radius is . the · minimum-material~lirnit 
and the minimum radius i.'l the m::i,ximum-material-lirnit. 

4,12. ALLPWANCE.-An .~llowance is a pre~cribed 
difference between the maximuin-materfoJ.:limits of 
rriating'parts. It is the minimulll clearance (positive 
allowance) or maximum. interference (negative al-
lowanre)betw'een such parts. (See par. 4.17 Fit.) 

4J3. Tot,)!JRAN'Q.E.-A tolerance is the total per-
missible variation of a size. The tolerance is the 
difference between the limits of size. 

4.'14. TouiRANCE LIMIT.-A tolerance limit is the 
variation, positive or negative, by which a size is 
permitted to depart from the design size. (See par. 
4.9.) 

4.15. U'NILATERAL ToLERAN'CE.--A unilateral tol-
erance is a toler.ance in whi.oh variation is permitted 
only in one, direction from the qesign size. 

4 .. 16. BILATERAL. ToLERANCE.-A bilateral toler-
ance is. a tolerari.c.e, in which variation is permitted 
in both directions from the design size. 

4.17. FIT:-:-:-Fit is the g!')neral term used to signify 
the. range of tightness or looseness which may result 
from the application of a specific COillbination of 
allowances and tolerances in the design of mating 
parts. ' ' ' . ' . . . . . ' 

4.18. ACTUAL FIT.-The actual fit between two 
mating parts is the relation existing between them 
witl;i respect to ,the amou:µt of cle:1rance or inter., 
ference that ispresent when they are assembled. 
NOTE: Fits are of three general types: dearance, transi~ 
tion, and interference. 

4.19. CLEARANCE FIT.-A clearance fit has limits 
of size so prescribed that a clearance always results 
when mating parts are assembled. 

4.20. INTERFERENCE F1T.-An .interference fit has 
limits of size so prescribed that an interference 
always results when mating parts· are assembled. 

4.21. TRANSITION F1T.-A transition fit. has limits 
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of size so prescribed that either a clearance or an 
interference may result , when mating parts are as~ 
sembled. 

4.22. UNILATERAL ToLERANCES-rsTEM.~A design 
plan which uses only unilateral tolerances is known 
as a unilateral tolerance system. 

4.23. BILATERAL ToLERANcE SYsTEM.-A desigi:1 
plan which uses only bilateral tolerances is known as 
a bilateral tolerance system. 

4.24. BASIC HotE SYSTEM.~A basic hole system 
is a system of fits in which the design size of the 
hole is the. basic size and the allowance, if any, is 
applied to the shaft. 

4.25. BASIC SHAFT SYSTEM.-A basic shaft system 
is a system of fits in which the design size of the 
shaft is the basic size and the allowance, if any, is 
applied to the hole. 

5. TERMS RELATING TO GEO-
METRICAL ELEMENTS OF 

. SCREW THREADS 
5.1. Terms relating to geometrical elements of 

both straight and taper threads are defined as 
follows: 

5.2. THREAD Axrs;-The thread axis is the axis 
of its pitch cylinder or cone. (See par. 7.2.) 

5.3: MAfOR .CYLINDER._:The major cylinder 
bounds the crests of an external straight thread or 
the roots of an internal straight thread. 

5.4. SHARP MAJOR CYLINDER.-The sharp major 
cylinder . bounds the sharp crests of an external 
straight thread or the sharp roots of an internal 
straight thread; 

5.5. MAJOR CoNE.-The major cone bounds the 
crests of an external taper thread or the roots of an 
internal taper thread. 

5 .. 6. SHARP JY.[AJOR CoNE.----The sharp major cone 
has an apex angle equal to that of the pitch cone, 
the surface of which bounds the sharp crests of an 
ext'ernal taper thread or the sharp roots of an internal 
taper thread. · 

5.7. PITCH CYLINDER.-The pitch cylinder is one 
of such diameter and location of its axis that its 
surface would pass through a straight thread in 
such a manner as to make the widths of the thread 
ridge and the thread groove equal and, therefore, 
is located equidistantly between the sharp IP,-ajor 
and ininor cylinders of a given thread form. ,On a 
theoretically perfect thread these widths are equal 
to one-half of the basic pitch. (See par. 5.2 Axis 
of Thread, par. 6.21 Pitch Diameter.) 

5.8. PITCli CoNE.-The pitch cone is one of such 
apex angle and location of its vertex and axis that 
i.ts surface would pass through . a taper thread in 
such a manner as to make the widths of the thread 
ridge and the thread groove equal and, therefore, 
is located equidistantly between the sharp major 
ll,hd minor cones of a given thread form. On a theo-
retically perfect taper thread these widths are equal 
to one.:.half of the basic pitch. (See par. 5.2 Axis of 
Thread and par. 6,21 Pitch Diameter.) 

5.9. MINOR· CYtINDER.-The · minor cylinder 
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bounds the roots of an external straight thread or 
the crests of an internal straight thread. 

~.10. SHARP MINOR CYLINDER.~ The sharp minor 
cylmder bounds the sharp roots of an external straight 
thread. or the sharp crests of an internal straight 
thread. 

5.11. MrnoR CoNE.-The minor cone bounds the 
roots of an external taper thread or the crests of an 
internal taper thread. 

5.12. SHARP MINOR CoNE.-The sharp minor cone 
has an apex angle equal to that of the pitch cone 
the surface of which bounds the sharp roots of ari 
external taper thread or the sharp crests of an 
internal taper thread. 

5.13. PITCH LlNE.-The pitch line is a generator 
of the cylinder or cone specified in. the definitions 
of par. 5.7 Pitch Cylinder and par. 5.8 Pitch Cone. 

Q.14. THREAD FoRM.-'-The thread form is the 
thread profile in an axial plane for a length of one 
pitch of the complete thread. 

5.15. BAsrc THREAD FoRM.-The basic thread 
form is the theoretical thread profile for a length 
of one pitch in an axial plane, from which the design 
thread forms for both the external and internal 
threads are developed. 

5.16. DESIGN. THREAD FoRM.-The design thread 
form is the maximum material form permitted for 
the external or internal thread. In practice, however, 
the form of root is an indeterminate contour not 
encroaching on the maximum material form of the 
mating thread when assembled. 

5.17. FUNDAMENTAL TRIANGLE.-The funda~ 
mental triangle is the triangle whose corners coincide 
with three consecutive intersections of the extended 
flanks of the basic thread form. 

5.18. FLANK.-The flank (or side) of a thread is 
either surface connecting the crest with the root. 
The flank surface intersection with an axial plane is 
theoretically a straight line. 

5.19. LEADING FLANK.-When a thread is about 
to be assembled with a mating thread, the leading 
flank of the thread faces the mating thread. 

5.20. FOLLOWING FLANK.--The following flank of 
a thread faces the leading flank. 

5.21. LOAD FLANK.-The load flank takes the 
externally applied axial load in an assembly. The 
term is used particularly in relation to buttress and 
other similar threads. 

5.22. CLEARANCE FLANK.-The clearance flank 
faces the load flank. 

5.23. CREST.-The crest is that surface of the 
thread which joins the flanks of the thread and is 
farthest from the cylinder or cone from which the 
thread projects. 

5.24. RooT.-The root is that surface of the 
thread which fr>ins the flanks of adjacent thread 
forms and is identical with or immediately adjacent 
to the cylinder or cone from which the thread 
proj.ects. 

5.25. SHARP CREST (CREST APEx).-The sharp 
crest is the apex formed by the intersection of the 
flanks of a thread when extended, if necessary, 
beyond the crest. 
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5.26. SHARP RooT (RooT APEX}.-The sharp root 
is the apex: formed by the intersection of the af dacent 
flanks of adjacent threads when extended, if neces-
sary, beyond the root. 

5.27. BASE.-The base of a thread section coin~ 
cides with the cylindrical or conical surface from 
which the thread projects. 

5.28. VANISH CoNE.-The surface of the vanish 
cone bounds the roots of the vanish thread formed 
by the lead or chamfer of the threading tool. (See 
fig. 1.2 and par. 3.13 Vanish Thread.) 

5.29. PLANE OF VANISH PornT.-The plane of 
vanish point of an external thread is the intersection 
of generators of the vanish cone with generators of 
the cylinder of the largest major diameter of the 
thread. (See fig. 1.5.) 

5.30. BLUNT START OR BLUNT END THREAD.-
"Blunt start'' or "blunt end" designates the removal 
of the incomplete thread at the end of the thread. 
This is a feature of threaded parts that are repeatedly 
assembled by hand, such as hose couplings and 
thread plug gages, to prevent cutting of hands and 
crossing of threads, and which was formerly known 
as a Higbee cut. (See fig. 1.1.) 

COUPLING 

!/ 
I 

'---
NIPPLE 

FIGURE 1.1. Blunt start 

5.31. GIMLET PoINT.-A gimlet point is a threaded 
cone point at the entering end of an external thread. 

5.32. CHAMFER.-A chamfer is a conical surface 
at the end of a thread or shaft. . 

5.33. CouNTERSINK.-A counte:fsi'nk is a bevel or 
flare at the end of a hole. 

5.34. BOTTOM OF CHAMFER.-On a chamfered in-
ternal taper thread, the bottorn of the chamfer is 
defined as the intersection of the chamfer cone and 
the pitch cone of the thread. 

6. TERMS RELATING TO DIMEN-
SIONS OF SCREW THREADS 

6.1. Terms relating to dimensions of both straight 
and taper threads are defined as follows: 

6.2. PITCH.-The pitch of a thread having uniform 
spacing is the distance, measured parallel to its 
axis, between corresponding points on adjacent 
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thread forms in the same axial plane and on the 
same side of the axis. The basic pitch is equal to the 
lead divided by the numb.er of thread starts. (See 
par. 6.4 Helix Variation, par. 7.4.) 

6.3. LEAD.-When a threaded part is rotated 
about its axis with respect to a fixed mating thread, 
the lead is the axial distance moved by the part 
in relation to the amount of angular rotation. The 
basic lead is commonly specified as the distance to 
be moved in one complete rotation. It is necessary 
to distinguish measurement of lead from measure-
ment of pitch, as uniformity of pitch measurements 
does not assure uniformity of lead. Variations in 
either lead or pitch cause the functional diameter of 
thread to differ from the pitch diameter. (See par. 
7.5.) 

6.4. HELIX VARIATION.-Helix variation of a 
thread is a wavy deviation from true helical ad-
vancement. The "helical path" includes the helix 
with its superimposed variation and is measured 
either as the maximum deviation from the true 
helix or as the "cumulative pitch." The cumulative 
pitch is the distance measured parallel to the axis 
of the thread between corresponding points on any 
two thread forms whether or not they are in the 
same axial plane, (See par. 7.5.) 

6.5. THREADS PER lNcH.-The number of threads 
per inch is the reciprocal of the pitch in inches. 

6.6. TURNS l'ER INcH.-The number of turns per 
inch is the reciprocal of the lead in inches. 

6.7. INCLUDED ANGLE.-The included ·angle of a 
thread (or angle of thread) is the angle between 
the flanks of the thread measured in an axial plane. 

6.8. FLANK ANGLE.-The flank angle is the angle 
between the flank and the perpendicular to the axis 
of the thread, measured in an axial plane. A flank 
angle of a symmetrical thread is commonly termed 
the half-angle of thread. (See par. 7.3.) 

6.9. LEAD ANGLE.-On a straight thread, the lead 
angle is the angle rnade by the helix of the thread 
at the pitch line with a plane perpendicular to the 
axis. On a taper thread, the lead angle at a given 
axial position is the angle made by the conical spiral 
of the thread with the plane perpendicular to the 
axis, at the pitch line. (See fig. 1.2.) 

6.10. HELIX ANGLE.-On a straight thread, the 
helix angle is the angle made by the helix of the 
thread at the pitch line with the axis. On a taper 
thread, the helix angle at a given axial position is 
the angle made by the conical spiral of the thread 
with the axis at the pitch line. The helix angle is 
the complement of the lead angle. (See fig. 1.2.) 
NOTE: The helix angle was formerly defined in accordance 
with the present definition of lead angle. (See par. 6.9.) 

6.11. THREAD RIDGE THICKNEss.-The thread 
ridge thickness is the distance between the flanks 
of one thread ridge, normally measured parallel to 
the axis at the specified pitch radius. The thread 
ridge thickness may be specified and measured 
parallel to the axis at any other specified radius. 
NOTE: The pitch radius is equal to one-half of the pitch 
diameter. 
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6.12. THREAD GROOVE WIDTH.-The thread 
groove width is the distance between the flanks of 
adjacent thread ridges normally measured parallel 
to the axis at the specified pitch radius. The thread 
groove width may be specified and measured parallel 
to the axis at any other specified radius. 

6.13. FUNDAMENTAL TRIANGLE HEIGHT.-The 
fundamental triangle height of a thread, that is, 
the height of a sharp-V thread, is the distance, 
measured radially, between the sharp major and 
minor cylinders or cones. 

6.14. 'l'HR.EAD HEIGHT.-The thread height {or 
depth) is the distance measured radially between 
the major and minor cylinders or cones. 
NOTE: In Arnerican practice the thread height is often 
expressed as a percentage of three-fourths of the fundamental 
triangle height. 

6.15. ADDENDUM.-The addendum of an external 
thread is the radial distance between the major 
and pitch cylinders or cones. The addendum of an 
internal thread is the radial distance between the 
minor and pitch cylinders or cones. 

6.16. DEDENDUM.-The dedendum of an external 
thread is the radial distance between the pitch and 
minor cylinders or cones. The dedendum of an 
internal thread is the radial distance between the 
major and pitch cylinders or cones. . 

6.17. C1tEST T:aUNCATION.-The crest truncat10n 
of a thread is the radial distance between the sharp 
crest ( crest apex) and the cylinder or cone that 
would bound the crest. 

6.18. RooT TRUNCATION.-The root truncation of 
a thread is the radial distance between the sharp 
root (root apex) and the cylinder or cone that would 
bound the root. 

6.19. MAJOR DIAMETER.-On a straight thread 
the major diameter is that of t_he major cyli11;der. 
On a taper thread the major_ diameter at a grv.en 
position on the thread axis 1s that of the maJor 
cone at that position. (See par. 5.3 Major Cylinder 
and par. 5.5 Major Cone.) 

6.20. MINOR DIAMETER.-On a straight t~read 
the minor diameter is that of the minor cylmder. 
On a taper thread the minor diameter at a g~ven 
position on the thread axis is that of the ~mor 
cone at that position. (See par. 5.9 Minor Cylmder 
and par. 5.11 Minor Cone.) 

6.21. PITCH DIAMETE:a.-On a straight thread 
the pitch diameter is the diameter of the ~tch 
cylinder. (See par. 5.7.) On a taper thread, the P.itcp. 
diameter at a given position on the thread a~n~ is 
the diameter of the pitch cone at that posit10n. 
(See par. 5.8.) On a single-start thread ?f perfect 
form and lead, it is also the length between mtercep~s 
of a line which is perpendicular to the thread axrs 
and intersects thread flanks on opposite sides of the 
thread axis. (See par. 7.6.) · 
NOTE: When the crest of a thread is truncated beyond the 
pitch line the pitch .diameter, pitch cylinder, or pitch cone 
would be based on a. theoretical extension of the thread flanks. 
NOTE: Pitch diameter on the buttress casing thread is 
defined by the American Petroleum IJ?-stitute in, APT ~tandard 
5B, as being midway between the maJor and mmor diameters. 

6.22. THREAD GROOVE DIAMETElt (SIMPLE EF-
FECTIVE DIAMETER).-On a straight thread t~e 
thread groove diameter is the diameter of the coaxial 
cylinder, the surface of which would pass through 
the thread profiles at such points as to make the 
width of the thread groove equal to one-half of the 
basic pitch. It is the diameter yielded by measuring 
over or under cylinders (wires) or spheres (balls) 
inserted in the thread groove on opposite sides of 
the axis and computing the thread groove diameter 
as thus defined. · 

On a taper thread the thread groove diameter 
is the diameter at a given position on the thread 
axis of the coaxial cone, the surface of which would 
pass through the thread profiles at such points as 
to make the width of the thread groove (measured 
parallel to the axis) equal to one-half of the basic 
pitch. It is the diameter yielded by measuring over 
or under cylinders (wires) or sp~eres. (balls) inserte!1 
in the thread groove on opposite sides of the axis 
and computing the thread groove diameter as thus 
defined. (See par. 7.6.) . 

6.23. THREAD RIDGE DIAMETER.-On a straight 
thread the thread ridge diameter is the diameter 
of the coaxial cylinder, the surface of which would 
pass through the thread profiles at such points as 
to make the thickness of the thread ridge equal to 
one-half of the basic pitch. 

On a taper thread the thread ridge diameter ~s 
the diameter at a given position on the thread axIS 
of the coaxial cone, the surface of which would 
pass through the thread profiles at such points as 
to make the thickness of the thread ridge (measured 
parallel to the axis) equal to one-:half of the basic 
pitch. (See par. 7.6.) 

6.24. FUNCTIONAL (VIRTUAL) DIAMETER.-The 
functional diameter of an external or internal thread 
is the pitch diameter of the enveloping th!ead of 
perfect pitch, lead, and flank angles, havmg full 
depth of engagement but clear at crests and roots, 
and of a specified length o~ enga~ement .. It may be 
derived by adding to the pitch diameter m the case 
of an external thread, or subtracting from the pitch 
diameter in the case of an internal thread, the 
cumulative effects of deviations from specified pro-
file, including variations in lead and flank angle over 
a specified length of engagement. The effects of 
taper, out-of-round!less, a~d surface defec~s may 
be positive or negative on either external or mternal 
threads. (A perfect GO thread plug or ri~g gage, 
having a pitch diam~ter. equal to tha~ specified for 
the maximum-material-hm1t and havmg clearance 
at crest and root, is the enveloping thread corre-
sponding to that limit.) (See par. 7.6.) 

N OT!s: Also called the Virtual Diameter, Effective Size, or 
Virtual Effective Diameter. 

6.25. FoRM DIAMETER.-The form diameter is the 
diameter at the point nearest the root from which 
the flank is required to be straight. 

6.26. LENGTH OF COMPLETE THREAD.-The length 
of complete thread is the axial length of a part 
where the thread section has full form at both 
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crest and root; that is, the vanish threads are not 
included. However, on commercial fasteners where 
there are unfilled crests at the start of rolled threads 
or a chamfer at the start of a thread, not exceeding 
two pitches in length, this is traditionally included 
in the specified thread length. (See par, 3.10 Com-
plete Thread, par. 3.12 Lead Thread and par. 3.14 
Effective Thread.) 
NoTE: When designing threaded products, it is necessary 
to take cognizance of: (1) Such permissible length of chamfer 
and (2) the first threads which by virtue of gaging practice 
may exceed or be less than the product limits and which may 
be included within the length of complete thread. However 
when the application is such as to req_uire a minimum o~ 
maximum number, or length, of complete threads the specifi-
cation shall so state. Similar specification is required for a 
definite length of engagement. 

6.27. LENGTH OF THREAD ENGAGEMENT.~The 
length of thread engagement of two mating thrEJads 
is the axial distance over which two mating threads 
are designed to contact. (See par. 6.26 Length of 
Complete Thread.) 

6.28. DEPTH OF THREAD ENGAGEMENT.-The 
depth (or height) of thread engagement between 
two coaxially assembled mating threads is the radial 
distance by which their threacl forms · overlap each 
other. 

6.29. MAJOR CLEARANCE.-The major clearance 
is the radial distance between the root of the internal 
thread and the crest Of the external thread of the 
coaxially assembled design forms of mating threads. 

6.30. MlNOR CLEARANCE.-The minor clearance 
is the radial distance between the crest of the 
internal thread and the root of the external thread 
of the coaxially assembled design forms of mating 
threads. 

6.31. TENSILE STRESS AREA.~The tensile stress 
area of an externally threaded part is the circular 
cross-sectional area, normal to the axis, of a theo-
retical circular cylinder which would fail under 
tension at the same load at which the threaded 
part fails, if the materials of both have the same 
mechanical properties. 

6.32. THREAD SHEAR AREA.-The thread shear 
area of the external thread is the effective area in 
shear at a specified diameter of the mated internal 
thread. The thread shear area of the internal thread 
is the effective area in shear at a specified diameter 
of the mated external thread. 
NOTE: The specified diameters are usually the maximum 
minor diameter of the mated internal "thread ahd the mini-
mum major diameter of the mated external thread. 

6.33. STANDOFF.-The standoff is the axial dis-
tance between specified reference points on external 
and internal taper threaded members or gages, when 
assembled with a specified torque or under other 
specified conditions. 

7. SCREW THREAD DEFINITIONS IN 
RELATION TO GAGING AND 

MEASUREMENT 
7.;. The meanings of certain definitions, as given 

previously, require some explanation in regard to 
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their practical application and the values or results 
obtained in gaging or measurement .. oFthreads. The 
terms involved are: thread axis, flank angle, pitch, 
lead, and pitch diameter. ·· 

7.2. THREAD Axrn.-The thread axis is the axis 
of the pitch cylinder or cone. The pitch cylii;ider is 
one of such diameter and locatio:ti'of i:ts axis that 
its surface would pass through a' s't:riiight thread ii:t 
such a manner as to make the widths of ·the thread 
~idge and the thread groove equal: 'The pitch cone 
1s one of such apex ·angle and locations of its vertex 
and axis that its surface would pass through a taper 
thread in such a manner as to make the widths of 
the thread ridge and the thread groove equal. 

It is required that measurements of .pitch, lead, 
and flank angle of a thread gage. be made in· an axial 
plane, making it necessary that the direction· or 
location of the axis be accurately known. To locate 
.this axis. accurately is relatively difficµlt. N6rmally 
the major cyl,inder or cone of an external thread, 
or the minor lilinder or cone of an internal .thread, 
may be used as the reference surface, provided ,that 
it is.round and cpnqen,tric with the pitch, cylinder or 
cone. The amount of eccentricity of suph a,.surfa,ce, 
i.f a11y, may be .determined .at yarious points. along 
and around the. threa,d, by measuring thEJ distance 
from the crest to the top. of a cyl;ind,er (wire) or 
sphere (ball) laid in the thread. Also, the axis. may 
be established by conical. c.enters in the end,s of a 
thread, plug gage, wi.th respect to which the thread 
was originally generated. 

7.3. FLANK ANGLE.-The flank angle is the angle 
between the flank and the perpendicular to the axis 
of the thread, measured in an axial plane1 A flank 
angle of a symmetrical thread is commonly termed 
the half-angle of thread. . 

A flank angle is generally measured. with respect 
to a reference surface, such st1rfac1;J being. an end 
surface of a thread plug or ring gage or the major 
or minor cylinder or cone. Prior to using su.ch a 
surface as a reference it is necessary to determine 
its actual relationship to. the th.read axis ... The flank 
angle may also be measured with rei,pect to an axis 
established by conical centers at the ends of a thread 
plug gage, with respect to which the thread was 
originally generated. 

7.4. PrTcH.-The pitch of a thread is the distance, 
measured parallel to its axis, be.tween corresponding 
points on adjacent thread forms in the same axial 
plane and on the same side of the axis. 

Measurements of pitch are commonly made from 
thread groove t,o thread groove • in . an, a:id.al . plane 
using a ball contact piece to touch both flanks 
simultaneously. Such measurements establish .the 
number of threads per unit of length (per inch) 
when the pitch. is uniform, or the • variations . from 
the nominal pitch when the pitch is .either uniform 
or periodic throughout the measured length of thread. 
(See par. 6.2.) 

7.5. LEAD AND HELIX VARIATION;;;.-When a 
threaded part is rotated about its axis with respect 
to a fixed contact piece inserted in a thread groove, 
the lead is the axial distance moved by the part in 
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rel:1;1tion to the amount of angular rotation. Lead is 
commonly specified as the distance moved in one 
complete rotation. · It . is necessary. to distinguish 
measurement of lead from measurement of pitch, 
as unifop:µity of pitc~ rµeasurements does not assure 
uniformity of lead. VaH.ations in either lead or pitch 
cause the functionaLdiarneter of a thread to differ 
from the pitch diameter. 
,,Helix. variation is a wavy deviation from true 

helical adyl1ncement. 
,Accordingly, it is necessa,ry to measQ.re lead. or 

helix variation. throughout one or more , turns of a 
thread, in addition to meas.urements , of pitch, in 
order to obtain full information regarding. the di-
mensional· deviations of· the. thread. {See pars. 6.3, 
6.4,.) 

7.6., PITCH DIAMETER, F,u;NCTIONA:(, (VIRTUAL) 
DIAMETER, THREAD RmGE·DIAMETER, AND TaREAn 
G,RQOVE. ,DIAME,TER,_,__,(As the definitions of · these 
terms are rather lengthy they are not repeated here, 
but reference should be made to pars. 6.21 to 6,24, 
inclusive. For threads .of. perfect .form and lead the 
numerical value of the. diameter defined by, any one 
of these terms. is equal to the pitch diameter.) 

7 .6. L • Because of the nearly perfect flank angles 
and lead of a thread plug gage, the measurement 
yielded by employing the three-wire system is con-
sidered to be the,,pitch diameter. 

7.6,2. On,threads of imperfect form or lead it is 
generally impracticable to: determine accurately the 
pitch diameter as defined; the result obtained in 
measuring or gaging the thread is an approximation 
of· either the pitch diameter· or the functional (vir-
tual) diameter. This approximation may be regarded 
as a pitch diameter, functional diameter, · thread 
groove diameter, or thread ridge diameter, as related to respective types· of equipm·ent and· conditions of 
verifying or measuring a thread. When a thread size 
is verified by :rneans • of a GO thread plug or· ring 
gage, which is within specified gage limits or toler-
ances and engages the thread throughout·a specified 
length of engagement, a determination is made by 
the method of attributes that the functional (virtual) 
diameter does not exceed the maximum-material-
limit. The size limit thus verified may be designated 
the "GO Functional Diameter." The GO thread 
plug or thread ring gage is the accepted criterion for 
verification of threaded product for GO functi9nal 
diameter. However, various indicating type thread 
gages or thread snap gages having gaging elements 
which engage the thread over a length and flank 
engagement approximately equivalent to that of 
the GO thread plug or thread ring gage should 
give comparable results, and when properly corre-
lated with the GO thread plug or thread ring gage 
may serve satisfactorily to give assurance that the 
functional diameter does not exceed the specified 
maximum-material-limit. 

7.6.3. When a thread size is verified by means 
of a HI thread plug gage or LO thread ring gage, 
which is within specified gage limits or tolerances 
and enters or is entered with a drag over the length 
of thread specified, a determination is made that 

the functional diameter lies within the mmunurn-
material-limit . . The size limit thus verified may be 
designated the "HI Functional Diameter" or the 
"LO Functional Diameter." The HI thread plug or 
the LO thread ring gage is the accepted criterion 
for verification of the .HI and LO functional di-
ameters of classes lA, 2A, IB., 2B, and 3B threads. 
However, various types. of .thread snap gages or 
indicating type thread • gages with thread gaging 
elements which engage the thread over a length 
an'd flank engagement approximately. equivalent to 
that .of a HI thread .plug gage or a LO thread ring 
gage . should give comparable results, and when 
properly correlated with the• HI thread plug or LO 
thread ring gage may serve satisfactorily to give 
assurance that the functional diameter is within 
the minirn.um-material.,limit. 

7.6.4. Gaging practice approximating pitch di-
ameter measurement has been termed ''LO Mini-
mum,,Material-Limit Gaging" and is the accepted 
Clriteri011 for verifying the minimum-material-limit of 
class 3A external threads. Such verification is ac-
complished by means of a limit type thread snap 
or indicating type thread gage with gaging elements 
having a, thread fotm equivalent to that of the LO 
thread ring gage. Many thread snap and indicating 
type. thread. gages having gaging elements which 
contact the thread over a length of approximately 
two pitches are currently . in use for determining 
the minimum-material-limit of various classes of 
screw threads. However, optimum results for verifi-
cation of conformance to specifications utilizing 
differential analysis require a determination of pitch 
diameter, and this is achieved by means of gaging 
elements which contact the thread over a maximum 
lengt.h of one pitch. The size . limit thus verified 
may be designs.ted.the "Min Single Element PD." 

7 .6.5. Indicating type thread gages may serve 
as suitable alternates for gaging the minimum single 
element PD. A gage having two gaging elements is 
preferred for detecting an elliptical condition, while 
a gage having three gaging elements is preferred for 
detecting the multi-lobed condition. 

7.6.6. Gaging practices employing indicating 
type thread gages with thread forms of gaging ele-
ments suitable for approximating pitch diameter 
measurement, should give comparable results and 
serve satisfactorily to give .assurance that the pitch 
diameter lies within the minimum-material-limit. 
Thread forms of gaging elements such as the cone 
and vee with radius contacts for pitch diameter or 
radius rolls (simulating the best wire) for thread 
groove diameter are employed in these instances, 
and, dependent on design and length of engagement, 
approximate pitch diameter measurement. The 
choice as to a cone and vee arrangement compared 
to radius rolls is a matter of individual preference, 
in consideration of including or excluding either 
flank angle or pitch deviations in the measurement. 
In general, it may be stated that a minimum length 
of engagement coupled with minimum flank contact 
results in the closest approximation of pitch diameter. 

1.07 
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Conversely it may be stated that by increa§ing the 
length of engagement and the flank contact, the 
gaging tends toward the LO functional diameter. 
In practice, the length of engagement varies from 
less than one to approximately three pitches for 
various designs of gaging elements. 

7.6.7. In order to determine that the deviations 
in lead or flank angle do not exceed the equivalent 
of one-half of the pitch diameter tolerance, indi-
cating type thread gages may be employed to indi-
cate the differential between the GO functional di-
ameter and the pitch diameter. When the differential 
exceeds the equivalent of one-half of the pitch di-
ameter tolerance, it is necessary to make a further 
analysis to determine whether or not any individual 
thread element exceeds the equivalent of the allow-
able specified percentage of the pitch diameter toler-
ance. Deviations from specified size and profile in-
clude variations in lead, uniformity of helix, flank 
angle, and taper; also out-of-roundness, and surface 
defects. Indicating type thread gages for determining 
diameter equivalents of lead deviations have gaging 
elements of the specified form and length of the GO 
thread gage, by which a differential reading can be 
obtained between the measured functional diameter 
and the first-full-thread pitch diameter measured by 
a single ridge of the GO gaging element, excluding 
taper, if any. Indicating type thread gages for de-
termining diameter equivalents of flank angle devi-
ations are those by which a differential reading can 
be obtained between the first-full-thread pitch di-
ameter determined by a single ridge of the GO 
gaging element and that determined by the indi-
cating type thread gage for pitch diameter having 
radius-type gaging elements. 

7.6.8. When a thread size of a taper thread is 
verified by means of a taper thread plug or ring 
gage, or equivalent, having a basic gaging notch or 
surface, or limit notches, and which is within specified 
gage limits or tolerances, a determination is made 
that the functional diameter throughout the specified 

1.08 

length of hand engagement lies within specified size 
limits. The thread size thus verified may be desig-
nated the "Taper Thread Functional Diameter." 

8. LEITER SYMBOLS AND 
DESIGNATIONS 

8.1. Symbols associated with screw threads are of 
two kinds: (1) Letter symbols for designating di-
mensions of screw threads and threaded products; 
and (2) abbreviations used as designations for various 
standard thread forms and thread series. 

8.2. DIMENSIONAL SYMBOLS .. 
8.2.1. Standard letter symbols to designate the 

dimensions of screw threads in text and formulas are 
given in tables 1.4 and 1.6. General symbols are 
given in table 1.4 and pipe-thread symbols in table 
1.6. The application of general symbols is illustrated 
in figures 1.2 and 1.3, and pipe-thread symbols in 
figure 1.5. 

8.2.2. ISO symbols to designate screw thread 
dimensions are given in table 1.7. These symbols 
are commonly applied in Recommendations for Screw 
Threads of the International Standardization Organi-
zation (ISO). 

8.3. THREAD DESIGNATIONS. 
8.3.1. Thread series designations are capital 

letter abbreviations of names used on drawings, in 
tables, and otherwise to designate various forms of 
thread and thread series, and commonly consist of 
combinations of such abbreviations. Assembled in 
tables 1.8 and 1.8a are the names and abbreviations 
which are now in use, together with references to 
standards in which they occur, for various standard 
threads. 

8.3.2. Thread element designations are capital 
letter abbreviations based on names of various 
thread dimensions in thread designations. Such ab-
breviations are for use on drawings and are shown 
in table 1.9. 
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FIGURE 1.2. General screw thread 8ymbol8 (see table 1.4). · 
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Symbol 

D 
E 
K 

£ 
n 

a 
"'1 

Clz 

TABLE 1.4. GeneralSymboli; (seefigs.1.2 and 1.3) 

Dimensioi1 

Major diameter.a,b 
Pitch diameter. b 
Minor diameter. b 
Pitch (Equals 1/n). 
Lead (Equals 1/N). 
Number of threads (pitches) per unit of 

length (per inch) (tpi) (Equals 1/p). 
Number of turns per unit of 

length (per inch) (Equals 1/L). 
Fundamental triangle height. 
Thread height (or depth).b 
Addendum. 
Dedendum. 
Syrriinetrical thread height.• 
Depth of thread engagement. 

Half7@gle of symmetricafthreag. 
AngXfJ,etween leading flan~ of thread 

arid normal to thread a~1S. ,· 
. , . Angle ;h!Jt;w.een following flank of threacV 
· '' .atid.'hdrinal w thread ax\s. · · s 

Lead angle (tari ,X = 1J,,r1$). ' 
Helix ~ngle foot if; = L/1rE). 
·Radius of rounding at: : . 

... Cres.t of~ternal thread: 
. Root ofexterna.frthread .· 

Crest of internal thread"'. Root oHnternal thread. 
Radia\··dil:!tap.ce, from ii,pex 

of fundamental triangle to: ,.:, 
Rounded creEJ.t.9f external thread.d 

•'·Flat at crest of external thread. d 
WMtii:"of: . 

Flat (general). . .• 
Flat at crest of exter,nal threaq.. d 

Symbol 

·G 

L, 
w 
Mw 
7' 
C 

I' 

Dimension 

Allowance at major, pitch, and minor 
diameters of external thread. 

Length of complete external thread. 
Length of complete internal thread 

including chamfer. 
Length of thread engagement. 
Diameter of measuring wires. 
Measurement over wires. 
Measurement under wires. 
Correction to measurement 

over wires to give pitch diameter, 
E = Mw - C - C 
C = w (I + cosec a) - (cot· a)/2n. 

Correction to measurement ·, 
under wires to gfi,e pitch diameter, 

E.= 7' + R:..:, C ' 
., . P s"""' (p cot'~)/2 - (cosec ex'.:_,; 1.):W. 
Wire angle. '· -: . ·,, 
Wire angle correction;' 
Deviatioif: in any di\n¢nsion . 

Examples: Deviation in 
pipeh, lip; d~yiation in flank 
half-angle, li~1•.or /Ja:2. 

l?itch-diarbeter equiv1J,lent of 
deviati~ns in flarik'-half-angle. 

Pitch-di11,II1eter equivalent of 
deviatibn in pitch. 

i • tl{~eption : B i~ used for basic m~l~r dia~eter when·tliis diff~ts fr9!Il ,the no minaL:tllaJordiarnetH, ·. ,' ., . .' . .· _: 
b Su,bspripts /l (for screw) or ri. (ftnfriut) designating external and internal thread/respectively, may be used if necesaa(y. 

; c For 60" Unified thread tbis equals 0.-75H -~ -100 .. percent .thread.height.. . •. -. ~ · · 
(id In addition-to the,symbol wi,tp.13ubscript cs,,syinbols with subscripts rs, en, and rn .are also applicable as in the r", etc., 

symbols above. : _ _ ., ' ' _· _·. _ - • • _ . . . " 
'P:See,National Phy.aieal::iLitboratory "Gauging and Measuring Screw Threads," 1951, p. 23; Appendix A4 of H28. 

GREEK ALPHABET 

A a Alpha .Ii o Delta H 1/ Eta K K Kappa NvNu II -ir Pi Tr Tau Xx Chi 
B (3 Beta Ee Epsilon e 0 Theta A A Lambda :a; ~ Xi Pp Rho T v Upsilon w ir Psi 
r 'Y Gamma Z t Zeta I t Iota MµMu 0 o Omicron :Z u Sigma <I> c/J Phi n w Omega 

LH 

Zimvie_Zimmer Biomet v. Jackson 
IPR2023-01432; Petitioners’ EX1024 

Page 20 of 44



- -t,J 

~
 

0 C:
 

~
 
~
 ~, ~
 ~- "' § R.
. 

"t
i ~- "' ;,.
. l "' 1 i ,....,
. "' ~ ~
 

c- ~
 .... s 

r- ➔ 
C

. 

W
(H

U
B 

OF
 F

LA
N

G
E)

 

W
(C

O
U

P
L

IN
G

)7
 

C
EN

TE
R

LI
N

E 
O

F 
C

O
N

N
EC

TI
O

N
, 

FA
CE

 O
F 

FL
A

N
G

E
, 

O
R 

BO
TT

O
M

 O
F 

TH
RE

AD
 C

HA
M

BE
R 

X
=3

-I
 

l 
~
~
 

,-
PL

AN
E 

O
F 

EN
O

 O
F 

PI
PE

 
AT

 

r- "' 
r-

W
R

EN
C

H
-T

IG
H

T 
EN

G
AG

EM
EN

T 

X
"0

-1
 

} 
1 

1 
1 

r 
~

':~
7'

.7
0V

~
 

I-R
E

FE
R

E
N

C
E

 
P

LA
N

E
, 

ZE
RO

 

-
f'l'

TT
IN

G
 (

IN
TE

R
N

AL
 T

HR
EA

D)
 

X=
1 

i f 
~
 

-P
LA

N
E

 O
F 

·I
 

= 
J 

. 
H

AN
O

-T
IG

H
T 

EN
G

AG
EM

EN
T 

X
"5

-
1-

t-~
 -P

LA
N

E 
O

F 
ii:.

 
C

O
M

PL
ET

E 
TH

R
EA

D
 L

EN
G

TH
 

X
•2

-I
 l

 
~
 

I½
¼

:) 
H

-J
-P

L
A

N
E

 O
F 

EF
FE

C
TI

VE
 T

HR
EA

D 
LE

N
G

TH
 

< 
X=

4 
t f

 
~

-
-
I 

• 
PL

AN
E 

O
F 

VA
NI

SH
 P

O
IN

T 

-
-
-
-
-
-
-
P

I
P

E
 (E

XT
ER

N
AL

 T
HR

EA
D)

 

! I "i" I'l
l ~ i 0

0
.-

+
-
~

 
C

: 
0 g 

~
0

. 
(/

) !!l 
o--

-J 

~1 
0 0

-j
 

r1
c: 

r-•r
 ,

 
-T

 
-

r-
r-

el>
 

-
·
 

C
 

C
 r 3 

3 
Cl>

 
-
·
 

C
 

C
 

+ 
l 0

. 

0
~

 

0
. 

o-
=-

-j 

z ;ii :U
-P

LA
N

E 
O

F 
J 

VA
N

IS
H

 P
O

IN
T 

C
 ~
 
~
 

Zimvie_Zimmer Biomet v. Jackson 
IPR2023-01432; Petitioners’ EX1024 

Page 21 of 44



Symbol 

D _________ _ 
d __ - -----
t_ ____ - ---D,, _________ _ 
Ez---~---~--
K,,_ - -------
L,,_ --- - -- - - -
v _________ _ 
{3 (beta) ____ _ 
-y (gamma) __ 

A"---------
M _________ _ 

TABLE 1.6. Pipe-thread symbols (seefig.1.5) 

Dimension 

Outside diameter of pipe. 
Inside diameter of pipe. 
Wall thickness of pipe. 
Major diameter. } 
Pitch diameter. See footnotes a and b 
Minor diameter. 
Length of thread from plane of pipe end to plane 

containing basic diameter D,,, E,,, or K,,. 
Length of vanish cone (washout) threads. 
Half apex angle of pitch cone of taper thread. 
Angle of chamfer at end of pipe mea.~ured from a 

plane normal to the axis. 
Handtight standoff of face of coupling from a 

plane containing vanish point on pipe. 
Length from plane of handtight engagement to 

the face of coupling on internally threaded 
member. 

Distance of gaging step of plug gage from face of 
ring gage for handtight engagement. Standoff. 

Symbol 

b _________ _ 
T (tau) ____ _ 

E ( epsilon) __ J _________ _ 

L, ________ _ 

Q _________ _ 
q _____ ----w ________ _ 

Dimension 

Length from center line of coupling, face of 
flange, or bottom of internal thread chamber 
to face of fitting. 

Width of bearing face on coupling. 
Angle of chamfer at bottom of recess or counter-

bore measured from the axis. 
Half apex angle of vanish cone. 
Length from center line of coupling, face of 

flange, or bottom of internal thread chamber 
to end of pipe, wrenched engagement. 

(1) Length of straight full thread (see table 
1.4). 

(2) Length from plane of handtight engage-
ment to small end of full internal taper 
thread. 

Diameter of recess or counterbore in fitting. 
Depth of recess or counterbore in fitting. 
Outside diameter of coupling or qub of fitting. 

a Subscript x denotes plane containing the diameter. For axial positions of planes see below. 
b Subscripts s (for screw) or n (for nut) designating external and internal threads, respectively, may also be used if necessary 

DEFINITIONS OF PLANES DENOTED BY SUBSCRIPT x 

x = 0 Plane of pipe end. 
x = 1 Plane of handtight engagement or plane at mouth of coupling (excluding recess, if present). 

On British pipe threads this is designated the "gauge plane" and the major diameter in this plane is designated the 
"gauge diameter." 

x = 2 Plane at which vanish threads on pipe commence. 
x = 3 Plane in coupling reached by end of pipe in wrenched condition. (La is measured from plane containing pipe end in 

position of handtight engagement.) 
x = 4 Plane containing vanish point of thread on pipe. 
x = 5 Plane at which major .diameter cone of thread intersects outside diameter of pipe. 

Additional special subscripts are as follows: 

X = 6 
X = 7 
X = 8 

x=9 

Plane of the pipe end for railing joints. 
Plane of the API gage point at a specified length from the plane of vanish point. 
Plane of the large end of the "Ls thread ring gage" for the National Gas Taper (compressed-gas cylinder valve inlet 

connection) thread. 
Plane of the small end of the "Lo thread plug gage" for the National Gas Taper (compressed-gas cylinder inlet) thread. 

Symbol 

d ---- ------dz ___ _______ _ 

di--- _ ------
D __ -- ------
D1 - - - _ " ___ - __ Dz __________ _ 
p ___________ _ 
n ___________ _ 
R_ -- -- - - ---- -
Hi-----------
ne- __ -·- ·- _____ _ s ___________ _ 
JV ___________ _ 

L ___________ _ 

T ______ -----
Td, Td,, Td,, 

Tm, Tm. 

ei, El_--"----es, ES _______ _ 
A_ ----------

TABLE 1.7 ISO symbols 

Dimension 

Basic major diameter of bolt thread. 
Basic pitch (effective) diameter of bolt 

thread. 
Basic-min,gr diameter of bolt thread. 
Basic inajor diameter of nut thread. 
Basic minor diameter of nut thread. 
Basic pitch (effective) diameter of nut 

thread. 
Pitch. 
Number of threads per inch. 
Radius of root of bolt thread. 
Depth of thread engagement. 
Number of threads in engagement. 
Designation for thread engagement group 

Short. 
Designation for thread engagement group 

Normal. 
Designation for thread engagement group 

Long. 
Tolerance. 
Tolerance for major diameter of bolt thread, 

for pitch (effective) diameter of bolt 
thread, etc. 

Lower deviation. 
Upper deviation. 
Allowance. 1.13 
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TABLE 1.8. Thread series designations,..b , 

Pesignation Thread series 

Reference 

United States of 
. ,Ameril)a ,(lJSM 
· ~ta~~arc! 

Bl.5 
Bl.5 

H28 

Part III 
Part III 

BI ,1'1. , Part III 
MIL-P-711)5 

F-PTF ________________ Dryseal (fine) taper pipe threads------------------------------------------ B2.2 M __ - --- ____ --- __ __ _ _ ISO metric threads- _________________________________________________________________ • ______ _ Part II 
Part III 

N BUTT ______________ Buttress threads _____________________ ------------------------------ _ 
N, NC, NF, NEF. _____ See table 1.8a 

Ga., Cylinder Valve Ou.tlet and Inlet Threads: 
Gas outlet threads ' 
Gas straight threads 
Gas taper threaqs · · . 
flpe~ia!g~ taper t~re1>f!~ ; · 

~~- N~~II:.-.~ -]:-::': ~~~~~o~~p~~':t~~~~e;g;e~~~== ==== :: : ::: : : : ==== :: ::.: :: ======= i= =~~::::::::: 
ANPT _______________ _ 
NPSC _______________ _ 
NPSL. ______________ _ 
NPSM __ , __ - --- -"·-- __ -NPT ________________ _ 
NPTR ____ -"- ________ _ 

F-PTF -·--•·•···--"""' NPSF _______________ _ 
NPSL _____ - • - -- __ -- --NPTF _______________ _ 
PTF-SAE, SHORT ___ _ 
PTF-SPL; SBORT: __ c 
PTF-SPL, EXTRA 

SHORT-------------SPL-PTF ____________ _ 

Pipe Ti;reads (except Dryseal): Aeronautical National form taper pipe threads ___________________________ _ 
Straight pipe threads in pipe couplings . . . , . . l 
Straight pipe•threads for''loose-ntting mechanical' joints with'ldcknuts · 
Straight pipe threads for frk&-.litting mechanicaUoints for fixtures ___ cc 
Taper pipe threads for general use , 
Taper pipe threads· for railing joints 

Dryseal Pipe Thread.,! 
Dryseal (fine) taper pipe threads 
Dryseal fuel internal straight pipe threads 
Dryseal intermediate internal straight pipe threads 
Dryseal,¼.Per,pipe tl;ireiids, ... , , . . . ·. __ - -- · - -· - , · 
Dryseal SAE short, ta.per pipe threads 
Drys'e'al special short taper pipe· threads 

Dryseal special extra short taper pipe threads 
Dry~eal special taper pipe ~hreads 

NR, NS _______________ See table I.Sa 
SGT__________________ Special gas taper threads __________________________________ ,----<',--•.,~ ____ _ 
SPL-PTF _____________ See under "Dryseal pipe thre'ads'' · 

Bl.9 

B57.1 

B2.4 

B2.1 

Part Ill 

Part II 

Part II 
Part II 

Part ff'· 

STUB ACME--------- Stub Acme thread•------------------------------------------------------ .. , 1:/1 .• 8 : 
UN series ____________ _ 

Suryeying instrument mounting threads ______ ·--______________________________________________ _ 

UNJ series------------UNM _________ , ______ _ 
See table 1.8a (0.06 in. (1.5 mm) and larger) 
See table 1.8a (0.06 in. (1.5 mm) and larger) Unified Miniature thread.series ___ . ______________________________ , _____ ,_•-_ 

(0.055 i_n. (1.4 mm) and smaller), 

• Methods of designati~ multiple threads are shown in USA Bl.5., AcIIJe screw threads, .and Part UI @f Handboor(;H28, .•. · '\ .··.. ' .. ,. i 
b All threads, except'NGO, are right hand unless otberwise designated. For NGO threads, designations "RH" or '"LH". are' required. 

,. Y • 

TAJ:l'LEl.Sa•, Desiqnationsfor UN, UNJ, N,NR thread series 

Basic 
thread 
series 

External thread root 
Constant 

pi1;ch Coars~ 

UN------ - - With optional radius root ·on external· • UN ' UNC 
thread. 

UNJ _______ With 0.150llp to 0.18042P martdat~ry UNJ 
radius root on external thread. 

UNJC 

N4 ________ ---- - -------------- __ _____________ '-j_f NC 

NR - - - - - - - -- - - - - - -- -- --- - -- ------ --- _ -- - __ ·-· - - - NR 

" This series superseded by UN series. 

1.14 

Fj.ne 
· Extra 

fine 

UNEF 

UNJEF 

NEF 

Special 
diame'ters, 
pitche~, or 
lengths of 

engage!'lent 

UNS 

UNJS 

NS 

Reference 

United States 
of America 

(USA) 
Standard 

Bl.1 
Bl.1 

H28 

Section 2 
Section 3 

Section 4 

Appendix Al 

MlL-3-7838 
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T AJU,E 1.9 Di.mr,tHi<J.npi,de~fgnatiilrflfiforc11Ji~ on drawings 

Designation 

CR __ - - - - - -- - ---- - - - -
DR_ - - - - - - - -- - --- -- - -
FD ___ - -- ------ --
G ________ ------- --

:i'.E:--:::· :::: ·• : ·. 
~D::::;, 'l:: •. ::: -

Dimension 

Crest radius. 
Differential reading. 
Functional diameter. 
Allowance. 
Lead. . . . ·.,, 
Length o( tnread engagement. 
Pitch, 
Pitch diameter. 

Designation Dimension 

RR ________________ Root radius. 
T __________________ Tolerance. 
TGD ______________ Thread groove diameter. 
TGW --•----------- Thread groove width. TPI _______ . ..; _______ Threads per inch. 
TRD_--,--c------~ 'Thread rid,::e diameter. 
TRT • ___ ~-.~----"-- Thread ridge thickness., 

INDEX 

A 
Actuaf fit_ ------ -- -- ---- -- ------- ---------""'·: Actual siz:e- _. ____________ • - _ .• _ - _ - - __ - _. _ -·- c 
A\ild~ndu111- ________ • _________ • _____ ~ ""'~ ~ ""''" • _ 
Allowance. _______ - _. -- ___________ ,,_·"-.:"•·•-
Attaching.purpose thread ____________ - _____ • _ 
Axis, tbre.ad _________ - --- - -- --- -- - - - - - - --- --

B 
Bas~-·;.:'---- __ - _______ ----.-- ··-·- '". 
Basic holE! system ____ - - - - - __ - - - - - - _________ _ 
Basic s~aft system _________________________ _ 
Basic l;llZe, _____________________ ,_. _. -·.- ____ • _ 
Basic thread form _______ - _____ ~ •.• ____ •• ____ _ 
BilateraTt,olerance. ____________ ~ ____ ~ ---~-".-
Bilater~ltolerance system ___________________ _ 
Blunt f.'lna. thread ___ ~~~- ___________________ _ 

f~ii~Ji~tt~h;~fet~= == = == = = = == == = :':========: 
C 

Chamfer ______ • _____ - - - - - - - - - __ - - - - __ - - - _ _ _ 5 . 32 
Classes ,of.threads ______ - _ .,. _________ -~ -.-- c. 3 ,:16' • 
Clearance;fit __________ - _ - - _____ ;,e _ --'-"·-" __ • ""'.: ,, 4 .19· 
Clearanceflank _____________________________ 5.22 
Complete thread __________ - _; ____ • _ _ _ _ _ _ _ _ _ _ 3 .10 
Constructional thread (see 

Attach!p.g purpose thread).-------·------•-. •3,19 Countersmk ____ • _ •• ______ -- ______________ • _ · ·5 ;331 <·, 
Crest.: ' :.;_______ _ -- __ . ____ _ _____ 5,23· 
Crest apex. ___ • ___ .--·------------____ ---- __ ,. 5;.25 
Crest truncation____ <6.17 
Cumulative pitchl 6;4:':,L ;,~',' 

1 l 

D 
Dedendum __ ______________ .;.~ _____________ _ 
Definitions of terms ________ - ______ - - __ 
DeptlY M thread engagement __ - ___ • __ • ___ _ 
Design: size _____ - - ..; - - - - - - - - - -- - - - - - - -L'L c'c:Ji..;..; 
Design thread form __ ._. - • - - _ - - - - - __ - ______ _ 
Designations _________ • __ - - - __ - - __ - - - _ - - __ - _ 
D!ffere~tial reading ____________ . ___________ _ 
Dimension. __________________________ . ____ _ 
Dimensions of threads ______________________ _ 

E 
Effective size (See Functional Diameter) ___ • ___ • ______________________ _ 
Effective thread ____ • - - - - __ - _______ - __ •• ___ _ 
External thread ___________________________ _ 

6.16 
2 
6.2s,: · ·1 

:>4,;7,; 
5.16 
8.3 
7.6.7 
4.2,4.3 
6 

6.24 
3.14 
3.6 

F 
Fit __________________ .,. ______________ 4.17 
Flank_______________________ ____________ 5.18 
Flank angle _______________ - ___ • _. ___ ., •• _ "-· ·.a .8:,:1 ;3· " 
Following flank ________ "----.------__________ 5 .20 
Form diameter _____________ ·'.: _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ 6 . 25 
Form, thread·----------------------------·• 5.14 
Full for;m ,thread (see Complete· · · · : •'· ' ''."' , ... 

Thread).. - ________ - - - - - - - - - ___ - - - - - - " - --~: ·3,; iO ' 
Functionlil diameter _______________ •. ~'-''-'-~~-~-- ''(L24, 7;6. 
Fun:ctfonal diameter, tap-er thread_____________ 7 .6,8 · ( · 
Fundamental triangle_______________________ 5}17 ; 
Fi,inda/l'1etital triangle height_ - _ - - - - - .:: _ - - - ~ - / : }i\f$ " 

G 
Genera:I__c ____ -~- ·" ___ • __ • _. ______ " __ .: c '-'- Li l 
Geometrical elements----------------"--"-"-- 5 Gimlet point _______ • __ .~ ___ ,:I_ ______ ._______ 5 .31 
GO functional diameter______________________ 7 .6 .2 
Gro<?ve diameter (!lee Thread Gro9,ye .. ;, ··.· ,.', , , .· ·. • . , 

DmJl'.leter) _. _________ - - -~ _ ~ _ -~ _____ -,
1 

~,-·,
0

_· • ()_;22, 7 16' 

Il 
Half-a'rigl~ of thread---------""·-·---"·---"-- 6.8, 7.3 · 
Height; fundamental triangle_. __ • __ • ____ "" •• _ 6 :13 
Height·, thread. ____________ -- __ --"·--. --~"''" · · 6,:14' :, ,., . 
Helical path ___________ -- -- _ - - - - - • - - __ - _ _ _ _ _ 6 .4 
Helix angle ____________ "---'"----- ___ --"____ 6.10 
Helix vari?,tion_. ---"· ________________ ·--___ 6.'1,1 7 .5 
HI functional diameters __ c _____ -- __ c _ c -- -- c c 1' 7'/6'.3' n 
Higbee cut (See Blunt Start)_____ 5{30' · 

•.l . ••: :;•;,·,;:r•,. 

I 
Imperfe'cti-thread (See .Incomplete Thread).!:}a, 
Included.. ii.ngle_._. _________________________ • _ 
Incomplete thread. ___ - __ - _. _ - - _,,c·" _ L'. ~L•s~ L .r ,:3t M, ;;'·: 
Interftirenee fit_ -- ______ - _i l·Lt c,, _,.::,1.flJ.L'LL Js;J ,,,,4·/lO·: -., 
Internal thread._" ____ \_,;_•.c•·i.,:'.; _ i :X\. j:,.c:,;:..,2.i,_ s~!J !"'·3il7 
Iron pipe thread (see NPT, table 1.8). __ .,;~.d:J.!:'U 
ISO symbols _______________________________ 8.2.2 

L 
Lead __________ ------ - -- ------- -------Lead angle ________________________________ _ 
Lead thread __________ - - - - - - - - ____ - - - - - - - - - -
Lead variation _____________________________ _ 
Leading flank _____________________________ _ 
Left-hand thread __________________________ _ 
Length of complete thread _______ " ______ • ___ • 
Length of thread engagement ________________ _ 

6.3 
6.9 
3.12 
6.3, 7.5 
5.19 
3,9 
6.26 
6.27 
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INDEX-Continued 

Letter symbols ________ " ___ " _______________ _ 
Limits of size ___ "_-" ______________ • ________ _ 
LO functional diameter _____________________ _ 
Load flank_. _______________ • ______________ _ 

M 
Major clearance ___________________________ _ 
Major cone _______________________________ _ 
Major cylinder- _________________________ " __ 
Major diameter _______________ ._. __ " _______ _ 
Maximum-material-limit ____________________ _ 
Minimum-material-limit ______ • _________ • ___ _ 
Min single element PD _____________________ _ 
Minor clearance __________________ " ________ _ 
Minor cone ________________ ---- ___________ _ 
Minor cylinder _____________________ - - - ____ _ 
Minor diameter ______ " _____ ·-_____________ • __ 
Multiple-start thread-- _____________________ _ 

N 
Nominal size ______________________________ _ 

p 
Parallel thread (see Screw thread) ____________ _ 
Partial thread ___________ -- ________________ _ 
Pipe Thread Symbols. _____________________ _ 
Pitch ___________________________________ _ 
Pitch cone ___ " ____________________________ _ 
Pitch cylinder _________ -" __________________ _ 
Pitch diameter ____________________________ _ 
Pitch line ___ " __________________________ " __ _ 
Pitch radius _______________________________ _ 
Plane of vanish point _______________________ _ 

R 
Reference size _____________________________ _ 
Retaining thread (see Attaching Purpose Thread) ___________________ • _____ _ 
Ridge diameter (see Thread Ridge Diameter) __ _ 
Right-hand thread _________________________ _ 
Root ____________ ------ ----- - --------Root apex ________________ " ________________ _ 
Root truncation ___________________________ _ 

s 
Screw thread ______________________________ _ 
Sharp crest ________________________________ _ 
Sharp major cone ___________ • _________ " ____ _ 
Sharp major cylinder ________________ -;'-- ____ _ 
Sharp minor cone _____ • ____________ ----~ _____ _ 
Sharp minor cylinder ________ " ______________ _ 
Sharproot"------------·----------"--------
Sharp-V thread height (See 

Fundamental Triangle Height) ____________ • 
Simple effective diameter (See Thread 

Groove Diameter) ________ :_. ___ - - - - - ____ _ 

1.16 

8 
4.9 
7.6.3 
5.21 

6.29 
5.5 
5.3 
6.19 
4.10 
4.11 
7.6.4 
6.30 
5:11 
5.9 
6.20 
3.5 

4.4 

3.2 
3.13 
8.2.1 
6.2, 7.4 
5.8 
5.7 
6.21, 7.6 
5.13 
6.11 
5.29 

4.6 

3.19 
6.23,7.6 
3 .. 8 
5.24 
5.26 
6.18 

3.2 
5.25 
5.6 
5.4 
5.12 
5.10 
5.26 

6.13 

6.22 

Single-start thread ___ . _ _ _ _ __ _ _ _ _ _ _ _ _ _ ____ _ __ 3 .4 
Single thread- _____________________ - ___ • __ __ 3 .3 
Size-- ______________________________ 4.3 
Standoff ________________________ --- _ _ 6.33 
Straight thread (see Screw Thread) ___________ 3.2 Structural thread ___________________________ 3.18 
Symbols ___________________ ·------------·--- 8.1 

T 
Taper thread (See Screw Thread)_____________ 3. 2 
Tensile stress area __ ._______________________ 6 .31 
Thickness, thread ridge" __ . ___________________ 6.11 
Thread ____________________________ ----- 3.3 
Thread axis _______________________ .________ 5.2, 7 .2 
Thread depth--•--------•----------------"-" 6.14 Thread, external_ _______ • --- __ -- __ - - - -- _ __ __ 3 .6 
Thread form ____________ - ________ - - _ - _ __ _ _ _ 5 .14 
Thread groove diameter __ - ___ -- ___ - -- -- _ __ __ 6 .22, 7 .6 
Thread groove width _____ - __________ - - _ ___ _ _ 6 .12 
Thread height_ - _ - _______ ---- _____ - - - - - - __ -- 6 .14 
Thread, internaL _ ____ _ _ _ ___ _ _ __ _ _ _ _ _ _ ___ _ __ 3. 7 
Thread ridge diameter ______________________ . 6 .23, 7 .6 
Thread ridge thickness _______________ • __ ·-__ 6 .11 
Thread run"°ut _________________ • ___________ 3.13 
Thread series _____________ -- -- _ _ _ _ _ _ _ _ _ _ ___ _ 3 .17 
Thread shear area___________________________ 6 .32 
Thread size (see Size) ____ - - _______ - - _ _ __ ___ _ 4 .3 
Threads per inch ____________________________ 6.5 
Tolerance _______ "-------------------------- 4.13 Tolerance, bilateraL _____________ • __ • _ _ _ _ _ _ _ 4 .16 
Tolerance limit ____________ • __ • ___ - _ _ __ _ _ _ _ _ 4 .14 
Tolerance system, bilateral__ _______ -·________ 4 .23 
Tolerance system, unilateraL_ _ _ __ _ __ _ _ _ _ __ _ _ 4 .22 
Tolerance, unilateraL _ _ __ _ _ _ _ _ _ _ _ _ __ _ _ __ _ _ __ 4.15 
Total thread. ________________ • _____ - _ _ _ _ _ _ _ 3. 15 
Transition fit ______ "- _________ ._____________ 4 .21 
Truncation, crest or root ___________ ·-________ 6 .17, 6.18 
Turns per inch _____________ • _______________ 6.6 
TypographY---------------·-----------"--"- 1.3 

u 
Unilateral tolerance_________________________ 4 .15 
Unilateral tolerance system__________________ 4 .22 

V 
Vanish cone ________________________________ 5.28 
Vanish point _______________________ ._______ 5 .29 
Vanish thread _________ -· _________ - _ _ __ _ _ _ __ 3 .13 
Variation, helix _____ "-_.____________________ 6.4, 7 .5 
Variation, lead---------------------------·- 6.3, 7 .. 5 
Virtual diameter (see Functional Diameter).___ 6 .24, 7 .6 
Virtual effective diameter (see Functional Diameter) ___ .___________________________ 6 .24 

w 
Washoutthread---·------·--·-------------- 3.13 
Width, thread groove-"--____________________ 6.12 
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l. INTRODUCTION 

The Unified thread standards shown in this sec~ 
tion are in agreement with International Stand-
ardization Organization (ISO) Recommendations: 

R68 Screw Threads (That part dealing with the 
ISO Basic Thread Profile), and 

R263 ISO Inch Screw Threads, General Plan and 
Selection for Screws, Bolts, and Nuts (diameter 
range 0.06 to 6 inch). 

This section is in general agreement with United 
States of America Standard USA Bl.I, Unified 
Screw Threads, published by The American Society 
of Mechanical Engineers, 345 East 47th Street, New 
York, N.Y. 10017; also with CSA Bl.I, Standard 
for Unified and American Screw Threads, published 
by the Canadian Standards Association, Ottawa, 
Canada; and with British Standard 1580, Unified 
Screw Thre&ds, published by the British Standards 
Institution, 2 Park Street, London, W.1. The latest 
revision should be consulted when referring to such 
standards. As of date of issue of this section of H28, 
USA Bl.1-1960 is the latest revision of Bl.1. 

· The Unified screw thread standards shown in 
this section constitute the basic thread standards 
used in the United States for the screw threads used 
on threaded fasteners. Unified screw threads are a 
complete and integrated system of threads for 
fastening purposes in mechanisms and structures. 
Their outstanding characteristic is general inter-
changeability of. threads achieved through the 
standardization of thread form, diameter-pitch 
combinations, and limits of size. 

The standards have as their original basis the work 
done about a century ago by William Sellers in the 
United States and Sir Joseph Whitworth in Great 
Britain. Throughout the intervening years there 
have been many further developments and revisions, 
culminating in the system of Unified Threads ap-
proved and adopted for use by all inch-using coun-
tries. 

Unification of screw thread standards received 
its impetus from the need for interchangeability 
among the billions of fasteners used in the complex 
equipment of modern warfare which equipment 
was, and continues to be, made in different coun-
tries. Equally important, however, are international 
trade in mechanisms of all kinds and the servici:qg 
of transportation equipment which moves ftotn 
country to country. These have made unification 
not only highly advantageous but practically es-
sential. 

Unified screw threads had their origin in an Accord 
signed at Washington, D.C., on November 18, 
1948, by representatives of Standatdizing Bodies of 
Canada, the United Kingdom, and the United States. 
The Unified standard threads generally supersede 
the American standard threads. Threads are classed 
as Unified if they have the basic Unified thread 
form and have limits of size and tolerances based 
on the Unified formulations. Such threads are identi-
fied by the letter combination "UN" in the thread 
symbol. 

212-951 0 - 76 - 3 

In relation to previous American practice, Unified 
threads have substantially the same thread form 
and are mechanically interchangeable with American 
National threads of the same diameter and pitch. 

The principal differences between the two systems 
relate to the application of allowances, the variation 
of tolerances with size, difference in amount of 
pitch diameter tolerance on external and internal 
threads, and differences in thread designations. 
Under the Unified system, an allowance is provided 
on both the classes IA and 2A external threads, 
whereas under the American National system only 
the class 1 external thread has an allowance. Under 
the Unified system, the pitch diameter tolerance of 
an internal thread is 30 percent greater than that 
of the external thread, but such tolerances are 
equal under the American National system. Since 
the tolerances differ, the letter "A" is used in the 
thread .symbol to denote an external thread and the 
letter "B" is used to denote .an internal thread. 
Unified tolerances and allowances for both stand-
ard and special diameter-pitch combinations are 
derived from the same formula, but American 
National tolerances for special threads have a differ-
ent basis from that for some standard threads. 

2. UNIFIED THREAD FORM 
2.1. BASIC THREAD FoRM.-The Unified thread 

form is the basis of all thread dimensions given in 
this section. The formulas for its proportions are 
given in table 2.1, together with figure 2.2, showing 
the basic profile from which the design forms are 
derived. Both the ISO basic profile and the Ameri-
can (U.S.) concept of the basic Unified thread form 
are shown. These are essentially alike except that 
in the second illustration the position of the basic 
minor diameter provides for the long established 
practice in the U. S. of considering 100 percent 
thread height as being equal to 0.75H measured 
from the basic major diameter. 

2.l(a) Angle of thread.-The basic angle of thread 
between the flanks of the thread, measured in an 
axial plane, is 60°. The line bisecting this 60° angle 
is perpendicular to the axis of the screw thread. 

2.l(b) Form of crest.-The form of the crest of 
external threads is flat. The crest of the basic thread 
form of the external thread shall be truncated from 
the sharp crest an amount equal to 0.125 H, where 
H is the depth of the fundamental triangle. The 
form of the crest of internal threads is flat and the 
crest shall be truncated from the sharp crest an 
amount equal to 0.25 H. 

2.l(c) Rounded root forms.-The crest clearances 
allowed are such as to permit rounded root forms 
in both the external and internal threads. Rounded 
roots are required in some applications and are 
made by tools that are purposely rounded. Other-
wise, rounded roots may be the result of tool wear. 

2.l(d) Clearan~e at minor diameter.-A clearance 
is provided at the minor diameter of the internal 
thread by truncating from the sharp crest an amount 
equal to 0.25 H. 

2.01 
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O" 

_ ~- Axis of screw thread _ 

ISO basic profile for inch and metric threads. 

90° 

p 
8 

.!!1 ~H: __ 4 H 

H 
8 

_ _1__ Axis ~f Screw !hread __ _ 

• 3H/4=100 percent thread height 
American (U.S.) sYI11metrle11! thread form from which percentages 

of thread height are calculated. 

Fmui:ui: 2.2. BO,/Jic unified thread form; ISO basic profile and American (U.S.) symmetrical thread form. 

2.l(e) Clearance at maior diameter.-A clearance 
is provided at the major diameter of the internal 
thread by making the thread form at the root such 
that its width is less than 0.125 p. 

2.2. DESIGN FoRM OF EXTERNAL THREAD.-The 
design form for an external Unified thread, i.e., the 
form of an external thread in its maximum material 
condition, shown in figure 2.3, is derived from the 
fundamental triangle. It is truncated at the major 
diameter to 0.125 H. In practice, due to providing 
for tool crest wear at the thread roots, i.e., the 
minor diameter, the roots are shown .as a rounded 
contour and cleared beyond the flat width of 0.25 p 
for the minimum minor diameter of the internal 
thread. Also, in practice, the crests of the external 
threads may be rounded within the confines estab-
lished by the major diameter tolerance. 

2.3. DESIGN FoRM OF INTERNAL THREAD.-The 
design form for an internal Unified thread, i.1;i., the 
form of an internal thread in its maximum rria-
terial condition, shown in figure 2.3, is derived 
from the fundamental triangle. It is similar to the 
basic form except that the truncation at the minor 
diameter is an amount equal to one-quarter of the 
fundamental triangle height (0.25H). In practice, 
due to providing for tool crest wear at the thread 
roots, i.e., the major diameter, the roots are shown 
as a rounded contour and cleared beyond the flat 
width of 0.125 p for the maximum major diameter 
of the internal thread. 

2.4. BASIC THREAD DATA.-The basic thread 
data for all standard pitches of the Unified form of 
thread are given in table 2.1. 

3. THREAD SERIES, ORDER OF 
SELECTION, AND SUGGESTED 

APPLICATIONS 
3.1. THREAD SERIES DEFINITION.-Thread series 

are groups of diameter-pitch combinations distin-
guished from each other by the number of threads 
per inch applied to series of specific diameters. The 
various diameter-pitch combinations of three series 
with graded pitches and 8 series with constant 
pitches are given in table 2.7, p. 2.08. The symbols 
for designating the various thread series are shown 
in table 2.7. In table 2.21, p. 2.26, the limits of size 
of the series in table 2.7 are given but the full range 
is not covered in the case of the 4UN, 6UN, and 
8UN series. (See par. 11 Limits of Size, p. 2.25.) 

3.2. ORDER OF SELEC'rION.-Whenever possible, 
selection should be made from table 2.21, p. 2.26, 
Standard series limits of size-Unified screw threads, 
preference being given to the coarse-thread and 
fine-thread series. If threads in the standard series 
do not meet the requirements of design, reference 
should be made to the selected combinations in 
table 3.1. The third expedient is to compute the 
limits of size for a special diameter-pitch combina-
tion in accordance with table 3.11. The fourth and 
last resort is calculation by the formulas in section 3. 

3.3. UNC, CoARSE-THREAD SERIEs.-This series 
is generally utilized for the bulk production of bolts, 
screws, nuts, and other general engineering applica-
tions. It is used in general applications for threading 
into lower tensile strength materials such as cast 
iron, mild steel, and softer materials to obtain the 
optimum resistance to stripping of the internal 

2.03 
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MIN MAJOR DIAMETER 
SPECIFIED IN DIMENSIONAL 
TABLES (FORM DIAMETER) 

0.125H 

H 0.625H 

0,25H 

INTERNAL 
THREAD 

(NUT) 

EXTERNAL 
THREAD 
(BOLT) 

0.125H 

FLANKS TO BE STRAIGHT 
BEYOND 0.25H FROM SHARP 
APEX OF ROOT 

MAX DESIGN MINOR 
DIAMETER SPECIFIED IN 
DIMENSIONAL TABLES 
(SEE FIGURES 2.5 ANO 2.6) (FORM DIAMETER) 

' ROUNDED ROOT OPTIONAL L _ -L~XIS OF EXT~RNAL THREAD----

FIGURE 2.3. Unified internal and external screw thread design forms (maximum 
material condition) .. 

NOTE: See table 2.1 for numerical values. In practice the crests of external threads may be rounded. 

thread. It is applicable for rapid assembly or dis~ 
assembly, or if corrosion or slight damage is possible. 
The basic dimensions and limits of size for this 
series are shown in tables 2.8 and 2.21. 

3.4. UNF, FINE-THREAD SERIES.-This series is 
suitable for the production of bolts, screws, nuts, 
and other applications where the coarse series is 
not applicable. External threads of this series have 
greater tensile stress area than comparable sizes of 
the coarse series. The fine series is suitable when 
the resistance to stripping of both external and 
mating internal threads equals or exceeds the tensile 
load carrying capacity of the externally threaded 

2.04 

member. It is also used where the length of engage-
ment is short, where a smaller lead angle is desired, 
or where the wall thickness demands a fine pitch. It 
may also be used for threading into lower strength 
materials where maximum strength of the external 
thread is not required, otherwise, the length of 
engagement must be selected to meet the above 
required strength conditions. 

Fine threads up to and including 1 in size are 
suitable for screw, bolt, and nut, and other threaded 
fastener applications. Sizes over 1 in may not be 
suitable unless the mating materials are compatible 
as outlined above. The basic dimensions and limits of 
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EXTERNAL 
THREAD 
(BOLT) 

H 

_lo~_o -·=-=-= 
I _l___AXIS OF Elf[ERNAL THRE~---

FIGURE 2.4. Symbols for thread data in table 2.1. 

size for this series are shown in tables 2.9 and 2.21. 
3.5. UNEF, EXTRA-FINE THREAD SERIES.-This 

series is applicable where even finer pitches of threads 
are desirable for short lengths of engagement and 
for thin-walled tubes, nuts, ferrules, or couplings. It 
is also generally applicable under the conditions 
stated above for the fine threads. The basic dimen-
sions and limits of size for this series are shown in 
tables 2.10 and 2.21. 

3.6. UN, CONSTANT PITCH SERIES.-The various 
constant-pitch series with 4, 6, 8, 12, 16, 20, 28, and 
32 threads per inch, given in table 2.7, offer a com-
prehensive range of diameter-pitch combinations 
for those purposes where the threads in the UNC, 
UNF, and UNEF series do not meet the particular 
requirements of the design. The constant pitch series 
have application on parts that are repeatedly as-

sembled and disassembled or where it might be 
advantageous to rethread oversize to recondition 
the threaded portions of the parts. Whenever a 
thread in a constant-pitch series also appears in the 
UNC, UNF, or UNEF series, the symbols, toler-
ances, and limits of size of those standard series are 
applicable. When selecting threads from these 
constant-pitch series, preference should be given 
whenever possible to those tabulated in the 8-, 12~, 
or 16-thread series. The basic dimensions for the 4-, 
6-, 20-, 28-, and 32-thread series are shown in tables 
2.11, 2.12, 2.16, 2.17, and 2.18. 

3.6(a) BUN, 8-tkread series.-The 8UN series is a 
uniform-pitch series for large diameters or for use 
as a compromise between the coarse- and fine-
thread series. Although originally intended for 
high-pressure-joint bolts and nuts, it is now widely 
used as a substitute for the coarse-thread series for 
diameters larger than 1 in. The basic dimensions 
for this series are shown in table 2.13. 

3.6(b) 12UN, 12-thread series.-The 12UN series 
is a uniform-pitch series for large diameters requiring 
threads of medium-fine pitch. Although originally 
intended for boiler practice, it is now used as a con-
tinuation of the fine-thread series for diameters 
larger than 1.5 in. The basic dimensions for this 
series are shown in table 2.14. 

3.6(c) 16UN, 16-thread series.-The 16UN series 
is a uniform-pitch series for large diameters requiring 
fine-pitch threads. It is suitable for adjusting collars 
and retaining nuts, and also serves as a continutation 
of the extra-fine-thread series for diameters larger 
than 1.6875 in.· The basic dimensions for this series 
are shown in table 2.15. 

3.7. HIGH-TEMPERATURE, HIGH-STRENGTH AP-
PLICATIONs.-For these applications the coarse-
thread series is recommended in sizes from 0.25 to 1 
in and the 8-thread series in sizes over 1 in. Limits 
of size are given in table 2.21. Some high-temperature 
applications involving special physical characteristics 
or conditions may require modification of thread 
dimensions. See italicized part in par. 4.2, p. 2.19, and 
par. 10.5, p. 2.24. 

3.8. SELECTED COMBINATIONS OF UNS THREADS. 
-These data are tabulated in table 3.1 for some 
selected combinations of diameter and pitch of 
Unified special screw threads, designated UNS, with 
pitch diameter tolerances based on a length of thread 
engagement of 9 times the pitch. The pitch diameter 
limits are applicable to a length of engagement of 
from 5 to 15 times the pitch. (This should not be 
confused with the length of thread on mating parts, 
as it may exceed the length of engagement by a con-
siderable amount.) 

3.9. FINE THREADS FOR THIN-WALL TUBING.-
The limits of size for a 27-thread series, ranging 
from 0.25 to 1 in nominal size, are included in table 
3.1. These threads are recommended for general 
use on thin-wall tubing. For more detailed informa-
tion see part II of Handbook H28. 

3.10. THREADS OF SPECIAL DIAMETERS, PITCHES, 
AND LENGTHS OF ENGAGEMENT.-For information 
on special threads, see section 3. 
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FIGURE 2.5. Disposition of tolerances, allowances, and crests clearances for classes 1 A, 2A, 1B, and 2B. 
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FIGURE 2.6. Disposition of tolerances and crest clearances for classes 3A and 3B. 
NOTE: "Nominal minor diameter of external thread" is that specified in tables. 
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Nominal size 
and basic 

major diametei: 

Primary Secondary 

in 
.060 

.086 

.112 

in 
----------

.073 

.099 

TABLE 2.7. Unified standard screw thread series 

Series with graded pitches 

Coarse 
UNO 

-----·-----64 
56 
48 
40 

Fine 
UNF 

80 
72 
64 
56 
48 

Extra fine 
UNEF 

Threads per inch 

Series with constant pitches 

4UN 6UN BUN 12UN 16UN 20UN 28UN 32UN 

. 125 

. 138 

.164 

.190 

40 
32 

44 
40 _::: __ :: __ ---------- ---------- ---------- ______ :::: :::::_:::: :::::_:_:::: : _______ :::: - - UNO --

.250 

.3125 

.375 

.4375 

.500 

.5625 

.625 

. 750 

.875 

1.000 

1.125 

1.250 

1.375 

1.500 

1.625 

1.750 

1.875 

2.000 

2.250 

2.500 

2.750 

3.000 

3.250 

3.500 

~-750 

4.000 

4.250 

4.500 

4.750 

5.000 

5.250 

5.500 

5.750 

6.000 

2.08 

32 36 ---------- ---------- ---------- ---------- ____________________ ---------->- ------------ UNO 
24 32 

.216 24 28 
UNF 32 _______________________________ :::: __ : __ :_:: ________ :_ UNF - UNEF 

20 28 
18 24 
16 24 

32 
32 
32 
28 

---------- -=-------- ________ :: : _____ :::: -- UNO --
14 20 ---------- ---------- ---------- ---------- 16 
13 20 
12 18 

28 
24 
24 
24 

__________________ : _________ ::--UNO--
---------- 11 18 ---------- ---------- ---------- 12 

.6875 ---------- ---------- ---------- ---------- ---------- 12 

---------- 10 16 
.8125 ---------- ----"-----

---------- 9 14 
.9375 ----------- ----------

---------- 8 12 
1.0625 -------->- ---s------

---------- 7 12 
1.1875 ---------- ----------

---------- 7 12 
1.3125 <--------- ----------

---------- 6 12 
1.4375 ---------- ----------

---------- 6 12 
1.5625 ---------- ----------

1.6875 ---------- ----------

20 
20 
20 
20 

20 
18 
18 
18 

18 
18 
18 
18 

18 
18 
18 
18 

---------- 5 ---------- ---------- ----------
1.8125 ---------- ---------- ---------- ----------

1.9375 --"------- "---"----- ---------- ----------

4.5 ------- -- ---------- ----------

---~:'.~~-- 4.5 ---------- ---------- :::::::::: 
2.375 ---------- ---------- --- --- -- ----------

---------- 4 __________ __________ UNO 
2.625 >---->---- ---------- --<--s---- 4 __________ 4 ---------- __________ UNO 
2.875 ---------- ---------- ---------- 4 

4 ---------- ----------
3.125 ---------- ---------- ----------

4 ---------- ----------
3.375 

4 
3.625 

---------- 4 --------
3.875 ---------- ---------- --"-------

---4:i2s-- ------~--- :::::::::: -~==~::::: 
4.375 ---------- ---------" ----------

4.625 ---------- --"------- ----->----

5.125 ---------- ---------- ----------

5.375 ---------- ---------- ----------

5.625 ---------- ---------

5.875 

UNO 
4 

UNO 
4 

UNO 
4 

UNO 
4 

UNO 
4 
4 
4 

4 
4 
4 
4 

4 
4 
4 
4 

4 
4 
4 
4 
4 

UNO --
6 

UNO 
6 
6 
6 

6 
6 
6 
6 

6 
6 
6 
6 

6 
6 
6 
6 

6 
6 
6 
6 

6 
6 
6 
6 

6 
6 
6 
6 

6 
6 
6 
6 

6 
6 
6 
6 

UNO 
8 
8 
8 

8 
8 
8 
8 

8 
8 
8 
8 

8 
8 
8 
8 

8 
8 
8 
8 

8 
8 
8 
8 

8 
8 
8 
8 

8 
8 
8 
8 

8 
8 
8 
8 

8 
8 
8 
8 

8 
8 
8 
8 

8 
8 
8 
8 
8 

12 
12 
12 
12 

UNF 
12 

UNF 
12 

UNF 
12 

UNF 
12 

UNF 
12 
12 
12 

12 
12 
12 
12 

12 
12 
12 
12 

12 
12 
12 
12 

12 
12 
12 
12 

12 
12 
12 
12 

12 
12 
12 
12 

12 
12 
12 
12 

12 
12 
12 
12 

12 
12 
12 
12 
12 

16 
16 
16 
16 

UNF 
16 
16 
16 

16 
16 
16 
16 

16 
16 
16 
16 

16 
16 
l6 
16 

16 
16 
16 
16 

16 
16 
16 
16 

16 
16 
16 
16 

16 
16 
16 
16 

16 
16 
16 
16 

16 
16 
16 
16 

16 
16 
16 
16 

16 
16 
16 
16 

16 
16 
16 
16 
16 

UNO 
20· 
20 

UNF 

UNF 
20 
20 
20 

UNEF 
UNEF 
UNEF 
UNEF 

UNEF 
20 
20 
20 

20 
20 
20 
20 

20 
20 
20 
20 

20 
20 
20 
20 

20 
20 
20 
20 

20 
20 
20 
20 

20 

UNF 
28 
28 

UNEF 

UNEF 
28 
28 
28 

28 
28 
28 
28 

28 
28 
28 
28 

28 
28 
28 
28 

28 

UNEF 
UNEF 
UNEF 

32 

32 
32 
32 
32 

32 
32 
32 
32 

32 

Nominal 
size and 

basic major 
diameter 

,n 
.060 
.073 
.086 
.099 
.112 

.125 

.138 

.164 

.190 

.216 

.250 

.3125 

.375 

.4375 

.500 

.5625 

.625 

.6875 

.750 

.8125 

.875 

.9375 

1.000 
1.0625 
1.125 
1. 1875 

1.250 
1.3125 
1.375 
1.4375 

1.500 
1.5625 
1.625 
1.6875 

1.750 
1.8125 
1.875 
1.9375 

2.000 
2.125 
2.250 
2.375 

2.500 
2.625 
2.750 
2.875 

3.000 
3.125 
3.250 
3.375 

3.500 
3.625 
3.750 
3.875 

4.000 
4.125 
4.250 
4.375 

4.500 
4.625 
4.750 
4.875 

5.000 
5.125 
5.250 
5.375 

5.500 
5.625 
5.750 
5.875 
6.000 
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TABLE 2.8. Coarse thread 8eries, basic dimensions, UNC 

Nominal size Minora Minora Lead angle at Sectional area Tensile stressh 
and basic major Threads per Basic pitch diameter, diameter, basic pitch at minor area, 

diameter, D inch, diameter, external internal diameter, diameter at 
1r(~- 3H)' n E threads, K, threads, Kn X D-2"1, 2 16 

Primary Secondary 

in in in in in deg min in2 in2 

.073 64 0.0629 0.0538 0.0561 4 31 0.00218 0.00263 
.086 -----------.- 56 ,0744 .0641 .0667 4 22 .00310 .00370 

.099 48 .0855 .0734 .0764 4 26 .00406 ,00487 
.112 ------------ 40 .0958 .0813 .0849 4 45 .00496 .00604 

.125 ------------ 40 .1088 .0943 .0979 4 11 .00672 .00796 

. 138 -----------·- 32 .1177 .0997 .1042 4 50 .00745 .00909 

.164 ------------ 32 .1437 .1257 .1302 3 58 .01196 .0140 

.190 24 .1629 .1389 .1449 4 39 .01450 .0175 
.216 24 .1889 .1649 .1709 4 1 .0206 .0242 

.250 ------·------ 20 .2175 ,1887 .1959 4 11 .0269 .0318 

.3125 ------------ 18 .2764 .2443 .2524 3 40 .0454 .0524 

.375 --·---------- 16 .3344 .2983 .3073 3 24 .0678 .0775 

.4375 ----.-------·- 14 .3911 .3499 .3602 3 20 .0933 .1063 

.500 ------------ 13 .4500 .4056 .4167 3 7 .1257 .1419 

.5625 ----------·-- 12 .5084 .4603 .4723 2 59 .162 .182 

.625 -------.----- II .5660 .5135 .5266 2 56 .202 .226 

.750 --·---------- 10 .6850 .6273 .6417 2 40 .302 .334 

.875 ------------ 9 .8028 .7387 . 7547 2 31 .419 .462 

1.000 ----.-·------- 8 .9188 .8466 .8647 2 29 .551 .606 
J. 125 ----·-------.- 7 J.0322 .9497 .9704 2 31 .693 .763 
1.250 ------------ 7 1.1572 1.0747 1.0954 2 15 .890 .969 
1.375 ------------ 6 I. 2667 1.1705 1.1946 2 24 1.054 1. 155 
1.500 ------------ 6 1.3917 1.2955 1.3196 2 11 1.294 1.405 

1.750 ----------·-- 5 1. 6201 1.5046 1.5335 2 15 1.74 1.90 
2.000 ------------ 4.5 1.8557 I. 7274 J.7594 2 11 2.30 2.50 
2.250 ------------ 4.5 2.1057 I. 9774 2.0094 1 55 3.02 3.25 
2.500 --·---------- 4 2.3376 2.1933 2.2294 1 57 3.72 4.00 
2.750 ------------ 4 2.5876 2.4433 2.4794 I 46 4,62 4.93 

3.000 ------------ 4 2.8376 2.6933 2. 7294 l 36 5.62 5.97 
3.250 -----------·- 4 3.0876 2.9433 2.9794 I 29 6.72 7.10 
3.500 ------------ 4 3.3376 3.1933 3.2294 1 22 7.92 8.33 
3.750 --.---------- 4 3.5876 3.4433 3.4794 1 16 9.21 9.66 
4.000 --·---------- 4 3.8376 3.6933 3. 7294 1 11 10.61 11.08 

"Design form. See fig, 2.3. 
b See formula under definition of tensile stress area in appendix A5. 

TABLE 2.9. Fine thread series, basic dimensions, UNF 

Nominal sizea Minorb Minorb Lead angle at Sectional area Tensile stress• 
and basic major Threads per Basic pitch diameter, diameter, basic pitch at minor area, 

diatneter, D inch, diameter, external internal diameter, diameter at 
1r(~-3H)' n E threads, K, threads, Kn A D-2"1, 2 16 

Primary Secondary 

in in in in in deg min in2 in2 

.060 80 0.0519 0.0447 0.0465 4 23 0.00151 0.00180 
.073 72 .0640 .0560 .0580 3 57 .00237 .00278 

.086 ------------ 64 .0759 .0668 .0691 3 45 .00339 .00394 
.099 56 .0874 .0771 .0797 3 43 .00451 .00523 

• 112 ------------ 48 .0985 .0864 .0894 3 51 .00566 .00661 

.125 ------------ 44 .1102 .0971 .1004 3 45 .00716 .00830 

.138 ------.------ 40 .1218 .1073 ; .1109 3 44 .00874 .01015 

.164 ------------ 36 .1460 .1299 .1339 3 28 .01285 .01474 

.190 32 .1697 .1517 .1562 3 21 .0175 .0200 
.216 28 .1928 .1722 .1773 3 22 .0226 .0258 

.250 ------------ 28 .2268 .2062 .2113 2 52 .0326 .0364 

.3125 ------------ 24 .2854 .2614 .2674 2 40 .0524 .0580 

.375 ------------ 24 .3479 .3239 .329'J 2 II .0809 .0878 

.4375 -----------·- 20 .4050 .3762 .3834 2 15 .1090 .1187 

.500 ------------ 20 .4675 .4387 .4459 1 57 .1486 .1599 

.5625 -------·----- 18 .5264 .4943 .5024 1 55 .189 .203 

.625 ------------ 18 .5889 .5568 .5649 1 43 .240 ,256 

.750 ----.-------- 16 .7094 .6733 .6823 1 36 .351 .373 

.875 ------------ 14 .8286 • 7874 . 7977 1 34 .480 .509 

1.000 --·------·---- 12 .9459 .8978 .9098 1 36 .625 .663 
1.125 -------·----- 12 1.0709 .0228 1.0348 1 25 .812 .856 
1.250 ------------ 12 1.1959 .1478 1.1598 1 16 1.024 1.073 
1.375 ------------ 12 1.3209 .2728 1.2848 I 9 1.260 1.315 
1.500 ------------ 12 1.4459 .3978 1.4098 1 3 1.521 1.581 

~ For sizes larger than 1.5 inch, use the 12-thread series. See table 2.14. 
Design form. See fig. 2.3. 

0 See formula under definition of tensile stress area in appendix A5. 
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TABLE 2.10. Extra-fine thread series, basic dimensions, UNEF 

Nominal sizea Minorb 
and basic major Threads per Basic pit-0h diameter, 

diameter, D inch, diameter, external 
n E threads, K, 

Primary Seoondary 

in in in in 
.216 32 0.1957 0.1777 

.250 ------------ 32 .2207 .2117 

.3125 ------------ 32 .2922 .2742 

.375 -------- ---- 32 .3547 .3367 

. 4375 ------------ 28 .4143 .3937 

.500 -------- ---- 28 .4768 .4562 

.5625 ------------ 24 .5354 .5114 

.625 ------------ 24 .5979 .5739 
.6875 24 .6604 .6364 

.750 20 .7175 .6887 
.8125 20 .7800 .7512 

.875 
• 9375 • 

n .8425 .8137 
20 .9050 .8762 

1.000 ------------ 20 .9675 .9387 
1.0625 18 1.0264 .9943 

I. 125 ------------ 18 1.0889 1.0568 
1.1875 18 1.1514 1.1193 

1.250 ------------ 18 1.2139 1.1818 
1.3125 18 1.2764 1.2443 

1.375 ------------ 18 1.3389 1.3068 
1. 4375 18 1.4014 1.3693 

1.600 ------------ 18 1.4639 1.4318 
1.5625 18 1.5264 1.4943 

1.625 --- --------- 18 1.5889 1.5568 
1.6875 18 1.6514 1.6193 

• For sizes larger than 1.6875in, use 16-tbread aeries. See table 2.15. 
b Design form. See fig. 2.3. 
• See formula under definition of tensile stress area in appendix A5. 

Minorb Lead angle at 
diameter, basic pitch 
internal diameter, 

threads, Kn >-

in deg min 
0.1822 2 55 

.2162 2 29 

.2787 1 57 

.3412 1 36 

.3988 1 34 

. 4613 1 22 

.5174 1 25 

.5799 1 16 

.6424 1 9 

.6959 1 16 

.7584 1 10 

.8209 1 5 

.8834 I 0 

.9459 0 57 
1.0024 0 59 
1.0649 0 56 
1.1274 0 53 

1. 1899 0 50 
1.2524 0 48 
1.3149 0 48 
1.3774 0 43 

1.4399 0 42 
1.5024 0 40 
1.5649 0 38 
1.6274 0 37 

TABLE 2.11. 4-thread series, basic dimensions, 4UN 

Nominal size Minorb Minorb Lead an~l• at 
and basic major Basic pitch diameter, diameter, basic pitch 

diameter, D diameter, E external internal diameter, A 
threads, K, threads, Kn 

Primary Secondary 

in in in in in deo min 
2.500• ••• 2.625. 2.3376 2 •. 1933 2.2294 1 57 

2.4626 2.3183 2.3544 1 51 
2. 750a ·····2.815· 2.5876 2.4433 2.4794 1 46 

2. 7126 2.5683 2.6044 1 41 

3.ooo• 2.8376 2.6933 2.7294 1 36 
3.125 2.9626 2.8183 2.8544 1 32 

3.250° 3.0876 2.9433 .. 2.9794 1 29 
3.375 3.2126 3.0683 3.1044 1 25 

3.5ooa -------------- 3.3376 3. 1933 3.2294 1 22 
3.625 3.4626 3.3183 3.3544 1 19 

3. 750a -------------- 3.5876 3.4433 3.4794 1 16 
3.875 3. 7126 .. ,. , 3.5683 3.6044 1 14 

4.000" -------------- 3.8376 3.6933 3. 7294 1 11 
4. 125 3.9626 3.8183 3.8544 1 9 

4.250 
4.375. 

4.0876 3.9433 3.9794 1 7 
4.2126 4.0683 4.1044 1 5 

4.500 4.3376 4.1933 4.2294 1 3 
4.625 4.4626 4.3183 4.3544 1 1 

4.750 -------------- 4.5876 4.4433 4.4794 1 0 
4.875 4. 7126 4.5683 4.6044 0 58 

5.000 -------------- 4.8376 4.6933 4. 7294 0 57 
5.125 4.9626 4.8183 4.8544 0 55 

5.250 -------------- 5.0876 4.9423 4.9794 0 54 
5.375 5.2126 5.0683 5.1044 0 52 

5.500 5.3376 5.1933 5.2294 0 51 
5.625 5.4626 5.3183 5.3644 0 50 

5.750 ·····5.87s" 5.5876 5.4433 5.4794 0 49 
5. 7126 5.5683 5.6044 0 48 

6.000 -------------- 5.8376 5.6933 5.7294 0 47 

~ These are standard sizes of the UNC series. 
Design form. See fig. 2.3. 

0 See formula under definition of tensile stress area in appendix A5. 

2.10 

Sectional area Tensile stress• 
at minor area, 

diameter at 
1r (I}__ 3H)' D - 2h/, 2 16 

int in2 

0.0242 0.0270 
.0344 .0379 
.0581 .0625 
.0878 .0932 
.1201 .1274 

.162 .170 

.203 .214 

.256 . 268 

.315 .329 

.369 .386 

.439 .458 

.515 .536 

.598 .620 

.687 .711 

.770 . 799 

.871 .901 

.977 1.009 

1.090 1.123 
1.208 1.244 
1.333 1.370 
1.464 1.503 

1.60 1.64 
1.74 1.79 
1.89 1.94 
2.05 2. 10 

Sectional area Tensile streasC 
at minor area, 

diameter at 
1r(J}__3H)' D-2hb 2 16 

in2 in2 
3.72 4.00 
4.16 4.45 
4.62 4.93 
5.11 5.44 

5.62 5.97 
6. 16 6.52 
6.72 7.10 
7.31 7.70 

7.92 8.33 
8.55 9.00 
9.21 9.66 
9.90 10.36 

10.61 11.08 
11.34 11.83 
12.10 12.61 
12.88 13.41 

13.69 14.23 
14.52 15. 1 
15.4 15.9 
16.3 16.8 

17.2 17.8 
18.1 18.7 
19.1 19.7 
20.0 20.7 

21.0 21. 7 
22.l 22.7 
23.l 23.8 
24.2 24.9 
25.3 26.0 
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TABLE 2.12. 6-thread series, basic dimensions, 6 UN 

Nominal size Minorb Minorb Lead aDIJle at 
and basic major Basic pitch diameter, diameter, basic pitch 

diameter, D diameter, E exteroal interoal diameter.~ 
threads, Ks threads, Kn 

Primary Secondary 

in in in in in deg 
1.375" 1.2667 I. 1705 1.1946 2 

1.4375 1.3292 1.2330 1.2571 2 

1.500" 1.3917 1.2955 1.3196 2 
1.5625 1.4542 1.3580 1.3821 2 

1.625 l.5167 1.4205 1.4446 2 
1.6875 1.5792 1.4830 1.5071 l 

1.750 -----------.-.-- 1.6417 1.5455 1.5696 1 
1.8125 I. 7042 1.6080 1.6321 1 

1.875 l. 7667 1.6705 1.6946 l 
1.9375 1.8292 J.7330 1.7571 l 

2.000 I. 8917 1.7955 1.8196 1 
2.125 2.0167 1.9205 1.9446 1 

2.250 ---------·----- 2.1417 2 0455 2.0696 I 
2.375 2.2667 2.1705 2.1946 1 

2.500 2.3917 2.2955 2.3196 1 
2.625 2.5167 2.4205 2.4446 l 

2. 750 2.6417 2.54M 2.5696 1 
2.875 2. 7667 2.6705 2.6946 l 

3.000 2.8917 2. 7955 2.8196 1 
3.125 3.0167 2.9205 2.9446 l 

3.250 3.1417 3.0455 3.0696 0 
3.375 3.2667 3.1705 3.1946 0 

3.500 3.3917 3.2955 3.3196 0 
3.625 3.5167 3.4205 3.4446 0 

3.750 3.6417 3.5455 3.5696 0 
3.875 3. 7667 3.6705 3.6946 0 

4.000 3.8917 3.7955 3.8196 0 
4.125 4.0167 3.9205 3.9446 0 

4.250 --------.--.---- 4. 1417 4.0455 4.0696 0 
4.375 4.2667 4.1705 4.1946 0 

4.500 4.3917 4.2955 4.3196 0 
4.625 4.5167 4.4205 4.4446 0 

4.750 4.6417 4.5455 4.5696 0 
4.875 4.7667 4.6705 4.6946 0 

5.000 4.8917 4. 7955 4.8196 0 
5.125 5.0167 4.9205 4.9446 0 

5,250 5.1417 5.0455 5.0696 0 
5.375 5.2667 5.1705 5.1946 0 

5.500 ··5.625····· 5.3917 5.2955 5.3196 0 
5.5167 5.4205 5.4446 0 

5.750 5.6417 5.5455 5.5696 0 
5.875 5. 7667 5.6705 5.6946 0 

6.000 ------------- - 5.8917 5. 7955 5.8196 0 

a These are standard sizes of the UNC series. 
b Design form. See fig. 2.3. 
0 See formula under definition of tensile stress area in appendix A5. 

Sectional area Telll!i!e stress• 
at minor area, 

diameter at 1r(~-3Hy D-2"1, 2 16 

min in2 in2 
24 1.054 1.155 
17 1.171 1.277 

11 J.294 1.405 
5 1.423 1.54 
0 1.56 1.68 

55 1.70 1.83 

51 1.85 1.98 
47 2.00 2.14 
43 2.16 2.30 
40 2.33 2.47 

36 2.50 2.65 
30 2.86 3.0~ 
25 3.25 3.42 
20 3.66 3.85 

16 4.10 4.29 
12 4.56 4.76 
9 5.04 5.26 
6 5.55 5.78 

3 6.09 6.33 
0 6.64 6.89 

58 7.23 7.49 
56 7.84 8. 11 

54 8.47 8.75 
52 9.12 9.42 
50 9.81 10.ll 
48 10.51 10.83 

47 11.24 11.57 
45 12.00 12.33 
44 12.78 13.12 
43 13.58 13.94 

42 14.41 14. 78. 
40 15.3 15.6 
39 16.l 16.5 
38 17.0 17.5 

37 18.0 18.4 
36 18.9 19.3 
35 19.9 20.3 
35 20.9 21.3 

34 21.9 22.4 
33 23.0 23.4 
32 24.0 24.5 
32 25.1 25.6 
31 26.3 26.8 
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Nominal size 
and basic major 

diameter, D 
Basic pitch 
diameter, RJ 

Primary Secondary 

in in in 
1.000• 0.9188 

1.0625 .9813 
1.125 -------------- 1.0438 

1.1875 1.1063 

1.250 --------.------ 1.1688 
1.3125 1.2313 

1.375 ---------·----- 1.2938 
1.4375 1.3563 

1.500 -- -1.5625 ____ 1.4188 
1.4813 

1.625 1.5438 
I. 6875 1. 6063 

1.750 
- --1.8125 1.6688 

1.7313 
1.875 I. 7938 

I. 9375 1.8563 

2.000 --.--.---------- 1. 9188 
2.125 2.0438 

2.250 ----·---------- 2.1688 
2.375 2.2938 

2.500 --------------- 2.4188 
2.625 2.5438 

2.750 -------------- 2. 6688 
2.875 2. 7938 

3.000 -------------- 2.9188 
3.125 3.0438 

3.250 
-3.375 

3.1688 
3.2938 

3.500 ----3.625 _____ 3.4188 
3.5438 

3.750 3.6688 
3.875 3. 7938 

4.000 -------------- 3.9188 
4.125 4.0438 

4.250 -------------- 4. 1688 
4.375 4.2938 

4.500 4.4188 
4.625 4.5438 

4.750 -------------- 4.6688 
4.875 4. 7938 

5.000 4.9188 
5.125 5.0438 

5.250 -,------------- 5.1688 
5.375 5.2938 

5.500 ---------.----- 5.4188 
5.625 5.5438 

5.750 -.----.--------- 5.6688 
5.875 5. 7938 

6.000 -----·-----.---- 5.9188 

• This is a standard size of the UNC series. 
b Design form. See fig. 2.3. 

'fABJ.,E 2.13. 8-thread series, basic dimensions, BUN 

Minorb Minorb Lead angle at 
diameter, diameter, basic pitch 
external internal diameter.A 

threads, K, threads, Kn 

in in deu 
0.8466 0.8647 2 

.9091 .9272 2 

.9716 .9897 2 
1.0341 1.0522 2 

1.0966 1.1147 1 
1.1591 1.1772 1 
1.2216 1.2397 I 
1.2841 1.3022 1 

1.3466 1.3647 1 
1.4091 1.4272 1 
1.4716 1.4897 1 
1.5341 1.5522 I 

1.5966 1.6147 1 
J.6591 I. 6772 1 
I. 7216 1. 7397 1 
1. 7841 1.8022 1 

1.8466 1.8647 1 
1.9716 1.9897 I 
2.0966 2.1147 1 
2.2216 2.2397 1 

2.3466 2.3647 0 
2.4716 2.4897 0 
2.5966 2.6147 0 
2.7216 2. 7397 0 

2. 8466 2.8647 0 
2.9716 2.9897 0 
3.0966 3.1147 0 
3.2216 3.2397 0 

3.3466 3.3647 0 
3.4716 3.4897 0 
3.5966 3.6147 0 
3.7216 3. 7397 0 

3.8466 3.8647 0 
3.9716 3.9897 0 
4.0966 4.1147 0 
4.2216 4. 2397 0 

4.3466 4.3647 0 
4.4716 4.4897 0 
4.5966 4.6147 0 
4.7216 4.7307 0 

4. 8466 4.8647 0 
4.9716 4.9897 0 
5.0966 5.1147 0 
5.2216 5.2397 0 

5.3466 5.3647 0 
5.4716 5.4897 0 
5.5966 5.6147 0 
5.7216 5. 7397 0 
5.8466 5.8647 0 

c See formula under definition of tensile stress area in appendix AS. 

2.12 

Sectional area Tensile streoo• 
at minor area, 

diameter at 
1r (~_ 3H)' D-2"1, 2 16 

min in2 in2 
29 0.551 0.606 
19 .636 .695 
II .728 .790 
4 .825 .892 

57 .929 1.000 
51 1.039 1.114 
46 1.155 1.233 
41 1.277 1.360 

36 1.405 1.492 
32 1.54 1.63 
29 1.68 1.78 
25 1.83 1.93 

22 1.98 2.08 
19 2.14 2.25 
16 2.30 2.41 
14 2.47 2.59 

11 2.65 2.77 
7 3.03 3.15 
3 3.42 3.56 
0 3.85 3.99 

57 4.29 4.44 
54 4.76 4.92 
51 5.26 5.43 
49 5.78 5.95 

47 6.32 6.51 
45 6.89 7.08 
43 7.49 7.69 
42 8.11 8.31 

40 8.75 8.96 
39 9.42 9.64 
37 10.11 10.34 
36 10.83 11.06 

35 11.57 11.81 
34 12.34 12.59 
33 13.12 13.38 
32 13.94 14.21 

31 14.78 15.1 
30 15.6 15.9 
29 16.5 16.8 
29 17.4 17.7 

28 18.4 18.7 
27 10.3 19.7 
26 20.3 20.7 
26 21.3 21.7 

25 22.4 22.7 
25 23.4 23.8 
24 24.5 24.9 
24 25.6 26.0 
23 26.8 27.1 
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TABLE 2.14. 12-thread series, basic dimensions, 12UN 

Nominal size Minorh 
and basic major Basic pitch diameter, 

diameter, D diameter, E external 
threads, Ks 

Primary Secondary 

in in in in 
.5625a -·------------- 0.5084 0.4603 
.625 .5709 .5228 

.6875 .6334 .5853 

.750 .6959 .6478 
.8125 .7584 .7103 

.875 -----_9375 .8209 .7728 
.8834 .8353 

1.000• .9459 .8978 
1.0625 1.0084 .9603 

1.125" 1.0709 1.0228 
1.1875 1.1334 1.0853 

1.2508 

1.3125 . 
1.1959 1.1478 
1.2584 1.2103 

1.3758 1.3209 1.2728 
1.4375 1.3834 1.3353 

1.5003 
---1.5625 1.4459 1.3978 

1.5084 1.4603 
1.625 1.5709 1.5228 

1.6875 1.6334 1.5853 

1.750 1.6959 1.6478 
1.8125 1. 7584 1.7103 

1.875 1.8209 1.7728 
1.9375 1.8834 1.8353 

2.000 --.------------ 1. 9459 1.8978 
2.125 2.0709 2.0228 

2.250 -------------- 2.1959 2.1478 
2.375 2.3209 2.2728 

2.500 __ ,. ___________ 2.4459 2.3978 
2.625 2.5709 2.5228 

2.750 -----·---·-.----- 2.6959 2.6478 
2.875 2.8209 2.7728 

3.000 2.9459 2.8978 
3.125 3.0709 3.0228 

3.250 3.1959 3.1478 
3.375 3.3209 3.2728 

3.500 
• 3.625 

3.4459 3.3978 
3.5709 3.5228 

3.750 3.6959 3.6478 
3.875 3.8209 3. 7728 

4.000 -----·------·--- 3.9459 3.8978 
4.125 4.0709 4.0228 

4.250 ----4.375 -- 4.1959 4.1478 
4.3209 4.2728 

4.500 -------------- 4.4459 4.3978 
4.625 4.5709 4.5228 

4.750 - --4.875 ---- 4.6959 4.6478 
4.8209 4.7728 

5.000 -----·--------- 4.9459 4.8978 
5.125 5.0709 5.0228 

5.250 -----·--------- 5.1959 5.1478 
5.375 5.3209 5.2728 

5.500 5.4459 5.3978 
5.625 5.5709 5.5228 

5.750 ------------.-- 5.6959 5.6478 
5.875 5.8209 5. 7728 

6.000 -------------- 5.9459 5.8978' 

These are standard sizes of the UNC or UNF series. 
Design form. See fig. 2.3. 
See formula under definition of tensile stress area in appendix A5. 

Minorb Lead angle at 
diameter, basic pitch 

internal diameter,X 
threads, Kn 

in deg min 
0.4723 2 59 

.5348 2 40 

.5973 2 24 

.6598 2 11 

.7223 2 0 

.7848 1 51 

.8473 1 43 

.9098 1 36 

.9723 1 30 
1.0348 1 25 
1.0973 1 20 

1.1598 I 16 
1.2223 1 12 
1.2848 1 0 
1.3473 I 6 

1.4098 1 3 
1.4723 1 0 
1.5348 0 58 
1.5973 0 56 

1.6598 0 54 
1. 7223 0 52 
1.7848 0 50 
1.8473 0 48 

1.9098 0 47 
2.0348 0 44 
2.1598 0 42 
2.2848 0 39 

2.4098 0 37 
2.5348 0 35 
2.6598 0 34 
2. 7848 0 32 

2 .. 9098 0 31 
3.0348 0 30 
3.1598 0 29 
3.2848 0 27 

3.4098 0 26 
3.5348 0 26 
3.6508 0 25 
3. 7848 0 24 

3.9098 0 23 
4.0348 0 22 
4.1598 0 22 
4.2848 0 21 

4.4098 0 21 
4.5348 0 20 
4.6598 0 19 
4. 7848 0 19 

4.9098 0 18 
5.0348 0 18 
5.1598 0 18 
5.2848 0 17 

5.4098 0 17 
5.5348 0 16 
5.6598 0 16 

:·. 5. 7848 0 16 
5.9098 0 15 

Sectional area Tensile stress• 
at minor area, 

diameter at 
,r (~ _ 3H)' D-2hb 2 16 

in2 in2 
0.162 0.182 

.210 .232 

.264 .289 

.323 .351 

.390 .420 

.462 .495 

.540 .576 

.625 .663 

.715 .756 

.812. .856 

.915 .961 

1.024 1.073 
1.139 1.191 
1.260 1.315 
1.388 1.445 

1.52 1.58 
1.66 1.72 
1.81 1.87 
1.96 2.03 

2.12 2.19 
2.28 2.35 
2.45 2.53 
2.63 2.71 

2.81 2.89 
3.19 3.28 
3.60 3.69 
4.04 4.13 

4.49 4.60 
4.97 5.08 
5.48 5.59 
6.01 6.13 

6.57 6.69 
7.15 7.28 
7.75 7.89 
8.38 8.52 

9.03 9.18 
9.71 9.86 

10.42 10.57 
11.14 11.30 

11.90 12.06 
12.67 12.84 
13.47 13.65 
14.30 14.48 

15.1 15.3 
16.0 16.2 
16.9 17.1 
17.8 18.0 

18.8 19.0 
19.8 20.0 
20.8 21.0 
21.8 22.0 

22.8 23.1 
23.9 24.1 
25.0 25.2 
26.1 26.4 
27.3 27.5 
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'!'ABLE 2.15. 16-,Jhread series, basic dimensions , 16UN 

Nominal size Minorb Minorb Lead an,Ie at Sectional area Tensile stress0 
and basic major Basic pitch diameter, diameter, basic pitch at minor area, 

diameter, D diameter, E external internal diameter,~ diameter at 
,r (~- 3H)' threads, K, threads, Kn D-2"1, 2 16 

Primary Secondary 

in in in in in deg min in2 int 
.375" -------------- 0.3344 0.2983 0.3073 3 24 0.0678 0.0775 
.4375 -------------- .3969 .3608 .3698 2 52 .0997 .1114 

.500 -------------- .4594 .4233 .4323 2 29 .1378 .151 

.5625 -------------- . 5219 .4858 .4948 2 11 .182 .198 

.625 .5844 .5483 .5573 1 57 .232 .250 
.6875 .6469 .6108 .6198 1 46 .289 .308 

.750" .7094 .6733 .6823 1 36 .351 .373 
.8125 .7719 .7358 .7448 1 29 .420 .444 

.875 ••••• 9375 .8344 .7983 .8073 1 22 .495 .521 
.8969 .8608 .8698 l 16 .576 .604 

1.000 •••• 1.0625 .9594 .9233 .9323 1 11 .663 .693 
1.0219 .9858 .9948 1 7 .756 ,788 

1.125 -------------- 1.0844 1.0483 1.0573 1 3 .856 .889 
I. 1875 1.1469 1.1108 1.1198 1 0 .961 . 997 

1.250 •••• 1.3125 1.2094 1.1733 1.1823 0 57 1.073 1.111 
1.2719 1.2358 1,2448 0 54 1.191 1.230 

1.375 --·· 1.4375 """ 1.3344 1.2983 1.3073 0 51 1.315 1.356 
1.3969 1.3608 1.3698 0 49 1.445 1.488 

1.500 
--1.5625 

1.4594 1.4233 l.4323 0 47 1.58 1.63 
1.5219 1.4858 1.4948 0 45 1.72 1.77 

1.625 
----1.6875 

1.5844 1.5483 1.5573 0 43 1.87 1.92 
1.6469 1.6108 1.6198 0 42 2.03 2.08 

I. 750 -------------- 1.7094 1.6733 1.6823 0 40 2.19 2.24 
1.8125 1.7719 I. 7358 I. 7448 0 39 2.35 2.41 

1.876 -------------- 1.8344 1.7083 1.8073 0 37 2.53 2.58 
1.9375 1.8969 1.8608 1.8698 0 36 2.71 2.77 

2.000 1.9594 1.9233 1.9323 0 35 2.89 2.95 
2.125 2.0844 2.0483 2.0573 0 33 3.28 3.35 

2.250 ----2.375 _____ 2. 2094 2.1733 2.1823 0 31 3.69 3.76 
2. 3344 2.2983 2.3073 0 29 4.13 4.21 

2.500 
2.625 •• 

2. 4594 2.4233 2.4323 0 28 4.60 4.67 
2.5844 2.5483 2.5573 0 26 5.08 5.16 

2.750 -------------- 2.7094 2.6733 2.6823 0 25 5.59 5.68 
2.875 2. 8344 2.7983 2.8073 0 24 6. 13 6. 22 

3.000 2.9594 2.9233 2.9323 0 23 6.69 6.78 
3.125 3.0844 3.0483 3.0573 0 22 7. 28 7.37 

3.250 3. 2094 3.1733 3. 1823 0 21 7.89 7.99 
3.375 3.3344 3. 2983 3.3073 0 21 8. 52 8.63 

3.500 ····3,525····· 3. 4594 3. 4233 3.4323 0 20 9.18 9.29 
3.5844 3.5483 3.5573 0 19 9.86 9.98 

3. 750 3.7094 3. 6733 ~.6823 0 18 10.57 10.69 
3.875 3.8344 3.7983 3.8073 0 18 11.30 11.43 

4.000 3.9594 3.9233 3.9323 0 17 12.06 12.19 
4.125 4.0844 4.0483 4.0573 0 17 12. 84 12.97 

4.250 • --4.375 ---- 4.2094 4.1733 4.1823 0 16 13. 65 13.78 
4.3344 4.2983 4.3073 0 16 14. 48 14.62 

4.500 -- - -4.625 __ ___ 4. 4594 4.4233 4.4323 0 15 15.34 15.5 
4.5844 4.5483 4.5573 0 15 16.2 16.4 

4.750 -------------- 4.7094 4.6733 . . 4.6823 0 15 17.1 17.3 
4.875 4. 8344 4.7983 4.8073 0 14 18.0 18.2 

5.000 4.9594 4.9233 4.9323 0 14 19. 0 19.2 
5.125 5.0844 5.0483 5.0573 0 13 20.0 20.1 

5.250 --------------- 5.2094 5.1733 5.1823 0 13 21.0 21.1 
5.375 5.3344 5.2983 5.3073 0 13 22.0 22.2 

5.500 5. 4594 
.. 

5.4233 5.4323 0 13 23.1 23.2 --------------5.625 5.5844 5.5483 5.5573 0 12 24.1 24.3 
5.750 

5.875° 
5.7094 5.6733 5.6823 0 12 25.2 25.4 
5.8344 5.7983 5.8073 0 12 26.4 26.5 

6.000 -------------- 5. 9594 5.9233 5.9323 0 11 27 . 5 27.7 

~ These are standard sizes of the UNC or UNF Series. 
Design form. See fig. 2.3. 

0 See formula under definition of tensile stress area in appendix A5. 
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TABLE 216. 20-thread series, basic dimensums, 20UN 

Nominal size Minorb 
and basic major Basic pitch diameter, 

diameter, D diameter, E external 
threads, K, 

Primary Secondary 

in in in in 
.260• -·------------- 0.2175 0.1887 
.3125 -------------- .2800 ,2612 
,375 ------·-·------- .3426 .3137 
,4375• -----·-----·--.-- .4050 .3762 

.500" ----------.----- .4675 .4387 

.5626 -------------- .5300 .5012 

.625 
- - .6875 

.5925 .5637 

.6550 .6262 

.750" .7175 .6887 
.8125" .7800 .7512 

.875" ---- ,9375• 
.8426 .8137 
.9050 .8762 

1.000" 
--- 1.0625 

.9675 .9387 
1.0300 1.0012 

1.126 
--- 1.1875 

1.0925 1.0637 
1.1550 1.1262 

1.250 1.2175 1.1887 --- 1.3125 1.2800 1.2612 
1.375 

--- 1.4375 
1.3425 1.3137 
1.4050 1.3762 

1.500 --- 1.5626 
1.4675 1.4387 
1.5300 1.5012 

1.625 1.5926 1.5637 
1.6875 1.6550 1.6262 

1.750 1.7175 1. 6887 --- 1. 8125 1.7800 1.7512 
1.875 

- I. 9375 
1.8426 1.8137 
1.9050 1.8762 

2.000 
--- 2.125 

1.9675 1.9387 
2.0926 2.0637 

2.250 
--- 2.375 

2.2175 2.1887 
2.3425 2.3137 

2.500 -------------- 2.4675 2.4387 
2.626 2.5926 2.5637 

2.750 
--- 2.875 

2.7175 2.6887 
2.8425 2.8137 

3.000 ----------,-- ... - 2.9675 2.9387 

• These are standard sizes of the UNO, UNF, or UNEF series. 
b Design form. See fig. 2.3. 
0 See formula under definition of tensile stress Brea in appendix A5. 

Minorb Leadlll!gle at 
diameter, b3'iic pitch 
internal diameter,;>,. 

threads, Kn 

in deg min 
0.1959 4 11 

.2684 3 15 

.3209 2 40 

.3834 2 15 

.4459 1 57 

.5084 1 43 

.5709 1 32 

.6334 1 24 

.6959 1 16 

.7684 1 10 

.8209 1 5 

.8834 1 0 

.9459 0 57 
1.0084 0 53 
1.0709 0 50 
1.1334 0 47 

1.1950 0 45 
1.2584 0 43 
1.3209 0 41 
1.3834 0 39 

1.4459 0 37 
1.5084 0 36 
1.5709 0 34 
1.6334 0 33 

1.6959 0 32 
1.7584 0 31 
1.8209 0 30 
1.8834 0 29 

1.9459 0 28 
2.0700 0 26 
2.1959 0 26 
2.3209 0 23 

2.4459 0 22 
2,5709 0 21 
2.6959 0 20 
2.8209 0 19 
2.9459 0 18 

Sectional area Tensile stress• 
at minor area, 

diameter at 1r(! -~)' D-2/ii, 
2 16 

in2 inZ 
0.0269 0.0318 

.0481 .0547 

.0755 .0836 
.1090 .1187 

.1486 .160 

.194 .207 

.246 .261 
,304 .320 

.369 .386 

.439 .458 

.515 .536 

.598 .620 

.687 .711 

.782 .807 

.882 .910 

.990 1.018 

1.103 1,133 
1.222 1.254 
1.348 1.382 
1.479 1.51 

1.62 1.65 
1.76 1.80 
1.91 1.95 
2.07 2.11 

2.23 2,27 
2.40 2.44 
2.57 2.62 
2.75 2.80 

2.94 2.99 
3.33 3.39 
3.75 3.81 
4.19 4.26 

4.66 4.72 
5.15 5.21 
5.66 5,73 
6.20 6.27 
6.77 6.84 
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TABLE 2.17. 28-thread series, basic dimensions, 28UN 

Nominal size Minorb 
and basic· major Basic pitch diameter, 

diameter, D diameter, E external 
threads, K, 

Primary Secondary 

in in in in 
.216" 0.1928 0.1722 

.2508 ----·---------- .2268 .2062 

.3125 -------------- .2893 .2687 

.375 ------.-----·--- .3518 .3312 

.4375" '"--------·--·--- .4143 .3937 

.soo• -------------- .4768 .4562 

.5625 -------------- .5393 .5187 

.625 --.------·------ .6018 .5812 
.6875 .6643 .6437 

.750 .7268 .7062 
- .8125 .7893 . 7687 

.875 -------------- .8518 .8312 
.9375 .9143 .8937 

1.000 .9768 .9562 
1.0625 1.0393 1.0187 

l. 125 1.1018 1.0812 
1.1875 1.1643 1.1437 

1.250 --·------------ 1.2268 l. 2062 
1.3125 1.2893 1.2687 

1.375 1.3518 1.3312 
1.4375 1.4143 1.3937 

1.500 -------------- I. 4768 1.4562 

• These are standard sizes of the UNF or UNEF series. 
" Design form. See fig. 2.3. 
• See formula under (jefinition of tensile stress area in appendix A5. 

Minorb Lead an~le at 
diameter, basic pitch 

internal diameter,A 
threads, Kn 

in deo min 
0.1773 3 22 

.2113 2 52 

.2738 2 15 

.3363 1 51 

.3988 1 34 

.4613 1 22 

.5238 1 12 

.5863 1 5 

.6488 0 59 

.7113 0 54 

.7738 0 50 

.8363 0 46 

.8988 0 43 

.9613 0 40 
1.0238 0 38 
1.0863 0 35 
1.1488 0 34 

1.2113 0 32 
1.2738 0 30 
1.3363 0 29 
1.3988 0 28 

1.4613 0 26 

TABLE 2.18. 82-thread series, basic dimensions, 32UN 

Nominal size Minorh 
and basic major Basic pitch diameter, 

diameter, D diameter, E external 
threads, K, 

Primary Secondary 

in in in in 
.1388 -------------- 0.1177 0.0997 
.164• ------------·-- .1437 .1257 
.190• .1697 .1517 

.216° .1957 .1777 

.2508 -------------- .2297 .2117 

.3125" --·------------ .2922 .2742 

.375" -------------- .3547 .3367 

.4375 -------------- .4172 .3992 

.500 ----·---------- .4797 .4617 

.5625 ------·-------- .5422 .5242 

.625 -------------- ,6047 .5867 
.6875 .6672 .6492 

.750 -------------- .7297 . 7ll7 
.8125 .7922 . 7742 

.875 --- .9375 _____ .8547 .8367 
.9172 .8992 

1.000 --.------------ .9797 .9617 

• These are standard sizes of the UNC, UNF, or UNEF series. 
h Design form. See fig. 2.3. 
• See formula under definition of tensile stress area in appendix A5. 

2.16 

Minorh Lead angle at 
diameter, basic pitch 

internal diameter,A 
threads, Kn 

in deo min 
0.1042 4 50 

.1302 3 58 

.1562 3 21 

.1822 2 55 

.2162 2 29 

.2787 I 57 

.3412 1 36 

.4037 1 22 

.4662 1 11 

.5287 1 3 

.5912 0 57 

.6537 0 51 

.7162 0 47 

.7787 0 43 

.8412 0 40 

.9037 0 37 

.9662 0 35 

Sectional area Tensile stress• 
at minor area, 

diameter at 
,r (~ _ 3H)' D-2/q, 

2 16 

in2 in'l 
0.0226 0.0258 

.0326 .0364 

.0556 .0606 

.0848 .0909 

.1201 .1274 

.162 .170 

.209 .219 

.263 .274 

.323 .335 

.389 .402 

.461 .475 

.539 .554 

.624 .640 

.714 .732 

.811 .830 

.914 .933 
l.023 1.044 

1.138 1.160 
1.259 1.282 
1.386 1.411 
1.52 1.55 

1.66 1.69 

Sectional area Tensile stress• 
at minor are~ 

diameter at e 3H)' D-2/q, " 2-16 

in2 in2 
0.00745 0.00909 

.01196 .0140 

.01750 .0200 

.242 .0270 

.0344 .0379 

.0581 .0625 

.0878 .0932 

.1237 .1301 

.166 .173 

.214 .222 

.268 .278 

.329 .339 

.395 .407 

.468 .480 

.547 .560 

.632 .646 

.723 .738 
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L.... 

4. THREAD CLASSES 
Thread classes are distinguished from each other 

by the amounts of tolerance and allowance. The 
function of these classes is to assure the interchange-
ability of threaded parts. Six distinct classes of screw 
threads have been established for general use. These 
classes are: lA, 2A, and 3A (for external threads 
only) and lB, 2B, and 3B (for internal threads only). 
The disposition of the tolerances, allowances, and 
crest clearances for the va:rious classes is illustrated 
in figures 2.5 and 2.6, p. 2.06. 

The requirements for a screw-thread fit for a 
specific application can be met by specifying the 
proper combination of classes for the components. 
For example, an external thread made to class 2A 
limits can be used with an internal thread made to 
classes lB, 2B, or 3B limits for specific applications. 
It is not the purpose of this standard to limit ap-
plications of the various standard classes. 

4.1. CLASSES lA AND 1B THREADs.-Classes lA 
.and 1B threads replace class 1 for new designs. 
These classes are intended for ordnance and other 
special uses. They are used on threaded components 
where quick and easy assembly is necessary and 
where a liberal allowance is required to permit 
ready assembly, even with slightly bruised or dirty 
threads. 

Maximum diameters of class lA ( external) threads 
are less than basic by the amount of the same al-
lowance as applied to class 2A. For the intended 
applications in American practice the allowance is 
not available for plating or coating. Where the 
thread is plated or coated, special provisions are 
necessary.· The minimum diameters of class 1B 
(internal) threads, whether or not plated or coated, 
are basic, affording no allowance or clearance for 
assembly with maximum material external thread 
components having maximum diameters which are 
basic. 

Allowances and tolerances for the respective 
thread series are specified in tables and their ap-
plication is shown in figure 2.5. 

4.2. CLASSES 2A AND 2B THREAns.-Class 2A 
for external threads and 2B for internal threads· are 
the most commonly used thread standards for gen-
eral applications, including production of bolts, 
screws, nuts, and similar threaded fasteners. 

The maximum diameters of class 2A (ext_ern!l,l) 
uncoated threads are less than basic by the amount 
of the allowance. The allowance minimizes galling 
and seizing in high-cycle wrench assembly, or it 
can be used to accommodate plated finishes or other 
coating. However, for threads with additive finish, 
the maximum diameters of class 2A may be exceeded 
by the amount of the allowance; i.e., the 2A maxi-
mum diameters apply to an unplated part or to a 
part before plating whereas the basic diameters 
(the 2A maximum diameter plus allowance) apply 
to a part after plating. The minimum diameters of 
class 2B (internal) threads, whether or not plated 
or coated, are basic, affording no allowance or 
clearance in assembly at maximum material limits. 
See par. 3.7, p. 2.05. 

212-951 0 - 76 - 4 

Certain applications require an allowance to permit 
application of the proper lubricant when making up 
the assembly, particularly with pressure vessels and 
steel piP_e flanges, fittings,. and valves for high-tempera-
ture, high-pressure service. For such applications 
class 2A, which has an allowance, and class 2B are 
recommended, replacing class 7 which was previously 
established for such applications but which has been 
discontinued as a standard. See par. 3.7. In this 
application, when the thread is coated, the 2A allow-
ance may not be consumed by such coating. 

Allowances and tolerances for the respective 
thread series are specified in the tables and their 
application is shown in figure 2.5. 

4.3. CLASSES 3A AND 3B THREADS.-Class 3A 
for external threads and class 3B for internal threads 
provide for applications where closeness of fit and 
accuracy of lead and angle of thread are important. 
They are obtainable consistently only by the use of 
high quality production equipment supported by a 
very efficient system of gaging and inspection. The 
maximum diameters of class 3A (external) threads 
and the minimum diameters of class' 3B (internal) 
threads, whether or not plated or coated, are basic 
affording no allowance or clearance for assembly 
of maximurn~material components. 

No allowance is provided, but since the tolerances 
on GO gages are within the limits of size of the 
product, the gages will assure a slight clearance 
between product made to the maximum material 
limits. Tolerances for the respective thread series are 
specified in tables and their application is shown in 
figure 2.6. 

5. ALLOWANCES 
The allowance is minus and is applied from the 

basic size to below basic size. Allowance is applied 
only to the classes lA and 2A external threads. 
Values of the allowance for these two classes are 
obtained by use of a C factor of 0.3 in the formula 
shown in par. 6.1. 

6. TOLERANCES 
The internal thread tolerance is plus and is ap~ 

plied from the basic size to above the basic size for 
all three thread classes. 

The external thread tolerance is minus and is 
applied: 

1. from the basic size to below the basic size for 
class 3A (see fig. 2.6), 

2. from the design size (basic size minus allow-
ance) to below design size for classes lA and 2A 
(see fig. 2.5). 

The tolerances specified represent the extreme 
variations permitted on the product. 

6.1. PITCH DIAMETER ToLERANCEs.-The basic 
formula for pitch diameter tolerance is composed of 
the following increments: 

P.D. Tolerance 

= C(0.0015<,'[5 + 0.0015~[, + 0.015--1/pi), 

2.17 
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