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FIG. 27B 
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MOTION DETERMINATION APPARATUS 
AND MOTION DETERMINATION METHOD 

2 
The object and advantages of the invention will be realized 

and attained by means of the elements and combinations 
particularly pointed out in the claims. 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

This application is based upon and claims the benefit of 
priority of the prior Japanese Patent Application No. 2010-
063656, filed on Mar. 19, 2010, the entire contents of which 
are incorporated herein by reference. 

It is to be understood that both the foregoing general 
5 description and the following detailed description are exem­

plary and explanatory and are not restrictive of the invention, 
as claimed. 

10 

FIELD 

BRIEF DESCRIPTION OF DRAWINGS 

FIGS. lA-lC illustrate an external view of a mobile termi­
nal; 

The embodiments relate an apparatus determining a 
motion of an apparatus. 

FIG. 2 illustrates a hardware configuration of the mobile 

15 
terminal; 

FIG. 3 illustrates a functional configuration example of the 
mobile terminal; 

BACKGROUND 

Motion sensors are today typically mounted on devices 
such as a cellular phone, a smart phone, a personal digital 
assistant (PDA), and a mobile game-playing device. The 
motion sensor detects a motion of a device imparted by a user 
of the device. The motion sensors include an acceleration 

FIG. 4 illustrates a configuration of a motion determiner; 
FIG. 5 illustrates an example of a motion learning database 

20 and motion feature data; 

sensor, a gyroscope, and a geomagnetic sensor. 
Operating a motion user interface (UI) is easier than aper- 25 

ating a mouse, a keyboard, a touch panel, or a pen. According 

FIGS. 6A and 6B are a flowchart illustrating an example of 
the process flow of an axis-based determination process; 

FIG. 7 illustrates a change in an average value AGy; 
FIG. 8 illustrates a change in the average value AGy; 
FIG. 9 illustrates a change in the average value AGy; 
FIG. 10 illustrates a change in the average value AGy; 
FIG. 11 illustrates an example of a feature quantity of an 

intended action; 
to Japanese Laid-open Patent Publication No. 11-120360, the 
motion UI draws attention as a UI for operating a device 
simply. 

Several methods and apparatuses have been proposed to 
identify motion. For example, an input information process­
ing apparatus proposed includes a signal separator that sepa­
rates a signal measured by an acceleration sensor mounted on 

FIGS. 12A and 12B are a flowchart illustrating an example 
30 of the process flow of an axis-based motion determination 

a user into an acceleration signal and a muscle sound signal, 
and a controller controlling an operation of a user operation 35 

target in response to the acceleration signal and the muscle 
sound signal (as described Japanese Laid-open Patent Publi­
cation No. 2008-192004). 

According to the following proposed method, a mobile 
terminal main body is moved in accordance with a specific 40 

operation pattern, and an acceleration of the motion of the 
mobile terminal main body is detected when the mobile ter­
minal main body is moved in accordance with the specific 
operation pattern. In a preliminary phase to the identification 
of the operation pattern of the mobile terminal responsive to 45 

the detected acceleration, it is verified whether a still state in 
which the acceleration of the mobile terminal is equal to or 
below a set threshold value has continued for a specific period 
of time. If the still state has continued for the specific period 
of time, the operation is identified (as described in Japanese 50 

Laid-open Patent Publication No. 2006-139537). 

SUMMARY 

According to an aspect of the invention, a motion determi- 55 

nation apparatus, includes: a detection information acquisi­
tion unit for acquiring, at regular intervals, detection infor­
mation indicating a change in a position of and/or a posture of 

process; 
FIG. 13 illustrates a change in the average value AGy; 
FIG. 14 illustrates a change in the average value AGy; 
FIG. 15 illustrates a change in the average value AGy; 
FIG. 16 illustrates a change in the average value AGy; 
FIG. 17 illustrates an example of angles 81 and 82; 
FIG. 18 illustrates a modification of the configuration of 

the motion determiner; 
FIG. 19 illustrates an example of an angle 83; 
FIG. 20 illustrates a relationship between the angle 83 and 

a time period R; 
FIG. 21 illustrates a modification of the functional configu­

ration of the mobile terminal; 
FIG. 22 is a flowchart illustrating an example of the process 

flow of a final motion determination process; 
FIG. 23 illustrates an example of a meta knowledge data­

base and meta knowledge data; 
FIG. 24 illustrates a modification of the functional configu­

ration of the mobile terminal; 
FIG. 25 is a flowchart illustrating an example of the process 

flow of a final motion determination; 
FIG. 26 illustrates a modification of the functional configu­

ration of the mobile terminal; 
FIGS. 27 A and 27B are a flowchart illustrating an example 

of the process flow of a final motion determination process; 
FIGS. 28A and 28B illustrate a posture of the mobile 

terminal; 
a motion sensor and/or a device including the motion sensor, 
and storing the detection information with time information 
of acquisition time of the detection information mapped 
thereto; a feature quantity calculator for calculating from the 
detection information a plurality of feature quantities indicat-

FIGS. 29A-29C illustrate an example of a posture table, an 
60 application-based active axis table, and a motion candidate 

table, respectively; 

ing features at a plurality of different time points; and a 
motion determiner for determining a motion applied to the 
motion sensor and/or the device including the motion sensor 
in response to a feature quantity. 

FIG. 3 0 illustrates a modification of the functional configu­
ration of the mobile terminal; 

FIG. 31 is a flowchart illustrating an example of the process 
65 flow of a meta knowledge adjustment process; 

FIG. 32 illustrates an example of an final motion and fail­
ure/success determination results thereof; and 
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FIG. 33 illustrates a relationship between motion and 
instruction. 

DESCRIPTION OF EMBODIMENTS 

Even if a user thinks he has provided the same instruction 
to a device using a motion UI, a habit of the user of the device 
may cause a motion sensor to determine that a motion differ-
ent from that intended by the user has been made. When the 
user provides an instruction to the device, a motion corre­
sponding to another instruction and other than the motion of 
the intended instruction may be generated. In such a case, the 
device determines that an unintended motion is also per­
formed in addition to the motion intended by the user. 

FIGS. lA-lC are the external view of a mobile terminal 1. 
FIG. 2 illustrates a hardware configuration of the mobile 
terminal 1. FIG. 3 illustrates a functional configuration of the 
mobile terminal 1. FIG. 4 illustrates a configuration of the 
motion determiner 103. FIG. 5 illustrates an example of 
motion learning databases 1313, 1323, and 1333, and motion 
feature data 57. 

The mobile terminal 1 is an apparatus having a function of 
communicating with another apparatus via a cellular phone 
network. The mobile terminal 1 is housed in a palm-sized and 
rectangular parallelepiped casing. As illustrated in FIGS. 
lA-lC, an axis aligned with the height of mobile terminal 1, 

4 
If a three-axis acceleration sensor is used for the motion 

sensor 10h, an angular acceleration about each of the X axis, 
Y axis, and Z axis as an axis of rotation is measured. A 
combination of the angular accelerations at the three axes 

5 represents a posture of the mobile terminal 1.A change in the 
position or the posture of the mobile terminal 1, i.e., a motion 
of the mobile terminal 1 (action) is detected by continuously 
measuring the angular acceleration in each direction. 

The motion sensor 10h measures a value representing the 
10 posture of the mobile terminal 1. The mobile terminal 1 may 

detect the motion imparted thereto by observing a change in 
the value. 

The memory 1 Ob stores data and programs performing the 

15 functions of a pre-processor 101, a feature quantity calculator 
102, and a motion determiner 103 illustrated in FIG. 3. These 
programs are executed by the CPU 10a. 

The user may provide a variety ofinstructions to the mobile 
terminal 1 by performing a specific motion (action) on the 

20 entire mobile terminal 1. By moving the mobile terminal 1 
right, the user provides an instruction to scroll a screen. 

The motion determiner 103 performs the motion determi­
nation in cooperation with the motion sensor 10h and the 
pre-processor 101 and the feature quantity calculator 102 of 

25 FIG. 3. The motion determiner 103 detects and excludes the 

an axis aligned with thewidthofthemobileterminal 1, and an 
axis aligned with the thickness of the mobile terminal 1 are 
respectively defined by "X axis," "Y axis," and "Z axis." A 
plus direction ( +) and a minus direction (-) of each axis are 30 

also defined as illustrated in FIG. lC. 

habit of the user. The motion determination is thus performed 
more accurately than before. The process of the motion sen­
sor 10h and each element of FIG. 3 is successively described. 

The motion sensor 10h continuously measures the accel­
eration and the angular acceleration. Data indicating a change 
in the acceleration or the angular acceleration in each axis is 
thus obtained. The data is hereinafter referred to as "change 
data 50." 

As illustrated in FIG. 2, the mobile terminal 1 includes 
central processing unit (CPU) lOa, memory lOb, liquid-crys-
tal touch panel 10c, communication module lOd, microphone 
l0e, loudspeaker 10/, power supply 10g, and motion sensor 35 

10h. 

The pre-processor 101 performs a noise removal process 
on the change data 50. The noise removal process may be 
performed using a low-pass filter (LPF). The change data 50 
having undergone the noise removal process is hereinafter 
referred to as "change data 51." 

The liquid-crystal touch panel 10c is of the liquid-crystal 
type. A variety of images is displayed on the liquid-crystal 
touch panel 10c in response to an instruction from the user. 
The liquid-crystal touch panel 10c also detects a location 
thereof touched by the user, and sends a signal indicating the 
location to the CPU lOa. 

Referring to FIGS. lA-lC, the mobile terminal 1 includes 
the liquid-crystal touch panel 10c arranged on the substan­
tially whole area of the front thereof. The mobile terminal 1 
may also include buttons such as numerical keys together 
with the liquid-crystal touch panel 10c. 

The communication module l0dperforms a wireless com­
munication with a base-station. The microphone 1 Oe collects 

The feature quantity calculator 102 calculates the average 
40 value and the variance value of one of the acceleration and the 

angular acceleration indicated by the change data 51 on a per 
axis basis of the X axis, the Y axis, and the Z axis. Through a 
calculation method such as fast Fourier transform (FFT), the 
feature quantity calculator 102 calculates a feature quantity 

45 appearing in the change data 51 and indicating the action of 
the mobile terminal 1. 

Average value AG, variance value VA, and angle DA as 

a sound and converts the sound into a digital signal. The 50 

loudspeaker 1 Of outputs a sound in response to a digital signal 
received by the communication module 1 Od. 

feature quantities are calculated for each of the X axis, the Y 
axis, and the Z axis. The average values AG for the X axis, the 
Y axis, and the Z axis are ended with subscripts x, y, and z, 
respectively, i.e., "average valueAGx," "average valueAGy," 
and "average value AGz." This designation is also true of the 
variance value VA and the angle DA. The power supply 10g supplies power to each hardware 

element in the mobile terminal 1 from a battery or a commer­
cial power supply. 

The motion sensor 10h detects a motion of the mobile 
terminal 1. The motion sensor 1 Oh may be one or more of an 
acceleration sensor, an angular speed sensor, a gyroscope, or 
a geomagnetic sensor. 

If a three-axis acceleration sensor is used for the motion 
sensor 1 Oh, the acceleration in each direction of the X axis, Y 
axis, and Z axis is measured. A combination of the accelera­
tions at the three axes represents a posture of the mobile 
terminal 1. A change in the position or the posture of the 
mobile terminal 1, i.e., a motion of the mobile terminal 1 
(including action and gesture) is detected by continuously 
measuring the acceleration in each direction. 

In the discussion that follows, the average value of accel-
55 eration is used as an average value AG. The acceleration is 

obtained every specific period of time ( every few millisec­
onds to tens of milliseconds). Each time up to two accelera­
tions are measured, the feature quantity calculator 102 calcu­
lates the average value of the two accelerations as an average 

60 value AG. Each time up to four accelerations are measured, 
the feature quantity calculator 102 calculates the average 
value of the four accelerations as an average value AG. A 
variance value of the four accelerations is measured as a 
variance value VA. The angle DA is an angle made by each 

65 axis with respect to a surface in relation to the mobile terminal 
1, for example, the ground. For example, an angle DAy is an 
angle between the Y axis and the ground. 
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As illustrated in FIG. 4, the motion determiner 103 
includes first motion determiner 131, second motion deter­
miner 132, and third motion determiner 133. The motion 
determiner 103 thus constructed determines a motion acted 
on the mobile terminal 1 in accordance with the average value 
AG, the variance value VA, and the angle DA calculated by 
the feature quantity calculator 102. 

The first motion determiner 131 includes determination 

6 
The detection method of the intended action, the pre-ac­

tion, and the post-action is described successively with refer­
ence to a flowchart. 

First method of detecting the intended action, the pre-
5 action and the post-action 

data acquisition unit 1311, pre/post-action feature quantity 
remover 1312, motion learning database 1313, and motion 10 

searcher 1314. The first motion determiner 131 thus con-

FIGS. 6A and 6B are a flowchart of an axis-based motion 
determination process. FIGS. 7-10 illustrate a change in the 
average valueAGy. FIG.11 illustrates an example of a feature 
quantity of the intended action. 

The pre/post-action feature quantity remover 1322 (see 
FIG. 4) performs a process indicated by #601 of FIG. 6A 
through #611 ofFIG. 6B in response to the feature quantity of 
the Y axis acquired by the determination data acquisition unit 
1321. 

structed determines the motion acted on the mobile terminal 
1 in accordance with the feature quantities of the X axis, i.e., 
the average valueAGx, the variance value VAx, and the angle 
DAx. 

Similarly, the second motion determiner 132 includes 
determination data acquisition unit 1321, pre/post-action fea­
ture quantity remover 1322, motion learning database 1323, 
and motion searcher 1324. The second motion determiner 

15 

132 thus constructed determines the motion acted on the 20 

The pre/post-action feature quantity remover 1322 moni­
tors whether the absolute value of the average value AGy 
successively acquired by the determination data acquisition 
unit 1321 exceeds a threshold value a (#601 of FIG. 6A). The 
threshold value a is a positive value according to which the 
mobile terminal 1 is considered to stay still. 

mobile terminal 1 in accordance with the feature quantities of 
the Y axis, i.e., the average valueAGy, the variance value VAy, 
and the angle DAy. 

Furthermore, the third motion determiner 133 includes 
determination data acquisition unit 1331, pre/post-action fea­
ture quantity remover 1332, motion learning database 1333, 
and motion searcher 1334. The third motion determiner 133 
thus constructed determines the motion acted on the mobile 
terminal 1 in accordance with the feature quantities of the Z 
axis, i.e., the average valueAGz, the variance value VAz, and 
the angle DAz. 

The first motion determiner 131, the second motion deter­
miner 132, and the third motion determiner 133 are the same 
in the motion determination method but different from each 

If the absolute value of the average valueAGy exceeds the 
threshold value a (yes from #602), the pre/post-action feature 
quantity remover 1322 selects the average value AGy at time 
Tb at which a time period S has elapsed since time Ta at which 

25 the absolute value of the average value AGy exceeded the 
threshold value a. The pre/post-action feature quantity 
remover 1322 then stores the average value AGy as a first 
feature quantity average value AGyl (#603). The time period 
S is a constant time period, and may be 50 milliseconds, for 

30 example. 

other as to the axis about which the feature quantity is 35 

obtained. The motion determination process of the second 
motion determiner 132 is described below. 

Within a time elapse of the time period R from time Tb, the 
pre/post-action feature quantity remover 1322 monitors 
whether a time duration of a state under which the absolute 
value of the averagevalueAGy remains continuously equal to 
or below the threshold value a is present and whether the time 
duration is equal to or longer than time period U (#604). The 
time period R is a constant time period, and may be 200 
milliseconds, for example. The time period U is also a con­
stant time period and may be 100 milliseconds, for example. 

The determination data acquisition unit 1321 acquires the 
feature quantities of the Y axis, i.e., the average value AGy, 
the variance value VAy, and the angle DAy. 

The habit of the user who moves the mobile terminal 1 may 
appear immediately prior to or immediately subsequent to a 
motion consciously performed by the user. In the discussion 
that follows, the motion consciously performed by the user is 
referred to as an intended action. The habit appearing imme­
diately prior to the intended action is referred to as a "pre­
action," and the habit appearing immediately subsequent to 
the intended action is referred to as a "post-action." The 
pre-action and the post-action may be considered as actions 
accompanying the intended action. 

The pre/post-action feature quantity remover 1322 detects 
the intended action, the pre-action, and the post-action, and 
selects only the feature quantity representing the intended 
action, i.e., removes the pre-action and the post-action. The 
process of the pre/post-action feature quantity remover 1322 
is described later. 

As illustrated in FIG. 5, the motion learning database 1323 
stores motion feature data 57 for each motion. The motion 
feature data 57 includes the variance value, the average value, 
and the angle appearing when the corresponding motion is 
performed. 

The motion searcher 1324 searches the motion learning 
database 1323 for data including one or more (for example, 
substantially all or all) the features represented by the feature 
quantity selected by the pre/post-action feature quantity 
remover 1322, and determines as a motion performed by the 
user the motion of the hit data. 

40 Upon detecting that the time duration of the state (state 
time duration) is equal to or longer than the time period U (yes 
from #605), the pre/post-action feature quantity remover 
1322 selects the first feature quantity average value AGyl as 
an intended action feature quantity average value AGyt, i.e., 

45 one value representing the feature of the intended action 
(#611 in FIG. 6B). 

If the state time duration equal to or longer than the time 
period U is not detected (no from #605), the pre/post-action 
feature quantity remover 1322 monitors whether the absolute 

50 value of the average value AGy has become equal to or below 
the threshold value a and then has exceeded again the thresh­
old value a within the time period R from time Tb (#606). 

If the pre/post-action feature quantity remover 1322 has 
not detected such as a transition of the average valueAGy (no 

55 from #607), the pre/post-action feature quantity remover 
1322 selects the first feature quantity average value AGyl as 
the intended action feature quantity average value AGyt 
(#611 in FIG. 6B). 

If the pre/post-action feature quantity remover 1322 has 
60 detected such as a transition of the average value AGy (yes 

from #607), the pre/post-action feature quantity remover 
1322 selects the average value AGy at time Td after a time 
elapse of the time period S from time Tc at which the absolute 
value of the average value AGy exceeded the threshold value 

65 a. The pre/post-action feature quantity remover 1322 then 
stores the average value AGy as a second feature quantity 
average value AGy2 (#608). 
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The pre/post-action feature quantity remover 1322 com­
pares the absolute value of the first feature quantity average 
value AGyl with the absolute value of the second feature 
quantity average value AGy2 (#609), and selects, as the 
intended action feature quantity average value AGyt, the first 5 

feature quantity average value AGyl or the second feature 
quantity average value AGy2, whichever is larger in absolute 
value (#610). 

Described below with reference to FIGS. 7-10 is a specific 
example of the selection process of the pre/post-action fea- 10 

ture quantity remover 1322 of selecting the intended action 
feature quantity average value AGyt. 

If the average valueAGy transitions as illustrated in FIG. 7, 
the pre/post-action feature quantity remover 1322 selects the 
intended action feature quantity average value AGyt as 15 

described below. 
The pre/post-action feature quantity remover 1322 detects 

at time Tll that the absolute value of the average value AGy 
exceeds the threshold value a (yes from #602 in FIG. 6A). 
Time Tll corresponds to the above-described time Ta. 

The pre/post-action feature quantity remover 1322 selects 
20 

the average value AGy (value Fll) at time T12 after a time 
elapse of time period S from time Tll, and stores the average 
value AGy as the first feature quantity average value AGyl 
(#603). Time T12 corresponds to the above-described time 25 

Tb. 

8 
elapse of the time period S from time T21, and then stores the 
average value AGy as the first feature quantity average value 
AGyl (#603). Time T22 corresponds to the above-described 
time Tb. 

Within the time period R continuous from time T22 (from 
time T22 to time T25), a time duration throughout which the 
absolute value of the average value AGy remains equal to or 
below the threshold value a is present. This time duration 
continues from time T23 to time T24. Since the time duration 
is shorter than the time period U, the pre/post-action feature 
quantity remover 1322 does not detect the time duration (no 
from #605). 

Within the time period R continuous from time T22, the 
absolute value of the average value AGy becomes equal to or 
below the threshold value a and then rises again above the 
threshold value a at time T24. The pre/post-action feature 
quantity remover 1322 thus detects this transition (yes from 
#607). Time T24 corresponds to the above-described time Tc. 

The pre/post-action feature quantity remover 1322 selects 
the average value AGy (value F22) at time T26 after a time 
elapse of the time period S from time T24, and then stores the 
average value AGy as the second feature quantity average 
value AGy2 (#608). 

The pre/post-action feature quantity remover 1322 com-
pares the absolute value of the first feature quantity average 
value AGyl with the absolute value of the second feature 
quantity average valueAGy2 (#609). Referring to FIG. 8, the 
absolute value of the first feature quantity average value 

Within the time period R continuous from time T12 (from 
time T12 to time T16), a time duration throughout which the 
absolute value of the average valueAGy remains equal to or 
below the threshold value a is present. This time duration 
continues from time Tl3 to time T14. Since the time duration 
is shorter than the time period U, the pre/post-action feature 
quantity remover 1322 does not detect the time duration (no 
from #605). 

30 AGyl is larger than the absolute value of the second feature 
quantity average value AGy2. The pre/post-action feature 
quantity remover 1322 thus selects the first feature quantity 
average value AGyl as the intended action feature quantity 

Within the time period R continuous from time T12, the 
absolute value of the average value AGy becomes equal to or 
below the threshold value a and then rises again above the 
threshold value a at time T14. The pre/post-action feature 
quantity remover 1322 detects this transition (yes from #607). 
Time T14 corresponds to the above-described time Tc. 

35 
average value AGyt (#610 in FIG. 6B). The second feature 
quantity average value AGy2 is considered as representing 
the feature of the post-action. 

The pre/post-action feature quantity remover 1322 selects 
the average value AGy (value F12) at time T15 after a time 
elapse of the time period S from time T14, and stores the 
average value AGy as the second feature quantity average 
value AGy2 (#608). 

If the average value AGy transitions as illustrated in FIG. 9, 
the pre/post-action feature quantity remover 1322 selects the 

40 intended action feature quantity average value AGyt as 
described below. 

The pre/post-action feature quantity remover 1322 detects 
at time T31 that the absolute value of the average value AGy 
has risen above the threshold value a (yes from #602 in FIG. 

45 6A). Time T31 corresponds to the above-described time Ta. 
The pre/post-action feature quantity remover 1322 com­

pares the absolute value of the first feature quantity average 
value AGyl with the absolute value of the second feature 
quantity average valueAGy2 (#609). Referring to FIG. 7, the 
absolute value of the second feature quantity average value 50 

AGy2 is larger than the absolute value of the first feature 
quantity average value AGyl. The pre/post-action feature 
quantity remover 1322 thus selects the second feature quan-
tity average value AGy2 as the intended action feature quan-
tity average value AGyt (#610 in FIG. 6B). The first feature 55 

quantity average valueAGyl may be considered as represent-
ing the feature of the pre-action. 

If the average valueAGy transitions as illustrated in FIG. 8, 
the pre/post-action feature quantity remover 1322 selects the 
intended action feature quantity average value AGyt as 60 

described below. 
The pre/post-action feature quantity remover 1322 detects 

at time T21 that the absolute value of the average valueAGy 
has risen above the threshold value a (yes from #602 in FIG. 
6B). Time T21 corresponds to the above-described time Ta. 65 

The pre/post-action feature quantity remover 1322 selects 
the average value AGy (value F21) at time T22 after a time 

The pre/post-action feature quantity remover 1322 selects 
the average value AGy (value F31) at time T32 after a time 
elapse of the time period S from time T31, and then stores the 
average value AGy as the first feature quantity average value 
AGyl (#603). Time T32 corresponds to the above-described 
time Tb. 

Within the time period R continuous from time T32 (from 
time T32 to time T33), a time duration throughout which the 
absolute value of the average value AGy remains equal to or 
below the threshold value a is not present. The pre/post­
action feature quantity remover 1322 does not detect the time 
duration (no from #605). 

Within the time period R continuous from time T32, the 
absolute value of the average value AGy does not become 
equal to or below the threshold value a. The pre/post-action 
feature quantity remover 1322 does not detect the transition 
that the absolute value of the average value AGy becomes 
equal to or below the threshold value a (no from #607). 

The pre/post-action feature quantity remover 1322 selects 
the first feature quantity average value AGyl as the intended 
action feature quantity averagevalueAGyt (#611 in FIG. 6B). 
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If the average value AGy transitions as illustrated in FIG. 
10, the pre/post-action feature quantity remover 1322 selects 
the intended action feature quantity average value AGyt as 
described below. 

The pre/post-action feature quantity remover 1322 detects 5 

at time T41 that the absolute value of the average valueAGy 
has risen above the threshold value a (yes from #602 in FIG. 
6A). Time T41 corresponds to the above-described time Ta. 

The pre/post-action feature quantity remover 1322 selects 
the average value AGy (value F41) at time T32 after a time 10 

elapse of the time period S from time T41, and then stores the 
average value AGy as the first feature quantity average value 
AGyl (#603). Time T32 corresponds to the above-described 
time Tb. 

10 
Second method of detecting the intended action, the pre­

action and the post-action 
FIGS. 12A and 12B are a flowchart illustrating a process 

flow of an axis-based motion determination process, and 
FIGS. 13-16 illustrate a change in the average value AGy. 

According to the first method, the pre/post-action feature 
quantity remover 1322 selects, as one of the first feature 
quantity average value AGyl and the second feature quantity 
average value AGy2, the average value AGy at the time (for 
example, time T12 and time T15 in FIG. 7) after a time elapse 
of the time period S from the time when the absolute value of 
the average value AGy exceeds the threshold value a (for 
example, time Tll and time T14 in FIG. 7). 

According to the second method, the pre/post-action fea-
ture quantity remover 1322 selects, as one of the first feature 
quantity average value AGyl and the second feature quantity 
average value AGy2, the average value AGy at a plus peak or 
a minus peak immediately subsequent to the time when the 

Within the time period R continuous from time T42 (from 15 

time T42 to time T45), a time duration throughout which the 
absolute value of the average valueAGy remains equal to or 
below the threshold value a is present. This time duration 
continues from time T43 to time T44. The time duration is 
equal to or longer than the time period U. The pre/post-action 
feature quantity remover 1322 detects the time duration (yes 
from #605). 

20 absolute value of the average value AGy exceeds the thresh­
old value a. The process of the pre/post-action feature quan­
tity remover 1322 according to the second method is 
described with reference to a flowchart of FIGS. 12A and The pre/post-action feature quantity remover 1322 selects 

the first feature quantity average value AGyl as the intended 
action feature quantity average valueAGyt (#611 in FIG. 6B). 

In the examples of FIGS. 9 and 10, only the feature of the 
intended action is thus detected, and neither the feature of the 
pre-action nor the feature of the post-action is detected. 

12B. Operations identical to those of the first method are 
25 omitted. 

The pre/post-action feature quantity remover 1322 not 
only selects the intended action feature quantity average 30 

value AGyt but also identifies the time duration of the 
intended action. For example, a duration of time from when 

The pre/post-action feature quantity remover 1322 per­
forms operations #621 inFIG.12A to #631 in FIG.12B based 
on the feature quantity of the Y axis acquired by the determi­
nation data acquisition unit 1321. 

As in the first method, the pre/post-action feature quantity 
remover 1322 monitors whether the absolute value of the 
average value AGy successively acquired by the determina­
tion data acquisition unit 1321 exceeds the threshold value a 
(#621 in FIG. 12A). 

the absolute value of the average value AGy exceeds the 
threshold value a immediately prior to the appearance of the 
intended action feature quantity average value AGyt to when 35 

the absolute value of the average valueAGy becomes equal to 
If the absolute value of the average valueAGy exceeded the 

threshold value a (yes from #622), the pre/post-action feature 
quantity remover 1322 selects the average valueAGy as a plus 
peak or a minus peak immediately subsequent to time Ka 
when the absolute value of the average value AGy exceeded 

or below the threshold value a may be set to be the time 
duration of the intended action. Referring to FIG. 7, the time 
duration from time T14 to time T18 is the time duration of the 
intended action. 

Returning to the discussion of the flowchart, the motion 
searcher 1324 of FIG. 4 searches the motion learning data­
base 1323 for data representing, for example, all the features 
(see FIG. 11) such as the variance value VAy and the angle 
DAy in the time duration of the intended action in addition to 
the intended action feature quantity average value AGyt 
selected by the pre/post-action feature quantity remover 
1322. In one embodiment, the variance value VAy and the 
angle DAy used may be those close in time to the intended 
action feature quantity average value AGyt. The motion 
searcher 13 24 determines a motion related to the hit data as a 
motion performed by the user (#612). 

After storing the first feature quantity average valueAGyl, 
the second motion determiner 132 does not detect a next 

40 the threshold value a, and stores the average valueAGy as the 
first feature quantity average value AGyl (#623). 

Within the time period R continuous from time Kb at the 
appearance of the first feature quantity average value AGyl, 
the pre/post-action feature quantity remover 1322 monitors 

45 whether a time duration throughout which the absolute value 
of the average value AGy remains equal to or below the 
threshold value a is present and whether the time duration is 
equal to or longer than the time period U (#624). 

If the pre/post-action feature quantity remover 1322 
50 detects the time duration equal to or longer than the time 

period U (yes from #625), the pre/post-action feature quantity 
remover 1322 selects the first feature quantity average value 
AGyl as the intended action feature quantity average value 
AGyt as in the first method (#631 in FIG. 12B). 

motion until the absolute value of the average value AGy 55 

settles to be equal to or below the threshold value a for the 
time period U or longer (no from #614 and #613). 

If the pre/post-action feature quantity remover 1322 does 
not detect the time period equal to or longer than the time 
period U (no from #625), the pre/post-action feature quantity 
remover 1322 monitors whether the absolute value of the 
average value AGy becomes equal to or below the threshold 

As the second motion determiner 132, the first motion 
determiner 131 and the third motion determiner 133 identify 
the intended action based on the feature quantity of the X axis 
and the feature quantity of the Z axis, and determine the 
motion. 

In one embodiment, three or more average values AGy may 
be selected including the first feature quantity average value 
AGyl and the second feature quantity average valueAGy2, in 
order to determine the intended action, the pre-action, and the 
post-action. 

60 value a and then rises again above the threshold value a 
within a time elapse of the time period R from time Kb ( #626). 

If the pre/post-action feature quantity remover 1322 does 
not detect that the average value AGy transitioned in such a 
way, the pre/post-action feature quantity remover 1322 

65 selects the first feature quantity average value AGyl as the 
intended action feature quantity average value AGyt ( #631 in 
FIG. 12B). 
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If the pre/post-action feature quantity remover 1322 
detects that the average value AGy transitioned in such a way 
(yes from #627), the pre/post-action feature quantity remover 
1322 selects the average value AGy at a plus peak or a minus 
peak immediately subsequent to time Kc when the absolute 5 

value of the average value AGy exceeded again the threshold 
value a. The pre/post-action feature quantity remover 1322 
stores the average value AGy as the second feature quantity 
average value AGy2 ( #628). 

The pre/post-action feature quantity remover 1322 com- 10 

pares the absolute value of the first feature quantity average 
value AGyl with the absolute value of the second feature 
quantity average value AGy2 (#629), and selects, as the 
intended action feature quantity average value AGyt, the first 
feature quantity average value AGyl or the second feature 15 

quantity average value AGy2, whichever is larger in absolute 
value (#630). 

Discussed referring to FIGS.13-16 is a specific example of 
the selection process of the pre/post-action feature quantity 
remover 1322 of selecting the intended action feature quan- 20 

tity average value AGyt in accordance with the second 
method. 

If the average value AGy transitions as illustrated in FIG. 
13, the pre/post-action feature quantity remover 1322 selects 
the intended action feature quantity average value AGyt as 25 

described below. 

12 
If the average value AGy transitions as illustrated in FIG. 

14, the pre/post-action feature quantity remover 1322 selects 
the intended action feature quantity average value AGyt as 
described below. 

The pre/post-action feature quantity remover 1322 detects 
that the absolute value of the average value AGy rose above 
the threshold value a at time K21 (yes from #622 in FIG. 
12A). Time K21 corresponds to the above-described time Ka. 

The pre/post-action feature quantity remover 1322 selects 
the average value AGy at a plus peak or a minus peak imme­
diately subsequent to time K21, i.e., the average value AGy 
(value G21) at time K22, and then stores the average value 
AGy as the second feature quantity average value AGy2 
(#623). Time K22 corresponds to the above-described time 
Kb. 

Within the time period R continuous from time K22 (from 
time K22 to time K26), a time duration throughout which the 
absolute value of the average value AGy remains equal to or 
below the threshold value a is present. This time duration 
continues from time K23 to time K24. Since the time duration 
is shorter than the time period U, the pre/post-action feature 
quantity remover 1322 does not detect the time duration (no 
from #625). 

Within the time period R continuous from time K22, the 
absolute value of the average value AGy becomes equal to or 
below the threshold value a at time K23 and then rises again 
above the threshold value a at time K24. The pre/post-action 
feature quantity remover 1322 thus detects this transition (yes 

The pre/post-action feature quantity remover 1322 detects 
that the absolute value of the average valueAGy exceeded the 
threshold value a at time Kll (yes from #622 in FIG. 12A). 
Time Kll corresponds to the above-described time Ka. 

The pre/post-action feature quantity remover 1322 selects 
the average value AGy at a plus peak or a minus peak imme­
diately subsequent to time Kll, i.e., the average value AGy 
(value Gll) at time K12, and stores theaveragevalueAGy as 

30 from #627). Time K24 corresponds to the above-described 
time Kc. 

The pre/post-action feature quantity remover 1322 selects 

the first feature quantity average value AGyl (#623). Time 35 

K12 corresponds to the above-described time Kb. 

the average value AGy at a plus peak or a minus peak imme­
diately subsequent to time K24, i.e., the average value AGy 
(value G22) at time K25, and then stores the average value 
AGy as the second feature quantity average value AGy2 

Within the time period R continuous from time K12 (from 
time K12 to time Kl 6), a time duration throughout which the 
absolute value of the average valueAGy remains equal to or 
below the threshold value a is present. This time duration 40 

continues from time K13 to time K14. Since the time duration 

(#628). 
As in the first method, the pre/post-action feature quantity 

remover 1322 compares the absolute value of the first feature 
quantity average value AGyl with the absolute value of the 
second feature quantity average value AGy2 (#629). Refer-

is shorter than the time period U, the pre/post-action feature 
quantity remover 1322 does not detect the time duration (no 
from #625). 

Within the time period R continuous from time K12, the 
absolute value of the average value AGy becomes equal to or 
below the threshold value a and then rises again above the 
threshold value a at time K14. The pre/post-action feature 
quantity remover 1322 thus detects this transition (yes from 
#627). Time K14 corresponds to the above-described time 
Kc. 

The pre/post-action feature quantity remover 1322 selects 
the average value AGy at a plus peak or a minus peak imme­
diately subsequent to time K14, i.e., the average value AGy 
(value G12) at time K15, and then stores the average value 
AGy as the second feature quantity average value AGy2 
(#628). 

As in the first method, the pre/post-action feature quantity 
remover 1322 compares the absolute value of the first feature 
quantity average value AGyl with the absolute value of the 
second feature quantity average value AGy2 (#629). Refer­
ring to FIG. 13, the absolute value of the second feature 
quantity average value AGy2 is larger than the absolute value 
of the first feature quantity average valueAGyl. Thepre/post­
action feature quantity remover 1322 thus selects the second 
feature quantity average value AGy2 as the intended action 
feature quantity average value AGyt (#630 in FIG. 12B). 

ring to FIG. 14, the absolute value of the first feature quantity 
average value AGyl is larger than the absolute value of the 
second feature quantity average value AGy2. The pre/post-

45 action feature quantity remover 1322 thus selects the first 
feature quantity average value AGyl as the intended action 
feature quantity average value AGyt (#630 in FIG. 12B). 

If the average value AGy transitions as illustrated in FIG. 
15, the pre/post-action feature quantity remover 1322 selects 

50 the intended action feature quantity average value AGyt as 
described below. 

The pre/post-action feature quantity remover 1322 detects 
that the absolute value of the average value AGy rose above 
the threshold value a at time K31 (yes from #622 in FIG. 

55 12A). Time K31 corresponds to the above-described time Ka. 
The pre/post-action feature quantity remover 1322 selects 

the average value AGy at a plus peak or a minus peak imme­
diately subsequent to time K31, i.e., the average value AGy 
(value G31) at time K32, and then stores the average value 

60 AGy as the second feature quantity average value AGy2 
(#623). Time K32 corresponds to the above-described Kb. 

Within the time period R continuous from time K32 (from 
time K32 to time K33), a time duration throughout which the 
absolute value of the average value AGy remains equal to or 

65 below the threshold value a is not present. The pre/post­
action feature quantity remover 1322 does not detect the time 
duration (no from #625). 
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Within the time period R continuous from time K32, the 
absolute value of the average value AGy does not become 
equal to or below the threshold value a. The pre/post-action 
feature quantity remover 1322 does not detect the transition 
that the absolute value of the average value AGy becomes 5 

equal to or below the threshold value a and then exceeds the 
threshold value a again (no from #627). 

feature quantity remover 1322 calculates the absolute value 
of the rate of change in the average value AGy from time Tll 
to time T12. 

As the absolute value of the rate of change becomes larger, 
the angle 81 (acute angle) between a line connecting the 
average value AGy at time Tll to the average value AGy at 
time T12 and the zero axis becomes larger. Referring to FIG. 
17, the angle 81 is calculated in place of the absolute value of 
the rate of change. 

The pre/post-action feature quantity remover 1322 selects 
the first feature quantity average value AGyl as the intended 
action feature quantity average value AGyt (#631 in FIG. 10 

12B). 
Subsequent to operation #608 of FIG. 6A, the pre/post­

action feature quantity remover 1322 calculates an angle 82. 
If the average value AGy transitions as illustrated in FIG. 

16, the pre/post-action feature quantity remover 1322 selects 
the intended action feature quantity average value AGyt as 
described below. 

The pre/post-action feature quantity remover 1322 detects 
that the absolute value of the average value AGy rose above 
the threshold value a at time T41(yes from #622 in FIG. 
12A). Time K41 corresponds to the above-described time Ka. 

The pre/post-action feature quantity remover 1322 selects 
the average value AGy at a plus peak or a minus peak imme­
diately subsequent to time K41, i.e., the average value AGy 
(value G41) at time K42, and then stores the average value 
AGy as the first feature quantity average valueAGyl (#623). 
Time K42 corresponds to the above-described Kb. 

Within the time period R continuous from time K42 (from 
time K42 to time K45), a time duration throughout which the 
absolute value of the average valueAGy remains equal to or 
below the threshold value a is present. This time duration 
continues from time K43 to time K44. The time duration is 
longer than the time period U. The pre/post-action feature 
quantity remover 1322 detects the time duration (yes from 
#625). 

The pre/post-action feature quantity remover 1322 selects 
the first feature quantity average value AGyl as the intended 
action feature quantity average value AGyt (#631 in FIG. 
12B). 

Operation #632 and subsequent operations in FIG. 12B 
remain identical to operation #612 and subsequent opera­
tions, respectively. According to the second method, as the 
second motion determiner 132, the first motion determiner 
131 and the third motion determiner 133 identify the intended 
action based on the feature quantity of the X axis and the 
feature quantity of the Z axis, respectively, and determine the 
motion. 

If a motion of a plurality of axes is determined using the 
first method and/or the second method, the mobile terminal 1 
finalizes the motion using a decision tree technique of related 

The angle 82 represents the absolute value of a rate of change 
in the average valueAGy from when the absolute value of the 

15 average value AGy rises above the threshold value a to when 
the second feature quantity average valueAGy2 is calculated. 

The pre/post-action feature quantity remover 1322 com­
pares the angle 81 with the angle 82 in operation #609 rather 
than comparing the first feature quantity average value AGyl 

20 with the second feature quantity average value AGy2. If the 
angle 81 is larger in operation #610, the second motion deter­
miner 132 selects the first feature quantity average value 
AGyl as the intended action feature quantity average value 
AGyt. If the angle 82 is larger in operation #610, the second 

25 motion determiner 132 selects the second feature quantity 
average value AGy2 as the intended action feature quantity 
average value AGyt. 

In the example of FIG. 8, the pre/post-action feature quan­
tity remover 1322 also compares the angle 81 with the angle 

30 82 to select the intended action feature quantity average value 
AGyt. 

In the second method, the pre/post-action feature quantity 
remover 1322 compares the angle 81 with the angle 82 rather 
than comparing the first feature quantity average value AGyl 

35 with the second feature quantity average value AGy2 in order 
to select the intended action feature quantity average value 
AGyt. 

Modification of Monitoring Time 
FIG. 18 illustrates a modification of the configuration of 

40 the motion determiner 103. FIG. 19 illustrates an example of 
an angle 83, and FIG. 20 illustrates a relationship between the 
angle 83 and the time period R. 

The time period R is set to be a constant value in the first 
method. Alternatively, the time period R may be set in accor-

45 dance with the first feature quantity average value AGyl and 
the second feature quantity average value AGy2 as described 
below. 

art and notifies an application or a service of the finalized 50 

As illustrated in FIG. 18, a monitoring time modifier 1325 
is arranged in the second motion determiner 132. Similarly, a 
monitoring time modifier 1315 and a monitoring time modi­
fier 1335 are respectively arranged in the first motion deter-motion. 

Modification of the First Method and the Second Method 
FIG. 17 illustrates an example of angles 81 and 82. 
As described with reference to operation #610 of FIG. 6B 

in the first method, the pre/post-action feature quantity 
remover 1322 selects, as the intended action feature quantity 
average value AGyt, the first feature quantity average value 
AGyl or the second feature quantity average value AGy2, 
whichever is larger in absolute value. The following selection 
method may also be acceptable. 

Subsequent to operation #603 of FIG. 6A, the pre/post­
action feature quantity remover 1322 calculates the absolute 
value of a rate of change in the average valueAGy from when 
the absolute value of the average value AGy rises above the 
threshold value a to when the first feature quantity average 
value AGyl is calculated. For example, if the average value 
AGy changes as illustrated in FIG. 7, the pre/post-action 

miner 131 and the third motion determiner 133. 
Each time the pre/post-action feature quantity remover 

1322 calculates the first feature quantity average value AGyl 
55 and the second feature quantity average value AGy2, the 

monitoring time modifier 1325 calculates the angle 83 ( acute 
angle) between a line connecting the first feature quantity 
average value AGyl to the second feature quantity average 
value AGy2 and the zero axis as illustrated in FIG. 19. 

60 As the angle 83 becomes larger, the monitoring time modi-
fier 1325 sets the time period R to be shorter. For example, 
according to a rule listed in FIG. 20, the monitoring time 
modifier 1325 modifies the time period R. These operations 
by the monitoring time modifier 1325 may be carried out after 

65 each of the operations #603 and #608 in FIG. 6A. 
The pre/post-action feature quantity remover 1322 per­

forms the first method in accordance with the time period R 
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modified by the monitoring time modifier 1325. At an initial 
process, the first method starts with an initial value of the time 
periodR. 

16 
candidate motion memory 104 (#652). The concurrent-mo­
tion presence determiner 105 monitors the candidate motion 
determination by another motion determiner until a specific 
time has elapsed (no from #653), and thus determines Similarly, the monitoring time modifier 1315 and the moni­

toring time modifier 1335 appropriately modify the time 
period R. The time period R may be separately managed on 
the first motion determiner 131, the second motion deter­
miner 132, and the third motion determiner 133. In other 
words, the time period R may be a local variable in each of the 
first motion determiner 131, the second motion determiner 
132, and the third motion determiner 133. 

5 whether a plurality of determinations has been performed 
substantially at the same time (more strictly, within a specific 
time period). 

The time period R may be modified in accordance with the 
angle 81 and the angle 82 illustrated in FIG. 17 instead of the 
angle 83. More specifically, the time period R from time T12 

If a candidate motion has been determined by another 
motion determiner within the specific time period (yes from 

10 #654), that candidate motion (a second candidate motion 
here) is stored on the candidate motion memory 104 ( #655). 

to time Tl 6 may be modified in response to the angle 81 and 15 

the time period R from time T15 to time Tl 7 may be modified 
in response to the angle 82. The time period R may be modi­
fied on a per time duration basis in response to the angle in the 
immediately preceding time period S (the angles 81 and 82). 
In such a case, a new time period R may be recalculated each 20 

time a previous time period R has elapsed. 
Process of different motions determined by plurality of 

motion determiners can be provided. 
FIG. 21 illustrates a modification of the functional configu­

ration of the mobile terminal 1. FIG. 22 is a flowchart illus- 25 

trating a process flow of a final motion determination. FIG. 23 
illustrates a meta knowledge database 106 and meta knowl­
edge data 58. 

The candidate motions stored on the candidate motion 
memory 104 are mapped to determination times thereof. 

As illustrated in FIG. 23, the meta knowledge data 58 is 
stored on the meta knowledge database 106. The phrase "for­
ward tilt" in FIG. 23 means that the user tilts the mobile 
terminal 1 in a manner such that the upper portion of the 
mobile terminal 1 gets closer to themselves. The phrase 
"backward tilt" means that the user tilts the mo bile terminal 1 
in a manner such that the upper portion of the mo bile terminal 
1 is far away from themselves. The phrase "right tilt" means 
that the user tilts the mobile terminal 1 in a manner such that 
the right side of the upper portion of the mobile terminal 1 is 
far away from themselves. The phrase "left tilt" means that 
the user tilts the mobile terminal 1 in a manner such that the 
left side of the upper portion of the mobile terminal 1 is far 
away from themselves. 

The meta knowledge data 58 is prepared for each combi-
30 nation of a plurality of candidate motions that are likely to be 

determined as happening substantially at the same time. 

As illustrated in FIG. 1, the mobile terminal 1 has a rect­
angular parallelepiped shape. If the user moves the mobile 
terminal 1 in parallel along any of the sides thereof, only a 
motion determiner having the axis thereof in parallel with the 
side ideally determines a motion. For example, if the user 
moves the mobile terminal 1 in the width direction thereof, 
only the second motion determiner 132 determines the 35 

motion. 
The user may now move the mo bile terminal 1 to attempt to 

perform a motion. The motion, which is to be determined by 
one motion determiner only, might be determined by another 
motion determiner. 

If that happens, there is a possibility that a process intended 
by the user may not be performed or a process unintended by 
the user may be performed in an application that is executed 
in response to determination results of the first motion deter­
miner 131 through the third motion determiner 133. 

40 

45 

The motion based on the final determination results of the 
motion determiner 103 may be determined in accordance 
with the determination results of the first motion determiner 
131 through the third motion determiner 133. The motion 
determined by one or more of the first motion determiner 131 50 

through the third motion determiner 133 is referred to as a 
"candidate motion," and the motion as the final determination 
results is referred to as a "final motion." 

As illustrated in FIG. 21, the mobile terminal 1 further 
includes candidate motion memory 104, concurrent-motion 55 

presence determiner 105, meta knowledge database (DB) 
106, and final motion determiner 107. 

The meta knowledge data 58 includes four fields, i.e., a 
"first motion" field, a "second motion" field, a "third motion" 
field, and a "final motion" field. 

The "first motion" field, the "second motion" field, and the 
"third motion" field respectively list a candidate motion 
determined first, a candidate motion determined second, and 
a candidate motion determined third if a plurality of candidate 
motions are determined at the same period. 

The "final motion" field lists a motion that the user is 
supposed to intend if the candidate motions respectively 
listed in the "first motion" field, the "second motion" field, 
and the "third motion" field occur in that order during the 
same period. 

Returning to the flowchart of FIG. 22, the final motion 
determiner 107 searches for the meta knowledge data 58 in 
which the first determined candidate motion matches the 
motion listed in the "first motion" field, and the second deter­
mined candidate motion matches the motion listed in the 
"second motion" field" (#656). 

If a single unit of meta knowledge data 58 is hit (yes from 
#657), the final motion determiner 107 determines, as the 
final motion, the motion indicated by the "final motion" field 
of the meta knowledge data 58, and then notifies the applica­
tion of the final motion (#658). 

If no such meta knowledge data 58 is hit, or a plurality of 
units of meta knowledge data 58 is hit (no from #657), the 
final motion determiner 107 waits until a next candidate The functions and process flow of the candidate motion 

memory 104 through the final motion determiner 107 are 
described below with reference to a flowchart of FIG. 22. 

If one or more of the first motion determiner 131, the 
second motion determiner 132, or the third motion determiner 
133 has determined a candidate motion, the candidate motion 

motion ( a third candidate motion here) is determined within a 
60 time elapse of a specific time period from the storage of the 

first candidate motion (no from #653). 

is stored on the candidate motion memory 104 (#651 in FIG. 
22). 

The concurrent-motion presence determiner 105 measures 
time, starting with a first candidate motion stored on the 

The third candidate motion, if determined, is stored on the 
candidate motion memory 104 (#655). 

The final motion determiner 107 then searches for the meta 
65 knowledge data 58 in which the first determined candidate 

motion matches the motion listed in the "first motion" field, 
the second determined candidate motion matches the motion 
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listed in the "second motion" field," and the third determined 
candidate motion matches the motion listed in the "third 
motion" field (#656). 

If such meta knowledge data 58 is hit (yes from #657), the 
final motion determiner 107 determines as the final motion 
the motion listed at the "final motion" field, and then notifies 
the application of the final motion (#658). 

Ifno such meta knowledge data 58 is hit (no from #657), 
the final motion determiner 107 determines as the final 
motion the candidate motion determined last (the third can­
didate motion here) and notifies the application of the final 
motion (#660). 

18 
of the posture of the mobile terminal 1. FIGS. 29A-29C 
illustrates a posture table TLl, an application-based active 
axis table TL2, and a motion candidate table TL3. 

The degree of importance of the candidate motion of the 
5 first motion determiner 131 to the third motion determiner 

133 may change depending on application or service. For 
example, the detection of a motion in the vertical direction is 
the most important in the application of the PEDOMETER. 

The application or service in operation may be notified of 
10 the candidate motion of each of the first motion determiner 

131 to the third motion determiner 133 described below. 

The final motion may not be determined based on the meta 
knowledge data 58 until the specific time period has elapsed 
since the first candidate motion was stored (yes from #653). 15 

Even in this case, the final motion determiner 107 determines, 

As illustrated in FIG. 26, the mobile terminal 1 further 
includes terminal posture determiner 151, active application 
detector 152, candidate motion memory 153, concurrent­
motion presence determiner 154, meta knowledge database 
155, and final motion determiner 156. as the final motion, last candidate motion and notifies the 

application of the final motion (#660). 
Modification of process of different motions determined 

by plurality of motion determiners is described. 
FIG. 24 illustrates a modification of the functional configu­

ration of the mobile terminal 1, and FIG. 25 is a flowchart 
illustrating an example of the process flow of the final motion 
determination process. 

If a plurality of candidate motions is determined almost 
concurrently, a candidate motion unintended by the user typi­
cally occurs slightly earlier than a candidate motion intended 
by the user. 

In such a case, a first candidate motion may be deleted, and 

The functions and operations of the terminal posture deter­
miner 151 through the final motion determiner 156 are 

20 described below with reference to the flowchart of FIGS. 27 A 
and 278. 

The terminal posture determiner 151 determines a posture 
of the mobile terminal 1 based on the variance value and the 
average value calculated by the feature quantity calculator 

25 102. 

the application may be notified of a second and subsequent 30 

candidates. 

For example, the terminal posture determiner 151 acquires 
the variance values of all the axes (#681). If the sum of the 
variance values of all the axes is less than a threshold value 
(yes from #682 in FIG. 27A), the absolute value of the aver­
age value of the X axis is compared with the absolute value of 
the average value of the Y axis (#683). 

As illustrated in FIG. 24, the mobile terminal 1 further 
includes candidate motion memory 124, concurrent-motion 
presence determiner 125, and final motion determiner 127. 

If the absolute value of the average value of the X axis is 

The functions and operations of the candidate motion 35 

memory 124, the concurrent-motion presence determiner 
125, and the final motion determiner 127 are described with 
reference to the flowchart of FIG. 25. 

higher than the absolute value of the average value of the Y 
axis (yes from #684), the terminal posture determiner 151 
determines that the mobile terminal 1 is aligned in the vertical 
direction as illustrated in FIG. 28A (#685). If not (no from 
#684), the terminal posture determiner 151 determines that 
the mobile terminal 1 is aligned in the horizontal direction 
(#686). If one or more of the first motion determiner 131, the 

second motion determiner 132, or the third motion determiner 40 

133 has determined a candidate motion, the candidate motion 
In parallel with or subsequent to or prior to the process of 

the terminal posture determiner 151, the active application 
detector 152 detects an application or a service in operation 
(#687). 

is stored on the candidate motion memory 124 (#671 in FIG. 
25). 

The concurrent-motion presence determiner 105 measures 
time, starting with the first candidate motion stored on the 
candidate motion memory 104 (#672). The concurrent-mo­
tion presence determiner 105 monitors the candidate motion 
determination by another motion determiner until a specific 
time has elapsed (no from #673), and thus determines 
whether a plurality of determinations has been performed 
substantially at the same time. 

If a candidate motion has been determined by another 
motion determiner within the specific time period (yes from 
#674), the final motion determiner 127 notifies the applica­
tion of each of the candidate motions as final motion (#676). 
The first motion stored on the candidate motion memory 124 
is deleted (#675). 

If no candidate motion is determined by any other motion 
determiner within the specific time (yes from #673), the 
application is notified of the first candidate motion stored on 
the candidate motion memory 124 as the final motion ( #677). 

Selection of determination results in response to applica­
tion is described. 

FIG. 26 illustrates a modification of the functional configu­
ration of the mobile terminal 1. FIGS. 27A and 27B are a 
flowchart illustrating a process flow of a final motion deter­
mination process. FIGS. 28A and 28B illustrate an example 

If one or more of the first motion determiner 131, the 
45 second motion determiner 132, or the third motion determiner 

133 has determined a candidate motion, the candidate motion 
is stored on the candidate motion memory 153 (#688 in FIG. 
27B). 

The concurrent-motion presence determiner 154 measures 
50 time, starting with a first candidate motion stored on the 

candidate motion memory 153 (#689). The concurrent-mo­
tion presence determiner 154 monitors the candidate motion 
determination by another motion determiner until a specific 
time has elapsed, and thus determines whether a plurality of 

55 determinations has been performed substantially at the same 
time (more strictly, within a specific time period). 

If a candidate motion has been determined by another 
motion determiner within the specific time period (yes from 
#690), that candidate motion (a second candidate motion 

60 here) is stored on the candidate motion memory 153 (#691). 
The meta knowledge database 155 stores the posture table 

TLl, the application-based active axis table TL2, and the 
motion candidate table TL3. 

As illustrated in FIG. 29A, the posture table TLl lists 
65 which of the X axis, the Y axis, and the Z axis is aligned with 

an up-down axis (vertical axis), and fore-aft axis on each of 
the postures of the mobile terminal 1. 
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tion failure occurrence determiner 162, meta knowledge gen­
erator 163, and meta knowledge adjuster 164. 

As illustrated in FIG. 29B, the application-based active 
axis table TL2 lists a particularly important axis ( active axis) 
and an unneeded axis (inactive axis) from among axes in the 
up-down direction, the fore-aft direction, and the lateral 
direction (hereinafter referred to as the up-down axis, the 
fore-aft axis, and the lateral axis) on a per application basis or 
on a per service basis. 

The functions and operations of the determination result 
history database 161 through the meta knowledge adjuster 

5 164 are described below with reference to the flowchart of 
FIG. 31. 

As illustrated in FIG. 29C, the motion candidate table TL3 
lists motions considered as being intended by the user when a 
motion in each of the X axis, the Y axis, and the Z axis is 10 

detected. 
Returning to the flowchart, the final motion determiner 156 

determines the final motion by checking a plurality of candi­
date motions determined in the specific time, the posture 
determined by the terminal posture determiner 151, one of the 15 

application or the service detected by the active application 
detector 152, and the tables stored on the meta knowledge 
database 155 (#692 and #693) as described below. 

The final motion determiner 156 extracts a record indicat­

The final motion determined by the final motion deter­
miner 107 is stored together with the concurrently determined 
candidate motion on the determination result history database 
161. 

The recognition failure occurrence determiner 162 deter­
mines whether the final motion stored on the determination 
result history database 161 is correct or not (#701 in FIG. 31). 

After the final motion is sent to the application, a specific 
operation such as pressing a cancel button may be performed 
within a short time (within 1 second, for example). In such a 
case, the recognition failure occurrence determiner 162 deter­
mines that the final motion is in error. If no such an operation 

20 is performed, the recognition failure occurrence determiner 
162 determines that the final motion is correct. 

ing the posture by checking the posture determined by the 
terminal posture determiner 151 against the posture table 
TLl. The final motion determiner 156 then selects the axis 
corresponding to the "active axis" in the extracted record. For 
example, the application of the pedometer (registered trade­
mark) may be detected, and the posture may be "vertical." The 25 

final motion determiner 156 then selects the X axis, and 
determines as the final motion a candidate motion responsive 
to the selected axis. If the motion candidate table TL3 lists a 
motion corresponding to the selected axis, the final motion 
determiner 156 determines as the final motion that motion. 

The final motion determiner 156 selects the axis corre­
sponding to the "inactive axis" in the extracted record. For 
example, the service of the motion UI may be detected, and 

As illustrated in FIG. 32, the success/failure determination 
results are mapped to the final motion, and then stored on the 
determination result history database 161 (#702). 

The meta know ledge generator 163 determines whether, in 
succession to an erroneous final motion (hereinafter referred 
to as a "first final motion"), a correct final motion (hereinafter 
referred to as a "second final motion") is stored on the deter­
mination result history database 161 until other final motions 

30 of a constant number ( of three final motions, for example) are 
determined, or within a constant period of time (10 seconds, 
for example). If such two final motions are present (yes from 
#703), candidate motions mapped to the two final motions on 

the posture may be "horizontal." The final motion determiner 
156 then selects the Z axis, and then deletes a candidate 35 

motion corresponding to the selected axis, and determines as 

each axis are compared. 
If the candidate motion on any of the axes is identical, the 

meta knowledge generator 163 estimates that the first final 
motion has been determined although the user has attempted 
to perform the second final motion. The meta knowledge 
generator 163 thus generates each candidate motion corre-

the final motion a motion in an axis other than that axis. If the 
motion candidate table TL3 lists a motion corresponding to an 
axis other than that axis, the final motion determiner 156 
determines as the final motion that motion. 

The final motion determiner 156 notifies the application 
and/or the service of the determined final motion (#694). 

40 sponding to the first final motion, and the meta knowledge 
data 58 indicating the second final motion. 

If no candidate motion is determined by any other motion 
determiner within the specific time (no from #690), the final 
motion determiner 156 determines as the final motion the first 45 

The meta knowledge adjuster 164 stores the generated 
meta knowledge data 58 on the meta knowledge database 
106. Meta knowledge is thus adjusted. 

With reference to FIG. 32, in succession to the first final 
motion erroneously determined as the "forward tilt," the 
immediately subsequent second final motion is common to 
the candidate motion of the Y axis. The meta knowledge 
generator 163 thus generates the meta know ledge data 58 that 
indicates the candidate motions of the X axis, the Y axis, and 
the Z axis for the first final motion, and indicates the second 

candidate motion, and notifies one of the application and the 
service of the final motion (#695). 

User-based adjustment of meta knowledge database 106 is 
described. 

FIG. 3 0 illustrates a modification of the functional configu- 50 

ration of the mobile terminal 1. FIG. 31 is a flowchart illus-
trating a process flow of a meta knowledge adjustment pro­
cess. FIG. 32 illustrates the final motion and success/failure 
determination results thereof. 

The meta knowledge database (DB) 106 stores a plurality 
of units of meta knowledge data 58 as illustrated in FIG. 23. 
The content of the meta knowledge data 58 is determined 
beforehand based on typical human activities. 

However, if an extremely slow-moving user or an 
extremely quick-moving user uses the mobile terminal 1, the 
motion of the mobile terminal 1 is not necessarily determined 
as expected. 

The mobile terminal 1 may be structured as described 
below to customize the concurrent-motion presence deter­
miner 105. 

As illustrated in FIG. 30, the mobile terminal 1 further 
includes determination result history database 161, recogni-

final motion as the final motion. 
Use of final motion in application is described. 
FIG. 33 illustrates a relationship between the application 

55 and a motion and/or gesture to the mobile terminal. 
The application performs a process in response to the can­

didate motion or the final motion determined by the motion 
determiner 103, and the final motion determiners 107, 127, 
and 156. FIG. 33 illustrates examples of motions and/or ges-

60 tures with respect to a mobile terminal and corresponding 
operations. 

According to each of the embodiments, the motion that the 
user has intended is more reliably determined than ever 
before. In particular, the characteristics of the habit of each 

65 user is removed, and determination reliability is increased. 
The elements illustrated in FIG. 3 may be implemented in 

an integrated circuit (IC) and/or large scale integration (LSI). 
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The casing of the mo bile terminal 1 of the embodiment has 
a rectangular parallelepiped shape as illustrated in FIG. 1. 
However, other mobile terminal shapes can be provided. The 
invention is applicable to a folding mobile terminal structure. 

22 
All examples and conditional language recited herein are 

intended for pedagogical purposes to aid the reader in under­
standing the principles of the invention and the concepts 
contributed by the inventor to furthering the art, and are to be 

The invention is applicable not only to the mobile terminal 
but also to a variety of mobile devices including a cellular 
phone, a personal digital assistant (PDA), and a mobile game 
playing device. 

Part or whole of the configuration of the mobile terminal 1, 
and the process content, and the operation order of the mobile 
terminal 1, the structure of each table, and values of the table 
may be modified in accordance with the spirit of the inven­
tion. 

5 construed as being without limitation to such specifically 
recited examples and conditions, nor does the organization of 
such examples in the specification relate to a showing of the 
superiority and inferiority of the invention. Although the 
embodiments of the present inventions have been described in 

10 detail, it should be understood that the various changes, sub­
stitutions, and alterations could be made hereto without 
departing from the spirit and scope of the invention. 

The motion determiner may determine the motion based on 
one of the feature quantities having the highest absolute 15 

value. The motion determiner may determine the motion 
based on one of the feature quantities having an immediately 
prior rate of change having the highest absolute value. 

The above-described feature quantity may be an average 
value of accelerations within a specific period of time or of a 20 

specific number of accelerations. 
According to an aspect of the embodiments of the inven­

tion, any combinations of one or more of the described fea­
tures, functions, operations, and/or benefits can be provided. 
The embodiments can be implemented as an apparatus (a 25 

machine) that includes computing hardware (i.e., computing 
apparatus), such as (in a non-limiting example) any computer 
that can store, retrieve, process and/or output data and/or 
communicate (network) with other computers. According to 
an aspect of an embodiment, the described features, func- 30 

tions, operations, and/or benefits can be implemented by and/ 
or use computing hardware and/or software. The apparatus 
(e.g., the mobile terminal 1) can comprise a controller (CPU) 
(e.g., a hardware logic circuitry based computer processor 
that processes or executes instructions, namely software/pro- 35 

gram), computer readable media, transmission communica­
tion interface (network interface), and/or an output device, for 
example, a display device, all in communication through a 
data communication bus. In addition, an apparatus can 
include one or more apparatuses in computer network com- 40 

munication with each other or other apparatuses. In addition, 
a computer processor can include one or more computer 
processors in one or more apparatuses or any combinations of 
one or more computer processors and/or apparatuses. An 
aspect of an embodiment relates to causing one or more 45 

apparatuses and/or computer processors to execute the 
described operations. The results produced can be output to 
an output device, for example, displayed on the display. 

A program/software implementing the embodiments may 
be recorded on a computer-readable media, e.g., a non-tran- 50 

sitory or persistent computer-readable medium. Examples of 
the non-transitory computer-readable media include a mag­
netic recording apparatus, an optical disk, a magneto-optical 
disk, and/or volatile and/or non-volatile semiconductor 
memory (for example, RAM, ROM, etc.). Examples of the 55 

magnetic recording apparatus include a hard disk device 
(HDD), a flexible disk (FD), and a magnetic tape (MT). 
Examples of the optical disk include a DVD (Digital Versatile 
Disc), DVD-ROM, DVD-RAM (DVD-Random Access 
Memory), BD (Blue-ray Disk), a CD-ROM (Compact Disc- 60 

Read Only Memory), and a CD-R (Recordable)/RW. The 
program/software implementing the embodiments may be 
transmitted over a transmission communication path, e.g., a 
wire and/or a wireless network implemented via hardware. 
An example of communication media via which the program/ 65 

software may be sent includes, for example, a carrier-wave 
signal. 

The invention claimed is: 
1. A motion determination apparatus, comprising: 
a computer processor to execute: 

acquiring, at intervals, detection information, which 
indicate a change in a position and/or a posture, of a 
motion sensor and/or a device including the motion 
sensor, and storing the detection information with 
acquisition time information of the detection infor­
mation mapped to the detection information; 

calculating from the detection information a plurality of 
feature quantities indicating features at a plurality of 
different time points; and 

determining a motion applied to the motion sensor and/ 
or the device including the motion sensor, in response 
to a feature quantity selected from among the plurality 
of calculated feature quantities, 

wherein the calculating: 
calculates one of the feature quantities from the detec­

tion information at a specific time period later than 
a time period when a value of the detection infor­
mation rises above a specific value, and 

calculates, for detection of a transition, another one of 
the feature quantities from the detection informa­
tion at a specific time period later than a time period 
when a value of the detection information rises 
again above the specific value after the value of the 
detection information falls below the specific 
value. 

2. The motion determination apparatus according to claim 
1, wherein the calculating calculates a feature quantity from a 
peak value of a ridge or a bottom of the detection information. 

3. The motion determination apparatus according to claim 
1, wherein the determining determines the motion based on a 
largest value of the plurality of feature quantities. 

4. The motion determination apparatus according to claim 
1, wherein the determining determines the motion based on 
one of the plurality of feature quantities having an immedi­
ately preceding rate of change with largest value. 

5. The motion determination apparatus according to claim 
4, wherein the computer processor corrects a specific time 
point by shortening the specific time point more as the rate of 
change is higher. 

6. The motion determination apparatus according to claim 
1, wherein the computer processor: 

accesses a motion relation storage that stores a combina­
tion of determined motions with a finally determined 
motion mapped thereto, 

references a combination of motions respectively repre­
sented by the calculated plurality of feature quantities, 
and 

determines as the motion a finally determined motion 
mapped to the combination of determined motions that 
match the referenced combination of motions. 

7. The motion determination apparatus according to claim 
1, wherein the motion determiner determines the motion in 
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response to an application and/or a service in which the 
motion sensor and/or the device including the motion sensor 
is used, and/or in response to a posture of the motion sensor 
and/or the device including the motion sensor. 

5 
8. The motion determination apparatus according to claim 

1, wherein the computer processor: 

accesses a determination history storage that stores a fail­
ure determination motion erroneously determined and a 
success determination motion correctly determined, 10 

selects from among success determination motions a com­
mon determination motion, determined by a specific 
number of times of a success determination motion and/ 
or a success determination motion within a specific 

15 
period of time, after a failure determination motion, 
and/or a motion common to any of the erroneously deter­
mined failure motions and success determination 
motions, to serve as a base motion; 

stores the common determination motion and/or the base 20 

motion as a final motion. 

9. A motion determination method of a motion determina­
tion apparatus, comprising: 

acquiring, at intervals, detection information, which indi- 25 
cate a change in a position and/or a posture, of a motion 
sensor and/or a device including the motion sensor, and 
storing the detection information with acquisition time 
information of the detection information mapped to the 
detection information; 30 

calculating, by a computer processor, from the detection 
information a plurality of feature quantities indicating 
features at a plurality of different time points; and 

determining a motion applied to the motion sensor and/or 
35 

the device including the motion sensor, in response to a 
feature quantity selected from among the plurality of 
calculated feature quantities, 

24 
wherein the calculating: 

calculates a feature quantity from the detection informa­
tion at a specific time period later than a time period 
when a value of the detection information rises above 
a specific value, and 

calculates, for detection of a transition, another feature 
quantity from the detection information at a specific 
time period later than a time period when a value of 
the detection information rises again above the spe­
cific value after the value of the detection information 
falls below the specific value. 

10. A non-transitory recording medium storing a program 
for causing a motion determination apparatus to perform a 
motion determination comprising: 

acquiring, at intervals, detection information, which indi­
cate a change in a position and/or a posture, of a motion 
sensor and/or a device including the motion sensor, and 
storing the detection information with acquisition time 
information of the detection information mapped to the 
detection information; 

calculating from the detection information a plurality of 
feature quantities indicating features at a plurality of 
different time points; and 

determining a motion applied to the motion sensor and/or 
the device including the motion sensor, in response to a 
feature quantity selected from among the plurality of 
calculated feature quantities, 

wherein the calculating: 
calculates one of the feature quantities from the detec­

tion information at a specific time period later than a 
time period when a value of the detection information 
rises above a specific value, and 

calculates, for detection of a transition, another one of 
the feature quantities from the detection information 
at a specific time period later than a time period when 
a value of the detection information rises again above 
the specific value after the value of the detection infor­
mation falls below the specific value. 

* * * * * 
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